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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® DOCUMENTS

NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document contained herein
is one, are developed through a consensus standards development process approved by the American National Standards
Institute. This process brings together volunteers representing varied viewpoints and interests to achieve consensus on fire and
other safety issues. While the NFPA administers the process and establishes rules to promote fairness in the development of
consensus, it does not independently test, evaluate, or verify the accuracy of any information or the soundness of any
judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether special,
indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or reliance on NFPA
Standards. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of any information published
herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or other services for
or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any person or entity to
someone else. Anyone using this document should rely on his or her own independent judgment or, as appropriate, seek the
advice of a competent professional in determining the exercise of reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA Standards. Nor
does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with this document. Any
certification or other statement of compliance with the requirements of this document shall not be attributable to the NFPA
and is solely the responsibility of the certifier or maker of the statement.

REMINDER: UPDATING OF NFPA STANDARDS

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that
NFPA Standards may be amended from time to time through the issuance of Tentative Interim Amendments or
corrected by Errata. An official NFPA Standard at any point in time consists of the current edition of the document
together with any Tentative Interim Amendment and any Errata then in effect.

In order to determine whether an NFPA Standard has been amended through the issuance of Tentative Interim
Amendments or corrected by Errata, visit the Document Information Pages on NFPA’s website. The Document
Information Pages provide up-to-date, document specific information including any issued Tentative Interim
Amendments and Errata.

To access the Document Information Page for a specific NFPA Standard, go to http://www.nfpa.org/docinfo to
choose from the list of NFPA Standards or use the search feature on the right to select the NFPA Standard number
(e.g., NFPA 101). In addition to posting all existing Tentative Interim Amendments and Errata, the Document
Information Page also includes the option to sign-up for an “Alert” feature to receive an email notification when
new updates and other information are posted regarding the document.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that these
documents may be superseded at any time by the issuance of new editions or may be amended from time to time through the
issuance of Tentative Interim Amendments or corrected by Errata. An official NFPA Standard at any point in time consists of
the current edition of the document together with any Tentative Interim Amendments and any Errata then in effect. In order
to determine whether a given document is the current edition and whether it has been amended through the issuance of
Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the
National Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed
below.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and shall not
be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in
connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for determining the validity of
any such patent rights, as well as the risk of infringement of such rights, and the NFPA disclaims liability for the infringement
of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may require use of an
invention covered by patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such
patent rights constitute or include essential patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent
Policy, a patent holder has filed a statement of willingness to grant licenses under these rights on reasonable and
nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of such filed statements can be
obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, by the
publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with
applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe
practices and methods. By making these documents available for use and adoption by public authorities and private users, the
NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, and
changes desired by the adopting authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the NFPA (Attention: Secretary,
Standards Council) in writing of such use. For technical assistance and questions concerning adoption of NFPA Standards,
contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA procedures
governing its codes and standards development process, including information on the procedures for requesting Formal
Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to NFPA standards during regular
revision cycles, should be sent to NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA, 1
Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be viewed at
no cost at www.nfpa.org/freeaccess.
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NFPA®13D

Standard for the

Installation of Sprinkler Systems in One- and Two-Family Dwellings and
Manufactured Homes

2016 Edition

This edition of NFPA 13D, Standard for the Installation of Sprinkler Systems in One- and Two-Family
Dwellings and Manufactured Homes, was prepared by the Technical Committee on Residential
Sprinkler Systems and released by the Correlating Committee on Automatic Sprinkler Systems. It was
issued by the Standards Council on May 26, 2015, with an effective date of June 15, 2015, and
supersedes all previous editions.

This edition of NFPA 13D was approved as an American National Standard on June 15, 2015.

Origin and Development of NFPA 13D

Recognizing the need to reduce the annual life loss from fire in residential occupancies (about 50
percent of total loss of life by fire), the Committee on Automatic Sprinklers appointed a
subcommittee in May 1973 to prepare the Standard on the Installation of Sprinkler Systems in One- and
Two-Family Dwellings and Mobile Homes. The subcommittee was composed of members of the
Committee on Automatic Sprinklers and other technically competent experts. The standard was
submitted and adopted at the NFPA Annual Meeting in Chicago, Illinois, on May 12–16, 1975.

The 1980 edition was a complete rewrite of the 1975 edition, including SI units where
appropriate. The 1980 edition incorporated the results of the residential sprinkler test program
administered by the National Fire Protection Association and funded by a research grant from the
United States Fire Administration. Factory Mutual Research Corporation and the Los Angeles City
Fire Department conducted the dwelling tests. Factory Mutual Research Corporation, McNeary
Insurance Consulting Services, and the Charlotte, North Carolina, Fire Department conducted the
mobile home tests.

After gaining practical experience using the 1980 edition, modifications to the standard,
including removal of design parameters for dry pipe systems, were made in the 1984 edition.

The 1989 and 1991 editions established criteria for the use of antifreeze systems as well as some of
the installation criteria associated with specially listed piping materials.

The 1994 edition provided expanded information on nonmetallic pipe and introduced a new
design option that reduced water storage requirements for limited area dwellings.

The 1996 edition of the standard included expanded information on the use and placement of
residential sprinklers near heat sources. For the first time since 1941, the use of ½ in. (12.7 mm)
piping material was permitted again for sprinkler systems under specific conditions. A number of
appendix figures were also added to address methods for protecting pipe from freezing in unheated
attics.

The 1999 edition revised criteria for certain types of multipurpose piping systems and added
requirements to mitigate the effect of water softeners and filters on system performance.
Information on the application of solvent cement for nonmetallic piping systems was provided, and
the exception for omitting sprinkler coverage in attics and crawl spaces was modified.

The 2002 edition incorporated revisions to update the standard to comply with the 2000 edition
of the Manual of Style for NFPA Technical Committee Documents. These revisions included editorially
rewording any exceptions as requirements. The 2002 edition also included changes that established
a minimum design discharge density. The requirements for multipurpose systems were changed to
require a bypass valve for installations with water softeners or water filtration equipment installed
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and to update the requirements for network systems. The chapter specifically addressing limited area dwelling systems was no
longer included in the standard.

The 2007 edition included new spacing and obstruction rules addressing sloped ceilings, ceiling pockets, ceiling fans, and
kitchen cabinets. Also new to this edition were installation, design, and acceptance requirements for pumps. The acceptability
of insulation as a method of freeze protection and the acceptability of wells as a water source were clarified for this edition.
New requirements for listed dry pipe/preaction residential sprinkler systems, as well as clarified requirements for multipurpose
combined and networked sprinkler systems, were incorporated. Finally, specific obstruction rules were added for residential
sprinklers.

In the 2010 edition new requirements were added for a prescriptive pipe sizing method as an alternative to the hydraulic
calculation method. The standard added the term townhouses to the definition of dwelling in order to clarify that townhouses
that meet the definition of dwelling can be protected by an NFPA 13D system. Finally, annex material was added to provide
clear guidance for the owner on how to properly inspect, test, and maintain the system.

The 2013 edition of NFPA 13D included a restructuring to make the document easier to use. Four new chapters were
added, breaking out freeze protection, acceptance testing, maintenance, and discharge criteria into their own chapters. This
edition has also seen modification to the definitions of multipurpose and stand-alone systems, along with a new definition for
passive purge systems. New language addressing the number of heads to be calculated for certain sloped and beamed ceiling
configurations was added based on a Fire Protection Research Foundation report. The antifreeze requirements were updated
through a series of TIAs that were developed based on FPRF testing.

Several significant revisions have been made during the development of the 2016 edition. A new figure addresses
positioning of sprinklers to avoid obstructions where there are sloped ceilings. Clarification has been added that once a
sprinkler is removed from a fitting or welded outlet it should not be reinstalled if torque was applied to the sprinkler itself. A
new sketch shows an insulation practice using tenting in an attic or concealed space. One of the largest changes to the 2016
edition of NFPA 13D is the review of all metric conversions. Historically the document has used an "exact" conversion process,
but in the 2016 edition an approximate conversion process is used. The intent of this change is to make the document more
usable outside the United States.
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Correlating Committee on Automatic Sprinkler Systems

Kenneth W. Linder,  Chair
Swiss Re, CT [I]

Jose R. Baz,  JRB Associates Group Inc., FL [M]
Rep. NFPA Latin American Section

Kerry M. Bell,  UL LLC, IL [RT]
Tracey D. Bellamy,  Telgian Corporation, GA [U]

Rep. The Home Depot
Russell P. Fleming, National Fire Sprinkler Assoc., Inc., NY [M]
Scott T. Franson,  The Viking Corporation, MI [M]
Michael J. Friedman,  Friedman Consulting, Inc., MD [SE]
Raymond A. Grill,  Arup, DC [SE]
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Rep. Canadian Automatic Sprinkler Association
Roland J. Huggins, American Fire Sprinkler Assoc., Inc., TX [IM]
Sultan M. Javeri,  SC Engineering, France [IM]

Charles W. Ketner,  National Automatic Sprinkler Fitters LU 669,
MD [L]

Rep. United Assn. of Journeymen & Apprentices of the
Plumbing & Pipe Fitting Industry
Andrew Kim,  National Research Council of Canada, Canada [RT]
John A. LeBlanc,  FM Global, MA [I]
David O. Lowrey,  City of Boulder Fire Rescue, CO [E]
Brock Mitchell,  Extended Stay Hotels, NC [U]
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Alternates

Donald D. Becker,  RJC & Associates, Inc., IA [IM]
(Alt. to R. J. Huggins)

Ralph E. Bless, Jr.,  Telgian Corporation, GA [U]
(Alt. to T. D. Bellamy)

Brian Paul Carnazza,  U.S. Department of the Navy, VA [E]
(Alt. to D. P. Stultz)

James P. Carroll,  Liberty Mutual Insurance, FL [I]
(Alt. to L. Hilton)

David B. Fuller,  FM Global, MA [I]
(Alt. to J. A. LeBlanc)

James G. Gallup,  Aon Fire Protection Engineering Corp., AZ [I]
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Scott T. Martorano,  The Viking Corporation, MI [M]
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John G. O'Neill,  The Protection Engineering Group, PC, VA [SE]
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(Alt. to J. R. Baz)

Jason W. Ryckman, Canadian Automatic Sprinkler Assoc., Canada
[IM]
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James B. Biggins,  Global Risk Consultants Corporation, IL [SE]
Rep. TC on Hanging & Bracing of Water-Based Systems

Robert G. Caputo,  Fire & Life Safety America, CA [SE]
Rep. TC on Foam-Water Sprinklers

William E. Koffel,  Koffel Associates, Inc., MD [SE]
Rep. Safety to Life Correlating Committee
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Kenneth W. Wagoner,  Parsley Consulting Engineers, CA [SE]
Rep. TC on Private Water Supply Piping Systems
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[SE]

Rep. United Assn. of Journeymen & Apprentices of the
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(Member Emeritus)

Matthew J. Klaus, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition.
Since that time, changes in the membership may have occurred. A key to classifications is found at the
back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of
the Association or any document developed by the committee on which the member serves.
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Committee Scope: This Committee shall have overall responsibility for documents that
pertain to the criteria for the design and installation of automatic, open and foam-water
sprinkler systems including the character and adequacy of water supplies, and the selection
of sprinklers, piping, valves, and all materials and accessories. This Committee does not
cover the installation of tanks and towers, nor the installation, maintenance, and use of
central station, proprietary, auxiliary, and local signaling systems for watchmen, fire alarm,
supervisory service, nor the design of fire department hose connections.
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Matthew J. Klaus, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition.
Since that time, changes in the membership may have occurred. A key to classifications is found at the
back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of
the Association or any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the
design and installation of automatic sprinkler systems in dwellings and residential
occupancies up to and including four stories in height, including the character and
adequacy of water supplies, and the selection of sprinklers, piping, valves, and all materials
and accessories. In addition, this Committee shall have primary responsibility of inspection,
testing, and maintenance requirements for sprinkler systems installed in one-and two-family
dwellings and manufactured homes.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and
Disclaimers Concerning NFPA Documents.” They can also be
obtained on request from NFPA or viewed at www.nfpa.org/disclaim‐
ers.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions of
NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta‐
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with any TIAs and Errata in effect. To verify that this document is
the current edition or to determine if it has been amended by any
TIAs or Errata, please consult the National Fire Codes® Subscription
Service or visit the Document Information (DocInfo) pages on the
NFPA website at www.nfpa.org/docinfo. In addition to TIAs and
Errata, the DocInfo pages also include the option to sign up for Alerts
for each document and to be involved in the development of the next
edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material on
the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex B. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other references
as appropriate. Requests for interpretations or revisions of
extracted text shall be sent to the technical committee respon‐
sible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex B.

Chapter 1   Administration

1.1* Scope.

1.1.1 This standard shall cover the design, installation, and
maintenance of automatic sprinkler systems for protection
against the fire hazards in one- and two-family dwellings and
manufactured homes.

1.1.2 This standard shall not provide requirements for the
design or installation of water mist fire protection systems,
which are not considered fire sprinkler systems and are
addressed by NFPA 750.

1.1.3 This standard shall be based on the concept that the
sprinkler system is designed to protect against a fire originating
from a single ignition location.

1.2* Purpose.

1.2.1 The purpose of this standard shall be to provide a sprin‐
kler system that aids in the detection and control of residential
fires and thus provides improved protection against injury and
life loss.

1.2.2 A sprinkler system shall be designed and installed in
accordance with this standard to prevent flashover (total
involvement) in the room of fire origin, where sprinklered, and
to improve the chance for occupants to escape or be evacuated.

1.3 Retroactivity. The provisions of this standard reflect a
consensus of what is necessary to provide an acceptable degree
of protection from the hazards addressed in this standard at
the time the standard was issued.

1.3.1 Unless otherwise specified, the provisions of this stand‐
ard shall not apply to facilities, equipment, structures, or instal‐
lations that existed or were approved for construction or
installation prior to the effective date of the standard. Where
specified, the provisions of this standard shall be retroactive.

1.3.2 In those cases where the authority having jurisdiction
determines that the existing situation presents an unacceptable
degree of risk, the authority having jurisdiction shall be permit‐
ted to apply retroactively any portions of this standard deemed
appropriate.

1.3.3 The retroactive requirements of this standard shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic‐
tion, and only where it is clearly evident that a reasonable
degree of safety is provided.

1.4 Equivalency. Nothing in this standard is intended to
prevent the use of systems, methods, or devices of equivalent or
superior quality, strength, fire resistance, effectiveness, durabil‐
ity, and safety over those prescribed by this standard.

1.4.1 Technical documentation shall be submitted to the
authority having jurisdiction to demonstrate equivalency.

1.4.2 The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

1.5 Units.

1.5.1* Metric units of measurement in this standard shall be in
accordance with the modernized metric system known as the
International System of Units (SI).

1.5.2 The liter and bar units shall be permitted to be used in
this standard.

1.5.3 The conversion factors for liter, pascal, and bar shall be
in accordance with Table 1.5.3.

1.5.4* Where a value for measurement as specified in this
standard is followed by an equivalent value in other units, the
first stated value shall be regarded as the requirement.

1.5.5 The equivalent value for a measurement in SI shall be
converted by multiplying the value by the conversion factor
and then rounding the result to the appropriate number of
significant digits.
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1.6 New Technology.

1.6.1 Nothing in this standard shall be intended to restrict new
technologies or alternate arrangements, provided the level of
safety prescribed by this standard is not lowered.

1.6.2 Materials or devices not specifically designated by this
standard shall be utilized in complete accord with all condi‐
tions, requirements, and limitations of their listings.

Chapter 2   Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be
considered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association, 1
Batterymarch Park, Quincy, MA 02169-7471.

NFPA 13, Standard for the Installation of Sprinkler Systems, 2016
edition.

NFPA 72®, National Fire Alarm and Signaling Code, 2016
edition.

NFPA 220, Standard on Types of Building Construction, 2015
edition.

NFPA 750, Standard on Water Mist Fire Protection Systems, 2014
edition.

2.3 Other Publications.

2.3.1 ANSI Publications. American National Standards Insti‐
tute, Inc., 25 West 43rd Street, 4th Floor, New York, NY 10036.

ANSI B36.10M, Welded and Seamless Wrought Steel Pipe, 2004.

2.3.2 ASME Publications. American Society of Mechanical
Engineers, Two Park Avenue, New York, NY 10016-5990.

ASME B16.1, Gray Iron Pipe Flanges and Flanged Fittings, Classes
25, 125, and 250, 2010.

ASME B16.3, Malleable Iron Threaded Fittings, Classes 150 and
300, 2006.

ASME B16.4, Gray Iron Threaded Fittings, Classes 125 and 250,
2006.

ASME B16.5, Pipe Flanges and Flanged Fittings, NPS 1/2 through
NPS 24 Metric/Inch Standard, 2009.

ASME B16.9, Factory-Made Wrought Buttwelding Fittings, 2007.

ASME B16.11, Forged Fittings, Socket-Welding and Threaded,
2009.

ANSI/ASME B16.15, Cast Bronze Threaded Fittings, 2006.

ASME B16.18, Cast Copper Alloy Solder Joint Pressure Fittings,
2001.

Table 1.5.3 Metric Conversions

Name of Unit Unit Symbol Conversion Factor

liter L 1 gal = 3.785 L
pascal Pa 1 psi = 6894.757 Pa

bar bar 1 psi = 0.0689 bar
bar bar 1 bar = 105 Pa

ASME B16.22, Wrought Copper and Copper Alloy Solder Joint Pres‐
sure Fittings, 2001.

ASME B16.25, Buttwelding Ends, 2007.

2.3.3 ASTM Publications. ASTM International, 100 Barr
Harbor Drive, P.O. Box C700, West Conshohocken, PA
19428-2959.

ASTM A53/A53M, Standard Specification for Pipe, Steel, Black
and Hot-Dipped, Zinc-Coated, Welded and Seamless, 2012.

ASTM A135/A135M, Standard Specification for Electric-
Resistance-Welded Steel Pipe, 2009 (2004).

ASTM A234/A234M, Standard Specification for Piping Fittings of
Wrought Carbon Steel and Alloy Steel for Moderate and High Tempera‐
ture Service, 2013 e1.

ASTM A795/A795M, Standard Specification for Black and Hot-
Dipped Zinc-Coated (Galvanized) Welded and Seamless Steel Pipe for
Fire Protection Use, 2013.

ASTM B32, Standard Specification for Solder Metal, 2008.

ASTM B43, Standard Specification for Seamless Red Brass Pipe,
2009.

ASTM B75/B75M, Standard Specification for Seamless Copper
Tube, 2011.

ASTM B88, Standard Specification for Seamless Copper Water
Tube, 2009.

ASTM B251, Standard Specification for General Requirements for
Wrought Seamless Copper and Copper-Alloy Tube, 2010.

ASTM B813, Standard Specification for Liquid and Paste Fluxes
for Soldering Applications of Copper and Copper-Alloy Tube, 2010
(2010).

ASTM B828, Standard Practice for Making Capillary Joints by
Soldering of Copper and Copper Alloy Tube and Fittings, 2002.

ASTM F437, Standard Specification for Threaded Chlorinated Poly
(Vinyl Chloride) (CPVC) Plastic Pipe Fittings, Schedule 80, 2009.

ASTM F438, Standard Specification for Socket-Type Chlorinated
Poly (Vinyl Chloride) (CPVC) Plastic Pipe Fittings, Schedule 40, 2009.

ASTM F439, Standard Specification for Socket-Type Chlorinated
Poly (Vinyl Chloride) (CPVC) Plastic Pipe Fittings, Schedule 80, 2013.

ASTM F442/F442M, Standard Specification for Chlorinated Poly
(Vinyl Chloride) (CPVC) Plastic Pipe (SDR-PR), 2013 e1.

ASTM F876, Standard Specification for Crosslinked Polyethylene
(PEX) Tubing, 2013 e1.

2.3.4 AWS Publications. American Welding Society, 550 NW
LeJeune Road, Miami, FL 33126.

AWS A5.8, Specification for Filler Metals for Brazing and Braze
Welding, 2004.

2.3.5 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.

NFPA 5000®, Building Construction and Safety Code®, 2015
edition.
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Chapter 3   Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall be
defined using their ordinarily accepted meanings within the
context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having jurisdic‐
tion.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials,
an installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an organ‐
ization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri‐
odic inspection of production of labeled equipment or materi‐
als, and by whose labeling the manufacturer indicates
compliance with appropriate standards or performance in a
specified manner.

3.2.4* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the
authority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalua‐
tion of services, and whose listing states that either the equip‐
ment, material, or service meets appropriate designated
standards or has been tested and found suitable for a specified
purpose.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard. An NFPA Standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable
for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix, annex, footnote, informational
note, or other means as permitted in the NFPA Manuals of
Style. When used in a generic sense, such as in the phrase
“standards development process” or “standards development
activities,” the term “standards” includes all NFPA Standards,
including Codes, Standards, Recommended Practices, and
Guides.

3.3 General Definitions.

3.3.1 Compartment. A space completely enclosed by walls and
a ceiling. Each wall in the compartment is permitted to have
openings to an adjoining space if the openings have a mini‐
mum lintel depth of 8 in. (200 mm) from the ceiling and the
total width of the openings in a single wall does not exceed 8 ft
(2.4 m) in width. A single opening of 36 in. (900 mm) or less in
width without a lintel is permitted when there are no other
openings to adjoining spaces.

3.3.2 Design Discharge. The rate of water discharged by an
automatic sprinkler expressed in gpm (mm/min).

3.3.3 Dwelling. Any detached building, or any part of a town‐
house structure that is separated from the remainder of the
townhouse structure with fire resistance rated assemblies in
accordance with local building code, that contains no more
than two dwelling units intended to be used, rented, leased, let,
or hired out to be occupied or that are occupied for habitation
purposes.

3.3.4 Dwelling Unit. One or more rooms, arranged for the use
of one or more individuals living together, as in a single house‐
keeping unit, that normally have cooking, living, sanitary, and
sleeping facilities.

3.3.5* Manufactured Home. A structure, transportable in one
or more sections, which, in the traveling mode, is 8 body-ft
(2.4 m) or more in width or 40 body-ft (12.2 m) or more in
length or, when erected on site, is 320 ft2 (29.7 m2) or more
and which is built on a permanent chassis and designed to be
used as a dwelling, with or without a permanent foundation,
when connected to the required utilities, and includes plumb‐
ing, heating, air-conditioning, and electrical systems contained
therein; except that such terms include any structure that
meets all the requirements of this paragraph except the size
requirements and with respect to which the manufacturer
voluntarily files a certification required by the regulatory
agency. Calculations used to determine the number of square
feet in a structure are based on the structure's exterior dimen‐
sions, measured at the largest horizontal projections when erec‐
ted on site. These dimensions include all expandable rooms,
cabinets, and other projections containing interior space, but
do not include bay windows.

3.3.6* Premixed Antifreeze Solution. A mixture of an anti‐
freeze material with water that is prepared and factory-mixed
by the manufacturer with a quality control procedure in place
that ensures that the antifreeze solution remains homogeneous
and that the concentration is as specified.

3.3.7 Pressure.

3.3.7.1 Supply Pressure. The pressure within the supply
(e.g., city or private supply water source).

3.3.7.2 System Pressure. The pressure within the system
(e.g., above the control valve).

3.3.7.3 System Working Pressure. The maximum anticipated
static (nonflowing) or flowing pressure applied to sprinkler
system components exclusive of surge pressures.

3.3.8 Pump. A mechanical device that transfers or raises, or
transfers and raises, the pressure of a fluid (water).

3.3.9* Shadow Area. The dry floor area within the protection
area of a sprinkler created by the portion of sprinkler discharge
that is blocked by a wall or partition.

3.3.10 Sprinkler.

3.3.10.1 Automatic Sprinkler. A fire suppression or control
device that operates automatically when its heat-actuated
element is heated to its thermal rating or above, allowing
water to discharge over a specific area.

3.3.10.2 Residential Sprinkler. A type of fast-response sprin‐
kler having a thermal element with an RTI of 50 (meters-
seconds)

1∕2 or less, that has been specifically investigated for
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its ability to enhance survivability in the room of fire origin,
and that is listed for use in the protection of dwelling units.

3.3.11 Sprinkler Systems.

3.3.11.1 Antifreeze Sprinkler System. A wet pipe system using
automatic sprinklers that contains a liquid solution to
prevent freezing of the system, intended to discharge the
solution upon sprinkler operation, followed immediately by
water from a water supply.

3.3.11.2 Dry Pipe Sprinkler System. A sprinkler system
employing automatic sprinklers that are attached to a
piping system containing air or nitrogen under pressure,
the release of which (as from the opening of a sprinkler)
permits the water pressure to open a valve known as a dry
pipe valve, and the water then flows into the piping system
and out the opened sprinkler.

3.3.11.3* Multipurpose Piping Sprinkler System. A piping
system intended to serve both domestic needs in excess of a
single fixture and fire protection needs from one common
piping system throughout the dwelling unit(s).

3.3.11.4* Network Sprinkler System. A type of multipurpose
system utilizing a common piping system supplying domes‐
tic fixtures and fire sprinklers where each sprinkler is
supplied by a minimum of three separate paths.

3.3.11.5* Passive Purge Sprinkler System.  A type of sprinkler
system that serves a single toilet in addition to the fire sprin‐
klers.

3.3.11.6 Preaction Sprinkler System. A sprinkler system
employing automatic sprinklers that are attached to a
piping system that contains air that might or might not be
under pressure, with a supplemental detection system instal‐
led in the same areas as the sprinklers.

3.3.11.7 Pre-Engineered Sprinkler System. A packaged sprin‐
kler system including all components connected to the
water supply and designed to be installed according to
pretested limitations.

3.3.11.8 Sprinkler System. For fire protection purposes, an
integrated system of underground and overhead piping
designed in accordance with fire protection engineering
standards. The installation includes one or more automatic
water supplies. The portion of the sprinkler system above‐
ground is a network of specially sized or hydraulically
designed piping installed in a building, structure, or area,
generally overhead, and to which sprinklers are attached in
a systematic pattern. The system is usually activated by heat
from a fire and discharges water over the fire area.

3.3.11.9* Stand-Alone Sprinkler System. A sprinkler system
where the aboveground piping serves only fire sprinklers.

3.3.11.10 Wet Pipe Sprinkler System. A sprinkler system
employing automatic sprinklers attached to a piping system
containing water and connected to a water supply so that
water discharges immediately from sprinklers opened by
heat from a fire.

3.3.12 Townhouse. A one-family dwelling constructed in
attached groups of three or more units in which each unit
extends from the foundation to the roof and has open space
on at least two sides. [5000, 2015]

3.3.13 Valve.

3.3.13.1 Check Valve. A valve that allows flow in one direc‐
tion only.

3.3.13.2* Control Valve. An indicating valve employed to
control (shut) a supply of water to a sprinkler system.

3.3.14 Waterflow Alarm. A sounding device activated by a
waterflow detector or alarm check valve.

3.3.15 Waterflow Detector. An electric signaling indicator or
alarm check valve actuated by water flow in one direction only.

Chapter 4   General Requirements

4.1 Sprinkler Temperature Ratings.

4.1.1 Sprinklers having a temperature rating of 135°F to 170°F
(57°C to 77°C) shall be classified as ordinary temperature–
rated sprinklers.

4.1.2 Sprinklers having a temperature rating of 175°F to 225°F
(79°C to 107°C) shall be classified as intermediate tempera‐
ture–rated sprinklers.

4.2 Tube. Wherever the word pipe is used in this standard, it
shall also mean tube.

4.3 Listed or Labeled. Listed or labeled devices and materials
shall be installed and used in accordance with the listing limita‐
tions and the manufacturers' instructions unless permitted by
other sections of this document.

4.4 Smoke Alarms. Smoke alarms shall be provided in accord‐
ance with NFPA 72.

4.5* Documentation. Documentation shall be provided upon
request to demonstrate that the water supply, listed devices,
and sprinkler coverage comply with the requirements of this
standard.

4.6 Qualifications. The layout, calculation, and installation of
sprinkler systems installed in accordance with this standard
shall only be performed by people knowledgeable and trained
in such systems.

Chapter 5   System Components

5.1 General.

5.1.1* Only new sprinklers shall be installed in sprinkler
systems.

5.1.1.1* Where a sprinkler is removed from a fitting or welded
outlet, it shall not be reinstalled except as permitted by
5.1.1.1.1.

5.1.1.1.1 Dry sprinklers shall be permitted to be reinstalled‐
when removed in accordance with the manufacturer’s installa‐
tion and maintenance instructions.

5.1.1.2 Spare sprinklers shall not be required to be provided.

5.1.2 Except as permitted by 5.1.2.1, devices and materials
used in sprinkler systems shall be listed.

5.1.2.1 Tanks, expansion tanks, gauges, pumps, hangers, water‐
flow detection devices, and valves shall not be required to be
listed.
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5.2 Aboveground Pipe and Equipment.

5.2.1 Listed residential sprinklers installed in systems comply‐
ing with 5.2.2.3, 5.2.2.4, 5.2.5.3, or 5.2.5.4 shall be permitted to
have a minimum pressure rating of 130 psi (9 bar).

5.2.2* Pipe or tube used in sprinkler systems shall be of the
materials specified in Table 5.2.2 or shall be in accordance with
5.2.3.

5.2.2.1 The chemical properties, physical properties, and
dimensions of pipe materials shall be at least equivalent to the
standards cited in Table 5.2.2.

5.2.2.2* Pipe used in sprinkler systems other than those
addressed in 5.2.2.3 or 5.2.2.4 shall be designed to withstand a
working pressure of not less than 175 psi (12.2 bar).

5.2.2.3 Nonmetallic pipe used in multipurpose piping systems
and passive purge systems not equipped with a fire department
connection shall be designed to withstand a working pressure
of not less than 130 psi (9 bar) at 120°F (49°C).

5.2.2.4 Nonmetallic pipe used in wet pipe sprinkler systems
not equipped with a fire department connection and provided
with a pressure-reducing valve set no higher than 80 psi (5.5
bar) shall be designed to withstand a working pressure of not

Table 5.2.2 Pipe or Tube Materials and Dimensions

Materials and Dimensions Standard

Standard Specification for Black and Hot-
Dipped Zinc-Coated (Galvanized) 
Welded and Seamless Steel Pipe for Fire 
Protection Use

ASTM A795

Standard Specification for Pipe, Steel, 
Black and Hot-Dipped, Zinc-Coated, 
Welded and Seamless

ASTM A53

Welded and Seamless Wrought Steel Pipe ANSI B36.10M
Standard Specification for Electric-

Resistance-Welded Steel Pipe
ASTM A135

Standard Specification for Seamless 
Copper Tube [Copper Tube (Drawn, 
Seamless)]

ASTM B75

Standard Specification for Seamless 
Copper Water Tube

ASTM B88

Standard Specification for General 
Requirements for Wrought Seamless 
Copper and Copper-Alloy Tube

ASTM B251

Standard Specification for Liquid and 
Paste Fluxes for Soldering Applications 
of Copper and Copper-Alloy Tube

ASTM B813

Specification for Filler Metals for Brazing 
and Braze Welding (BCuP, copper-
phosphorus, or copper-phosphorus-
silver brazing filler metal)

AWS A5.8

Standard Specification for Solder Metal 
[alloy grades containing less than 
0.2 percent lead as identified in ASTM 
B32, Table 5, Section 1, and having a 
solidus temperature that exceeds 400°F 
(204°C)]

ASTM B32

Standard Specification for Seamless Red 
Brass Pipe

ASTM B43

less than 130 psi (9 bar) at 120°F (49°C) and 100 psi (6.9 bar)
at 180°F (82°C).

5.2.2.4.1 If the maximum static pressure from the water supply
is less than or equal to 80 psi (5.5 bar), pipe designed to with‐
stand a working pressure of not less than 130 psi (9 bar) at
120°F (49°C) and 100 psi (6.9 bar) at 180°F (82°C) shall be
permitted to be used without a pressure-reducing valve.

5.2.2.4.2 If a pressure-reducing valve is used to comply with
5.2.2.4, an automatic means of pressure relief shall be installed
on the sprinkler system side of the pressure-reducing valve.

5.2.3 Types of pipe other than those specified in Table 5.2.2
shall be permitted to be used where listed for sprinkler system
use.

5.2.3.1 Pipe differing from those specified in Table 5.2.2 shall
be installed in accordance with their listings and the manufac‐
turers' installation instructions.

5.2.3.2* Chlorinated polyvinyl chloride (CPVC) pipe and
crosslinked polyethylene (PEX) pipe shall comply with the
portions of the American Society for Testing and Materials
(ASTM) standards specified in Table 5.2.3.2 that apply to fire
protection service.

5.2.4 Schedule 10 steel pipe shall be permitted to be joined
with mechanical groove couplings approved for service.

5.2.4.1 Where mechanical groove couplings are used to join
pipe, grooves shall be rolled on the pipe by an approved
groove-rolling machine.

5.2.5 Fittings used in sprinkler systems shall be of the materials
listed in Table 5.2.5 or shall be in accordance with 5.2.9.

5.2.5.1 The chemical properties, physical properties, and
dimensions of fitting materials shall be at least equivalent to
the standards cited in Table 5.2.5.

5.2.5.2 Fittings used in sprinkler systems other than those
addressed in 5.2.5.3 or 5.2.5.4 shall be designed to withstand a
working pressure of not less than 175 psi (12.1 bar).

5.2.5.3 Nonmetallic fittings used in multipurpose piping
systems and passive purge systems not equipped with a fire
department connection shall be designed to withstand a work‐
ing pressure of not less than 130 psi (9 bar) at 120°F (49°C).

5.2.5.4 Nonmetallic fittings used in wet pipe sprinkler systems
not equipped with a fire department connection and provided
with a pressure-reducing valve set no higher than 80 psi (5.5
bar) shall be designed to withstand a working pressure of not
less than 130 psi (9 bar) at 120°F (49°C) and 100 psi (6.9 bar)
at 180°F (82°C).

Table 5.2.3.2 Specifically Listed Pipe or Tube Materials and
Dimensions

Materials and Dimensions Standard

Nonmetallic Piping:
Standard Specification for Chlorinated 

Poly (Vinyl Chloride) (CPVC) Pipe
ASTM F442

Standard Specification for Crosslinked 
Polyethylene (PEX) Tubing

ASTM F876
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5.2.5.4.1 If the maximum static pressure from the water supply
is less than or equal to 80 psi (5.5 bar), fittings designed to
withstand a working pressure of not less than 130 psi (9 bar) at
120°F (49°C) and 100 psi (6.9 bar) at 180°F (82.2°C) shall be
permitted to be used without a pressure-reducing valve.

5.2.5.4.2 If a pressure-reducing valve is used to comply with
5.2.5.4, an automatic means of pressure relief shall be installed
on the sprinkler system side of the pressure-reducing valve.

5.2.6 Joints for the connection of copper tube shall be brazed
on dry pipe and preaction systems.

5.2.7 Joints for the connection of copper tube for wet pipe
systems and antifreeze systems shall be solder joints or be
brazed.

5.2.8 Solder joints, where permitted, shall be fabricated in
accordance with the methods and procedures listed in ASTM
B828, Standard Practice for Making Capillary Joints by Soldering of
Copper and Copper Alloy Tube and Fittings.

5.2.9 Types of fittings other than those specified in Table 5.2.5
shall be permitted to be used where listed for sprinkler system
use.

5.2.9.1 Fittings differing from those specified in Table 5.2.5
shall be installed in accordance with their listings and the
manufacturers' installation instructions.

5.2.9.2* CPVC fittings shall comply with the portions of the
ASTM standards specified in Table 5.2.9.2 that apply to fire
protection service.

5.2.10 Other joining methods investigated for suitability in
automatic sprinkler installations and listed for this service shall
be permitted.

Table 5.2.5 Fitting Materials and Dimensions

Materials and Dimensions Standard

Cast Iron:
Gray Iron Threaded Fittings ASME B16.4
Gray Iron Pipe Flanges and Flanged 

Fittings
ASME B16.1

Malleable Iron:
Malleable Iron Threaded Fittings ASME B16.3
Steel:
Factory-Made Wrought Buttwelding 

Fittings
ASME B16.9

Buttwelding Ends ASME B16.25
Standard Specification for Piping 

Fittings of Wrought Carbon Steel and 
Alloy Steel for Moderate and High 
Temperature Service

ASTM A234

Pipe Flanges and Flanged Fittings ASME B16.5
Forged Fittings, Socket-Welding and 

Threaded
ASME B16.11

Copper:
Wrought Copper and Copper Alloy 

Solder Joint Pressure Fittings
ASME B16.22

Cast Copper Alloy Solder Joint Pressure 
Fittings

ASME B16.18

Cast Bronze Threaded Fittings ANSI/ASME 
B16.15

5.3* Underground Pipe. Any type of pipe or tube acceptable
under the applicable plumbing code for underground supply
pipe shall be acceptable as an underground supply for a fire
sprinkler system when installed between the point of connec‐
tion and the system riser.

5.4 Pre-Engineered Systems. Where listed pre-engineered
systems are installed, they shall be installed within the limita‐
tions that have been established by the testing laboratories.

Chapter 6   Water Supply

6.1 General Provisions.

6.1.1 Every automatic sprinkler system shall have at least one
automatic water supply.

6.1.2 Where stored water is used as the sole source of supply,
the minimum quantity shall equal the water demand rate times
10 minutes unless permitted otherwise by 6.1.3.

6.1.3 Where stored water is used as the sole source of supply,
the minimum quantity shall be permitted to equal the two
sprinkler water demand rate times 7 minutes where dwelling
units meet the following criteria:

(1) One story in height
(2) Less than 2000 ft2 (186 m2) in area

6.1.4 The stored water requirement of 6.1.2 or 6.1.3 shall be
permitted to be a combination of the water in the well, includ‐
ing the refill rate, plus the water in the holding tank if such
tank can supply the sprinkler system.

6.2* Water Supply Sources. The following water supply sour‐
ces shall be considered to be acceptable by this standard:

(1) A connection to a reliable waterworks system with or with‐
out an automatically operated pump

(2) An elevated tank
(3) A pressure tank designed to American Society of Mechan‐

ical Engineers (ASME) standards for a pressure vessel
with a reliable pressure source

(4) A stored water source with an automatically operated
pump

(5) A well with a pump of sufficient capacity and pressure to
meet the sprinkler system demand

Table 5.2.9.2 Specifically Listed Fittings Materials and
Dimensions

Materials and Dimensions Standard

Standard Specification for Threaded 
Chlorinated Poly (Vinyl Chloride) (CVPC) 
Plastic Pipe Fittings, Schedule 80 

ASTM F437

Standard Specification for Socket-Type 
Chlorinated Poly (Vinyl Chloride) (CPVC) 
Plastic Pipe Fittings, Schedule 40 

ASTM F438

Standard Specification for Socket-Type 
Chlorinated Poly (Vinyl Chloride) (CPVC) 
Plastic Pipe Fittings, Schedule 80 

ASTM F439
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6.2.1 Where a pump is the source of pressure for the water
supply for a fire sprinkler system but is not a portion of the
domestic water system, the following shall be met:

(1) A test connection shall be provided downstream of the
pump that creates a flow of water equal to the smallest
sprinkler K-factor on the system.

(2) Pump motors using ac power shall be rated for 240 V and
wired in accordance with the NEC (NFPA 70).

(3) Any disconnecting means for the pump shall be
approved.

(4) The pump shall be located not less than 11∕2 in. off the
floor.

6.2.2 Where a pump and tank is the source of supply for a fire
sprinkler system but is not a portion of the domestic water
system, the requirements of 6.2.1 and the following shall be
met:

(1) The test connection shall return water to the tank.
(2) A method for refilling the tank shall be piped to the tank.
(3) A method of determining the water level in the tank shall

be provided without having to open the tank.

6.2.3* Where more than one dwelling unit is served by the
same water supply pipe, each dwelling unit shall have an indi‐
vidual control valve that serves the fire sprinkler system in that
dwelling unit and the owner shall have access to the valve that
controls the sprinkler system in their unit.

6.2.3.1 The control valve shall be permitted to serve the
domestic water supply.

6.2.3.2 In the situation addressed by 6.2.3, no valve controlling
the sprinkler system in a unit shall be located in another unit.

6.3* Multipurpose Piping System.

6.3.1 A multipurpose piping system shall be installed in
accordance with 6.3.2 through 6.5.3.

6.3.2 Multipurpose piping systems shall be approved by the
local plumbing or health authority.

6.3.3 All piping in the system supplying sprinklers shall be
listed and conform to the piping specifications of this standard.

6.3.3.1 Piping connected to the system that supplies only
plumbing fixtures shall comply with local plumbing and health
authority requirements but is not required to be listed. Para‐
graph 6.5.3 was moved to 6.3.4 by a tentative interim amend‐
ment (TIA). See page 1.

6.3.4 A warning sign, with minimum 1∕4 in. (6 mm) letters, shall
be affixed adjacent to the main shutoff valve and shall state the
following:

WARNING: The water system for this home supplies fire sprin‐
klers that require certain flows and pressures to fight a fire.

Devices that restrict the flow or decrease the pressure or auto‐
matically shut off the water to the fire sprinkler system, such as
water softeners, filtration systems, and automatic shutoff valves,

shall not be added to this system without a review of the fire
sprinkler system by a fire protection specialist. Do not remove

this sign.

6.4 Manufactured Home Water Supply. For sprinklered build‐
ings manufactured off-site, the minimum flow and pressure
needed to satisfy the system design criteria on the system side
of the meter shall be specified on a data plate by the manufac‐
turer.

6.5 Common Supply Pipes.

6.5.1 Where common supply pipes serve both fire sprinkler
and domestic use, they shall comply with 6.5.2 and 6.5.3.

6.5.2 In common water supply connections serving more than
one dwelling unit, 5 gpm (20 L/min) shall be added to the
sprinkler system demand to determine the size of common
piping and the size of the total water supply requirements
where no provision is made to prevent flow into the domestic
water system upon operation of a sprinkler.

6.5.3 Where water treatment and filtration are installed, one of
the following conditions shall be met:

(1) The flow restriction and pressure loss through the water
treatment equipment shall be taken into account in the
hydraulic calculations.

(2) An automatic bypass shall be installed around the water
treatment equipment that directs all water directly to the
system.

Chapter 7   Installation

7.1 Valves.

7.1.1 A single control valve arranged to shut off both the
domestic system and the sprinkler system shall be installed
unless a separate shutoff valve for the sprinkler system is instal‐
led in accordance with 7.1.2.

7.1.2 The sprinkler system piping shall not have separate
control valves installed unless supervised by one of the follow‐
ing methods:

(1) Central station, proprietary, or remote station alarm serv‐
ice

(2) Local alarm service that causes the sounding of an audi‐
ble signal at a constantly attended location

(3) Valves that are locked open

7.1.3 A separate shutoff valve shall be installed for the domes‐
tic water supply in installations other than those complying
with Section 6.3.

7.1.4 If provided, a backflow prevention assembly that includes
a shutoff valve shall be considered a control valve, and an addi‐
tional control valve shall not be required.

7.2 Drains and Test Connections.

7.2.1 Each sprinkler system shall have a minimum 1∕2 in.
(15 mm) drain on the system side of the control valve.

7.2.2 A valve shall be installed in the drain piping.

7.2.3 A drain shall be installed for each trapped portion of a
dry system that is subject to freezing temperatures.

7.2.4* Where waterflow alarms are provided, test connections
shall be installed at locations that allow flow testing of water
supplies, connections, and alarm mechanisms.

7.2.5 The test connections, where provided, shall contain a K-
factor equal to or smaller than the smallest sprinkler K-factor
installed in the system.

7.2.6* Where a pressure-reducing or pressure-regulating valve
is installed on a stand alone system, a pressure gauge and a test
connection with a K-factor at least as large as the smallest sprin‐
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kler K-factor on the system shall be installed downstream of the
device.

7.3 Pressure Gauges.

7.3.1 Where a dry system is installed, a pressure gauge shall be
installed to indicate system air pressure.

7.3.2 Where a pressure tank is used for the water supply, a
pressure gauge shall be installed to indicate tank pressure.

7.4 Piping Support.

7.4.1 Listed pipe shall be supported in accordance with any
listing limitations.

7.4.2 Pipe that is not listed, and listed pipe with listing limita‐
tions that do not include piping support requirements, shall be
supported from structural members using support methods
comparable to those required by applicable local plumbing
codes.

7.4.3 Piping laid on open joists or rafters shall be supported in
a manner that prevents lateral movement.

7.4.4* Sprinkler piping shall be supported in a manner that
prevents the movement of piping upon sprinkler operation.

7.5 Sprinklers.

7.5.1* Listed residential sprinklers shall be used unless
another type is permitted by 7.5.3, 7.5.4, or 7.5.5.

7.5.2 Residential sprinklers shall not be used on systems other
than wet pipe systems unless specifically listed for use on that
particular type of system.

7.5.3 Listed residential or quick-response standard spray dry
pendent or dry sidewall sprinklers shall be permitted to be
extended into unheated areas not intended for living purposes.

7.5.4 Quick-response sprinklers shall be permitted to be used
in mechanical closets.

7.5.5* Quick-response spray sprinklers shall be permitted to be
used in saunas and steam rooms in accordance with 7.5.6.3(4).

7.5.6 Temperature Ratings.

7.5.6.1 Sprinklers installed where maximum ambient ceiling
temperatures do not exceed 100°F (38°C) shall be ordinary
temperature–rated or intermediate–temperature rated sprin‐
klers throughout unless modified by the requirements of
7.5.6.3.

7.5.6.2 Sprinklers installed where maximum ambient ceiling
temperatures are between 101°F and 150°F (38°C and 65°C)
shall be intermediate temperature–rated sprinklers unless
modified by 7.5.6.3.

7.5.6.3* The following practices shall be observed when instal‐
ling residential sprinklers unless higher expected ambient
temperatures require a higher temperature rating:

(1) Sprinklers under glass or plastic skylights exposed to
direct rays of the sun shall be of intermediate tempera‐
ture classification.

(2) Sprinklers in an unventilated concealed space under an
uninsulated roof or in an unventilated attic shall be of
intermediate temperature classification.

(3) Sprinklers installed near specific heat sources that are
identified in Table 7.5.6.3 shall be of the temperature
rating indicated in Table 7.5.6.3 unless sprinklers are
listed for positioning closer to the heat source.

(4) Sprinklers installed in saunas and steam rooms where the
maximum ambient ceiling temperatures are between
151°F and 225°F (66°C to 107°C) shall be high tempera‐
ture–rated spray sprinklers.

7.5.7* Painting and Ornamental Finishes. Sprinklers shall not
be painted or enameled unless applied by the manufacturer
and the sprinkler has been listed with such finishes.

7.5.8 Escutcheon Plates. Where nonmetallic sprinkler ceiling
plates (escutcheons) or recessed escutcheons (metallic or
nonmetallic) are used, they shall be listed based on testing of
the assembly as a residential sprinkler.

7.5.9 Solvent Cement. Where solvent cement is used as the
pipe and fittings bonding agent, sprinklers shall not be instal‐
led in the fittings prior to the fittings being cemented in place.

Table 7.5.6.3 Minimum Distances for Ordinary and Intermediate Temperature Residential Sprinklers

 

From Edge
of Source to Ordinary
Temperature Sprinkler  

From Edge
of Source to Intermediate

Temperature Sprinkler

Heat Source in. mm  in. mm

Side of open or recessed fireplace 36 900 12 300
Front of recessed fireplace 60 1500 36 900
Coal- or wood-burning stove 42 1050 12 300
Kitchen range 18 450 9 229
Wall oven 18 450 9 229
Hot air flues 18 450 9 229
Uninsulated heat ducts 18 450 9 229
Uninsulated hot water pipes 12 300 6 150
Side of ceiling- or wall-mounted hot air diffusers 24 600 12 300
Front of wall-mounted hot air diffusers 36 900 18 450
Hot water heater or furnace 6 150 3 76
Light fixture
 0 W–250 W 6 150 3 76
 250 W–499 W 12 300 6 150
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7.6* Alarms. Local waterflow alarms shall be provided on all
sprinkler systems in homes not equipped with smoke alarms or
smoke detectors in accordance with NFPA 72.

7.7 Attics. When nonmetallic piping is installed in attics,
adequate insulation shall be provided on the attic side of the
piping to avoid exposure of the piping to temperatures in
excess of the pipe's rated temperature.

Chapter 8   Sprinkler Position and Location

8.1 Design Criteria.

8.1.1 Sloped Ceilings.

8.1.1.1 Where the ceiling is sloped, the maximum S dimension
shall be measured along the slope of the ceiling to the next
sprinkler, as shown in Figure 8.1.1.1.

8.1.1.2 The sprinklers shall maintain the minimum listed spac‐
ing, but no less than 8 ft (2.4 m), measured in the plan view
from one sprinkler to another, as shown in Figure 8.1.1.1.

8.1.2 Nonresidential Sprinklers. Sprinklers other than residen‐
tial sprinklers shall be installed in accordance with the cover‐
age criteria specified by NFPA 13.

8.1.3 Sprinkler Coverage.

8.1.3.1 Residential Sprinklers.

8.1.3.1.1 Sprinklers shall be installed in accordance with their
listing where the type of ceiling configuration is referenced in
the listing.

8.1.3.1.2* Where construction features or other special condi‐
tions exist that are outside the scope of sprinkler listings, listed
sprinklers shall be permitted to be installed beyond their listing
limitations.

8.1.4 Operating Pressure. The minimum operating pressure
of any sprinkler shall be the higher of the minimum operating
pressure specified by the listing or 7 psi (0.5 bar).

8.2 Position of Sprinklers.

8.2.1 Residential Pendent and Upright Sprinklers.

8.2.1.1 Pendent and upright sprinklers that have not been
listed with specific positioning criteria shall be positioned so
that the deflectors are within 1 in. to 4 in. (25 mm to 100 mm)
from the ceiling unless otherwise permitted by 8.2.7.

8.2.1.2 Pendent and upright sprinklers that have been listed
with specific positioning criteria shall be positioned in accord‐
ance with their listing unless permitted otherwise by 8.2.7.

S S

Minimum listed spacing 
but not less than 8 ft

(2.4 m)
Minimum listed spacing 

but not less than 8 ft
(2.4 m)

Elevation View Elevation View

FIGURE 8.1.1.1  Measuring S Dimension.

8.2.2 Residential Sidewall Sprinklers.

8.2.2.1 Sidewall sprinklers that have not been listed with
specific positioning criteria shall be positioned so that the
deflectors are within 4 in. to 6 in. (100 mm to 150 mm) from
the ceiling.

8.2.2.2 Sidewall sprinklers that have been listed with specific
positioning criteria shall be installed in accordance with their
listing.

8.2.2.3 Residential horizontal sidewall sprinkler deflectors
shall be located no more than 6 in. (150 mm) from the face of
the wall or soffit on which they are mounted.

8.2.3 Nonresidential Sprinklers. Sprinklers other than residen‐
tial sprinklers shall be positioned in accordance with the posi‐
tioning criteria specified by NFPA 13.

8.2.4 Basements Without Ceilings. In basements where ceil‐
ings are not required for the protection of piping or where
metallic pipe is installed, residential sprinklers shall be permit‐
ted to be positioned in a manner that anticipates future instal‐
lation of a finished ceiling.

8.2.5* Obstructions to Residential Sprinklers.

8.2.5.1 Pendent Sprinklers.

8.2.5.1.1 Pendent sprinklers shall be located at least 3 ft
(900 mm) away from obstructions such as ceiling fans and light
fixtures unless the requirements of 8.2.5.3 are met.

8.2.5.1.2 The distance shall be measured from the center of
the sprinkler to the center of the obstruction.

8.2.5.1.3 Where the sprinkler cannot be located 3 ft (900 mm)
away from the obstruction (as measured from the center of the
obstruction), an additional sprinkler shall be located on the
other side of the obstruction.

8.2.5.1.4 Where the area of the fan blades encompass more
than 50 percent of the area of the plan view, the sprinkler shall
be installed in accordance with 8.2.5.3.

8.2.5.2 Sidewall Sprinklers.

8.2.5.2.1 Sidewall sprinklers shall be located at least 5 ft
(1.5 m) away from obstructions such as ceiling fans and light
fixtures unless the requirements of 8.2.5.4 are met.

8.2.5.2.2 The distance shall be measured from the center of
the sprinkler to the center of the obstruction.

8.2.5.2.3 Where the sprinkler cannot be located 5 ft (1.5 m)
away from the obstruction (as measured to the center of the
obstruction), an additional sprinkler shall be installed on the
other side of the obstruction.

8.2.5.2.4 Where the area of the fan blades encompasses more
than 50 percent of the area of the plan view, the sprinkler shall
be installed in accordance with 8.2.5.4.

8.2.5.3 Continuous Obstructions to Pendent Sprinklers.

8.2.5.3.1 Sprinklers shall be positioned with respect to continu‐
ous obstructions in accordance with 8.2.5.3.2, 8.2.5.3.3, or
8.2.5.3.4.

8.2.5.3.2 Sprinklers shall be positioned with respect to continu‐
ous obstructions in accordance with Table 8.2.5.3.2 and Figure
8.2.5.3.2.

Full document details: NFPA 13D 2016

http://www.avadocuments.com/doc/nfpa-13d-2016
http://www.avadocuments.com/doc/nfpa-13d-2016

