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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® DOCUMENTS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA® codes, standards, recommended practices, and guides (“NFPA Documents”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints and
interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Documents.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of,
or reliance on NFPA Documents. The NFPA also makes no guaranty or warranty as to the accuracy or completeness
of any information published herein.

In issuing and making NFPA Documents available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent judgment
or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any
given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Documents. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall not
be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be
superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments.
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the
issuance of Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Committee Projects shall not be
considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in connection with an
NFPA Document. The users of NFPA Documents bear the sole responsibility for determining the validity of any such patent rights, as well as the risk
of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA
Documents.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in American National
Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Document may require use of an invention covered by
patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to
grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its
codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may
not be construed as doing so.

Copyrights

NFPA Documents are copyrighted by the NFPA. They are made available for a wide variety of both public and private uses. These include both
use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe practices and methods. By
making these documents available for use and adoption by public authorities and private users, the NFPA does not waive any rights in copyright to
these documents.

Use of NFPA Documents for regulatory purposes should be accomplished through adoption by reference. The term “adoption by reference”
means the citing of title, edition, and publishing information only. Any deletions, additions, and changes desired by the adopting authority should be
noted separately in the adopting instrument. In order to assist NFPA in following the uses made of its documents, adopting authorities are requested
to notify the NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of
NFPA Documents, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Documents and all requests for information on NFPA procedures governing its codes
and standards development process, including information on the procedures for requesting Formal Interpretations, for proposing Tentative Interim
Amendments, and for proposing revisions to NFPA documents during regular revision cycles, should be sent to NFPA headquarters, addressed to the
attention of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02169-7471; email: stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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Copyright © 2012 National Fire Protection Association®. All Rights Reserved.
NFPA® 1500

Standard on
Fire Department Occupational Safety and Health Program

2013 Edition

This edition of NFPA 1500, Standard on Fire Department Occupational Safety and Health Pro-
gram, was prepared by the Technical Committee on Fire Service Occupational Safety and
Health, and acted on by NFPA at its June Association Technical Meeting held June 11-14,
2012, in Las Vegas, NV. It was issued by the Standards Council on August 9, 2012, with an
effective date of August 29, 2012, and supersedes all previous editions.

This edition of NFPA 1500 was approved as an American National Standard on August 29,
2012.

Origin and Development of NFPA 1500

This is the fifth edition of NFPA 1500. The first edition was published in 1987 as there was
no consensus standard for an occupational safety and health program for the fire service. Fire
service organizations were being increasingly subject to regulations that were developed for
general industry and that did not provide for many of the specific needs and concerns of an
organization involved in the delivery of emergency services. The direct line-of-duty deaths
were being documented and reported, but there was also a growing concern with the number
of fire fighters who were suffering disabling injuries or developing occupational diseases that
often had debilitating or fatal consequences. Following the first edition, revised editions were
published in 1992, 1997, and 2002.

The technical committee, working from data provided from NFPA’s Data Analysis and
Research Division and NIOSH Fire Fighter Investigation reports, has carefully reviewed the
entire document including the associated annex material, and updated many areas to reflect
current best practices. Requirements were reorganized in some areas to make the document
more user friendly.

Among the changes made were revising the section on risk management and adding
additional explanation in the annex. A new section on appointment of a health and safety
officer was added, and sections that duplicated the responsibilities of the health and safety
officer in NFPA 1521 were removed.

Chapter 5 was reorganized and revised to reflect not only the need of members to have
skill and knowledge in performing their day-to-day tasks but also the need for ongoing pro-
fessional development.

In Chapter 6, requirements and annex material were added to support improved vehicle
response operations with an emphasis on safe arrival at the scene.

Requirements for providing and using protective ensembles appropriate for technical
rescue operations and chemical and biological terrorism incidents that went into the 2002
edition as a TIA were updated and incorporated, as were other requirements for personal
protective ensembles.

New sections on traffic incidents, establishing control zones, and fitness for duty evalua-
tions were added.

Fire fighting and the delivery of other emergency services continues to be a hazardous job.
However, the poor medical condition or physical fitness of some members, as well as prob-
lems with vehicle operator training and operation, use of an incident management system,
and communication capability continue to further erode the safe delivery of emergency ser-
vices. This edition of the standard continues to emphasize a holistic approach to health and
safety in the fire service.

For the 2013 edition, the committee has updated many of the references and referenced
materials within this document to ensure consistency between this document and other
projects. Some of those other projects are PPE, fire department apparatus, and respiratory
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protection. The committee has included new requirements for the training, use, and limitations of PPE. The commit-
tee has also developed new requirements to include not only the ensemble but also ensemble elements, which would
include anything that has been added to the ensemble as part of the requirements. The cleaning and care of PPE as
well as station/work uniforms has also been addressed with new or updated requirements. When it comes to fire
department apparatus, the committee has brought the related requirements within this document in line with those
requirements contained within the respective projects. Some issues that have been addressed are the inclusion of a
vehicle data recorder (VDR) and a driver training program and requirements, as well as requirements for the wearing
of helmets within an enclosed cab. Another issue that has been cropping up due to some recent events was that of
unintentional hose deployments while the fire department apparatus was driving on roadways. The committee has
developed text to ensure that the fire department takes the steps to ensure that this will not happen. The committee
has also looked at the issue of buddy breathing as it relates to SCBS use and has developed cleaner text around the use
of a buddy breathing system. The committee has also included new requirements stressing the need for a risk assess-
ment to be conducted at each and every incident based on the nature of the incident and to also recognize the need
for specialized crew members based on that incident. Another important update made in this edition is the use of the
term “mayday” as a requirement when a fire department member finds him- or herself in an emergency situation
requiring immediate assistance. Lastly, the committee has rewritten Chapters 11 and 12, both of which revolve around
fire fighter health and wellness and exposure to atypical stressful events.
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COMMITTEE PERSONNEL 1500-3

Technical Committee on Fire Service Occupational Safety and Health

Glenn P. Benarick, Chair
Aiken, SC [U]
Rep. NFPA Fire Service Section

Donald Aldridge, Lion Apparel, Inc., OH [M]

David J. Barillo, University of Florida College of Medicine,
FL [SE]

Lawrence T. Bennett, University of Cincinnati, OH [SE]
David T. Bernzweig, Columbus (OH) Division of Fire,

OH [L]

Rep. Columbus Firefighters Union
Paul Blake, City of Baytown Fire & Rescue Services, TX [E]

Rep. Industrial Emergency Response Working Group
Sandy Bogucki, Yale University Emergency Medicine, CT [SE]
Dennis R. Childress, Orange County Fire Authority, CA [U]

Rep. California State Firefighters Association
Bradd K. Clark, Owasso Fire Department, OK [M]

Rep. International Fire Service Training Association

[NFPA 1500 only]

Dominic J. Colletti, Hale Products, Inc., PA [M]

Rep. Fire Apparatus Manufacturers Association
Thomas J. Cuff, Jr., Firemens Association of the State of
New York, NY [U]

Michael L. Finkelman, East Meadow, NY [U]

Rep. Association of Fire Districts/State of New York
Thomas Hillenbrand, Underwriters Laboratories Inc., IL.
[RT]

Scott D. Kerwood, Hutto Fire Rescue, TX [E]

Rep. International Association of Fire Chiefs

James E. Brinkley, International Association of Fire

Fighters, DC [L]
(Alt. to J. W. Winters)

Leroy B. Coffman, III, Tempest Technology, Inc., CA [M]
(Alt. to D. J. Colletti)

Steven D. Corrado, Underwriters Laboratories Inc., NC [RT]
(Alt. to T. Hillenbrand)

Craig A. Fry, Los Angeles City Fire Department, CA [U]
(Alt. to M. D. Rueda)

Christopher A. Garrett, Owasso Fire Department, OK [M]
(Alt. to B. K. Clark)

Todd A. Harms, City of Phoenix Fire Department, AZ [E]
(Alt. to S. Kreis)

George L. Maier, ITI, Fire Department City of New York, NY

[U]
(Alt. to S. Raynis)

Thomas R. Hales, National Institute for Occupational
Safety & Health, OH [RT]
William R. Hamilton, U.S. Department of Labor, DC [E]
Andrew Levinson, U.S. Department of Labor, DC [E]
Alt. to W. R. Hamilton
Rep. Occupational Safety & Health Administration

Kendall Holland, NFPA Staff Liaison

Jonathan D. Kipp, Primex®, NH [I]

Steve Kreis, City of Phoenix Fire Department, AZ [E]
Michael A. Laton, Honeywell First Responder Products,
GA [M]

Rep. International Safety Equipment Association
Tamara DiAnda Lopes, Reno Fire Department, NV [U]
David A. Love, Jr., Volunteer Firemen’s Insurance Services,
Inc., PA [I]

David J. Prezant, Fire Department City of New York, NY [E]
Stephen Raynis, Fire Department City of New York, NY [U]
David Ross, Toronto Fire Services, Canada [E]

Rep. Fire Department Safety Officers Association
Mario D. Rueda, LosAngeles City Fire Department, CA [U]
Daniel G. Samo, Northwestern Memorial Hospital, IL [SE]
Denise L. Smith, Skidmore College, NY [SE]

Donald F. Stewart, Medocracy Inc./Fairfax County Fire
& Rescue, VA [E]
Philip C. Stittleburg, La Farge Fire Department, WI [U]

Rep. National Volunteer Fire Council
Phillip C. Vorlander, Waunakee, WI [M]

Rep. National Incident Management System Consortium
Teresa Wann, Santa Ana College, CA [SE]

Jeffrey W. Winters, City of Sioux Falls Fire Department,
SD [L]

Rep. International Association of Fire Fighters

Kim D. Zagaris, State of California, CA [E]

Alternates

Robert L. McLeod, III, City of Chandler Fire Department,
AZ [E]
(Alt. to D. Ross)
Brian F. McQueen, Firemens Association of the State of
New York, NY [U]
(Alt. to P. C. Stittleburg)
Robert D. Neamy, Gardnerville, NV [M]
(Alt. to P. C. Vorlander)
Jack E. Reall, Columbus (OH) Division of Fire, OH [L]
(Alt. to D. T. Bernzweig)
Andrew G. Schwartz, Lion Apparel, Inc., OH [M]
(Alt. to D. Aldridge)
Fred C. Terryn, U.S. Department of the Air Force, FL. [U]
Voting Alt. to USAF Rep.
Michael L. Young, Volunteer Firemen’s Insurance Services,
Inc., PA [I]
(Alt. to D. A. Love, Jr.)

Nonvoting

Murrey E. Loflin, National Institute for Occupational
Safety & Health, WV [RT]
Alt. to T. R. Hales

Thas list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall notin and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on occupational safety
and health in the working environment of the fire service. The Committee shall also have responsibility for
documents related to medical requirements for fire fighters, and the professional qualifications for Fire

Department Safety Officer.
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NFPA 1500
Standard on

Fire Department Occupational Safety and
Health Program

2013 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (®) between the paragraphs that
remain.

Areference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex G. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text shall be sent to the technical committee re-
sponsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex G.

Chapter 1 Administration

1.1 Scope. This standard shall contain minimum requirements
for a fire service-related occupational safety and health program.

1.2 Purpose.

1.2.1 The purpose of this standard shall be to specify the
minimum requirements for an occupational safety and health
program for a fire department.

1.2.2 This standard shall specify safety requirements for
those members involved in rescue, fire suppression, emer-
gency medical services, hazardous materials operations, spe-
cial operations, and related activities.

1.2.3* The authority having jurisdiction shall identify which
performance objectives of this standard existing programs or
policies meet.

1.2.4 Nothing herein shall be intended to restrict any juris-
diction from exceeding these minimum requirements.

1.3 Application.

1.3.1 The requirements of this standard shall be applicable to
organizations providing rescue, fire suppression, emergency
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medical services, hazardous materials mitigation, special op-
erations, and other emergency services, including public, mili-
tary, private, and industrial fire departments.

1.3.2 This standard shall not apply to industrial fire brigades
that might also be known as emergency brigades, emergency
response teams, fire teams, plant emergency organizations, or
mine emergency response teams.

1.4 Equivalency.

1.4.1* The authority having jurisdiction shall be permitted to
approve an equivalent level of qualifications for the require-
ments specified in Chapter 5 of this standard.

1.4.2 The fire department shall provide technical documen-
tation to demonstrate equivalency.

1.5 Adoption Requirements.

1.5.1* When this standard is adopted by a jurisdiction, the
authority having jurisdiction (AH]J) shall set a date or dates for
achieving compliance with the requirements of this standard.

1.5.2* The AHJ shall be permitted to establish a phase-in sched-
ule for compliance with specific requirements of this standard.

1.5.3 The fire department shall adopt a risk management
plan as specified in Section 4.2 of this standard.

1.5.3.1 This risk management plan shall include a written
plan for compliance with this standard.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 10, Standard for Portable Fire Extinguishers, 2010 edi-
tion.

NFPA 101®, Life Safety Code®, 2012 edition.

NFPA 472, Standard for Competence of Responders to Hazardous
Materials/Weapons of Mass Destruction Incidents, 2013 edition.

NFPA 473, Standard for Competencies for EMS Personnel Re-
sponding to Hazardous Materials/Weapons of Mass Destruction Inci-
dents, 2013 edition.

NFPA 1001, Standard for Fire Fighter Professional Qualifica-
tions, 2013 edition.

NFPA 1002, Standard for Fire Apparatus Driver/Operator Profes-
sional Qualifications, 2009 edition.

NFPA 1003, Standard for Airport Fire Fighter Professional Quali-
fications, 2010 edition.

NFPA 1006, Standard for Technical Rescuer Professional Qualifi-
cations, 2008 edition.

NFPA 1021, Standard for Fire Officer Professional Qualifications,
2009 edition.

NFPA 1051, Standard for Wildland Fire Fighter Professional
Qualifications, 2012 edition.

NFPA 1071, Standard for Emergency Vehicle Technician Profes-
sional Qualifications, 2011 edition.

NFPA 1221, Standard for the Installation, Maintenance, and Use
of Emergency Services Communications Systems, 2013 edition.

NFPA 1403, Standard on Live Fire Training Evolutions, 2012
edition.
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NFPA 1404, Standard for Fire Service Respiratory Protection
Training, 2006 edition.

NFPA 1451, Standard for a Fire Service Vehicle Operations Train-
ing Program, 2007 edition.

NFPA 1521, Standard for Fire Department Safety Officer, 2008
edition.

NFPA 1561, Standard on Emergency Services Incident Manage-
ment System, 2008 edition.

NFPA 1581, Standard on Fire Department Infection Control Pro-
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Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 Official NFPA Definitions.
3.2.1* Approved. Acceptable to the authority having jurisdic-

tion.

3.2.2% Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3 Shall. Indicates a mandatory requirement.

3.2.4 Should. Indicates a recommendation or that which is
advised but not required.

3.3 General Definitions.
3.3.1 Advanced Life Support (ALS). See 3.3.62.1.

3.3.2 Aerial Device. An aerial ladder, elevating platform, or
water tower that is designed to position personnel, handle ma-
terials, provide continuous egress, or discharge water. [1901,
2009]

3.3.3* Air Transfer. The process of transferring air from one
SCBA cylinder to another SCBA cylinder of the same rated
pressure capacity by connecting them together with properly
designed fittings and a high-pressure transfer line.

3.3.4%* Aircraft Rescue and Fire Fighting. The fire-fighting ac-
tions taken to rescue persons and to control or extinguish fire
involving or adjacent to aircraft on the ground.
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3.3.5 Atmosphere.

3.3.5.1% Hazardous Atmosphere. Any atmosphere that is oxy-
gen deficient or that contains a toxic or disease-producing
contaminant.

3.3.5.2 Oxygen-Deficient Atmosphere. Air atmospheres con-
taining less than 19.5 percent oxygen by volume at one
standard atmosphere pressure.

3.3.6 Basic Life Support (BLS). See 3.3.62.2.

3.3.7 Biological Terrorism Agents. Liquid or particulate
agents that can consist of a biologically derived toxin or patho-
gen to inflict lethal or incapacitating casualties, generally on a
civilian population as a result of a terrorist attack. [1994, 2012]

3.3.8% Candidate. A person who has submitted an application
to become a member of the fire department.

3.3.9 CBRN. An abbreviation for chemicals, biological agents,
and radiological particulate hazards.

3.3.10* Chemical Flash Fire. The ignition of a flammable and
ignitible vapor or gas that produces an outward expanding
flame front as those vapors or gases burn. This burning and
expanding flame front, a fireball, will release both thermal
and kinetic energy to the environment. [1991, 2005]

3.3.11 Chemical Terrorism Agents. Liquid, solid, gaseous, and
vapor chemical warfare agents and toxic industrial chemicals
used to inflict lethal or incapacitating casualties, generally on
a civilian population as a result of a terrorist attack. [1994,
2012]

3.3.12* Clear Text. The use of plain language in radio com-
munications transmissions.

3.3.13 Closed-Circuit SCBA. See 3.3.89.1.
3.3.14 Cold Zone. See 3.3.19.1.
3.3.15 Communicable Disease. See 3.3.24.1.

3.3.16* Company. A group of members (1) under the direct
supervision of an officer; (2) trained and equipped to perform
assigned tasks; (3) usually organized and identified as engine
companies, ladder companies, rescue companies, squad com-
panies, or multifunctional companies; (4) operating with one
piece of fire apparatus (pumper, aerial fire apparatus, elevat-
ing platform, quint, rescue, squad, ambulance) except where
multiple apparatus are assigned that are dispatched and arrive
together, continuously operate together, and are managed by
a single company officer; (5) arriving at the incident scene on
fire apparatus.

3.3.17* Confined Space. An area large enough and so config-
ured that a member can bodily enter and perform assigned
work but which has limited or restricted means for entry and
exit and is not designed for continuous human occupancy.

3.3.18 Contaminant. A harmful, irritating, or nuisance mate-
rial foreign to the normal atmosphere.

3.3.19 Control Zones. The areas at an incident that are desig-
nated based upon safety and the degree of hazard.

3.3.19.1 Cold Zone. The control zone of an incident that
contains the command post and such other support func-
tions as are deemed necessary to control the incident.

3.3.19.2 Hot Zone. The control zone immediately sur-
rounding a hazardous area, which extends far enough to
prevent adverse effects to personnel outside the zone.
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3.3.19.3 Warm Zone. The control zone outside the hot
zone where personnel and equipment decontamination
and hot zone support takes place.

3.3.20 Crew. A team of two or more fire fighters.

3.3.21* Cryogenic Liquid. A fluid produced or stored at very
low temperatures.

3.3.22 Debilitating Illness or Injury. A condition that tempo-
rarily or permanently prevents a member of the fire depart-
ment from engaging in normal duties and activities as a result
of illness or injury.

3.3.23 Defensive Operations. See 3.3.71.1.
3.3.24 Disease.

3.3.24.1* Communicable Disease. A disease that can be trans-
mitted from one person to another.

3.3.24.2 Infectious Disease. An illness or disease resulting
from invasion of a host by disease-producing organisms
such as bacteria, viruses, fungi, or parasites.

3.3.25 Drug. Any substance, chemical, over-the-counter medi-
cation, or prescribed medication that can affect the performance
of the fire fighter.

3.3.26 Emergency Incident. See 3.3.52.1.

3.3.27 Emergency Medical Services. The provision of treat-
ment, such as first aid, cardiopulmonary resuscitation, basic
life support, advanced life support, and other pre-hospital
procedures including ambulance transportation, to patients.

3.3.28 Emergency Operations. See 3.3.71.2.
3.3.29 Eye Protection. See 3.3.75, Primary Eye Protection.

3.3.30* Faceshield. A protective device commonly intended
to shield the wearer’s face, or portions thereof, in addition to
the eyes from certain hazards, depending on faceshield type.

3.3.31 Facility. See 3.3.35, Fire Department Facility.

3.3.32 Fire Apparatus. A vehicle designed to be used under
emergency conditions to transport personnel and equipment,
and to support the suppression of fires and mitigation of other
hazardous situations. [1901, 2009]

3.3.33 Fire Chief. The highest ranking officer in charge of a
fire department.

3.3.34* Fire Department. An organization providing rescue,
fire suppression, and related activities, including any public,
governmental, private, industrial, or military organization en-

gaging in this type of activity. [1002, 2009]

3.3.35%* Fire Department Facility. Any building or area owned,
operated, occupied, or used by a fire department on a routine
basis.

3.3.36 Fire Department Member. See 3.3.64, Member.
3.3.37 Fire Fighting.

3.3.37.1% Proximity Fire Fighting. Specialized fire fighting
operations that can include the activities of rescue, fire sup-
pression, and property conservation at incidents involving
fires producing high levels of radiant heat as well as con-
ductive and convective heat. [1971, 2013]

3.3.37.2 Structural Fire Fighting. The activities of rescue,
fire suppression, and property conservation in buildings or
other structures structures, vehicles, rail cars, marine ves-
sels, aircraft, or like properties. [1710, 2010]

3.3.37.3 Wildland Fire Fighting. The activities of fire sup-
pression and property conservation in woodlands, forests,
grasslands, brush, prairies, and other such vegetation, or any
combination of vegetation, that is involved in a fire situation
but is not within buildings or structures. [1977, 2011]

3.3.38 Fire Shelter. An item of protective equipment config-
ured as an aluminized tent utilized for protection, by means of
reflecting radiant heat, in a fire entrapment situation.

3.3.39* Fire Suppression. The activities involved in control-
ling and extinguishing fires.

3.3.40* Flame Resistance (Protective Apparel). The property of
a material whereby combustion is prevented, terminated, or in-
hibited following application of a flaming or non-flaming
source of ignition, with or without subsequent removal of the
ignition source.

3.3.41 Goggle. A protective device intended to fit the face
surrounding the eyes in order to shield the eyes from certain
hazards, depending on goggle type.

3.3.42* Hazard. Any arrangement of materials that presents
the potential for harm. [921, 2011]

3.3.43 Hazardous Area. An area of a structure or building
that poses a degree of hazard greater than that normal to the
general occupancy of the building or structure. [5000, 2012]

3.3.44 Hazardous Atmosphere. See 3.3.5.1.

3.3.45 Hazardous Material. A substance (either matter —
solid, liquid, or gas — or energy) that when released is ca-
pable of creating harm to people, the environment, and
property, including weapons of mass destruction (WMD) as
defined in 18 U.S. Code, Section 2332a, as well as any other
criminal use of hazardous materials, such as illicit labs, en-
vironmental crimes, or industrial sabotage. [472, 2013]

3.3.46 Hazardous Materials Operations. See 3.3.71.3.

3.3.47 Health and Fitness Coordinator. The person who, un-
der the supervision of the fire department physician, has been
designated by the department to coordinate and be respon-
sible for the health and fitness programs of the department.

3.3.48% Health and Safety Office. The member of the fire
department assigned and authorized by the fire chief as the
manager of the safety and health program.

3.3.49 Health Data Base. A compilation of records and data
that relates to the health experience of a group of individuals
and is maintained in a manner such that it is retrievable for
study and analysis over a period of time.

3.3.50 Hot Zone. See 3.3.19.2.

3.3.51 Immediately Dangerous to Life or Health (IDLH). Any
condition that would pose an immediate or delayed threat to
life, cause irreversible adverse health effects, or interfere with
an individual’s ability to escape unaided from a hazardous en-
vironment. [1670, 2009]

3.3.52 Incident.

3.3.52.1 Emergency Incident. Any situation to which an emer-
gency services organization responds to deliver emergency
services, including rescue, fire suppression, emergency medi-
cal care, special operations, law enforcement, and other
forms of hazard control and mitigation. [1561, 2008]
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3.3.52.2 Rescue Incident. An emergency incident that pri-
marily involves the rescue of persons subject to physical
danger and that can include the provision of emergency
medical services.

3.3.52.3 Traffic Incident. An emergency road user occur-
rence, a natural disaster, or other unplanned event that af-
fects or impedes the normal flow of traffic.

3.3.53 Incident Action Plan. The objectives reflecting the
overall incident strategy, tactics, risk management, and mem-
ber safety that are developed by the incident commander. In-
cident action plans are updated throughout the incident.

3.3.54 Incident Commander (IC). The individual responsible
for all incident activities, including the development of strate-

gies and tactics and the ordering and the release of resources.
[472,2013]

3.3.55* Incident Management System (IMS). A system that de-
fines the roles and responsibilities to be assumed by respond-
ers and the standard operating procedures to be used in the
management and direction of emergency incidents and other
functions.

3.3.56* Incident Safety Officer. A member of the command
staff responsible for monitoring and assessing safety hazards
and unsafe situations, and for developing measures for ensur-
ing personnel safety.

3.3.57 Industrial Fire Brigade. An organized group of em-
ployees within an industrial occupancy who are knowledge-
able, trained, and skilled in at least basic fire-fighting opera-
tions, and whose full-time occupation might or might not be
the provision of fire suppression and related activities for their
employer. [600, 2010]

3.3.58* Infection Control Program. The fire department’s for-
mal policy and implementation of procedures relating to the
control of infectious and communicable disease hazards where
employees, patients, or the general public could be exposed to
blood, body fluids, or other potentially infectious materials in the
fire department work environment.

3.3.59 Infectious Disease. See 3.3.24.2.

3.3.60 Interface Component. Any material, part, or subas-
sembly used in the construction of the compliant product that
provides limited protection to interface areas.

3.3.61 Life Safety Rope. Rope dedicated solely for the pur-
pose of supporting people during rescue, fire-fighting, other
emergency operations, or during training evolutions.

3.3.62 Life Support.

3.3.62.1 Advanced Life Support (ALS). Emergency medical
treatment beyond basic life support level as defined by the
medical authority having jurisdiction.

3.3.62.2 Basic Life Support (BLS). Emergency medical
treatment at a level as defined by the medical authority
having jurisdiction.

3.3.63* Liquefied Gas. A gas that, under its charged pressure,
is partially liquid at 70°F (21°C).

3.3.64* Member. A person involved in performing the duties
and responsibilities of a fire department, under the auspices
of the organization.
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3.3.65 Member Assistance Program (MAP). A generic term
used to describe the various methods used in the fire depart-
ment for the control of alcohol and other substance abuse,
stress, and personal problems that adversely affect member
performance.

3.3.66 Member Organization. An organization formed to rep-
resent the collective and individual rights and interests of the
members of the fire department, such as a labor union or fire
fighters’ association.

3.3.67 No-Entry Zone. Those areas atan incident scene that no
person(s) are allowed to enter, regardless of what personal pro-
tective equipment (PPE) they are wearing due to dangerous con-
ditions. [1521, 2008]

3.3.68 Occupational Illness. An illness or disease contracted
through or aggravated by the performance of the duties, respon-
sibilities, and functions of a fire department member.

3.3.69 Occupational Injury. An injury sustained during the
performance of the duties, responsibilities, and functions of a
fire department member.

3.3.70 Offensive Operations. See 3.3.71.4.
3.3.71 Operations.

3.3.71.1* Defensive Operations. Actions that are intended
to control a fire by limiting its spread to a defined area,
avoiding the commitment of personnel and equipment to
dangerous areas.

3.3.71.2 Emergency Operations. Activities of the fire depart-
ment relating to rescue, fire suppression, emergency medical
care, and special operations, including response to the scene
of the incident and all functions performed at the scene.

3.3.71.3 Hazardous Materials Operations. All activities per-
formed at the scene of a hazardous materials incident that
expose fire department members to the dangers of hazard-
ous materials.

3.3.71.4 Offensive Operations. Actions generally performed
in the interior of involved structures that involve a direct at-
tack on a fire to directly control and extinguish the fire.

3.3.71.5%* Special Operations. Those emergency incidents to
which the fire department responds that require specific and
advanced training and specialized tools and equipment.

3.3.72 Oxygen-Deficient Atmosphere. See 3.3.5.2.

3.3.73* Particulates. Solid matter that is dispersed in air as a
mixture.

3.3.74 Personnel Accountability System. A system that readily
identifies both the location and function of all members oper-
ating at an incident scene.

3.3.75 Primary Eye Protection. A protective device specifically
intended to shield the eyes from certain hazards while permitting
vision. (See also 3.3.30, Faceshield; 3.3.41, Goggle; and 3.3.92, Spec-
tacles.)

3.3.76 Procedure. An organizational directive issued by the au-
thority having jurisdiction or by the department that establishes a
specific policy that must be followed. [1561, 2008]

3.3.77* Protective Ensemble. Multiple elements of compliant
protective clothing and equipment that when worn together
provide protection from some risks, but not all risks, of emer-
gency incident operations.
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3.3.78 Proximity Fire Fighting. See 3.3.37.1.

3.3.79 Qualified Person. A person who, by possession of a
recognized degree, certificate, professional standing, or skill,
and who, by knowledge, training, and experience, has demon-
strated the ability to deal with problems related to a particular
subject matter, work, or project. [1451, 2007]

3.3.80* Rapid Intervention Crew/Company (RIC). A mini-
mum of two fully equipped personnel on site, in a ready state,
for immediate rescue of disoriented, injured, lost, or trapped
rescue personnel. [1006, 2008]

3.3.81 Related Activities. Any and all functions that fire de-
partment members can be called upon to perform in the ex-
ecution of their duties.

3.3.82 Rescue. Those activities directed at locating endan-
gered persons at an emergency incident, removing those per-
sons from danger, treating the injured, and providing for
transport to an appropriate health care facility. (See also 3.3.95,
Technical Rescue.)

3.3.83 Rescue Incident. See 3.3.52.2.

3.3.84* Respiratory Protection Equipment (RPE). Devices that
are designed to protect the respiratory system against expo-
sure to gases, vapors, or particulates. [1404, 2006]

3.3.85 Risk. A measure of the probability and severity of ad-

verse effects that result from an exposure to a hazard. [1451,
2007]

3.3.86 Risk Management. The process of planning, organizing,
directing, and controlling the resources and activities of an orga-
nization in order to minimize detrimental effects on that organi-

zation. [1250, 2010]

3.3.87 SCBA. Abbreviation for self-contained breathing ap-
paratus. [1981, 2007]

3.3.88 Seat Belt. A two-point lap belt, a three-point lap/
shoulder belt, or a four-point lap/shoulder harness for vehicle
occupants designed to limit their movement in the event of an
accident, rapid acceleration, or rapid deceleration by securing
individuals safely to a vehicle in a seated position. (See also
3.3.97, Vehicle Safety Harness.)

3.3.89 Self-Contained Breathing Apparatus (SCBA). An
atmosphere-supplying respirator that supplies a respirable air
atmosphere to the user from a breathing air source that is
independent of the ambient environment and designed to be
carried by the user. [1981, 2007]

3.3.89.1 Closed-Circuit SCBA. Arecirculation-type SCBA in
which the exhaled gas is rebreathed by the wearer after the
carbon dioxide has been removed from the exhalation gas
and the oxygen content within the system has been re-
stored from sources such as compressed breathing air,
chemical oxygen, and liquid oxygen, or compressed gas-
eous oxygen. [1981, 2007]

3.3.90 Service Test. The regular, periodic inspection and
testing of apparatus and equipment, according to an estab-
lished schedule and guideline, to ensure that they are in safe
and functional operating condition.

3.3.91 Special Operations. See 3.3.71.5.

3.3.92* Spectacles. A protective device intended to shield the
wearer’s eyes from certain hazards depending on the spec-
tacle type.
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3.3.93 Structural Fire Fighting. See 3.3.37.2.
3.3.94 Tactical Level Management Component (TLMC). A

management unit identified in the incident management sys-
tem commonly known as “division,” “group,” or “sector.”
[1561, 2005]

3.3.95 Technical Rescue. The application of special knowl-
edge, skills, and equipment to safely resolve unique and/or
complex rescue situations. [1670, 2009]

3.3.96 Traffic Incident. See 3.3.52.3.

3.3.97 Vehicle Safety Harness. A restraint device for vehicle oc-
cupants designed to limit their movement in the event of an ac-
cident, rapid acceleration, or rapid deceleration by securing in-
dividuals safely to a vehicle either in a seated position or tethered
to the vehicle. (See also 3.3.88, Seat Belt.)

3.3.98 Warm Zone. See 3.3.19.3.
3.3.99 Wildland Fire Fighting. See 3.3.37.3.

3.3.100 Wildland Fire Fighting Respirator. A respirator that has
been certified for providing respiratory protection during wild-
land fire-fighting operations by NIOSH under 42 CFR 84, and
certified as compliant with NFPA 1984, Standard on Respirators for
Wildland Fire-Fighting Operations. [1984, 2011]

Chapter 4 Fire Department Administration

4.1 Fire Department Organizational Statement.

4.1.1* The fire department shall prepare and maintain a writ-
ten statement or policy that establishes the existence of the
fire department, the services the fire department is authorized
and expected to perform, and the basic organizational structure.

4.1.2* The fire department shall prepare and maintain written
policies and standard operating procedures that document
the organization structure, membership, roles and responsi-
bilities, expected functions, and training requirements, in-
cluding the following:

(1) The types of standard evolutions that are expected to be
performed and the evolutions that must be performed si-
multaneously or in sequence for different types of situations

(2) The minimum number of members who are required to
perform each function or evolution and the manner in
which the function is to be performed

(3) The number and types of apparatus and the number of per-
sonnel that will be dispatched to different types of incidents

(4) The procedures that will be employed to initiate and man-
age operations at the scene of an emergency incident

4.1.3 The organizational statement and procedures shall be
available for inspection by members or their designated repre-
sentative.

4.1.4* Fire departments shall develop pre-incident plans as
determined by the AH]J.

4.1.4.1* Fire departments shall develop a construction or
demolition fire safety program (s) as determined by the AH]J.

4.2 Risk Management Plan.

4.2.1* The fire department shall develop and adopt a compre-
hensive written risk management plan.
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4.2.2 The risk management plan shall at least cover the risks
associated with the following:

(1) Administration

(2) Facilities

(3) Training

(4) Vehicle operations, both emergency and non-emergency
(5) Protective clothing and equipment

(6) Operations at emergency incidents (see Annex C)

(7) Operations at non-emergency incidents

(8) Other related activities

4.2.3* The risk management plan shall include at least the
following components (see Annex D):

(1) Risk identification — actual and potential hazards

(2) Risk evaluation — likelihood of occurrence of a given haz-
ard and severity of its consequences

(8) Establishment of priorities for action — the degree of a
hazard based upon the frequency and risk of occurrence

(4) Risk control techniques — solutions for elimination or
mitigation of potential hazards; implementation of best
solution

(5) Risk management monitoring — evaluation of effective-
ness of risk control techniques

4.3 Safety and Health Policy.

4.3.1* The fire department shall adopt an official written de-
partmental occupational safety and health policy that identi-
fies specific goals and objectives for the prevention and elimi-
nation of accidents and occupational injuries, exposures to
communicable disease, illnesses, and fatalities.

4.3.2 It shall be the policy of the fire department to seek and
to provide for its members an occupational safety and health
program that complies with this standard.

4.3.3* The fire department shall evaluate the effectiveness of
the occupational safety and health program at least once every
3 years.

4.3.3.1 An audit report of the findings shall be submitted to
the fire chief and to the members of the occupational safety
and health committee.

4.4 Roles and Responsibilities.

4.4.1 It shall be the responsibility of the fire department to
research, develop, implement, and enforce an occupational
safety and health program that recognizes and reduces the
inherent risks involved in the operations of a fire department.

4.4.2 The fire department shall be responsible for compli-
ance with all applicable laws and legal requirements with re-
spect to member safety and health.

4.4.3* The fire department shall establish and enforce rules,
regulations, and standard operating procedures to meet the
objectives of this standard.

4.4.4 The fire department shall be responsible for develop-
ing and implementing an accident investigation procedure.

4.4.5% All accidents, near misses, injuries, fatalities, occupational
illnesses, and exposures involving members shall be investigated.

4.4.5.1 All accidents involving fire department vehicles,
equipment, or fire department facilities shall be investigated.
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4.4.5.2 The fire department shall take the corrective action
necessary to avoid repetitive occurrences of accidents and ex-
posure to communicable diseases.

4.4.5.3 Records of such investigations shall be kept in accor-
dance with the applicable provisions of 4.6.1.

4.4.5.4* The fire department shall develop, adopt, and main-
tain a written policy related to the documentation and dis-
semination of information related to internal near-miss inves-
tigations and provide information to members.

4.4.6 FEach individual member of the fire department shall
cooperate, participate, and comply with the provisions of the
occupational safety and health program.

4.4.7 Itshall be the right of each member to be protected by
an effective occupational safety and health program and to
participate or be represented in the research, development,
implementation, evaluation, and enforcement of the pro-
gram.

4.4.8 The member organization, where such an organization
exists, shall cooperate with the fire department by represent-
ing the interests and the welfare of the members in the re-
search, development, implementation, and evaluation of the
occupational safety and health program.

4.4.8.1 The member organization shall have the right to rep-
resent the individual and collective rights of its members in
the occupational safety and health program.

4.5 Occupational Safety and Health Committee.

4.5.1% An occupational safety and health committee shall be es-
tablished and shall serve the fire chief in an advisory capacity.

4.5.1.1 The committee shall include the following members:

(1) The designated fire department health and safety officer

(2) Representatives of fire department management

(3) Individual members or representatives of member
organizations

4.5.1.2 The committee shall also be permitted to include
other persons.

4.5.1.3 Representatives of member organizations shall be se-
lected by their respective organizations, but other committee
members shall be appointed to the committee by the fire chief.

4.5.2 The purpose of this committee shall be to conduct re-
search, develop recommendations, and study and review mat-
ters pertaining to occupational safety and health within the
fire department.

4.5.3* The committee shall hold regularly scheduled meet-
ings and shall be permitted to hold special meetings whenever
necessary.

4.5.3.1 Regular meetings shall be held at least once every 6
months.

4.5.3.2 Written minutes of each meeting shall be retained
and shall be made available to all members.

4.6 Records.

4.6.1* The fire department shall establish a data collection
system and maintain permanent records of all accidents, inju-
ries, illnesses, exposures to infectious agents and communi-
cable diseases, or deaths that are job related.
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4.6.2 The data collection system shall also maintain indi-
vidual records of any occupational exposure to known or sus-
pected toxic products or infectious or communicable diseases.

4.6.3 The fire department shall ensure that a confidential
health record for each member and a health data base are
maintained.

4.6.4* The fire department shall maintain training records for
each member indicating dates, subjects covered, satisfactory
completion, and, if any, certifications achieved.

4.6.5 The fire department shall ensure that inspection, main-
tenance, repair, and service records are maintained for all ve-
hicles and equipment used for emergency operations and
training.

4.7 Appointment of the Health and Safety Officer.

4.7.1 The fire chief shall appoint a designated fire depart-
ment health and safety officer.

4.7.2 The health and safety officer shall meet the qualifica-
tions defined in NFPA 1521, Standard for Fire Department Safety

Officer.
4.7.3 The fire chief shall ensure that the fire department

health and safety officer is given the authority to administer
the health and safety program.

4.7.4 The health and safety officer shall perform the func-
tions defined in NFPA 1521.

4.7.5 The fire department health and safety officer shall be
responsible for the management of the occupational safety
and health program.

4.7.6 The fire chief shall make available such additional
safety officers and resources as required to fulfill the require-
ments of the occupational safety and health program to meet
the requirements of NFPA 1521.

Chapter 5 Training, Education, and Professional
Development

5.1 General Requirements.

5.1.1* The fire department shall establish and maintain a
training, education, and professional development program
with a goal of preventing occupational deaths, injuries, and
illnesses.

5.1.2 The fire department shall provide training, education,
and professional development for all department members
commensurate with the duties and functions that they are ex-
pected to perform.

5.1.3 The fire department shall establish training and educa-
tion programs that provide new members initial training, pro-
ficiency opportunities, and a method of skill and knowledge
evaluation for duties assigned to the member prior to engag-
ing in emergency operations.

5.1.4%* The fire department shall restrict the activities of new
members during emergency operations until the member
has demonstrated the skills and abilities to complete the
tasks expected.

5.1.5 The fire department shall provide all members with
training and education on the department’s risk management
plan.
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5.1.6 The fire department shall provide all members with train-
ing and education on the department’s written procedures.

5.1.7 The fire department shall provide all members with a
training, education, and professional development program
commensurate with the emergency medical services that are
provided by the department.

5.1.8% The fire department shall provide all members with a
documented training and education program that covers the se-
lection, use, maintenance, retirement, and special incidents pro-
cedures operation, limitation, maintenance, and retirement cri-
teria for all assigned personal protective equipment (PPE).

5.1.8.1 Training shall comply with applicable governing stan-
dards and follow the manufacturer’s instructions and guide-
lines to include the following topics:

(1) The organization’s overall program for the selection and
use of protective ensembles, ensemble elements, and
SCBAs

(2) Technical data package (TDP) where applicable

(3) Proper overlap and fit

(4) Proper donning and doffing (including emergency
doffing)

(5) Construction features and function

(6) Performance limitations (including physiological effects
on user and effects of heat transfer on the protective
ensemble)

(7) Recognizing and responding to indications of protective
ensemble and SCBA failure

(8) Routine inspection

(9) Routine cleaning

(10) Proper storage

5.1.8.2 For maintenance of structural and proximity protec-
tive ensembles and ensemble elements, refer to NFPA 1851,
Standard on Selection, Care, and Maintenance of Protective En-
sembles for Structural Fire Fighting and Proximity Fire Fighting.

5.1.8.3 For maintenance of SCBA, refer to NFPA 1852, Stan-
dard on Selection, Care, and Maintenance of Open-Circuit Self-
Contained Breathing Apparatus (SCBA).

5.1.8.4 For maintenance of protective ensemble for technical
rescue incidents, refer to NFPA 1855, Standard for Selection,
Care, and Maintenance of Protective Ensembles for Technical Rescue
Incidents.

5.1.9 Asaduty function, members shall be responsible to main-
tain proficiency in their skills and knowledge, and to avail them-
selves of the professional development provided to the members
through department training and education programs.

5.1.10 Training programs for all members engaged in emer-
gency operations shall include procedures for the safe exit and
accountability of members during rapid evacuation, equipment
failure, or other dangerous situations and events.

5.1.11 All members who are likely to be involved in emer-
gency operations shall be trained in the incident management
and accountability system used by the fire department.

5.2 Member Qualifications.

5.2.1 All members who engage in structural fire fighting shall
meet the requirements of NFPA 1001, Standard for Fire Fighter
Professional Qualifications.
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5.2.2*% All driver/operators shall meet the requirements of
NFPA 1002, Standard for Fire Apparatus Driver/Operator Profes-
sional Qualifications.

5.2.3 All aircraft rescue fire fighters (ARFF) shall meet the
requirements of NFPA 1003, Standard for Airport Fire Fighter Pro-
fessional Qualifications.

5.2.4 Allfire officers shall meet the requirements of NFPA 1021,
Standard for Fire Officer Professional Qualifications.

5.2.5 All wildland fire fighters shall meet the requirements
of NFPA 1051, Standard for Wildland Fire Fighter Professional
Qualifications.

5.2.6* All members responding to hazardous materials inci-
dents shall meet the operations level as required in NFPA 472,
Standard for Competence of Responders to Hazardous Materials/
Weapons of Mass Destruction Incidents.

5.3 Training Requirements.

5.3.1* The fire department shall adopt or develop training
and education curriculums that meet the minimum require-
ments outlined in professional qualification standards cover-
ing a member’s assigned function.

5.3.2 The fire department shall provide training, education,
and professional development programs as required to sup-
port the minimum qualifications and certifications expected
of its members.

5.3.3 Members shall practice assigned skill sets on a regular
basis but not less than annually.

5.3.4 The fire department shall provide specific training to
members when written policies, practices, procedures, or
guidelines are changed and/or updated.

5.3.5* The respiratory protection training program shall meet
the requirements of NFPA 1404, Standard for Fire Service Respi-
ratory Protection Training.

5.3.6 Members who perform wildland fire fighting shall be
trained at least annually in the proper deployment of an ap-
proved fire shelter.

5.3.7* All live fire training and exercises shall be conducted
in accordance with NFPA 1403, Standard on Live Fire Training
Evolutions.

5.3.8* All training and exercises shall be conducted under the
direct supervision of a qualified instructor.

5.3.9*% All members who are likely to be involved in emergency
medical services shall meet the training requirements of the
AH]J.

5.3.10% Members shall be fully trained in the use, limitations,
care, and maintenance of the protective ensembles and en-
semble elements assigned to them or available for their use.

5.3.11 All members shall meet the training requirements as
outlined in NFPA 1561, Standard on Emergency Services Incident
Management System.

5.3.12 All members shall meet the training requirements as
outlined in NFPA 1581, Standard on Fire Department Infection
Control Program.

5.4 Special Operations Training.

5.4.1 The fire department shall provide specific and ad-
vanced training to members who engage in special operations
as a technician.
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5.4.2 The fire department shall provide specific training to
members who are likely to respond to special operations inci-
dents in a support role to special operations technicians.

5.4.3 Members expected to perform hazardous materials
mitigation activities shall meet the training requirements of a
technician as outlined in NFPA 472.

5.4.4 Members expected to perform technical operations at
the technician level as defined in NFPA 1670, Standard on Op-
erations and Training for Technical Search and Rescue Incidents,
shall meet the training requirements specified in NFPA 1006,
Standard for Technical Rescuer Professional Qualifications.

5.5 Member Proficiency.

5.5.1 The fire department shall develop a recurring profi-
ciency cycle with the goal of preventing skill degradation and
potential for injury and death of members.

5.5.2 The fire department shall develop and maintain a sys-
tem to monitor and measure training progress and activities of
its members.

5.5.3% The fire department shall provide an annual skills check
to verify minimum professional qualifications of its members.

Chapter 6 Fire Apparatus, Equipment, and
Drivers/Operators

6.1 Fire Department Apparatus.

6.1.1* The fire department shall consider safety and health as
primary concerns in the specification, design, construction,
acquisition, operation, maintenance, inspection, and repair of
all fire department apparatus.

6.1.1.1* The fire department shall specify restraint devices for
fire apparatus, including those restraint devices for emergency
medical service (EMS) members operating in the patient com-
partment of the ambulance.

6.1.2 All new fire apparatus shall be specified and ordered to
meet the applicable requirements of NFPA 1901, Standard for
Automotive Fire Apparatus.

6.1.2.1 If the fire apparatus is equipped with a vehicle data
recorder, the AHJ shall develop operating procedures for up-
loading, monitoring, and reviewing the data.

6.1.3 All new wildland fire apparatus shall be specified and
ordered to meet the requirements of NFPA 1906, Standard for
Wildland Fire Apparatus.

6.1.3.1 If the fire apparatus is equipped with a vehicle data
recorder, the AHJ shall develop operating procedures for up-
loading, monitoring, and reviewing the data.

6.1.4 All marine fire-fighting vessels shall be specified and
ordered to meet the requirements of NFPA 1925, Standard on
Marine Fire-Fighting Vessels.

6.1.5% Where tools, equipment, or respiratory protection are
carried within enclosed seating areas of fire apparatus or the
patient compartment of an ambulance, such items shall be
secured by either a positive mechanical means of holding the
item in its stowed position or by placement in a compartment
with a positive latching door.
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6.1.6 When fire apparatus is refurbished, it shall be specified
and ordered to meet the applicable requirements of
NFPA 1912, Standard for Fire Apparatus Refurbishing.

6.1.7 Fire departments that operate their own fixed-wing or
rotary aircraft for fire department operations shall provide
four-point restraints for all pilots and passengers, not includ-
ing any EMS patients.

6.1.7.1 Members performing hoist rescue in the passenger
area of the aircraft shall be secured by a vehicle safety harness
or seat belt system.

6.1.8 All apparatus shall have hose storage areas that are
equipped with a positive means to prevent unintentional
deployment of the hose from the top, sides, front, and rear
of the hose storage area while the apparatus is under way in
normal operations.

6.2 Drivers/Operators of Fire Department Apparatus.

6.2.1* Fire apparatus shall be operated only by members who
have successfully completed an approved driver training pro-
gram commensurate with the type of apparatus the member
will operate or by trainee drivers who are under the supervi-
sion of a qualified driver.

6.2.1.1 The AH]J shall be responsible for providing driver
training instruction that complies with NFPA 1451, Standard for
a Fire Service Vehicle Operations Training Program, to members on
the operation of specific fire department owned pumpers and
mobile water supply apparatus that hold greater than 999 gal
(3782 L) of on-board water supply.

6.2.1.2 The AHJ shall establish the maximum speed that the
apparatus shall operate at and post that speed on a placard
mounted on the dash within view of the driver, stating “Maxi-
mum apparatus speed warning: Do not exceed XX mph.”

6.2.2% The driver of a fire department vehicle shall be re-
quired to possess a valid driver’s license for the class of vehicle,
as specified by the AHJ.

6.2.2.1 Fire department vehicles shall be operated in compli-
ance with all applicable traffic laws, including special provi-
sions pertaining to emergency vehicles as established by the
AH]J, as well as specific rules, regulations, and procedures
adopted by the fire department.

6.2.2.2 Pumpers and mobile water supply apparatus that do
not have anti-lock brake systems (ABS) and carry over 999 gal
(3782 L) of on-board water supply shall be operated in non-
emergency mode at all times.

6.2.3* The fire department shall establish specific rules, regu-
lations, and procedures relating to the operation of fire de-
partment vehicles in an emergency mode, including guide-
lines to establish when emergency response is authorized and
when emergency response is not authorized.

6.2.4* Drivers of fire apparatus shall be directly responsible
for the safe and prudent operation of the vehicles under all
conditions.

6.2.4.1 When the driver is under the direct supervision of an
officer, that officer shall also assume responsibility for the driv-
er’s actions.

6.2.5 Drivers shall not move fire apparatus until all persons
on the vehicle are seated and secured with seat belts in ap-
proved riding positions, other than as specifically allowed in
this chapter.
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6.2.6 Drivers of fire apparatus shall obey all traffic control
signals and signs and all laws and rules of the road of the
jurisdiction for the operation of motor vehicles.

6.2.7* The fire department shall develop standard operating
procedures for safely driving fire apparatus during non-
emergency travel and emergency response and shall include
specific criteria for vehicle speed, crossing intersections, tra-
versing railroad grade crossings, the use of emergency warn-
ing devices, and the backing of fire apparatus.

6.2.7.1* Procedures for all responses shall emphasize that the
safe arrival of fire apparatus to the incident scene is the first
priority.

6.2.8% During emergency response, drivers of fire apparatus
shall bring the vehicle to a complete stop under any of the
following circumstances:

(1) When directed by a law enforcement officer

(2) Atred traffic lights

(3) At stop signs

(4) At negative right-of-way intersections

(5) At blind intersections

(6) When the driver cannot account for all lanes of traffic in
an intersection

(7) When other intersection hazards are present

(8) When encountering a stopped school bus with flashing
warning lights

6.2.9 Drivers shall proceed through intersections only when the
driver can account for all lanes of traffic in the intersection.

6.2.10* During emergency response or non-emergency travel,
drivers of fire apparatus shall come to a complete stop at all
unguarded railroad grade crossings and ensure that it is safe
to proceed before crossing the railroad track(s).

6.2.11 Drivers shall use caution when approaching and cross-
ing any guarded railroad grade crossing.

6.2.12 The fire department shall include information on the
potential hazards of retarders, such as engine, transmission,
and driveline retarders, in the driver training program and
shall develop written procedures pertaining to the use of such
retarders.

6.2.13 The fire department shall develop written procedures
requiring drivers to discontinue the use of manual brake lim-
iting valves, frequently labeled as a “wet road/dry road” switch,
and requiring that the valve/switch remains in the “dry road”
position.

6.2.14* Where members are authorized to respond to inci-
dents or to fire stations in private vehicles, the fire department
shall establish specific rules, regulations, and procedures relat-
ing to the operation of private vehicles in an emergency mode.

6.2.14.1 These rules and regulations shall be at least equal
to the provisions regulating the operation of fire depart-
ment vehicles.

6.2.14.2*% These rules and regulations shall also apply to the
use of emergency lighting equipment, audible warning de-
vices, or both on private vehicles.

6.2.14.2.1 The rules and regulations shall specify the proce-
dures for use of emergency lighting equipment and audible
warning devices and shall be in compliance with the motor
vehicle laws of the jurisdiction.
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6.2.14.2.2 Emergency lighting equipment and audible warn-
ing devices shall not be installed without the fire department’s
approval.

6.3 Riding in Fire Apparatus.

6.3.1% All persons riding in fire apparatus shall be seated and
belted securely by seat belts in approved riding positions at
any time the vehicle is in motion other than as allowed in 6.3.4
and 6.3.5. Standing or riding on tail steps, sidesteps, running
boards, or in any other exposed position shall be specifically
prohibited.

6.3.2 Seat belts shall not be released or loosened for any pur-
pose while the vehicle is in motion, including the donning of
respiratory protection equipment or protective clothing.

6.3.3* Members actively performing necessary emergency
medical care while the vehicle is in motion shall be secured to
the vehicle by a seat belt, or by a vehicle safety harness de-
signed for occupant restraint, to the extent consistent with the
effective provision of such emergency medical care.

6.3.3.1 All other persons in the vehicle shall be seated and
belted in approved riding positions while the vehicle is in
motion.

6.3.4* Fire departments permitting hose loading operations
while the vehicle is in motion shall develop written standard
operating procedures addressing all safety aspects.

6.3.5* Fire departments permitting tiller training, where both
the instructor and the trainee are at the tiller position, shall
develop written standard operating procedures addressing all
safety aspects.

6.3.6* Helmets shall be provided for and used by members
riding in open cab apparatus or open tiller seats.

6.3.6.1 Helmets shall not be worn by persons riding in an
enclosed cab.

6.3.7* Eye protection shall be provided for members riding in
open cab apparatus or open tiller seats.

6.3.8* On existing fire apparatus where there is an insufficient
number of seats available for the number of members as-
signed to or expected to ride on that piece of apparatus, alter-
nate means of transportation that provide seated and belted
positions shall be used.

6.4 Inspection, Maintenance, and Repair of Fire Apparatus.

6.4.1* All fire apparatus shall be inspected, maintained, and
tested in accordance with the applicable requirements of
NFPA 1911, Standard for the Inspection, Maintenance, Testing, and
Retivement of In-Service Automotive Fire Apparatus.

6.4.2 Fire pumps on apparatus shall be service tested in ac-
cordance with the applicable requirements of NFPA 1911,
Standard for the Inspection, Maintenance, Testing, and Retirement of
In-Service Automotive Fire Apparatus.

6.4.3 All aerial devices shall be inspected and service tested in

accordance with the applicable requirements of NFPA 1911,

Standard for the Inspection, Maintenance, Testing, and Retirement of
In-Service Automotive Fire Apparatus.

6.4.4 All fire apparatus shall be cleaned and disinfected in
accordance with NFPA 1581, Standard on Fire Department Infec-
tion Control Program.
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6.5 Tools and Equipment.

6.5.1 The fire department shall consider safety and health as
primary concerns in the specification, design, construction,
acquisition, operation, maintenance, inspection, and repair of
all tools and equipment.

6.5.2 The hearing conservation objectives of this standard
shall be taken into account in the acquisition of new power
tools and power equipment.

6.5.3 All new fire department ground ladders shall be speci-
fied and ordered to meet the applicable requirements of
NFPA 1931, Standard for Manufacturer’s Design of Fire Department
Ground Ladders.

6.5.4 All new fire hose shall be specified and ordered to meet
the applicable requirements of NFPA 1961, Standard on Fire
Hose.

6.5.5 All new fire department spray nozzles shall be specified
and ordered to meet the applicable requirements of NFPA 1964,
Standard for Spray Nozzles.

6.5.6% All equipment carried on fire apparatus or designated
for training shall be inspected at least weekly and within 24
hours after any use.

6.5.7 Inventory records shall be maintained for the equip-
ment carried on each vehicle and for equipment designated
for training.

6.5.8 All equipment carried on fire apparatus or designated
for training shall be tested at least annually in accordance with
manufacturers’ instructions and applicable standards.

6.5.9 Fire-fighting equipment found to be defective or in un-
serviceable condition shall be removed from service and re-
paired or replaced.

6.5.10 All fire department equipment and tools shall be
cleaned and disinfected in accordance with NFPA 1581.

6.5.11 All ground ladders shall be inspected and service
tested in accordance with the applicable requirements of
NFPA 1932, Standard on Use, Maintenance, and Service Testing of
In-Service Fire Department Ground Ladders.

6.5.12 All fire hose shall be inspected and service tested in
accordance with the applicable requirements of NFPA 1962,
Standard for the Inspection, Care, and Use of Fire Hose, Couplings,
and Nozzles and the Service Testing of Fire Hose.

6.5.13 All fire extinguishers shall be inspected and tested in
accordance with the applicable requirements of NFPA 10,
Standard for Portable Fire Extinguishers.

6.5.14 All fire department powered rescue tools shall meet
the requirements of NFPA 1936, Standard on Powered Rescue
Tools.

Chapter 7 Protective Clothing and Protective
Equipment

7.1 General.

7.1.1* The fire department shall provide each member with
protective ensembles, ensemble elements, and protective
equipment designed to provide protection from hazards to
which the member is likely to be exposed and that is suitable
for the tasks the member is expected to perform.
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7.1.1.1 A risk assessment on the selection of protective en-
semble, ensemble element, and protective equipment shall be
conducted in accordance with the appropriate applicable
NFPA standards.

7.1.1.2 The selection of suitable and appropriate protective
ensembles, ensemble elements, and other protective equip-
ment shall be based on a Selection program containing an
effective risk assessment as specified in NFPA 1851, Standard on
Selection, Care, and Maintenance of Protective I'nsembles for Struc-
tural Fire Fighting and Proximity Five Fighting.

7.1.2*% Protective ensembles, ensemble elements, and other
protective equipment shall be used whenever the member is
exposed or potentially exposed to the hazards for which it is
provided.

7.1.3 Structural fire-fighting and proximity fire-fighting pro-
tective ensembles and ensemble elements shall be cleaned as
specified in NFPA 1851, Standard on Selection, Care, and Mainte-
nance of Structural Fire Fighting Protective Ensembles.

7.1.4* Where station/work uniforms are worn by members,
such station/work uniforms shall meet the requirements of
NFPA 1975, Standard on Station/Work Uniforms for Emergency

Services.

7.1.5 While on duty, members shall not wear personal cloth-
ing, accessories, or personal equipment that might not be suit-
able and appropriate to protect the member from the hazards
to which the member could be exposed.

7.1.6 The fire department shall provide for care and mainte-
nance of protective ensembles, ensemble elements, and
station/work uniforms as specified in NFPA 1581, Standard on
Fire Department Infection Control Program, and NFPA 1851, Stan-
dard on Selection, Care, and Maintenance of Protective I-nsembles for
Structural Fire Fighting and Proximity Fire Fighting.

7.1.6.1* Where the organization implements an on-site care
and maintenance operation, the organization shall follow ap-
plicable governing standards that provide for exposure con-
trol and protection of members performing the tasks associ-
ated with care and maintenance.

7.1.6.2 Where such cleaning is conducted in fire stations, the
fire department shall provide at least one washing machine for
this purpose in the designated cleaning area specified in
NFPA 1581, Standard on Fire Department Infection Control Program.

7.1.6.3* Where the fire department implements an on-site care
and maintenance operation, the fire department shall acquire
the proper type and amount of equipment, materials, and sup-
plies to properly perform cleaning, drying, inspections, and
maintenance of protective ensembles and ensemble elements.

7.2 Protective Clothing for Structural Fire Fighting.

7.2.1* Members who engage in or are exposed to the hazards
of structural fire fighting shall be provided with and shall use a
protective ensemble that shall meet the applicable require-
ments of NFPA 1971, Standard on Protective Ensembles for Struc-
tural Fire Fighting and Proximity Five Fighting.

7.2.2* The protective coat and the protective trousers shall
have atleast a 2 in. (50 mm) overlap of all layers so there is no
gaping of the total thermal protection when the protective
garments are worn.

Full document details: NFPA 1500 2013

7.2.2.1 The minimum overlap shall be determined by mea-
suring the garments on the wearer, without SCBA, in both of
the following positions:

(1) Position A— standing, hands together reaching overhead
as high as possible

(2) Position B — standing, hands together reaching over-
head, with body bent forward at a 90-degree angle, to the
side (either left or right), and to the back

7.2.3 Single-piece protective coveralls shall not be required
to have an overlap of all layers, provided there is continuous
composite protection.

7.2.4 Gloves.

7.2.4.1 Fire departments that provide protective coats with
protective resilient wristlets secured through a thumb open-
ing shall be permitted to provide gloves of the gauntlet type
for use with these protective coats.

7.2.4.2% Fire departments that do not provide such wristlets
attached to all protective coats shall provide gloves of the wrist-
let type or other interface component for use with these pro-
tective coats.

7.2.5 The fire department shall adopt and maintain a protec-
tive clothing and protective equipment program that ad-
dresses the selection, care, maintenance, and use of structural
fire-fighting protective ensembles, and training in its use.

7.2.5.1 The selection, care, and maintenance of protective en-
sembles for structural fire fighting shall be as specified in
NFPA 1851, Standard on Selection, Care, and Maintenance of Protective
Ensembles for Structural Fire Fighting and Proximity Fire Fighting.

7.2.5.2 Specific roles, responsibilities, and authorities shall
be assigned for inspection and maintenance.

7.2.6 The fire department shall require all members to wear
all protective ensemble components specific to the operation.

7.3 Protective Clothing for Proximity Fire-Fighting Operations.

7.3.1* When determining the need for proximity ensembles,
the organization shall perform a risk assessment as required by
Chapter 5 of NFPA 1851, Standard on Selection, Care, and Main-
tenance of Protective Ensembles for Structural Fire Iighting and Prox-
umity Fire Fighting.

7.3.2 When it is determined proximity protective ensembles
and ensemble elements are required, members shall be pro-
vided with and shall use proximity fire-fighting protective en-
sembles and ensemble elements that are compliant with
NFPA 1971, Standard on Protective Ensembles for Structural Fire
Fighting and Proximity Fire Fighting.

7.3.2.1 The minimum overlap shall be determined by mea-
suring the garments on the wearer, without SCBA, in both of
the following positions:

(1) Position A— standing, hands together reaching overhead
as high as possible

(2) Position B — standing, hands together reaching over-
head, with body bent forward at a 90-degree angle, to the
side (either left or right), and to the back

7.3.3 Single-piece proximity protective coveralls shall not be
required to have an overlap of all layers, provided there is
continuous full thermal and radiant heat protection.
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7.3.4 Where SCBA is worn over or outside the proximity pro-
tective garment, the fire department shall inform the member
of the potential high levels of radiant heat that can result in
the failure of the SCBA.

7.3.4.1 The fire department shall require additional ap-
proved radiant reflective criteria, including but not limited to
a protective cover, for the expected proximity fire-fighting ex-
posures when the SCBA is worn over or outside the proximity
protective garment.

7.4* Protective Clothing for Emergency Medical Operations.

7.4.1 The fire department shall develop standard operating
procedures outlining the minimum required levels of protec-
tion based on a risk assessment of the medical care activities
involved.

7.4.1.1 Members who perform emergency medical care or
are otherwise likely to be exposed to blood or other body flu-
ids shall be provided with emergency medical garments, emer-
gency medical face protection devices, emergency medical ex-
amination gloves, emergency medical work gloves, and
emergency medical footwear or emergency medical footwear
covers that are compliant with NFPA 1999, Standard on Protec-
tive Clothing for Emergency Medical Operations.

7.4.2*% Members shall wear emergency medical examination
gloves when providing emergency medical care.

7.4.2.1 Patient care shall not be initiated before the gloves
are in place.

7.4.2.2 Emergency medical work gloves shall be permitted to
be used in place of emergency medical examination gloves in
situations involving physical hazards.

7.4.3 Each member shall use emergency medical garments
and emergency medical face protection devices, including
particulate filtering masks, prior to any patient care during
which large splashes of body fluids can occur, such as child-
birth or situations involving spurting blood.

7.4.4 Contaminated emergency medical protective clothing
shall be cleaned and disinfected or disposed of as specified in
NFPA 1581, Standard on Fire Department Infection Control Program.

7.4.4.1 Emergency medical examination gloves and emer-
gency medical footwear covers shall not be reused and shall be
disposed of after use.

7.4.4.2 Any item of emergency medical protective clothing
that is not designated for “multiple use” shall not be reused
and shall be disposed of after use.

7.5*% Chemical-Protective Clothing for Hazardous Materials
Emergency Operations.

7.5.1* Vapor-Protective Ensembles.

7.5.1.1 Members who engage in operations during hazard-
ous materials emergencies where there is the potential for ex-
posure to known chemicals in gaseous or vapor form that pose
skin hazards, to chemicals that have not been identified, or to
chemical environments that are classified as immediately dan-
gerous to life or health (IDLH) shall be provided with and
shall use vapor-protective ensembles that meet the applicable
requirements of NFPA 1991, Standard on Vapor-Protective En-
sembles for Hazardous Materials Emergencies.
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7.5.1.2 Prior to use of the ensemble, members who engage in
hazardous materials operations shall consult the technical
data package, manufacturers’ instructions, and manufactur-
ers’ recommendations as provided and required by
NFPA 1991, Standard on Vapor-Protective Ensembles for Hazardous
Materials Emergencies, to ensure that the ensemble is designed
to provide the member protection for the specific hazardous
materials emergency.

7.5.1.3 All members who engage in operations during haz-
ardous materials emergencies where there is potential for ex-
posure to known chemicals in gaseous or vapor form that pose
skin hazards, to chemicals that have not been identified, or to
chemical environments that are classified as IDLH shall be
provided with and shall use SCBA that meet the applicable
requirements of Section 7.12.

7.5.1.3.1 Additional outside air supplies shall be permitted to
be utilized in conjunction with SCBA, provided such systems
are positive pressure and have been certified by NIOSH under
42 CFR 84, Approval of respiratory protective devices.

7.5.1.4 Vapor-protective ensembles, certified to the 2005 edi-
tion of NFPA 1991, Standard on Vapor-Protective Ensembles for Haz-
ardous Materials Emergencies, shall be permitted to be used for
protection from chemical agents, biological agents, and radio-
active particulate encountered during terrorism incidents.

7.5.1.5 Where the risk assessment shows that members will
also be exposed to liquefied gases, members shall be provided
with and shall use vapor-protective ensembles that meet the
additional optional requirements for liquefied gas protection
in NFPA 1991, Standard on Vapor-Protective Ensembles for Hazard-
ous Materials Emergencies.

7.5.1.6 Where the risk assessment shows that members will
also be exposed to potential chemical flash fires, members
shall be provided with and shall use vapor-protective en-
sembles that meet the additional optional requirements for
chemical flash fire protection in NFPA 1991, Standard on Vapor-
Protective Ensembles for Hazardous Materials 'mergencies.

7.5.1.7* Vapor-protective ensembles shall not be used alone for
any fire-fighting applications or for protection from ionizing ra-
diation, cryogenic liquid hazards, or explosive atmospheres.

7.5.1.8 Vapor-protective ensembles shall be permitted to be
used for protection from liquid splashes or solid chemicals
and particulates.

7.5.2* Liquid Splash-Protective Ensembles and Clothing.

7.5.2.1 Members who engage in operations during hazardous
materials emergencies that will expose them to known chemicals
in liquid-splash form shall be provided with and shall use liquid
splash-protective ensembles or clothing that meet the applicable
requirements of NFPA 1992, Standard on Liquid Splash-Protective
Ensembles and Clothing for Hazardous Materials EEmergencies.

7.5.2.2 Prior to use of the ensemble or clothing, members
who engage in hazardous materials operations shall consult
the technical data package, manufacturers’ instructions, and
manufacturers’ recommendations as provided and required
by NFPA 1992, to ensure that the ensemble or clothing is de-
signed to provide the member protection for the specific haz-
ardous chemical emergency.
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7.5.2.3 All members who engage in operations during haz-
ardous materials emergencies that will expose them to known
chemicals in liquid-splash form shall be provided with and
shall use either SCBA that meet the applicable requirements
of 7.12.1, or other respiratory protective devices that are certi-
fied by NIOSH under 42 CFR 84 as suitable for the specific
chemical environment.

7.5.2.3.1 Additional outside air supplies shall be permitted to
be utilized in conjunction with SCBA, provided such systems
are positive pressure and have been certified by NIOSH under
42 CFR 84.

7.5.2.4 Liquid splash-protective ensembles or clothing shall
not be used for protection from chemicals in vapor form or
from unknown liquid chemicals or chemical mixtures.

7.5.2.4.1 Only vapor-protective ensembles specified in 7.5.1
and SCBA specified in 7.12.1 shall be considered for use.

7.5.2.5 Liquid splash-protective ensembles or clothing shall
not be used for protection from chemicals or specific chemi-
cal mixtures that have a vapor pressure greater than 5 mm Hg
at 77°F (25°C) and have known or suspected carcinogenicity
as indicated by one of the following documents:

(1) Sax’s Dangerous Properties of Industrial Materials
(2) NIOSH Pocket Guide to Chemical Hazards

7.5.2.6 Liquid splash-protective suits shall not be used for pro-
tection from chemicals or specific chemical mixtures with skin
toxicity notations as indicated by the American Conference of
Governmental Industrial Hygienists, 7VLs® and BEIs®, and that
have a vapor pressure greater than 5 mm Hg at 77°F (25°C).

7.5.2.7 Where the risk assessment shows that members will
also be exposed to potential chemical flash fires, members
shall be provided with and shall use liquid splash-protective
ensembles and clothing that meet the additional optional re-
quirements for chemical flash fire protection in NFPA 1992,
Standard on Liquid Splash-Protective Ensembles and Clothing for
Hazardous Materials Emergencies.

7.5.2.8* Liquid splash-protective suits shall not be used alone
for any fire-fighting applications or for protection from ioniz-
ing radiation, biological, liquefied gas or cryogenic liquid haz-
ards, or from flammable or explosive atmospheres, or from
hazardous chemical vapor atmospheres.

7.5.2.9 Liquid splash-protective suits shall be permitted to be
used for protection from solid chemicals and particulates.

7.5.3% Protective Ensembles for CBRN Terrorism Incidents.

7.5.3.1 Members who engage in assessment, extrication, res-
cue, triage, treatment decontamination, and support function
operations for incidents involving CBRN terrorism agents
shall be provided with the protective ensembles and protective
equipment specified in 7.5.3.3 through 7.5.3.6.

7.5.3.2% The approach to any potentially hazardous atmo-
sphere, including biological hazards, shall be made with a
plan that includes an assessment of the hazard and exposure
potential, respiratory protection needs, entry conditions, exit
routes, and decontamination strategies.

7.5.3.2.1 Before emergency response personnel are assigned
to operations involving CBRN terrorism agents, the incident
commander shall perform a risk assessment of the incident to
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determine the type of protective ensembles and other protec-
tive equipment that is needed.

7.5.3.3 Where the risk assessment indicates one or more of
the following, all members who will be performing the opera-
tions shall be provided with and shall use at least ensembles
certified as compliant with NFPA 1991, Standard on Vapor-
Protective Ensembles for Hazardous Materials 'mergencies:

(1) There is an ongoing release of the agent with likely gas/
vapor exposure.

(2) The identity or concentration of the vapor or liquid agent
is unknown.

(3) Liquid contact is expected, and no direct skin contact can
be permitted.

(4) Exposure of members could be at levels that would result
in substantial possibility of immediate death, immediate
serious incapacitation, or a severely impaired ability to
escape.

(5) Most victims in the area appear to be unconscious or
dead.

(6) Members will be close to the point of release.

7.5.3.3.1 All members who engage in operations for inci-
dents involving CBRN terrorism agents and who are required
to wear vapor-protective ensembles that meet NFPA 1991, Stan-
dard on Vapor-Protective Ensembles for Hazardous Materials Emer-
gencies, shall be provided with and shall use either of the fol-
lowing respiratory protection:

(1) SCBA that meet the applicable requirements of 7.12.1,
provided that the SCBA is fully encapsulated by the pro-
tective ensemble

(2) Open-circuit SCBA that are certified by NIOSH as compli-
ant with NIOSH Standard for Chemical, Biological, Radiologi-
cal, and Nuclear (CBRN) Open Circuit Self-Contained Breath-
ing Apparatus (SCBA)

7.5.3.4 Where the risk assessment indicates one or more of
the following, all members who will be performing the opera-
tions for incidents involving CBRN terrorism agents shall be
provided with and shall use at least Class 2 ensembles certified
as compliant with NFPA 1994, Standard on Protective Ensembles
for First Responders to CBRN Terrorism Incidents:

(1) Exposure is at IDLH conditions.

(2) The agent or threat has generally been identified.

(3) The actual release has subsided except for where the poten-
tial for direct contact with residual vapor or gas is probable.

(4) Surfaces at the emergency scene are highly contaminated.

(5) Victims in the area are symptomatic, not ambulatory, but
showing signs of movement.

7.5.3.4.1 All members who engage in operations for incidents
involving CBRN terrorism agents and who are required to wear
NFPA 1994, Standard on Protective Emsembles for First Responders to
CBRN Terrorism Incidents, Class 2 ensembles shall use open-circuit
SCBA that are certified by NIOSH as compliant with NIOSH
Standard for Chemical, Biological, Radiological, and Nuclear (CBRN)
Open Circuit Self-Contained Breathing Apparatus (SCBA).

7.5.3.5 Where the risk assessment indicates one or more of
the following, all members who will be performing the opera-
tions for incidents involving CBRN terrorism agents shall be
provided with and shall use at least Class 3 ensembles certified
as compliant with NFPA 1994, Standard on Protective Ensembles
for First Responders to CBRN Terrorism Incidents:
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(1) Exposure is at levels below IDLH conditions.

(2) Exposure to liquids is expected to be incidental through
contact with contaminated surfaces or victims well after
the release has occurred.

(8) Victims are symptomatic but ambulatory.

7.5.3.5.1 All members who engage in operations for inci-
dents involving CBRN terrorism agents and who are required
to wear NFPA 1994, Standard on Protective Ensembles for First Re-
sponders to CBRN Terrorism Incidents, Class 3 ensembles shall use
one of the following types of respirators:

(1) Open-circuit SCBA that are certified by NIOSH as compli-
ant with NIOSH Standard for Chemical, Biological, Radiologi-
cal, and Nuclear (CBRN) Open Circuit Self-Contained Breath-
ing Apparatus (SCBA)

(2) Air-purifying respirators (APRs) with a minimum rated
service life of at least 30 minutes that are certified by
NIOSH as compliant with NIOSH Standard for Chemical,
Biological, Radiological, and Nuclear (CBRN) Full Facepiece Air
Purifying Respirator (APR)

7.5.3.6% Where the risk assessment indicates the potential
presence of biological or radiological particulates only, all
members who will be performing the operations for incidents
involving CBRN terrorism agents shall be provided with and
shall use at least Class 4 ensembles certified as compliant with
NFPA 1994, Standard on Protective I'nsembles for First Responders to
CBRN "errorism Incidents.

7.5.3.6.1 All members who engage in operations during chemi-
cal and biological terrorism incidents and who are required to
wear NFPA 1994, Standard on Prolective IEnsembles for First Responders
to CBRN Terrorism Incidents, Class 4 ensembles shall use one of the
following types of respirators:

(1) Open-circuit SCBA that are certified by NIOSH as compli-
ant with NIOSH Standard for Chemical, Biological, Radiologi-
cal, and Nuclear (CBRN) Open Circuit Self-Contained Breath-
ing Apparatus (SCBA)

(2) APR with a minimum rated service life of at least 30 minutes
that are certified by NIOSH as compliant with NIOSH Stan-
dard for Chemical, Biological, Radiological, and Nuclear (CBRN)
Full Facepiece Air Purifying Respirator (APR)

7.5.3.7 Vapor-protective ensembles, certified as compliant with
NFPA 1991, Standard on Vapor-Protective Ensembles for Hazardous Ma-
terials Emergencies, that are used in operations involving any expo-
sure to CBRN terrorism agents, shall be decontaminated follow-
ing that use or shall be disposed of where decontamination will
not stop the chemical or biological assault on the ensemble and
the protective qualities would be diminished or nullified.

7.5.3.8 All NFPA 1994, Standard on Protective Ensembles for First
Responders to CBRN Terrorism Incidents, Class 2, Class 3, and Class
4 protective ensembles and NFPA 1971, Standard on Protective
Ensembles for Structural Firve Fighting and Proximity Fire Fighting,
protective ensembles with the CBRN option that are used in
operations involving any exposure to chemical or biological
terrorism agents shall be disposed of following that use.

7.5.3.9 Disposal shall be in accordance with applicable local,
state/provincial, and federal regulations.

7.5.3.10 All protective ensembles that are to be used for inci-
dents involving CBRN terrorism agents shall be inspected and
maintained as required by the technical data package and the
manufacturer’s instructions.
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7.6 Inspection, Maintenance, and Disposal of Chemical-
Protective Clothing.

7.6.1 All chemical-protective clothing shall be inspected and
maintained as required by the technical data package, manufac-
turers’ instructions, and manufacturers’ recommendations.

7.6.2 All chemical-protective clothing that receives an exposure
to a chemical or a chemical mixture shall be disposed of if decon-
tamination will not stop the chemical assault on the garment and
the protective qualities will be diminished or nullified.

7.6.2.1 Disposal shall be in accordance with applicable state
or federal regulations.

7.7 Protective Clothing and Equipment for Wildland Fire
Fighting.

7.7.1* The fire department shall establish standard operating
procedures for the use of wildland protective clothing and
equipment.

7.7.2 Members who engage in or are exposed to the hazards
of wildland fire-fighting operations shall be provided with and
use protective garments and protective equipment that meet
the requirements of NFPA 1977, Standard on Protective Clothing
and Equipment for Wildland Fire Fighting.

7.7.3* Members who engage in or are exposed to the hazards
of wildland fire-fighting operations shall be provided with a
fire shelter, in a crush-resistive case, and wear it in such a way
as to allow for rapid deployment.

7.8 Protective Ensembles for Technical Rescue Operations.

7.8.1 Members of special teams whose primary function is
search, rescue, recovery, and site stabilization operations for
technical rescue incidents other than wilderness or water res-
cue incidents shall be provided with and shall use a protective
ensemble that is certified as compliant with NFPA 1951, Stan-
dard on Protective Ensembles for Technical Rescue Incidents.

7.8.1.1 Before emergency response personnel are assigned to
technical rescue incidents, the incident commander shall per-
form a risk assessment of the expected hazards to determine
the type of protective ensembles and other protective equip-
ment that is needed.

7.8.1.2 Where the risk assessment indicates exposure to physi-
cal and thermal hazards are expected, utility technical rescue
protective ensembles and ensemble elements shall be used.

7.8.1.3 Where the risk assessment indicates exposure to
physical, thermal, liquid, and body fluid-borne pathogen
hazards are expected, rescue and recovery technical rescue
protective ensembles and ensemble elements shall be used.

7.8.1.4 Where the risk assessment indicates exposure to physi-
cal, thermal, liquid, and body fluid-borne pathogen hazards and
CBRN agents is vapor, liquid splash, and particulate forms are
expected during terrorism incident operations, CBRN technical
rescue protective ensemble and ensemble elements require-
ments shall be used.

7.8.2 The protective coat and protective trousers shall have at
leasta 2 in. (50 mm) overlap of all layers so there is no gaping
of the total thermal and barrier protection when the protec-
tive garments are worn.
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7.8.2.1 The minimum overlap shall be determined by mea-
suring the garments on the wearer, without respiratory protec-
tion, in both of the following conditions:

(1) Position A— standing, hands together reaching overhead
as high as possible

(2) Position B — standing, hands together reaching over-
head, with the body bent forward at a 90-degree angle, to
the side (either left or right), and to the back

7.8.2.2 Single-piece protective coveralls shall not be required
to have an overlap of all layers, provided there is continuous
composite protection.

7.8.3 Members engaged in technical rescue operations that
require respiratory protection shall be provided with and shall
use respirators that are certified by NIOSH to 42 CFR Part 84.

7.8.3.1* Where air-purifying respirators (APRs) and powered
air-purifying respirators (PAPRs) are selected to provide the
respiratory protection, the APRs and PAPRs shall be provided
with the chemical or particulate filter elements that provide
protection against the specific contaminants based upon the
anticipated level of exposure risk associated with different re-
sponse situations.

7.8.3.2*% Where it cannot be determined that an APR or PAPR
will provide effective protection against the contaminant, or if
the identity of the contaminant is not known, SCBA shall be
worn until it can be determined that other respiratory protec-
tion can be used.

7.8.3.3 Where SCBA are selected to provide the respiratory
protection, the SCBA shall meet the applicable requirements
of 7.12.1.

7.8.4 Members who engage in or are exposed to the hazards
of search, rescue, recovery, and site stabilization for technical
rescue shall be provided with and shall use primary eye protec-
tion that meets the requirements of NFPA 1951.

7.8.5 Technical rescue protective clothing and protective
equipment shall be used and maintained in accordance with
the manufacturer’s instructions.

7.8.5.1 The fire department shall establish a maintenance and
inspection program for technical rescue protective clothing and
equipment.

7.8.5.2 Proper decontamination procedures for all technical
rescue protective clothing and equipment shall be followed to
prevent contamination of the user or support personnel.

7.9* Protective Clothing and Equipment for Surface Water
Operations.

7.9.1 Members of special teams whose primary function is
surface water search and rescue operations or other surface
water incident operations, including operations in surface wa-
ter, swift water, tidal water, surf, and ice, shall be provided with
and shall use a protective ensemble that is certified as compli-
ant with NFPA 1952, Standard on Surface Water Operations Protec-
tive Clothing and Equipment.

7.9.2 Surface water operations protective clothing and pro-
tective equipment shall be used and maintained in accor-
dance with the manufacturer’s instructions.

7.9.3 The fire department shall establish a maintenance and
inspection program for surface water operations protective
clothing and equipment.
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7.9.4 Proper decontamination procedures for all surface wa-
ter protective clothing and equipment shall be followed to
prevent contamination of the user or support personnel.

7.10 Respiratory Protection Program.

7.10.1 The fire department shall adopt and maintain a respi-
ratory protection program that addresses the selection, care,
maintenance, and use of respiratory protection equipment
(RPE), medical surveillance, training in respirator use, and
the assurance of air quality.

7.10.1.1* The selection, care, and maintenance of open-circuit
SCBA shall be as specified in NFPA 1852, Standard on Selection,
Care, and Maintenance of Open-Circuit Self-Contained Breathing Appa-
ratus (SCBA).

7.10.1.2 Training in respirator use shall include knowledge
of hazards, hazard assessment, selection of RPE based on
hazard exposure levels, fit testing of respirators, and respi-
rator inspection.

7.10.2 The fire department shall develop and maintain stan-
dard operating procedures that are compliant with this stan-
dard and that address the use of respiratory protection.

7.10.3 Members shall be qualified at least annually in the use
of RPE that they are authorized to use.

7.10.4* Reserve SCBA shall be provided to maintain the re-
quired number in service when maintenance or repairs are
being conducted.

7.10.5 Areserve air supply shall be provided by use of reserve
cylinders or by an on-scene refill capability, or both.

7.10.6 RPE shall be stored in a ready-for-use condition and
shall be protected from damage or exposure to rough han-
dling, excessive heat or cold, moisture, or other elements.

7.10.7* When engaged in any operation where they could en-
counter atmospheres that are IDLH or potentially IDLH, or
where the atmosphere is unknown, the fire department shall pro-
vide and require all members to use SCBA that has been certified
as being compliant with NFPA 1981, Standard on Open-Circuit Self-
Contained Breathing Apparatus (SCBA) for Emergency Services.

7.10.8* Members using SCBA shall not compromise the pro-
tective integrity of the SCBA for any reason when operating in
IDLH, potentially IDLH, or unknown atmospheres by remov-
ing the facepiece or disconnecting any portion of the SCBA
that would allow the ambient atmosphere to be breathed.

7.11 Breathing Air. Breathing air used to fill SCBA cylinders
shall meet the requirements specified in NFPA 1989, Standard on
Breathing Air Quality for Emergency Services Respiratory Protection.

7.12 Respiratory Protection Equipment.
7.12.1 SCBA.

7.12.1.1 All open-circuit SCBA that is purchased new shall be
certified as compliant with NFPA 1981 and shall also be certi-
fied by NIOSH as compliant with NIOSH Standard for Chemical,
Biological, Radiological, and Nuclear (CBRN) Open Circuit Self-
Contained Breathing Apparatus (SCBA).

7.12.1.2 Open-circuit SCBA that does not meet the 1997 or
later editions of NFPA 1981, Standard on Open-Circuit Self-
Contained Breathing Apparatus (SCBA) for Emergency Services, shall
be removed from fire service use.
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7.12.1.3* Closed-circuit SCBA shall be permitted when long-
duration SCBA is required.

7.12.1.4 Closed-circuit SCBA shall be NIOSH certified with a
minimum rated service life of at least 2 hours and shall oper-
ate in the positive-pressure mode only.

7.12.2 Supplied-Air Respirators.

7.12.2.1 Supplied-air respirator units used shall be of the type
and manufacture employed by the AH]J.

7.12.2.2 Supplied-air respirators other than SCBA shall not be
used in IDLH atmospheres unless equipped with a NIOSH-
certified emergency escape air cylinder and a pressure-demand
facepiece.

7.12.2.3 Supplied-air respirators, Type C Pressure-Demand
Class, shall not be used in IDLH atmospheres unless they meet
manufacturers’ specifications for that purpose.

7.12.3 Air-Purifying Respirators.

7.12.3.1 Air-purifying respirators (APRs) shall be used only in
non-IDLH atmospheres for those contaminants that NIOSH
certifies them against.

7.12.3.2 The AH] shall provide NIOSH-certified respirators
that protect the user and ensure compliance with all other
OSHA requirements.

7.12.3.3* The AH]J shall establish a policy to ensure canisters
and cartridges are changed before the end of their service life.

7.12.3.4 Wildland fire fighting respirators shall be compliant
with NFPA 1984, Standard on Respirators for Wildland Fire-Fighting

Operations.
7.13 Fit Testing.

7.13.1* The facepiece seal capability of each member quali-
fied to use RPE shall be verified by quantitative fit testing fol-
lowing procedures set forth in 29 CFR 1910.134, Respiratory
protection, and ANSI Z88.2, Practices for Respiratory Protection, on
an annual basis and whenever new types of RPE or facepieces
are issued.

7.13.2 The fit of the RPE of each new member shall be tested
before the members are permitted to use RPE in a hazardous
atmosphere.

7.13.2.1 Only members with a properly fitting facepiece shall
be permitted by the fire department to function in a hazard-
ous atmosphere with RPE.

7.13.3 Fit testing of tight-fitting atmosphere-supplying res-
pirators and tight-fitting powered air-purifying respirators
shall be accomplished by performing quantitative fit testing
in the negative-pressure mode, regardless of the mode of
operation (negative or positive pressure) that is used for
respiratory protection.

7.13.4 Records of facepiece fitting tests shall include at least
the following information:

(1) Name of the member tested

(2) Type of fitting test performed

(3) Specific make and model of facepieces tested
(4) Pass/fail results of the tests

7.13.5% The protection factor produced shall be at least 500
for negative-pressure facepieces for the person to pass the fit-
ting test with that make of full facepiece.
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7.13.6* If a satisfactory fit cannot be achieved for an individual
with one design of facepiece, the fire department shall work
with the manufacturer of the respiratory protection equip-
ment (RPE) to find a facepiece design that fits satisfactorily for
that member.

7.14 Using Respiratory Protection.

7.14.1 Respirators shall not be worn when a member has any
conditions that prevent a good face seal.

7.14.2 Nothing shall be allowed to enter or pass through the
area where the respiratory protection facepiece is designed to
seal with the face, regardless of the specific fitting test mea-
surement that can be obtained.

7.14.3* Members who have a beard or facial hair at any point
where the facepiece is designed to seal with the face or whose
hair could interfere with the operation of the unit shall not be
permitted to use respiratory protection at emergency inci-
dents or in hazardous or potentially hazardous atmospheres.

7.14.3.1 These restrictions shall apply regardless of the spe-
cific fitting test measurement that can be obtained under test
conditions.

7.14.4 When a member must wear spectacles while using full
facepiece respiratory protection, the facepiece shall be fitted
with spectacles in such a manner that they shall not interfere
with the facepiece-to-face seal.

7.14.5 Spectacles with any strap or temple bars that pass
through the facepiece-to-face seal area shall be prohibited.

7.14.6* Use of contact lenses shall be permitted during full
facepiece respiratory protection use, provided that the mem-
ber has previously demonstrated successful long-term contact
lens use.

7.14.7 Any head covering that passes between the sealing sur-
face of the respiratory protection facepiece and the member’s
face shall be prohibited.

7.14.8 The respiratory protection facepiece and head har-
ness with straps shall be worn under the protective hoods.

7.14.9 The respiratory protection facepiece and head har-
ness with straps shall be worn under the head protection of
any hazardous chemical-protective clothing.

7.14.10 Helmets shall not interfere with the respiratory pro-
tection facepiece-to-face seal.

7.15 SCBA Cylinders.

7.15.1* SCBA cylinders made of aluminum alloy 6351-T6 shall
be inspected annually, both externally and internally, by a
qualified person.

7.15.2 SCBA cylinders shall be hydrostatically tested as re-
quired by the manufacturers and applicable governmental
agencies.

7.15.3 In-service SCBA cylinders shall be stored fully charged.

7.15.4 Inservice SCBA cylinders shall be inspected weekly,
monthly, and prior to filling, according to NIOSH requirements,
CGA standards, and manufacturers’ recommendations.

7.15.5*% During filling of SCBA cylinders, all personnel and
operators shall be protected from catastrophic failure of the
cylinder, except as provided in 7.15.8.
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7.15.6* Fire departments utilizing rapid filling of SCBA cylin-
ders shall identify those unique emergency situations where
rapid filling shall be permitted to occur.

7.15.7 The fire department risk assessment process shall in-
corporate standard operating procedures to identify those
situations in 7.15.6.

7.15.8 Rapid refilling of SCBA while being worn by the user
shall only be used under the following conditions:

(1) Manufacturer permitted, NIOSH-approved fill options
are used.

(2) The risk assessment process has identified procedures for
limiting personnel exposure during the refill process and
has provided for adequate equipment inspection and
member safety.

(3) An imminent life-threatening situation occurs that requires
immediate action to prevent the loss of life or serious injury.

(4) Prior to a life-threatening situation occurring that could
require immediate action to prevent the loss of life or
serious injury.

7.15.9 An emergency escape breathing support system
(EEBSS), also known as buddy breathing, shall be utilized
where it is accomplished through the use of a NIOSH-
approved connection that does not compromise the system
integrity of either of the users giving or receiving air.

7.15.9.1 An EEBSS shall not be initiated if the “donors” cylin-
der has less than 600 L of air remaining.

7.15.10 If a supplied source is not immediately available,
transfilling of cylinders shall be done in accordance with the
manufacturers’ instructions.

7.15.11* Standardized IDLH exiting shall require that an exit
strategy will be practiced when the SCBA cylinder reaches a
level of 600 L or more.

7.16 Personal Alert Safety System (PASS).

7.16.1* PASS devices shall meet the requirements of NFPA 1982,
Standard on Personal Alert Safety Systems (PASS).

7.16.2* Each member shall be provided with, use, and activate
his or her PASS devices in all emergency situations that could
jeopardize that person’s safety due to atmospheres that could
be IDLH, in incidents that could result in entrapment, in
structural collapse of any type, or as directed by the incident
commander or incident safety officer.

7.16.3 Each PASS device shall be tested at least weekly and
prior to each use and shall be maintained in accordance with
the manufacturers’ instructions.

7.17 Life Safety Rope and System Components.

7.17.1 All life safety ropes, harnesses, and hardware used by
fire departments shall meet the applicable requirements of
NFPA 1983, Standard on Life Safety Rope and Equipment for Emer-
gency Services.

7.17.2 Rope used to support the weight of members or other
persons during rescue, fire fighting, other emergency opera-
tions, or training evolutions shall be life safety rope and shall
meet the requirements of NFPA 1983, Standard on Life Safety
Rope and Equipment for Emergency Services.

7.17.2.1 Life safety rope used for any other purpose shall be
removed from service and destroyed.
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7.17.3* Life safety rope used for rescue at fires or other emer-
gency incidents or for training shall be permitted to be reused
if inspected before and after each such use in accordance with
the manufacturers’ instructions and provided that the follow-
ing criteria are met:

(1) The rope has not been visually damaged by exposure to
heat, direct flame impingement, chemical exposure, or
abrasion.

(2) The rope has not been subjected to any impact load.

(3) The rope has not been exposed to chemical liquids, sol-
ids, gases, mists, or vapors of any material known to dete-
riorate rope.

7.17.3.1 If the rope used for rescue at fires or other emer-
gency incidents or for training does not meet the criteria set
forth in 7.17.3(1), 7.17.3(2), or 7.17.3(3) or fails the visual
inspection, it shall be destroyed.

7.17.3.2 If there is any question regarding the serviceability
of the rope after consideration of the criteria listed in 7.17.3,
the rope shall be taken out of service.

7.17.4 Rope inspection shall be conducted by qualified in-
spectors in accordance with rope inspection procedures estab-
lished and recommended by the rope manufacturer to assure
rope is appropriate for reuse.

7.17.5 Records shall be maintained to document the use of
each life safety rope used at fires and other emergency inci-
dents or for training.

7.18 Face and Eye Protection.

7.18.1 Primary eye protection appropriate for a given specific
hazard shall be provided for and used by members exposed to
that specific hazard.

7.18.1.1* Primary eye protection shall meet the requirements
of ANSI Z87.1, Practice for Occupational and Educational Eye and
Face Protection.

7.18.1.2 Face protection shall be in addition to primary eye
protection unless SCBA is being used.

7.18.1.3 The helmet faceshield alone shall not be considered
and shall not be used as primary eye protection.

7.18.2 The full facepiece of SCBA shall constitute face and
eye protection when worn.

7.18.2.1 SCBA that has a facepiece-mounted regulator that
when disconnected provides a direct path for flying objects to
strike the face or eyes shall have the regulator attached in
order to be considered face and eye protection.

7.18.3 When operating in the hazardous area at an emer-
gency scene without the full facepiece of respiratory protec-
tion being worn, members shall wear primary eye protection
that is designed to protect the member’s eyes from the ex-
pected hazards.

7.19 Hearing Protection.

7.19.1* Hearing protection shall be provided for and used by
all members operating or riding on fire apparatus when sub-
ject to noise in excess of 90 dBA.

7.19.2* Hearing protection shall be provided for and used by
all members when exposed to noise in excess of 90 dBA caused
by power tools or equipment, other than in situations where
the use of such protective equipment would create an addi-
tional hazard to the user.
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FIRE DEPARTMENT OCCUPATIONAL SAFETY AND HEALTH PROGRAM

7.19.3* The fire department shall engage in a hearing conser-
vation program to identify and reduce or eliminate potentially
harmful sources of noise in the work environment.

7.20 New and Existing Protective Clothing and Protective
Equipment.

7.20.1 All new protective clothing and protective equipment
shall meet the requirements of the current edition of the re-
spective NFPA standard for that protective clothing or protec-
tive equipment.

7.20.2 Existing protective clothing and protective equipment
shall have been in compliance with the edition of the respec-
tive NFPA standard that was current when the protective cloth-
ing or protective equipment was manufactured.

7.20.3 Members’ protective ensembles for structural fire
fighting and protective ensembles for proximity fire fighting
shall be retired in accordance with NFPA 1851, Standard on
Selection, Care, and Maintenance of Protective Ensembles for Struc-
tural Fire Fighting and Proximity Five Iighting.

Chapter 8 Emergency Operations

8.1 Incident Management.

8.1.1* Emergency operations and other situations that pose
similar hazards, including but not limited to training exer-
cises, shall be conducted in a manner that recognizes hazards
and prevents accidents and injuries.

8.1.2 An incident management system that meets the require-
ments of NFPA 1561, Standard on Emergency Services Incident Man-
agement System, shall be established with written standard operat-
ing procedures applying to all members involved in emergency
operations.

8.1.3 The incident management system shall be utilized at all
emergency incidents.

8.1.4 The incident management system shall be applied to
drills, exercises, and other situations that involve hazards simi-
lar to those encountered at actual emergency incidents and to
simulated incidents that are conducted for training and famil-
iarization purposes.

8.1.5% At an emergency incident, the incident commander
shall be responsible for the overall management of the inci-
dent and the safety of all members involved at the scene.

8.1.6 As incidents escalate in size and complexity, the inci-
dent commander shall divide the incident into tactical-level
management components and assign an incident safety officer
to assess the incident scene for hazards or potential hazards.

8.1.7* At an emergency incident, the incident commander
shall establish an organization with sufficient supervisory per-
sonnel to control the position and function of all members
operating at the scene and to ensure that safety requirements
are satisfied.

8.1.8* At an emergency incident, the incident commander
shall have the responsibility for the following:

(1) Arrive on-scene before assuming command

(2) Assume and confirm command of an incident and take
an effective command position

(3) Perform situation evaluation that includes risk assessment

(4) Initiate, maintain, and control incident communications

\

@ 2013 Edition

Full document details: NFPA 1500 2013

(5) Develop an overall strategy and an incident action plan
and assign companies and members consistent with the
standard operating procedures

(6) Initiate an accountability and inventory worksheet

(7) Develop an effective incident organization by managing
resources, maintaining an effective span of control, and
maintaining direct supervision over the entire incident,
and designate supervisors in charge of specific areas or
functions

(8) Review, evaluate, and revise the incident action plan as
required

(9) Continue, transfer, and terminate command

(10) On incidents under the command authority of the fire
department, provide for liaison and coordination with
all other cooperating agencies

(11) On incidents where other agencies have jurisdiction,
implement a plan that designates one incident com-
mander or that provides for unified command

8.1.8.1 Interagency coordination shall meet the require-
ments of NFPA 1561, Standard on Emergency Services Incident
Management System.

8.2 Communications.

8.2.1 The fire department shall establish and ensure the
maintenance of a fire dispatch and incident communications
system that meets the requirements of NFPA 1561 and
NFPA 1221, Standard for the Installation, Maintenance, and Use of
LEmergency Services Communications Systems.

8.2.2*% The fire department standard operating procedures
shall provide direction in the use of clear text radio messages
for emergency incidents.

8.2.2.1 The standard operating procedures shall use “emer-
gency traffic” as a designator to clear the radio traffic for an
emergency affecting the incident.

8.2.2.2 This “emergency traffic” shall be permitted to be de-
clared by any member who becomes aware of an emergency
affecting the incident.

8.2.3*% When a member has declared “emergency traffic,” that
person shall use clear text to identify the type of emergency,
change in conditions, or tactical operations.

8.2.3.1 The member who has declared the “emergency traf-
fic” shall conclude the “emergency traffic” message by trans-
mitting “all clear, resume radio traffic” to end the emergency
situation or to re-open the radio channels to communication
after announcing the emergency message.

8.2.3.2 The standard operating procedures shall use “may-
day” as a designator to identify when a member is in a life-
threatening situation and in need of immediate assistance.

8.2.3.3 This “mayday” shall be permitted to be declared by any
member who is in or who becomes aware of a member who isin a
life-threatening situation and in need of immediate assistance.

8.2.3.4 The incident commander shall conclude the “mayday”
by transmitting “Mayday cleared, resume normal radio traffic.”

8.2.4% The fire department communications center shall start an
incident clock when the first arriving unit is on-scene of a work-
ing structure fire or hazardous materials incident, or when other
conditions appear to be time sensitive or dangerous.

8.2.4.1* The dispatch center shall notify the incident com-
mander at every 10-minute increment with the time that re-
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