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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS 

NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document 
contained herein is one, are developed through a consensus standards development process approved by the 
American National Standards Institute. This process brings together volunteers representing varied viewpoints 
and interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and 
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or 
verify the accuracy of any information or the soundness of any judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether 
special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or 
reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of 
any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or other 
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any 
person or entity to someone else. Anyone using this document should rely on his or her own independent judgment 
or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any 
given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA 
Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with this 
document. Any certification or other statement of compliance with the requirements of this document shall not be 
attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.

REMINDER: UPDATING OF NFPA STANDARDS

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should 
be aware that NFPA Standards may be amended from time to time through the issuance of Tentative 
Interim Amendments or corrected by Errata. An official NFPA Standard at any point in time consists of 
the current edition of the document together with any Tentative Interim Amendment and any Errata 
then in effect.

In order to determine whether an NFPA Standard has been amended through the issuance of 
Tentative Interim Amendments or corrected by Errata, visit the Document Information Pages on NFPA’s 
website. The Document Information Pages provide up-to-date, document specific information including 
any issued Tentative Interim Amendments and Errata.

To access the Document Information Page for a specific NFPA Standard, go to  
http://www.nfpa.org/docinfo to choose from the  list of NFPA Standards or use the search feature 
on the right to select the NFPA Standard number (e.g., NFPA 101). In addition to posting all existing 
Tentative Interim Amendments and Errata, the Document Information Page also includes the option to 
sign-up for an “Alert” feature to receive an email notification when new updates and other information 
are posted regarding the document.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS 

ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Standards 

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that 
these documents may be superseded at any time by the issuance of new editions or may be amended from time to 
time through the issuance of Tentative Interim Amendments or corrected by Errata. An official NFPA Standard at 
any point in time consists of the current edition of the document together with any Tentative Interim Amendments 
and any Errata then in effect. In order to determine whether a given document is the current edition and whether 
it has been amended through the issuance of Tentative Interim Amendments or corrected through the issuance of 
Errata, consult appropriate NFPA publications such as the National Fire Codes® Subscription Service, visit the NFPA 
website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the 
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and 
shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, 
or asserted in connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for 
determining the validity of any such patent rights, as well as the risk of infringement of such rights, and the NFPA 
disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of 
patents in American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant 
to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may 
require use of an invention covered by patent rights. NFPA takes no position as to the validity of any such 
patent rights or as to whether such patent rights constitute or include essential patent claims under the 
ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of 
willingness to grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to 
applicants desiring to obtain such a license, copies of such filed statements can be obtained, on request, from 
NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, 
by the publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in 
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These 
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the 
promotion of safe practices and methods. By making these documents available for use and adoption by public 
authorities and private users, the NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term 
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, 
and changes desired by the adopting authority should be noted separately in the adopting instrument. In order 
to assist NFPA in following the uses made of its documents, adopting authorities are requested to notify the NFPA 
(Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning 
adoption of NFPA Standards, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA 
procedures governing its codes and standards development process, including information on the procedures for 
requesting Formal Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to 
NFPA standards during regular revision cycles, should be sent to NFPA headquarters, addressed to the attention 
of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: 
stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be 
viewed at no cost at www.nfpa.org/freeaccess.
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This edition of NFPA 170, Standard for Fire Safety and Emergency Symbols, was prepared by the
Technical Committee on Fire Safety and Emergency Symbols. It was issued by the Standards
Council on November 11, 2014, with an effective date of December 1, 2014, and supersedes
all previous editions.

This edition of NFPA 170 was approved as an American National Standard on December 1,
2014.

Origin and Development of NFPA 170
The 1994 edition of NFPA 170 represented the completion of an effort to combine four

previously separate documents that covered fire safety symbols for different purposes. These
documents were the following:

NFPA 171, Public Firesafety Symbols
NFPA 172, Fire Protection Symbols for Architectural and Engineering Drawings
NFPA 174, Fire Protection Symbols for Risk Analysis Diagrams
NFPA 178, Symbols for Fire Fighting Operations
The Technical Committee on Fire Safety Symbols believed that placing all fire safety sym-

bols in one document made it easier for users of symbols to find the one(s) most appropriate
for their application. It also eliminated duplication between these and eventually other NFPA
documents.

The first edition of NFPA 170, in 1991, placed these four documents in one document but
did not combine them, except for definitions that were in each document.

For the second edition of NFPA 170, in 1994, the Technical Committee on Fire Safety
Symbols completely restructured the text into a logical and cohesive arrangement. The dupli-
cation of symbols that occurred during the aforementioned consolidation of documents was
eliminated. New symbols added included those for campfire prohibitions, smoke barriers, illumi-
nated exit signs, and belowground tanks.

For the third (1996) edition of NFPA 170, changes included the following:

(1) Upgrading recommendations on pre-incident planning to requirements
(2) Adding new symbols for pull station, area of refuge, and cooking prohibition
(3) Clarifying the symbols for smoke detectors, battery-powered emergency lights, and fire service/

emergency telephone station
(4) Recognizing the phaseout of Halon now taking place and the introduction of clean agents

The 1999 edition further recognized the introduction of clean agents by adding new
symbols for clean agent and water mist systems. A new appendix (Appendix C) was added to
include symbols that can be used for life safety planning.

The 2002 edition was reformatted to conform to the Manual of Style for NFPA Technical
Committee Documents. Symbols for fire alarm system components were added for consistency
with NFPA 72®, National Fire Alarm Code®.

In 2004, the scope of the committee was expanded to include emergency symbols to allow
emergency mapping symbols in a new Chapter 8.

The 2006 edition of NFPA 170 included the refinement of exit symbology for better recog-
nition of exit, arrow, and flame symbols that are consistent with international standards.
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A new Chapter 8, Symbology for Emergency Management Mapping, was added to assist the user in the preparation
for, prevention of, protection against, response to, and recovery from threats to the nation’s population centers and
critical infrastructure from terrorist, criminal, accidental, or natural origin.

The symbols in Chapter 8 were the result of efforts by the Federal Geographic Data Committee — Homeland
Security Working Group (http://www.fgdc.gov/fgdc/homeland/index.html). The symbols were included in the 2006
edition so that they can be processed through an accredited standards-writing organization and made available to the
public.

The 2009 edition of NFPA 170 included a new chapter (Chapter 9) that provided guidance on the development of
emergency evacuation diagrams and plans.

The 2012 edition of NFPA 170 included a new Chapter 7 and a new Chapter 8, previously all encompassed within
the old Chapter 6. This affected symbol detail for various device symbols such as fire alarm devices, fire sprinkler
devices, electronic fire and smoke detection, and so forth. This action better organized existing symbols within the
standard for the user.

The 2015 edition has revised several symbols for consistency and clarity. The “wisp of smoke” has been replaced by an “S”
to simplify the symbol when viewed on plans. Many tables have been reorganized for clarity and ease of use as well.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Standards.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex D. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text shall be sent to the technical committee re-
sponsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex D.

Chapter 1 Administration

1.1 Scope. This standard presents symbols used for fire safety,
emergency, and associated hazards.

1.2 Purpose. The purpose of this standard is to standardize
the symbols used in representing fire safety, emergency, and
associated hazards.

1.3 Retroactivity. The provisions of this standard reflect a con-
sensus of what is necessary to provide an acceptable degree of
protection from the hazards addressed in this standard at the
time the standard was issued.

1.3.1 Unless otherwise specified, the provisions of this stan-
dard shall not apply to facilities, equipment, structures, or in-
stallations that existed or were approved for construction or
installation prior to the effective date of the standard. Where
specified, the provisions of this standard shall be retroactive.

1.3.2 In those cases where the authority having jurisdiction
determines that the existing situation presents an unaccept-
able degree of risk, the authority having jurisdiction shall be
permitted to apply retroactively any portions of this standard
deemed appropriate.

1.3.3 The retroactive requirements of this standard shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic-
tion, and only where it is clearly evident that a reasonable
degree of safety is provided.

1.4 Equivalency. Nothing in this standard is intended to pre-
vent the use of systems, methods, or devices of equivalent or

superior quality, strength, fire resistance, effectiveness, dura-
bility, and safety over those prescribed by this standard.

1.4.1 Technical documentation shall be submitted to the au-
thority having jurisdiction to demonstrate equivalency.

1.4.2 The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

1.5 Units. Metric units of measurement used in this standard
shall be in accordance with the International System of Units
(SI). One unit (liter), outside of but recognized by SI, is com-
monly used in international fire protection. For conversion
factors, see Table 1.5.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 101®, Life Safety Code®, 2015 edition.
NFPA 704, Standard System for the Identification of the Hazards

of Materials for Emergency Response, 2012 edition.

2.3 Other Publications.

2.3.1 ANSI Publications. American National Standards Insti-
tute, Inc., 25 West 43rd Street, 4th Floor, New York, NY 10036.

ANSI A117.1, Accessible and Usable Buildings and Facilities,
2009.

ANSI Z535.1, Safety Color Code, 2011.

2.3.2 NECA Publications. National Electrical Contractors
Association, 3 Bethesda Metro Center, Suite 1100, Bethesda,
MD 20814.

NECA 100, Symbols for Electrical Construction Drawings, 2006.

2.3.3 Other Publications.
Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-

Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.
NFPA 10, Standard for Portable Fire Extinguishers, 2013 edition.
NFPA 101®, Life Safety Code®, 2015 edition.

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall

Table 1.5 Metric Conversion Factors

Name of Unit Unit Symbol Conversion Factor

Liter L 1 gal = 3.785 L
Cubic decimeter dm3 1 gal = 3.785 dm3

Pascal Pa 1 psi = 6894.757 Pa
Meter m 1 ft = 0.3048 m
Millimeter mm 1 in. = 25.4 mm
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be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1 Approved. Acceptable to the authority having juris-
diction.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an orga-
nization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or mate-
rials, and by whose labeling the manufacturer indicates com-
pliance with appropriate standards or performance in a
specified manner.

3.2.4* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalu-
ation of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated stan-
dards or has been tested and found suitable for a specified
purpose.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard. An NFPA Standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable
for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix, annex, footnote, informational
note, or other means as permitted in the NFPA Manuals of
Style. When used in a generic sense, such as in the phrase
“standards development process” or “standards development
activities,” the term “standards” includes all NFPA Standards,
including Codes, Standards, Recommended Practices, and
Guides.

3.3 General Definitions.

3.3.1 Photoluminescent. Having the ability to store incident
electromagnetic radiation typically from ambient light
sources, and release it in the form of visible light. [101, 2015]

3.3.2 Pre-Incident Planning. A written document resulting
from the gathering of general and detailed information/data

to be used by public emergency response agencies and private
industry for determining the response to reasonable antici-
pated emergency incidents at a specific facility.

3.3.3* Referent. An object or concept (message) represented
by a symbol.

3.3.4 Self-luminous (Emergency Symbols). A type of sign that
is self-energized used for an emergency symbol with respect to
luminosity and requires no external power source, or photo-
luminescent materials having the ability to store incident elec-
tromagnetic radiation typically from ambient light sources,
and release it in the form of visible light.

3.3.5* Supplementary Indicators. Figures, numbers, sub-
scripts, or letter abbreviations used to enhance the effective-
ness of symbols.

3.3.6* Symbol. A graphic representation of a referent.

Chapter 4 Symbols for General Use

4.1 Introduction.

4.1.1 This chapter presents general referents and symbols for
fire prevention and visual alerting that shall be used for fire
and related life safety emergencies.

4.1.2 Purpose.

4.1.2.1 This chapter shall provide uniform fire safety symbols
to improve communication wherever signs and symbols are
employed to provide fire safety information.

4.1.2.2 This chapter provides uniformity in the selection of
symbols that shall be designed to assist in locating exits, fire
safety alerting equipment, and safe areas.

4.1.2.3* The fundamental imagery for symbols, as well as their
background color and shape, shall be designated in this chapter.

4.1.3* Symbol Presentation.

4.1.3.1 The orientation for prohibition symbols shall not be
altered from that shown in this chapter.

4.1.3.2 The symbol background shape shall be as specified in
Table 4.2.

4.1.3.2.1* For prohibition symbols, a circle and diagonal slash
(at 45 degrees from upper left to lower right) shall be used.

4.1.3.3 Symbol Color. The symbol color shall meet the re-
quirements of ANSI Z535.1, Safety Color Code.

4.1.3.4* Symbols shall be permitted to be used in combination
with other symbols, either vertically or horizontally, on the
same sign or on separate signs adjacent to each other.

4.2* Symbols for General Use. The symbols for general use
shall be as given in Table 4.2.

4.3 Class of Fire Symbols. The symbols for class of fire shall be
as given in Figure 4.3(a) and Figure 4.3(b).
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Table 4.2 Symbols for General Use

Symbol Characteristics Application Example

Emergency Exit Square field
Background green
Door opening white
Image in green

The identification and
location of an emergency
exit

The location of exit for
use in a fire emergency

Emergency Exit Use of Arrows —
Rectangular Field

Painted version:
Background color white
Arrows red or black

Backlit version:
Doorway, arrows, and

lettering in green or red

The identification and
location of a route to an
emergency exit

Progress to the right

Painted version:
Background color white
Arrows red or black

Backlit version:
Doorway, arrows, and

lettering in green or red

The identification and
location of a route to an
emergency exit

Progress up and to the
right

Painted version:
Background color white
Arrows red or black

Backlit version:
Doorway, arrows, and

lettering in green or red

The identification and
location of a route to an
emergency exit

Progress down and to the
right

Painted version:
Background color white
Arrows red or black

Backlit version:
Doorway, arrows, and

lettering in green or red

The identification and
location of a route to an
emergency exit

Progress forward

Painted version:
Background color white
Arrows red or black

Backlit version:
Doorway, arrows, and

lettering in green or red

The identification and
location of a route to an
emergency exit

Progress down

Painted version:
Background color white
Arrows red or black

Backlit version:
Doorway, arrows, and

lettering in green or red

The identification and
location of a route to an
emergency exit

Progress to the left

(continues)
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Table 4.2 Continued

Symbol Characteristics Application Example

Painted version:
Background color white
Arrows red or black

Backlit version:
Doorway, arrows, and

lettering in green or red

The identification and
location of a route to an
emergency exit

Progress up and to the
left

Painted version:
Background color white
Arrows red or black

Backlit version:
Doorway, arrows, and

lettering in green or red

The identification and
location of a route to an
emergency exit

Progress down and to the
left

Emergency Exit Route (Combination of
Two Symbols)

Square field
Background green
Door opening white
Image in green

For arrows:
Square field
Green arrow on white
background or white arrow
on green background

The identification and
location of a route to be
used in an emergency

The direction to a fire
exit

Accessible Emergency Exit (Combination
of Two Symbols)

Square field
Background green
Door opening white
Image in green
International symbol of
accessibility per ANSI A117.1,
Accessible and Usable Buildings
and Facilities

The identification of a
route that leads to an
emergency exit that is
accessible to disabled
users, as specified by
ANSI A117.1, Accessible
and Usable Buildings and
Facilities

The location of a route
toward a fire exit that is
accessible to disabled
users
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Table 4.2 Continued

Symbol Characteristics Application Example

Accessible Emergency Exit Route
(Combination of Three Symbols)

Square field
Background green
Door opening white
Image in green

The identification of a
route that leads to an
emergency exit that is
accessible to disabled
users

The location of the route
toward a fire exit that is
accessible to disabled
users

International symbol of
accessibility per ANSI A117.1,
Accessible and Usable Buildings
and Facilities

For arrows:
Square field
Green arrow on white
background or white arrow
on green background

Not an Exit Circular field
Red prohibition symbol
Background white
Door frame green
Door opening white
Image in black

The identification of
doors that do NOT lead
to an exit

The location of an
interior door such as one
leading to a closet, an
interior courtyard, or a
basement

Use Stairs in Case of Fire Square field
Red flame
Black figure
White background

An instruction to the
user to use stairs
(downward egress) in
case of fire

The identification that
stairs are to be used in
case of fire

Use Stairs in Case of Fire Square field
Red flame
Black figure
White background

An instruction to the
user to use stairs (upward
egress) in case of fire

The identification that
stairs are to be used in
case of fire

(continues)
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Table 4.2 Continued

Symbol Characteristics Application Example

Do Not Use Elevator in Case of Fire Rectangular field
Red flame
Black figures
White background
Red circle and slash

An instruction not to use
elevators in case of fire

Posted near elevator call
button

No Open Flame — Flame Circular field
Red circle and slash
Black image
White background

The identification of
areas in which open
flame is prohibited

The identification of
areas, such as
combustible storage
areas, gas stations, and
hazardous areas

No Open Flame — Lighted Match Circular field
Red circle and slash
Black image
White background

An instruction not to use
lighted matches

Where posted, the use of
matches is prohibited

No Smoking Circular field
Red circle and slash
Black image
White background

The identification of
areas in which smoking
is prohibited

The identification of
areas, such as those for
flammable liquid storage,
where smoking could
lead to fire or explosion

No Campfires Circular field
Red circle and slash
Black image
White background

The identification of
areas where campfires
are not permitted

The identification of
areas, such as municipal
parks, where campfires
are not permitted
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Table 4.2 Continued

Symbol Characteristics Application Example

Manual Station — Pull Station/Fire Alarm
Box

Rectangular field
Red background
White flame
White hand
White box
White horn

An instruction to actuate
an alarm-initiating device
in a fire emergency

Posted above a manually
activated initiating device

No Cooking Square field
White background
Red flame
Black pot and steam
Red circle and slash

An instruction not to
cook food in an area

Posted inside a guest
room in a hotel or a
student room in a college
dormitory

Area of Refuge Square field
White background
Red flame

The identification of an
area of refuge

A designated area of
refuge to be used in a
fire emergency

No Hanger Red circle and slash
Black image

To prohibit hanging
clothes or other items
from sprinklers

Where posted

Automated External Defibrillator (AED) Square field
White background
Red heart
White bolt through the heart
Black lettering

To identify the location
of AEDs

Posted in airports and
other places of assembly

(continues)
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Table 4.2 Continued

Symbol Characteristics Application Example

Fire Extinguisher Square field
Red background
White symbol

For everyday use in
workplaces and public
areas; supplementary text
sign can be used to
increase comprehension

Fire safety signage,
manuals, and notices

Fire Hose or Standpipe Square field
Red background
White symbol

For everyday use in
workplaces and public
areas; supplementary text
sign can be used to
increase comprehension

Fire safety signage,
manuals, and notices
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Chapter 5 Symbols for Use by the Fire Service

5.1 Introduction.

5.1.1* This chapter presents standard referents and symbols
that shall be used for visually alerting fire fighters and other
emergency responders during fire and related emergencies.

5.1.2* Fundamental shapes of symbols, as well as the back-
ground color and shape, shall be as designated in this chapter.

5.1.3* Symbol Presentation.

5.1.3.1* Symbol Shapes. The shape of symbols shall be as illus-
trated in Section 5.2.

5.1.3.2 Symbol Background.

5.1.3.2.1 The symbol background shall be as specified in
Table 5.2.

5.1.3.2.2 The symbol background color shall be red, white,
or blue as designated and shall meet the requirements of
ANSI Z535.1, Safety Color Code, for safety red, white, or blue.

5.1.3.3 Symbol Color. The symbol color shall be safety white
or blue and shall meet the requirements of ANSI Z535.1, Safety
Color Code, for safety white or blue.

5.1.3.4 Symbol Orientation. Symbol orientation shall not be
altered from that shown in this chapter.

5.2* Symbols for Use by the Fire Service. The symbols for use
by the fire service shall be as given in Table 5.2.

For Class A types

For Class A, B types

For Class B, C types

For Class A, B, C
types

A Trash•Wood•Paper B Liquids C Electrical Equip.

B Liquids C Electrical Equip.

B Liquids C Electrical Equip.

B Liquids C Electrical Equip.

A Trash•Wood•Paper

A Trash•Wood•Paper

K Cooking Media

For Class K types

Note: Recommended colors, per PMS (Pantone Matching System) 
          include the following:

BLUE — 299
RED — Warm Red

D Metals

For Class D types

FIGURE 4.3(a) Recommended Marking System. [10:Fig-
ure B.1.1]

Ordinary

Combustibles

Flammable

Liquids

Electrical

Equipment

Combustible

Metals

Extinguishers suitable for Class A
fires should be identified by a triangle
containing the letter "A." If colored, the
triangle is colored green.*

Extinguishers suitable for Class B
fires should be identified by a square
containing the letter "B." If colored,
the square is colored red.*

Extinguishers suitable for Class C
fires should be identified by a circle
containing the letter "C." If colored,
the circle is colored blue.*

Extinguishers suitable for fires
involving metals should be identified by
a five-pointed star containing the letter
"D." If colored, the star is colored
yellow.*

* Recommended colors, per PMS (Pantone Matching System)
 include the following:

 GREEN — Basic Green
 RED — 192 Red
 BLUE — Process Blue
 YELLOW — Basic Yellow

FIGURE 4.3(b) Letter-Shaped Symbol Markings. [10:Fig-
ure B.2.2]
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Table 5.2 Symbols for Use by the Fire Service

Symbol Characteristics Application Examples

Fire Department Automatic Sprinkler
Connection — Siamese

Square field
Red background
White symbol

The identification and
location of a fire department
automatic sprinkler
connection

The location of a siamese
automatic sprinkler
connections on buildings
The location of siamese
freestanding automatic
sprinkler connections

Fire Department Automatic Sprinkler
Connection — Single

Square field
Red background
White symbol

The identification and
location of a fire department
automatic sprinkler
connection

The location of a single
automatic sprinkler
connection on buildings
The location of a single
freestanding automatic
sprinkler connection

Fire Department Standpipe
Connection

Square field
Red background
White symbol

The identification and
location of a fire department
standpipe connection

The location of standpipe
connections on buildings and
structures
The location of freestanding
standpipe connections

Fire Department Combined
Automatic Sprinkler/Standpipe
Connection

Square field
Red background
White symbol

The identification and
location of a fire department
combined automatic
sprinkler/standpipe
connection

The location of combined
sprinkler/standpipe
connections on buildings
The location of
freestanding combined
sprinkler/standpipe
connections
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Table 5.2 Continued

Symbol Characteristics Application Examples

Fire Hydrant (All Types) Square field
Red background
White symbol

The identification and
location of a fire hydrant

The location of fire hydrants,
wall hydrants, underground
hydrants, or other
fire-fighting water supplies

Automatic Sprinkler Control Valve Square field
Red background
White symbol

The identification and
location of an automatic
sprinkler control valve

The location of control valves
for automatic sprinkler
systems
On doors of rooms
containing control valves

Electric Panel or Electric Shutoff Square field
Blue background
White symbol

The identification and
location of an electrical panel
or other electric shutoff
device

The location of electric
panels or other electric
control devices that can be
located in basements or
mechanical rooms

Gas Shutoff Valve

G

Square field
Red background
White symbol
Red letter G

The location of a gas shutoff
valve

The location of gas shutoff
valves
On doors of rooms
containing gas shutoff valves

Fire-Fighting Hose or Standpipe
Outlet

Square field
Red background
White symbol

The location of a fire-fighting
hose or a standpipe outlet

The location of interior
fire-fighting hose stations and
standpipe outlets in buildings
and structures
The location on bridges or
elevated highways

(continues)
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Table 5.2 Continued

Symbol Characteristics Application Examples

Fire Extinguisher Square field
Red background
White symbol

The location of a fire
extinguisher

The location of fire
extinguishers in buildings
and exterior locations

Directional Arrow Square field
Background green to
correspond to
accompanying sign
White symbol

Direction to the location of
fire-fighting equipment or
utility; always used in
conjunction with, and
adjacent to, another symbol
indicating the particular
equipment or utility

Diagonal Directional Arrow Square field
Background green to
correspond to
accompanying sign
White symbol

Direction to the location of
fire-fighting equipment or
utility; always used in
conjunction with, and
adjacent to, another symbol
indicating the particular
equipment or utility

Child Care Center Square field
Blue infant and hands
White background

The identification and
location of child care centers

On the door opening into
child care centers
At a fire department
command or access point
indicating presence and
location of child care centers

Emergency Telephone Square field
Red background
White phone

The identification and
location of fire service or
emergency telephone system

No Fire Fighting Red prohibition symbol
Circular field
White background
Black truck within black
octagonal outline

To be posted on, near, or on
the approach to buildings
where fire fighting is not to
occur

Explosives bunkers, frangible
buildings, or contaminated
buildings

170–16 FIRE SAFETY AND EMERGENCY SYMBOLS

2015 Edition

Full document details: NFPA 170 2015

http://www.avadocuments.com/doc/nfpa-170-2015
http://www.avadocuments.com/doc/nfpa-170-2015


Table 5.2 Continued

Symbol Characteristics Application Examples

Self-Contained Breathing Apparatus
(SCBA)

Rectangular field
White symbol
Green background

To indicate the location of
SCBA, breathing air
connections, or refill location

For SCBA fill locations in
high-rise buildings

Chapter 6 Symbols for Use in Architectural and
Engineering Drawings and Insurance Diagrams

6.1* Introduction.

6.1.1 This chapter presents symbols that shall be used in
drawings and diagrams.

6.1.2* Symbol Presentation.

6.1.2.1* Symbol Shapes. The shape of symbols shall be as illus-
trated in Sections 6.2 through 7.9.

6.1.2.2 Screened Lines. Screened lines in the chapter shall
not be considered part of the symbol but shall be used to rep-
resent the piping, wiring, or mounting surface associated with
the symbol.

6.1.2.3 Symbol Scale. All scales for symbols on any one draw-
ing shall be the same relative size.

6.1.2.4* Symbol Orientation. Symbols shall be oriented to the
walls, piping, electrical lines, and so forth, to which they are
attached.

6.2 Symbols for Site Features.

6.2.1 Buildings.

6.2.1.1 The exterior walls of buildings shall be outlined in
single thickness lines if other than fire rated and double thick-
ness lines if fire rated.

6.2.1.2* The perimeter of canopies, loading docks, and other
open-walled structures shall be shown by broken lines.

6.2.2 Railroad Tracks. Railroad tracks shall be shown by a
single line with cross dashes, as shown in Figure 6.2.2.

6.2.3* Streets. Streets shall be shown.

6.2.4* Bodies of Water. Rivers, lakes, and so forth, shall be
outlined.

6.2.5 Fences.

6.2.5.1 Fences shall be shown by lines with x’s evenly spaced.

6.2.5.2* Gates shall be shown.

6.2.6 Property Lines. The notation given in Figure 6.2.6 shall
indicate property lines.

6.2.7 Fire Department Access. The symbol for fire depart-
ment access shall be as shown in Figure 6.2.7.

6.2.8 Other Site Features. For other fire protection site fea-
tures, Section 7.2 shall be viewed.

6.3 Symbols for Building Construction.

6.3.1* Types of Building Construction. Types of construction
shall be shown narratively.

6.3.2* Height. Height shall be shown to indicate number of
stories above ground, number of stories below ground, and
height from grade to eaves.

6.3.3* Symbols for Walls and Parapets. Symbols for walls and
parapets shall be as given in Table 6.3.3.FIGURE 6.2.2 Symbol for Railroad Tracks.

FIGURE 6.2.6 Notation Indicating Property Lines.

F.D.

FIGURE 6.2.7 Symbol for Fire Department Access.
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Table 6.3.3 Symbols for Walls and Parapets

Symbol Description

Wall — basic shape

Smoke barrier wall

1⁄2-hour fire barrier wall

1⁄2-hour fire/smoke
barrier wall

3⁄4-hour fire barrier wall

3⁄4-hour fire/smoke
barrier wall

1-hour fire barrier wall

1-hour fire/smoke barrier wall

2-hour fire barrier wall

F 2-hour fire wall

2-hour fire/smoke barrier wall

3-hour fire barrier wall

F 3-hour fire wall

3-hour fire/smoke barrier wall

4-hour fire barrier wall

Table 6.3.3 Continued

Symbol Description

F 4-hour fire wall

4-hour fire/smoke barrier wall

Parapet — One cross for each
150 mm (6 in.) parapet that
extends above roof (shown is
plan view of symbol).

6.3.4 Symbols for Floor Openings, Wall Openings, Roof
Openings, and Their Protection. Symbols for floor openings,
wall openings, roof openings, and their protection shall be as
given in Table 6.3.4.

Table 6.3.4 Symbols for Floor Openings, Wall Openings,
Roof Openings, and Their Protection and Life Safety Plans

Symbol Description Comments

Opening in wall

Rated fire door in
wall (less than
3 hours)

Fire door in wall
(3-hour rated)

E
Elevator in
combustible shaft

E
Elevator in
noncombustible
shaft

E
Open hoistway

Escalator

Stairs in
combustible shaft

Stairs in fire-rated
shaft
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Table 6.3.4 Continued

Symbol Description Comments

Stairs in open shaft

SL
Skylight

E: _ _ Egress component
identifier

Specify egress
component:
EX# = Exit
number
HE =
Horizontal exit
EP = Exit
passageway
CP = Common
path of travel
PD = Public
discharge
RD = Room
door
ES = Escape

 < _ _ > Egress component
capacity

Specify
allowable
number of
persons
through egress
component
(e.g., < 25 >)

 << _ _ >> Governing
component
capacity

Specify
maximum
capacity of the
egress path

 _ _ > _ _ Travel distance Left side:
Distance to
egress
component
Right side:
Egress
component
identifier

Occupancy
capacity

Top: Specify
capacity
Middle:
Specify area
[square feet
(square
meters)]
Bottom:
Specify
occupant load
factor

Table 6.3.4 Continued

Symbol Description Comments

Fire door

Non-rated fire
door

S

Non-rated
smoke-resistant fire
door

20-minute
fire-rated fire door

S

20-minute
fire-rated,
smoke-resistant fire
door

1⁄2-hour fire-rated
fire door

S

1⁄2-hour fire-rated,
smoke-resistant fire
door

3⁄4-hour fire-rated
fire door

S

3⁄4-hour fire-rated,
smoke-resistant fire
door

1-hour fire-rated
fire door

(continues)
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Table 6.3.4 Continued

Symbol Description Comments

S

1-hour fire-rated,
smoke-resistant
fire door

11⁄2-hour fire-rated
fire door

S

11⁄2-hour
fire-rated,
smoke-resistant
fire door

2-hour fire-rated
fire door

S

2-hour fire-rated,
smoke-resistant
fire door

3-hour fire-rated
fire door

S

3-hour fire-rated,
smoke-resistant
fire door

Exit Wide, black,
solid line

Exit access Wide, black,
dashed line

Exit discharge Wide, black,
short, dashed
line

6.3.5* Special Symbols for Cross-Sections. The symbols shown
in Table 6.3.5 shall be used to indicate features of cross-
sections. It is recognized that descriptive notes often are re-
quired.

Table 6.3.5 Special Symbols for Cross-Sections

Symbol Description Comments

Fire-resistive
floor or roof

Wood-joisted
floor or roof

(Steel deck on
steel joists)

Other floors or
roofs

Note construction

Floor/ceiling or
roof/ceiling
assembly

Details indicated, as
necessary

Floor on ground

Truss roof Note construction
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6.3.6 Miscellaneous Features. A number of features related to
fire protection that do not fall under 6.3.1 through 6.3.5 shall
be as given in Table 6.3.6.

Table 6.3.6 Miscellaneous Features

Symbol Description Comments

Boiler

Chimney Describe height
and construction

Fire escape

Horizontal
aboveground tank

Indicate type,
dimensions,
construction,
capacity,
pressurization,
and content

Vertical
aboveground tank

Indicate type,
dimensions,
construction,
capacity,
pressurization,
and content

Belowground tank Indicate type,
dimensions,
construction,
capacity,
pressurization, and
content

Class I, Division 1
or 0

Hatch patterns for
electrically
classified locations

Class I, Division 1
or Zone 1

Hatch patterns for
electrically
classified locations

Class I, Division 2
or Zone 2

Hatch patterns for
electrically
classified locations

Designates the
location of
automated external
defibrillators
(AEDs) on plans

Chapter 7 Symbols for Use in Water Supply,
Extinguishing, and Sprinkler System Drawings and

Insurance Diagrams

7.1* Introduction.

7.1.1 This chapter presents symbols that shall be used in
drawings and diagrams.

7.1.2* Symbol Presentation.

7.1.2.1* Symbol Shapes. The shape of symbols shall be as illus-
trated in Sections 7.2 through 7.7.

7.1.2.2 Screened Lines. Screened lines in the chapter shall
not be considered part of the symbol but shall be used to rep-
resent the piping, wiring, or mounting surface associated with
the symbol.

7.1.2.3 Symbol Scale. All scales for symbols on any one draw-
ing shall be the same relative size.

7.1.2.4* Symbol Orientation. Symbols shall be oriented to the
walls, piping, electrical lines, and so forth, to which they are
attached.

7.2* Water Supply and Distribution Symbols. Water supply and
distribution symbols shall be as given in Table 7.2.
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Table 7.2 Water Supply and Distribution Symbols

Symbol Description Comments

Public water main Indicate pipe size and material

Private water main Indicate pipe size and material

Water main under building Indicate pipe size and material

Suction pipe Indicate pipe size and material

Thrust block

Riser

Pipe elbow up or down Height on either side indicated by pipe
height tags

Pipe tee up or down Height of crossed pipes indicated by
pipe height tags

Valves (general) Basic shape; indicate valve size

Valve in pit Indicate valve size

Post-indicator valve Indicate valve size

Key-operated valve Indicate valve size

OS&Y valve (outside screw and yoke,
rising stem)

Indicate valve size

Indicating butterfly valve Indicate valve size
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Table 7.2 Continued

Symbol Description Comments

Nonindicating valve (nonrising-stem
valve)

Indicate valve size

Check valve Basic shape; indicate valve size,
direction of flow

Backflow preventer — double check
type

Also referred to as a double check
valve assembly

Backflow preventer — reduced
pressure zone (RPZ) type

Pressure-regulating valve

Pressure relief valve

Float valve

Meter Indicate type

Private hydrant, one hose outlet Indicate size, type of thread, or
connection

Public hydrant, two hose outlets Indicate size, type of thread, or
connection

Public hydrant, two hose outlets and
pumper connection

Indicate size, type of thread, or
connection

(continues)
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