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In issuing and making NFPA Documents available, the NFPA is not undertaking to render professional or other 
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any 
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or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any 
given circumstances.  

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA 
Documents. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with 
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be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.  
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ADDITIONAL NOTICES AND DISCLAIMERS 
 

Updating of NFPA Documents  
Users of  NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be 

superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments. 
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments 
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the 
issuance of Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National 
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below. 

 
Interpretations of NFPA Documents  
A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Committee Projects shall not be 

considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation. 
 
Patents  
The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in connection with an 

NFPA Document. The users of NFPA Documents bear the sole responsibility for determining the validity of any such patent rights, as well as the risk 
of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA 
Documents. 

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in American National 
Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy: 

NOTICE:  The user’s attention is called to the possibility that compliance with an NFPA Document may require use of an invention covered by 
patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential 
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to 
grant licenses  under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of 
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below. 

 
Law and Regulations  
Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its 

codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may 
not be construed as doing so. 

 
Copyrights  
NFPA Documents are copyrighted by the NFPA. They are made available for a wide variety of both public and private uses. These include both 

use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe practices and methods. By 
making these documents available for use and adoption by public authorities and private users, the NFPA does not waive any rights in copyright to 
these documents.  

Use of NFPA Documents for regulatory purposes should be accomplished through adoption by reference. The term “adoption by reference” 
means the citing of title, edition, and publishing information only. Any deletions, additions, and changes desired by the adopting authority should be 
noted separately in the adopting instrument. In order to assist NFPA in following the uses made of its documents, adopting authorities are requested 
to notify the NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of 
NFPA Documents, contact NFPA at the address below. 

 
For Further Information  
All questions or other communications relating to NFPA Documents and all requests for information on NFPA procedures governing its codes 

and standards development process, including information on the procedures for requesting Formal Interpretations, for proposing Tentative Interim 
Amendments, and for proposing revisions to NFPA documents during regular revision cycles, should be sent to NFPA headquarters, addressed to the 
attention of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02169-7471; email: stds_admin@nfpa.org 
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NFPA® 1801

Standard on

Thermal Imagers for the Fire Service

2013 Edition

This edition of NFPA 1801, Standard on Thermal Imagers for the Fire Service, was prepared by
the Technical Committee on Electronic Safety Equipment (FAE-ELS) and released by the
Technical Correlating Committee on Fire and Emergency Services Protective Clothing and
Equipment (FAA-AAC). It was issued by the Standards Council on May 29, 2012, with an
effective date of June 18, 2012, and supersedes all previous editions.

This edition of NFPA 1801 was approved as an American National Standard on June 18,
2012.

Origin and Development of NFPA 1801
In December 2004, Dr. Francine Amon, Nelson Bryner, and Anthony Hamins of the Na-

tional Institute of Standards and Technology (NIST) hosted the workshop, “Thermal Imag-
ing Research Needs for First Responders.” The workshop provided a forum to discuss thermal
imaging camera strategies, technologies, procedures, best practices, research, and develop-
ment. Participants included representatives from the U.S. Fire Administration, International
Association of Fire Chiefs, NIOSH NPPTL, Naval Research Lab, thermal imaging camera and
core manufacturers, as well as first responder users and trainers. The need for standards was
clearly identified as a priority. In May 2005, as a direct result of that workshop, a group of
manufacturers and fire service end users met to further identify the need for standardization.
The Fire Service Thermal Imaging Camera Operational Standard (FSTICOS) Working
Group was formed with Larry Konsin of the American Council for Thermal Imaging and MSA
selected to be the Group’s chairman.

The FSTICOS Working Group was well populated with representatives from all the manu-
facturers of fire service thermal imagers and imager core manufacturers along with
firefighter/end users and trainers. The Working Group focused principally on the needs of
the fire service for thermal imagers and set about drafting a needs, functionality, usability, and
ruggedness statement to begin defining the levels of performance that were deemed neces-
sary. Through surveys conducted at fire service trade shows nationwide, fire fighters validated
the findings of the group. As the FSTICOS Working Group was meeting bi-monthly, Dr. Amon
and her staff at NIST, with the assistance of the U.S. Army Night Vision Lab, began developing
the criteria for image quality for fire service thermal imagers. The two groups met and col-
laborated on a proposed document for thermal imaging cameras. In September 2006, the
FSTICOS Working Group requested that the NFPATechnical Committee on Electronic Safety
Equipment (TC on ESE) work with them on the project. The TC on ESE agreed to create a
Task Group on Fire Service Thermal Imagers, and many of the participants of the FSTICOS
Working Group requested to be appointed as members of the TC’s task group. TC on ESE
Chairman Bruce Varner appointed TC member Robert Athanas as the task group chairman
and the following persons as task group members: Dr. F. Amon, N. Bryner, G. Francisco, C.
Gestler, J. Hays, J. Henebury, P. House, R. Klug, L. Konsin, D. Little, S. Lumry, T. McDonald,
M. McKenna, S. Nixdorff, T. Tedesco, D. Wiles, and T. Wolf.

During the development process, it became clear that the fire services operational environ-
ments were very different from most other emergency services organizations, which led the TC to
change the focus of NFPA1801 to thermal imagers for the fire service. The proposed standard was
entered into the Fall 2009 standards cycle and underwent several development changes as the TC
worked with the very technical design criteria and test methods developed for this standard. As
with all PPE product standards in the Project on Fire and Emergency Services Protective Clothing
and Equipment, NFPA 1801 included requirements for independent third-party certification of
thermal imagers to ensure compliance with the labeling, design, performance, testing, and certi-
fication requirements for the certification organizations and the thermal imager manufacturers
to claim “certified as compliant” to NFPA 1801.
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The Report on Proposals (ROP) for NFPA 1801 was released for public review and comment on December 29, 2008.
Following the public review period, which closed on March 6, 2009, the Report on Comments (ROC) was processed in
the spring of 2009. The Technical Correlating Committee (TCC) on Fire and Emergency Services Protective Clothing
and Equipment processed the proposed NFPA 1801 at their meeting in late May 2009 and approved the document to
go forward.

The 2010 edition of NFPA 1801 was recognized as one of the most technical documents assembled and released
under the NFPA Fire and Emergency Services Protective Clothing and Equipment Project to date. The image quality
tests that were developed specifically for the standard were complicated due to their highly technical nature, and the
degree to which they were reproducible from testing laboratory to testing laboratory was in question.

The TC sought the assistance and resources of the Fire Protection Research Foundation to coordinate a series of
round robin tests to determine the lab-to-lab repeatability of the image quality tests. The project was conducted by Dr.
Francine Amon, Ph.D., who began this project while employed by the National Institute of Standards and Technology
(NIST). The remainder of the testing was conducted by Chad Morey of Intertek Testing Services of Cortland, New
York. Additional sponsorship of the project came from Draeger Safety, Honeywell First Responder Products, ISG
Infrasys, MSA, and Scott Safety.

A number of changes that needed to be made were identified in the document. A Tentative Interim Amendment
(TIA) and Errata were issued to address these changes. Ultimately, the TC decided that the best course of action was to
immediately enter the revision cycle for Annual 2012 and review the document for any additional changes.

In April 2011, several thermal imager manufacturers began work to revise the testing issues. In June 2011, at the
direction of TC on ELS Chairman Bruce Varner, a task group was formed chaired by TC member Robert Athanas of
FDNY and SAFE-IR, Inc. In an effort to identify and resolve these issues in an expeditious manner, the task group was
comprised of thermal imager manufacturer technical personnel (engineers from the thermal imager camera and core
manufacturers) and testing lab technicians. Task group members included Daniel Akins and John Morris (ISG INFRA-
SYS), Landon Borders and Kyle Hawes (Bullard), Craig Gestler (MSA), Jason Patterson (Scott Safety), Jon Turner and
Bill Wilson (e2v Technologies), and Dr. Bernd Spellenberg and Travis Tedesco (Draeger Safety). The thermal imager
core manufactures were represented by Humphrey Ha (L-3 Communications), and Bob Nishi and Julie Hoy Moreira
(FLIR Systems). Certification and testing organizations were represented by Steve Sanders and Jim Rose (SEI) and
Jason Allen and Chad Morey (Intertek). Fire service representation included Bob Athanas of FDNY/SAFE-IR and Steve
Townsend of the Carrollton, Texas Fire Department.

The first task group meeting was held on June 29, 2011 in Newark, New Jersey, where testing issues were further
clarified and a course of action was developed and agreed upon by all the participants. This meeting was followed by
several lengthy conference calls and many hours of research and testing over the summer months to meet a Septem-
ber, 2011 NFPA 1801 Report on Comments (ROC) deadline.

The last task group meeting was held in Austin, Texas on September 19, 2011, prior to a full meeting of the TC on
ELS to finalize the proposed work. The final comments included revised language and test procedures, which im-
proved the content of the first edition of the standard as initially written. The TC was balloted according to the NFPA
Regulations Governing Committee projects. The ballot subsequently passed, enabling the TCs’ changes to be included
in the 2013 edition of NFPA 1801. It should be noted that participation and cooperation of all task group members and
the support afforded them by their employers during this project was unprecedented and should serve as a model for
future projects.
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Technical Correlating Committee on Fire and Emergency Services Protective Clothing and Equipment
(FAE-AAC)

William E. Haskell, III, Chair
National Institute for Occupational Safety & Health, MA [E]

Eric J. Beck, Secretary
Mine Safety Appliances Company, PA [M]

Rep. Compressed Gas Association

Jason L. Allen, Intertek Testing Services, NY [RT]
Leslie Anderson, U.S. Department of Agriculture, MT [E]
Roger L. Barker, North Carolina State University, NC [SE]
Brian D. Berchtold, U.S. Department of the Navy, DE [RT]
Steven D. Corrado, Underwriters Laboratories Inc.,
NC [RT]
Nicholas J. Curtis, Lion Apparel, Inc., OH [M]
Richard M. Duffy, International Association of Fire
Fighters, DC [L]
Cristine Z. Fargo, International Safety Equipment
Association, VA [M]
Robert A. Freese, Globe Manufacturing Company, LLC,
NH [M]
Patricia A. Gleason, Safety Equipment Institute (SEI),
VA [RT]

James S. Johnson, Lawrence Livermore National
Laboratory, CA [RT]
David G. Matthews, Fire & Industrial (P.P.E) Ltd., United
Kingdom [SE]

Rep. International Standards Organization
Michael F. McKenna, Michael McKenna & Associates,
LLC, CA [SE]
Gary L. Neilson, Sparks, NV [U]

Rep. NFPA Fire Service Section
Anthony D. Putorti, Jr., National Institute of Standards
& Technology, MD [RT]
William A. Van Lent, Veridian Ltd., Inc., IA [M]

Rep. Fire & Emergency Manufacturers & Services
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Richard H. Young, DuPont Protection Technologies,
VA [M]
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(Voting Alt. to OSFA Rep.)
Louis Carpentier, Innotex Inc., Canada [M]

(Alt. to W. A. Van Lent)
Brandi L. Chestang, U.S. Department of the Navy, FL [RT]

(Alt. to B. D. Berchtold)
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(Alt. to L. Anderson)
Kimberly M. Henry, PBI Performance Products, Inc.,
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(Alt. to R. H. Young)

Pamela A. Kavalesky, Intertek Testing Services, NY [RT]
(Alt. to J. L. Allen)

Karen E. Lehtonen, Lion Apparel, Inc., OH [M]
(Alt. to N. J. Curtis)

Robin B. Royster, Underwriters Laboratories Inc., NC [RT]
(Alt. to S. D. Corrado)

Michael T. Rupert, Mine Safety Appliances Company,
PA [M]

(Alt. to E. J. Beck)
Stephen R. Sanders, Safety Equipment Institute (SEI),
VA [RT]

(Alt. to P. A. Gleason)
Donald B. Thompson, North Carolina State University,
NC [SE]

(Alt. to R. L. Barker)

Nonvoting

Christina M. Baxter, U.S. Department of Defense, VA [E]
Rep. TC on Hazardous Materials PC&E

Dean W. Cox, Fairfax County Fire & Rescue Department,
VA [U]

Rep. TC on Special Operations PC&E
Stephen J. King, Babylon, NY [SE]
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Rick L. Swan, IAFF Local 2881/CDF Fire Fighters,
CA [L]

Rep. TC on Wildland Fire Fighting PC&E
Bruce H. Varner, Goodyear, AZ [E]

Rep. TC on Electronic Safety Equipment

David G. Trebisacci, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the design, perfor-
mance, testing, and certification of protective clothing and protective equipment manufactured for fire and
emergency services organizations and personnel, to protect against exposures encountered during emer-
gency incident operations. This Committee shall also have the primary responsibility for documents on the
selection, care, and maintenance of such protective clothing and protective equipment by fire and emer-
gency services organizations and personnel.

1801–3COMMITTEE PERSONNEL

2013 Edition

Full document details: NFPA 1801 2013

http://www.avadocuments.com/doc/nfpa-1801-2013
http://www.avadocuments.com/doc/nfpa-1801-2013


Technical Committee on Electronic Safety Equipment (FAE-ELS)

Bruce H. Varner, Chair
Goodyear, AZ [SE]

Christina Spoons, Secretary
Westmont Fire Department, IL [C]

Jason L. Allen, Intertek Testing Services, NY [RT]
Robert J. Athanas, FDNY/SAFE-IR, Incorporated, NY [U]
Nelson P. Bryner, National Institute of Standards
& Technology, MD [RT]
John P. Campman, Grace Industries, Inc., PA [M]
Louis Chavez, Underwriters Laboratories Inc., IL [RT]
Michael G. Feely, Boston Fire Department, MA [U]
Wayne C. Haase, Summit Safety, Inc., MA [M]
William E. Haskell, III, National Institute for
Occupational Safety & Health, MA [E]
Jeffrey L. Hull, District of Columbia Fire & EMS
Department, DC [E]
Richard Katz, Mine Safety Appliances Company, PA [M]

Michael F. McKenna, Michael McKenna & Associates,
LLC, CA [SE]
John H. Morris, ISG Infrasys, GA [M]
Lawrence M. Nyberg, Motorola Solutions Inc., IL [M]
Craig Parkulo, Tyco/Scott Health and Safety, NC [M]
Kevin M. Roche, Phoenix Fire Department, AZ [U]
Stephen R. Sanders, Safety Equipment Institute (SEI),
VA [RT]
Gordon R. Sletmoe, Medford Fire-Rescue, OR [U]
Steven H. Weinstein, Honeywell Safety Products, CA [M]

Rep. International Safety Equipment Association
Timothy W. Wolf, Scottsdale Fire Department, AZ [C]

Alternates

Craig Gestler, Mine Safety Appliances Company, PA [M]
(Alt. to R. Katz)

Patricia A. Gleason, Safety Equipment Institute (SEI),
VA [RT]

(Alt. to R. Katz)
Zachary Stephen Haase, Summit Safety, Inc., MA [M]

(Alt. to W. C. Haase)
John Jarboe, Grace Industries, Inc., MD [M]

(Alt. to J. P. Campman)
Robert M. Knabbe, FDNY/SAFE-IR, Incorporated, NY [U]

(Alt. to R. J. Athanas)
Mark Krizik, Motorola Solutions, Inc., IL [M]

(Alt. to L. M. Nyberg)
Neil P. Lakomiak, Underwriters Laboratories Inc., IL [RT]

(Alt. to L. Chavez)
Jeffrey L. Landis, Tyco/Scott Health and Safety, NC [M]

(Alt. to C. Parkulo)

David A. Little, ISG Infrasys, GA [M]
(Alt. to J. H. Morris)

Nick Luzie, Honeywell Safety Products, CA [M]
(Alt. to S. H. Weinstein)

Chad A. Morey, Intertek Testing Services, NY [RT]
(Alt. to J. L. Allen)

Timothy R. Rehak, National Institute for Occupational
Safety & Health, PA [E]

(Alt. to W. E. Haskell, III)
Kate A. Remley, National Institute of Standards
& Technology, CO [RT]

(Alt. to N. P. Bryner)
Steven D. Townsend, City of Carrollton Fire Department,
TX [E]

(Voting Alt. to Carrollton F.D. Rep.)

David G. Trebisacci, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This committee shall have primary responsibility for documents on the design, perfor-
mance, testing, and certification of electronic safety equipment used by fire and emergency services person-
nel during emergency incident operations, and shall also have primary responsibility for documents on the
selection, care, and maintenance of electronic safety equipment.
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NFPA 1801

Standard on

Thermal Imagers for the Fire Service

2013 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (•) between the paragraphs that
remain.

Information on referenced publications can be found in
Chapter 2 and Annex B.

Chapter 1 Administration

1.1 Scope.

1.1.1 This standard shall specify the design, performance,
testing, and certification requirements for thermal imagers
used by fire service personnel during emergency incident op-
erations.

1.1.2 This standard shall specify requirements for new ther-
mal imagers for the fire service.

1.1.3 This standard shall not specify requirements for ther-
mal imagers manufactured prior to the effective date of this
standard.

1.1.4 This standard shall not specify requirements for ther-
mal imagers manufactured to any other standards or other
requirements.

1.1.5* Any accessories or enhancements built into, attached
to, or sold with the thermal imager by the thermal imager
manufacturer for later attachment shall be tested with the
thermal imager with those accessories and enhancements in-
stalled or attached, as specified in 4.3.9.4, to ensure the perfor-
mance and functions of the thermal imager.

1.1.6 This standard shall not be construed as addressing all of
the safety concerns, if any, associated with the use of this stan-
dard by testing facilities. It shall be the responsibility of the
persons and organizations that use this standard to establish
safety and health practices and to determine the applicability
of regulatory limitations prior to use of this standard for de-
signing, manufacturing, and testing.

1.1.7 Nothing herein shall restrict any jurisdiction or manu-
facturer from exceeding these minimum requirements.

1.2 Purpose.

1.2.1 The purpose of this standard shall be to establish mini-
mum requirements for thermal imagers manufactured for fire
service use.

1.2.2 Controlled laboratory tests used to determine compli-
ance with the performance requirements of this standard shall
not be deemed as establishing performance levels for all situ-
ations, environments, and conditions to which thermal imag-
ers could be exposed.

1.2.3 This standard shall not be interpreted or used as a de-
tailed manufacturing or purchase specification, but it shall be
permitted to be referenced in purchase specifications as mini-
mum requirements.

1.3 Application.

1.3.1 This standard shall apply to all thermal imagers used by
fire service personnel during an emergency incident.

1.3.2 This standard shall apply to the design, performance,
manufacturing, testing, and certification of new thermal imag-
ers used by fire service personnel.

1.3.3 This standard shall not apply to any thermal imager
manufactured in accordance with other standards. However,
manufacturers shall be permitted to have noncompliant ther-
mal imagers modified to meet the requirements of this stan-
dard and become certified as compliant with this standard.

1.3.4* This standard shall not apply to accessories and en-
hancements that could be built into or attached to a certified
thermal imager before or after purchase but that are not nec-
essary for the thermal imager to meet the requirements of this
standard. Any accessories or enhancements built into, at-
tached to, or sold with the thermal imager by the thermal
imager manufacturer for later attachment shall be tested with
the thermal imager with those accessories and enhancements
installed or attached, as specified in 4.3.9.4, to ensure the per-
formance and functions of the thermal imager.

1.3.5 This standard shall not apply to criteria for use of ther-
mal imagers by the fire service.

1.4 Units.

1.4.1 In this standard, values for measurement are followed
by an equivalent in parentheses, but only the first stated value
shall be regarded as the requirement.

1.4.2 Equivalent values in parentheses shall not be considered
as the requirement because those values are approximate.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 1971, Standard on Protective Ensembles for Structural Fire
Fighting and Proximity Fire Fighting, 2013 edition.

2.3 Other Publications.

2.3.1 ANSI Publications. American National Standards Insti-
tute, Inc., 25 West 43d Street, 4th Floor, New York, NY 10036.
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ANSI/ISA-12.12.01, Nonincendive Electrical Equipment for Use
in Class I and II, Division 2 and Class III, Divisions 1 and 2 Haz-
ardous (Classified) Locations, 2007.

2.3.2 ASTM Publications. ASTM International, 100 Barr
Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-
2959.

ASTM B 117, Standard Practice for Operating Salt Spray (Fog)
Apparatus, 2011.

ASTM D 1003, Standard Test Method for Haze and Luminous
Transmittance of Transparent Plastics, 2000.

2.3.3 ISO/IEC Publications. International Standards Orga-
nization, 1 rue de Varembé, Case Postale 56, CH-1211 Genéve
20, Switzerland.

IEC 60529, Degrees of protection provided by enclosures (IP Code)
Ed. 2.1 b:2001.

IEC 61000-6-2, Electromagnetic compatibility (EMC) — Part
6-2: Generic standards — Immunity for industrial environments,
2005.

IEC 61000-6-3, Electromagnetic compatibility (EMC) — Part
6-3: Generic standards — Emission standard for residential, commer-
cial, and light-industrial environments, 2007.

ISO 27, Guidelines for corrective action to be taken by a certifica-
tion body in the event of misuse of its mark of conformity, 1983.

ISO 65, General requirements for bodies operating product certifi-
cation systems, 1998.

ISO 9001, Quality management systems — Requirements, 2008.

ISO 17011, Conformity assessment — General requirements for
accreditation bodies accrediting conformity assessment bodies, 2004.

ISO 17025, General requirements for the competence of testing and
calibration laboratories, 2005/Cor 1: 2006.

ISO 17493, Clothing and equipment for protection against heat
— Test method for convective heat resistance using a hot air circulat-
ing oven, 2000.

ISO/IEC 17021, Conformity assessment — Requirements for bod-
ies providing audit and certification of management systems, 2006.

2.3.4 NIST Publications. National Institute of Standards and
Technology, 100 Bureau Drive, Stop 1070, Gaithersburg, MD
20899-1070.

NIST Technical Note 1630, Evaluation of Image Quality of
Thermal Imagers Used by the Fire Service, February 2009.

2.3.5 Other Publications. Merriam-Webster’s Collegiate Dictio-
nary, 11th edition, Merriam-Webster, Inc., Springfield, MA,
2003.

2.4 References for Extracts in Mandatory Sections. (Re-
served)

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate

Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an orga-
nization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or mate-
rials, and by whose labeling the manufacturer indicates com-
pliance with appropriate standards or performance in a
specified manner.

3.2.4* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalu-
ation of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated stan-
dards or has been tested and found suitable for a specified
purpose.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard. A document, the main text of which contains
only mandatory provisions using the word “shall” to indicate
requirements and which is in a form generally suitable for
mandatory reference by another standard or code or for adop-
tion into law. Nonmandatory provisions are not to be consid-
ered a part of the requirements of a standard and shall be
located in an appendix, annex, footnote, informational note,
or other means as permitted in the Manual of Style for NFPA
Technical Committee Documents.

3.3* General Definitions.

3.3.1 Assembly. Processes including, but not limited to, sew-
ing, gluing, laminating, tacking, or other means of attaching
whereby materials or component parts are put together to
form a portion of the compliant product or the complete com-
pliant product.

3.3.2 Blackbody. An object that absorbs all electromagnetic
radiation that falls onto it; no radiation passes through the
object, and none is reflected.

3.3.3 Certification Organization. An independent third-party
organization that determines product compliance with the re-
quirements of this standard using product testing and evaluation
and that administers a labeling, listing, and follow-up program.

3.3.4 Certification/Certified. A system whereby a certifica-
tion organization determines that a manufacturer has demon-
strated the ability to produce a product that complies with the
requirements of this standard, authorizes the manufacturer to
use a label on listed products that comply with the require-
ments of this standard, and establishes a follow-up program

1801–7DEFINITIONS

2013 Edition

Full document details: NFPA 1801 2013

http://www.avadocuments.com/doc/nfpa-1801-2013
http://www.avadocuments.com/doc/nfpa-1801-2013


conducted by the certification organization as a check on the
methods the manufacturer uses to determine continued com-
pliance of labeled and listed products with the requirements
of this standard.

3.3.5 Compliance/Compliant. Meeting or exceeding all ap-
plicable requirements of this standard.

3.3.6 Compliant Product. Equipment that is certified to the
applicable NFPA standard.

3.3.7 Component. Any material, part, or subassembly used in
the construction of the compliant product.

3.3.8 Drip. To run or fall in drops or blobs.

3.3.9 Emissivity. The ratio of the radiation emitted by a sur-
face to the radiation emitted by a blackbody at the same tem-
perature.

3.3.10 Failure Mode and Effects Analysis (FMEA). A risk as-
sessment technique for systematically identifying potential
failures in a system or a process.

3.3.11 Follow-Up Program. The sampling, inspections, tests,
or other measures conducted by the certification organization
on a periodic basis to determine the continued compliance of
labeled and listed products that are being produced by the
manufacturer to the requirements of this standard.

3.3.12 Haze. Light that is scattered as a result of passing
through a transparent object.

3.3.13 Icon. A symbol that represents an option, program, or
system status.

3.3.14 Luminance. A photometric measure of the amount of
light that passes through or is emitted from a particular area.

3.3.15 Manufacturer. The entity that directs and controls any
of the following: compliant product design, compliant prod-
uct manufacturing, or compliant product quality assurance;
also, the entity that assumes liability for the compliant product
or provides the warranty for the compliant product.

3.3.16 Melt. A response to heat by a material resulting in
evidence of flowing or dripping.

3.3.17 Pixel Saturation. Incident energy that causes a sensor
to respond at its maximum value.

3.3.18 Power Source Indicator. A visual signal displayed on a
thermal imager that indicates the status of the power supply.

3.3.19 Product. See 3.3.6, Compliant Product.

3.3.20* Product Label. A marking provided by the manufac-
turer for each compliant product containing compliance state-
ments, certification statements, manufacturer, model informa-
tion, or similar data.

3.3.21 Resolution. Separation or division into constituent or
elementary parts as expressed by the number of pixels in the
displayed image.

3.3.22 Sample. Equipment or equipment components that
are randomly selected from the manufacturer’s production
line, from the manufacturer’s inventory, or from the open
market.

3.3.23 Sensitivity. The degree of response of a receiver or
instrument to an incoming signal or to a change in the incom-
ing signal.

3.3.23.1 Low Sensitivity. The least thermally sensitive op-
erational mode, used to increase the thermal imager’s tem-
perature range.

3.3.24 Sensitivity Mode. An operational function that relates
to the degree to which temperature differences are resolved.

3.3.25 Specimen. The item that undergoes testing; the con-
ditioned equipment or equipment component that is tested.
Specimens are taken from samples. (See also 3.3.22, Sample.)

3.3.26 Temperature Measurement Zone. A transparent green
square that aids in aiming a thermal imager for temperature
measurements.

3.3.27 White-Hot Polarity. A display methodology whereby a
grayscale image is created based on the fact that the warmest
object in the field of view is the whitest object.

Chapter 4 Certification

4.1 General.

4.1.1 For the process of certification of thermal imagers as
being compliant with NFPA 1801, all such thermal imagers
shall meet the requirements of Section 4.1, General; Section
4.2, Certification Program; Section 4.3, Inspection and Test-
ing; Section 4.4,Annual Verification of Product Compliance; Sec-
tion 4.5, Manufacturers’Quality Assurance Program; Section 4.6,
Hazards Involving Compliant Product; Section 4.7, Manufactur-
ers’ Investigation of Complaints and Returns; and Section 4.8,
Manufacturers’ Safety Alert and Product Recall Systems.

4.1.2 All certification shall be performed by a certification
organization that meets at least the requirements specified in
Section 4.2, Certification Program, and that is accredited for
personal protective equipment in accordance with ISO 65,
General requirements for bodies operating product certification systems.
The accreditation shall be issued by an accreditation body op-
erating in accordance with ISO 17011, Conformity assessment —
General requirements for accreditation bodies accrediting conformity
assessment bodies.

4.1.3 Manufacturers shall not claim compliance with por-
tions or segments of the requirements of this standard and
shall not use the NFPA name or the name or identification of
this standard, NFPA 1801, in any statements about their re-
spective product(s) unless the product(s) is certified as com-
pliant to this standard.

4.1.4 Where thermal imagers are compliant, the product
shall be labeled and listed.

4.1.5 Where thermal imagers are compliant, the product
shall also have a product label that meets the requirements
specified in Section 5.1, Product Label Requirements.

4.1.6 The certification organization’s label, symbol, or iden-
tifying mark shall be attached to the product label, shall be
part of the product label, or shall be immediately adjacent to
the product label.

4.2 Certification Program.

4.2.1 The certification organization shall not be owned or
controlled by manufacturers or vendors of the product being
certified.
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4.2.2 The certification organization shall be primarily en-
gaged in certification work and shall not have a monetary in-
terest in the product’s ultimate profitability.

4.2.3 The certification organization shall be accredited for
personal protective equipment in accordance with ISO 65,
General requirements for bodies operating product certification systems.
The accreditation shall be issued by an accreditation body op-
erating in accordance with ISO 17011, Conformity assessment —
General requirements for accreditation bodies accrediting conformity
assessment bodies.

4.2.4 The certification organization shall refuse to certify
products to this standard that do not comply with all appli-
cable requirements of this standard.

4.2.5 The contractual provisions between the certification or-
ganization and the manufacturer shall specify that certifica-
tion is contingent on compliance with all applicable require-
ments of this standard.

4.2.5.1 The certification organization shall not offer or con-
fer any conditional, temporary, or partial certifications.

4.2.5.2 Manufacturers shall not be authorized to use any la-
bel or reference to the certification organization on products
that are not compliant with all applicable requirements of this
standard.

4.2.6 The certification organization shall have laboratory fa-
cilities and equipment available for conducting proper tests to
determine product compliance.

4.2.6.1 The certification organization laboratory facilities
shall have a program in place and functioning for calibration
of all instruments, and procedures shall be in use to ensure
proper control of all testing.

4.2.6.2 The certification organization laboratory facilities
shall follow good practice regarding the use of laboratory
manuals, form data sheets, documented calibration and cali-
bration routines, performance verification, proficiency test-
ing, and staff qualification and training programs.

4.2.7 The certification organization shall require the manu-
facturer to establish and maintain a quality assurance program
that meets the requirements of Section 4.5, Manufacturers’
Quality Assurance Program.

4.2.7.1 The certification organization shall require the
manufacturer to have a product recall system specified in Sec-
tion 4.8, Manufacturers’ Safety Alert and Product Recall Sys-
tems, as part of the manufacturers’ quality assurance program.

4.2.7.2 The certification organization shall audit the manu-
facturer’s quality assurance program to ensure that the quality
assurance program provides continued product compliance
with this standard.

4.2.8 The certification organization and the manufacturer
shall evaluate any changes affecting the form, fit, or function
of the compliant product to determine its continued certifica-
tion to this standard.

4.2.9 The certification organization shall have a follow-up
inspection program of the manufacturer’s facilities of the
compliant product with at least two random and unan-
nounced visits per 12-month period to verify the product’s
continued compliance.

4.2.9.1 As part of the follow-up inspection program, the cer-
tification organization shall select sample compliant product

at random from the manufacturer’s production line, from the
manufacturer’s in-house stock, or from the open market.

4.2.9.2 Sample product shall be evaluated by the certification
organization to verify the product’s continued compliance in
order to ensure that the materials, components, and manufac-
turing quality assurance systems are consistent with the mate-
rials, components, and manufacturing quality assurance that
were inspected and tested by the certification organization
during initial certification and recertification.

4.2.9.3 The certification organization shall be permitted to
conduct specific testing to verify the product’s continued
compliance.

4.2.9.4 For products, components, and materials where prior
testing, judgment, and experience of the certification organi-
zation have shown results to be in jeopardy of not complying
with this standard, the certification organization shall conduct
more frequent testing of sample product, components, and
materials acquired in accordance with 4.2.9.1 against the ap-
plicable requirements of this standard.

4.2.10 The certification organization shall have in place a series
of procedures, as specified in Section 4.6, Hazards Involving
Compliant Product, that address reports of situations in which a
compliant product is subsequently found to be hazardous.

4.2.11 The certification organization’s operating procedures
shall provide a mechanism for the manufacturer to appeal
decisions. The procedures shall include the presentation of
information from both sides of a controversy to a designated
appeals panel.

4.2.12 The certification organization shall be in a position to
use legal means to protect the integrity of its name and label.
The name and label shall be registered and legally defended.

4.3 Inspection and Testing.

4.3.1 For both initial certification and recertification of com-
pliant products, the certification organization shall conduct
both inspection and testing as specified in this section.

4.3.2 All inspections, evaluations, conditioning, and testing for
certification or for recertification shall be conducted by a certifi-
cation organization’s testing laboratory that is accredited in ac-
cordance with the requirements of ISO 17025, General require-
ments for the competence of testing and calibration laboratories.

4.3.2.1 The certification organization’s testing laboratory’s
scope of accreditation to ISO 17025, General requirements for the
competence of testing and calibration laboratories, shall encompass
testing of personal protective equipment.

4.3.2.2 The accreditation of a certification organization’s
testing laboratory shall be issued by an accreditation body op-
erating in accordance with ISO 17011, Conformity assessment —
General requirements for accreditation bodies accrediting conformity
assessment bodies.

4.3.3 A certification organization shall be permitted to utilize
conditioning and testing results conducted by a product or
component manufacturer for certification or recertification,
provided the manufacturer’s testing laboratory meets the re-
quirements specified in 4.3.3.1 through 4.3.3.5.

4.3.3.1 The manufacturer’s testing laboratory shall be ac-
credited in accordance with the requirements of ISO 17025,

1801–9CERTIFICATION

2013 Edition

Full document details: NFPA 1801 2013

http://www.avadocuments.com/doc/nfpa-1801-2013
http://www.avadocuments.com/doc/nfpa-1801-2013


General requirements for the competence of testing and calibration
laboratories.

4.3.3.2 The manufacturer’s testing laboratory’s scope of ac-
creditation to ISO 17025, General requirements for the competence
of testing and calibration laboratories, shall encompass testing of
personal protective equipment.

4.3.3.3 The accreditation of a manufacturer’s testing laboratory
shall be issued by an accreditation body operating in accordance
with ISO 17011, Conformity assessment — General requirements for
accreditation bodies accrediting conformity assessment bodies.

4.3.3.4 The certification organization shall approve the
manufacturer’s testing laboratory.

4.3.3.5 The certification organization shall determine the
level of supervision and witnessing of the conditioning and
testing for certification or recertification conducted at the
manufacturer’s testing laboratory.

4.3.4 Sampling levels for testing and inspection shall be es-
tablished by the certification organization and the manufac-
turer to ensure a reasonable and acceptable reliability at a
reasonable and acceptable confidence level that products cer-
tified to this standard are compliant, unless such sampling
levels are specified herein.

4.3.5 Inspection and evaluation by the certification organiza-
tion shall include a review of all product labels to ensure that
all required label attachments, compliance statements, certifi-
cation statements, and other product information are at least
as specified for thermal imagers in Section 5.1, Product Label
Requirements.

4.3.6 Inspection and evaluation by the certification organiza-
tion shall include an evaluation of any symbols and pictorial
graphic representations used on product labels or in user infor-
mation, as permitted in 5.1.5, to ensure that the symbols are
clearly explained in the product’s user information package.

4.3.7 Inspection and evaluation by the certification organiza-
tion shall include a review of the user information required by
Section 5.2, User Information, to ensure that the information
has been developed and is available.

4.3.8 Inspection and evaluation by the certification organiza-
tion for determining compliance with the design require-
ments specified in Chapter 6 shall be performed on whole or
complete products.

4.3.9 Testing to determine compliance of the thermal imager
and the components that are necessary for the proper opera-
tion of the thermal imager with the performance require-
ments specified in Chapter 7 shall be conducted by the certi-
fication organization in accordance with the specified testing
requirements of Chapter 8. The order of testing shall be con-
ducted as specified in Table 4.3.9.

4.3.9.1 Testing shall be performed on new thermal imager
product.

4.3.9.2 Testing shall be performed on specimens representa-
tive of materials and components used in the actual construc-
tion of the compliant product.

4.3.9.3 The certification organization also shall be permitted
to use sample materials cut from a representative product.

4.3.9.4 Where any accessories, enhancements, or both are
built into, attached to, or detachable from the thermal imager,
the certification organization shall inspect and evaluate the

thermal imager as specified in Chapter 6 and shall test the
thermal imager as specified in Chapter 8. The thermal imager
shall meet all the performance requirements specified in Chap-
ter 7 with those accessories and enhancements installed or at-
tached to ensure that the performance and functions of the ther-
mal imager are not reduced or otherwise negatively affected.

4.3.10 The certification organization shall accept from the
manufacturer, for evaluation and testing for certification, only
product or product components that are the same in every
respect as the actual final product or product component.

4.3.11 The certification organization shall not allow any
modifications, pretreatment, conditioning, or other such spe-
cial processes of the product or any product component prior
to the product’s submission for evaluation and testing by the
certification organization. Manufacturers shall be permitted
to refocus camera samples prior to conducting testing.

4.3.12 The certification organization shall not allow the sub-
stitution, repair, or modification, other than as specifically
permitted herein, of any product or any product component
during testing.

4.3.13 The certification organization shall not allow test speci-
mens that have been conditioned and tested for one method to
be reconditioned and tested for another test method unless spe-
cifically permitted in the test method.

4.3.14 Material changes in the form, fit, or function of a com-
pliant product shall necessitate new inspection and testing to
verify compliance to all applicable requirements of this stan-
dard that the certification organization determines can be af-
fected by such change. This recertification shall be conducted
before labeling the modified product as being compliant with
this standard.

4.3.15 The manufacturer shall maintain all design, perfor-
mance, inspection, and test data from the certification organiza-
tion used in the certification of the manufacturer’s compliant
product. The manufacturer shall provide such data, upon re-
quest, to the purchaser or authority having jurisdiction (AHJ).

4.4 Annual Verification of Product Compliance.

4.4.1 All thermal imagers that are certified as compliant with
this standard shall undergo recertification on an annual basis.
This recertification shall include the following:

(1) Inspection and evaluation to all design requirements as
required by this standard on all manufacturer models and
components

(2) Testing to all performance requirements as required by
this standard on all manufacturer models and compo-
nents within the following protocol:
(a) Where a test method incorporates testing both be-

fore and after preconditioning and the test generates
quantitative results, recertification testing shall be
limited to the conditioning that yielded the worst
case test result during the initial certification for the
model or component.

(b) Where a test method requires testing of three speci-
mens, a minimum of one specimen shall be tested for
annual recertification.

(c) Where a test method requires testing of five or more
specimens, a minimum of two specimens shall be
tested for annual recertification.
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4.4.2 Samples of manufacturer models and components for
recertification acquired from the manufacturer or a compo-
nent supplier during random and unannounced visits as part
of the follow-up inspection program in accordance with 4.2.9
shall be permitted to be used toward annual recertification.

4.4.3 The manufacturer shall maintain all design and perfor-
mance inspection and test data from the certification organi-
zation used in the recertification of manufacturer models and
components. The manufacturer shall provide such data, upon
request, to the purchaser or AHJ.

4.5 Manufacturers’ Quality Assurance Program.

4.5.1 The manufacturer shall provide and operate a quality
assurance program that meets the requirements of this section
and that includes a product recall system as specified in 4.2.7.1
and Section 4.8, Manufacturers’ Safety Alert and Product Re-
call Systems.

4.5.2 The operation of the quality assurance program shall
evaluate and test compliant product production to the re-
quirements of this standard to ensure that production re-
mains in compliance.

4.5.3 The manufacturer shall be registered to ISO 9001,
Quality management systems — Requirements.

4.5.3.1 Registration to the requirements of ISO 9001, Quality
management systems — Requirements, shall be conducted by a
registrar that is accredited for personal protective equipment
in accordance with ISO/IEC 17021, Conformity assessment – Re-
quirements for bodies providing audit and certification of manage-
ment systems.

4.5.3.2 The scope of the ISO registration shall include at least
the design and manufacturing systems management for the
personal protective equipment being certified.

4.5.3.3 The registrar shall affix the accreditation mark on the
ISO registration certificate.

4.5.4 Any entity that meets the definition of manufacturer speci-
fied in 3.3.15 and therefore is considered to be the “manufac-
turer” but does not manufacture or assemble the compliant
product shall meet the requirements specified in Section 4.5.

4.5.5 Where the manufacturer uses subcontractors in the con-
struction or assembly of the compliant product, the locations and
names of all subcontractor facilities shall be documented, and
the documentation shall be provided to the manufacturer’s ISO
registrar and the certification organization.

Table 4.3.9 Test Matrix for Thermal Imagers

Test
Order

Specimens
1–3

Specimens
4–6

Specimens
7–9

Specimens
10–12

Specimens
13–15

Specimens
16–18

1 Field of View
Measurement
Section 8.11
Specimens 1–3

Cable Pullout
Test
Section 8.9
Specimens 4–6

Corrosion Test
Section 8.4
Specimens 7–9

Heat Resistance
Test
Section 8.6
Specimens 10–12

Vibration Test
Section 8.2
Specimens 13–15

Durability Test
Section 8.13
Specimens 16–18

2 Image
Recognition Test
Section 8.1
Specimens 1–3

Impact
Acceleration
Resistance Test
— Ambient
Section 8.3
Specimen 4

Product Label
Durability Test
Section 8.8
Specimens 7–9

Product Label
Durability Test
Section 8.8
Specimens 10–12

Image
Recognition Test
Section 8.1
Specimens 13–15

Image
Recognition Test
Section 8.1
Specimens 16–18

3 Effective
Temperature
Range Test
Section 8.10
Specimens 1–3

Impact
Acceleration
Resistance Test
— Cold
Section 8.3
Specimen 5

— — — Product Label
Durability Test
Section 8.8
Specimens 16–18

4 Thermal
Sensitivity Test
Section 8.12
Specimens 1–3

Impact
Acceleration
Resistance Test
— Elevated
Temperature
Section 8.3
Specimen 6

— — — —

5 Heat and Flame
Test
Section 8.7
Specimens 1–3

Image
Recognition
Test
Section 8.1
Specimens 4–6

— — — —
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4.6 Hazards Involving Compliant Product.

4.6.1 The certification organization shall establish proce-
dures to be followed where situation(s) are reported in which
a compliant product is subsequently found to be hazardous.
These procedures shall comply with the provisions of ISO 27,
Guidelines for corrective action to be taken by a certification body in the
event of misuse of its mark of conformity, and as modified herein.

4.6.2 Where a report of a hazard involved with a compliant
product is received by the certification organization, the valid-
ity of the report shall be investigated.

4.6.3 With respect to a compliant product, a hazard shall be a
condition, or create a situation, that results in exposing life,
limb, or property to a dangerous or imminently dangerous
condition.

4.6.4 Where a specific hazard is identified, the determination
of the appropriate action for the certification organization
and the manufacturer to undertake shall take into consider-
ation the severity of the hazard and its consequences to the
safety and health of users.

4.6.5 Where it is established that a hazard is involved with a
compliant product, the certification organization shall deter-
mine the scope of the hazard, including products, model
numbers, serial numbers, factory production facilities, pro-
duction runs, and quantities involved.

4.6.6 The certification organization’s investigation shall in-
clude, but not be limited to, the extent and scope of the prob-
lem as it might apply to other compliant product or compliant
product components manufactured by other manufacturers
or certified by other certification organizations.

4.6.7 The certification organization shall also investigate re-
ports of a hazard where compliant product is gaining wide-
spread use in applications not foreseen when the standard was
written, such applications in turn being ones for which the
product was not certified, and no specific scope of application
has been provided in the standard, and no limiting scope of ap-
plication was provided by the manufacturer in written material
accompanying the compliant product at the point of sale.

4.6.8 The certification organization shall require the manu-
facturer of the compliant product or the manufacturer of the
compliant product component if applicable, to assist the cer-
tification organization in the investigation and to conduct its
own investigation as specified in Section 4.7, Manufacturers’
Investigation of Complaints and Returns.

4.6.9 Where the facts indicating a need for corrective action
are conclusive and the certification organization’s appeal pro-
cedures referenced in 4.2.12 have been followed, the certifica-
tion organization shall initiate corrective action immediately,
provided there is a manufacturer to be held responsible for
such action.

4.6.10 Where the facts are conclusive and corrective action is
indicated, but there is no manufacturer to be held respon-
sible, such as when the manufacturer is out of business or the
manufacturer is bankrupt, the certification organization shall
immediately notify relevant governmental and regulatory
agencies and issue a notice to the user community about the
hazard.

4.6.11 Where the facts are conclusive and corrective action is
indicated, the certification organization shall take one or
more of the following corrective actions:

(1) Parties authorized and responsible for issuing a safety
alert shall be notified when, in the opinion of the certifi-
cation organization, such a safety alert is necessary to in-
form the users.

(2) Parties authorized and responsible for issuing a product
recall shall be notified when, in the opinion of the certifi-
cation organization, such a recall is necessary to protect
the users.

(3) The mark of certification shall be removed from the
product.

(4) Where a hazardous condition exists and it is not practical to
implement the corrective actions in 4.6.11(1), 4.6.11(2), or
4.6.11(3) or where the responsible parties refuse to take cor-
rective action, the certification organization shall notify rel-
evant governmental and regulatory agencies and issue a no-
tice to the user community about the hazard.

4.6.12 The certification organization shall provide a report to
the organization or individual identifying the reported haz-
ardous condition and notify that organization or individual of
the corrective action indicated or that no corrective action is
indicated.

4.6.13 Where a change to an NFPA standard(s) is felt to be
necessary, the certification organization shall also provide a
copy of the report and indicated corrective actions to the
NFPA and shall also submit either public input for a proposed
change to the next revision of the applicable standard or a
proposed Temporary Interim Amendment (TIA) to the cur-
rent edition of the applicable standard.

4.7 Manufacturers’ Investigation of Complaints and Returns.

4.7.1 Manufacturers shall provide corrective action in accor-
dance with ISO 9001, Quality management systems — Requirements,
for investigating written complaints and returned products.

4.7.2 Manufacturers’ records of returns and complaints re-
lated to safety issues shall be retained for at least 5 years.

4.7.3 Where the manufacturer discovers, during the review of
specific returns or complaints, that a compliant product or com-
pliant product component can constitute a potential safety risk to
end users and is possibly subject to a safety alert or product recall,
the manufacturer shall immediately contact the certification or-
ganization and provide all information about its review to assist
the certification organization with the investigation.

4.8 Manufacturers’ Safety Alert and Product Recall Systems.

4.8.1 Manufacturers shall establish a written safety alert sys-
tem and a written product recall system that describes the pro-
cedures to be used in the event that they decide or are di-
rected by the certification organization to either issue a safety
alert or conduct a product recall.

4.8.2 The manufacturers’ safety alert and product recall sys-
tems shall provide the following:

(1) The establishment of a coordinator and responsibilities
by the manufacturer for the handling of safety alerts and
product recalls

(2) A method of notifying all dealers, distributors, purchas-
ers, users, and the NFPA about the safety alert or product
recall that can be initiated within 1 week following the
manufacturer’s decision to issue a safety alert or to con-
duct a product recall or after the manufacturer has been
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