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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS 

NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document 
contained herein is one, are developed through a consensus standards development process approved by the 
American National Standards Institute. This process brings together volunteers representing varied viewpoints 
and interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and 
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or 
verify the accuracy of any information or the soundness of any judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether 
special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or 
reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of 
any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or other 
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any 
person or entity to someone else. Anyone using this document should rely on his or her own independent judgment 
or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any 
given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA 
Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with this 
document. Any certification or other statement of compliance with the requirements of this document shall not be 
attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.

REMINDER: UPDATING OF NFPA STANDARDS

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should 
be aware that NFPA Standards may be amended from time to time through the issuance of Tentative 
Interim Amendments or corrected by Errata. An official NFPA Standard at any point in time consists of 
the current edition of the document together with any Tentative Interim Amendment and any Errata 
then in effect.

In order to determine whether an NFPA Standard has been amended through the issuance of 
Tentative Interim Amendments or corrected by Errata, visit the Document Information Pages on NFPA’s 
website. The Document Information Pages provide up-to-date, document specific information including 
any issued Tentative Interim Amendments and Errata.

To access the Document Information Page for a specific NFPA Standard, go to  
http://www.nfpa.org/docinfo to choose from the  list of NFPA Standards or use the search feature 
on the right to select the NFPA Standard number (e.g., NFPA 101). In addition to posting all existing 
Tentative Interim Amendments and Errata, the Document Information Page also includes the option to 
sign-up for an “Alert” feature to receive an email notification when new updates and other information 
are posted regarding the document.

Full document details: NFPA 1936 2015

http://avadocuments2026.com/doc/nfpa-1936-2015
http://avadocuments2026.com/doc/nfpa-1936-2015


1/14

IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS 

ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Standards 

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that 
these documents may be superseded at any time by the issuance of new editions or may be amended from time to 
time through the issuance of Tentative Interim Amendments or corrected by Errata. An official NFPA Standard at 
any point in time consists of the current edition of the document together with any Tentative Interim Amendments 
and any Errata then in effect. In order to determine whether a given document is the current edition and whether 
it has been amended through the issuance of Tentative Interim Amendments or corrected through the issuance of 
Errata, consult appropriate NFPA publications such as the National Fire Codes® Subscription Service, visit the NFPA 
website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the 
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and 
shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, 
or asserted in connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for 
determining the validity of any such patent rights, as well as the risk of infringement of such rights, and the NFPA 
disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of 
patents in American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant 
to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may 
require use of an invention covered by patent rights. NFPA takes no position as to the validity of any such 
patent rights or as to whether such patent rights constitute or include essential patent claims under the 
ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of 
willingness to grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to 
applicants desiring to obtain such a license, copies of such filed statements can be obtained, on request, from 
NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, 
by the publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in 
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These 
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the 
promotion of safe practices and methods. By making these documents available for use and adoption by public 
authorities and private users, the NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term 
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, 
and changes desired by the adopting authority should be noted separately in the adopting instrument. In order 
to assist NFPA in following the uses made of its documents, adopting authorities are requested to notify the NFPA 
(Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning 
adoption of NFPA Standards, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA 
procedures governing its codes and standards development process, including information on the procedures for 
requesting Formal Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to 
NFPA standards during regular revision cycles, should be sent to NFPA headquarters, addressed to the attention 
of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: 
stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be 
viewed at no cost at www.nfpa.org/freeaccess.
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This edition of NFPA 1936, Standard on Powered Rescue Tools, was prepared by the Technical
Committee on Fire Department Rescue Tools. It was issued by the Standards Council on
November 11, 2014, with an effective date of December 1, 2014, and supersedes all previous
editions.

This edition of NFPA 1936 was approved as an American National Standard on December
1, 2014.

Origin and Development of NFPA 1936
Work on this document began in a subcommittee of the Technical Committee on Fire

Department Equipment. In October 1992, the NFPA Standards Council organized a new
committee, the Technical Committee on Fire Department Rescue Tools, which took over the
responsibility for developing the document. The first edition of NFPA 1936 was presented to
the NFPA membership at the Annual Meeting in Baltimore, MD, on 19 May 1999, and issued
by the Standards Council on 22 July 1999, with an effective date of 13 August 1999.

The second edition of NFPA 1936 incorporated the Manual of Style for NFPA Technical
Committee Documents format for codes and standards, which caused the renumbering of some
chapters, the relocation of another chapter, and the addition of a new chapter. The title of the
document was changed to “Powered Rescue Tools,” eliminating the “system” concept of the
first edition. The standard addressed the tools and components as individual items and not as
a “system” approach. All design, performance, and testing requirements were reviewed and
refined as necessary.

The second edition was presented to the Association membership at the 2004 November
meeting in Miami Beach, FL, on 17 November 2004, and issued by the Standards Council with
an effective date of 7 February 2005.

The 2010 edition updated referenced publications and product label requirements.
The 2015 edition includes using third-party certification as part of the process for manu-

facturing compliant tools, especially in Chapter 4, where the change has been carried
throughout. Further, there is a language shift from training documentation to user informa-
tion, as well as clarification on the requirements for powering a tool and the cutting test.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Standards.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Information on referenced publications can be found in
Chapter 2 and Annex B.

Chapter 1 Administration

1.1 Scope.

1.1.1 This standard shall specify the minimum requirements
for the design, performance, testing, and certification of pow-
ered rescue tools and components.

1.1.2 This standard shall specify the requirements for
spreader, ram, cutter, and combination powered rescue tools.

1.1.3 This standard shall also specify the requirements for
cable assemblies, hose assemblies, and power unit compo-
nents for powered rescue tools.

1.1.4 This standard shall not specify any requirements for any
accessories for powered rescue tools or components.

1.1.5 This standard shall not be construed as addressing all of
the safety concerns, if any, associated with its use. It shall be
the responsibility of the persons and organizations that use
this standard to establish safety and health practices and deter-
mine the applicability of regulatory limitations prior to use of
this standard.

1.1.6 Nothing herein shall restrict any jurisdiction from
specifying powered rescue tool systems and components that
exceed the minimum requirements of this standard.

1.1.7 Nothing herein shall restrict any manufacturer from
producing powered rescue tools and components that exceed
the minimum requirements of this standard.

1.2 Purpose.

1.2.1 The purpose of this standard shall be to establish mini-
mum performance requirements for powered rescue tools
and components that are utilized by emergency services per-
sonnel to facilitate the extrication of victims from entrapment.

1.2.2 Controlled laboratory environmental and physical tests
are used to determine compliance with the performance re-
quirements of this standard only; however, such tests shall not
be deemed as establishing the performance levels of powered
rescue tools and components for all situations.

1.2.3 This standard is not intended to serve as a detailed
manufacturing or purchase specification but shall be permit-

ted to be referenced in purchase specifications as minimum
acceptable requirements.

1.3 Application.

1.3.1 This standard shall apply to the design, manufacturing,
and certification of newly manufactured powered rescue tools
and components.

1.3.2 The requirements of this standard shall not apply to
accessories that might be attached to powered rescue tools or
components.

1.3.3 This standard shall not apply to manually powered res-
cue tools and manually powered rescue tool components.

1.3.4 This standard shall not apply to small multipurpose
tools including, but not limited to, saws, drills, chisels, pry
bars, shoring systems, and similar tools.

1.3.5 This standard shall not apply to powered rescue tools
and components that are manufactured prior to the NFPA
effective date of this standard.

1.3.6 This standard shall not apply to powered rescue tools
that are manufactured in accordance with other specifications
or standards of other organizations.

1.4 Units.

1.4.1 Values for measurement in this standard are followed by
an equivalent in parentheses, but only the first stated value
shall be regarded as the requirement.

1.4.2 Equivalent values in parentheses shall not be consid-
ered as the requirement as these values are approximate.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 30, Flammable and Combustible Liquids Code, 2015 edi-
tion.

NFPA 1971, Standard on Protective Ensembles for Structural Fire
Fighting and Proximity Fire Fighting, 2013 edition.

2.3 Other Publications.

2.3.1 ANSI Publications. American National Standards Insti-
tute, Inc., 25 West 43rd Street, 4th floor, New York, NY 10036.

ANSI S12.36, Standard Survey Methods for the Determination of
Sound Pressure Levels of Noise Sources, 1990, revised 1997.

2.3.2 ISO Publications. International Organization for Stan-
dardization, 1, ch. de la Voie-Creuse, Case postale 56, CH-1211
Geneva 20, Switzerland.

ISO 9001, Quality management systems — requirements, 2008.

ISO/IEC 17011, General requirements for accreditation bodies
accrediting conformity assessment bodies, 2004.

ISOIEC 17025, General requirements for the competence of testing
and calibration laboratories, 2005.

ISO/IEC 17065, Conformity assessment — Requirements for bod-
ies certifying products, processes and services, 2012.
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2.3.3 UL Publications. Underwriters Laboratories Inc., 333
Pfingsten Road, Northbrook, IL 60062-2096.

UL 60745-1,Standard for — Safety — for Hand-Held Motor-
Operated Electric Tools - Safety - Part 1: General Requirements, 2007.

UL 969, Standard for Marking and Labeling Systems,1995, re-
vised 2008.

2.3.4 Other Publications.
Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-

Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections. (Re-
served)

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an orga-
nization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or mate-
rials, and by whose labeling the manufacturer indicates com-
pliance with appropriate standards or performance in a
specified manner.

3.2.4* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalu-
ation of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated stan-
dards or has been tested and found suitable for a specified
purpose.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard. An NFPA Standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable
for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix, annex, footnote, informational
note, or other means as permitted in the NFPA Manuals of
Style. When used in a generic sense, such as in the phrase

“standards development process” or “standards development
activities,” the term “standards” includes all NFPA Standards,
including Codes, Standards, Recommended Practices, and
Guides.

3.3 General Definitions.

3.3.1 Accessories. Those items that are attached to the pow-
ered rescue tool or to a component but are not necessary for
the rescue tool or component to meet the requirements of this
standard.

3.3.2 Cable Assembly. A powered rescue tool component
consisting of the power cable with all permanently attached
connectors that connect the powered rescue tool to the power
unit.

3.3.3 Certification. A system whereby a third-party certifica-
tion organization determines that a manufacturer has demon-
strated the ability to produce a product that complies with the
requirements of this standard, authorizes the manufacturer to
use a label on listed products that comply with the require-
ments of this standard, and establishes a follow-up program
conducted by the third-party certification organization as a
check on the methods the manufacturer uses to determine
continued compliance of labeled and listed products with the
requirements of this standard.

3.3.4 Combination Tool. A powered rescue tool that is ca-
pable of at least spreading and cutting.

3.3.5 Compliant. Verified as meeting or exceeding all appli-
cable requirements of this standard.

3.3.6 Components. See 3.3.28, Powered Rescue Tool Compo-
nents.

3.3.7 Continual. With respect to the testing of a powered res-
cue tool, a test sequence performed with pauses or interrup-
tions.

3.3.8 Continuous. With respect to the testing of a powered
rescue tool, a test sequence performed without any pauses or
interruptions for any purpose.

3.3.9 Creep. Unintended movement.

3.3.10 Cutter. A powered rescue tool with at least one mov-
able blade that is used to cut, shear, or sever material.

3.3.11 Cycle. See 3.3.25, Operational Cycle.

3.3.12 Dump Valve. A device on a power unit to redirect all of
the system flow to the reservoir.

3.3.13 Follow-Up Program. The sampling, inspections, tests,
or other measures conducted by the third-party certification
organization on a periodic basis to determine the continued
compliance of listed products that are being produced by the
manufacturer to the requirements of this standard.

3.3.14 Highest Pulling Force (HPF). The pulling force that is
achieved by the powered rescue tool while operating at the
rated system input at the position of the arms or piston where
the tool generates its greatest amount of force.

3.3.15 Highest Spreading Force (HSF). The spreading force
that is achieved by the powered rescue tool while operating at
the rated system input at the position of the arms or piston
where the tool generates its greatest amount of force.
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3.3.16 Hose Assembly. A powered rescue tool component
consisting of hose with all permanently attached fittings that
connect the powered rescue tool to the power unit.

3.3.17 HPF. See 3.3.14, Highest Pulling Force.

3.3.18 HSF. See 3.3.15, Highest Spreading Force.

3.3.19 Identical Rescue Tools. Powered rescue tools that are
produced to the same engineering and manufacturing speci-
fications.

3.3.20 Lowest Pulling Force (LPF). The pulling force that is
achieved by the powered rescue tool while operating at the
rated system input at the position of the arms or piston where
the tool generates its least amount of force.

3.3.21 Lowest Spreading Force (LSF). The spreading force
that is achieved by the powered rescue tool while operating at
the rated system input at the position of the arms or piston
where the tool generates its least amount of force.

3.3.22 LPF. See 3.3.20, Lowest Pulling Force.

3.3.23 LSF. See 3.3.21, Lowest Spreading Force.

3.3.24 Manufacturer. The entity that assembles the compli-
ant product and also maintains the certification.

3.3.25 Operational Cycle. The movement of the powered res-
cue tool from the fully closed or retracted position to the fully
open or extended position and returned to the fully closed or
retracted position.

3.3.26 Power Unit. A powered rescue tool component con-
sisting of a prime mover and the principal power output de-
vice used to power the rescue tool.

3.3.27 Powered Rescue Tool. A rescue tool that receives power
from the power unit component and generates the output forces
or energy used to perform one or more of the functions of
spreading, lifting, holding, crushing, pulling, or cutting.

3.3.28 Powered Rescue Tool Components. Cable assemblies,
hose assemblies, power units, hose reels, and remote valve
blocks. The individual parts that are assembled in a rescue tool
or component, such as seals, screws, valves, and switches, are
not themselves considered as components for the purposes of
this standard.

3.3.29 Prime Mover. Part of the power unit component; the
energy source that drives the principal power output device of
the power unit.

3.3.30 Product Label. A label or marking affixed to powered
rescue tools and components by the manufacturer containing
general information, care, maintenance, or similar data. This
product label is not the third-party certification organization’s
label, symbol, or identifying mark; however, the third-party
certification organization’s label, symbol, or identifying mark
is attached to it or part of it. (See also 3.2.3, Labeled.)

3.3.31 Pulling Force. The force to pull that is generated by a
powered rescue tool and that is measured or calculated at the
standard production pulling attachment points on the tool.

3.3.32 Ram. A powered rescue tool that has a piston or other
type extender that generates extending forces or both extend-
ing and retracting forces.

3.3.33 Rated System Input. The maximum input pressure/
electrical power at which the powered rescue tool is designed
to operate.

3.3.34 Rescue Tool. An abbreviation for powered rescue
tool.

3.3.35 Rescue Tool Components. See 3.3.28, Powered Rescue
Tool Components.

3.3.36 Spreader. A powered rescue tool that has at least one
movable arm that opens to move material.

3.3.37 Spreading Force. The force to push or pull that is gen-
erated by a spreader rescue tool and that is measured or calcu-
lated at the very tips of the spreader arms or ram.

3.3.38 System Input. The input pressure or electrical power
that the powered rescue tool is subjected to at any given mo-
ment.

3.3.39 Third-Party Certification Organization. An indepen-
dent third-party certification organization that determines
product compliance with the requirements of this standard
with a labeling/listing/follow-up program.

3.3.40 Tool. An abbreviation for powered rescue tool.

3.3.41 Vendor Confirmation. A written statement by the origi-
nal manufacturer of a component that states the specification
or performance range, or both, of the component.

Chapter 4 Certification

4.1 General.

4.1.1 The process of certification for product certification for
product as being compliant with NFPA 1936 shall meet the
requirements of Sections 4.1 through 4.4.

4.1.2 All products that are labeled as being compliant with
this standard shall meet or exceed all applicable requirements
specified in this standard and shall be certified by a third-party
certification organization.

4.1.3 All certifications shall be performed by a third-party
certification organization that meets at least the requirements
specified in Section 4.2, and that is accredited for powered
rescue tools in accordance with ISO/IEC 17065, Conformity
assessment — Requirements for bodies certifying products, processes
and services. The accreditation shall be issued by an accredita-
tion body operating in accordance with ISO/IEC 17011, Gen-
eral requirements for accreditation bodies accrediting conformity assess-
ment bodies.

4.1.4 Manufacturers shall not claim compliance with por-
tions or segments of the requirements of this standard and
shall not use the NFPA name or the name or identification of
this standard, NFPA 1936, in any statements about their re-
spective product(s) unless the product(s) is certified by a
third-party certification organization as compliant to this stan-
dard.

4.1.5 All compliant products shall be labeled and listed by a
third-party certification organization.

4.1.6 All compliant products shall also have a product label
that meets the requirements specified in Section 5.1.

4.1.7* The third-party certification organization’s label, sym-
bol, or identifying mark shall be part of the product label,
shall be attached to the product label, or shall be immediately
adjacent to the product label.
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4.1.8 The third-party certification organization shall not issue
any new verifications to the 2010 edition of this standard on or
after the NFPA effective date for the 2015 edition.

4.1.9 The third-party certification organization shall not per-
mit any manufacturer to continue to label any products that
are certified as compliant with the 2010 edition of this stan-
dard on or after July 1, 2015.

4.1.10 The third-party certification organization shall require
manufacturers to remove all certification labels and product
labels indicating compliance with the 2010 edition of this stan-
dard from all powered rescue tools and components that are
under the control of the manufacturer on July 1, 2015, and the
third-party certification organization shall verify this action is
taken.

4.2 Certification Program.

4.2.1* The third-party certification organization shall not be
owned or controlled by manufacturers or vendors of the prod-
uct being certified.

4.2.2 The third-party certification organization shall be pri-
marily engaged in certification work and shall not have a mon-
etary interest in the product’s ultimate profitability.

4.2.3 The third-party certification organization shall be ac-
credited for powered rescue tools in accordance with ISO/
IEC 17065, Conformity assessment — Requirements for bodies certify-
ing products, processes and services. The accreditation shall be
issued by an accreditation body operating in accordance with
ISO/IEC 17011, General requirements for accreditation bodies ac-
crediting conformity assessment bodies.

4.2.4 The third-party certification organization shall refuse to
certify products to this standard that do not comply with all
applicable requirements of this standard.

4.2.5* The contractual provisions between the third-party cer-
tification organization and the manufacturer shall specify that
product certification is contingent on compliance with all ap-
plicable requirements of this standard.

4.2.5.1 The third-party certification organization shall not of-
fer or confer any conditional, temporary, or partial product
conformance verifications.

4.2.5.2 Manufacturers shall not be authorized to use any la-
bel of or reference to the third-party certification organization
on products that are not compliant with all applicable require-
ments of this standard.

4.2.6* The third-party certification organization shall have
laboratory facilities and equipment available for conducting
proper tests to determine product compliance.

4.2.6.1 The third-party certification organization laboratory
facilities shall have a program in place and functioning for
calibration of all instruments, and procedures shall be in use
to ensure proper control of all testing.

4.2.6.2 The third-party certification organization laboratory
facilities shall follow good practice regarding the use of labo-
ratory manuals, form data sheets, documented calibration and
calibration routines, performance verification, proficiency
testing, and staff qualification and training programs.

4.2.7 The third-party certification organization shall require the
manufacturer to establish and maintain a quality assurance pro-
gram that meets the requirements of Section 4.4. The third-party
certification organization shall verify the manufacturer’s quality

assurance program to ensure that the quality assurance program
provides continued product compliance with this standard.

4.2.8 The third-party certification organization and the
manufacturer shall evaluate any changes affecting the design,
construction, or materials of the compliant product to deter-
mine its continued conformance to this standard.

4.2.9* The third-party certification organization shall have a
follow-up inspection program of the manufacturing facilities
of the compliant product with at least two random and unan-
nounced visits per 12-month period.

4.2.9.1 As part of the follow-up inspection program, the
third-party certification organization shall select sample com-
pliant product at random from the manufacturer’s produc-
tion line, from the manufacturer’s in-house stock, or from the
open market.

4.2.9.2 Sample product shall be evaluated by the third-party
certification organization to verify the product’s continued
compliance.

4.2.10 The third-party certification organization shall have in
place a series of procedures that address report(s) of situa-
tion(s) in which a compliant product is subsequently found to
be hazardous.

4.2.11 The third-party certification organization’s operating
procedures shall provide a mechanism for the manufacturer
to appeal decisions. The procedures shall include the presen-
tation of information from both sides of a controversy to a
designated appeals panel.

4.2.12 The third-party certification organization shall be in a
position to use legal means to protect the integrity of its name
and label. The name and label shall be registered and legally
defended.

4.3 Inspection and Testing.

4.3.1 For certification of product, the third-party certification
organization shall conduct both inspection and testing as
specified in this section.

4.3.2 All inspections, evaluations, conditioning, and testing for
product conformance verification shall be conducted by a third-
party certification organization’s testing laboratory that is accred-
ited in accordance with the requirements of ISO/IEC 17025,
General requirements for the competence of testing and calibration labora-
tories.

4.3.2.1 The third-party certification organization’s testing
laboratory’s scope of accreditation to ISO/IEC 17025, General
requirements for the competence of testing and calibration laboratories,
shall encompass testing of powered rescue tools.

4.3.2.2 The accreditation of a third-party certification organi-
zation’s testing laboratory shall be issued by an accreditation
body operating in accordance with ISO/IEC 17011, General
requirements for accreditation bodies accrediting conformity assess-
ment bodies.

4.3.3 Sampling levels for testing and inspection shall be es-
tablished by the third-party certification organization and the
manufacturer to ensure a reasonable and acceptable reliabil-
ity at a reasonable and acceptable confidence level that prod-
ucts certified to this standard are compliant, unless such sam-
pling levels are specified herein.
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4.3.4 Inspection by the third-party certification organization
shall include a review of all product labels to ensure that all
required label attachments, compliance statements, certifica-
tion statements, and other product information are at least as
specified for the products in Section 5.1.

4.3.5 Inspection by the third-party certification organization
shall include an evaluation of any symbols and pictorial graphic
representations used on product labels or in user information, as
permitted by 5.1.6 and 5.4.4, to ensure that the symbols are
clearly explained in the product’s user information package.

4.3.6 Inspection by the third-party certification organization
shall include a review of the user information required by Sec-
tion 5.4, User Information, to ensure that the information has
been developed and is available.

4.3.7 Inspection by the third-party certification organization
for determining compliance with the design requirements
specified in Chapter 6 shall be performed on whole or com-
plete products.

4.3.8 Testing to determine product compliance with the per-
formance requirements specified in Chapter 7 shall be con-
ducted by the third-party certification organization in accor-
dance with the specified testing requirements of Chapter 8.

4.3.8.1 Testing shall be performed on whole products.

4.3.8.2 The third-party certification organization shall also be
permitted to use specimens representative of materials and
components used in the actual construction of the product.

4.3.9 The third-party certification organization shall accept
from the manufacturer, for evaluation and testing for certifi-
cation, only products or product components that are the
same in every respect to the actual final product or product
component.

4.3.10 The third-party certification organization shall not al-
low any modifications, pretreatment, conditioning, or other
such special processes of the product or any product compo-
nent prior to the submission of the product or product com-
ponent for evaluation and testing by the third-party certifica-
tion organization.

4.3.11 The third-party certification organization shall not al-
low the substitution, repair, or modification, other than as spe-
cifically permitted herein, of any product or any product com-
ponent during testing.

4.3.12 The third-party certification organization shall not allow
test specimens that have been conditioned and tested for one
method to be reconditioned and tested for another test method
unless specifically permitted in the second test method.

4.3.13 Any change in the design, construction, or materials
of a compliant product shall necessitate new inspection and
testing to verify conformance to all applicable requirements of
this standard that the third-party certification organization de-
termines can be affected by such change. This certification
shall be conducted before labeling the modified product as
being compliant with this standard.

4.4 Manufacturer’s Quality Assurance Program.

4.4.1* The manufacturer shall be registered to ISO 9001, Quality
management systems — requirements.

4.4.2 The operation of the quality assurance program shall
evaluate and test compliant product production against this
standard to ensure production remains in compliance.

Chapter 5 Product Labeling and Information

5.1 Product Labeling Requirements.

5.1.1 All product labels for powered rescue tools and for power
unit components shall also meet the requirements specified in
Section 5.2, Powered Rescue Tools and Power Unit.

5.1.2 All product labels for cable assembly components and for
hose assembly components shall also meet the requirements
specified in Section 5.3, Cable Assembly and Hose Assembly.

5.1.3 On all product labels, the font size for the third-party cer-
tification organization’s label, symbol, or identifying mark and
the compliance statement shall be at least 2 mm (3⁄32 in.) high.

5.1.4 On all product labels, the font size for the itemized
information list that follows the compliance statement, includ-
ing any symbols, shall be at least 2 mm (3⁄32 in.) high.

5.1.5 All product labels shall have the text printed at least in
English.

5.1.6 All product labels shall be permitted to use symbols and
other pictorial graphic representations to supplement worded
statements on the product labels where those symbols and pic-
torial graphic representations are clearly explained in the user
information.

5.1.7 All product labels shall meet the requirements of UL 969,
Standard for Marking and Labeling Systems, for resistance to damage
from temperatures between −29°C and 71°C (−20°F and 160°F)
outdoor use, and exposure to oil, fuel, water, and the hydraulic
fluids used in the rescue tools.

5.1.8 In addition to 5.1.7, where any required product labels
are self-adhesive, the adhesion shall be applicable for the ad-
hered surface.

5.1.9 The powered rescue tool manufacturer shall provide
the country of manufacture in either the manual or on the
product label.

5.2 Powered Rescue Tools and Power Unit.

5.2.1 Each powered rescue tool and each power unit shall
have a product label permanently and conspicuously attached
to the tool or system.

5.2.2 Each product label shall have the third-party certifica-
tion organization’s label, symbol, or identifying mark and at
least the following compliance statement legibly printed on
the product label:

“THIS (insert “POWERED RESCUE TOOL” or
“POWER UNIT” as applicable) MEETS THE

REQUIREMENTS OF NFPA 1936, STANDARD ON
POWERED RESCUE TOOLS,2015 EDITION.

DO NOT REMOVE THIS LABEL”

5.2.3 The following information shall also be printed on the
product label following the compliance statement specified in
5.2.2:

(1) Manufacturer’s name, identification, or designation
(2) Product identification number, or lot number, or serial

number
(3) Month and year of manufacture (not coded)
(4) Model name, number, or design
(5) Rated system pressure, where applicable
(6) Manufacturer’s specified hydraulic fluid for power unit,

where applicable
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