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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints
and interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property, or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use
of, or reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to the accuracy or
completeness of any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent
judgment or, as appropriate, seek the advice of a competent professional in determining the exercise of
reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall
not be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.

REMINDER: UPDATING OF NFPA STANDARDS

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be
aware that these documents may be superseded at any time by the issuance of a new edition, may be
amended with the issuance of Tentative Interim Amendments (TIAs), or be corrected by Errata. It is
intended that through regular revisions and amendments, participants in the NFPA standards
development process consider the then-current and available information on incidents, materials,
technologies, innovations, and methods as these develop over time and that NFPA Standards reflect
this consideration. Therefore, any previous edition of this document no longer represents the current
NFPA Standard on the subject matter addressed. NFPA encourages the use of the most current edition
of any NFPA Standard [as it may be amended by TIA(s) or Errata] to take advantage of current
experience and understanding. An official NFPA Standard at any point in time consists of the current
edition of the document, including any issued TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or
corrected by Errata, visit the “Codes & Standards” section at www.nfpa.org.

Full document details: NFPA 1970 2025

http://www.nfpa.org/docinfo
http://www.nfpa.org
http://www.avadocuments.com/doc/nfpa-1970-2025
http://www.avadocuments.com/doc/nfpa-1970-2025


ADDITIONAL IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that these
documents may be superseded at any time by the issuance of a new edition, may be amended with the issuance of Tentative
Interim Amendments (TIAs), or be corrected by Errata. It is intended that through regular revisions and amendments,
participants in the NFPA standards development process consider the then-current and available information on incidents,
materials, technologies, innovations, and methods as these develop over time and that NFPA Standards reflect this
consideration. Therefore, any previous edition of this document no longer represents the current NFPA Standard on the
subject matter addressed. NFPA encourages the use of the most current edition of any NFPA Standard [as it may be amended
by TIA(s) or Errata] to take advantage of current experience and understanding. An official NFPA Standard at any point in
time consists of the current edition of the document, including any issued TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or corrected by Errata, visit the
“Codes & Standards” section at www.nfpa.org.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and shall not
be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in
connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for determining the validity of
any such patent rights, as well as the risk of infringement of such rights, and the NFPA disclaims liability for the infringement
of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may require use of an
invention covered by patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such
patent rights constitute or include essential patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent
Policy, a patent holder has filed a statement of willingness to grant licenses under these rights on reasonable and
nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of such filed statements can be
obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, by the
publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with
applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe
practices and methods. By making these documents available for use and adoption by public authorities and private users, the
NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, and
changes desired by the adopting authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the NFPA (Attention: Secretary,
Standards Council) in writing of such use. For technical assistance and questions concerning adoption of NFPA Standards,
contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA procedures
governing its codes and standards development process, including information on the procedures for requesting Formal
Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to NFPA standards during regular
revision cycles, should be sent to NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA, 1
Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: stds_admin@nfpa.org.

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be viewed at
no cost at www.nfpa.org/docinfo.
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NFPA® 1970

Standard on

Protective Ensembles for Structural and Proximity Firefighting, Work
Apparel, Open-Circuit Self-Contained Breathing Apparatus (SCBA) for

Emergency Services, and Personal Alert Safety Systems (PASS)

2025 Edition

This edition of NFPA 1970, Standard on Protective Ensembles for Structural and Proximity Firefighting,
Work Apparel, Open-Circuit Self-Contained Breathing Apparatus (SCBA) for Emergency Services, and Personal
Alert Safety Systems (PASS), was prepared by the Technical Committee on Structural and Proximity
Firefighting Protective Clothing and Equipment, and acted on by the NFPA membership during the
2024 NFPA Technical Meeting held June 20, 2024. It was issued by the Standards Council on August
29, 2024, with an effective date of September 18, 2024.

This document has been amended by one or more Tentative Interim Amendments (TIAs) and/or
Errata. See “Codes & Standards” at www.nfpa.org for more information.

This edition of NFPA 1970 was approved as an American National Standard on September 18,
2024.

Origin and Development of NFPA 1970

The first edition of NFPA 1970 consolidates four standards — NFPA 1971, Standard on Protective
Ensembles for Structural Firefighting and Proximity Firefighting; NFPA 1975, Standard on Emergency Services
Work Apparel; NFPA 1981, Standard on Open-Circuit Self-Contained Breathing Apparatus (SCBA) for
Emergency Services; and NFPA 1982, Standard on Personal Alert Safety Systems (PASS) — as part of the
emergency response and responder safety (ERRS) document consolidation project (nfpa.org/errs),
which was approved by the NFPA Standards Council in April 2019.

NFPA 1970 comprises four chapters of general information and requirements applicable to the
entire standard and four sets of five chapters applicable to each product type. Chapter 1 establishes
administrative guidance for the entire standard, including an application statement in Section 1.3
that assists users with locating the specific content from each of the combined standards. Product-
specific administrative information is found in the first chapter that applies to each product type
(Chapters 5, 10, 15, and 20). Chapter 2 contains a list of all mandatory references, and Chapter 3
contains all definitions. Chapter 4 combines the certification requirements that are common to all
product types, while the unique certification requirements for each product type are in dedicated
chapters (Chapters 5, 10, 15, and 20).

The requirements for structural and proximity firefighting protective ensembles are in Chapters 5
through 9. Throughout the development of this edition, there was a determined focus on protection
against exposure to hazardous substances and contamination, including new requirements for
restricted substances, ease of cleaning, and ease of helmet disassembly for cleaning. Further,
performance criteria and a test method for evaporative resistance (breathability) were added for
certain ensemble elements to promote better cooling in warm environments. Liquid and particulate
protection was applied to garments instead of ensembles, particulate protection was made
mandatory for structural firefighting hoods, and a new liquid barrier test replaced the bacterial
resistance test for garments. Glove sizing was revised to allow for better fit for women. In addition,
there were many general improvements and clarifications throughout these chapters.

The requirements for emergency services work apparel are in Chapters 10 through 14. No
significant changes over the last edition of NFPA 1975 were made.

The requirements for open-circuit self-contained breathing apparatus are in Chapters 15 through
19. Some of the changes over the last edition of NFPA 1981 include the addition of cleaning
instructions in manufacturer information to complement those for textiles, new requirements to
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ensure that wired connections are compatible with PASS devices, and updated EOSTI activation pressures and HUD interface
icons.

The requirements for personal alert safety systems (PASS) are in Chapters 20 through 24. Some of the changes over the last
edition of NFPA 1982 include revised label requirements to decrease the label font size to align with that for radios, a new
allowance to provide user information digitally, and many improvements to clarity and consistency.

Finally, a tremendous accomplishment for this edition came through the Hazardous Locations Harmonization Task Group,
which included committee members from the technical committees responsible for NFPA 1970 and NFPA 1930. The task
group was able to align the requirements for nonincendive and intrinsically safe electronic equipment and systems worn or
carried by firefighters, including protective clothing, SCBA, PASS devices, and portable radios.
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COMMITTEE PERSONNEL 1970-3

2025 Edition

Correlating Committee on Fire and Emergency Services Protective Clothing and Equipment

Rick L. Swan, Chair
International Association of Fire Fighters (IAFF), OR [L]

Jason L. Allen, Intertek Testing Services, NY [RT]
James B. Area, Chimera Enterprises International, MD [SE]
Joseph Arrington, San Antonio Fire Department, TX [U]
Roger L. Barker, North Carolina State University, NC [SE]
Cristine Z. Fargo, International Safety Equipment Association, VA
[M]
Edmund Farley, Pittsburgh Bureau of Fire, PA [E]
Diane B. Hess, PBI Performance Products, Inc., NC [M]
Thomas M. Hosea, US Department of the Navy, FL [RT]
Ronald Johnston, Superior Products, OH [M]

Rep. Compressed Gas Association
Jeff Legendre, Northborough Fire Department, MA [U]
Karen E. Lehtonen, LION Group, Inc., OH [M]
David G. Matthews, Fire & Industrial (PPE) Ltd., United Kingdom
[SE]

Rep. International Standards Organization
Benjamin Mauti, Globe Manufacturing/Mine Safety Appliances
Company, PA [M]

Michael F. McKenna, Michael McKenna & Associates, LLC, CA [SE]
Douglas Menard, Boston Fire Department, MA [U]
John H. Morris, 3M Company, GA [M]
Amanda H. Newsom, UL LLC, NC [RT]
Stephen R. Sanders, ASTM/Safety Equipment Institute (SEI), VA
[RT]
Jeffrey O. Stull, International Personnel Protection, Inc., TX [M]
Jonathan V. Szalajda, National Institute for Occupational Safety &
Health, PA [E]
Robert D. Tutterow, Jr., Fire Industry Education Resource
Organization (FIERO), NC [U]

Rep. NFPA Fire Service Section
William A. Van Lent, Veridian Ltd., Inc., IA [M]

Rep. Fire & Emergency Manufacturers & Services Association
Bruce H. Varner, BHVarner & Associates, AZ [M]

Rep. International Fire Service Training Association
Dick Weise, Los Angeles County Fire Department/SAFER, CA [U]
Harry P. Winer, HIP Consulting LLC, MA [SE]

Alternates

David T. Bernzweig, Ohio Association of Professional Fire Fighters
(OAPFF), OH [L]

(Alt. to Rick L. Swan)
Louis Carpentier, Innotex Inc., Canada [M]

(Alt. to William A. Van Lent)
Robin B. Childs, US Department of Defense, VA [E]

(Voting Alternate)
Daniel Glucksman, International Safety Equipment, VA [M]

(Alt. to Cristine Z. Fargo)
Thomas S. Martin, Responder Solutions, LLC, AZ [SE]

(Alt. to Michael F. McKenna)
Judge W. Morgan, 3M Scott Safety, NC [M]

(Alt. to John H. Morris)
Gary L. Neilson, Sparks, NV [U]

(Alt. to Robert D. Tutterow, Jr.)
Jeffrey Peterson, National Institute for Occupational Safety &
Health (NIOSH), PA [E]

(Alt. to Jonathan V. Szalajda)

Kevin M. Roche, Facets Consulting, AZ [M]
(Alt. to Bruce H. Varner)

Russell Shephard, Australasian Fire & Emergency Service
Authorities Council, Australia [SE]

(Alt. to David G. Matthews)
Grace G. Stull, International Personnel Protection, Inc., TX [M]

(Alt. to Jeffrey O. Stull)
Marco Tekelenburg, Mine Safety Appliance Company, PA [M]

(Alt. to Benjamin Mauti)
Robin Tutor, UL LLC, NC [RT]

(Alt. to Amanda H. Newsom)
Jian Xiang, The DuPont Company, Inc., VA [M]

(Alt. to Diane B. Hess)

Nonvoting

Christina M. Baxter, Emergency Response Tips, LLC, FL [U]
Rep. TC on Hazardous Materials PC&E

Jeremy Metz, West Metro Fire Rescue, CO [U]
Rep. TC on Special Operations PC&E

Brian Montgomery, National Institute of Standards and Technology
(NIST), MD [RT]

Rep. Tactical and Technical Operations Respiratory Protection
Equipment

Jay L. Tarley, National Institute for Occupational Safety & Health,
WV [E]

Rep. TC on Wildland Fire Fighting PC&E
Tim W. Tomlinson, Addison Fire Department, TX [C]

Rep. TC on Structural and Proximity Fire Fighting PC&E

Barry Chase, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition.
Since that time, changes in the membership may have occurred. A key to classifications is found at the
back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of
the Association or any document developed by the committee on which the member serves.
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Committee Scope: This Committee shall have primary responsibility for documents on the
design, performance, testing, and certification of protective clothing and protective
equipment manufactured for fire and emergency services organizations and personnel, to
protect against exposures encountered during emergency incident operations. This
Committee shall also have the primary responsibility for documents on the selection, care,
and maintenance of such protective clothing and protective equipment by fire and
emergency services organizations and personnel.
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Technical Committee on Electronic Safety Equipment

Chris Spoons, Secretary
Westmont Fire Department, IL [C]

Kamil Agi, K&A Wireless, LLC, NM [SE]
Albert J. Bahri, Yellowhead County Fire Department, Canada [U]
Marcus Berney-Smith, Draeger Safety Ltd. UK, United Kingdom
[M]
Joseph Francis Brooks, Boston Fire Department, MA [L]

Rep. International Association of Fire Fighters
John P. Campman, Grace Industries, Inc., PA [M]
Louis Chavez, UL LLC, IL [RT]
Jeffrey Curtis Cook, Tomball Fire Rescue, TX [E]
Lorenzo Cruger, BK Technologies, FL [M]
Michelle Donnelly, National Institute of Standards & Technology
(NIST), MD [RT]
Dan Ericson, L3Harris Corporation , NH [M]
William Forsyth, USDA Forest Service, ID [RT]
Craig Gestler, Mine Safety Appliances Company, PA [M]
Collin Grove, Cincinnati Fire Department, OH [U]
Wayne C. Haase, Summit Safety, Inc., IN [M]
Don Herbert, Independence Township Fire Department, MI [U]
Michael C. Hussey, Jackson County Fire District 3, OR [U]

David A. Little, Johns Creek, GA [SE]
Gary McCarraher, FirstNet Authority, VA [C]
Michael F. McKenna, Michael McKenna & Associates, LLC, CA [SE]
Chad A. Morey, Intertek Testing Services, NY [RT]
John H. Morris, 3M Company, GA [M]
Joseph Namm, Motorola Solutions, FL [M]
Michael P. Quinn, Fire Department City of New York (FDNY), NY
[U]
John Rehayem, Otto Engineering, IL [M]
Christopher M. Sampl, Fairfax County Fire & Rescue Department,
VA [U]
Stephen R. Sanders, ASTM/Safety Equipment Institute (SEI), VA
[RT]
Angelina Seay, JVCKenwood, GA [M]
William Storti, San Francisco Fire Department, CA [U]
Gerry W. Tarver, Tulsa Fire Department, OK [C]
Jon Turner, Avon Protection, United Kingdom [M]
Bruce H. Varner, BHVarner & Associates, AZ [SE]

Alternates

Jason L. Allen, Intertek Testing Services, NY [RT]
(Alt. to Chad A. Morey)

Adrien Birbaumer, Bullard, Switzerland [M]
(Voting Alt.)

Matthew Cnudde, USDA Forest Service, ID [RT]
(Alt. to William Forsyth)

Dan Ericson, L3Harris Corporation, NH [M]
(Voting Alternate)

Bill Frank, MSA Safety, PA [M]
(Alt. to Craig Gestler)

Zachary Stephen Haase, Summit Safety, Inc., MA [M]
(Alt. to Wayne C. Haase)

Chuck Jaris, Motorola Solutions Inc., IL [M]
(Alt. to Joseph Namm)

Paul T. Kelly, UL LLC, IL [RT]
(Alt. to Louis Chavez)

Scott Kraut, Fairfax County Fire and Rescue, VA [U]
(Alt. to Christopher M. Sampl)

Mark A. Kroll, Lebanon Fire District, OR [U]
(Alt. to Michael C. Hussey)

Barry Leitch, FirstNet, CO [C]
(Alt. to Gary McCarraher)

Kevin D. Lentz, Grace Industries, Inc., TX [M]
(Alt. to John P. Campman)

Kevin M. Roche, Facets Consulting, AZ [SE]
(Alt. to Bruce H. Varner)

James A. Rose, Safety Equipment Institute, VA [RT]
(Alt. to Stephen R. Sanders)

Matthew Shannon, 3M Company, NC [M]
(Alt. to John H. Morris)

Clinton Smith, ASI Consulting Group, NY [SE]
(Voting Alt.)

David P. Stoddard, Michael McKenna & Associates, LLC, CA [SE]
(Alt. to Michael F. McKenna)

Achim Volmer, Draeger Safety AG & Co. KGaA, Germany [M]
(Alt. to Marcus Berney-Smith)

Magnus Warle, Teledyne Flir, Sweden [M]
(Voting Alt.)

Thomas Williams, Avon Protection, Great Britain [M]
(Alt. to Jon Turner)

Ken Holland, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition.
Since that time, changes in the membership may have occurred. A key to classifications is found at the
back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of
the Association or any document developed by the committee on which the member serves.

Committee Scope: This committee shall have primary responsibility for documents on the
design, performance, testing, and certification of electronic safety equipment used by fire
and emergency services personnel during emergency incident operations, and shall also
have primary responsibility for documents on the selection, care, and maintenance of
electronic safety equipment.
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Technical Committee on Respiratory Protection Equipment
David T. Bernzweig, Ohio Association of Professional Fire Fighters
(OAPFF), OH [L]
Jason Blackman, Harris County Emergency Service District 13, TX
[E]
Michael J. Brookman, Averil Partners, CT [SE]
Corey Butler, US Department of the Interior, CO [E]
Mark Ciampaglio, US Army- Edgewood Chemical Biological Center
(ECBC), MD [RT]
David A. Cook, First Responder Network Authority (FirstNet), NY
[U]
David E. Cowgill, ATOR Labs, FL [RT]
Brian H. Cox, Clovis, CA [SE]
Don Graylan Crafford, Thomasville Fire Department, NC [E]
William Dickson, Bauer Compressors, Inc., VA [M]
Joseph W. Domitrovich, US Department of Agriculture, MT [RT]
Michelle Donnelly, National Institute of Standards & Technology
(NIST), MD [RT]
Robin R. Gainey, Jacksonville Fire Rescue Department, FL [L]

Rep. International Association of Fire Fighters
Ed Golla, TRI/Air Testing, TX [RT]
Ronald Johnston, Superior Products, OH [M]

Rep. Compressed Gas Association
Kevin D. Lentz, Grace Industries, Inc., TX [M]
Jamie Little, Rescue Intellitech, VA [M]
Michael McCarthy, Boston Fire Department, MA [U]

Tom Mooney, Redmond Fire & Rescue, OR [E]
Chad A. Morey, Intertek Testing Services, NY [RT]
Judge W. Morgan, 3M Scott Safety, NC [M]
Kory Mullin, Clovis Fire Department, CA [U]
Vincent Mulray, Philadelphia Fire Department, PA [E]
Darrin Nelson, Shawnee Fire Department, KS [U]
Amanda H. Newsom, UL LLC, NC [RT]
Matthew D. Pederson, Interspiro, Inc., WI [M]
Kenneth A. Pravetz, City of Virginia Beach Fire Department, VA [U]
Bryan Profit, Portland Fire & Rescue, OR [L]
Daniel N. Rossos, Oregon Department of Public Safety Standards &
Training, OR [E]
Stephen R. Sanders, ASTM/Safety Equipment Institute (SEI), VA
[RT]
Robert Sell, Draeger, Inc., PA [M]
Robert M. Sobocienski, Fire Department of New York City (FDNY),
NY [U]
Nick Sooter, North Charleston Fire Department, SC [U]
Kirk Speier, Fairfax County Fire and Rescue, VA [U]
Trevor L. Steedman, Palm Beach Shores Fire Department, FL [E]
Marco Tekelenburg, Mine Safety Appliance Company, PA [M]
Mark Trudgeon, Luxfer Gas Cylinders, CA [M]
Albert Yanagisawa, Los Angeles County Fire Department, CA [U]

Alternates

Jason L. Allen, Intertek Testing Services, NY [RT]
(Alt. to Chad A. Morey)

Hans O. Almqvist, Createc Consulting LLC, CT [SE]
(Alt. to Michael J. Brookman)

Adam Bilger, Mine Safety Appliance Company (MSA), PA [M]
(Alt. to Marco Tekelenburg)

Ryan Brubaker, Clovis Fire Department, CA [U]
(Alt. to Kory Mullin)

John P. Campman, Grace Industries, Inc., PA [M]
(Alt. to Kevin D. Lentz)

Robin B. Childs, US Department of Defense [E]
(Voting Alternate)

Patrick B. Droppleman, Ocenco, Inc./ Interspiro Inc., WI [M]
(Alt. to Matthew D. Pederson)

Heidi Foust, National Institute for Occupational Safety & Health
(NIOSH), PA [E]

(Voting Alternate)
Fletcher James Fulgham, Virginia Beach Fire Department, VA [U]

(Alt. to Kenneth A. Pravetz)
David V. Haston, US Department of Agriculture, ID [RT]

(Alt. to Joseph W. Domitrovich)
George Hoppe, Jr., Bauer Compressors, Inc., VA [M]

(Alt. to William Dickson)
Mark Huehn, Fairfax County Fire and Rescue, VA [U]

(Alt. to Kirk Speier)

Christopher P. James, UL LLC, NC [RT]
(Alt. to Amanda H. Newsom)

Robert T. Kennedy, Philadelphia Fire Department, PA [E]
(Alt. to Vincent Mulray)

Thomas A. Korb, Avon Protection PLC, OH [M]
(Voting Alternate)

Gary McCarraher, FirstNet Authority, VA [U]
(Alt. to David A. Cook)

Douglas Menard, Boston Fire Department, MA [U]
(Alt. to Michael McCarthy)

Sara Rathbun, Los Angeles County Fire Department, CA [U]
(Alt. to Albert Yanagisawa)

John M. Rawie, Shawnee Fire Department, KS [U]
(Alt. to Darrin Nelson)

Maria Sandoval, Trace Analytics LLC, TX [RT]
(Voting Alternate)

Kenneth Scanlon, Fire Department of New York City (FDNY), NY
[U]

(Alt. to Robert M. Sobocienski)
Matthew Shannon, 3N Company, NC [M]

(Alt. to Judge W. Morgan)
Steven Stein, Columbus Division of Fire, OH [L]

(Alt. to David T. Bernzweig)

Barry Chase, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition.
Since that time, changes in the membership may have occurred. A key to classifications is found at the
back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of
the Association or any document developed by the committee on which the member serves.
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Committee Scope: This Committee shall have primary responsibility for documents on
respiratory equipment, including breathing air, for fire and emergency services personnel
during incidents involving hazardous or oxygen deficient atmospheres. This Committee shall
also have primary responsibility for documents on the selection, care, and maintenance of
respiratory protection equipment and systems by fire and emergency services organizations
and personnel.
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Technical Committee on Special Operations Protective Clothing and Equipment

Jeremy Metz, Chair
West Metro Fire Rescue, CO [U]

Karen E. Lehtonen, Secretary
LION Group, Inc., OH [M]

Jason L. Allen, Intertek Testing Services, NY [RT]
Joseph Arrington, San Antonio Fire Department, TX [U]
Richard J. Broccolo, Orange County Fire Rescue, FL [U]
Paul Dacey, W. L. Gore & Associates, Inc., MD [M]
Keith B. Dempsey, City of Dalton Fire Department, GA [C]
Josh Farris, Central Pierce Fire and Rescue, WA [U]
Richard Garber, Anne Arundel County Fire Department, PA [U]

Rep. Lancaster County
Diane B. Hess, PBI Performance Products, Inc., NC [M]
Thomas Howard, New York Division of Homeland Security &
Emergency Services, NY [E]
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and
Disclaimers Concerning NFPA Standards.” They can also be viewed
at www.nfpa.org/disclaimers or obtained on request from NFPA.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions of
NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta‐
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with all TIAs and Errata in effect. To verify that this document is the
current edition or to determine if it has been amended by TIAs or
Errata, please consult the National Fire Codes® Subscription Service
or the “List of NFPA Codes & Standards” at www.nfpa.org/docinfo.
In addition to TIAs and Errata, the document information pages also
include the option to sign up for alerts for individual documents and
to be involved in the development of the next edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material on
the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. Extracted text may be edited for consistency and
style and may include the revision of internal paragraph refer‐
ences and other references as appropriate. Requests for inter‐
pretations or revisions of extracted text shall be sent to the
technical committee responsible for the source document.

Information on referenced and extracted publications can
be found in Chapter 2 and Annex H.

Chapter 1   Administration

1.1 Scope.

1.1.1*   This standard provides minimum design, performance,
testing, and certification requirements for the following:

(1) New structural and proximity firefighting protective
ensembles and ensemble elements that include coats,
trousers, coveralls, helmets, gloves, footwear, and hoods,
which further include optional requirements for struc‐
tural firefighting protective garments and proximity fire‐
fighting garments that provide limited protection from
liquid and particulate hazards

(2) New nonprimary work apparel and individual garments
composing work apparel, which further include optional
requirements for the following where such options are

specified or claimed to be used in the construction of
work apparel:

(a) Flame resistance
(b) Water resistance
(c) Insect repellency

(3) New compressed breathing air open-circuit self-contained
breathing apparatus (SCBA) and compressed breathing
air combination open-circuit self-contained breathing
apparatus and supplier air respirators (SCBA/SARs)

(4) New personal alert safety systems (PASS) for emergency
services personnel that include stand-alone PASS, integra‐
ted PASS, and RF PASS in addition to PASS or RF PASS
devices certified to an earlier edition of NFPA 1982 that
incorporate parts, components, or software to meet the
2025 edition of NFPA 1970

1.1.1.1   This standard provides minimum design, perform‐
ance, testing, and recognition requirements for new compo‐
nents that are utilized to construct structural and proximity
firefighting ensembles and ensemble elements and nonprimary
work apparel.

1.1.2   This standard shall also specify requirements for the
thermal stability of textiles used in the construction of work
apparel.

1.1.3   This standard shall also specify minimum requirements
for the design, performance, and testing of replacement parts,
components, and add-on accessories for SCBA and combina‐
tion SCBA/SARs certified as compliant to earlier editions of
NFPA 1981.

1.1.4   Nothing herein shall restrict any jurisdiction or manu‐
facturer from exceeding these minimum requirements.

1.2 Purpose.

1.2.1   The purpose of this standard is to specify minimum
requirements for the following:

(1) Establishing minimum levels of protection for firefighting
personnel assigned to fire department operations, includ‐
ing but not limited to structural firefighting, proximity
firefighting, rescue, emergency medical, and other emer‐
gency first responder functions

(2) Providing emergency services personnel with work appa‐
rel that will not contribute to burn injury severity, which
further establishes the following:

(a) Optional flame resistance requirements and tests to
verify the flame resistance of textiles where the
authority having jurisdiction specifies the use of
flame-resistant textiles for the construction of work
apparel, or where the manufacturer represents work
apparel textiles as flame resistant

(b) Optional liquid resistance requirements and tests to
verify the liquid resistance of textiles where the
authority having jurisdiction specifies the use of
liquid-resistant textiles for the construction of work
apparel, or where the manufacturer represents work
apparel textiles as having liquid-resistant properties

(c) Optional insect repellency requirements and tests
to verify the insect repellency of textiles where the
authority having jurisdiction specifies the use of
insect-repellent textiles for the construction of work
apparel, or where the manufacturer represents work
apparel textiles as having insect-repellent properties
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(3) Establishing minimum levels of protection for emergency
services personnel from atmospheres that are categorized
as immediately dangerous to life and health (IDLH)

(4) Establishing minimum requirements for PASS that are
intended for use by emergency services personnel during
emergency operations and that emit an audible signal to
summon aid in the event the user becomes incapacitated
or needs assistance, which further establishes minimum
requirements for the following:

(a) Optional RF PASS that are capable of transmitting
an alarm signal and receiving an evacuation alarm
via an RF signal

(b) The base station used in optional RF PASS for the
receipt of an alarm signal and the transmission of
an evacuation alarm via an RF signal

1.2.2   This standard shall not be intended to serve as a detailed
manufacturing or purchasing specification but shall be permit‐
ted to be referenced in purchase specifications as minimum
requirements.

1.2.3*   This standard shall address optional, nonmandatory
testing for full structural and proximity firefighting protective
ensembles in different areas of overall systems performance as
addressed in Annex G.

1.3* Application.   This standard shall be applied as follows:

(1) Chapters 1 through 9 and Annexes A, B, G, and H consti‐
tute NFPA 1971.

(2) Chapters 1 through 4, 10 through 14, and Annexes A, C,
and H constitute NFPA 1975.

(3) Chapters 1 through 4, 15 through 19, and Annexes A, D,
and H constitute NFPA 1981.

(4) Chapters 1 through 4, 20 through 24, and Annexes A, E,
F, and H constitute NFPA 1982.

1.4 Units.

1.4.1   In this standard, values for measurement are followed by
an equivalent in parentheses, but only the first stated value
shall be regarded as the requirement.

1.4.2   Equivalent values in parentheses shall not be considered
as the requirement, as these values are approximate.

Chapter 2   Referenced Publications

2.1 General.   The documents or portions thereof listed in this
chapter are referenced within this standard and shall be
considered part of the requirements of this document.

2.2 NFPA Publications.   National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 1550, Standard for Emergency Responder Health and Safety,
2024 edition.

NFPA 1802, Standard on Two-Way, Portable RF Voice Communica‐
tions Devices for Use by Emergency Services Personnel in the Hazard
Zone, 2021 edition.

NFPA 1851, Standard on Selection, Care, and Maintenance of
Protective Ensembles for Structural Fire Fighting and Proximity Fire
Fighting, 2020 edition.

NFPA 1852, Standard on Selection, Care, and Maintenance of
Open-Circuit Self-Contained Breathing Apparatus (SCBA), 2019
edition.

NFPA 1951, Standard on Protective Ensembles for Technical Rescue
Incidents, 2020 edition.

NFPA 1972, Helmets for Structural Fire Fighting, 1992 edition
(withdrawn).

NFPA 1973, Gloves for Structural Fire Fighting, 1993 edition
(withdrawn).

NFPA 1974, Protective Footwear for Structural Fire Fighting, 1992
edition (withdrawn).

NFPA 1976, Standard on Protective Ensemble for Proximity Fire
Fighting, 2000 edition (withdrawn).

NFPA 1989, Standard on Breathing Air Quality for Emergency
Services Respiratory Protection, 2019 edition.

NFPA 2500, Standard for Operations and Training for Technical
Search and Rescue Incidents and Life Safety Rope and Equipment for
Emergency Services, 2022 edition.

2.3 Other Publications.

2.3.1 AAMI Publications.   Association for the Advancement of
Medical Instrumentation, 901 N. Glebe Road, Suite 300, Arling‐
ton, VA 22203.

ANSI/AAMI PB70, Liquid barrier performance and classification
of protective apparel and drapes intended for use in health care facili‐
ties, 2012.

2.3.2 AATCC Publications.   American Association of Textile
Chemists and Colorists, P.O. Box 12215, Research Triangle
Park, NC 27709.

AATCC LP1, Home Laundering: Machine Washing, 2021.

AATCC TM35, Test Method for Water Resistance: Rain Test,
2018e2.

AATCC TM42, Test Method for Water Resistance: Impact Penetra‐
tion Test, 2017e.

AATCC TM61, Test Method for Colorfastness to Laundering:
Accelerated, 2013, reaffirmed 2020.

AATCC TM70, Test Method for Water Repellency: Tumble Jar
Dynamic Absorption Test, 2015, reaffirmed 2020.

AATCC TM127, Test Method for Water Resistance: Hydrostatic
Pressure, 2018.

AATCC TM135, Test Method for Dimensional Changes of Fabrics
after Home Laundering, 2018.

AATCC TM158, Test Method for Dimensional Changes on
Drycleaning in Perchloroethylene: Machine Method, 2016e.

2.3.3 AFPS Publications.   German Product Safety Committee
(Ausschuss für Produktsicherheit, AfPS), Federal Institute for
Occupational Safety and Health (BAuA), Postbox 17 02 02,
D-44061 Dortmund, Germany.

AfPS GS 2019:01, Testing and assessment of Polycyclic Aromatic
Hydrocarbons (PAHs) in the awarding of GS Marks — Specification
pursuant to Article 21 (1) No. 3 of the Product Safety Act (ProdSG),
2020.
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2.3.4 ASA Publications.   Acoustical Society of America,
1305 Walt Whitman Road, Suite 110, Melville, NY 11747-4300.

ANSI/ASA S1.4, Specification for Sound Level Meters, 1983, reaf‐
firmed 2006.

ANSI/ASA S1.13, Measurement of Sound Pressure Levels in Air,
2020.

ANSI/ASA S3.2, Method for Measuring the Intelligibility of Speech
Over Communication Systems, 2020.

2.3.5* ASTM Publications.   ASTM International, 100 Barr
Harbor Drive, P.O. Box C700, West Conshohocken, PA
19428-2959.

ASTM A666, Standard Specification for Annealed or Cold-Worked
Austenitic Stainless Steel Sheet, Strip, Plate, and Flat Bar, 2015.

ASTM B117, Standard Practice for Operating Salt Spray (Fog)
Apparatus, 2019.

ASTM B152/B152M, Specification for Copper Sheet, Strip Plate,
and Rolled Bar, 2019.

ASTM D471, Standard Test Method for Rubber Property — Effect
of Liquids, 2016a, reapproved 2021.

ASTM D737, Standard Test Method for Air Permeability of Textile
Fabrics, 2018.

ASTM D751, Standard Test Methods for Coated Fabrics, 2019.

ASTM D975, Standard Specification for Diesel Fuel, 2021.

ASTM D1003, Standard Test Method for Haze and Luminous
Transmittance of Transparent Plastics, 2021.

ASTM D1683/D1683M, Standard Test Method for Failure in
Sewn Seams of Woven Fabrics, 2017, reapproved 2018.

ASTM D1776/D1776M, Standard Practice for Conditioning and
Testing Textiles, 2020.

ASTM D1777, Standard Test Method for Thickness of Textile Mate‐
rials, 1996, reapproved 2019.

ASTM D3359, Standard Test Methods for Rating Adhesion by Tape
Test, 2017.

ASTM D3776/D3776M, Standard Test Methods for Mass Per
Unit Area (Weight) of Fabric, 2020.

ASTM D3940, Standard Test Method for Bursting Strength (Load)
and Elongation of Sewn Seams of Knit or Woven Stretch Textile
Fabrics, 1983.

ASTM D4157, Standard Test Method for Abrasion Resistance of
Textile Fabrics (Oscillatory Cylinder Method), 2013, reapproved
2017.

ASTM D4966, Standard Test Method for Abrasion Resistance of
Textile Fabrics (Martindale Abrasion Test Method), 2012, reap‐
proved 2016.

ASTM D5034, Standard Test Method for Breaking Strength and
Elongation of Textile Fabrics (Grab Test), 2021.

ASTM D5035, Standard Test Method for Breaking Force and Elon‐
gation of Textile Fabrics (Strip Method), 2011, reapproved 2019.

ASTM D5169, Standard Test Method for Shear Strength (Dynamic
Method) of Hook and Loop Touch Fasteners, 1998, reapproved
2021.

ASTM D5170, Standard Test Method for Peel Strength (“T”
Method) of Hook and Loop Touch Fasteners, 1998, reapproved
2021.

ASTM D5587, Standard Test Method for the Tearing Strength of
Fabrics by Trapezoid Procedure, 2015, reapproved 2019.

ASTM D6413/D6413M, Standard Test Method for Flame Resist‐
ance of Textiles (Vertical Test), 2015.

ASTM D6775, Standard Test Method for Breaking Strength and
Elongation of Textile Webbing, Tape and Braided Material, 2013,
reapproved 2017.

ASTM D6797, Standard Test Method for Bursting Strength of
Fabrics Constant-Rate-of-Extension (CRE) Ball Burst Test, 2015.

ASTM D7138, Standard Test Method to Determine Melting
Temperature of Synthetic Fibers, 2016.

ASTM D7359, Standard Test Method for Total Fluorine, Chlorine
and Sulfur in Aromatic Hydrocarbons and Their Mixtures by Oxida‐
tive Pyrohydrolytic Combustion followed by Ion Chromatography Detec‐
tion (Combustion Ion Chromatography-CIC), 2023.

ASTM E162, Standard Test Method for Surface Flammability of
Materials Using a Radiant Heat Energy Source, 2021.

ASTM E809, Standard Practice for Measuring Photometric Charac‐
teristics of Retroreflectors, 2021.

ASTM E991, Standard Practice for Color Measurement of Fluores‐
cent Specimens Using the One-Monochromator Method, 2021.

ASTM E1164, Standard Practice for Obtaining Spectrometric Data
for Object-Color Evaluation, 2012, reapproved 2017e1.

ASTM E2152, Standard Practice for Computing the Colors of Fluo‐
rescent Objects from Bispectral Photometric Data, 2012, reapproved
2017.

ASTM E2153, Standard Practice for Obtaining Bispectral Photo‐
metric Data for Evaluation of Fluorescent Color, 2001, reapproved
2017.

ASTM F392/F392M, Standard Practice for Conditioning Flexible
Barrier Materials for Flex Durability, 2011, reapproved 2015.

ASTM F903, Standard Test Method for Resistance of Materials
Used in Protective Clothing to Penetration by Liquids, 2018.

ASTM F1060, Standard Test Method for Evaluation of Conductive
and Compressive Heat Resistance (CCHR), 2018.

ASTM F1342/F1342M, Standard Test Method for Protective
Clothing Material Resistance to Puncture, 2022.

ASTM F1359/F1359M, Standard Test Method for Liquid Penetra‐
tion Resistance of Protective Clothing or Protective Ensembles Under a
Shower Spray While on a Manikin, 2022.

ASTM F1671/F1671M, Standard Test Method for Resistance of
Materials Used in Protective Clothing to Penetration by Blood-Borne
Pathogens Using Phi-X174 Bacteriophage Penetration as a Test System,
2022.

ASTM F1790, Test Methods for Measuring Cut Resistance of Mate‐
rials Used in Protective Clothing, 2005.

ASTM F1868, Standard Test Method for Thermal and Evaporative
Resistance of Clothing Materials Using a Sweating Hot Plate, 2017.
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ASTM F1939, Standard Test Method for Radiant Heat Resistance
of Flame Resistant Clothing Materials with Continuous Heating,
2015, reapproved 2020.

ASTM F2010/F2010M, Standard Test Method for Evaluation of
Glove Effects on Wearer Finger Dexterity Using a Modified Pegboard
Test, 2018.

ASTM F2299/F2299M, Standard Test Method for Determining the
Initial Efficiency of Materials Used in Medical Face Masks to Penetra‐
tion by Particulates Using Latex Spheres, 2003, reapproved 2017.

ASTM F2412, Standard Test Methods for Foot Protection, 2018a.

ASTM F2413, Standard Specification for Performance Require‐
ments for Protective (Safety) Toe Cap Footwear, 2018.

ASTM F2731, Standard Test Method for Measuring the Transmit‐
ted and Stored Energy of Firefighter Protective Clothing Systems, 2018.

ASTM F2894, Standard Test Method for Evaluation of Materials,
Protective Clothing, and Equipment for Heat Resistance Using a Hot
Air Circulating Oven, 2021.

ASTM F2913, Standard Test Method for Measuring the Coefficient
of Friction for Evaluation of Slip Performance of Footwear and Test
Surfaces/Flooring Using a Whole Shoe Tester, 2019.

ASTM F2961, Standard Test Method for Characterizing Gripping
Performance of Gloves Using a Torque Meter, 2015.

ASTM G155, Standard Practice for Operating Xenon Arc Lamp
Apparatus for Exposure of Materials, 2021.

2.3.6 CENELEC Publications.   CENELEC, European Commit‐
tee for Electrotechnical Standardization, CEN-CENELEC
Management Centre, Rue de la Science, B-1040, Brussels,
Belgium.

BS EN 136, Respiratory protective devices — Full face masks —
Requirements, testing, marking, 1998, Corrigendum, 2004.

2.3.7 CPSC Publications.   Consumer Product Safety Commis‐
sion, 4330 East-West Highway, Bethesda, MD 20814.

CPSC-CH-C1001-09.4, Standard Operating Procedure for Determi‐
nation of Phthalates, January 17, 2018.

CPSC-CH-E1002-08.3, Standard Operating Procedure for Deter‐
mining Total Lead (Pb) in Nonmetal Children’s Products, Revision
November 15, 2012.

2.3.8 CSA Group Publications.   CSA Group, 178 Rexdale
Blvd., Toronto, ON M9W 1R3, Canada.

CSA Z195, Protective Footwear, 2014.

2.3.9 DIN Publications.   Deutsches Institut für Normung e.V.
(German Institute for Standardization), Am DIN-Platz, Burg‐
grafenstraße 6, 10787 Berlin.

DIN 54231, Textiles — Detection of disperse dyestuffs, 2005.

2.3.10 EBU Publications.   EBU (European Broadcasting
Union) Department of Technology & Innovation, L’Ancienne-
Route 17A, Postal Box 45, 1218 Le Grand-Saconnex, Geneva,
Switzerland.

EBU R 068, Alignment level in digital audio production equipment
and in digital audio recorders, 2000.

2.3.11 EN Publications.   European Committee for Standardi‐
zation, Rue de la Loi 200, 1049 Bruxelles, Belgium.

EN 14582, Characterization of waste — Halogen and sulfur
content — Oxygen combustion in closed systems and determination
methods, 2016.

EN 16711-2, Textiles — Determination of metal content — Part 2:
Determination of metals extracted by acidic artificial perspiration solu‐
tion, 2016.

EN 17131, Textiles and textile products — Determination of Dime‐
thylformamide (DMF), method using gas chromatography, 2013.

EN 17137, Textiles — Determination of the content of compounds
based on chlorobenzenes and chlorotoluenes, 2018.

EN 17134-2, Textiles and textile products — Determination of
biocide additives — Part 2: Chlorophenol-based preservatives, method
using gas chromatography, 2023.

EN 17681-1, Textiles and textile products — Organic fluorine —
Part 1: Determination of non-volatile compounds by extraction method
using liquid chromatography, 2022. 

EN 17681-2, Textiles and textile products — Organic fluorine —
Part 2: Determination of volatile compounds by extraction method
using gas chromatography, 2022. 

EN 62321-6, Determination of certain substances in electrotechnical
products — Part 6: Polybrominated biphenyls and polybrominated
diphenyl ethers in polymers by gas chromatography-mass spectrometry
(GC-MS), 2015.

2.3.12 FIA Publications.   Footwear Industries of America, 1420
K Street, NW, Suite 600, Washington, DC 20005.

FIA 1209, Whole Shoe Flex, 1984.

2.3.13 IEC Publications.   International Electrotechnical
Commission, 3, rue de Varembé, P.O. Box 131, CH-1211
Geneva 20, Switzerland.

IEC 60268-16, Sound System Equipment — Part 16: Objective
Rating of Speech Intelligibility by Speech Transmission Index, 2011.

2.3.14 ISEA Publications.   International Safety Equipment
Association, 1101 Wilson Boulevard, Suite #1425, Arlington, VA
22209-1762.

ANSI/ISEA 107, High-Visibility Safety Apparel, 2020.

ANSI/ISEA Z87.1, Occupational and Educational Personal Eye
and Face Protection Devices, 2020.

2.3.15 ISO Publications.   International Organization for
Standardization, ISO Central Secretariat, BIBC II, Chemin de
Blandonnet 8, CP 401, 1214 Vernier, Geneva, Switzerland.

ISO Guide 27, Guidelines for corrective action to be taken by a
certification body in the event of misuse of its mark of conformity, 1983.

ISO 3071, Textiles — Determination of pH of aqueous extract,
2020.

ISO 4649, Rubber, vulcanized or thermoplastic — Determination of
abrasion resistance using a rotating cylindrical drum device, 2017.

ISO 6401, Plastics — Poly (vinyl chloride) — Determination of
residual vinyl chloride monomer — Gas chromatographic method,
2022.
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ISO 6530, Protective clothing — Protection against liquid chemi‐
cals — Test method for resistance of materials to penetration by liquids,
2005.

ISO 9001, Quality management systems — Requirements, 2015.

ISO/CIE 10526, CIE standard illuminants for colorimetry, 2007.

ISO 14184-1, Textiles — Determination of formaldehyde — Part 1:
Free and hydrolyzed formaldehyde (water extraction method), 2011.

ISO 14362-1, Textiles — Methods for determination of certain
aromatic amines derived from azo colorants — Part 1: Detection of the
use of certain azo colorants accessible with and without extracting the
fibres, 2017.

ISO 14362-3, Textiles — Methods for determination of certain
aromatic amines derived from azo colorants — Part 3: Detection of the
use of certain azo colorants, which may release 4-aminoazobenzene,
2017.

ISO 14389, Textiles — Determination of phthalate content —
Tetrahydrofuran method, 2014.

ISO 16900-5, Respiratory protective devices — Methods of test and
test equipment — Part 5: Breathing machine, metabolic simulator,
RPD headforms and torso, tools and verification tools, 2016.

ISO/IEC 17011, Conformity assessment — General requirements
for accreditation bodies accrediting conformity assessment bodies, 2004.

ISO/IEC 17021, Conformity assessment — Requirements for bodies
providing audit and certification of management systems, 2015.

ISO 17025, General requirements for the competence of testing and
calibration laboratories, 2005.

ISO/IEC 17025, General requirements for the competence of testing
and calibration laboratories, 2005, Technical Corrigendum, 2006.

ISO/IEC 17065, Conformity assessment — Requirements for bodies
certifying products, processes and services, 2012.

ISO 17492, Clothing for protection against heat and flame —
Determination of heat transmission on exposure to both flame and radi‐
ant heat, 2018.

ISO 17493, Clothing and equipment for protection against heat —
Test method for convective heat resistance using a hot air circulating
oven, 2016.

ISO/IEC 17065, Conformity assessment — Requirements for bodies
certifying products, processes, and services, 2012.

ISO 17881-1, Textiles — Determination of certain flame retardants
— Part 1: Brominated flame Retardants, 2016.

ISO 17881-2, Textiles — Determination of certain flame retardants
— Part 2: Phosphorus flame retardants, 2016.

ISO 18254-1, Textiles — Method for the detection and determina‐
tion of alkylphenol ethoxylates (APEO) — Part 1: Method using
HPLC-MS, 2016.

ISO 19577, Footwear — Critical substances potentially present in
footwear and footwear components — Determination of Nitrosamines,
2019.

ISO 21084, Textiles — Method for determination of alkylphenols
(AP), 2019.

ISO 22818, Textiles — Determination of short-chain chlorinated
paraffins (SCCP) and middle- chain chlorinated paraffins (MCCP) in

textile products out of different matrices by use of gas chromatography
negative ion chemical ionization mass spectroscopy (GC-NCI&-MS),
2021.

ISO 23702, Leather — Organic fluorine — Part 1: Determination
of the non-volatile compound content by extraction method using liquid
chromatography/tandem mass spectrometry detector (LC-MS/MS),
2023.

ISO/TS 16179, Footwear — Critical substances potentially present
in footwear and footwear components — Determination of organotin
compounds in footwear materials, 2012.

ISO/TS 16189, Footwear — Critical substances potentially present
in footwear and footwear components — Test method to quantitatively
determine dimethylformamide in footwear materials, 2013.

IEC 61000-4-21, Testing and measurement techniques — Reverber‐
ation chamber test methods, 2011.

2.3.16 PIA Publications.   Parachute Industry Association, 6499
S Kings Ranch Road #6-12, Gold Canyon, AZ 85118.

PIA-C-419, Cloth, duck, unbleached, plied-yarns, army and
numbered, Revision B, March 13, 2011.

2.3.17 SAE Publications.   SAE International, Society of Auto‐
motive Engineers, 400 Commonwealth Drive, Warrendale, PA
15096.

SAE J211, Instrumentation for Impact Test, 2014.

2.3.18 UL Publications.   Underwriters Laboratories Inc., 333
Pfingsten Road, Northbrook, IL 60062-2096.

UL 913, Intrinsically Safe Apparatus and Associated Apparatus for
Use in Class I, II, III, Division 1, Hazardous (Classified) Locations,
6th edition, 2002.

UL 121201, Nonincendive Electrical Equipment for Use in Class I
and II, Division 2 and Class III, Divisions 1 and 2 Hazardous (Clas‐
sified) Locations, 9th edition, 2017.

2.3.19 US Department of Defense Publications.   Standardiza‐
tion Document Order Desk, 700 Robbins Avenue, Building 4D,
Philadelphia, PA 19111-5094.

A-A-55126C, Commercial Item Description, Fastener Tapes, Hook
and Loop, Synthetic, December 21, 2016.

A-A-55634C, Commercial Item Description, Zippers (Fasteners,
Slide, Interlocking), October 30, 2019.

2.3.20 US Government Publications.   US Government
Publishing Office, 732 North Capitol Street, NW, Washington,
DC 20401-0001.

Statement of Standard for NIOSH CBRN SCBA Testing, 2002.

Title 29, Code of Federal Regulations, Part 1910.132,
“Personal Protective Equipment: General Requirements,” 1994.

Title 42, Code of Federal Regulations, Part 84, “Respiratory
Protective Devices, Tests for Permissibility.”

Title 47, Code of Federal Regulations, Subchapter A,
General, Telecommunications, Chapter I, Federal Communica‐
tions Commission, Part 15, Radio Frequency Devices.

NIOSH Firefighter Anthropometric Data Base
(www.cdc.gov/niosh/data/datasets/rd-1007-2015-0/
default.html).
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2.3.21 Other Publications.

Merriam-Webster's Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2020.

Test Operations Procedure (TOP) 10-2-022, Chemical Vapor
and Aerosol System-Level Testing of Chemical/Biological Protective
Suits, 2013.

US Department of Defense GL/PD 07-13C, Purchase Descrip‐
tion Coat, Army Combat Uniform, US Army Natick Research,
Development and Engineering Center, Attn: RDNS-WPW-C,
Kansas Street, Natick, MA 01760-5019, 2011.

2.4 References for Extracts in Mandatory Sections.

NFPA 1801, Standard on Thermal Imagers for the Fire Service,
2021 edition.

Chapter 3   Definitions

3.1 General.

3.1.1   The definitions contained in this chapter shall apply to
the terms used in this standard.

3.1.2   Where terms are not defined in this chapter or within
another chapter, they shall be defined using their ordinarily
accepted meanings within the context in which they are used.

3.1.3   Merriam-Webster’s Collegiate Dictionary, 11th edition, shall
be the source for the ordinarily accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved.   Acceptable to the authority having jurisdic‐
tion.

3.2.2* Authority Having Jurisdiction (AHJ).   An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials,
an installation, or a procedure.

3.2.3 Labeled.   Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an organ‐
ization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri‐
odic inspection of production of labeled equipment or materi‐
als, and by whose labeling the manufacturer indicates
compliance with appropriate standards or performance in a
specified manner. (See also definition 3.3.139, Product Label.)

3.2.4* Listed.   Equipment, materials, or services included in a
list published by an organization that is acceptable to the
authority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalua‐
tion of services, and whose listing states that either the equip‐
ment, material, or service meets appropriate designated
standards or has been tested and found suitable for a specified
purpose.

3.2.5 Shall.   Indicates a mandatory requirement.

3.2.6 Should.   Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard.   An NFPA standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable

for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix, annex, footnote, informational
note, or other means as permitted in the NFPA manuals of
style. When used in a generic sense, such as in the phrases
“standards development process” or “standards development
activities,” the term “standards” includes all NFPA standards,
including codes, standards, recommended practices, and
guides.

3.3* General Definitions.

3.3.1 Accessories (Accessory).   An item or items that could be
attached to a certified product but are not necessary for the
certified product to meet the requirements of the standard.

3.3.2 Alarm Signal.   An audible warning that is identifiable as
an indication that an emergency services person is in need of
assistance.

3.3.2.1 Evacuation Alarm.   An alarm initiated by a base
station, transmitted to an RF PASS via an RF signal. The
evacuation alarm warns emergency services personnel to
evacuate the premises.

3.3.2.2 Loss-of-Signal Alarm.   A visual signal that is initiated
automatically when the RF communication between a base
station and RF PASS is lost

3.3.3 Arch.   The bottom curve of the foot from the heel to the
ball.

3.3.4 Atmosphere-Supplying Respirator.   A respirator that
supplies the respirator user with breathing air from a source
independent of the ambient atmosphere and includes self-
contained breathing apparatus (SCBA) and supplied air respi‐
rators (SAR). [See also 3.3.34, Combination SCBA/SAR; 3.3.185,
Self-Contained Breathing Apparatus (SCBA); and 3.3.208, Supplied
Air Respirator (SAR).]

3.3.5 Barrier Hood.   See 3.3.205, Structural Firefighting
Protective Hood.

3.3.6 Barrier Material.   The part of the composite that limits
transfer from the face of the layer to the other side.

3.3.7 Basic Plane.   The anatomical plane that includes the
superior rim of the external auditory meatus, the upper edge
of the external openings of the ear, and the inferior margin of
the orbit, which is the lowest point of the floor of the eye
socket.

3.3.8 Belt.   An equipment item configured as a device that
fastens around the waist only and is designated as a ladder belt
or an escape belt.

3.3.9 Biological Terrorism Agents.   Liquid or particulate
agents that can consist of biologically derived toxin or patho‐
gen to inflict lethal or incapacitating casualties.

3.3.10* Bitragion Coronal Arc.   The arc between the right and
left tragion as measured over the top of the head in a plane
perpendicular to the midsagittal plane.

3.3.11* Bitragion Inion Arc.   The arc between tragion as meas‐
ured over the inion.

3.3.12 Body Fluid–Borne Pathogen.   An infectious bacterium
or virus carried in human, animal, or clinical body fluids,
organs, or tissue.
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3.3.13 Body Fluids.   Fluids that are produced by the body
including, but not limited to, blood, semen, mucus, feces,
urine, vaginal secretions, breast milk, amniotic fluid, cerebro‐
spinal fluid, synovial fluid, and pericardial fluid.

3.3.14 Bootie.   A sock-like extension of the garment or suit leg
that covers the entire foot.

3.3.15 Breathing Air.   See 3.3.41, Compressed Breathing Air.

3.3.16 Breathing Air Cylinder.   The pressure vessel or vessels
that are an integral part of the SCBA and that contain the
breathing gas supply; can be configured as a single cylinder or
other pressure vessel, or as multiple cylinders or pressure
vessels.

3.3.17 Breathing Air/Gas Container.   See 3.3.16, Breathing Air
Cylinder.

3.3.18 Brim.   A part of the shell of the helmet extending
around the entire circumference of the helmet.

3.3.19 Brim Line.   A horizontal plane intersecting the point of
the front opening of the helmet at the midsagittal plane.

3.3.20 Cargo Pockets.   Pockets located on the protective
garment exterior.

3.3.21 CBRN.   An abbreviation for chemicals, biological
agents, and radiological particulates hazards. (See also 3.3.22,
CBRN Terrorism Agents.)

3.3.22* CBRN Terrorism Agents.   Chemicals, biological
agents, and radiological particulates that could be released as
the result of a terrorist attack. (See also 3.3.27, Chemical Terrorism
Agents; 3.3.9, Biological Terrorism Agents; and 3.3.163, Radiological
Particulate Terrorism Agents.)

3.3.23 Certification/Certified.   A system whereby a certifica‐
tion organization determines that a manufacturer has demon‐
strated the ability to produce a product that complies with the
requirements of this standard, authorizes the manufacturer to
use a label on listed products that comply with the require‐
ments of this standard, and establishes a follow-up program
conducted by the certification organization as a check on the
methods the manufacturer uses to determine continued
compliance of labeled and listed products with the require‐
ments of this standard. (See also 3.3.121, NIOSH Certified.)

3.3.24 Certification Mark or Label.   The authorized identifica‐
tion symbol or logo of the certification organization.

3.3.25 Certification Organization.   An independent, third-
party organization that determines product compliance with
the requirements of this standard with a labeling/listing/
follow-up program.

3.3.26 Char.   The formation of a brittle residue when material
is exposed to thermal energy.

3.3.27 Chemical Terrorism Agents.   Liquid, solid, gaseous,
and vapor chemical warfare agents and toxic industrial chemi‐
cals used to inflict lethal or incapacitating casualties, generally
on a civilian population, as a result of a terrorist attack. (See also
3.3.28, Chemical Warfare (CW) Agents, and 3.3.221, Toxic Indus‐
trial Chemicals.)

3.3.28 Chemical Warfare (CW) Agents.   Liquid, solid, and
gaseous chemical agents (most are liquids) traditionally used
during warfare or armed conflict to kill or incapacitate an
enemy.

3.3.29 Chin Strap.   An adjustable strap for the helmet that fits
under the chin to secure the helmet to the head.

3.3.30 Closed-Circuit SCBA.   A recirculation-type SCBA in
which the exhaled gas is rebreathed by the wearer after the
carbon dioxide has been removed from the exhalation gas and
the oxygen content within the system has been restored from
sources such as compressed breathing air, chemical oxygen,
liquid oxygen, or compressed gaseous oxygen.

3.3.31 Coat.   See 3.3.197, Structural Firefighting Protective
Coat, and 3.3.153, Proximity Firefighting Protective Coat.

3.3.32 Collar.   The portion of the coat or coverall that encir‐
cles the neck.

3.3.33 Collar Lining.   The part of collar fabric composite that
is next to the skin when the collar is closed in the raised posi‐
tion.

3.3.34* Combination SCBA/SAR.   An atmosphere-supplying
respirator that supplies a respirable atmosphere to the user
from a combination of two breathing air sources that both are
independent of the ambient environment. [See also 3.3.4,
Atmosphere-Supplying Respirator; 3.3.185, Self-Contained Breathing
Apparatus (SCBA); and 3.3.208, Supplied Air Respirator (SAR).]

3.3.35 Compliance/Compliant.   Meeting or exceeding all
applicable requirements of this standard.

3.3.36 Compliant Product(s).   Garments or equipment that
are certified to the applicable NFPA standard.

3.3.37* Component.   Any material, part, or subassembly used
in the construction of the compliant product.

3.3.38 Component Supplier.   The entity that manufactures a
material, part, or subassembly used in the construction of the
compliant product.

3.3.39 Component Supplier Facility.   A facility that is involved
in the production of a material, part, or subassembly used in
the construction of the compliant product.

3.3.40 Composite.   The layer or layers of materials or compo‐
nents.

3.3.41* Compressed Breathing Air.   A respirable gas mixture
derived from either normal atmospheric air or from manufac‐
tured synthetic air, stored in a compressed state in storage
cylinders and respirator breathing air cylinders, and supplied
to the user in a gaseous form.

3.3.42 Coronal Plane.   The anatomical plane perpendicular to
both the basic and midsagittal planes and containing the
midpoint of a line connecting the superior rims of the right
and left auditory meatuses.

3.3.43 Coverall.   See 3.3.198, Structural Firefighting Protective
Coverall, and 3.3.154, Proximity Firefighting Protective Cover‐
all.

3.3.44 Crown.   The portion of the helmet that covers the head
above the reference plane.

3.3.45 Crown Straps.   The part of the helmet suspension that
passes over the head.

3.3.46 Cylinder.   See 3.3.16, Breathing Air Cylinder.

3.3.47 Demand SCBA.   See 3.3.120, Negative Pressure SCBA.
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3.3.48 Dielectric Test Plane.   A plane that runs diagonally
through the headform from the intersection of the test line
and midsagittal plane in the front of the headform to the inter‐
section of the reference plane and midsagittal plane in the rear
of the headform.

3.3.49* Drag Rescue Device (DRD).   A component integrated
within the protective coat element to aid in the rescue of an
incapacitated firefighter.

3.3.50 DRD.   See 3.3.49, Drag Rescue Device (DRD).

3.3.51 Drip.   To run or fall in drops or blobs.

3.3.52 Ear Covers.   An interface component of the protective
helmet element that provides limited protection to the
helmet/coat interface area.

3.3.53 Element(s).   See 3.3.58, Ensemble Elements.

3.3.54* Emblems.   Shields, heraldry, lettering, or printing that
designates a product, a governmental entity, or a specific
organization, rank, title, position, or other professional status
that is painted, screened, embroidered, sewn, glued, bonded,
or otherwise attached to a product in a permanent manner.

3.3.55 End-of-Service-Time Indicator (EOSTI).   A warning
device on an SCBA that alerts the user that the reserve air
supply is being utilized.

3.3.56 Energy Absorbing System.   Materials or systems used to
attenuate impact energy.

3.3.57 Ensemble.   See 3.3.199, Structural Firefighting Protec‐
tive Ensemble, and 3.3.155, Proximity Firefighting Protective
Ensemble.

3.3.58 Ensemble Elements.   The compliant products that
provide protection to the upper and lower torso, arms, legs,
head, hands, and feet.

3.3.59* Entry Firefighting.   Extraordinarily specialized fire‐
fighting operations that can include the activities of rescue, fire
suppression, and property conservation at incidents involving
fires producing extreme levels of radiant, conductive, and
convective heat.

3.3.60 Fabric Component.   Any single or combination of natu‐
ral or synthetic material(s) that are pliable and that are made
by weaving, felting, forming, or knitting.

3.3.61 Facepiece.   The component of an SCBA that covers the
wearer’s nose, mouth, and eyes.

3.3.62* Faceshield.   The component of the helmet that
provides limited protection to a portion of the wearer’s face.

3.3.63 Faceshield/Goggle.   The term that applies to the
helmet component that is a faceshield, or goggle, or both.

3.3.64 Facial Feature Headform.   The medium size reference
headform specified in ANSI/ISEA Z87.1, Occupational and
Educational Personal Eye and Face Protection Devices.

3.3.65 Findings.   All materials used in the construction of
items, excluding textiles and interlinings.

3.3.66* Flame Resistance.   The property of a material whereby
combustion is prevented, terminated, or inhibited following
the application of a flaming or nonflaming source of ignition,
with or without subsequent removal of the ignition source.
Flame resistance can be an inherent property of a material, or

it can be imparted by specific treatment. (See also 3.3.96, Inher‐
ent Flame Resistance.)

3.3.67 Fluorescence.   The process by which radiant flux of
certain wavelengths is absorbed and reradiated, nonthermally
in other, usually longer, wavelengths.

3.3.68 Follow-Up Program.   The sampling, inspection, tests, or
other measures conducted by the certification organization on
a periodic basis to determine the continued compliance of
labeled and listed products that are being produced by the
manufacturer to the requirements of this standard.

3.3.69* Footwear.   See 3.3.201, Structural Firefighting Protec‐
tive Footwear, and 3.3.157, Proximity Firefighting Protective
Footwear.

3.3.70 Functional.   The ability of an element or component of
an element to continue to be utilized for its intended purpose.

3.3.71 Garment(s).   See 3.3.202, Structural Firefighting
Protective Garment(s), 3.3.158, Proximity Firefighting Protec‐
tive Garment, and 3.3.235, Work Apparel Garment.

3.3.72 Gas.   Matter in a gaseous state at standard temperature
and pressure.

3.3.73 Gauntlet.   An interface component of the protective
glove element that provides limited protection to the coat/
glove interface area.

3.3.74 Glove.   See 3.3.203, Structural Firefighting Protective
Glove, and 3.3.159, Proximity Firefighting Protective Glove.

3.3.75 Glove Body.   The part of the glove that extends from
the tip of the fingers to the wrist crease or to a specified
distance beyond the wrist crease.

3.3.76 Glove Liner.   The innermost component of the glove
body composite that comes into contact with the wearer’s skin.

3.3.77 Glove Wristlet.   See 3.3.236, Wristlet.

3.3.78 Goggles.   The component of the helmet that provides
protection to the wearer’s eyes and a portion of the wearer’s
face.

3.3.79 Grading.   The process of proportioning components
for construction of an element.

3.3.80* Gusset.   The part of the protective footwear that is a
relatively flexible material joining the footwear upper (quarter)
and the tongue, which is intended to provide expansion of the
footwear front to enable donning of the footwear while main‐
taining continuous moisture integrity of the footwear.

3.3.81 Hardware.   Nonfabric components of the protective
clothing and equipment including, but not limited to, those
made of metal or plastic.

3.3.82 Harness.   An equipment item; an arrangement of mate‐
rials secured about the body used to support a person.

3.3.83* Hazardous (Classified) Location (HazLoc).   A location
where fire or explosion hazards might exist due to flammable
or combustible material (e.g., flammable gases, flammable
liquid-produced vapors, combustible liquid-produced vapors,
combustible dusts, or ignitible fibers/flyings).

3.3.83.1 Intrinsic Safety (IS).   Type of protection where any
spark or thermal effect is incapable of causing ignition of a
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mixture of flammable or combustible material in air under
prescribed test conditions.

3.3.83.1.1 Associated Apparatus.   Electrical equipment that
contains both intrinsically safe circuits and nonintrinsically
safe circuits and is constructed so that the nonintrinsically
safe circuits cannot adversely affect the intrinsically safe
circuits.

3.3.83.1.2 Intrinsically Safe Apparatus.   Electrical equipment
in which all the circuits are intrinsically safe circuits.

3.3.83.1.3 Intrinsically Safe Circuit.   A circuit in which any
spark or thermal effect is incapable of causing ignition of a
mixture of flammable or combustible material in air under
prescribed test conditions.

3.3.83.1.4 Intrinsically Safe System.   An assembly of intercon‐
nected intrinsically safe apparatus, associated apparatus, and
interconnecting cables, in that those parts of the system that
are used in hazardous (classified) locations are intrinsically
safe circuits.

3.3.83.2 Nonincendive (NI).   Type of protection applied to
electrical equipment such that, in normal operation and in
certain specified regular expected occurrences, it is not
capable of igniting a surrounding atmosphere of flammable
or combustible material.

3.3.83.2.1 Associated Equipment.   Electrical equipment that
contains both nonincendive circuits and other than nonin‐
cendive circuits and is constructed so that the other than
nonincendive circuits cannot adversely affect the nonincen‐
dive circuits.

3.3.83.2.2 Maximum External Capacitance, Co.   Maximum
value of capacitance in a circuit that can be connected to
the connection facilities of associated equipment function‐
ing as a source.

3.3.83.2.3 Maximum External Inductance, Lo.   Maximum
value of inductance in a circuit that can be connected to the
connection facilities of associated equipment functioning as
a source.

3.3.83.2.4 Maximum Input Current, Ii.   Maximum current
that can be applied to the connection facilities of nonincen‐
dive equipment functioning as a sink.

3.3.83.2.5 Maximum Input Voltage, Ui.   Maximum voltage
that can be applied to the connection facilities of nonincen‐
dive equipment functioning as a sink.

3.3.83.2.6 Maximum Internal Capacitance, Ci.   Total equiva‐
lent internal capacitance that is considered as appearing
across the connection facilities of nonincendive equipment
functioning as a sink.

3.3.83.2.7 Maximum Internal Inductance, Li.   Total equiva‐
lent internal inductance that is considered as appearing at
the connection facilities of nonincendive equipment func‐
tioning as a sink.

3.3.83.2.8 Maximum Output Current, Io.   Maximum output
current in a circuit that can be provided by the connection
facilities of associated equipment functioning as a source
under normal operation.

3.3.83.2.9 Maximum Output Voltage, Uo.   Maximum output
voltage in a circuit that can appear under open-circuit

conditions at the connection facilities of associated equip‐
ment functioning as a source under normal operation.

3.3.83.2.10 Nonincendive Circuit.   A circuit, other than
nonincendive field wiring, in which any arc or thermal
effect produced under normal operating conditions is not
capable of igniting a specified flammable or combustible
material in air. The circuit is evaluated under prescribed test
conditions.

3.3.83.2.11 Nonincendive Equipment.   Equipment having
electrical/electronic circuitry that is incapable, under
normal operating conditions, of causing ignition of a speci‐
fied flammable or combustible material in air due to arcing
or thermal means.

3.3.83.2.12 Nonincendive System.   An assembly of intercon‐
nected nonincendive equipment, associated equipment,
and interconnecting cables, in that those parts of the system
that are used in hazardous (classified) locations are nonin‐
cendive circuits.

3.3.84* Hazardous Materials.   Substances (i.e., solid, liquid, or
gas) that when released are capable of causing harm to people,
the environment, and property.

3.3.85 Hazardous Materials Emergencies.   Incidents involving
the release or potential release of hazardous materials.

3.3.86 Haze.   Light that is scattered as a result of passing
through a transparent object.

3.3.87 Head and Torso Simulator (HATS).   A manikin with
built-in ear and mouth simulators that provides a realistic
reproduction of the acoustic properties of an average adult
human head and torso.

3.3.88 Headband.   The portion of the helmet suspension that
encircles the head.

3.3.89 Headform.   A device that simulates the configuration
of the human head.

3.3.90 Heads-Up Display (HUD).   Visual display of informa‐
tion and system condition status visible to the wearer.

3.3.91 Helmet.   See 3.3.204, Structural Firefighting Protective
Helmet, and 3.3.160, Proximity Firefighting Protective Helmet.

3.3.92 Helmet Cover.   A removable helmet component that
offers radiant reflective protection to the exterior of the helmet
shell.

3.3.93 Helmet Shroud.   The component element of the
helmet that provides limited protection to the helmet/coat
SCBA interface area.

3.3.94 Hood.   See 3.3.205, Structural Firefighting Protective
Hood.

3.3.95 Identical SCBA.   SCBA that are produced to the same
engineering and manufacturing specifications.

3.3.96 Inherent Flame Resistance.   Flame resistance that is
derived from the essential characteristic of the fiber or poly‐
mer.

3.3.97 Insect Repellency.   A finish applied to textiles to
provide a deterrent against bites from mosquitoes, midges,
ants, ticks, and chiggers.
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3.3.98 Insole.   The inner component of the footwear upon
which the foot rests.

3.3.99 Interface Area.   An area of the body where the protec‐
tive garments, helmet, gloves, footwear, or SCBA facepiece
meet. Interface areas include, but are not limited to, the coat/
helmet/SCBA facepiece area, the coat/trouser area, the coat/
glove area, and the trouser/footwear area.

3.3.100 Interface Component(s).   Any material, part, or subas‐
sembly used in the construction of the compliant product that
provides limited protection to interface areas.

3.3.101 Interlining.   Any textile that is incorporated into any
garment as a layer between outer and inner layers.

3.3.102 Label.   See 3.3.139, Product Label.

3.3.103 Ladder Shank.   See 3.3.189, Shank.

3.3.104 Liner System.   The moisture and thermal barrier
components as used in a garment.

3.3.105 Liquid Borne Pathogen.   See 3.3.12, Body Fluid–
Borne Pathogen.

3.3.106 Lower Torso.   The area of the body trunk below the
waist, excluding the legs, ankles, and feet.

3.3.107 Major A Seam.   See 3.3.183.1.

3.3.108 Major B Seam.   See 3.3.183.2.

3.3.109 Major Seams.   Classes of seams that designate mini‐
mum sewn seam requirements.

3.3.110 Manufacturer.   The entity that directs or controls any
of the following: compliant product design, compliant product
manufacturing, or compliant product quality assurance; or the
entity that assumes the liability for the compliant product or
provides the warranty for the compliant product.

3.3.111 Manufacturing Facility.   A facility that is involved in
the production, assembly, final inspection, or labeling of the
compliant end product.

3.3.112 Melt.   A response to heat by a material resulting in
evidence of flowing or dripping.

3.3.113 Microphone Measurement Point (MMP).   A point
1.5 m in front of and on the axis of the lip position of typical
human mouth (or artificial mouth) and 1.5 m above the floor.

3.3.114 Midsagittal Plane.   The plane, perpendicular to the
basic and coronal planes, that bisects the head symmetrically.

3.3.115 Minor Seam.   See 3.3.183.4, Minor Seam.

3.3.116 Model.   The collective term used to identify a group
of elements or items of the same basic design and components
from a single manufacturer produced by the same manufactur‐
ing and quality assurance procedures that are covered by the
same certification.

3.3.117 Moisture Barrier.   The component of an element or
item that principally prevents the transfer of liquids.

3.3.118 Mouth Reference Point (MRP).   A point 50 mm in
front of and on the axis of the lip position of a typical human
mouth (or artificial mouth).

3.3.119 Nape Device.   A component used to aid in helmet
retention.

3.3.120 Negative Pressure SCBA.   An SCBA in which the pres‐
sure inside the facepiece, in relation to the pressure surround‐
ing the outside of the facepiece, is negative during any part of
the inhalation or exhalation cycle when tested by NIOSH in
accordance with 42 CFR 84.

3.3.121* NIOSH Certified.   Tested and certified by the
National Institute for Occupational Safety and Health
(NIOSH) of the US Department of Health and Human Serv‐
ices in accordance with the requirements of 42 CFR 84,
Subpart H.

3.3.122 Nonprimary Protective Garment.   A garment or cloth‐
ing that is not designed nor intended to be the barrier of
protection from a specific hazard exposure.

3.3.123 Open-Circuit SCBA.   An SCBA in which exhalation is
vented to the atmosphere and not rebreathed.

3.3.124 Outer Shell.   The outermost component of an
element or item not including trim, hardware, reinforcing
material, pockets, wristlet material, accessories, fittings, or
suspension systems.

3.3.125* Particulate Blocking Layer.   The layer(s) of an
element or item that principally inhibits the ingress of parti‐
cles.

3.3.126* Particulates.   Finely divided solid matter that is
dispersed in air.

3.3.127 PASS.   Acronym for Personal Alert Safety Systems. See
also 3.3.132, Personal Alert Safety Systems (PASS).

3.3.128 PASS Annunciator.   The component designed to emit
audible signals.

3.3.129* Passive Electrical Circuitry.   Electrical circuitry that
has no integral power source and is energized by a supplemen‐
tal device.

3.3.130 Patches.   See 3.3.54, Emblems.

3.3.131 Percent Inward Leakage.   The ratio of vapor concen‐
tration inside the ensemble versus the vapor concentration
outside the ensemble expressed as a percentage.

3.3.132 Personal Alert Safety Systems (PASS).   A device that
continually senses for lack of movement of the wearer and
automatically activates the alarm signal, indicating the wearer is
in need of assistance; can also be manually activated to trigger
the alarm signal.

3.3.132.1 Integrated PASS.   A removable or nonremovable
PASS that is an integral part of another item or items of
protective clothing, protective equipment, or both.

3.3.132.1.1 Nonremovable.   An integrated PASS that is not
removable and cannot be used independently of the item or
items with which it is integrated.

3.3.132.1.2 Removable.   An integrated PASS that is remova‐
ble so that it can be used independently of the item or items
with which it is integrated.

3.3.132.2 RF PASS.   A PASS that contains an optional RF
transceiver that enables the PASS to automatically transmit
an alarm signal and receive evacuation alarms via RF signals;
responds to an evacuation alarm with an audible and visual
signal.
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3.3.132.2.1 Base Station.   An RF transceiver used in
conjunction with an RF PASS that monitors for an alarm
signal and emits a visual signal when this alarm is received.
The base station is capable of sending an evacuation alarm
to the RF PASS.

3.3.132.3 Stand-Alone PASS.   A PASS that is not an integral
part of any other item of protective clothing or protective
equipment.

3.3.133* PFAS.   An abbreviation for perfluoroalkyl and poly‐
fluoroalkyl substances, which are a class of organic chemicals
containing at least one fully fluorinated carbon atom.

3.3.134 Pink Noise.   Noise that contains constant energy per
octave band.

3.3.135 Positive Pressure SCBA.   An SCBA in which the pres‐
sure inside the facepiece, in relation to the pressure surround‐
ing the outside of the facepiece, is positive during both
inhalation and exhalation when tested by NIOSH in accord‐
ance with 42 CFR 84, Subpart H.

3.3.136 Prealarm Signal.   An audible warning that is identifia‐
ble as an indication that a PASS is about to sound the alarm
signal.

3.3.137 Pressure Demand SCBA.   See 3.3.135, Positive Pres‐
sure SCBA.

3.3.138 Primary Protective Garment.   A garment that is
designed, certified, and intended to be the barrier of protec‐
tion from a specific hostile environment.

3.3.139* Product Label.   A marking provided by the manufac‐
turer for each compliant product containing compliant state‐
ments, certification statements, manufacturer or model
information, or similar data. The product label is not the certif‐
ication organization’s label, symbol, or identifying mark;
however, the certification organization’s label, symbol, or iden‐
tifying mark is attached to or part of the product label.

3.3.140 Protective Clothing.   See 3.3.196, Structural Firefight‐
ing Protective Clothing, and 3.3.155, Proximity Firefighting
Protective Ensemble.

3.3.141 Protective Coat.   See 3.3.197, Structural Firefighting
Protective Coat, and 3.3.153, Proximity Firefighting Protective
Coat.

3.3.142 Protective Coverall.   See 3.3.198, Structural Firefight‐
ing Protective Coverall, and 3.3.154, Proximity Firefighting
Protective Coverall.

3.3.143 Protective Ensemble.   See 3.3.199, Structural Firefight‐
ing Protective Ensemble, and 3.3.155, Proximity Firefighting
Protective Ensemble.

3.3.144 Protective Footwear.   See 3.3.201, Structural Firefight‐
ing Protective Footwear, and 3.3.157, Proximity Firefighting
Protective Footwear.

3.3.145 Protective Garment.   See 3.3.202, Structural Firefight‐
ing Protective Garment(s), and 3.3.158, Proximity Firefighting
Protective Garment.

3.3.146 Protective Gloves.   See 3.3.203, Structural Firefighting
Protective Glove, and 3.3.159, Proximity Firefighting Protective
Glove.

3.3.147 Protective Helmet.   See 3.3.204, Structural Firefight‐
ing Protective Helmet, and 3.3.160, Proximity Firefighting
Protective Helmet.

3.3.148 Protective Hood.   See 3.3.205, Structural Firefighting
Protective Hood.

3.3.149 Protective Trousers.   See 3.3.206, Structural Firefight‐
ing Protective Trousers, and 3.3.161, Proximity Firefighting
Protective Trousers.

3.3.150 Protective Wristlet.   See 3.3.236, Wristlet.

3.3.151* Proximity Firefighting.   Specialized firefighting oper‐
ations that can include the activities of rescue, fire suppression,
and property conservation at incidents involving fires produc‐
ing high levels of radiant heat as well as conductive and convec‐
tive heat.

3.3.152 Proximity Firefighting Protective Clothing.   See
3.3.155, Proximity Firefighting Protective Ensemble.

3.3.153 Proximity Firefighting Protective Coat.   The element
of the protective ensemble that provides protection to upper
torso and arms, excluding the hands and head.

3.3.154 Proximity Firefighting Protective Coverall.   The
element of the protective ensemble that provides protection to
the torso, arms, and legs, excluding the head, hands, and feet.

3.3.155 Proximity Firefighting Protective Ensemble.   Multiple
elements of compliant protective clothing and equipment that
when worn together provide protection from some risks, but
not all risks, of emergency incident operations.

3.3.156 Proximity Firefighting Protective Ensemble with
Optional Liquid and Particulate Contaminant Protection.   A
compliant proximity firefighting protective ensemble that is
also certified as an entire ensemble to meet the optional
requirements for protection from liquid and particulate
contaminants.

3.3.157 Proximity Firefighting Protective Footwear.   The
element of the protective ensemble that provides protection to
the foot, ankle, and lower leg.

3.3.158 Proximity Firefighting Protective Garment.   The coat,
trouser, and coverall elements of the protective ensemble.

3.3.159 Proximity Firefighting Protective Glove.   The element
of the protective ensemble that provides protection to the
hand and wrist.

3.3.160 Proximity Firefighting Protective Helmet.   The
element of the protective ensemble that provides protection to
the head.

3.3.161 Proximity Firefighting Protective Trousers.   The
element of the protective ensemble that provides protection to
the lower torso and legs, excluding the ankles and feet.

3.3.162 Puncture-Resistant Device.   A reinforcement to the
bottom of protective footwear that is designed to provide punc‐
ture resistance.

3.3.163* Radiological Particulate Terrorism Agents.   Particles
that emit ionizing radiation in excess of normal background
levels, used to inflict lethal or incapacitating casualties, gener‐
ally on a civilian population, as a result of terrorist attack.
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3.3.164 Rapid Intervention Crew/Company Universal Air
Connection (RIC UAC).   A system that allows emergency
replenishment of breathing air to the SCBA of disabled or
entrapped fire or emergency services personnel.

3.3.165 Rated Service Time.   The period of time, stated on
the SCBA’s NIOSH certification label, that the SCBA supplied
air to the breathing machine when tested to 42 CFR 84,
Subpart H.

3.3.166 Recall System.   Procedures by which a manufacturer
identifies a product, provides notice or safety alert, and repairs
or withdraws the product as the corrective action.

3.3.167* Recognized Component.   Any material, part, or
subassembly used in the construction of the compliant product
that has undergone an evaluation by a certification organiza‐
tion that allows the manufacturer to label the item as recog‐
nized.

3.3.168 Reference Plane.   A dimensionally defined plane
parallel to the basic plane that is measured from the top of the
applicable headform or the basic plane.

3.3.169 Reserve Air Supply.   The period of time available for
emergency egress, self-rescue, or assisted rescue.

3.3.170* Restricted Substance.   A specific substance that poses
a potential threat to human health or the environment, which
can include, but is not limited to, an ingredient, treatment, or
byproduct of manufacturing that is subject to specific concen‐
tration limits or being present in a material or component used
in the construction of a protective element.

3.3.171* Restricted Substance Attestation Organization.   An
independent organization that provides test services for assur‐
ing supplier conformity of materials or components used in
protective elements against the criteria in a recognized restric‐
ted substances list.

3.3.172 Retention System.   The complete assembly by which
the helmet is retained in position on the head.

3.3.173 Retroreflection/Retroreflective.   The reflection of
light in which the reflected rays are preferentially returned in
the direction close to the opposite of the direction of the inci‐
dent rays, with this property being maintained over wide varia‐
tions of the direction of the incident rays.

3.3.174 Retroreflective Markings.   A material that reflects and
returns a relatively high proportion of light in a direction close
to the direction from which it came.

3.3.175 RF Interference.   An unwanted radio-frequency signal
that is present in the vicinity of an RF PASS system that could
impede reception of an alarm signal or evacuation alarm.

3.3.176 RF Transceiver.   A radio system capable of both trans‐
mitting and receiving a modulated radio-frequency (RF) signal
that is then converted to an audio and/or data signal; used to
transmit and receive signals such as the alarm signal and the
evacuation alarm for RF PASS.

3.3.177 RIC.   Abbreviation for rapid intervention crew/
company.

3.3.178 Safety Alert.   The procedure by which a manufacturer
notifies users, the marketplace, and distributors of potential
safety concerns regarding a product.

3.3.179 Sample.   (1) The ensemble, element, component, or
composite that is conditioned for testing (see also 3.3.192, Speci‐
men); (2) ensembles, elements, items, or components that are
randomly selected from the manufacturing facility’s production
line, from the manufacturer’s or manufacturing facility’s inven‐
tory, or from the open market.

3.3.180 SAR.   Abbreviation for supplied air respirator. [See
3.3.208, Supplied Air Respirator (SAR).]

3.3.181 SCBA.   Abbreviation for self-contained breathing
apparatus. [See 3.3.185, Self-Contained Breathing Apparatus
(SCBA).]

3.3.182 SCBA/SAR.   Abbreviation for combination open-
circuit SCBA and supplied air respirator. [See 3.3.34, Combina‐
tion SCBA/SAR; 3.3.185, Self-Contained Breathing Apparatus
(SCBA); and 3.3.208, Supplied Air Respirator (SAR).]

3.3.183 Seam.   Any permanent attachment of two or more
materials in a line formed by joining the separate material
pieces.

3.3.183.1* Major A Seam.   Outermost layer seam assemblies
where rupture could reduce the protection of the garment
by exposing the garment’s inner layers.

3.3.183.2 Major B Seam.   Inner layer seam assemblies where
rupture could reduce the protection of the garment by
exposing the next layer of the garment, the wearer’s
station/work uniform, other clothing, or skin.

3.3.183.3 Major Seam.   Seam assemblies where rupture
exposes the wearer to immediate danger.

3.3.183.4 Minor Seam.   Remaining seam assemblies that are
not classified as Major, Major A, or Major B seams.

3.3.184 Seam Assembly.   The structure obtained when materi‐
als are joined by means of a seam.

3.3.185* Self-Contained Breathing Apparatus (SCBA).   An
atmosphere-supplying respirator that supplies a respirable air
atmosphere to the user from a breathing air source that is inde‐
pendent of the ambient environment and designed to be
carried by the user.

3.3.186 Separate/Separation.   A material response evidenced
by splitting or delaminating.

3.3.187 Service Life.   The period for which compliant prod‐
uct may be useful before retirement.

3.3.188 Service Time.   See 3.3.165, Rated Service Time.

3.3.189 Shank.   The component of footwear that provides
additional support to the instep.

3.3.190 Shell.   See 3.3.124, Outer Shell.

3.3.191 Sound Pressure Level (SPL).   The local pressure devi‐
ation from the ambient (average, or equilibrium) atmospheric
pressure caused by a sound wave.

3.3.192 Specimen.   The conditioned ensemble, element, item,
or component that is tested. Specimens are taken from
samples. (See also 3.3.179, Sample.)

3.3.193 Speech Transmission Index (STI).   A measure of intel‐
ligibility of speech quality on a scale of intelligibility, whose
values vary from 0 (completely unintelligible) to 1 (perfect
intelligibility).
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3.3.194 Structural Firefighting.   The activities of rescue, fire
suppression, and property conservation in buildings, enclosed
structures, vehicles, marine vessels, or like properties that are
involved in a fire or emergency situation.

3.3.195 Structural Firefighting Protective Barrier Hood.   The
optional interface element of the protective ensemble that
provides limited thermal, physical, and barrier protection to
the coat/helmet/SCBA facepiece interface area.

3.3.196 Structural Firefighting Protective Clothing.   See
3.3.199, Structural Firefighting Protective Ensemble.

3.3.197 Structural Firefighting Protective Coat.   The element
of the protective ensemble that provides protection to the
upper torso and arms, excluding the hands and head.

3.3.198 Structural Firefighting Protective Coverall.   The
element of the protective ensemble that provides protection to
the torso, arms, and legs, excluding the head, hands, and feet.

3.3.199* Structural Firefighting Protective Ensemble.   Multi‐
ple elements of compliant protective clothing and equipment
that when worn together provide protection from some risks,
but not all risks, of emergency incident operations.

3.3.200 Structural Firefighting Protective Ensemble with
Optional Liquid and Particulate Contaminant Protection.   A
compliant structural firefighting protective ensemble that is
also certified as an entire ensemble to meet the optional
requirements for protection from liquid and particulate
contaminants.

3.3.201 Structural Firefighting Protective Footwear.   The
element of the protective ensemble that provides protection to
the foot, ankle, and lower leg.

3.3.202 Structural Firefighting Protective Garment(s).   The
coat, trouser, and coverall elements of the protective ensemble.

3.3.203 Structural Firefighting Protective Glove.   The element
of the protective ensemble that provides protection to the
hand and wrist.

3.3.204 Structural Firefighting Protective Helmet.   The
element of the protective ensemble that provides protection to
the head.

3.3.205 Structural Firefighting Protective Hood.   The inter‐
face element of the protective ensemble that provides limited
protection to the coat/helmet/SCBA facepiece interface area.

3.3.206 Structural Firefighting Protective Trousers.   The
element of the protective ensemble that provides protection to
the lower torso and legs, excluding the ankles and feet.

3.3.207 Supplementary Voice Communications System.   An
optional electronic voice amplification communication system
in addition to a nonelectronic transmission system.

3.3.208* Supplied Air Respirator (SAR).   An atmosphere-
supplying respirator for which the source of breathing air is not
designed to be carried by the user; also known as an airline respi‐
rator. [See also 3.3.4, Atmosphere-Supplying Respirator; 3.3.34,
Combination SCBA/SAR; and 3.3.185, Self-Contained Breathing
Apparatus (SCBA).]

3.3.209 Surrogate Cylinder.   A breathing air cylinder for test‐
ing only in which the mass of the breathing air is replaced by a
substitute mass.

3.3.210 Suspension.   The energy-attenuating system of the
helmet that is made up of the headband and crown strap.

3.3.211 Sweatband.   That part of a helmet headband, either
integral or attached, that comes in contact with the wearer’s
forehead.

3.3.212 Synthetic Breathing Air.   A manufactured breathing
air that is produced by blending nitrogen and oxygen. (See also
3.3.41, Compressed Breathing Air.)

3.3.213 Tensile Strength.   The force at which a fiber or fabric
will break when pulled in one dimension.

3.3.214 Textile Fabric.   A planar structure consisting of yarns
or fibers.

3.3.215 Thermal Barrier.   The component of an element or
item that principally provides thermal protection.

3.3.216 Toe Cap.   A reinforcement to the toe area of footwear
designed to protect the toes from impact and compression.

3.3.217* Tongue.   The part of the protective footwear that is
provided for lace up protective footwear with a closure that
extends from the vamp to the top line of the footwear between
sides of the footwear upper and is exposed to the exterior envi‐
ronment when the footwear is correctly donned.

3.3.218 Top.   The intersection between the midsagittal plane
and the coronal plane extended to the helmet surface.

3.3.219 Top Line.   The top edge of the protective footwear
that includes the tongue, gusset, quarter, collar, and shaft.

3.3.220* Total Fluorine.   A measurement that includes
organic and inorganic fractions of fluorine.

3.3.221 Toxic Industrial Chemicals.   Highly toxic solid, liquid,
or gaseous chemicals that have been identified as mass casualty
threats that could be used to inflict casualties, generally on a
civilian population, during a terrorist attack.

3.3.222* Trim.   Retroreflective and fluorescent materials
attached to the outermost surface of the protective ensemble
for visibility enhancement.

3.3.223 Trouser.   See 3.3.206, Structural Firefighting Protec‐
tive Trousers, and 3.3.161, Proximity Firefighting Protective
Trousers.

3.3.224 UAC.   Abbreviation for universal air connection.

3.3.225 Universal Air Connection (UAC).   The male fitting,
affixed to the SCBA, and the female fitting, affixed to the fill‐
ing hose, to provide emergency replenishment of breathing air
to an SCBA breathing air cylinder. Also known as Rapid Inter‐
vention Crew/Company Universal Air Connection.

3.3.226 Universal Emergency Breathing Safety System
(UEBSS).   A device on an SCBA that allows users to share their
available air supply in an emergency situation through a stand‐
ardized interoperable connection.

3.3.227* Upper.   The part of the protective footwear includ‐
ing, but not limited to, the toe, vamp, quarter, shaft, collar, and
throat, but excluding the sole with heel, puncture-resistant
device, and insole.

3.3.228 Upper Torso.   The area of body trunk above the waist
and extending to the shoulder, excluding the arms and wrists,
and hands.
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3.3.229* Visibility Markings.   Retroreflective and fluorescent
conspicuity enhancements.

3.3.230 Voice Communications System.   Nonelectronic trans‐
mission system to project sound.

3.3.231 Water Resistance.   A finish or an inherent property
that limits the absorption of water.

3.3.232 Wear Surface.   The bottom of the footwear sole,
including the heel.

3.3.233 Winter Liner.   An optional component layer that
provides added insulation against cold.

3.3.234 Work Apparel.   Nonprimary protective garments certi‐
fied as compliant with this standard that are intended to be
worn by emergency services personnel while on duty.

3.3.235 Work Apparel Garment.   Textile apparel that cover the
torso and limbs or parts of limbs, excluding heads, hands, and
feet.

3.3.236 Wristlet.   The interface component of the protective
element or item that provides limited protection to the protec‐
tive coat/glove interface area.
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Chapter 4   Certification

4.1 General Certification Requirements (NFPA 1971;
NFPA 1975; NFPA 1981; NFPA 1982).

4.1.1   The process of certification of products as being compli‐
ant with NFPA 1971, NFPA 1975, NFPA 1981, or NFPA 1982, as
incorporated within NFPA 1970 shall meet the requirements of
Chapter 4, along with the associated certification requirements
in Chapter 5, Chapter 10, Chapter 15, or Chapter 20.

4.1.2   All compliant products that are labeled as being compli‐
ant with this standard shall meet or exceed all applicable
requirements specified in this standard and shall be certified.

4.1.2.1*   Manufacturers shall not claim compliance with a
portion(s) or segment(s) of the applicable requirements of this
standard and shall not use the name or identification of this
standard, NFPA 1971, NFPA 1975, NFPA 1981, or NFPA 1982,
in any statements about their respective products unless the
product is certified to the applicable standard incorporated in
NFPA 1970.

4.1.3   All certification shall be performed by a certification
organization that meets at least the requirements specified in
Section 4.2, Certification Program, and that is accredited for
personal protective equipment in accordance with ISO/IEC
17065, Conformity assessment — Requirements for bodies certifying
products, processes, and services. The accreditation shall be issued
by an accreditation body operating in accordance with
ISO/IEC 17011, Conformity assessment — General requirements for
accreditation bodies accrediting conformity assessment bodies.

4.1.4   All compliant products shall be labeled and listed. The
listing shall uniquely identify the certified product by, at a mini‐
mum, style, model number, or part number.

4.1.4.1   The certification organization shall be required to
identify the element or component in the certification listing as
used by the manufacturer to identify the product to end users.

4.1.5   All compliant products shall also have a product label
that meets the requirements specified in the applicable prod‐
uct label requirements.

4.1.6   The certification organization's label, symbol, or identi‐
fying mark shall be part of the product label, shall be attached
to the product label, or shall be immediately adjacent to the
product label.

4.2 Certification Program.

4.2.1*   The certification organization shall not be owned or
controlled by manufacturers or vendors of the product being
certified.

4.2.2   The certification organization shall be primarily
engaged in certification work and shall not have a monetary
interest in the product’s ultimate profitability.

4.2.3   The certification organization shall be accredited for
personal protective equipment in accordance with ISO/IEC
17065, Conformity assessment — Requirements for bodies certifying
products, processes, and services. The accreditation shall be issued
by an accreditation body operating in accordance with
ISO/IEC 17011, Conformity assessment — General requirements for
accreditation bodies accrediting conformity assessment bodies.

4.2.4   The certification organization shall refuse to certify
products to this standard that do not comply with all applicable
requirements of this standard.

4.2.5*   The contractual provisions between the certification
organization and the manufacturer shall specify that certifica‐
tion is contingent on compliance with all applicable require‐
ments of this standard.

4.2.5.1   The certification organization shall not offer or confer
any conditional, temporary, or partial certifications.

4.2.5.2   Manufacturers shall not be authorized to use any label
or reference to the certification organization on products that
are not compliant with all applicable requirements of this
standard.

4.2.6*   The certification organization shall have laboratory
facilities and equipment available for conducting tests to deter‐
mine product compliance.

4.2.6.1   The certification organization laboratory facilities shall
have in place a program and functioning for calibration of all
instruments, and procedures shall be in use to ensure control
of all testing.

4.2.6.2   The certification organization laboratory facilities shall
follow good practice regarding the use of laboratory manuals,
form data sheets, documented calibration and calibration
routines, performance verification, proficiency testing, and
staff qualification and training programs.

4.2.7   The certification organization shall require the manufac‐
turer to establish and maintain a quality assurance program
that meets the requirements of Section 4.5, Compliant Product
Manufacturers’ Quality Assurance Program.

4.2.7.1*   The certification organization shall require the
manufacturer to have a product recall system as specified in
Section 4.9, Manufacturers’ Safety Alert and Product Recall
Systems, as part of the manufacturer’s quality assurance
program.

4.2.7.2   The certification organization shall audit the manufac‐
turer’s quality assurance program to ensure that the quality
assurance program provides continued product compliance
with this standard.

4.2.8   The certification organization and the manufacturer
shall evaluate any changes affecting the form, fit, or function of
the compliant product to determine its continued certification
to this standard.

4.2.9*   The certification organization shall have a follow-up
inspection program of the manufacturer’s manufacturing facili‐
ties of the compliant product with at least two random and
unannounced visits per 12-month period to verify the product's
continued compliance. Where portions of the production proc‐
ess are carried out by multiple facilities, the certification organ‐
ization shall determine the appropriate follow-up program
according to which facility or facilities most closely meet the
definition for manufacturing facility, provided in 3.3.111.

4.2.9.1   As part of the follow-up inspection program, the certif‐
ication organization shall select sample compliant product at
random from the manufacturing facility’s production line,
from the manufacturer’s or manufacturing facility’s in-house
stock, or from the open market.
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4.2.9.2   Sample product shall be evaluated by the certification
organization to verify the product’s continued compliance to
assure that the materials, components, and manufacturing
quality assurance systems are consistent with the materials,
components, and manufacturing quality assurance that were
inspected and tested by the certification organization during
initial certification and annual verification.

4.2.9.3   The certification organization shall be permitted to
conduct specific testing to verify the product’s continued
compliance.

4.2.9.4   For products, components, and materials where prior
testing, judgment, and experience of the certification organiza‐
tion have shown results to be in jeopardy of not complying with
this standard, the certification organization shall conduct more
frequent testing of sample product, components, and materials
acquired in accordance with 4.2.9.1 against the applicable
requirements of this standard.

4.2.10   The certification organization shall have in place a
series of procedures, as specified in Section 4.7, Hazards Involv‐
ing Compliant Product, that address report(s) of situation(s) in
which a compliant product is subsequently found to be hazard‐
ous.

4.2.11   The certification organization’s operating procedures
shall provide a mechanism for the manufacturer to appeal deci‐
sions. The procedures shall include the presentation of infor‐
mation from both sides of a controversy to a designated appeals
panel.

4.2.12   The certification organization shall be in a position to
use legal means to protect the integrity of its name and label.
The name and label shall be registered and legally defended.

4.3* Inspection and Testing.

4.3.1   For both initial certification and annual verification of
compliant products, the certification organization shall
conduct both inspection and testing as specified in Section 4.3,
Inspection and Testing.

4.3.2   All inspections, evaluations, conditioning, and testing
for certification or for annual verification shall be conducted
by a certification organization’s testing laboratory that is
accredited in accordance with the requirements of ISO/IEC
17025, General requirements for the competence of testing and calibra‐
tion laboratories.

4.3.2.1   The certification organization’s testing laboratory’s
scope of accreditation to ISO/IEC 17025, General requirements
for the competence of testing and calibration laboratories, shall encom‐
pass testing of personal protective equipment.

4.3.2.2   The accreditation of a certification organization's test‐
ing laboratory shall be issued by an accreditation body operat‐
ing in accordance with ISO/IEC 17011, Conformity assessment —
General requirements for accreditation bodies accrediting conformity
assessment bodies.

4.3.3   A certification organization shall be permitted to utilize
conditioning and testing results conducted by a product or
component manufacturer for certification or annual verifica‐
tion provided the manufacturer’s testing laboratory meets the
requirements specified in 4.3.3.1 through 4.3.3.5.

4.3.3.1   The manufacturer’s testing laboratory shall be accredi‐
ted in accordance with the requirements of ISO/IEC 17025,

General requirements for the competence of testing and calibration labo‐
ratories.

4.3.3.2   The manufacturer’s testing laboratory’s scope of
accreditation to ISO/IEC 17025, General requirements for the
competence of testing and calibration laboratories, shall encompass
testing of personal protective equipment.

4.3.3.3   The accreditation of a manufacturer's testing labora‐
tory shall be issued by an accreditation body operating in
accordance with ISO/IEC 17011, Conformity assessment —
General requirements for accreditation bodies accrediting conformity
assessment bodies.

4.3.3.4   The certification organization shall approve the manu‐
facturer’s testing laboratory.

4.3.3.5   The certification organization shall determine the
level of supervision and witnessing of the conditioning and test‐
ing for certification or annual verification conducted at the
manufacturer’s testing laboratory.

4.3.4   Sampling levels for testing and inspection shall be estab‐
lished by the certification organization and the manufacturer
to ensure a reasonable and acceptable reliability at a reasona‐
ble and acceptable confidence level that products certified to
this standard are compliant, unless such sampling levels are
specified herein.

4.3.5   Inspection and evaluation by the certification organiza‐
tion shall include a review of all product labels to ensure that
all required label attachments, compliance statements, certifi‐
cation statements, and other product information are at least as
specified for the products identified in Chapter 6 (NFPA 1971),
Chapter 11 (NFPA 1975), Chapter 16 (NFPA 1981), or Chap‐
ter 21 (NFPA 1982).

4.3.6   Inspection and evaluation by the certification organiza‐
tion shall include an evaluation of any symbols and pictorial
graphic representations used on product labels or in user infor‐
mation, as permitted in 6.1.5 (NFPA 1971), 11.1.8
(NFPA 1975), 16.1.5 (NFPA 1981), or 21.1.4 (NFPA 1982) to
ensure that the symbols are explained in the product’s user
information package.

4.3.7   Inspection by the certification organization shall include
a review of the user information required by Sections 6.5
(NFPA 1971), 11.2 (NFPA 1975), 16.2 (NFPA 1981), or 21.2
(NFPA 1982) to ensure that the information has been devel‐
oped and is available.

4.3.8   Inspection and evaluation by the certification organiza‐
tion for determining compliance with the design requirements
specified in Chapter 7 (NFPA 1971), Chapter 12 (NFPA 1975),
Chapter 17 (NFPA 1981), or Chapter 22 (NFPA 1982) shall be
performed on whole or complete products.

4.3.9   Inspection and evaluation by the certification organiza‐
tion for determining compliance of recognized components
per the requirements specified in 7.1.14, 7.4.9, 7.7.6, 7.10.10,
and 7.13.7 shall be permitted to consist of a review of any avail‐
able test data provided by the component supplier.

4.3.9.1   Data submitted by the component supplier shall be
evaluated against the requirements in Table 8.21(a) to deter‐
mine compliance of the recognized component.
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4.3.9.2*   This evaluation shall be required only for initial
certification or if there is a change to the materials used in the
recognized component.

4.3.9.3   The data submitted by the component supplier for the
purposes of demonstrating compliance to these requirements
must not be greater than five years from the initial certification
date of that component to this standard.

4.3.9.4   The test data submitted by the component supplier for
demonstrating compliance with the requirements in 7.1.14,
7.4.9, 7.7.6, 7.10.10, and 7.13.7 generated by a testing labora‐
tory shall be accredited to ISO 17025, General requirements for the
competence of testing and calibration laboratories. 

4.3.9.5   Any test data that is required to demonstrate compli‐
ance with 7.1.14, 7.4.9, 7.7.6, 7.10.10, 7.13.7, and Section 8.21
that is not submitted by the component supplier shall be
subjected to the requirements as outlined in those paragraphs.

4.3.9.6   Suppliers of recognized components shall be permit‐
ted to make specific claims related to the PFAS levels in their
specific materials or components according to 6.1.7.5, which in
turn can be applied by protective elements manufacturers as
the basis of their optional claims according to 6.1.7.5.

4.3.9.6.1   Suppliers of recognized components shall be permit‐
ted to provide a certificate with test results demonstrating
compliance with the optional claim where the organization
performing the testing meets the following requirements:

(1) The test organization shall be independent from the
supplier.

(2) The test organization is accredited in accordance with the
requirements of ISO 17025, General requirements for the
competence of testing and calibration laboratories, for perform‐
ing total fluorine by combustion ion chromatography.

(3) The test organization shall provide a separate test report
along with the certificate that meets the requirements of
6.5.11 and 6.5.11.1.

4.3.10*   In lieu of the requirements in 4.3.9, compliance of
recognized components to the requirements specified in
7.1.14, 7.4.9, 7.7.6, 7.10.10, 7.13.7, and Section 8.21 shall be
permitted to be based on a certificate provided by a restricted
substance attestation organization that meets the following
requirements:

(1) The restricted substance attestation organization shall be
independent from the supplier.

(2) The restricted substance attestation organization shall use
a restricted substance list that is equivalent to or more
rigorous than the specific criteria for restricted substan‐
ces in Section 8.21.

(3) Laboratories conducting the evaluations of restricted
substances shall be accredited in accordance with the
requirements of ISO 17025, General requirements for the
competence of testing and calibration laboratories, with analyti‐
cal testing for restricted substances as part of its scope.

(4) A separate test report shall be provided, along with the
certificate, that provides the results of all applicable
restricted substances evaluations.

4.3.10.1*   The certificate in 4.3.10 shall be required only for
initial certification or if there is a change to the materials used
in the recognized component.

4.3.11   Where the compliant product manufacturer utilizes a
proprietary material or materials, the required testing shall be

permitted to be part of the compliant product certification in
lieu of the component being recognized.

4.4 Annual Verification.   All products that are labeled as being
compliant with this standard shall, on an annual basis, undergo
a verification evaluation to all requirements as required by this
standard. 

4.5 Compliant Product Manufacturers’ Quality Assurance
Program.

4.5.1   The compliant product manufacturer shall provide and
operate a quality assurance program that meets the require‐
ments of Section 4.5, Compliant Product Manufacturers’ Qual‐
ity Assurance Program, and that includes a product recall
system as specified in 4.2.7.1 and Section 4.9, Manufacturers’
Safety Alert and Product Recall Systems.

4.5.2   The operation of the quality assurance program shall
evaluate and test compliant product production to the require‐
ments of this standard to assure production remains in compli‐
ance.

4.5.3   All the following entities shall either be registered to ISO
9001, Quality management systems — Requirements, or shall be
listed as a covered location under an ISO 9001 registered
entity:

(1) Compliant product manufacturer
(2) Compliant product manufacturing facility
(3) Entity that directs and controls compliant product design
(4) Entity that directs and controls compliant product quality

assurance
(5) Entity that provides the warranty for the compliant prod‐

uct
(6) Entity that puts their name on the product label and

markets and sells the product as their own

4.5.3.1   Registration to the requirements of ISO 9001, Quality
management systems — Requirements, shall be conducted by a
registrar that is accredited for personal protective equipment
in accordance with ISO 17021, Conformity assessment – Require‐
ments for bodies providing audit and certification of management
systems. The registrar shall affix the accreditation mark on the
ISO registration certificate.

4.5.3.2   The scope of the ISO registration shall include at least
the design and manufacturing systems management for the
type of personal protective equipment being certified.

4.5.4*   Any entity that meets the definition of manufacturer
specified in 3.3.110, and therefore is considered to be the
“manufacturer” but that does not manufacture or assemble the
compliant product, shall meet the requirements specified in
Section 4.5, Compliant Product Manufacturers’ Quality Assur‐
ance Program.

4.5.5*   Where the manufacturer uses subcontractors in the
construction or assembly of the compliant product, the loca‐
tions and names of all subcontractor facilities shall be docu‐
mented, and the documentation shall be provided to the
manufacturer's ISO registrar and the certification organization.

4.5.6   Where manufacturers construct custom-sized or special-
fitting gloves for accommodating the special needs of individ‐
ual firefighters, the manufacturer shall employ the same
manufacturing methods as used in the construction of
required glove sizes.
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4.5.6.1   The manufacturer shall notify the certification organi‐
zation as required in 4.2.8 and shall obtain written approval
from the certification organization prior to proceeding with
any modifications to an existing certified glove design.

4.5.6.2   Custom-fitting gloves shall be individually evaluated to
verify the integrity of the glove moisture barrier using air or
other similar method to ensure that the glove is constructed in
a leak-free manner.

4.6* Recognized Component Supplier Quality Assurance
Program.

4.6.1 General.

4.6.1.1   The supplier shall provide and maintain a quality
assurance program that includes a documented inspection and
product recall system.

4.6.1.2   The supplier shall have an inspection system to
substantiate conformance to this standard.

4.6.1.3   The supplier shall be permitted to be registered to ISO
9001, Quality Management Systems — Requirements, in lieu of
meeting the requirements of 5.4.2 through 5.4.6.

4.6.2 Instructions.

4.6.2.1   The supplier shall maintain written inspection and
testing instructions.

4.6.2.2   The instructions shall prescribe inspection and test of
materials, work in process, and completed articles.

4.6.2.3   Criteria for acceptance and rejection of materials,
processes, and final product shall be part of the instructions.

4.6.3 Records.

4.6.3.1   The supplier shall maintain records of all “pass” and
“fail” tests.

4.6.3.2   Records shall indicate the disposition of the failed
materials or products.

4.6.4 Inspection System.   The supplier’s inspection system
shall provide for procedures that assure the latest applicable
drawings, specifications, and instructions are used for fabrica‐
tion, inspection, and testing.

4.6.5 Calibration Program.   The supplier shall maintain, as
part of the quality assurance program, a calibration program of
all instruments used to ensure control of testing.

4.7 Hazards Involving Compliant Product.

4.7.1   The certification organization shall establish procedures
to be followed where situation(s) are reported in which a
compliant product is subsequently found to be hazardous.
These procedures shall comply with the provisions of ISO
Guide 27, Guidelines for corrective action to be taken by a certification
body in the event of misuse of its mark of conformity, and as modified
herein.

4.7.2*   Where a report of a hazard involved with a compliant
product is received by the certification organization, the valid‐
ity of the report shall be investigated.

4.7.3   With respect to a compliant product, a hazard shall be a
condition or create a situation that results in exposing life,
limb, or property to an imminently dangerous or dangerous
condition.

4.7.4   Where a specific hazard is identified, the determination
of the action for the certification organization and the manu‐
facturer to undertake shall take into consideration the severity
of the hazard and its consequences to the safety and health of
users.

4.7.5   Where it is established that a hazard is involved with a
compliant product, the certification organization shall deter‐
mine the scope of the hazard including products, model
numbers, serial numbers, factory production facilities, produc‐
tion runs, and quantities involved.

4.7.6   The certification organization’s investigation shall
include, but not be limited to, the extent and scope of the
problem as it might apply to other compliant products or
compliant product components manufactured by other manu‐
facturers or certified by other certification organizations.

4.7.7   The certification organization shall also investigate
reports of a hazard where compliant product is gaining wide‐
spread use in applications not foreseen when the standard was
written, such applications in turn being ones for which the
product was not certified, and no specific scope of application
has been provided in the standard, and no limiting scope of
application was provided by the manufacturer in written mate‐
rial accompanying the compliant product at the point of sale.

4.7.8   The certification organization shall require the manufac‐
turer of the compliant product, or the manufacturer of the
compliant product component, if applicable, to assist the certif‐
ication organization in the investigation and to conduct its own
investigation as specified in Section 4.7, Hazards Involving
Compliant Product.

4.7.9   Where the facts indicating a need for corrective action
are scientifically supported and there is a manufacturer to be
held responsible that has exhausted all appeal rights, the certif‐
ication organization shall initiate corrective action immediately.

4.7.10*   Where the facts are scientifically supported and
corrective action is indicated but there is no manufacturer to
be held responsible, the certification organization shall imme‐
diately notify relevant governmental and regulatory agencies
and issue a notice to the user community about the hazard.

4.7.11*   Where the facts are scientifically supported and
corrective action is indicated, the certification organization
shall take one or more of the following corrective actions:

(1) Parties authorized and responsible for issuing a safety
alert shall be notified when, in the opinion of the certifi‐
cation organization, such a safety alert is necessary to
inform the users.

(2) Parties authorized and responsible for issuing a product
recall shall be notified when, in the opinion of the certifi‐
cation organization, such a recall is necessary to protect
the users.

(3) The mark of certification shall be removed from the
product.

(4) Where a hazardous condition exists and it is not practical
to implement 4.7.11(1), 4.7.11(2), or 4.7.11(3), or the
responsible parties refuse to take corrective action, the
certification organization shall notify relevant govern‐
mental and regulatory agencies and issue a notice to the
user community about the hazard.

4.7.12   The certification organization shall provide a report to
the organization or individual identifying the reported hazard‐
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ous condition and notify them of the corrective action indica‐
ted or that no corrective action is indicated.

4.7.13*   Where a change to an NFPA standard(s) is felt neces‐
sary, the certification organization shall also provide a copy of
the report and indicated corrective actions to NFPA and shall
also submit either a Public Proposal for a proposed change to
the next revision of the applicable standard or a proposed
Temporary Interim Amendment (TIA) to the current edition
of the applicable standard.

4.8 Manufacturers’ Investigation of Complaints and Returns.

4.8.1   Manufacturers shall provide corrective action in accord‐
ance with ISO 9001, Quality management systems — Requirements,
for investigating written complaints and returned products.

4.8.2   Manufacturers’ records of returns and complaints rela‐
ted to safety issues shall be retained for at least 5 years.

4.8.3   Where the manufacturer discovers, during the review of
specific returns or complaints, that a compliant product or
compliant product component can constitute a potential safety
risk to end users that is possibly subject to a safety alert or prod‐
uct recall, the manufacturer shall immediately contact the
certification organization and provide all information about its
review to assist the certification organization with its investiga‐
tion.

4.9 Manufacturers’ Safety Alert and Product Recall Systems.

4.9.1   Manufacturers shall establish a written safety alert system
and a written product recall system that describes the proce‐

dures to be used in the event that it decides, or is directed by
the certification organization, to either issue a safety alert or to
conduct a product recall.

4.9.2   The manufacturers’ safety alert and product recall
system shall provide the following:

(1) The establishment of a coordinator and responsibilities
by the manufacturer for the handling of safety alerts and
product recalls

(2) A method of notifying all dealers, distributors, purchas‐
ers, users, and NFPA about the safety alert or product
recall that can be initiated within a 1-week period follow‐
ing the manufacturer’s decision to issue a safety alert or
to conduct a product recall, or after the manufacturer has
been directed by the certification organization or
NIOSH/NPPTL if the product is certified to NFPA 1981,
to issue a safety alert or conduct a product recall

(3) Techniques for communicating the nature of the safety
alert or product recall and, in particular, the specific
hazard or safety issue found to exist

(4) Procedures for removing product that is recalled and for
documenting the effectiveness of the product recall

(5) A plan for repairing, or replacing, or compensating
purchasers for returned product
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Chapter 5   Scope and Certification Requirements (NFPA 1971)

5.1 Administration.

5.1.1* Scope.

5.1.1.1   Chapters 5 through 9 of this standard shall specify the
minimum design, performance, testing, and certification
requirements for structural firefighting protective ensembles
and ensemble elements that include coats, trousers, coveralls,
helmets, gloves, footwear, interface components, and other
components utilized to construct these elements.

5.1.1.2   Chapters 5 through 9 of this standard shall specify the
minimum design, performance, testing, and certification
requirements for proximity firefighting protective ensembles
and ensemble elements that include coats, trousers, coveralls,
helmets, gloves, footwear, and interface components, and other
components utilized to construct these elements.

5.1.1.3*   Chapters 5 through 9 of this standard shall also spec‐
ify additional optional requirements for structural firefighting
protective ensembles and proximity firefighting protective
garments that will provide limited protection from liquid and
particulate hazards.

5.1.1.3.1   Chapters 5 through 9 of this standard shall not spec‐
ify requirements for protection against CBRN terrorism agents.

5.1.1.4   Chapters 5 through 9 of this standard shall specify
requirements for new structural firefighting protective ensem‐
bles, new proximity firefighting protective ensembles, or new
elements for both ensembles.

5.1.1.5*   Chapters 5 through 9 of this standard shall not apply
to firefighting overhaul operations as it relates to protective
coats and trousers. Coats and trousers for overhaul shall meet
the requirements of NFPA 1951. All other elements of the
protective ensemble for structural firefighting shall apply.

5.1.1.6*   Chapters 5 through 9 of this standard shall not spec‐
ify requirements for any accessories that could be attached to
the certified product, but are not necessary for the certified
product to meet the requirements of this standard.

5.1.1.7*   This standard shall not specify PPE requirements for
nonstructural fire responses.

5.1.1.8   Other than the testing for certification of structural or
proximity protective garments to the optional liquid and partic‐
ulate hazard protection requirements, Chapters 5 through 9
shall not specify the respiratory protection that is necessary for
protection with structural or firefighting protective ensembles.

5.1.1.9   Certification of compliant structural firefighting
protective ensembles, compliant proximity firefighting protec‐
tive ensembles, and compliant elements of both ensembles to
the requirements of Chapters 5 through 9 of this standard shall
not preclude certification to additional standards where the
ensemble or ensemble element meets all the applicable
requirements of each standard.

5.1.1.10   Chapters 5 through 9 of this standard shall not be
construed as addressing all of the safety concerns associated
with the use of compliant protective ensembles or ensemble
elements. It shall be the responsibility of the persons and
organizations that use compliant protective ensembles or
ensemble elements to establish safety and health practices and

determine the applicability of regulatory limitations prior to
use.

5.1.1.11   Chapters 5 through 9 of this standard shall not be
construed as addressing all of the safety concerns, if any, associ‐
ated with the use of this standard by testing facilities. It shall be
the responsibility of the persons and organizations that use this
standard to conduct testing of protective ensembles or ensem‐
ble elements to establish safety and health practices and deter‐
mine the applicability of regulatory limitations prior to using
Chapters 5 through 9 for any designing, manufacturing, and
testing.

5.1.1.12   Nothing in this standard shall restrict any jurisdiction
or manufacturer from exceeding these minimum require‐
ments.

5.1.2* Purpose.

5.1.2.1   The purpose of Chapters 5 through 9 of this standard
shall be to establish minimum levels of protection for firefight‐
ing personnel assigned to fire department operations includ‐
ing, but not limited to, structural firefighting, proximity
firefighting, rescue, emergency medical, and other emergency
first responder functions.

5.1.2.1.1*   To achieve this purpose, Chapters 5 through 9 of
this standard shall establish minimum requirements for struc‐
tural firefighting protective ensembles and ensemble elements
designed to provide firefighting personnel limited protection
from thermal, physical, environmental, biological, chemical,
electrical, person-position, person-equipment, and other
hazards encountered during structural firefighting operations.

5.1.2.1.2   To achieve this purpose, Chapters 5 through 9 of this
standard shall establish minimum requirements for proximity
firefighting protective ensembles and ensemble elements
designed to provide firefighting personnel limited protection
from thermal exposures where high levels of radiant heat as
well as convective and conductive heat are released, and from
physical, environmental, biological, chemical, electrical,
person-position, person-equipment, and other hazards encoun‐
tered during proximity firefighting operations. (See also,
A.5.1.2.1.1.)

5.1.2.2   The purpose of Chapters 5 through 9 of this standard
shall also be to establish a minimum level of protection for
structural and proximity firefighting personnel from exposure
to liquid and particulate contaminants as an option for compli‐
ant structural firefighting garments, for compliant proximity
firefighting garments, and for compliant elements for both
garments.

5.1.2.3*   Controlled laboratory tests used to determine compli‐
ance with the performance requirements of Chapters 5
through 9 of this standard shall not be deemed as establishing
performance levels for all situations to which personnel can be
exposed.

5.1.2.4   Chapters 5 through 9 of this standard shall not be
utilized as a detailed manufacturing or purchasing specifica‐
tion but shall be permitted to be referenced in purchase speci‐
fications as minimum requirements.
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5.1.2.5   The purpose of this standard shall not be to establish
minimum levels of protection for non-firefighting incidents
such as, but not limited to, technical rescue, vehicle extrica‐
tion, medical, search and rescue, wildland and urban interface,
and nonfire roadway incidents.

5.1.3 Application.

5.1.3.1   Chapters 5 through 9 of this standard shall apply to
the design, manufacturing, testing, and certification of new
structural firefighting protective ensembles, new proximity fire‐
fighting protective ensembles, and new elements of both
ensembles for protection from thermal, physical, environmen‐
tal, and bloodborne pathogen hazards encountered during
structural firefighting operations.

5.1.3.2*   Chapters 5 through 9 of this standard shall apply to
the design, manufacturing, testing, and certification of new
structural firefighting protective ensembles, new proximity fire‐
fighting protective ensembles, and new garment elements of
both ensembles for additional optional protection from liquid
and particulate contaminants.

5.1.3.2.1   This standard shall also apply to the design, manu‐
facturing, testing, and certification of new structural firefight‐
ing protective hoods and new proximity firefighting protective
hoods for additional protection from particulate contaminants.

5.1.3.3   Chapters 5 through 9 of this standard shall not apply
to any protective ensembles, ensemble elements, or protective
clothing for any other types of firefighting operations.

5.1.3.4   Chapters 5 through 9 of this standard shall not apply
to structural firefighting protective ensembles manufactured
according to previous editions of NFPA 1971.

5.1.3.5   Chapters 5 through 9 of this standard shall not apply
to structural firefighting protective clothing and equipment
manufactured according to past editions of NFPA 1971,
NFPA 1972, NFPA 1973, and NFPA 1974.

5.1.3.6   Chapters 5 through 9 of this standard shall not apply
to proximity firefighting protective ensembles manufactured
according to previous editions of NFPA 1976.

5.1.3.7   Chapters 5 through 9 of this standard shall not apply
to proximity firefighting protective clothing and equipment
manufactured according to past editions of NFPA 1976.

5.1.3.8   Chapters 5 through 9 of this standard shall not apply
to any accessories that could be attached to the certified prod‐
uct, before or after purchase, but are not necessary for the
certified product to meet the requirements of Chapters 5
through 9. (See A.5.1.1.6.)

5.1.3.9   Chapters 5 through 9 of this standard shall not apply
to the use of structural firefighting protective ensembles, prox‐
imity firefighting protective ensembles, or elements of these
ensembles since these requirements are specified in
NFPA 1550.

5.1.4 Units.

5.1.4.1   In Chapters 5 through 9 of this standard, values for
measurement are followed by an equivalent in parentheses, but
only the first stated value shall be regarded as the requirement.

5.1.4.2   Equivalent values in parentheses shall not be consid‐
ered as the requirement, as these values are approximate.

5.2 General.

5.2.1   The process of certification for structural and proximity
ensembles as being compliant with Chapters 5 through 9 of this
standard shall meet the requirements of Sections 4.1 through
4.9.

5.2.2   All compliant products that are labeled as being compli‐
ant with Chapters 5 through 9 of this standard shall meet or
exceed all applicable requirements specified in Chapters 5
through 9 and shall be certified.

5.2.3   The certification organization shall not issue any new
certifications based on the 2018 edition of NFPA 1971 after the
NFPA effective date of the 2025 edition of NFPA 1970.

5.2.4   The certification organization shall not permit any
manufacturer to continue to label any products that are certi‐
fied as compliant with the 2018 edition of NFPA 1971 on the
effective date of the 2025 edition of NFPA 1970, plus
12 months.

5.2.5   The certification organization shall require manufactur‐
ers to remove all certification labels and product labels indicat‐
ing compliance with the 2018 edition of NFPA 1971 from all
products that are under the control of the manufacturer on the
effective date of the 2025 edition of NFPA 1970, plus
12 months, and the certification organization shall verify that
this action is taken.

5.2.6   For calculating the results of garment composite testing
in accordance with Section 9.7.2, the requirements of 5.2.6.1
through 5.2.6.11 shall apply. (See also A.9.7.2.1.2.)

5.2.6.1   A control fabric consisting of a 254 g/m2 (7.5 oz/yd2)
woven 93 percent meta-aramid, 5 percent para-aramid, and
2 percent antistat fiber shall be tested in accordance with
9.7.2.5 and referred to as “Result A.” 

5.2.6.2   The moisture barrier layer and thermal barrier layer
for a specific garment composite shall be tested in conjunction
with the control fabric in accordance with 9.7.2.5 with all layers
arranged in the order and orientation as worn.

5.2.6.3   The evaporative resistance of the control fabric with
moisture barrier layer and thermal barrier layer shall be recor‐
ded and referred to as “Result B.”

5.2.6.4   If a specific moisture barrier layer and thermal barrier
layer combination has been previously tested, it shall not be
necessary to perform the steps in 5.2.6.1 through 5.2.6.2 .

5.2.6.5   The outer shell layer for a specific composite shall be
individually tested in accordance with 9.7.2.5 and referred to as
“Result C.”

5.2.6.6   If a specific outer shell has been previously tested, it
shall not be necessary to perform the step in 5.2.6.5.

5.2.6.7   The difference, “Difference D,” between the control
fabric evaporative resistance of “Result A” and the garment
composite evaporative resistance “Result B” shall be calculated
according to the following equation:

Difference D = Result B Result A−

5.2.6.8   The sum, “Sum E,” of the garment outer shell evapora‐
tive resistance “Result C” and calculated moisture barrier layer

 
[5.2.6.7]
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and thermal barrier layer combination evaporative resistance of
“Difference D” shall be calculated according to the following
equation:

Sum E = Result C + Difference D

5.2.6.9   The individual replicate evaporative resistances in
m2Pa/W shall be calculated, recorded, and reported along with
the identification of the specific layers as follows:

(1) For “Result A”: recorded and reported
(2) For “Result B”: recorded and reported
(3) For “Result C”: recorded and reported
(4) For “Difference D”: calculated, recorded, and reported
(5) For “Sum E”: calculated, recorded, and reported

5.2.6.10*   The average evaporative resistance in m2Pa/W for
the garment outer shell “Result C,” combination of moisture
barrier layer and thermal barrier layer “Difference D,” and
calculated garment composite “Sum E” shall be calculated,
recorded, and reported.

5.2.6.11   If the “Sum E” value compared to the original certifi‐
cation value is within 10 percent, the following shall apply:

(1) The model calculation shall be considered acceptable for
the purposes of annual verification.

(2) Testing of the actual composite shall not be required.

5.3 Inspection and Testing.

5.3.1   Testing to determine product compliance with the
performance requirements specified in Chapter 8 shall be
conducted by the certification organization in accordance with
the specified testing requirements of Chapter 9.

5.3.1.1   The certification organization also shall be permitted
to use sample materials cut from a representative product.

5.3.1.2   Testing shall be performed on specimens representa‐
tive of materials and components used in the actual construc‐
tion of the compliant product.

5.3.2   Where the certification organization has findings of
noncompliance during initial certification or annual verifica‐
tion testing, the certification organization shall have proce‐
dures in place requiring the manufacturer to undertake a root
cause analysis, providing a rationale for their noncompliant
results, and a corrective action for how the subject element,
material, or component is changed or specific problems with
the testing that must be addressed in any retesting.

5.3.3   The certification organization shall only accept from the
manufacturer, for evaluation and testing for certification, prod‐
uct or product components that are the same in every respect
to the actual final product or product component.

5.3.4   The certification organization shall not allow any modifi‐
cations, pretreatment, conditioning, or other such special
processes of the product or any product component prior to
the product's submission for evaluation and testing by the
certification organization.

5.3.5   The certification organization shall not allow the substi‐
tution, repair, or modification, other than as specifically
permitted in this standard, of any product or any product
component during testing.

 
[5.2.6.8]

5.3.6   The certification organization shall not allow the substi‐
tution, repair, or modification, other than as specifically
permitted in this standard, of any product or any product
component during testing.

5.3.7   The certification organization shall not allow test speci‐
mens that have been conditioned and tested for one method to
be reconditioned and tested for another test method unless
specifically permitted in the test method.

5.3.8   The certification organization shall test an ensemble
element with the specific ensemble(s) with which it is to be
certified.

5.3.9   Any change in the design, construction, or material of a
compliant product shall necessitate new inspection and testing
to verify compliance to all applicable requirements of this
standard that the certification organization determines can be
affected by such change. This annual verification shall be
conducted before labeling the modified product as being
compliant with this standard.

5.3.9.1   The manufacturer shall require the component manu‐
facturer to provide a new unique product or component name
and apply a separate listing for any retesting of an already
qualified product that results in new performance properties
that represents a significant change from the original test prop‐
erties.

5.3.10   The manufacturer shall maintain all design and
performance inspection and test data from the certification
organization used in the certification of the manufacturer's
compliant product. The manufacturer shall provide such data,
upon request, to the purchaser or authority having jurisdiction.

5.3.11*   For certification of structural firefighting helmet
elements, a test series shall consist of 14 helmets.

5.3.11.1   A minimum of three test series shall be required for
certification.

5.3.11.2   Each helmet shall be subjected to the specified envi‐
ronmental conditioning and test or tests.

5.3.12*   For certification of proximity firefighting helmet
elements, a test series shall consist of 14 helmets.

5.3.12.1   A minimum of three test series shall be required for
certification.

5.3.12.2   Each helmet shall be subjected to the specified envi‐
ronmental conditioning and test or tests.

5.3.13   For certification of any garments with the optional
liquid and particulate contaminant protection requirements,
the garments and interface components shall be subjected to
the specified environmental conditioning and test or tests.

5.4 Annual Verification.

5.4.1   The annual verification shall include the following:

(1) Inspection and evaluation to all design requirements as
required by this standard on all manufacturer models and
components, as follows:

(a) For ensembles and ensemble elements being evalu‐
ated in accordance with Chapter 7, one specimen of
each model containing a representation of available
components shall be submitted.
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(b) Where the ensemble or ensemble element is manu‐
factured at multiple manufacturing facilities and
the design is the same at all of those facilities, one
sample from any one manufacturing facility shall be
submitted.

(2) Testing to all performance requirements as required by
this standard on all manufacturer models and compo‐
nents with the following protocol:

(a) Where a test method incorporates testing both
before and after laundering conditioning specified
in 9.1.12 and the test generates quantitative results,
annual verification testing shall be limited to the
conditioning that yielded the worst-case test result
during the initial certification for the model or
component.

(b)* Where a test method incorporates testing both
before and after laundering conditioning specified
in 9.1.12 and the test generates nonquantitative
results (e.g., pass/fail for melt/drip), annual verifi‐
cation shall be limited to a single conditioning
procedure in any given year, with subsequent
annual verifications cycling through the remaining
conditioning procedures to ensure that all required
conditionings are included over time.

(c) Where a test method requires the testing of three
specimens, a minimum of one specimen shall be
tested for annual verification.

(d) Where a test method requires the testing of five or
more specimens, a minimum of two specimens shall
be tested for annual verification.

(e) Minor seams shall only be tested in accordance with
Section 9.3.4 during initial certification.

5.4.2   At least one sample of each compliant product and
component shall be tested for overall performance as specified
in Chapter 8 according to the following protocol:

(1) Where a test method incorporates testing both before
and after laundering conditioning specified in 9.1.12 and
the test generates quantitative results, annual verification
testing shall be limited to the conditioning that yielded
the worst-case test result during the initial certification for
the model or component.

(2)* Where a test method incorporates testing both before
and after laundering conditioning specified in 9.1.12 and

the test generates nonquantitative results (e.g., pass/fail
for melt/drip), annual verification shall be limited to a
single conditioning procedure in any given year. Subse‐
quent annual verifications shall cycle through the remain‐
ing conditioning procedures to ensure that all required
conditionings are included over time.

(3) Where a test method requires the testing of less than five
specimens, a minimum of one specimen shall be tested
for annual verification, unless otherwise specified in this
standard.

(4) Where a test method requires the testing of five or more
specimens, a minimum of two specimens shall be tested
for annual verification, unless otherwise specified in this
standard.

(5) Testing of garments for the optional liquid and particu‐
late contaminant protection shall only be performed
during initial certification.

5.4.3   Any change that affects the element's performance
under the design or performance requirements of this stand‐
ard shall constitute a different model.

5.4.4   For this standard, models shall include each unique
pattern, style, or design of the individual element.

5.4.5   Samples of manufacturer models and components for
annual verification shall be acquired as part of the follow-up
program in accordance with 4.2.9 and shall be permitted to be
used toward annual verification.

5.4.6   The manufacturer shall maintain all design and
performance inspection and test data from the certification
organization used in the annual verification of manufacturer
models and components. The manufacturer shall provide such
data, upon request, to the purchaser or authority having juris‐
diction.

5.5 Additional General Certification Requirements.   The
certification organization shall include, as part of the product
listing, the required user information and any other informa‐
tion or test results for the respective certified ensemble
element or recognized component identified in Chapters 1
through 8.
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Chapter 6   Labeling and Information (NFPA 1971)

6.1 Product Label Requirements for Both Ensembles.

6.1.1*   Each element of both protective ensembles shall have
at least one product label permanently and conspicuously loca‐
ted inside each element when the element is properly assem‐
bled with all layers and components in place.

6.1.1.1   Recognized components shall have identifiable mark‐
ings either on the product itself, or on the smallest unit packag‐
ing.

6.1.2   Multiple label pieces shall be permitted in order to carry
all statements and information required to be on the product
label. However, all label pieces comprising the product label
shall be located adjacent to each other.

6.1.3*   The certification organization's label, symbol, or identi‐
fying mark shall be permanently attached to the product label
or shall be part of the product label. All letters shall be at least
2.5 mm (3∕32 in.) high. The label, symbol, or identifying mark
shall be at least 6 mm (1∕4 in.) in height and shall be placed in a
conspicuous location.

6.1.3.1   Where the product is labeled as a recognized compo‐
nent, the certification organization's label, symbol, or identify‐
ing mark shall be distinct from the certification organization's
label, symbol, or identifying mark used on ensemble elements.

6.1.4   All worded portions of the required product label shall
be printed at least in English.

6.1.5   Symbols and other pictorial graphic representations
shall be permitted to be used to supplement worded statements
on the product label(s).

6.1.6   The compliance statements specified in Section 6.2,
Additional Product Label Requirements for Structural Fire‐
fighting Ensemble Elements Only, for structural firefighting
protective ensemble elements and in Section 6.3, Additional
Product Label Requirements for Proximity Firefighting Ensem‐
ble Elements Only, for proximity firefighting protective ensem‐
ble elements shall be printed legibly on the product label.

6.1.7   The information contained in Table 6.1.7 shall be prin‐
ted on each product label or printed directly on the product,
or product packaging, where permissible, with all letters at least
1.5 mm (1∕16 in.) in height.

6.1.7.1   Principal materials shall include the individual layers
or components as identified for the respective element as
follows:

(1) For garments, at least the outer shell, moisture barrier,
and thermal barrier

(2)* For helmets, at least the shell
(3)* For gloves, at least the outer shell, moisture barrier, ther‐

mal barrier, and glove interface component (wristlet)
(4)* For footwear, at least the outer shell, moisture barrier,

and thermal barrier
(5) For hoods, the outer shell, particulate-blocking layer, and

any lining material

6.1.7.2   Where the thermal liner, moisture barrier, and outer
shell of a garment are separable, each separable layer shall also
have a label containing the information required in item (4)
through item (8) of Table 6.1.7.

6.1.7.3   The identification of textile-based principal materials
shall indicate the fiber composition of the fabric, list any coat‐
ings or films present, and specify the type and purpose of any
finishes that are also present.

6.1.7.3.1   Where available, trade names of materials shall be
used.

6.1.7.4   Where leather is used as a principal material, the type
of leather shall be listed.

6.1.7.5*   Manufacturers shall be permitted to include the
following statement as part of their product label where the
required evidence is provided as specified in 6.5.11 for indicat‐
ing PFAS levels in the respective protective element:

THIS [type of protective element] UPON CERTIFICATION HAS A
PFAS (TOTAL FLUORINE) CONCENTRATION OF NO

MORE THAN 100 PPM.

6.1.7.6*   For helmet labels only, a label limited to the informa‐
tion required in item (1), item (4), and item (5) of Table 6.1.7
and the words “NFPA 1970 (1971), 2025 ED” shall be placed
securely against the inner surface of the helmet.

6.1.8*   Nonvisual/machine-readable tags providing a means
for electronic dissemination or tracking of information shall be
permitted in addition to the labels required in Section 6.1,
Product Label Requirements for Both Ensembles.

6.1.8.1   Nonvisual/machine-readable tags shall be permitted to
include all or a portion of the information required in
Section 6.1, Product Label Requirements for Both Ensembles.

6.1.8.2   Nonvisual/machine-readable tags shall meet the appli‐
cable requirements in Chapter 8.

6.2 Additional Product Label Requirements for Structural Fire‐
fighting Ensemble Elements Only.

6.2.1   The following compliance statement shall be printed on
the product label for each structural firefighting protective
ensemble element, unless the requirements in 6.2.1.1 prevail.
The term for the element type — garment, helmet, glove, foot‐
wear, hood — shall be inserted in the compliance statement

Table 6.1.7 Information Required to Be Present on Product
Labeling

Labeling Item
Ensemble
Elements Components

(1) Manufacturer's name, 
identification, or designation

X X

(2) Manufacturer's address X
(3) Country of manufacturer X X
(4) Manufacturer's element 

identification number, lot 
number, or serial number

X X

(5) Month and year of 
manufacturer, not coded

X X

(6) Model name, number, or 
design

X X

(7) Size or size range X
(8) Principal materials(s) of 

construction
X X

(9) Cleaning precautions X
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text where indicated. All product label letters and figures shall
be at least 2.5 mm (3∕32 in.) in height.

THIS STRUCTURAL FIREFIGHTING PROTECTIVE
(insert element term here) MEETS THE (insert element term
here) REQUIREMENTS OF NFPA 1970 (1971), 2025
EDITION.

DO NOT REMOVE THIS LABEL.

6.2.1.1   Where the garment is also certified as compliant with
the optional requirements for protection against liquid and
particulate contaminants, the garment element shall have the
following compliance statement on the product label in place
of the compliance statement specified in 6.2.1. All product
label letters and figures shall be at least 2.5 mm (3∕32 in.) in
height.

LIQUID AND PARTICULATE PROTECTIVE GARMENT

THIS GARMENT IS NOT INTENDED AS PART OF A
HAZARDOUS MATERIALS PROTECTIVE ENSEMBLE.

THIS STRUCTURAL FIREFIGHTING PROTECTIVE
(insert term COAT OR PANT here) MEETS THE (insert term
COAT OR PANT here) REQUIREMENTS OF NFPA 1970
(1971), 2025 EDITION, AND THE OPTIONAL REQUIRE‐
MENTS FOR LIQUID AND PARTICULATE CONTAMINANT
PROTECTION. THIS (insert term COAT OR PANT here)
MUST BE WORN WITH A (insert term COAT OR PANT
here) THAT IS ALSO CERTIFIED AS MEETING THE
OPTIONAL REQUIREMENTS FOR LIQUID AND PARTICU‐
LATE CONTAMINANT PROTECTION.

DO NOT REMOVE THIS LABEL.

6.2.2   Where other protective item(s) or detachable compo‐
nents must be used with structural firefighting protective
ensemble elements for an element to be compliant with this
standard, at least the following statement and information shall
also be printed on the product label. All letters shall be at least
2.5 mm (3∕32 in.) high. The term for the element type —
garment, helmet, glove, footwear, hood — shall be inserted in
the statement text where indicated. Following this statement,
the additional protective items or detachable components shall
be listed by type, identification, and how to assemble.

FOR COMPLIANCE WITH THE STRUCTURAL FIRE‐
FIGHTING (insert element term here) REQUIREMENTS OF
NFPA 1970 (1971), THE FOLLOWING PROTECTIVE ITEMS
MUST BE WORN IN CONJUNCTION WITH THIS [insert
element term here]:

(List additional items or detachable components here.)

DO NOT REMOVE THIS LABEL.

6.2.3   For helmets only, the helmet manufacturer shall place a
unique manufacturer's part number, the symbol of the certifi‐
cation organization, and the words “NFPA 1970 (1971), 2025
ED.” permanently on each replaceable performance-critical
part of the goggle lens or faceshield.

6.2.4   For hoods only, where the hood is designed to interface
with a specific SCBA facepiece(s), the hood manufacturer shall
add an item to the items specified in 6.1.7.

6.2.4.1   The hood manufacturer shall designate the specific
SCBA facepiece(s), model(s) and size(s) in the new item of
6.1.7.

6.2.4.2   Where the hood is designed to be used with a specific
SCBA facepiece(s), the hood manufacturer shall add to the
hood product label the following statement:

FOR COMPLIANCE WITH THE STRUCTURAL FIRE‐
FIGHTING REQUIREMENTS OF NFPA 1970 (1971), THIS
HOOD CAN ONLY BE USED WITH THE FOLLOWING
NOTED SCBA FACEPIECE(S) [insert SCBA facepieces(s),
model(s), and size(s) here].

6.2.5   For garments only, the garment manufacturer shall
place a manufacturer's identification number, lot number or
serial number, the size or size range, the symbol of the certifica‐
tion organization, and the words “NFPA 1970 (1971), 2025
ED.” on the drag rescue device (DRD).

6.3 Additional Product Label Requirements for Proximity Fire‐
fighting Ensemble Elements Only.

6.3.1   The following compliance statement shall be printed on
the product label for each proximity firefighting protective
ensemble element. The term for the element type — garment,
helmet, glove, footwear — shall be inserted in the compliance
statement text where indicated. All product label letters and
figures shall be at least 2.5 mm (3∕32 in.) in height.

THIS PROXIMITY FIREFIGHTING PROTECTIVE [insert
element term here] MEETS THE [insert element term here]
REQUIREMENTS OF NFPA 1970 (1971), 2025 EDITION.

DO NOT REMOVE THIS LABEL.

6.3.1.1   Where the garment is also certified as compliant with
the optional requirements for protection against liquid and
particulate contaminants, the garment element shall have the
following compliance statement on the product label in place
of the compliance statement specified in 6.3.1. All product
label letters and figures shall be at least 2.5 mm (3∕32 in.) in
height.

LIQUID AND PARTICULATE CONTAMINANT PROTEC‐
TIVE GARMENT

THIS GARMENT IS NOT INTENDED AS PART OF A
HAZARDOUS MATERIALS PROTECTIVE ENSEMBLE.

THIS PROXIMITY FIREFIGHTING PROTECTIVE [insert
term COAT OR PANT here] MEETS THE [insert term COAT
OR PANT here] REQUIREMENTS OF NFPA 1970 (1971),
2025 EDITION, AND THE OPTIONAL REQUIREMENTS
FOR LIQUID AND PARTICULATE CONTAMINANT
PROTECTION. THIS (insert term COAT OR PANT here)
MUST BE WORN WITH A (insert term COAT OR PANT
here) THAT IS ALSO CERTIFIED AS MEETING THE
OPTIONAL REQUIREMENTS FOR LIQUID AND PARTICU‐
LATE CONTAMINANT PROTECTION.

DO NOT REMOVE THIS LABEL.

6.3.2   Where other protective item(s) or detachable compo‐
nents must be used with proximity firefighting protective
ensemble elements for an element to be compliant with this
standard, at least the following statement and information shall
also be printed on the product label. All letters shall be at least
2.5 mm (3∕32 in.) high. The term for the element type —
garment, helmet, glove, footwear — shall be inserted in the
statement text where indicated. Following this statement, the
additional protective items or detachable components shall be
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listed by item/component identification or part number, and
where applicable, how to assemble.

FOR COMPLIANCE WITH THE PROXIMITY FIRE‐
FIGHTING (insert element term here) REQUIREMENTS OF
NFPA 1970 (1971), THE FOLLOWING PROTECTIVE ITEMS
MUST BE WORN IN CONJUNCTION WITH THIS [insert
element term here]:

[List additional items or detachable components here.]

DO NOT REMOVE THIS LABEL.

6.3.2.1   For proximity firefighting helmets, the list of addi‐
tional items or detachable components shall include, as a mini‐
mum, the shroud, cover (except where the helmet cover is part
of the shroud), and faceshield.

6.3.3   For helmets only, the helmet manufacturer shall place a
unique manufacturer's part number, the symbol of the certifi‐
cation organization, and the words “NFPA 1970 (1971), 2025
ED.” permanently on each replaceable performance-critical
part of the faceshield.

6.3.4*   For the helmet shroud and cover (except where the
helmet cover is part of the shroud), the manufacturer shall
place a label on the shroud and cover (except where the
helmet cover is part of the shroud) with a unique manufactur‐
er’s part number or identification and the following statement.
The term for the item, shroud or cover, shall be inserted in the
statement text where indicated.

FOR COMPLIANCE WITH THE PROXIMITY FIRE‐
FIGHTING REQUIREMENTS OF NFPA 1970 (1971)-2025,
THIS [insert item term here] CAN ONLY BE USED WITH
THE FOLLOWING NOTED HELMET(S) AND ADDITIONAL
ITEM(S): [insert helmet manufacturer's name and specific
helmet model; and item name (shroud or cover) and shroud or
cover part number, or identification where applicable].

6.3.5   For garments only, the garment manufacturer shall
place a manufacturer's identification number, lot number or
serial number, the size or size range, the symbol of the certifica‐
tion organization, and the words “NFPA 1970 (1971), 2025
ED.” on the DRD.

6.4 Additional Product Label Requirements for Structural and
Proximity Firefighting Protective Ensembles and Ensemble
Elements Containing Electrical Circuitry.

6.4.1* Nonincendive Equipment and Systems.   The following
additional compliance statement shall be printed on the prod‐
uct label for each structural and proximity firefighting protec‐
tive ensemble and ensemble element containing electrical
circuitry that complies with 7.20.2. The term for the element
type — garment, helmet, glove, footwear, hood — shall be
inserted in the compliance statement text where indicated. All
product label letters and figures shall be at least 2.5 mm (3∕32

in.) in height.

THIS (insert STRUCTURAL or PROXIMITY) FIREFIGHT‐
ING PROTECTIVE (insert element term here) CONTAINS

ELECTRICAL CIRCUITRY MEETING THE REQUIRE‐
MENTS OF UL 121201, 2017, FOR CLASS I & II, DIVISION
2, GROUPS C, D, F, G, AND CLASS III, (insert temperature

class).

DO NOT REMOVE THIS LABEL.

6.4.2 Intrinsically Safe Apparatus and Systems.   The following
additional compliance statement shall be printed on the prod‐
uct label for each structural and proximity firefighting protec‐
tive ensemble and ensemble element containing electrical
circuitry that complies with Section 7.19. The term for the
element type — garment, helmet, glove, footwear, hood —
shall be inserted in the compliance statement text where indi‐
cated. All product label letters and figures shall be at least
2.5 mm (3∕32 in.) in height.

THIS (insert STRUCTURAL or PROXIMITY) FIREFIGHT‐
ING PROTECTIVE (insert element term here)

CONTAINS ELECTRICAL CIRCUITRY MEETING THE
REQUIREMENTS OF UL 913, SIXTH EDITION, FOR CLASS
I & II, DIVISION 1, GROUPS C, D, E, F, G, AND CLASS III,

(insert temperature class).

DO NOT REMOVE THIS LABEL.

6.5 User Information Requirements for Both Ensembles.

6.5.1   The manufacturer shall provide at least the user infor‐
mation that is specified in 6.5.4 with each structural and prox‐
imity firefighting element. This information shall be permitted
to be delivered from the manufacturer in various formats,
including, but not limited to, printed materials or instructions
to access the information electronically/digitally.  

6.5.2*   The manufacturer shall attach the required user infor‐
mation, or packaging containing the user information, to the
element in such a manner that it is not possible to use the
element without being aware of the availability of the informa‐
tion.

6.5.3   The required user information, or packaging containing
the user information, shall be attached to the element so that a
deliberate action is necessary to remove it. The manufacturer
shall provide notice that the user information is to be removed
only by the end user.

6.5.4*   The manufacturer shall provide at least the following
instructions and information with each element:

(1) Pre-use information, as follows:

(a) Safety considerations
(b) Limitations of use
(c) Marking recommendations and restrictions
(d) A statement that most performance properties of

the element cannot be tested by the user in the field
(e) Warranty information
(f) Instructions for users to refer to and comply with

NFPA 1851 requirements that do not contradict any
subject user information or instructions provided by
the manufacturer

(2) Preparation information for use, as follows:

(a) Sizing/adjustment
(b) Recommended storage practices

(3) Inspection frequency and details
(4) Donning/doffing information, as follows:

(a) Donning and doffing procedures
(b) Sizing and adjustment procedures
(c) Interface issues

(5) Proper use consistent with NFPA 1550 and 29 CFR
1910.132, “Personal Protective Equipment: General
Requirements”
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(6) Maintenance and cleaning instructions, as follows:

(a) Cleaning instructions and precautions that address
preliminary exposure reduction, advanced cleaning,
sanitization, and specialized cleaning in accordance
with NFPA 1851; a warning for the hazards associ‐
ated with wearing contaminated protective clothing;
and statements advising users not to use an element
that is not thoroughly cleaned and dried, and to
practice good hygiene when handling and wearing
protective clothing before and after structural and
proximity firefighting and other emergency respon‐
ses

(b) Inspection details
(c) Maintenance criteria and methods of repair where

applicable
(d) Decontamination procedures for both chemical and

biological contamination
(7) Retirement and disposal criteria and considerations
(8) A statement that the moisture barrier has not been evalu‐

ated for all chemicals that can be encountered during
firefighting operations, and that the effects of chemical
exposure on the moisture barrier are to be evaluated in
accordance with the inspection procedures in NFPA 1851

6.5.5   For the DRD only, the manufacturer shall provide
specific information on the use, inspection, maintenance,
cleaning, and retirement of the DRD. Additional instructions
shall be provided on the removal and reinstallation of the DRD
into the garment.

6.5.6*   For gloves only, manufacturers shall provide a chart
and other information such that the end user can select the
appropriate size based on hand measurements or other
approaches to ensure adequate fit and function of the gloves.

6.5.6.1   If hand measurements are used, this information shall
include diagrams or descriptions for how the hand measure‐
ments are to be made.

6.5.7   For footwear only, the manufacturer shall establish and
provide, upon request, a size conversion chart for each model
or style footwear element based on toe length, arch length, and
foot width as measured on a Brannock Scientific Foot Measur‐
ing Device.

6.5.8   For helmets only, the manufacturer shall provide a list of
items that are installed on, attached to, or packaged with the
compliant helmet that meet the requirements of 7.4.8.

6.5.9   For protective garments certified to the optional liquid
and particulate contaminant protection requirements, the
manufacturer shall provide the following additional instruction
and information with the garment:

(1) A statement that the garment is not to be used as part of a
hazardous materials protective ensemble and that liquid
and particulate contaminant protection is not inclusive of
all vapors nor all liquids and particulates

(2) Specific care and maintenance provisions associated with
maintaining the unique performance properties of the
garment if such provisions are necessary beyond normal
care and maintenance instructions.

(3)* The manufacturer shall provide a list of the specific
elements, including manufacturer and model or style
number, used in the ensemble testing for garment certifi‐
cation and any specific interfacing or donning instruc‐
tions applied during that testing.

(4) The manufacturer shall indicate that the full test reports
for both the overall liquid integrity and inward particu‐
late leakage tests are available to the purchaser upon
request.

6.5.10   When the optional requirements for liquid and particu‐
late contaminant protection necessitate a specific action to
engage interface areas, the manufacturer shall provide details
explaining those procedures.

6.5.11*   If the manufacturer makes the claim permitted in
6.1.7.5, then the claim shall be based on test results when their
protective elements are evaluated as specified in 9.10.2, Test for
Total Fluorine.

6.5.11.1   If the manufacturer makes the claim permitted in
6.1.7.5, then the manufacturer shall make the report specified
in 9.10.2.6.3 available to the authority having jurisdiction upon
request. (See also A.6.1.7.5.)

6.5.12*   Where specific requirements exist in Chapters 1
through 8 for conducting testing and reporting the results of
those tests, the results shall be made available as part of the
user information.
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Chapter 7   Design Requirements (NFPA 1971)

7.1* Protective Garment Element Design Requirements for
Both Ensembles.

7.1.1   Protective garment elements shall have at least the appli‐
cable design requirements specified in this section where
inspected and evaluated by the certification organization as
specified in Section 4.3, Inspection and Testing, and
Section 5.3, Inspection and Testing.

7.1.1.1   For coveralls, the portion of the coverall that corre‐
sponds to the coat shall meet all garment requirements and all
requirements specified for coat elements of this section.

7.1.1.2   For coveralls, the portion of the coverall that corre‐
sponds to the trouser shall meet all garment requirements and
all requirements specified for trouser elements of this section.

7.1.2*   Garments shall consist of a composite of an outer shell,
moisture barrier, and thermal barrier.

7.1.2.1   The composite specified in 7.1.2 shall be permitted to
be configured as a single layer or multiple layers.

7.1.2.2   Supplemental garments that are provided to meet the
performance requirements of Chapters 4 through 9 of this
standard but are not intended to be worn continuously with
the wearing of the garment element shall not be permitted.

7.1.3*   Garments shall have a means of securing the moisture
barrier and thermal barrier to the outer shell.

7.1.4   Garment moisture barriers and thermal barriers, or
materials meeting the performance requirements of these
components, shall extend at least to the neckline seam of coats,
at least to the waistline seam of trousers, and shall extend at
least to within 75 mm (3 in.) of the bottom outer shell hems of
both coats and trousers.

7.1.4.1   For coats, the moisture barriers and thermal barriers,
or materials meeting the performance requirements of these
components, shall extend at least to within 25 mm (1 in.) of
the sleeve ends of the outer shell and shall be attached at or
adjacent to the end of the coat sleeves, unless those barrier
layers terminate in a garment-glove interface.

7.1.4.2   For trousers, moisture barriers and thermal barriers,
or materials meeting the performance requirements of these
components, shall be attached to the trouser legs, unless those
barrier layers terminate in booties.

7.1.4.3   Any mechanism used to attach the liner system to the
coat sleeves or trouser legs shall not be greater than 25 mm
(1 in.) between the attachment points, and the mechanism and
attachment points shall not be expandable.

7.1.5   Garments and their closure systems, including the coat
front and the trouser fly, shall be constructed in a manner that
provides continuous moisture and thermal protection.

7.1.5.1   Such closure systems shall be secured with positive
locking fasteners including, but not limited to, hooks and dees
or zippers.

7.1.5.2   Nonpositive fasteners, such as snaps or hook and pile
tape, shall not be used as positive locking fasteners but shall be
permitted to be utilized as supplementary garment closure
devices.

7.1.6   All garment hardware finishes shall be free of rough
spots, burrs, or sharp edges.

7.1.7   All sewing thread utilized in the construction of
garments and the drag rescue devices (DRDs) shall be made of
an inherently flame-resistant fiber.

7.1.8*   Garment cargo pockets, where provided, shall have a
means to drain water and shall have a means of fastening in the
closed position.

7.1.9   Coats shall be designed to provide protection to the
upper torso, neck, arms, and wrists, excluding the hands and
head.

7.1.9.1   Each coat element shall have a DRD installed in the
upper torso portion of the element.

7.1.9.1.1   The DRD shall be accessible from the exterior of the
garment.

7.1.9.1.2*   The DRD shall be accessible for deployment, shall
be designed to minimize the risk of accidental deployment,
and shall allow for visual inspection.

7.1.9.1.3   The DRD shall be fully functional and shall not
require any subsequent actions to be used, other than deploy‐
ing the DRD, when the garment is donned in accordance with
the manufacturer's instructions.

7.1.9.1.4   The DRD shall be designed to allow deployment and
operation of the DRD while the incapacitated firefighter is
wearing an SCBA. (See A.7.1.9.1.2.)

7.1.9.1.5   The DRD shall be designed so that when deployed,
the DRD secures the firefighter by the upper torso or shoulders
so that the DRD pulls directly on the body and shall not pull
only the garment.

7.1.9.2*   Each coat sleeve shall have a protective wristlet or
other interface component permanently attached to the coat
sleeve.

7.1.9.2.1   The wristlet or other garment sleeve interface
component shall be designed so that it will not permit a gap in
thermal protection.

7.1.9.2.2   The wristlet or other garment sleeve interface
component shall meet the requirements specified in
Section 7.16, Protective Wristlet Interface Component Design
Requirements for Both Ensembles.

7.1.9.3   Coats shall have a composite collar at least 75 mm
(3 in.) in height at any point when measured from the top of
the collar down.

7.1.9.3.1   The collar shall incorporate a closure system.

7.1.9.3.2   The collar and closure system shall consist of an
outer shell, a moisture barrier, and a thermal barrier, or of a
composite that meets all applicable performance requirements
specified in Section 8.1, Protective Garment Performance
Requirements for Both Ensembles.

7.1.9.3.3   Where a hood is permanently attached to the coat, a
collar shall not be required.

7.1.9.3.4   Where a hood is permanently attached to the coat, it
shall meet the requirement of 7.1.9.3.1 and at least the bottom
75 mm (3 in.) of the hood shall meet the requirement of
7.1.9.3.2.
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7.1.9.4   Coat hardware shall not penetrate through the outer
shell, moisture barrier, and thermal barrier to contact the wear‐
er's body when the coat is worn with the closures fastened,
unless the hardware is completely covered by external closure
flaps.

7.1.10   Trousers shall be designed to provide protection to the
lower torso and legs, excluding the ankles and feet.

7.1.10.1   Trousers shall be permitted to include integrated
booties to protect the wearer's feet in conjunction with outer
footwear.

7.1.10.2   Where trousers incorporate booties, the booties shall
be designed as an extension of the trouser leg and shall cover
the entire foot and ankle.

7.1.10.3   Trouser hardware shall not penetrate through the
outer shell, moisture barrier, and thermal barrier to come into
contact with the wearer's body when the trouser is worn with
the closures fastened, unless the hardware is located on or
above the waistline or hardware is completely covered by exter‐
nal closure flaps.

7.1.11*   In order to label a coat, trouser, or coverall as compli‐
ant with Chapters 4 through 9 of this standard, the manufac‐
turer shall provide coats, trousers, or coveralls in the size
ranges specified in Table 7.1.11.

7.1.11.1   The sizing increments for the ranges specified in
Table 7.1.11 for men's and women's chest sizes shall be in incre‐
ments no greater than 50 mm (2 in.), sleeve lengths shall be in
increments no greater than 25 mm (1 in.), men's and women's
waist sizes shall be in increments no greater than 50 mm
(2 in.), and inseam lengths shall be in increments no greater
than 50 mm (2 in.).

7.1.11.2   Men’s and women’s sizing shall be accomplished by
men’s and women’s individual patterns.

7.1.12*   When life safety harnesses, escape belts, and ladder
belts penetrate the outer shell, are incorporated as part of a
garment closure system, or are temporarily or permanently
attached to the garment, the harness or belt components shall
meet the applicable requirements of Chapters 24 through 28 of
NFPA 2500 and the optional requirements for flame-resistant
life safety harnesses or optional requirements for flame-
resistant belts.

7.1.13   Liners that consist of a thermal barrier sewn to a mois‐
ture barrier shall include an inspection opening that permits
the examination of the lining interior, including all moisture
barrier seams.

7.1.14   Garment outer shells, moisture barriers, thermal barri‐
ers, and wristlet/garment–glove interface components shall be
recognized components that meet levels of restricted substan‐
ces as specified in Section 8.21, Acceptable Levels of Restricted

Substances in Specified Protective Element Recognized
Components.

7.1.15   The shoulder areas shall consist of reinforcement
composite meeting the requirements of 8.1.9.

7.1.15.1   The composite shall be at least 100 mm (4 in.) wide
on the crown of each shoulder as defined in 7.1.15.3.

7.1.15.2   The composite shall extend down from the crown, as
defined in 7.1.15.3, on both the front and back of the garment
by at least 50 mm (2 in.).

7.1.15.3   The crown of the shoulder shall be the uppermost
line of the shoulder when the garment is lying flat on an
inspection surface with all closures fastened.

7.1.16   The knee areas shall consist of reinforcement compo‐
site meeting the requirements of 8.1.9.

7.1.16.1   The composite shall measure at least 150 mm ×
150 mm (6 in. × 6 in.).

7.2 Additional Design Requirements for Structural Firefighting
Protective Garment Elements Only.

7.2.1   Structural firefighting protective garment elements shall
also have at least the applicable design requirements specified
in this section in addition to the design requirements specified
in Section 7.1, Protective Garment Element Design Require‐
ments for Both Ensembles, where inspected and evaluated by
the certification organization as specified in Section 4.3,
Inspection and Testing, and Section 5.3, Inspection and Test‐
ing.

7.2.2*   Garments shall have fluorescent and retroreflective
trim permanently attached to the outer shells of garments to
meet visibility requirements.

7.2.2.1   Trim shall be at least 50 mm (2 in.) wide and shall
have both retroreflective and fluorescent surfaces.

7.2.2.2   The retroreflective surface of trim shall be at least
16 mm (5∕8 in.) wide.

7.2.2.3   Trim used to meet the minimum trim pattern require‐
ments shall have a minimum fluorescent surface of 50 mm2/
linear mm (2 in.2/linear in.) of trim.

7.2.2.4   The fluorescent and retroreflective areas of trim speci‐
fied in 7.2.2.2 and 7.2.2.3 shall appear to be continuous at a
distance of 30.5 m (100 ft) for the length of the trim, with gaps
of not more than 3 mm (1∕8 in.).

7.2.2.5   Trim used in excess of that required by the minimum
trim pattern requirements specified and illustrated in Figure
7.2.3 shall be permitted to not meet the minimum fluorescent
surface of 50 mm2/linear mm (2 in.2/linear in.) of trim and
shall be permitted to be obscured by components including

Table 7.1.11 Available Coat/Trouser Size Ranges

  Men   Women   Increment

Dimension mm in.   mm in.   mm in.

Chest 865–1525 34–60 710–1270 28–50 50 2
Sleeve 820–965 32–38 710–865 28–34 25 1
Waist 760–1525 30–60 710–1270 28–50 50 2
Inseam 660–915 26–36 610–865 24–34 50 2
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but not limited to pockets, storm flaps, and reinforcing patches
as long as the minimum trim pattern is not obscured.

7.2.3*   Coat trim configuration shall be in accordance with
Figure 7.2.3. No vertical stripes of trim shall be permitted on
the front of the coat.

7.2.3.1   The coat minimum trim pattern shall have one circum‐
ferential band of trim or a staggered 360-degree visibility
pattern meeting or exceeding the surface area of a continuous
circumferential band around the bottom of the coat. The front
of the coat shall also have at least one band of horizontal trim
at the chest level located within 75 mm (3 in.) above or below
the sleeve-to-body underarm garment seam.

7.2.3.2   The lower edge of the circumferential band on the
lower part of the coat shall be within 25 mm (1 in.) of the coat
hem's highest point.

7.2.3.3   Where a staggered pattern is used in the lower circum‐
ferential trim band, the lower edge of the upper trim piece
shall not be higher than the upper edge of the lower trim
piece.

7.2.3.4   The back of the coat shall also have a minimum of
either two vertical stripes of trim, perpendicular to the bottom
band and with one strip located on both the left and right sides
of the back of the coat, or a minimum of one horizontal band
of trim at the chest/shoulder blade level located within 75 mm
(3 in.) above or below the sleeve-to-body underarm garment
seam.

Back View
(option 1)

Back View
(option 2)

OR

Front View
(option 1)

Front View
(option 2)

OR

Back View
(option 3)

Back View
(option 4)

OR

FIGURE 7.2.3  Minimum Required Structural Firefighting
Coat Trim Patterns.

7.2.3.5   The minimum trim configuration for each sleeve shall
be one circumferential band, or a staggered 360-degree visibil‐
ity pattern meeting or exceeding the surface area of a continu‐
ous circumferential band, between the wrist and elbow level.

7.2.3.5.1   Where trim on the coat intersects a zipper or where
the trim intersects the innermost seam of each sleeve, a maxi‐
mum gap in the trim of 25 mm (1 in.) shall be permitted.

7.2.4*   Trouser trim configuration shall be in accordance with
Figure 7.2.4.

7.2.4.1   The minimum trim pattern for the trousers shall
consist of two circumferential bands of trim, with one band
around each leg between the bottom hem and knee areas.

7.2.4.2   Where trim on the trouser element intersects a zipper
or where the trim intersects the innermost seam of each trou‐
ser leg, a maximum gap in the trim of 25 mm (1 in.) shall be
permitted.

7.3 Additional Design Requirements for Proximity Firefighting
Protective Garment Elements Only.

7.3.1   Proximity firefighting protective garment elements shall
also have at least the applicable design requirements specified
in this section in addition to the design requirements specified
in Section 7.1, Protective Garment Element Design Require‐
ments for Both Ensembles, where inspected and evaluated by
the certification organization as specified in Section 4.3,
Inspection and Testing.

7.3.2   Garments shall not have materials that do not meet the
radiant reflective requirements specified in 8.3.2 affixed to the
outer shell radiant reflective surfaces of the garments unless
such materials are covered in 7.3.3.

7.3.3   Reinforcing materials that do not meet the radiant
reflective requirements specified in 8.3.2 shall be permitted to
be affixed only to the garment outer shell radiant reflective
surfaces as reinforcement of the sleeve cuffs and trouser leg
cuffs where the following requirements are met:

(1) The reinforcing materials shall meet the flame-resistant
requirements specified in 8.1.3.

(2) The reinforcing materials shall meet the heat resistance
requirements specified in 8.1.5.

(3) Reinforcement areas shall not cover the radiant reflective
surfaces of the garment by more than 25 mm (1 in.)
when measured from the edge of the cuff back along the
sleeve or leg.

7.3.4   The collar lining material shall not be reflective mate‐
rial.

Front / Back View

FIGURE 7.2.4  Minimum Required Structural Firefighting
Trouser Trim Patterns.
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7.4 Protective Helmet Element Design Requirements for Both
Ensembles.

7.4.1   Protective helmet elements shall have at least the appli‐
cable design requirements specified in this section where
inspected and evaluated by the certification organization as
specified in Section 4.3, Inspection and Testing.

7.4.2   No openings shall penetrate the helmet shell other than
those provided by the manufacturer for mounting energy
absorbing systems, retention systems, and accessories.

7.4.3   The helmet retention system shall include a chin strap
and a nape device. The chin strap shall have a minimum width
of 16 mm (5∕8 in.).

7.4.4   All sewing thread used in the construction of helmets
shall be made of inherently flame-resistant fiber.

7.4.5   The helmet faceshield or the faceshield/goggle compo‐
nent, when deployed, shall provide at least the following field
of vision:

(1) Dihedral angle of at least 85 degrees
(2) Upper dihedral angle of at least 10 degrees
(3) Lower dihedral angle of at least 40 degrees

7.4.5.1   The field of vision shall be measured from the center
of the eye.

7.4.5.2   The helmet with the faceshield or the faceshield/
goggle component deployed shall be positioned in accordance
with the HPI as described in 9.1.13 on a facial feature head‐
form as defined in 3.3.64. Where the crown clearance of the
helmet is adjustable, the helmet shall be mounted with the
least amount of clearance.

7.4.6   The helmet faceshield or the faceshield/goggle compo‐
nent in the stowed position as described in 9.1.16 shall provide
peripheral vision clearance of at least 94 degrees to each side.

7.4.6.1   The peripheral vision clearance shall be measured
from the center of the eye, with the helmet positioned in
accordance with the HPI as described in 9.1.13 on a facial
feature headform as defined in 3.3.64. Where the crown clear‐
ance of the helmet is adjustable, the helmet shall be mounted
with the least amount of clearance.

7.4.7   Where helmets are provided with an SCBA facepiece
that is attached or integrated with the helmet, the helmet with
the SCBA facepiece installed shall meet all applicable design
and performance requirements of Chapters 4 through 9 of this
standard.

7.4.8*   For helmets with items installed or attached, the
helmet with the items installed/attached shall meet the affec‐
ted design and performance requirements of Chapters 4
through 9 of this standard.

7.4.9   Helmet ear cover fabric material layers, textile-based
suspension materials, and textile-based retention system materi‐
als shall be recognized components and meet the levels of
restricted substances as specified in Section 8.21, Acceptable
Levels of Restricted Substances in Specified Protective Element
Recognized Components.

7.5 Additional Design Requirements for Structural Firefighting
Protective Helmet Elements Only.

7.5.1   Structural firefighting protective helmet elements shall
also have at least the applicable design requirements specified

in this section in addition to the design requirements specified
in Section 7.4, Protective Helmet Element Design Require‐
ments for Both Ensembles, where inspected and evaluated by
the certification organization as specified in Section 4.3,
Inspection and Testing, and Section 5.3, Inspection and Test‐
ing.

7.5.2*   Helmets shall consist of at least all of the following
assembled components:

(1) Shell
(2) Energy absorbing system
(3) Retention system
(4) Fluorescent and retroreflective trim
(5) Ear covers
(6) A faceshield or goggles, or both

7.5.2.1   Where a faceshield is selected in accordance with
7.5.2(6), the faceshield component shall be attached to the
helmet.

7.5.2.2   Where the goggle component is selected in accord‐
ance with 7.5.2(6), the goggles shall be permitted to be unat‐
tached, not assembled, to the helmet.

7.5.2.3   Where the manufacturer provides or intends to
provide both a faceshield and goggles with the helmet, whether
the faceshield is or is not provided installed or attached to the
helmet, both the faceshield and the goggles shall be consid‐
ered components of the helmet.

7.5.3   Helmets shall have fluorescent and retroreflective trim
on the shell exterior.

7.5.3.1   A minimum of 2580 mm2 (4 in.2) of the retroreflective
and fluorescent trim shall be visible above the reference plane
when the helmet, with the faceshield/goggle component in the
stowed position as described in 9.1.16, is viewed at the follow‐
ing positions:

(1) Left intersection of the coronal and reference planes at a
distance of 2.4 m (8 ft)

(2) Right intersection of the coronal and reference planes at
a distance of 2.4 m (8 ft)

(3) Rear intersection of the midsagittal and reference planes
at a distance of 2.4 m (8 ft)

7.5.3.2   A minimum of 2580 mm2 (4 in.2) of the retroreflective
and fluorescent trim shall be visible when the helmet, with the
faceshield/goggle component in the stowed position as descri‐
bed in 9.1.16, is viewed at the intersection of the midsagittal
plane and the coronal plane at a distance of 2.4 m (8 ft).

7.5.3.3   The entire surface of the trim shall be permitted to be
both fluorescent and retroreflective.

7.5.4   Helmet ear covers or the portion of the helmet provid‐
ing the coverage of the ears, when deployed, shall provide at
least the following coverage:

(1) 95 mm (33∕4 in.) measured 50 mm (2 in.) forward of the
coronal plane

(2) 120 mm (43∕4 in.) measured 25 mm (1 in.) forward of the
coronal plane

(3) 130 mm (51∕8 in.) measured at the coronal plane
(4) 130 mm (51∕8 in.) measured at the midsagittal plane at the

rear of the headform

7.5.4.1   The helmet, with the ear covers or the portion of the
helmet providing the ear coverage deployed, shall be posi‐
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tioned according to the HPI as described in 9.1.13 on an ISO
size J headform as specified in Figure 9.3.6.4.1. Where the
crown clearance of the helmet is adjustable, the helmet shall be
mounted with the most amount of clearance.

7.5.4.2   In this position, the ear coverage shall be measured
downward from the reference plane to the lower edge of the
ear coverage at the specified points to determine the coverage
specified in 7.5.4.

7.5.4.3   Where the helmet incorporates a ratchet-style head‐
band, an opening in the covering surrounding the ratchet
knob shall be permitted. The opening shall not extend more
than 13 mm (1∕2 in.) in any direction around the perimeter of
the adjustment device.

7.5.5   Goggle components shall meet the respective require‐
ments for goggles and be marked “Z87+” in accordance with
ANSI/ISEA Z87.1, Occupational and Educational Personal Eye and
Face Protection Devices.

7.5.6   Faceshield components shall meet the respective
requirements for faceshields and be marked either “Z87+” or
“Z87+O2” in accordance with ANSI/ISEA Z87.1, Occupational
and Educational Personal Eye and Face Protection Devices.

7.6 Additional Design Requirements for Proximity Firefighting
Helmet Elements Only.

7.6.1   Proximity firefighting protective helmet elements shall
also have at least the applicable design requirements specified
in this section in addition to the design requirements specified
in Section 7.4, Protective Helmet Element Design Require‐
ments for Both Ensembles, where inspected and evaluated by
the certification organization as specified in Section 4.3,
Inspection and Testing.

7.6.2   Helmet elements shall consist of at least the following
assembled components:

(1) Shell
(2) Energy absorbing system
(3) Retention system
(4) Faceshield
(5) Shroud
(6) Cover (where separate from the shroud)

7.6.3   Helmet faceshields shall be attached to the helmet.

7.6.4   Helmets shall be permitted to have an outer cover to
provide the radiant reflective protection for the exterior of the
helmet shell, including the upper surface of the brim, and the
brim edge.

7.6.4.1   The helmet outer cover shall be permitted to be
removable.

7.6.4.2   The helmet, and helmet outer cover where provided,
shall be permitted to have fluorescent and retroreflective trim
on the helmet exterior and on the helmet outer cover.

7.6.4.3   Identification markings or material including, but not
limited to, trim, lettering, patches, name or number stencils,
emblems, and paint shall be permitted only on the helmet
outer cover, provided such materials are located above the
corresponding helmet test line.

7.6.5   The shroud shall be attached to the helmet and shall be
designed to cover and provide continuous radiant reflective

protection for the head, face, and neck areas that do not
receive primary protection from the helmet or faceshield.

7.6.5.1   Shrouds shall provide at least the following coverage:

(1) 230 mm (91∕8 in.) on each side measured downward from
the reference plane at the coronal plane

(2) 330 mm (13 in.) in the back measured downward from
the reference plane at the rear midsagittal plane

(3) 295 mm (115∕8 in.) in the front measured downward from
the reference plane at the front midsagittal plane, includ‐
ing the gap of material where the face opening is located

7.6.5.1.1   The helmet, with the shroud deployed, shall be posi‐
tioned according to the HPA as described in 9.1.13 on an ISO
size J headform as specified in Figure 9.3.6.4.1. Where the
crown clearance of the helmet is adjustable, the helmet shall be
mounted with the most amount of clearance.

7.6.5.1.2   With the helmet positioned as required by 7.6.5.1.1,
the shroud coverage shall be measured downward from the
reference plane to the lower edge of the shroud coverage at
the specified points to determine the coverage specified in
7.6.5.1.

7.6.5.2   The shroud shall be permitted to be a part of a helmet
outer cover, where provided.

7.6.5.3   The shroud shall be designed to interface with a
specific helmet.

7.6.5.4   The helmet shroud, when deployed, shall provide at
least the following field of vision:

(1) Dihedral angle of at least 85 degrees
(2) Upper dihedral angle of at least 7 degrees
(3) Lower dihedral angle of at least 40 degrees

7.6.5.4.1   The field of vision shall be measured from the center
of the eye.

7.6.5.4.2   The helmet with the shroud attached shall be posi‐
tioned according to the HPI as described in 9.1.13 on a facial
feature headform as defined in 3.3.64. Where the crown clear‐
ance of the helmet is adjustable, the helmet shall be mounted
with the least amount of clearance.

7.6.6   No openings shall be permitted in the helmet shroud
other than to meet the requirements of 7.6.5.

7.6.7   When the hood interface component is integrated with
the protective garment, the shroud shall be permitted to
consist of only the outer reflective layer and those other layers
necessary to meet the requirements in 8.13.2 for thermal
protective performance (TPP).

7.7 Protective Glove Elements Design Requirements for Both
Ensembles.

7.7.1   Protective glove elements shall have at least the applica‐
ble design requirements specified in this section when inspec‐
ted and evaluated by the certification organization as specified
in Section 4.3, Inspection and Testing, and Section 5.3, Inspec‐
tion and Testing.

7.7.2   Gloves shall consist of a composite meeting the perform‐
ance requirements of Section 8.7, Protective Glove Elements
Performance Requirements for Both Ensembles.
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7.7.2.1   The composite shall be permitted to be configured as
a continuous or joined single layer or as continuous or joined
multiple layers.

7.7.2.2   Supplemental gloves that are provided to meet the
performance requirements of Chapters 4 through 9 of this
standard but are not intended to be worn continuously with
the wearing of the gloves shall not be permitted.

7.7.2.3   Where a glove is made up of multiple layers, all layers
of the glove shall be individually graded per size.

7.7.2.4   Where the coat sleeve end terminates in a garment-
glove interface and the interface demonstrates liquid integrity
and continuous thermal protection in accordance with
Section 8.16, Protective Wristlet and Garment-Glove Interface
Components Performance Requirements for Both Ensembles,
gloves shall not be required to meet the requirements in 7.7.3
through 7.7.3.4.

7.7.2.5   All sewing thread utilized in the construction of gloves
shall be made of an inherently flame-resistant fiber.

7.7.3   The glove shall consist of a glove body.

7.7.3.1   The glove shall extend from the tip of the fingers to at
least 50 mm (2 in.) beyond the wrist crease.

7.7.3.2   The portion of the glove that extends from the tip of
the fingers to 50 mm (2 in.) beyond the wrist crease shall be
considered to be the glove body and shall meet the glove body
requirements in Section 8.7, Protective Glove Elements
Performance Requirements for Both Ensembles; Section 8.8,
Additional Performance Requirements for Structural Firefight‐
ing Protective Glove Elements Only; and Section 8.9, Addi‐
tional Performance Requirements for Proximity Firefighting
Protective Glove Elements Only, as applicable.

7.7.3.3   The portion of the glove that extends greater than
50 mm (2 in.) beyond the wrist crease but less than or equal to
125 mm (5 in.) beyond the wrist crease, where present, shall be
considered to be the glove interface component and shall meet
the glove interface component requirements in Section 8.7,
Protective Glove Elements Performance Requirements for Both
Ensembles; Section 8.8, Additional Performance Requirements
for Structural Firefighting Protective Glove Elements Only; and
Section 8.9, Additional Performance Requirements for Proxim‐
ity Firefighting Protective Glove Elements Only, as applicable.

7.7.3.4   The portion of the glove that extends greater than
125 mm (5 in.) beyond the wrist crease up to the end of the
entire glove, where present, shall be considered to be the glove
extension and shall meet the glove extension requirements in
Section 8.7, Protective Glove Elements Performance Require‐
ments for Both Ensembles; Section 8.8, Additional Perform‐
ance Requirements for Structural Firefighting Protective Glove
Elements Only; and Section 8.9, Additional Performance
Requirements for Proximity Firefighting Protective Glove
Elements Only, as applicable.

7.7.3.5*   The location of the wrist crease shall be determined
by the following procedures, as shown in Figure 7.7.3.5:

(1) The location of the wrist crease shall be determined by
first placing the glove on a measurement board palm
down and securing (i.e., locking) the fingertips down
onto the board.

(2) A 0.45 kg (1 lb) weight shall be attached to the end of the
glove body, glove interface component, or glove exten‐

sion. The weight shall not be attached to a knitted wristlet
glove interface component. The weight shall be applied
evenly across the glove.

(3) The weight shall be allowed to hang freely for 60 seconds
prior to taking any measurements.

(4)* The bottom of digit three shall be found by drawing a
line on the back side of the glove from the finger
crotches on either side of digit three. A point shall then
be placed at the center of that line. Depending on the
index finger length for the glove size, the distance to the
wrist crease shall be determined by laying a ruler parallel
with the length of the glove from the point representing
the bottom of digit three to a second point using one of
the following dimensions that corresponds to the index
finger length. The second point shall be marked on the
back of the glove.

(a) 64 [N (normal), W (wide), and XW (extra-wide)]:
8.36 cm (3.29 in.)

(b) 70 (N, W, and XW): 9.46 cm (3.72 in.)
(c) 76 (N, W, and XW): 10.68 cm (4.20 in.)
(d) 82 (N, W, and XW): 11.73 cm (4.62 in.)

(5) A straight line shall be drawn across the back of the glove
perpendicular to the two points. This line shall be exten‐
ded around the side edges of the glove.

(6) The glove shall be removed from the measurement
board. A line shall be drawn on the palm side of the glove
by connecting the lines from the side edges of the glove.

(7) The resulting straight line around the circumference of
the glove shall be the location of the wrist crease.

7.7.4*   For selection of the glove size for testing and when the
glove manufacturer uses the default sizing system provided in
this standard, the dimensions for index finger length and hand
breadth shall be measured as follows:

(1) Using a straight ruler, the index finger length shall be
measured to the nearest 1 mm (1∕16 in.) from the tip of the
index finger to the base of the finger located by the
crease as shown in Figure 7.7.4(a).
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FIGURE 7.7.3.5  Location of Wrist Crease.

Full document details: NFPA 1970 2025

http://www.avadocuments.com/doc/nfpa-1970-2025
http://www.avadocuments.com/doc/nfpa-1970-2025

