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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA codes, standards, recommended practices, and guides, of which the document contained herein is one, are de-
veloped through a consensus standards development process approved by the American National Standards Institute.
This process brings together volunteers representing varied viewpoints and interests to achieve consensus on fire and
other safety issues. While the NFPA administers the process and establishes rules to promote fairness in the develop-
ment of consensus, it does not independently test, evaluate, or verify the accuracy of any information or the soundness
of any judgments contained in its codes and standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether
special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or reliance
on this document. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of any information
published herein.

In issuing and making this document available, the NFPA is not undertaking to render professional or other services
for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any person or entity
to someone else. Anyone using this document should rely on his or her own independent judgment or, as appropriate,
seek the advice of a competent professional in determining the exercise of reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of this document.
Nor does the NFPA list, certify, test or inspect products, designs, or installations for compliance with this document.
Any certification or other statement of compliance with the requirements of this document shall not be attributable to
the NFPA and is solely the responsibility of the certifier or maker of the statement.
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ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides should be aware that
these documents may be superseded at any time by the issuance of new editions or may be
amended from time to time through the issuance of Tentative Interim Amendments. An offi-
cial NFPA document at any point in time consists of the current edition of the document
together with any Tentative Interim Amendments and any Errata then in effect. In order to
determine whether a given documentis the current edition and whether it has been amended
through the issuance of Tentative Interim Amendments or corrected through the issuance of
Errata, consult appropriate NFPA publications such as the National Fire Codes® Subscription
Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed
below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Reg-
ulations Governing Committee Projects shall not be considered the official position of NFPA
or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal
Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights
asserted in connection with any items which are mentioned in or are the subject of NFPA
codes, standards, recommended practices, and guides, and the NFPA disclaims liability for
the infringement of any patent resulting from the use of or reliance on these documents.
Users of these documents are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, is entirely their own responsibility.

NFPA adheres to applicable policies of the American National Standards Institute with
respect to patents. For further information contact the NFPA at the address listed below.

Law and Regulations

Users of these documents should consult applicable federal, state, and local laws and reg-
ulations. NFPA does not, by the publication of its codes, standards, recommended practices,
and guides, intend to urge action that is not in compliance with applicable laws, and these
documents may not be construed as doing so.

Copyrights

This document is copyrighted by the NFPA. It is made available for a wide variety of both
public and private uses. These include both use, by reference, in laws and regulations, and
use in private selfregulation, standardization, and the promotion of safe practices and
methods. By making this document available for use and adoption by public authorities and
private users, the NFPA does not waive any rights in copyright to this document.

Use of NFPA documents for regulatory purposes should be accomplished through adop-
tion by reference. The term “adoption by reference” means the citing of title, edition, and
publishing information only. Any deletions, additions, and changes desired by the adopting
authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the
NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assis-
tance and questions concerning adoption of NFPA documents, contact NFPA at the address
below.

For Further Information

All questions or other communications relating to NFPA codes, standards, recommended
practices, and guides and all requests for information on NFPA procedures governing its
codes and standards development process, including information on the procedures for
requesting Formal Interpretations, for proposing Tentative Interim Amendments, and for
proposing revisions to NFPA documents during regular revision cycles, should be sent to
NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA,
1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101.

For more information about NFPA, visit the NFPA website at www.nfpa.org.

Documents

Document Sharing Hub

Full document details: NFPA 19812007


http://www.avadocuments.com/doc/nfpa-1981-2007
http://www.avadocuments.com/doc/nfpa-1981-2007

1981-1

Copyright © 2007 National Fire Protection Association. All Rights Reserved.
NFPA 1981

Standard on

Open-Circuit Self-Contained Breathing Apparatus (SCBA) for
Emergency Services

2007 Edition

This edition of NFPA 1981, Standard on Open-Circuit Self-Contained Breathing Apparatus (SCBA) for
Emergency Services, was prepared by the Technical Committee on Respiratory Protection Equip-
ment and released by the Technical Correlating Committee on Fire and Emergency Services
Protective Clothing and Equipment. It was issued by the Standards Council on December 1, 2006,
with an effective date of December 20, 2006, and supersedes all previous editions.

This edition of NFPA 1981 was approved as an American National Standard on December 20,
2006.

Origin and Development of NFPA 1981

The first NFPA document to address fire fighter respiratory protection was NFPA 19B,
Standard on Respiratory Protective Equipment for Fire Fighters. NFPA 19B was adopted on May 17,
1971, at the Association’s Annual Meeting in San Francisco, California. It was developed by
the Sectional Committee on Protective Equipment for Fire Fighters of the Technical Commit-
tee on Fire Department Equipment. After 1975, the Sectional Committee was removed from
the Technical Committee on Fire Department Equipment and made its own technical com-
mittee. The main thrust of NFPA 19B was to prohibit filter-type canister masks for fire fighters
and permit only self-contained breathing apparatus. NFPA 19B was officially withdrawn by the
Association on May 19, 1981, at the Annual Meeting in Dallas, Texas.

NFPA 1981, Standard on Self-Contained Breathing Apparatus for Fire Fighters, was adopted at the
same meeting to replace NFPA 19B. That first edition of NFPA 1981 essentially specified
NIOSH/MSHA-approved SCBA with a minimum rated service life of 30 minutes. Open-
circuit SCBA was required to be positive pressure.

The Technical Committee on Protective Equipment for Fire Fighters undertook a com-
plete revision of NFPA 1981 to state performance requirements and appropriate testing pro-
cedures designed to simulate various environmental conditions to which fire fighters” SCBA
can be exposed during use and storage. These requirements are in addition to the basic
NIOSH/MSHA certification requirements, and now NFPA 1981 applies to open-circuit SCBA.

The second edition of NFPA 1981 was completed in March 1986 and adopted by the
Association at the 1987 Annual Meeting in Cincinnati, Ohio.

After the second edition, the name of the Technical Committee was changed to Fire
Service Protective Clothing and Equipment, and a standing Subcommittee on Self~Contained
Breathing Apparatus was established.

The third edition, in 1992, incorporated new requirements for third-party certification
and quality control, as well as a new total heat and flame test for the entire apparatus. Other
test methods covering facepiece lens abrasion and communications were revised.

The third edition was completed in December 1991 and presented to the Association at
the 1992 Annual Meeting in New Orleans, Louisiana.

In January 1995, the Standards Council reorganized the entire project for fire service
protective clothing and equipment. The new project was given a Technical Correlating Com-
mittee on Fire and Emergency Services Protective Clothing and Equipment and seven tech-
nical committees operating within the project. The former standing Subcommittee on Self-
Contained Breathing Apparatus was changed to the new Technical Committee on Respiratory
Protection and Personal Alarm Equipment.

The fourth edition, presented to the Association membership at the 1997 Annual Meeting
in Los Angeles, California, incorporated new requirements for surrogate cylinders to replace
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1981-2 OPEN-CIRCUIT SELF-CONTAINED BREATHING APPARATUS (SCBA) FOR EMERGENCY SERVICES

the actual breathing gas cylinders during the vibration testing to ensure a higher level of safety during this rigorous
test. A new requirement for redundant end-of-service-time indicators (EOSTI) was added to provide a better level of
safety in case of failure of one end-of-service-time indicator.

The fifth edition of NFPA 1981 was presented to the NFPA membership at the 2002 Annual Meeting in Minneapolis,
Minnesota, on May 19, 2002. That edition incorporated new requirements for heads-up displays (HUD) that provide visual
information and warnings to SCBA wearers of the status of the SCBA’s air supply and, where the HUD is powered by a power
source, the power source status. Those new requirements were in response to fire service requests for the provision of
user-friendly information for SCBA wearers so they can better understand their environment and limitations.

Also in response to strong fire service input to the Committee, new requirements were specified for a single
universal air connection located in a specific position on all new SCBA certified as compliant with the 2002 edition of
NFPA 1981, and existing SCBA that could be upgraded and certified as compliant with the 2002 edition of NFPA 1981.
The RIC UAC [RIC stands for rapid intervention company or crew (sometimes called RIT for rapid intervention team, or
FAST company or crew); UAC stands for universal air connection] permits the breathing air cylinder of an SCBA user to
be replenished from an independent rescue breathing air supply source when the SCBA user is trapped or unable to
be removed from a hazardous atmosphere. The RIC UAC does not take breathing air from an SCBA being worn by a
member of the rescue operation but replenishes the victim’s breathing air cylinder from a source of “rescue breathing
air,” such as a rescue breathing air cylinder or a high-pressure breathing air supply line. The RIC UAC is not a “buddy
breathing” device — it does not permit the sharing of a single SCBA breathing air source between two persons. NIOSH
does not permit or certify any buddy breathing system that allows two users to share a single breathing air source.
Because NFPA 1981 requires NIOSH certification as a prerequisite to become certified as compliant with NFPA 1981,
NFPA cannot permit buddy breathing systems, which would be in violation of NIOSH regulations.

The Committee continued to review and revise text for improved clarity and specificity, improved accuracy in
testing and test result reporting, and added additional criteria to better evaluate and test the EOSTI.

In 2002, NFPA revised the format for its codes and standards, resulting in chapter, section, and paragraph numbers
not matching or corresponding to those of previous editions.

This 2007 edition of NFPA 1981, the sixth edition, represents a complete revision and retitling of the standard as
NFPA 1981, Standard on Open-Circuit Self-Contained Breathing Apparatus (SCBA) for Emergency Services.

While the Committee has made several significant changes to the standard, a major change in this 2007 edition is
the mandatory requirement for all emergency services SCBA to also be NIOSH certified as CBRN SCBA in accordance
with the NIOSH Statement of Standard for NIOSH CBRN SCBA Testing. This requirement provides respiratory protection
from CBRN terrorism agents (specified chemicals, biological agents, and radiological particulates) that could be
released as a result of a terrorism attack.

Although major metropolitan areas are more likely targets of a terrorist event, emergency responders from smaller
communities could be called upon to respond to urban areas where the emergency services have become over-
whelmed by a terrorist incident. Terrorists themselves might be residing in smaller communities while they await the
opportunity to strike, and if they have chemical, biological, or nuclear material in their possession, the possibility of
exposure is even greater for those small, rural areas. Terrorist attacks aside, CBRN-certified SCBA offer greater protec-
tion for emergency services personnel at minimal cost.

CBRN certification offers verification of enhanced protection for emergency responders that is not otherwise
available. Without CBRN protection evaluation, SCBA components are not tested for permeation, penetration, corro-
sion resistance, or other detrimental effects from exposure to toxic industrial chemicals during hazardous materials
incidents and hazardous chemical warfare atmospheres. NIOSH benchmark testing of non-CBRN-hardened SCBA
against CBRN agents demonstrated that chemical warfare agents (CWA) could cause catastrophic failures within
minutes of exposure.

NIOSH’s selection of the test challenge agents for CBRN protection was based on a comprehensive review of
available technical data and consultations with other government agencies [e.g., Department of Defense (DoD),
Department of Justice (DoJ), and Department of Energy (DoE)]. Various chemical data lists were analyzed, including
lists from the Environmental Protection Agency (EPA); the Agency for Toxic Substances and Disease Registry
(ATSDR); NFPA 1994, Standard on Protective Ensembles for First Responders to CBRN Tlerrorism Incidents; the U.S. Army
Center for Health Promotion and Preventative Medicine (USACHPPM) Technical Guide 244; and other, classified
sources. That analysis identified a total of 151 toxic industrial chemicals (TICs) and CWA as potential candidates for
challenge agents. The candidate agents were evaluated for permeation (molecularly diffusing through material) and
penetration (seeping through interfacing components) characteristics as part of a review of their physical properties.
This evaluation concluded that Sarin (GB) and sulfur mustard (HD) could be selected as the two representative agents
for the penetration/permeation test for the complete listing of 151 CWA and TICs due to their physical properties and
molecular structure. NIOSH is unaware of any data that indicate that CBRN-certified SCBA provide less protection
against TICs than their industrial counterparts.

The evaluation for CBRN protection provides verification and assurance that the component and material combi-
nations in the approved SCBA configurations provide high resistance to permeation and penetration of hazardous
atmospheres of TICs and materials into the breathing air. This is of importance to all responders subject to extreme
exposures to any hazardous industrial chemicals and materials.
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In addition to the new CBRN requirement, the following significant requirements were added to increase the safety
to the users of emergency services SCBA and to better assure the proper functioning of the SCBA:

(1) New breathing air cylinder retention requirement within the mounted position

(2) Mechanical voice diaphragm performance requirement increased to 80 percent minimum score at 1.5 m (4.9 ft)
distance

(3) New voice communications system with at least an 85 percent score at 3 m (10 ft) distance

(4) New independent pressure gauge that would not be affected by failure of the heads-up display (HUD)

(5) New water immersion requirements for electronic devices that are part of the SCBA that must function properly
and remain watertight after six exposures to 177°C (350°F) for 15 minutes and water submersion to 1.5 m (4.9 ft)

(6) New low power capacity requirements for electronic devices to assure that such devices will continue to function
properly for at least 2 hours following activation of the low power source signal

Special recognition is given to Committee Chair Ray Reed, who is leaving the Committee. Ray, a Battalion Chief and
the Safety Officer for Dallas (Texas) Fire and Rescue, is retiring from DFR after 33% years of service. He joined the
NFPA committees that develop standards for fire service protective clothing and equipment in 1990 and became the
Chair of the Technical Committee on Respiratory Protection Equipment in January 1997. Ray’s dedication and lead-
ership to fire service safety have greatly enhanced safety for all fire fighters. Many improvements to fire and emergency
services SCBA have evolved during his tenure on this Committee. He also contributed his considerable expertise in
several different areas of protective clothing and equipment within the overall Project. Ray’s professionalism and
tireless efforts to improve fire service safety are an outstanding credit to him and to Dallas Fire and Rescue. Ray, we
extend best wishes for a long and healthy life and a wonderful retirement with your family. Please accept our sincerest
thanks for all you have done for the fire and emergency services.

In Memoriam, 11 September 2001

We pay tribute to the 343 members of FDNYwho gave their lives to save civilian victims on 11 September 2001, at the
World Trade Center. They are true American heroes in death, but they were also American heroes in life. We will keep
them in our memory and in our hearts. They are the embodiment of courage, bravery, and dedication. May they rest in
peace.
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Technical Correlating Committee on Fire and Emergency Services Protective Clothing and Equipment

(FAE-AAC)

Richard M. Duffy, Chair
International Association of Fire Fighters, DC [L]

William M. Lambert, Secretary
Mine Safety Appliances Company, PA [M]
Rep. Compressed Gas Association

Leslie Anderson, U.S. Department of Agriculture, MT [E]
Roger L. Barker, North Carolina State University,
NC [SE]

Les Boord, U.S. Department of Health and Human
Services, PA [E]

Steven D. Corrado, Underwriters Laboratories
Incorporated, NC [RT]

Nicholas J. Curtis, Lion Apparel, Incorporated, OH [M]
Robert A. Freese, Globe Manufacturing Company,

NH [M]

Andy Gbur, Intertek, OH [RT]

Bill Grilliot, TFG/Morning Pride Manufacturing, LLC,
OH [M]

Rep. Fire and Emergency Manufacturers and Services
Association Incorporated
Kimberly M. Henry, PBI Performance Products,
Incorporated, NC [M]
James S. Johnson, Lawrence Livermore National
Laboratory, CA [RT]

Jason L. Allen, Intertek, NY [RT]
(Alt. to A. Gbur)
Eric J. Beck, Mine Safety Appliances Company, PA [M]
(Alt. to W. M. Lambert)
Janice C. Bradley, International Safety Equipment
Association, VA [M]
(Alt. to D. Trivette)
Patricia A. Freeman,
Incorporated, NH [M]
(Alt. to R. A. Freese)
Patricia A. Gleason, Safety Equipment Institute (SEI),
VA [RT]
(Alt. to S. R. Sanders)

Globe Manufacturing Company,

Donna P. Brehm,
VA [U]
Rep. TC on Emergency Medical Services Protective
Clothing and Equipment
Dean W. Cox, Fairfax County Fire and Rescue
Department, VA [U]
Rep. TC on Special Operations Protective Clothing
and Equipment
Glenn P. Jirka, Miami Township Fire and EMS Division,
OH [E]
Rep. TC on Hazardous Materials Protective Clothing
and Equipment

Virginia Beach Fire Department,

Bruce W. Teele, NFPA Staff Liaison

Alternates

Nonvoting

Cy Long, Texas Commission on Fire Protection, TX [E]
David G. Matthews, Fire & Industrial (P.P.E.) Limited,
United Kingdom [SE]
Rep. International Standards Organization
Jim Minx, Oklahoma State Firefighters Association,
OK [C]
Gary L. Neilson, Reno Fire Department, NV [U]
Stephen R. Sanders, Safety Equipment Institute (SEI),
VA [RT]
Denise N. Statham, Southern Mills, Incorporated, GA [M]
Jeffrey O. Stull, International Personnel Protection,
Incorporated, TX [SE]
David Trivette, Tyco/Scott Health & Safety, NC [M]
Rep. International Safety Equipment Association
Robert D. Tutterow, Jr., Charlotte Fire Department,
NC [U]
Rep. Fire Industry Equipment Research Organization
Harry P. Winer, U.S. Department of the Navy, MA [RT]

Mary IL. Grilliot,
LLC, OH [M]
(Alt. to B. Grilliot)
William E. Haskell, I1I,
Human Services, MA [E]
(Alt. to L. Boord)
Steven B. Lumry, Oklahoma City Fire Department,
OK [C]
(Alt. to J. Minx)
Andrew P. Perrella, E.I. DuPont Company, DE [M]
(Alt. to K. M. Henry)
Frank P. Taylor, Lion Apparel, Incorporated, VA [M]
(Alt. to N. J. Curtis)

TFG/Morning Pride Manufacturing

U.S. Department of Health and

Kirk Owen, Plano Fire Department, TX [U]
Rep. TC on Structural and Proximity Fire Fighting
Protective Clothing and Equipment
Ray F. Reed, Dallas Fire Rescue, TX [U]
Rep. TC on Respiratory Protection Equipment
Bruce H. Varner, Santa Rosa Fire Department, CA [E]
Rep. TC on Electronic Safety Equipment

This list vepresents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the design, perfor-
mance, testing, and certification of protective clothing and protective equipment manufactured for fire and
emergency services organizations and personnel, to protect against exposures encountered during emer-
gency incident operations. This Committee shall also have the primary responsibility for documents on the
selection, care, and maintenance of such protective clothing and protective equipment by fire and emer-

gency services organizations and personnel.
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Technical Committee on Respiratory Protection Equipment (FAE-RPE)

Ray F. Reed, Chair
Dallas Fire Rescue, TX [U]

W. Lee Birch, Secretary
Luxfer Gas Cylinders, CA [M]

Jason L. Allen, Intertek, NY [RT]

Claire C. Austin, National Research Council of Canada
(NRC), Canada [SE]

Neal A. Baluha, Palm Beach County Fire Rescue, FL [C]
Eric J. Beck, Mine Safety Appliances Company, PA [M]
David T. Bernzweig, Columbus, Ohio Division of Fire,
OH [L]

Rep. Columbus Fire Fighters Union, IAFF Local 67
Les Boord, U.S. Department of Health and Human
Services, PA [E]

A. Paul Bull, Fairfax County Fire and Rescue
Department, VA [U]

Brian H. Cox, Clovis Fire Department, CA [U]

Edward D. Golla, TRI/Airtesting, TX [RT]

A. Ira Harkness, U.S. Department of the Navy, FL [RT]
David V. Haston, U.S. Department of Agriculture,

CA [RT]

John Jarboe, Grace Industries, Incorporated, MD [M]

Marshall (Mark) J. Black, U.S. Department of the Navy,
FL [RT]

(Alt. to A. I. Harkness)
John P. Campman, Grace Industries, Incorporated,
PA [M]

(Alt. to J. Jarboe)
J- Michael Carlson,
TX [RT]

(Alt. to E. D. Golla)
Dennis K. Davis, U.S. Department of Agriculture,

TRI/Environmental, Incorporated,

MT [RT]

(Alt. to D. V. Haston)
David Hodson, Draeger Safety UK Limited, United
Kingdom [M]

(Alt. to R. Sell)
Richard Hofmeister, Tyco/Scott Health & Safety,
NC [M]

(Alt. to J. Phifer)

Matthew I. Chibbaro, U.S. Department of Labor, DC [E]

Bruce W. Teele, NFPA Staff Liaison

Alternates

Nonvoting

Stephen J. King,
Kevin D. Lentz,
TX [U]
Ian Maxwell, Interspiro AB, Sweden [M]
Stephen T. Miles, City of Virginia Beach Fire
Department, VA [U]
Jerry Phifer, Tyco/Scott Health & Safety, NC [M]
Fred H. Rascoe, International Safety Instruments,
Incorporated, GA [M]
Daniel N. Rossos, City of Portland Fire Bureau, OR [U]
Stephen R. Sanders, Safety Equipment Institute (SEI),
VA [RT]
Robert Sell, Draeger Safety, Incorporated, PA [M]
Dick A. Smith, Trace Analytics, Incorporated, TX [RT]
Richard S. Tobin, Jr., Fire Department City of New York,
NY [U]
Kenton D. Warner, KDW Consulting, LLC, FL [SE]
Steven H. Weinstein, Survivair, CA [M]

Rep. International Safety Equipment Association

Deer Park, NY [SE]
City of Garland Texas Fire Department,

Nick Luzie, Survivair, CA [M]

(Alt. to S. H. Weinstein)
John Morris, International Safety Instruments,
Incorporated, GA [M]

(Alt. to F. H. Rascoe)
William T. Mundy, Fire Department City of New York,
NY [U]

(Alt. to R. S. Tobin, Jr.)
Mark I. Piland, City of Virginia Beach Fire
Administration, VA [U]

(Alt. to S. T. Miles)
Michael T. Rupert, Mine Safety Appliances Company,
PA [M]

(Alt. to E. J. Beck)

Robert B. Bell, U.S. Department of Labor, DC [E]
(Alt. to M. I. Chibbaro)

This list vepresents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on respiratory equip-
ment, including breathing air, for fire and emergency services personnel during incidents involving hazard-

ous or oxygen deficient atmospheres.

This Committee shall also have primary responsibility for documents on the selection, care, and mainte-
nance of respiratory protection equipment and systems by fire and emergency services organizations and

personnel.
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NFPA 1981
Standard on

Open-Circuit Self-Contained Breathing
Apparatus (SCBA) for Emergency Services

2007 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Information on referenced publications can be found in
Chapter 2 and Annex C.

Chapter 1 Administration

1.1 Scope.

1.1.1%* This standard shall specify the minimum requirements
for the design, performance, testing, and certification of new
compressed breathing air open-circuit self-contained breath-
ing apparatus (SCBA) and compressed breathing air combi-
nation open-circuit self-contained breathing apparatus and
supplied air respirators (SCBA/SARs) and for the replace-
ment parts, components, and accessories for these respirators.

1.1.2 This standard shall also specify the minimum require-
ments for the design, performance, testing, and certification
of replacement parts, components, and add-on accessories for
SCBA and combination SCBA/SARs certified as compliant to
specific earlier editions of this standard.

1.1.3 This standard shall not specify requirements for other
types of SCBA.

1.1.4* This standard shall not specify requirements for any
accessories that could be attached to the certified product that
are not certified by the National Institute for Occupational
Safety and Health (NIOSH).

1.1.5 This standard shall not establish criteria for SCBA for
water or underwater operations.

1.1.6 This standard shall not establish criteria for protection
from ionizing radiation.

1.1.7 This standard shall not be construed as addressing all of
the safety concerns associated with the use of compliant SCBA
and combination SCBA/SARs. It shall be the responsibility of
the persons and organizations that use compliant SCBA and
combination SCBA/SARs to establish safety and health prac-
tices and to determine the applicability of regulatory limita-
tions prior to use.

1.1.8 This standard shall not be construed as addressing all of
the safety concerns, if any, associated with the use of this stan-
dard by testing facilities. It shall be the responsibility of the
persons and organizations that use this standard to conduct
testing of SCBA and combination SCBA/SARs to establish

Full document details: NFPA 19812007

safety and health practices and to determine the applicability
of regulatory limitations prior to using this standard for any
designing, manufacturing, and testing.

1.1.9 Nothing herein shall restrict any jurisdiction or manu-
facturer from exceeding these minimum requirements.

1.2 Purpose.

1.2.1 The purpose of this standard shall be to establish mini-
mum levels of protection for emergency services personnel
from atmospheres that are categorized as immediately danger-
ous to life and health (IDLH) atmospheres.

1.2.2* Controlled laboratory tests used to determine compli-
ance with the performance requirements of this standard shall
not be deemed as establishing performance levels for all respi-
ratory protective situations and IDLH atmospheres to which
personnel can be exposed.

1.2.3%* This standard shall not be interpreted or used as a de-
tailed manufacturing or purchase specification but shall be
permitted to be referenced in purchase specifications as mini-
mum requirements.

1.3 Application.

1.3.1 This standard shall apply to all open-circuit SCBA and
combination SCBA/SARs used by emergency services organi-
zations for respiratory protection of its personnel during fire-
fighting, rescue, hazardous materials, terrorist incident, and
similar operations where products of combustion, oxygen de-
ficiency, particulates, toxic products, or other IDLH atmo-
spheres exist or could exist at the incident scene.

1.3.2 This standard shall apply to the design, manufacturing,
and certification of new open-circuit SCBA and combination
SCBA/SARs and shall apply to replacement parts, compo-
nents, and add-on accessories for such respirators certified as
compliant to specific earlier editions of this standard.

1.3.3 This standard shall apply to accessories attached to the
SCBA that are certified by NIOSH for use with that specific
SCBA or combination SCBA/SARs.

1.3.4 This standard shall not apply to open-circuit SCBA and
combination SCBA/SARs manufactured according to previ-
ous editions of this standard; however, organizations shall be
permitted to have open-circuit SCBA and combination SCBA/
SARs that are certified as compliant with previous editions of
this standard and modified to become compliant with this edi-
tion of NFPA 1981.

1.3.5 This standard shall not apply to closed-circuit SCBA.

1.3.6 This standard shall not apply to accessories that can be
attached to an open-circuit SCBA and combination SCBA/
SARs but are not certified by NIOSH for use with that specific
SCBA or combination SCBA/SARs.

1.3.7 This standard shall not apply to the use of SCBA and
combination SCBA/SARs; those requirements are specified in
NFPA 1500, Standard on Fire Department Occupational Safety and
Health Program.

1.4 Units.

1.4.1 In this standard, values for measurement are followed
by an equivalent in parentheses, but only the first stated value
shall be regarded as the requirement.
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1.4.2 Equivalent values in parentheses shall not be consid-
ered as the requirement because those values might be ap-
proximate.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 1500, Standard on Fire Department Occupational Safety
and Health Program, 2007 edition.

NFPA 1971, Standard on Protective Ensembles for Structural Fire
Fighting and Proximity Fire Fighting, 2007 edition.

NFPA 1989, Standard on Breathing Air Quality for Fire and
Emergency Services Respiratory Protection, 2003 edition.

2.3 Other Publications.

2.3.1 AATCC Publications. American Association of Textile
Chemists and Colorists, P.O. Box 12215, Research Triangle
Park, NC 27709.

AATCC 135, Dimensional Changes of Fabrics After Home Laun-
dering, 2004.

2.3.2 ANSI Publications. American National Standards Insti-
tute, Inc., 25 West 43rd Street, 4th floor, New York, NY 10036.

ANSI B46.1, Surface Texture, 1978.
ANSI 83.2, Method for Measuring the Intelligibility of Speech over

Communication Systems, 1989.
ANSIY1.1, Abbreviations for Use on Drawings and Text, 1972.
ANSIY14.SM, Dimensioning and Tolerancing, 1982.

2.3.3 ASTM Publications. ASTM International, 100 Barr Har-
bor Drive, P. O. Box C700, West Conshohocken, PA 19428-2959.

ASTM B 16, Standard Specification for Free-Cutting Brass Rod,
Bar and Shapes for Use in Screw Machines, 2000.

ASTM B 117, Standard Test Method for Salt Spray (Fog) Testing,
2003.

ASTM D 1003, Standard Test Method for Haze and Luminous
Transmittance of Transparent Plastics, 2000.

ASTM D 6413, Standard Test Method for Flame Resistance of
Textiles (Vertical Test), 1999.

2.3.4 EN Publications (CEN). European Committee for
Standardization Central Secretariat, rue de Stassart 36, B 1050
Brussels, Belgium.

EN 136, Respiratory protective devices — Full face masks —
Requirements, testing, marking, 1998.

2.3.5 ISO Publications. International Organization for Stan-
dardization, 1, rue de Varembé, Case postale 56, CH-1211
Genéve 20, Switzerland.

ISO 9001, Quality management systems — Requirements, 2000.

ISO/IEC 17011, Conformity assessment — General requirements
for accreditation bodies accrediting conformity assessment bodies,
2004.

ISO 17021, Conformity assessment — Requirements for bodies
providing audit and certification of management systems, 2006.

ISO/IEC 17025, General requirements for the competence of test-
ing and calibration laboratories, 2005.

ISO Guide 27, Guidelines for corrective action to be taken by a
certification body in the event of misuse of its mark of conformaty,

1983.

ISO/IEC Guide 62, General requirements for bodies operating
assessment and certification/registration of quality systems, 1996.

ISO/IEC Guide 65, General requirements for bodies operating
product certification systems, 1996.

2.3.6 UL Publications. Underwriters Laboratories Inc., 333
Pfingsten Road, Northbrook, IL 60062-2096.

ANSI/UL 9138, Standard for Intrinsically Safe Apparatus and
Associated Apparatus for Use in Class 1, II, and III, Division 1 Haz
ardous (Classified) Locations, Sixth edition, July 31, 2006.

2.3.7 U.S. Government Publications. U.S. Government Print-
ing Office, Washington, DC 20402.

Statement of Standard for NIOSH CBRN SCBA Testing, 2002.

Title 42, Code of Federal Regulations, Part 84, “Respiratory
Protective Devices, Tests for Permissibility,” 8 June 1995.

2.3.8 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections. (Re-
served)

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.
3.2.1* Approved. Acceptable to the authority having jurisdic-

tion.

3.2.2*% Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an orga-
nization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or mate-
rials, and by whose labeling the manufacturer indicates com-
pliance with appropriate standards or performance in a
specified manner.

3.2.4% Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
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products or services, that maintains periodic inspection of pro-
duction of listed equipment or materials or periodic evaluation
of services, and whose listing states that either the equipment,
material, or service meets appropriate designated standards or
has been tested and found suitable for a specified purpose.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard. A document, the main text of which contains
only mandatory provisions using the word “shall” to indicate
requirements and which is in a form generally suitable for
mandatory reference by another standard or code or for adop-
tion into law. Nonmandatory provisions shall be located in an
appendix or annex, footnote, or fine-print note and are not to
be considered a part of the requirements of a standard.

3.3 General Definitions.

3.3.1 Accessory. An item, or items, that could be attached to
a certified product, but are not necessary for the certified
product to meet the requirements of the standard.

3.3.2 Atmosphere-Supplying Respirator. A respirator that sup-
plies the respirator user with breathing air from a source inde-
pendent of the ambient atmosphere and includes self-
contained breathing apparatus (SCBA) and supplied air
respirators (SAR). [See also 3.3.10, Combination SCBA/SAR;
3.3.40, Self-Contained Breathing Apparatus (SCBA); and 3.3.43,
Supplied Air Respirator (SAR).]

3.3.3 Breathing Air. See 3.3.13, Compressed Breathing Air.

3.3.4 Breathing Air Cylinder. The pressure vessel or vessels
that are an integral part of the SCBA and that contain the
breathing gas supply; can be configured as a single cylinder
or other pressure vessel, or as multiple cylinders or pressure
vessels.

3.3.5 Breathing Air/Gas Container. See 3.3.4, Breathing Air
Cylinder.

3.3.6 Certification Organization. An independent third-party
organization that determines product compliance with the re-
quirements of this standard with a labeling/listing/follow-up
program.

3.3.7 Certification/Certified. A system whereby a certifica-
tion organization determines that a manufacturer has demon-
strated the ability to produce a product that complies with the
requirements of this standard, authorizes the manufacturer to
use a label on listed products that comply with the require-
ments of this standard, and establishes a follow-up program
conducted by the certification organization as a check on the
methods the manufacturer uses to determine continued com-
pliance of labeled and listed products with the requirements
of this standard. (See also 3.3.28, NIOSH Certified.)

3.3.8 Char. The formation of a brittle residue when material
is exposed to thermal energy.

3.3.9 Closed-Circuit SCBA. A recirculation-type SCBA in
which the exhaled gas is rebreathed by the wearer after the
carbon dioxide has been removed from the exhalation gas
and the oxygen content within the system has been restored
from sources such as compressed breathing air, chemical oxy-
gen, liquid oxygen, or compressed gaseous oxygen.
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3.3.10% Combination SCBA/SAR. An atmosphere-supplying
respirator that supplies a respirable atmosphere to the user
from a combination of two breathing air sources that both are
independent of the ambient environment. [See also 3.3.2,
Atmosphere-Supplying Respirator; 3.3.40, Self-Contained Breathing
Apparatus (SCBA); and 3.3.43, Supplied Air Respirator (SAR). ]

3.3.11 Compliance/Compliant. Meeting or exceeding all ap-
plicable requirements of this standard.

3.3.12* Component. Any material, part, or subassembly used
in the construction of the compliant product.

3.3.13* Compressed Breathing Air. A respirable gas mixture
derived from either normal atmospheric air or from manufac-
tured synthetic air, stored in a compressed state in storage
cylinders and respirator breathing air cylinders, and supplied
to the user in a gaseous form.

3.3.14 Cylinder. See 3.3.4, Breathing Air Cylinder.
3.3.15 Demand SCBA. Sece 3.3.27, Negative Pressure SCBA.
3.3.16 Drip. To run or fall in drops or blobs.

3.3.17 End-of-Service-Time Indicator (EOSTI). A warning de-
vice on an SCBA that warns the user that the end of the breath-
ing air supply is approaching.

3.3.18 Fabric Component. Any single or combination of
natural or synthetic material(s) that are pliable and that are
made by weaving, felting, forming, or knitting.

3.3.19 Facepiece. The component of an SCBA that covers the
wearer’s nose, mouth, and eyes.

3.3.20 Follow-up Program. The sampling, inspections, tests,
or other measures conducted by the certification organization
on a periodic basis to determine the continued compliance of
labeled and listed products that are being produced by the
manufacturer to the requirements of this standard.

3.3.21 Gas. Matter in a gaseous state at standard tempera-
ture and pressure.

3.3.22 Haze. Light that is scattered as a result of passing
through a transparent object.

3.3.23 Heads-Up Display (HUD). Visual display of informa-
tion and system condition status visible to the wearer.

3.3.24 Identical SCBA. SCBA that are produced to the same
engineering and manufacturing specifications.

3.3.25 Manufacturer. The entity that directs and controls any
of the following: compliant product design, compliant prod-
uct manufacturing, or compliant product quality assurance;
or the entity that assumes the liability for the compliant prod-
uct or provides the warranty for the compliant product.

3.3.26 Melt. A response to heat by a material resulting in
evidence of flowing or dripping.

3.3.27 Negative Pressure SCBA. An SCBA in which the pres-
sure inside the facepiece, in relation to the pressure surround-
ing the outside of the facepiece, is negative during any part of
the inhalation or exhalation cycle when tested by NIOSH in
accordance with 42 CFR 84.

3.3.28% NIOSH Certified. Tested and certified by the Na-
tional Institute for Occupational Safety and Health (NIOSH)
of the U.S. Department of Health and Human Services in ac-
cordance with the requirements of 42 CFR 84, Subpart H.
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3.3.29 Open-Circuit SCBA. An SCBA in which exhalation is
vented to the atmosphere and not rebreathed.

3.3.30 Pink Noise. Noise that contains constant energy per
octave band.

3.3.31 Positive Pressure SCBA. An SCBA in which the pres-
sure inside the facepiece, in relation to the pressure surround-
ing the outside of the facepiece, is positive during both inha-
lation and exhalation when tested by NIOSH in accordance
with 42 CFR 84, Subpart H.

3.3.32 Pressure Demand SCBA. See 3.3.31, Positive Pressure
SCBA.

3.3.33* Product Label. A marking provided by the manufac-
turer for each compliant product containing compliant state-
ments, certification statements, manufacturer and model in-
formation, or similar data.

3.3.34 Rapid Intervention Crew/Company Universal Air Con-
nection (RIC UAC). A system that allows emergency replen-
ishment of breathing air to the SCBA of disabled or entrapped
fire or emergency services personnel.

3.3.35 Rated Service Time. The period of time, stated on the
SCBA’s NIOSH certification label, that the SCBA supplied air to
the breathing machine when tested to 42 CFR 84, Subpart H.

3.3.36 RIC. Abbreviation for rapid intervention crew/
company.

3.3.37 SAR. Abbreviation for supplied air respirator. [See
3.3.43, Supplied Air Respirator (SAR).]

3.3.38 SCBA. Abbreviation for self-contained breathing ap-
paratus. [See 3.3.40, Self-Contained Breathing Apparatus (SCBA).]

3.3.39 SCBA/SAR. Abbreviation for combination open-
circuit SCBA and supplied air respirator. [See 3.3.10, Combina-
tion SCBA/SAR; 3.3.40, Self-Contained Breathing Apparatus
(SCBA); and 3.3.43, Supplied Air Respirator (SAR).]

3.3.40% Self-Contained Breathing Apparatus (SCBA). An
atmosphere-supplying respirator that supplies a respirable air
atmosphere to the user from a breathing air source that is
independent of the ambient environment and designed to be
carried by the user.

3.3.41 Service Life. The period for which compliant product
may be useful before retirement.

3.3.42 Service Time. See 3.3.35, Rated Service Time.

3.3.43* Supplied Air Respirator (SAR). An atmosphere-
supplying respirator for which the source of breathing air is
not designed to be carried by the user; also known as an airline
respirator. [See also 3.3.2, Atmosphere-Supplying Respirator; 3.3.10,
Combination SCBA/SAR; and 3.3.40, Self-Contained Breathing Ap-
paratus (SCBA).]

3.3.44 Synthetic Breathing Air. A manufactured breathing air
that is produced by blending nitrogen and oxygen. (See also
3.3.13, Compressed Breathing Air.)

3.3.45 UAC. Abbreviation for universal air connection.

3.3.46 Universal Air Connection (UAC). The male fitting, af-
fixed to the SCBA, and the female fitting, affixed to the filling
hose, to provide emergency replenishment of breathing air to
an SCBA breathing air cylinder. Also known as Rapid Interven-
tion Crew/Company Universal Air Connection.

\
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Chapter 4 Certification

4.1 General.

4.1.1 The process for certification of SCBA as being compliant
with NFPA 1981 shall meet the requirements of Section 4.1, Gen-
eral; Section 4.2, Certification Program; Section 4.3 Inspections
and Testing; Section 4.4, Recertification; Section 4.5, Manufac-
turers’ Quality Assurance Program; Section 4.6, Hazards Involv-
ing Compliant Product; Section 4.7, Manufacturers’ Investiga-
tion of Complaints and Returns; and Section 4.8, Manufacturers’
Safety Alert and Product Recall Systems.

4.1.2 Prior to certification of SCBA to the requirements of
this standard, SCBA shall be NIOSH certified.

4.1.2.1 SCBA shall have NIOSH certification as positive pres-
sure.

4.1.2.2* SCBA shall have a NIOSH-certified rated service time
of at least 30 minutes.

4.1.2.3 SCBA that are NIOSH certified as positive pressure
but capable of supplying air to the user in a negative pressure
demand-type mode shall NOT be certified to this standard.

4.1.3 SCBA and accessories that are certified as compliant
with NFPA 1981 shall also be certified by NIOSH as compliant
with the Statement of Standard for NIOSH CBRN SCBA Testing.

4.1.4 All SCBA that are labeled as being compliant with this
standard shall meet or exceed all applicable requirements
specified in this standard and shall be certified. This certifica-
tion shall be in addition to, and shall not be construed to be
the same as, the NIOSH certification as specifically defined in
3.3.28.

4.1.5 All certification shall be performed by a certification
organization that meets at least the requirements specified in
Section 4.2, Certification Program, and that is accredited for
personal protective equipment in accordance with ISO/IEC
Guide 65, General requirements for bodies operating product certifica-
tion systems.

4.1.6 Manufacturers shall not claim compliance with a por-
tion(s) or segment(s) of the requirements of this standard and
shall not use the name or identification of this standard,
NFPA 1981, in any statements about their respective product(s)
unless the product(s) is certified as compliant to this standard.

4.1.7 All compliant SCBA shall be listed by the certification or-
ganization. The listing shall uniquely identify the certified prod-
uct by, for example, style, model number, or part number.

4.1.8 All compliant SCBA shall also have a product label that
meets the requirements specified in Chapter 5.

4.1.9 The certification organization’s label, symbol, or iden-
tifying mark shall be attached to the product label, shall be
part of the product label, or shall be immediately adjacent to
the product label.

4.1.10 The certification organization shall not issue any new
certifications for any SCBA to the 2002 edition of this standard
on or after the NFPA effective date for the 2007 edition, which
is 20 December 2006.

4.1.11 The certification organization shall not permit any
manufacturer to label any SCBA as compliant with the 2002 edi-
tion of this standard on or after 31 August 2007, except when
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replacement labels or replacement components that bear the
certification organization’s label are required.

4.1.12 The certification organization shall require manufac-
turers to remove all certification labels and product labels in-
dicating compliance with the 2002 edition of this standard
from all SCBA that are under the control of the manufacturer
on 31 August 2007. The certification organization shall verify
this action is taken.

4.2 Certification Program.

4.2.1* The certification organization shall not be owned or
controlled by manufacturers or vendors of the product being
certified.

4.2.2 The certification organization shall be primarily en-
gaged in certification work and shall not have a monetary in-
terest in the product’s ultimate profitability.

4.2.3 The certification organization shall be accredited for
personal protective equipment in accordance with ISO/IEC
Guide 65, General requirements for bodies operating product certifica-
tion systems. The accreditation shall be issued by an accredita-
tion body operating in accordance with ISO/IEC 17011, Con-
formity assessment — General requirements for accreditation bodies
accrediting conformity assessment bodies.

4.2.4 The certification organization shall refuse to certify
products to this standard that do not comply with all appli-
cable requirements of this standard.

4.2.5% The contractual provisions between the certification or-
ganization and the manufacturer shall specify that certifica-
tion is contingent on compliance with all applicable require-
ments of this standard.

4.2.5.1 The certification organization shall not offer or con-
fer any conditional, temporary, or partial certifications.

4.2.5.2 Manufacturers shall not be authorized to use any la-
bel or reference to the certification organization on products
that are not compliant with all applicable requirements of this
standard.

4.2.6* The certification organization shall have laboratory
facilities and equipment available for conducting proper
tests to determine product compliance.

4.2.6.1 The certification organization laboratory facilities
shall have a program in place and functioning for calibration
of all instruments, and procedures shall be in use to ensure
proper control of all testing.

4.2.6.2 The certification organization laboratory facilities
shall follow good practice regarding the use of laboratory
manuals, form data sheets, documented calibration and cali-
bration routines, performance verification, proficiency test-
ing, and staff qualification and training programs.

4.2.7 The certification organization shall require the manu-
facturer to establish and maintain a quality assurance program
that meets the requirements of Section 4.5, Manufacturers’
Quality Assurance Program.

4.2.7.1 The certification organization shall require the
manufacturer to have a product recall system specified in Sec-
tion 4.8, Manufacturers’ Safety Alert and Product Recall Sys-
tems, as part of the manufacturer’s quality assurance program.

4.2.7.2 The certification organization shall audit the manu-
facturer’s quality assurance program to ensure that the quality
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assurance program provides continued product compliance
with this standard.

4.2.8 The certification organization and the manufacturer
shall evaluate any changes affecting the form, fit, or function
of the compliant product to determine its continued certifica-
tion to the 2007 edition of NFPA 1981.

4.2.8.1 The certification organization and the manufac-
turer shall evaluate replacement parts, components, and
add-on accessories to determine any changes affecting the
form, fit, or function for SCBA certified to the 1997 edition
or the 2002 edition of NFPA 1981 to permit revisions to the
original certification.

4.2.8.2 Replacement parts, components, and add-on accesso-
ries for SCBAs certified to the 1997 edition or the 2002 edition
of NFPA 1981 shall be approved by NIOSH in accordance with
42 CFR 84, “Respiratory Protective Devices, Tests for Permissi-
bility.”

4.2.9* The certification organization shall have a follow-up
inspection program of the manufacturing facilities of the com-
pliant product, with at least two random and unannounced
visits per 12-month period to verify the product’s continued
compliance.

4.2.9.1 As part of the follow-up inspection program, the cer-
tification organization shall select sample product at random
from the manufacturer’s production line, from the manufac-
turer’s in-house stock, or from the open market.

4.2.9.2 Sample product shall be evaluated by the certification
organization to verify the product’s continued compliance in
order to ensure that the materials, components, and manufac-
turing quality assurance systems are consistent with the mate-
rials, components, and manufacturing quality assurance that
were inspected and tested by the certification organization
during initial certification and recertification.

4.2.9.3 The certification organization shall be permitted to
conduct specific testing to verify the product’s continued com-
pliance.

4.2.9.4 For products, components, and materials where prior
testing, judgment, and experience of the certification organi-
zation have shown results to be in jeopardy of not complying
with this standard, the certification organization shall conduct
more frequent testing of sample product, components, and
materials acquired in accordance with 4.2.9.1 against the ap-
plicable requirements of this standard.

4.2.10 The certification organization shall have in place a
series of procedures, as specified in Section 4.6, Hazards
Involving Compliant Product, that address report(s) of situ-
ation(s) in which a compliant product is subsequently
found to be hazardous.

4.2.11 The certification organization’s operating procedures
shall provide a mechanism for the manufacturer to appeal
decisions. The procedures shall include the presentation of
information from both sides of a controversy to a designated
appeals panel.

4.2.12 The certification organization shall be in a position to
use legal means to protect the integrity of its name and label.
The name and label shall be registered and legally defended.

4.3% Inspections and Testing.

4.3.1 For both certification and recertification of SCBA, the
certification organization shall conduct both the inspection
and the testing specified in this section.
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4.3.2 All inspections, evaluations, conditioning, and testing
for certification or for recertification shall be conducted by a
certification organization’s testing laboratory that is accred-
ited in accordance with the requirements of ISO/IEC 17025,
General requirements for the competence of testing and calibration
laboratories.

4.3.2.1 The certification organization’s testing laboratory’s
scope of accreditation to ISO/IEC 17025, General requirements
Jor the competence of lesting and calibration laboratories, shall en-
compass testing of personal protective equipment.

4.3.2.2 The accreditation of a certification organization’s
testing laboratory shall be issued by an accreditation body
operating in accordance with ISO/IEC 17011, Conformity
assessment — General requirements for accreditation bodies accred-
iting conformity assessment bodies.

4.3.3 A certification organization shall be permitted to utilize
conditioning and testing results conducted by a product or
component manufacturer for certification or recertification
provided the manufacturer’s testing laboratory meets the re-
quirements specified in 4.3.3.1 through 4.3.3.5.

4.3.3.1 The manufacturer’s testing laboratory shall be ac-
credited in accordance with the requirements of ISO/IEC
17025, General requirements for the competence of testing and calibra-
tion laboratories.

4.3.3.2 The manufacturer’s testing laboratory’s scope of
accreditation to ISO/IEC 17025, General requirements for the
competence of testing and calibration laboratories, shall encom-
pass testing of personal protective equipment.

4.3.3.3 The accreditation of a manufacturer’s testing labora-
tory shall be issued by an accreditation body operating in ac-
cordance with ISO/IEC 17011, Conformity assessment — General
requirements for accreditation bodies accrediting conformity assess-
ment bodies.

4.3.3.4 The certification organization shall approve the
manufacturer’s testing laboratory.

4.3.3.5 The certification organization shall determine the
level of supervision and witnessing of the conditioning and
testing for certification or recertification conducted at the
manufacturer’s testing laboratory.

4.3.4 Sampling levels for testing and inspection shall be es-
tablished by the certification organization and the manufac-
turer to ensure a reasonable and acceptable reliability at a
reasonable and acceptable confidence level that products cer-
tified to this standard are compliant, unless such sampling
levels are specified herein.

4.3.5 Inspection by the certification organization shall in-
clude a review of all product labels to ensure that all required
label attachments, compliance statements, certification state-
ments, and other product information are at least as specified
for the SCBA in Section 5.1, Product Label Requirements.

4.3.6 Inspection by the certification organization shall in-
clude an evaluation of any symbols and pictorial graphic rep-
resentations used on product labels or in user information, as
permitted in 5.1.5, to ensure that the symbols are clearly ex-
plained in the product’s user information package.

4.3.7 Inspection by the certification organization shall in-
clude a review of the user information required by Section 5.2,
User Information, to ensure that the information has been
developed and is available.
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4.3.8 Inspection and evaluation by the certification organiza-
tion for determining compliance with the design require-
ments specified in Chapter 6 shall be performed on whole or
complete products.

4.3.9 SCBA and SCBA components shall be subjected to the
tests specified in Table 4.3.9 for each series.

4.3.10 SCBA shall be initially tested for certification and shall
meet the performance requirements of three separate test series
of Categories A, B, C, D, E, and F, as specified in Table 4.3.9. All
tests within Categories A, B, C, D, E, and F shall be conducted in
the order specified and are designed as cumulative damage tests.

4.3.11 SCBA fabric, thread, and lens components shall be
initially tested for certification and shall meet the perfor-
mance requirements of one test series of Category G, as speci-
fied in Table 4.3.9. SCBA component testing in Category G
shall be conducted on test specimens as specified in each
respective test method.

4.3.12 SCBA shall be initially tested for certification and
shall meet the performance requirements of one test series
for Category H, as specified in Table 4.3.9 for each EOSTI
identified by the product manufacturer. Additional SCBA
shall be permitted to be used, where necessary, to conduct
all of the Category H tests.

4.3.13 After certification, compliant SCBA and components
of compliant SCBA shall be tested annually within 12 months
of previous tests and shall meet the performance require-
ments of one test series of Categories A, B, G, D, E, F, G, and H,
as specified in Table 4.3.9.

4.3.14 A minimum of seven identical SCBA that are to be
certified to this standard shall be selected from the manufac-
turer’s production.

4.3.15 The first SCBA shall be subjected to the tests listed in
Category A, the second SCBA shall be subjected to the tests
listed in Category B, the third SCBA shall be subjected to the
tests in Category C, the fourth SCBA shall be subjected to the
tests in Category D, the fifth SCBA shall be subjected to the tests
in Category E, the sixth SCBA shall be subjected to the tests in
Category F, and the seventh SCBA, at a minimum, shall be sub-
jected to the tests in Category H, as shown in Table 4.3.9. Addi-
tional SCBA shall be permitted to be used, where necessary, to
conduct all of the Category H tests.

4.3.16 Components from SCBA that are to be certified to this
standard shall be subjected to the tests specified in Category G
of Table 4.3.9. SCBA component testing in Category F shall be
conducted on test specimens as specified in each respective
test method.

4.3.17 The requirementspecified in 4.3.13 shall be waived every
fifth year when the testing required by 4.3.18 is conducted.

4.3.18 Compliant SCBA shall be tested and shall meet the
performance requirements of three separate test series of Cat-
egories A, B, C, D, E, and F, as specified in Table 4.3.9, every
fifth year from the date of the initial certification testing speci-
fied in 4.3.10.

4.3.19 SCBAfabric, thread, and lens components shall be tested
and shall meet the performance requirements of one test series
of Category G, as specified in Table 4.3.9, every fifth year from the
date of the initial certification testing specified in 4.3.11. SCBA
component testing in Category G shall be conducted on test
specimens as specified in each respective test method.
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Table 4.3.9 Test Series
Category H
Category G (Additional
Test Category A Category B Category C Category D Category E Category F (Component SCBA as
Order (SCBA #1) (SCBA #2) (SCBA #3) (SCBA #4) (SCBA #5) (SCBA #6) Tests) required)
1 Airflow Airflow Airflow Airflow HUD visibility ~ Low power Fabric flame  EOSTI
(Section 8.1) (Section 8.1) (Section 8.1) (Section 8.1) performance capacity test resistance independent
(Sections 8.17 (Section 8.26) (Section 8.4) activation
through 8.19) (Section 8.13)
2 Facepiece Breathing air Vibration Heat and flame ~ HUD low Heat and Fabric heat EOSTI
carbon cylinder and resistance resistance power immersion resistance recognition
dioxide valve assembly (Section 8.3) (Section 8.11) source visual leakage tests (Section 8.5) performance
content retention test alert signal (Section 8.24) (Section 8.14)
(Section 8.12) (Section 8.22) test
(Section 8.16)
3 Mechanical Cylinder — — Wiring — Thread heat —
voice connections connection resistance
diaphragm and performance (Section 8.6)
test (Section accessibility (Section 8.15)
8.10) test
(Section 8.23)
4 Voice RIC UAC — — — — Facepiece —
communications cylinder refill lens
system test breathing abrasion
(Section 8.25) performance resistance
(Section 8.20) (Section 8.9)
5 Environmental ~ RIC UAC system — — — — — —
temperature fill rate
(Section 8.2) performance

(Section 8.21)

6 Particulate Accelerated — —
resistance corrosion
(Section 8.8) resistance

(Section 8.7)

4.3.20 Compliant SCBA shall be tested and shall meet the
performance requirements of one test series for Category H,
as specified in Table 4.3.9, for each EOSTI identified by the
product manufacturer, every fifth year from the date of the
initial certification testing specified in 4.3.12. Additional
SCBA shall be permitted to be used, where necessary, to con-
duct all of the Category H tests.

4.3.21 The certification organization shall not allow any
modifications, pretreatment, conditioning, or other such spe-
cial processes of the product or any product component prior
to the product’s submission for evaluation and testing by the
certification organization.

4.3.21.1 The certification organization shall accept from the
manufacturer for evaluation and testing for certification only
product or product components that are the same in every
respect to the actual final product or product component.

4.3.21.2 The certification organization shall not allow the
substitution, repair, or modification, other than as specifically
permitted herein, of any product or any product component
during testing.

4.3.22 No adjustment, repair, or replacement of parts shall
be permitted to any SCBA being tested in accordance with this
standard; however, breathing air cylinders shall be permitted
to be filled as required.
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4.3.23 Where SCBA are provided with an accessory or acces-
sories that are certified by NIOSH in accordance with 42 CFR
84 for that specific SCBA, the SCBA with accessories installed
shall be tested to all of the performance requirements speci-
fied in Chapter 7, and the accessories shall not cause degrada-
tion of the performance of the SCBA. The accessories them-
selves shall not be required to pass the performance testing
unless specifically specified herein.

4.3.24 After completion of these tests for a specific model SCBA
or its variant, only those tests on other similar SCBA models or
variants shall be required where, in the determination of the cer-
tification organization, the SCBA's test results can be affected by
any components or NIOSH-certified accessories that are differ-
ent from those on the original SCBA tested.

4.3.25 Any modifications made to an SCBA or to any NIOSH-
certified accessories provided for an SCBA by the SCBA manu-
facturer after certification shall require the retesting and
meeting of the performance requirements of all those indi-
vidual tests that the certification organization determines
could be affected by such changes. This retesting shall be con-
ducted before the modified SCBA is certified as being compli-
ant with this standard.

4.3.26 The manufacturer shall maintain all design and per-
formance inspection and test data from the certification
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organization used in the certification of the manufacturer’s
compliant product. The manufacturer shall provide such
data, upon request, to the purchaser or authority having
jurisdiction.

4.4 Recertification.

4.4.1 All SCBA models that are labeled as being compliant
with this standard shall undergo recertification on an annual
basis.

4.4.2 Recertification shall include inspection and evaluation
to all design requirements and testing to all performance re-
quirements as required by 4.3.8 and 4.3.13 on all manufac-
turer models and components.

4.4.3 The manufacturer shall maintain all design and perfor-
mance inspection and test data from the certification organi-
zation used in the recertification of manufacturer models and
components and shall provide such data, upon request, to the
purchaser or authority having jurisdiction.

4.5 Manufacturers’ Quality Assurance Program

4.5.1 The manufacturer shall provide and operate a quality
assurance program that meets the requirements of this section
and that includes a product recall system as specified in 4.2.7.1
and Section 4.8, Manufacturers’ Safety Alert and Product Re-
call Systems.

4.5.2 The operation of the quality assurance program shall
evaluate and test compliant product production to the require-
ments of this standard to ensure that production remains in com-
pliance.

4.5.3 The manufacturer shall be registered to ISO 9001,
Quality management systems — Requirements.

4.5.3.1 Registration to the requirements of ISO 9001, Quality
management systems — Requirements, shall be conducted by a
registrar that is accredited for personal protective equipment.

4.5.3.2 Where the registar specified in 4.5.3.1 is currently ac-
credited for personal protective equipment in accordance with
the 1996 edition of ISO/IEC Guide 62, General requirements for
bodies operating assessment and certification/registration of quality sys-
lems, that accreditation shall be permitted until 14 September
2008.

4.5.3.3 Not later than 14 September 2008, registrars specified
in 4.5.3.1 shall be accredited for personal protective equip-
ment in accordance with the 2006 edition of ISO/IEC 17021,
Conformity assessment — Requirements for bodies providing audit
and certification of management systems.

4.5.3.4 Any new accreditations for registrars specified in
4.5.3.1 for personal protective equipment shall only be in ac-
cordance with the 2006 edition of ISO/IEC 17021, Conformity
assessment — Requirements for bodies providing audit and certifica-
tion of management systems.

4.5.4% Any entity that meets the definition of manufacturer
specified in Section 3.3, General Definitions, and therefore is
considered to be the “manufacturer” but that does not manu-
facture or assemble the compliant product shall meet the re-
quirements specified in Section 4.5.

4.5.5%¥ Where the manufacturer uses subcontractors in the con-
struction or assembly of the compliant product, the locations and
names of all subcontractor facilities shall be documented, and
the documentation shall be provided to the manufacturer’s ISO
registrar and the certification organization.
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4.6 Hazards Involving Compliant Product.

4.6.1* The certification organization shall establish procedures
to be followed where situation (s) are reported in which a compli-
ant product is subsequently found to be hazardous. These proce-
dures shall comply with the provisions of ISO Guide 27, Guidelines
for corrective action to be taken by a certification body in the event of misuse
of its mark of conformity, and as modified herein.

4.6.2* Where a report of a hazard involved with a compliant
product is received by the certification organization, the certi-
fication organization shall contact NIOSH National Personal
Protective Technology Laboratory (NPPTL), and the validity
of the report shall be investigated following the procedures
established by NIOSH/NPPTL.

4.6.3 With respect to a compliant product, a hazard shall be a
condition or create a situation that results in exposing life,
limb, or property to an imminently dangerous or dangerous
condition.

4.6.4 Where a specific hazard is identified, the determination
of the appropriate action for the manufacturer to undertake
shall take into consideration the severity of the hazard and its
consequences to the safety and health of users.

4.6.5 Where it is established that a hazard is involved with a
compliant product, the certification organization, in coordi-
nation with NIOSH/NPPTL, shall determine the scope of the
hazard, including products, model numbers, serial numbers,
factory production facilities, production runs, and quantities
involved.

4.6.6 The investigation shall include but not be limited to the
extent and scope of the problem as it might apply to other
compliant product or compliant product components manu-
factured by other manufacturers or certified by other certifica-
tion organizations.

4.6.7 The certification organization, in coordination with
NIOSH/NPPTL, shall also investigate reports of a hazard
where compliant product is gaining widespread use in appli-
cations not foreseen when the standard was written, such ap-
plications in turn being ones for which the product was not
certified, and no specific scope of application has been pro-
vided in the standard, and no limiting scope of application was
provided by the manufacturer in written material accompany-
ing the compliant product at the point of sale.

4.6.8 The certification organization, in coordination with
NIOSH/NPPTL, shall require the manufacturer of the com-
pliant product or the manufacturer of the compliant product
component, if applicable, to assist the certification organiza-
tion and NIOSH/NPPTL in the investigation and to conduct
its own investigation as specified in Section 4.7, Manufactur-
ers’ Investigation of Complaints and Returns.

4.6.9 Where the facts indicating a need for corrective action
are conclusive and the manufacturer has exhausted all appeal
rights, the certification organization, in coordination with
NIOSH/NPPTL, shall initiate corrective action immediately,
provided there is a manufacturer to be held responsible for
such action.

4.6.10 Where the facts are conclusive and corrective action is
indicated, but there is no manufacturer to be held respon-
sible, such as when the manufacturer is out of business or the
manufacturer is bankrupt, the certification organization, in
coordination with NIOSH/NPPTL, shall immediately notify
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relevant governmental and regulatory agencies and issue a no-
tice to the user community about the hazard.

4.6.11* Where the facts are conclusive and corrective action is
indicated, the certification organization, in coordination with
NIOSH/NPPTL, shall take one or more of the following cor-
rective actions:

(1) Parties authorized and responsible for issuing a safety
alert shall be notified when, in the opinion of the certifi-
cation organization and NIOSH/NPPTL, such a safety
alert is necessary to inform the users.

(2) Parties authorized and responsible for issuing a product
recall shall be notified when, in the opinion of the certifi-
cation organization and NIOSH/NPPTL, such a recall is
necessary to protect the users.

(3) The mark of certification shall be removed from the
product.

(4) Where a hazardous condition exists and it is not practical
to implement 4.6.11(1), (2), or (3), or the responsible
parties refuse to take corrective action, the certification
organization, in coordination with NIOSH/NPPTL, shall
notify relevant governmental and regulatory agencies and
issue a notice to the user community about the hazard.

4.6.12 The certification organization, in coordination with
NIOSH/NPPTL, shall provide a report to the organization or
individual identifying the reported hazardous condition and
notify them of the corrective action indicated or that no cor-
rective action is indicated.

4.6.13* Where a change to an NFPA standard(s) is felt neces-
sary, the certification organization, in coordination with
NIOSH/NPPTL, shall also provide a copy of the report and
indicated corrective actions to the NFPA and shall also submit
either a Public Proposal for a proposed change to the next
revision of the applicable standard or a proposed Temporary
Interim Amendment (TIA) to the current edition of the appli-
cable standard.

4.7 Manufacturers’ Investigation of Complaints and Returns.

4.7.1 Manufacturers shall provide corrective action in accor-
dance with ISO 9001, Quality management systems — Requirements,
for investigating written complaints and returned products.

4.7.2 Manufacturers’ records of returns and complaints re-
lated to safety issues shall be retained for at least 5 years.

4.7.3 Where the manufacturer discovers, during the review of
specific returns or complaints, that a compliant product or com-
pliant product component can constitute a potential safety risk to
end users and is possibly subject to a safety alert or product recall,
the manufacturer shall immediately contact NIOSH/NPPTL
and the certification organization and provide all information
about their review to assist NIOSH/NPPTL and the certification
organization with their investigation.

4.8 Manufacturers’ Safety Alert and Product Recall Systems.

4.8.1 Manufacturers shall establish a written safety alert sys-
tem and a written product recall system that describes the pro-
cedures to be used in the event that it decides or is directed by
the certification organization or NIOSH/NPPTL to either is-
sue a safety alert or conduct a product recall.

4.8.2 The manufacturers’ safety alert and product recall sys-
tems shall provide the following:
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(1) The establishment of a coordinator and responsibilities
by the manufacturer for the handling of safety alerts and
product recalls

(2) A method of notifying all dealers, distributors, purchasers,
users, and the NFPA about the safety alert or product recall
that can be initiated within a I-week period following the
manufacturer’s decision to issue a safety alert or to conducta
product recall or after the manufacturer has been directed
by NIOSH/NPPTL or the certification organization to issue
a safety alert or conduct a product recall

(3) Techniques for communicating accurately and under-
standably the nature of the safety alert or product recall
and, in particular, the specific hazard or safety issue found
to exist

(4) Procedures for removing product that is recalled and for
documenting the effectiveness of the product recall

(5) Aplan for repairing, replacing, or compensating purchas-
ers for returned product

Chapter 5 Labeling and Information

5.1 Product Label Requirements.

5.1.1 In addition to the NIOSH certification label, each
SCBA shall have an SCBA product label, which shall be perma-
nently and conspicuously attached to the SCBA.

5.1.2 Multiple label pieces shall be permitted in order to
carry all statements and information required to be on the
SCBA product label; however, all label pieces of the product
label shall be located adjacent to each other.

5.1.3 The certification organization’s label, symbol, or identify-
ing mark shall be attached to both the NIOSH certification label
and the SCBA product label or be part of the product labels and
shall be placed in a conspicuous location. All letters shall be at
least 2.5 mm (%2 in.) in height, and the label, symbol, or identi-
fying mark shall be at least 6 mm (%4 in.) in height.

5.1.4 All worded portions of both required product labels
shall be at least in English.

5.1.5 Symbols and other pictorial graphic representations
shall be permitted to be used to supplement worded state-
ments on the product label(s).

5.1.6 The SCBA product label shall bear the following com-
pliance statement legibly printed, and all letters and numbers
shall be at least 2 mm in height:

“THIS SCBA MEETS THE REQUIREMENTS OF
NFPA 1981, STANDARD ON OPEN-CIRCUIT
SELF-CONTAINED BREATHING APPARATUS
(SCBA) FOR EMERGENCY SERVICES,
2007 EDITION.

DO NOT REMOVE THIS LABEL”

5.1.7 SCBA components, as listed on the NIOSH certification
labels, shall be marked directly on the component with the lot
number, the serial number, or the year and month of manu-
facture.

5.2 User Information.

5.2.1 The SCBA manufacturer shall provide with each SCBA
at least the training material and user instructions specified
within this section.
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5.2.2 Upon request at the time of purchase, the SCBA manu-
facturer shall provide to the purchaser an information sheet
with each SCBA that documents at least the following:

(1) Manufacturing performance tests conducted at time of
manufacture and the results

(2) Date of manufacture

(8) Model number

(4) Serial number

(5) Lot number, if applicable

(6) Hydrostatic test dates and results, if applicable

5.2.3 Information or training materials regarding pre-use
shall be provided at least on the following areas:

(1) Safety considerations

(2) Limitations of use

(8) Charging breathing air cylinders

(4) Breathing air quality in accordance with NFPA 1989, Stan-
dard on Breathing Air Quality for Fire and Emergency Services
Respiratory Protection

(5) Marking recommendations and restrictions

(6) Warranty information

(7) Recommended storage practices

(8) Mounting on/in vehicles or fire apparatus

5.2.4 Information or training materials regarding periodic
inspections shall be provided at least on inspection frequency
and details.

5.2.5 Information or training materials regarding donning
and doffing shall be provided at least on the following areas:

(1) Donning and doffing procedures
(2) Adjustment procedures
(3) Interface issues

5.2.6 Information or training materials regarding use shall
be provided at least on the following areas:

(1) Pre-use checks

(2) For fire departments or fire department-based emergency
services, proper use consistent with NFPA 1500, Standard on
Fire Department Occupational Safety and Health Program

(3) Recharging breathing air cylinders

(4) Emergency procedures to be followed in the event of dam-
age, malfunction, or failure of the breathing apparatus

5.2.7% Information or training materials regarding periodic
maintenance and cleaning shall be provided at least on the
following areas:

(1) Cleaning instructions and precautions

(2) Disinfecting procedures

(3) Maintenance frequency and details

(4) Methods of repair, where applicable

(5) Low power source signals and power source replacement,
where applicable

(6) Complete instructions for reporting to the manufacturer,
certification authority, and NIOSH/NPPTL all returned
equipment or complaints of damage, malfunction, or fail-
ure of the breathing apparatus that may present a hazard
to the user

5.2.8 Information or training materials regarding retirement
shall be provided at least on replacement/retirement consid-
erations.
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5.2.9 The SCBA manufacturer shall provide the manufactur-
er’s specified component service life for composite breathing
air cylinders and for all elastomeric components of the SCBA.
This information shall be included at least in the maintenance
information provided to the users.

Chapter 6 Design Requirements

6.1 General Design Requirements.

6.1.1 SCBA shall have at least the applicable design require-
ments specified in this chapter where inspected and evaluated
by the certification organization as specified in Section 4.3,
Inspections and Testing.

6.1.2 Prior to certification of SCBA to the requirements of
this standard, SCBA shall be NIOSH certified in accordance
with 42 CFR 84.

6.1.2.1 SCBA shall have NIOSH certification as positive
pressure.

6.1.2.2 SCBA shall have a NIOSH-certified rated service time
of at least 30 minutes.

6.1.2.3 SCBA that are NIOSH certified as positive pressure
but capable of supplying air to the user in a negative pressure
demand-type mode shall NOT be certified to this standard.

6.1.3 SCBA that are certified as compliant with NFPA 1981
shall also be certified by NIOSH as compliant with the State-
ment of Standard for NIOSH CBRN SCBA Testing.

6.1.4 SCBA shall consist of all the components necessary for
NIOSH certification in accordance with 42 CFR 84, at least two
independent end-of-service-time indicators (EOSTI), heads-up
display (HUD), voice communications system, and a rapid inter-
vention crew/company universal air connection (RIC UAC).

6.1.5 In addition to the HUD and cylinder-mounted breath-
ing air pressure gauge, all SCBA shall have another indepen-
dently operating breathing air pressure gauge that shall be
capable of being viewed by the wearer when the SCBA is worn
in accordance with the SCBA manufacturer’s instructions.

6.1.5.1 The design of this independently operating breathing
air pressure gauge shall be such that the failure of one breath-
ing air pressure gauge shall not affect the activation and op-
eration of other breathing air pressure gauge.

6.1.5.2 A failure mode and effects analysis shall be provided
to the certification organization for each independently oper-
ating breathing air pressure gauge.

6.1.5.3 The failure mode and effects analysis shall identify
each potential failure mode for each component necessary for
the independently operating breathing air pressure gauge to
function.

6.1.5.4 The failure mode and effects analysis shall demon-
strate that the activation and operation of the independently
operating breathing air pressure gauge specified in 6.1.5 is not
affected by any of the potential failure modes, as identified in
accordance with 6.1.5.3, of all other breathing air pressure
gauges.

6.1.6 The pressure gauge provided as part of the SCBA manu-
facturer’s breathing air cylinder and valve assembly shall be
readable by a person other than the wearer of the SCBA when
the SCBAis worn in accordance with the SCBA manufacturer’s
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