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NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA® codes, standards, recommended practices, and guides (“NFPA Documents”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints and
interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Documents.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of,
or reliance on NFPA Documents. The NFPA also makes no guaranty or warranty as to the accuracy or completeness
of any information published herein.

In issuing and making NFPA Documents available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent judgment
or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any
given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Documents. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall not
be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be
superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments.
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the
issuance of Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Committee Projects shall not be
considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in connection with an
NFPA Document. The users of NFPA Documents bear the sole responsibility for determining the validity of any such patent rights, as well as the risk
of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA
Documents.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in American National
Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Document may require use of an invention covered by
patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to
grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its
codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may
not be construed as doing so.

Copyrights

NFPA Documents are copyrighted by the NFPA. They are made available for a wide variety of both public and private uses. These include both
use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe practices and methods. By
making these documents available for use and adoption by public authorities and private users, the NFPA does not waive any rights in copyright to
these documents.

Use of NFPA Documents for regulatory purposes should be accomplished through adoption by reference. The term “adoption by reference”
means the citing of title, edition, and publishing information only. Any deletions, additions, and changes desired by the adopting authority should be
noted separately in the adopting instrument. In order to assist NFPA in following the uses made of its documents, adopting authorities are requested
to notify the NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of
NFPA Documents, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Documents and all requests for information on NFPA procedures governing its codes
and standards development process, including information on the procedures for requesting Formal Interpretations, for proposing Tentative Interim
Amendments, and for proposing revisions to NFPA documents during regular revision cycles, should be sent to NFPA headquarters, addressed to the
attention of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02169-7471; email: stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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Copyright © 2012 National Fire Protection Association®. All Rights Reserved.
NFPA® 1994
Standard on

Protective Ensembles for First Responders to
CBRN Terrorism Incidents

2012 Edition

This edition of NFPA 1994, Standard on Protective Ensembles for First Responders to CBRN Terrorism
Incidents, was prepared by the Technical Committee on Hazardous Materials Protective Clothing
and Equipment (FAE-HAZ) and released by the Technical Correlating Committee on Fire and
Emergency Services Protective Clothing and Equipment (FAE-AAC). It was issued by the Stan-
dards Council on December 13, 2011, with an effective date of January 2, 2012, and supersedes all
previous editions.

This edition of NFPA 1994 was approved as an American National Standard on January 2, 2012.
Origin and Development of NFPA 1994

The Technical Committee on Hazardous Materials Protective Clothing and Equipment began
work on this document in 1998 to answer the need for personal protective equipment (PPE) for
fire and emergency services personnel operating at domestic terrorism incidents involving dual-
use industrial chemicals, chemical terrorism agents, or biological terrorism agents.

The committee developed this new standard, NFPA 1994, Standard on Protective Ensembles for
Chemical/Biological Terrorism Incidents, to provide three levels of protective ensembles — Class 1,
Class 2, and Class 3 ensembles — that could be selected for protection of fire and emergency
services personnel based on what the incident risk analysis indicates is necessary protection for the
intended operations.

The goal of this standard is to establish personal protection requirements for ensembles
that would be available in quantity, pristine condition, designed for single exposure use, and
easily donned and used by fire and emergency services personnel to reduce the safety risks
and health risks to personnel during assessment, extrication, rescue, triage, and treatment
operations at or involving chemical or biological terrorism incidents.

The jurisdiction of this committee does not include respiratory protection that is necessary
for these operations; the appropriate respiratory protection needs to be addressed by the
emergency responder organizations.

The first (2001) edition was acted on by the NFPA membership at the Annual Meeting in
Anaheim, California, on May 16, 2001.

The 2007 edition was a complete revision. The title of the document was changed to Protective
Ensembles for First Responders to CBRN Terrorism Incidents. The former requirements for Class 1 CBRN
ensembles, for protection from chemical, biological, and radiological terrorism agents, were in-
corporated into NFPA 1991, Standard on Vapor-Protective Ensembles for Hazardous Materials Emergen-
cies, 2005 edition, and are now incorporated into the base requirements for all vapor-protective
ensembles. NFPA 1994 no longer specifies a Class 1 ensemble but leaves the designation “Class 1”
vacant. A new Class 4 ensemble was added to provide particulate protection for emergency re-
sponders to incidents where no chemical or biological agent is identified but a particulate threat
is present (including “white powder” incidents). These changes maintain the status of NFPA 1994
as the document providing CBRN protection for the “emergency first responders,” leaving the
highest level of protection to the specialized teams that will provide the back-up to the first re-
sponders for incidents and exposures that require operations or technician-level response.

The CBRN protection requirements were developed to apply to all emergency first re-
sponders at CBRN incidents. Individual agencies (law enforcement, emergency medical,
medical first receivers, fire, and hazardous materials) need to define the operations for which
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their personnel are trained and develop detailed purchase specifications to ensure their ensembles best support their
operational needs while providing CBRN protection.

In the 2007 edition, the committee also included new requirements in Chapter 4 for manufacturers’ quality assur-
ance programs and for situations in which hazards involving compliant products are believed to exist, including the
appropriate actions in addressing these situations if there is a previously unknown threat to the users. These require-
ments apply to all emergency services product standards that are the responsibility of this project. All labeling, design,
performance, and testing requirements were reviewed and refined as necessary.

The 2007 edition was presented to the Association membership at the 2006 Association meeting in Orlando, Florida
on June 7, 2006, and issued by the Standards Council with an effective date of August 17, 2006.

The 2012 edition has been extensively revised and includes an updated permeation resistance test method; several
new definitions; updates to several ANSI, ISO/IEC, and ASTM standards; and editorial, numbering, and formatting
changes. The slip resistance test has been revised based on new information that was proposed during the revision
process related to the requirements necessary for standing and testing performed. Additionally, the section on the
Manufacturers’ Quality Assurance Program has been revised, and the Puncture Resistance Test 2 and the Impact and
Compression Resistance Test have been deleted from the standard.

In Memoriam, 11 September 2001

We pay tribute to the 343 members of FDNY who gave their lives to save civilian victims on September 11, 2001, at
the World Trade Center. They are true American heroes in death, but they were also American heroes in life. We will
keep them in our memory and in our hearts. They are the embodiment of courage, bravery, and dedication. May they
rest in peace.

: Documents

[y .
Werx 2012 Edit .
men Document Sharing Hub

Full document details: NFPA 1994 2012


http://www.avadocuments.com/doc/nfpa-1994-2012
http://www.avadocuments.com/doc/nfpa-1994-2012

COMMITTEE PERSONNEL

1994-3

Technical Correlating Committee on Fire and Emergency Services Protective Clothing and Equipment

(FAE-AAC)
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National Institute for Occupational Safety & Health, PA [E]

Eric J. Beck, Secretary
Mine Safety Appliances Company, PA [M]
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Jason L. Allen, Intertek Testing Services, NY [RT]

Leslie Anderson, U.S. Department of Agriculture,
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Roger L. Barker, North Carolina State University,

NC [SE]
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Brian D. Berchtold, U.S. Department of the Navy,
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Steven D. Corrado,
NC [RT]
Nicholas J. Curtis, Lion Apparel, Inc., OH [M]

Richard M. Duffy, International Association of Fire
Fighters, DC [L]

Cristine Z. Fargo, International Safety Equipment
Association, VA [M]

Robert A. Freese, Globe Manufacturing Company, LLC,
NH [M]

Underwriters Laboratories Inc.,

Chris Bain, Oklahoma State Firefighters Association,
OK [C]
(Voting Alt. to OSFA Rep.)
Louis Carpentier, Innotex Inc., Canada [M]
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Nonvoting
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James S. Johnson, Lawrence Livermore National
Laboratory, CA [RT]
David G. Matthews, Fire & Industrial (P.P.E.) Ltd.,
United Kingdom [SE]
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Gary L. Neilson, Sparks, NV [U]
Rep. NFPA Fire Service Section
Jeffrey O. Stull, International Personnel Protection, Inc.,
TX [SE]
William A. Van Lent, Veridian Ltd., Inc., IA [M]
Rep. Fire & Emergency Manufacturers & Services
Association
Richard H. Young, DuPont Protection Technologies,
VA [M]

Karen E. Lehtonen, Lion Apparel, Inc., OH [M]

(Alt. to N. J. Curtis)
Robin B. Royster, Underwriters Laboratories Inc.,
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Rep. TC on Wildland Fire Fighting PC&E
Bruce H. Varner, Goodyear, AZ [E]

Rep. TC on Electronic Safety Equipment

Thas list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the design, performance,
testing, and certification of protective clothing and protective equipment manufactured for fire and emergency
services organizations and personnel, to protect against exposures encountered during emergency incident op-
erations. This Committee shall also have the primary responsibility for documents on the selection, care, and
maintenance of such protective clothing and protective equipment by fire and emergency services organizations

and personnel.
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(Alt. to P. G. Rogers) Susan L. Lovasic, The DuPont Company, Inc., VA [M]
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David G. Trebisacci, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on protective clothing
and protective equipment, except respiratory protective equipment, that provides hand, foot, torso, limb,
and head protection for fire fighters and other emergency services responders during incidents that involve
hazardous materials operations. These operations involve the activities of rescue; hazardous material con-
finement, containment, and mitigation; and property conservation where exposure to substances that
present an unusual danger to responders are present or could occur due to toxicity, chemical reactivity,
decomposition, corrosiveness, or similar reactions.

Additionally, this Committee shall have primary responsibility for documents on the selection, care, and
maintenance of hazardous materials protective clothing and protective equipment by fire and emergency
services organizations and personnel.
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PROTECTIVE ENSEMBLES FOR FIRST RESPONDERS TO CBRN TERRORISM INCIDENTS

NFPA 1994
Standard on

Protective Ensembles for First Responders to
CBRN Terrorism Incidents

2012 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (®) between the paragraphs that
remain.

Information on referenced publications can be found in
Chapter 2 and Annex B.

Chapter 1 Administration

1.1 Scope.

1.1.1* This standard shall establish the minimum require-
ments for the design, performance, testing, documentation,
and certification of protective ensembles and ensemble ele-
ments for protection from chemicals, biological agents, and
radiological particulates (CBRN) terrorism agents.

1.1.2* This standard shall establish requirements for protec-
tive ensembles and ensemble elements that are worn for a
single exposure at incidents involving CBRN terrorism agents.

1.1.3 This standard shall establish requirements for new
CBRN protective ensembles and ensemble elements.

1.1.4%* This standard shall not establish requirements for res-
piratory protection for incidents involving CBRN terrorism
agents. Appropriate respiratory protection for the incidents
involving specific CBRN terrorism agent exposure is a critical
part of overall protection and shall be specified and provided
by the authority having jurisdiction.

1.1.5 This standard shall not establish requirements for any
fire-fighting applications.

1.1.6* This standard shall not establish requirements for protec-
tion at incidents involving ionizing radiation, liquefied gas, cryo-
genic liquid hazards, explosives, or explosive atmospheres.

1.1.7*% CBRN protective ensembles and ensemble elements that
are certified as compliant with NFPA 1994 shall be permitted also
to be certified to NFPA 1991, Standard on Vapor-Protective Ensembles
Jor Hazardous Materials Emergencies, NFPA 1992, Standard on Liquid
Splash-Protective Ensembles and Clothing for Hazardous Materials Emer-

\
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gencies, and the single-use requirements of NFPA 1999, Standard
on Protective Clothing for Emergency Medical Operations.

1.1.8 This standard shall not apply to any accessories that
could be attached to the certified product, before or after pur-
chase, but are not necessary for the certified product to meet
the requirements of this standard.

1.1.9 This standard shall not be construed as addressing all of
the safety concerns associated with the use of compliant CBRN
protective ensembles and ensemble elements. It shall be the
responsibility of the persons and organizations that use com-
pliant CBRN protective ensembles and ensemble elements to
establish safety and health practices and determine the appli-
cability of regulatory limitations prior to use.

1.1.10 This standard shall not be construed as addressing all
of the safety concerns, if any, associated with the use of this
standard by testing facilities. It shall be the responsibility of
the persons and organizations that use this standard to con-
duct testing of CBRN protective ensembles and ensemble ele-
ments to establish safety and health practices and determine
the applicability of regulatory limitations prior to using this
standard for any designing, manufacturing, and testing.

1.1.11 Nothing herein shall restrict any jurisdiction or manu-
facturer from exceeding these minimum requirements.

1.2 Purpose.

1.2.1* The purpose of this standard shall be to establish mini-
mum levels of protection for emergency first responder per-
sonnel assigned to incidents involving CBRN terrorism agents.

1.2.1.1 To achieve this purpose, this standard shall establish
minimum requirements for CBRN protective ensembles and
ensemble elements for emergency first responder personnel
responding to incidents involving CBRN terrorism agents,
and for emergency first responder personnel exposed to vic-
tims or materials during assessment, extrication, rescue, tri-
age, decontamination, treatment, site security, crowd manage-
ment, and force protection operations at incidents involving
CBRN terrorism agents.

1.2.1.2 This standard shall provide emergency first re-
sponder personnel with three levels of CBRN protective en-
sembles and ensemble elements that could be selected for
minimum protection of emergency first responder personnel
based on what the incident risk analysis indicates is necessary
protection for the intended operations.

1.2.2 Controlled laboratory tests used to determine compli-
ance with the performance requirements of this standard shall
not be deemed as establishing performance levels for all situ-
ations to which personnel can be exposed.

1.2.3 This standard is not intended to be utilized as a detailed
manufacturing or purchase specification, but shall be permit-
ted to be referenced in purchase specifications as minimum
requirements.

1.3 Application.

1.3.1* This standard shall not apply to Class 1 CBRN protec-
tive ensembles and ensemble elements as such requirements
are now covered in NFPA 1991, Standard on Vapor-Protective En-
sembles for Hazardous Materials Emergencies.

1.3.2 The requirements for Class 2 CBRN protective ensembles
and ensemble elements shall apply to ensembles designed to pro-
vide limited protection to emergency first responder personnel
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at terrorism incidents involving vapor or liquid chemical hazards
where the concentrations are at or above Immediately Danger-
ous to Life and Health (IDLH), requiring the use of self-
contained breathing apparatus (SCBA).

1.3.3 The requirements for Class 3 CBRN protective en-
sembles and ensemble elements shall apply to ensembles de-
signed to provide limited protection to emergency first re-
sponder personnel at terrorism incidents involving low levels
of vapor or liquid chemical hazards where the concentrations
are below Immediately Dangerous to Life and Health (IDLH),
permitting the use of air-purifying respirators (APR).

1.3.4 The requirements for Class 4 CBRN protective en-
sembles and ensemble elements shall apply to ensembles de-
signed to provide limited protection to emergency first re-
sponder personnel at terrorism incidents involving biological
hazards or radiological particulate hazards where the concen-
trations are below Immediately Dangerous to Life and Health
(IDLH), permitting the use of air-purifying respirators (APR).

1.3.5 This standard shall apply to the design, manufacturing,
and certification processes for new CBRN protective ensembles
and ensemble elements for incidents involving CBRN terrorism
agents.

1.3.6 This edition of NFPA 1994 shall not apply to any CBRN
protective ensembles and ensemble elements manufactured
to prior editions of this standard.

1.3.7 This standard shall not apply to any CBRN protective
ensembles and ensemble elements for incidents involving
CBRN terrorism incidents manufactured in accordance with
other specifications or standards of other organizations.

1.3.8 This standard shall not apply to use requirements for
CBRN protective ensembles and ensemble elements for inci-
dents involving CBRN terrorism agents, as these requirements
are specified in NFPA 1500, Standard on Fire Department Occupa-
tional Safety and Health Program.

1.3.9* The requirements of this standard shall not apply to any
accessories that might be attached to any CBRN protective
ensemble and ensemble elements.

1.4 Units.

1.4.1 In this standard, values for measurement are followed
by an equivalent in parentheses, but only the first stated value
shall be regarded as the requirement.

1.4.2 Equivalent values in parentheses shall not be consid-
ered as the requirement, as these values are approximate.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 1500, Standard on Fire Department Occupational Safety
and Health Program, 2007 edition.

NFPA 1981, Standard on Open-Circuit Self-Contained Breathing
Apparatus (SCBA) for Emergency Services, 2007 edition.

NFPA 1991, Standard on Vapor-Protective Ensembles for Hazard-
ous Materials Emergencies, 2005 edition.

Full document details: NFPA 1994 2012

NFPA 1992, Standard on Liquid Splash-Protective Ensembles and
Clothing for Hazardous Materials Emergencies, 2012 edition.

NFPA 1999, Standard on Protective Clothing for Emergency Medi-
cal Operations, 2008 edition.

2.3 Other Publications.

2.3.1 ANSI Publication. American National Standards Insti-
tute, Inc., 25 West 43rd Street, 4th Floor, New York, NY 10036.

ANSI/ISEA Z89.1, American National Standard for Industrial
Head Protection, 2009.

2.3.2 ASTM Publications. ASTM International, 100 Barr Har-
bor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959.

ASTM D 747, Standard Test Method for Apparent Bending
Modulus of Plastics by Means of a Cantilever Beam, 2010.

ASTM D 751, Standard Test Methods for Testing Coated Fabrics,
2006.

ASTM D 1630, Standard Test Method for Rubber Property —
Abrasion Resistance (NBS Abrader), 2006.

ASTM D 1776, Standard Practice for Conditioning and Testing
Textiles, 2008.

ASTM D 2136, Standard Test Method for Coated Fabrics — Low
Temperature Bend Test, 2007.

ASTM D 2582, Standard Test Method for Puncture Propagation
Tear Resistance of Plastic Film and Thin Sheeting, 2009.

ASTM D 3884, Standard Guide for Abrasion Resistance of Textile
Fabrics (Rotary Platform, Double-Head Method), 2009.

ASTM D 4157, Standard Test Method for Abrasion Resistance of
Textile Fabrics (Oscillatory Cylinder Method), 2010.

ASTM D 5151, Standard Test Method for Detection of Holes in
Medical Gloves, 2006.

ASTM F 392, Standard Test Method for Flex Durability of Flexible
Barrier Materials, 2011.

ASTM F 1154, Standard Practice for Qualitatively Evaluating
the Comfort, Fit, Function, and Integrity of Chemical Protective Suit
Ensembles, 2010.

ASTM F 1301, Standard Practice for Labeling Chemical Protec-
tive Clothing, 2011 €1.

ASTM F 1342, Standard Test Method for Resistance of Protective
Clothing Materials to Puncture, 2005.

ASTM F 1359, Standard Test Method for Measuring the Liquid
Permeation Resistance of Protective Clothing or Protective Ensembles
Under a Shower Spray While on a Mannequin, 2007.

ASTM F 1671, Standard Test Method for Resistance of Materials
Used in Protective Clothing to Penetration by Blood-Borne Pathogens
Using Phi-X174 Bacteriophage as a Test System, 2007.

ASTM F 1790, Standard Test Method for Measuring Cut Resis-
tance of Materials Used in Protective Clothing, 2005.

ASTM F 1868, Standard Test Method for Thermal and Evaporative
Resistance of Clothing Materials Using a Sweating Hot Plate, 2009.

ASTMF 2010, Standard Test Method for Evaluation of Glove Effects
on Wearer Hand Dexterity Using a Modified Pegboard Test, 2010.

ASTM F 2413, Standard Specification for Performance Require-
ments for Protective (Safety) Toe Cap Footwear, 2011.
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2.3.3 American Apparel and Footwear Association FIA Publi-
cations. American Apparel and Footwear Association, 1601
No. Kent Street, 12th Floor, Arlington, VA 22209.

FIA 1209, Whole Shoe Flex, 1984.

2.3.4 ISO Publications. International Organization for Stan-
dardization, 1, ch. de la Voie-Creuse, Case postale 56, CH-1211
Geneve 20, Switzerland.

ISO 9001, Quality management systems — requirements, 2008.

ISO 13287, Personal Protective Equipment — Footwear — Test
Method for Slip Resistance, 2006.

ISO 17011, General requirements for accreditation bodies accred-
iting conformity assessment bodies, 2004.

ISO 17021, Conformity assessment — requirements for bodies pro-
viding audit and certification of management systems, 2006.

ISO 17025, General requirements for the competence of testing and
calibration laboratories, 2005.

ISO Guide 27, Guidelines for corrective action to be taken by a certi-
Jication body in the event of misuse of its mark of conformity, 1983.

ISO Guide 65, General requirements for bodies operating product
certification systems, 1996.

2.3.5 U.S. Government Publications. U.S. Government

Printing Office, Washington, DC 20402.

Title 29, Code of Federal Regulations, Part 1910.132, Sub-
part I, “Personal Protective Equipment,” 1994.

2.3.6 NIOSH/National Personal Protective Technology Labora-
tory Publications. NIOSH/National Personal Protective Tech-
nology Laboratory Publications, 626 Cochrans Mill Road,
Pittsburgh, PA 15236.

Statement of Standard for NIOSH CBRN APR Testing, 2003.
Statement of Standard for NIOSH CBRN PAPR Testing, 2006.
Statement of Standard for NIOSH CBRN SCBA Testing, 2002.

2.3.7 U.S. Military Publications. U.S. Army Developmental
Test Command (DTC), ATTN: CSTE-DTC-TT-S, Aberdeen
Proving Ground, MD 21005-5055.

Test Operations Procedure (TOP 10-2-022), Man-In-Simulant
Test (MIST) — Chemical Vapor Testing of Chemical/Biological
Protective Suits, September 2001.

2.3.8 Other Publications.

Assessment of the U.S. Army Chemical And Biological De-
fense Command Report 1: Technical Assessment of the Man-In-
Simulant Test (MIST) Program, National Research Council Re-
port, 1997.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

The Technical Cooperation Program, Chemical Biological
Defense Technical Panel 11 on Low Burden, Integrated Protec-
tive Clothing, “Final Report: Development of a Standard Vapour
Systems Test to Assess the Protection Capability of NBC Indi-
vidual Protective Ensembles,” Appendix G, Defence Research Es-
tablishment Suffield Report, April 1997, UNCLASSIFIED.

2.4 References for Extracts in Mandatory Sections.
(Reserved)
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Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall ap-
ply to the terms used in this standard. Where terms are not de-
fined in this chapter or within another chapter, they shall be de-
fined using their ordinarily accepted meanings within the
context in which they are used. Merriam-Webster’s Collegiate Diclio-
nary, 11th edition, shall be the source for the ordinarily accepted
meaning.

3.2 NFPA Official Definitions.

3.2.1% Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2*% Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials, an
installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been at-
tached a label, symbol, or other identifying mark of an organiza-
tion that is acceptable to the authority having jurisdiction and
concerned with product evaluation, that maintains periodic in-
spection of production of labeled equipment or materials, and
by whose labeling the manufacturer indicates compliance with
appropriate standards or performance in a specified manner.

3.2.4% Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the author-
ity having jurisdiction and concerned with evaluation of products
or services, that maintains periodic inspection of production of
listed equipment or materials or periodic evaluation of services,
and whose listing states that either the equipment, material, or
service meets appropriate designated standards or has been
tested and found suitable for a specified purpose.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard. A document, the main text of which contains
only mandatory provisions using the word “shall” to indicate re-
quirements and which is in a form generally suitable for manda-
tory reference by another standard or code or for adoption into
law. Nonmandatory provisions shall be located in an appendix or
annex, footnote, or fine-print note and are not to be considered
a part of the requirements of a standard.

3.3 General Definitions.
3.3.1 Agents.

3.3.1.1 Biological Terrorism Agents. Liquid or particulate
agents that can consist of a biologically derived toxin or patho-
gen used to inflict lethal or incapacitating casualties, generally
on a civilian population as a result of a terrorist attack.

3.3.1.2 CBRN Terrorism Agents. See 3.3.8.
3.3.1.3 Chemical Terrorism Agents. See 3.3.16.
3.3.1.4* Chemical Warfare (CW) Agents. See 3.3.17.

3.3.1.5% Radiological Particulate Terrorism Agents. Particles
that emit ionizing radiation in excess of normal background
levels used to inflict lethal or incapacitating casualties, gener-
ally on a civilian population, as the result of a terrorist attack.
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3.3.2 Assembly. The portion of the manufacturing process
including, but not limited to, sewing, gluing, laminating, tack-
ing, or other means of attaching whereby materials or compo-
nent parts are put together to form a portion of the compliant
product, or the complete compliant product.

3.3.2.1 Garment Closure Assembly. The combination of the
garment closure and the seam attaching the garment clo-
sure to the garment, including any protective flap or cover.

3.3.3 Biological Terrorism Agents. See 3.3.1.1.

3.3.4 Bootie. A sock-like extension of the garment leg worn
in conjunction with other footwear components.

3.3.5 Care. Procedures for cleaning, decontamination, and
storage of protective ensembles and ensemble elements.

3.3.6 CBRN. Abbreviation for Chemical, Biological, Radio-
logical, and Nuclear.

3.3.7 CBRN Barrier Material. The part of the composite that is
intended to provide protection against CBRN terrorism agents.

3.3.8 CBRN Terrorism Agents. The term used to refer to
chemical terrorism agents including both chemical warfare
agents and toxic industrial chemicals, biological terrorism
agents, and radiological particulate terrorism agents. (See
also 3.3.1.1, Biological Terrorism Agents, 3.3.1.3, Chemical Ter-
rorism Agents, and 3.3.1.5, Radiological Particulate Terrorism
Agents.)

3.3.9 CBRN Terrorism Incident Protective Ensembles and En-
semble Elements. Multiple elements, categorized as Class 2,
Class 3, or Class 4 CBRN protective ensembles and ensemble
elements, designed to provide minimum full-body protection
against exposure to chemical/biological terrorism agents oc-
curring during chemical/biological terrorism emergencies.

3.3.9.1 Class 2 CBRN Protective Ensemble and Ensemble Ele-
ments. A CBRN protective ensemble and ensemble ele-
ments designed to protect emergency first responder per-
sonnel at terrorism incidents involving vapor or liquid
chemical hazards where the concentrations are at or above
Immediately Dangerous to Life and Health (IDLH) requir-
ing the use of self-contained breathing apparatus (SCBA).

3.3.9.2 Class 3 CBRN Protective Ensemble and E ble Ele-
ments. A CBRN protective ensemble and ensemble ele-
ment designed to protect emergency first responder per-
sonnel at terrorism incidents involving low levels of
vapor or liquid chemical hazards where the concentra-
tions are below Immediately Dangerous to Life and
Health (IDLH) permitting the use of CBRN air-purifying
respirators (APR), or CBRN powered air-purifying respi-
rators (PAPR).

3.3.9.3 Class 4 CBRN Protective Ensemble and Ensemble Ele-
ments. A CBRN protective ensemble and ensemble ele-
ments designed to protect emergency first responder per-
sonnel at terrorism incidents involving biological hazards
or radiological particulate hazards where the concentra-
tions are below Immediately Dangerous to Life and Health
(IDLH) permitting the use of air-purifying respirators
(APR), or powered air-purifying respirators (PAPR).

3.3.10 CBRN Terrorism Incident Protective Footwear. An ele-
ment of the CBRN terrorism agent protective ensemble and
ensemble elements designed to provide minimum protection
to the foot, ankle, and lower leg.

Full document details: NFPA 1994 2012

3.3.11 CBRN Terrorism Incident Protective Footwear Cover.
An item of the CBRN terrorism agent protective ensemble
and ensemble elements designed and configured to be worn
over standard footwear to provide barrier and physical protec-
tion to the wearer’s feet.

3.3.12 CBRN Terrorism Incident Protective Garment(s). An el-
ement of the CBRN terrorism agent protective ensemble and
ensemble elements designed to provide minimum protection to
the upper and lower torso, head, arms, and legs; excluding the
hands and feet.

3.3.13 CBRN Terrorism Incident Protective Glove(s). An ele-
ment of the CBRN terrorism agent protective ensemble and
ensemble elements designed to provide minimum protection
to the wearer’s hands and wrists.

3.3.14 Certification/Certified. A system whereby a certifica-
tion organization determines that a manufacturer has demon-
strated the ability to produce a product that complies with the
requirements of this standard, authorizes the manufacturer to
use a label on listed products that comply with the require-
ments of this standard, and establishes a follow-up program
conducted by the certification organization as a check on the
methods the manufacturer uses to determine continued com-
pliance with the requirements of this standard.

3.3.15* Certification Organization. An independent, third-
party organization established for product testing and evalua-
tion that administers a labeling/listing/follow-up program.

3.3.16 Chemical Terrorism Agents. Liquid, solid, gaseous,
and vapor chemical warfare agents and toxic industrial chemi-
cals used to inflict lethal or incapacitating casualties, generally
on a civilian population as a result of a terrorist attack.

3.3.17 Chemical Warfare (CW) Agents. Liquid, solid, and gas
chemical agents (most are liquids) traditionally used during
warfare or armed conflict to kill or incapacitate an enemy. (See
also 3.3.1.3, Chemical Terrorism Agents, and 3.3.68, Toxic Indus-
trial Chemicals.)

3.3.18 Class 2 CBRN Protective Ensemble and Ensemble Ele-
ments. See 3.3.9.1.

3.3.19 Class 3 CBRN Protective Ensemble and Ensemble Ele-
ments. See 3.3.9.2.

3.3.20 Class 4 CBRN Protective Ensemble and Ensemble Ele-
ments. See 3.3.9.3.

3.3.21 Compliance/Compliant. Product that meets or exceeds
all applicable requirements of this standard and is certified.

3.3.22*% Component. Any material, part, or subassembly used
in the construction of the compliant product.

3.3.23 Composite. The layer or layers of materials or compo-
nents.

3.3.24 Cryogenic Gas. See 3.3.39.1.

3.3.25 Emergency First Responder Personnel. Those persons,
including members of fire departments, police departments,
other law enforcement agencies, hazardous materials response
teams, emergency medical services, and other organizations that
have public safety responsibilities and who would respond to res-
cue and treat victims, and who would protect the public during
an emergency incident.

3.3.26* Encapsulating. A type of CBRN protective ensemble
that provides vaportight or liquidtight protection to the upper
and lower torso, head, hands, and feet and completely covers the

Documents

. )
2012 Edition nrex
Document%h

aring Hub


http://www.avadocuments.com/doc/nfpa-1994-2012
http://www.avadocuments.com/doc/nfpa-1994-2012

1994-10

PROTECTIVE ENSEMBLES FOR FIRST RESPONDERS TO CBRN TERRORISM INCIDENTS

wearer and the wearer’s respirator. (See also 3.3.56.1, CBRN Terror-
ism Incident Protective Ensembles and Ensemble Elements, and 3.3.48,
Non-Encapsulating. )

3.3.27 Ensemble(s). See 3.3.9, CBRN Terrorism Incident Pro-
tective Ensemble and Ensemble Elements.

3.3.28% Ensemble Elements. The compliant products that pro-
vide protection to the upper and lower torso, arms, legs, head,
hands, and feet.

3.3.29* External Fittings. Any fitting externally located on, and
part of, the ensemble which is not part of the garment material,
visor material, gloves, footwear, seams, or closure assembly.

3.3.30 First Responder Personnel. See 3.3.25, Emergency
First Responder Personnel.

3.3.31 Follow-Up Program. The sampling, inspections, tests,
or other measures conducted by the certification organization
on a periodic basis to determine the continued compliance of
labeled and listed products that are being produced by the
manufacturer to the requirements of this standard.

3.3.32 Footwear.

3.3.32.1* CBRN Terrorism Incident Protective Footwear. See
3.3.10.

3.3.32.2 Protective Footwear. An abbreviated term for
CBRN Terrorism Incident Protective Footwear. (See also
3.3.10, CBRN Terrorism Incident Protective Footwear.)

3.3.32.3 Standard Footwear. Footwear approved by the au-
thority having jurisdiction (AHJ) for wear with protective
garments as defined in 3.3.12 and, where required, worn
with a CBRN terrorism incident protective footwear cover.
(See 3.3.11.)

3.3.33 Footwear Cover. See 3.3.33.1, CBRN Terrorism Inci-
dent Protective Footwear Cover.

3.3.33.1* CBRN Terrorism Incident Protective Footwear Cover.
See 3.3.11.

3.3.34 Footwear Upper. That portion of the footwear ele-
ment above the sole.

3.3.35 Garment(s).

3.3.35.1% CBRN Terrorism Incident Protective Garment(s).
See 3.3.12.

3.3.35.2 OQuter Garment. A garment worn over another gar-
ment component to meet the requirements of this standard.

3.3.35.3 Protective Garment(s). An abbreviated term for
CBRN Terrorism Incident Protective Garment(s). [See 3.3.12,
CBRN Terrovism Incident Protective Garment(s).]

3.3.36 Garment Closure. The garment component designed
and configured to allow the wearer to don (put on) and doff
(take off) the CBRN terrorism incident protective ensemble and
ensemble elements.

3.3.37 Garment Closure Assembly. See 3.3.2.1.
3.3.38 Garment Material. See 3.3.46.2.
3.3.39 Gas.

3.3.39.1 Cryogenic Gas. A refrigerated liquid gas having a
boiling point below —130°F (-=90°C) at atmospheric pressure.

3.3.39.2* Liquefied Gas. A gas that, under its charged pres-
sure, is partially liquid at 21°C (70°F).
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3.3.40 Glove(s).

3.3.40.1*% CBRN Terrorism Incident Protective Glove(s). See
3.3.13.

3.3.40.2 Outer Glove. A glove worn over another glove com-
ponent for the purposes of providing additional protection to
the wearer and to meet the requirements of this standard.

3.3.40.3 Protective Glove(s). An abbreviated term for
CBRN Terrorism Incident Protective Glove(s). [See 3.3.13,
CBRN Terrorism Incident Protective Glove(s).]

3.3.41 Integrity Footwear Cover. A component of the protec-
tive footwear element designed and configured to be worn
over an outerboot to provide footwear with liquid-splash pro-
tection when integrated with the protective ensemble.

3.3.42 Ionizing Radiation. Radiation of sufficient energy to
alter the atomic structure of materials or cells with which it
interacts, including electromagnetic radiation such as x-rays,
gamma rays, and microwaves, and particulate radiation such
as alpha and beta particles.

3.3.43 Liquefied Gas. See 3.3.39.2.

3.3.44 Maintenance. Procedures for inspection, repair, and
removal from service of CBRN protective ensembles and en-
semble elements.

3.3.45 Manufacturer. The entity that directs and controls
compliant product design, compliant product manufacturing,
or compliant product quality assurance; also, the entity that
assumes the liability for the compliant product or provides the
warranty for the compliant product.

3.3.46 Material.
3.3.46.1 CBRN Barrier Material. See 3.3.7.

3.3.46.2 Garment Material. The principal protective cloth-
ing material used in the construction of CBRN terrorism
incident protective ensembles and ensemble elements.

3.3.46.3 Protective Clothing Material. Any material or com-
posite used in CBRN protective ensemble and ensemble ele-
ments for the purpose of protecting parts of the wearer’s body
against chemical/biological terrorism agents, or against
physical hazards.

3.3.46.4 Visor Material. =~ The transparent chemical-
protective clothing material that allows the wearer to see out-
side the CBRN terrorism incident protective ensemble and
ensemble elements.

3.3.47 Model. The collective term used to identify a group of
individual elements of the same basic design and components
from a single manufacturer produced by the same manufac-
turing and quality assurance procedures that are covered by
the same certification.

3.3.48% Non-Encapsulating. A type of CBRN protective en-
semble and ensemble elements that provides liquid splash pro-
tection, but does not provide vaportight protection, or lig-
uidtight protections, and does not cover the wearer’s respirator.

3.3.49 Outer Boot. A boot worn over other footwear compo-
nents to meet requirements of this standard.

3.3.50 Outer Garment. See 3.3.35.2.
3.3.51 Outer Glove. See 3.3.40.2.

3.3.52%* Particulates. Solid matter that is dispersed in air as a
mixture.
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3.3.53 Percent Inward Leakage. The ratio of vapor concentra-
tion inside the ensemble versus the vapor concentration out-
side the ensemble expressed as a percentage.

3.3.54* Product Label. Alabel or marking affixed by the manu-
facturer to each compliant product or product package. Such
labels contain compliance statements, certification statements,
general information, care, maintenance, or similar data.

3.3.55 Protective Clothing Material. See 3.3.46.3.

3.3.56 Protective Ensemble(s) and Ensemble Elements. An ab-
breviated term for CBRN Terrorism Incident Protective En-
sembles.

3.3.56.1* CBRN Terrorism Incident Protective Ensembles and
Ensemble Elements. See 3.3.9.

3.3.57 Protective Ensembles. See 3.3.56.
3.3.58 Protective Footwear. See 3.3.32.2.
3.3.59 Protective Garment(s). See 3.3.35.3.
3.3.60 Protective Glove(s). See 3.3.40.3.

3.3.61 Puncture-Resistant Device. A reinforcement to the bot-
tom of protective footwear that is designed to provide punc-
ture resistance.

3.3.62 Radiological and Nuclear Particulate Terrorism Agents.
See 3.3.1.5.

3.3.63* Respirator. A device that provides respiratory protec-
tion for the wearer.

3.3.64 Sample. The element, item, component, or compos-
ite that is conditioned for subsequent testing. An amount of
the material, product or assembly to be tested that is represen-
tative of the item as a whole. (See also 3.3.66, Specimen.)

3.3.65 Seam. Any permanentattachment of two or more pro-
tective clothing materials, excluding external fittings, gaskets,
and garment closure assemblies, in a line formed by joining
the separate material pieces.

3.3.66 Specimen. The conditioned element, item, compo-
nent or composite that is tested. Specimens are taken from
samples. (See also 3.3.64, Sample.)

3.3.67 Storage Life. The life expectancy of the CBRN protec-
tive ensemble and ensemble elements from the date of manufac-
ture when it is only stored and inspected and has undergone
proper care and maintenance in accordance with manufactur-
er’s instructions, but not used, donned, doffed, or repaired.

3.3.68 Toxic Industrial Chemicals. Highly toxic solid, liquid, or
gaseous chemicals that have been identified as mass casualty
threats that could be used as weapons of terrorism to inflict casu-
alties, generally on a civilian population, during a terrorist attack.
[See also 3.3.16, Chemical Terrorism Agents, and 3.3.17, Chemical War-
fare (CW) Agents.]

3.3.69 Visor Material. See 3.3.46.4.

Chapter 4 Certification

4.1 General.

4.1.1 The process of certification for product as being com-
pliant with NFPA 1994 shall meet the requirements of Section
4.1, General; Section 4.2, Certification Program; Section 4.3,

Inspection and Testing; Section 4.4, Recertification; Section
4.5, Manufacturers’ Quality Assurance Program; Section 4.6,
Hazards Involving Compliant Product; Section 4.7, Manufac-
turers’ Investigation of Complaints and Returns; and Section
4.8, Manufacturers’ Safety Alert and Product Recall Systems.

4.1.2*% All compliant products that are labeled as being com-
pliant with this standard shall meet or exceed all applicable
requirements specified in this standard and shall be certified.

4.1.3 All certification shall be performed by a certification orga-
nization that meets at least the requirements specified in Section
4.2, Certification Program, and that is accredited for personal
protective equipment in accordance with ISO Guide 65, General
requirements for bodies operating product certification systems. The ac-
creditation shall be issued by an accreditation body operating in
accordance with ISO 17011, General requirements for accreditation
bodies accrediting conformity assessment bodies.

4.1.4 Manufacturers shall not claim compliance with por-
tions or segments of the requirements of this standard and
shall not use the NFPA name or the name or identification of
this standard, NFPA 1994, in any statements about their re-
spective products unless the products are certified as compli-
ant to this standard.

4.1.5 All compliant products shall be labeled and listed.

4.1.5.1 Glove elements and footwear elements that are pro-
vided, sold, or distributed as part of a specific ensemble shall
not be required to be separately labeled or listed, but shall be
included as a part of the ensemble product label and listing.

4.1.5.2 Glove elements and footwear elements that are pro-
vided, sold, or distributed as individual elements shall be re-
quired to be separately labeled and listed. The individual ele-
ment product listing shall include the ensemble with which
the element is certified.

4.1.6 All compliant products shall also have a product label
that meets the requirements specified in Section 5.1, Product
Labeling Requirements.

4.1.7 The certification organization’s label, symbol, or iden-
tifying mark shall be part of the product label, shall be at-
tached to the product label, or shall be immediately adjacent
to the product label.

4.1.8 The certification organization shall not issue any new
certifications to the 2007 edition of NFPA 1994, Standard on
Protective Ensembles for First Responders to CBRN Terrorism Inci-
dents, on or after the effective date for NFPA 1994, 2012 edi-
tion, which is January 2, 2012.

4.1.9 The certification organization shall not permit any
manufacturer to continue to label any products that are certi-
fied as compliant with the 2007 edition of NFPA 1994, Standard
on Protective Ensembles for First Responders to CBRN Terrorism Inci-
dents, on or after September 1, 2012.

4.1.10 The certification organization shall require manufac-
turers to remove all certification labels and product labels in-
dicating compliance with the 2007 edition of NFPA 1994, Stan-
dard on Protective Ensembles for First Responders to CBRN Terrorism
Incidents, from all products that are under the control of the
manufacturer on September 1, 2012, and the certification or-
ganization shall verify this action is taken.
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4.2 Certification Program.

4.2.1*% The certification organization shall not be owned or
controlled by manufacturers or vendors of the product being
certified.

4.2.2 The certification organization shall be primarily en-
gaged in certification work and shall not have a monetary in-
terest in the product’s ultimate profitability.

4.2.3 The certification organization shall be accredited for per-
sonal protective equipment in accordance with ISO Guide 65,
General requirements for bodies operating product certification systems.
The accreditation shall be issued by an accreditation body oper-
ating in accordance with ISO 17011, General requirements for accredi-
tation bodies accrediting conformity assessment bodies.

4.2.4 The certification organization shall refuse to certify
products to this standard that do not comply with all appli-
cable requirements of this standard.

4.2.5*% The contractual provisions between the certification or-
ganization and the manufacturer shall specify that certifica-
tion is contingent on compliance with all applicable require-
ments of this standard.

4.2.5.1 The certification organization shall not offer or con-
fer any conditional, temporary, or partial certifications.

4.2.5.2 Manufacturers shall not be authorized to use any la-
bel or reference to the certification organization on products
that are not compliant with all applicable requirements of this
standard.

4.2.6* The certification organization shall have laboratory fa-
cilities and equipment available for conducting proper tests to
determine product compliance.

4.2.6.1 The certification organization laboratory facilities
shall have a program in place and functioning for calibration
of all instruments, and procedures shall be in use to ensure
proper control of all testing.

4.2.6.2 The certification organization laboratory facilities
shall follow good practice regarding the use of laboratory
manuals, form data sheets, documented calibration and cali-
bration routines, performance verification, proficiency test-
ing, and staff qualification and training programs.

4.2.7 The certification organization shall require the manu-
facturer to establish and maintain a quality assurance program
that meets the requirements of Section 4.5, Manufacturers’
Quality Assurance Program.

4.2.7.1% The certification organization shall require the
manufacturer to have a product recall system specified in Sec-
tion 4.8, Manufacturers’ Safety Alert and Product Recall Sys-
tems, as part of the manufacturer’s quality assurance program.

4.2.7.2 The certification organization shall audit the manu-
facturer’s quality assurance program to ensure that the quality
assurance program provides continued product compliance
with this standard.

4.2.8 The certification organization and the manufacturer
shall evaluate any changes affecting the form, fit, or function
of the compliant product to determine its continued certifica-
tion to this standard.

4.2.9*% The certification organization shall have a follow-up in-
spection program of the manufacturer’s facilities of the compli-
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ant product with at least two random and unannounced visits per
12-month period to verify the product’s continued compliance.

4.2.9.1 As part of the follow-up inspection program, the cer-
tification organization shall select sample compliant product
at random from the manufacturer’s production line, from the
manufacturer’s in-house stock, or from the open market.

4.2.9.2 Sample product shall be evaluated by the certification
organization to verify the product’s continued compliance in
order to assure that the materials, components, and manufac-
turing quality assurance systems are consistent with the mate-
rials, components, and manufacturing quality assurance that
were inspected and tested by the certification organization
during initial certification and recertification.

4.2.9.3 The certification organization shall be permitted to
conduct specific testing to verify the product’s continued com-
pliance.

4.2.9.4 For products, components, and materials where prior
testing, judgment, and experience of the certification organi-
zation have shown results to be in jeopardy of not complying
with this standard, the certification organization shall conduct
more frequent testing of sample product, components, and
materials acquired in accordance with 4.2.9.1 against the ap-
plicable requirements of this standard.

4.2.10 The certification organization shall have in place a
series of procedures, as specified in Section 4.6, Hazards In-
volving Compliant Product, that address reports of situations
in which a compliant product is subsequently found to be haz-
ardous.

4.2.11 The certification organization’s operating procedures
shall provide a mechanism for the manufacturer to appeal
decisions. The procedures shall include the presentation of
information from both sides of a controversy to a designated
appeals panel.

4.2.12 The certification organization shall be in a position to
use legal means to protect the integrity of its name and label.
The name and label shall be registered and legally defended.

4.3 Inspection and Testing.

4.3.1 For both initial certification and recertification of com-
pliant products, the certification organization shall conduct
both inspection and testing as specified in this section.

4.3.2 All inspections, evaluations, conditioning, and testing for
certification or for recertification shall be conducted by a certifi-
cation organization’s testing laboratory that is accredited in ac-
cordance with the requirements of ISO 17025, General require-
ments for the competence of lesting and calibration laboratories.

4.3.2.1 The certification organization’s testing laboratory’s
scope of accreditation to ISO 17025, General requirements for the
competence of testing and calibration laboratories, shall encompass
testing of personal protective equipment.

4.3.2.2 The accreditation of a certification organization’s
testing laboratory shall be issued by an accreditation body op-
erating in accordance with ISO 17011, General requirements for
accreditation bodies accrediting conformity assessment bodies.

4.3.3 A certification organization shall be permitted to utilize
conditioning and testing results conducted by a product or
component manufacturer for certification or recertification
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provided the manufacturer’s testing laboratory meets the re-
quirements specified in 4.3.3.1 through 4.3.3.5.

4.3.3.1 The manufacturer’s testing laboratory shall be ac-
credited in accordance with the requirements of ISO 17025,
General requirements for the competence of testing and calibration
laboratories.

4.3.3.2 The manufacturer’s testing laboratory’s scope of ac-
creditation to ISO 17025, General requirements for the competence
of testing and calibration laboratories, shall encompass testing of
personal protective equipment.

4.3.3.3 The accreditation of a manufacturer’s testing labora-
tory shall be issued by an accreditation body operating in ac-
cordance with ISO 17011, General requirements for accreditation
bodies accrediting conformity assessment bodies.

4.3.3.4 The certification organization shall approve the
manufacturer’s testing laboratory.

4.3.3.5 The certification organization shall determine the
level of supervision and witnessing of the conditioning and
testing for certification or recertification conducted at the
manufacturer’s testing laboratory.

4.3.4 Sampling levels for testing and inspection shall be es-
tablished by the certification organization and the manufac-
turer to ensure a reasonable and acceptable reliability at a
reasonable and acceptable confidence level that products cer-
tified to this standard are compliant, unless such sampling
levels are specified herein. This information shall be included
in the manufacturer’s technical data package.

4.3.5 Inspection by the certification organization shall in-
clude a review of all product labels to ensure that all required
label attachments, compliance statements, certification state-
ments, and other product information are at least as specified
in Section 5.1, Product Labeling Requirements.

4.3.6 Inspection by the certification organization shall in-
clude an evaluation of any symbols and pictorial graphic rep-
resentations used on product labels or in user information, as
permitted in 5.1.1.6, to ensure that the symbols are clearly
explained in the product’s user information package.

4.3.7 Inspection by the certification organization shall in-
clude a review of the user information required by Section 5.2,
User Information, to ensure that the information has been
developed and is available.

4.3.8 Inspection by the certification organization shall include a
review of the technical data package to determine compliance
with the requirements of Section 5.3, Technical Data Package.

4.3.9 Inspection by the certification organization for deter-
mining compliance with the design requirements specified in
Chapter 6 shall be performed on whole or complete products.

4.3.10 Testing to determine product compliance with the per-
formance requirements specified in Chapter 7 shall be con-
ducted by the certification organization in accordance with the
specified testing requirements of Chapter 8.

4.3.10.1 Testing shall be performed on specimens represen-
tative of materials and components used in the actual con-
struction of the compliant product.

4.3.10.2 The certification organization also shall be permit-
ted to use sample materials cut from a representative product.
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4.3.11 The certification organization shall accept from the
manufacturer, for evaluation and testing for certification, only
product or product components that are the same in every
respect as the actual final product or product component.

4.3.12 The certification organization shall not allow any modifi-
cations, pretreatment, conditioning, or other such special pro-
cesses of the product or any product component prior to the
product’s submission for evaluation and testing by the certifica-
tion organization.

4.3.13 The certification organization shall not allow the substi-
tution, repair, or modification, other than as specifically permit-
ted herein, of any product or any product component during
testing.

4.3.14 The certification organization shall not allow test speci-
mens that have been conditioned and tested for one test method
to be reconditioned and tested for another test method unless
specifically permitted in the test method.

4.3.15 The certification organization shall test ensemble ele-
ments with the specific ensemble(s) with which they are to be
certified.

4.3.16 Glove and footwear ensemble elements that are manu-
factured as separate items and are not intended to be pro-
vided, sold, or distributed as part of a complete ensemble shall
be certified as ensemble elements.

4.3.16.1 The certification organization shall test ensemble
elements with the specific ensemble(s) with which they are to
be used.

4.3.16.2 The designation of the certified ensemble(s) with
which compliant ensemble elements have been certified shall
be clearly indicated on the product label of the certified en-
semble element.

4.3.17 Any change in the design, construction, or material of
a compliant product shall necessitate new inspection and test-
ing to verify compliance to all applicable requirements of this
standard that the certification organization determines can be
affected by such change. This recertification shall be con-
ducted before labeling the modified product as being compli-
ant with this standard.

4.3.18 The manufacturer shall maintain all design and perfor-
mance inspection and test data from the certification organiza-
tion used in the certification of the manufacturer’s compliant
product. The manufacturer shall provide such data, upon re-
quest, to the purchaser or authority having jurisdiction.

4.3.19% Unless otherwise noted in this standard, any combina-
tion of materials or multipiece ensemble element that is needed
to meet any of the performance requirements specified in Chap-
ter 7 shall be required to meet all the requirements for that par-
ticular part of the ensemble or ensemble element.

4.4 Recertification.

4.4.1 All products that are labeled as being compliant with
this standard shall undergo recertification on an annual basis.

4.4.1.1 This recertification shall include inspection and evalua-
tion to the design requirements and testing to the performance
requirements as required by this standard on all manufacturers’
compliant product models.

4.4.1.2 Any change that affects the compliant product perfor-
mance under design or performance requirements of this
standard shall constitute a different model.
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4.4.1.3 For the purpose of this standard, models shall include
each unique pattern, style, or design of the compliant products.

4.4.2 Samples of manufacturer’s models and components for
recertification shall be acquired from the manufacturer or com-
ponent supplier during random and unannounced visits as part
of the follow-up program specified in 4.2.9.

4.4.2.1 For recertification, the certification organization shall
acquire at least one complete compliant product.

4.4.2.2 The certification organization shall also acquire a suf-
ficient quantity of components to be tested for recertification
as required by 4.4.3.

4.4.3 Compliant products and components shall be inspected,
evaluated, and tested as specified in 4.4.3.1 and 4.4.3.2. Inspec-
tion, evaluation, and testing performed as part of the follow-up
program shall be permitted to be used for recertification to avoid
duplication.

4.4.3.1 One sample of each compliant product shall be in-
spected and evaluated to the design requirements specified in
Chapter 6.

4.4.3.2 One sample of each compliant ensemble shall be tested
for overall performance as specified in the ensemble general re-
quirements in Chapter 7.

4.4.3.3 Each compliant element and component shall be
tested for overall performance as specified in the appropriate
element requirements in Chapter 7.

4.4.3.3.1 A total of two specimens shall be permitted for test-
ing requirements. If the testing is specified for both directions
of a material, a total of two specimens per material direction
shall be permitted for testing requirements.

4.4.4 The manufacturer shall maintain all design, inspection,
performance, and test data from the certification organization
produced during the recertification of manufacturers’ models
and components. The manufacturer shall provide such data,
upon request, to the purchaser or to the authority having ju-
risdiction.

4.5 Manufacturers’ Quality Assurance Program.

4.5.1 The manufacturer shall provide and operate a quality
assurance program that meets the requirements of this section
and that includes a product recall system as specified in 4.2.7.1
and Section 4.8, Manufacturers’ Safety Alert and Product Re-
call Systems.

4.5.2 The operation of the quality assurance program shall
evaluate and test compliant product production to the re-
quirements of this standard to assure production remains in
compliance.

4.5.3 The manufacturer shall be registered to ISO 9001,
Quality management systems — requirements.

4.5.3.1 Registration to the requirements of ISO 9001, Quality
management systems — requirements, shall be conducted by a regis-
trar thatis accredited for personal protective equipment in accor-
dance with ISO 17021, Conformity assessment — Requirements for
bodies providing audit and certification of management systems.

4.5.3.2 The scope of the ISO registration shall include at least
the design and manufacturing systems management for the
personal protective equipment being certified.

4.5.3.3 The registrar shall affix the accreditation mark on the
ISO registration certificate.
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4.5.4% Any entity that meets the definition of manufacturer
specified in Section 3.3, General Definitions, and therefore is
considered to be the “manufacturer” but does not manufac-
ture or assemble the compliant product, shall meet the re-
quirements specified in Section 4.5.

4.5.5% Where the manufacturer uses subcontractors in the con-
struction or assembly of the compliant product, the locations and
names of all subcontractor facilities shall be documented, and
the documentation shall be provided to the manufacturer’s ISO
registrar and the certification organization.

4.5.5.1 Component manufacturers shall be considered as
subcontractors.

4.5.5.2 Subcontractors shall include but not be limited to a
person or persons, or a company, firm, corporation, partner-
ship, or other organization having an agreement with or un-
der contract with the compliant product manufacturer to sup-
ply or assemble components of the compliant product, or to
assemble portions of the compliant product.

4.5.5.3 The assembly portion of the manufacturing process
shall include but not be limited to the sewing, gluing, laminat-
ing, tacking, or other means of attaching whereby materials or
component parts are joined together to form a portion, a com-
ponent, or a complete compliant product.

4.5.6 All subcontractors, where different from the manufac-
turer, shall also be registered to the requirements of ISO 9001,
Quality management systems — requirements, for manufacturing,

unless the provisions specified in 4.5.6.1 and 4.5.6.2 apply.

4.5.6.1 The manufacturer shall be permitted to include sub-
contractors in the manufacturer’s ISO 9001 registration in
lieu of requiring the subcontractor to have their own ISO reg-
istration.

4.5.6.2 Where the manufacturer applies their ISO registra-
tion to subcontractors, this action shall require the inclusion
of the subcontractors’ addresses and functions on the manu-
facturer’s ISO 9001 registration certificate, and the manufac-
turer shall provide the certification organization with copies
of the ISO 9001 registrar’s reports showing acceptable inclu-
sion of these locations for the functions they perform for the
manufacturer.

4.6 Hazards Involving Compliant Product.

4.6.1* The certification organization shall establish procedures
to be followed where situation (s) are reported in which a compli-
ant product is subsequently found to be hazardous. These proce-
dures shall comply with the provisions of ISO Guide 27, Guidelines
for corrective action to be taken by a certification body in the event of misuse
of its mark of conformity, and as modified herein.

4.6.2* Where a report of a hazard involved with a compliant
product is received by the certification organization, the valid-
ity of the report shall be investigated.

4.6.3 With respect to a compliant product, a hazard shall
be a condition or create a situation that results in exposing
life, limb, or property to an imminently dangerous or dan-
gerous condition.

4.6.4 Where a specific hazard is identified, the determination
of the appropriate action for the certification organization
and the manufacturer to undertake shall take into consider-
ation the severity of the hazard and its consequences to the
safety and health of users.
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4.6.5 Where it is established that a hazard is involved with a
compliant product, the certification organization shall deter-
mine the scope of the hazard including products, model num-
bers, serial numbers, factory production facilities, production
runs, and quantities involved.

4.6.6 The certification organization’s investigation shall in-
clude, but not be limited to, the extent and scope of the problem
as it might apply to other compliant products or compliant prod-
uct components manufactured by other manufacturers or certi-
fied by other certification organizations.

4.6.7 The certification organization shall also investigate re-
ports of a hazard where compliant product is gaining widespread
use in applications not foreseen when the standard was written,
such applications in turn being ones for which the product was
not certified, and no specific scope of application has been pro-
vided in the standard, and no limiting scope of application was
provided by the manufacturer in written material accompanying
the compliant product at the point of sale.

4.6.8 The certification organization shall require the manu-
facturer of the compliant product, or the manufacturer of the
compliant product component if applicable, to assist the cer-
tification organization in the investigation and to conduct its
own investigation as specified in Section 4.7, Manufacturers’
Investigation of Complaints and Returns.

4.6.9 Where the facts indicating a need for corrective action
are conclusive and the certification organization’s appeal pro-
cedures referenced in 4.2.11 have been followed, the certifica-
tion organization shall initiate corrective action immediately,
provided there is a manufacturer to be held responsible for
such action.

4.6.10 Where the facts are conclusive and corrective action is
indicated, but there is no manufacturer to be held responsible,
such as when the manufacturer is out of business or the manufac-
turer is bankrupt, the certification organization shall immedi-
ately notify relevant governmental and regulatory agencies and
issue a notice to the user community about the hazard.

4.6.11* Where the facts are conclusive and corrective action is
indicated, the certification organization shall take one or
more of the following corrective actions:

(1) Notification of parties authorized and responsible for issu-
ing a safety alert when, in the opinion of the certification
organization, such a notification is necessary to inform the
users.

(2) Notification of parties authorized and responsible for is-
suing a product recall when, in the opinion of the certifi-
cation organization, such a recall is necessary to protect
the users.

(3) Removing the mark of certification from the product.

(4) Where a hazardous condition exists and it is not practical
to implement item (1), (2), or (3), or the responsible
parties refuse to take corrective action, the certification
organization shall notify relevant governmental and regu-
latory agencies and issue a notice to the user community
about the hazard.

4.6.12 The certification organization shall provide a report to
the organization or individual identifying the reported haz-
ardous condition and notify them of the corrective action in-
dicated, or that no corrective action is indicated.

4.6.13* Where a change to an NFPA standard(s) is felt to be
necessary, the certification organization shall also provide a copy
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of the report and corrective actions indicated to the NFPA, and
shall also submit either a Public Proposal for a proposed change
to the next revision of the applicable standard, or a proposed
Temporary Interim Amendment (TIA) to the current edition of
the applicable standard.

4.7 Manufacturers’ Investigation of Complaints and Returns.

4.7.1 Manufacturers shall provide corrective action in accor-
dance with ISO 9001, Quality management systems — requirements,
for investigating written complaints and returned products.

4.7.2 Manufacturers’ records of returns and complaints re-
lated to safety issues shall be retained for at least 5 years.

4.7.3 Where the manufacturer discovers, during the review of
specific returns or complaints, that a compliant product or com-
pliant product component can constitute a potential safety risk to
end users that is possibly subject to a safety alert or product recall,
the manufacturer shall immediately contact the certification or-
ganization and provide all information about their review to as-
sist the certification organization with their investigation.

4.8 Manufacturers’ Safety Alert and Product Recall Systems.

4.8.1 Manufacturers shall establish a written safety alert sys-
tem and a written product recall system that describes the pro-
cedures to be used in the event that it decides, or is directed by
the certification organization, to either issue a safety alert or to
conduct a product recall.

4.8.2 The manufacturers’ safety alert and product recall sys-
tem shall provide the following:

(1) Establishment of a coordinator and responsibilities by the
manufacturer for the handling of safety alerts and prod-
uct recalls

(2) Method of notifying all dealers, distributors, purchasers, us-
ers, and the NFPA about the safety alert or product recall
that can be initiated within a I-week period following the
manufacturer’s decision to issue a safety alert or to conducta
product recall, or after the manufacturer has been directed
by the certification organization to issue a safety alert or con-
duct a product recall

(3) Techniques for communicating accurately and understand-
ably the nature of the safety alert or product recall and in
particular the specific hazard or safety issue found to exist

(4) Procedures for removing product that is recalled and for
documenting the effectiveness of the product recall

(5) Plan for either repairing, or replacing, or compensating
purchasers for returned product

Chapter 5 Labeling and Information

5.1 Product Labeling Requirements.
5.1.1 General.

5.1.1.1 Each protective ensemble shall have a product label
permanently and conspicuously attached to, embossed on, or
printed on each separable garment element of the ensemble
when the ensemble is properly assembled with all layers, com-
ponents, and component parts in place.

5.1.1.2 Each glove element shall have a product label perma-
nently and conspicuously attached to, embossed on, or printed
on the top outside of the gauntlet of each glove piece when the
glove is properly assembled with all layers, components, and
component parts in place. In place of the product label being
affixed to the glove, the product label shall be permitted to be
attached to, printed on, or inserted into each package containing
one or more pairs of gloves.
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5.1.1.3 Each footwear element shall have a product label per-
manently and conspicuously attached to, embossed on, or
printed on the inside of each footwear piece when the foot-
wear is properly assembled with all layers, components, and
component parts in place. In place of the product label being
affixed to the footwear, the product label shall be permitted to
be attached to, printed on, or inserted into each package con-
taining one or more pairs of footwear.

5.1.1.4 Multiple label pieces shall be permitted in order to
carry all statements and information required to be on the
product label; however, all label pieces comprising the entire
product label shall be located adjacent to each other.

5.1.1.5 All worded portions of the required product label
shall at least be in English.

5.1.1.6 Symbols and other pictorial graphic representations
shall be permitted to be used to supplement worded state-
ments on the product label(s) where such symbols and other
pictorial graphic representations are clearly explained in the
user information.

5.1.1.7* The certification organization’s label, symbol, or
identifying mark shall be legibly printed on the product label.
All letters shall be at least 2.5 mm (%52 in.) high.

5.1.1.8 The compliance and information statements speci-
fiedin 5.1.2 or 5.1.3, as applicable for the specific ensemble or
ensemble element, shall be legibly printed on the product la-
bel. All letters shall be at least 2 mm (%16 in.) high.

5.1.1.9 In addition to the compliance and information state-
ments required by 5.1.1.8, at least the following information
shall also be printed legibly on the product label(s) in letters
at least 2 mm (Y46 in.) high:

(1) Manufacturer’s name, identification, or designation

(2) Manufacturer’s address

(3) Country of manufacture

(4) Model, style, or serial number

(5) Size

(6) Garment, glove, footwear, ensemble material(s), as appli-
cable

(7) Visor material(s) if provided

(8) Glove element for the ensemble

(9) Footwear element for the ensemble

5.1.1.10  Where detachable components including, but not
limited to, outer garments, outer gloves, or outer boots must
be worn with an ensemble or ensemble element in order for
the ensemble or ensemble element to be compliant with this
standard, at least the following statement and information
shall also be printed legibly on the product label of the en-
semble or ensemble element that requires an additional com-
ponent. All letters shall be at least 2.5 mm (%42 in.) high. The
appropriate term ensemble or ensemble element shall be inserted
where indicated in the label text. The statement shall be fol-
lowed by the detachable component(s) type and identifica-
tion and instructions for proper wear.

“TO BE COMPLIANT WITH NFPA 1994, THE
FOLLOWING ADDITIONAL COMPONENTS MUST
BE WORN IN CONJUNCTION WITH THIS CBRN
INCIDENT [insert the term ENSEMBLE or
ENSEMBLE ELEMENT here]:”

[The detachable component(s) information shall
appear here.]
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5.1.1.11 Detachable components specified in 5.1.1.10 shall
be identified by the type of item, the manufacturer, and the
style or model number.

5.1.1.12 The manufacturer shall be permitted to list the de-
tachable components in the technical data package. Where
the manufacturer chooses to list detachable components in
the technical data package, the manufacturer shall provide an
additional statement in the label statement required by
5.1.1.10 as follows:

“SEE TECHNICAL DATA PACKAGE FOR A LIST OF
DETACHABLE COMPONENTS.”

5.1.1.13 Detachable components specified in 5.1.1.10 shall
meet the label requirements specified in ASTM F 1301, Stan-
dard Practice for Labeling Chemical Protective Clothing.

5.1.2 Ensemble Compliance Statements.

5.1.2.1 Each protective ensemble shall have at least the follow-
ing compliance statement on the product label. All letters shall
be at least 2.5 mm (%2 in.) high. The appropriate numeral for
the class of the ensemble, 2, 3, or 4, and the appropriate term for
the type of ensemble, encapsulating or non-encapsulating, shall be
inserted where indicated in the label text.

“THIS CLASS [insert 2, 3, or 4 here] [insert
ENCAPSULATING or NON-ENCAPSULATING here]
CBRN PROTECTIVE ENSEMBLE MEETS THE
REQUIREMENTS OF NFPA 1994, STANDARD ON
PROTECTIVE ENSEMBLES FOR FIRST RESPONDERS
TO CBRN TERRORISM INCIDENTS, 2012 EDITION,
FOR THE ABOVE-NOTED CLASS.

DO NOT REMOVE THIS LABEL.”

5.1.2.2 Following the text in 5.1.2.1, the following statement
shall be made on the product label. All letters shall be at least
1.5 mm (%16 in.) high.

“The technical data package contains information on
CBRN agents for which this garment is certified.
Consult the technical data package and
manufacturer’s instructions before use.”

5.1.3 Glove and Footwear Elements Compliance Statements.

5.1.3.1 Each glove element and footwear element shall have
at least the following compliance statement on the product
label. All letters shall be at least 2.5 mm (%42 in.) high. The
appropriate number for the class of the ensemble, 2, 3, or 4;
and the appropriate term for the type of element, glove or
Jootwear, shall be inserted where indicated in the label text.

“THIS CLASS [insert 2, 3, or 4 here] CBRN
PROTECTIVE [insert GLOVE or FOOTWEAR here]
ELEMENT MEETS THE REQUIREMENTS OF
NFPA 1994, STANDARD ON PROTECTIVE ENSEMBLES
FOR FIRST RESPONDERS TO CBRN TERRORISM
INCIDENTS, 2012 EDITION, FOR THE
ABOVE-NOTED CLASS.

DO NOT REMOVE THIS LABEL”

5.1.3.2 Following the text in 5.1.3.1, the following statement
shall be made on the product label. All letters shall be at least
1.5 mm (Y6 in.) high.

“The technical data package contains information
on CBRN agents for which this (insert glove or
Jfootwear here) element is certified. Consult the

technical data package and manufacturer’s
instructions before use.”
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