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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints
and interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property, or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use
of, or reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to the accuracy or
completeness of any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent
judgment or, as appropriate, seek the advice of a competent professional in determining the exercise of
reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall
not be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.

REVISION SYMBOLS IDENTIFYING CHANGES FROM THE PREVIOUS EDITION

Text revisions are shaded. A Δ before a section number indicates that words within that section were
deleted and a Δ to the left of a table or figure number indicates a revision to an existing table or
figure. When a chapter was heavily revised, the entire chapter is marked throughout with the Δ
symbol. Where one or more sections were deleted, a • is placed between the remaining sections.
Chapters, annexes, sections, figures, and tables that are new are indicated with an N .

Note that these indicators are a guide. Rearrangement of sections may not be captured in the
markup, but users can view complete revision details in the First and Second Draft Reports located in
the archived revision information section of each code at www.nfpa.org/docinfo. Any subsequent
changes from the NFPA Technical Meeting, Tentative Interim Amendments, and Errata are also
located there.

REMINDER: UPDATING OF NFPA STANDARDS

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be
aware that these documents may be superseded at any time by the issuance of a new edition, may be
amended with the issuance of Tentative Interim Amendments (TIAs), or be corrected by Errata. It is
intended that through regular revisions and amendments, participants in the NFPA standards
development process consider the then-current and available information on incidents, materials,
technologies, innovations, and methods as these develop over time and that NFPA Standards reflect
this consideration. Therefore, any previous edition of this document no longer represents the current
NFPA Standard on the subject matter addressed. NFPA encourages the use of the most current edition
of any NFPA Standard [as it may be amended by TIA(s) or Errata] to take advantage of current
experience and understanding. An official NFPA Standard at any point in time consists of the current
edition of the document, including any issued TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or
corrected by Errata, visit the “Codes & Standards” section at www.nfpa.org.
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ADDITIONAL IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that these
documents may be superseded at any time by the issuance of a new edition, may be amended with the issuance of Tentative
Interim Amendments (TIAs), or be corrected by Errata. It is intended that through regular revisions and amendments,
participants in the NFPA standards development process consider the then-current and available information on incidents,
materials, technologies, innovations, and methods as these develop over time and that NFPA Standards reflect this
consideration. Therefore, any previous edition of this document no longer represents the current NFPA Standard on the
subject matter addressed. NFPA encourages the use of the most current edition of any NFPA Standard [as it may be amended
by TIA(s) or Errata] to take advantage of current experience and understanding. An official NFPA Standard at any point in
time consists of the current edition of the document, including any issued TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or corrected by Errata, visit the
“Codes & Standards” section at www.nfpa.org.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and shall not
be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in
connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for determining the validity of
any such patent rights, as well as the risk of infringement of such rights, and the NFPA disclaims liability for the infringement
of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may require use of an
invention covered by patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such
patent rights constitute or include essential patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent
Policy, a patent holder has filed a statement of willingness to grant licenses under these rights on reasonable and
nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of such filed statements can be
obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, by the
publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with
applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe
practices and methods. By making these documents available for use and adoption by public authorities and private users, the
NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, and
changes desired by the adopting authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the NFPA (Attention: Secretary,
Standards Council) in writing of such use. For technical assistance and questions concerning adoption of NFPA Standards,
contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA procedures
governing its codes and standards development process, including information on the procedures for requesting Formal
Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to NFPA standards during regular
revision cycles, should be sent to NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA, 1
Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: stds_admin@nfpa.org.

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be viewed at
no cost at www.nfpa.org/docinfo.
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NFPA® 2010
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Fixed Aerosol Fire-Extinguishing Systems

2025 Edition

This edition of NFPA 2010, Standard for Fixed Aerosol Fire-Extinguishing Systems, was prepared by the
Technical Committee on Aerosol Extinguishing Technology. It was issued by the Standards Council
on November 16, 2024, with an effective date of December 6, 2024, and supersedes all previous
editions.

This edition of NFPA 2010 was approved as an American National Standard on December 6, 2024.

Origin and Development of NFPA 2010

In 1995, at the request of the Technical Committee on Alternative Protection Options to Halon,
the NFPA Standards Council voted to proceed with a new project to provide guidance on the subject
of fine-aerosol extinguishing technology. In 1996 the Standards Council reviewed the status of that
project and voted to postpone the appointment of a startup roster for a fine-aerosol technology
project until the technology had actual field use and experience. Over the next 5 years, field use and
experience support material was accumulated, and in 2001 the Standards Council, responding to a
public request, established a new project on fine-aerosol extinguishing technology. In 2003 the
Technical Committee on Aerosol Extinguishing Technology submitted a draft document titled Fixed
Aerosol Extinguishing Systems for inclusion in the Annual 2005 cycle. That document became NFPA
2010, Standard for Fixed Aerosol Fire-Extinguishing Systems.

The 2010 edition of NFPA 2010 featured a reorganization of Chapters 8 and 9 to separate the
requirements for systems into categories, which include general requirements applicable to all
systems, condensed aerosol system requirements, and dispersed aerosol system requirements. Several
clarifications were made throughout the document as well.

The 2015 edition revised the frequency of system inspections and added references to third-party
approval standards.

For the 2020 edition, the committee removed dispersed aerosol systems from the document scope
and deleted all requirements that were not relevant to condensed aerosol systems. The lack of clear
separation between the two system types created confusion, and the committee was unaware of any
current manufacturers of dispersed aerosol systems.

New requirements addressed the use of aerosol extinguishing systems in normally occupied
spaces. Revised text clarified that an enclosure integrity test was not required and addressed
compensation for leakage and enclosure ceiling height when determining the aerosol agent quantity.
General improvements of readability and clarity were incorporated throughout.

The 2025 edition revises alarm terminology to align with the use of the terms and definitions used
in NFPA 72. Additionally, Annex language is provided for control panels where no primary source of
AC power exists and firestopping penetrations.

Full document details: NFPA 2010 2025

http://www.avadocuments.com/doc/nfpa-2010-2025
http://www.avadocuments.com/doc/nfpa-2010-2025


FIXED AEROSOL FIRE-EXTINGUISHING SYSTEMS2010-2

2025 Edition

Technical Committee on Aerosol Extinguishing Technology

Dan Osobka, Chair
Brave Fire Protection, MI [IM]

Rep. National Association of Fire Equipment Distributors

Avi Bahar, Fire OP Ltd., FL [SE]
Scott Bailey, Koorsen Fire & Security, IN [M]

Rep. Fire Suppression Systems Association
Luciano Borghetti, JENSEN HUGHES, Italy [SE]
John E. Brooks, Firepak Oil and Gas Industries Ltd., WA [M]
Daniel A. Dahl, Morrison Hershfield Corporation, GA [SE]
William Denney, Hochiki America Corporation, CA [M]
G. Gianfilipi Deparenti, FirePro Systems Ltd., Cyprus [M]
Anthony Gee, Fireaway Inc., MN [M]

Marc V. Gross, Murjan Consulting, MN [SE]
Elwin G. Joyce, II, Eastern Kentucky University, KY [SE]
Joseph W. Kuesis, Flame Guard USA, IL [M]
Jeffery P. McBride, EBL Engineers, LLC, MD [SE]
Sean Ramsey, US Coast Guard, DC [E]
Blake M. Shugarman, UL LLC, IL [RT]
Raymond A. Stacy, FM Approvals, MA [I]

Rep. FM
Riley M. Woiak, BFPE International, MD [IM]

Alternates

Jeffrey S. Bors, US Coast Guard, DC [E]
(Alt. to Sean Ramsey)

Eric W. Forssell, JENSEN HUGHES, MD [SE]
(Alt. to Luciano Borghetti)

Kevin Holly, Jr., UL LLC, IL [RT]
(Alt. to Blake M. Shugarman)

Robert Kasiski, FM Global, RI [I]
(Alt. to Raymond A. Stacy)

Robert Alan Reppert, Kistler O’Brien Fire Protection, PA [IM]
(Alt. to Dan Osobka)

Chad Duffy, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition.
Since that time, changes in the membership may have occurred. A key to classifications is found at the
back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of
the Association or any document developed by the committee on which the member serves.

Committee Scope: This committee shall have primary responsibility for documents on
design, installation, operation, testing, maintenance, and use of fire extinguishing systems
that utilize aerosol extinguishing agents. It shall not address documents on safeguarding
against the fire and explosion hazards associated with the manufacturing, handling, and
storage of combustible or flammable aerosol products covered by other committees.
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NFPA 2010
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and
Disclaimers Concerning NFPA Standards.” They can also be viewed
at www.nfpa.org/disclaimers or obtained on request from NFPA.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions of
NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta‐
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with all TIAs and Errata in effect. To verify that this document is the
current edition or to determine if it has been amended by TIAs or
Errata, please consult the National Fire Codes® Subscription Service
or the “List of NFPA Codes & Standards” at www.nfpa.org/docinfo.
In addition to TIAs and Errata, the document information pages also
include the option to sign up for alerts for individual documents and
to be involved in the development of the next edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material on
the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. Extracted text may be edited for consistency and
style and may include the revision of internal paragraph refer‐
ences and other references as appropriate. Requests for inter‐
pretations or revisions of extracted text shall be sent to the
technical committee responsible for the source document.

Information on referenced and extracted publications can
be found in Chapter 2 and Annex D.

Chapter 1   Administration

1.1 Scope.

1.1.1   This standard applies to aerosol fire-extinguishing
systems consisting of one or more generators.

1.1.2   This standard contains the requirements for the design,
installation, operation, testing, and maintenance of aerosol
fire-extinguishing systems for total flooding applications.

1.2 Purpose.   This standard is prepared for the use by and
guidance of those charged with purchasing, designing, instal‐
ling, testing, inspecting, approving, listing, operating, and
maintaining fixed aerosol fire-extinguishing systems, so that
such equipment will function as intended throughout its life.

1.3 Retroactivity.

1.3.1   The provisions of this document are considered neces‐
sary to provide a reasonable level of protection from loss of life
and property from fire. They reflect situations and the state of
the art at the time the standard was issued.

1.3.2   Unless otherwise noted, it is not intended that the provi‐
sions of this document be applied to facilities, equipment,
structures, or installations that were existing or approved for
construction or installation prior to the effective date of this
document.

1.4 Equivalency.   Nothing in this standard is intended to
prevent the use of new methods or devices, provided sufficient
technical data are submitted to the authority having jurisdic‐
tion to demonstrate that the new method or device is equiva‐
lent in quality, effectiveness, durability, and safety to that
prescribed by this standard.

1.5 Units and Formulas.

1.5.1*   Metric units of measurement in this standard are in
accordance with the modernized metric system known as the
International System of Units (SI).

1.5.2   If a value for measurement as given in this standard is
followed by an equivalent value in other units, the first stated is
to be regarded as the requirement. A given equivalent value
could be approximate.

1.6 New Technology.

1.6.1   Nothing in this standard shall be intended to restrict
new technologies or alternate arrangements, provided the level
of safety prescribed by this standard is not lowered.

1.6.2   Materials or devices not specifically designated by this
standard shall be utilized in complete accord with all condi‐
tions, requirements, and limitations of their listings.

Chapter 2   Referenced Publications

2.1 General.   The documents or portions thereof listed in this
chapter are referenced within this standard and shall be
considered part of the requirements of this document.

2.2 NFPA Publications.   National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 70®, National Electrical Code®, 2023 edition.
NFPA 72®, National Fire Alarm and Signaling Code®, 2025

edition.

2.3 Other Publications.

2.3.1 ASME Publications.   The American Society of Mechani‐
cal Engineers, Two Park Avenue, New York, NY 10016-5990.

ASME Boiler and Pressure Vessel Code, 2023.

2.3.2 IEEE Publications.   IEEE Operations Center, 445 Hoes
Lane, Piscataway, NJ 08854-4141.

ANSI/IEEE C2, National Electrical Safety Code, 2023.

N 2.3.3 IMO Publications.   International Maritime Organiza‐
tion, 4 Albert Embankment, London, SE1 7SR, United King‐
dom.

IMO MSC/Circular 1270, “Revised Guidelines for the
Approval of Fixed Aerosol Fire-Extinguishing Systems Equiva‐
lent to Fixed Gas Fire-Extinguishing Systems,” 2008.
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Δ 2.3.4 UL Publications.   Underwriters Laboratories Inc., 333
Pfingsten Road, Northbrook, IL 60062-2096.

ANSI/CAN/UL/ULC 2775, Fixed Condensed Aerosol Extin‐
guishing System Units, 2019, revised 2022.

2.3.5 US Government Publications.   US Government Publish‐
ing Office, 732 North Capitol Street, NW, Washington, DC
20401-0001.

US Occupational Safety and Health Administration, Title 29,
Code of Federal Regulations, Subpart S, “Electrical,” Part 1910.

US Coast Guard, Title 46, Code of Federal Regulations,
Subchapter C, “Uninspected Vessels,” Parts 24–28.

US Coast Guard, Title 46, Code of Federal Regulations,
Subchapter J, “Electrical Engineering.”

US Department of Transportation, Title 49, Code of Federal
Regulations, Subpart B, “Table of Hazardous Materials and
Special Provisions,” Part 172.101.

2.3.6 Other Publications.

Merriam-Webster's Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2020.

2.4 References for Extracts in Mandatory Sections.

NFPA 10, Standard for Portable Fire Extinguishers, 2022 edition.
NFPA 13, Standard for the Installation of Sprinkler Systems, 2025

edition.
NFPA 51B, Standard for Fire Prevention During Welding, Cutting,

and Other Hot Work, 2024 edition.
NFPA 68, Standard on Explosion Protection by Deflagration Vent‐

ing, 2023 edition.
NFPA 72®, National Fire Alarm and Signaling Code®, 2025

edition.
NFPA 101®, Life Safety Code®, 2024 edition.
NFPA 820, Standard for Fire Protection in Wastewater Treatment

and Collection Facilities, 2024 edition.

Chapter 3   Definitions

Δ 3.1 General.

N 3.1.1   The definitions contained in this chapter shall apply to
the terms used in this standard.

N 3.1.2   Where terms are not defined in this chapter or within
another chapter, they shall be defined using their ordinarily
accepted meanings within the context in which they are used.

N 3.1.3   Merriam-Webster’s Collegiate Dictionary, 11th edition, shall
be the source for the ordinarily accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved.   Acceptable to the authority having jurisdic‐
tion.

3.2.2* Authority Having Jurisdiction (AHJ).   An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials,
an installation, or a procedure.

3.2.3* Listed.   Equipment, materials, or services included in a
list published by an organization that is acceptable to the
authority having jurisdiction and concerned with evaluation of

products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalua‐
tion of services, and whose listing states that either the equip‐
ment, material, or service meets appropriate designated
standards or has been tested and found suitable for a specified
purpose.

3.2.4 Shall.   Indicates a mandatory requirement.

3.2.5 Should.   Indicates a recommendation or that which is
advised but not required.

3.2.6 Standard.   An NFPA standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable
for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix, annex, footnote, informational
note, or other means as permitted in the NFPA manuals of
style. When used in a generic sense, such as in the phrases
“standards development process” or “standards development
activities,” the term “standards” includes all NFPA standards,
including codes, standards, recommended practices, and
guides.

3.3 General Definitions.

3.3.1* Abort Switch.   A system control that, when operated
during the releasing panel’s release delay countdown, extends
the delay in accordance with a predetermined effect.

3.3.2 Actuating Mechanism.   A mechanism whose automatic or
manual operation leads to the discharge of extinguishing
agent.

3.3.3 Aerosol, Condensed.   An extinguishing medium consist‐
ing of finely divided solid particles, generally less than
10 microns in diameter, and gaseous matter, generated by a
combustion process of a solid aerosol-forming compound.

3.3.4 Agent Quantity.   Mass of aerosol-forming compound
required to achieve the design application density within the
protected volume within the specified discharge time.

3.3.5 Automatic.   Capable of performing a function without
the necessity of human intervention. [101, 2024]

3.3.6* Automatic/Manual Switch.   Means of converting the
system from automatic to manual actuation.

3.3.7 Classifications for Fires.

3.3.7.1 Class A Fires.   Fires in ordinary combustible materi‐
als, such as wood, cloth, paper, rubber, and many plastics.
[10, 2022]

Δ 3.3.7.2 Class B Fires.   Fires in flammable liquids, combusti‐
ble liquids, and flammable gases. [10, 2022]

3.3.7.3 Class C Fires.   Fires that involve energized electrical
equipment. [10, 2022]

3.3.8 Clearance.

3.3.8.1 Electrical Clearance.   The unobstructed air distance
between extinguishing system equipment and unenclosed
or uninsulated live electrical components not at ground
potential.
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3.3.8.2 Thermal Clearance.   The air distance between a
condensed aerosol generator and any structure or compo‐
nents sensitive to the temperature developed by the genera‐
tor.

3.3.9 Coolant.   A heat-absorbing medium or process.

3.3.10 Density.

3.3.10.1* Design Application Density (g/m3).   Extinguishing
application density, including a safety factor, required for
system design purposes.

3.3.10.2* Extinguishing Application Density (g/m3).   Mini‐
mum mass of a specific aerosol-forming compound per
cubic meter of enclosure volume required to extinguish fire
involving particular fuel under defined experimental condi‐
tions excluding any safety factor.

3.3.10.3* Particulate Density.   The density of solid particu‐
late in grams per cubic meter after discharge of the aerosol
system at the design application density.

3.3.11 Discharge Port.   A passage such as nozzles or openings
on an aerosol generator where aerosol is released when the
generator is actuated.

3.3.12 Disconnect Switch.   A manually operated switch, electri‐
cally supervised and secured from unauthorized use, that
prevents the automatic or manual electrical actuation of the
aerosol generators during maintenance by electrically opening
the releasing circuit.

3.3.13 Enclosure.   A confined or partially confined volume.
[68, 2023]

3.3.14 Generator.   A device for creating an aerosol fire-
extinguishing medium by pyrotechnical means.

3.3.15 Generator Casing.   The surface of the generator,
excluding the surface containing the discharge ports.

3.3.16 Hot Work.   Work involving burning, welding, or a simi‐
lar operation that is capable of initiating fires or explosions.
[51B, 2024]

3.3.17* Inspection.   A visual examination of a system or
portion thereof to verify that it appears to be in operating
condition and is free of physical damage. [820, 2024]

3.3.18* Maintenance.   Work performed to ensure that equip‐
ment operates as directed by the manufacturer.

3.3.19 Manual.   Requiring intentional intervention to accom‐
plish a function.

3.3.20* Mass Median Aerodynamic Diameter (MMAD).   The
measurement, with the geometric standard deviation, used to
describe the particle size distribution of any aerosol statistically,
based on the weight and size of the particles.

3.3.21 Normally Occupied.   An area or space where, under
normal circumstances, persons are present.

3.3.22 Normally Unoccupied.   An area or space not normally
occupied by people but that can be entered occasionally for
brief periods.

3.3.23 Protected Volume.   Volume enclosed by the building
elements around the protected enclosure, minus the volume of
any permanent impermeable building elements within the
enclosure.

3.3.24 Release.   The physical discharge or emission of aerosol
as a consequence of the generator's actuation.

3.3.25 Solid Aerosol-Forming Compound.   A solid mixture of
oxidant, combustible component and technical admixtures
that produces a condensed aerosol upon actuation.

3.3.26 Supervisory Condition.   An abnormal condition in
connection with the supervision of other systems, processes, or
equipment. [72, 2025]

3.3.27 Supervisory Signal.   A signal that results from the
detection of a supervisory condition. [72, 2025]

3.3.28 Total Flooding Extinguishing System.   A system
arranged to discharge an extinguishant into an enclosure to
achieve a uniform distribution of that extinguishant, at or
above the design application density, throughout the enclosure
volume.

3.3.29* Unoccupiable.   An area or space that cannot be occu‐
pied due to dimensional or other physical constraints.

3.4 Special Definitions for Marine Systems.   The following
definitions shall be applicable to marine aerosol extinguishing
systems.

3.4.1 Heat-Sensitive Material.   A material whose melting point
is below 1700°F (927°C). [13, 2025]

3.4.2 Marine System.   An aerosol system installed on a
merchant vessel, ship, barge, boat, pleasure craft, offshore plat‐
form, or other floating structure.

3.4.3 Space.

3.4.3.1 Cargo Space.   A space for the carriage or storage of
items or products that are transported by the vessel.

3.4.3.2 Machinery Space.   A space protected by an aerosol
system containing an internal combustion engine or
mechanical equipment for handling, pumping, or transfer‐
ring flammable or combustible liquids as a fuel to internal
combustion engines.

3.4.4 Vessel.

3.4.4.1 Inspected Vessel.   A vessel operated on the navigable
waterways of the United States that is subject to the regula‐
tions in 46 CFR, which require it to be certificated and
inspected as a passenger ship, cargo ship, oceanographic
ship, or tank vessel.

3.4.4.2 Uninspected Vessel.   A vessel operated on the naviga‐
ble waterways of the United States that is subject to the regu‐
lations in 46 CFR Subchapter C, Parts 24–28, including
pleasure craft, tugboats, towing vessels, and certain fishing
vessels.
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Chapter 4   General

4.1 General Information.

4.1.1   The fire extinguishing agents addressed in this standard
shall be electrically nonconductive.

4.1.2   The design, installation, service, and maintenance of
aerosol systems shall be performed by persons skilled in aerosol
fire-extinguishing system technology.

4.1.3   Aerosol systems shall be designed, installed, inspected,
tested, and maintained in accordance with the manufacturer’s
listed manual and this standard.

4.2 Use and Limitations.

4.2.1 Aerosol Systems.

4.2.1.1*   All aerosol systems and automatic extinguishing units
shall be installed and used to protect hazards within the limita‐
tions of and in accordance with their listing.

4.2.1.2   Aerosol systems and automatic extinguishing units
referenced in 4.2.1.1 shall comply with ANSI/CAN/UL/ULC
2775, or equivalent listing standard.

4.2.2   Aerosol fire-extinguishing agents shall not be used on
fires involving the following materials unless the agents have
been tested to the satisfaction of the authority having jurisdic‐
tion:

(1) Deep-seated fires in Class A materials
(2) Certain chemicals or mixtures of chemicals, such as cellu‐

lose nitrate and gunpowder, that are capable of rapid
oxidation in the absence of air

(3) Reactive metals such as lithium, sodium, potassium,
magnesium, titanium, zirconium, uranium, and pluto‐
nium

(4) Metal hydrides
(5) Chemicals capable of undergoing autothermal decompo‐

sition, such as certain organic peroxides and hydrazine

4.2.3   Aerosol generators shall not be used to protect classified
hazards or similar spaces containing flammable liquids or dusts
that can be present in explosive air–fuel mixtures unless the
generators are specifically listed for use in those environments.

4.2.4   The aerosol generators shall not be employed at less
than the minimum safe distances specified in the listing of the
product.

4.2.4.1   The minimum safe distance between the aerosol
generator discharge ports and personnel shall be based on an
aerosol agent discharge temperature, at that distance, not
exceeding 75°C (167°F).

4.2.4.2   The minimum safe distance between the aerosol
generator discharge ports and combustible materials shall be
based on an aerosol agent discharge temperature, at that
distance, not exceeding 200°C (392°F).

4.2.4.3   In addition to the requirements in 4.2.4.1 and 4.2.4.2,
the minimum safe distance requirements in 6.1.4.2.2 address‐
ing the generator casing temperature shall apply.

4.2.5   Where a total flooding system is used, a fixed enclosure
shall be provided about the hazard that allows a specified agent
design application density to be achieved and maintained for a
specified period of time.

4.2.6   The potential adverse effects of agent particulate residue
on sensitive equipment and other objects shall be considered
where aerosol extinguishing agents are used in spaces contain‐
ing that type of equipment.

4.2.7   Temperatures for use of aerosol extinguishing agents
shall be within the manufacturer's listed limits.

4.3 Environmental Factors.   When a type of agent is being
selected to protect a hazard area, the potential adverse effects
of the agent on the environment shall be considered.

4.4 Compatibility with Other Agents.

4.4.1   Unless specifically approved as an agent blend or
mixture, systems employing the simultaneous discharge of
different agents to protect the same enclosed space shall not be
permitted.

4.4.2   Where unrelated extinguishing or suppression systems
are provided and can operate simultaneously with the aerosol
system, the combination of systems shall not compromise the
overall level of suppression effectiveness.

Chapter 5   Safety Requirements

5.1* Review Requirement.

5.1.1*   Any agent that is to be recognized by this standard, or
proposed for inclusion in this standard, shall first be evaluated
in a manner equivalent to the process used by the US Environ‐
mental Protection Agency's (EPA) Significant New Alternatives
Policy (SNAP) Program.

5.1.2 Health Effects.

5.1.2.1   Determination for use of an agent in spaces that are
normally occupied or normally unoccupied shall include a
thorough evaluation of the potential adverse health effect(s) of
the agent.

5.1.2.2   Potential adverse health effects shall be assessed for
the particulate density, the size of the particulates (i.e., mean
mass aerodynamic diameter), and the concentration of gases
expected after actuation of the aerosol extinguishing system at
the design application density.

5.2 Hazards to Personnel.

5.2.1* Potential Hazards.   The following potential hazards
shall be considered for individual systems: noise, turbulence,
reduced visibility, potential toxicity, thermal hazard, and irrita‐
tion to persons in the protected space and other areas where
the aerosol agent can migrate.

5.2.2 Unnecessary Exposure.   Unnecessary exposure to aero‐
sol agent, even at concentrations below an adverse-effect level,
and to their decomposition products shall be avoided.

5.2.3 Pre-discharge Alarms and Time Delays.

5.2.3.1*   A pre-discharge alarm and time delay shall be provi‐
ded in accordance with the requirements of 6.2.5.7.

5.2.3.2 Alarm Failure.

5.2.3.2.1   In the event of failure of the pre-discharge alarm and
time delay, means shall be provided to limit exposure to agents
approved for use in normally occupied spaces to no longer
than 5 minutes.
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