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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS 
 

ADDITIONAL NOTICES AND DISCLAIMERS 
 

Updating of NFPA Documents  
Users of  NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be 

superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments. 
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments 
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the 
issuance of Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National 
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below. 

 
Interpretations of NFPA Documents  
A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Committee Projects shall not be 

considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation. 
 
Patents  
The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in connection with an 

NFPA Document. The users of NFPA Documents bear the sole responsibility for determining the validity of any such patent rights, as well as the risk 
of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA 
Documents. 

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in American National 
Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy: 

NOTICE:  The user’s attention is called to the possibility that compliance with an NFPA Document may require use of an invention covered by 
patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential 
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to 
grant licenses  under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of 
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below. 

 
Law and Regulations  
Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its 

codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may 
not be construed as doing so. 

 
Copyrights  
NFPA Documents are copyrighted by the NFPA. They are made available for a wide variety of both public and private uses. These include both 

use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe practices and methods. By 
making these documents available for use and adoption by public authorities and private users, the NFPA does not waive any rights in copyright to 
these documents.  

Use of NFPA Documents for regulatory purposes should be accomplished through adoption by reference. The term “adoption by reference” 
means the citing of title, edition, and publishing information only. Any deletions, additions, and changes desired by the adopting authority should be 
noted separately in the adopting instrument. In order to assist NFPA in following the uses made of its documents, adopting authorities are requested 
to notify the NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of 
NFPA Documents, contact NFPA at the address below. 

 
For Further Information  
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Flame-Resistant Garments for Protection of Industrial Personnel
Against Flash Fire

2012 Edition

This edition of NFPA 2112, Standard on Flame-Resistant Garments for Protection of Industrial
Personnel Against Flash Fire, was prepared by the Technical Committee on Flash Fire Protective
Garments, and acted on by NFPA at its June Association Technical Meeting held June 12-15,
2011, in Boston, MA. It was issued by the Standards Council on August 11, 2011, with an
effective date of August 31, 2011, and supersedes all previous editions.

This edition of NFPA 2112 was approved as an American National Standard on August 31,
2011.

Origin and Development of NFPA 2112
The NFPA Standards Council established the Technical Committee on Flash Fire Protec-

tive Garments in 1998. Between February and August of 1999, the Technical Committee
developed two draft standards: NFPA 2112 and NFPA 2113, Standard on Selection, Care, Use, and
Maintenance of Flame-Resistant Garments for Protection of Industrial Personnel Against Flash Fire,
which were then released for public proposals and comments. NFPA 2112 specifies the mini-
mum design, performance, certification requirements, and test methods for flame-resistant
garments for use in areas at risk from flash fires. The first editions of NFPA 2112 and
NFPA 2113 were approved by the NFPA membership at the May 2001 NFPA World Fire Safety
Congress and were issued by the Standards Council in July 2001.

The 2007 edition revised the scope to clarify that the standard applies to the performance
of fabrics and components of garments and not the garment itself. The scope was also modi-
fied to indicate that NFPA 2112 does not apply to single-use or limited-use garments. The
Committee pursued the development of separate documents to address the design, testing,
certification, selection, and use of those garments. This revision also incorporated updates to
reference test methods and the method for calculating total heat flux.

The 2012 edition has updated the term from thermal protective performance to heat transfer
performance and has incorporated ASTM F 2700, Standard Test Method for Unsteady-State Heat
Transfer Evaluation of Flame Resistant Materials for Clothing with Continuous Heating, as the test
method. The test method previously shown in the standard was removed, because it dupli-
cated the ASTM F 2700 method. A definition for cold weather insulation material and testing
requirements were added to ensure that garments incorporating such insulation material are
properly tested and certified. The 2012 edition clarifies certain aspects of the laundering
requirements to prevent the presence of residual detergent during testing.
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cover fire fighters and other emergency services personnel.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (•) between the paragraphs that
remain.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex C. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text shall be sent to the technical committee re-
sponsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex C.

Chapter 1 Administration

1.1 Scope. The standard shall specify the minimum perfor-
mance requirements and test methods for flame-resistant fab-
rics and components and the design and certification require-
ments for garments for use in areas at risk from flash fires.

1.2 Purpose.

1.2.1* This standard shall provide minimum requirements for
the design, construction, evaluation, and certification of flame-
resistant garments for use by industrial personnel, with the intent
of not contributing to the burn injury of the wearer, providing a
degree of protection to the wearer, and reducing the severity of
burn injuries resulting from short-duration thermal exposures or
accidental exposure to flash fires.

1.2.2* Controlled laboratory tests used to determine compli-
ance with the performance requirements of this standard shall
not be deemed as establishing performance levels for all situ-
ations to which personnel can be exposed.

1.2.3* This standard shall not be intended to be utilized as a
detailed manufacturing or purchasing specification but shall

be intended to be referenced in purchase specifications as
minimum requirements.

1.3 Application.

1.3.1 This standard shall apply to the design, manufacturing,
and certification of new flame-resistant garments.

1.3.2* This standard shall not apply to protective clothing for
wildland fire fighting, technical rescue, structural fire fight-
ing, proximity fire fighting, or any other fire-fighting opera-
tions or hazardous materials emergencies. This standard shall
not apply to single-use or limited-use garments. This standard
shall not apply to protection from electrical flashes, radiologi-
cal agents, biological agents, or hazardous materials.

1.3.3 Certification of flame-resistant garments to the require-
ments of this standard shall not preclude certification to addi-
tional appropriate standards where the garment meets all the
applicable requirements of each standard.

1.3.4 The requirements of this standard shall not apply to
accessories that might be attached to flame-resistant garments
unless specifically addressed herein.

1.3.5 The minimum requirements identified in this standard
are not intended to meet all the protection needs of a user in
areas at risk from flash fires. Users shall refer to NFPA 2113, Stan-
dard on Selection, Care, Use, and Maintenance of Flame-Resistant Gar-
ments for Protection of Industrial Personnel Against Flash Fire, for con-
ducting the appropriate hazard assessment to identify the in-use
area’s minimum protection requirements.

1.4 Retroactivity. This standard shall only apply to garments
manufactured on or after the effective date of the standard.

1.5 Equivalency. Nothing herein shall restrict any jurisdiction
or manufacturer from exceeding these minimum requirements.

1.6 Units. In this standard, values for measurement are fol-
lowed by an equivalent in parentheses, but only the first stated
value shall be regarded as the requirement. Equivalent values
in parentheses shall not be considered as the requirement, as
these values might be approximate.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 2113, Standard on Selection, Care, Use, and Maintenance
of Flame-Resistant Garments for Protection of Industrial Personnel
Against Flash Fire, 2012 edition.

2.3 Other Publications.

2.3.1 AATCC Publications. American Association of Textile
Chemists and Colorists, P.O. Box 12215, Research Triangle Park,
NC 27709.

AATCC 135, Dimensional Changes of Fabrics After Home Laun-
dering, 2004.

AATCC 158, Dimensional Changes on Dry-Cleaning in Perchlo-
roethylene: Machine Method, 2005.
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2.3.2 ASTM Publications. ASTM International, 100 Barr Har-
bor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959.

ASTM D 6413, Standard Test Method for Flame Resistance of
Textiles (Vertical Test), 2008.

ASTM F 1930, Standard Test Method for Evaluation of Flame
Resistant Clothing for Protection Against Flash Fire Simulations Us-
ing an Instrumented Manikin, 2000. (Reaffirmed 2008)

ASTM F 2700, Standard Test Method for Unsteady-State Heat
Transfer Evaluation of Flame Resistant Materials for Clothing with
Continuous Heating, 2008.

2.3.3 GSA Publications. U.S. General Services Administra-
tion, 1800 F Street, N.W., Washington, DC 20405.

Federal Test Method Standard 191A, Textile Test Methods,
July 20, 1978.

2.3.4 ISO Publications. International Organization for Stan-
dardization, 1, rue de Varembé, Case postale 56, CH-1211 Gen-
eve 20, Switzerland.

ISO 9001, Quality Management Systems — Requirements, 2008.

ISO 17025, General Requirements for the Competence of Testing
and Calibration Laboratories, 2005.

ISO/IEC Guide 65, General Requirements for Bodies Operating
Product Certification Systems, 1996.

2.3.5 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.
NFPA 270, Standard Test Method for Measurement of Smoke Ob-

scuration Using a Conical Radiant Source in a Single Closed Cham-
ber, 2008 edition.

NFPA 921, Guide for Fire and Explosion Investigations, 2011
edition.

NFPA 1971, Standard on Protective Ensembles for Structural Fire
Fighting and Proximity Fire Fighting, 2007 edition.

NFPA 1975, Standard on Station/Work Uniforms for Emergency
Services, 2009 edition.

NFPA 1977, Standard on Protective Clothing and Equipment for
Wildland Fire Fighting, 2011 edition.

NFPA 1983, Standard on Life Safety Rope and Equipment for
Emergency Services, 2006 edition.

NFPA 1991, Standard on Vapor-Protective Ensembles for Hazard-
ous Materials Emergencies, 2005 edition.

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having juris-
diction.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the requirements

of a code or standard, or for approving equipment, materials, an
installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been at-
tached a label, symbol, or other identifying mark of an organiza-
tion that is acceptable to the authority having jurisdiction and
concerned with product evaluation, that maintains periodic in-
spection of production of labeled equipment or materials, and
by whose labeling the manufacturer indicates compliance with
appropriate standards or performance in a specified manner.

3.2.4* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the author-
ity having jurisdiction and concerned with evaluation of products
or services, that maintains periodic inspection of production of
listed equipment or materials or periodic evaluation of services,
and whose listing states that either the equipment, material, or
service meets appropriate designated standards or has been
tested and found suitable for a specified purpose.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard. A document, the main text of which contains
only mandatory provisions using the word “shall” to indicate
requirements and which is in a form generally suitable for
mandatory reference by another standard or code or for adop-
tion into law. Nonmandatory provisions shall be located in an
appendix or annex, footnote, or fine-print note and are not to
be considered a part of the requirements of a standard.

3.3 General Definitions.

3.3.1 Accreditation/Accredited. A system whereby a certifica-
tion organization determines that a laboratory has demon-
strated the ability to conduct tests in an accurate and precise
manner consistent with the requirements of this standard, ac-
cepts the laboratory’s test data, and continues to monitor labo-
ratory practices to ensure accurate and precise testing consis-
tent with the requirements of this standard.

3.3.2 Agents.

3.3.2.1 Biological Agents. Biological materials that are ca-
pable of causing an acute disease or long-term damage to
the human body. [1991, 2005]

3.3.2.2 Radiological Agents. Radiation associated with x-rays,
alpha, beta, and gamma emissions from radioactive isotopes,
or other materials in excess of normal background radiation
levels.

3.3.3 Body.

3.3.3.1 Lower Body. The area of the body below the waist
including the legs but excluding the ankles and feet.

3.3.3.2 Upper Body. The area of body above the waist and
extending to the shoulders, including the arms and wrists
but excluding the hands.

3.3.4 Certification/Certified. A system whereby a certifica-
tion organization determines that a manufacturer has demon-
strated the ability to produce a product that complies with the
requirements of this standard, authorizes the manufacturer to
use a label on listed products that comply with the require-
ments of this standard, and establishes a follow-up program
conducted by the certification organization as a check on the
methods the manufacturer uses to determine continued com-
pliance with the requirements of this standard. [1971, 2007]
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3.3.5 Certification Organization. An independent, third-party
organization that determines product compliance with the re-
quirements of this standard with a labeling/listing/follow-up
program. [1971, 2007]

3.3.6* Cold Weather Insulation Material. A fabric that consists
of one or more nonseparable layers that is used for protection
in a low-temperature environment.

3.3.7 Compliance/Compliant. Meeting or exceeding all ap-
plicable requirements of this standard. [1971, 2007]

3.3.8 Component(s). Any material, part, or subassembly used
in the construction of the compliant product. [1971, 2007]

3.3.9 Drip. Aflow of liquid that lacks sufficient quantity or pres-
sure to form a continuous stream and runs or falls in drops.

3.3.10 Emblem(s). Shields, heraldry, or printing that desig-
nates a governmental entity or a specific organization; rank, title,
position, or other professional status that is painted, screened,
embroidered, sewn, glued, bonded, or otherwise attached in a
permanent manner.

3.3.11* Fabric. The one or more layers of textile material(s)
used in the primary construction of protective garments.

3.3.11.1 Textile Fabric. A planar structure consisting of
yarns or fibers. [1977, 2011]

3.3.12* Flame Resistance. The property of a material whereby
combustion is prevented, terminated, or inhibited following
the application of a flaming or nonflaming source of ignition,
with or without subsequent removal of the ignition source.

3.3.13* Flash Fire. A fire that spreads by means of a flame front
rapidly through a diffuse fuel, such as dust, gas, or the vapors of
an ignitible liquid, without the production of damaging pressure.
[921, 2011]

3.3.14 Follow-Up Program. The sampling, inspections, tests, or
other measures conducted by the certification organization on a
periodic basis to determine the continued compliance of labeled
and listed products that are being produced by the manufacturer
to the requirements of this standard. [1977, 2011]

3.3.15 Garments. Clothing including, but not limited to, cov-
eralls, trousers, shirts, outerwear, and rainwear.

3.3.15.1 Limited-Use Garment. A garment whose service
life is limited by the manufacturer to a specified number of
wear cycles and does not meet the testing requirements of
this standard.

3.3.15.2* Single-Use Garment. A garment that is designed to
be used one time and then disposed of.

3.3.16 Hardware. Nonfabric components of the protective
garment including, but not limited to, those made of metal or
plastic.

3.3.17 Hazardous Material. Any solid, liquid, gas, or mixture
thereof that can potentially cause harm to the human body
through respiration, ingestion, skin absorption, or contact.

3.3.18 Hazardous Materials Emergencies. Incidents involving
the release or potential release of hazardous materials. [1971,
2007]

3.3.19 Industrial Personnel. Workers who might be exposed
to flash fire.

3.3.20 Interlining. Any textile that is incorporated into any gar-
ment as a layer between outer and inner layers. [1975, 2009]

3.3.21 Lining. Any material that is attached and used to cover
or partially cover the inside surface of a flame-resistant garment.

3.3.22 Melt. A response to heat by a material resulting in evi-
dence of flowing or dripping. [1983, 2006]

3.3.23 Model. The collective term used to identify a group of
elements or items of the same basic design and components
from a single manufacturer produced by the same manufac-
turing and quality assurance procedures that are covered by
the same certification. [1971, 2007]

3.3.24 Product. The compliant flame-resistant garment.

3.3.25* Product Label. A label or marking affixed to a product
by the manufacturer containing compliant statements, certifi-
cation statements, manufacturer or model information, or
similar dates. [1971, 2007]

3.3.26 Reflective Striping. Material added to the exterior of
the garment to enhance nighttime or daytime visibility.

3.3.27 Reinforcement. An additional layer of a textile material
applied to a specific area of the protective garment to make that
portion of the protective garment more resistant to wear.

3.3.28 Sample. An amount of the material, product, or as-
sembly to be tested that is representative of the item as a
whole. [270, 2008]

3.3.29 Seam. Any permanent attachment of two or more pro-
tective garment fabrics in a line formed by joining the separate
material pieces.

3.3.29.1 Sewn Seam. A series of stitches joining two or
more separate plies of material(s) of planar structure, such
as textiles. [1975, 2009]

3.3.30 Separate. A material response evidenced by splitting
or delaminating. [1971, 2007]

3.3.31 Specimen. The item that undergoes testing; in some
cases, the specimen is also the sample. [1971, 2007]

3.3.32 Trouser. A garment that is designed to provide mini-
mum protection to the lower torso and legs, excluding the ankles
and feet.

Chapter 4 Certification

4.1 General.

4.1.1 All flame-resistant garments that are labeled as being com-
pliant with this standard shall meet or exceed all applicable re-
quirements specified in this standard and shall be certified.

4.1.2 All test data used to determine compliance of flame-
resistant garments with this standard shall be provided by an
accredited testing laboratory.

4.1.3 All flame-resistant garments shall be labeled and listed.

4.1.4 All flame-resistant garments shall have a product label,
which shall meet the requirements of Section 5.1.

4.1.5* The certification organization’s label, symbol, or identify-
ing mark shall be attached to the product label, be part of the
product label, or be immediately adjacent to the product label.

4.1.6 Manufacturers shall not claim compliance with a por-
tion(s) or segment(s) of the requirements of this standard and
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shall not use the name or identification of this standard in any
statements about their respective product(s) unless the prod-
uct(s) is certified as compliant to this standard.

4.1.7 The certification organization shall not certify any
flame-resistant garments to the 2007 edition of this standard
on or after August 1, 2012.

4.1.8 The certification organization shall not permit any manu-
facturer to label any flame-resistant garments as compliant with
the 2007 edition of this standard on or after August 1, 2012.

4.2 Certification Program.

4.2.1* The certification organization shall not be owned or
controlled by manufacturers or vendors of the product being
certified.

4.2.2 The certification organization shall be primarily en-
gaged in certification work and shall not have a monetary in-
terest in the product’s ultimate profitability.

4.2.3 The certification organization shall be accredited for
personal protective equipment in accordance with ISO/IEC
Guide 65, General Requirements for Bodies Operating Product Certi-
fication Systems.

4.2.4 The certification organization shall refuse to certify
products to this standard that do not comply with all appli-
cable requirements of this standard.

4.2.5* The contractual provisions between the certification orga-
nization and the manufacturer shall specify that certification is
contingent on compliance with all applicable requirements of
this standard.

4.2.5.1 There shall be no conditional, temporary, or partial
certifications.

4.2.5.2 Manufacturers shall not be authorized to use any label
or reference to the certification organization on products that
are not manufactured in compliance with all applicable require-
ments of this standard.

4.2.6 The certification organization shall have a program to ac-
credit laboratories to perform the tests required by this standard.

4.2.6.1 The accredited laboratory shall conduct the required
tests and maintain documentation of test results.

4.2.6.2 The accredited laboratory shall have laboratory facili-
ties and equipment available for conducting required tests.

4.2.7 A program for calibration of all instruments shall be in
place and operating, and procedures shall be in use to ensure
proper control of all testing.

4.2.8 In the absence of an accredited laboratory, the certifica-
tion organization shall be permitted to have its own laboratory
facilities and equipment available for conducting required tests.

4.2.9* The certification organization shall require the manufac-
turer to establish and maintain a program of production inspec-
tion and testing that meets the requirements of Section 4.4.

4.2.9.1 The certification organization shall ensure that the
audit assurance program provides continued product compli-
ance with this standard.

4.2.9.2 The certification organization shall permit the manufac-
turer to be registered to ISO 9001, Quality Management Systems —
Requirements, in lieu of meeting the requirements of Section 4.4.

4.2.10 The certification organization and the manufacturer
shall evaluate any changes affecting the form, fit, or function of
the certified product to determine its continued certification to
this standard.

4.2.11* The certification organization shall have a follow-up in-
spection program of the manufacturing facilities of the certified
product, with a minimum of one visit per 12-month period.

4.2.12 As part of the follow-up inspection program, the certi-
fication organization shall review the manufacturer’s records
and sample product to ensure the following:

(1) Garments conform with the requirements of this standard.
(2) The manufacturer has documentation that the fabric and

components used in the garment were tested by an ac-
credited laboratory and comply with this standard.

(3) A manufacturing quality assurance plan meeting the re-
quirements of this standard is in place.

4.2.13 The certification organization shall also have a follow-up
inspection program of the accredited testing laboratory(ies).

4.2.13.1 The certification organization shall conduct a mini-
mum of one visit per 12-month period.

4.2.13.2 The certification organization shall review the ac-
credited laboratory’s records and facilities to ensure required
documentation is maintained and to ensure conformance
with testing requirements.

4.2.14 The certification organization shall have a program
for investigating field reports alleging malperformance or fail-
ure of listed products.

4.2.15* The certification organization shall require the manu-
facturer to have a product recall system as part of the manu-
facturer’s quality assurance program.

4.2.16 The certification organization’s operating procedures
shall provide a mechanism for the manufacturer to appeal
decisions, which shall include the presentation of information
from both sides of a controversy to a designated appeals panel.

4.2.17 The certification organization shall be in a position to
use legal means to protect the integrity of its name and label,
which shall be registered and legally defended.

4.3 Inspection and Testing.

4.3.1 For the certification of flame-resistant garments, the
certification organization shall conduct inspections of the
manufacturing facility and the accredited laboratory, as speci-
fied in 4.3.2 through 4.3.9.

4.3.2 All inspections, evaluations, conditioning, and testing
for certification or for recertification shall be conducted by
the certification organization or a facility accredited for in-
spections, evaluations, conditioning, and testing in accor-
dance with all requirements pertaining to testing laboratories
in ISO 17025, General Requirements for the Competence of Testing
and Calibration Laboratories.

4.3.3 All inspections, evaluations, conditioning, or testing
conducted by a product manufacturer shall not be used in the
certification or recertification process unless the facility for
inspections, evaluations, conditioning, or testing has been ac-
credited in accordance with all requirements pertaining to
testing laboratories in ISO 17025, General Requirements for the
Competence of Testing and Calibration Laboratories.
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4.3.4 Inspection by the certification organization shall include a
review of all product labels to ensure that all required label at-
tachment, compliance statements, certification statements, and
other product information are as specified for the specific item
in Section 5.1.

4.3.5 Inspection by the certification organization shall include a
review of any graphic representations used on product labels, as
permitted in 5.1.6 to ensure that the systems are consistent with
the worded statements, are readily understood, and clearly com-
municate the intended message.

4.3.6 Inspection by the certification organization shall include a
review of the user information required by Section 5.2 to ensure
that the information has been developed and is available.

4.3.7 Inspection by the certification organization for deter-
mining compliance with the design requirements specified in
Chapter 6 shall be performed on whole or complete products.

4.3.8 Testing conducted by the accredited laboratory in ac-
cordance with the testing requirements of Chapter 8, for de-
termining product compliance with the applicable require-
ments specified in Chapter 7, shall be performed on samples
representative of materials and components used in the actual
construction of the flame-resistant garment or sample materi-
als cut from a representative product.

4.3.9 Recertification.

4.3.9.1 Any change in the design, construction, or material of
a compliant product shall require new inspection and testing
to verify compliance with all applicable requirements of this
standard that the certification organization determines can be
affected by such change.

4.3.9.2 Recertification shall be conducted before labeling the
modified products as being compliant with this standard.

4.3.10 Product Modifications.

4.3.10.1 The certification organization shall not permit any
modifications, pretreatment, conditioning, or other such spe-
cial processes of the product or any product component prior
to the product’s submission for evaluation and testing by the
accredited laboratory.

4.3.10.2 The accredited laboratory shall accept, from the manu-
facturer for evaluation and testing for certification, only product
or product components that are the same in every respect to the
actual final product or product component.

4.3.10.3 The accredited laboratory shall not permit the substi-
tution, repair, or modification, other than as specifically permit-
ted herein, of any product or any product component during
testing.

4.4 Manufacturer’s Quality Assurance Program.

4.4.1 General.

4.4.1.1 The manufacturer shall provide and maintain a qual-
ity assurance program that includes a documented inspection
and product recall system.

4.4.1.2 The manufacturer shall have an inspection system to
substantiate conformance to this standard.

4.4.1.3* The manufacturer shall be permitted to be registered
to ISO 9001, Quality Management Systems — Requirements, in lieu
of meeting the requirements of 4.4.2 through 4.4.8.

4.4.2 Instructions.

4.4.2.1 The manufacturer shall maintain written inspection
and testing instructions.

4.4.2.2 The instructions shall prescribe inspection and test of
materials, work in process, and completed articles.

4.4.2.3 Criteria for acceptance and rejection of materials,
processes, and final product shall be part of the instructions.

4.4.3 Records.

4.4.3.1 The manufacturer shall maintain records of all “pass”
and “fail” tests.

4.4.3.2 Records shall indicate the disposition of the failed
materials or products.

4.4.4 Inspection System. The manufacturer’s inspection sys-
tem shall provide for procedures that assure the latest appli-
cable drawings, specifications, and instructions are used for
fabrication, inspection, and testing.

4.4.5 Calibration Program.

4.4.5.1 The manufacturer shall maintain, as part of the qual-
ity assurance program, a calibration program of all instru-
ments used to ensure proper control of testing.

4.4.5.2 The calibration program shall be documented as to
the date of calibration and performance verification.

4.4.6 Inspection Status. The manufacturer shall maintain a sys-
tem for identifying the inspection status of component materials,
work in process, and finished goods.

4.4.7 Nonconforming Materials.

4.4.7.1 The manufacturer shall establish and maintain a sys-
tem for controlling nonconforming material, including pro-
cedures for the identification, segregation, and disposition of
rejected material.

4.4.7.2 All nonconforming materials or products shall be
identified to prevent use, shipment, and intermingling with
conforming materials or products.

4.4.8 Third-Party Audit. The manufacturer’s quality assur-
ance program shall be audited by the third-party certification
organization to determine that the program ensures contin-
ued product compliance with this standard.

Chapter 5 Labeling and Information

5.1 Product Label Requirements.

5.1.1* All flame-resistant garments shall have a product label
or labels permanently and conspicuously attached to each
flame-resistant garment.

5.1.2 At least one product label shall be conspicuously located
inside each flame-resistant garment when the item is properly
assembled with all layers and components in place.

5.1.3 Multiple label pieces shall be permitted in order to carry
all statements and information required to be on the product
label.

5.1.4* The certification organization’s label, symbol, or iden-
tifying mark shall be permanently attached to the product la-
bel or shall be part of the product label.

5.1.5 All worded portions of the required product label shall
be printed in English. Supplementary languages, in addition
to English, shall be permitted.
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