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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS

NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA codes, standards, recommended practices, and guides, of which the document contained herein is one, are de-
veloped through a consensus standards development process approved by the American National Standards Institute.
This process brings together volunteers representing varied viewpoints and interests to achieve consensus on fire and
other safety issues. While the NFPA administers the process and establishes rules to promote fairness in the develop-
ment of consensus, it does not independently test, evaluate, or verify the accuracy of any information or the soundness
of any judgments contained in its codes and standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether
special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or reliance
on this document. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of any information
published herein.

In issuing and making this document available, the NFPA is not undertaking to render professional or other services
for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any person or entity
to someone else. Anyone using this document should rely on his or her own independent judgment or, as appropriate,
seek the advice of a competent professional in determining the exercise of reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of this document.
Nor does the NFPA list, certify, test or inspect products, designs, or installations for compliance with this document.
Any certification or other statement of compliance with the requirements of this document shall not be attributable to
the NFPA and is solely the responsibility of the certifier or maker of the statement.
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ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides should be aware that
these documents may be superseded at any time by the issuance of new editions or may be
amended from time to time through the issuance of Tentative Interim Amendments. An offi-
cial NFPA document at any point in time consists of the current edition of the document
together with any Tentative Interim Amendments and any Errata then in effect. In order to
determine whether a given document is the current edition and whether it has been amended
through the issuance of Tentative Interim Amendments or corrected through the issuance of
Errata, consult appropriate NFPA publications such as the National Fire Codes® Subscription
Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed
below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Reg-
ulations Governing Committee Projects shall not be considered the official position of NFPA
or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal
Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights
asserted in connection with any items which are mentioned in or are the subject of NFPA
codes, standards, recommended practices, and guides, and the NFPA disclaims liability for
the infringement of any patent resulting from the use of or reliance on these documents.
Users of these documents are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, is entirely their own responsibility.

NFPA adheres to applicable policies of the American National Standards Institute with
respect to patents. For further information contact the NFPA at the address listed below.

Law and Regulations

Users of these documents should consult applicable federal, state, and local laws and reg-
ulations. NFPA does not, by the publication of its codes, standards, recommended practices,
and guides, intend to urge action that is not in compliance with applicable laws, and these
documents may not be construed as doing so.

Copyrights

This document is copyrighted by the NFPA. It is made available for a wide variety of both
public and private uses. These include both use, by reference, in laws and regulations, and
use in private self-regulation, standardization, and the promotion of safe practices and
methods. By making this document available for use and adoption by public authorities and
private users, the NFPA does not waive any rights in copyright to this document.

Use of NFPA documents for regulatory purposes should be accomplished through adop-
tion by reference. The term “adoption by reference” means the citing of title, edition, and
publishing information only. Any deletions, additions, and changes desired by the adopting
authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the
NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assis-
tance and questions concerning adoption of NFPA documents, contact NFPA at the address
below.

For Further Information

All questions or other communications relating to NFPA codes, standards, recommended
practices, and guides and all requests for information on NFPA procedures governing its
codes and standards development process, including information on the procedures for
requesting Formal Interpretations, for proposing Tentative Interim Amendments, and for
proposing revisions to NFPA documents during regular revision cycles, should be sent to
NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA,
1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101.

For more information about NFPA, visit the NFPA website at www.nfpa.org.

Full document details: NFPA 268 2007

http://www.avadocuments.com/doc/nfpa-268-2007
http://www.avadocuments.com/doc/nfpa-268-2007


Copyright © 2006 National Fire Protection Association. All Rights Reserved.

NFPA 268

Standard Test Method for

Determining Ignitibility of Exterior Wall Assemblies Using
a Radiant Heat Energy Source

2007 Edition

This edition of NFPA 268, Standard Test Method for Determining Ignitibility of Exterior Wall
Assemblies Using a Radiant Heat Energy Source, was prepared by the Technical Committee on Fire
Tests. It was issued by the Standards Council on July 28, 2006, with an effective date of August
17, 2006, and supersedes all previous editions.

This edition of NFPA 268 was approved as an American National Standard on August 17,
2006.

Origin and Development of NFPA 268
The 1996 edition represented the first edition for a standard that addressed the determi-

nation of ignitibility characteristics of exterior wall assemblies. The test method incorporated
a radiant heat energy source. At the time this document was published, there were no stan-
dardized test methods available within the standard writing organizations, and this document
complemented the fire test methods available within the NFPA standards. The results of this
test can be used to measure and describe properties of materials in controlled laboratory
conditions and also can be used as an element of a fire risk assessment.

The 2001 edition incorporated the new format and editorial changes as required to satisfy
the Manual of Style for NFPA Technical Committee Documents. Revisions to 11.4.2, 11.4.2.1, and
12.1(10)(c) were made to incorporate the specific time period that was originally within the
definition. There were no significant revisions made in the 2001 or 2007 editions.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter des-
ignating a paragraph indicates that explanatory material on the
paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical rule
beside the paragraph, table, or figure in which the change oc-
curred. These rules are included as an aid to the user in identify-
ing changes from the previous edition. Where one or more com-
plete paragraphs have been deleted, the deletion is indicated by
a bullet (•) between the paragraphs that remain.

Information on referenced publications can be found in
Chapter 2 and Annex C.

Chapter 1 Administration

1.1 Scope.

1.1.1 This fire test response standard describes a method
for determining the propensity of ignition of exterior wall
assemblies from exposure to 12.5 kW/m2 (1.10 Btu/ft2-sec)
radiant heat in the presence of a pilot ignition source.

1.1.2 This test method evaluates the propensity of ignition
of an exterior wall assembly where subjected to a minimum
radiant heat flux of 12.5 kW/m2 (1.10 Btu/ft2-sec). This
method determines whether ignition of an exterior wall as-
sembly occurs when the wall is exposed to a specified radi-
ant heat flux, in the presence of a pilot ignition source,
during a 20-minute period.

1.1.3 This test method utilizes a gas-fired radiant panel to
apply a radiant heat flux of 12.5 kW/m2 (1.10 Btu/ft2-sec)
to a representative sample of an exterior wall assembly
while the test specimen is exposed simultaneously to a pilot
ignition source.

1.1.4 This test method applies to exterior wall assemblies hav-
ing planar, or nearly planar, external surfaces.

1.1.4.1 This method shall not be used to evaluate the fire
endurance of wall assemblies, nor shall it be used to evaluate
the effect of fires originating within the building or within the
exterior wall assemblies.

1.1.4.2 This method shall not be used to evaluate surface
flame spread, nor shall it be used to evaluate the influence of
openings for their propensity of ignition.

1.2* Purpose. This test shall be used for code and other regu-
latory purposes, for specification and design purposes, and for
research and development activities.

1.3 Application.

1.3.1 This fire test response standard measures and describes
the properties of materials, products, or assemblies in response
to heat and flame under controlled laboratory conditions and
shall not be used to describe or appraise the fire hazard or fire
risk of materials, products, or assemblies under actual fire condi-
tions. However, results of this test shall be permitted to be used as
an element of a fire risk assessment that takes into account all
factors that are pertinent to an assessment of the fire hazard of a
particular end use.

1.3.2 In this procedure, the specimens are subjected to one
or more specific sets of laboratory test conditions. If different
test conditions are substituted, or the end-use conditions are
changed, it is not possible for this test to predict all changes in
the fire test response characteristics measured. Therefore, the
results are valid only for the fire test exposure conditions de-
scribed in this procedure.

1.3.3 This fire test response standard involves hazardous ma-
terials, operations, and equipment. This standard does not
address all of the safety problems associated with its applica-
tions. It is the responsibility of the user of the standard to
establish appropriate safety and health practices and to deter-
mine the applicability of the regulatory limitations of the stan-
dard prior to use. Safety requirements for specific hazards are
provided in Chapter 10.

1.3.4 Ignitibility is the propensity of an assembly to ignite and
burn with a sustained flame for at least 5 seconds and is fur-
ther qualified by considering the length of time from time of
initial exposure to occurrence of the sustained flaming.

1.4 Units and Formulas. The values stated in SI units are con-
sidered the required values. The values in parentheses are for
information only.

1.5* Precision or Bias. This standard does not address either
the precision or bias of this test method.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. (Reserved)

2.3 Other Publications.

2.3.1 ASTM Publications. ASTM International, 100 Barr Har-
bor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959.

ASTM E 176, Standard Terminology of Fire Standards, 1999a.

ASTM E 511, Standard Test Method for Measuring Heat Flux
Using a Copper-Constantan Circular Foil, Heat-Flux Gage, 1994e.

2.3.2 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections. (Re-
served)
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