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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® DOCUMENTS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA® codes, standards, recommended practices, and guides (“NFPA Documents”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints and
interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Documents.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of,
or reliance on NFPA Documents. The NFPA also makes no guaranty or warranty as to the accuracy or completeness
of any information published herein.

In issuing and making NFPA Documents available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent judgment
or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any
given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Documents. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall not
be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be
superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments.
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the
issuance of Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Committee Projects shall not be
considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in connection with an
NFPA Document. The users of NFPA Documents bear the sole responsibility for determining the validity of any such patent rights, as well as the risk
of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA
Documents.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in American National
Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Document may require use of an invention covered by
patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to
grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its
codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may
not be construed as doing so.

Copyrights

NFPA Documents are copyrighted by the NFPA. They are made available for a wide variety of both public and private uses. These include both
use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe practices and methods. By
making these documents available for use and adoption by public authorities and private users, the NFPA does not waive any rights in copyright to
these documents.

Use of NFPA Documents for regulatory purposes should be accomplished through adoption by reference. The term “adoption by reference”
means the citing of title, edition, and publishing information only. Any deletions, additions, and changes desired by the adopting authority should be
noted separately in the adopting instrument. In order to assist NFPA in following the uses made of its documents, adopting authorities are requested
to notify the NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of
NFPA Documents, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Documents and all requests for information on NFPA procedures governing its codes
and standards development process, including information on the procedures for requesting Formal Interpretations, for proposing Tentative Interim
Amendments, and for proposing revisions to NFPA documents during regular revision cycles, should be sent to NFPA headquarters, addressed to the
attention of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02169-7471; email: stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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NFPA® 285

Standard Fire Test Method for Evaluation of Fire Propagation
Characteristics of Exterior Non-Load-Bearing Wall Assemblies
Containing Combustible Components

2012 Edition

This edition of NFPA 285, Standard Fire Test Method for Evaluation of Fire Propagation Charac-
teristics of Exterior Non-Load-Bearing Wall Assemblies Containing Combustible Components, was pre-
pared by the Technical Committee on Fire Tests. It was issued by the Standards Council on
December 13, 2011, with an effective date of January 2, 2012, and supersedes all previous
editions.

This edition of NFPA 285 was approved as an American National Standard on January 2, 2012.

Origin and Development of NFPA 285

The 1998 edition was the first for this standard. It established a test method, developed
through a consensus process, for determining the flammability characteristics of exterior
non-load-bearing wall assemblies or panels. The Committee’s intention was to establish a
standard that could be adopted or referenced by other applicable documents, such as the
model building codes. The standard was introduced to regulate and address the introduction
of combustible materials into exterior walls of all construction types.

The 2006 edition included a complete editorial rewrite for compliance with the Manual of
Style for NFPA Technical Committee Documents. Further organizational and editorial changes were
made to improve the application of the test method, and the scope and purpose of the
document were revised to clarify the document’s intent. Technical changes addressed details
about the test specimen, documentation of the fire test, and testing instrumentation. Histori-
cal information describing the development of NFPA 285 was also added as annex material.

The 2012 edition includes organizational, editorial, and technical changes that address
clarifications and corrections of both requirements and figures. The changes provide consis-
tency throughout the document and update the standard to reflect current construction and
testing practices. Technical changes include new requirements, acceptance criteria, and dia-
grams for thermocouple locations for new types of wall systems.
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NFPA 285

Standard Fire Test Method for Evaluation of
Fire Propagation Characteristics of Exterior
Non-Load-Bearing Wall Assemblies
Containing Combustible Components

2012 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (®) between the paragraphs that
remain.

Areference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex B. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text shall be sent to the technical committee re-
sponsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex B.

Chapter 1 Administration

1.1* Scope.

1.1.1* This standard provides a test method for determining the
fire propagation characteristics of exterior non-load-bearing wall
assemblies and panels used as components of curtain wall assem-
blies, that are constructed using combustible materials or that
incorporate combustible components, and that are intended to
be installed on buildings required to have exterior walls of non-
combustible construction.

1.1.2* The fire propagation characteristics are determined for
post-flashover fires of interior origin.

1.2 Purpose. The purpose of this standard is to provide a stan-
dardized fire test procedure for evaluating the suitability of
exterior non-load-bearing wall assemblies and panels used as
components of curtain wall assemblies that are constructed
using combustible materials or that incorporate combustible
components for installation on buildings where the exterior
walls are required to be noncombustible.

\
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1.3 Application.

1.3.1 This standard shall be used to evaluate the fire propa-
gation characteristics of exterior non-load-bearing wall assem-
blies and panels used as components of curtain wall assem-
blies that are constructed using combustible materials or that
incorporate combustible components within the wall assem-
blies as specified in the following:

(1) The ability of the wall assembly to resist flame propaga-
tion over the exterior face of the wall assembly

(2) The ability of the wall assembly to resist vertical flame
propagation within the combustible components from
one story to the next

(3) The ability of the wall assembly to resist vertical flame
propagation over the interior surface of the wall assembly
from one story to the next

(4) The ability of the wall assembly to resist lateral flame
propagation from the compartment of fire origin to adja-
cent compartments or spaces

1.3.2 The application of this standard to actual field installa-
tions of exterior non-load-bearing wall assemblies and panels
used as components of curtain wall assemblies shall not limit
the use of the methods and materials employed to seal the gap
between the edge of the second floor slab and the interior
surface of the test specimen during the test, provided ap-
proved sealing methods and materials are used in the field.

1.3.3 This standard requires both visual observations made
by laboratory personnel conducting the test and temperature
data recorded during the test.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 259, Standard Test Method for Potential Heat of Building
Materials, 2008 edition.
2.3 Other Publications.

2.3.1 ASTM Publications. ASTM International, 100 Barr Har-
bor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959.

ASTM C 1396/C 1396M, Specification for Gypsum Board, 2006a.

ASTM E 84, Standard Test Method for Surface Burning Charac-
teristics of Building Materials, 2009a.

ASTM E 136, Standard Test Method for Behavior of Materials in
a Vertical Tube Furnace at 750°C, 2009.

2.3.2 UL Publication. Underwriters Laboratories Inc., 333
Pfingsten Road, Northbrook, IL 60062-2096.

ANSI/UL 723, Standard for Test for Surface Burning Character-
istics of Building Materials, 2008.
2.3.3 Other Publication.

Merriam-Webster’s  Collegiate  Dictionary, 11th
Merriam-Webster, Inc., Springfield, MA, 2003.
2.4 References for Extracts in Mandatory Sections.

NFPA 90A, Standard for the Installation of Air-Conditioning and
Ventilating Systems, 2012 edition.

NFPA 5000, Building Construction and Safety Code®, 2012
edition.

edition,
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Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having juris-
diction.

3.2.2% Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials, an
installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been at-
tached a label, symbol, or other identifying mark of an organiza-
tion that is acceptable to the authority having jurisdiction and
concerned with product evaluation, that maintains periodic in-
spection of production of labeled equipment or materials, and
by whose labeling the manufacturer indicates compliance with
appropriate standards or performance in a specified manner.

3.2.4 Shall. Indicates a mandatory requirement.

3.2.5 Should. Indicates a recommendation or that which is
advised but not required.

3.2.6 Standard. A document, the main text of which contains
only mandatory provisions using the word “shall” to indicate
requirements and which is in a form generally suitable for
mandatory reference by another standard or code or for adop-
tion into law. Nonmandatory provisions shall be located in an
appendix or annex, footnote, or fine-print note and are not to
be considered a part of the requirements of a standard.

3.3 General Definitions.

3.3.1 Combustible Insulation. Combustible material used as
insulation.

3.3.2 Combustible (Material). A material that, in the form in
which it is used and under the conditions anticipated, will
ignite and burn; a material that does not meet the definition
of noncombustible or limited-combustible. [5000, 2012]

3.3.3* Exterior Wallcovering. A material or assembly of mate-
rials applied on the exterior side of exterior walls for the pur-
pose of providing a weather-resisting barrier or insulation or
for aesthetics.

3.3.4 Limited-Combustible (Material). Refers to a building
construction material not complying with the definition of non-
combustible material that, in the form in which it is used, has a
potential heat value not exceeding 3500 Btu/Ib (8141 kJ/kg),
when tested in accordance with NFPA 259, Standard Test Method
Jfor Potential Heat of Building Materials, and that includes either of
the following: (1) materials having a structural base of noncom-
bustible material, with a surfacing not exceeding a thickness of
Yin. (3.2 mm) that has a flame spread index not greater than 50;
or (2) materials, in the form and thickness used, having neither a
flame spread index greater than 25 nor evidence of continued
progressive combustion, and of such composition that surfaces
that would be exposed by cutting through the material on any
plane would have neither a flame spread index greater than 25

Full document details: NFPA 285 2012

nor evidence of continued progressive combustion when tested
in accordance with ASTM E 84, Standard Test Method of Surface
Burning Characteristics of Building Materials, or ANSI/UL 723 Stan-
dard for Test for Surface Burning Characteristics of Building Materials.
[90A, 2012]

3.3.5 Noncombustible Material. A material that, in the form
in which it is used and under the conditions anticipated, will
not ignite, burn, support combustion, or release flammable
vapors when subjected to fire or heat. Materials that are re-
ported as passing ASTM E 136, Standard Test Method for Behavior
of Materials in a Vertical Tube Furnace at 750°C, shall be consid-
ered noncombustible materials.

3.3.6 Test Specimen. The exterior non-load-bearing wall as-
sembly to be tested in accordance with this fire test method.

Chapter 4 Test Facility and Apparatus

4.1 Test Facility.

4.1.1 The test apparatus described in Section 4.2 shall be
located inside a test facility.

4.1.2 The test facility shall have minimum dimensions of 30 ft
wide x 30 ft deep x 23 ft high (9.1 m x 9.1 m x 7.0 m).

4.1.3 The test facility shall have provisions for supplying com-
bustion makeup air taken from the outside during the test.

4.1.4 The test facility shall be constructed to allow for the ex-
haust of the combustion by-products during the test while not
inducing an airflow on the exterior face of the test specimen.

4.1.5 The test facility shall protect the test apparatus and test
specimen from exposure to wind and precipitation.

4.2 Test Apparatus.

4.2.1 The test apparatus shall consist of a two-story structure
having a height of 15 ft 8 in. = 1 in. (4.8 m + 25 mm) with a test
room on each story.

4.2.2 FEach test room shall have unfinished inside dimensions of
10ft+ 0.5 in. wide x 10 ft + 0.5 in. deep (3.05 m + 13 mm x 3.05 m
+ 13 mm) with an unfinished floor-to-ceiling height of 7 ft
+0.5in. (2.13m + 13 mm).

4.2.3* The test apparatus shall be constructed in accordance
with Figure 4.2.3.

4.2.4 The slabs shall be constructed of reinforced concrete.

4.2.5 The upper two slabs shall be supported by steel col-
umns designed to support the loads, and the columns shall
not be located inside the test rooms.

4.2.6 The thickness of the concrete slabs shall be as follows:

(1) The first-story slab shall be not less than 6 in. (152 mm)
thick.

(2) The second-story slab shall be 8 in. + 0.5 in. (203 mm
+ 13 mm) thick.

(3) The top slab shall be not less than 6 in. (152 mm) thick.

4.2.7 The three permanent walls (one rear wall and two side
walls) that form each test room shall be constructed of nomi-
nal 8 in. (203 mm) concrete block or equivalent construction.
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‘4— Minimum 13 ft 4 in. (4.06 m) —»‘

Minimum

|2 7«6 in. (152 mm)

T thick concrete

slab

7 ft

(2.13m) [<— Steel column

v 8in. (203 mm)
V A<— thick concrete
slab
Concrete block
7 ft < 8in. (203 mm)
13 m) face nominal
Minimum
<—10 ft (3.05 m) > 6in. (152 mm)
y thick concrete

< slab
|<— Floor

FIGURE 4.2.3 Front View of Test Apparatus Structure (not to
scale). For exact dimensions, see 4.2.1 through 4.2.7.

@.

‘«— Minimum 15 ft 2 in. (4.62 m)

ﬁ— Minimum 15 ft 8 in. (4.8 m)
-

4.2.8 The interior surfaces of the firststory test room shall be
protected as follows:

(1) The walls and ceiling shall be covered with one layer of
nominal % in. (16 mm) thick Type X gypsum wallboard
conforming to ASTM C 1396/C 1396M, Specification for
Gypsum Board, and one layer of nominal 1.5 in. (38 mm)
thick nominal 8 Ib/ft* (128 kg/m?) density ceramic fiber
insulation on the interior face.

(2) The slab shall be covered with two layers of nominal % in.
(16 mm) thick gypsum wallboard.

4.2.9 Insulation shall not be required in the second-story test
room.

4.2.10 Each story shall have one access opening approxi-
mately 3.5 ft wide x 6.75 ft high (1.1 m x 2.1 m).

4.2.11 The first-story access opening shall be located in one
of the side walls, and the second-story access opening shall be
located in the rear wall of the test room.

4.2.12 The access door opening for the first-story test room
shall be capable of being closed during the fire test.

4.2.13 Additional access openings shall be permitted in the
second-story test room walls for instrumentation and video re-
cording.

4.3 Movable Test Frame.

4.3.1 The movable test frame shall comply with 4.3.1.1
through 4.3.1.3.

4.3.1.1 The frame shall be designed such that the nominal
4in. x 4 in. x %6 in. (102 mm x 102 mm x 5 mm) angles meet
at the top of the respective floor lines on the test apparatus.

4.3.1.2 The frame shall be constructed to prevent racking or
movement of the wall assembly during movement of the frame
and fastening of the frame to the test apparatus.

4.3.1.3 The frame shown in Figure 4.3.1.3 shall be used to de-

termine the minimum size of the wall assembly.
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FIGURE 4.3.1.3 Front View of Movable Wall Frame (not to
scale).

4.4 Burners.

4.4.1 The burner arrangement shall consist of two gas-fired
burners.

4.4.2 One burner shall be placed inside the first-story test
room, and the other burner shall be placed near the top of the
first-story window opening of the test specimen, as required by
Chapter 7.

4.4.3 The test room burner shall comply with 4.4.3.1 through
4.4.3.6.

4.4.3.1 The test room burner shall be constructed of nominal
2 in. (51 mm) outside diameter steel pipe with nominal % in.
(3 mm) diameter holes spaced a nominal 1 in. (25 mm) on
center.

4.4.3.2 The burner holes shall be located along the top sur-
face of the pipe.

4.4.3.3 The first hole shall be located 3.5 ft £ 1 in. (1.06 m
+ 25 mm) from the rear wall on both sides of the gas supply
pipes and continue across the front gas supply pipe.

4.4.3.4 The gas supply pipe located within the test room shall
be wrapped with a single layer of nominal 1 in. (25 mm) thick
nominal 8 Ib/ft® (128 kg/m®) density ceramic fiber blanket.

4.4.3.5 The burner shall be positioned with its centerline 2.5 ft
+1in. (0.8 m + 25 mm) above the floor surface of the test facility.

4.4.3.6* Figure 4.4.3.6 shall be used to determine the design
of the first-story test room burner.
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