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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be
superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments.
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the
issuance of Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Committee Projects shall not be
considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in connection with an
NFPA Document. The users of NFPA Documents bear the sole responsibility for determining the validity of any such patent rights, as well as the risk
of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA
Documents.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in American National
Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Document may require use of an invention covered by
patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to
grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its
codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may
not be construed as doing so.

Copyrights

NFPA Documents are copyrighted by the NFPA. They are made available for a wide variety of both public and private uses. These include both
use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe practices and methods. By
making these documents available for use and adoption by public authorities and private users, the NFPA does not waive any rights in copyright to
these documents.

Use of NFPA Documents for regulatory purposes should be accomplished through adoption by reference. The term “adoption by reference”
means the citing of title, edition, and publishing information only. Any deletions, additions, and changes desired by the adopting authority should be
noted separately in the adopting instrument. In order to assist NFPA in following the uses made of its documents, adopting authorities are requested
to notify the NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of
NFPA Documents, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Documents and all requests for information on NFPA procedures governing its codes
and standards development process, including information on the procedures for requesting Formal Interpretations, for proposing Tentative Interim
Amendments, and for proposing revisions to NFPA documents during regular revision cycles, should be sent to NFPA headquarters, addressed to the
attention of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02169-7471; email: stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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NFPA® 287

Standard Test Methods for

Measurement of Flammability of Materials in Cleanrooms Using a
Fire Propagation Apparatus (FPA)

2012 Edition

This edition of NFPA 287, Standard Test Methods for Measurement of Flammability of Materials in
Cleanrooms Using a Fire Propagation Apparatus (FPA), was prepared by the Technical Committee
on Fire Tests. It was issued by the Standards Council on December 13, 2011, with an effective
date of January 2, 2012, and supersedes all previous editions.

This edition of NFPA 287 was approved as an American National Standard on January 2, 2012.

Origin and Development of NFPA 287

This standard is based on an apparatus developed by Factory Mutual Research Corporation
(now FM Global Research) in the mid-1970s. Since then, several organizations have constructed
the apparatus from the original FM Global design. It is currently in active use at Underwriters
Laboratories in the United States; Gilbert International Ltd, Manchester, UK; INERIS, Verneuil
en Halatte, France; and Rhone-Poulenc Research Center, Decines, France. The apparatus-
associated test methods are distinct from other fire standards because of the focus on character-
izing hazards associated with large-scale, self-sustained, upward, or flow-aided fire propagation on
materials and products, not just the response of materials to an imposed, external heat flux.

This standard was developed to address concerns of the Technical Committee for Cleanrooms.

The 2007 edition was a complete revision for compliance with the Manual of Style for NFPA
Technical Committee Documents. It also contained a new option for an alternative exhaust system
(4.9.2 and Annex C) based on testing conducted by FM Global Research.

The 2012 edition is a reconfirmation of the earlier edition with minor editorial changes.
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NFPA 287
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Measurement of Flammability of Materials in
Cleanrooms Using a Fire Propagation
Apparatus (FPA)

2012 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (®) between the paragraphs that
remain.

Areference in brackets [ | following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex D. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text shall be sent to the technical committee re-
sponsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex D.

Chapter 1 Administration

1.1 Scope.

1.1.1 This standard shall determine and quantify the flamma-
bility characteristics of materials containing polymers that are
used in cleanroom applications.

1.1.1.1 The propensity of these materials to support fire propa-
gation, as well as other flammability characteristics, are quanti-
fied by means of a fire propagation apparatus.

1.1.1.2 Measurements obtained include time to ignition (f,,),
chemical ((th) , and convective (Q) heat release rates, mass

loss rates (), and smoke extinction coefficient (D).

1.1.2 This standard includes the following separate test meth-
ods:

(1) The ignition test, which shall be used for the determina-
tion of ¢,

(2) The combustion test, which shall be used for the determi-
nation of Q,,,., Q., m, and D

(8) The fire propagation test, which shall be used for the de-

termination of Q,,, from burning of a vertical specimen

\
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1.2 Purpose.

1.2.1* The test methods described herein evaluate the suitability
of materials and products containing polymers for use in clean-
rooms.

1.2.1.1 These test methods also provide the transient response
of such materials and products to prescribed heat fluxes in speci-
fied inert or oxidizing environments, for use in mathematical
modeling.

1.2.1.2 The fire propagation apparatus is also designed to
obtain laboratory measurements of generation rates of fire
products (CO,, CO, and, if desired, gaseous hydrocarbons).

1.2.2 Distinguishing features of the fire propagation appara-
tus include the following:

(1) Tungsten—quartz external (isolated) heaters to provide a
radiant flux of up to 65 kW/m? to the test specimen, this
flux remaining constant whether the surface regresses or
expands

(2) Provision for combustion or upward fire propagation in
prescribed flows of normal or either oxygen-enriched or
oxygen-vitiated air

(3) The capability of measuring heat release rates and exhaust
product flows generated during selfsustained, upward fire
propagation on a vertical test specimen 0.305 m high

(4) The capability for characterization of the smoke yield
from a specimen

1.2.3* The test methods are part of a quantitative methodol-
ogy for assessing the propensity of materials and products
used in cleanrooms to support upward fire propagation and to
generate effluent, such as smoke.

1.2.3.1 This methodology consists of the correlation of flamma-
bility indices resulting from the test methods with corresponding
characteristics measured during real-scale fire propagation ex-
periments.

1.2.3.2 Indices resulting from the test methods include critical
heat flux (CHF), thermal response parameter (TRP), fire propa-
gation index (FPI), effective heat of combustion (EHC), and
smoke yield (y,).

1.2.3.3 The TRP and CHF indices are obtained from the ig-
nition test, the EHC and y, indices are obtained from the com-
bustion test, and the FPI is derived from a fire propagation test
in air containing 40 percent oxygen.

1.2.4 This standard is composed of three separate test meth-
ods that shall be used in conjunction with a fire propagation
apparatus as follows:

(1) The ignition and combustion test methods shall involve
the use of horizontal specimens, in normal air, subjected
to a controlled external radiant heat flux that shall be set
from 0 up to 65 kW/m?.

(2) The ignition test method shall be conducted under ambi-
ent conditions, whereas the combustion and fire propaga-
tion test methods shall be conducted with a prescribed
airflow within a quartz pipe.

(3) The fire propagation test method shall involve the use of
vertical specimens, in air having a 40 percent (by volume)
oxygen concentration, subjected to ignition near the base
of the specimen from an external radiant heat flux of
50 kW/m? and a pilot flame.
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1.2.4.1* The ignition test method shall be used to determine
the TRP and CHF of horizontal specimens.

1.2.4.1.1 The TRP shall be determined from changes in the
time required for sustained ignition by a pilot flame as a func-
tion of the magnitude of a constant, externally applied radiant
heat flux.

1.2.4.1.2 The CHF shall be determined from the magnitude
of externally applied radiant heat flux below which there is no
sustained ignition.

1.2.4.1.3 Measurements also shall be made of the time to
initial fuel vaporization.

1.2.4.1.4 The surface of the specimens shall be coated with a
thin layer of black paint.

1.2.4.2 The combustion test method shall be used to deter-
mine the EHC and y,, as well as the chemical and convective
heat release rates when the horizontal test specimen is ex-
posed to an external radiant heat flux of 50 kW/m? in the
apparatus.

1.2.4.3* The fire propagation test method shall be used to
determine the FPI of vertical specimens. A 40 percent oxygen
concentration in the inflow shall be used to simulate the radi-
ant heat flux from real-scale flames.

1.2.5 The fire propagation test of vertical specimens shall not
be used for materials that melt and form a liquid pool while
burning.

1.2.6 This standard does not purport to address all safety
problems associated with its use. It shall be the responsibility
of the user of this standard to establish appropriate safety and
health practices.

1.3 Symbols. The following symbols are used in this document.

A, = cross-sectional area of test section duct (m?)
CHF = critical heat flux (kW/m?)
¢, = specific heat of air at constant pressure
(k] /kg K)
D = extinction coefficient obtained from test
sectilon duct laser smoke measuring system
(m™)

EHC = effective heat of combustion (kJ/kg)

FPI = fire propagation index (m”?/kW? %sec'/?)
Gy, = Mmass flow rate of CO in test section duct
(kg/sec)
G'CO() = mass flow rate of CO, in test section duct
) (kg/sec)
I/, = ratio of light intensity measured by laser

smoke measuring system to the average
value before ignition (-)
K = flow coefficient of averaging pitot tube [duct
gas velocity/ (2Ap,,/p) /%] (=)
= light beam path length for laser smoke
measuring system in test section duct (m)
ultimate change in specimen mass resulting
from a combustion test (kg)
= mass loss rate of specimen resulting from
combustion (kg/sec)
W, = mMmass flow rate of gases in the test section
) duct (kg/sec)
P = atmospheric pressure (Pa)

<
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b, = pressure differential across averaging pitot
. tube in test section duct (Pa)
Q[hqm = chemical heat release rate (kW)
Q. = convective heat release rate (kW)
T, = average gas temperature in test section duct
before ignition (K)
T, = gastemperature in test section duct (K)
TRP = thermal response parameter
(kW - sec'/?/m?)
t = time (sec)
At = time between data scans (sec)
¥ = total volumetric flow rate in test section duct
(m?/sec)
W = horizontal width of a flat specimen

or the circumference of a cable specimen
(m)

Xco, = measured carbon dioxide analyzer
reading or mole fraction of carbon dioxide

-)

Xco = measured carbon monoxide analyzer
reading or mole fraction of CO (-)
y, = mass of smoke particulates generated per
unit mass of fuel vaporized (-)
Superscripts
- = per unit time (sec™)
0 = average value before ignition of the
specimen
Subscripts
d = testsection duct

1.4 Units. The values stated in SI units shall be regarded as
the standard.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications (Reserved)
2.3 Other Publications.

2.3.1 ASTM Publications. ASTM International, 100 Barr Har-
bor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959.

ASTM E 1354, Standard Test Method for Heat and Visible Smoke
Release Rates for Materials and Products Using an Oxygen Consump-
tion Calorimeter, 2010.

2.3.2 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

Newman, J. S., and J. Steciak, “Characterization of Particulates
from Diffusion Flames.” Combustion and Flame, 67: 55, 1987.

2.4 References for Extracts in Mandatory Sections.

NFPA 271, Standard Method of Test for Heat and Visible Smoke
Release Rates for Materials and Products Using an Oxygen Consump-
tion Calorimeter; 2009 edition.

NFPA 318, Standard for the Protection of Semiconductor Fabrica-
tion Facilities, 2012 edition.
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Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.
3.2.1 Shall. Indicates a mandatory requirement.

3.2.2 Standard. A document, the main text of which contains
only mandatory provisions using the word “shall” to indicate
requirements and which is in a form generally suitable for
mandatory reference by another standard or code or for adop-
tion into law. Nonmandatory provisions shall be located in an
appendix or annex, footnote, or fine-print note and are not to
be considered a part of the requirements of a standard.

3.3 General Definitions.

3.3.1 Cleanroom. A room in which the concentration of air-
borne particles is controlled to specified limits, including ar-
eas below the raised floor and above the ceiling grid if these
areas are part of the air path and within the rated construc-
tion. [318, 2012]

3.3.2 Critical Heat Flux (CHF). The minimum heat flux at or
below which there is no ignition.

3.3.3 Effective Heat of Combustion (EHC). The measured
heat release divided by the mass loss for a specified time period.
[271, 2009]

3.3.4 Fire Propagation Index (FPI). The propensity of a mate-
rial to support fire propagation beyond the ignition zone in
terms of the chemical heat release rate during upward fire propa-
gation and TRP.

3.3.5 Smoke Yield (y,). The mass of smoke particulates gener-
ated per unit mass of fuel vaporized.

3.3.6 Thermal Response Parameter (TRP). A material charac-
teristic that gives resistance to ignition upon exposure to a
prescribed heat flux.

Chapter 4 Test Apparatus

4.1 General.
4.1.1 Dimensions.

4.1.1.1 When dimensions are stated in the text or in figures,
they shall be considered mandatory and shall be followed
within a tolerance of 0.5 percent.

4.1.1.2 In addition to this tolerance, cylindrical components
meant to fit together shall have a total clearance between the
two components of 0.1 percent of the clearance diameter,
0.025 mm.

4.1.2 The apparatus shall consist of the following components,
shown in Figure 4.1.2: an infrared heating system, a load cell
system, an ignition pilot flame and timer, a product gas analysis
system, a combustion air distribution system, a water-cooled
shield, an exhaust system, test section instruments, calibration
instruments, and a digital data acquisition system.
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4.2 Infrared Heating System.

4.2.1* Each of four 241 mm long infrared heaters shall contain
six tungsten-filament tubular quartz lamps in a compact reflector
body that, for a 120-volt input, shall produce 190 kW/m? of radi-
ant flux in front of the quartz window that covers the lamps.

4.2.1.1 The emitter of each lamp shall be a 127 mm long tung-
sten filament in an argon atmosphere enclosed in a 9.5 mm
outer-diameter clear quartz tube.

4.2.1.2 The emitter shall operate at a minimum of 2475 K for
a 120-volt input, to produce a spectral energy peak at 1.15 mi-
crons.

4.2.2 Power Controller.

4.2.2.1 The power controller shall maintain the output volt-
age required by the heater array despite variations in the line
voltage and load impedance, through the use of phase angle
power control to match the hot/cold resistance characteristics
of the tungsten-quartz lamps.

4.2.2.2 The controller also shall incorporate average voltage
feedback to linearize the relationship between the voltage set
by the operator and the output voltage to the lamps.

4.3 Load Cell System.

4.3.1 The load cell system, shown in Figure 4.3.1(a) and Fig-
ure 4.3.1(b), shall consist of a load cell, which shall have an accu-
racy of 0.1 g and a measuring range of 0 g to 1000 g; a 6.35 mm
diameter stainless steel shaft at least 330 mm long resting on the
load cell support point; a 100 mm diameter, 1.5 mm thick alumi-
num load platform connected to the upper end of the stainless
steel shaft by a collar; and two low-friction, ball-bushing bearings
that guide the shaft as it passes through the top and bottom,
respectively, of the air distribution chamber.

4.3.2* The stainless steel shaft shall incorporate, at the lower
end, a threaded adjustment rod.

4.4 Ignition Pilot Flame. The ignition pilot shall consist of an
ethylene-air (60-40 by volume) flame adjusted for a 10 mm
length and anchored at the horizontal end of a 50 mm long,
6.35 mm outer diameter (O.D.), 4.70 mm inner diameter (I.D.),
stainless steel tube.

4.4.1 The horizontal section of the tube shall contain a four-
hole ceramic insert to produce a stable flame and prevent flash-
back.

4.4.2 The pilot flame tube shall be able to be rotated and el-
evated to position the horizontal flame at specified locations near
the specimen, as shown in Figure 4.3.1(a) and Figure 4.3.1(b).

4.5 Ignition Timer. The ignition timer for measuring time to
sustained flaming shall be capable of recording elapsed time to
the nearest tenth of 1 second and have an accuracy of better than
1 second in 1 hour.

4.6 Gas Analysis System.

4.6.1 The gas-sampling arrangement, as shown in Fig-
ure 4.6.1, shall consist of a sampling probe in the test sec-
tion duct, a plastic filter with a pore size of 5 microns to
6 microns to prevent entry of soot, a condenser operating at
temperatures in the range of 5°C to 0°C to remove liquids, a
tube containing an indicating desiccant 10-20 mesh in size
to remove moisture, a cartridge filter, a sampling pump that
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Bare stainless steel duct r\c Blast gate and linear
to blower and roof \ actuator control
——
152 mm diameter coated stainless
steel exhaust duct
T 279 mm
152 mm diameter coated stainless
steel test section
153 mm
3 ports — 120° apart: i o
one port averaging pitot tube for
mass flow rate measurement, two / 152 mm
ports plugged d
. 76 mm
2 ports — 180° apart, for 76 mm

smoke turbidimeter

3 ports — 120° apart:
one port thermocouple probe, 1.91m
one port product sampling probe,
one port plugged

914 mm

152 mm diameter coated - —,
stainless steel mixing duct

Gas mixing

89 mm diameter orifice i

\
152 mm-610 mm diameter coated 4

stainless steel intake funnel 260 mm 34m

172 mm diameter quartz extension pipe

Stainless steel connector 40 mm >
172 mm diameter quartz pipe 299 mm

Four infrared heaters,
each with 152 mm—203 mm 500 W lamps 701 mm
241 mm x 81 mm x 81 mm
3 mm aluminum plate 165 mm x 292 mm 264 mm 17
mm
6 mm aluminum mounting plate . . o
464mmx51mm——————— /L|I Im 78 mm
6 mm adjustable steel angle bracket /yﬁ ’e 73 mm
100 mm diameter aluminum load platform ] <
186 mm diameter aluminum cylinder ——— 11 191 mm rﬁ%
225 mm diameter water-cooled |
shield wnh pneumatic Plston - pE e o - 60 mm —>
216 mm diameter aluminum air distribution box{™ [ L] Inlet air 790
. . . E Star 439 mm mm
6 mm diameter stainless steel pilot tube ——— [_—"| supply
6 mm diameter stainless steel shaft —— | 1
Load cell ™
24 70
Z ,/ 296 mm | MM
Steel frame members

FIGURE 4.1.2 Main View of Apparatus.
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287-8 MEASUREMENT OF FLAMMABILITY OF MATERIALS IN CLEANROOMS USING A FIRE PROPAGATION APPARATUS

13 mm thick calcium silicate Specimen holder transports the flow through the sampling line, and a system
board 102 mm x 102 mm 102 mm x 102 mm, flowmeter and manifolds to direct the flow to individual
High temperature heater or 99 mm diameter CO, CO,, O,, and hydrocarbon gas analyzers.

(typ 4 places)
4.6.1.1 The sampling probe, made of 6.35 mm (0.25 in.)
O.D. stainless steel tubing inserted through a test section port,
shall be positioned so that the open end of the tube is at the
center of the test section.

3 mm plate
(typ 4 places)

Adjustable

zryicgeglaces) 4.6.1.2 The sampling probe shall be connected to a tee fitting
rovide that allows either sample or calibration gas to flow to the ana-

locking devices. lyzer and the excess to waste.

4.6.2 The carbon dioxide analyzer shall permit measure-
ments from 0 ppm to 15,000 ppm, and the carbon monoxide
analyzer shall permit measurements from 0 ppm to 500 ppm

concentration levels.
50 mm x 50 mm

x 4.5 mm
angle (alum) /

4.6.2.1 Drift shall be not more than +1 percent of full scale

over a 24-hour period.
wate?—?:?)oled 4.6.2.2 Precision shall be 1 percent of full scale, and the
shield for 10 percent to 90 percent of full-scale response time shall be
connection points. / 1 second or less

Attaching--/ ,

bracket 4.6.3 The inlet-air oxygen analyzer shall have a 10 percent to

\ >< Load cell 13 mm plate e 90 percent of full-scale response time of 1 second or less, an ac-

Steel “U” N curacy of 1 percent of full scale, a drift of not more than +50 ppm

4« channel O, over one-half hour, and a range of 0 percent to 50 percent.

Pneumatic cylinder

4.6.4 An additional oxygen analyzer shall be permitted to
for cooling shield

measure the depletion of oxygen in the combustion products.

o~
. . 4.6.4.1 This analyzer shall have the same specifications as the
FIGURE 4.3.1(a) Exploded View of Specimen Mounting. inlet-air analyzer but shall have a concentration range of

19 percent to 21 percent.

172 mm diameter quartz extension pipe
Stainless steel connector
172 mm diameter quartz pipe
. 229 mm
Four infrared heaters, 661 mm
each with 152 mm-203 mm 500 W lamps
241 mm x 81 mm x 81 mm

3 mm aluminum plate 165 mm x 292 mm 264 mm
6 mm aluminum mounting plate 12° 17 mm
464 mm x 51 mm f | <!
) ! ! X 78 mm
6 mm adjustable steel angle bracket 1451 mm
} 73 mm

100 mm diameter aluminum load platform — & |
186 mm diameter aluminum cylinder —

225 mm diameter water-cooled | |
shield with pneumatic piston

216 mm diameter aluminum air —

34

191 mm mm

et L1
-
1

60

>~

torm s P E it somy 100
6 mm diameter stainless steel pilot tube /4él/,_"J <70
6 mm diameter stainless steel shaft ———— ] mm
1 kg load cell IR g 296 mm
10 mm aluminum plate —% /
3 mm “U” channel steel frame members i 790 mm

41 mm x 41 mm

FIGURE 4.3.1(b) Main View of Specimen Mounting.
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