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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA codes, standards, recommended practices, and guides, of which the document contained herein is one, are de-
veloped through a consensus standards development process approved by the American National Standards Institute.
This process brings together volunteers representing varied viewpoints and interests to achieve consensus on fire and
other safety issues. While the NFPA administers the process and establishes rules to promote fairness in the develop-
ment of consensus, it does not independently test, evaluate, or verify the accuracy of any information or the soundness
of any judgments contained in its codes and standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether
special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or reliance
on this document. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of any information
published herein.

In issuing and making this document available, the NFPA is not undertaking to render professional or other services
for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any person or entity
to someone else. Anyone using this document should rely on his or her own independent judgment or, as appropriate,
seek the advice of a competent professional in determining the exercise of reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of this document.
Nor does the NFPA list, certify, test or inspect products, designs, or installations for compliance with this document.
Any certification or other statement of compliance with the requirements of this document shall not be attributable to
the NFPA and is solely the responsibility of the certifier or maker of the statement.
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ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides should be aware that
these documents may be superseded at any time by the issuance of new editions or may be
amended from time to time through the issuance of Tentative Interim Amendments. An offi-
cial NFPA document at any point in time consists of the current edition of the document
together with any Tentative Interim Amendments and any Errata then in effect. In order to
determine whether a given documentis the current edition and whether it has been amended
through the issuance of Tentative Interim Amendments or corrected through the issuance of
Errata, consult appropriate NFPA publications such as the National Fire Codes® Subscription
Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed
below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Reg-
ulations Governing Committee Projects shall not be considered the official position of NFPA
or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal
Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights
asserted in connection with any items which are mentioned in or are the subject of NFPA
codes, standards, recommended practices, and guides, and the NFPA disclaims liability for
the infringement of any patent resulting from the use of or reliance on these documents.
Users of these documents are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, is entirely their own responsibility.

NFPA adheres to applicable policies of the American National Standards Institute with
respect to patents. For further information contact the NFPA at the address listed below.

Law and Regulations

Users of these documents should consult applicable federal, state, and local laws and reg-
ulations. NFPA does not, by the publication of its codes, standards, recommended practices,
and guides, intend to urge action that is not in compliance with applicable laws, and these
documents may not be construed as doing so.

Copyrights

This document is copyrighted by the NFPA. It is made available for a wide variety of both
public and private uses. These include both use, by reference, in laws and regulations, and
use in private selfregulation, standardization, and the promotion of safe practices and
methods. By making this document available for use and adoption by public authorities and
private users, the NFPA does not waive any rights in copyright to this document.

Use of NFPA documents for regulatory purposes should be accomplished through adop-
tion by reference. The term “adoption by reference” means the citing of title, edition, and
publishing information only. Any deletions, additions, and changes desired by the adopting
authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the
NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assis-
tance and questions concerning adoption of NFPA documents, contact NFPA at the address
below.

For Further Information

All questions or other communications relating to NFPA codes, standards, recommended
practices, and guides and all requests for information on NFPA procedures governing its
codes and standards development process, including information on the procedures for
requesting Formal Interpretations, for proposing Tentative Interim Amendments, and for
proposing revisions to NFPA documents during regular revision cycles, should be sent to
NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA,
1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101.

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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Copyright © 2007 National Fire Protection Association®. All Rights Reserved.

NFPA® 30

Flammable and Combustible Liquids Code

2008 Edition

This edition of NFPA 30, Flammable and Combustible Liquids Code, was prepared by the
Technical Committee on Fundamentals, the Technical Committee on Operations, the Tech-
nical Committee on Storage and Warehousing of Containers and Portable Tanks, and the
Technical Committee on Tank Storage and Piping Systems, and released by the Technical
Correlating Committee on Flammable and Combustible Liquids. It was issued by the Stan-
dards Council on July 26, 2007, with an effective date of August 15, 2007, and supersedes all
previous editions.

This edition of NFPA 30 was approved as an American National Standard on August 15, 2007.
Origin and Development of NFPA 30

From 1913 to 1957, this document was written as a model municipal ordinance known as
the Suggested Ordinance for the Storage, Handling, and Use of Flammable Liquids. In 1957, the
format was changed to a code, although the technical requirements and provisions remained
the same. During its 90-year existence, numerous revised editions have been published as
dictated by experience and advances in technology.

A brief review of the major changes adopted over the previous seven editions follows. In
1984, the chapter covering automotive and marine service stations was removed from
NFPA 30 and was used as the basis for a separate document, NFPA 30A, Automotive and Marine
Service Station Code, now titled Code for Motor Fuel Dispensing Facilities and Repair Garages. In 1987,
Chapter 5 (Industrial Plants), Chapter 6 (Bulk Plants and Terminals), Chapter 7 (Process
Plants), and Chapter 8 (Refineries, Chemical Plants, and Distilleries) were combined into a
single chapter on operations. In 1990, a new section was added to Chapter 4 to address
hazardous materials storage lockers, and more detailed guidance was added to Section 5-3 to
address ventilation of enclosed process areas and for estimation of fugitive emissions. In 1993,
Chapter 2, Tank Storage, was amended to allow combined remote impounding and diking
systems and to provide relief from the spill control requirements for certain secondary
containment-type tanks. Also, Chapter 4, Container and Portable Tank Storage, was com-
pletely rewritten so that its requirements were presented more clearly, especially for mercan-
tile occupancies.

In 1996, the following major changes were incorporated: requirements for temporary and
permanent closure of underground storage tanks; requirements for tightness testing of tanks
of specific design; recognition of intermediate bulk containers; and mandatory fire protec-
tion design criteria for inside storage of liquids in storage rooms and liquid warehouses.

In 2000, the following major changes were incorporated: complete editorial rewrites of
Chapter 2, Tank Storage, and Chapter 3, Piping Systems; requirements for vaults for above-
ground tanks and for protected aboveground tanks; recognition of certain nonmetallic inter-
mediate bulk containers for Class II and Class III liquids, along with fire protection system
design criteria for them; simplified spill containment and drainage requirements; new fire
protection design criteria for a number of flammable and combustible liquid commodities;
expansion of the requirements for construction and separation of process buildings; a new
section addressing recirculating heat transfer fluid heating systems; a new section addressing
solvent recovery distillation units; and consolidation into a new Chapter 6 of all requirements
for hazardous location electrical area classification.

The 2003 edition of NFPA 30 incorporated the following changes:

(1) All mandatory referenced publications were relocated to Chapter 2, and all definitions
relocated to Chapter 3. All subsequent chapters were renumbered accordingly.

(2) Numerous occupancy definitions were either added or corrected to correlate with
NFPA 1, Uniform Fire Code™; NFPA 101®, Life Safety Code®; and NFPA 5000°, Building
Construction and Safety Code®.
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(3) Separation distance requirements for protected aboveground tanks were reduced, and separation distance re-
quirements for tanks in vaults were eliminated.

(4) Special operating requirements were added for shop-fabricated aboveground tanks with abnormally long vertical
piping for fill and/or vent lines.

(5) New criteria were added to Chapter 6, Container and Portable Tank Storage, for maximum allowable container
sizes.

(6) Fire protection design criteria for unsaturated polyester resins were added.

(7) Section D.5, which contains suggested fire protection design criteria using high-expansion foam systems for
protection of liquids in 1-gallon plastic containers, was added.

(8) Revisions were made to the spacing requirements and construction requirements for process buildings.

(9) Special requirements were added for insulated piping for recirculating heat transfer systems.

(10) Permanent interconnections between fire water systems and process water systems were prohibited.

The 2008 edition of NFPA 30 represents a complete editorial revision of the prior 2003 edition to implement NFPA’s
hazardous materials template, a formatting scheme intended to integrate a common organization and common
outline for all NFPA codes and standards that address the various types of hazardous materials. As a result of the
implementation of the template, the eight chapters that comprised the 2003 edition of NFPA 30 have been subdivided
into 29 shorter, more narrowly focused chapters. Code requirements that are generally applicable to all facilities that
store, handle, and use flammable and combustible liquids have been relocated to the beginning of NFPA 30. Chapters
dealing with bulk storage and bulk handling of liquids have been moved to the end of NFPA 30, based on the reasoning
that not all codes and standards dealing with hazardous materials include provisions for bulk storage.

In addition to the major editorial revision, the 2008 edition of NFPA 30 incorporates the following significant
technical changes:

(1) Several new definitions have been added to Chapter 3 to assist the user in applying the requirements of the code.
Some existing definitions in Chapter 3 have been changed to read the same as the preferred definitions in the
NFPA Glossary of Terms. Where possible, secondary definitions have been moved to appropriate chapters.

(2) New corrosion protection requirements have been added for nonmetallic tanks (21.4.5).

(3) The requirements for construction of vaults (Section 25.5) have been improved for clarity.

(4) Additional requirements for fire-resistant tanks have been added (Section 22.9).

(5) The maximum capacity for secondary containment-type tanks storing Class II and Class IIIA liquids has been
increased from 12,000 gal to 20,000 gal (from 45,000 L to 76,000 L) (22.11.4).

(6) New requirements for periodic testing, maintenance, inspection, and repair of aboveground storage tanks have
been added (Sections 21.5, 21.8, and 22.17).

(7) Overfill prevention requirements have been revised so that they apply to all tanks larger than 1320 gal (5000 L)
capacity (21.7.1).

(8) Special requirements for marine piping systems have been added (Section 27.11).

(9) Chapter 6, Container and Portable Tank Storage, as written in the 2003 edition, has been completely replaced by
Chapters 9 through 16 of this edition. These new chapters regulate storage of containers, portable tanks, and
intermediate bulk containers in a manner that is consistent with model building codes, such as NEPA 5000%,
Building Construction and Safety Codé®, and model fire prevention codes, such as NFPA 1, Uniform Fire Code™, and
incorporate the concepts of maximum allowable quantities (MAQs), control areas, and protection levels.

(10) Fire protection design criteria for inside storage areas have been expanded to include requirements for small
plastic containers of Class IB, IC, II, and III liquids in corrugated cartons and for Class IIIB liquids in corrugated
cardboard intermediate bulk containers with plastic inner liners (Chapter 16).
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COMMITTEE PERSONNEL 30-3

Technical Correlating Committee on Flammable and Combustible Liquids (FLC-AAC)

Jack Woycheese, Chair
Hughes Associates, Incorporated, CA [SE]

John A. Davenport, Aon Risk Consultants, VA [I] Roland A. Riegel, Underwriters Laboratories
John J. Foley, The RJA Group, Incorporated, GA [SE] Incorporated, NY [RT]

Edward Hildebrandt, Village of Morton Grove, IL [E] Douglas A. Rivers, 3M Company, MN [U]
James D. Kieffer, Kieffer & Associates, Incorporated, Orville M. Slye, Jr., Loss Control Associates
Canada [SE] Incorporated, PA [SE]

Richard S. Kraus, PSC Petroleum Safety Consultants, Hugh Patrick Toner, Darnestown, MD [M]
VA [M]

Rep. Society of the Plastics Industry, Incorporated

Rep. American Petroleum Institute Pet Wil GEI Soluti CT
William E. Rehr, BOCA International, Incorporated, IL [E] eter J. s nsuranee Sofutions, L]
Alternates
Luis F. Arango, GE Insurance Solutions, TX [I] Clark D. Shepard, ExxonMobil Corporation, VA [M]
(Alt. to P. J. Willse) (Alt. to R. S. Kraus)
Alfredo M. Ramirez, Underwriters Laboratories
Incorporated, IL [RT]
(Alt. to R. A. Riegel)
Nonvoting
David L. Blomquist, Blomquist Fire Protection Anthony M. Ordile, Loss Control Associates,
Engineering, CA Incorporated, PA [SE]
(Member Emeritus) Rep. TC on Storage and Warehousing of Containers
Dwight H. Havens, City of Phoenix Fire Department, and Portable Tanks
AZ [E] Brooke B. Smith, Jr., Aspen Engineering Incorporated,
Rep. TC on Operations CO [SE]

Donald M. Johnson, Walnut Creek, CA
(Member Emeritus)

John A. LeBlanc, FM Global, MA [I]
Rep. TC on Fundamentals

Rep. TC on Tank Storage and Piping Systems

Robert P. Benedetti, NFPA Staff Liaison

This list vepresents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on safeguarding against
the fire and explosion hazards associated with the storage, handling, and use of flammable and combustible
liquids; and classifying flammable and combustible liquids.
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Technical Committee on Fundamentals (FLC-FUN)

John A. LeBlanc, Chair
FM Global, MA [I]

Robert P. Benedetti, Secretary
National Fire Protection Association, MA

Peter R. Apostoluk, Greif Incorporated, OH [M]
James C. Brundage, IlII, Atlanta Fire Department, GA [E]
Fernando A. Escalante, Eyak Architecture

& Engineering, LLC, VA [SE]

Elson G. Fernandes, Elfent Limited, Canada [M]
John J. Foley, The RJA Group, Incorporated, GA [SE]
Frederic Gil, BP, United Kingdom [M]

Dwight H. Havens, City of Phoenix Fire Department,
AZ [E]

Gene L. Hortz, Rohm and Haas Company, PA [M]
Jeffrey M. Hunt, Alcoa, Incorporated, VA [U]

Jay J. Jablonski, HSB Professional Loss Control, TX [I]
James D. Kieffer, Kieffer & Associates, Incorporated,
Canada [SE]

Roland A. Riegel, Underwriters Laboratories
Incorporated, NY [RT]

(Alt. to A. M. Ramirez)
Joseph L. Scheffey, Hughes Associates, Incorporated,
MD [SE]

(Alt. to J. Woycheese)

Robert P. Benedetti, NFPA Staff Liaison

Alternates

John W. King, Federated Mutual Insurance Company,
MN [I]
Richard S. Kraus, PSC Petroleum Safety Consultants,
VA [M]

Rep. American Petroleum Institute
Bob D. Morgan, Fort Worth Fire Department, TX [E]
Susan M. Preske, St. Paul Travelers, NY [I]
Alfredo M. Ramirez, Underwriters Laboratories
Incorporated, IL [RT]
John W. Richmond, Sr.,
TN [M]
William S. Rogers, SKS, Incorporated, CA [IM]
Peter M. Shank, Nuclear Service Organization, DE [I]
Warren G. Stocker, Safeway Incorporated, CA [U]
Jack Woycheese,

Eastman Chemical Company,

Clark D. Shepard, ExxonMobil Corporation, VA [M]
(Alt. to R. S. Kraus)

Christopher J. Wieczorek, FM Global, MA [I]
(Alt. to J. A. LeBlanc)

This list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents or portions of docu-
ments on the basic requirements for safeguarding against the fire and explosion hazards associated with the
storage and handling of flammable and combustible liquids. This Committee shall also have responsibility
for definitions related to flammable and combustible liquids and for criteria for the classification of flam-

mable and combustible liquids.
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Technical Committee on Operations (FLC-OPS)

Dwight H. Havens, Chair
City of Phoenix Fire Department, AZ [E]

James C. Brundage, III,
[E]
Brian J. Clark, Liberty Mutual Group, MA [I]

Rep. Property Casualty Insurers Association of America
John P. Hartmann, John Hartmann & Associates, IL [SE]
Donald B. Hicks, Dow Corning Corporation, MI [U]

Rep. NFPA Industrial Fire Protection Section
Richard J. Hild, DuPont Performance Coatings, DE [M]
Edward Hildebrandt, Village of Morton Grove, IL [E]
Jay J. Jablonski, HSB Professional Loss Control, TX [I]
Joshy Paul Kallungal, Office of the Fire Marshal,

Canada [E]
James D. Kieffer,
Canada [SE]

Atlanta Fire Department, GA

Kieffer & Associates, Incorporated,

David C. Kirby, Baker Engineering & Risk Consultants,
WV [SE]

Gregory D. Kirby, CYTEC Industries, Incorporated,
WV [U]

Rep. American Chemistry Council
Donald J. Kohn, Kohn Engineering, PA [SE]
Richard S. Kraus, PSC Petroleum Safety Consultants,
VA [M]

Rep. American Petroleum Institute

Alternates

Claire V. De Taeye,
Engineering, NY [I]
(Alt. to B. J. Clark)
Mark Driscoll, GE Insurance Solutions, MA [I]
(Alt. to P. J. Willse)
Harold E. Grossman, II,
(Alt. to K. F. Sykora)
William J. Josler, Verlan Fire Insurance Company, NH [I]
(Alt. to G. A. Seuss, Jr.)
David W. Owen, ExxonMobil Corporation, VA [M]
(Alt. to C. D. Shepard)
Roland A. Riegel, Underwriters Laboratories
Incorporated, NY [RT]
(Alt. to A. M. Ramirez)

Liberty Mutual Property

Alcoa, Incorporated, IN [U]

Nonvoting

Matthew I. Chibbaro, U.S. Department of Labor, DC [E]

Robert P. Benedetti, NFPA Staff Liaison

John A. LeBlanc, FM Global, MA [I]

Gregory A. Milewski, Shell Oil Company, TX [M]
Anthony M. Ordile, Loss Control Associates,
Incorporated, PA [SE]

Arlyn H. Poppen, 3M Company, MN [U]

Susan M. Preske, St. Paul Travelers, NY [I]

Alfredo M. Ramirez, Underwriters Laboratories
Incorporated, IL [RT]

Robert N. Renkes, Petroleum Equipment Institute,

OK [M]
John W. Richmond, Sr., Eastman Chemical Company,
TN [M]
George A. Seuss, Jr., Verlan Fire Insurance Company,
MD (I]

Clark D. Shepard, ExxonMobil Corporation, VA [M]
Brooke B. Smith, Jr., Aspen Engineering Incorporated,
CO [SE]
Kevin F. Sykora, The Sherwin-Williams Company, OH [U]
Rep. American Society of Safety Engineers
Scott M. Tyler, Areva NP Incorporated, IL [U]
Rep. Edison Electric Institute
Peter J. Willse, GE Insurance Solutions, CT [I]
Jack Woycheese, Hughes Associates, Incorporated, CA [SE]

Douglas A. Rivers, 3M Company, MN [U]
(Alt. to A. H. Poppen)
Ronald G. Schaffhauser,
PA [M]
(Alt. to PPG Industries Rep.)
Joseph L. Scheffey, Hughes Associates, Incorporated,
MD [SE]
(Alt. to J. Woycheese)
Orville M. Slye, Jr., Loss Control Associates
Incorporated, PA [SE]
(Alt. to A. M. Ordile)
Beth Tate, Office of the Fire Marshal, Canada [E]
(Alt. to J. P. Kallungal)
Christopher J. Wieczorek, FM Global, MA [I]
(Alt. to J. A. LeBlanc)

PPG Industries, Incorporated,

Thas list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents or portions of docu-
ments on safeguarding against the fire and explosion hazards associated with operations that involve the
handling, transfer, and use of flammable and combustible liquids, either as a principal activity or as an

incidental activity.
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Technical Committee on Storage and Warehousing of Containers and Portable Tanks (FLC-SWC)

Anthony M. Ordile, Chair
Loss Control Associates, Incorporated, PA [SE]

Peter R. Apostoluk, Greif Incorporated, OH [M] Benjamin L. Nelson, Dow Corning Corporation, KY [U]
John J. Foley, The RJA Group, Incorporated, GA [SE] Rep. NFPA Industrial Fire Protection Section
Dwight H. Havens, City of Phoenix Fire Department, David P. Nugent, Aon Risk Consultants, Incorporated,
AZ [E] 1L [1]
Richard J. Hild, DuPont Performance Coatings, DE [M] Martin J. Pabich, Underwriters Laboratories

Rep. National Paint & Coatings Association Incor]?orated, IL [RT] ) )
Edward Hildebrandt, Village of Morton Grove, IL [E] Lee Rmdfuss‘, Marsh Risk Consulting, MA [I]
Joshy Paul Kallungal, Office of the Fire Marshal, Douglas A. Rivers, 3M Company, MN [U]
Canada [E] Joseph L. Scheffey, Hughes Associates, Incorporated,
James D. Kieffer, Kieffer & Associates, Incorporated, MD [SE] .
Canada [SE] I\G/;]:)t.)tg]e A. Seuss, Jr., Verlan Fire Insurance Company,

David C. Kirby, Baker Engineering & Risk Consultants, Michael Spence, Brown Sprinkler Corporation, KY [IM]

WV [SE] Rep. National Fire Sprinkler Association
Gregory D. Kirby, CYTEC Industries, Incorporated, ArthurpM. Stevens, Sterw)'ens Associates, FL [M]
WV U] . . . Rep. Safeway Products
Rep. American Chemistry Council David C. Tabar, The Sherwin-Williams Company,
Richard S. Kraus, PSC Petroleum Safety Consultants, OH [M]
VA [M] William J. Tomes, TVA Fire and Life Safety,
Rep. American Petroleum Institute Incorporated, GA [U]
John A. LeBlanc, FM Global, MA [I] Rep. The Home Depot
Jerry Massa, CP Louisiana, Incorporated, LA [M] Hugh Patrick Toner, Darnestown, MD [M]
Rep. Steel Shipping Container Institute Rep. Society of the Plastics Industry, Incorporated
Roger McKim, LM Property, OR [I] Peter J. Willse, GE Insurance Solutions, CT [I]
Rep. Property Casualty Insurers Association of America Martin H. Workman, The Viking Corporation, MI [M]
Navin D. Mehta, U.S. Department of Defense, VA [U] Rep. American Fire Sprinkler Association
Alternates
Tracey D. Bellamy, TVA Fire and Life Safety, Gregory A. Milewski, Shell Oil Company, TX [M]
Incorporated, GA [U] (Alt. to R. S. Kraus)
(Alt. to W. J. Tomes) Arlyn H. Poppen, 3M Company, MN [U]
Phillip A. Brown, American Fire Sprinkler Association, (Alt. to D. A. Rivers)
Incorporated, TX [M] Roland A. Riegel, Underwriters Laboratories
(Alt. to M. H. Workman) Incorporated, NY [RT]
Robert H. Christopher, R-C Associates, DE [M] (Alt. to M. J. Pabich)
(Alt. to R. J. Hild) Orville M. Slye, Jr., Loss Control Associates
Brian J. Clark, Liberty Mutual Group, MA [I] Incorporated, PA [SE]
(Alt. to R. McKim) (Alt. to A. M. Ordile)
John A. Davenport, Aon Risk Consultants, VA [I] Ronald J. Stephens, Allan Automatic Sprinkler Corp. of
(Alt. to D. P. Nugent) Southern California, CA [IM]
Jonathan M. Eisenberg, The RJA Group, Incorporated, (Alt. to M. Spence)
MA [SE] David C. Swenson, The Sherwin-Williams Company,
(Alt. to J. J. Foley) OH [M]
Donald B. Hicks, Dow Corning Corporation, MI [U] (Alt. to D. C. Tabar)
(Alt. to B. L. Nelson) Beth Tate, Office of the Fire Marshal, Canada [E]
William J. Josler, Verlan Fire Insurance Company, NH [I] (Alt. to J. P. Kallungal)
(Alt. to G. A. Seuss, Jr.) Daniel J. Venier, Marsh USA Incorporated, MI [I]
Craig A. Martens, Fire Station 1, AZ [E] (Alt. to L. Rindfuss)
(Alt. to D. H. Havens) Christopher J. Wieczorek, FM Global, MA [I]
John A. McQuaid, Steel Shipping Container Institute, (Alt. to J. A. LeBlanc)
DC [M] Jack Woycheese, Hughes Associates, Incorporated, CA [SE]
(Alt. to J. Massa) (Alt. to J. L. Scheffey)

Robert P. Benedetti, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents or portions of docu-
ments on safeguarding against the fire and explosion hazards associated with the storage, warehousing, and
display merchandising of flammable and combustible liquids in containers and in portable tanks whose
capacity does not exceed 660 gal (2500 L).
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COMMITTEE PERSONNEL

30-7

Technical Committee on Tank Storage and Piping Systems (FLC-TAN)

Brooke B. Smith, Jr., Chair
Aspen Engineering Incorporated, CO [SE]

Steven P. Allwein,
Gary T. Austerman,
Company, MO [SE]
James C. Brundage, III, Atlanta Fire Department, GA [E]
Sullivan D. Curran, Fiberglass Tank & Pipe Institute,
TX [M]

John A. Davenport,

Morrison Brothers Company, IA [M]
Burns & McDonnell Engineering

Aon Risk Consultants, VA [1]

Charles A. Davis, URS Corporation, FL [SE]

Wayne B. Geyer, Steel Tank Institute, IL [M]

John P. Hartmann, John Hartmann & Associates, IL [SE]

Dwight H. Havens, City of Phoenix Fire Department,

AZ [E]

Douglas L. Jeffries,

Company, CA [U]
Rep. American Petroleum Institute

Joshy Paul Kallungal, Office of the Fire Marshal,

Canada [E]

James D. Kieffer,

Canada [SE]

Chevron Energy Technology

Kieffer & Associates, Incorporated,

David C. Kirby, Baker Engineering & Risk Consultants,
WV [SE]

Alternates
Luis F. Arango, GE Insurance Solutions, TX [I]

(Alt. to P. J. Willse)
John H. Bagnall, Burns & McDonnell Engineering
Company, MO [SE]

(Alt. to G. T. Austerman)
Rodney Hoke, URS Corporation, FL [SE]

(Alt. to C. A. Davis)
Makhoul (Mike) T. Kadri, Michigan Department of
Environmental Quality, MI [E]

(Alt. to A. R. Zajac)
Richard S. Kraus, PSC Petroleum Safety Consultants,
VA [U]

(Alt. to D. L. Jeffries)
Patrick A. McLaughlin,

(Alt. to S. D. Curran)
David P. Nugent, Aon Risk Consultants, Incorporated,
IL [1]

(Alt. to J. A. Davenport)

McLaughlin & Associates, RI [M]

Nonvoting

David L. Blomquist,
Engineering, CA
(Member Emeritus)

Blomquist Fire Protection

Robert P. Benedetti, NFPA Staff Liaison

Gregory D. Kirby, CYTEC Industries, Incorporated,
WV [U]
Rep. American Chemistry Council
Susan M. Preske, St. Paul Travelers, NY [I]
Robert N. Renkes, Petroleum Equipment Institute,
OK [M]
John W. Richmond, Sr.,
TN [U]
Roland A. Riegel, Underwriters Laboratories
Incorporated, NY [RT]
James R. Rocco, Sage Risk Solutions, LL.C, OH [U]
Rep. Petroleum Marketers Association of America
Clark D. Shepard, ExxonMobil Corporation, VA [U]
Orville M. Slye, Jr., Loss Control Associates
Incorporated, PA [SE]
Peter J. Willse, GE Insurance Solutions, CT [I]
Jack Woycheese, Hughes Associates, Incorporated, CA [SE]
Andrea R. Zajac, Michigan Department of
Environmental Quality, MI [E]

Eastman Chemical Company,

Anthony M. Ordile, Loss Control Associates,
Incorporated, PA [SE]

(Alt. to O. M. Slye, Jr.)

David W. Owen, ExxonMobil Corporation, VA [U]

(Alt. to C. D. Shepard)

Charles R. Plummer, PPM Consultants, Incorporated,
LA [U]

(Alt. to J. R. Rocco)
Alfredo M. Ramirez,
Incorporated, IL [RT]

(Alt. to R. A. Riegel)

Jeffrey M. Shapiro, International Code Consultants,
TX [M]

(Alt. to W. B. Geyer)

Beth Tate, Office of the Fire Marshal, Canada [E]

(Alt. to J. P. Kallungal)

Underwriters Laboratories

Donald M. Johnson, Walnut Creek, CA
(Member Emeritus)

This list vepresents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents or portions of docu-
ments on safeguarding against the fire and explosion hazards associated with the storage of flammable and
combustible liquids in fixed aboveground and underground tanks of any size, including tanks in buildings,
except as specifically covered by other NFPA documents, and with the installation of piping systems for
flammable and combustible liquids. This Committee shall also have primary responsibility for documents or
portions of documents on safeguarding against the fire and explosion hazards associated with the storage of
flammable and combustible liquids in portable tanks whose capacity exceeds 660 gal (2500 L).
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ADMINISTRATION 30-13

NFPA 30
Flammable and Combustible Liquids Code

2008 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes to the content of this code have not been marked
by vertical rules and deletion bullets due to the fact that the
entire document has undergone restructuring.

Areference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex H. Editorial
changes to extracted material consist of revising references to
an appropriate division in this document or the inclusion of
the document number with the division number when the
reference is to the original document. Requests for interpreta-
tions or revisions of extracted text shall be sent to the techni-
cal committee responsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex H.

Chapter 1 Administration

1.1 Scope.

1.1.1* This code shall apply to the storage, handling, and use
of flammable and combustible liquids, including waste lig-
uids, as herein defined and classified.

1.1.2 This code shall not apply to the following:

(1)*Any liquid that has a melting point of 100°F (37.8°C) or
greater

(2)*Any liquid that does not meet the criteria for fluidity given
in the definition of liguid in Chapter 3 and in the provi-
sions of Chapter 4

(3) Any cryogenic fluid or liquefied gas, as defined in Chap-
ter 3

(4)*Any liquid that does not have a flash point, but which is
capable of burning under certain conditions

(5)*Any aerosol product

(6) Any mist, spray, or foam

(7)*Transportation of flammable and combustible liquids as
governed by the U.S. Department of Transportation

(8)*Storage, handling, and use of fuel oil tanks and contain-
ers connected with oil-burning equipment

1.2* Purpose. The purpose of this code shall be to provide
fundamental safeguards for the storage, handling, and use of
flammable and combustible liquids.

1.3 Application. The requirements in this code shall apply to
users, producers, distributors, and others who are involved
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with the storage, handling, or use of flammable and combus-
tible liquids.

1.3.1 Chapters 1 through 7 shall apply to all facilities where
flammable or combustible liquids are stored, handled, or used.

1.3.2 Chapters 9 through 12 shall apply to the storage of
flammable or combustible liquids in containers, portable
tanks, and intermediate bulk containers in the occupancies
covered by the scope of each chapter.

1.3.3 Chapter 13 shall apply to the storage of flammable or
combustible liquids in containers, portable tanks, and inter-
mediate bulk containers in detached unprotected buildings.

1.3.4 Chapter 14 shall apply to the storage of flammable or com-
bustible liquids in containers, portable tanks, and intermediate
bulk containers in hazardous materials storage lockers.

1.3.5 Chapter 15 shall apply to the outdoor storage of flam-
mable or combustible liquids in containers, portable tanks,
and intermediate bulk containers.

1.3.6 Chapter 16 shall apply to fire protection design criteria
used to protect storage of flammable or combustible liquids in
containers, portable tanks, and intermediate bulk containers.

1.3.7 Chapter 17 shall apply to the design and construction
of facilities where flammable or combustible liquids are pro-
cessed or used.

1.3.8 Chapter 18 shall apply to the general requirements re-
lated to handling, dispensing, transfer, and use of flammable
or combustible liquids.

1.3.9 Chapter 19 shall apply to specific equipment and spe-
cific operations that use flammable or combustible liquids.

1.3.10 Chapters 21 through 25 shall apply to bulk storage of
flammable or combustible liquids in tanks.

1.3.11 Chapter 27 shall apply to piping systems for transfer-
ring flammable or combustible liquids.

1.3.12 Chapter 28 shall apply to loading and unloading sys-
tems associated with bulk storage of flammable or combus-
tible liquids in tanks.

1.3.13 Chapter 29 shall apply to wharves associated with bulk
handling of flammable or combustible liquids.

1.4 Retroactivity. The provisions of this code reflect a consen-
sus of what is necessary to provide an acceptable degree of
protection from the hazards addressed in this code at the time
the code was issued.

1.4.1 Unless otherwise specified, the provisions of this code
shall not apply to facilities, equipment, structures, or installa-
tions that existed or were approved for construction or instal-
lation prior to the effective date of the code. Where specified,
the provisions of this code shall be retroactive.

1.4.2* In those cases where the authority having jurisdiction
determines that the existing situation presents an unaccept-
able degree of risk, the authority having jurisdiction shall be
permitted to apply retroactively any portion of this code
deemed appropriate.

1.4.3 The retroactive requirements of this code shall be per-
mitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic-
tion, and only where it is clearly evident that a reasonable
degree of safety is provided.
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1.5 Equivalency. Nothing in this code is intended to prevent
the use of systems, methods, or devices of equivalent or supe-
rior quality, strength, fire resistance, effectiveness, durability,
and safety over those prescribed by this code. Technical docu-
mentation shall be submitted to the authority having jurisdic-
tion to demonstrate equivalency. The system, method, or de-
vice shall be approved for the intended purpose by the
authority having jurisdiction.

1.5.1 The provisions of this code shall be permitted to be
altered at the discretion of the authority having jurisdiction
after consideration of special situations, such as topographical
conditions of the site, presence or absence of protective fea-
tures (e.g., barricades, walls, etc.), adequacy of building exits,
the nature of the occupancy, proximity to buildings or adjoin-
ing property and the construction of such buildings, capacity
and construction of proposed storage tanks and the nature of
the liquids to be stored, the nature of the process, the degree
to which private fire protection is provided, and the capabili-
ties of the local fire department. Such alternate arrangements
shall provide protection at least equivalent to that required by
this code.

1.5.2 The provisions of this code shall also be permitted to be
altered at the discretion of the authority having jurisdiction in
cases where other regulations, such as those for environmen-
tal protection, impose requirements that are not anticipated
by this code. Such alternate arrangements shall provide pro-
tection at least equivalent to that required by this code.

1.5.3 Installations made in accordance with the applicable
requirements of the following standards shall be deemed to be
in compliance with this code:

(1) NFPA 1, Uniform Fire Code
(2) NFPA 30A, Code for Motor Fuel Dispensing Facilities and Re-
pair Garages
(3) NFPA31, Standard for the Installation of Oil-Burning Equipment
(4) NFPA 32, Standard for Drycleaning Plants
(5) NFPA 33, Standard for Spray Application Using Flammable or
Combustible Materials
(6) NFPA 34, Standard for Dipping and Coating Processes Using
Hammable or Combustible Liquids
(7) NFPA 35, Standard for the Manufacture of Organic Coatings
(8) NFPA 36, Standard for Solvent Extraction Plants
(9) NFPA 37, Standard for the Installation and Use of Stationary
Combustion Engines and Gas Turbines
(10) NFPA 45, Standard on Fire Protection for Laboratories Using
Chemicals
(11) Chapter 10 of NFPA 99, Standard for Health Care Facilities
(12) NFPA 5000, Building Construction and Safety Code

1.6 Symbols, Units, and Formulas.

1.6.1 The units of measure in this code are presented first in
U.S. customary units (inch-pound units). SI units (International
System of Units) follow the inch-pound units in parentheses.

1.6.2 Either system of units shall be acceptable for satisfying
the requirements in the code.

1.6.3 Users of this code shall apply one system of units consis-
tently and shall not alternate between units.

1.6.4 The values presented for measurements in this code are
expressed with a degree of precision appropriate for practical
application and enforcement. It is not intended that the appli-
cation or enforcement of these values be more precise than
the precision expressed.
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1.6.5 Where extracted text contains values expressed in only
one system of units, the values in the extracted text have been
retained without conversion to preserve the values established by
the responsible technical committee in the source document.

1.6.6 If a value for measurement given in this standard is
followed by an equivalent value in other units, the first stated
shall be regarded as the requirement. The given equivalent
value shall be considered to be approximate.

1.7 Code Adoption Requirements. (Reserved)
1.8 Permits. (Reserved)

1.9 Enforcement. This code shall be administered and en-
forced by the authority having jurisdiction designated by the
governing authority. (See Annex G for sample wording for enabling
legislation. )

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this code and shall be consid-
ered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 1, Uniform Fire Code™, 2006 edition.

NFPA 10, Standard for Portable Fire Extinguishers, 2007 edition.

NFPA 11, Standard for Low-, Medium-, and High-Expansion
Foam, 2005 edition.

NFPA 12, Standard on Carbon Dioxide Extinguishing Systems,
2008 edition.

NFPA 12A, Standard on Halon 1301 Fire Extinguishing Systems,
2004 edition.

NFPA 13, Standard for the Installation of Sprinkler Systems, 2007
edition.

NFPA 14, Standard for the Installation of Standpipe and Hose
Systems, 2007 edition.

NFPA 15, Standard for Water Spray Fixed Systems for Fire Protec-
tion, 2007 edition.

NFPA 16, Standard for the Installation of Foam-Water Sprinkler
and Foam-Water Spray Systems, 2007 edition.

NFPA 17, Standard for Dry Chemical Extinguishing Systems,
2002 edition.

NFPA 24, Standard for the Installation of Private Fire Service
Mains and Their Appurtenances, 2007 edition.

NFPA 25, Standard for the Inspection, Testing, and Maintenance
of Water-Based Fire Protection Systems, 2008 edition.

NFPA 30A, Code for Motor Fuel Dispensing Facilities and Repair
Garages, 2008 edition.

NFPA 30B, Code for the Manufacture and Storage of Aerosol Prod-
ucts, 2007 edition.

NFPA 31, Standard for the Installation of Oil-Burning Equip-
ment, 2006 edition.

NFPA 32, Standard for Drycleaning Plants, 2007 edition.

NFPA 33, Standard for Spray Application Using Flammable or
Combustible Materials, 2007 edition.

NFPA 34, Standard for Dipping and Coating Processes Using
Flammable or Combustible Liquids, 2007 edition.

NFPA 35, Standard for the Manufacture of Organic Coalings,
2005 edition.

NFPA 36, Standard for Solvent Extraction Plants, 2004 edition.

NFPA 37, Standard for the Installation and Use of Stationary
Combustion Engines and Gas Turbines, 2006 edition.
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NFPA 45, Standard on Fire Protection for Laboratories Using
Chemicals, 2004 edition.

NFPA 58, Liquefied Petroleum Gas Code, 2008 edition.

NFPA 59A, Standard for the Production, Storage, and Handling
of Liquefied Natural Gas (LNG), 2006 edition.

NFPA 68, Standard on Explosion Protection by Deflagration Vent-
ing, 2007 edition.

NFPA 69, Standard on Explosion Prevention Systems, 2008
edition.

NFPA 70, National Electrical Code®, 2008 edition.

NFPA 80, Standard for Fire Doors and Other Opening Protectives,
2007 edition.

NFPA 85, Boiler and Combustion Systems Hazards Code, 2007
edition.

NFPA 91, Standard for Exhaust Systems for Air Conveying of Vapors,
Gases, Mists, and Noncombustible Particulate Solids, 2004 edition.

NFPA 99, Standard for Health Care Facilities, 2005 edition.

NFPA 101®, Life Safety Code®, 2006 edition.

NFPA 220, Standard on Types of Building Construction, 2006
edition.

NFPA 221, Standard for High Challenge Fire Walls, Fire Walls,
and Fire Barrier Walls, 2006 edition.

NFPA 251, Standard Methods of Tests of Fire Resistance of Build-
ing Construction and Materials, 2006 edition.

NFPA 303, Fire Protection Standard for Marinas and Boatyards,
2006 edition.

NFPA 307, Standard for the Construction and Fire Protection of
Marine Terminals, Piers, and Wharves, 2006 edition.

NFPA 326, Standard for the Safeguarding of Tanks and Contain-
ers for Entry, Cleaning, or Repair, 2005 edition.

NFPA 505, Fire Safety Standard for Powered Industrial Trucks
Including Type Designations, Areas of Use, Conversions, Mainte-
nance, and Operations, 2006 edition.

NFPA 704, Standard System for the Identification of the Hazards
of Materials for Emergency Response, 2007 edition.

NFPA 2001, Standard on Clean Agent Fire Extinguishing Sys-
tems, 2008 edition.

NFPA 5000, Building Construction and Safety Code®, 2006
edition.

2.3 Other Publications.

2.3.1 API Publications. American Petroleum Institute, 1220 L
Street, NW, Washington, DC 20005-4070.

API Specification 12B, Bolted Tanks for Storage of Production
Liquids, 14th edition, 1995.

API Specification 12D, Field Welded Tanks for Storage of Pro-
duction Liquids, 10th edition, 1994.

API Specification 12F, Shop Welded Tanks for Storage of Produ.c-
tion Liquids, 11th edition, 1994.

API 620, Recommended Rules for the Design and Construction of
Large, Welded, Low-Pressure Storage Tanks, 10th edition, 2002.

API Standard 650, Welded Steel Tanks for Oil Storage, 10th
edition, 1998.

API Standard 653, Tank Inspection, Repair, Alteration, and Re-
construction, 3rd edition, 2001.

API Standard 2000, Venting Atmospheric and Low-Pressure Stor-
age Tanks, 5th edition, 1998.

API 2350, Overfill Protection for Storage Tanks in Petroleum Fa-
cilities, 3rd edition, 2005.
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2.3.2 ASME Publications. American Society of Mechanical
Engineers, Three Park Avenue, New York, NY 10016-5990.

ASME Boiler and Pressure Vessel Code, 2007 .
ASME B31, Code for Pressure Piping, 2006.
ASME Code for Unfired Pressure Vessels, 2007.

2.3.3 ASTM Publications. ASTM International, 100 Barr Har-
bor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959.

ASTM A 395, Standard Specification for Ferritic Ductile Iron
Pressure-Retaining Castings for Use at Elevated Temperatures, 1999.

ASTM D 5, Standard Test Method for Penetration of Bituminous
Materials, 2006.

ASTM D 56, Standard Test Method for Flash Point by Tag Closed
Cup Tester, 2005.

ASTM D 86, Standard Test Method for Distillation of Petroleum
Products at Atmospheric Pressure, 2005.

ASTM D 92, Standard Test Method for Flash and Fire Points by
Cleveland Open Cup Tester, 2005.

ASTM D 93, Standard Test Methods for Flash Point by Pensky-
Martens Closed Cup Tester, 2002.

ASTM D 323, Standard Test Method for Vapor Pressure of Petro-
leum Products (Reid Method), 2006.

ASTM D 3278, Standard Test Methods for Flash Point of Liquids
by Small Scale Closed Cup Apparatus, 1996.

ASTM D 3828, Standard Test Methods for Flash Point by Small
Scale Closed Cup Tester, 2005.

ASTM D 4359, Standard Test for Determining Whether a Mate-
rial is a Liquid or a Solid, 1999.

ASTM F 852, Standard Specification for Portable Gasoline Con-
tainers for Consumer Use, 1999.

ASTM F 976, Specification for Portable Kerosine and Diesel Con-
tainers for Consumer Use, 2002.

2.3.4 FM Publications. FM Global, 1301 Atwood Avenue,
P.O. Box 7500, Johnston, RI 02919.

Approval Standard for Safety Containers and Filling, Supply, and
Disposal Containers— Class Numbers 6051 and 6052, May 1976.

FM Global Approval, Examination Program for Fusible Closures
Jor Steel Drums, Class Number 6083, October 2006.

2.3.5 NMFTA Publications. National Motor Freight Traffic
Association, 1001 North Fairfax Street, Suite 600, Alexandria, VA
22314.

National Motor Freight Classification, 2006.

2.3.6 NRFC Publications. National Railroad Freight Com-
mittee, 222 South Riverside Plaza, Chicago, IL 60606-5945.

Uniform Freight Classification.

2.3.7 STI Publications. Steel Tank Institute, 570 Oakwood
Road, Lake Zurich, IL. 60047.

STI SP001, Standard for the Inspection of Aboveground Storage
Tanks, 2006.

2.3.8 UL Publications. Underwriters Laboratories Inc., 333
Pfingsten Road, Northbrook, IL 60062-2096.

ANSI/UL 30, Standard for Metal Safety Cans, 2004.

UL 58, Standard for Steel Underground Tanks for Flammable and
Combustible Liquids, 1998.
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ANSI/UL 80, Standard for Steel Tanks for Oil Burner Fuel, 2004.

ANSI/UL 142, Standard for Steel Aboveground Tanks for Flam-
mable and Combustible Liquids, 2002.

UL 971, Standard for Nonmetallic Underground Piping for Flam-
mable Liquids, 2005.

ANSI/UL 1313, Standard for Nonmetallic Safety Cans for Petro-
lewm Products, 2003.

ANSI/UL 1314, Standard for Special Purpose Metal Containers,
2005.

ANSI/UL 1316, Standard for Glass-Fiber Reinforced Plastic Un-
derground Storage Tanks for Petrolewm Products, Alcohols, and
Alcohol-Gasoline Mixtures, 2006.

ANSI/UL 1746, Standard for External Corrosion Protection Sys-
tems for Steel Underground Storage Tanks, 2002.

UL 2080, Standard for Fire Resistant Tanks for Flammable and
Combustible Liquids, 2000.

ANSI/UL 2085, Standard for Protected Aboveground Tanks for
Flammable and Combustible Liquids, 1999.

ANSI/UL 2208, Standard for Solvent Distillation Units, 2005.

ANSI/UL 2245, Standard for Below-Grade Vaults for Flammable
Liquid Storage Tanks, 1999.

UL 2368, Standard for Fire Exposure Testing of Intermediate Bulk
Containers for Flammable and Combustible Liquids, 2001.

2.3.9 UN Publications. United Nations, Headquarters, New
York, NY 10017.

Recommendations on the Transport of Dangerous Goods, 14th
revised edition, 2005.

2.3.10 U.S. Government Publications. U.S. Government Print-
ing Office, Washington, DC 20402.

Title 33, Code of Federal Regulations, “Navigation and
Navigable Waters,” Parts 154, 155, and 156.

Title 46, Code of Federal Regulations, “Shipping,” Parts 30,
32, 35, and 39.

Title 49, Code of Federal Regulations, “Iransportation,”
Parts 100 through 199.

2.3.11 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.

NFPA 30B, Code for the Manufacture and Storage of Aerosol Prod-
ucts, 2007 edition.

NFPA 52, Vehicular Fuel Systems Code, 2006 edition.

NFPA 55, Standard for the Storage, Use, and Handling of Com-
pressed Gases and Cryogenic Fluids in Portable and Stationary Con-
tainers, Cylinders, and Tanks, 2005 edition.

NFPA 101%, Life Safety Code®, 2006 edition.

NFPA 307, Standard for the Construction and Fire Protection of
Marine Terminals, Piers, and Wharves, 2006 edition.

NFPA 1141, Standard for Fire Protection Infrastructure for Land
Development in Suburban and Rural Areas, 2008 edition.

NFPA 5000, Building Construction and Safelty Code®, 2006
edition.
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Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this code. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1*% Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3% Code. Astandard that is an extensive compilation of pro-
visions covering broad subject matter or that is suitable for adop-
tion into law independently of other codes and standards.

3.2.4 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an orga-
nization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or mate-
rials, and by whose labeling the manufacturer indicates com-
pliance with appropriate standards or performance in a
specified manner.

3.2.5% Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalu-
ation of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated stan-
dards or has been tested and found suitable for a specified
purpose.

3.3 General Definitions.
3.3.1 Area.

3.3.1.1 Control Area. A building or portion of a building
within which flammable and combustible liquids are allowed
to be stored, dispensed, and used or handled in quantities
that do not exceed the maximum allowable quantity (MAQ).
[5000, 2006] (See also 3.3.34, Maximum Allowable Quantity.)

3.3.1.2 Fire Area. An area of a building separated from
the remainder of the building by construction having a fire
resistance of at least 1 hour and having all communicating
openings properly protected by an assembly having a fire
resistance rating of at least 1 hour.

3.3.1.3 Inside Liquid Storage Area. Aroom or building used
for the storage of liquids in containers or portable tanks,
separated from other types of occupancies.

3.3.2 Barrel. Aunitofvolume used in the petroleum industry
that is equal to 42 gal (159 L).

3.3.3 Basement. For the purposes of this code, a story of a
building or structure having one-half or more of its height
below ground level and to which access for fire-fighting pur-
poses is restricted.
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3.3.4 Boiling Point. The temperature at which the vapor pres-
sure of a liquid equals the surrounding atmospheric pressure.

3.3.5% Boil-Over. An event in the burning of certain oils in an
open-top tank when, after a long period of quiescent burning,
there is a sudden increase in fire intensity associated with ex-
pulsion of burning oil from the tank.

3.3.6 Building. A structure, usually enclosed by walls and a
roof, constructed to provide support or shelter for an in-
tended occupancy. [1141, 2008]

3.3.6.1% Important Building. A building that is considered
not expendable in an exposure fire.

3.3.6.2 Storage Tank Building. A three-dimensional space
that is enclosed by a roof and walls that cover more than
one-half of the possible area of the sides of the space, is of
sufficient size to allow entry by personnel, will likely limit
the dissipation of heat or dispersion of vapors, and restricts
access for fire fighting.

3.3.7 Building Code. The building code referenced in Chap-
ter 2 of this code.

3.3.8 Chemical Plant. Alarge integrated plant or that portion
of such a plant, other than a refinery or distillery, where lig-
uids are produced by chemical reactions or used in chemical
reactions.

3.3.9 Closed-Top Diking. A dike with a cover intended to
minimize the entrance of precipitation into the diked area.

3.3.10* Container. Any vessel of 119 gal (450 L) or less capac-
ity used for transporting or storing liquids.

3.3.10.1 Closed Container. A container as herein defined, so
sealed by means of a lid or other device that neither liquid nor
vapor will escape from it at ordinary temperatures.

3.3.10.2 Intermediate Bulk Container. Any closed vessel hav-
ing a liquid capacity not exceeding 3000 L (793 gal) and
intended for storing and transporting liquids, as defined in
Title 49, Code of Federal Regulations, Parts 100 through
199 or in Part 6 of the United Nations’ Recommendations on
the Transport of Dangerous Goods.

3.3.10.3* Nonmetallic Container. A container as defined in
3.3.10, constructed of glass, plastic, fiber, or a material
other than metal.

3.3.10.4* Nonmetallic Intermediate Bulk Container. An inter-
mediate bulk container, as defined in 3.3.10.2, constructed
of glass, plastic, fiber, or a material other than metal.

3.3.11 Crude Petroleum. Hydrocarbon mixtures that have a
flash point below 150°F (65.6°C) and that have not been pro-
cessed in a refinery.

3.3.12 Cryogenic Fluid. A fluid with a boiling point lower
than —90°C (=130°F) at an absolute pressure of 101.325 kPa
(14.7 psi). [55, 2005]

3.3.13 Damage-Limiting Construction. For the purposes of
this code, any set of construction elements, used individually
or in combination, which will act to limit damage from an
explosion, including open structures, pressure relieving con-
struction, or pressure resistant construction.

3.3.14 Distillery. Aplantor that portion of a plantwhere liquids
produced by fermentation are concentrated and where the con-
centrated products are also mixed, stored, or packaged.
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3.3.15 Dwelling.

3.3.15.1 Multifamily Dwelling. A building that contains three
or more dwelling units.

3.3.15.2 One-Family Dwelling. A building that consists solely
of one dwelling unit.

3.3.15.3 Two-Family Dwelling. A building that consists solely
of two dwelling units.

3.3.16 Dwelling Unit. One or more rooms arranged for the use
of one or more individuals living together, providing complete,
independent living facilities, including permanent provisions for
sleeping, eating, cooking, and sanitation. [ 5000, 2006]

3.3.17 Fire Code. The fire code referenced in Chapter 2 of
this code.

3.3.18 Fire Point. The lowest temperature at which a liquid
will ignite and achieve sustained burning when exposed to a
test flame in accordance with ASTM D 92, Standard Test Method
for Flash and Fire Points by Cleveland Open Cup Tester.

3.3.19 Flash Point. The minimum temperature of a liquid at
which sufficient vapor is given off to form an ignitible mixture
with the air, near the surface of the liquid or within the vessel
used, as determined by the appropriate test procedure and
apparatus specified in Section 4.4.

3.3.20* Fugitive Emissions. Releases of flammable vapor that
continuously or intermittently occur from process equipment
during normal operations.

3.3.21* Hazardous Material or Hazardous Chemical. Material
presenting dangers beyond the fire problems relating to flash
point and boiling point.

3.3.22 Hazardous Materials Storage Locker. A movable pre-
fabricated structure, manufactured primarily at a site other
than the final location of the structure and transported com-
pletely assembled or in a ready-to-assemble package to the fi-
nal location, and intended to meet local, state, and federal
requirements for outside storage of hazardous materials.

3.3.23* Hazardous Reaction or Hazardous Chemical Reac-
tion. Reactions that result in dangers beyond the fire prob-
lems relating to flash point and boiling point of either the
reactants or of the products.

3.3.24 Heat Transfer Fluid (HTF). A liquid that is used as a
medium to transfer heat energy from a heater or vaporizer to a
remote heat consumer (e.g., injection molding machine,
oven, or dryer, or jacketed chemical reactor).

3.3.25 High Hazard Level 2 Contents. Contents that present a
deflagration hazard or a hazard from accelerated burning. For
the purposes of this code, this includes Class I, Class II, or
Class IITA liquids that are used or stored in normally open
containers or systems, or in closed containers or systems at
gauge pressures 15 psi (103 kPa) or greater.

3.3.26 High Hazard Level 3 Contents. Contents that readily
support combustion or that present a physical hazard. For the
purposes of this code, this includes Class I, Class II, or Class IIIA
liquids that are used or stored in normally closed containers or in
closed systems at gauge pressures of less than 15 psi (103 kPa).

3.3.27 Hotel. Abuilding or groups of buildings under the same
management in which there are sleeping accommodations for
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more than 16 persons and primarily used by transients for lodg-
ing with or without meals. [ 101, 2006]

3.3.28 Incidental Liquid Use or Storage. Use or storage as a
subordinate activity to that which establishes the occupancy or
area classification.

3.3.29 Liquefied Gas. A gas, other than in solution, thatin a
packaging under the charged pressure exists both as a liquid
and a gas at a temperature of 68°F (20°C).

3.3.30 Liquid. Any material that (1) has a fluidity greater
than that of 300 penetration asphalt when tested in accor-
dance with ASTM D 5, Standard Test Method for Penetration of
Bituminous Materials, or (2) is a viscous substance for which a
specific melting point cannot be determined but that is deter-
mined to be a liquid in accordance with ASTM D 4359, Stan-
dard Test for Determining Whether a Material is a Liquid or a Solid.

3.3.30.1 Combustible Liquid. Any liquid that has a closed-
cup flash point at or above 100°F (37.8°C), as determined by
the test procedures and apparatus set forth in Section 4.4.
Combustible liquids are classified according to Section 4.3.

3.3.30.2% Flammable Liquid. Any liquid that has a closed-
cup flash point below 100°F (37.8°C), as determined by the
test procedures and apparatus set forth in Section 4.4, and
a Reid vapor pressure that does not exceed an absolute
pressure of 40 psi (276 kPa) at 100°F (37.8°C), as deter-
mined by ASTM D 323, Standard Test Method for Vapor Pres-
sure of Petroleum Products (Reid Method). Flammable liquids
are classified according to Section 4.3.

3.3.30.3 Stable Liquid. Any liquid not defined as unstable.

3.3.30.4 Unstable Liquid. Aliquid that, in the pure state or
as commercially produced or transported, will vigorously po-
lymerize, decompose, undergo condensation reaction, or be-
come selfreactive under conditions of shock, pressure, or
temperature.

3.3.30.5% Water-Miscible Liquid. A liquid that mixes in all
proportions with water without the use of chemical addi-
tives, such as emulsifying agents.

3.3.31 Liquid Storage Room. Aroom that is used for the stor-
age of liquids in containers, portable tanks, or intermediate
bulk containers, has a floor area that does not exceed 500 ft?,
and might be totally enclosed within a building — that is, the
room might have no exterior walls.

3.3.32 Liquidtight. The ability of an enclosure or device to
prevent the unintended release of liquids at normal operating
temperature and pressure ranges.

3.3.33 Liquid Warehouse. See 3.3.58.2.

3.3.34* Maximum Allowable Quantity (MAQ). For the pur-
poses of this code, the quantity of flammable and combustible
liquid permitted in a control area.

3.3.35 Occupancy. The purpose for which a building or por-
tion thereof is used or intended to be used. [101, 2006]

3.3.35.1 Ambulatory Health Care Occupancy. A building or
portion thereof used to provide services or treatment simulta-
neously to four or more patients that provides, on an outpa-
tient basis, one or more of the following: (1) treatment for
patients that renders the patients incapable of taking action
for self-preservation under emergency conditions without the
assistance of others; (2) anesthesia that renders the patients
incapable of taking action for self-preservation under emer-
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gency conditions without the assistance of others; (3) emer-
gency or urgent care for patients who, due to the nature of
their injury or illness, are incapable of taking action for self-
preservation under emergency conditions without the assis-
tance of others. [101, 2006]

3.3.35.2 Assembly Occupancy. An occupancy (1) used for a
gathering of 50 or more persons for deliberation, worship,
entertainment, eating, drinking, amusement, awaiting trans-
portation, or similar uses; or (2) used as a special amusement
building, regardless of occupant load. [101, 2006]

3.3.35.3 Business Occupancy. An occupancy used for ac-
count and record keeping or the transaction of business
other than mercantile. [101, 2006]

3.3.35.4 Day-Care Occupancy. An occupancy in which four
or more clients receive care, maintenance, and supervi-
sion, by other than their relatives or legal guardians, for
less than 4 hours per day. [101, 2006]

3.3.35.5 Detention and Correctional Occupancy. An occu-
pancy used to house four or more persons under varied
degrees of restraint or security where such occupants are
mostly incapable of self-preservation because of security
measures not under the occupants’ control. [101, 2006]

3.3.35.6 Educational Occupancy. An occupancy used for
educational purposes through the twelfth grade by six or
more persons for 4 or more hours per day or more than
12 hours per week. [101, 2006]

3.3.35.7 Health Care Occupancy. An occupancy used for
purposes of medical or other treatment or care of four or
more persons where such occupants are mostly incapable
of self-preservation due to age, physical or mental disability,
or because of security measures not under the occupants’
control. [101, 2006]

3.3.35.8 Industrial Occupancy. An occupancy in which
products are manufactured or in which processing, assem-
bling, mixing, packaging, finishing, decorating, or repair
operations are conducted. [101, 2006]

3.3.35.9 Mercantile Occupancy. An occupancy used for the
display and sale of merchandise. [101, 2006]

3.3.35.10 Residential Occupancy. An occupancy that pro-
vides sleeping accommodations for purposes other than
health care or detention and correctional. [ 101, 2006]

3.3.35.11 Residential Board and Care Occupancy. Abuilding
or portion thereof that is used for lodging and boarding of
four or more residents, not related by blood or marriage to
the owners or operators, for the purpose of providing per-
sonal care services. [101, 2006]

3.3.35.12 Storage Occupancy. An occupancy used primarily
for the storage or sheltering of goods, merchandise, prod-
ucts, vehicles, or animals. [ 101, 2006]

3.3.36 Occupancy Classification. The system of defining the
predominant operating characteristic of a portion of a building
or plant for purposes of applying relevant sections of this code.

3.3.36.1 Outdoor Occupancy Classification. The system of
defining the predominant operating characteristic of an out-
door operation that is not enclosed in a building or shelter for
purposes of applying relevant sections of this code.
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3.3.37* Operating Unit (Vessel) or Process Unit (Vessel). The
equipment in which a unit operation or unit process is con-
ducted. (See also 3.3.49, Unit Operation or Unit Process.)

3.3.38 Operations. A general term that includes, but is not
limited to, the use, transfer, storage, and processing of liquids.

3.3.39% Pier. A structure, usually of greater length than width
and projecting from the shore into a body of water with direct
access from land, that can be either open deck or provided
with a superstructure. [307, 2006]

3.3.40 Pressure Vessel. A container or other component de-
signed in accordance with the ASME Boiler and Pressure Vessel
Code. [52, 2006]

3.3.41% Process or Processing. An integrated sequence of
operations.

3.3.42 Protection for Exposures. Fire protection for struc-
tures on property adjacent to liquid storage that is provided by
(1) a public fire department or (2) a private fire brigade main-
tained on the property adjacent to the liquid storage, either of
which is capable of providing cooling water streams to protect
the property adjacent to the liquid storage.

3.3.43 Refinery. A plantin which flammable or combustible
liquids are produced on a commercial scale from crude petro-
leum, natural gasoline, or other hydrocarbon sources.

3.3.44* Safety Can. Alisted container of not more than 5.3 gal
(20 L) capacity having a spring-closing lid and spout cover, and
so designed that it will safely relieve internal pressure when sub-
jected to fire exposure.

3.3.45 Solvent Distillation Unit. An appliance that distills a
flammable or combustible liquid to remove contaminants and
recover the liquid.

3.3.46 Staging. Temporary storage in a process area of liquids
in containers, intermediate bulk containers, and portable tanks.

3.3.47 Tank.

3.3.47.1 Aboveground Tank. A storage tank that is installed
above grade, at grade, or below grade without backfill.

3.3.47.1.1 Protected Aboveground Tank. An atmospheric
aboveground storage tank with integral secondary contain-
mentand thermal insulation that has been evaluated for resis-
tance to physical damage and for limiting the heat transferred
to the primary tank when exposed to a hydrocarbon pool fire
and is listed in accordance with ANSI/UL 2085, Standard for
Protected Aboveground ‘Tanks for Flammable and Combustible Lig-
uids, or an equivalent test procedure.

3.3.47.2*% Atmospheric Tank. A storage tank that has been
designed to operate at pressures from atmospheric through a
gauge pressure of 1.0 psi (6.9 kPa) (i.e., 760 mm Hg through
812 mm Hg) measured at the top of the tank.

3.3.47.3 Fire-Resistant Tank. An atmospheric aboveground
storage tank with thermal insulation that has been evaluated
for resistance to physical damage and for limiting the heat
transferred to the primary tank when exposed to a hydrocar-
bon pool fire and is listed in accordance with UL 2080, Stan-
dard for Fire Resistant Tanks for Flammable and Combustible Lig-
wids, or an equivalent test procedure.

3.3.47.4 Low-Pressure Tank. For the purposes of this code,
a storage tank designed to withstand an internal pressure
above a gauge pressure of 1.0 psi (6.9 kPa) but not more
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than a gauge pressure of 15 psi (103 kPa) measured at the
top of the tank.

3.3.47.5 Portable Tank. Any vessel having a liquid capacity
over 60 gal (230 L) intended for storing liquids and not
intended for fixed installation.

3.3.47.5.1* Nonmetallic Portable Tank. A portable tank, as
herein defined, constructed of plastic, fiber, or a material
other than metal.

3.3.47.6 Secondary Containment Tank. A tank that has an
inner and outer wall with an interstitial space (annulus)
between the walls and that has a means for monitoring the
interstitial space for a leak.

3.3.47.7 Storage Tank. Any vessel having a liquid capacity
that exceeds 60 gal (230 L), is intended for fixed installa-
tion, and is not used for processing.

3.3.48 Terminal. That portion of a property where liquids are
received by tank vessel, pipelines, tank car, or tank vehicle and
are stored or blended in bulk for the purpose of distributing
such liquids by tank vessel, pipeline, tank car, tank vehicle,
portable tank, or container.

3.3.49 Unit Operation or Unit Process. Asegment of a physical
or chemical process that might or might not be integrated with
other segments to constitute the manufacturing sequence.

3.3.50 Vapor Pressure. The pressure, measured in pounds
per square inch, absolute (psia), exerted by a liquid, as deter-
mined by ASTM D 323, Standard Test Method for Vapor Pressure of
Petroleuwm Products (Reid Method).

3.3.51 Vapor Processing Equipment. Those components of a
vapor processing system designed to process vapors or liquids
captured during transfer or filling operations.

3.3.52*% Vapor Processing System. A system designed to cap-
ture and process vapors displaced during transfer or filling
operations by use of mechanical or chemical means.

3.3.53* Vapor Recovery System. A system designed to capture
and retain, without processing, vapors displaced during trans-
fer or filling operations.

3.3.54 Vaportight. The ability of an enclosure or device to
prevent the unintended release of flammable vapor at normal
operating temperature and pressure ranges.

3.3.55 Vault. An enclosure consisting of four walls, a floor,
and a top for the purpose of containing a liquid storage tank
and not intended to be occupied by personnel other than for
inspection, repair, or maintenance of the vault, the storage
tank, or related equipment.

3.3.56 Vent.

3.3.56.1 Emergency Relief Vent. An opening, construction
method, or device that will automatically relieve excessive
internal pressure due to an exposure fire.

3.3.56.2 Normal Vent. An opening, construction method,
or device that allows the relief of excessive internal pres-
sure or vacuum during normal storage and operations.

3.3.57* Ventilation. For the purpose of this code, movement
of air that is provided for the prevention of fire and explosion.

3.3.58* Warehouse.

3.3.58.1 General-Purpose Warehouse. A separate, detached
building or portion of a building used only for warehousing-

Documents

2008 Ediion o

Document

aring Hub


http://www.avadocuments.com/doc/nfpa-30-2008
http://www.avadocuments.com/doc/nfpa-30-2008

30-20

FLAMMABLE AND COMBUSTIBLE LIQUIDS CODE

type operations and classified as a “storage — low hazard” or
“storage — ordinary hazard” occupancy by the building code
and by NFPA 101, Life Safety Code.

3.3.58.2 Liquid Warehouse. A separate, detached building
or an attached building that is used for warehousing-type
operations for liquids and whose exterior wall comprises at
least 25 percent of the building perimeter.

3.3.59* Wharf. A structure at the shoreline that has a plat-
form built along and parallel to a body of water with either an
open deck or a superstructure. [307, 2006]

Chapter 4 Definition and Classification of Liquids

4.1 Scope.

4.1.1 This chapter shall establish a uniform system of defin-
ing and classifying flammable and combustible liquids for the
purpose of proper application of this code.

4.1.2 The definitions and classifications of this chapter shall
apply to any liquid within the scope of and subject to the re-
quirements of this code.

4.2 Definitions Specific to Chapter 4. For the purposes of this
chapter and this code, the terms in this section shall have the
definitions given.

4.2.1* Boiling Point. The temperature at which the vapor pres-
sure of a liquid equals the surrounding atmospheric pressure.
For purposes of defining the boiling point, atmospheric pres-
sure shall be considered to be an absolute pressure of 14.7 psi
(101.4 kPa). For mixtures that do not have a constant boiling
point, the 20 percent evaporated point of a distillation per-
formed in accordance with ASTM D 86, Standard Test Method
Jor Distillation of Petrolewm Products at Atmospheric Pressure, shall
be considered to be the boiling point.

4.2.2 Combustible Liquid. Any liquid that has a closed-cup
flash point at or above 100°F (37.8°C), as determined by the
test procedures and apparatus set forth in Section 4.4. Com-
bustible liquids are classified according to Section 4.3.

4.2.3 Flammable Liquid. Any liquid that has a closed-cup
flash point below 100°F (37.8°C), as determined by the test
procedures and apparatus set forth in Section 4.4 and a
Reid vapor pressure that does not exceed an absolute pres-
sure of 40 psi (276 kPa) at 100°F (37.8°C), as determined by
ASTM D 323, Standard Test Method for Vapor Pressure of Petro-
leum Products (Reid Method). Flammable liquids are classified
according to Section 4.3. (See A.3.3.30.2.)

4.2.4* Flash Point. The minimum temperature of a liquid at
which sufficient vapor is given off to form an ignitible mixture
with the air, near the surface of the liquid or within the vessel
used, as determined by the appropriate test procedure and
apparatus specified in Section 4.4.

4.2.5 Liquid. Any material that (1) has a fluidity greater than
that of 300 penetration asphalt when tested in accordance
with ASTM D 5, Standard Test Method for Penetration of Bitumi-
nous Materials, or (2) is a viscous substance for which a specific
melting point cannot be determined but that is determined to
be a liquid in accordance with ASTM D 4359, Standard Test for
Determining Whether a Material is a Liquid or a Solid.

4.2.6* Vapor Pressure. The pressure, measured in pounds per
square inch, absolute, exerted by a liquid, as determined by
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ASTM D 323, Standard Test Method for Vapor Pressure of Petroleum
Products (Reid Method).

4.3* Classification of Liquids. Any liquid within the scope of
this code and subject to the requirements of this code shall be
classified in accordance with this section.

4.3.1 Flammable liquids, as defined in 3.3.30.2 and 4.2.3,
shall be classified as Class I liquids and shall be further subclas-
sified in accordance with the following:

(1) Class IA Liquid — Any liquid that has a flash point below
73°F (22.8°C) and a boiling point below 100°F (37.8°C)

(2) Class IB Liquid — Any liquid that has a flash point below
73°F (22.8°C) and a boiling point at or above 100°F
(37.8°C)

(3) Class IC Liquid — Any liquid that has a flash point at or
above 73°F (22.8°C), but below 100°F (37.8°C)

4.3.2 Combustible liquids, as defined in 3.3.30.1 and 4.2.2,
shall be classified in accordance with the following:

(1) Class II Liquid — Any liquid that has a flash point at or
above 100°F (37.8°C) and below 140°F (60°C)
(2) Class III Liquid — Any liquid that has a flash point at or
above 140°F (60°C)
(a) Class IITA Liquid — Any liquid that has a flash point at
or above 140°F (60°C), but below 200°F (93°C)
(b) Class IIIB Liquid — Any liquid that has a flash pointat
or above 200°F (93°C)

4.4 Determination of Flash Point. The flash point of a liquid
shall be determined according to the methods specified in
4.4.1 through 4.4.4.

4.4.1 Exceptas specified in 4.4.1.1, the flash point of a liquid
having a viscosity below 5.5 centiStokes at 104°F (40°C) or
below 9.5 centiStokes at 77°F (25°C) shall be determined in
accordance with ASTM D 56, Standard Test Method for Flash
Point by Tag Closed Cup Tester.

4.4.1.1 Cut-back asphalts, liquids that tend to form a surface
film, and liquids that contain suspended solids shall not be
tested in accordance with ASTM D 56, even if they otherwise
meet the viscosity criteria. Such liquids shall be tested in accor-
dance with 4.4.2.

4.4.2 The flash point of a liquid having a viscosity of 5.5 cen-
tiStokes or more at 104°F (40°C) or 9.5 centiStokes or more at
77°F (25°C) or a flash point of 200°F (93.4°C) or higher shall
be determined in accordance with ASTM D 93, Standard Test
Methods for Flash Point by Pensky-Martens Closed Cup Tester.

4.4.3 Asan alternative, ASTM D 3278, Standard Test Method for
Flash Point of Liquids by Small Scale Closed Cup Apparatus, shall be
permitted to be used for paints, enamels, lacquers, varnishes,
and related products and their components that have flash
points between 32°F (0°C) and 230°F (110°C) and viscosities
below 150 Stokes at 77°F (25°C).

4.4.4 As an alternative, ASTM D 3828, Standard Test Methods
for Flash Point by Small Scale Closed Cup Tester, shall be permitted
to be used for materials other than those for which ASTM D
3278 is specifically required.

4.5 Relationship to Other Classification Systems. (Reserved)

Chapter 5 General Requirements (Reserved)

5.1 Reserved.
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Chapter 6 Fire Prevention and Fire Risk Control

6.1* Scope. This chapter shall apply to the hazards associated
with processing and handling of liquids. This chapter shall
also apply when specifically referenced by another chapter.

6.2 Definitions Specific to Chapter 6. (Reserved)

6.3* Management of Fire and Explosion Hazards. This chap-
ter shall apply to the management methodology used to iden-
tify, evaluate, and control the hazards involved in the process-
ing and handling of flammable and combustible liquids.
These hazards include, but are not limited to, preparation,
separation, purification, and change of state, energy content,
or composition.

6.4 Hazards Analysis.

6.4.1 General. Operations involving flammable and combus-
tible liquids shall be reviewed to ensure that fire and explosion
hazards resulting from loss of containment of liquids are pro-
vided with corresponding fire prevention, fire control, and
emergency action plans.

Exception No. 1:  Operations where liquids are used solely for on-site
consumption as fuels.

Exception No. 2:  Operations where Class II or Class III liquids are
stored in atmospheric tanks or transferred at temperatures below their

Slash points.

Lxception No. 3:  Mercantile occupancies, crude petroleum explora-
tion, drillings, and well servicing operations, and normally unoccu-
pied facilities in remote locations.

6.4.1.1* The extent of fire prevention and control that is pro-
vided shall be determined in consultation with the authority
having jurisdiction or by means of an engineering evaluation
of the operation and application of sound fire protection and
process engineering principles. This evaluation shall include,
but not be limited to, the following:

(1) Analysis of the fire and explosion hazards of the operation

(2) Analysis of emergency relief from process vessels, taking
into consideration the properties of the materials used
and the fire protection and control measures taken

(3) Analysis of applicable facility design requirements in
Chapters 17, 18, 19, 28, and 29

(4) Analysis of applicable requirements for liquid handling,
transfer, and use, as covered in Chapters 17, 18, 19, 28,
and 29

(5) Analysis of local conditions, such as exposure to and from
adjacent properties and exposure to floods, earthquakes,
and windstorms

(6) Analysis of the emergency response capabilities of the lo-
cal emergency services

6.4.2 Management of Change. The hazards analysis shall be
repeated whenever the hazards leading to a fire or explosion
change significantly. Conditions that might require repeating
a review shall include, but are not limited to, the following:

(1) When changes occur in the materials in process

(2) When changes occur in process equipment

(3) When changes occur in process control

(4) When changes occur in operating procedures or as-
signments
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6.5 Control of Ignition Sources.

6.5.1 General. Precautions shall be taken to prevent the igni-
tion of flammable vapors by sources such as the following:

(1) Open flames
(2) Lightning
(3) Hot surfaces
(4) Radiant heat
(5) Smoking
(6) Cutting and welding
(7) Spontaneous ignition
(8) Frictional heat or sparks
(9) Static electricity
(10) Electrical sparks
(11) Stray currents
(12) Ovens, furnaces, and heating equipment

6.5.2 Smoking. Smoking shall be permitted only in desig-
nated and identified areas.

6.5.3* Hot Work.

6.5.3.1 Welding, cutting, and similar spark-producing opera-
tions shall not be permitted in areas containing flammable
liquids until a written permit authorizing such work has been
issued.

6.5.3.2 The permit shall be issued by a person in authority
following inspection of the area to ensure that permit require-
ments have been implemented and will be followed until the
job is completed.

6.5.4* Static Electricity.

6.5.4.1 All equipment such as tanks, machinery, and piping
shall be designed and operated to prevent electrostatic ignitions.

6.5.4.2 All metallic equipment such as tanks, machinery, and
piping where the potential exists for an ignitible mixture to be
present shall be bonded and grounded.

6.5.4.3 The bond and ground shall be physically applied or
shall be inherently present by the nature of the installation.

6.5.4.4 Any electrically isolated section of metallic piping or
equipment shall be bonded and grounded to prevent hazard-
ous accumulation of static electricity.

6.5.4.5 All nonmetallic equipment and piping where the po-
tential exists for an ignitable mixture to be present shall be
designed and operated to prevent electrostatic ignition.

6.5.5 Electrical Systems. Design, selection, and installation of
electrical wiring and electrical utilization equipment shall
meet the requirements of Chapter 7.

6.6 Detection and Alarm Systems.

6.6.1*% An approved means for prompt notification of fire or
emergency to those within the plant and to the available pub-
lic or mutual aid fire department shall be provided.

6.6.2 Those areas, including buildings, where a potential ex-
ists for a flammable liquid spill shall be monitored as appro-
priate. The following methods shall be permitted to be used:

(1) Personnel observation or patrol

(2) Process-monitoring equipment that would indicate a spill
or leak could have occurred

(3) Provision of gas detectors to continuously monitor the
area where facilities are unattended
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6.7 Fire Protection and Fire Suppression Systems.

6.7.1* This section identifies recognized fire protection and
fire suppression systems and methods used to prevent or mini-
mize the loss from fire or explosion in liquid-processing facili-
ties. The application of one or a combination of these systems
and methods as well as the use of fire-resistive materials shall
be determined in accordance with Sections 6.3 and 6.4.

6.7.2 A reliable water supply or other suitable fire control
agent shall be available in pressure and quantity to meet the
fire demands indicated by the specific hazards of liquids-
processing operations, storage, or exposure.

6.7.3* Permanent connections between the fire water system
and any process system shall be prohibited, to prevent con-
tamination of fire water with process fluids.

6.7.4 Where required by this chapter, hydrants, with or with-
out fixed monitor nozzles, shall be provided in accordance
with NFPA 24, Standard for the Installation of Private Fire Service
Mains and Their Appurtenances. The number and placement
shall depend on the hazards of the facility.

6.7.5* Where the need is indicated by the hazards of liquid
processing, storage, or exposure as determined by Section 6.4,
fixed protection shall be provided.

6.7.6 Where provided, fire control systems shall be designed,
installed, and maintained in accordance with the following
NFPA standards, as applicable:

(1) NFPA 11, Standard for Low-, Medium-, and High-Expansion
Foam

(2) NFPA 12, Standard on Carbon Dioxide Extinguishing Systems

(3) NFPA12A, Standard on Halon 1301 Fire Extinguishing Systems

(4) NFPA 13, Standard for the Installation of Sprinkler Systems

(5) NFPA 15, Standard for Water Spray Fixed Systems for Fire Pro-
lection

(6) NFPA16, Standard for the Installation of Foam-Water Sprinkler
and Foam-Water Spray Systems

(7) NFPA 17, Standard for Dry Chemical Extinguishing Systems

(8) NFPA 2001, Standard on Clean Agent Fire Extinguishing Systems

6.7.7 Where required by this chapter, standpipe and hose
systems shall be installed in accordance with NFPA 14, Stan-
dard for the Installation of Standpipe and Hose Systems, or hose
connections from sprinkler systems using combination spray
and straight stream nozzles, shall be installed in accordance
with NFPA 13, Standard for the Installation of Sprinkler Systems.

6.7.8* Where required by this chapter, listed portable fire extin-
guishers shall be provided in such quantities, sizes, and types as
are needed for the specific hazards of operation and storage.

6.7.9 Where provided, mobile foam apparatus and supplies of
foam concentrate shall be appropriate to the specific hazards.

6.8 Emergency Planning and Training.

6.8.1 A written emergency action plan that is consistent with
available equipment and personnel shall be established to re-
spond to fires and related emergencies. This plan shall include
the following:

(1) Procedures to be followed in case of fire, such as sounding
the alarm, notifying the fire department, evacuating per-
sonnel, and controlling and extinguishing the fire

(2) Procedures and schedules for conducting drills of these
procedures
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(3) Appointment and training of personnel to carry out as-
signed duties, including review at the time of initial as-
signment, as responsibilities or response actions change,
and whenever anticipated duties change

(4) Maintenance of fire protection equipment

(5) Procedures for shutting down or isolating equipment to
reduce the release of liquid, including assigning person-
nel responsible for maintaining critical plant functions or
shutdown of plant processes

(6) Alternate measures for the safety of occupants

6.8.2 Personnel responsible for the use and operation of fire
protection equipment shall be trained in the use of that equip-
ment. Refresher training shall be conducted at least annually.

6.8.3 Planning of effective fire control measures shall be co-
ordinated with local emergency response agencies.

6.8.4 Procedures shall be established to provide for safe shut-
down of operations under emergency conditions. Provisions
shall be made for training of shutdown procedures and use of
associated alarms, interlocks, and controls. Provisions shall
also be made for inspection and testing of associated alarms,
interlocks, and controls.

6.8.5 The emergency procedures shall be kept readily avail-
able in the operating areas and shall be updated when condi-
tions change, as identified in 6.4.2.

6.8.5.1 Where premises are likely to be unattended for consid-
erable periods of time, a summary of the emergency plan shall be
posted or located in a strategic and accessible location.

6.9 Inspection and Maintenance.

6.9.1 All fire protection equipment shall be properly main-
tained, and periodic inspections and tests shall be done in
accordance with both standard practice and the equipment
manufacturer’s recommendations. Water-based fire protec-
tion systems shall be inspected, tested, and maintained in ac-
cordance with NFPA 25, Standard for the Inspection, Testing, and
Maintenance of Water-Based Fire Protection Systems.

6.9.2 Maintenance and operating practices shall control leak-
age and prevent spillage of flammable liquids.

6.9.3 Combustible waste material and residues in operating
areas shall be kept to a minimum, stored in covered metal
containers, and disposed of daily.

6.9.4 Ground areas around facilities where liquids are stored,
handled, or used shall be kept free of weeds, trash, or other
unnecessary combustible materials.

6.9.5 Aisles established for movement of personnel shall be
kept clear of obstructions to permit orderly evacuation and
ready access for manual fire-fighting activities.

6.10 Management of Security. (Reserved)

Chapter 7 Electrical Systems

7.1 Scope. This chapter shall apply to areas where Class I lig-
uids are stored or handled and to areas where Class II or Class
III liquids are stored or handled at or above their flash points.

7.2 Definitions Specific to Chapter 7. (Reserved)
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7.3 General Requirements.

7.3.1 Electrical utilization equipment and wiring shall not
constitute a source of ignition for any ignitible vapor that
might be present under normal operation or because of a
spill. Compliance with 7.3.2 through 7.3.7.1 shall be deemed
as meeting the requirements of this section.

Table 7.3.3 Electrical Area Classifications

7.3.2 Al electrical utilization equipment and wiring shall be
of a type specified by and installed in accordance with
NFPA 70, National Electrical Code.

7.3.3* Table 7.3.3 shall be used to delineate and classify areas
for the purpose of installation of electrical utilization equip-
ment and wiring under normal operating conditions.

NEC Class 1
Location Division Zone Extent of Classified Area
Indoor equipment installed in 1 0 The entire area associated with such equipment where flammable gases or
accordance with Section 7.3 where vapors are present continuously or for long periods of time
flammable vapor—air mixtures can 1 1 Area within 5 ft of any edge of such equipment, extending in all directions
exist under normal operation Area between 5 ft and 8 ft of any edge of such equipment, extending in all
directions; also, space up to 3 ft above floor or grade level within 5 ft to 25 ft
horizontally from any edge of such equipment’
Outdoor equipment of the type 1 0 The entire area associated with such equipment where flammable gases or
covered in Section 7.3 where vapors are present continuously or for long periods of time
flammable vapor—air mixtures can 1 1 Area within 3 ft of any edge of such equipment, extending in all directions
exist under normal operation 2 2 Area between 3 ft and 8 ft of any edge of such equipment, extending in all
directions; also, space up to 3 ft above floor or grade level within 3 ft to 10 ft
horizontally from any edge of such equipment
Tank storage installations inside 1 1 All equipment located below grade level
buildings 2 2 Any equipment located at or above grade level
Tank — aboveground, fixed roof 1 0 Inside fixed-roof tank
1 1 Area inside dike where dike height is greater than the distance from the tank
to the dike for more than 50 percent of the tank circumference
2 2 Within 10 ft from shell, ends, or roof of tank; also, area inside dike up to top of
dike wall
1 0 Area inside of vent piping or vent opening
1 1 Within 5 ft of open end of vent, extending in all directions
2 2 Area between 5 ft and 10 ft from open end of vent, extending in all directions
Tank — aboveground, floating roof
With fixed outer roof 1 0 Area between the floating and fixed-roof sections and within the shell
With no fixed outer roof 1 1 Area above the floating roof and within the shell
Tank vault — interior 1 1 Entire interior volume, if Class I liquids are stored within
Underground tank fill opening 1 1 Any pit, box, or space below grade level, if any part is within a Division 1 or 2
or Zone 1 or 2 classified location
2 2 Up to 18 in. above grade level within a horizontal radius of 10 ft from a loose
fill connection and within a horizontal radius of 5 ft from a tight fill
connection
Vent — discharging upward 1 0 Area inside of vent piping or opening
1 1 Within 3 ft of open end of vent, extending in all directions
2 2 Area between 3 ft and 5 ft of open end of vent, extending in all directions
Drum and container filling — 1 0 Area inside the drum or container
outdoors or indoors 1 1 Within 3 ft of vent and fill openings, extending in all directions
2 2 Area between 3 ft and 5 ft from vent or fill opening, extending in all
directions; also, up to 18 in. above floor or grade level within a horizontal
radius of 10 ft from vent or fill opening
Pumps, bleeders, withdrawal fittings
Indoor 2 2 Within 5 ft of any edge of such devices, extending in all directions; also, up to
3 ft above floor or grade level within 25 ft horizontally from any edge of such
devices
Outdoor 2 2 Within 3 ft of any edge of such devices, extending in all directions; also, up to

18 in. above grade level within 10 ft horizontally from any edge of such
devices
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Table 7.3.3 Continued

NEC Class I
Location Division Zone Extent of Classified Area
Pits and sumps
Without mechanical ventilation 1 1 Entire area within a pit or sump if any part is within a Division 1 or 2 or Zone 1
or 2 classified location
With adequate mechanical 2 2 Entire area within a pit or sump if any part is within a Division 1 or 2 or Zone 1
ventilation or 2 classified location
Containing valves, fittings, or 2 2 Entire pit or sump
piping, and not within a
Division 1 or 2 or Zone 1 or 2
classified location
Drainage ditches, separators,
impounding basins
Outdoor 2 2 Area up to 18 in. above ditch, separator, or basin; also, area up to 18 in. above
grade within 15 ft horizontally from any edge
Indoor Same as pits and sumps
Tank vehicle and tank car®
Loading through open dome 1 0 Area inside of the tank
1 1 Within 3 ft of edge of dome, extending in all directions
2 2 Area between 3 ft and 15 ft from edge of dome, extending in all directions
Loading through bottom 1 0 Area inside of the tank
connections with atmospheric 1 1 Within 3 ft of point of venting to atmosphere, extending in all directions
venting 2 2 Area between 3 ft and 15 ft from point of venting to atmosphere, extending in
all directions; also, up to 18 in. above grade within a horizontal radius of
10 ft from point of loading connection
Loading through closed dome with 1 1 Within 3 ft of open end of vent, extending in all directions
atmospheric venting 2 2 Area between 3 ft and 15 ft from open end of vent, extending in all directions;
also, within 3 ft of edge of dome, extending in all directions
Loading through closed dome with 2 2 Within 3 ft of point of connection of both fill and vapor lines, extending in all
vapor control directions
Bottom loading with vapor control or 2 2 Within 3 ft of point of connections, extending in all directions; also, up to
any bottom unloading 18 in. above grade within a horizontal radius of 10 ft from point of
connections
Storage and repair garage for tank 1 1 All pits or spaces below floor level
vehicles 2 2 Area up to 18 in. above floor or grade level for entire storage or repair garage
Garages for other than tank vehicles Ordinary If there is any opening to these rooms within the extent of an outdoor
classified location, the entire room shall be classified the same as the area
classification at the point of the opening
Outdoor drum storage Ordinary
Inside rooms or storage lockers used 2 2 Entire room or locker
for the storage of Class I liquids
Indoor warehousing where there is Ordinary If there is any opening to these rooms within the extent of an indoor classified
no flammable liquid transfer location, the classified location shall extend through the opening to the
same extent as if the wall, curb, or partition did not exist
Office and rest rooms Ordinary If there is any opening to these rooms within the extent of an indoor classified

location, the room shall be classified the same as if the wall, curb, or
partition did not exist

Piers and wharves See Figure 29.3.22.

For SI units, 1 in. =25 mm; 1 ft = 0.3 m.

'The release of Class I liquids can generate vapors to the extent that the entire building, and possibly an area
surrounding it, should be considered a Class I, Division 2, or Zone 2 location.

*When classifying extent of area, consideration should be given to the fact that tank cars or tank vehicles can
be spotted at varying points. Therefore, the extremities of the loading or unloading positions should be used.
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7.3.4 A classified area shall not extend beyond a floor, wall,
roof, or other solid partition that has no openings within the
classified area.

7.3.5 The designation of classes, divisions, and zones shall be
as defined in Chapter 5 of NFPA 70, National Electrical Code.

7.3.6 The area classifications listed in Table 7.3.3 are based
on the premise that all applicable requirements of this code
have been met. If this is not the case, the authority having
jurisdiction shall have the authority to classify the extent of the
area.

7.3.7* Where the provisions of 7.3.1 through 7.3.6 require the
installation of electrical equipment suitable for Class I, Divi-
sion 1 or 2, or Zone 1 or 2 locations, ordinary electrical equip-
ment, including switchgear, shall be permitted to be used if
installed in a room or enclosure that is maintained under posi-
tive pressure with respect to the classified area.

7.3.7.1 Ventilation make-up air shall be taken from an uncon-
taminated source.

7.4 Application of Area Classification. (Reserved)

Chapter 8 Reserved

Chapter 9 Storage of Liquids in Containers —
General Requirements

9.1 Scope.

9.1.1 This chapter shall apply to the storage of flammable and
combustible liquids, hereinafter referred to as “liquids,” in:

(1) Drums or other containers that do not exceed 119 gal
(450 L) individual capacity

(2) Portable tanks that do not exceed 660 gal (2500 L) indi-
vidual capacity

(3) Intermediate bulk containers that do not exceed 793 gal
(3000 L)

9.1.2 This chapter shall also apply to limited transfer of lig-
uids incidental thereto.

9.1.3 This chapter shall also apply to overpack drums when
used for temporary containment of containers that do not ex-
ceed 60 gal (230 L) capacity. Such overpack containers shall
be treated as containers as defined in 3.3.10.

9.1.4 This chapter shall not apply to the following:

(1) Containers, intermediate bulk containers, and portable
tanks that are used in operations areas, as covered by
Chapter 17

(2) Liquids in the fuel tanks of motor vehicles, aircraft, boats,
or portable or stationary engines

(3) Beverages where packaged in individual containers that
do not exceed 1.3 gal (5 L) capacity

(4) Medicines, foodstuffs, cosmetics, and other consumer
products that contain not more than 50 percent by vol-
ume of water-miscible flammable or combustible liquids,
with the remainder of the product consisting of compo-
nents that do not burn and where packaged in individual
containers that do not exceed 1.3 gal (5 L) capacity
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(5) Liquids that have no fire point when tested in accordance
with ASTM D 92, Standard Test Method for Flash and Fire
Points by Cleveland Open Cup, up to the boiling point of the
liquid or up to a temperature at which the liquid shows an
obvious physical change

(6) Liquids with a flash point greater than 95°F (85°C) in a
water-miscible solution or water-miscible dispersion with a
water and noncombustible solids content of more than
80 percent by weight, and which does not sustain combus-
tion when tested in accordance with “Method of Testing
for Sustained Combustibility,” in accordance with Title
49, Code of Federal Regulations, Part 173, Appendix H,
or the UN publication Recommendations on the Transport of
Dangerous Goods

(7) Distilled spirits and wines in wooden barrels or casks

9.2 Definitions Specific to Chapter 9. (Reserved)
9.3 General Requirements.

9.3.1 The general requirements of this chapter shall be appli-
cable to the storage of liquids in liquid storage areas as cov-
ered in Chapters 10 through 14, regardless of the quantities
being stored.

Exception: Where more stringent requirements are set forth in Chap-
ters 10 through 14, those requirements shall take precedence.

9.3.2 For the purposes of Chapters 9 through 16, unstable
liquids shall be treated as Class IA liquids.

9.3.3 Means of egress shall meet applicable requirements of
NFPA 101, Life Safety Code.

9.3.3.1 Storage of liquids shall not physically obstruct a
means of egress.

9.3.4 For the purposes of this chapter and Chapters 10, 12,
and 16, protected storage shall mean storage installed after Janu-
ary 1, 1997 that is protected in accordance with Chapter 16. All
other storage shall be considered to be unprotected storage
unless an alternate means of protection has been approved by
the authority having jurisdiction. (See 16.3.6 and Section 16.9.)

9.3.5 Wood of at least 1 in. (25 mm) nominal thickness shall
be permitted to be used for shelving, racks, dunnage, scuff-
boards, floor overlay, and similar installations.

9.3.6 Class I liquids shall not be permitted to be stored in
basements as defined in 3.3.3.

9.3.7 Class II and Class IIIA liquids shall be permitted to be
stored in basements as defined in 3.3.3, provided the base-
ment is protected in accordance with Chapter 16.

9.3.8 Class IIIB liquids shall be permitted to be stored in
basements as defined in 3.3.3.

9.3.9 Limited quantities of combustible commodities, as de-
fined in NFPA 13, Standard for the Installation of Sprinkler Systems,
shall be permitted to be stored in liquid storage areas if the ordi-
nary combustibles, other than those used for packaging the lig-
uids, are separated from the liquids in storage by a minimum of
8 ft (2.4 m) horizontally, either by aisles or by open racks, and if
protection is provided in accordance with Chapter 16.

9.3.10 Where containers, intermediate bulk containers, or por-
table tanks are stacked, they shall be stacked so that stability is
maintained and excessive stress on container walls is prevented.
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9.3.10.1 Portable tanks and intermediate bulk containers
stored more than one high shall be designed to stack securely,
without the use of dunnage.

9.3.10.2 Materials-handling equipment shall be capable of
handling containers, portable tanks, and intermediate bulk
containers that are stored at all storage levels.

9.3.10.3* Power-operated industrial trucks used to move Class I
liquids shall be selected, operated, and maintained in accor-
dance with NFPA 505, Fire Safety Standard for Powered Industrial
Trucks Including Type Designations, Areas of Use, Conversions, Mainte-
nance, and Operations.

9.3.11 Containers, intermediate bulk containers, and por-
table tanks in unprotected liquid storage areas shall not be
stored closer than 36 in. (915 mm) to the nearest beam,
chord, girder, or other roof member.

9.3.12 Liquids used for building maintenance, painting, or
other similar infrequent maintenance purposes shall be permit-
ted to be stored in closed containers outside of storage cabinets
or inside liquid storage areas, if limited to an amount that does
not exceed a 10-day supply at anticipated rates of use.

9.4 Acceptable Containers.

9.4.1* Only the following approved containers, intermediate
bulk containers, and portable tanks shall be used for Class I,
Class II, and Class ITIA liquids:

(1) Metal containers, metal intermediate bulk containers,
and metal portable tanks meeting the requirements of
and containing products authorized by the U.S. Depart-
ment of Transportation Hazardous Materials Regulations
in Title 49, Code of Federal Regulations, Parts 100-199,
or by Part 6 of the UN Recommendations on the Transport of
Dangerous Goods

(2) Plastic or metal containers meeting the requirements of
and used for petroleum products within the scope of one
or more of the following specifications:

(a) ASTM F 852, Standard Specification for Portable Gasoline
Containers for Consumer Use

(b) ASTM F 976, Standard Specification for Portable Kerosine
and Diesel Containers for Consumer Use

(c) ANSI/UL 1313, Standard for Nonmetallic Safety Cans for
Petroleum Products

(d) ANSI/UL 30, Standard for Metal Safety Cans

(e) ANSI/UL 1314, Standard for Special Purpose Metal Con-
tainers

(f) FM Global Approval Standard for Safety Containers and
Filling, Supply, and Disposal Containers — Class Num-
ber 6051 and 6052

(3) Plastic containers that meet requirements set by and con-
tain products authorized by the following:

(a) The U. S. Department of Transportation Hazardous
Materials Regulations in Title 49, Code of Federal Regu-
lations, Parts 100-199, or by Part 6 of the UN publica-
tion Recommendations on the Transport of Dangerous Goods

(b) Items 256 or 258 of the National Motor Freight Classifi-
cation (NMFC) for liquids that are not classified as
hazardous by the U.S. Department of Transportation
Hazardous Materials Regulations in Title 49, Code of
Federal Regulations, Parts 100-199, or by Part 6 of
the UN publication Recommendations on the Transport of
Dangerous Goods
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(4) Fiber drums that meet the following:

(a) Requirements of Items 294 and 296 of the National
Motor Freight Classification (NMFC), or Rule 51 of the
Uniform Freight Classification (UFC), for Types 2A, 3A,
3B-H, 3B-L, or 4A

(b) Requirements of, and containing liquid products au-
thorized by, either the U.S. Department of Transpor-
tation Hazardous Materials Regulations in Title 49,
Code of Federal Regulations, Chapter I, or by U.S.
Department of Transportation exemption

(5)*Rigid nonmetallic intermediate bulk containers that meet
requirements set by and contain products authorized by
the following:

(a) The U.S. Department of Transportation Hazardous
Materials Regulations in Title 49, Code of Federal
Regulations, Parts 100-199, or by Part 6 of the UN
publication Recommendations on the Transport of Danger-
ous Goods, for Classes 31H1, 31H2, and 31HZ1

(b) The National Motor Freight Classification (NMFC), or
the International Safe Transit Association for liquids
that are not classified as hazardous by the U.S. De-
partment of Transportation Hazardous Materials
Regulations in Title 49, Code of Federal Regulations,
Parts 100-199, or by Part 6 of the UN publication
Recommendations on the Transport of Dangerous Goods

(6) Glass containers up to the capacity limits stated in
Table 9.4.3 and in accordance with U.S. Department of
Transportation Hazardous Materials Regulations in
Title 49, Code of Federal Regulations, Parts 100-199

9.4.1.1 For protected storage, rigid nonmetallic intermediate
bulk containers, as described in 9.4.1(5), shall be subjected to
a standard fire test that demonstrates acceptable inside stor-
age fire performance and shall be listed and labeled.

9.4.1.2 Medicines, beverages, foodstuffs, cosmetics, and other
common consumer products, where packaged according to
commonly accepted practices for retail sales, shall be exempt
from the requirements of 9.4.1 and 9.4.3.

9.4.2 Each portable tank or intermediate bulk container shall
be provided with one or more devices installed in the top with
sufficient emergency venting capacity to limit internal pressure
under fire exposure conditions to a gauge pressure of 10 psi
(70 kPa) or 30 percent of the bursting pressure of the portable
tank, whichever is greater.

9.4.2.1 The total venting capacity shall be not less than that
specified in 22.7.3.2 or 22.7.3.4.

9.4.2.2 At least one pressure-actuated vent having a mini-
mum capacity of 6000 ft*> (170 m®) of free air per hour at an
absolute pressure of 14.7 psi (101 kPa) and 60°F (15.6°C) shall
be used. It shall be set to open at not less than a gauge pressure
of b psi (35 kPa).

9.4.2.3 If fusible vents are used, they shall be actuated by ele-
ments that operate at a temperature not exceeding 300°F
(150°C). Where plugging of a pressure-actuated vent can occur,
such as when used for paints, drying oils, and similar materials,
fusible plugs or venting devices that soften to failure at a maxi-
mum of 300°F (150°C) under fire exposure shall be permitted to
be used for the entire emergency venting requirement.

9.4.3 The maximum allowable size of a container, intermediate
bulk container, or metal portable tank for Class I, Class II, and
Class IITA liquids shall not exceed that specified in Table 9.4.3.

Exception:  As provided for in Section 9.1, 9.4.3.1, 9.4.3.2, and
9.4.3.3.
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Table 9.4.3 Maximum Allowable Size — Containers, Intermediate Bulk Containers (IBCs), and Portable Tanks

Flammable Liquids Combustible Liquids
Container Type Class IA Class IB Class IC Class II Class ITIA
Glass 1pt (0.5L) 1qt(1L) 1.3 gal (5L) 1.3 gal (5L) 5.3 gal (20 L)
Metal (other than drums) or 1.3gal (5L) 5.3 gal (20 L) 5.3 gal (20 L) 5.3 gal (20 L) 5.3 gal (20 L)

approved plastic
Safety cans
Metal drum (e.g., UN 1A1/1A2)
Approved metal portable tanks
and IBCs
Rigid plastic IBCs (UN 31H1 or

2.6 gal (10L)
119 gal (450 L)
793 gal (3000 L)

NP

5.3 gal (20 L)
119 gal (450 L)
793 gal (3000 L)

NP

5.3 gal (20L)
119 gal (450 L)
793 gal (3000 L)

NP

5.3 gal (20 L)
119 gal (450 L)
793 gal (3000 L)

793 gal (3000 L)

5.3 gal (20L)
119 gal (450 L)
793 gal (3000 L)

793 gal (3000 L)

31H2) and composite IBCs
with rigid inner receptacle
(UN31HZ1)
Composite IBCs with flexible NP NP
inner receptacle (UN31HZ2)
and DOT/UN-approved
flexible IBCs
Non-bulk Bag-in-Box NP NP
Polyethylene UN1HI1 and 1.3 gal (5 L)
UNI1H2, or as authorized by
DOT exemption
Fiber drum NP NP
NMFC or UFC Type 2A;
Types 3A, 3B-H, or 3B-L; or
Type 4A

5.3 gal (20 L)"

NP NP NP

NP NP NP
5.3 gal (20 L)" 119 gal (450 L) 119 gal (450 L)

NP 119 gal (450 L) 119 gal (450 L)

NP: Not permitted for the container categories so classified unless a fire protection system is provided that is
developed in accordance with 16.3.6 and is approved for the specific container and protection against static

electricity is provided.
*See 9.4.3.1.

9.4.3.1 Class IB and Class IC water-miscible liquids shall be
permitted to be stored in plastic containers up to 60 gal (230 L)
in size, if stored and protected in accordance with 16.5.2.7.

9.4.3.2 Class IA and Class IB liquids shall be permitted to be
stored in glass containers of not more than 1.3 gal (5 L) capac-
ity if the required liquid purity (such as American Chemical
Society analytical reagent grade or higher) would be affected
by storage in metal containers or if the liquid can cause exces-
sive corrosion of a metal container.

9.4.3.3 Leaking or damaged containers up to 60 gal (230 L)
capacity shall be permitted to be stored temporarily in accor-
dance with this chapter and Chapters 10 through 12, provided
they are enclosed in overpack containers.

9.4.3.3.1 To be considered protected storage as defined in
9.3.4 and in accordance with Chapter 16, an overpack con-
tainer shall be constructed of the same material as the leaking
or damaged container.

9.4.3.3.2 Metal overpack containers shall be considered non-
relieving style containers.

9.5* Flammable Liquids Storage Cabinets.

9.5.1 The volume of Class I, Class II, and Class IIIA liquids
stored in an individual storage cabinet shall not exceed 120 gal
(460 L).

9.5.2 The total aggregate volume of Class I, Class II, and
Class IIIA liquids in a group of storage cabinets shall not
exceed the maximum allowable quantity of flammable and
combustible liquids per control area based on the occu-
pancy where the cabinets are located.
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9.5.3 Storage cabinets that meet at least one of the following
sets of requirements shall be acceptable for storage of liquids:

(1) Storage cabinets designed and constructed to limit the
internal temperature at the center of the cabinetand 1 in.
(25 mm) from the top of the cabinet to not more than
325°F (163°C), when subjected to a 10-minute fire test
that simulates the fire exposure of the standard time-
temperature curve specified in NFPA 251, Standard Meth-
ods of Tests of Fire Resistance of Building Construction and Ma-
lerials, shall be acceptable. All joints and seams shall
remain tight and the door shall remain securely closed
during the test.

(2) Metal storage cabinets constructed in the following man-
ner shall be acceptable:

(a) The bottom, top, door, and sides of the cabinet shall
be at least No. 18 gauge sheet steel and shall be
double-walled, with 1%2 in. (38 mm) air space.

(b) Joints shall be riveted, welded, or made tight by some
equally effective means.

(c) The door shall be provided with a three-point latch
arrangement, and the door sill shall be raised at least
2 in. (50 mm) above the bottom of the cabinet to
retain spilled liquid within the cabinet.

(3) Wooden cabinets constructed in the following manner
shall be acceptable:

(a) The bottom, sides, and top shall be constructed of
exterior grade plywood that is at least 1 in. (25 mm)
thick and of a type that will not break down or delami-
nate under fire conditions.
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(b) All joints shall be rabbetted and shall be fastened in
two directions with wood screws.

(¢) Where more than one door is used, there shall be a
rabbetted overlap of not less than 1 in. (25 mm).

(d) Doors shall be equipped with a means of latching,
and hinges shall be constructed and mounted in such
a manner as to not lose their holding capacity when
subjected to fire exposure.

(e) A raised sill or pan capable of containing a 2 in.
(50 mm) depth of liquid shall be provided at the bot-
tom of the cabinet to retain spilled liquid within the
cabinet.

(4) Listed storage cabinets that have been constructed and
tested in accordance with 9.5.3(1) shall be acceptable.

9.5.4%* Storage cabinets shall not be required by this code to be
ventilated for fire protection purposes.

9.5.4.1 If not ventilated, storage cabinet vent openings shall
be sealed with the bungs supplied with the cabinet or with
bungs specified by the cabinet manufacturer.

9.5.4.2 If ventilated for any reason, the storage cabinet vent
openings shall be ducted directly to outdoors in such a man-
ner that will not compromise the specified performance of the
cabinet and in a manner that is acceptable to the authority
having jurisdiction.

9.5.5 Storage cabinets shall be marked in lettering that is at
least 2 in. (50 mm) high as follows:

WARNING: FLAMMABLE — KEEP FIRE AWAY.

9.6 Maximum Allowable Quantities (MAQs) per Control
Area.

9.6.1 General Occupancy Limits. The MAQs of liquids al-
lowed in each control area shall not exceed the amounts speci-
fied in Table 9.6.1.

Exception: As modified by 9.6.2 and Chapters 10 through 14.
9.6.2 Special Occupancy Limits.

9.6.2.1 For the following occupancies, the MAQs per control
area shall not exceed the amounts specified in Table 9.6.2.1:

(1) Assembly

(2) Ambulatory health care

(3) Business

(4) Day care

() Detention and correctional
(6) Educational

(7) Health care

(8) Residential

9.6.2.2 For the occupancies specified in 9.6.2.1, storage in ex-
cess of 10 gal (38 L) of Class I and Class II liquids combined or in
excess of 60 gal (227 L) of Class IIIA liquids shall be permitted
where stored in flammable liquids storage cabinets and where
the total aggregate quantity does not exceed 180 gal (680 L).

9.6.2.3 Fuelin the tanks of operating mobile equipment shall
be permitted to exceed the quantities specified in Table 9.6.1,
where the equipment is operated in accordance with the fire
code.

9.6.2.4 For ambulatory health care, day care, educational,
and health care occupancies, the MAQ for Class IIIB liquids
shall not be limited if the building is protected throughout
with an automatic sprinkler system installed in accordance
with NFPA 13, Standard for the Installation of Sprinkler Systems.
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Table 9.6.1 MAQ of Flammable and Combustible Liquids
per Control Area

Quantity
Liquid
Class(es) gal L Notes
Flammable 1A 30 115 1,2
liquids
IB and IC 120 460 1,2
IA, IB, IC 120 460 1,2,3
combined
Combustible 11 120 460 1,2
liquids
II1A 330 1,265 1,2
111B 13,200 50,600 1,4

(Source: Table 34.1.3.1 of NFPA 5000, 2006 edition.)

Notes:

(1) Quantities are permitted to be increased 100 percent where stored
in approved flammable liquids storage cabinets or in safety cans in
accordance with the fire code. Where Note 2 also applies, the increase
for both notes is permitted to be applied accumulatively.

(2) Quantities are permitted to be increased 100 percent in buildings
equipped throughout with an automatic sprinkler system installed in
accordance with NFPA 13, Standard for the Installation of Sprinkler Sys-
tems. Where Note 1 also applies, the increase for both notes is permit-
ted to be applied accumulatively.

(3) Containing not more than the maximum allowable quantity per con-
trol area of Class IA, Class IB, or Class IC flammable liquids, individually.
(4) Quantities are not limited in a building equipped throughout with
an automatic sprinkler system installed in accordance with NFPA 13,
Standard for the Installation of Sprinkler Systems

Table 9.6.2.1 MAQs — Special Occupancy Limits

Quantity
Liquid Class(es) gal L
Iand II 10 38
IIA 60 227
1B 120 454

9.7 Control Areas.

9.7.1 For the purpose of this code, a control area shall be a
space within a building where quantities of liquids that do not
exceed the maximum quantities allowed by Table 9.6.1 or
Table 9.6.2.1 are stored. [5000:34.2.4]

9.7.2 Control areas shall be separated from each other by fire
barriers in accordance with Table 9.7.2.[5000:34.2.4.1.1]

9.7.3 Control areas located below grade that are considered
basements, as defined in 3.3.3, shall not be utilized for the
storage of Class I liquids.

9.8 Classification of Occupancies That Exceed the MAQs of
Liquids per Control Area.

9.8.1% Occupancy Classifications. Buildings and portions of
buildings where liquids are stored shall be classified as Protec-
tion Level 2 or Protection Level 3, as established in this sec-
tion, when the MAQs per control area are exceeded.
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Table 9.7.2 Design and Number of Control Areas [5000:
Table 34.2.4.1.1]

Maximum Fire
Allowable Resistance
Quantity per  Number of Rating
Floor Control Area Control Areas for Fire
Level (percent)* per Floor Barriers (hr){

Above grade

>9 5 1 2
7-9 5 2 2
4-6 12.5 2 2
3 50 2 1
2 75 3 1
1 100 4 1
Below grade
1 75 3 1
2 50 2 1
Lower than 2 NA NA NA

NA: Not allowed.

“Percentages represent the maximum allowable quantities per control
area shown in Table 9.6.1, with all of the increases permitted in the
footnotes of that table.

TFire barriers are required to include floors and walls, as necessary, to
provide a complete separation from other control areas.

9.8.1.1 Protection Level 2. Buildings and portions thereof
storing quantities of liquids that are considered as High-
Hazard Level 2 liquids and that exceed the maximum allow-
able quantities per control area shall be classified as Protec-
tion Level 2 occupancies.

9.8.1.2 Protection Level 3. Buildings and portions thereof
storing quantities of liquids that are considered as High-
Hazard Level 3 liquids and that exceed the maximum allow-
able quantities per control area shall be classified as Protec-
tion Level 3 occupancies.

9.8.2* Requirements for Specific Occupancies. Liquids stored
in Protection Level 2 or Protection Level 3 occupancies shall
meet the applicable requirements for storage in a Liquid Stor-
age Room or Liquid Warehouse as defined in this code and in
NFPA 5000, Building Construction and Safety Code.

9.9 Construction Requirements.

9.9.1 Storage areas shall be constructed to meet the fire resis-
tance ratings specified in Table 9.9.1. Construction assemblies
shall comply with the test specifications given in NFPA 251,
Standard Methods of Tests of Fire Resistance of Building Construction
and Materials.

9.9.2 Openings in interior walls to adjacent rooms or build-
ings and openings in exterior walls with fire resistance ratings
shall be provided with normally closed, listed fire doors with
fire protection ratings that correspond to the fire resistance
rating of the wall as specified in Table 9.9.2.

9.9.2.1 Such doors shall be permitted to be arranged to stay
open during material-handling operations if the doors are de-
signed to close automatically in a fire emergency by provision
of listed closure devices.

9.9.2.2 Fire doors shall be installed in accordance with
NFPA 80, Standard for Fire Doors and Other Opening Protectives.
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Table 9.9.1 Fire Resistance Ratings for Liquid Storage Areas

Fire Resistance Rating (hr)

Interior
Walls?,
Ceilings,
Type of Intermediate Exterior
Storage Area Floors Roofs Walls
Liquid storage
room
Floor area < 150 ft* 1 — —
Floor area > 150 ft2, 2 — —
but < 500 ft*
Liquid warehouse™* 44 — 2¢, 4°

For SI units, 1 f2=0.09 m? .

“Between liquid storage areas and any adjacent areas not dedicated to
liquid storage.

Fire resistance ratings for liquid warehouses storing only Class I1I1B
liquids, which are not heated above their flash point, are permitted to
be reduced to 2 hours.

“Fire resistance ratings for liquid warehouses protected in accordance
with Chapter 16 are permitted to be reduced to 2 hours.

9This should be a fire wall as defined in NFPA 221, Standard for Fire
Walls and Fire Barrier Walls.

“For exposing walls that are located more than 10 ft (3 m) but less
than 50 ft (15 m) from an important building or line of adjoining
property that can be built upon.

For exposing walls that are located 10 ft (3 m) or less from an impor-
tant building or line of adjoining property that can be built upon.

Table 9.9.2 Protection Ratings for Fire Doors

Fire Resistance Rating of
Wall as Required
by Table 9.9.1 (hr)

Fire Protection Rating
of Door (hr)

1 %
2 1%
4 3"

“One fire door required on each side of interior openings for attached
liquid warehouses.

9.9.3 Exterior walls shall be constructed to provide ready ac-
cess for fire-fighting operations by means of access openings,
windows, or lightweight, noncombustible wall panels.

Exception:  This requirement does not apply to liquid storage rooms
totally enclosed within a building.

9.10 Fire Protection.

9.10.1 Protected Storage. Fire protection requirements for
protected storage shall meet the requirements of 9.10.2 and
Chapter 16.

9.10.2 Manual Fire Protection.

9.10.2.1 Portable fire extinguishers shall be provided in ac-
cordance with NFPA 10, Standard for Portable Fire Extinguishers,
and this code.

9.10.2.2 Portable fire extinguishers shall meet the following
requirements:
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(1) Atleast one portable fire extinguisher having a capability
of not less than 40:B shall be located outside of, but not
more than 10 ft (3 m) from, the door opening into a
liquid storage area.

(2) Atleast one portable fire extinguisher having a capability
of not less than 40:B shall be located within 30 ft (9 m) of
any Class I or Class II liquids located outside of a liquid
storage area.

Exception: An acceptable alternative is at least one portable fire extin-
guisher having a capacity of 80:B located within 50 ft (15 m) of such

a storage area.

9.10.2.3 Hose connections supplied from sprinkler systems
shall be installed in accordance with NFPA 13, Standard for the
Installation of Sprinkler Systems.

9.10.2.4 Hose connections supplied by a standpipe system
shall be installed in accordance with NFPA 14, Standard for the
Installation of Standpipe and Hose Systems.

9.10.2.5 Hose connections shall also meet the following re-
quirements:

(1) Hose connections shall be provided in protected general-
purpose warehouses and in protected liquid warehouses.

(2) Where preconnected hose is provided, it shall be either
1% in. (38 mm) lined fire hose or 1 in. (25 mm) hard
rubber hose, using combination spray and straight stream
nozzles.

9.10.2.6 The water supply shall be sufficient to meet the
fixed fire protection demand plus a total of at least 500 gpm
(1900 L/min) for inside and outside hose connections for
at least 2 hours, unless otherwise specified in Chapter 16.

9.11 Emergency Control Systems. (Reserved)
9.12 Electrical Systems.

9.12.1 Electrical area classification shall not be required for
liquid storage areas where all containers, intermediate bulk
containers, and portable tanks are sealed and are not opened,
except as provided for in 9.12.2.

9.12.2 For liquid storage rooms that are totally enclosed
within the building, electrical wiring and utilization equip-
ment for Class I liquid storage shall be Class I, Division 2
(Zone 2), and electrical wiring and utilization equipment in
inside rooms used for the storage of Class II and Class III lig-
uids shall be suitable for ordinary purpose.

Exception: Class 1, Division 2 (Zone 2) requirements apply to Class IT
and Class 111 liquids when stored at temperatures above their flash points.

9.13* Containment, Drainage, and Spill Control.

9.13.1 Storage areas shall be designed and operated to prevent
the discharge of liquids to public waterways, public sewers, or
adjoining property, unless such discharge has been specifically
approved.

9.13.1.1 Where the drainage system discharges to private or
public sewers or waterways, the drainage system shall be
equipped with traps and separators.

9.13.2 Where individual containers exceed 10 gal (38 L),
curbs, scuppers, drains, or other suitable means shall be pro-
vided to prevent flow of liquids under emergency conditions
into adjacent building areas.

9.13.3 Containment or drainage to an approved location
shall be provided.

\

@ 2008 Edition

Full document details: NFPA 30 2008

9.13.3.1 Where a drainage system is used, it shall also have
sufficient capacity to carry the expected discharge of water
from fire protection systems.

9.13.4 Where only Class IIIB liquids are stored, spill control,
containment, and drainage shall not be required.

9.13.5 Where only unsaturated polyester resins (UPRs) contain-
ing not more than 50 percent by weight of Class IC, Class II, or
Class IIIA liquid constituents are stored and are protected in ac-
cordance with 16.5.2.11, spill control, containment, and drain-
age shall not be required.

9.13.6 Where storage is protected in accordance with Chap-
ter 16, spill control, containment, and drainage shall also
meet the requirements of Section 16.8.

9.14 Ventilation. Liquid storage areas where dispensing is
conducted shall be provided with ventilation that meets the
requirements of Section 18.5.

9.15 Exhausted Enclosures. (Reserved)
9.16 Explosion Control.

9.16.1* Where Class IA liquids are stored in containers larger
than 1 gal (4 L), areas shall be provided with a means of explo-
sion control that meets the requirements of NFPA 69, Standard
on Explosion Prevention Systems. An approved engineered dam-
age limiting construction design shall also be permitted.

Exception: This does not apply to a liquid storage room totally en-
closed within a building.

9.16.2* Where unstable liquids are stored, an approved engi-
neered construction method that is designed to limit damage
from a deflagration or detonation, depending on the liquid
stored, shall be used.

9.17 Separation from Incompatible Materials.

9.17.1 Liquids shall be separated from incompatible materi-
als, such as products containing more than 5 percent by
weight of acids, caustics, or oxidizers by a minimum distance
of 25 ft (8 m).

Exception: As provided for in Section 10.17.

9.17.2 Liquids shall be separated from Level 2 and Level 3
aerosols in accordance with NFPA 30B, Code for the Manufacture
and Storage of Aerosol Products.

Exception: As provided for in Section 10.17.

9.17.3 Materials that are water-reactive, as described in
NFPA 704, Standard System for the Identification of the Hazards of
Materials for Emergency Response, shall not be stored in the same
control area with liquids.

9.18 Dispensing, Handling, and Use of Liquids in Storage Areas.

9.18.1 Dispensing, handling, and use of liquids shall meet all
applicable requirements of Chapter 18.

9.18.2 Dispensing of Class I liquids or Class II and Class III
liquids at temperatures at or above their flash points shall not
be permitted in storage areas that exceed 1000 ft* (93 m?) in
floor area unless the dispensing area is separated from the
storage areas in accordance with Table 9.9.1 and meets all
other requirements of Section 9.9.

9.19 Outdoor Storage of Liquids. Storage of liquids outside
of buildings shall meet the requirements of Chapter 14 or
Chapter 15, whichever is applicable.
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Chapter 10 Storage of Liquids in Containers —
Mercantile Occupancies

10.1 Scope.

10.1.1 This chapter shall apply to mercantile occupancies
that handle, store, and display liquids in containers that do
not exceed 119 gal (450 L) individual capacity.

10.1.2 This chapter shall also apply to limited dispensing of
liquids incidental to mercantile operations.

10.1.3 This chapter shall not apply to the following:

(1) Containers, intermediate bulk containers, and portable
tanks that are used in operations, as covered by Chapter 17

(2) Liquids in the fuel tanks of motor vehicles, aircraft, boats,
or portable or stationary engines

(3) Beverages where packaged in individual containers that
do not exceed 1.3 gal (5 L) capacity

(4) Medicines, foodstuffs, cosmetics, and other consumer
products that contain not more than 50 percent by vol-
ume of water-miscible flammable or combustible liquids,
with the remainder of the product consisting of compo-
nents that do not burn and where packaged in individual
containers that do not exceed 1.3 gal (5 L) capacity

(5) Liquids that have no fire point when tested in accordance
with ASTM D 92, Standard Test Method for Flash and Fire
Points by Cleveland Open Cup, up to the boiling point of the
liquid or up to a temperature at which the liquid shows an
obvious physical change

(6) Liquids with a flash point greater than 95°F (35°C) in a
water-miscible solution or in dispersion with a water and
noncombustible solids content of more than 80 percent
by weight, and which do not sustain combustion when
tested in accordance with “Method of Testing for Sus-
tained Combustibility,” Title 49 Code of Federal Regula-
tions, Part 173, Appendix H, or the UN publication Recom-
mendations on the Transport of Dangerous Goods

(7) Distilled spirits and wines in wooden barrels or casks

10.2 Definitions Specific to Chapter 10. (Reserved)
10.3 General Requirements.

10.3.1 For the purposes of this chapter, unstable liquids shall
be treated as Class IA liquids.

10.3.2 Maximum allowable quantities of liquids for display
and storage shall comply with Table 10.7.1, based on the level
of protection provided.

10.3.3 The design, construction, and capacity of containers
shall comply with the applicable provisions of Section 9.4.

10.3.4 Commonly accepted packagings for medicines, bever-
ages, foodstuffs, cosmetics, and other common consumer prod-
ucts shall be exempt from the requirements of 9.4.1 and 9.4.3.

10.3.5 Where utilized within a mercantile occupancy, the de-
sign, construction, and capacity of storage cabinets shall com-
ply with the applicable provisions of Section 9.5.

10.3.6* Where utilized within a mercantile occupancy, the de-
sign, construction, and operation of a separate liquid storage
room or a hazardous material storage locker used as a separate
inside liquid storage area shall comply with the applicable pro-
visions of Chapter 9.

10.4 Reserved.
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10.5 Reserved.
10.6 Reserved.
10.7 Control Areas.

10.7.1 The MAQs of liquids in each control area and in dis-
play and storage arrangements shall meet the requirements of
this subsection and Table 10.7.1.

10.7.2 Existing unprotected mercantile occupancies in place
prior to January 1, 1997, are permitted to store or display up to
7500 gal (28,400 L) of Class IB, IC, II, and IIIA liquids (any
combination) in each control area.

10.8 Specific Restrictions.

10.8.1 On floors above the ground level, storage or display of
Class I and Class II liquids shall be limited to 60 gal (230 L) in
unprotected occupancies and 120 gal (454 L) in protected
occupancies.

10.8.2 Class I and Class II liquids shall not be stored, dis-
played, or dispensed in basements.

10.8.3 Liquids in containers of greater than 6 gal (23 L) capac-
ity shall not be stored or displayed in areas normally accessible to
the public.

10.8.4 Class II liquids that are not water-miscible and are
packaged in plastic containers of 1 gal (8.8 L) capacity or
greater shall be limited as follows:

(1) Amaximum total quantity of 30 gal (115 L) per display or
storage array

(2) A maximum total quantity of 60 gal (230 L) per display or
storage array that is protected by an automatic sprinkler sys-
tem having a design density of 0.60 gpm/ ft* (24 mm/min/
m?) over 2500 f* (232 m®) and using high-temperature,
K11.2 or larger quick-response sprinklers

(3) Amaximum total quantity of 60 gal (230 L) per display or
storage array where stored in listed flammable liquids
storage cabinets

10.8.4.1 Adjacent displays or storage arrays shall be separated
by a minimum distance of 50 ft (15 m).

10.9 Construction Requirements.

10.9.1 Separation walls between control areas shall meet the
requirements of Table 10.7.1.

10.9.2 Where utilized within a mercantile occupancy, the
construction of a separate liquid storage room or a hazardous
material storage locker used as a separate inside liquid storage
room shall comply with the applicable provisions of Chapter 9.
(See A.10.3.6.)

10.10 Fire Protection.

10.10.1 Where provided, automatic sprinkler systems shall
meet the design requirements of Table 10.7.1.

10.10.2 Protection systems for storage and display of liquids
that are designed and developed based on full-scale tests per-
formed at an approved test facility shall be considered an ac-
ceptable alternative to the protection criteria set forth in
Chapter 16. Such alternative protection systems shall be ap-
proved by the authority having jurisdiction.

10.10.3 Portable fire extinguishers shall be provided where
liquids are stored.
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Table 10.7.1 MAQs for Storage and Display in Mercantile Occupancies

Liquid Classification

Level of Protection Storage Limits IA! IB, IC, II, and ITIA — Any Combination II1B
Unprotected MAQ? 60 gal 3750 gal per control area; a maximum of 15,000 gal
two control areas permitted per
occupancy when separation is provided
by a minimum 1-hour-rated fire
separation wall
Maximum storage 2 gal/ft” in storage and display areas and
density adjacent aisles
NFPA 13, ordinary MAQ? 120 gal 7500 gal per control area; a maximum of Unlimited
hazard (group 2) two control areas permitted per
sprinkler system® occupancy when separation is provided
by a minimum 1-hour-rated fire
separation wall
Maximum storage 4 gal/ft® in storage and display areas and
density adjacent aisles
NFPA 30, Chapter 16 MAQ? 120 gal 30,000 gal per occupancy Unlimited

For SI units, 1 gal =3.8 L; 1 ft? = 0.09 m2.

! Ground-level floor only.

2 Does not include liquids exempted by 10.1.3.

® For storage heights that do not exceed 12 ft (3.6 m).

10.10.4 Hoseline connections shall be provided where required
by NFPA 13, Standard for the Installation of Sprinkler Systems.

10.11 Emergency Control Systems. (Reserved)
10.12 Electrical Systems.

10.12.1 Electrical wiring and utilization equipment shall
meet the requirements of Chapter 7.

10.12.2 Electrical area classification shall not be required for
liquid storage areas where all containers, intermediate bulk
containers, and portable tanks are sealed and are not opened,
except as provided for in 9.12.2.

10.13 Containment, Drainage, and Spill Control.

10.13.1 Where individual containers exceed 10 gal (38 L)
and protection has been provided in accordance with Chapter
16, containment and drainage shall be provided, in accor-
dance with Section 16.8. (See also Section 9.13.)

10.13.2 Where utilized within a mercantile occupancy, spill
containment for separate liquid storage rooms and for hazard-
ous material storage lockers used as separate liquid storage
rooms shall meet applicable requirements of Section 9.13. (See
A.10.3.6.)

10.14 Ventilation. Liquid storage areas where dispensing is con-
ducted shall be provided with either a gravity ventilation system
or a continuous mechanical exhaust ventilation system that
meets the requirements of Section 18.5. Mechanical ventilation
shall be used if Class I liquids are dispensed within the room.

10.15 Exhausted Enclosures. (Reserved)
10.16 Explosion Control. (Reserved)
10.17 Separation from Incompatible Materials.

10.17.1 Display and storage of liquids shall be separated from
incompatible materials, such as products containing more
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than 5 percent by weight of acids, caustics, or oxidizers by a
minimum distance of 25 ft (8 m).

10.17.2 Liquids shall be separated from Level 2 and Level 3
aerosols in accordance with NFPA 30B, Code for the Manufacture
and Storage of Aerosol Products. [30B:6.3]

10.18 Dispensing, Handling, and Use of Liquids in Mercantile
Occupancies. Dispensing, handling, and use of liquids shall
meet applicable requirements of Chapter 18.

Exception: This requirement does not apply to dispensing of quanti-
ties that do not exceed 16 oz (0.5 L) including, but not limited to,
tinting of paints and coatings.

10.19 Outdoor Storage of Liquids. Storage outside of build-
ings at mercantile occupancies shall meet the requirements of
Chapter 14 or Chapter 15, whichever is applicable.

Chapter 11  Storage of Liquids in Containers —
Industrial Occupancies

11.1 Scope. This chapter shall apply to the storage of flam-
mable and combustible liquids in industrial occupancies in
the following:

(1) Containers that do not exceed 119 gal (450 L) individual
capacity

(2) Portable tanks that do not exceed 660 gal (2500 L) indi-
vidual capacity

(3) Intermediate bulk containers that do not exceed 793 gal
(3000 L)

11.2 Definitions Specific to Chapter 11. (Reserved)

11.3 General Requirements. The storage of liquids shall com-
ply with either Chapter 9 or Section 18.4 of this code.
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Chapter 12 Storage of Liquids in Containers —
Storage Occupancies

12.1 Scope. This chapter shall apply to the storage of liquids
in liquid storage rooms, liquid warehouses, and general pur-
pose warehouses in the following:

(1) Drums or other containers that do not exceed 119 gal
(450 L) individual capacity

(2) Portable tanks that do not exceed 660 gal (2500 L) indi-
vidual capacity

(3) Intermediate bulk containers that do not exceed 793 gal
(3000 L) individual capacity

12.2 Definitions Specific to Chapter 12. (Reserved)
12.3 General Requirements.

12.3.1 Ageneral-purpose warehouse that stores liquids in quan-
tities that do not exceed the MAQs permitted in control areas by
Table 9.6.1 or that do not exceed the amounts permitted by Sec-
tion 12.8 shall meet the requirements of Section 12.8.

12.3.2 A general-purpose warehouse that stores liquids in
quantities that exceed the MAQs permitted in control areas by
Table 9.6.1 or that exceed the amounts permitted by Sec-
tion 12.8 shall meet the requirements for a liquid storage
room or liquid warehouse, whichever is applicable.

12.3.3 Facilities covered by this chapter shall meet the re-
quirements of Section 9.3.

12.3.4 For the purposes of this chapter, protected storage
shall mean storage installed after January 1, 1997, that is pro-
tected in accordance with Chapter 16. All other storage shall
be considered unprotected storage unless an alternate means
of protection has been approved by the authority having juris-
diction. (See 16.3.6 and Section 16.9.)

12.3.5 Protected and unprotected solid pile and palletized
storage shall be provided with aisles that are arranged so that
no container, portable tank, or intermediate bulk container is
more than 20 ft (6 m) from an aisle.

12.3.6 Protected solid pile and palletized storage and pro-
tected storage on racks shall be provided with minimum 6 ft
(1.8 m) aisles between adjacent piles or adjacent rack sections,
unless otherwise specified in Chapter 16.

12.3.7 Unprotected solid pile and palletized storage shall be
provided with minimum 4 ft (1.2 m) aisles between adjacent
piles. Main aisles shall be a minimum of 8 ft (2.4 m) wide.

Exception: For Class I1IB liquids in containers, the distance between
piles is permitted to be reduced from 4 ft (1.2 m) to 2 ft (0.6 m) in
proportion to commensurate reductions in the maximum storage height
and maximum quantity per pile as given in lTable 12.6.2.2.

12.3.8 Unprotected rack storage shall be provided with mini-
mum 4 ft (1.2 m) aisles between adjacent rack sections and
adjacent storage of liquids. Main aisles shall be a minimum of
8 ft (2.4 m) wide.

12.3.9 Storage of empty or idle combustible pallets inside
protected liquid storage areas shall comply with NFPA 13, Stan-
dard for the Installation of Sprinkler Systems.

12.3.10 Storage of empty or idle combustible pallets inside
unprotected liquid storage areas shall be limited to a maxi-
mum pile size of 2500 ft* (230 m®) and to a maximum storage
height of 6 ft (1.8 m).
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12.3.11 Storage of empty or idle combustible pallets shall be
separated from storage of liquids by minimum 8 ft (2.4 m)
aisles.

12.4 Reserved.
12.5 Reserved.

12.6 Maximum Allowable Quantities and Maximum Storage
Heights.

12.6.1 Liquid Storage Rooms.

12.6.1.1 Storage of liquids in liquid storage rooms shall meet
the requirements specified in Table 12.6.1.1.

Table 12.6.1.1 Quantity Limitations for Liquid Storage
Rooms

Automatic Fire Total Allowable
Total Protection Quantity (gal/ft*
Floor Area (ft%) Provided?* of floor area)
<150 No 2
Yes 5
>150 and <500 No 4+
Yes 10

For SI units, 1 ft* = 0.09 m?% 1 gal = 3.8 L.

“The fire protection system can be automatic sprinklers, water spray, car-
bon dioxide, dry chemical, or other approved system. (See Chapter 16.)
Total allowable quantities of Class IA and IB liquids cannot exceed the
quantities permitted in Table 12.6.2.2 or those permitted by 12.6.2.3.

12.6.1.2 Containers over 30 gal (115 L) capacity that contain
Class I or Class II liquids shall not be stacked more than one
container high unless protected in accordance with Chapter 16.

Exception: This requirement does not apply to liquid storage rooms
and hazardous materials storage lockers that arve located in a liquid
warehouse and are provided with equal or greater fire protection than is
provided for the warehouse itself.

12.6.2 Liquid Warehouses.

12.6.2.1 The total quantity of liquid stored in a protected
liquid warehouse shall not be limited.

12.6.2.2 Except as provided for in Chapter 9 and Chapter 13,
unprotected liquid warehouses shall meet the requirements
specified in Table 12.6.2.2.

12.6.2.3 Where two or more classes of liquids are stored in a
single pile or rack section, the following shall apply:

(1) The maximum quantity per pile or rack section and the
maximum storage height permitted shall be the smallest
of the individual maximum quantities per pile or rack
section and maximum storage heights for the specific
classes present, respectively.

(2) The maximum quantity per pile or rack section shall be
limited to the sum of the proportional amounts that each
class of liquid present bears to the maximum quantity per
pile or rack section allowed for its respective class.

(3) The sum of the proportional amounts shall not exceed
100 percent.

12.7 Control Areas. Control areas shall be in accordance with
Section 9.7.
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Table 12.6.2.2 Quantity Limitations for Unprotected Liquid Warehouses

Metal Portable Tanks and Rigid Nonmetallic IBCs and
Containers Metal IBCs Composite IBCs
Maximum Maximum Maximum
Maximum Total Quantity Maximum  Maximum Total Quantity Maximum Maximum Total Quantity Maximum
Storage per Pile or Total Storage per Pile or Total Storage per Pile or Total
Liquid Height Rack Section  Quantity Height Rack Section  Quantity Height Rack Section  Quantity
Class (ft) (gal) (gal) (ft) (gal) (gal) (ft) (gal) (gal)
1A 5 660 660 NP NP NP NP NP NP
1B 5 1,375 1,375 7 2,000 2,000 NP NP NP
1C 5 2,750 2,750 7 4,000 4,000 NP NP NP
11 10 4,125 8,250 7 5,500 11,000 7 4,125 8,250
1IIA 15 13,750 27,500 7 22,000 44,000 7 13,750 27,500
I11B 15 13,750 55,000 7 22,000 88,000 7 13,750 55,000

For SI units, 1 ft = 0.3 m; 1 gal = 3.8 L.
NP: Not permitted.

12.8 General-Purpose Warehouses Storing Liquids in Quanti-
ties Not Exceeding the MAQ.

12.8.1% Class IB and IC liquids in containers of 1.3 gal (5 L) or
less capacity, Class II liquids in containers of 5.3 gal (20 L) or
less capacity, Class IIIA liquids in containers of 60 gal (230 L)
or less capacity, and Class IIIB liquids in containers, interme-
diate bulk containers, or portable tanks of 275 gal (1040 L) or
less capacity shall be permitted to be stored in warehouses that
handle combustible commodities, as defined in NFPA 13, Stan-
dard for the Installation of Sprinkler Systems, provided that the
storage area for liquids is protected with automatic sprinklers
in accordance with either of the following:

(1) The provisions of NFPA 13 for 20 ft (6 m) high storage of
Class IV commodities
(2) The provisions of Chapter 16

12.8.2 The quantities and height of liquid storage are limited
to the following:

(1) Class IAliquids: not permitted

(2) Class IB and IC liquids: 660 gal (2500 L), maximum 5 ft
(1.5 m) high pile stored on floor, with no rack or other
storage above

(3) ClassIIliquid: 1375 gal (5200 L), maximum 5 ft (1.5 m) high
pile stored on floor, with no rack or other storage above

(4) Class IIIA liquid: 2750 gal (10,400 L), maximum 10 ft (3 m)
high pile stored on floor, with no rack or other storage above
or in storage racks to a maximum height of 10 ft (3 m)

(5) Class IIIB liquid: 13,750 gal (52,000 L), maximum 15 ft
(4.6 m) high pile stored on floor, with no rack or other
storage above or in storage racks to a maximum height of
15 ft (4.6 m)

12.8.3 Where two or more classes of liquids are stored in a
single pile or rack section, the following shall apply:

(1) The maximum total quantity and maximum storage
height permitted shall be the smallest of the individual
maximum total quantities and maximum storage heights
for the specific classes present, respectively.

(2) The maximum total quantity permitted shall be limited to
the sum of the proportional amounts that each class of
liquid present bears to the maximum total quantity per-
mitted for its respective class.
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(3) The sum of the proportional amounts shall not exceed
100 percent.

12.8.4* Liquids in Plastic Containers. Class I and Class II lig-
uids in plastic containers shall not be stored in a general-
purpose warehouse but shall be stored in a liquid storage
room or liquid storage warehouse that meets the require-
ments of this chapter.

Exception No. 1: The following liquids, packaged in plastic containers,
are permitted to be stoved in general-purpose warehouses in accordance
with the protection and storage limitations specified in Section 12.8 as
Sfollows:

(1) Products containing not more than 50 percent by volume of water-
miscible liquids, with the remainder of the product consisting of
components that do not burn and where packaged in individual
containers

(2) Products containing more than 50 percent water-miscible liquids
in individual containers not exceeding 16 oz (0.5 L) capacity in
cartons

Exception No. 2: Class I and Class II liquids in plastic containers are
permitted to be stored in a general-purpose warehouse if the packaging
systems are listed and labeled for use with these commodities. All other
provisions of Section 12.8 also apply.

12.8.5 The following shall apply to the storage of liquids and
ordinary combustible commodities in general purpose ware-
houses:

(1) Liquids shall not be stored in the same pile or in the same
rack sections as ordinary combustible commodities.
Where liquids are packaged together with ordinary com-
bustibles, as in kits, the storage shall be considered on the
basis of whichever commodity predominates.

(2) Exceptas provided for in 12.8.5(1), ordinary combustible
commodities shall be separated from liquids in containers
by a minimum distance of 8 ft (2.4 m).

12.9 Construction Requirements. Storage areas shall be con-
structed in accordance with Section 9.9.

12.10 Fire Protection. Fire protection for protected storage
shall be in accordance with Chapter 16.

12.11 Emergency Control Systems. (Reserved)
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12.12 Electrical Systems. Installation of electrical wiring and
utilization equipment shall meet the requirements of Chapter 7
and Section 9.12.

12.13 Containment, Drainage, and Spill Control. Where indi-
vidual containers exceed 10 gal (38 L), spill control shall be in
accordance with Section 9.13.

12.14 Ventilation. Liquid storage areas where dispensing is
conducted shall be provided with ventilation that meets the
requirements of Section 18.5.

12.15 Exhausted Enclosures. (Reserved)

12.16 Explosion Control. Where required by Section 9.16, ex-
plosion control shall be provided and shall meet the require-
ments of that section.

12.17 Separation from Incompatible Materials. (Reserved)

12.18 Dispensing, Handling, and Use of Liquids in Storage
Occupancies. Dispensing, handling, and use in storage areas
shall be in accordance with Chapter 18.

12.19 Outdoor Storage of Liquids. Storage outside of build-
ings shall meet the requirements of Chapter 14 or Chapter 15,
whichever is applicable.

Chapter 13 Storage of Liquids in Containers —
Detached, Unprotected Buildings

13.1 Scope. This chapter shall apply to the storage of flam-
mable and combustible liquids in detached, unprotected
buildings, in the following:

(1) Drums or other containers that do not exceed 119 gal
(450 L) individual capacity

(2) Portable tanks that do not exceed 660 gal (2500 L) indi-
vidual capacity

(8) Intermediate bulk containers that do not exceed 793 gal
(3000 L)

13.2 Definitions Specific to Chapter 13. (Reserved)
13.3 General Requirements.

13.3.1 The building shall have a horizontal separation of at
least 200 ft (60 m) from exposed business, industrial, mercan-
tile, and storage occupancies on the same property and from
any property line that is or can be built upon. Where protec-
tion for exposures is provided, the horizontal separation shall
be at least 100 ft (30 m).

13.3.2 The building shall have a horizontal separation of at
least 1000 ft (300 m) from exposed occupancies other than
business, industrial, mercantile, and storage on the same
property and from any property line that is or can be built
upon. Where protection for exposures is provided, the hori-
zontal separation shall be at least 500 ft (150 m).

13.3.3 Means of egress from the building shall not exceed
75 ft (23 m).

13.3.4 Rack storage shall be arranged with minimum 4 ft
(1.2 m) wide aisles between adjacent rack sections and be-
tween liquid storage and any adjacent storage.

13.3.5 Solid pile and palletized storage shall be arranged so
that piles are separated from each other by atleast 4 ft (1.2 m).
Aisles shall be provided and arranged so that no container or
portable tank is more than 20 ft (6 m) from an aisle.
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Exception: For Class IIIB liquids in containers, the distance between
piles is permitted to be reduced from 4 ft (1.2 m) to 2 ft (0.6 m) in
proportion to commensurate reductions in maximum quantity per pile
and maximum storage height, as given in Table 12.6.2.2.

13.3.6 Limited quantities of combustible commodities, as de-
fined in NFPA 13, Standard for the Installation of Sprinkler Systems,
shall be permitted to be stored in liquid storage areas if the ordi-
nary combustibles, other than those used for packaging the lig-
uids, are separated from the liquids in storage by a minimum of
8 ft (2.4 m) horizontally either by aisles or by open racks.

13.3.7 Storage of empty or idle combustible pallets shall be
limited to a maximum pile size of 2500 ft* (230 m®) and to a
maximum storage height of 6 ft (1.8 m).

13.3.7.1 Pallet storage shall be separated from liquid storage
by aisles that are at least 8 ft (2.4 m) wide.

13.3.8 Containers, intermediate bulk containers, and por-
table tanks shall not be stored closer than 36 in. (915 mm) to
the nearest beam, chord, girder, or other roof member.

13.4 Reserved.
13.5 Reserved.

13.6 Maximum Allowable Quantities and Maximum Storage
Heights.

13.6.1 The total quantity of liquids stored in a detached un-
protected liquid storage building shall not be limited.

13.6.2 Storage of liquids in piles or racks in a detached, un-
protected liquid storage building shall not exceed the maxi-
mum storage height and maximum quantity per pile or rack
section allowed by Table 12.6.2.2.

13.6.3 Where two or more classes of liquids are stored in a
single pile or rack section, the following shall apply:

(1) The maximum quantity per pile or rack section and the
maximum storage height permitted shall be the smallest
of the individual maximum quantities per pile or rack
section and maximum storage heights for the specific
classes present, respectively.

(2) The maximum quantity per pile or rack section shall be
limited to the sum of the proportional amounts that each
class of liquid present bears to the maximum quantity per
pile or rack section allowed for its respective class.

(3) The sum of the proportional amounts shall not exceed
100 percent.

13.7 Control Areas. (Reserved)

13.8 Reserved.

13.9 Construction Requirements.

13.9.1 The building shall not exceed one story in height.

13.9.2 The building shall not have basements, crawlspaces, or
other accessible underfloor areas.

13.10 Fire Protection.
13.10.1 Automatic fire protection systems shall not be required.

13.10.2 Manual fire-fighting equipment needed for incipient-
level fire protection shall be provided in accordance with 9.10.2.

13.11 Emergency Control Systems. (Reserved)
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13.12 Electrical Systems. Installation of electrical wiring and
utilization equipment shall meet the requirements of Chapter 7
and Section 9.12.

13.13 Containment, Drainage, and Spill Control.

13.13.1 Where individual containers exceed 10 gal (38 L), spill
control shall be provided in accordance with Section 9.13.

13.13.2 Containment or drainage shall be provided in accor-
dance with Section 9.13.

Exception:  Containment or drainage need not be provided for fire
protection water if the building does not have a water-based fire protec-
tion system.

13.14 Ventilation. Liquid storage areas where dispensing is
conducted shall be provided with ventilation that meets the
requirements of Section 18.5.

13.15 Exhausted Enclosure. (Reserved)

13.16 Explosion Control. Where required by Section 9.16, ex-
plosion control shall be provided and shall meet the require-
ments of that section.

13.17 Separation from Incompatible Materials. (Reserved)

13.18 Dispensing, Handling, and Use of Liquids in Detached,
Unprotected Buildings. Dispensing, handling, and use in stor-
age areas shall be in accordance with Chapter 18.

13.19 Outdoor Storage of Liquids. Storage outside of build-
ings shall meet the requirements of Chapter 14 or Chapter 15,
whichever is applicable.

Chapter 14 Hazardous Materials Storage Lockers

14.1* Scope. This chapter shall apply to the storage of liquids
in movable, modular, prefabricated storage lockers, specifi-
cally designed and manufactured for storage of hazardous ma-
terials, in the following:

(1) Containers that do not exceed 119 gal (450 L) individual
capacity

(2) Portable tanks that do not exceed 660 gal (2500 L) indi-
vidual capacity

(3) Intermediate bulk containers that do not exceed 793 gal
(3000 L) individual capacity

14.2 Definitions Specific to Chapter 14. (Reserved)
14.3 General Requirements.

14.3.1 Hazardous materials storage lockers that are used as lig-
uid storage rooms shall meet the requirements of Chapter 9.

14.3.2 Sections 14.3 and 14.4 shall apply to storage of flam-
mable and combustible liquids in hazardous materials storage
lockers (hereinafter referred to as lockers) that are located
outside.

14.4 Design and Construction of Hazardous Materials Stor-
age Lockers.

14.4.1 The design and construction of a locker shall meet all
applicable local, state, and federal regulations and require-
ments and shall be subject to the approval of the authority
having jurisdiction.

14.4.2 Movable prefabricated structures that have been ex-
amined, listed, or labeled by an organization acceptable to the
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authority having jurisdiction for use as a hazardous materials
storage facility shall be acceptable.

14.4.3 Lockers shall not exceed 1500 ft* (140 m®) gross floor
area.

14.4.4 Vertical stacking of lockers shall not be permitted.

14.4.5 Where electrical wiring and equipment are required,
they shall comply with Chapter 7 and Section 9.12.

14.4.6 Where dispensing or filling is permitted inside a locker,
operations shall comply with the provisions of Chapter 18.

14.4.7 Ventilation shall be provided in accordance with Sec-
tion 18.5.

14.4.8 Lockers shall include a spill containment system to
prevent the flow of liquids from the structure under emer-
gency conditions.

14.4.8.1 The containment system shall have sufficient capac-
ity to contain 10 percent of the volume of containers allowed
in the locker or the volume of the largest container, whichever
is greater.

14.5 Designated Sites for Hazardous Materials Storage Lockers.

14.5.1 Lockers shall be located on a designated approved site
on the property.

14.5.2 The designated site shall be arranged to provide the
minimum separation distances specified in Table 14.5.2 be-
tween individual lockers, from locker to property line that is
or can be built upon, and from locker to nearest side of public
ways or to important buildings on the same property.

14.5.3 Once the designated site is approved, it shall not be
changed without the approval of the authority having jurisdic-
tion.

14.5.4 More than one locker shall be permitted on a desig-
nated site, provided that the separation distance between indi-
vidual lockers is maintained in accordance with Table 14.5.2.

14.5.5 Where the approved designated storage site is acces-
sible to the general public, it shall be protected from tamper-
ing or trespassing.

14.6 Storage Requirements.

14.6.1 Containers of liquid in their original shipping packages
shall be permitted to be stored either palletized or solid piled.

14.6.2 Unpackaged containers shall be permitted to be stored
on shelves or directly on the floor of the locker.

14.6.3 Containers over 30 gal (114 L) capacity storing Class I or
Class I1liquids shall not be stored more than two containers high.

14.6.4 In all cases, the storage arrangement shall provide un-
restricted access to and egress from the locker.

14.6.5 Miscellaneous combustible materials, including but
not limited to idle pallets, excessive vegetation, and packing
materials, shall not be permitted within 5 ft (1.5 m) of the
designated site approved for lockers.

14.6.6 Warning signs for lockers shall be in accordance with
applicable local, state, and federal regulations or with NFPA 704,
Standard System for the Identification of the Hazards of Materials for
LEmergency Response.
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Table 14.5.2 Designated Sites

Minimum Separation Distance (ft)

From Locker to

From Nearest Side of
Locker to  Public Ways or
Property to Important
Area of Between Line That Is Buildings
Designated Site” Individual or Can Be on Same
(%) Lockers  Built Upon” Property™*
<100 5 10 5
>100 and <500 5 20 10
>500 and <1500 5 30 20

For SI units, 1 ft = 0.3 m; 1 ft® = 0.09 m>.

Note: If the locker is provided with a fire resistance rating of not less
than 4 hours and deflagration venting is not required in accordance
with Section 9.15, all distances required by Table 14.5.2 are permitted
to be waived.

“Site area limits are intended to differentiate the relative size and thus
the number of lockers that are permitted in one designated site.
"Distances apply to properties that have protection for exposures, as
defined. If there are exposures and such protection for exposures
does not exist, the distances should be doubled.

“When the exposed building has an exterior wall, facing the desig-
nated site, that has a fire resistance rating of at least 2 hours and has
no openings to above grade areas within 10 ft (3 m) horizontally and
no openings to below grade areas within 50 ft (15 m) horizontally of
the designated area, the distances can be reduced to half of those
shown in the table, except they should never be less than 5 ft (1.5 m).
“When a single locker has a gross single story floor area that will re-
quire a site area limit of greater than 1500 ft* (140 m®) or when mul-
tiple units exceed the area limit of 1500 ft? (140 m?), the authority
having jurisdiction should be consulted for approval of distances.

Chapter 15 Outdoor Storage

15.1 Scope. This chapter shall apply to the storage of liquids
outdoors in the following:

(1) Drums or other containers that do not exceed 119 gal
(450 L) individual capacity

(2) Portable tanks that do not exceed 660 gal (2500 L) indi-
vidual capacity

(83) Intermediate bulk containers that do not exceed 793 gal
(3000 L) individual capacity

15.2 Definitions Specific to Chapter 15. (Reserved)

15.3 General Requirements. Outdoor storage of liquids in
containers, intermediate bulk containers, and portable tanks
shall comply with Table 15.3 and with all applicable require-
ments of this chapter.

15.3.1 Where two or more classes of liquids are stored in a
single pile, the maximum quantity permitted in that pile shall
be that of the most hazardous class of liquid present.

15.3.2 No container, intermediate bulk container, or por-
table tank in a pile shall be more than 200 ft (60 m) from a
minimum 20 ft (6 m) wide access way to permit approach of
fire control apparatus under all weather conditions.

15.3.3 The distances specified in Table 15.3 shall apply to
properties that have protection for exposures as defined. If
there are exposures and protection for exposures does not
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exist, the distance to the property line that is or can be built
upon shall be doubled.

15.3.4 Where total quantity stored does not exceed 50 percent
of the maximum quantity per pile, as specified in Table 15.3, the
distances to a property line that is or can be built upon and to
streets, alleys, or public ways shall be permitted to be reduced by
50 percent but in no case to less than 3 ft (0.9 m).

15.3.5 The storage area shall be graded in a manner to divert
possible spills away from buildings or other exposures or shall
be surrounded by a curb at least 6 in. (150 mm) high.

15.3.5.1 Where curbs are used, provisions shall be made to
drain accumulations of groundwater or rainwater or spills of
liquids. Drains shall terminate at a safe location and shall flow
freely under fire conditions.

15.3.6 The storage area shall be protected against tampering
or trespassers where necessary.

15.3.7 The storage area shall be kept free of weeds, debris,
and other combustible materials not necessary to the storage.

15.3.8 The storage area shall be permitted to be protected
from the weather by a canopy or roof that does not limit the
dissipation of heat or dispersion of flammable vapors and does
not restrict fire-fighting access and control.

15.4 Outdoor Storage Adjacent to a Building.

15.4.1 A maximum of 1100 gal (4160 L) of liquids in contain-
ers, intermediate bulk containers, or portable tanks shall be
permitted to be stored adjacent to a building under the same
management, provided the following conditions apply:

(1) The adjacent building wall has an exterior fire resistance
rating of 2 hours.

(2) The adjacent building wall has no openings at grade or
above grade that are within 10 ft (3 m) horizontally of the
storage.

(3) The adjacent building wall has no openings directly above
the storage.

(4) The adjacent building wall has no openings below grade
within 50 ft (15 m) horizontally of the storage.

15.4.2 The provisions of 15.4.1(1) through 15.4.1(4) shall be
permitted to be waived, subject to the approval of the author-
ity having jurisdiction, if the building in question is one story,
is of fire-resistive or noncombustible construction, and is de-
voted principally to the storage of liquids.

15.4.3 The quantity of liquid stored adjacent to a building
that meets the conditions of 15.4.1(1) through 15.4.1(4) shall
be permitted to exceed that permitted in 15.4.1, provided the
maximum quantity per pile does not exceed 1100 gal (4160 L)
and each pile is separated by a 10 ft (3 m) minimum clear
space along the common wall.

15.4.4 The quantity of liquid stored shall be permitted to ex-
ceed the 1100 gal (4160 L) quantity specified by 15.4.1 where a
minimum distance equal to that specified by Table 15.3 for dis-
tance to property line shall be maintained between buildings and
the nearest container or portable tank.

15.4.5 Where the provisions of 15.4.1 cannot be met, a mini-
mum distance equal to that specified by Table 15.3 for dis-
tance to property line shall be maintained between buildings
and the nearest container or portable tank.
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Table 15.3 Storage Limitations for Outside Storage

Portable Tanks and Rigid Plastic and
Containers Metal IBCs Composite IBCs Minimum Separation Distance (ft)
Maximum Maximum Maximum Maximum Maximum Maximum Between  To Property
Quantity  Storage Quantity  Storage Quantity ~ Storage Piles or Line ThatIs or To Street,
Liquid per Pile Height per Pile Height per Pile Height Rack Can Be Built Alley, or
Class  (gal)®™* (ft) (gal) (ft) (gal)™ (ft) Sections Upon™? Public Way”
IA 1,100 10 2,200 7 NP NP 5 50 10
1B 2,200 12 4,400 14 NP NP 5 50 10
IC 4,400 12 8,800 14 NP NP 5 50 10
II 8,800 12 17,600 14 8,800 14 5 25 5
111 22,000 18 44,000 14 22,000 18 5 10 5

For SI units, 1 ft = 0.3 m; 1 gal = 3.8 L.
NP: Not permitted.

“See 15.3.1 regarding mixed-class storage.
"See 15.3.4 for smaller pile sizes.

“For storage in racks, the quantity limits per pile do not apply, but the rack arrangements should be limited
to a maximum of 50 ft (15 m) in length and two rows or 9 ft (2.7 m) in depth.

9See 15.8.3 regarding protection for exposures.

- . . = 100
Chapter 16 Automatic Fire Protection for Inside 2
Liquid Storage Areas S 90
S L
16.1 Scope. % 80
16.1.1* This chapter shall apply to automatic fire protection E 70r
systems for all inside storage of flammable and combustible g 60 I
liquids in containers, intermediate bulk containers, and por- @ Liquids not covered
table tanks as specified in Section 9.4. g 50 [ by 16.2.5
16.1.2* This chapter shall not apply to Class IA flammable E 40t
liquids or to unstable flammable or combustible liquids. Z__.; 30
16.1.3 Storage of liquids that is protected in accordance with % Liquids covered
the applicable requirements of this chapter shall be consid- a 20r by 16.2.5
ered protected, as defined in 16.2.2. All other storage shall be £ 10l
considered unprotected unless an alternate means of protec- k)
; 1 L 1 L 1 L 1 L 1 L pa

tion has been approved by the authority having jurisdiction.

16.2 Definitions Specific to Chapter 16. For the purpose of
this chapter, the following terms shall be defined as shown in
this section.

16.2.1 IBC. Where used in this chapter, /BCrefers to interme-
diate bulk containers.

16.2.2 Protected Storage. Flammable and combustible liquids
storage that is protected in accordance with this chapter.

16.2.3* Relieving-Style Container. A metal container, a metal
intermediate bulk container, or a metal portable tank that is
equipped with at least one pressure-relieving mechanism at its
top thatis designed, sized, and arranged to relieve the internal
pressure generated due to exposure to fire so that violent rup-
ture is prevented.

16.2.4* Unsaturated Polyester Resin (UPR). A resin that con-
tains up to 50 percent by weight of Class IC, Class II, or Class III
liquid, but no Class IA or Class IB liquid.

16.2.5 Viscous Liquid. Aliquid that gels, thickens, or solidifies
when heated or whose viscosity at room temperature versus
weight percent content of Class I, Class II, or Class III liquid is
in the shaded portion of Figure 16.2.5.
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20 40 60 80 100
Viscosity at room temperature [in thousands of centipoise (cp)]

FIGURE 16.2.5 Viscous Liquid: Viscosity Versus Weight Per-
cent Flammable or Combustible Component.

16.2.6 Water-Miscible Liquid. A liquid that mixes in all pro-
portions with water without the use of chemical additives, such
as emulsifying agents.

16.3 General Requirements.

16.3.1 The total quantity of liquids stored in a liquid ware-
house shall not be restricted.

16.3.2 Where different classes of liquids, container types, and
storage configurations are stored in the same protected area,
protection shall meet either of the following:

(1) Requirements of this chapter for the most severe storage
fire hazard present

(2) Where areas are not physically separated by a barrier or
partition capable of delaying heat from a fire in one haz-
ard area from fusing sprinklers in an adjacent hazard
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area, the required protection for the more demanding

hazard shall:

(a) Extend 20 ft (6 m) beyond its perimeter, but not less
than the required minimum sprinkler design area

(b) Be provided with means to prevent the flow of burn-
ing liquid under emergency conditions into adjacent
hazard areas

(c) Provide containment and drainage as required by
Section 16.8

16.3.3 Unless otherwise specified in this chapter, single-row
racks shall not be more than 4.5 ft (1.4 m) wide and double-
row racks shall not be more than 9 ft (2.8 m) wide.

16.3.4 When applying the fire protection criteria of this chap-
ter, a minimum aisle space of 6 ft (1.8 m) shall be provided
between adjacent piles or adjacent rack sections, unless other-
wise specified in the tables in Section 16.5.

16.3.5 Viscous liquids, as defined in 16.2.5, shall be permitted
to be protected using either of the following, as applicable:

(1) Criteria for a Class IIIB liquid in accordance with Fig-
ure 16.4.1(a) or Figure 16.4.1(b)

(2) Criteria for Group A plastics in accordance with Figure
16.4.1(b)

16.3.6 Protection systems that are designed and developed
based on full-scale fire tests performed at an approved test
facility or on other engineered protection schemes shall be
considered an acceptable alternative to the protection criteria
set forth in this chapter. Such alternative protection systems
shall be approved by the authority having jurisdiction.

16.3.7 For relieving-style containers of greater than 6.6 gal
(25 L) and up to 119 gal (450 L) capacity, the following shall
apply:

(1) The pressurerelieving mechanism shall be listed and la-
beled in accordance with FM Global Approval, Examination
Program for Fusible Closures for Steel Drums, Class Number 6083,
or equivalent.

(2) The pressure-relieving mechanism shall not be painted, and
cap seals, if used, shall be made of thermoplastic material.

(3) For metal containers greater than 6.6 gal (25 L) capacity,
the pressure-relieving mechanism shall be unobstructed
or an additional pressure-relieving mechanism shall be
provided.

16.3.8 To be considered protected by Table 16.5.2.9 and
Table 16.5.2.10, rigid nonmetallic intermediate bulk contain-
ers shall be subjected to a standard fire test that demonstrates
acceptable inside storage fire performance and shall be listed
and labeled.

16.4 Automatic Sprinkler and Foam-Water Sprinkler Fire Pro-
tection Systems.

16.4.1 Where automatic sprinkler systems or low-expansion
foam-water sprinkler systems are used to protect storage of liq-
uids, Figure 16.4.1(a), Figure 16.4.1(b), or Figure 16.4.1(c),
whichever is applicable, and the appropriate table in Section 16.5
shall be used to determine protection criteria.

16.4.1.1 Figure 16.4.1(a) shall be used for miscible and nonmis-
cible flammable and combustible liquids in metal containers,
metal portable tanks, and metal intermediate bulk containers.

16.4.1.2 Figure 16.4.1(b) shall be used for nonmiscible flam-
mable and combustible liquids in nonmetallic containers and
in nonmetallic intermediate bulk containers.
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16.4.1.3 Figure 16.4.1(c) shall be used for water-miscible
flammable and combustible liquids in nonmetallic containers
and in nonmetallic intermediate bulk containers.

16.4.2 Automatic sprinkler and foam-water fire protection
systems shall be wet pipe, deluge, or preaction systems.

16.4.2.1 If a preaction system is used, it shall be designed so
that water or foam solution will immediately discharge from
the sprinkler upon sprinkler actuation.

16.4.2.2 A foam-water sprinkler system that meets any of the
design criteria specified in the water sprinkler tables in this
section shall be acceptable, provided that the system is in-
stalled in accordance with NFPA 16, Standard for the Installation
of Foam-Water Sprinkler and Foam-Water Spray Systems.

16.4.3 Water-based fire protection systems shall be inspected,
tested, and maintained in accordance with NFPA 25, Standard
for the Inspection, Testing, and Maintenance of Water-Based Fire Pro-
tection Systems.

16.5 Fire Protection System Design Criteria.

16.5.1 General. Subsections 16.5.2.1 through 16.5.2.12 and
their related tables, Table 16.5.2.1 through Table 16.5.2.12,
shall be used to determine the protection criteria and storage
arrangement for the applicable liquid class, container type,
and storage configuration, as described in 16.5.2.1 through
16.5.2.12 and subject to the provisions of 16.5.1.

16.5.1.1 Table 16.5.2.1 through Table 16.5.2.12 shall apply
only to stable liquids.

16.5.1.2 When foam or foam-water fire protection systems are
provided, discharge densities shall be determined based on the
listing criteria of the foam discharge devices selected, the foam
concentrate, the specific liquids to be protected, and the criteria
in the appropriate table in this chapter. Where the discharge
densities given in the tables differ from those in the listing criteria
for the discharge devices, the greater of the two shall be used.

16.5.1.3 In-rack sprinklers shall be installed in accordance

with the provisions of NFPA 13, Standard for the Installation of

Sprinkler Systems. In addition, the following modifications shall

apply:

(1) Alternate lines of in-rack sprinklers shall be staggered ver-
tically in the longitudinal flue space.

(2) Sprinklers in multiple-level in-rack sprinkler systems shall
be provided with water shields unless they are separated
by horizontal barriers or are specifically listed for installa-
tion without water shields.

(3) Avertical clear space of at least 6 in. (150 mm) shall be
maintained between the sprinkler deflector and the top
of the tier of storage.

(4) Sprinkler discharge shall not be obstructed by horizontal
rack structural members.

(5) Where in-rack sprinklers are installed below horizontal
barriers, the deflector shall be located a maximum of 7 in.
(180 mm) below the barrier.

(6) Longitudinal and transverse flue spaces of at least 6 in.
(150 mm) shall be maintained between each rack load.

16.5.1.4 Ceiling sprinklers shall be installed in accordance
with NFPA 13, Standard for the Installation of Sprinkler Systems,
and shall be permitted to have the following maximum head
spacing:

(1) Classes I, 11, and IIIA liquids: 100 ft* (9.3 m®) per sprinkler
(2) Class IIIB liquids: 120 ft2 (11.1 m?) per sprinkler
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Is liquid
excluded by
9.1.4?

Chapter 16 does not apply

Does liquid
meet criteria of
16.2.5?

Yes Protect using criteria for
a Class IlIB liquid

Continue

Does liquid
meet criteria of
16.2.4?

Yes Protect using
Table 16.5.2.11

Is liquid water- Is liquid corllts:éir?tL:;(iion
miscible? concentration <50% but

OO?
>50% >20%?

Continue

Liquid concentration
is <20%

A

Protect using criteria for a
Class Ill commodity as
described in NFPA 13

Protect using criteria for a
Class | commodity as
described in NFPA 13

Protect using Tables
16.5.2.1, 16.5.2.3, or
16.5.2.8

Is storage
in racks?

Is storage in a
rack/display cut
combination?

Protect using Table 16.5.2.1
[see Note 5 of Table
16.5.2.1]

Is storage in
shelves? (defined
by NFPA 13)

The storage is

Protect using Table 16.5.2.6

palletized

FIGURE 16.4.1(a) Fire Protection Criteria Decision Tree for Miscible and Nonmiscible
Flammable and Combustible Liquids in Metal Containers.
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A

Protect using Tables
16.5.2.2, 16.5.2.4, or
16.5.2.8
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Is liquid
excluded by
9.1.4?

Does liquid
meet criteria of
16.2.57

Chapter 16 does not apply

Protect using criteria for
unexpanded Group A plastic
as described in NFPA 13

Yes

Continue

Is liquid water-
miscible?

Is liquid a
Class IlIB liquid?

Is liquid a
Class Il or 1A
liquid?

Go to
Figure 16.4.1(c)

Protect using Tables 16.5.2.5,
16.5.2.9, or 16.5.2.10,
if applicable

Protect using Tables 16.5.2.9
or 16.5.2.10, if applicable

Liquid is a Class |
liquid

container size
<1 0z and does

packaging consist

of 2 layers of

FIGURE 16.4.1(b)

cardboard?

Is
acceptable
protection criteria
available per
16.3.6?

Yes

Protect using criteria for
unexpanded Group A plastic
per NFPA 13

The storage is unprotected
(see Table 12.6.2.2)

Fire Protection Criteria Decision Tree for Nonmiscible Flammable

and Combustible Liquids in Nonmetallic Containers.
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Protect storage per

authority having jurisdiction

Documents

. ()
2008 Edit FPA
Document%ﬁ%r’fng Hub


http://www.avadocuments.com/doc/nfpa-30-2008
http://www.avadocuments.com/doc/nfpa-30-2008

30-42

FLAMMABLE AND COMBUSTIBLE LIQUIDS CODE

Liquid is water-
miscible

Is liquid
concentration
>50%7?

No

Is liquid
concentration
<20%7?

Yes

Is container
>5 gal?

Protect using criteria
for a Class Il
commodity as

described in NFPA 13

Yes No Classify as a
noncombustible liquid in
. ] No a combustible container

Liquid confentratlon as described in

is >20%, but NFPA 13, and
<50% protect accordingly

Continue

) : Protect using criteria
Yes Is storag;a in No Is f??;;'ger Yes —»| for a Group A plastic

racks’ ’ commodity as
described in NFPA 13
y Protect using criteria

No - for a Class IV

commodity as

ibed in NFPA 1
Is storage in Protect using Tables 16.5.2.7 described in 8
racks? Yes =1 or 16.5.2.10, if applicable
No
y Is
. acceptable )
Storage is | Protect using Tgbles 1_6.5.2.9 protectic?n criteria Yes Protect storage per a_luthorlty
palletized or 16.5.2.12, if applicable available per having jurisdiction
16.3.6?

No

v

The storage is unprotected
(see Table 12.6.2.2)

Note: For Sl units, 1 gal = 3.8 L.

FIGURE 16.4.1(c) Fire Protection Criteria Decision Tree for Miscible Flammable
and Combustible Liquids in Nonmetallic Containers.
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16.5.1.4.1 Ordinary or intermediate temperature-rated K-25
extended-coverage sprinklers shall be permitted to be used as
standard response sprinklers at greater than 144 ft* (13 m?)
coverage, with 12 ft (3.7 m) minimum spacing and a maxi-
mum coverage area of 196 ft* (18 m®) coverage.

16.5.1.5 The ceiling heights given in Table 16.5.2.1 through
Table 16.5.2.12 shall be permitted to be increased by a maxi-
mum of 10 percent if an equivalent percent increase in ceiling
sprinkler design density is provided.

16.5.1.6 Foam-water sprinkler systems shall be designed and
installed in accordance with NFPA 16, Standard for the Installa-
tion of Foam-Water Sprinkler and Foam-Water Spray Systems.

16.5.1.6.1 Foam-water sprinkler systems shall have at least
15 minutes of foam concentrate, based on the required design
flow rate.

16.5.1.6.2* Foam-water sprinkler systems shall provide foam
solution at the minimum required concentration with as few
as four sprinklers flowing.

16.5.1.7 When relieving style containers are used, both % in.
(20 mm) and 2 in. (50 mm) listed and labeled pressure-
relieving mechanisms are required on containers greater than
6 gal (23 L) capacity.

16.5.1.8 For the purposes of Section 16.5, a rigid nonmetallic
intermediate bulk container is one that meets the maximum
allowable capacity criteria of Table 9.4.3 and has been listed
and labeled in accordance with UL 2368, Standard for Fire Expo-
sure Testing of Intermediate Bulk Containers for Flammable and Com-
bustible Liquids, or equivalent.

16.5.1.9 For the purposes of Section 16.5, the following shall

apply:

(1) 1gal=3.8L;1ft=0.83m;1 ft>=0.09 m*

(2) 1gpm/ft®is equivalent to 40.7 L/min/m? or 40.7 mm/min

(3) Agauge pressure of 1 psi is equivalent to a gauge pressure
of 6.9 kPa

(4) SR = standard response sprinkler; QR = quick response
sprinkler; ESFR = early suppression fast response sprin-
kler; (ot) = ordinary temperature

16.5.1.10 For the purposes of Section 16.5, the following
shall apply to the in-rack sprinkler design layouts specified in
Table 16.5.2.1 through Table 16.5.2.12:

(1) Layout A shall mean one line of in-rack sprinklers 8 ft
(2.4 m) above the floor, with sprinklers spaced not more
than 10 ft (3 m) on center. Sprinklers shall be staggered
vertically.

(2) Layout B shall mean one line of in-rack sprinklers 6 ft
(1.8 m) above the floor and one line of in-rack sprinklers
12 ft (3.6 m) above the floor, with sprinklers spaced not
more than 10 ft (3 m) on center. Sprinklers shall be stag-
gered vertically.

(3) Layout Cshall mean one line of in-rack sprinklers at every
storage level above the floor, with sprinklers spaced not
more than 10 ft (3 m) on center. Sprinklers shall be stag-
gered vertically.

(4) Layout D shall mean one line of in-rack sprinklers at every
other storage level, beginning above the first storage
level, with sprinklers spaced not more than 10 ft (3 m) on
center. Sprinklers shall be staggered vertically.

(5) Layout E shall mean one line of in-rack sprinklers in the flue
space at every storage level above the floor and face sprin-
Klers at the first storage level at each rack upright. In-rack
sprinklers shall be spaced not more than 9 ft (2.7 m) on
center and shall be staggered vertically.
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(6) LayoutF shall mean one line of in-rack sprinklers in the flue
space at every other storage level above the first storage level
and face sprinklers at the first storage level at each rack up-
right. In-rack sprinklers shall be spaced not more than 10 ft
(3 m) on center and shall be staggered vertically.

(7) Layout G shall be as shown in Figure 16.6.4(a).

(8) Layout H shall be as shown in Figure 16.6.4(d) or Figure
16.6.4(e).

(9) Layout I shall be as shown in Figure 16.6.4(b) or Figure
16.6.4(c).

16.5.1.11 The “Fire Test Ref.” number given for each entry in
each of the tables in 16.5.2 shall be used to identify in Section D.2
the information on the fire tests on which the protection criteria
for that entry are based.

16.5.2 Specific Design Criteria.
16.5.2.1 Table 16.5.2.1 shall apply to the following:

(1) Automatic sprinkler protection

(2) Single- or double-row rack storage

(3) Nonmiscible liquids and miscible liquids with concentra-
tion of flammable or combustible component greater
than 50 percent by volume

(4) Metal containers, metal portable tanks, metal intermedi-
ate bulk containers

(5) Relieving- or nonrelieving-style containers

16.5.2.2 Table 16.5.2.2 shall apply to the following:

(1) Automatic sprinkler protection

(2) Palletized or stacked storage

(3) Nonmiscible liquids and miscible liquids with concentration
of flammable or combustible component greater than
50 percent by volume

(4) Metal containers, metal portable tanks, metal intermedi-
ate bulk containers

(5) Relieving- or nonrelieving-style containers

16.5.2.3 Table 16.5.2.3 shall apply to the following:

(1) Foam water sprinkler protection

(2) Single- or double-row rack storage

(3) Nonmiscible liquids and miscible liquids with concentra-
tion of flammable or combustible component greater
than 50 percent by volume

(4) Metal containers, metal portable tanks, metal intermedi-
ate bulk containers

(5) Relieving- or nonrelieving-style containers

16.5.2.4 Table 16.5.2.4 shall apply to the following:

(1) Foam water sprinkler protection

(2) Palletized or stacked storage

(3) Nonmiscible liquids and miscible liquids with concentra-
tion of flammable or combustible component greater
than 50 percent by volume

(4) Metal containers, metal portable tanks, metal intermedi-
ate bulk containers

(5) Relieving- or nonrelieving-style containers

16.5.2.5 Table 16.5.2.5 shall apply to the following:

(1) Automatic sprinkler protection

(2) Single-, double-, or multiple-row rack storage

(3) Class IIIB nonmiscible liquids and Class IIIB miscible liquids
with concentration of flammable or combustible compo-
nent greater than 50 percent by volume

(4) Nonmetallic containers or intermediate bulk containers

() Cartoned or uncartoned
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Table 16.5.2.1 Design Criteria for Sprinkler Protection of Single- and Double-Row
Rack Storage of Liquids in Metal Containers, Portable Tanks, and IBCs

Ceiling Sprinkler Protection In-Rack Sprinkler Protection
Maximum Maximum Sprinkler Design Sprinkler Fire Test
Container Storage  Ceiling Discharge Ref.
Styleand  Height  Height Density  Area Flow Special [See Table
Capacity (ft) (ft) Type Response (gpm/ft’)  (ft%) Type  Response (gpm) Layout Notes D.2(a)]
NONRELIEVING-STYLE CONTAINERS — LIQUID CLASSES IB, IC, II, IIIA
<1 gal 16 30 K>11.2 QR 286°F 0.60 2000 K=5.6 or QR(ot) 30 A 1,2 1
8.0
20 30 K>11.2 SR or QR 0.60 2000 K=5.6 or QR(ot) 30 B 1,2 2
286°F 8.0
<5 gal 25 30 K>8.0 SRor QR 0.30 3000 K=5.6 or QR(ot) 30 C 1 3
286°F 8.0
>5 and 25 30 K>11.2 SR 0.40 3000 K=5.6 or QR or SR 30 E 1 5
<60 286°F 8.0 (ot)
NONRELIEVING-STYLE CONTAINERS — LIQUID CLASS IIIB
<5 gal 40 50 K=8.0 SRor QR 0.30 2000 K=5.6 or QR(ot) 30 D 1,3 4
286°F 8.0
>b and 40 50 K>8.0 SR 286°F 0.30 3000 K=5.6 or QR(ot) 30 D 1,3 6
<60 8.0
RELIEVING-STYLE CONTAINERS — LIQUID CLASSES IB, IC, II, IITA
<5 gal 14 18 K>11.2 QR 286°F 0.65 2000 No in-rack sprinklers required 4 7
pendent
only
25 30 K>8.0 SRor QR 0.30 3000 K=5.6 or QR(ot) 30 D 1,5 8
286°F 8.0
>b and 25 30 K>11.2 SR 0.60 3000 K=5.6 or QR(ot) 30 F 1 10
<60 286°F 8.0
Portable 25 30 K>11.2 SR 0.60 3000 K=5.6 or QR or SR 30 E 1 12
tanks 286°F 8.0 (ot)
and
IBCs
RELIEVING-STYLE CONTAINERS — LIQUID CLASS IIIB
<5 gal 40 50 K=8.0 SRor QR 0.30 2000 K=5.6 or QR(ot) 30 D 1 9
286°F 8.0
>5 and 40 50 K=8.0 SR 0.30 3000 K=5.6 or QR(ot) 30 D 1,3 11
<60 286°F 8.0
Portable 40 50 K=8.0 SR 0.30 3000 K=5.6 or QR(ot) 30 D 1,6 13
tanks 286°F 8.0
and
IBCs
For SI units, 1 gal=3.8 L, 1 ft=0.3 m, 1 ft*=0.09 m? 1 gpm/ft® = 40.7 L/min/m? = 40.7 mm/min.
Special Notes:
(1) In-rack sprinkler design based on 6 most hydraulically remote sprinklers in each of upper three levels or
on 8 most hydraulically remote sprinklers, if only one level.
(2) Protection for uncartoned or case-cut nonsolid shelf display up to 6.5 ft. (2 m) and storage above in
pallets on racking, shelf materials, open wire mesh, or 2 in. x 6 in. (50 mm x 150 mm) wooden slats, spaced
a minimum of 2 in. (50 mm) apart.
(8) For K=8.0 and K=11.2 ceiling sprinklers, increase ceiling density to 0.60 if more than one level of storage
exists above the top level of in-rack sprinklers.
(4) Double-row racks limited to maximum 6 ft (1.8 m) width.
(5) For K=8.0 and K=11.2 ceiling sprinklers, increase ceiling density to 0.60 over 2000 ft* if more than one
level of storage exists above the top level of in-rack sprinklers.
(6) Reduce in-rack sprinkler spacing to maximum 9 ft (2.7 m) centers.
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