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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS 

NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document 
contained herein is one, are developed through a consensus standards development process approved by 
the American National Standards Institute. This process brings together volunteers representing varied 
viewpoints and interests to achieve consensus on fire and other safety issues. While the NFPA administers 
the process and establishes rules to promote fairness in the development of consensus, it does not 
independently test, evaluate, or verify the accuracy of any information or the soundness of any judgments 
contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property, or other damages of any nature 
whatsoever, whether special, indirect, consequential or compensatory, directly or indirectly resulting from 
the publication, use of, or reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as 
to the accuracy or completeness of any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or 
other services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty 
owed by any person or entity to someone else. Anyone using this document should rely on his or her own 
independent judgment or, as appropriate, seek the advice of a competent professional in determining the 
exercise of reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of 
NFPA Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for 
compliance with this document. Any certification or other statement of compliance with the requirements 
of this document shall not be attributable to the NFPA and is solely the responsibility of the certifier or 
maker of the statement.

See ALERT

ALERT: THIS STANDARD HAS BEEN MODIFIED BY A TIA OR ERRATA

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should 
be aware that NFPA Standards may be amended from time to time through the issuance of a Tentative 
Interim Amendment (TIA) or corrected by Errata. An official NFPA Standard at any point in time consists 
of the current edition of the document together with any TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or corrected 
by Errata, go to www.nfpa.org/docinfo to choose from the list of NFPA Standards or use the search feature 
to select the NFPA Standard number (e.g., NFPA 13). The document information page provides up-to-
date document-specific information as well as postings of all existing TIAs and Errata. It also includes the 
option to register for an “Alert” feature to receive an automatic email notification when new updates and 
other information are posted regarding the document.

REVISION SYMBOLS IDENTIFYING CHANGES FROM THE PREVIOUS EDITION

Text revisions are shaded. A  Δ  before a section number indicates that words within that section were 
deleted and a  Δ  to the left of a table or figure number indicates a revision to an existing table or figure. 
When a chapter was heavily revised, the entire chapter is marked throughout with the  Δ  symbol. Where 
one or more sections were deleted, a • is placed between the remaining sections. Chapters, annexes, 
sections, figures, and tables that are new are indicated with an  N  .

Note that these indicators are a guide. Rearrangement of sections may not be captured in the markup, 
but users can view complete revision details in the First and Second Draft Reports located in the archived 
revision information section of each code at www.nfpa.org/docinfo. Any subsequent changes from the 
NFPA Technical Meeting, Tentative Interim Amendments, and Errata are also located there.

Full document details: NFPA 30A 2018

http://www.avadocuments.com/doc/nfpa-30a-2018
http://www.avadocuments.com/doc/nfpa-30a-2018


IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that these
documents may be superseded at any time by the issuance of new editions or may be amended from time to time through the
issuance of Tentative Interim Amendments or corrected by Errata. An official NFPA Standard at any point in time consists of
the current edition of the document together with any Tentative Interim Amendments and any Errata then in effect. In order
to determine whether a given document is the current edition and whether it has been amended through the issuance of
Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the
National Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed
below.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and shall not
be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in
connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for determining the validity of
any such patent rights, as well as the risk of infringement of such rights, and the NFPA disclaims liability for the infringement
of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may require use of an
invention covered by patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such
patent rights constitute or include essential patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent
Policy, a patent holder has filed a statement of willingness to grant licenses under these rights on reasonable and
nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of such filed statements can be
obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, by the
publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with
applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe
practices and methods. By making these documents available for use and adoption by public authorities and private users, the
NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, and
changes desired by the adopting authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the NFPA (Attention: Secretary,
Standards Council) in writing of such use. For technical assistance and questions concerning adoption of NFPA Standards,
contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA procedures
governing its codes and standards development process, including information on the procedures for requesting Formal
Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to NFPA standards during regular
revision cycles, should be sent to NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA, 1
Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: stds_admin@nfpa.org.

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be viewed at
no cost at www.nfpa.org/docinfo.
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NFPA® 30A

Code for

Motor Fuel Dispensing Facilities and Repair Garages

2018 Edition

This edition of NFPA 30A, Code for Motor Fuel Dispensing Facilities and Repair Garages, was prepared
by the Technical Committee on Automotive and Marine Service Stations. It was issued by the
Standards Council on August 1, 2017, with an effective date of August 21, 2017, and supersedes all
previous editions.

This document has been amended by one or more Tentative Interim Amendments (TIAs) and/or
Errata. See “Codes & Standards” at www.nfpa.org for more information.

This edition of NFPA 30A was approved as an American National Standard on August 21, 2017.

Origin and Development of NFPA 30A

This code originated as Chapter 7 of NFPA 30, Flammable and Combustible Liquids Code, and was
developed by the Technical Committee on Flammable and Combustible Liquids to provide more
detailed requirements for vehicle fueling and to anticipate the need to address self-service fueling
and alternative fuels. It was first adopted in 1984. The second edition, adopted in 1987, recognized
unattended self-service fueling, and a third edition, adopted in 1990 and prepared by the (new)
Technical Committee on Automotive and Marine Service Stations, incorporated requirements for
lubrication-only service facilities. The fourth edition, adopted in 1993, incorporated several major
amendments, the most important of which allowed aboveground fuel storage tanks at retail motor
fuel dispensing facilities, based on a Tentative Interim Amendment to the 1990 edition.

The 1996 (fifth) edition of NFPA 30A incorporated the following major amendments:

(1) An increase in the maximum allowable aboveground fuel storage for Class II liquids (i.e.,
diesel fuel) at fleet refueling operations to 75,700 L (20,000 gal) per tank, with a maximum
aggregate capacity of 302,800 L (80,000 gal)

(2) A new chapter that provided comprehensive fire safety requirements for marine motor fuel
dispensing facilities, including fuel dispensing practices

(3) More specific requirements for installation and function of the emergency shear valve at the
base of the fuel dispenser

(4) A new section on low-melting-point piping materials

After the adoption of the 1996 edition of NFPA 30A, the Technical Committee on Automotive
and Marine Service Stations was given responsibility for NFPA 88B, Standard for Repair Garages, and
was also charged with developing fire safety requirements for alternative fuels, such as compressed
natural gas (CNG), when these fuels are dispensed along with liquid fuels. With respect to repair
garages, the Technical Committee decided to integrate the technical requirements of NFPA 88B into
NFPA 30A.
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2018 Edition

The 2000 (sixth) edition of NFPA 30A incorporated the following major amendments:

(1) A change in the title of the document to Code for Motor Fuel Dispensing Facilities and Repair Garages to more accurately
reflect its scope

(2) A complete editorial review to enhance readability and to replace ambiguous text
(3) Revisions to the minimum separation distances for aboveground storage tanks, including minimum separation

distances for protected aboveground tanks and tanks in vaults
(4) Addition of basic requirements for protected aboveground tanks
(5) Corrosion protection requirements for tanks and piping
(6) New and more detailed requirements for installation and testing of piping systems, including secondary containment

piping
(7) Revisions to the requirements for emergency power disconnects for fuel dispensing systems
(8) Incorporation of requirements for repair garages from NFPA 88B
(9) Addition of a new chapter that set requirements for compressed natural gas (CNG), liquefied natural gas (LNG), and

liquefied petroleum gas (LP-Gas)

The 2003 (seventh) edition of NFPA 30A contained one major revision and several less significant changes. The major
revision was the addition of a new chapter, Chapter 13, Farms and Remote Sites, which incorporated the requirements of NFPA
395, Standard for the Storage of Flammable and Combustible Liquids at Farms and Isolated Sites, which had been withdrawn in 2002.
Other changes included a revision of the definition of fire-resistant tanks in Chapter 3, a change in scope to reflect the
incorporation of requirements from NFPA 395, and the addition of material from TIA No. 733 containing requirements and
annex material warning people of electrostatic and other hazards that occur during dispensing operations.

The 2008 (eighth) edition of NFPA 30A contained minor revisions. All technical specifications for tanks were removed and
replaced by references to NFPA 30, Flammable and Combustible Liquids Code. References to NFPA 52, Vehicular Gaseous Fuel Systems
Code, were inserted into Chapter 12 to address storage and dispensing of hydrogen at facilities that dispense gaseous liquid
fuels.

The 2012 (ninth) edition of NFPA 30A incorporated the following major amendments:

(1) Definitions for combustible liquid and flammable liquid have been revised to correlate with NFPA 30, Flammable and
Combustible Liquids Code, and relocated to their proper location in Chapter 3.

(2) Erroneous cross-references to specific paragraphs in NFPA 30, Flammable and Combustible Liquids Code, were corrected.
(3) New Subsection 6.3.6, Inspections, was added to address inspection, maintenance, and repairs of fuel dispensing

equipment, leak detection equipment, and secondary containment equipment.
(4) New Paragraph 6.6.1.1 was added to require that any modification of the dispensing nozzle be either listed or

approved by the manufacturer of the nozzle.
(5) Subsection 6.6.1 was corrected to require that dispensing nozzles have a latch-open device.
(6) New Paragraph 7.4.7.4 was added to require that the circuits of gas detection systems, where required for repair

garages, be monitored for integrity in accordance with NFPA 72®, National Fire Alarm and Signaling Code.
(7) Chapter 8, Electrical Installations, was extensively revised to incorporate a new area classification table that included

criteria for the Zone system for area classification, a revised drawing depicting the extent of area classification around
fuel dispensing units, and a new diagram depicting the extent of area classification around tank-mounted fuel
dispensing units.

(8) Section 12.5, Specific Requirements for LP-Gas Dispensing Devices, was revised to eliminate a conflict with NFPA 58,
Liquefied Petroleum Gas Code.

The 2015 (tenth) edition of NFPA 30A incorporated the following major amendments:

(1) The Scope statement was clarified and further revised to state that the code applies to repair garages regardless of the
type of fuel present and that the code does not apply to aircraft fueling.

(2) In Chapter 6, references to ANSI/UL 842, Standard for Valves for Flammable Fluids, and ANSI/UL 2586, Standard for Hose
Nozzle Valves, were added, where necessary.

(3) Corrections were made to cross-references in Table 8.3.2.
(4) Chapter 12 was amended to resolve inconsistencies between this code and the source codes for the various alternative

fuels (hydrogen, compressed natural gas, liquefied natural gas, and liquefied petroleum gas).
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2018 Edition

This 2018 (eleventh) edition of NFPA 30A incorporates the following major amendments:

(1) The Scope statement (1.1.1) has been amended to state that the code now addresses “on-demand mobile fueling.”
(2) Subsection 4.3.2 has been amended to clarify that aboveground storage tanks installed within the scope of the code

must comply with all applicable provisions of Chapter 4 of the code, not just those of Subsection 4.3.2.
(3) A new Paragraph 4.3.6.7 has been added to require that all appurtenances to aboveground storage tanks be

installed and calibrated in accordance with manufacturers’ instructions.
(4) Subsection 6.3.9 has been amended to require a double-poppet-type emergency shutoff valve instead of the single-

poppet type.
(5) In Subsection 6.4.2, the provision that the leak detection device must provide an audible or visible indication of a

leak has been replaced with the provision that the leak detection device restrict or shut flow of fuel if a leak is
detected.

(6) Section 6.7 has been amended to require mechanical or electrical isolation of fluid handling systems other than fuel
when the emergency shutoff device is actuated. Section 6.7 has also been amended to require clear identification of
the emergency shutoff devices.

(7) New Subsections 7.1.1 and 7.1.2 have been added to specify that major repair garages that repair hydrogen-fueled
vehicles must also meet the provisions of NFPA 2, Hydrogen Technologies Code.

(8) Subsections 7.3.1, 7.3.3, 7.4.1, 7.4.3, and 7.4.5.3 have been amended to reference the locally adopted building code
to address municipalities or areas where NFPA 101®, Life Safety Code®, is not adopted.

(9) Subsection 7.4.6 has been amended to clarify that the sprinkler protection provisions apply to the entire building
wherein the repair garage is located.

(10) Subsection 7.4.7 has been amended to include a reference to NFPA 2, Hydrogen Technologies Code, with respect to gas
detection systems.

(11) Subsection 7.5.4 has been amended to require gas and vapor removal at the ceiling level for areas where vehicles
using lighter-than-air fuels are repaired.

(12) A second exception has been added to Subsection 8.3.2 that limits the classified area around shop-fabricated
secondary containment–type tanks.

(13) Subsection 9.2.2 and its subordinate paragraphs have been revised to state that no separation is required between a
delivery vehicle and the fill connection to an underground tank and to clarify the separation distances between the
delivery vehicle and the fill connections of the various types of aboveground tanks.

(14) A new Paragraph 9.2.5.5 has been added that prohibits storage or placement of merchandise within 6 m (20 ft) of
any fuel dispenser.

(15) Subsection 9.7.5 has been amended to restrict applicability to those fuel tanks holding liquid fuels.
(16) Subsections 12.2.3 and 12.2.4 have been amended to recognize the use of dispensing devices and hose assemblies

that are not listed but are deemed acceptable to the authority having jurisdiction.
(17) Paragraph 13.2.3.6 has been amended to extend the 12 m (40 ft) separation to property lines as well as to important

buildings.
(18) A new Chapter 14 has been added to address the subject of on-demand mobile fueling.
(19) Annex A.1.2 has been amended to state that it is the intent of the code to apply to non-registered vehicles as well as

registered vehicles.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and
Disclaimers Concerning NFPA Standards.” They can also be viewed
at www.nfpa.org/disclaimers or obtained on request from NFPA.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions of
NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta‐
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with all TIAs and Errata in effect. To verify that this document is the
current edition or to determine if it has been amended by TIAs or
Errata, please consult the National Fire Codes® Subscription Service
or the “List of NFPA Codes & Standards” at www.nfpa.org/docinfo.
In addition to TIAs and Errata, the document information pages also
include the option to sign up for alerts for individual documents and
to be involved in the development of the next edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material on
the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex D. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other references
as appropriate. Requests for interpretations or revisions of
extracted text shall be sent to the technical committee respon‐
sible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex D.

Chapter 1   Administration

1.1* Scope.

1.1.1    This code shall apply to motor fuel dispensing facilities,
motor fuel dispensing at farms and isolated construction sites,
and on-demand mobile fueling.

1.1.2   This code shall apply to motor vehicle repair garages.

Δ 1.1.3*   This code shall not apply to those motor fuel dispens‐
ing facilities where only liquefied petroleum gas (LP-Gas),
liquefied natural gas (LNG), compressed natural gas (CNG), or
hydrogen is dispensed as motor fuel.

1.1.4   This code shall not apply to aircraft fueling.

1.2* Purpose.   The purpose of this document shall be to
provide reasonable safeguards for dispensing liquid and
gaseous motor fuels into the fuel tanks of automotive vehicles
and marine craft.

1.3 Application. (Reserved)

1.4 Retroactivity.   The provisions of this code reflect a consen‐
sus of what is necessary to provide an acceptable degree of
protection from the hazards addressed in this code at the time
the code was issued.

1.4.1   Unless otherwise specified, the provisions of this code
shall not apply to facilities, equipment, structures, or installa‐
tions that existed or were approved for construction or installa‐
tion prior to the effective date of the code. Where specified,
the provisions of this code shall be retroactive.

1.4.2   In those cases where the authority having jurisdiction
determines that the existing situation presents an unacceptable
degree of risk, the authority having jurisdiction shall be permit‐
ted to apply retroactively any portions of this code deemed
appropriate.

1.4.3   The retroactive requirements of this code shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic‐
tion, and only where it is clearly evident that a reasonable
degree of safety is provided.

1.5 Equivalency.   Nothing in this code is intended to prevent
the use of systems, methods, or devices of equivalent or supe‐
rior quality, strength, fire resistance, effectiveness, durability,
and safety over those prescribed by this code.

1.5.1   Technical documentation shall be submitted to the
authority having jurisdiction to demonstrate equivalency.

1.5.2   The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

Δ 1.6 Enforcement.   This code shall be administered and
enforced by the authority having jurisdiction designated by the
governing authority. (See Annex C for sample wording for enabling
legislation.)

1.7* Classification of Liquids.   Any liquid within the scope of
this code and subject to the requirements of this code shall be
known generally as either a flammable liquid or a combustible
liquid and shall be defined and classified in accordance with
3.3.9.

Chapter 2   Referenced Publications

2.1 General.   The documents or portions thereof listed in this
chapter are referenced within this code and shall be consid‐
ered part of the requirements of this document.

Δ 2.2 NFPA Publications.   National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 2, Hydrogen Technologies Code, 2016 edition.
NFPA 10, Standard for Portable Fire Extinguishers, 2018 edition.
NFPA 13, Standard for the Installation of Sprinkler Systems, 2016

edition.
NFPA 14, Standard for the Installation of Standpipe and Hose

Systems, 2016 edition.
NFPA 30, Flammable and Combustible Liquids Code, 2018

edition.
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NFPA 31, Standard for the Installation of Oil-Burning Equipment,
2016 edition.

NFPA 33, Standard for Spray Application Using Flammable or
Combustible Materials, 2016 edition.

NFPA 51, Standard for the Design and Installation of Oxygen–Fuel
Gas Systems for Welding, Cutting, and Allied Processes, 2018 edition.

NFPA 51B, Standard for Fire Prevention During Welding, Cutting,
and Other Hot Work, 2014 edition.

NFPA 52, Vehicular Natural Gas Fuel Systems Code, 2016
edition.

NFPA 54, National Fuel Gas Code, 2018 edition.
NFPA 55, Compressed Gases and Cryogenic Fluids Code, 2016

edition.
NFPA 58, Liquefied Petroleum Gas Code, 2017 edition.
NFPA 70®, National Electrical Code®, 2017 edition.
NFPA 72®, National Fire Alarm and Signaling Code, 2016

edition.
NFPA 80, Standard for Fire Doors and Other Opening Protectives,

2016 edition.
NFPA 82, Standard on Incinerators and Waste and Linen

Handling Systems and Equipment, 2014 edition.
NFPA 85, Boiler and Combustion Systems Hazards Code, 2015

edition.
NFPA 86, Standard for Ovens and Furnaces, 2015 edition.
NFPA 90A, Standard for the Installation of Air-Conditioning and

Ventilating Systems, 2018 edition.
NFPA 91, Standard for Exhaust Systems for Air Conveying of

Vapors, Gases, Mists, and Particulate Solids, 2015 edition.
NFPA 101®, Life Safety Code®, 2018 edition.
NFPA 211, Standard for Chimneys, Fireplaces, Vents, and Solid

Fuel–Burning Appliances, 2016 edition.
NFPA 220, Standard on Types of Building Construction, 2018

edition.
NFPA 253, Standard Method of Test for Critical Radiant Flux of

Floor Covering Systems Using a Radiant Heat Energy Source, 2015
edition.

NFPA 326, Standard for the Safeguarding of Tanks and Containers
for Entry, Cleaning, or Repair, 2015 edition.

NFPA 385, Standard for Tank Vehicles for Flammable and Combus‐
tible Liquids, 2017 edition.

2.3 Other Publications.

2.3.1 API Publications.   American Petroleum Institute, 1220 L
Street, NW, Washington, DC 20005-4070.

API 607, Fire Test For Quarter-Turn Valves And Valves Equipped
With Nonmetallic Seats, 6th edition, 2010.

2.3.2 ASTM Publications.   ASTM International, 100 Barr
Harbor Drive, P.O. Box C700, West Conshohocken, PA
19428-2959.

ASTM D5, Standard Test Method for Penetration of Bituminous
Materials, 2013.

ASTM D56, Standard Test Method for Flash Point by Tag Closed
Cup Tester, 2005, reapproved 2010.

ASTM D93, Standard Test Methods for Flash Point by Pensky-
Martens Closed Cup Tester, 2015a.

ASTM D323, Standard Method of Test for Vapor Pressure of Petro‐
leum Products (Reid Method), 2015a.

ASTM D3278, Standard Test Methods for Flash Point of Liquids by
Small Scale Closed-Cup Apparatus, 1996, reapproved 2011.

ASTM D3828, Standard Test Methods for Flash Point of Liquids by
Small Scale Closed Cup Tester, 2012a.

ASTM D4359, Standard Test for Determining Whether a Material
in a Liquid or a Solid, 1990, reapproved 2012.

Δ 2.3.3 UL Publications.   Underwriters Laboratories Inc., 333
Pfingsten Road, Northbrook, IL 60062-2096.

UL 25, Meters for Flammable and Combustible Liquids and LP-
Gas, 2016.

UL 79, Power-Operated Pumps for Petroleum Dispensing Products,
2016.

UL 87, Power-Operated Dispensing Devices for Petroleum Products,
2001, revised 2008.

ANSI/UL 842, Valves for Flammable Fluids, 2007, 10th edition,
2015.

ANSI/UL 2080, Fire Resistant Tanks for Flammable and Combus‐
tible Liquids, 2000.

ANSI/UL 2085, Protected Aboveground Tanks for Flammable and
Combustible Liquids, 1997, revised 2010.

UL 2245, Below-Grade Vaults for Flammable Liquid Storage Tanks,
2006.

ANSI/UL 2586, Hose Nozzle Valves, 1st edition, 2011, revised
2014.

2.3.4 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.

NFPA 30, Flammable and Combustible Liquids Code, 2018
edition.

Chapter 3   Definitions

3.1 General.   The definitions contained in this chapter shall
apply to the terms used in this code. Where terms are not
defined in this chapter or within another chapter, they shall be
defined using their ordinarily accepted meanings within the
context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved.   Acceptable to the authority having jurisdic‐
tion.

3.2.2* Authority Having Jurisdiction (AHJ).   An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials,
an installation, or a procedure.
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3.2.3* Code.   A standard that is an extensive compilation of
provisions covering broad subject matter or that is suitable for
adoption into law independently of other codes and standards.

3.2.4 Labeled.   Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an organ‐
ization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri‐
odic inspection of production of labeled equipment or materi‐
als, and by whose labeling the manufacturer indicates
compliance with appropriate standards or performance in a
specified manner.

3.2.5* Listed.   Equipment, materials, or services included in a
list published by an organization that is acceptable to the
authority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalua‐
tion of services, and whose listing states that either the equip‐
ment, material, or service meets appropriate designated
standards or has been tested and found suitable for a specified
purpose.

3.3 General Definitions.

3.3.1 Basement.   For the purposes of this code, any story of a
building wholly or partly below grade that is not considered the
first story above grade.

3.3.2 Bulk Plant or Terminal.   That portion of a property
where liquids are received by tank vessel, pipeline, tank car, or
tank vehicle and are stored or blended in bulk for the purpose
of distributing such liquids by tank vessel, pipeline, tank car,
tank vehicle, portable tank, or container.

3.3.3 Closed Container.   A container as herein defined, so
sealed by means of a lid or other device that neither liquid nor
vapor will escape from it at ordinary temperatures. [30, 2018]

3.3.4 Combustible Liquid.   See 3.3.9.1.

3.3.5* Container.   Any vessel of 119 gal (450 L) or less capacity
used for transporting or storing liquids. [30, 2018]

3.3.6* Dispensing Device, Overhead Type.   A dispensing
device that consists of one or more individual units intended
for installation in conjunction with each other, mounted above
a dispensing area typically within the service station canopy
structure, and characterized by the use of an overhead hose
reel.

3.3.7 Flammable Liquid.   See 3.3.9.2.

3.3.8 Gas.   A material that has a vapor pressure greater than
300 kPa absolute (43.5 psia) at 50°C (122°F) or is completely
gaseous at 20°C (68°F) at a standard pressure of 101.3 kPa
absolute (14.7 psia).

3.3.9* Liquid.   Any material that (1) has a fluidity greater than
that of 300 penetration asphalt when tested in accordance with
ASTM D5, Standard Method of Test for Penetration of Bituminous
Materials, or (2) is a viscous substance for which a specific melt‐
ing point cannot be determined but that is determined to be a
liquid in accordance with ASTM D4359, Standard Test for Deter‐
mining Whether a Material is a Liquid or a Solid. [30, 2018]

3.3.9.1* Combustible Liquid.   Any liquid that has a closed-
cup flash point at or above 100°F (37.8°C), as determined
by the test procedures and apparatus set forth in 3.4.3.
Combustible liquids are classified according to 3.4.2.2. [30,
2018]

3.3.9.2* Flammable Liquid.   Any liquid that has a closed-cup
flash point below 100°F (37.8°C), as determined by the test
procedures and apparatus set forth in 3.4.3, and a Reid
vapor pressure that does not exceed an absolute pressure of
40 psi (276 kPa) at 100°F (37.8°C), as determined by ASTM
D323, Standard Test Method for Vapor Pressure of Petroleum Prod‐
ucts (Reid Method). Flammable liquids are classified accord‐
ing to 3.4.2.1. [30, 2018]

3.3.10 Low Melting Point Materials.   Ductile materials such as
aluminum, copper, and brass, nonductile materials such as cast
iron, and rigid and nonrigid polymeric materials such as plastic
and fiberglass-reinforced plastic that soften on exposure to fire
and that are partially or completely consumed by fire.

3.3.11 Motor Fuel Dispensing Facility.   That portion of a prop‐
erty where motor fuels are stored and dispensed from fixed
equipment into the fuel tanks of motor vehicles or marine craft
or into approved containers, including all equipment used in
connection therewith.

3.3.11.1 Attended Self-Service Motor Fuel Dispensing Facility.
A motor fuel dispensing facility that has an attendant or
employee on duty whenever the facility is open for business.
The attendant or employee on duty does not typically
dispense motor fuels into fuel tanks or containers. The
customer or vehicle operator usually conducts the dispens‐
ing.

3.3.11.2 Fleet Vehicle Motor Fuel Dispensing Facility.   A motor
fuel dispensing facility at a commercial, industrial, govern‐
mental, or manufacturing property where motor fuels are
dispensed into the fuel tanks of motor vehicles that are used
in connection with the business or operation of that prop‐
erty by persons within the employ of such business or opera‐
tion.

3.3.11.3 Full-Service Motor Fuel Dispensing Facility.    A motor
fuel dispensing facility that has one or more attendants or
supervisors on duty to dispense motor fuels into fuel tanks
or containers whenever the facility is open for business.

3.3.11.4 Marine Motor Fuel Dispensing Facility.   A motor fuel
dispensing facility at or adjacent to shore, a pier, a wharf, or
a floating dock where motor fuels are dispensed into the
fuel tanks of marine craft.

3.3.11.5* Motor Fuel Dispensing Facility Located Inside a Build‐
ing.   That portion of a motor fuel dispensing facility located
within the perimeter of a building or building structure that
also contains other occupancies.

3.3.11.6 Unattended Self-Service Motor Fuel Dispensing Facility.
A motor fuel dispensing facility that has no attendant or
employee on duty. The customer or vehicle operator
conducts the dispensing operation. This includes coin,
currency, membership card, and credit card dispensing
operations.
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3.3.12 Repair Garages.

3.3.12.1 Major Repair Garage.   A building or portions of a
building where major repairs, such as engine overhauls,
painting, body and fender work, and repairs that require
draining of the motor vehicle fuel tank are performed on
motor vehicles, including associated floor space used for
offices, parking, or showrooms.

3.3.12.2 Minor Repair Garage.   A building or portions of a
building used for lubrication, inspection, and minor auto‐
motive maintenance work, such as engine tune-ups, replace‐
ment of parts, fluid changes (e.g., oil, antifreeze,
transmission fluid, brake fluid, air conditioning refrigerants,
etc.), brake system repairs, tire rotation, and similar routine
maintenance work, including associated floor space used for
offices, parking, or showrooms.

3.3.13 Safety Can.   A listed container of not more than 5.3 gal
(20 L) capacity having a spring-closing lid and spout cover, and
so designed that it will safely relieve internal pressure when
subjected to fire exposure.

3.3.14 Submersible Pump.   A pump that is located inside a
storage tank and positioned near the bottom of the tank, below
the liquid level.

3.3.15 Tanks.

3.3.15.1 Aboveground Storage Tank.   A horizontal or vertical
tank that is listed and intended for fixed installation, with‐
out backfill, above or below grade and is used within the
scope of its approval or listing.

3.3.15.2 Fire-Resistant Tank.   An atmospheric aboveground
storage tank with thermal insulation that has been evaluated
for resistance to physical damage and for limiting the heat
transferred to the primary tank when exposed to a hydrocar‐
bon fuel fire and is listed in accordance with UL 2080,
Standard for Fire Resistant Tanks for Flammable and Combustible
Liquids, or an equivalent test procedure. [30:22.2.1]

3.3.15.3* Protected Aboveground Tank.   An atmospheric
aboveground storage tank with integral secondary contain‐
ment and thermal insulation that has been evaluated for
resistance to physical damage and for limiting the heat
transferred to the primary tank when exposed to a hydrocar‐
bon pool fire and is listed in accordance with ANSI/
UL 2085, Standard for Protected Aboveground Tanks for Flamma‐
ble and Combustible Liquids, or an equivalent test procedure.
[30:22.2.3]

3.3.16 Vapor Processing Equipment.   Those components of a
vapor processing system designed to process vapors or liquids
captured during transfer or filling operations. [30, 2018]

3.3.17* Vapor Processing System.   A system designed to
capture and process vapors displaced during transfer or filling
operations by use of mechanical or chemical means. [30, 2018]

3.3.18* Vapor Recovery System.   A system designed to capture
and retain, without processing, vapors displaced during trans‐
fer or filling operations. [30, 2018]

3.4 Definition and Classification of Liquids.

3.4.1 Scope.

3.4.1.1   This section shall establish a uniform system of
defining and classifying flammable and combustible liquids

for the purpose of proper application of this code.
[30:4.1.1]

3.4.1.2   The definitions and classifications of this section
shall apply to any liquid within the scope of and subject to
the requirements of this code. [30:4.1.2]

3.4.2 Classification of Liquids.   Any flammable liquid, as
defined in 3.3.9.2, or combustible liquid, as defined in 3.3.9.1,
that is within the scope of this code and subject to the require‐
ments of this code shall be classified in accordance with this
section.

3.4.2.1   Flammable liquids, as defined in 3.3.9.2, shall be
classified as Class I liquids and shall be further subclassified
in accordance with the following: (1) Class IA Liquid — Any
liquid that has a flash point below 73°F (22.8°C) and a boil‐
ing point below 100°F (37.8°C); (2) Class IB Liquid — Any
liquid that has a flash point below 73°F (22.8°C) and a boil‐
ing point at or above 100°F (37.8°C); (3) Class IC Liquid —
Any liquid that has a flash point at or above 73°F (22.8°C),
but below 100°F (37.8°C). [30:4.3.1]

3.4.2.2   Combustible liquids, as defined in 3.3.9.1, shall be
classified in accordance with the following: (1) Class II
Liquid — Any liquid that has a flash point at or above 100°F
(37.8°C) and below 140°F (60°C); (2) Class III Liquid —
Any liquid that has a flash point at or above 140°F (60°C):
(a) Class IIIA Liquid — Any liquid that has a flash point at
or above 140°F (60°C), but below 200°F (93°C); (b)
Class IIIB Liquid — Any liquid that has a flash point at or
above 200°F (93°C). [30:4.3.2]

3.4.3 Determination of Flash Point.    The flash point of a
liquid shall be determined according to the methods specified
in 3.4.3.1 through 3.4.3.4. [30:4.4]

3.4.3.1   Except as specified in 3.4.3.1.1, the flash point of a
liquid having a viscosity below 5.5 centiStokes at 104°F
(40°C) or below 9.5 centiStokes at 77°F (25°C) shall be
determined in accordance with ASTM D56, Standard Test
Method for Flash Point by Tag Closed Cup Tester. [30:4.4.1]

3.4.3.1.1   Cut-back asphalts, liquids that tend to form a
surface film, and liquids that contain suspended solids shall
not be tested in accordance with ASTM D56, even if they
otherwise meet the viscosity criteria. Such liquids shall be
tested in accordance with 3.4.3.2. [30:4.4.1.1]

3.4.3.2   The flash point of a liquid having a viscosity of 5.5
centiStokes or more at 104°F (40°C) or 9.5 centiStokes or
more at 77°F (25°C) or a flash point of 200°F (93.4°C) or
higher shall be determined in accordance with ASTM D93,
Standard Test Methods for Flash Point by Pensky-Martens Closed
Cup Tester. [30:4.4.2]

3.4.3.3   As an alternative, ASTM D3278, Standard Test Meth‐
ods for Flash Point of Liquids by Small Scale Closed-Cup Appara‐
tus, shall be permitted to be used for paints, enamels,
lacquers, varnishes, and related products and their compo‐
nents that have flash points between 32°F (0°C) and 230°F
(110°C) and viscosities below 150 Stokes at 77°F (25°C).
[30:4.4.3]

3.4.3.4   As an alternative, ASTM D3828, Standard Test Meth‐
ods for Flash Point by Small Scale Closed Cup Tester, shall be
permitted to be used for materials other than those for
which ASTM D3278 is specifically required. [30:4.4.4]
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Chapter 4   Storage of Liquids

4.1 Scope.   This chapter shall apply to the storage of liquid
fuels and to the storage of related materials, such as lubricating
oils and greases, cleaning solvents, and windshield washer
solvents.

4.2* General Requirements.

4.2.1   Liquids shall be stored in the following:

(1) Approved closed containers that do not exceed 227 L
(60 gal) capacity and are located outside buildings

(2) Tanks or approved closed containers located inside motor
fuel dispensing facilities or repair garages

(3) Aboveground tanks, underground tanks, and containers
in accordance with the requirements of Section 4.3

(4) Tanks supplying marine service stations in accordance
with Section 11.2

4.2.2   A motor fuel dispensing facility located at a bulk plant
shall be separated from areas in which bulk plant operations
are conducted by a fence or other approved barrier. Dispensing
devices at the motor fuel dispensing facility shall not be
supplied by aboveground tanks located in the bulk plant. Stor‐
age tanks at motor fuel dispensing facilities shall not be
connected by piping to aboveground tanks located in the bulk
plant.

4.2.3   Class I liquids shall not be stored or handled in a build‐
ing that has a basement or pit into which ignitible vapors can
travel, unless the basement or pit is provided with ventilation
that will prevent the accumulation of vapors. The ventilation
system shall be capable of providing at least 0.3 m3/min of
exhaust per m2 of floor area (1 cfm per ft2), but not less than
4 m3/min (150 ft3/min).

Δ 4.2.4   Where tanks are at an elevation that produces a gravity
head on the dispensing device, the tank outlet shall be equip‐
ped with a device, such as a normally closed solenoid valve,
positioned adjacent to and downstream from the valve speci‐
fied in 22.13.1 of NFPA 30, that is installed and adjusted so that
liquid cannot flow by gravity from the tank if the piping or hose
fails when the dispenser is not in use.

4.3 Storage of Liquids.

Δ 4.3.1 Underground Tanks.   Underground storage tanks shall
meet all applicable requirements of Chapters 21 and 23 of
NFPA 30.

Δ 4.3.2* Aboveground Storage Tanks.   Except as modified by
the provisions of this chapter, aboveground storage tanks shall
meet all applicable requirements of Chapters 21 and 22 of
NFPA 30.

Δ 4.3.2.1   The use of aboveground storage tanks at motor fuel
dispensing facilities, fleet vehicle motor fuel dispensing facili‐
ties, and marine motor fuel dispensing facilities shall be
permitted when installed in accordance with the requirements
of this subsection and with all applicable requirements of
Chapters 21, 22, and 27 of NFPA 30 and , for tanks other than
tanks in vaults, when the specific installation has been
approved by the authority having jurisdiction.

4.3.2.2   Tanks designed and built for underground use shall
not be installed for aboveground use.

4.3.2.3   Tanks storing liquid motor fuels at an individual site
shall be limited to a maximum individual capacity of 45,400 L
(12,000 gal) and aggregate capacity of 181,700 L (48,000 gal)
unless such tanks are installed in vaults complying with 4.3.3, in
which case the maximum individual capacity shall be permitted
to be 57,000 L (15,000 gal).

4.3.2.4   Tanks shall be located in accordance with Table
4.3.2.4.

4.3.2.5   The maximum individual tank capacity of 45,400 L
(12,000 gal), where indicated in Table 4.3.2.4, shall be permit‐
ted to be increased to 75,700 L (20,000 gal) for Class II and
Class III liquids at a fleet vehicle motor fuel dispensing facility
and an aggregate capacity of 304,000 L (80,000 gal).

4.3.2.6   At fleet vehicle motor fuel dispensing facilities, no
minimum separation shall be required between the dispensing
device and a tank in a vault, a protected aboveground tank, or
a fire-resistant tank.

Δ 4.3.2.7   The provisions of this subsection shall not prohibit the
dispensing of liquid motor fuels in the open from a fuel
dispensing system supplied by an existing aboveground tank,
not to exceed 22,710 L (6000 gal), located at commercial,
industrial, government, or manufacturing establishments, and
intended for fueling vehicles used in connection with their
business. Such dispensing shall be permitted provided the
following conditions are met:

(1) An inspection of the premises and operations has been
made and approval has been granted by the authority
having jurisdiction.

(2) The tank is safeguarded against collision, spillage, and
overfill to the satisfaction of the authority having jurisdic‐
tion.

(3) The tank system is listed or approved for such above‐
ground use.

(4) The tank complies with requirements for emergency
relief venting, the tank and dispensing system meet the
electrical classification requirements of this code, and the
tank complies with the provisions of 4.2.4.

(5) The tank storage complies with Chapter 22 of NFPA 30.

Δ 4.3.2.8   Aboveground tanks shall be provided with spill control
that meets the requirements of 21.7.1 and Section 22.11 of
NFPA 30. Tank fill connections shall be provided with a
noncombustible spill containment device.

Exception: Tanks installed in vaults that meet the requirements of 4.3.3
need not meet this requirement.

4.3.3 Vaults for Aboveground Tanks.

4.3.3.1 Scope.   Subsection 4.3.3 shall apply to installation of
aboveground tanks in vaults and design and installation of such
vaults.

4.3.3.2 General.   Aboveground tanks shall be permitted to be
installed in vaults that meet the requirements of 4.3.3. Except
as modified by the provisions of 4.3.3, vaults shall meet all
other applicable provisions of this code. Vaults shall be
constructed and listed in accordance with UL 2245, Standard for
Below-Grade Vaults for Flammable Liquid Storage Tanks. Vaults shall
be permitted to be either above or below grade.
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4.3.3.3* Construction and Installation of Storage Tank Vaults.
[30:25.5]

4.3.3.3.1 Construction Requirements.   Vaults shall be
designed and constructed in accordance with 4.3.3.3.1.1
through 4.3.3.3.1.4. [30:25.5.1]

4.3.3.3.1.1   The top of an abovegrade vault that contains a tank
storing Class I liquid or Class II or Class III liquid stored at a
temperature at or above its flash point shall be constructed of
noncombustible material and shall be designed to be weaker
than the walls of the vault to ensure that the thrust of any
explosion occurring inside the vault is directed upward before
destructive internal pressure develops within the vault.

4.3.3.3.1.2   The top of an at-grade or belowgrade vault that
contains a tank storing Class I liquid or Class II or Class III
liquid stored at a temperature at or above its flash point shall
be designed to relieve or contain the force of any explosion
occurring inside the vault.

4.3.3.3.1.3   Adjacent vaults shall be permitted to share a
common wall. [30:25.5.1.3]

4.3.3.3.1.4   Where required, the vault shall be wind and earth‐
quake resistant, in accordance with recognized engineering
standards. [30:25.5.1.4]

4.3.3.3.2 Installation Requirements.   Storage tank vaults shall
be installed in accordance with the requirements of 4.3.3.3.2.1
and 4.3.3.3.2.2. [30:25.5.2]

4.3.3.3.2.1   Each vault and its tank shall be anchored to resist
uplifting by groundwater or flooding, including when the tank
is empty. [30:25.5.2.1]

4.3.3.3.2.2   Vaults that are not resistant to damage from the
impact of a motor vehicle shall be protected by collision barri‐
ers. [30:25.5.2.2]

4.3.3.4 Tank Selection and Arrangement.

4.3.3.4.1   Tanks shall be listed for aboveground use.

4.3.3.4.2   Each tank shall be in its own vault and shall be
completely enclosed by the vault. [30:25.3.1.5]

4.3.3.4.3   Sufficient clearance between the tank and the vault
shall be provided to allow for visual inspection and mainte‐
nance of the tank and its appurtenances. [30:25.3.1.6]

4.3.3.4.4   Backfill shall not be permitted around the tank.
[30:25.3.1.7]

4.3.3.5 Tank Appurtenances.

Δ 4.3.3.5.1   Vent pipes that are provided for normal tank venting
shall terminate outside the vault and at least 3.6 m (12 ft)
above ground level and shall meet the requirements of 27.8.1
of NFPA 30.

4.3.3.5.2   Emergency vents shall be vaportight and shall be
permitted to discharge inside the vault. Long-bolt manhole
covers shall not be permitted for this purpose.

4.3.3.5.3   An approved means of overfill protection shall be
provided for tanks. The use of ball float valves shall be prohibi‐
ted.

Δ 4.3.3.5.4   Fill connections for vaults installed inside buildings
shall comply with 22.13.4 of NFPA 30.

Δ Table 4.3.2.4 Minimum Separation Requirements for Aboveground Tanks

  Minimum Distance (ft)

Tank Type

Individual
Tank

Capacity
(gal)a

From the
Nearest

Important
Building on

the Same
Property

From
Nearest Fuel
Dispensing

Deviceb

From Lot
Line That Is
or Can Be

Built Uponc

From the
Nearest Side

of Any
Public Way

Between
Tanks

Tanks in vaultsd 0–15,000 0 0 0 0 Separate compartments 
required for each 
tank

Protected 
aboveground 
tanks

Less than or 
equal to 6,000

5 0 15 5 3

6,001–12,000 15 0 25 15 3
Fire-resistant 

tanks
0–12,000 25 25 50 25 3

Other tanks 
meeting the 
requirements 
of NFPA 30

0–12,000 50 50 100 50 3

For SI units, 1 ft = 0.30 m; 1 gal = 3.8 L.
aSee 4.3.2.3 and 4.3.2.5.
bSee 4.3.2.6.
cIncluding the opposite side of a public way.
dThe separation distances given for vaults are measured from the outer perimeter of the vault.
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4.3.3.6 Ventilation Systems for Storage Tank Vaults.
[30:25.10]

4.3.3.6.1   Vaults that contain tanks storing Class I liquids shall
be ventilated at a rate of not less than 1 cfm/ft2 of floor area
(0.3 m3/min/m2), but not less than 150 cfm (4 m3/min).
[30:25.10.1]

4.3.3.6.2   Such ventilation shall operate continuously or shall
be designed to operate upon activation of a vapor and liquid
detection system. [30:25.10.2]

4.3.3.6.3   Failure of the exhaust airflow shall automatically shut
down the dispensing system. [30:25.10.3]

4.3.3.6.4   The exhaust system shall be designed to provide air
movement across all parts of the vault floor. [30:25.10.4]

4.3.3.6.5   Supply and exhaust ducts shall extend to within 3 in.
(75 mm), but not more than 12 in. (300 mm) of the floor.
[30:25.10.5]

Δ 4.3.3.6.6   The exhaust system shall be installed in accordance
with the provisions of NFPA 91. [30:25.10.6]

4.3.3.7 Vapor and Liquid Detection Systems.

4.3.3.7.1   Each vault shall be provided with an approved vapor
and liquid detection system that is equipped with on-site audi‐
ble and visual warning devices with battery back-up.
[30:25.15.1]

4.3.3.7.2   The vapor detection system shall sound an alarm
when the system detects vapors that reach or exceed 25 percent
of the lower flammable limit of the liquid stored. [30:25.15.2]

4.3.3.7.3   Vapor detectors shall be located no higher than
12 in. (300 mm) above the lowest point in the vault.
[30:25.15.3]

4.3.3.7.4   The liquid detection system shall sound an alarm
upon detection of any liquid, including water. [30:25.15.4]

4.3.3.7.5   Liquid detectors shall be located in accordance with
the manufacturer’s instructions. [30:25.15.5]

4.3.3.7.6   Activation of either the vapor detection system or the
liquid detection system shall cause a signal to be sounded at an
approved, constantly attended location within the facility serv‐
ing the tanks or at an approved location. [30:25.15.6]

Δ 4.3.3.8   In lieu of the separation distance requirements given
in Section 22.4 of NFPA 30, separation distances between the
vault and any of the following shall be permitted to be reduced
to 0 ft (0 m), as measured from the outer perimeter of the
vault wall:

(1) Any property line that is or can be built upon
(2) The near and far sides of a public way
(3) The nearest important building on the same property
[30:25.4]

4.3.3.9   Vaults and their required equipment shall be main‐
tained in accordance with the requirements of 4.3.3. [30:25.16]

Δ 4.3.4 Fire-Resistant Tanks.   Fire-resistant tanks shall be tested
and listed in accordance with UL 2080, Standard for Fire Resist‐
ant Tanks for Flammable and Combustible Liquids. Fire-resistant
tanks shall also meet both of the following requirements:

(1) The construction that provides the required fire-resistive
protection shall reduce the heat transferred to the

primary tank in order to limit the temperature of the
primary tank to an average maximum rise of 800°F
(430°C) and a single point maximum rise of 1000°F
(540°C) and to prevent release of liquid, failure of the
primary tank, failure of the supporting structure, and
impairment of venting for a period of not less than
2 hours when tested using the fire exposure specified in
UL 2080.

(2) Reduction in sizing of the emergency vents in accordance
with 22.7.3.5 of NFPA 30 shall not be permitted.

4.3.5 Protected Tanks.   Protected aboveground tanks shall be
tested and listed in accordance with ANSI/UL 2085, Standard
for Protected Aboveground Tanks for Flammable and Combustible
Liquids. [30:22.10.1]

Δ 4.3.5.1   Protected tanks shall also meet both of the following
requirements:

(1) The construction that provides the required fire-resistive
protection shall reduce the heat transferred to the
primary tank in order to limit the temperature of the
primary tank to an average maximum rise of 260°F
(144°C) and a single point maximum rise of 400°F
(204°C) and to prevent release of liquid, failure of the
primary tank, failure of the supporting structure, and
impairment of venting for a period of not less than
2 hours when tested using the fire exposure specified in
ANSI/UL 2085. [30:22.10.2]

(2) Reduction in sizing of the emergency vents in accordance
with 22.7.3.5 of NFPA 30 shall not be permitted.
[30:22.10.2]

4.3.6 Additional Requirements for All Aboveground Tanks.

4.3.6.1   All openings shall be located above the maximum
liquid level.

4.3.6.2   Means shall be provided for determining the liquid
level in each tank, and this means shall be accessible to the
delivery operator.

4.3.6.3   Means shall be provided to sound an audible alarm
when the liquid level in the tank reaches 90 percent of capacity.
Means shall also be provided either to automatically stop the
flow of liquid into the tank when the liquid level in the tank
reaches 98 percent capacity or to restrict the flow of liquid into
the tank to a maximum flow rate of 9.5 L/min (2.5 gpm) when
the liquid in the tank reaches 95 percent capacity. These provi‐
sions shall not restrict or interfere with the operation of either
the normal vent or the emergency vent.

4.3.6.4   Means shall be provided to prevent the release of
liquid by siphon flow.

4.3.6.5   Shutoff and check valves shall be equipped with a
pressure-relieving device that will relieve the pressure gener‐
ated by thermal expansion back to the tank.

4.3.6.6   Fuel shall not be dispensed from the tank by either
gravity flow or pressurization of the tank.

N 4.3.6.7   Storage tank appurtenances shall be installed and cali‐
brated in accordance with the manufacturer’s instructions,
published industry practices, or equivalent methods approved
by the AHJ.
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4.3.7 Physical Protection for All Outside Aboveground Tanks.

4.3.7.1   Tanks that are not enclosed in vaults shall be enclosed
with a chain link fence at least 1.8 m (6 ft) high. The fence
shall be separated from the tanks by at least 3 m (10 ft) and
shall have a gate that is secured against unauthorized entry.

Exception: Tanks are not required to be enclosed with a fence if the prop‐
erty on which the tanks are located has a perimeter security fence.

4.3.7.2*   Guard posts or other approved means shall be provi‐
ded to protect tanks that are subject to vehicular damage.
When guard posts are installed, the following design shall be
acceptable:

(1) They shall be constructed of steel not less than 100 mm
(4 in.) in diameter and shall be filled with concrete.

(2) They shall be spaced not more than 1.2 m (4 ft) on
center.

(3) They shall be set not less than 0.9 m (3 ft) deep in a
concrete footing of not less than 380 mm (15 in.) diame‐
ter.

Δ 4.3.8* Corrosion Protection.   Any portion of a tank or its
piping that is in contact with the soil shall have properly engi‐
neered, installed, and maintained corrosion protection that
meets the requirements of 21.4.5 of NFPA 30.

4.3.9 Storage of Liquids Inside Buildings.   Storage of flamma‐
ble and combustible liquids in motor fuel dispensing facility
buildings and in repair garage buildings shall meet the require‐
ments of this subsection.

4.3.9.1 Class I, II, and IIIA Liquids in Tanks Not Exceeding
454 L (120 Gal) Capacity and in Containers.

4.3.9.1.1   The aggregate quantity of Class I liquids stored in a
tank that does not exceed 454 L (120 gal) capacity and in
containers shall not exceed 454 L (120 gal). Liquids in storage
shall be maintained in tanks or in approved containers that are
closed or are fitted with an approved dispensing device that
meets the requirements of 9.2.4.1.

4.3.9.1.2   Except as permitted under 4.3.9.1.3, the aggregate
quantity of Class II and Class IIIA liquids stored in a tank that
does not exceed 454 L (120 gal) capacity and in containers
shall not exceed 908 L (240 gal). The quantity for each class
shall not exceed 454 L (120 gal). Liquids in storage shall be
maintained in tanks or in approved containers that are closed
or are fitted with an approved dispensing device that meets the
requirements of 9.2.4.1.

4.3.9.1.3   Where there are no Class I liquids stored, the aggre‐
gate quantities of Class II liquids shall not exceed 908 L
(240 gal).

4.3.9.2 Class I, II, and IIIA Liquids in Tanks Exceeding 454 L
(120 Gal) Capacity.   Where installation of a tank that exceeds
454 L (120 gal) capacity in accordance with 4.3.2 is not practi‐
cal because of building or property limitations, the tank shall
be permitted to be installed in a building if it is enclosed as
described in 4.3.3 and if the installation is specifically approved
by the authority having jurisdiction.

Δ 4.3.9.3 Class IIIB Liquids.   The quantity of Class IIIB liquids
in storage shall not be limited. Class IIIB liquids shall be
permitted to be stored in and dispensed from tanks and
containers that meet the requirements of Chapter 9 and Chap‐
ters 21 through 23 of NFPA 30, as applicable. Tanks storing
Class IIIB liquids inside buildings shall be permitted to be loca‐

ted at, below, or above grade. Adequate drainage shall be provi‐
ded. Tanks and containers that contain only crankcase
drainings shall be considered as containing Class IIIB liquids.

Δ 4.3.10 Temporary Storage of Liquid Fuels.   Aboveground
tanks used for dispensing of motor fuels shall not be required
to be permanently installed when located on premises not
normally accessible to the public, provided that all of the
following requirements are met:

(1) Approval of the authority having jurisdiction shall be
required prior to bringing the tank to a site in the juris‐
diction. In reviewing a proposed installation, the condi‐
tion of the tank, the site where the tank will be located,
installation and testing procedures, and operational
procedures shall be evaluated prior to approval.

(2) The approval shall include a definite time limit after
which the tank shall be removed from the site and reloca‐
ted to an approved location.

(3) The tank shall comply with Section 4.3 and all other
applicable provisions of this code and NFPA 30.

(4) A tank containing liquid shall not be moved unless it has
been specifically investigated and approved for move‐
ment while full or partially full.

Chapter 5   Piping for Liquids

5.1 Scope.   This chapter shall apply to piping systems consist‐
ing of pipe, tubing, flanges, bolting, gaskets, valves, fittings,
flexible connectors, the pressure-containing parts of other
components such as expansion joints and strainers, and devices
that serve such purposes as mixing, separating, snubbing,
distributing, metering, controlling flow, or secondary contain‐
ment of liquids and associated vapors.

5.2 General Requirements for All Piping Systems.

Δ 5.2.1   The design, fabrication, assembly, test, and inspection of
the piping system shall meet the requirements of Chapter 27 of
NFPA 30.

Exception No. 1: Where dispensing is from a floating structure or pier,
approved oil-resistant flexible hose shall be permitted to be used between
shore piping and the piping on the floating structure or pier and
between separate sections of the floating structure to accommodate
changes in water level or shoreline, provided that the hose is either resist‐
ant to or shielded from damage by fire.

Exception No. 2: Low melting point rigid piping shall be permitted to be
used between underground shore piping and a floating structure or pier
and on the floating structure or pier itself, provided that the piping is
protected from physical damage and stresses arising from impact, settle‐
ment, vibration, expansion, contraction, or tidal action and provided
that the hose is either resistant to or shielded from damage by fire expo‐
sure.

5.2.2   Piping shall be located so that it is protected from physi‐
cal damage. Piping that passes through a dike wall shall be
designed to prevent excessive stresses that could result from
settlement or fire exposure.

5.2.3   Any portion of a piping system that is in contact with the
soil shall be protected from corrosion in accordance with good
engineering practice.

5.2.4   All piping inside buildings but outside the motor fuel
dispensing area shall be enclosed within a horizontal chase or a
vertical shaft used only for this piping. Vertical shafts and hori‐
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