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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA codes, standards, recommended practices, and guides, of which the document contained herein is one, are de-
veloped through a consensus standards development process approved by the American National Standards Institute.
This process brings together volunteers representing varied viewpoints and interests to achieve consensus on fire and
other safety issues. While the NFPA administers the process and establishes rules to promote fairness in the develop-
ment of consensus, it does not independently test, evaluate, or verify the accuracy of any information or the soundness
of any judgments contained in its codes and standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether
special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or reliance
on this document. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of any information
published herein.

In issuing and making this document available, the NFPA is not undertaking to render professional or other services
for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any person or entity
to someone else. Anyone using this document should rely on his or her own independent judgment or, as appropriate,
seek the advice of a competent professional in determining the exercise of reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of this document.
Nor does the NFPA list, certify, test or inspect products, designs, or installations for compliance with this document.
Any certification or other statement of compliance with the requirements of this document shall not be attributable to
the NFPA and is solely the responsibility of the certifier or maker of the statement.
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ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides should be aware that
these documents may be superseded at any time by the issuance of new editions or may be
amended from time to time through the issuance of Tentative Interim Amendments. An offi-
cial NFPA document at any point in time consists of the current edition of the document
together with any Tentative Interim Amendments and any Errata then in effect. In order to
determine whether a given documentis the current edition and whether it has been amended
through the issuance of Tentative Interim Amendments or corrected through the issuance of
Errata, consult appropriate NFPA publications such as the National Fire Codes® Subscription
Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed
below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Reg-
ulations Governing Committee Projects shall not be considered the official position of NFPA
or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal
Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights
asserted in connection with any items which are mentioned in or are the subject of NFPA
codes, standards, recommended practices, and guides, and the NFPA disclaims liability for
the infringement of any patent resulting from the use of or reliance on these documents.
Users of these documents are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, is entirely their own responsibility.

NFPA adheres to applicable policies of the American National Standards Institute with
respect to patents. For further information contact the NFPA at the address listed below.

Law and Regulations

Users of these documents should consult applicable federal, state, and local laws and reg-
ulations. NFPA does not, by the publication of its codes, standards, recommended practices,
and guides, intend to urge action that is not in compliance with applicable laws, and these
documents may not be construed as doing so.

Copyrights

This document is copyrighted by the NFPA. It is made available for a wide variety of both
public and private uses. These include both use, by reference, in laws and regulations, and
use in private selfregulation, standardization, and the promotion of safe practices and
methods. By making this document available for use and adoption by public authorities and
private users, the NFPA does not waive any rights in copyright to this document.

Use of NFPA documents for regulatory purposes should be accomplished through adop-
tion by reference. The term “adoption by reference” means the citing of title, edition, and
publishing information only. Any deletions, additions, and changes desired by the adopting
authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the
NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assis-
tance and questions concerning adoption of NFPA documents, contact NFPA at the address
below.

For Further Information

All questions or other communications relating to NFPA codes, standards, recommended
practices, and guides and all requests for information on NFPA procedures governing its
codes and standards development process, including information on the procedures for
requesting Formal Interpretations, for proposing Tentative Interim Amendments, and for
proposing revisions to NFPA documents during regular revision cycles, should be sent to
NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA,
1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101.

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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Copyright © 2005, National Fire Protection Association, All Rights Reserved
NFPA 35
Standard for the

Manufacture of Organic Coatings

2005 Edition

This edition of NFPA 35, Standard for the Manufacture of Organic Coatings, was prepared by
the Technical Committee on Manufacture of Organic Coatings and acted on by NFPA at its
November Association Technical Meeting held November 13-17, 2004, in Miami Beach, FL. It
was issued by the Standards Council on January 14, 2005, with an effective date of February 7,
2005, and supersedes all previous editions.

This edition of NFPA 35 was approved as an American National Standard on February 7,
2005.

Origin and Development of NFPA 35

The first edition of NFPA 35 was developed by the NFPA Manufacturing Hazards Council
and published in 1938 as Suggestions for the Fire Protection of Lacquer Manufacturing Plants. A
second edition of this document was published in 1946. The Manufacturing Hazards Council
was subsequently disbanded and responsibility for NFPA 35 transferred to the new Sectional
Committee on Coating Manufacture, which operated under the NFPA Committee on Flam-
mable Liquids. This Sectional Committee undertook a major revision of NFPA 35, expanding
its scope to the manufacture of all organic coatings. A new NFPA 35 was published as a
Tentative Recommended Practice in 1961. This Recommended Practice was officially
adopted by the Association in 1964. The Sectional Committee subsequently rewrote NFPA 35
as a mandatory standard, which was adopted by the Association in 1970. Revisions to this
standard were adopted in 1971, 1976, 1982, and 1987.

In 1993, NFPA’s Flammable Liquids Project was reorganized and the former Technical
(Sectional) Committee became an independent committee. The new Technical Committee
on Manufacture of Organic Coatings processed a 1995 edition of NFPA 35, which incorpo-
rated a significant revision to the requirements for deflagration (explosion) venting, as a
consequence of a major fire and explosion incident at a coatings manufacturing plant.

After adoption of the 1995 edition of NFPA 35, the Technical Committee on Manufacture
of Organic Coatings immediately began a major rewrite of NFPA 35, culminating in the 1999
edition, which included the following amendments:

(1) Editorial revision and reorganization to effect editorial improvement and simplification
of the text, making it more easily understood and interpreted

(2) New building construction requirements to address the hazards of liquid spill fires and
their impact on load-bearing building supports

(3) Improved requirements for deflagration venting

(4) Improvements to the requirements for transfer of flammable and combustible liquids
within operating areas

(5) Deletion of text relating to open-fire resin cooking processes, which are no longer used

(6) Guidance on pressure transfer of liquids by air and inert gas

(7) Revision and simplification of requirements for special hazards, specifically nitrocellu-
lose, monomers, and organic peroxide formulations, including appendix text on han-
dling procedures for nitrocellulose

(8) Anew Chapter 7 on fire protection to address control of ignition sources, with particular
attention to static electricity hazards and bonding and grounding requirements

(9) Addition of a chapter on management of fire hazards
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35-2 MANUFACTURE OF ORGANIC COATINGS

The 2005 edition of NFPA 35 incorporates the following amendments and improvements:

(1) Editorial revisions to comply with the Manual of Style for NFPA Technical Committee
Documents

(2) Adoption of preferred definitions from other NFPA technical documents, where such
adoption does not conflict with the intent and context of NFPA 35

(3) Clarification of the requirements for process building heating

(4) Requirements for “hot box” installations and drum heaters that are used to heat contain-
ers of viscous liquids

(5) Improved requirements for proper handling of nitrocellulose, including guidance on
safe movement using hand trucks and powered industrial trucks

(6) Arequirement that all fires must be investigated to determine their cause

(7) Anew Table A.5.6.3 to provide guidance for electrical area classification that is specific to
equipment and processes that manufacture organic coatings
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COMMITTEE PERSONNEL 35-3

Technical Committee on Manufacture of Organic Coatings

James R. Reppermund, Chair
Howell, NJ [SE]

Virgil L. Flannery, Akzo Nobel Coatings Inc., KY [M] Peter Rollinger, Rollinger Engineering, Inc., TX [SE]
Rep. NFPA Industrial Fire Protection Section Marvin F. Specht, Wilmington, DE [M]

Richard J. Hild, DuPont Performance Coatings, DE [M] Rep. Green Tree Chemical Technologies, Inc.
Rep. National Paint & Coatings Association Thomas Steven Wright, FPE Forensics, PSC, KY [E]

William J. Josler, Verlan Fire Insurance Company, NH [I] Rep. International Fire Marshals Association

John E. Owens, Hockessin, DE [SE]

Alternates
Larry M. Kreh, PPG Industries, Inc., PA [M] David F. Van Derveer, Green Tree Chemical
(Alt. to R. J. Hild) Technologies, Inc., NJ [M]
George A. Seuss, Jr., Verlan Fire Insurance Company, (Alt. to M. F. Specht)

MD [I]
(Alt. to W. J. Josler)

Robert P. Benedetti, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the fire and explo-
sion hazards associated with the design, construction, and operation of organic coating manufacturing
process and facilities.
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REFERENCED PUBLICATIONS 35-5

NFPA 35
Standard for the

Manufacture of Organic Coatings

2005 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (®) between the paragraphs that
remain.

Areference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for mandatory extracts are given in
Chapter 2 and those for nonmandatory extracts are given in
Annex C. Editorial changes to extracted material consist of
revising references to an appropriate division in this docu-
ment or the inclusion of the document number with the divi-
sion number when the reference is to the original document.
Requests for interpretations or revisions of extracted text shall
be sent to the technical committee responsible for the source
document.

Information on referenced publications can be found in
Chapter 2 and Annex C.

Chapter 1 Administration

1.1 Scope.

1.1.1 This standard shall apply to facilities that use flammable
and combustible liquids, as herein defined, to manufacture or-
ganic coatings for automotive, industrial, institutional, house-
hold, marine, printing, transportation, and other applications.

1.1.2 This standard shall not apply to the following:

(1)*Operations involving the use or application of coating
materials

(2)*Storage of organic coatings in locations other than the
manufacturing facility

1.2* Purpose. The purpose of this standard shall be to provide
minimum requirements for safety to life and property from
fire and explosion in facilities and processes that manufacture
organic coatings.

1.3 Application. (Reserved)

1.4 Retroactivity. The provisions of this standard reflect a con-
sensus of what is necessary to provide an acceptable degree of

Full document details: NFPA 35 2005

protection from the hazards addressed in this standard at the
time the standard was issued.

1.4.1 Unless otherwise specified, the provisions of this stan-
dard shall not apply to facilities, equipment, structures, or in-
stallations that existed or were approved for construction or
installation prior to the effective date of the standard. Where
specified, the provisions of this standard shall be retroactive.

1.4.2 1In those cases where the authority having jurisdiction
determines that the existing situation presents an unaccept-
able degree of risk, the authority having jurisdiction shall be
permitted to apply retroactively any portions of this standard
deemed appropriate.

1.4.3 The retroactive requirements of this standard shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic-
tion, and only where it is clearly evident that a reasonable
degree of safety is provided.

1.5 Equivalency. Nothing in this standard is intended to pre-
vent the use of systems, methods, or devices of equivalent or
superior quality, strength, fire resistance, effectiveness, dura-
bility, and safety over those prescribed by this standard.

1.5.1 Technical documentation shall be submitted to the au-
thority having jurisdiction to demonstrate equivalency.

1.5.2 The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

1.6 Units and Formulas. (Reserved)

1.7 Code Adoption Requirements. (Reserved)

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this standard.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 10, Standard for Portable Fire Extinguishers, 2002 edi-
tion.

NFPA 11, Standard for Low-, Medium-, and High-Expansion
Foam, 2005 edition.

NFPA 13, Standard for the Installation of Sprinkler Systems, 2002
edition.

NFPA 14, Standard for the Installation of Standpipe and Hose
Systems, 2003 edition.

NFPA 15, Standard for Water Spray Fixed Systems for Fire Protec-
tion, 2001 edition.

NFPA 16, Standard for the Installation of Foam-Water Sprinkler
and Foam-Water Spray Systems, 2003 edition.

NFPA 24, Standard for the Installation of Private Fire Service
Mains and Their Appurtenances, 2002 edition.

NFPA 25, Standard for the Inspection, Testing, and Maintenance
of Water-Based Fire Protection Systems, 2002 edition.

NFPA 30, Flammable and Combustible Liquids Code, 2003 edi-
tion.

NFPA 70, National Electrical Code®, 2005 edition.

NFPA 101%, Life Safety Code®, 2003 edition.

NFPA 432, Code for the Storage of Organic Peroxide Formulations,
2002 edition.
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35-6 MANUFACTURE OF ORGANIC COATINGS

NFPA 496, Standard for Purged and Pressurized Enclosures for
Electrical Equipment, 2003 edition.

NFPA 505, Fire Safety Standard for Powered Industrial Trucks
Including Type Designations, Areas of Use, Conversions, Mainte-
nance, and Operations, 2002 edition.

NFPA 780, Standard for the Installation of Lightning Protection
Systems, 2004 edition.

2.3 Other Publications.

2.3.1 ASTM Publications. American Society for Testing and
Materials, 100 Barr Harbor Drive, West Conshohocken, PA
19428-2959.

ASTM D 5, Standard Test Method for Penetration of Bituminous
Materials, 2000.

ASTM D 56, Standard Method of Test for Flash Point by the Tag
Closed Cup Tester; 1998.

ASTM D 86, Standard Test Method for Distillation of Petroleum
Products, 2000.

ASTM D 92, Standard Test Method for Flash and Fire Points by
Cleveland Open Cup, 1998.

ASTM D 93, Standard Test Methods for Flash Point by the Pensky-
Martens Closed Cup Tester, 1999.

ASTM D 323, Standard Method of Test for Vapor Pressure of
Petroleum Products (Reid Method), 1999.

ASTM D 3278, Standard Methods of Tests for Flash Point of
Liquids by Setaflash ClosedTester; 1996.

ASTM D 3828, Standard Test Method for Flash Point by Small
Scale Closed Tester, 1998.

2.3.2 U.S. Government Publications. U.S. Government Print-
ing Office, Washington, DC 20402.

Title 29, Code of Federal Regulations, Part 1910.146,
“Permit-Required Confined Spaces.”

Tite 29, Code of Federal Regulations, Part 1910.147, “The
Control of Hazardous Energy (Lockout/Tagout).”

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3% Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalu-

ation of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated stan-
dards or has been tested and found suitable for a specified
purpose.

3.3 General Definitions.

3.3.1 Antistatic. For the purpose of this standard, having a
surface resistivity less than 1.0 x 10" ohms per square or hav-
ing a charge decay rate from 5000 volts to 500 volts of less than
0.5 second when tested at 23°C (73°F) and 30 percent relative
humidity.

3.3.2 Basement. For the purpose of this standard, a story of a
building or structure having one-half or more of its height
below ground level and to which access for fire-fighting pur-
poses is unduly restricted. [30, 2003]

3.3.3 Boiling Point. See 3.4.2.1.

3.3.4 Building. A three-dimensional space that is enclosed by a
roof and a wall or walls that cover more than one-half of the
possible area of the sides of the space, is of sufficient size to allow
entry by personnel, will likely limit the dissipation of heat or dis-
persion of vapors, and restricts access for fire fighting.

3.3.5 Combustible Liquid. See 3.4.3.2.

3.3.6 Container. Any vessel of 450 L (119 gal) or less capacity
used for transporting or storing liquids. [30, 2003]

3.3.7 Fire Point. See 3.4.2.2.
3.3.8 Flammable Liquid. See 3.4.3.1.
3.3.9 Flash Point. See 3.4.2.3.

3.3.10 Hot Box. For the purpose of this standard, an enclo-
sure or room used to raise and maintain the temperature of a
container and its contents above ambient.

3.3.11*% Important Building. A building that is considered not
expendable in an exposure fire. [30, 2003]

3.3.12 Imert Gas. For purposes of tank entry, cleaning, or re-
pair, a gas that is nonflammable, chemically inactive, noncon-
taminating for the use intended, and oxygen-deficient to the
extent required. [326, 2005]

3.3.13% Inerting. A technique by which a combustible mixture
is rendered nonignitible by the addition of an inert gas.

3.3.14 Liquid. See 3.4.2.4.

3.3.15 Mix Tank. A portable or fixed agitated vessel in which
intermediate or finished products are manufactured, ad-
justed, and held pending disposition.

3.3.16* Monomer. An unsaturated organic compound whose
molecules contain reactive groups that polymerize with each
other or with other monomer molecules to produce polymers.

3.3.17 Nitrocellulose. A nitrated cellulose (cotton linters or
wood pulp) with a nitrogen content ranging from 10.5 per-
cent to 12.6 percent by weight.

3.3.17.1 Dry Nitrocellulose. Nitrocellulose containing less
than the minimum wetting agents described in Solvent-Wet
Nitrocellulose.

3.3.17.2 Plasticized Nitrocellulose. A colloided, chip-like,
flake-like, or particle-type nitrocellulose plasticized with
not less than 18 percent by weight plasticizer, such as di-
butyl phthalate or dioctyl phthalate.
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3.3.17.3 Solvent-Wet Nitrocellulose. A fibrous, granular,
cubed, or flake-like nitrocellulose wetted with not less than
25 percent by weight alcohol, toluene, or other organic
liquid having a flash point not lower than —4°C (25°F).

3.3.17.4 Water-Wet Nitrocellulose. A fibrous, granular,
cubed, or flake-like nitrocellulose wetted with not less than
25 percent by weight water.

3.3.18 Nonconductive Liquid. A liquid that has an electrical
conductivity less than 50 picosiemens per meter.

3.3.19 Organic Coating. A liquid mixture of film-forming
binder resins, such as those based on alkyd, nitrocellulose,
acrylic, polyester, or other chemistry, and flammable or combus-
tible solvents, such as hydrocarbons, esters, ketones, and alco-
hols, that convert to a protective, decorative, or utilitarian finish.

3.3.20* Organic Peroxide. A reactive organic compound that
consists of an active double oxygen group (-O-O-) combined
with an organic radical. Organic peroxides are derived from
hydrogen peroxide in which one or both hydrogen atoms are
replaced by a hydrocarbon or heterocyclic or acid radical.

3.3.21 Portable Tank. Any closed vessel having a liquid capac-
ity over 230 L (60 gal) and not intended for fixed installation.
This includes intermediate bulk containers (IBCs) as defined
and regulated by the U.S. Department of Transportation.

3.3.22 Protection for Exposures. Fire protection for struc-
tures on property adjacent to an organic coatings manufactur-
ing facility that is provided by (1) a public fire department or
(2) a private fire brigade maintained on the property adjacent
to the liquid storage that is capable of providing cooling water
streams to protect the property adjacent to the liquid storage.

3.3.23 Safety Can. A listed container, of not more than 20 L
(5.3 gal) capacity, having a spring-closing lid and spout cover
and so designed that it will safely relieve internal pressure
when subjected to fire exposure. [30, 2003]

3.3.24 Stable Liquid. Any liquid not defined as unstable. [30,
2003]

3.3.25 Storage Tank. Any vessel having a liquid capacity that
exceeds 230 L (60 gal), is intended for fixed installation, and is
not used for processing. [30, 2003]

3.3.26* Unstable Liquid. A liquid that, in the pure state or as
commercially produced or transported, will vigorously poly-
merize, decompose, undergo condensation reaction, or be-
come self-reactive under conditions of shock, pressure, or
temperature. [30, 2003]

3.3.27 Vapor Pressure. See 3.4.2.5.

3.3.28* Ventilation. As specified in this standard, movement
of air that is provided for the prevention of fire and explosion.
[30, 2003]

3.4* Definition and Classification of Liquids. [30:1.7]

3.4.1*% Scope. This section shall establish a uniform system of
defining and classifying flammable and combustible liquids for
the purpose of proper application of this standard. This section
shall apply to any liquid within the scope of and subject to the
requirements of this standard. [30:1.7.1] This section shall not
apply to mists, sprays, or foams. [30:1.7.1.1] This section shall not
apply to liquids that do not have flash points but are capable of
burning under certain conditions, such as certain halogenated
hydrocarbons and certain mixtures of flammable or combustible
liquids and halogenated hydrocarbons. [30:1.7.1.2]
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3.4.2 Definitions. For the purpose of this standard, the fol-
lowing terms shall be defined as shown in this subsection.

[30:1.7.2]

3.4.2.1% Boiling Point. The temperature at which the vapor
pressure of a liquid equals the surrounding atmospheric
pressure. For purposes of defining the boiling point, atmo-
spheric pressure shall be considered to be 14.7 psia
(760 mm Hg). For mixtures that do not have a constant
boiling point, the 20 percent evaporated point of a distilla-
tion performed in accordance with ASTM D 86, Standard
Test Method for Distillation of Petrolewm Products, shall be con-
sidered to be the boiling point. [30:1.7.2.1]

3.4.2.2% Fire Point. The lowest temperature at which a lig-
uid will ignite and achieve sustained burning when ex-
posed to a test flame in accordance with ASTM D 92, Stan-
dard Test Method for Flash and Fire Points by Cleveland Open
Cup. [30, 2003]

3.4.2.3% Flash Point. The minimum temperature of a lig-
uid at which sufficient vapor is given off to form an ignitible
mixture with air near the surface of the liquid or within the
vessel used, as determined by the appropriate test proce-
dure and apparatus specified in 3.4.4.

3.4.2.4 Liquid. Any material that has a fluidity greater
than that of 300 penetration asphalt when tested in accor-
dance with ASTM D 5, Standard Test Method for Penetration of
Bituminous Materials. [30, 2003 ]

3.4.2.5% Vapor Pressure. The pressure, measured in pounds
per square inch absolute (psia), exerted by a liquid, as deter-
mined by ASTM D 323, Standard Method of Test for Vapor Pressure
of Petrolewm Products (Reid Method). [30, 2003]

3.4.3 Classification and Definition of Liquids. Any liquid
within the scope of this standard and subject to the require-
ments of this standard shall be known generally as either a
flammable liquid or a combustible liquid and shall be defined
and classified in accordance with this subsection. [30:1.7.3]

3.4.3.1 Flammable Liquid. Any liquid that has a closed-cup
flash point below 100°F (37.8°C), as determined by the test
procedures and apparatus set forth in 3.4.4. Flammable lig-
uids are classified as Class I as follows: Class I Liquid: any
liquid that has a closed-cup flash point below 100°F
(37.8°C) and a Reid vapor pressure not exceeding 40 psia
(2068.6 mm Hg) at 100°F (37.8°C), as determined by
ASTM D 323, Standard Method of Test for Vapor Pressure of
Petroleum Products (Reid Method). Class I liquids are further
classified as follows: (1) Class IA liquids — those liquids
that have flash points below 73°F (22.8°C) and boiling
points below 100°F (37.8°C). (2) Class IB liquids — those
liquids that have flash points below 73°F (22.8°C) and boil-
ing points at or above 100°F (37.8°C). (3) Class IC liquids
— those liquids that have flash points at or above 73°F
(22.8°C) but below 100°F (37.8°C). [30:1.7.3.2)

3.4.3.2 Combustible Liquid. Any liquid that has a closed-
cup flash point at or above 100°F (37.8°C), as determined
by the test procedures and apparatus set forth in 3.4.4.
Combustible liquids are classified as Class II or Class III as
follows: (1) Class II Liquid — any liquid that has a flash
point at or above 100°F (37.8°C) and below 140°F (60°C);
(2) Class IITA Liquid —any liquid that has a flash point at or
above 140°F (60°C) but below 200°F (93°C); (3) Class IIIB
Liquid — any liquid that has a flash point at or above 200°F
(93°C). [30:1.7.3.1]
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3.4.4 Determination of Flash Point. The flash point of a liquid

shall be determined according to the methods specified in this
subsection. [30:1.7.4]

3.4.4.1 The flash point of a liquid having a viscosity below
5.5 centistokes at 104°F (40°C) or below 9.5 centistokes at
77°F (25°C) shall be determined in accordance with ASTM D
56, Standard Method of Test for Flash Point by the Tag Closed Cup
Tester. Exception: Cut-back asphalts, liquids that tend to form
a surface film, and liquids that contain suspended solids shall
not be tested in accordance with ASTM D 56, even if they
otherwise meet the viscosity criteria. [30:1.7.4.1]

3.4.4.2 The flash point of a liquid having a viscosity of 5.5
centistokes or more at 104°F (40°C) or 9.5 centistokes or
more at 77°F (25°C) or a flash point of 200°F (93.4°C) or
higher shall be determined in accordance with ASTM D 93,
Standard Test Methods for Flash Point by the Pensky-Manrtens
Closed Tester. [30:1.7.4.2]

3.4.4.3 As an alternative, ASTM D 3278, Standard Method
of Tests for Flash Point of Liquids by Setaflash Closed Tester, shall
be permitted to be used for paints, enamels, lacquers, var-
nishes, and related products and their components that
have flash points between 32°F (0°C) and 230°F (110°C)
and viscosities below 150 stokes at 77°F (25°C). [30:1.7.4.3]

3.4.4.4 As an alternative, ASTM D 3828, Standard Test
Methods for Flash Point by Small Scale Closed Tester, shall be
permitted to be used for materials other than those for
which ASTM D 3278 is specifically required. [30:1.7.4.4]

Chapter 4 Location of Plants and Buildings

4.1 Location.

4.1.1 Organic coatings manufacturing operations shall not
be located in the same building with other occupancies.

4.1.1.1 Operations incidental to or connected with organic
coatings manufacturing shall not be classed as “other opera-
tions or occupancies.”

4.1.2 Organic coatings manufacturing operations and pro-
cesses shall be located so that they are accessible from at least
two sides to provide access for fire fighting and other emer-
gency operations.

4.1.3 Where topographical conditions will allow an acciden-
tal release of flammable and combustible liquids to flow from
organic coatings manufacturing operations and processes so
as to present a fire hazard to other facilities, drainage shall be
provided in accordance with Section 5.2.

4.2 General Layout and Design.

4.2.1 Organic coatings manufacturing operations shall be pro-
vided with means of egress that meet the following requirements:

(1) Means of egress shall be arranged to prevent occupants
from being trapped in the event of a fire.

(2) Means of egress shall not be exposed by drainage facilities
required by Section 5.2.

(3) Aisles shall be provided to allow unobstructed movement
of personnel and fire protection equipment.

4.2.2 Laboratories, offices, and storage areas that are located
in the same building as organic coatings manufacturing op-

erations shall be separated from the manufacturing opera-
tions by a wall that meets both of the following requirements:

(1) The wall shall have a minimum 2-hour fire resistance rating.

(2) Openings in the wall between these areas and the manu-
facturing area shall be protected by fire doors having a
minimum 1%-hour fire protection rating.

4.2.3 Areas where unstable liquids are handled or processed
shall be separated from all adjacent areas by walls that meet
both of the following requirements:

(1) The wall shall have a minimum 2-hour fire resistance rating.

(2) Openings in the walls between these areas and all adja-
cent areas shall be protected by fire doors having a mini-
mum 1%-hour fire protection rating.

4.2.4 Process Vessels.

4.2.4.1 Process vessels shall be located in accordance with
Table 4.2.4.1(a) and Table 4.2.4.1(b).

Exception: As provided forin 4.2.4.3.

Table 4.2.4.1(a) Location of Process Vessels

Process Vessels

Having Emergency
Relief Venting to
Permit Pressure
(psig) Stable Liquids ~ Unstable Liquids
<2.5 Table 4.2.4.1(b) 2.5 times
Table 4.2.4.1(b)
>2.5 1.5 times 4 times

Table 4.2.4.1(b) Table 4.2.4.1(b)

For ST units, 2.5 psig = gauge pressure of 17.2 kPa.

Table 4.2.4.1(b) Reference for Table 4.2.4.1(a)

Minimum Distance

From Property Line From Nearest Side

That is or can be of any Public Way
Built Upon, or From Nearest
Including the Important Building

Capacity of Opposite Side of a  on Same Property
Vessel (gal) Public Way (ft) (ft)
<275 5 5
276-750 10 5
751-12,000 15 5
12,001-30,000 20 5
30,001-50,000 30 10

For SI units, 1 gal =3.8L; 1 ft=0.3 m.

4.2.4.2 Where unstable liquids are processed and protection
for exposures, as defined in 3.3.22, is not provided, the dis-
tance required by 4.2.4.1 shall be doubled.

4.2.4.3 The distances required in 4.2.4.1 shall be permitted
to be waived where both of the following criteria are met:

(1) The vessels are housed within a building.
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