NFPA® 37

Standard for the
Installation and Use of
Stationary Combustion
Engines and Gas Turbines

2015 Edition

(3]

NFPA

NFPA, 1 Batterymarch Park, Quincy, MA 02169-7471
An International Codes and Standards Organization

Documents

Document Sharing Hub

Full document details: NFPA 37 2015


http://www.avadocuments.com/doc/nfpa-37-2015
http://www.avadocuments.com/doc/nfpa-37-2015

IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints
and interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether
special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or
reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of
any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent judgment
or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any
given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with this
document. Any certification or other statement of compliance with the requirements of this document shall not be
attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.

REMINDER: UPDATING OF NFPA STANDARDS

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should
be aware that NFPA Standards may be amended from time to time through the issuance of Tentative
Interim Amendments or corrected by Errata. An official NFPA Standard at any point in time consists of
the current edition of the document together with any Tentative Interim Amendment and any Errata
then in effect.

In order to determine whether an NFPA Standard has been amended through the issuance of
Tentative Interim Amendments or corrected by Errata, visit the Document Information Pages on NFPA’s
website. The Document Information Pages provide up-to-date, document specific information including
any issued Tentative Interim Amendments and Errata.

To access the Document Information Page for a specific NFPA Standard, go to
http://www.nfpa.org/docinfo to choose from the list of NFPA Standards or use the search feature
on the right to select the NFPA Standard number (e.g., NFPA 101). In addition to posting all existing
Tentative Interim Amendments and Errata, the Document Information Page also includes the option to
sign-up for an “Alert” feature to receive an email notification when new updates and other information
are posted regarding the document.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS
ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that
these documents may be superseded at any time by the issuance of new editions or may be amended from time to
time through the issuance of Tentative Interim Amendments or corrected by Errata. An official NFPA Standard at
any point in time consists of the current edition of the document together with any Tentative Interim Amendments
and any Errata then in effect. In order to determine whether a given document is the current edition and whether
it has been amended through the issuance of Tentative Interim Amendments or corrected through the issuance of
Errata, consult appropriate NFPA publications such as the National Fire Codes® Subscription Service, visit the NFPA
website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and
shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to,
or asserted in connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for
determining the validity of any such patent rights, as well as the risk of infringement of such rights, and the NFPA
disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA Standards.
NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of
patents in American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant
to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may
require use of an invention covered by patent rights. NFPA takes no position as to the validity of any such
patent rights or as to whether such patent rights constitute or include essential patent claims under the
ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of
willingness to grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to
applicants desiring to obtain such a license, copies of such filed statements can be obtained, on request, from
NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not,
by the publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the
promotion of safe practices and methods. By making these documents available for use and adoption by public
authorities and private users, the NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions,
and changes desired by the adopting authority should be noted separately in the adopting instrument. In order
to assist NFPA in following the uses made of its documents, adopting authorities are requested to notify the NFPA
(Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning
adoption of NFPA Standards, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA
procedures governing its codes and standards development process, including information on the procedures for
requesting Formal Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to
NFPA standards during regular revision cycles, should be sent to NFPA headquarters, addressed to the attention
of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email:
stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be
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Copyright © 2014 National Fire Protection Association®. All Rights Reserved.
NFPA® 37
Standard for the

Installation and Use of Stationary Combustion Engines and
Gas Turbines

2015 Edition

This edition of NFPA 37, Standard for the Installation and Use of Stationary Combustion Engines
and Gas Turbines, was prepared by the Technical Committee on Internal Combustion Engines
and acted on by NFPA at its June Association Technical Meeting held June 9-12, 2014, in
Las Vegas, NV. It was issued by the Standards Council on July 14, 2014, with an effective date of
July 29, 2014, and supersedes all previous editions.

This edition of NFPA 37 was approved as an American National Standard on July 29, 2014.

ATentative Interim Amendment (TIA) to 6.6.3 was issued on August 14, 2014. For further
information on Tentative Interim Amendments, see Section 5 of the Regulations Governing the
Development of NFPA Standards, available at http://www.nfpa.org/regs

Origin and Development of NFPA 37

This project was initiated in 1904 as “Rules and Requirements for the Construction and
Installation of Gas and Gasolene [sic/ Engines” by the Committee of Consulting Engineers of
the National Board of Fire Underwriters. Editions of NBFU No. 37 were published in 1905
and 1910.

The project was turned over to the NFPA Committee on Explosives and Combustibles, who
produced the 1915 edition by combining the 1910 edition of NFPA 37 with the 1908 edition of
NBFU No. 37A, “Rules and Requirements for the Construction, Installation and Use of Coal
Gas Producers (Pressure and Suction Systems).” The 1915 edition was designated NFPA 37 —
37A, Installation and Use of Internal Combustion Engines (Gas, Gasolene [sic], Kerosene, Fuel Oil) also
Coal Gas Producers (Pressure and Suction Systems). Responsibility for the project was later trans-
ferred to the Committee of Gases, which produced revised editions of NFPA 37 — 37A in 1922
and 1934.

In 1955, responsibility for the standard was transferred to the Committee on Internal
Combustion Engines, which eliminated the provisions addressing coal gas producers. Revised
editions of the document were issued in 1959, 1963, 1967, 1970, 1975, 1979, 1984, 1990, 1994,
1998, and 2002.

The 1998 edition incorporated the following major amendments:

(1) Major restructuring of the document

(2) Removal of the 7500 hp limitation in the scope of the standard

(3) Clarification of the definition for an “engine enclosure” and addition of a definition for
“engines for emergency use”

(4) Clarification of requirements for fuel tanks and fuel supply for liquid-fueled engines

(5) Inclusion of guidance for the installation of gas trains for gaseous-fueled engines

(6) Addition of requirements for engine exhaust systems

The 2002 edition incorporated the following major amendments:

(1) The entire document was revised and restructured to comply with the Manual of Style for
NIPA Technical Committee Documents.

(2) Definitions in Chapter 3 were reviewed for consistency with definitions in other NFPA
documents, systematically aligned, and individually numbered.

(8) Paragraph structuring was revised with the intent of one mandatory requirement per
section, subsection, or paragraph.

(4) Information that was considered explanatory or advisory was relocated to Annex A, Ex-
planatory Material.
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37-2 INSTALLATION AND USE OF STATIONARY COMBUSTION ENGINES AND GAS TURBINES

(5) Exceptions were deleted or rephrased in mandatory text, unless the exception represented an allowance or
required alternate procedure to a general rule when limited specific conditions exist.

(6) New requirements were added for containment of fuel spills.

(7) New requirements were added for spill prevention and containment through provisions for glass sight gauges or
sight feeds for lubricating oil.

The 2006 edition incorporated the following major amendments:

(1) New definitions were added for “gas train” and certain components thereof.

(2) The requirements in 4.1.2.1 for engine rooms for engines located inside structures were revised.

(3) New requirements were added to 4.1.2.2 for detached structures used specifically for housing engines or turbines
and their appurtenances.

(4) Spill control requirements in 4.1.3.2 were clarified.

(5) A completely new and more comprehensive Section 5.2 describing the required components of the gas train was
added, along with a diagram and appropriate annex text.

(6) More comprehensive requirements were added to Sections 5.3 and 5.4 for gas regulators and manual shutoff
valves, respectively, including appropriate and necessary annex text.

The 2010 edition incorporated the following major amendments:

(1) Sections on Retroactivity (1.4) and Equivalency (1.5) were added.

(2) Enhanced/new definitions were added for “automatic safety shutoff valve,
valve,” and “secondary containment tank.”

(3) Paragraph 4.1.1.5 was revised regarding allowable types of air filters for engine combustion air.

(4) Subsection 4.1.4 was revised to clarify that either alternative to the minimum separation required between an
engine and a structure can be used.

(5) Section 5.2 was revised regarding the safety components required in a gas train.

(6) Anew subsection 5.4.4, Automatic Safety Shutoff Valves for Gas Turbines, was added to establish specific require-
ments for these safety components as applied to gas turbines that are distinct from those for internal combustion
engines.

(7) Paragraph 6.3.4.2 was revised to allow double-wall fuel storage tanks for roof-top installation.

(8) New paragraph 6.8.3.1 was added to require a double block valve arrangement in liquid fuel lines as a fire and
explosion mitigation measure.

(9) Chapter 9, Control and Instrumentation, was completely revised to establish the minimum required protective
control devices for engines and turbines; to present the requirements in a more logical sequence; to identify, for
constantly attended installations, those devices that can safely be replaced by alarms and required procedures
that must be in place to direct proper operator response; and to incorporate necessary explanatory information
in the Annex.

(10) Chapter 11, Fire Protection Features, was completely revised to present the requirements in a more logical
sequence and to incorporate necessary explanatory information in the Annex.
(11) The explanatory information in A.5.2 on calculating the fuel input rating was revised.

” « ” «

automatic safety vent valve,” “vent

The 2015 edition incorporates the following major amendments:

(1) Paragraph 4.1.1.5 has been amended to reflect the fact that ANSI/UL 900 no longer differentiates classes of air
filters and has been extended to apply to turbine-mounted air filters.

(2) Subsection 4.1.4 has been revised for clarity.

(3) Section 4.6, the general installation requirements for engines and turbines, has been revised to require compli-
ance with wind and seismic design criteria.

(4) Subsection 5.2.1 has been amended to specify the type of regulator required; to require a vent valve or valve proving
system; to require a flame arrester where biogas fuels are used and air might be entrained in the gas stream; and to
require a filter or strainer in the fuel line. New annex items A.5.2.1(5),A.5.2.1(6), and A.5.2.1(10) have been added to
give examples of the types of components that can be used to satisfy the respective requirements.

(5) Subsection 5.2.2 has been amended to allow the use of a proof-of-closure switch or a valve proving system as
alternatives to a vent valve between the two automatic safety shutoff valves.

(6) Subsection 5.3.1 has been revised to more clearly state when a gas pressure regulator must vent to atmosphere.

(7) Paragraph 5.3.1.2 has been expanded by adding a regulator with a vent-limiting orifice to the devices that do not
have to be vented outside.

(8) By means of a Tentative Interim Amendment, subsection 6.6.3 has been amended to more clearly set out the
requirements for piping for fuel tanks and a new paragraph 6.6.3.4 has been added to allow an exemption from
the provisions of 6.6.3, where tanks are manually filled at the tanks fill port.

(9) Paragraph 8.2.3.3 has been revised to recognize the zone system of electrical area classification.

(10) New subsection 9.3.3 has been added to reinstate the requirement for a purge cycle in the start cycle for
combustion gas turbines.

(11) Paragraphs 11.4.4.1.1 and 11.4.4.2 have been revised to clarify the performance criteria for total flooding gaseous
agent suppression systems and local application gaseous agent suppression systems with respect to cool-down of
the engine or turbine. Annexes to both paragraphs have been revised to incorporate additional clarification and
a new subsection 11.4.8 has been added to address retrofit of existing fire suppression systems.
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ORIGIN AND DEVELOPMENT 37-3

(12) AnnexA.4.1.4(2) has been revised to provide a more extensive explanation of the calculation procedure used to
evaluate a weatherproof engine enclosure for its ability to contain a fire.

(13) Annex A.5.1 has been strengthened by adding a reference to NFPA 56, Standard for Fire and Explosion Prevention
During Cleaning and Purging of Flammable Gas Piping Systems, for use when commissioning of the gas supply.

(14) Anew annex A.9.3.2 has been added to explain that 9.3.1 addresses emergency situations, while 9.3.2 addresses
safety of the engine in normal operation.

(15) AnnexitemsA.11.4.4.1.1 and A.11.4.4.2 have been expanded by providing necessary information to address fire
suppression system design for thin-walled gas turbines (based on aircraft engine designs).
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Technical Committee on Internal Combustion Engines

Clifford C. Roberts, Chair
American International Group, Inc. (AIG), FL [I]

James B. Biggins, Global Risk Consultants Corporation, Owen M. Preston, Palatka, FL [SE]

IL [SE] Y. R. Reddy, R-B Pumps, Inc., GA [U]

Lawrence M. Danner, GE Power and Water, SC [M] John E. Reiter, AES Corporation, VA [U]

Kenneth M. Elovitz, Energy Economics, Inc., MA [SE] Richard Scott, Chubb Group of Insurance Companies,
Fred L. Hildebrandt, Janus Fire Systems, IN [IM] MA [I]

Rf:p. Fire SuPpr8551on Systems Association Milan Tretinjak, Solar Turbines Incorporated, CA [M]
Zuh:ar M Ibrahim, Exponent, Inc., CA [SE] Bruce J. Wertz, Power Plant Management Consulting
David Nieman, Bechtel Power Corporation, MD [SE] LLC, GA [SE]

Steven H. Pasternack, Intertek Testing Services, NY [RT] ’
Alternates
Keegan M. Kinney, Bechtel Power Corporation, MD [SE] Kow Ken Sun, AES Corporation, Brazil [U]
(Alt. to D. Nieman) (Alt. to J. E. Reiter)

Gerard J. Schnee, Solar Turbines Incorporated, CA [M]
(Alt. to M. Tretinjak)

Robert P. Benedetti, NFPA Staff Liaison

This list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall notin and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the fire safety of the
installation, operation, and control of internal combustion engines, including gas turbine engines, using all
types of fuel, within structures or immediately exposing structures.
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NFPA 37
Standard for the

Installation and Use of Stationary
Combustion Engines and Gas Turbines

2015 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Areference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex B. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text shall be sent to the technical committee re-
sponsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex B.

Chapter 1 Administration

1.1 Scope. This standard establishes criteria for minimizing
the hazards of fire during the installation and operation of
stationary combustion engines and gas turbines.

1.2 Purpose. This standard provides minimum fire safety re-
quirements for the installation and operation of stationary
combustion engines and gas turbines.

1.3 Application.

1.3.1%* This standard applies to stationary combustion engines
and gas turbines. This standard also applies to portable en-
gines that remain connected for use in the same location for a
period of one week or more.

1.3.2 This standard applies to new installations and to those
portions of existing equipment and installations that are
modified.

1.3.3 The effective date of application of this standard is not
determined by NFPA. All questions related to applicability
shall be directed to the authority having jurisdiction.

1.4 Retroactivity. The provisions of this standard reflect a con-
sensus of what is necessary to provide an acceptable degree of
protection from the hazards addressed in this standard at the
time the standard was issued.

1.4.1 Unless otherwise specified, the provisions of this stan-
dard shall not apply to facilities, equipment, structures, or
installations that existed or were approved for construction
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or installation prior to the effective date of the standard.
Where specified, the provisions of this standard shall be
retroactive.

1.4.2 In those cases where the authority having jurisdiction
determines that the existing situation presents an unaccept-
able degree of risk, the authority having jurisdiction shall be
permitted to apply retroactively any portions of this standard
deemed appropriate.

1.4.3 The retroactive requirements of this standard shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic-
tion and only where it is clearly evident that a reasonable de-
gree of safety is provided.

1.5 Equivalency. Nothing in this standard is intended to
prevent the use of systems, methods, or devices of equiva-
lent or superior quality, strength, fire resistance, effective-
ness, durability, and safety over those prescribed by this
standard.

1.5.1 Technical documentation shall be submitted to the au-
thority having jurisdiction to demonstrate equivalency.

1.5.2* In determining the suitability of the equipment or com-
ponent for use, the authority having jurisdiction shall con-
sider the following:

(1) The equipment or component is listed for the intended
use.

(2) The equipment or component meets the requirements of
applicable standards through stamping or certification.

(3) The equipment or component displays the mechanical
strength and durability for the intended application.

(4) The equipment or component is used in the same or a
similar application as in this document.

1.6 Units and Formulas.

1.6.1* Metric units of measurement in this standard are in
accordance with the modernized metric system known as the
International System of Units (SI). These units are listed in
Table 1.6.1 with conversion factors. Two units (liter and bar),
outside of but recognized by SI, are commonly used in inter-
national fire protection.

Table 1.6.1 Units of Measurement

Name of Unit Unit Symbol Conversion Factor
meter m 1ft=0.3048 m
millimeter mm 1in. =25.4 mm
liter L 1gal=3.785L
kilopascal kPa 1 psi = 6.89 kPa
kilowatt kW 1 hp =0.75 kW
watt w 1 Btu/hr=0.3 W
pascal Pa 1 psi = 6894.757 Pa
bar bar 1 psi = 0.0689 bar
bar bar 1 bar = 10° Pa

1.6.2 If a value for a measurement as given in this standard is
followed by an equivalent value in other units, the first stated
value shall be regarded as the requirement. A given equivalent
value shall be considered to be approximate.
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Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 10, Standard for Portable Fire Extinguishers, 2013 edition.

NFPA 11, Standard for Low-, Medium-, and High-Expansion
Foam, 2010 edition.

NFPA 12, Standard on Carbon Dioxide Extinguishing Systems,
2011 edition.

NFPA 12A, Standard on Halon 1301 Fire Extinguishing Systems,
2009 edition.

NFPA 13, Standard for the Installation of Sprinkler Systems, 2013
edition.

NFPA 15, Standard for Water Spray Fixed Systems for Fire Protec-
tion, 2012 edition.

NFPA 17, Standard for Dry Chemical Extinguishing Systems,
2013 edition.

NFPA 30, Flammable and Combustible Liquids Code, 2015
edition.

NFPA 54, National Fuel Gas Code, 2015 edition.

NFPA 58, Liquefied Petroleum Gas Code, 2014 edition.

NFPA 70®, National Electrical Code®, 2014 edition.

NFPA 72°%, National Fire Alarm and Signaling Code, 2013 edition.

NFPA 211, Standard for Chimneys, Fireplaces, Vents, and Solid
Fuel-Burning Appliances, 2013 edition.

NFPA 750, Standard on Water Mist Fire Protection Systems, 2015
edition.

NFPA 2001, Standard on Clean Agent Fire Extinguishing Sys-
tems, 2012 edition.

2.3 Other Publications.

2.3.1 API Publications. American Petroleum Institute, 1220
L Street, NW, Washington, DC 20005-4070.

API 620, Design and Construction of Large Welded Low-pressure
Storage Tanks, 11th edition, February 2008.

API 650, Welded Tanks for Oil Storage, 11th edition, June
2007.

2.3.2 ASME Publications. American Society of Mechanical
Engineers, Three Park Avenue, New York, NY 10016-56990.

ANSI/ASME Boiler and Pressure Vessel Code, 2007.
ANSI/ASME B31.3, Process Piping, 2002.

2.3.3 MSS Publications. Manufacturers Standardization So-
ciety of the Valve and Fittings Industry Inc., 127 Park Street
NE, Vienna, VA 22180.

MSS SP-69, Pipe Hangers and Supporls — Selection and Appli-
cation, 2003.

2.3.4 UL Publications. Underwriters Laboratories Inc., 333
Pfingsten Road, Northbrook, IL 60062-2096.

ANSI/UL 900, Standard for Air Filter Units, 2004, with revi-
sions through November 2012.
2.3.5 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.
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2.4 References for Extracts in Mandatory Sections.

NFPA 30, Flammable and Combustible Liquids Code, 2015
edition.

NFPA 85, Boiler and Combustion Systems Hazards Code, 2011
edition.

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1*% Approved. Acceptable to the authority having juris-
diction.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been at-
tached a label, symbol, or other identifying mark of an organiza-
tion that is acceptable to the authority having jurisdiction and
concerned with product evaluation, that maintains periodic in-
spection of production of labeled equipment or materials, and
by whose labeling the manufacturer indicates compliance with
appropriate standards or performance in a specified manner.

3.2.4% Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the author-
ity having jurisdiction and concerned with evaluation of products
or services, that maintains periodic inspection of production of
listed equipment or materials or periodic evaluation of services,
and whose listing states that either the equipment, material, or
service meets appropriate designated standards or has been
tested and found suitable for a specified purpose.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.3 General Definitions.

3.3.1 Class I Fuel. For the purpose of this standard, any liq-
uid fuel having a flash point below 37.8°C (100°F).

3.3.2* Enclosure. A cover intended to protect an engine and
related equipment.

3.3.3 Engines. Prime movers such as internal combustion en-
gines, external combustion engines, gas turbine engines, ro-
tary engines, and free piston engines using either gaseous fu-
els or liquid fuels or combinations thereof.

3.3.3.1 Combustion Gas Turbine Engines. An engine that
produces shaft power utilizing the Brayton (joule) cycle,
where atmospheric air is drawn in and compressed and the
compressed air then flows into a combustion chamber
where fuel is injected and continuous combustion occurs,
resulting in high-pressure hot gas to the expansion section
(turbine) where the heat energy is converted to rotating,
mechanical energy.
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3.3.3.2% Engines for Emergency Use. Engines that operate
under limited-use conditions to support critical operations
in the protection of life, property, or both.

3.3.3.3 Portable Engines. Engines mounted on skids,
wheels, or otherwise arranged so that they can be moved
from place to place as the required service dictates.

3.3.3.4% Reciprocating Engines. An engine that uses a spark
plug to ignite a fuel-air mixture (e.g., otto cycle engine) or
an engine in which high-pressure compression raises the
air temperature to the ignition temperature of the injected
fuel (e.g., diesel cycle engine).

3.3.4 Flue Gas Temperature. The temperature of the flue
products at the point or points of passing close to or through
combustible materials or at the entrance to a chimney, which-
ever is applicable.

3.3.5 Gas Train. The portion of the fuel gas supply piping
starting with and including the equipment isolation valve and
extending to the point at which the fuel enters the prime
mover.

3.3.6 Hazardous Location. An area where flammable or com-
bustible gases or liquids or combustible dusts or flyings usually
exist.

3.3.7* Horsepower Rating (Combustion Gas Turbines). The
ANSI standard rated power of an engine at the output shaft at
1.01325 bar (14.7 psia) atmospheric pressure, at 15°C (59°F),
and at a relative humidity of 60 percent.

3.3.8* Horsepower Rating (Reciprocating Engines). The power
of an engine measured at the flywheel or output shaft at stan-
dard SAE conditions of 752.1 mm Hg (29.61 in. Hg) barom-
eter and at 25°C (77°F) inlet air temperature.

3.3.9 Remote Location. Alocation suitably separated from the
engine installation so as to be accessible during an engine fire.

3.3.10 Spark Protected. FElectrical equipment enclosed in a
tight case or protected by shields, screens, or insulation that
contains sparks or prevents their emission.

3.3.11 Tank.

3.3.11.1 Engine-Mounted Tank. A fuel tank furnished and
mounted on the engine or engine-frame by the engine
manufacturer.

3.3.11.2%* Fuel Tank. A tank containing fuel for an engine(s).

3.3.11.3 Secondary Containment Tank. A tank that has an
inner and outer wall with an interstitial space (annulus)
between the walls and that has a means for monitoring the
interstitial space for a leak. [30, 2015]

3.3.12 Valve.

3.3.12.1* Automatic Safety Shutoff Valve (ASSV). Avalve that,
upon shutdown conditions, will automatically stop the flow
of gas to the engine or turbine. (See 5.4.3 and 5.4.4.)

3.3.12.2 Automatic Safety Vent Valve. A valve that, upon
closing of the automatic safety shutoff valves (ASSVs), auto-
matically vents the volume of gas between the two ASSVs to
atmosphere.

3.3.12.3 Carburetion Valve. A control valve that meets the
functional requirements of an automatic safety shutoff
valve (ASSV) by being capable of automatically stopping
the flow of gas to the engine.

\
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3.3.12.4% Equipment Isolation Valve. The manually oper-
ated valve that isolates the balance of the gas train and the
prime mover from the gas supply.

3.3.12.5 Vent Valve. Avalve used to allow venting of air or
gas from the system to the atmosphere. [85, 2011]

3.3.13 Zero Governor Regulator. A gas pressure regulator
equipped with a counter spring beneath the valve that re-
quires an external impulse signal such as top loading with
pressure or generating vacuum in the downstream piping.

Chapter 4 Engines — General Requirements

4.1 Engine Locations.
4.1.1 General Requirements.

4.1.1.1 Engines shall be situated so that they are readily acces-
sible for maintenance, repair, and fire fighting.

4.1.1.2* The air supply shall be designed to meet at least the
minimum requirements for combustion, cooling, and ventila-
tion and to prevent flue gas products from being drawn from
stacks or flues of boilers or other combustion devices.

4.1.1.3* Combustible materials shall not be stored in rooms or
enclosures housing engines, other than those combustible
materials required for day-to-day operations/maintenance.
Such materials shall be stored properly.

4.1.1.4 Engines fueled by a Class I fuel or by liquid-phase
LP-Gas shall not be installed in rooms containing fired equip-
ment or open flames.

4.1.1.5 Combustion air filters mounted directly on engines
or turbines shall be listed in accordance with ANSI/UL 900,
Standard for Air Filter Units.

4.1.2 Engines Located in Structures.
4.1.2.1* Engine Rooms.

4.1.2.1.1 Engine rooms located within structures shall have
interior walls, floors, and ceilings of at least 1-hour fire resis-
tance rating, unless otherwise permitted by 4.1.2.1.2.

4.1.2.1.2 The ceiling of rooms located on the top floor of a
structure shall be permitted to be noncombustible or pro-
tected with an automatic fire suppression system.

4.1.2.1.3* Engine rooms shall have ventilation that is ad-
equate to prevent a hazardous accumulation of flammable
vapors or gases, both when the engine is operating and
when it is shut down.

4.1.2.1.4 Engine rooms attached to structures shall comply
with 4.1.2.2.1 and 4.1.2.2.3 except that the common wall shall
have a fire resistance rating of at least 1 hour.

4.1.2.1.5* Openings from an engine room to other sections of
the structure shall be provided with automatic or self-closing
fire doors or dampers corresponding to the rating of the walls
in which they are located.

4.1.2.1.6 Rooms containing engines utilizing a Class I fuel
shall be located on an exterior wall, the construction of which
shall provide ready accessibility for fire-fighting operations
through the provision of doors, access openings, windows, lou-
vers, or lightweight, noncombustible wall panels.

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/nfpa-37-2015
http://www.avadocuments.com/doc/nfpa-37-2015

ENGINES — GENERAL REQUIREMENTS 37-9

4.1.2.2 Dedicated Detached Structures.

4.1.2.2.1* Dedicated detached structures shall be of noncom-
bustible or fire-resistive construction.

4.1.2.2.2 Dedicated detached structures shall be located at
least 1.5 m (5 ft) from openings in walls and at least 1.5 m
(5 ft) from structures having combustible walls. A minimum
separation shall not be required where any of the following
conditions exist:

(1) The exposing wall of the detached structure has a fire
resistance rating of at least 1 hour.

(2) The exposed wall of the adjacent structure has a fire resis-
tance rating of at least 1 hour.

(3) The detached structure is protected by an automatic fire
protection system.

4.1.2.2.3% Dedicated detached structures shall have ventila-
tion designed to prevent a hazardous accumulation of flam-
mable vapors or gases, both when the engine is operating and
when it is shut down.

4.1.3 Engines Located on Roofs.

4.1.3.1 Engines, and their weatherproof housings, if provided,
that are installed on roofs of structures shall be located at least
1.5 m (5 ft) from openings in walls and at least 1.5 m (5 ft) from
structures having combustible walls. A minimum separation shall
not be required where the following conditions exist:

(1) The adjacent wall of the structure has a fire resistance
rating of at least 1 hour.

(2)*The weatherproof enclosure is constructed of noncom-
bustible materials and it has been demonstrated that a fire
within the enclosure will not ignite combustible materials
outside the enclosure.

4.1.3.2 An oil containment system consisting of a curb or
dike having a capacity at least equal to the total capacity of the
lubricating oil system or the liquid fuel system, whichever is
greater, shall be provided. This system shall also comply with
applicable requirements of Chapter 6.

4.1.3.3* The surface beneath the engine and beyond the en-
gine and the oil containment dike shall be noncombustible to
a minimum distance of 300 mm (12 in.).

4.1.4 Engines Located Outdoors. Engines, and their weather-
proof housings, if provided, that are installed outdoors shall
be located at least 1.5 m (5 ft) from openings in walls and at
least 1.5 m (5 ft) from structures having combustible walls. A
minimum separation shall not be required where either of the
following conditions exist:

(1) All walls of the structure that are closer than 1.5 m (5 ft)
from the engine enclosure have a fire resistance rating of
at least 1 hour.

(2)*The weatherproof enclosure is constructed of noncom-
bustible materials and it has been demonstrated that a fire
within the enclosure will not ignite combustible materials
outside the enclosure.

4.2 Foundations. Engines shall be supported on foundations
or secured to a noncombustible framework.

4.3* Hazardous Locations. In hazardous locations, engines
that neither compress a flammable gas nor pump a flammable
liquid shall meet the following three criteria:

(1) They shall be installed in an enclosure of fire-resistive
construction.
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(2) They shall be ventilated from a nonhazardous outside
area.
(3) They shall have outside access only.

4.4 Engines Handling Hazardous Materials (Other Than Their
Own Fuel Supply).

4.4.1 The use of an engine-driven unit to compress a flam-
mable gas or to pump a flammable liquid shall be permitted
provided the combination unit or groups of such combined
units are isolated from areas not having a similar hazard.

4.4.2% Isolation shall be permitted to be achieved by either
locating the unit outdoors or employing indoor structural
separation in accordance with 4.1.2, except as modified by all
of the following:

(1) Provision shall be made for the venting of an explosion.

(2) Rooms containing combustion engines located within
structures shall have interior walls, floors, and ceilings of
at least 2-hour fire resistance rating.

(8) The rooms or structures described in 4.4.2(2) shall be venti-
lated in an approved manner from a nonhazardous area.

4.4.3 Engine Accessories for Hazardous Locations.

4.4.3.1 Each spark-ignition engine comprising part of a unit
that compresses a flammable gas or pumps a flammable liquid
shall have magnetos or distributors and coils of the spark-
protected type. All leads shall be positively attached.

4.4.3.2 Ventilation openings in such devices shall be pro-
tected by a fire screen unless the device is purged, pressurized,
or otherwise protected in an approved manner.

4.4.3.3 Ignition wires shall be positively attached at each end
by use of the outer sheath of the insulation.

4.4.3.4 Spark plugs shall be fully shielded against flashover.
Fully radio-shielded spark plugs or spark plugs provided with
insulating boots shall be permitted.

4.4.3.5 Flame-arresting equipment shall be attached to the
engine air intake to avoid blowoff or rupture. A mechanically
attached air filter shall be permitted to meet this requirement.

4.4.3.6 Starter, generator, and associated electrical equip-
ment attached to engines shall be of the spark-protected type.

4.4.3.7 Fan belts shall be electrically conductive (nonsparking).
4.5 Electrical Installations.

4.5.1 Electrical installations in rooms containing engines
shall comply with NFPA 70, National Electrical Code.

4.5.2 Engine rooms or other locations shall not be classified
as hazardous locations as defined in Article 500 of NFPA 70,
National Electrical Code, solely by reason of the engine fuel, lu-
bricating oil, or hydraulic fluid.

4.5.3 Engine Wiring. Wire and insulation materials shall have
all of the following characteristics:

(1) Capacity to remain flexible over typical engine operating
temperature ranges

(2) Capacity to have the minimum possible absorption of oils,
fuels, and other fluids commonly found on or near the
engine

(3) Rated for continuous use at the maximum range of tem-
peratures that will occur where installed

4.5.3.1 Wiring shall be protected by either fuses or circuit
breakers in accordance with its ampacity.
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