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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that these
documents may be superseded at any time by the issuance of new editions or may be amended from time to time through the
issuance of Tentative Interim Amendments or corrected by Errata. An official NFPA Standard at any point in time consists of
the current edition of the document together with any Tentative Interim Amendments and any Errata then in effect. In order
to determine whether a given document is the current edition and whether it has been amended through the issuance of
Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the
National Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed
below.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and shall not
be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in
connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for determining the validity of
any such patent rights, as well as the risk of infringement of such rights, and the NFPA disclaims liability for the infringement
of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may require use of an
invention covered by patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such
patent rights constitute or include essential patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent
Policy, a patent holder has filed a statement of willingness to grant licenses under these rights on reasonable and
nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of such filed statements can be
obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, by the
publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with
applicable laws, and these documents may not be construed as doing so.

Copyrights
NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe

practices and methods. By making these documents available for use and adoption by public authorities and private users, the
NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, and
changes desired by the adopting authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the NFPA (Attention: Secretary,
Standards Council) in writing of such use. For technical assistance and questions concerning adoption of NFPA Standards,
contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA procedures
governing its codes and standards development process, including information on the procedures for requesting Formal
Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to NFPA standards during regular
revision cycles, should be sent to NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA, 1
Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: stds_admin@nfpa.org.

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be viewed at
no cost at www.nfpa.org/docinfo.
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This edition of NFPA 4, Standard for Integrated Fire Protection and Life Safety System Testing, was
prepared by the Technical Committee on Commissioning and Integrated Testing. It was issued by the
Standards Council on August 1, 2017, with an effective date of August 21, 2017, and supersedes all
previous editions.

This edition of NFPA 4 was approved as an American National Standard on August 21, 2017.

Origin and Development of NFPA 4

The basis for NFPA 4, Standard for Integrated Fire Protection and Life Safety System Testing, was Chapter
7 of the 2012 edition of NFPA 3, Recommended Practice for Commissioning of Fire Protection and Life Safety
Systems. This chapter addressed integrated system testing as part of the overall fire protection and life
safety system commissioning concept. Both the 2012 and 2015 editions of NFPA 3 were released as
recommended practices as opposed to standards, which meant that the concept of integrated system
testing was not required but only described as a best practice.

The Technical Committee on Commissioning and Integrated Testing determined that while
commissioning fire protection systems was not ready for standardization, there was an imminent
need to create a standard for testing integrated fire protection and life safety systems. The technical
committee requested to separate the concepts of commissioning and integrated system testing into
two documents: the first, a recommended practice on commissioning; and the second, a new
standard, NFPA 4, addressing the integrated system testing portion. This restructuring and request
for a new project was approved by the Standards Council in October 2011 and resulted in Chapter 7
of the 2012 edition of NFPA 3 being removed for the 2015 edition and being used as the basis for
NFPA 4.

NFPA 4 is intended to address the testing of the performance of the interconnection between
multiple fire protection and life safety systems. Chapter 1 establishes the applicability of the standard
and identifies that the standard is applied similar to a design or installation standard, from the
perspective that the users should be directed to this standard by scoping provisions in a code, law,
regulation, or contract document.

NFPA 4 addresses the development of the integrated testing team and the coordination between
the integrated testing agents (ITa) and test team. The standard spells out the roles and
responsibilities of the owner, the ITa, and the test team in general, as well as qualifications for the
ITa.

The standard also provides protocol for both the initial integrated system test that would occur
during the construction phase of a project prior to issuance of the Certificate of Occupancy as well as
the integrated system testing for existing buildings. Integrated system testing in existing buildings
can be in the form of periodic integrated system testing or “trigger-based” testing. NFPA 4 provides
the triggers for conducting these post-occupancy integrated system tests as well as the development
for a frequency of periodic tests where they are deemed necessary.

Finally, the standard addresses the development of the test plan and the test scenarios as well as
the documentation of the test.

Chapter 1 was reorganized to eliminate redundancy, place paragraphs in the appropriate section,
and comply with the NFPA Manual of Style. Many of the other changes were made to bring the
standard into compliance with the NFPA Manual of Style.
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back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of
the Association or any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents that
address commissioning and integrated system testing activities and tasks for fire protection
and life safety systems. This includes the requirements for planning, organization,
coordination, responsibility, implementation, and documentation of commissioning and
integrated system testing of active and passive systems and features that serve a fire
protection or life safety purpose.
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NFPA 4

Standard for

Integrated Fire Protection and Life Safety
System Testing

2018 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and
Disclaimers Concerning NFPA Standards.” They can also be viewed
at www.nfpa.org/disclaimers or obtained on request from NFPA.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions of
NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta-
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with all TIAs and Errata in effect. To verify that this document is the
current edition or to determine if it has been amended by TIAs or
Errata, please consult the National Fire Codes® Subscription Service
or the “List of NFPA Codes & Standards” at www.nfpa.org/docinfo.
In addition to TIAs and Errata, the document information pages also
include the option to sign up for alerts for individual documents and
to be involved in the development of the next edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material on
the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex C. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other references
as appropriate. Requests for interpretations or revisions of
extracted text shall be sent to the technical committee respon-
sible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex C.

Chapter 1 Administration

1.1¥ Scope. The standard shall provide the minimum require-
ments for testing of integrated fire protection and life safety
systems.

1.2 Purpose.

1.2.1 The purpose of this standard shall be to provide a test-
ing protocol that verifies integrated fire protection and life
safety systems perform as intended.

1.2.2* The integrated systems test shall verify and document
the operation and function of all interconnected fire protec-
tion and life safety systems including the following:

(1) Performance in accordance with applicable codes and
standards
(2)* Sequence of operation

Shaded text = Revisions.
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(3) Performance in accordance with manufacturers’
published instructions

(4) Accuracy of record documents
1.3 Application.

1.3.1* This standard shall apply to integrated passive and
active fire protection and life safety equipment and systems.

o
N 1.3.2% This standard shall not provide requirements for test-
ing of individual systems.

N 1.4 Retroactivity.

N 1.4.1 Except as required in Chapter 6, the provisions of this
standard shall not apply to facilities, equipment, structures, or
installations that existed or were approved for construction or
installation prior to the effective date of the standard.

N 1.4.2 Where required in Chapter 6, the provisions of this
standard shall be retroactive.

N 1.4.3 In those cases where the authority having jurisdiction
determines that the existing situation presents an unacceptable
degree of risk, the authority having jurisdiction shall be permit-
ted to apply retroactively any portions of this standard deemed
appropriate.

N 1.4.4 The retroactive requirements of this standard shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic-
tion, and only where it is clearly evident that a reasonable
degree of safety is provided.

1.5 Equivalency.

1.5.1 Nothing in this standard is intended to prevent the use
of systems, methods, or devices of equivalent or superior qual-
ity, strength, fire resistance, effectiveness, durability, and safety
over those prescribed by this standard.

1.5.2 Technical documentation shall be submitted to the
authority having jurisdiction to demonstrate equivalency.

1.5.3 The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

N 1.6 Units and Formulas.

N 1.6.1 The units of measure in this standard are presented first
in U.S. customary units (inch-pound units). International
System (SI) of Units follow the inch-pound units in parenthe-
ses.

N 1.6.2 Either system of units shall be acceptable for satisfying
the requirements in the standard.

N 1.6.3 Users of this standard shall apply one system of units
consistently and shall not alternate between units.

N 1.6.4 The values presented for measurements in this standard
are expressed with a degree of precision appropriate for practi-
cal application and enforcement. It is not intended that the
application or enforcement of these values be more precise
than the precision expressed.

N 1.6.5 Where extracted text contains values expressed in only
one system of units, the values in the extracted text have been
retained without conversion to preserve the values established
by the responsible technical committee in the source docu-
ment.
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Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be
considered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 3, Standard for Commissioning of Fire Protection and Life
Safety Systems, 2018 edition.

NFPA 72°, National Fire Alarm and Signaling Code, 2016
edition.

NFPA 731, Standard for the Installation of Electronic Premises
Security Systems, 2017 edition.

2.3 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.

NFPA 3, Standard for Commissioning of Fire Protection and Life
Safety Systems, 2018 edition.

NEFPA 70°, National Electrical Code®, 2017 edition.

NFPA 72°, National Fire Alarm and Signaling Code, 2016
edition.

NFPA 101®, Life Safety Code®, 2018 edition.

NFPA 110, Standard for Emergency and Standby Power Systems,
2016 edition.

NFPA 820, Standard for Fire Protection in Wastewater Treatment
and Collection Facilities, 2016 edition.

NFPA 1031, Standard for Professional Qualifications for Fire
Inspector and Plan Examiner, 2014 edition.

NFPA 5000°, Building Construction and Safety Code®, 2018
edition.

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter apply
to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall be
defined using their ordinarily accepted meanings within the
context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, is the source for the ordinarily accep-
ted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2*% Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials,
an installation, or a procedure.

3.2.3* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the
authority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalua-
tion of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated
standards or has been tested and found suitable for a specified
purpose.

2018 Edition
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3.2.4 Standard. An NFPA Standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable
for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix, annex, footnote, informational
note, or other means as permitted in the NFPA Manuals of
Style. When used in a generic sense, such as in the phrase
“standards development process” or “standards development
activities,” the term “standards” includes all NFPA Standards,
including Codes, Standards, Recommended Practices, and
Guides.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.3 General Definitions.

3.3.1*% Basis of Design (BOD). A document that shows the
concepts and decisions used to meet the owner’s project
requirements and the requirements of governing laws, codes,
regulations and standards. [3, 2018]

3.3.2% Building. Any structure used or intended for support-
ing or sheltering any use or occupancy. [101, 2018]

3.3.3 Commissioning.

3.3.3.1 Commissioning (Cx). A systematic process that
provides documented confirmation that building systems
function according to the intended design criteria set forth
in the project documents and satisfy the owner’s operational
needs, including compliance with applicable laws, regula-
tions, codes, and standards. [3, 2018]

3.3.3.2% Commissioning Plan. The document prepared for
each project that identifies the processes and procedures
necessary for a successful commissioning process. [3, 2018]

3.3.4 Component. A part of an architectural, electrical, or
mechanical system. [5000, 2018]

3.3.5 Construction Documents. Plans, specifications, and
other documents that describe the construction project.

3.3.6 Construction Phase. The phase during which the
systems and materials are fabricated and installed, tested, and
accepted.

3.3.7 Drawings.

3.3.7.1* Record (Plan) Drawing. A design, working drawing,
or as-built drawing that is submitted as the final record of
documentation for the project. A drawing is also referred to
as a plan. [3, 2018]

3.3.8 Individual System. See System.

A 3.3.9*% Inspection. A visual examination of a system or portion

thereof to verify that it appears to be in operating condition
and is free of physical damage. [820, 2016]

3.3.10% Installation Contractor. A person or entity that
provides labor and materials to install systems and equipment.
[3, 2018]
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3.3.11 Integrated System. See System.
3.3.12 Integrated System Tests.

3.3.12.1*% Test. A procedure intended to establish the
operational status or performance of a system or compo-
nent. [3, 2018]

3.3.12.1.1 Control Group Test. An integrated system test that
verifies the response of one or more individual systems by
examining software programming and by testing only one
or more initiating devices of another individual system.

3.3.12.1.2 End-to-End Integrated System Test. A test of the
response of an input from the response of one or more indi-
vidual systems to the intended output of one or more indi-
vidual systems.

3.3.12.1.3* Integrated Systems Test. A test performed on fire
protection and life safety systems to confirm that operation,
interaction, and coordination of multiple individual systems
perform their intended function. [3, 2018]

3.3.12.1.4 Pre-Functional Testing. Tests performed prior to
acceptance testing to confirm compliance with manufactur-
ers’ specifications, applicable codes and standards, and the
project documents. [3, 2018]

3.3.13 Integrated Testing Agent (ITa). A person or entity
identified by the owner, who plans, schedules, documents,
coordinates, and implements the integrated testing of the fire
protection and life safety systems and their associated subsys-
tems. [3, 2018]

3.3.14 Interface. That place at which individual systems meet
and act on or communicate with each other.

3.3.15* Interface Device. A component that connects an indi-
vidual system to one or more other individual systems.

3.3.16 Issues Log. A formal and ongoing record of failures,
deficiencies, or concerns, as well as associated priorities, impli-
cations, and resolutions. [3, 2018]

3.3.17* Manufacturer’s Published Instructions. Published
installation and operating documentation provided for each
product or component. The documentation includes direc-
tions and necessary information for the intended installation,
maintenance, and operation of the product or component.
[72, 2016]

3.3.18* Narrative. A written summary description of the
property and all applicable fire protection and life safety
systems and related integrated operational features. [3, 2018]

3.3.19 Operation and Maintenance Manual. A system-focused
composite document that includes the operation and mainte-
nance requirements and additional information of use to the
owner during the occupancy phase. [3, 2018]

3.3.20%* Owner’s Project Requirements (OPR). Documenta-
tion of the owner’s goals and requirements for the project.

3.3.21% Qualified. A competent and capable person or entity
that has met the requirements and training for a given field. [3,
2018]

3.3.22 Registered Design Professional (RDP). An individual
who is registered or licensed to practice their respective design
profession as defined by the statutory requirements of the
professional registration laws of the jurisdiction in which the
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project is to be constructed, or other professional with qualifi-
cations or credentials acceptable to the jurisdiction in which
the project is to be constructed. [3, 2018]

3.3.23*% Sequence of Operation. A matrix, narrative, or table
of system inputs and outputs or responses that illustrate the
interactions of interconnected fire protection and life safety
systems.

3.3.24 Stakeholder. Any individual, group, or organization
that might affect or be affected by the project. [3, 2018]

3.3.25 System.
3.3.25.1 Emergency Power Systems.

3.3.25.1.1 Critical Operations Power Systems (COPS). Power
systems for facilities or parts of facilities that require contin-
uous operation for the reasons of public safety, emergency
management, national security, or business continuity.

[70:708.2]

3.3.25.1.2 Emergency Power Supply (EPS). The source of
electric power of the required capacity and quality for an
emergency power supply system. [110, 2016]

3.3.25.1.3 Emergency Power Supply System (EPSS). A
complete functioning EPS system coupled to a system of
conductors, disconnecting means and overcurrent protec-
tive devices, transfer switches, and all control, supervisory,
and support devices up to and including the load terminals
of the transfer equipment needed for the system to operate
as a safe and reliable source of electric power. [110, 2016]

3.3.25.1.4 Emergency  Systems. Those  systems legally
required and classed as emergency by municipal, state,
federal, or other codes, or by any governmental agency
having jurisdiction. These systems are intended to automati-
cally supply illumination, power, or both, to designated
areas and equipment in the event of failure of the normal
supply or in the event of accident to elements of a system
intended to supply, distribute, and control power and illumi-
nation essential for safety to human life. [70:700.2]

3.3.25.1.5 Legally Required Standby Systems. Those systems
required and so classed as legally required standby by
municipal, state, federal, or other codes or by any govern-
mental agency having jurisdiction. These systems are inten-
ded to automatically supply power to selected loads (other
than those classed as emergency systems) in the event of fail-
ure of the normal source. [70:701.2]

3.3.25.2 Fire Protection Systems. Systems, devices, and equip-
ment used to detect a fire and its by-products, actuate an
alarm, or suppress or control a fire and its by-products, or
any combination thereof. [1031, 2014]

3.3.25.3% Individual System. A system with no interconnec-
tions or a system within an integrated system to the point of
interconnection or to the interface device. [3, 2018]

3.3.25.4% Integrated System. A combination of systems that
are required to operate together as a whole to achieve over-
all fire protection and life safety objectives. [3, 2018]

3.3.25.5% Interconnected System. An integrated system that
has component systems or devices physically connected to
achieve fire protection and life safety objectives.
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3.3.25.6* Life Safety Systems. Those systems that enhance or
facilitate evacuation, smoke control, compartmentalization,

and/or isolation. [1031, 2014]

3.3.25.7% Passive Fire Protection System. Any portion of a
building or structure that provides protection from fire or
smoke without any type of system activation or movement.
[3,2018]

3.3.26 System Connection.

3.3.26.1*% Data Sharing Connection. A connection between
multiple individual systems in which data streams are trans-
ferred.

3.3.26.2% Interconnection. The physical connections be-
tween interconnected systems.

3.3.26.3* Switch Connection. A connection between multi-
ple individual systems using a device for making or breaking
the connection in an electric circuit. [3, 2018]

3.3.27 Systems Manual. A compilation of all operational and
maintenance manuals and description of the integrated fire
protection and life safety systems. [3, 2018]

Chapter 4 General Requirements

4.1 Fundamental Principles.

4.1.1 This chapter shall apply to the testing of both new and
existing integrated systems provided for fire protection and life
safety.

N 4.1.1.1 Individual systems that are components of integrated
systems shall be tested as required by the applicable standard.

N 4.1.2 Where the applicable standard has no test requirements
or where there is no applicable standard, the individual system
shall be tested in accordance with the manufacturer's
published instructions.

4.1.3 Integrated testing of new or existing fire protection and
life safety systems shall be performed where required by the
design documents, commissioning plan, or governing laws,
codes, regulations, or standards.

N 4.1.4% End-to-end testing shall be required.
4.2 Integrated System Testing Team.

4.2.1* An integrated system test team shall be established in
accordance with this section.

4.2.2 The owner shall be responsible for selecting the
members of the integrated system test team.

4.2.3 At a minimum, the integrated test team shall consist of

the integrated testing agent (ITa) and the installation, testing,
or maintenance personnel for each integrated system.

4.2.3.1* Where permitted by the approved test plan, the
owner shall assume the responsibilities of the ITa.

4.2.4% The integrated system test team shall be identified and
documented in the test plan.

4.2.5 Personnel responsible for integrated system testing shall
meet the qualifications listed in Section 4.3.
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4.3* Qualifications.

4.3.1 Personnel involved in integrated system testing shall
meet the requirements of this section.

4.3.2 Team members shall provide evidence of their qualifica-
tions when requested by the authority having jurisdiction.

4.3.3* The integrated system test team shall have a working
knowledge of the integration between systems for which testing
is being performed.

4.3.3.1 The qualification of team members shall be as
required by laws, regulations, codes, and standards relevant to
the specific individual system.

4.3.3.2 Where no codes or standards are applicable to a
system or portion of a system, the required knowledge of team
members shall be in accordance with industry practices rele-
vant to the particular system or portion of a system.

4.3.4% The integrated testing agent shall have skills that
demonstrate an experience or knowledge of integrated opera-
tions of the design, installation, operation and maintenance of
the type of fire protection and life safety systems installed.

4.3.4.1 Where an integrated testing agent is not required for
the team, the team shall collectively have an understanding of
the design, installation, operation, maintenance, and use of the
integrated systems.

4.4 Responsibilities.

4.4.1 The owner shall be responsible for the testing of integra-
ted fire and life safety systems.

4.4.2 The responsibility for integrated fire protection and life
safety system testing shall be permitted to be delegated by the
building or system owner to another person or organization.

4.4.3 Where the building or system owner has delegated any
of the responsibilities for integrated fire protection and life
safety system testing, a copy of the written delegation shall be
included in the test plan and provided to the AHJ upon
request.

4.4.4% The ITa shall be responsible for planning, scheduling,
documenting, coordinating, and implementing the integrated
system testing of the fire protection and life safety systems.

4.4.5 The test team shall be responsible for executing the test
plan as directed by the ITa.

4.4.6 The ITa shall prepare a test plan.
4.5 Test Plan.

A 4.5.1* For new systems the minimum requirements for a test

plan shall include the following:

(1) Written verification that the integrated system and its
individual systems have been installed in accordance
with the approved design documents

(2)* List of the individual systems to be tested

(3) Documentation of the individual systems as required by
the applicable codes or standards

(4)* Integrated test team and additional entities required to
be in attendance

(5) Equipment required for testing

(6) A comprehensive functional matrix depicting all system
inputs and associated output functions

Documents

Shaded text = Revisions. A = Text deletions and figure/table revisions. ® =Section d-lciions. N = New material,
Document Sharing Hub


http://www.avadocuments.com/doc/nfpa-4-2018
http://www.avadocuments.com/doc/nfpa-4-2018

TEST METHODS 49

(7)* List of necessary drawings, including riser diagrams and
control diagrams
(8)* Narrative description of the test scenarios, including
what is needed for record of completion to document
approval by the AH]J
(9)* The extent of systems to be tested under the direction of
the ITa
(10)* Test schedule, including individual systems
(11) Periodic integrated systems test frequency

4.5.2 For existing systems, the integrated test plan shall
include the items listed in 4.5.1 to allow the test team to verify
that integrated systems function as required when initially
installed.

A 4.5.3*% An integrated systems test plan shall not be required

for buildings with limited integrated systems.

4.5.3.1 If an integrated system test plan is not required, inte-
grated system testing is still required.

4.5.4 Testing of integrated systems shall begin by initiating the
test scenarios described in the integrated test plan.

4.5.5 The test shall demonstrate that required responses have
occurred in accordance with the integrated systems test plan.

A 4.5.6 Unless otherwise permitted in Section 4.5, integrated

system testing shall validate that all of the responses and inter-
actions found on the integrated fire protection and life safety
systems conform to the design objectives.

Chapter 5 Test Methods

5.1 General.

5.1.1 This chapter shall apply to the method(s) for testing of
integrated fire protection and life safety systems.

5.1.2 The risks associated with integrated testing shall be
assessed during development of the test plan.

5.1.2.1 Integrated tests shall not endanger:

(1) The building occupants
(2) The personnel conducting the tests
(3) The building, its contents, or operations

5.1.2.2 The integrated testing agent shall be responsible for
ensuring that the assessment of risk is performed and docu-
mented by the test team.

5.1.2.3 Where the risk assessment identifies hazards to people,
appropriate mitigation measures shall be included in the test
plan.

5.1.2.4 Where the risk assessment identifies possible hazards
to the building, contents, or operations the owner shall be noti-
fied in writing.

5.1.2.4.1 The owner shall determine if appropriate mitigation
measures shall be required.

5.1.2.4.2 Where the owner chooses to accept the risk, the test
plan shall record the decision.

5.1.2.4.3 Where the owner determines that the risk is not
acceptable, appropriate mitigation measures shall be included
in the test plan.
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5.1.3 Where all of the following conditions and tests are veri-
fied, it shall not be required to test all devices on one individ-
ual system used to initiate a common response on other
individual systems:

(1) Two or more individual systems are interfaced using an
interface device.

(2) The integration of the systems takes place through a
single interface.

(8) The interface is programmed to deliver notification
whenever any initiating device in a defined control group
changes state.

(4) At least one test is conducted by activating one of the
initiating devices listed in the control group and observ-
ing the response of the interconnected systems (end-to-
end test).

(5) At least one test is conducted by activating an initiating
device that is not listed in the control group and observ-
ing the response of the interconnected systems (end-to-
end test).

(6) The control group initiating devices have been verified by
testing of the individual system in accordance with the
applicable system standard for inspection, testing and
maintenance.

(7) For each test, it is verified that the response was in accord-
ance with the functional matrix.

N 5.1.3.1% In the event that an individual system has a failure

during the integrated test, that individual system shall be
allowed to be retested without a complete integrated test of all
individual systems.

5.2 Test Method.

5.2.1*% Integrated testing shall demonstrate that the final inte-
grated system installation complies with the specific design
objectives for the project and applicable codes and standards.

5.2.2 Test scenarios shall include events and combination of
events, including but not limited to:

(1) Loss of normal power
(2) Water flow
(3) Presence of smoke

5.2.2.1* Test scenarios utilizing a combination of events shall
be permitted to include simulated events to activate initiating
devices.

5.2.3 Test scenario events shall demonstrate that all interface
devices perform their intended function in accordance with
the approved design or sequence of operation.

5.2.4% Test scenario events shall verify that all required build-
ing functions occur.

5.2.5 Integrated fire protection and life safety systems testing
shall verify the interconnections function properly.

5.2.6* During integrated testing, equipment shall be tested in
accordance with the applicable system standard to verify
systems perform according to their design function.

5.2.7 Written documentation of the testing shall be provided
in accordance with Chapter 7.

5.2.8% Testing shall be repeated if changes or corrections are
made to systems during testing that could affect the overall
functionality of the systems.
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A 5.2.9 Switch connections to fire alarm systems shall be tested
in accordance with NFPA 72.

5.2.10 Control circuits requiring electrical power shall be
tested for presence of operating voltage.

A 5.2.11 Loss of power to monitored circuits shall be tested to
confirm signal receipt at one of the following:

(1) A constantly attended location at the premises
(2) A monitoring station as described in NFPA 731, Chapter 9
(3) A supervising station as described in NIPA 72

5.2.12 Integrated testing of data sharing systems shall docu-
ment the following:

(1) Completion of acceptance testing for each component
system

(2) Verification of data transfer between component systems

(3) Test of visual and audible signal upon loss of communica-
ton

(4) Test of degrade mode for each component system

(5) Proper function of integrated data sharing systems

Chapter 6 Test Frequencies

6.1 General. Integrated system testing shall occur as follows:

(1) Upon installation (initial integrated systems test)
(2) Periodically
(3) Upon existing system modification

6.2 Initial Integrated Systems Test.

6.2.1% An initial integrated systems test shall be performed
where required by a commissioning plan or integrated system
test plan.

A 6.2.1.1 An initial integrated systems test shall verify the inten-
ded operation of all integrated systems and functions in
accordance with either one of the following:

(1) Commissioning plan
(2) Integrated system test plan

6.2.1.2 Where an integrated system test plan does not exist, a
test plan shall be created in accordance with Section 4.5.

A 6.2.1.3 Where required, existing buildings that have not
completed integrated system testing shall have integrated test-
ing conducted in accordance with this standard.

6.3 Periodic Integrated Systems Testing.

6.3.1 Integrated fire protection and life safety systems shall
have periodic integrated systems testing as specified in the test
plan.

6.3.2*% For existing systems, within 5 years of the adoption of
this standard, an integrated system test plan shall be developed.

6.3.2.1 Limited integrated systems in accordance with 4.5.3
shall not be required to have a test plan.

N 6.3.2.2 Within 5 years of the adoption of this standard, inte-
grated systems testing shall be performed unless a different
frequency is permitted by the test plan.

6.3.3% Integrated systems that were commissioned upon instal-
lation shall have periodic integrated systems testing at the inter-
val specified in the commissioning plan.
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6.3.4%

N 6.3.4.1 Where integrated systems have not been commis-
sioned in accordance with NFPA 3, an integrated system test
plan shall be developed.

6.3.4.2 Where required by the governing laws, codes, regula-
tions, or standards, the integrated system testing plan, includ-
ing the integrated testing frequency and a schedule for
conducting the tests, shall be completed and submitted for
approval.

6.3.5 In addition to periodic integrated systems testing, inte-
grated system testing shall be performed when any of the
following occurs:

(1) New fire protection or life safety systems are installed and
integrated into existing fire protection and life safety
systems.

(2) Existing fire protection or life safety systems are modified
to become part of interconnected systems.

(3) Changes are made to site-specific software for an individ-
ual system that is part of an integrated system.

6.3.5.1 Where a failure of an individual system interface
occurs during operation or testing of an integrated system, the
affected integrated functions shall be required to be re-tested
to verify correct operation after repairs have been made.

6.3.5.2% Where an individual system that is part of an integra-
ted system is modified, the portions of the integrated system
affected by the change shall be required to be tested to verify
correct operation.

6.4 Existing System Modifications.

6.4.1% Integrated system testing shall be performed in accord-
ance with 6.4.2 through 6.4.3 when any of the following occurs:

(1) New fire protection or life safety systems are installed and
integrated into existing fire protection and life safety
systems.

(2) Existing fire protection or life safety systems are modified
to become part of an integrated system.

(3) Changes are made to site-specific software for an individ-
ual system that is a part of an integrated system.

6.4.1.1 Where a failure of an individual system interface
occurs during operation or testing of an integrated system, the
affected integrated functions shall be required to be re-tested
to verify correct operation after repairs have been made.

6.4.1.2% Where an individual system that is part of an integra-
ted system is modified, the portions of the integrated system
affected by the change shall be required to be tested to verify
correct operation.

6.4.2% All changes shall be tested as required by the applicable
individual system standards.

6.4.3% In addition to known changes, 10 percent up to a maxi-
mum of 50 devices performing the unaffected input functions
of each integrated system that has been changed shall be tested
to verify correct operation or non-operation of the other inte-
grated systems.
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Chapter 7 Documentation

7.1 Application.

7.1.1 Documentation of integrated system testing shall comply
with the minimum requirements of this chapter.

7.1.2 Documentation required by other approved installation
standards referenced for the individual systems that make up
the integrated system shall be used as required by those stand-
ards.

7.1.3 This chapter outlines documentation requirements, but
does not prohibit additional documentation from being provi-
ded.

7.1.4 Upon completion of testing, the integrated testing agent
(ITa) shall submit a final report to the owner stating that the
integrated system has been tested in accordance with the
approved test plan and this standard.

7.2 Minimum Required Test Documentation.

7.2.1 The final test report shall summarize the results of the
integrated testing.

7.2.2 The test report shall include a narrative or matrix
describing each test and the response of the integrated system
and individual systems.

7.2.2.1% The test report shall include a description of the
status of each individual system for each test.

7.2.2.2 The report detail for each test shall identify the indi-
vidual system where a condition was simulated or where a
device state change was initiated.

7.2.2.3 The report detail for each test shall identify each indi-
vidual system where a response occurred as the result of a simu-
lated condition or a change in state for an initiating device.

7.2.3 The test report shall include a statement that all input
and output functions of the integrated system have been tested
and operate as intended.

7.2.3.1 Where any test result does not comply with the inten-
ded design, a description of the fault shall be made in an issues
log.

7.2.3.2 Where any test result does not comply with the inten-
ded design, corrective action report shall be prepared.

7.2.4 The ITa shall maintain a record of faults, failures, and
discrepancies discovered through the testing process in the
issues log.

7.2.5 The issues log shall list each separate finding and its
corresponding resolution, including dates of discovery and
resolution.

7.2.6 Corrective action reports shall be prepared and shall
provide a specific and detailed description of actions taken to
remediate faults, failures, and discrepancies discovered during
the testing process.

7.3 Completion Documents.

7.3.1 Upon completion of testing and after all issues and
discrepancies have been resolved, the ITa shall submit comple-
tion documents to the owner and, where requested, to other
stakeholders.
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7.3.2 All documents required by Section 7.2 of this standard
shall be included in the completion documents.

7.3.3 A copy of the test plan required by Section 4.5 shall be
included in the completion documents.

7.3.4 The completion documents shall include all documenta-
tion required by the integrated system design documents or by
other governing laws, codes, or standards.

7.4 Record Retention and Record Maintenance.

7.4.1 The property or building or system owner or the owner’s
designated representative shall be responsible for records
retention.

7.4.2 Records shall be on a medium that will survive the reten-
tion period.

7.4.3 All records required by this chapter shall be available for
examination by the authority having jurisdiction.

7.4.4 Archiving of records by any means shall be permitted if
hard copies of the records can be provided promptly when
requested.

7.4.5 All documents required by this chapter shall be retained
as follows:

7.4.5.1 Documentation of the initial integrated system test
shall be retained until a new initial integrated system test
report has been provided to the owner.

7.4.5.2 The two most recent periodic integrated system test
documents shall be retained.

A 7.4.6 All records required by this chapter shall be kept in one

location.

7.4.7 The location of the documentations shall be identified
at the fire alarm control unit.

7.4.8% Security for documentation shall be determined by the
stakeholders.

7.4.9 Where documents cannot be protected from public
access, it shall be permitted to remove sensitive information
from record documents provided that the owner retains
complete documentation that will be made accessible to the
authority having jurisdiction at an owner-designated location.

7.5 Forms.

7.5.1 Approved documents and forms shall be used to record
integrated testing of fire and life safety systems.

7.5.2 Forms required by other governing laws, codes or stand-
ards, or by project specifications or drawings, shall be permit-
ted to be used in place of forms required by this section
provided that the minimum required content is included.

7.5.3 Custom forms shall be permitted to be used in place of
forms required by this section provided that the minimum
required content is included.

7.5.4 Where no form or checklist exists, specific forms or
checklists shall be developed to document testing of the inte-
grated system and individual systems.

7.5.5 Unless otherwise permitted or required in 7.5.1 through
7.5.4, Figure 7.5.5(a) shall be used as the issues log form, and
Figure 7.5.5(b) shall be used as the corrective action report
form.
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COMMISSIONING ISSUES LOG
Project: Prepared by: Page of
Attach additional pages as necessary for issues requiring more explanation and tracking.
Code/ Oo&M
Date | Document | Possible Actions Doc. | Signature

# Issue Found | Reference Cause Recommendations Taken Issue? | and Date

© 2017 National Fire Protection Association NFPA 4
A FIGURE 7.5.5(a) Issues Log.
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CORRECTIVE ACTION REPORT

Project: ID:
Equipment/System: Equipment/System ID:
Identified from: dTest [ Review [ Discussion (1 Site visit

Date

The above equipment has been observed and tested, or the performance report reviewed, and was found to not comply
with the contract documents.

Deficiencies or issues and effects:

Corrective action: [ Required [ Recommended

For testing to proceed in a timely manner, it is imperative that the required corrective action be completed by:

Date or Event

Commissioning Agent Date Owner’s Representative Date

Forwarded to the following parties on for corrective action:
Date

Attachments? Yes O No

Fill in the following section and return entire form to commissioning agent when corrected.

Statement of Correction

The above deficiencies have been corrected with the following actions:

Signature Firm Date

© 2017 National Fire Protection Association NFPA 4

A FIGURE 7.5.5(b) Corrective Action Report.
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