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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® DOCUMENTS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA® codes, standards, recommended practices, and guides (“NFPA Documents”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints and
interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Documents.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of,
or reliance on NFPA Documents. The NFPA also makes no guaranty or warranty as to the accuracy or completeness
of any information published herein.

In issuing and making NFPA Documents available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent judgment
or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any
given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Documents. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall not
be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be
superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments.
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the
issuance of Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Committee Projects shall not be
considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in connection with an
NFPA Document. The users of NFPA Documents bear the sole responsibility for determining the validity of any such patent rights, as well as the risk
of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA
Documents.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in American National
Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Document may require use of an invention covered by
patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to
grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its
codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may
not be construed as doing so.

Copyrights

NFPA Documents are copyrighted by the NFPA. They are made available for a wide variety of both public and private uses. These include both
use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe practices and methods. By
making these documents available for use and adoption by public authorities and private users, the NFPA does not waive any rights in copyright to
these documents.

Use of NFPA Documents for regulatory purposes should be accomplished through adoption by reference. The term “adoption by reference”
means the citing of title, edition, and publishing information only. Any deletions, additions, and changes desired by the adopting authority should be
noted separately in the adopting instrument. In order to assist NFPA in following the uses made of its documents, adopting authorities are requested
to notify the NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of
NFPA Documents, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Documents and all requests for information on NFPA procedures governing its codes
and standards development process, including information on the procedures for requesting Formal Interpretations, for proposing Tentative Interim
Amendments, and for proposing revisions to NFPA documents during regular revision cycles, should be sent to NFPA headquarters, addressed to the
attention of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02169-7471; email: stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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Copyright © 2012 National Fire Protection Association®. All Rights Reserved.

NFPA® 400
Hazardous Materials Code

2013 Edition

This edition of NFPA 400, Hazardous Materials Code, was prepared by the Technical Com-
mittee on Hazardous Chemicals. It was issued by the Standards Council on May 29, 2012, with
an effective date of June 18, 2012, and supersedes all previous editions.

This edition of NFPA 400 was approved as an American National Standard on June 18, 2012.

Origin and Development of NFPA 400

In 2010, for the first edition of NFPA 400, NFPA 430, NFPA 432, NFPA 434, and NFPA 490
were withdrawn as separate documents and included in their entirety in NFPA 400. This
edition covered hazardous material categories found in building and fire codes such as cor-
rosives, flammable solids, pyrophoric substances, toxic and highly toxic materials, unstable
materials, and water-reactive materials. NFPA 400 also included compressed gases and cryo-
genic fluids by extracting NFPA 55, Compressed Gases and Cryogenic Fuels Code, into Chapter 21.
The code established the need for additional fire protection based on quantity limits for
various occupancies using the maximum allowable quantity (MAQ) concept.

In the 2013 edition, MAQ tables in Chapter 5 have been updated to be consistent with
changes in fire and building codes and coordinated with requirements for industrial and
medical gases based on changes to NFPA 55. The Committee has updated the table establish-
ing MAQ values for hazardous materials stored or used in outdoor control areas. The results
of the Fire Protection Research Foundation project, “Oxidizer Classification Research
Project: Tests and Criteria,” have been used to establish an alternative method for assigning
classifications to oxidizing solids. To accomplish this the committee modified definitions for
Class 1, 2, and 3 oxidizers based on the test protocol and criteria presented in the completely
revised Annex G. The oxidizer table in Annex G has been updated for specific oxidizer solids
based on the test results. The Committee also incorporated edits consistent with the Manual of
Style for NFPA Technical Commitiee Documents.

Documents

NFPA and National Fire Protection Association are registered trademarks of the National Fire Protection Association, Quincy, Massachusetts 091(8‘? ument Sharin 9 Hub

Full document details: NFPA 400 2013


http://www.avadocuments.com/doc/nfpa-400-2013
http://www.avadocuments.com/doc/nfpa-400-2013

400-2 HAZARDOUS MATERIALS CODE

Technical Committee on Hazardous Chemicals

Robert J. James, Chair
Underwriters Laboratories Inc., FL. [RT]

James C. Belke, U.S. Environmental Protection Agency, Paul A. Iacobucci, Akzo Nobel, IL [M]
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Elizabeth C. Buc, Fire & Materials Research Laboratory, A. Hal Key, EYP Architecture & Engineering P.C.,
LLC, MI [RT] NY [SE]
Therese Cirone, The Chlorine Institute, VA [M] Lynne M. Kilpatrick, Sunnyvale Department of Public
Edwin D. Cope, Cope Engineering, TX [SE] Safety, CA [E]
Dirk Der Kinderen, U.S. Department of Transportation, Kevin Kreitman, City of Redding Fire Department,
DC [E] CA [E]
Mark J. Dossett, San Diego Fire-Rescue Department, CA [E] Rep. TC on Combustible Metals and Metal Dusts
Rep. California Fire Chiefs Association-Southern R. Kenneth Lee, PPG Industries, Inc., AR [M]
Robert Fash, Las Vegas Fire & Rescue, NV [E] Kirk Mitchell, Kirk Mitchell & Associates, LL.C, FL. [M]
Rep. Fire Code Committee Rep. Isocyanurates Industry Adhoc Committee
Henry L. Febo, Jr., FM Global, MA [I] Eugene Y. Ngai, Chemically Speaking LLC, NJ [SE]
Larry L. Fluer, Fluer, Inc., CA [M] Anthony M. Ordile, Haines Fire & Risk Consulting, Inc.,
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TX [L] Rep. TC on Laboratories Using Chemicals
Rep. National Volunteer Fire Council Milton R. Shefter, Miljoy Ent. Incorporated, CA [U]
Martin T. Gresho, FP2 Fire, Inc., CO [U] (VL to Document: NFPA 40)
Rep. Sandia National Laboratories Clark D. Shepard, ExxonMobil Corporation, VA [M]
Dennis M. Guidry, Jefferson Parish Fire Department, Rep. American Chemistry Council
LA [E] Frederick B. Tedford, Tedford & Pond, LLP, CT [SE]
Rep. International Fire Marshals Association Michael A. Viggiani, George Eastman House, NY [U]
Peter Paul Howell, Mark V, Inc., WV [SE] (VL to Document: NFPA 40)
Noel Hsu, Orica USA Inc., CO [M] Jerry W. Wallace, Safety Engineering Laboratories, Inc.,
Rep. The Fertilizer Institute MI [SE]
Alternates
Glen C. Argabright, Sandia National Laboratories, NM [U] Kathleen A. Franklin, U.S. Environmental Protection
(Alt. to M. T. Gresho) Agency, DC [E]
Richard A. Craig, Compressed Gas Association, VA [M] (Alt. to J. C. Belke)
(Alt. to L. L. Fluer) Joseph M. Gravelle, Arkema Inc., PA [M]
A. Shane Fast, The Chlorine Institute, VA [M] (Alt. to P. A. Tacobucci)
(Alt. to T. Cirone) Milton L. Norsworthy, Cleveland, TN [M]
Richard H. Ferguson, PPG Industries, Inc., PA [M] (Alt. to J. Pierrottie)
(Alt. to R. K. Lee) Brian P. Sampson, Safety Engineering Laboratories, Inc.,
Virgil W. Fowler, PotashCorp, GA [M] MI [SE]
(Alt. to N. Hsu) (Alt. to J. W. Wallace)
Nonvoting
Richard S. Kraus, API/Petroleum Safety Consultants, David Namyst, Intel Corporation, CA [M]
VA [M] Rep. TC on Industrial and Medical Gases
Rep. TCC on Flammable and Combustible Liquids David S. Shatzer, U.S. Bureau of Alcohol, Tobacco,
Kathy A. Landkrohn, U.S. Department of Labor, DC [E] Firearms & Explosives, DC [E]
Patrick A. McLaughlin, McLaughlin & Associates, RI [U] John E. Bugno, U.S. Department of Labor, DC [E]
Rep. TC on Industrial, Storage, & Miscellaneous
Occupancies

Guy R. Colonna, NFPA Staff Liaison
This list represents the membership at the time the Committee was balloted on the final text of this edition. Since that time,
changes in the membership may have occurred. A key to classifications is found at the back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on, and maintain cur-
rent codes for, classes of hazardous chemicals and codes for specific chemicals where these are warranted by
virtue of widespread distribution or special hazards.
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ADMINISTRATION 400-5

NFPA 400
Hazardous Materials Code

2013 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (®) between the paragraphs that
remain.

Areference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex K. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text shall be sent to the technical committee re-
sponsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex K.

Chapter 1 Administration

1.1 Scope.

1.1.1* Applicability. This code shall apply to the storage, use,
and handling of the following hazardous materials in all occu-
pancies and facilities:

(1) Ammonium nitrate solids and liquids

(2) Corrosive solids and liquids

(83) Flammable solids

(4) Organic peroxide formulations

(5) Oxidizer — solids and liquids

(6) Pyrophoric solids and liquids

(7) Toxic and highly toxic solids and liquids

(8) Unstable (reactive) solids and liquids

(9) Water-reactive solids and liquids

(10)*Compressed gases and cryogenic fluids as included

within the context of NFPA 55, Compressed Gases and Cryo-
genic Fluids Code

1.1.1.1 Occupancies. Unless otherwise specified in this code,
all occupancy definitions and classifications shall be in accor-
dance with the building code.

1.1.1.2 Multiple Hazards. Hazardous materials that are classi-
fied in more than one hazard category, as set forth in Section 4.1,

Full document details: NFPA 400 2013

shall conform to the code requirements for each hazard cat-
egory.
1.1.2 Exemptions.

1.1.2.1 The quantity and arrangement limits in this code
shall not apply to facilities that use ammonium perchlorate in
the commercial manufacture of large-scale rocket motors.

1.1.2.2 This code shall not apply to the following:

(1) Storage or use of hazardous materials for individual use
on the premises of one- and two-family dwellings
(2) Explosives or blasting agents, which are regulated by
NFPA 495, Explosive Materials Code, and display fireworks,
1.3 G, which are regulated by NFPA 1124, Code for the
Manufacture, Transportation, Storage, and Retail Sales of Fire-
works and Pyrotechnic Articles
(3) Refrigerants and refrigerant oil contained within closed
cycle refrigeration systems complying with the fire code
and the mechanical code adopted by the jurisdiction
(4) High hazard contents stored or used in farm buildings
or similar occupancies and in remote locations for on-
premises agricultural use
(b) Corrosive materials in stationary batteries utilized for fa-
cility emergency power or uninterrupted power supply,
or similar purposes, in accordance with NFPA 1, Fire Code
(6) Aerosols complying with NFPA 30B, Code for the Manufac-
ture and Storage of Aerosol Products
(7) Consumer fireworks, 1.4G complying with NFPA 1124,
Code for the Manufacture, Transportation, Storage, and Retail
Sales of Fireworks and Pyrotechnic Articles
(8) Corrosive materials displayed in original packaging in
mercantile occupancies and intended for personal or
household use or as building materials
(9) Flammable and combustible liquids having no other
physical or health hazard properties covered by this
code
(10) Organic peroxide formulations that are capable of deto-
nation as manufactured or when unpackaged or in au-
thorized shipping containers under conditions of fire
exposure, when stored, manufactured, or used in accor-
dance with NFPA 495, Explosive Materials Code
(11) Combustible metals, as defined in NFPA 484, Standard for
Combustible Metals
(12) LP-Gas complying with NFPA 58, Liquefied Petroleum Gas
Code or NFPA 59, Utility LP-Gas Plant Code
(13) When approved, materials that have been satisfactorily
demonstrated not to present a potential danger to pub-
lic health, safety, or welfare, based upon the quantity or
condition of storage
(14) The offsite transportation of hazardous materials when
in accordance with Department of Transportation
(DOT) regulations

1.2* Purpose. The purpose of this code shall be to provide
fundamental safeguards for the storage, use, and handling of
hazardous materials as listed in 1.1.1.

1.3 Application. Administrative, operational, and mainte-
nance provisions of this code shall apply to the following:

(1) Conditions and operations arising after the adoption of
the code
(2) Existing conditions and operations
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1.3.1 Conflicts.

1.3.1.1 Where requirements between this code and a refer-
enced NFPA document differ, the requirements of this code
shall apply.

1.3.1.2 Where a conflict between a general requirement of
this code and a specific requirement of this code exists, the
specific requirement shall apply.

1.3.2 Multiple Occupancies. Where two or more classes of oc-
cupancy occur in the same building or structure and are so
intermingled that separate safeguards are impracticable,
means of egress facilities, construction, protection, and other
safeguards shall comply with the most restrictive fire safety
requirements of the occupancies involved.

1.3.3 Vehicles and Marine Vessels. Vehicles, marine vessels, or
other similar conveyances, where in fixed locations and occu-
pied as buildings, as described by Section 11.6 of NFPA 101,
Life Safety Code, shall be treated as buildings and comply with
this code.

1.3.4 Buildings.

1.3.4.1 Buildings permitted for construction after the adop-
tion of this code shall comply with the provisions stated herein
for new buildings.

1.3.4.2 Repairs, renovations, alterations, reconstruction,
change of occupancy, and additions to buildings shall con-
form with NFPA 101, Life Safety Code, and the building code.

1.3.4.3 Newly introduced equipment, materials, and opera-
tions regulated by this code shall comply with the require-
ments for new construction or processes.

1.3.5 Severability. If any provision of this code or the appli-
cation thereof to any person or circumstance is held in-
valid, the remainder of the code and the application of such
provision to other persons or circumstances shall not be
affected thereby.

1.4 Retroactivity. The provisions of this code reflect a consen-
sus of what is necessary to provide an acceptable degree of
protection from the hazards addressed in this code at the time
the code was issued.

1.4.1 Unless otherwise specified, the provisions of this code
shall not apply to facilities, equipment, structures, or installa-
tions that existed or were approved for construction or instal-
lation prior to the effective date of the code. Where specified,
the provisions of this code shall be retroactive.

1.4.2 In those cases where the authority having jurisdiction
(AHJ) determines that the existing condition presents an un-
acceptable degree of risk, the AH]J shall be permitted to apply
retroactively any portions of this code deemed appropriate.

1.4.3 The retroactive requirements of this code shall be per-
mitted to be modified if their application would be impracti-
cal in the judgment of the AHJ, and only where it is evident
that a reasonable degree of safety is provided.

1.5 Equivalency. Nothing in this code is intended to prevent
the use of systems, methods, or devices of equivalent or supe-
rior quality, strength, fire resistance, effectiveness, durability,
and safety over those prescribed by this code.

1.5.1 Technical documentation shall be submitted to the AH]J
to demonstrate equivalency.
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1.5.2 The system, method, or device shall be approved for the
intended purpose by the AH]J.

1.5.3 Alternatives. The specific requirements of this code
shall be permitted to be altered by the AHJ to permit alterna-
tive methods that will secure equivalent fire safety, but in no
case shall the alternative afford less fire safety than, in the
judgment of the AHJ, that which would be provided by com-
pliance with the provisions contained in this code.

1.5.4 Modifications. The AH]J shall be authorized to modify
any of the provisions of this code upon application in writing
by the owner, a lessee, or a duly authorized representative
where there are practical difficulties in carrying out the provi-
sions of the code, provided that the intent of the code is met,
public safety is secured, and substantial justice is done.

1.5.5 Buildings with equivalency, alternatives, or modifica-
tions approved by the AH]J shall be considered as conforming
with this code.

1.5.6 Each application for an alternative fire protection fea-
ture shall be filed with the AHJ and shall be accompanied by
such evidence, letters, statements, results of tests, or other sup-
porting information as required to justify the request.

1.5.7 The AH] shall keep a record of the actions on the appli-
cations specified in 1.5.6, and a signed copy of the AHJ’s deci-
sion shall be provided for the applicant.

1.5.8 Approval. The AH]J shall approve alternative construc-
tion systems, materials, or methods of design when it is sub-
stantiated that the proposed alternative provides an equiva-
lent level of protection of this code.

1.5.9 Tests.

1.5.9.1 Where there is insufficient evidence of compliance
with the requirements of this code, or where there is evidence
that any material or method of construction does not conform
to the requirements of this code, or where there is insufficient
evidence to substantiate claims for alternative construction
systems, materials, or methods of construction, the AH]J shall
be permitted to require tests for proof of compliance at the
expense of the owner or the owner’s agent.

1.5.9.2 Test methods shall be as specified by this code for the
material in question.

1.5.9.3 If no appropriate test methods are specified in this
code, the AHJ shall be authorized to accept an applicable test
procedure from another recognized source.

1.5.9.4 Copies of the results of all tests specified in 1.5.9.2 and
1.5.9.3 shall be retained in accordance with local AHJ guid-
ance.

1.6 Units and Formulas.

1.6.1 The units of measure in this code are presented first in
U.S. customary units (inch-pound units), followed by Interna-
tional System (SI) of Units in parentheses.

1.6.2 Either system of units shall be acceptable for satisfying
the requirements in the code.

1.6.3 Users of this code shall apply one system of units consis-
tently and shall not alternate between units.
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1.6.4 The values presented for measurements in this code are
expressed with a degree of precision appropriate for practical
application and enforcement. Itis not intended that the appli-
cation or enforcement of these values be more precise than
the precision expressed.

1.6.5 Where extracted text contains values expressed in only
one system of units, the values in the extracted text have been
retained without conversion to preserve the values established by
the responsible technical committee in the source document.

1.7 Enforcement. This code shall be administered and en-
forced by the AHJ designated by the governing authority. See
Annex ] for sample wording for enabling legislation.

1.8% Permits. Permits and the permit process shall comply
with the requirements of NFPA 1, Fire Code.

1.8.1 Plans and Specifications.

1.8.1.1 The AH]J shall have the authority to require plans and
specifications to ensure compliance with applicable codes and
standards.

1.8.1.2 Information that is identified by the owner as confi-
dential shall not be made part of the public record.

1.8.2 Stop Work or Evacuation.

1.8.2.1 The AHJ shall have the authority to order an opera-
tion or use stopped and the immediate evacuation of any
occupied building or area when such building or area has
hazardous conditions that present imminent danger.

1.8.2.2 Whenever any work is being done contrary to provi-
sions of this code, the AH]J is hereby authorized to order such
work stopped.

1.8.2.3 The work specified in 1.8.2.2 shall immediately stop
until authorized by the AHJ to proceed.

1.9 Facility Closure.

1.9.1 Where required by the AHJ, no facility storing hazard-
ous materials listed in 1.1.1 shall close or abandon an entire
storage facility without notifying the AHJ at least 30 days prior
to the scheduled closing.

1.9.2 The AH]J shall be permitted to reduce the 30-day period
specified in 1.9.1 when there are special circumstances requir-
ing such reduction.

1.9.3 Facilities Out of Service.

1.9.3.1 Facilities Temporarily Out of Service. Facilities that
are temporarily out of service shall continue to maintain a
permit and be monitored and inspected.

1.9.3.2 Facilities Permanently Out of Service. Facilities for
which a permit is not kept current or that are not monitored
and inspected on a regular basis shall be deemed to be perma-
nently out of service and shall be closed in accordance with
1.9.4.1 through 1.9.4.2.

1.9.4 Closure Plan.

1.9.4.1 Where required by the AHJ, the permit holder or
applicant shall submit a closure plan to the fire department to
terminate storage, dispensing, handling, or use of hazardous
materials at least 30 days prior to facility closure.

1.9.4.2 The plan shall demonstrate that hazardous materials
that were stored, dispensed, handled, or used in the facility
have been transported, disposed of, or reused in a manner
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that eliminates the need for further maintenance and any
threat to public health and safety.

1.10 Emergency Planning.

1.10.1 Emergency Action Plan. An emergency action plan,
consistent with the available equipment and personnel, shall
be established to respond to fire and other emergencies in
accordance with requirements set forth in NFPA 1, Fire Code.

1.10.2 Activation. The facility responsible for an unautho-
rized release shall activate the emergency action element of
the Hazardous Materials Management Plan.

1.11 Hazardous Materials Management Plan (HMMP).

1.11.1* When required by the AHJ, new or existing facilities
that store, use, or handle hazardous materials covered by this
code in amounts above the MAQ specified in 5.2.1.2 through
5.2.1.13 and 5.4.1.2 shall submit a hazardous materials man-
agement plan (HMMP) to the AH]J.

1.11.2 The HMMP shall be reviewed and updated as follows:

(1) Annually

(2) When the facility is modified

(3) When hazardous materials representing a new hazard cat-
egory not previously addressed are stored, used, or
handled in the facility

1.11.3 The HMMP shall comply with the requirements of
Chapter 6.

1.12* Hazardous Materials Inventory Statement (HMIS).

1.12.1 When required by the AHJ, a hazardous materials in-
ventory statement (HMIS) shall be completed and submitted
to the AH]J.

1.12.2 The HMIS shall comply with the requirements in
NFPA 1, Fire Code.

1.13 Plan Review.

1.13.1 Where required by the AHJ for new construction,
modification, or rehabilitation, construction documents and
shop drawings shall be submitted, reviewed, and approved
prior to the start of such work as provided in Section 1.13.

1.13.2 The applicant shall be responsible for ensuring that
the following conditions are met:

(1) The construction documents include all of the fire pro-
tection requirements.

(2) The shop drawings are correct and in compliance with
the applicable codes and standards.

(3) The contractor maintains an approved set of construction
documents on-site.

1.13.3 It shall be the responsibility of the AHJ to promulgate
rules that cover the following:

(1) Ciriteria to meet the requirements of Section 1.13

(2) Review of documents and construction documents within
established time frames for the purpose of acceptance or
providing reasons for nonacceptance

1.13.4 Review and approval by the AH]J shall not relieve the
applicant of the responsibility of compliance with this code.

1.13.5 When required by the AH]J, revised construction
documents or shop drawings shall be prepared and submit-
ted for review and approval to illustrate corrections or

Documents

. )
2013 Edition nrex
Document%h

aring Hub


http://www.avadocuments.com/doc/nfpa-400-2013
http://www.avadocuments.com/doc/nfpa-400-2013

400-8

HAZARDOUS MATERIALS CODE

modifications necessitated by field conditions or other revi-
sions to approved plans.

1.14 Technical Assistance.

1.14.1 The AH]J shall be permitted, upon prior written notifi-
cation to the applicant, building owner, or owner’s agent, to
require a review by an independent third party with expertise
in the matter to be reviewed at the submitter’s expense.

1.14.2 The independent reviewer shall provide an evaluation
and recommend necessary changes to the proposed design,
operation, process, or new technology to the AHJ.

1.14.3 The AH]J shall be authorized to require design submit-
tals to bear the stamp of a professional engineer.

1.14.4 The AHJ shall make the final determination as to
whether the provisions of this code have been met.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this code and shall be consid-
ered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 1, Fire Code, 2012 edition.

NFPA 10, Standard for Portable Fire Extinguishers, 2010 edi-
tion.

NFPA 13, Standard for the Installation of Sprinkler Systems, 2013
edition.

NFPA 14, Standard for the Installation of Standpipe and Hose
Systems, 2010 edition.

NFPA 15, Standard for Water Spray Fixed Systems for Fire Protec-
tion, 2012 edition.

NFPA 30, Flammable and Combustible Liquids Code, 2012 edi-
tion.

NFPA 30B, Code for the Manufacture and Storage of Aerosol Prod-
ucts, 2011 edition.

NFPA 45, Standard on Fire Protection for Laboratories Using
Chemicals, 2011 edition.

NFPA 51, Standard for the Design and Installation of Oxygen—
Fuel Gas Systems for Welding, Cultting, and Allied Processes, 2013
edition.

NFPA 51A, Standard for Acetylene Cylinder Charging Plants,
2012 edition.

NFPA 51B, Standard for Fire Prevention During Welding, Cut-
ting, and Other Hot Work, 2009 edition.

NFPA 52, Vehicular Gaseous Fuel Systems Code, 2010 edition.

NFPA 55, Compressed Gases and Cryogenic Fluids Code, 2013
edition.

NFPA 58, Liquefied Petroleum Gas Code, 2011 edition.

NFPA 59, Utility LP-Gas Plant Code, 2012 edition.

NFPA 59A, Standard for the Production, Storage, and Handling
of Liquefied Natural Gas (LNG), 2013 edition.

NFPA 68, Standard on Explosion Protection by Deflagration Vent-
ing, 2007 edition.

NFPA 69, Standard on Explosion Prevention Systems, 2008 edi-
tion.

NEFPA 70°, National Electrical Code®, 2011 edition.

NFPA 72°, National Fire Alarm and Signaling Code, 2013 edi-
tion.

NFPA 99, Health Care Facilities Code, 2012 edition.
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NFPA 101°, Life Safety Code®, 2012 edition.

NFPA 110, Standard for Emergency and Standby Power Systems,
2013 edition.

NFPA 259, Standard Test Method for Potential Heat of Building
Materials, 2008 edition.

NFPA 318, Standard for the Protection of Semiconductor Fabrica-
tion Facilities, 2012 edition.

NFPA 484, Standard for Combustible Metals, 2012 edition.

NFPA 495, Explosive Materials Code, 2010 edition.

NFPA 505, Fire Safety Standard for Powered Industrial Trucks
Including Type Designations, Areas of Use, Conversions, Mainte-
nance, and Operations, 2011 edition.

NFPA 704, Standard System for the Identification of the Hazards
of Materials for Emergency Response, 2012 edition.

NFPA 1124, Code for the Manufacture, Transportation, Storage,
and Retail Sales of Fireworks and Pyrotechnic Articles, 2013 edition.

NFPA 5000°, Building Construction and Safety Code®, 2012
edition.

2.3 Other Publications.

2.3.1 APA Publications. American Pyrotechnics Association,
P.O. Box 30438, Bethesda, MD 20824.

APA 87-1, Standard for the Construction and Approval for Trans-
portation of Fireworks, Novelties and Theatrical Pyrotechnics, 2001
edition.

2.3.2 ASCE Publications. American Society of Civil Engi-
neers, 1801 Alexander Bell Drive, Reston, VA 20191-4400.

ASCE/SEI 7, Minimum Design Loads for Building and Other
Structures, 2010.

2.3.3 ASME Publications. American Society of Mechanical
Engineers, Three Park Avenue, New York, NY 10016-5990.

ASME A13.1, Scheme for the Identification of Piping Systems,
2007.

ASME B31.3, Process Piping, 2010.

ASME International, Boiler and Pressure Vessel Code, “Rules
for the Construction of Unfired Pressure Vessels,” Section
VIII, 2010.

2.3.4 ASTM Publications. ASTM International, 100 Barr
Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-
2959.

ASTM E 84, Standard Test Method for Surface Burning Charac-
teristics of Building Materials, 2010.

ASTM E 136, Standard Test Method for Behavior of Materials in
a Vertical Tube Furnace at 750 Degrees C, 2009.

ASTM E 681-01, Standard Test Method for Concentration Limits
of Flammability of Chemicals (Vapors and Gases), 2009.

ASTM E 1591, Standard Guide for Obtaining Data for Determin-
istic Fire Models, 2007.

2.3.5 CGA Publications. Compressed Gas Association, 4221
Walney Road, 5th floor, Chantilly, VA 20151-2923.

CGA C-7, Guide to the Preparation of Precautionary Labeling and
Marking of Compressed Gas Containers, 2004.

CGA M-1, Guide for Medical Gas Supply Systems at Consumer
Sites, 2007.

CGA P-1, Safe Handling of Compressed Gases in Containers,
2008.
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ANSI/CGA P-18, Standard for Bulk Inert Gas Systems at Con-
sumer Siles, 2006.

CGA P-20, Standard for the Classification of Toxic Gas Mixtures,
2009.

CGA P-23, Standard for Categorizing Gas Mixtures Containing
Flammable and Nonflammable Components, 2008.

ANSI/CGA G13, Storage and Handling of Silane and Silane
Mixtures, 2006.

CGA S-1.1, Pressure Relief Device Standards — Part 1 — Cylinders
for Compressed Gases, 2007.

CGA S-1.2, Pressure Relief Device Standards — Part 2 — Cargo and
Portable Tanks for Compressed Gases, 2009.

CGAS-1.3, Pressure Relief Device Standards — Part 3 — Stationary
Storage Containers for Compressed Gases, 2008.

CGA V-6, Standard Bulk Refrigerated Liquid Transfer Connec-
tions, September 2008.

2.3.6 CTC Publications. Canadian Transport Commission,
Queen’s Printer, Ottawa, Ontario, Canada. (Available from
the Canadian Communications Group Publication Centre,
Ordering Department, Ottawa, Canada K1A 0S9.)

Transportation of Dangerous Goods Regulations.

Transport Canada, 330 Sparks Street, Ottawa, KIA ONb,
Canada.

Canadian Ministry of Transport Regulations.

2.3.7 JAPMO Publications. International Association of
Plumbing and Mechanical Officials, 5001 E. Philadelphia
Street, Ontario, CA 91761.

Uniform Mechanical Code, 2009 edition.

2.3.8 IME Publications. Institute of Makers of Explosives,
1120 19th Street, NW, Suite 310, Washington, DC 20036-3605.

IME Safety Library Publication No. 2, “American Table of Dis-
tances for Storage of Explosives,” June 1991.

2.3.9 ISO Publications. International Organization for Stan-
dardization Publications, 1 rue de Varembé, Case Postale 56,
CH-1211 Geneve 20, Switzerland.

ISO 10156, Gases and gas mixtures — Determination of fire potential
and oxidizing ability for the selection of cylinder valve outlets, 2010.

ISO 10298, Determination of toxicity of a gas or gas mixture, 2010.

2.3.10 UL Publications. Underwriters Laboratories Inc., 333
Pfingsten Road, Northbrook, IL 60062-2096.

ANSI/UL 723, Standard Test Method of Surface Burning Char-
acteristics of Building Materials, 2008, Revised 2010.

UL 2080, Standard for the Fire Resistant Tanks for Flammable
and Combustible Liquids, 2000.

ANSI/UL 2085, Standard for Protected Aboveground Tanks for
Flammable and Combustible Liquids, 1997, Revised 2010.

2.3.11 UN Publications. United Nations Publications, 2 United
Nations Plaza, Room DC2-853, New York, NY 10017.

Recommendations on the Transportation of Dangerous Goods.
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2.3.12 U.S. Government Publications. U.S. Government

Printing Office, Washington, DC 20402.

Resource Conservation and Recovery Act (RCRA) pub-
lished Oct. 21, 1976.

Title 16, Code of Federal Regulations, Part 1500, “Hazardous
Substances and Articles: Administration and Enforcement.”

Title 16, Code of Federal Regulations, Part 1507, “Fire-
works Devices.”

Title 18, Code of Federal Regulations, Part 40, “Importation,
Manufacture, Distribution and Storage of Explosive Materials.”

Title 21, Code of Federal Regulations, Parts 210 and 211.

Title 29, Code of Federal Regulations, Part 1910.120, “Haz-
ardous Waste Operations and Emergency Response,” Occupa-
tional Safety and Health Administration.

Title 29, Code of Federal Regulations, Part 1910.1000, “Air

Contaminants.”

Title 29, Code of Federal Regulations, Part 1910.1200,
“Hazard Communication,” Occupational Safety and Health
Administration.

Title 49, Code of Federal Regulations, Parts 100 through
199 “Pipeline and Hazardous Materials,” “Hazardous Materi-
als Transportation,” Safety Administration, Department of
Transportation.

Title 49, Code of Federal Regulations, Part 173, DOT.
2.3.13 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.

NFPA 1, Fire Code, 2012 edition.

NFPA 30, Flammable and Combustible Liquids Code, 2012 edi-
tion.

NFPA 30B, Code for the Manufacture and Storage of Aerosol Prod-
ucts, 2011 edition.

NFPA 52, Vehicular Gaseous Fuel Systems Code, 2010 edition.

NFPA 55, Compressed Gases and Cryogenic Fluids Code, 2013
edition.

NFPA 58, Liquefied Petrolewm Gas Code, 2011 edition.

NFPA 68, Standard on Explosion Protection by Deflagration Vent-
ing, 2007 edition.

NFPA 101®, Life Safety Code®, 2012 edition.

NFPA 318, Standard for the Protection of Semiconductor Fabrica-
tion Facilities, 2012 edition.

NFPA 495, Explosive Materials Code, 2010 edition.

NFPA 499, Recommended Practice for the Classification of Com-
bustible Dusts and of Hazardous (Classified) Locations for Electrical
Installations in Chemical Process Areas, 2013 edition.

NFPA 914, Code for Fire Protection of Historic Structures, 2010
edition.

NFPA 1124, Code for the Manufacture, Transportation, Storage,
and Retail Sales of Fireworks and Pyrotechnic Articles, 2013 edition.

NFPA 5000°, Building Construction and Safety Code®, 2012
edition.

Chapter 3 Definitions

3.1* General. The definitions contained in this chapter shall
apply to the terms used in this code. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
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the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3* Code. Astandard thatis an extensive compilation of pro-
visions covering broad subject matter or that is suitable for adop-
tion into law independently of other codes and standards.

3.2.4 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an orga-
nization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or mate-
rials, and by whose labeling the manufacturer indicates com-
pliance with appropriate standards or performance in a
specified manner.

3.2.5* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalu-
ation of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated stan-
dards or has been tested and found suitable for a specified
purpose.

3.2.6 Shall. Indicates a mandatory requirement.

3.2.7 Should. Indicates a recommendation or that which is
advised but not required.

3.3 General Definitions.

3.3.1* Absolute Pressure (Gas). Pressure based on a zero ref-
erence point, the perfect vacuum. [55, 2013]

3.3.2 Area.

3.3.2.1 ControlArea. Abuilding or portion of a building or
outdoor area within which hazardous materials are allowed
to be stored, dispensed, used, or handled in quantities not
exceeding the MAQ.

3.3.2.2 IndoorArea (Gas). An area thatis within a building
or structure having overhead cover, other than a structure
qualifying as “weather protection” in accordance with Sec-
tion 6.6 of NFPA 55, Compressed Gases and Cryogenic Fluids
Code. (See also 3.3.2.4, Outdoor Area.) [55, 2013]

3.3.2.3 Organic Peroxide Storage Area. An area used for the
storage of organic peroxide formulations.

3.3.2.4 Outdoor Area (Gas). An area that is not an indoor
area. [55, 2013]

3.3.2.5 Outdoor Control Area. An outdoor area within
which hazardous materials are allowed to be stored, dis-
pensed, used, or handled in quantities not exceeding the
MAQ.
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3.3.3 ASME. American Society of Mechanical Engineers.
[58, 2011]

3.3.4 ASTM (Gas). American Society for Testing and Materi-
als, now known as “ASTM International.” [55, 2013]

3.3.5 Basement. Astory of a building or structure having one-
half or more of its height below ground level and to which
access for fire-fighting purposes is unduly restricted.

3.3.6 Building. Any structure used or intended for support-
ing or sheltering any use or occupancy. [101, 2012]

3.3.7 Building Code. The building or construction code
adopted by the jurisdiction.

3.3.8*% Bulk Hydrogen Compressed Gas System (Gas). An as-
sembly of equipment that consists of, but is not limited to,
storage containers, pressure regulators, pressure relief de-
vices, compressors, manifolds, and piping, with a storage ca-
pacity of more than 5000 scf (141.6 Nm?®) of compressed hy-
drogen gas and that terminates at the source valve. [55, 2013]

3.3.9% Bulk Inert Gas System (Gas). An assembly of equip-
ment, that consists of, but is not limited to, storage containers,
pressure regulators, pressure relief devices, vaporizers, mani-
folds, and piping, with a storage capacity of more than
20,000 ft® (scf) (566 m®) of inert gas, including unconnected
reserves on hand at the site, and that terminates at the source
valve. [55, 2013]

3.3.10%* Bulk Liquefied Hydrogen Gas System (Gas). An assem-
bly of equipment that consists of, but is not limited to, storage
containers, pressure regulators, pressure relief devices, vapor-
izers, manifolds, and piping, with a storage capacity of more
than 39.7 gal (150 L) of liquefied hydrogen that terminates at
the source valve. [55, 2013]

3.3.11* Bulk Oxygen System (Gas). An assembly of equip-
ment, such as oxygen storage containers, pressure regulators,
pressure relief devices, vaporizers, manifolds, and intercon-
necting piping, that has a storage capacity of more than
20,000 ft® (scf) (566 m®) of oxygen and that terminates at the
source valve. [55, 2013]

3.3.12 CFR. The Code of Federal Regulations of the United
States Government. [1, 2012]

3.3.13 CGA (Gas). Compressed Gas Association. [1, 2012]
3.3.14 Combustible. A substance that will burn.

3.3.15* Combustible Dust. Any solid material, regardless of its
shape, size, or chemical composition, capable of forming a
cloud in air, in process specific conditions or in accidental
conditions, which can propagate a self-sustaining combustion
wave (deflagration or detonation) thus presenting a flash-fire
or explosion hazard. [499, 2013]

3.3.16 Combustible Liquid. Any liquid that has a closed-cup
flash point at or above 100°F (37.8°C), as determined by the
test procedures and apparatus set forth in Section 4.4 [of
NFPA 30, Flammable and Combustible Liquids Code]. Combustible
liquids are classified according to Section 4.3 [of NFPA 30,
Flammable and Combustible Liquids Code]. Combustible liquids,
as defined in 3.3.30.1 and 4.2.2 [of NFPA 30, Flammable and
Combustible Liquids Code], shall be classified in accordance with
(1) Class II Liquid — Any liquid that has a flash point at or
above 100°F (37.8°C) and below 140°F (60°C); (2) Class III
Liquid — Any liquid that has a flash point at or above 140°F
(60°C); (a) Class ITIA Liquid — Any liquid that has a flash
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point at or above 140°F (60°C), but below 200°F (93°C); and
(b) Class IIIB Liquid — Any liquid that has a flash point at or
above 200°F (93°C). [30, 2012]

3.3.17* Compressed Gas System. An assembly of equipment
designed to contain, distribute, or transport compressed
gases. [318, 2009]

3.3.18 Consumer Fireworks. Small fireworks devices contain-
ing restricted amounts of pyrotechnic composition, designed
primarily to produce visible or audible effects by combustion,
that comply with the construction, chemical composition, and
labeling regulations of the U.S. Consumer Product Safety
Commission (CPSC), as set forth in CPSC 16 CFR 1500 and
1507, 49 CFR 172, and APA Standard 87-1, Standard for the
Construction and Approval for Transportation of Fireworks, Novelties,

and Theatrical Pyrotechnics. [1124, 2013]

3.3.19 Container. A containment device including, but not
limited to, cylinders, tanks, intermediate bulk containers,
pressure vessels, drums, carboys, cans, bottles, boxes, bags,
bins, and portable tanks that vary in shape, size, and material
of construction and are used for holding, storing, and trans-
porting hazardous materials covered by this code.

3.3.19.1* Container (Fla ble and Combustible Liquid). Any
vessel of 119 gal (450 L) or less capacity used for transport-
ing or storing liquids. [30, 2012]

3.3.19.2 Closed Container (Flammable and Combustible Lig-
uid). A container defined, so sealed by means of a lid or
other device that neither liquid nor vapor will escape from
it at ordinary temperatures. [30, 2012]

3.3.19.3 ASME Container. A container constructed in ac-
cordance with the ASME Boiler and Pressure Vessel Code.

3.3.19.4 Combustible Containers. Containers that include
paper bags, fiber drums, plastic containers, and wooden or
fiber boxes or barrels, as well as noncombustible containers
having removable combustible liners or packing, and non-
combustible containers having combustible overpacks.

3.3.19.5 Noncombustible Containers. ~ Containers con-
structed of glass or metal that can be coated with a poly-
meric material no more than Y42 in. (2 mils) in thickness.

3.3.19.6* Nonmetallic Container (Solid, Flammable and Com-
bustible Liquid). A container as defined in 3.3.19 con-
structed of glass, plastic, fiber, or a material other than
metal. [30, 2012]

3.3.19.7 Ethylene Oxide Drum. A closed container (drum)
built to UN specification (1A1) and used for holding, stor-
ing, or transporting ethylene oxide.

3.3.19.8 Intermediate Bulk Container (IBC) — (Flammable
and Combustible Liquid). Any closed vessel having a liquid
capacity not exceeding 793 gal (3000 L) and intended for
storing and transporting liquids as defined in Title 49 Code
of Federal Regulations Parts 100-199 or in Part 6 of the
United Nations Recommendations on the Transport of Danger-
ous Goods. [30, 2012]

3.3.19.9*% Nonmetallic Intermediate Bulk Container (Flam-
mable and Combustible Liquid). An intermediate bulk con-
tainer as defined in 3.3.19.8 constructed of glass, plastic,
fiber or a material other than metal. [30, 2012]
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3.3.19.10 Overpack Container. A closed container in-
tended to encapsulate and contain a leaking or damaged
liquid or solid material container thereby preventing the
release of liquids, solids, or vapors and is made of the same
material or similarly protective material as the leaking or
damaged container.

3.3.19.11 Cylinder Containment Vessel (Gas). A gastight, re-
covery vessel designed so that a leaking compressed gas
container can be placed within its confines, thereby encap-
sulating the leaking container. [55, 2013]

3.3.19.12 Storage Tank (Flammable and Combustible Liquid).
Any vessel having a liquid capacity that exceeds 60 gal
(230 L), is intended for fixed installation, and is not used
for processing. [30, 2012]

3.3.19.12.1%* Stationary Tank (Gas). A packaging designed
primarily for stationary installations not intended for load-
ing, unloading, or attachment to a transport vehicle as part
of its normal operation in the process of use. [55, 2013]

3.3.19.13 Aboveground Tank (Flammable and Combustible
Liquid). A storage tank that is installed above grade, at
grade, or below grade without backfill. [30, 2012]

3.3.19.13.1% Atmospheric Tank (Flammable and Combustible
Liquid). Astorage tank that has been designed to operate
at pressures from atmospheric through a gauge pressure of
1.0 psi measured at the top of the tank. [30, 2012]

3.3.19.13.2 Low Pressure Tank (Flammable and Combustible
Liquid). For purposes of this code, a storage tank designed
to withstand an internal pressure above a gauge pressure of
1.0 psi but not more than a gauge pressure of 15 psi mea-
sured at the top of the tank. [30, 2012]

3.3.19.13.3 Protected Aboveground Tank (Flammable and
Combustible Liquid). An atmospheric aboveground storage
tank with integral secondary containment and thermal in-
sulation that has been evaluated for resistance to physical
damage and for limiting the heat transferred to the pri-
mary tank when exposed to hydrocarbon pool fire and is
listed in accordance with ANSI/UL 2085, Standard for Pro-
tected Aboveground Tanks for Flammable and Combustible Lig-
uids, or an equivalent test procedure. [30, 2012]

3.3.19.13.4 Secondary Containment Tank (Flammable and
Combustible Liquid). A tank that has an inner and outer
wall with an interstitial space (annulus) between the walls
and which has a means of monitoring the interstitial space
for a leak. [30, 2012]

3.3.19.13.5 Fire Resistant Tank (Flammable and Combustible
Liquid). An atmospheric aboveground storage tank with
thermal insulation that has been evaluated for resistance to
physical damage and for limiting the heat transferred to
the primary tank when exposed to hydrocarbon pool fire
and is listed in accordance with UL 2080, Standard for Fire
Resistant Tanks for Flammable and Combustible Liquids, or an
equivalent test procedure. [30, 2012]

3.3.19.14* Portable Tank (Flammable and Combustible Lig-
uid). Any vessel having a liquid capacity over 60 gals
(230 L) intended for storing liquids and not intended for
fixed installation. [30, 2012]

3.3.19.14.1% Portable Tank (Gas). Any packaging over
60 gal (227.1 L) capacity designed primarily to be loaded
into or on, or temporarily attached to, a transport vehicle
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or ship and equipped with skids, mountings, or accesso-
ries to facilitate handling of the tank by mechanical
means. [55, 2013]

3.3.19.14.2*% Nonmetallic Portable Tank (Flammable and Com-
bustible Liquid). A portable tank as herein defined con-

structed of plastic, fiber, or a material other than metal.
[30,2012]

3.3.19.15% Pressure Vessel. A container, process vessel, or
other component designed in accordance with the ASME
Boiler and Pressure Vessel Code, DOT, or other approved stan-
dards.

3.3.19.16* Cylinder (Gas). A pressure vessel designed for
pressures higher than 276 kPa (40 psia) having less than
453.5 kg (1000 1b) water capacity and having a circular
cross-section.

3.3.19.16.1* Cylinder Pack (Gas) An arrangement of cylin-
ders into a cluster where the cylinders are confined into a
grouping or arrangement with a strapping or frame system
and connections are made to a common manifold. The
frame system is allowed to be on skids or wheels to permit
movement. [55, 2013]

3.3.19.17 Compressed Gas Container (Gas). A pressure ves-
sel designed to hold compressed gas at an absolute pres-
sure greater than 1 atmosphere at 68°F (20°C) that in-
cludes cylinders, containers, and tanks [55, 2013]

3.3.19.17.1% Tube Trailer (Gas). A truck or semitrailer on
which a number of very long tubular compressed gas cylin-
ders have been mounted and manifolded into a common
piping system. [55, 2013]

3.3.19.18% ISO Module. A single unit or unit assembly of
containers, IBCs, portable tanks, or cylinders permanently
mounted in a frame conforming to International Organiza-
tion for Standardization (ISO) requirements.

3.3.19.19*% Safety Can (Liquid). A listed container of not
more than 5.3 gal (20 L) capacity having a spring closing lid
and spout cover and so designed that it will safely relieve inter-
nal pressure when subjected to fire exposure. [30, 2012]

3.3.19.20 Aerosol Container (Liquid). A metal can up to a
maximum size of 33.8 {1 oz (1000 ml) or a glass or plastic
bottle up to a maximum size of 4 fl oz (118 ml) that is
designed and intended to dispense an aerosol. [30B, 2011]

3.3.20 Continuous Gas Detection System (Gas). A gas detec-
tion system in which the instrument is maintained in continu-
ous operation and the interval between sampling of any point
does not exceed 30 minutes. [55, 2013]

3.3.21 Court. An open, uncovered, unoccupied space, unob-
structed to the sky, bounded on three or more sides by exte-
rior building walls. [101, 2012]

3.3.21.1 Enclosed Court. A court bounded on all sides by
the exterior walls of a building or by the exterior walls and
lot lines on which walls are permitted. [5000, 2012]

3.3.22 Cryogenic Fluid (Gas). A fluid with a boiling point
lower than -90°C (-130°F) at an absolute pressure of
101.325 kPa (14.7 psia). [55, 2013]

3.3.23* Cylinder (Gas). A pressure vessel designed for pres-
sures higher than 276 kPa (40 psia) and having a circular
cross-section.
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3.3.24 Cylinder Containment System (Gas). A gastight recov-
ery system comprised of equipment or devices that can be
placed over aleak in a compressed gas container, thereby stop-
ping or controlling the escape of gas from the leaking con-
tainer. [55, 2013]

3.3.25 Cylinder Containment Vessel (Gas). A gastight recovery
vessel designed so that aleaking compressed gas container can
be placed within its confines, thereby encapsulating the leak-
ing container. [55, 2013]

3.3.26* Cylinder Pack (Gas). An arrangement of cylinders into
a cluster where the cylinders are confined into a grouping or
arrangement with a strapping or frame system and connections
are made to a common manifold. The frame system is allowed to
be on skids or wheels to permit movement. [55, 2013]

3.3.27 Deflagration. Propagation of a reaction zone at a ve-
locity that is less than the speed of sound in the unreacted
medium. [68, 2007]

3.3.28 Detached Building. A separate building that is sepa-
rated from other structures or uses as required by NFPA 5000,
Building Construction and Safety Code for a freestanding struc-
ture. [5000, 2012]

3.3.29 Detonation. Propagation of a combustion zone at a
velocity that is greater than the speed of sound in the unre-
acted medium. [68, 2007]

3.3.30 Distributor (Gas). A business engaged in the sale or
resale, or both, of compressed gases or cryogenic fluids, or
both. [55, 2013]

3.3.31 DOT. U.S. Department of Transportation. [52, 2010]

3.3.32 Emergency Response. Emergency response or re-
sponding to emergencies means a response effort by employ-
ees from outside the immediate release area or by other desig-
nated responders including, but not limited to, private sector
emergency responders, mutual aid groups, local fire depart-
ments, or other qualified parties to an occurrence that results,
or is likely to result, in an uncontrolled release of a hazardous
material.

3.3.33 Emergency Response Liaison. A person designated to
act as a liaison for emergency response as defined by the emer-
gency plan.

3.3.34 Emergency Shutoff Valve (Gas). A designated valve de-
signed to shut off the flow of gases or liquids. [55, 2013]

3.3.34.1 Automatic Emergency Shutoff Valve (Gas). A desig-
nated fail-safe automatic closing valve designed to shut off
the flow of gases or liquids that is initiated by a control
system where the control system is activated by either
manual or automatic means. [55, 2013]

3.3.34.2 Manual Emergency Shutoff Valve (Gas). A desig-
nated valve designed to shut off the flow of gases or liquids
that is manually operated. [55, 2013]

3.3.35 Excess Flow Control (Gas). A fail-safe system or ap-
proved means designed to shut off flow due to a rupture in
pressurized piping systems. [55, 2013]

3.3.36* Exhausted Enclosure (Gas). An appliance or piece of
equipment that consists of a top, a back, and two sides that
provides a means of local exhaust for capturing gases, fumes,
vapors, and mists. [55, 2013]
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3.3.37* Explosion Control (Gas). A means of either prevent-
ing an explosion through the use of explosion suppression,
fuel reduction, or oxidant reduction systems or a means to
prevent the structural collapse of a building in the event of an
explosion through the use of deflagration venting, barricades,
or related construction methods. [55, 2013]

3.3.38 Explosion Vent. An opening in an enclosure to relieve
the developing pressure from a deflagration. [68, 2007]

3.3.39* Explosive. Any chemical compound, mixture, or de-
vice, the primary or common purpose of which is to function
by explosion. [495, 2010]

3.3.40* Explosive Decomposition. Rapid chemical reaction
resulting in a large, almost instantaneous, release of energy.

3.3.41* Explosive Reaction. A reaction, which includes both
deflagration and detonation, producing a sudden rise in pres-
sure with potentially destructive results.

3.3.42 Fire Prevention Code. The fire prevention code
adopted by the jurisdiction.

3.3.43 Fire Protection System. Any fire alarm device or system
or fire extinguishing device or system, or a combination
thereof, that is designed and installed for detecting, control-
ling, or extinguishing a fire or otherwise alerting occupants,
or the fire department, or both, that a fire has occurred.
[1,2012]

3.3.44* Flammable Liquid (Class I). Any liquid having a
closed-cup flash point below 100°F (37.8°C).

3.3.45* Flammable Solid. A solid substance, other than a sub-
stance defined as a blasting agent or explosive, that is liable to
cause fire resulting from friction or retained heat from manufac-
ture, that has an ignition temperature below 212°F (100°C), or
that burns so vigorously or persistently when ignited that it cre-
ates a serious hazard.

3.3.46 Gallon (Gas). Astandard U.S. gallon. [55, 2013]
3.3.47 Gas.

3.3.47.1* Compressed Gas (Gas). A material, or mixture of
materials, that (1) is a gas at 20°C (68°F) or less at an abso-
lute pressure of 101.325 kPa (14.7 psia) and (2) that has a
boiling point of 20°C (68°F) or less at an absolute pressure
of 101.325 kPa (14.7 psia) and that is liquefied, nonlique-
fied, or in solution, except those gases that have no other
health or physical hazard properties are not considered to
be compressed gases until the pressure in the packaging
exceeds an absolute pressure of 280 kPa (40.6 psia) at 20°C
(68°F). [55, 2013]

3.3.47.2 Corrosive Gas (Gas). A gas that causes visible de-
struction of or irreversible alterations in living tissue by
chemical action at the site of contact. [55, 2013]

3.3.47.3 Flammable Gas (Gas). A material that is a gas at
20°C (68°F) or less at an absolute pressure of 101.325 kPa
(14.7 psia), that is ignitable at an absolute pressure of
101.325 kPa (14.7 psia) when in a mixture of 13 percent or
less by volume with air, or that has a flammable range at an
absolute pressure of 101.325 kPa (14.7 psia) with air of at
least 12 percent, regardless of the lower limit. [55, 2013]

3.3.47.4 Flammable Liquefied Gas (Gas). Aliquefied com-
pressed gas that, when under a charged pressure, is par-
tially liquid at a temperature of 20°C (68°F) and is flam-
mable. [55, 2013]
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3.3.47.5 Highly Toxic Gas (Gas). A chemical that has a me-
dian lethal concentration (LCs,) in air of 200 ppm by vol-
ume or less of gas or vapor, or 2 mg/L or less of mist, fume,
or dust, when administered by continuous inhalation for
1 hour (or less if death occurs within 1 hour) to albino rats
weighing between 200 g and 300 g (0.44 Ib and 0.66 1b)
each. [55, 2013]

3.3.47.6 Inert Gas (Gas). A nonreactive, nonflammable,
noncorrosive gas such as argon, helium, krypton, neon, ni-
trogen, and xenon. [55, 2013]

3.3.47.7* Irritant Gas (Gas). A chemical that is not corro-
sive, but that causes a reversible inflammatory effect on living
tissue by chemical action at the site of contact. [55, 2013]

3.3.47.8 Nonflammable Gas (Gas). A gas that does not
meet the definition of a flammable gas. [55, 2013]

3.3.47.9* Other Gas (Gas). A gas thatis nota corrosive gas,
flammable gas, highly toxic gas, oxidizing gas, pyrophoric
gas, toxic gas, or unstable reactive gas with a hazard rating
of Class 2, Class 3, or Class 4 gas. [55, 2013]

3.3.47.10 Oxidizing Gas (Gas). A gas that can support and
accelerate combustion of other materials. [55, 2013]

3.3.47.11 Pyrophoric Gas (Gas). A gaswith an autoignition
temperature in air at or below 54.4°C (130°F). [55, 2013]

3.3.47.12 Toxic Gas (Gas). A gaswith a median lethal con-
centration (LCs,) in air of more than 200 ppm, but not
more than 2000 ppm by volume of gas or vapor, or more
than 2 mg/L, but not more than 20 mg/L of mist, fume, or
dust, when administered by continuous inhalation for
1 hour (or less if death occurs within 1 hour) to albino rats
weighing between 200 g and 300 g (0.44 1b and 0.66 1b)
each. [55, 2013]

3.3.47.13* Unstable Reactive Gas (Gas). A gas that, in the
pure state or as commercially produced, will vigorously po-
lymerize, decompose, or condense, become self-reactive,
or otherwise undergo a violent chemical change under
conditions of shock, pressure, or temperature. [55, 2013]

3.3.47.13.1 Class 2 Unstable Reactive Gas (Gas). Materials
that readily undergo violent chemical change at elevated
temperatures and pressures. [55, 2013]

3.3.47.13.2 Class 3 Unstable Reactive Gas (Gas). Materials
that in themselves are capable of detonation or explosive
decomposition or explosive reaction, but that require a
strong initiating source or that must be heated under con-
finement before initiation. [55, 2013 ]

3.3.47.13.3 Class 4 Unstable Reactive Gas (Gas). Materials
that in themselves are readily capable of detonation or ex-
plosive decomposition or explosive reaction at normal tem-
peratures and pressures. [55, 2013]

3.3.48* Gas Cabinet (Gas). A fully enclosed, noncombustible
enclosure used to provide an isolated environment for com-
pressed gas cylinders in storage or use. [55, 2013]

3.3.49 Gas Manufacturer/Producer (Gas). A business that
produces compressed gases or cryogenic fluids, or both, or
fills portable or stationary gas containers, cylinders, or tanks.
[55, 2013]
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3.3.50* Gas Room (Gas). Aseparately ventilated, fully enclosed
room in which only compressed gases, cryogenic fluids, associ-
ated equipment and supplies are stored or used. [55, 2013]

3.3.51* Gaseous Hydrogen System (Gas). A system in which
the hydrogen is delivered, stored, and discharged in the gas-
eous form to a piping system. The gaseous hydrogen system
terminates at the point where hydrogen at service pressure
first enters the distribution piping. [55, 2013]

3.3.52 Handling. The deliberate movement of material by
any means to a point of storage or use. [1, 2012]

3.3.53* Hazard Rating (Gas). The numerical rating of the
health, flammability, and self-reactivity, and other hazards of
the material, including its reaction with water, specified in
NFPA 704, Standard System for the Identification of the Hazards of
Materials for Emergency Response.

3.3.54 Hazardous Materials Storage Cabinet. A metal cabinet
complying with the conditions set forth in 6.1.18.

3.3.55 High Hazard Level Contents.

3.3.55.1 High Hazard Level 1 Contents. For definition and
examples see 4.2.1.2.1

3.3.55.2 High Hazard Level 2 Contents. For definition and
examples see 4.2.1.2.2

3.3.55.3 High Hazard Level 3 Contents. For definition and
examples see 4.2.1.2.3

3.3.55.4 High Hazard Level 4 Contents. For definition and
examples see 4.2.1.2.4

3.3.56* Immediately Dangerous to Life and Health (IDLH)
(Gas). A concentration of airborne contaminants, normally
expressed in parts per million (ppm) or milligrams per cubic
meter, that represents the maximum level from which one
could escape within 30 minutes without any escape-impairing
symptoms or irreversible health effects. [55, 2013]

3.3.57* ISO Module (Gas). An assembly of tanks or tubular
cylinders permanently mounted in a frame conforming to In-
ternational Organization for Standardization (ISO) require-
ments. [55, 2013]

3.3.58 Limit.

3.3.58.1 Ceiling Limit. The maximum concentration of an
airborne contaminant to which a person can be exposed.

3.3.58.2% Permissible Exposure Limit (PEL) (Gas). The
maximum permitted 8-hour, time-weighted average con-
centration of an airborne contaminant. [55, 2013]

3.3.58.3% Short-Term Exposure Limit (STEL) (Gas). The
concentration to which it is believed that workers can be
exposed continuously for a short period of time without
suffering from irritation, chronic or irreversible tissue dam-
age, or narcosis of a degree sufficient to increase the likeli-
hood of accidental injury, impairment of self-rescue, or the
material reduction of work efficiency, without exceeding
the daily permissible exposure limit (PEL). [55, 2013]

3.3.59* Liquefied Hydrogen System (Gas). A system into
which liquefied hydrogen is delivered and stored and from
which it is discharged in the liquid or gaseous form to a piping
system.

3.3.60 Manufacturing Plants. Those facilities where hazard-
ous materials are produced by chemical means or where haz-
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ardous materials are pelletized, ground, dissolved, packaged,
mixed, or blended.

3.3.61 Material.

3.3.61.1 Combustible (Material). A material that, in the
form in which it is used and under the conditions antici-
pated, will ignite and burn; a material that does not meet
the definition of noncombustible or limited-combustible.
[5000, 2012]

3.3.61.2%* Corrosive Material. A chemical that causes visible
destruction of, or irreversible alterations in, living tissue by
chemical action at the site of contact.

3.3.61.3 Hazard Material.

3.3.61.3.1 Health Hazard Material. A chemical or sub-
stance classified as a toxic, highly toxic, or corrosive mate-
rial in accordance with definitions set forth in this code.

3.3.61.3.2 Physical Hazard Material. A chemical or sub-
stance classified as a combustible liquid, explosive, flam-
mable cryogen, flammable gas, flammable liquid, flam-
mable solid, organic peroxide, oxidizer, oxidizing cryogen,
pyrophoric, unstable (reactive), or water-reactive material.

3.3.61.4* Hazardous Material. A chemical or substance
that is classified as a physical hazard material or a health
hazard material, whether the chemical or substance is in
usable or waste condition. (See also 3.3.61.3.1, Health Hazard
Material, and 3.3.61.3.2, Physical Hazard Material.)

3.3.61.5% Incompatible Material. Materials that, when in
contact with each other, have the potential to react in a
manner that generates heat, fumes, gases, or by-products
that are hazardous to life or property.

3.3.61.6* Limited-Combustible (Material). Refers to a build-
ing construction material not complying with the defini-
tion of noncombustible material that, in the form in which
it is used, has a potential heat value not exceeding
3500 Btu/1b (8141 kJ/kg), where tested in accordance with
NFPA 259, Standard Test Method for Potential Heat of Building
Madterials, and includes either of the following: (1) materi-
als having a structural base of noncombustible material,
with a surfacing not exceeding a thickness of ' in.
(3.2 mm) that has a flame spread index not greater than
50; or (2) materials, in the form and thickness used, having
neither a flame spread index greater than 25 nor evidence
of continued progressive combustion, and of such compo-
sition that surfaces that would be exposed by cutting
through the material on any plane would have neither a
flame spread index greater than 25 nor evidence of contin-
ued progressive combustion, when tested in accordance
with ASTM E 84, Standard Test Method of Surface Burning
Characteristics of Building Materials, or ANSI/UL 723, Stan-
dard Test Method of Surface Burning Characteristics of Building
Materials. [5000, 2012 ]

3.3.61.7* Noncombustible Material. A material that, in the
form in which it is used and under the conditions antici-
pated, will not ignite, burn, support combustion, or release
flammable vapors, when subjected to fire or heat. Materials
that are reported as passing ASTM E 136, Standard Test
Method for Behavior of Materials in a Vertical Tube Furnace at
750 Degrees C, shall be considered noncombustible materi-
als. [5000, 2012]
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3.3.61.8 Pyrophoric Material. A chemical with an autoigni-
tion temperature in air at or below 130°F (54.4°C).

3.3.61.9* Toxic Material. A material that produces a lethal
dose or a lethal concentration within any of the following
categories: (1) a chemical or substance that has a median
lethal dose (LDj,) of more than 50 mg/kg but not more
than 500 mg/kg of body weight when administered orally
to albino rats weighing between 200 g and 300 g each; (2) a
chemical or substance that has a median lethal dose (LD;,)
of more than 200 mg/kg but not more than 1000 mg/kg of
body weight when administered by continuous contact for
24 hours, or less if death occurs within 24 hours, with the
bare skin of albino rabbits weighing between 2 kg and 3 kg
each; (3) a chemical or substance that has a median lethal
concentration (LCs,) in air of more than 200 parts per
million but not more than 2000 parts per million by vol-
ume of gas or vapor, or more than 2 mg/L but not more
than 20 mg/L, of mist, fume, or dust when administered by
continuous inhalation for 1 hour, or less if death occurs
within 1 hour, to albino rats weighing between 200 g and
300 g each.

3.3.61.9.1* Highly Toxic Material. A material that produces
a lethal dose or lethal concentration that falls within any of
the following categories: (1) a chemical that has a median
lethal dose (LDj,) of 50 mg/kg or less of body weight when
administered orally to albino rats weighing between 200 g
and 300 g each; (2) a chemical that has a median lethal
dose (LD;,) of 200 mg/kg or less of body weight when
administered by continuous contact for 24 hours, or less if
death occurs within 24 hours, with the bare skin of albino
rabbits weighing between 2 kg and 3 kg each or albino rats
weighing 200 g and 300 g each; (3) a chemical that has a
median lethal concentration (LCs,) in air of 200 parts per
million by volume or less of gas or vapor, or 2 mg/L or less
of mist, fume, or dust, when administered by continuous
inhalation for 1 hour, or less if death occurs within 1 hour,
to albino rats weighing between 200 g and 300 g each.

3.3.61.10% Unstable (Reactive) Material. A material that, in
the pure state or as commercially produced, will vigorously
polymerize, decompose or condense, become self-reactive,
or otherwise undergo a violent chemical change under
conditions of shock, pressure, or temperature.

3.3.61.10.1* Class 1 Unstable (Reactive). Materials that in
themselves are normally stable, but that can become un-
stable at elevated temperatures and pressures.

3.3.61.10.2*% Class 2 Unstable (Reactive). Materials that
readily undergo violent chemical change at elevated tem-
peratures and pressures.

3.3.61.10.3* Class 3 Unstable (Reactive). Materials that in
themselves are capable of detonation or explosive decom-
position or explosive reaction, but that require a strong
initiating source or that must be heated under confine-
ment before initiation.

3.3.61.10.4* Class 4 Unstable (Reactive). Materials that in
themselves are readily capable of detonation or explosive
decomposition or explosive reaction at normal tempera-
tures and pressures.

3.3.61.11% Water-Reactive Material. A material that ex-
plodes, violently reacts, produces flammable, toxic, or
other hazardous gases; or evolves enough heat to cause self-
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ignition or ignition of nearby combustibles upon exposure
to water or moisture.

3.3.62 Material Safety Data Sheet (MSDS). The document
that describes composition of a material, hazardous properties
and hazard mitigation, and disposal information prepared in
accordance with the Occupational Safety and Health Adminis-
tration (OSHA) hazard communication standard (29 CFR,
1910.1200, “Hazard Communication”).

3.3.63* Maximum Allowable Quantity Per Control Area
(MAQ). A threshold quantity of hazardous material in a spe-
cific hazard class that once exceeded, requires the application
of additional administrative procedures, construction fea-
tures, or engineering controls.

3.3.64 Mechanical Code (Gas). The mechanical or mechani-
cal construction code adopted by the jurisdiction. [55, 2013]

3.3.65* Mobile Supply Unit (Gas). Any supply source that is
equipped with wheels so it is able to be moved around. [55, 2013]

3.3.66* Nesting (Gas). A method of securing cylinders up-
right in a tight mass using a contiguous three-point contact
system whereby all cylinders in a group have a minimum of
three contact points with other cylinders or a solid support
structure (e.g., a wall or railing). [55, 2013]

3.3.67* Normal Temperature and Pressure (NTP) (Gas). Atem-
perature of 21°C (70°F) at an absolute pressure of 101.325 kPa
(14.7 psia). [55, 2013]

3.3.68 Occupancy. The purpose for which a building or
other structure, or part thereof, is used or intended to be
used. [ASCE/SEI 7:1.2]

3.3.68.1% Assembly Occupancy. An occupancy (1) used for a
gathering of 50 or more persons for deliberation, worship,
entertainment, eating, drinking, amusement, awaiting trans-
portation, or similar uses: or (2) used as a special amusement
building, regardless of occupant load. [101, 2012]

3.3.68.1.1 Multipurpose Assembly Occupancy. An assembly
room designed to accommodate temporarily any of several
possible assembly uses. [5000, 2012]

3.3.68.2% Business Occupancy. An occupancy used for the
transaction of business other than mercantile. [5000, 2012]

3.3.68.3* Day-Care Occupancy. An occupancy in which four
or more clients receive care, maintenance, and supervi-
sion, by other than their relatives or legal guardians, for
less than 24 hours per day. [5000, 2012]

3.3.68.4% Detention and Correctional Occupancy. An occu-
pancy used to house one or more persons under varied
degrees of restraint or security where such occupants are
mostly incapable of self-preservation because of security
measures not under the occupants’ control. [5000, 2012]

3.3.68.5% Educational Occupancy. An occupancy used for
educational purposes through the twelfth grade by six or
more persons for 4 or more hours per day or more than
12 hours per week. [5000, 2012]

3.3.68.6* Health Care Occupancy. An occupancy used for
purposes of medical or other treatment or care of four or
more persons where such occupants are mostly incapable
of self-preservation due to age, physical or mental disability,
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or because of security measures not under the occupants’
control. [5000, 2012]

3.3.68.6.1% Ambulatory Health Care Occupancy. An occu-
pancy used to provide services or treatment simultaneously to
four or more patients that provides, on an outpatient basis,
one or more of the following: (1) treatment for patients that
renders the patients incapable of taking action for self-
preservation under emergency conditions without the assis-
tance of others; (2) anesthesia that renders the patients inca-
pable of taking action for self-preservation under emergency
conditions without the assistance of others; (3) emergency or
urgent care for patients who, due to the nature of their injury
or illness, are incapable of taking action for self-preservation
under emergency conditions without the assistance of others.
[101,2012]

3.3.68.7* Industrial Occupancy. An occupancy in which
products are manufactured or in which processing, assem-
bling, mixing, packaging, finishing, decorating, or repair
operations are conducted. [5000, 2012]

3.3.68.7.1* General Industrial Occupancy. An industrial
occupancy in which ordinary and low hazard industrial
operations are conducted in buildings of conventional
design suitable for various types of industrial processes.
[5000, 2012]

3.3.68.7.2 Special-Purpose Indusirial Occupancy. An indus-
trial occupancy in which ordinary and low hazard indus-
trial operations are conducted in buildings designed for,
and suitable only for, particular types of operations, charac-
terized by a relatively low density of employee population,
with much of the area occupied by machinery or equip-
ment. [5000, 2012]

3.3.68.8% Mercantile Occupancy. An occupancy used for the
display and sale of merchandise. [5000, 2012]

3.3.68.9 Mixed Occupancy. A multiple occupancy where
the occupancies are intermingled. [5000, 2012]

3.3.68.10* Multiple Occupancy. A building or structure in
which two or more classes of occupancy exist. [5000, 2012]

3.3.68.11* Residential Board and Care Occupancy. An occu-
pancy used for lodging and boarding of four or more resi-
dents, not related by blood or marriage to the owners or
operators, for the purpose of providing personal care ser-
vices. [5000, 2012]

3.3.68.12* Residential Occupancy. An occupancy that pro-
vides sleeping accommodations for purposes other than
health care or detention and correctional. [5000, 2012]

3.3.68.13 Separated Occupancy. A multiple occupancy
where the occupancies are separated by fire resistance—
rated assemblies. [5000, 2012]

3.3.68.14* Storage Occupancy. An occupancy used prima-
rily for the storage or sheltering of goods, merchandise,
products, or vehicles. [5000, 2012]

3.3.69 Organic Peroxide. Any organic compound having a
double oxygen or peroxy (-O-O-) group in its chemical structure.

3.3.70* Organic Peroxide Formulation. A pure or technically
pure organic peroxide or a mixture of organic peroxides
alone or in combination with one or more materials in various
combinations and concentrations.
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3.3.70.1 Class I. Class I shall describe those formulations
that are more severe than a Class II but do not detonate.

3.3.70.2 ClassII. Class IIshall describe those formulations
that burn very rapidly and that present a severe reactivity
hazard.

3.3.70.3 Class III. Class III shall describe those formula-
tions that burn rapidly and that present a moderate reactiv-
ity hazard.

3.3.70.4 Class IV. Class IV shall describe those formula-
tions that burn in the same manner as ordinary combus-
tibles and that present a minimal reactivity hazard.

3.3.70.5 Class V. ClassV shall describe those formulations
that burn with less intensity than ordinary combustibles or

do not sustain combustion and that present no reactivity
hazard.

3.3.71 OSHA (Gas). The Occupational Safety and Health Ad-
ministration of the U.S. Department of Labor. [55, 2013]

3.3.72* Oxidizer. Any solid or liquid material that readily yields
oxygen or other oxidizing gas or that readily reacts to promote or
initiate combustion of combustible materials and that can, under
some circumstances, undergo a vigorous self-sustained decompo-
sition due to contamination or heat exposure.

3.3.72.1 Class I. An oxidizer that does not moderately in-
crease the burning rate of combustible materials with
which it comes into contact or a solid oxidizer classified as
Class 1 when tested in accordance with the test protocol set
forth in G.1.

3.3.72.2 Class 2. An oxidizer that causes a moderate in-
crease in the burning rate of combustible materials with
which it comes into contact or a solid oxidizer classified as
Class 2 when tested in accordance with the test protocol set
forth in G.1.

3.3.72.3 Class 3. An oxidizer that causes a severe increase
in the burning rate of combustible materials with which it
comes into contact or a solid oxidizer classified as Class 3
when tested in accordance with the test protocol set forth
in G.1.

3.3.72.4 Class 4. An oxidizer that can undergo an explo-
sive reaction due to contamination or exposure to thermal
or physical shock and that causes a severe increase in the
burning rate of combustible materials with which it comes
into contact.

3.3.73 Person. Any individual, firm, copartnership, corpora-
tion, company, association, or joint-stock association, includ-
ing any trustee, receiver, assignee, or personal representative
thereof. [1124, 2013]

3.3.74 Pile. Material in a single contiguous storage area, in-
cluding any material not properly separated by appropriate
distance.

3.3.75* Protection Level. A term used to describe a tier of
building safety that exceeds the construction requirements for
control areas to accommodate quantities of hazardous materi-
als in excess of those permitted using the control area con-
cept. (See Section 5.3.)

3.3.76 Remotely Located, Manually Activated Shutdown Con-
trol (Gas). A control system that is designed to initiate shut-
down of the flow of gas or liquid that is manually activated
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from a point located some distance from the delivery system.
[55, 2013]

3.3.77* Secondary Containment. That level of containment
that is external to and separate from primary containment.

3.3.78 Spill Control. A method for the control of a hazardous
materials spill.

3.3.79 Standard Cubic Foot of Gas (Gas). An amount of gas
that occupies one cubic foot at an absolute pressure of 14.7 psia
(101 kPa) and a temperature of 70°F (21°C). [55, 2013]

3.3.80 Storage, Compressed Gases or Cryogenic Fluids
(Gas). An inventory of compressed gases or cryogenic fluids
in containers that are not in the process of being examined,
serviced, refilled, loaded, or unloaded.

3.3.80.1 Bulk Solid Storage. The storage of more than
6000 Ib (2722 kg) in a single container.

3.3.80.2 Detached Storage. Storage in a separate building
or in an outside area located away from all structures.
[1,2012]

3.3.80.2.1 Detached Building. A separate single-story build-
ing, without a basement or crawl space, used for the storage
or use of hazardous materials and located an approved dis-
tance from all other structures.

3.3.80.2.2 Detached Storage (Oxidizers). Storage in either
an open outside area or in a separate building containing
no incompatible materials and located away from all other
structures.

3.3.80.3 Segregated Storage. Storage in the same room or
inside area but physically separated by distance, noncom-
bustible partitions, cabinets, or enclosures from incompat-
ible materials.

3.3.81* Storage (Hazardous Material). Hazardous material in
the act of being stored as a supply reserved for future use or
disposal including, but not limited to, any of the following:
(1) hazardous material packaged in individual containers,
without active connections, that can be handled, stacked,
arranged or transported on site; (2) unconnected mobile
equipment or over-the-road transport vehicles containing
hazardous materials awaiting transportation; (3) mobile
equipment including over-the-road transport vehicles con-
taining hazardous materials when connected and serving as
a source of supply; (4) stationary tanks containing hazard-
ous materials, including tanks connected and serving as a
source of supply.

3.3.82 Storage Height. The height from the finished floor to
the top of the highest container or a pile’s peak.

3.3.83* Tank.

3.3.83.1 Container Tank. Any vessel of 119 gal (450 L),
1000 Ib (454 kg) or less water capacity used for transport-
ing or storing hazardous chemicals.

3.3.83.2* Portable Tank. A container designed primarily to
be loaded into or on or temporarily attached to a transport
vehicle or ship and equipped with skids, mountings, or ac-
cessories to facilitate handling of the tank by mechanical
means and not intended for fixed installation.

3.3.83.3* Stationary Tank. Avessel used for storing hazard-
ous materials designed for stationary installations not in-
tended for loading, unloading, or attachment to a trans-
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port vehicle or ship as part of its normal operation in the
process of use.

3.3.84 Treatment System (Gas). An assembly of equipment
capable of processing a hazardous gas or vapor and reducing
the gas concentration to a predetermined level at the point of
discharge from the system to the atmosphere.

3.3.85 TC (Gas). Transport Canada. [55, 2013]

3.3.86* Tube Trailer (Gas). A truck or semitrailer on which a
number of very long compressed gas tubular cylinders have
been mounted and manifolded into a common piping system.
[55, 2013]

3.3.87* Use. To place a material, including solids, liquids,
and gases, into action.

3.3.87.1%* Closed System Use. Use of a solid or liquid hazard-
ous material in a closed vessel or system that remains closed
during normal operations where vapors emitted by the
product are not liberated outside of the vessel or system
and the product is not exposed to the atmosphere during
normal operations and all uses of compressed gases.

3.3.87.2% Open System Use. Use of a solid or liquid hazard-
ous material in a vessel or system that is continuously open
to the atmosphere during normal operations and where
vapors are liberated or the product is exposed to the atmo-
sphere during normal operations.

3.3.88 Valve Outlet Cap or Plug (Gas). A removable device
that forms a gastight seal on the outlet to the control valve that
is provided on a source containing a compressed gas or cryo-
genic fluid. [55, 2013]

3.3.89 Valve Protection Cap (Gas). A rigid, removable cover
provided for container valve protection during handling,
transportation, and storage. [55, 2013]

3.3.90 Valve Protection Device (Gas). A device attached to the
neck ring or body of a cylinder for the purpose of protecting
the cylinder valve from being struck or from being damaged
by the impact resulting from a fall or an object striking the
cylinder. [1, 2012]

3.3.91 Waste. Hazardous materials that have been determined
by the user to be beyond their useful life and that are awaiting
disposal or processing by either public or private means.

3.4 Special Performance-Based Definitions.

3.4.1 Alternative Calculation Procedure. A calculation proce-
dure that differs from the procedure originally employed by
the design team but that provides predictions for the same
variables of interest. [101, 2012]

3.4.2 Analysis.

3.4.2.1 Sensitivity Analysis. An analysis performed to deter-
mine the degree to which a predicted output will vary given
a specified change in an input parameter, usually in rela-
tion to models. [5000, 2012]

3.4.2.2 Uncertainty Analysis. An analysis performed to de-
termine the degree to which a predicted value will vary.
[5000, 2012]

3.4.3 Data Conversion. The process of developing the input
data set for the assessment method of choice. [101, 2012]

3.4.4 Design Fire Scenario. See 3.4.9.1.
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3.4.5 Design Specification. See 3.4.19.1.

3.4.6 Design Team. A group of stakeholders including, but
not limited to, representatives of the architect, client, and any
pertinent engineers and other designers. [101, 2012]

3.4.7* Exposure Fire. A fire that starts at a location that is
remote from the area being protected and grows to expose
that which is being protected. [101, 2012]

3.4.8* Fire Model. A structured approach to predicting one
or more effects of a fire. [101, 2012]

3.4.9% Fire Scenario. A set of conditions that defines the devel-
opment of fire, the spread of combustion products throughout a
building or portion of a building, the reactions of people to fire,
and the effects of combustion products. [101, 2012]

3.4.9.1 Design Fire Scenario. A fire scenario selected for
evaluation of a proposed design. [914, 2007]

3.4.10% Fuel Load. The total quantity of combustible contents
of a building, space, or fire area. [5000, 2012]

3.4.11 Input Data Specification. See 3.4.19.2.

3.4.12 Occupant Characteristics. The abilities or behaviors of
people before and during a fire. [101, 2012]

3.4.13* Performance Criteria. Threshold values on measure-
ment scales that are based on quantified performance objec-
tives. [101, 2012]

3.4.14* Proposed Design. A design developed by a design
team and submitted to the authority having jurisdiction for
approval. [101, 2012]

3.4.15 Safe Location. A location remote or separated from
the effects of a fire so that such effects no longer pose a threat.
[101, 2012]

3.4.16 Safety Factor. A factor applied to a predicted value to
ensure that a sufficient safety margin is maintained. [101, 2012]

3.4.17 Safety Margin. The difference between a predicted
value and the actual value where a fault condition is expected.
[101, 2012]

3.4.18 Sensitivity Analysis. See 3.4.2.1.
3.4.19 Specification.

3.4.19.1 Design Specification. A building characteristic and
other conditions that are under the control of the design
team. [5000, 2012]

3.4.19.2 Input Data Specification. Information required by
the verification method. [101, 2012]

3.4.20 Stakeholder. An individual, or representative of same,
having an interest in the successful completion of a project.
[101,2012]

3.4.21 Uncertainty Analysis. See 3.4.2.2.

3.4.22 Verification Method. A procedure or process used to
demonstrate or confirm that the proposed design meets the
specified criteria. [101, 2012]

Chapter 4 Classification of Materials, Wastes, and
Hazard of Contents

4.1* Hazardous Material Classification. Materials shall be clas-
sified into one or more of the following categories of hazard-
ous materials, based on the definitions found in Chapter 3:
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(1) Corrosive solids, liquids, or gases

(2) Flammable solids

(3) Flammable gases

(4) Flammable cryogenic fluids

(5) Inert cryogenic fluids

(6) Inert gases

(7) Organic peroxide formulations

(8) Oxidizer solids or liquids

(9) Oxidizing gases
(10) Oxidizing cryogenic fluids
(11) Pyrophoric solids, liquids, or gases
(12) Toxic or highly toxic solids, liquids, or gases
(13) Unstable (reactive) solids, liquids, or gases
(14) Water-reactive solids or liquids

4.2 Classification of High Hazard Contents.
4.2.1 General.

4.2.1.1 High hazard contents shall include materials defined
as hazardous material in Chapter 3, whether stored, used, or
handled.

4.2.1.2 High hazard contents shall include those materials
defined as hazardous material solids, liquids, or gases limited
to the hazard categories specified in 1.1.1 and classified in
accordance with 4.2.1.2.1 through 4.2.1.2.4 whether stored,
used, or handled.

4.2.1.2.1 High Hazard Level 1 Contents. High hazard Level 1
contents shall include materials that present a detonation
hazard, including, but not limited to, the following hazard
categories:

(1) Class 4 oxidizers

(2) Detonable pyrophoric solids or liquids

(3) Class 3 detonable and Class 4 unstable (reactive) solids,
liquids, or gases

(4) Detonable organic peroxides

4.2.1.2.2 High Hazard Level 2 Contents. High hazard Level 2
contents shall include materials that present a deflagration
hazard or a hazard from accelerated burning limited to the
following hazard categories:

(1) Combustible dusts stored, used, or generated in a manner
creating a severe fire or explosion hazard

(2) Class I organic peroxides

(3) Class 3 solid or liquid oxidizers that are used or stored in
normally open containers or systems or in closed contain-
ers or systems at gauge pressures of more than 15 psi
(103.4 kPa)

(4) Flammable gases

(5) Flammable cryogenic fluids

(6) Nondetonable pyrophoric solids, liquids, or gases

(7) Class 3 nondetonable unstable (reactive) solids, liquids,
or gases

(8) Class 3 water-reactive solids and liquids

4.2.1.2.3 High Hazard Level 3 Contents. High hazard Level 3
contents shall include materials that readily support combus-
tion or present a physical hazard limited to the following haz-
ard categories:

(1) Flammable solids, other than dusts classified as high haz-
ard Level 2, stored, used, or generated in a manner creat-
ing a high fire hazard

(2) Class II and Class III organic peroxides

(3) Class 2 solid or liquid oxidizers
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(4) Class 3 solid or liquid oxidizers that are used or stored in
normally closed containers or systems at gauge pressures
of less than 15 psi (103.4 kPa)

(5) Class 2 unstable (reactive) materials

(6) Class 2 water-reactive solids, liquids or gases

(7) Oxidizing gases

(8) Oxidizing cryogenic fluids

4.2.1.2.4 High Hazard Level 4 Contents. High hazard Level 4
contents shall include materials that are acute health hazards
limited to the following hazard categories:

(1) Corrosive solids, liquids, or gases
(2) Highly toxic solids, liquids, or gases
(3) Toxic solids, liquids, or gases

4.3 Mixtures. Mixtures shall be classified in accordance with
the hazards of the mixture as a whole by an approved, quali-
fied organization, individual, or testing laboratory.

4.4* Multiple Hazards. Hazardous materials that have mul-
tiple hazards shall conform to the code requirements for each
applicable hazard category.

4.5* Classification of Waste. Waste comprised of or containing
hazardous materials shall be classified in accordance with Sec-
tions 4.1 through 4.4 as applicable.

4.5.1% Waste classified in accordance with Sections 4.1 through
4.4 shall comply with the requirements of Chapters 1 through 9
and the materialspecific requirements of Chapters 11 through
21 as applicable.

Chapter 5 Permissible Storage and Use Locations

5.1* General.

5.1.1 Control Areas or Special Protection Required. Hazard-
ous materials shall be stored and used in any of the following:

(1) In control areas complying with Section 5.2

(2) In occupancies complying with requirements for protec-
tion level 1, protection level 2, protection level 3, or pro-
tection level 4 in accordance with Section 5.3

(3) In outdoor areas complying with Section 5.4

5.1.2 Weather Protection Structures. Weather protection,
when provided, shall comply with 6.2.7.2.

5.1.3 High Hazard Contents. Occupancies in which high haz-
ard contents are stored, used, or handled shall also comply
with Chapter 6.

5.2 Control Areas.

5.2.1 Hazardous materials shall be permitted to be stored
and used in control areas in accordance with 5.2.1 and 5.2.2.

5.2.1.1 General.

5.2.1.1.1 All occupancies shall be permitted to have one or
more control areas in accordance with Section 5.2.
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5.2.1.1.2 The quantity of hazardous materials in an indi-
vidual control area shall not exceed the MAQ for the appli-
cable occupancy set forth in 5.2.1.2 through 5.2.1.13, except
as modified by Table 5.2.1.1.3.

5.2.1.1.3 For all occupancies not covered by 5.2.1.2 through
5.2.1.13, the MAQ of hazardous materials per control area
shall be as specified in Table 5.2.1.1.3.

5.2.1.2 Assembly Occupancies. The MAQ) of hazardous mate-
rials per control area in assembly occupancies shall be as speci-
fied in Table 5.2.1.2.

5.2.1.3 Educational Occupancies. The MAQ of hazardous ma-
terials per control area in educational occupancies shall be as
specified in Table 5.2.1.3.

5.2.1.4 Day-Care Occupancies. The MAQ of hazardous mate-
rials per control area in day-care occupancies shall be as speci-
fied in Table 5.2.1.4.

5.2.1.5 Health Care Occupancies. The MAQ of hazardous ma-
terials per control area in health care occupancies shall be as
specified in Table 5.2.1.5.

5.2.1.6 Ambulatory Health Care Occupancies. The MAQ of
hazardous materials per control area in ambulatory health
care occupancies shall be as specified in Table 5.2.1.6.

5.2.1.7 Detention and Correctional Occupancies. The MAQ
of hazardous materials per control area in detention and cor-
rectional occupancies shall be as specified in Table 5.2.1.7.

5.2.1.8 Residential Occupancies. The MAQ of hazardous ma-
terials per control area in residential occupancies, including
lodging and rooming houses, hotels, dormitories, apartments,
and residential board and care facilities, shall be as specified
in Table 5.2.1.8.

5.2.1.9 Mercantile Occupancies. The MAQ of hazardous ma-
terials per control area in mercantile occupancies shall be as
specified in Table 5.2.1.1.3, with increased quantities permit-
ted where storage or display areas comply with 5.2.1.13.

5.2.1.10 Business Occupancies.

5.2.1.10.1 The MAQ of hazardous materials per control area
in business occupancies, other than laboratories, shall be as
specified in Table 5.2.1.10.1.

5.2.1.10.2 The MAQ of hazardous materials per control area
in laboratories classified as business occupancies shall be as
specified in Table 5.2.1.1.3.

5.2.1.11 Industrial Occupancies. The MAQ of hazardous ma-
terials per control area in industrial occupancies shall be as
specified in Table 5.2.1.1.3, with increased quantities permit-
ted where storage areas comply with 5.2.1.13.

5.2.1.12 Storage Occupancies. The MAQ of hazardous mate-
rials per control area in storage occupancies shall be as speci-
fied in Table 5.2.1.1.3, with increased quantities permitted
where storage areas comply with 5.2.1.13.
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Table 5.2.1.1.3 Maximum Allowable Quantity (MAQ) of Hazardous Materials per Control Area™

Use — Open
. Storage Use — Closed Systems Systems
High
Hazard Liquid Liquid Liquid
Protection Solid Gallons Solid Gallons Solid Gallons
Material Class Level Pounds (Ib) Gas® scf (Ib) Pounds (Ib) Gas” scf (Ib) Pounds (Ib)
Physical Hazard Materials
Combustible liquid See note See note  See note  See note See note See note  See note See note See note  See note
Consumer fireworks See note See note  See note  See note See note See note See note See note See note  See note
Combustible metals See note See note  See note  See note See note See note See note See note See note  See note
Cryogenic fluid Flammable 2 N/A 451k N/A N/A 457k N/A N/A 457k
[55: Table 6.3.1] Oxidizing 3 N/A 454 N/A N/A 454 N/A N/A 454
Inert N/A N/A NL N/A N/A NL N/A N/A NL
Explosives See note See note  See note  See note See note See note See note See note See note
Flammable gas‘ Gaseous 2 N/A N/A 10004 N/A N/A 1000 N/A N/A
[55: Table 6.3.1] Liquefied 2 N/A N/A (150)<4 N/A N/A (150)< N/A N/A
Liquefied See note  See note  See note See note See note See note See note See note  See note
Petroleum
(LP)
Flammable liquid 1A See note  See note  See note See note See note  See note See note See note  See note
IB and IC See note  See note  See note See note See note See note See note See note  See note
Combination  See note  See note  See note See note See note See note See note See note  See note
(IA, IB, IC)
Flammable solid N/A 3 1254 N/A N/A 125¢ 4 N/A N/A 2554 N/A
Inert Gas Gaseous N/A N/A N/A NL N/A N/A NL N/A N/A
Liquefied N/A N/A N/A NL N/A N/A NL N/A N/A
Organic peroxide UD 1 1 (1)<t N/A 1/4F (1/4)! N/A 1/41 (1/4)!
I 1 ped (5)c4 N/A 1ed (1)c4 N/A 1ed (1)
11 2 504 (50)<d N/A 504 (50)¢ N/A 1004 (10)<<
11 3 1254 (125)<< N/A 1254 (125)¢ N/A 254 (25)<
v N/A NL NL N/A NL NL N/A NL NL
A% N/A NL NL N/A NL NL N/A NL NL
Oxidizer 4 1 1t (1)et N/A 1/4F (1/4)! N/A 1/41 (1/4)!
3t 20r3 104 (10)e< N/A 24 (24 N/A 2d (2)¢
2 3 2504 (250)< N/A 2504 (250)¢ N/A 504 (50)¢
1 N/A 4000 (4000) < N/A 4000¢ (4000)¢ N/A 1000 (1000)¢
Oxidizing gas Gaseous 3 N/A N/A 1500 N/A N/A 15004 N/A N/A
[55: Table 6.3.1]
Liquefied 3 N/A N/A (150)<4 N/A N/A (150)< N/A N/A
Pyrophoric N/A 2 4ei (4) N/A 1 (1) N/A NP NP
Pyrophoric Gas Gaseous 2 N/A N/A 501 N/A N/A 501 N/A N/A
[55: Table 6.3.1]
Liquefied 2 N/A N/A (4t N/A N/A (4)t N/A N/A
Unstable (reactive) Gas 4 1 1 (1)t N/A 1/4 (1/4) N/A 1/41 (1/4)
[55: Table 6.3.1]
3 lor2 5ed (5)cd N/A 14 (n¢ N/A 14 (D)
2 504 (50) N/A 504 (50)¢ N/A 104 (10)¢
1 N/A NL NL N/A NL NL NL NL NL
Unstable (reactive) Gas  Liquefied 4 1 N/A N/A (1)t N/A N/A (1)t N/A N/A
or3
detonable
3 2 N/A N/A (2)e N/A N/A (2)d N/A N/A
non-detonable
2 3 N/A N/A (150)<4 N/A N/A (150)< N/A N/A
1 N/A N/A N/A NL N/A N/A NL N/A N/A
Water-reactive 3 2 ped (5)cd N/A 54 (5)¢ N/A 14 (He
2 3 504 (50)< N/A 504 (50)¢ N/A 10¢ (10)¢
1 N/A NL NL N/A NL NL N/A NL NL
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PERMISSIBLE STORAGE AND USE LOCATIONS 400-21

Table 5.2.1.1.3 Continued

Use — Open
Storage Use — Closed Systems Systems
High
Hazard Liquid Liquid Liquid
Protection Solid Gallons Solid Gallons Solid Gallons
Material Class Level Pounds (Ib) Gas” scf (Ib) Pounds (Ib) Gas® scf (Ib) Pounds (Ib)
Health Hazard
Materials
Corrosive N/A 4 50004 5004 N/A 50004 5004 N/A 10004 100¢
Corrosive Gas Gaseous 4 N/A N/A 81048 N/A N/A 81098 N/A N/A
[55: Table 6.3.1]
Liquefied 4 N/A N/A (150)<¢ N/A N/A (150)< N/A N/A
Highly toxic N/A 4 10<4 (10)<¢ N/A (10)¢ (10)¢ N/A 34 (8)¢
Highly toxic gas Gaseous 4 N/A N/A 2048 N/A N/A 2048 N/A N/A
[55: Table 6.3.1]
Liquefied 4 N/A N/A (5)%s N/A N/A (5)%8 N/A N/A
Toxic N/A 4 5004 (500)< N/A 5004 (500)¢ N/A 1254 (125)¢
Toxic gas Gaseous 4 N/A N/A 8104 N/A N/A 8104 N/A N/A
Liquefied 4 N/A N/A (150)< N/A N/A (150)< N/A N/A

UD: Unclassified detonable For SI units, 1 1b = 0.454 kg; 1 gal = 3.785 L; 1 scf = 0.0283 Nm?®.

N/A: Not applicable. NL: Not limited. NP: Not permitted.

Note: The hazardous material categories and MAQs that are shaded in this table are not regulated by
NFPA 400 but are provided here for informational purposes. See Chapter 2 for the reference code or
standard governing these materials and establishing the MAQs. In accordance with 1.1.1.2, materials having
multiple hazards that fall within the scope of NFPA 400 shall comply with NFPA 400.

“Table values in parentheses correspond to the unit name in parentheses at the top of the column. The
aggregate quantity in use and storage is not permitted to exceed the quantity listed for storage.

"Measured at NTP or 70°F (21°C) and 14.7 psia (101.3 kPa).

“Quantities are permitted to be increased 100 percent where stored or used in approved cabinets, gas
cabinets, exhausted enclosures, gas rooms explosives magazines, or safety cans, as appropriate for the mate-
rial stored, in accordance with this code. Where footnote d also applies, the increase for both footnote c and
footnote d is permitted to be applied accumulatively.

YMaximum quantities are permitted to be increased 100 percent in buildings equipped throughout with an
automatic sprinkler system in accordance with NFPA 13, Standard for the Installation of Sprinkler Systems. Where
footnote c also applies, the increase for both footnote ¢ and footnote d is permitted to be applied accumu-
latively.

“The permitted quantities are not limited in a building equipped throughout with an automatic sprinkler
system in accordance with NFPA 13.

A maximum quantity of 200 Ib (91 kg) of solid or 20 gal (76 L) of liquid Class 3 oxidizer is permitted where
such materials are necessary for maintenance purposes, operation, or sanitation of equipment. Storage
containers and the manner of storage are required to be approved.

SAllowed only where stored or used in gas rooms or approved cabinets, exhausted gas cabinets or exhausted
enclosures, as specified in this Code. [5000: Table 34.1.3.1]

"Conversion. Where quantities are indicated in pounds and when the weight per gallon of the liquid is not
provided to the AHJ, a conversion factor of 10 Ib/gal (1.2 kg/L) shall be used.

Permitted only in buildings equipped throughout with an automatic sprinkler system in accordance with
NFPA 13.

JNone allowed in unsprinklered buildings unless stored or used in gas rooms or in approved gas cabinets or
exhausted enclosures, as specified in this Code.

“With pressure-relief devices for stationary or portable containers vented directly outdoors or to an exhaust
hood. [55: Table 6.3.1.1]

'Flammable gases in the fuel tanks of mobile equipment or vehicles are permitted to exceed the MAQ where
the equipment is stored and operated in accordance with the fire code.
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400-22 HAZARDOUS MATERIALS CODE

Table 5.2.1.2 Maximum Allowable Quantities (MAQ) of Hazardous Materials per
Control Area in Assembly Occupancies

Gas®
Material Class Solid Pounds Liquid Gallons® (Ib) (at NTP) scf (Ib)
Flammable and combustible liquid™* See note See note See note See note
Cryogenic fluid Flammable N/A 10 N/A
Oxidizing N/A 10 N/A
Explosives®<'# See note See note See note See note
Flammable gasth Gaseous N/A N/A NP
Liquefied N/A N/A (20)
Liquefied N/A N/A (20)
Petroleum
Consumer fireworks See note See note See note See note
Flammable solid N/A 5 N/A N/A
Oxidizers 4 NP NP N/A
3 10 1 gal' N/A
2 250 25 N/A
1 4,000 400 N/A
Oxidizing gas" Gaseous N/A N/A NP"
Liquefied N/A N/A NP"
Organic peroxides I NP NP N/A
11 NP NP N/A
111 25 (25) N/A
v NL NL N/A
\% NL NL N/A
Pyrophoric materials N/A 1 (1) NP
Unstable reactives 4 Va Va NP
3 1 1 NP
2 10 10 NP"
1 NL NL NP
Water-reactive 3 1 (1) N/A
2 10 (10) N/A
1 NL NL N/A
Corrosives N/A 1,000 100 NP
Highly toxic N/A 3 (3) NP
Toxic N/A 125 (125) NP

For SI units, 11b = 0.454 kg; 1 gal = 3.785 L.
NTP: Normal temperature and pressure [measured at 70°F (21°C) and 14.7 psi (101 kPa)]. N/A: Not applicable. NP: Not permitted. NL: Not limited.
Note: The hazardous material categories and MAQs that are shaded in this table are not regulated by NFPA 400 but are provided here for informational purposes. See

Chapter 2 for the reference code or standard governing these materials and establishing the MAQs. In accordance with 1.1.1.2, materials having multiple hazards that
fall within the scope of NFPA 400 shall comply with NFPA 400.

Unllmltcd amounts of gas are permitted to be used for personal medical or emergency medical use.

Stordge in excess of 10 gal (38 L) of Class I and Class II liquids combined or 60 gal (227 L) of Class ITIA liquids is permitted where stored in safety cabinets with an
aggregate quantity not to exceed 180 gal (681 L).
cFuel in the tank of operating mobile equipment is permitted to exceed the specified quantity where the equipment is operated in accordance with this code.

9The use of explosive materials required by federal, state, or municipal agencies while engaged in normal or emergency performance of duties is not required to be
limited. The storage of explosive materials is required to be in accordance with the requirements of NFPA 495, Explosive Materials Code.

“The storage and use of explosive materials in medicines and medicinal agents in the forms prescribed by the official United States Pharmacopeia or the National
Formulary are not required to be limited.

The storage and use of propellant-actuated devices or propellant-actuated industrial tools manufactured, imported, or distributed for their intended purposes are
required to be limited to 50 Ib (23 kg) net explosive weight.

5The storage and use of small arms ammunition, and components thereof, are permitted where in accordance with NFPA 495, Explosive Materials Code.

Containers, cylinders, or tanks not exceeding 250 scf® (7.1 m?) content measured at 70°F (21°C) and 14.7 psi (101 kPa) and used for maintenance purposes, patient
care, or operation of equipment shall be permitted.

"A maximum quantity of 200 1b (91 kg) of solid or 20 gal (76 L) of liquid Class 3 oxidizer is permitted where such materials are necessary for maintenance purposes,
operation, or sanitation of equipment. Storage containers and the manner of storage are required to be approved.

JGas cylinders not exceeding 20 scf® (0.57 m®) measured at 70°F (21°C) and 14.7 psi (101 kPa) are permitted in gas cabinets or fume hoods. [5000: Table 34.1.3.2(a) ]

Conversion. Where quantities are indicated in pounds and when the weight per gallon of the liquid is not provided to the AHJ, a conversion factor of 10 1b/gal
(1.2 kg/L) shall be used.
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PERMISSIBLE STORAGE AND USE LOCATIONS

400-23

Table 5.2.1.3 Maximum Allowable Quantities (MAQ) of Hazardous Materials per

Control Area in Educational Occupancies

Gas®
Material Class Solid Pounds Liquid Gallons™ (1b) (at NTP) scf (Ib)
Flammable and combustible liquid™* See note See note See note See note
Cryogenic fluid Flammable N/A 10 N/A
Oxidizing N/A 10 N/A
Explosives®8 See note See note See note See note
Flammable gas(’h Gaseous N/A N/A NP
Liquefied N/A N/A (20)
Liquefied Petroleum N/A N/A (20)
Consumer fireworks See note See note See note See note
Flammable solid N/A 5 N/A N/A
Oxidizers 4 NP NP N/A
3 10° 1! N/A
2 250 25 N/A
1 4,000 400 N/A
Oxidizing gash Gaseous N/A N/A NP
Liquefied N/A N/A Np"
Organic peroxides I NP NP N/A
11 NP NP N/A
111 25 (25) N/A
v NL NL N/A
A% NL NL N/A
Pyrophoric materials N/A 1 (1) NP
Unstable reactives 4 Va Ya NP
3 1 1 NP
2 10 10 Np"
1 NL NL NP
Water-reactive 3 1 (1) N/A
2 10 (10) N/A
1 NL NL N/A
Corrosives N/A 1,000 100 NP
Highly toxic N/A 3 (3) NP/
Toxic N/A 125 (125) NP/

For SI units, 11b =0.454 kg; 1 gal =3.785 L; 1 ft® = 0.0283 m®.

NTP: Normal temperature and pressure [measured at 70°F (21°C) and 14.7 psi (101 kPa)]. N/A: Not applicable. NP: Not permitted. NL: Not limited.

Note: The hazardous material categories and MAQs that are shaded in this table are not regulated by NFPA 400 but are provided here for informational purposes. See
Chapter 2 for the reference code or standard governing these materials and establishing the MAQs. In accordance with 1.1.1.2, materials having multiple hazards that
fall within the scope of NFPA 400 shall comply with NFPA 400.

“Unlimited amounts of gas are permitted to be used for personal medical or emergency medical use.

PStorage in excess of 10 gal (38 L) of Class T and Class 11 liquids combined or 60 gal (227 L) of Class ITIA liquids is permitted where stored in safety cabinets with an
aggregate quantity not to exceed 180 gal (681 L).

Fuel in the tank of operating mobile equipment is permitted to exceed the specified quantity where the equipment is operated in accordance with this code.

9The use of explosive materials required by federal, state, or municipal agencies while engaged in normal or emergency performance of duties is not required to be
limited. The storage of explosive materials is required to be in accordance with the requirements of NFPA 495, Explosive Materials Code.

“The storage and use of explosive materials in medicines and medicinal agents in the forms prescribed by the official United States Pharmacopeia or the National
Formulary are not required to be limited.

The storage and use of propellant-actuated devices or propellant-actuated industrial tools manufactured, imported, or distributed for their intended purposes are
required to be limited to 50 Ib (23 kg) net explosive weight.

8The storage and use of small arms ammunition, and components thereof, are permitted where in accordance with NFPA 495, Explosive Materials Code.

"Containers, cylinders, or tanks not exceeding 250 scf (7.1 m®) content measured at 70°F (21°C) and 14.7 psi (101 kPa) and used for maintenance purposes, patient
care, or operation of equipment shall be permitted.

'A maximum quantity of 200 1b (91 kg) of solid or 20 gal (76 L) of liquid Class 3 oxidizer is permitted where such materials are necessary for maintenance purposes,
operation, or sanitation of equipment. Storage containers and the manner of storage are required to be approved.

JThe permitted quantities are not limited in a building protected throughout by automatic sprinkler systems in accordance with NFPA 13, Standard for the Installation of
Sprinkler Systems.

kStorage in laboratories only; additional 20 Ib (9 kg) units are permitted where minimum 20 ft (6.1 m) separation is provided.

'Gas cylinders not exceeding 20 scf (0.57 m*) measured at 70°F (21°C) and 14.7 psi (101 kPa) are permitted in gas cabinets or fume hoods.

"Conversion. Where quantities are indicated in pounds and when the weight per gallon of the liquid is not provided to the AH]J, a conversion factor of 10 1b/gal
(1.2 kg/L) shall be used.
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400-24 HAZARDOUS MATERIALS CODE

Table 5.2.1.4 Maximum Allowable Quantities (MAQ) of Hazardous Materials per
Control Area in Day-Care Occupancies

Gas®
Material Class Solid Pounds Liquid Gallons® (Ib) (at NTP) scf (Ib)
Flammable and combustible liquid™* See note See note See note See note
Cryogenic fluid Flammable N/A 10 N/A
Oxidizing N/A 10 N/A
Explosives®<'# See note See note See note See note
Flammable gasth Gaseous N/A N/A N/A
Liquefied N/A N/A 20
Liquefied Petroleum N/A N/A (20)
Consumer fireworks See note See note See note See note
Flammable solid N/A 51b N/A N/A
Oxidizers 4 NP NP N/A
3 10* 1! N/A
2 250 25 N/A
1 4,000 400 N/A
Oxidizing gash Gaseous N/A N/A NpPh
Liquefied N/A N/A NP"
Organic peroxides 1 NP NP N/A
I NP NP N/A
111 25 (25) N/A
v NL NL N/A
\% NL NL N/A
Pyrophoric materials N/A 1 (1) NP
Unstable reactives 4 Yalb (Y4) 1b NP
3 1 (1) NP
2 10 (10) NP
1 NL NL NP
Water-reactive 3 1 (1) N/A
2 10 (10) N/A
1 NL NL N/A
Corrosives N/A 1,000 100 NP
Highly toxic N/A 3 (3) NP
Toxic N/A 125 (125) NP/

For SI units, 11b = 0.454 kg; 1 gal = 3.785 L.

NTP: Normal temperature and pressure [measured at 70°F (21°C) and 14.7 psi (101 kPa)]. N/A: Not applicable. NP: Not permitted. NL: Not limited.

Note: The hazardous material categories and MAQs that are shaded in this table are not regulated by NFPA 400 but are provided here for informational purposes. See
Chapter 2 for the reference code or standard governing these materials and establishing the MAQs. In accordance with 1.1.1.2, materials having multiple hazards that
fall within the scope of NFPA 400 shall comply with NFPA 400.

“Unlimited amounts of gas are permitted to be used for personal medical or emergency medical use.

PStorage in excess of 10 gal (38 L) of Class I and Class II liquids combined or 60 gal (227 L) of Class ITIA liquids is permitted where stored in safety cabinets with an
aggregate quantity not to exceed 180 gal (681 L).

“Fuel in the tank of operating mobile equipment is permitted to exceed the specified quantity where the equipment is operated in accordance with this code.

YThe use of explosive materials required by federal, state, or municipal agencies while engaged in normal or emergency performance of duties is not required to be
limited. The storage of explosive materials is required to be in accordance with the requirements of NFPA 495, Explosive Materials Code.

“The storage and use of explosive materials in medicines and medicinal agents in the forms prescribed by the official United States Pharmacopeia or the National
Formulary are not required to be limited.

'The storage and use of propellant-actuated devices or propellant-actuated industrial tools manufactured, imported, or distributed for their intended purposes are
required to be limited to 50 1b (23 kg) net explosive weight.

8Containers, cylinders, or tanks not exceeding 250 scf (7.1 m?) content measured at 70°F (21°C) and 14.7 psi (101 kPa) and used for maintenance purposes, patient
care, or operation of equipment shall be permitted.

"The permitted quantities are not limited in a building protected throughout by automatic sprinkler systems in accordance with NFPA 13, Standard for the Installation of
Sprinkler Systems.

'A maximum quantity of 200 1b (91 kg) of solid or 20 gal (76 L) of liquid Class 3 oxidizer is permitted where such materials are necessary for maintenance purposes,
operation, or sanitation of equipment. Storage containers and the manner of storage are required to be approved.

JGas cylinders not exceeding 20 scf (0.57 m*) measured at 70°F (21°C) and 14.7 psi (101 kPa) are permitted in gas cabinets or fume hoods.

“Conversion. Where quantities are indicated in pounds and when the weight per gallon of the liquid is not provided to the AHJ, a conversion factor of 10 1b/gal
(1.2 kg/L) shall be used.
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PERMISSIBLE STORAGE AND USE LOCATIONS 400-25

Table 5.2.1.5 Maximum Allowable Quantities (MAQ) of Hazardous Materials per
Control Area in Health Care Occupancies

Material Class Solid Pounds Liquid Gallons* (Ib) Gas® (at NTP) scf (Ib)
Flammable and combustible liquid™* See note See note See note
Cryogenic fluid Flammable N/A 10 N/A
Oxidizing N/A 10 N/A
Explosives®" See note See note See note See note
Flammable gas“# Gaseous N/A N/A NP
Liquefied N/A N/A (20)
Liquefied N/A N/A (20)
Petroleum
Consumer fireworks See note See note See note See note
Flammable solid N/A 5 N/A N/A
Oxidizers 4 NP NP N/A
3 10" 1" N/A
2 250 25 N/A
1 4,000 400' N/A
Oxidizing gash Gaseous N/A N/A NP"
Liquefied N/A N/A NP"
Organic peroxides 1 NP NP N/A
I NP NP N/A
111 25 25 N/A
v NL NL N/A
\% NL NL N/A
Pyrophoric materials N/A NP NP NP
Unstable reactives 4 NP NP NP
3 NP NP NP
2 10 10 NP8
1 NL NL NP
Water-reactive 3 1 1 N/A
2 10 10 N/A
1 NL NL N/A
Corrosives N/A 1,000 100 NP
Highly toxic N/A 3 3 NP
Toxic N/A 125 125 NP!

For SI units, 1 1b = 0.454 kg; 1 gal = 3.785 L.

NTP: Normal temperature and pressure [measured at 70°F (21°C) and 14.7 psi (101 kPa)]. N/A: Not applicable. NP: Not permitted. NL: Not limited.

Note: The hazardous material categories and MAQs that are shaded in this table are not regulated by NFPA 400 but are provided here for informational purposes. See
Chapter 2 for the reference code or standard governing these materials and establishing the MAQs. In accordance with 1.1.1.2, materials having multiple hazards that
fall within the scope of NFPA 400 shall comply with NFPA 400.

“Unlimited amounts of gas are permitted to be used for personal medical or emergency medical use.

PStorage in excess of 10 gal (38 L) of Class T and Class 11 liquids combined or 60 gal (227 L) of Class ITIA liquids is permitted where stored in safety cabinets with an
aggregate quantity not to exceed 180 gal (681 L).

Fuel in the tank of operating mobile equipment is permitted to exceed the specified quantity where the equipment is operated in accordance with this code.

9The use of explosive materials required by federal, state, or municipal agencies while engaged in normal or emergency performance of duties is not required to be
limited. The storage of explosive materials is required to be in accordance with the requirements of NFPA 495, Explosive Materials Code.

“The storage and use of explosive materials in medicines and medicinal agents in the forms prescribed by the official United States Pharmacopeia or the National
Formulary are not required to be limited.

The storage and use of propellant-actuated devices or propellant-actuated industrial tools manufactured, imported, or distributed for their intended purposes are
required to be limited to 50 Ib (23 kg) net explosive weight.

SContainers, cylinders, or tanks not exceeding 250 scf (7.1 m?) content measured at 70°F (21°C) and 14.7 psi (101 kPa) and used for maintenance purposes, patient
care, or operation of equipment shall be permitted.

"A maximum quantity of 200 Ib (91 kg) of solid or 20 gal (76 L) of liquid Class 3 oxidizer is permitted where such materials are necessary for maintenance purposes,
operation, or sanitation of equipment. Storage containers and the manner of storage are required to be approved.

'The permitted quantities are not limited in a building protected throughout by automatic sprinkler systems in accordance with NFPA 13, Standard for the Installation of
Sprinkler Systems.

JGas cylinders not exceeding 20 scf (0.57 m?) measured at 70°F (21°C) and 14.7 psi (101 kPa) are permitted in gas cabinets or fume hoods.

¥Conversion. Where quantities are indicated in pounds and when the weight per gallon of the liquid is not provided to the AHJ, a conversion factor of 10 Ib/gal
(1.2 kg/L) shall be used.
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400-26

HAZARDOUS MATERIALS CODE

Table 5.2.1.6 Maximum Allowable Quantities (MAQ) of Hazardous Materials per

Control Area in Ambulatory Health Care Occupancies

Gas®
Material Class Solid Pounds Liquid Gallons* (Ib) (at NTP) scf (Ib)
Flammable and combustible liquid™* See note See note See note See note
Cryogenic fluid Flammable N/A 10 N/A
Oxidizing N/A 10 N/A
Explosives® <" See note See note See note See note
Flammable gas“® Gaseous N/A N/A NP
Liquefied N/A N/A (20)
Liquefied Petroleum N/A N/A (20)
Consumer fireworks See note See note See note See note
Flammable solid N/A 5 N/A N/A
Oxidizers 4 NP NP NP
3 10" 1" NP
2 250 25 NP
1 4,000 400 NP
Oxidizing galsh Gaseous N/A N/A NP"
Liquefied N/A N/A NP"
Organic peroxides 1 NP NP N/A
1T NP NP N/A
111 25 (25) N/A
v NL NL N/A
\% NL NL N/A
Pyrophoric materials N/A NP NP NP
Unstable reactives 4 NP NP NP
3 NP NP NP
2 10 10 NP8
1 NL NL NP
Water-reactive 3 1 (1) N/A
2 10 10 N/A
1 NL NL N/A
Corrosives N/A 1,000 100 NP
Highly toxic N/A 3 (3) NP
Toxic N/A 125 (125) NP/

For SI units, 11b = 0.454 kg; 1 gal = 3.785 L.

NTP: Normal temperature and pressure [70°F (21°C) and 14.7 psi (101 kPa)]. N/A: Not applicable. NP: Not permitted. NL: Not limited.

Note: The hazardous material categories and MAQs that are shaded in this table are not regulated by NFPA 400 but are provided here for informational purposes. See
Chapter 2 for the reference code or standard governing these materials and establishing the MAQs. In accordance with 1.1.1.2, materials having multiple hazards that
fall within the scope of NFPA 400 shall comply with NFPA 400.

“Unlimited amounts of gas are permitted to be used for personal medical or emergency medical use.

PStorage in excess of 10 gal (38 L) of Class I and Class II liquids combined or 60 gal (227 L) of Class ITIA liquids is permitted where stored in safety cabinets with an
aggregate quantity not to exceed 180 gal (681 L).

“Fuel in the tank of operating mobile equipment is permitted to exceed the specified quantity where the equipment is operated in accordance with this code.

YThe use of explosive materials required by federal, state, or municipal agencies while engaged in normal or emergency performance of duties is not required to be
limited. The storage of explosive materials is required to be in accordance with the requirements of NFPA 495, Explosive Materials Code.

“The storage and use of explosive materials in medicines and medicinal agents in the forms prescribed by the official United States Pharmacopeia or the National
Formulary are not required to be limited.

'The storage and use of propellant-actuated devices or propellant-actuated industrial tools manufactured, imported, or distributed for their intended purposes are
required to be limited to 50 1b (23 kg) net explosive weight.

8Containers, cylinders, or tanks not exceeding 250 scf (7.1 m?) content measured at 70°F (21°C) and 14.7 psi (101 kPa) and used for maintenance purposes, patient
care, or operation of equipment shall be permitted.

A maximum quantity of 200 Ib (91 kg) of solid or 20 gal (76 L) of liquid Class 3 oxidizer is permitted where such materials are necessary for maintenance purposes,
operation, or sanitation of equipment. Storage containers and the manner of storage are required to be approved.

"The permitted quantities are not limited in a building protected throughout by automatic sprinkler systems in accordance with NFPA 13, Standard for the Installation of
Sprinkler Systems.

JGas cylinders not exceeding 20 scf (0.57 m*) measured at 70°F (21°C) and 14.7 psi (101 kPa) are permitted in gas cabinets or fume hoods.

“Conversion. Where quantities are indicated in pounds and when the weight per gallon of the liquid is not provided to the AHJ, a conversion factor of 10 1b/gal
(1.2 kg/L) shall be used.
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Table 5.2.1.7 Maximum Allowable Quantities (MAQ) of Hazardous Materials per
Control Area in Detention and Correctional Occupancies™

Material Class Solid Pounds Liquid Gallons* (Ib) Gas® (at NTP) scf (Ib)
Flammable and combustible liquid™* See note See note See note See note
Cryogenic fluid Flammable N/A 10 N/A
Oxidizing N/A 10 N/A
Explosives®*8 See note See note See note See note
Flammable gas" Gaseous N/A N/A NP
Liquefied N/A N/A (20)
Liquefied N/A N/A (20)
Petroleum
Consumer fireworks See note See note See note See note
Flammable solid N/A 5 N/A N/A
Oxidizers 4 NP NP N/A
3 10* I N/A
2 250 25 N/A
1 4,000 400 N/A
Oxidizing gash Gaseous N/A N/A NP
Liquefied N/A N/A N/A
Organic peroxides I NP NP N/A
1I NP NP N/A
11 25 (25) N/A
v NL NL N/A
v NL NL N/A
Pyrophoric materials NA 1 (1) NP
Unstable reactives 4 1/4 (1/4) NP
3 1 (1) NP
2 10 10 NP"
1 NL NL NP
Water-reactive 3 1 (1) N/A
2 10 (10) N/A
1 NL NL N/A
Corrosives N/A 1,000 100 NP
Highly toxic N/A 3 3 NP
Toxic N/A 125 125 NP

For SI units, 1 1b = 0.454 kg; 1 gal = 3.785 L.

NTP: Normal temperature and pressure [measured at 70°F (21°C) and 14.7 psi (101 kPa)]. N/A: Not applicable. NP: Not permitted. NL: Not limited.

Note: The hazardous material categories and MAQs that are shaded in this table are not regulated by NFPA 400 but are provided here for informational purposes. See
Chapter 2 for the reference code or standard governing these materials and establishing the MAQs. In accordance with 1.1.1.2, materials having multiple hazards that
fall within the scope of NFPA 400 shall comply with NFPA 400.

“Unlimited amounts of gas are permitted to be used for personal medical or emergency medical use.

PStorage in excess of 10 gal (38 L) of Class T and Class 11 liquids combined or 60 gal (227 L) of Class ITIA liquids is permitted where stored in safety cabinets with an
aggregate quantity not to exceed 180 gal (681 L).

Fuel in the tank of operating mobile equipment is permitted to exceed the specified quantity where the equipment is operated in accordance with this code.

9The use of explosive materials required by federal, state, or municipal agencies while engaged in normal or emergency performance of duties is not required to be
limited. The storage of explosive materials is required to be in accordance with the requirements of NFPA 495, Explosive Materials Code.

“The storage and use of explosive materials in medicines and medicinal agents in the forms prescribed by the official United States Pharmacopeia or the National
Formulary are not required to be limited.

The storage and use of propellant-actuated devices or propellant-actuated industrial tools manufactured, imported, or distributed for their intended purposes are
required to be limited to 50 Ib (23 kg) net explosive weight.

8The storage and use of small arms ammunition, and components thereof, are permitted where in accordance with NFPA 495, Explosive Materials Code.

"Containers, cylinders, or tanks not exceeding 250 scf (7.1 m®) content measured at 70°F (21°C) and 14.7 psi (101 kPa) and used for maintenance purposes, patient
care, or operation of equipment shall be permitted.

'A maximum quantity of 200 1b (91 kg) of solid or 20 gal (76 L) of liquid Class 3 oxidizer is permitted where such materials are necessary for maintenance purposes,
operation, or sanitation of equipment. Storage containers and the manner of storage are required to be approved.

JGas cylinders not exceeding 20 scf (0.57 m*) measured at 70°F (21°C) and 14.7 psi (101 kPa) are permitted in gas cabinets or fume hoods.

¥Conversion. Where quantities are indicated in pounds and when the weight per gallon of the liquid is not provided to the AHJ, a conversion factor of 10 Ib/gal
(1.2 kg/L) shall be used.
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Table 5.2.1.8 Maximum Allowable Quantities of Hazardous Materials per Control
Area in Residential Occupancies Consisting of Lodging and Rooming Houses, Hotels,
Dormitories, Apartments, and Residential Board and Care Facilities

Material Class Solid Pounds Liquid Gallons' (Ib) Gas® (at NTP) scf (Ib)
Flammable and combustible liquid™* See note See note See note See note
Cryogenic fluid Flammable N/A 10 N/A
Oxidizing N/A 10 N/A
Explosives®-*8 See note See note See note See note
Flammable gaLsth Gaseous ) N/A N/A NP
Liquefied N/A N/A (20)
Liquefied Petroleum N/A N/A (20)
Consumer fireworks See note See note See note See note
Flammable solid N/A 5 N/A N/A
Oxidizers 4 NP NP N/A
3 10 1 N/A
2 250 25 N/A
1 4,000 400 N/A
Oxidizing gash Gaseous N/A N/A NP"
Liquefied N/A NL N/A
Organic peroxides I NP NP N/A
11 NP NP N/A
111 25 (25) N/A
v NL NL N/A
\% NL NL N/A
Pyrophoric materials N/A 1 (1) NP
Unstable reactives 4 Ya (Va) NP
3 1 (1) NP
2 10 (10) NpP?
1 NL NL NP
Water-reactive 3 1 (1) N/A
2 10 (10) N/A
1 NL NL N/A
Corrosives N/A 1,000 100 NP
Highly toxic N/A 3 (3) NP*
Toxic N/A 125 (125) NP

For SI units, 1 1b = 0.454 kg; 1 gal = 3.785 L.

NTP: Normal temperature and pressure [measured at 70°F (21°C) and 14.7 psi (101 kPa)]. N/A: Not applicable. NP: Not permitted. NL: Not limited.

Note: The hazardous material categories and MAQs that are shaded in this table are not regulated by NFPA 400 but are provided here for informational purposes. See
Chapter 2 for the reference code or standard governing these materials and establishing the MAQs. In accordance with 1.1.1.2, materials having multiple hazards that
fall within the scope of NFPA 400 shall comply with NFPA 400.

“Unlimited amounts of gas are permitted to be used for personal medical or emergency medical use.

bStorage in excess of 10 gal (38 L) of Class I and Class II liquids combined or 60 gal (227 L) of Class IIIA liquids are permitted where stored in safety cabinets with an
aggregate quantity not to exceed 180 gal (681 L).

“Fuel in the tank of operating mobile equipment is permitted to exceed the specified quantity where the equipment is operated in accordance with this code.

“The use of explosive materials required by federal, state, or municipal agencies while engaged in normal or emergency performance of duties is not required to be
limited. The storage of explosive materials is required to be in accordance with the requirements of NFPA 495, Explosive Materials Code.

“The storage and use of explosive materials in medicines and medicinal agents in the forms prescribed by the official United States Pharmacopeia or the National
Formulary are not required to be limited.

The storage and use of propellant-actuated devices or propellant-actuated industrial tools manufactured, imported, or distributed for their intended purposes are
required to be limited to 50 Ib (23 kg) net explosive weight.

8The storage and use of small arms ammunition, and components thereof, are permitted where in accordance with NFPA 495, Explosive Materials Code.

}’Containers, cylinders, or tanks not exceeding 250 scf (7.1 m?®) content measured at 70°F (21°C) and 14.7 psi (101 kPa) and used for maintenance purposes, patient
care, or operation of equipment shall be permitted.

'A maximum quantity of 200 1b (91 kg) of solid or 20 gal (76 L) of liquid Class 3 oxidizer is permitted where such materials are necessary for maintenance purposes,
operation, or sanitation of equipment. Storage containers and the manner of storage are required to be approved.

JStorage containers are not permitted to exceed 0.325 ft* (0.0092 m®) capacity.

KGas cylinders not exceeding 20 scf (0.57 m?) measured at 70°F (21°C) and 14.7 psi (101 kPa) are permitted in gas cabinets or fume hoods.

IConversion. Where quantities are indicated in pounds and when the weight per gallon of the liquid is not provided to the AHJ, a conversion factor of 10 1b/gal
(1.2 kg/L) shall be used.
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Table 5.2.1.10.1 Maximum Allowable Quantities (MAQ) of Hazardous Materials per
Control Area in Business Occupancies

Material Class Solid Pounds Liquid Gallons (Ib) Gas™ (at NTP) scf (Ib)
Flammable and combustible liquid™* See note See note See note See note
Cryogenic fluid Flammable N/A 10 N/A
Oxidizing N/A 10 N/A
Explosives® 8 See note See note See note See note
Flammable gas® Gaseous N/A N/A 1000
Liquefied N/A N/A (20)
Liquefied Petroleum N/A N/A (20)
Consumer fireworks See note See note See note See note
Flammable solid N/A 5 N/A N/A
Oxidizers 4 NP NP NP
3 10" 1" NP
2 250 25 NP
1 4,000 400 NP
Oxidizing gas Gaseous N/A N/A 1500
Liquefied NA 15 N/A
Organic peroxides I NP NP N/A
11 NP NP N/A
11 1500 1500 N/A
v 100,000 100,000 N/A
A% NL NL N/A
Pyrophoric materials N/A 1 (1) 10
Unstable reactives 4 Va (Va) 2
3 1 (1) 10
2 10 (10) 750
1 NL NL NL
Water-reactive 3 1 (1) N/A
2 10 (10) N/A
1 NL NL N/A
Corrosives N/A 1000 (100) 810
Highly toxic' N/A 3 (3) 20
Toxic! N/A 125 (125) 810

For SI units, 1 1b =0.454 kg; 1 gal =3.785 L; 1 scf® = 0.0283 m®.

NTP: Normal temperature and pressure [measured at 70°F (21°C) and 14.7 psi (101 kPa)]. N/A: Not applicable. NP: Not permitted. NL: Not limited.

Note: The hazardous material categories and MAQs that are shaded in this table are not regulated by NFPA 400 but are provided here for informational purposes. See
Chapter 2 for the reference code or standard governing these materials and establishing the MAQs. In accordance with 1.1.1.2, materials having multiple hazards that
fall within the scope of NFPA 400 shall comply with NFPA 400.

“Unlimited amounts of gas are permitted to be used for personal medical or emergency medical use.

bStorage in excess of 10 gal (38 L) of Class I and Class II liquids combined or 60 gal (227 L) of Class IIIA liquids is permitted where stored in safety cabinets with an
aggregate quantity not to exceed 180 gal (681 L).

“Fuel in the tank of operating mobile equipment is permitted to exceed the specified quantity where the equipment is operated in accordance with this code.

The use of explosive materials required by federal, state, or municipal agencies while engaged in normal or emergency performance of duties is not required to be
limited. The storage of explosive materials is required to be in accordance with the requirements of NFPA 495, Explosive Materials Code.

“The storage and use of explosive materials in medicines and medicinal agents in the forms prescribed by the official United States Pharmacopeia or the National
Formulary are not required to be limited.

The storage and use of propellant-actuated devices or propellant-actuated industrial tools manufactured, imported, or distributed for their intended purposes are
required to be limited to 50 1b (23 kg) net explosive weight.

8The storage and use of small arms ammunition, and components thereof, are permitted where in accordance with NFPA 495, Explosive Materials Code.

"A maximum quantity of 200 1b (91 kg) of solid or 20 gal (76 L) of liquid Class 3 oxidizer is permitted where such materials are necessary for maintenance purposes,
operation, or sanitation of equipment. Storage containers and the manner of storage are required to be approved.

'Gas cylinders not exceeding 20 scf (0.57 m®) measured at 70°F (21°C) and 14.7 psi (101 kPa) are permitted in gas cabinets or fume hoods.

JConversion. Where quantities are indicated in pounds and when the weight per gallon of the liquid is not provided to the AHJ, a conversion factor of 10 Ib/gal
(1.2 kg/L) shall be used.
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5.2.1.13 Special Quantity Limits for Mercantile, Industrial,
and Storage Occupancies.

5.2.1.13.1 General. Where storage in mercantile, industrial,
and storage occupancies is in compliance with all of the spe-
cial controls set forth in 5.2.1.13.2, the MAQ of selected haz-
ardous materials shall be permitted to be increased in accor-
dance with 5.2.1.13.3.

5.2.1.13.2 Special Controls Required for Increased Quanti-
ties. Where quantities of hazardous materials are increased in
accordance with 5.2.1.13.3, such materials shall be stored in
accordance with the following limitations:

(1) Storage and display of solids shall not exceed 200 Ib/ft®
(976.4 kg/m®) of floor area actually occupied by solid
merchandise.

(2) Storage and display of liquids shall not exceed 20 gal/ft*
(76 L/m?) of floor area actually occupied by liquid mer-
chandise.

(8) Storage and display height shall not exceed 6 ft (1.8 m)
above the finished floor.

(4) Individual containers less than 5 gal (19 L) or less than
25 Ib (11 kg) shall be stored or displayed on pallets,
racks, or shelves.

(5) Racks and shelves used for storage or display shall be in
accordance with 6.1.13.

(6) Containers shall be listed or approved for the intended use.

(7) Individual containers shall not exceed 100 1Ib (45.4 kg)
capacity for solids or a 10 gal (38 L) capacity for liquids.

(8) Incompatible materials shall be separated in accordance
with 6.1.12.

(9) Except for surfacing, floors shall be of noncombustible
construction.

(10) Aisles 4 ft (1.2 m) in width shall be maintained on three
sides of the storage or display area.

(11) Hazard identification signs shall be provided in accor-
dance with 6.1.8.

5.2.1.13.3 Special Maximum Allowable Quantity Increases
for Storage in Mercantile, Storage, and Industrial Occupan-
cies. The aggregate quantity of nonflammable solid and non-
flammable or noncombustible liquid hazardous materials per-
mitted within a single control area of a mercantile, storage, or
industrial occupancy shall be permitted to exceed the MAQ
specified in Table 5.2.1.1.3, without complying with Protec-
tion Level 2, Protection Level 3, or Protection Level 4, pro-
vided that the quantities comply with Table 5.2.1.13.3(a) and
Table 5.2.1.13.3(b) and that materials are displayed and
stored in accordance with the special limitations in 5.2.1.13.2.

5.2.2 Construction Requirements for Control Areas.

5.2.2.1 Number of Control Areas. The maximum number of
control areas within a building shall be in accordance with
Table 5.2.2.1.

5.2.2.2 Where only one control area is present in a building,
no special construction provisions shall be required.

5.2.2.3 Where more than one control area is present in a
building, control areas shall be separated from each other by
fire barriers in accordance with Table 5.2.2.1.

5.3 Protection Levels.

5.3.1 Where the quantity of hazardous materials in storage or
use exceeds the MAQ for indoor control areas as set forth in
Section 5.2, the occupancy shall comply with the requirements
for protection level 1, protection level 2, protection level 3, or

\

@ 2013 Edition

Full document details: NFPA 400 2013

Table 5.2.1.13.3(a) Maximum Allowable Quantity (MAQ)
per Indoor and Outdoor Control Area for Selected Hazard
Categories in Mercantile, Storage, and Industrial
Occupancies

Maximum Allowable Quantity™®

Solids Liquids
Hazard
Category Ib kg gal L

Physical Hazard Materials: Nonflammable and
Noncombustible Solids and Liquids

Oxidizers
Class 3 1,150 522 115 435
Class 2 2,250 1021 225 852
Class 1 18,000 8165 1,800¢ 6814¢

Note: Maximum quantities for hazard categories not shown are re-
quired to be in accordance with Table 5.2.1.1.3.

“Maximum quantities are permitted to be increased 100 percent in
buildings that are sprinklered in accordance with NFPA 13, Standard
Jfor the Installation of Sprinkler Systems. Where footnote b also applies, the
increase for both footnotes is permitted to be applied.

"Maximum quantities are permitted to be increased 100 percent
where stored in approved storage cabinets in accordance with NFPA 1,
Fire Code. Where footnote (a) also applies, the increase for both foot-
notes is permitted to be applied.

“Quantities are not limited in buildings protected by an automatic
sprinkler system complying with NFPA 13. [5000: Table 34.1.3.3.1(a) ]

protection level 4, as required for the material in storage or
use as defined in 6.2.2 through 6.2.5.

5.3.2 Protection level 5 shall apply to semiconductor fabrica-
tion facilities where required by the building code.

5.3.3 Protection Level 1.

5.3.3.1 Buildings containing quantities of hazardous materi-
als exceeding the MAQ of high hazard level 1 contents permit-
ted in control areas shall comply with applicable regulations
for protection level 1, as set forth in the applicable sections of
Chapter 6, Chapters 11 through 21, and the building code.

5.3.3.2 High hazard level 1 contents shall include materials
that present a detonation hazard as defined in 4.2.1.2.1.

5.3.4 Protection Level 2.

5.3.4.1 Buildings, and portions thereof, containing quanti-
ties of hazardous materials exceeding the MAQ of high hazard
level 2 contents permitted in control areas shall comply with
applicable regulations for protection level 2, as set forth in the
applicable sections of Chapter 6, Chapters 11 through 21, and
the building code.

5.3.4.2 High hazard level 2 contents shall include materials
that present a deflagration hazard or a hazard from acceler-
ated burning as defined in 4.2.1.2.2.

5.3.5 Protection Level 3.

5.3.5.1 Buildings, and portions thereof, containing quanti-
ties of hazardous materials exceeding the MAQ of high hazard
level 3 contents permitted in control areas shall comply with
applicable regulations for protection level 3, as set forth in the
applicable sections of Chapter 6, Chapters 11 through 21, and
the building code.
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Table 5.2.1.13.3(b) Maximum Allowable Quantity (MAQ)
per Indoor and Outdoor Control Area for Selected Hazard
Categories in Mercantile and Storage Occupancies

Maximum Allowable Quantity™>*

Solids Liquids
Hazard Category 1b kg gal L
Physical Hazard Materials: Nonflammable and
Noncombustible Solids and Liquids
Unstable (reactive)
Class 3 550 250 55 208
Class 2 1,150 522 115 435
Water-reactive
Class 3 550 250 55 208
Class 2 1,150 522 115 435
Health Hazard Materials: Nonflammable and
Noncombustible Solids and Liquids
Corrosive 10,000 4536 1,000 3785
Highly toxic? 20 9 2 8
Toxic! 1,000 454 100 378

“Maximum quantities for hazard categories not shown are required to
be in accordance with Table 5.2.1.1.3.

PMaximum quantities are permitted to be increased 100 percent in
buildings that are sprinklered in accordance with NFPA 13, Standard
Jor the Installation of Sprinkler Systems. Where footnote b also applies, the
increase for both footnotes can be applied.

‘Maximum quantities are permitted to be increased 100 percent
where stored in approved storage cabinets in accordance with NFPA 1,
Fire Code. Where footnote (a) also applies, the increase for both foot-
notes is permitted to be applied. [5000:Table 34.1.3.3.1(b)]

9Toxic or highly toxic solids or liquids displayed in original packaging in
mercantile or storage occupancies and intended for maintenance, opera-
tion of equipment, or sanitation when contained in individual packaging
not exceeding 100 1b (45.4 kg) shall be limited to an aggregate of 1200 Ib
(544.3 kg) or 220 gal (832.8 ). The increases allowed by footnotes a, b,
and c shall not apply to highly toxic solids and liquids.

5.3.5.2 High hazard level 3 contents shall include materials
that readily support combustion or present a physical hazard
as defined in 4.2.1.2.3.

5.3.6 Protection Level 4.

5.3.6.1 Buildings, and portions thereof, containing quanti-
ties of hazardous materials exceeding the MAQ of high hazard
level 4 contents permitted in control areas shall comply with
applicable regulations for protection level 4, as set forth in the
applicable sections of Chapter 6, Chapters 11 through 21, and
the building code.

5.3.6.2 High hazard level 4 contents shall include materials
that are acute health hazards as defined in 4.2.1.2.4.

5.3.7 Detached Building Required for High Hazard Level 2
and High Hazard Level 3 Materials. Buildings required to
comply with protection level 2 or 3 and containing quantities
of high hazard contents exceeding the quantity limits set forth
in Table 5.3.7 shall be in accordance with 6.2.3.4 or 6.2.4.4, as
applicable.

Full document details: NFPA 400 2013

Table 5.2.2.1 Design and Number of Control Areas

Maximum
Allowable = Number of
Quantity per  Control  Fire Resistance
Control Area Areas per  Rating for Fire
Floor Level (%)* Floor Barrierst (hr)
Above grade
>9 5.0 1 2
7-9 5.0 2 2
4-6 12.5 2 2
3 50.0 2 1
2 75.0 3 1
1 100.0 4 1
Below grade
1 75.0 3 1
2 50.0 2 1
Lower than 2 NP NP N/A

NP: Not permitted. N/A: Not applicable.

*Percentages represent the MAQ per control area shown in Table
5.2.1.1.3, with all the increases permitted in the footnotes of that table.
TFire barriers are required to include floors and walls, as necessary, to
provide a complete separation from other control areas.

Table 5.3.7 High Hazard Level 2 and High Hazard Level 3
Materials — Detached Building Required

Maximum Quantity

Without a Detached
Building
Solids
and Gases scf
Liquids (Nm®)
Material Class (tons) [m3]*
Individual bulk N/A N/A 15,000
compressed gas (425)
systems
Oxidizers 3 1,200 N/A
2 2,000 N/A
Organic peroxides I 25 N/A
11T 50 N/A
Unstable (reactive) 3, 1 2,000 (57)
materials nondetonable
2 25 10,000
(283)
Water-reactive 3 1 N/A
materials
2, 25 N/A
deflagrating
Pyrophoric gases N/A 2,000 (57)

For SI units, 1 ton = 0.9 met ton.
N/A: Not applicable.

[55: Table 6.5]

*See Table 21.2.5.
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5.4 Outdoor Areas.
5.4.1 Outdoor Control Areas.
5.4.1.1 General.

5.4.1.1.1 Hazardous materials shall be permitted to be stored
or used in outdoor control areas in accordance with 5.4.1.2
and 5.4.1.3.

5.4.1.1.2 Where storage or use is in an outdoor control area,
compliance with the outdoor storage and use requirements in
Chapters 11 through 21 shall not be required.

5.4.1.2 Maximum Allowable Quantity per Outdoor Control
Area. Maximum allowable quantities of hazardous materials

in an outdoor control area shall be as specified in Table
5.2.1.13.3(a) and Table 5.2.1.13.3(b) or Table 5.4.1.2.

5.4.1.3 Number of Outdoor Control Areas.

5.4.1.3.1 Asingle outdoor control area shall be permitted on
any property.

5.4.1.3.2 Where a property exceeds 10,000 ft* (929 m?), a
group of two outdoor control areas shall be permitted where
approved and where each control area is separated by a mini-
mum distance of 50 ft (15 m).

5.4.1.3.3 Where a property exceeds 35,000 ft* (3252 m?®), ad-
ditional groups of outdoor control areas shall be permitted
where approved, provided that each group is separated by a
minimum distance of 300 ft (91 m).

5.4.2 Outdoor Storage and Use Areas. Where the quantity of
hazardous materials in outdoor storage or use exceeds the
MAQ for outdoor control areas as set forth in Table 5.4.1.2,
the outdoor area shall comply with the applicable outdoor
requirements of Chapter 6 and Chapters 11 through 21.

Chapter 6 Fundamental Requirements

6.1 General Requirements.

6.1.1 Applicability. Storage, use, and handling of hazardous
materials in any quantity shall comply with Section 6.1.

6.1.1.1* Storage of hazardous materials in quantities exceeding
the MAQ) set forth in Chapter 5 shall comply with Section 6.2 and
the applicable material specific requirements in Chapters 11
through 21.

6.1.1.2* The use, dispensing, and handling of hazardous ma-
terials in quantities exceeding the MAQ set forth in Chapter 5
shall comply with Section 6.3 and the applicable material spe-
cific requirements in Chapters 11 through 21.

6.1.2* Material Safety Data Sheets (MSDS). Material safety data
sheets (MSDS) shall be available on the premises for hazardous
materials regulated by this code. When approved, MSDSs shall be
permitted to be retrievable by electronic access.

6.1.3 Release of Hazardous Materials.

6.1.3.1 Prohibited Releases. Hazardous materials shall not be
released into a sewer, storm drain, ditch, drainage canal, lake,
river, or tidal waterway; upon the ground, a sidewalk, a street,
or a highway; or into the atmosphere, unless such release is
permitted by the following:
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(1) Federal, state, or local governing regulations

(2) Permits of the jurisdictional air quality management board

(3) National Pollutant Discharge Elimination System permit

(4) Waste discharge requirements established by the jurisdic-
tional water quality control board

(5) Sewer pretreatment requirements for publicly or privately
owned treatment works

6.1.3.2 Control and Mitigation of Unauthorized Releases.
Provisions shall be made for controlling and mitigating unau-
thorized releases.

6.1.3.3 Records of Unauthorized Releases. Accurate records
of the unauthorized release of hazardous materials shall be
kept by the permittee.

6.1.3.4* Notification of Unauthorized Releases. The fire de-
partment shall be notified immediately or in accordance with
approved emergency procedures when an unauthorized release
becomes reportable under state, federal, or local regulations.

6.1.3.5 Container Failure. When an unauthorized release due
to primary container failure is discovered, the involved pri-
mary container shall be repaired or removed from service.

6.1.3.6 Overpack Containers. Overpack containers shall be
permitted to be used as a means to provide protection for
primary containers to be transported for repair or removal
from service.

6.1.3.7 Responsibility for Cleanup of Unauthorized Releases.

6.1.3.7.1 The person, firm, or corporation responsible for an
unauthorized release shall institute and complete all actions
necessary to remedy the effects of such unauthorized release,
whether sudden or gradual, at no cost to the AHJ.

6.1.3.7.2 When deemed necessary by the AHJ, cleanup of an
unauthorized release shall be permitted to be initiated by the
fire department or by an authorized individual or firm, and
costs associated with such cleanup shall be borne by the
owner, operator, or other person responsible for the unautho-
rized release.

6.1.4% Personnel Training. Persons in areas where hazardous
materials are stored, dispensed, handled, or used shall be trained
in the hazards of the materials employed and actions required by
the emergency plan. The level of training to be conducted shall
be consistent with the responsibilities of the persons to be trained
in accordance with 6.1.4.1 through 6.1.4.5.

6.1.4.1 Awareness. The training provided for persons desig-
nated in 6.1.4 shall include awareness training in accordance
with 6.1.4.1.1 through 6.1.4.1.3.

6.1.4.1.1 Completion. Initial training shall be completed prior
to beginning work in the work area.

6.1.4.1.2 Hazard Communications. Training shall be provided
prior to beginning work in the work area to enable personnel to
recognize and identify hazardous materials stored, dispensed,
handled, or used on site and where to find safety information
pertaining to the hazards of the materials employed.

6.1.4.1.3 Emergency Plan. Training shall be provided prior to
beginning work in the work area to enable personnel to imple-
ment the emergency plan.

6.1.4.2 Operations Personnel. Persons engaged in storing, us-
ing, or handling hazardous materials shall be designated as
operations personnel and shall be trained in accordance with
6.1.4.1 and 6.1.4.2.1 through 6.1.4.2.6.
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Table 5.4.1.2 Maximum Allowable Quantities of Hazardous Materials per Outdoor Control Area

Storage Use — Closed Systems Use — Open Systems
Liquid Liquid Liquid
Solid Gallons Gas scf Solid Gallons Gas scf Solid Gallons
Material Class Pounds (Ib) (Ib) Pounds (Ib) (Ib) Pounds (Ib)
Physical Hazard Materials
Flammable gas
Gaseous N/A N/A 3000 N/A N/A 1500 N/A N/A
Liquefied N/A N/A (300) N/A N/A (150) N/A N/A
Flammable solid 500 N/A N/A 250 N/A N/A 50 N/A
Organic peroxide Detonable 1 (1) N/A Va (Va) N/A Ya (Va)
Organic peroxide 1 20 20 N/A 10 (10) N/A 2 2
11 200 200 N/A 100 (100) N/A 20 20
111 500 500 N/A 250 (250) N/A 50 50
v NL NL N/A NL NL N/A NL NL
\% NL NL N/A NL NL N/A NL NL
Oxidizer 4 2 (2) N/A 1 (V4) N/A Vi (V4)
3 40 (40) N/A 20 (2) N/A 2 (2)
2 1000 (1000) N/A 500 (250) N/A 50 (50)
1 NL NL N/A NL NL N/A NL NL
Oxidizing gas
Gaseous N/A N/A 6000 N/A N/A 6000 N/A N/A
Liquefied N/A N/A (600) N/A N/A (300) N/A N/A
Pyrophoric 8 (8) 100 4 (4) 10 0 0
Unstable (reactive) 4 2 (2) 20 1 (1) 2 Va (V4)
3 20 (20) 200 10 (10) 10 1 (1)
2 200 (200) 1000 100 (100) 250 10 (10)
1 NL NL 1500 NL NL NL NL NL
Water-reactive 3 20 (20) N/A 10 (10) N/A 1 (1)
2 200 (200) N/A 100 (100) N/A 10 (10)
1 NL NL N/A NL NL N/A NL NL
Health Hazard Materials
Corrosive 20000 2000 N/A 10000 1000 N/A 1000 100
Corrosive gas
Gaseous N/A N/A 1620 N/A N/A 810 N/A N/A
Liquefied N/A N/A (300) N/A N/A (150) N/A N/A
Highly toxic 20 (20) N/A 10 (10) N/A 3 (3)
Highly toxic gas
Gaseous N/A N/A 40* N/A N/A 20* N/A N/A
Liquefied N/A N/A (8)* N/A N/A (4)* N/A N/A
Toxic 1000 (1000) N/A 500 50 N/A 125 (125)
Toxic gas
Gaseous N/A N/A 1620 N/A N/A 810 N/A N/A
Liquefied N/A N/A (300) N/A N/A (150) N/A N/A

Notes:

accordance with 5.2.1.13.3.

Full document details: NFPA 400 2013

For SI units, 1 1b = 0.454 kg; 1 gal = 3.785 L; 1 scf® = 0.0283 Nm®.
N/A: Not applicable. NL: Not limited.

(1) Table values in parentheses correspond to the unit name in parentheses at the top of the column.
(2) For gallons of liquids, divide the amount in pounds by 10.

(3) The aggregate quantities in storage and use shall not exceed the quantity listed for storage.
(4) The aggregate quantity of nonflammable solid and nonflammable or noncombustible liquid hazardous materials allowed in outdoor storage
per single property under the same ownership or control used for retail or wholesale sales is permitted to exceed the MAQ when such storage is in

*Permitted only where stored or used in approved exhausted gas cabinets, exhausted enclosures, or fume hoods.
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6.1.4.2.1 Physical and Health Hazard Properties. Operations
personnel shall be trained in the chemical nature of the mate-
rials, including their physical hazards and the symptoms of
acute or chronic exposure as provided by the material safety
data sheet (MSDS) furnished by the manufacturer or other
authoritative sources.

6.1.4.2.2 Dispensing, Using, and Processing. Operations per-
sonnel shall be trained in the use of specific safeguards appli-
cable to the dispensing, processing, or use of the materials and
equipment employed.

6.1.4.2.3 Storage. Operations personnel shall be trained in
the application of storage arrangements and site-specific limi-
tations on storage for the materials employed.

6.1.4.2.4 Transport (Handling). Operations personnel in-
volved in materials handling shall be trained in the require-
ments for on-site transport of the materials employed.

6.1.4.2.5 Actions in an Emergency. Operations personnel
shall be trained in the necessary actions to take in the event of
an emergency, including the operation and activation of
emergency controls prior to evacuation.

6.1.4.2.6 Changes. Training shall be provided whenever a
new hazardous material is introduced into the work area that
presents a new physical or health hazard, or when new infor-
mation is obtained pertaining to physical or health hazards of
an existing hazardous material that has not been included in
previous training, and when there are changes in any of the
following:

(1) Equipment
(2) Operations
(8) Hazardous materials

6.1.4.3 Emergency Response Liaison.

6.1.4.3.1 Responsible persons shall be designated and trained
to be emergency response (ER) liaison personnel.

6.1.4.3.2 Emergency response liaison personnel shall do the
following:

(1) Aid emergency responders in pre-planning responses to
emergencies

(2) Identify locations where hazardous materials are located

(3) Have access to material safety data sheets

(4) Be knowledgeable in the site emergency response
procedures

6.1.4.4* Emergency Responders. Emergency responders shall
be trained to be competent in the actions to be taken in an
emergency event.

6.1.4.4.1* Emergency Response Team Leader. Persons acting
as ER team leaders shall be trained under the Incident Com-
mand System concept or equivalent.

6.1.4.4.2% Response to Incipient Events. Responses to inciden-
tal releases of hazardous materials where the material can be
absorbed, neutralized, or otherwise controlled at the time of
release by employees in the immediate release area, or by
maintenance personnel, shall not be considered emergency
responses as defined within the scope of this code.

6.1.4.4.3% On-Site Emergency Response Team. When an on-
site emergency response team is provided, emergency respond-
ers shall be trained in accordance with the requirements of the
specific site emergency plan or as required by federal, state, or
local governmental agencies.

\
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6.1.4.5 Training Mandated by Other Agencies. Training re-
quired by federal, state, or local regulations that is required
based on the quantity or type of hazardous materials stored,
dispensed, handled, or used shall be conducted in accordance
with the requirements of and under the jurisdiction of the
governing agency.

6.1.4.6 Documentation. Training shall be documented and
made available to the AHJ upon written request.

6.1.5 Ignition Source Controls.

6.1.5.1 Smoking. Smoking shall be prohibited in the follow-
ing locations:

(1) Within 25 ft (7.6 m) of outdoor storage areas, dispensing
areas, Or open use areas

(2) Inrooms or areas where hazardous materials are stored or
dispensed or used in open systems in amounts requiring a
permit in accordance with Section 1.8

6.1.5.2 Open Flames and High-Temperature Devices. Open
flames and high-temperature devices shall not be used in a
manner that creates a hazardous condition.

6.1.5.3 Energy-Consuming Equipment. Energy-consuming
equipment with the potential to serve as a source of ignition
shall be listed or approved for use with the hazardous materi-
als stored or used.

6.1.5.3.1* Powered Industrial Trucks. Powered industrial
trucks shall be operated and maintained in accordance with
NFPA 505, Fire Safety Standard for Powered Industrial Trucks In-
cluding Type Designations, Areas of Use, Conversions, Maintenance,
and Operations. [1:10.18]

6.1.6 Systems, Equipment, and Processes. Processes, meth-
ods, specifications, equipment testing and maintenance, de-
sign standards, performance, installation, equipment design
and construction, and other pertinent criteria shall be in ac-
cordance with this section.

6.1.6.1 Design and Construction of Containers and Tanks.
Containers, cylinders, and tanks shall be designed and con-
structed in accordance with approved standards. Containers,
cylinders, tanks, and other means used for containment of
hazardous materials shall be of an approved type.

6.1.6.2 Piping, Tubing, Valves, and Fittings. Piping, tubing,
valves, fittings, and related components used for hazardous
materials shall be in accordance with the following:

(1) Piping, tubing, valves, fittings, and related components shall
be designed and fabricated from materials compatible with
the material to be contained and shall be of a strength and
durability to withstand the pressure, structural and seismic
stress, and exposure to which they are subject.

(2) Piping and tubing shall be identified in accordance with
ASME A13.1, Scheme for the Identification of Piping Systems, to
indicate the material conveyed.

(3) Accessible manual valves, or fail-safe emergency shutoff
valves operated by a remotely located manually or auto-
matically activated shutdown control, shall be installed on
supply piping and tubing at the following locations:

(a) Point of use
(b) Tank or bulk source

(4) Manual emergency shutoff’ valves and remotely located
manually activated shutdown controls for emergency shutoff
valves shall be identified, and the location shall be clearly
visible, accessible, and indicated by means of a sign.
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(5) Backflow prevention or check valves shall be provided
when the backflow of hazardous materials could create a
hazardous condition or cause the unauthorized discharge
of hazardous materials.

(6) Liquids classified in accordance with NFPA 704, Standard
System for the Identification of the Hazards of Materials for Emer-
gency Response, shall be carried in pressurized piping above
a gauge pressure of 15 psi (103 kPa) having a hazard rank-
ing as follows:

(a) Health hazard Class 3 or Class 4

(b) Flammability Class 4

(c) Instability Class 3 or Class 4

(7) The pressurized piping specified in 6.1.6.2(6) shall be
provided with an approved means of leak detection and
emergency shutoff or excess flow control in accordance
with the following:

(a) Where the piping originates from within a hazardous
material storage room or area, the excess flow control
shall be located within the storage room or area.

(b) Where the piping originates from a bulk source, the
excess flow control shall be located at the bulk source.

(c) Piping for inlet connections designed to prevent
backflow shall not be required to be equipped with
excess flow control.

6.1.6.3 Additional Regulations for Supply Piping for Health
Hazard Materials. Supply piping and tubing for liquids or sol-
ids having a health hazard ranking of Class 3 or Class 4 in
accordance with NFPA 704, Standard System for the Identification
of the Hazards of Materials for Emergency Response, shall be in ac-
cordance with ASME B31.3, Process Piping, and the following:

(1) Piping and tubing utilized for the transmission of highly
toxic, toxic, or highly volatile corrosive liquids shall have
welded, threaded, or flanged connections throughout,
except for connections located within a ventilated enclo-
sure, or an approved method of drainage or containment.

(2) Piping and tubing shall not be located within corridors,
within any portion of a means of egress required to be
enclosed in fire resistance-rated construction, or in con-
cealed spaces in areas not classified as protection level 1
through protection level 4 occupancies.

6.1.6.4 Equipment, Machinery, and Alarms. Equipment, ma-
chinery, and required detection and alarm systems associated
with the use, storage, or handling of hazardous materials shall
be listed or approved.

6.1.7 Empty Containers and Tanks. Empty containers and
tanks previously used for the storage of hazardous materials
shall be free from residual material and vapor as defined by
DOT, the Resource Conservation and Recovery Act (RCRA),
or other regulating authority or shall be maintained as speci-
fied for the storage of hazardous material.

6.1.8 Signs.
6.1.8.1 General.

6.1.8.1.1 Design and Construction. Signs shall be durable, and
the size, color, and lettering of signs shall be in accordance with
nationally recognized standards.

6.1.8.1.2 Language. Signs shall be in English as the primary
language or in symbols permitted by this code.

6.1.8.1.3 Maintenance. Signs shall meet the following criteria:

Full document details: NFPA 400 2013

(1) They shall not be obscured.
(2) They shall be maintained in a legible condition.
(3) They shall not be removed, unless for replacement.

6.1.8.2 Hazardous Materials Identification.

6.1.8.2.1 NFPA 704 Placard. Visible hazard identification signs
in accordance with NFPA 704, Standard System for the Identifica-
tion of the Hazards of Materials for Emergency Response, shall be
placed at the following locations, except where the AHJ has
received a hazardous materials management plan and a haz-
ardous materials inventory statement in accordance with Sec-
tions 1.11 and 1.12 and has determined that omission of such
signs is consistent with safety:

(1) On stationary aboveground tanks

(2) On stationary aboveground containers

(3) At entrances to locations where hazardous materials are
stored, dispensed, used, or handled in quantities requir-
ing a permit

(4) Atother entrances and locations designated by the AHJ

6.1.8.2.2 Identification of Containers, Cartons, and Pack-
ages. Individual containers, cartons, or packages shall be con-
spicuously marked or labeled in accordance with nationally
recognized standards.

6.1.8.3 No Smoking Signs. Where “no smoking” is not appli-
cable to an entire site or building, signs shall be provided as
follows:

(1) Inrooms or areas where hazardous materials are stored or
dispensed or used in open systems in amounts requiring a
permit in accordance with Section 1.8

(2) Within 25 ft (7.6 m) of outdoor storage, dispensing, or
open-use areas

6.1.9 Protection from Vehicles.

6.1.9.1 Guard posts or other approved means shall be provided
to protect the following where subject to vehicular damage:

(1) Storage tanks and connected piping, valves, and fittings

(2) Storage areas containing tanks or portable containers ex-
cept where the exposing vehicles are powered industrial
trucks used for transporting the hazardous materials

(8) Use areas

6.1.9.2 Where guard posts are installed, the posts shall meet
the following criteria:

(1) They shall be constructed of steel not less than 4 in.
(102 mm) in diameter and concrete filled.

(2) They shall be spaced not more than 4 ft (1.2 m) between
posts on center.

(3) They shall be set not less than 3 ft (0.9 m) deep in a con-
crete footing of not less than a 15 in. (381 mm) diameter.

(4) They shall be set with the top of the posts not less than 3 ft
(0.9 m) above ground.

(5) Theyshall be located notless than 5 ft (1.5 m) from the tank.

6.1.10 Electrical Wiring and Equipment.

6.1.10.1 General. Electrical wiring and equipment shall be in-
stalled in accordance with NEPA 70, National Electrical Code.

6.1.10.2 Static Accumulation. When processes or use condi-
tions exist where flammable gases, dusts, or vapors can be ig-
nited by static electricity, means shall be provided to prevent
the accumulation of a static charge and to dissipate the static
charge to ground.
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6.1.11 Protection from Light. Materials that are sensitive to
light shall be stored in containers designed to protect them
from such exposure.

6.1.12 Separation of Incompatible Materials.

6.1.12.1 Incompatible materials in storage and storage of ma-
terials incompatible with materials in use shall be separated
when the stored materials are in containers having a capacity
of more than 51b (2.268 kg) or Y gal (1.89 L).

6.1.12.2 Separation shall be accomplished by one of the fol-
lowing methods:

(1) Segregating incompatible materials storage by a distance
of not less than 20 ft (6.1 m)

(2) Isolating incompatible materials storage by a noncombus-
tible partition extending not less than 18 in. (457 mm)
above and to the sides of the stored material or by a non-
combustible partition that interrupts the line of sight be-
tween the incompatible materials

(8) Storing liquid and solid materials in hazardous materials
storage cabinets complying with 6.1.18

(4) Storing compressed gases in gas cabinets or exhausted
enclosures complying with Chapter 21

6.1.12.3 Materials that are incompatible shall not be stored
within the same cabinet or enclosure.

6.1.13 General Storage.

6.1.13.1 Storage. The storage arrangement of materials shall
be in accordance with this chapter and the material specific
requirements of Chapters 11 through 21 as applicable.

6.1.13.2 Shelf Storage. Shelving shall be constructed to carry
the design loads and shall be braced and anchored in accor-
dance with the seismic design requirements of the applicable
building code.

6.1.13.2.1 Shelf Construction.

6.1.13.2.1.1 Shelving shall be treated, coated, or constructed
of materials that are compatible with the hazardous materials
stored.

6.1.13.2.1.2 Shelves shall be provided with a lip or guard
where used for the storage of individual containers, except
under either of the following conditions:

(1) Where storage is located in hazardous materials storage
cabinets or laboratory furniture specifically designed for
such use

(2) Where amounts of hazardous materials in storage do not
exceed the quantity threshold for requiring a permit in
accordance with Section 1.8

6.1.13.2.2 Shelf storage of hazardous materials shall be main-
tained in an orderly manner.

6.1.14* Seismic Protection. Machinery and equipment utiliz-
ing hazardous materials in areas subject to seismic activity shall
be seismically anchored in accordance with the building code.

6.1.14.1 Shock Padding. Materials that are shock sensitive shall
be padded, suspended, or otherwise protected against accidental
dislodgement and dislodgement during seismic activity.

6.1.15 Outdoor Storage and Use Areas. Outdoor storage and
use areas for hazardous materials shall comply with the following:

\

@ 2013 Edition

Full document details: NFPA 400 2013

(1) Outdoor storage and use areas shall be kept free of weeds,
debris, and common combustible materials not necessary
to the storage or use of hazardous materials.

(2) The area surrounding an outdoor storage and use area
shall be kept clear of weeds, debris, and common combus-
tible materials not necessary to the storage or use of haz-
ardous materials for a minimum distance of 15 ft (4.5 m).

(3) Outdoor storage and use areas for hazardous materials
shall be located not closer than 20 ft (6.1 m) from a prop-
erty line that can be built upon, a street, an alley, or a
public way, except that a 2-hour fire barrier wall, without
openings and extending not less than 30 in. (762 mm)
above and to the sides of the storage area, shall be permit-
ted in lieu of such distance.

6.1.16 Maintenance Required.

6.1.16.1* Equipment, machinery, and required detection and
alarm systems associated with hazardous materials shall be
maintained in an operable condition.

6.1.16.2 Stationary tanks not used for a period of 90 days shall
be safeguarded or removed in an approved manner.

6.1.16.2.1 The tanks specified in 6.1.16.2 shall have the fill
line, gauge opening, and pump connection secured against
tampering.

6.1.16.2.2 Vent lines shall be maintained.

6.1.16.2.3* Tanks that are to be placed back in service shall be
tested in an approved manner.

6.1.16.3 The following shall apply to defective containers,
cylinders, and tanks:

(1) They shall be removed from service, repaired, or disposed
of in an approved manner.

(2) Overpack containers shall be permitted to be used as a
means to provide protection for primary containers that
are transported for repair or removal from service.

6.1.16.4 Defective equipment or machinery shall be removed
from service and repaired or replaced.

6.1.16.5 Required detection and alarm systems that are de-
fective shall be replaced or repaired.

6.1.17 Testing.

6.1.17.1 The equipment, devices, and systems listed in
6.1.17.2.1 shall be tested at one of the intervals listed in
6.1.17.2.2. Written records of the tests conducted or mainte-
nance performed shall be maintained.

6.1.17.2 Testing shall not be required under the following
conditions:

(1) Where approved written documentation is provided that
testing will damage the equipment, device, or system and
the equipment, device, or system is maintained as speci-
fied by the manufacturer

(2) Where equipment, devices, and systems fail in a fail-safe
manner

(3) Where equipment, devices, and systems self-diagnose and
report trouble, with records of the self-diagnosis and
trouble reporting made available to the AH]J

(4) Where system activation occurs during the required test
cycle for the components activated during the test cycle
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(5) Where approved maintenance in accordance with
6.1.16.1 is performed not less than annually or in accor-
dance with an approved schedule, in which case the test-
ing requirements set forth in 6.1.17.2.1 and 6.1.17.2.2 are
permitted to apply.

6.1.17.2.1 Equipment, Devices, and Systems Requiring Test-
ing. The following equipment, devices, and systems shall be
tested in accordance with 6.1.17 and 6.1.17.2.2:

(1) Limit control systems for liquid level, temperature, and
pressure required by 6.2.1.7
(2) Monitoring and supervisory systems required by 6.2.1.1

6.1.17.2.2 Testing Frequency. The equipment, systems, and
devices listed in 6.1.17.2.1 shall be tested at one of the follow-
ing frequencies:

(1) Notless than annually

(2) Inaccordance with the approved manufacturer’s require-
ments

(3) In accordance with approved recognized industry stan-
dards

(4) In accordance with an approved schedule

6.1.18 Hazardous Materials Storage Cabinets. When storage
cabinets are used to increase MAQ per control area or to oth-
erwise comply with a specific provision in Chapter 6, such cabi-
nets shall be in accordance with the following:

(1) Cabinets shall be constructed of metal.

(2) The interior of cabinets shall be treated, coated, or con-
structed of materials that are nonreactive with the hazard-
ous material stored, and such treatment, coating, or con-
struction shall include the entire interior of the cabinet.

(8) Cabinets shall be either listed as suitable for the intended
storage or constructed in accordance with the following:

(a) Cabinets shall be of steel having a thickness of not less
than 0.044 in. (1.12 mm) (18 gauge).

(b) The cabinet, including the door, shall be double-walled
with 1% in. (38.1 mm) airspace between the walls.

(c) Joints shall be riveted or welded and shall be tight-
fitting.

(d) Doors shall be well fitted, self-closing, and equipped
with a self-latching device.

(e) The bottoms of cabinets utilized for the storage of
liquids shall be liquidtight to 2 minimum height of
2 in. (51 mm).

(f) For requirements regarding electrical equipment and
devices within cabinets used for the storage of hazard-
ous liquids, compressed gases, or cryogenic fluids, see
NFPA 70, National Electrical Code.

(4) Cabinets shall be marked in conspicuous lettering that
reads as follows: HAZARDOUS — KEEP FIRE AWAY

6.1.19 Installation of Tanks. Installation of tanks shall be in
accordance with 6.1.19.1 through 6.1.19.2.

6.1.19.1 Underground Tanks.

6.1.19.1.1 Underground tanks used for the storage of liquid
hazardous materials shall be provided with secondary contain-
ment.

6.1.19.1.2 In lieu of providing secondary containment for an
underground tank, an aboveground tank in an underground
vault complying with NFPA 30, Flammable and Combustible Lig-
uids Code, shall be permitted.

Full document details: NFPA 400 2013

6.1.19.2 Aboveground Tanks. Aboveground stationary tanks
installed outdoors and used for the storage of hazardous ma-
terials shall be located and protected in accordance with the
requirements for outdoor storage of the particular material
involved and in accordance with the requirements of Chapters 11
through 21.

6.1.19.2.1 Aboveground tanks that are installed in vaults
complying with NFPA 30, Flammable and Combustible Liquids
Code, shall not be required to comply with location and protec-
tion requirements for outdoor storage.

6.1.19.2.2 Aboveground tanks that are installed inside build-
ings and used for the storage of hazardous materials shall be
located and protected in accordance with the requirements
for indoor storage of the particular material involved.

6.1.19.2.3 Marking. Aboveground stationary tanks shall be
marked as required by 6.1.8.2.1.

6.1.20 When required, fire alarm systems and smoke detec-
tion systems shall be installed in accordance with NFPA 72,
National Fire Alarm and Signaling Code.

6.2 Requirements for Occupancies Storing Quantities of Haz-
ardous Materials Exceeding the Maximum Allowable Quanti-
ties per Control Area for High Hazard Contents.

6.2.1 Indoor Storage General Requirements. The require-
ments set forth in 6.2.1 provide general design requirements for
protection levels and shall apply to buildings, or portions thereof,
that are required to comply with protection level 1 through pro-
tection level 4 where required by Section 5.3. [5000:34.3.2]

6.2.1.1 Fire Protection Systems. Buildings, or portions thereof,
required to comply with protection level 1 through protection
level 4 shall be protected by an approved automatic fire sprin-
kler system complying with Section 13.3 of NFPA 1, Fire Code.
[5000:34.3.2.1]

6.2.1.1.1 The design of the sprinkler system shall be not less
than ordinary hazard group 2 in accordance with NFPA 13,
Standard for the Installation of Sprinkler Systems, except as follows:

(1) Where different requirements are specified in Chapters 11
through 21 of NFPA 400

(2) Where the materials or storage arrangement requires a
higher level of sprinkler system protection in accordance
with nationally recognized standards

(3) Where approved alternative automatic fire extinguishing
systems are permitted

6.2.1.1.2 Electronic supervision of supervisory signals shall be
provided in accordance with Section 13.3 of NFPA 1, Fire Code.
[5000:34.3.2.1.1]

6.2.1.1.3 Waterflow alarms shall be monitored in accordance
with Section 13.3 of NFPA 1, Fire Code. [5000:34.3.2.1.2]

6.2.1.1.4 Rooms or areas that are of noncombustible con-
struction with wholly noncombustible contents shall not be
required to comply with 6.2.1.1. [56000:34.3.2.1.3]

6.2.1.2 Building Height Exception. The height of a single-
story building, or portion thereof, containing only tanks or
industrial process equipment shall not be limited based on the
type of construction. [5000:34.3.2.2]

6.2.1.3 Separation of Occupancies Having High Hazards. The
separation of areas containing high hazard contents from
each other and from other use areas shall be as required by
Table 6.2.1.3 and shall not be permitted to be reduced with
the installation of fire protection systems as required by
6.2.1.1. [5000:34.3.2.3]
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Table 6.2.1.3 Required Separation of Occupancies Containing High Hazard Contents (hr)

Protection Protection Protection Protection Protection

Occupancy Level 1 Level 2 Level 3* Level 4 Level 5
Apartment buildings NP 4 3 4 4
Assembly < 300 NP 4 3 2 4
Assembly > 300 and < 1000 NP 4 3 2 4
Assembly > 1000 NP 4 3 2 4
Board and care, small NP 4 3 4 4
Board and care, large NP 4 3 4 4
Business NP 2 1 1 1
Day-care > 12 NP 4 3 4 4
Day-care homes NP 4 3 4 4
Detention and correctional NP 4 3 4 4
Dwellings, one- and two-family NP 4 3 4 4
Educational NP 4 3 2 3
Health care, ambulatory NP 4 4 4 4
Health care, nonambulatory NP 4 4 4 4
Hotels and dormitories NP 4 3 4 4
Industrial, general purpose NP 2 1 1 1
Industrial, special purpose NP 2 1 1 1
Lodging and rooming houses NP 4 3 4 4
Mercantile, Class A NP 2 1 1 1
Mercantile, Class B NP 2 1 1 1
Mercantile, Class C NP 2 1 1 1
Mercantile, covered mall NP 2 1 1 1
Mercantile, bulk retail NP 2 1 1 1
Protection Level 1 — NP NP NP NP
Protection Level 2 NP — 1 2 2
Protection Level 3 NP 1 — 1 1
Protection Level 4 NP 2 1 — 1
Protection Level 5 NP 2 1 1 —
Storage, low and ordinary hazard NP 2 1 1 1

NP: Not permitted.

*Rooms in excess of 150 ft? (14 m?) storing flammable liquids, combustible liquids, or Class 3 oxidizers are

required to be provided with not less than a 2-hour separation.
[5000: Table 34.3.2.3]

6.2.1.4 Egress. Egress from areas required to comply with pro-
tection level 1, protection level 2, protection level 3, or protec-
tion level 4 shall comply with Chapter 14 of NFPA 1, Fire Code.
[5000:34.3.2.4]

6.2.1.4.1 Travel Distance Limit. Travel distance to an exit from
areas required to comply with protection level 1 through protec-
tion level 4 shall not exceed the distance given in Table 6.2.1.4.1,
measured as required in Chapter 14 of NFPA 1, Fire Code.
[5000:34.3.2.4.1]

Table 6.2.1.4.1 Travel Distance Limits

6.2.1.4.2 Capacity of Means of Egress. Egress capacity for
high hazard contents areas shall be based on 0.7 in. (18 mm)
per person for stairs or 0.4 in. (10 mm) per person for level
components and ramps in accordance with 14.8.3 of NFPA 1,
Fire Code. [5000:34.3.2.4.2]

6.2.1.4.3 Number of Means of Egress. Not less than two means
of egress shall be provided from each building, or portion
thereof, required to comply with Section 6.2, unless rooms or
spaces do not exceed 200 ft* (18.6 m?), have an occupant load
not exceeding three persons, and have a travel distance to the
room door not exceeding 25 ft (7.6 m). [5000: 34.3.2.4.3]

6.2.1.4.4 Dead Ends. Means of egress, for other than rooms or

Distance spaces that do not exceed 200 ft*> (18.6 m?), have an occupant
load not exceeding three persons, and have a travel distance
Protection Level ft m to the room door not exceeding 25 ft (7.6 m), shall be ar-
ranged so that there are no dead ends in corridors.

! 5 23 [5000:34.3.2.4.4]

2 100 30

3 150 46 6.2.1.4.5 Doors. Doors serving high hazard contents areas
4 175 53 with occupant loads in excess of five shall be permitted to be
5 200 61 provided with a latch or lock only if the latch or lock is panic

[5000: Table 34.3.2.4.1]
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hardware or fire exit hardware complying with 14.5.3.3 of
NFPA 1, Fire Code. [5000:34.3.2.4.5]
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6.2.1.5 Ventilation. Buildings, or portions thereof, in which
explosive, flammable, combustible, corrosive, or highly toxic
dusts, mists, fumes, vapors, or gases are, or might be, emitted
shall be provided with mechanical exhaust ventilation or natu-
ral ventilation where natural ventilation can be shown to be
acceptable for the materials as stored. [5000:34.3.2.5.1]

6.2.1.5.1 Solids and liquids stored in closed containers shall
not be required to comply with 6.2.1.5. [5000:34.3.2.5.1.2]

6.2.1.5.2 Mechanical exhaust systems shall comply with the
mechanical code. [5000:34.3.2.5.2]

6.2.1.5.3 Mechanical ventilation shall be at a rate of not less
than 1 ft®/min/ft*> (5.1 L/s/m?) of floor area over areas re-
quired to comply with protection level 1 through protection
level 4. [5000:34.3.2.5.3]

6.2.1.5.4 Ventilation requirements shall be determined by
calculations based on anticipated fugitive emissions or by sam-
pling of the actual vapor concentration levels under normal
operating conditions. [5000:34.3.2.5.5]

6.2.1.5.5 Make-up air shall be provided, and provision shall
be made for locating make-up air openings to avoid short-
circuiting the ventilation. [5000:34.3.2.5.6]

6.2.1.5.6 Ducts conveying explosives or flammable vapors,
fumes, or dusts shall extend directly to the exterior of the
building without entering other spaces. [5000:34.3.2.5.7]

6.2.1.5.6.1 Exhaust ducts shall not extend into or through
ducts and plenums. [5000:34.3.2.5.7.1]

6.2.1.5.6.2 Ducts conveying vapor or fumes having flam-
mable constituents less than 25 percent of their lower flamma-
bility limit shall be permitted to pass through other spaces.
[5000:34.3.2.5.7.2]

6.2.1.5.7 Emissions generated by workstations shall be removed
from the areas in which they are generated by means of local
exhaust installed in accordance with the mechanical code.

6.2.1.5.8 The location of supply and exhaust openings shall
be in accordance with the mechanical code. [5000:34.3.2.5.9]

6.2.1.5.9 Systems shall operate continuously unless alternate
designs are approved. [5000:34.3.2.5.11]

6.2.1.5.10 A manual shutoff control for ventilation equipment
required by 6.2.1.5 shall be provided outside the room adjacent
to the principal access door to the room. [5000:34.3.2.5.12]

6.2.1.5.11 The shutoff control described in 6.2.1.5.10 shall be
of the break-glass type and shall be labeled as follows:

VENTILATION SYSTEM EMERGENCY SHUTOFF
[5000:34.3.2.5.13]

6.2.1.5.12 Exhaust ventilation shall be arranged to con-
sider the density of the potential fumes or vapors released.
[5000:34.3.2.5.14]

6.2.1.5.12.1 For fumes or vapors that are lighter than air,
exhaust shall be taken from a point within 12 in. (305 mm) of the
high point of the room or area in which they are generated.

6.2.1.5.12.2 For fumes or vapors that are heavier than air,
exhaust shall be taken from a point within 12 in. (305 mm) of
the floor. [5000:34.3.2.5.14.1]

6.2.1.5.12.3 The location of both the exhaust and inlet air
openings shall be arranged to provide air movement across all
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portions of the floor or room to prevent the accumulation of
vapors. [5000:34.3.2.5.14.2]

6.2.1.5.12.4 Exhaust ventilation shall not be recirculated
within the room or building if the materials stored are capable
of emitting hazardous vapors. [5000:34.3.2.5.14.3]

6.2.1.5.12.5 Recirculation shall be permitted where it is
monitored continuously using a fail-safe system that is de-
signed to automatically sound an alarm, stop recirculation,
and provide full exhaust to the outside in the event that
vapor—air mixtures in concentrations over one-fourth of the

lower flammable limit are detected. [5000:34.3.2.5.14.4]

6.2.1.5.12.6 Air contaminated with explosive or flammable
vapors, fumes, or dusts, or with radioactive materials, shall not
be recirculated.

6.2.1.6* Explosion Control. Buildings, or portions thereof, re-
quired to comply with protection level 1 through protection level
3 and containing materials shown in Table 6.2.1.6 shall be pro-
vided with a means of explosion control. [5000:34.3.2.6]

Table 6.2.1.6 Explosion Control Requirements

Hazard Category Class Protection Method

Combustible dust NA
presenting an
explosion hazard

Explosion control”

Organic peroxides Unclassified Barricade'
Class I Barricade’
Oxidizer liquids and  Class 4 Barricade’
solids
Unstable (reactive) Class 4 Barricade’
Class 3, Barricade’
detonating
Class 3, Explosion control”
deflagrating
Water-reactive liquids ~ Class 3 Explosion control”
and solids Class 2, Explosion control”
deflagrating

NA: Not applicable.

“Explosion control is required to be a deflagration prevention
method, such as combustible concentration reduction or oxidant con-
centration reduction, or a deflagration control method complying
with NFPA 69, Standard on Explosion Prevention Systems, or an approved,
engineered deflagration-venting method.

"Barricades are required to comply with NFPA 495, Explosive Materials
Code.

[5000: Table 34.3.2.6]

6.2.1.7 Limit Controls. Limit controls shall be provided in ac-
cordance with 6.2.1.7.1 and 6.2.1.7.2.

6.2.1.7.1 Temperature Control. Materials that must be kept at
temperatures other than normal ambient temperatures to pre-
vent a hazardous reaction shall be provided with an approved
means to maintain the temperature within a safe range.

6.2.1.7.1.1 Redundant temperature control equipment that
will operate on failure of the primary temperature control sys-
tem shall be provided.

6.2.1.7.1.2 The use of alternative means that prevent a haz-
ardous reaction shall be permitted subject to the approval of
the AH]J.
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6.2.1.7.2 Pressure Control.

6.2.1.7.2.1 Stationary tanks and equipment containing haz-
ardous material liquids that can generate pressures exceeding
design limits due to exposure fires or internal reaction shall
have some form of construction or other approved means that
will relieve excessive internal pressure.

6.2.1.7.2.2 The termination point for piped vent systems
used for the purpose of operational or emergency venting
shall be located to prevent impingement exposure on the sys-
tem served and to minimize the effects of high-temperature
thermal radiation or the effects of contact with the material
being vented from the escaping plume on the supply system,
personnel, adjacent structures, and ignition sources.

6.2.1.8 Standby and Emergency Power.

6.2.1.8.1 Where mechanical ventilation, treatment systems,
temperature control, alarm, detection, or other electrically
operated safety systems are required by this code or the build-
ing code, such systems shall be provided with standby power or
emergency power as required by 6.2.1.8. [5000:34.3.2.7.1]

6.2.1.8.2 Standby power for mechanical ventilation, exhaust
treatment, and temperature control systems shall not be re-
quired where such systems are engineered and approved as
fail-safe. [5000:34.3.2.7.2]

6.2.1.8.3 The secondary source of power shall be an ap-
proved means of legally required standby power in accor-
dance with NEPA 70, National Electrical Code.

6.2.1.9 Spill Control and Secondary Containment for Hazard-
ous Materials Liquids and Solids.

6.2.1.9.1 General. Buildings, or portions thereof, required to
comply with Protection Level 1 through Protection Level 4 shall
be provided with spill control and secondary containment in ac-
cordance with 6.2.1.9.2 and 6.2.1.9.3, except for outdoor storage
on containment pallets complying with 6.2.7.3.3.

6.2.1.9.2 Spill Control.

6.2.1.9.2.1 Buildings, or portions thereof, used for storage of
hazardous materials liquids in individual containers having a
capacity of more than 55 gal (208.2 L) shall be provided with
spill control to prevent the flow of liquids to adjoining areas.

6.2.1.9.2.2 Where spill control is required, floors in indoor
locations and similar surfaces in outdoor locations shall be
constructed to contain a spill from the largest single vessel by
one of the following methods:

(1) Liquidtight sloped or recessed floors in indoor locations
or similar areas in outdoor locations

(2) Liquidtight floors in indoor locations or similar areas in
outdoor locations provided with liquidtight raised or re-
cessed sills or dikes

(3) Sumps and collection systems

6.2.1.9.2.3 Except for surfacing, the floors, sills, dikes, sumps,
and collection systems shall be constructed of noncombustible
material, and the liquidtight seal shall be compatible with the
material stored.

6.2.1.9.2.4 Where liquidtight sills or dikes are provided, they
shall not be required at perimeter openings that are provided
with an open-grate trench across the opening that connects to
an approved collection system.
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6.2.1.9.3 Secondary Containment.

6.2.1.9.3.1 Buildings, or portions thereof, used for any of the
following shall be provided with secondary containment:

(1) Storage of liquids where the capacity of an individual ves-
sel exceeds 55 gal (208.2 L) or the aggregate capacity of
multiple vessels exceeds 1000 gal (3785 L)

(2) Storage of solids where the capacity of an individual vessel
exceeds 550 b (248.8 kg) or the aggregate capacity of
multiple vessels exceeds 10,000 1b (4524.8 kg)

6.2.1.9.3.2 Buildings, or portions thereof, containing only
hazardous materials in listed secondary containment tanks or
systems shall not be required to comply with 6.2.1.9.3.1.

6.2.1.9.3.3 Buildings, or portions thereof, containing only
ammonium nitrate solids, organic peroxide solids, flammable
solids, pyrophoric solids, or corrosive solids shall not be re-
quired to comply with 6.2.1.9.3.1.

6.2.1.9.3.4 The building, room, or area shall contain or drain
the hazardous materials and fire protection water through the
use of one of the following methods:

(1) Liquidtight sloped or recessed floors in indoor locations
or similar areas in outdoor locations

(2) Liquidtight floors in indoor locations or similar areas in
outdoor locations provided with liquidtight raised or re-
cessed sills or dikes

(3) Sumps and collection systems

(4) Drainage systems leading to an approved location

6.2.1.9.3.5 Where incompatible materials are present in
open containers or systems, such materials shall be separated
from each other in the secondary containment system.

6.2.1.9.3.6 Secondary containment for indoor storage areas
shall be designed to contain a spill from the largest vessel plus
the design flow volume of fire protection water calculated to
discharge from the fire-extinguishing system over the mini-
mum required system design area, or area of the room or area
in which the storage is located, whichever is smaller, for a
period of 20 minutes.

6.2.1.9.3.7 A monitoring method shall be provided to detect
hazardous materials in the secondary containment system.

6.2.1.9.3.8 The monitoring method specified in 6.2.1.9.3.7
shall be permitted to be visual inspection of the primary or
secondary containment or other approved means.

6.2.1.9.3.9 Where secondary containment is subject to the
intrusion of water, a monitoring method for detecting water
shall be provided.

6.2.1.9.3.10 Where monitoring devices are provided, they
shall be connected to distinct visual or audible alarms.

6.2.1.9.3.11 Where remote containment systems are provided,
drainage systems shall be in accordance with the plumbing code,
as referenced in Chapter 2, and the following provisions also
shall be met:

(1) The slope of floors in indoor locations to drains or similar
areas in outdoor locations shall be not less than 1 percent.

(2) Drains from indoor storage areas shall be sized to carry
the volume of the fire protection water, as determined by
the design density discharged from the automatic fire-
extinguishing system over the minimum required system
design area, or area of the room or area in which the
storage is located, whichever is smaller.
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(3) Materials of construction for drainage systems shall be
compatible with the materials stored.

(4) Separate drainage systems shall be provided to avoid mix-
ing incompatible materials where such materials are
present in an open-use condition.

(5) Drains shall terminate in an approved location away from
buildings, valves, means of egress, fire access roadways,
adjoining property, and storm drains.

6.2.1.10 Floors in Storage Rooms. Floors in storage areas for
ammonium nitrate, organic peroxides, oxidizers, pyrophoric ma-
terials, unstable (reactive) materials, water-reactive solids and lig-
uids, corrosive materials, and toxic and highly toxic materials
shall be of liquidtight, noncombustible construction.

6.2.1.11 Supervision of Alarm, Detection, and Automatic Fire-
Extinguishing Systems. Alarm, detection, and automatic fire-
extinguishing systems required by Chapter 6 or other chapters
of this code regulating hazardous materials shall be supervised
by an approved central, proprietary, or remote station service
or shall initiate audible and visual signals at a constantly at-
tended on-site location.

6.2.2 Protection Level 1.

6.2.2.1 General. Buildings, or portions thereof, required to
comply with protection level 1 shall comply with 6.2.2 and the
building code.

6.2.2.2 Detached Building Required.

6.2.2.2.1*% Buildings required to comply with protection level
1 shall be used for no other purpose, shall not exceed one
story in height, and shall be without basements, crawl spaces,
or other under-floor spaces. [5000:34.3.3.2.1]

6.2.2.2.2 Roofs of buildings described in 6.2.2.2.1 shall be of
lightweight construction with suitable thermal insulation to
prevent sensitive material from reaching its decomposition
temperature. [5000:34.3.3.2.2]

6.2.2.2.3 Buildings required to comply with both protection
level 1 and protection level 4 shall comply with the most restric-
tive requirements for both protection levels. [5000:34.3.3.2.3]

6.2.2.3 Minimum Distance to Property Lines or Horizontal
Separation. Buildings required to comply with protection level 1
shall be set back from property lines, or be provided with a hori-
zontal separation in accordance with NFPA 5000, Building Con-
struction and Safety Code, by a distance of not less than 75 ft (23 m)
and of not less than that required by Table 6.2.2.3.
[5000:34.3.3.3]

6.2.2.3.1 Explosives that are in accordance with NFPA 495,
Explosive Materials Code, shall not be required to comply with
6.2.2.3. [5000:34.3.3.3.1]

6.2.2.3.2 Distances shall be measured from the perimeter
wall to property lines, including those on a public way.
[5000:34.3.3.3.2]

6.2.2.3.3 Quantities of explosives used in applying Table 6.2.2.3
shall be based on equivalent pounds (kilograms) of TNT.
[5000:34.3.3.3.3]

6.2.2.4 Frangible Building. Frangible buildings complying
with 7.4.1.3.5.3 of NFPA 5000, Building Construction and Safety
Code, shall not be required to be protected with an automatic
sprinkler system. [5000:34.3.3.4]
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6.2.3 Protection Level 2.

6.2.3.1 General. Buildings, or portions thereof, required to
comply with protection level 2 shall comply with 6.2.1 and
6.2.3.2 through 6.2.3.5.2. [5000:34.3.4.1]

6.2.3.2 Exterior Wall Required.

6.2.3.2.1 Buildings, or portions thereof, required to comply
with protection level 2 shall be located on property such that
not less than 25 percent of the perimeter wall is an exterior
wall. [5000:34.3.4.2.1]

6.2.3.2.2 Rooms utilized for the use, dispensing, mixing, and
storage of flammable and combustible liquids having a floor
area of not more than 500 ft> (46.5 m?) shall not be required
to be located on the outer perimeter of the building where
such rooms comply with NFPA 30, Flammable and Combustible
Liquids Code. [5000:34.3.4.2.2]

6.2.3.3 Minimum Distance to Property Lines or Horizontal
Separation.

6.2.3.3.1 Buildings, or portions thereof, required to comply
with protection level 2 shall be set back from property lines, or
be provided with a horizontal separation in accordance with
7.3.4.2 of NFPA 5000, Building Construction and Safety Code, at
the following distances:

(1) Not less than 30 ft (9.1 m) where the area of the occu-
pancy exceeds 1000 ft* (93 m?) and a detached building is
not required

(2) Not less than 50 ft (15 m) where a detached building is
required by Table 5.3.7.

(3) Not less than the distances required by Table 6.2.2.3 for
buildings containing materials with explosive characteristics

[5000:34.3.4.3.1]

6.2.3.3.2 Distances shall be measured from the walls enclos-
ing the protection level 2 area to property lines, including
those on a public way, or in accordance with 7.3.4.2 of
NFPA 5000, Building Construction and Safety Code, for buildings
on the same lot. [5000:34.3.4.3.2]

6.2.3.4 Detached Building Required.

6.2.3.4.1* Buildings required to comply with protection level
2 and containing quantities of high hazard contents exceed-
ing the quantity limits set forth in Table 5.3.7 shall be used for
no other purpose, shall not exceed one story in height, and
shall be without basements, crawl spaces, or other under-floor
spaces. [5000:34.3.4.4.1]

6.2.3.4.2 Buildings that contain high hazard level 2 contents
also shall be permitted to contain high hazard level 3 or high
hazard level 4 contents, provided that the materials are sepa-
rated as otherwise required by the provisions of this code and
NFPA 1, Fire Code. [5000:34.3.4.4.2]

6.2.3.4.3 The roofs of buildings specified in 6.2.3.4.1 shall be
of lightweight construction.

6.2.3.5 Water-Reactive Materials.

6.2.3.5.1 Rooms or areas containing Class 2 or Class 3 water-
reactive materials shall be resistant to water penetration.
[56000:34.3.4.5.1]
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Table 6.2.2.3 The American Table of Distances for Storage of Explosives

Distances in Feet
Passenger Railways —
Public Highways with
Quantity of Public Highways Traffic Traffic Volume of More
Explosive Volume of 3,000 Than 3,000 Separation of
Materials"*>* Inhabited Buildings® Vehicles/Day or Less'" Vehicles/Day" ! Magazines'?
Pounds
Pounds Not Un- Un- Un- Un-
Over Over |Barricaded®”® barricaded Barricaded®”®  barricaded  Barricaded®”® barricaded Barricaded®”® barricaded
0 5 70 140 30 60 51 102 6 12
5 10 90 180 35 70 64 128 8 16
10 20 110 220 45 90 81 162 10 20
20 30 125 250 50 100 93 186 11 22
30 40 140 280 55 110 103 206 12 24
40 50 150 300 60 120 110 220 14 28
50 75 170 340 70 140 127 254 15 30
75 100 190 380 75 150 139 278 16 32
100 125 200 400 80 160 150 300 18 36
125 150 215 430 85 170 159 318 19 38
150 200 235 470 95 190 175 350 21 42
200 250 255 510 105 210 189 378 23 46
250 300 270 540 110 220 201 402 24 48
300 400 295 590 120 240 221 442 27 54
400 500 320 640 130 260 238 476 29 58
500 600 340 680 135 270 253 506 31 62
600 700 355 710 145 290 266 532 32 64
700 800 375 750 150 300 278 556 33 66
800 900 390 780 155 310 289 578 35 70
900 1,000 400 800 160 320 300 600 36 72
1,000 1,200 425 850 165 330 318 636 39 78
1,200 1,400 450 900 170 340 336 672 41 82
1,400 1,600 470 940 175 350 351 702 43 86
1,600 1,800 490 980 180 360 366 732 44 88
1,800 2,000 505 1,010 185 370 378 756 45 90
2,000 2,500 545 1,090 190 380 408 816 49 98
2,500 3,000 580 1,160 195 390 432 864 52 104
3,000 4,000 635 1,270 210 420 474 948 58 116
4,000 5,000 685 1,370 225 450 513 1,026 61 122
5,000 6,000 730 1,460 235 470 546 1,092 65 130
6,000 7,000 770 1,540 245 490 573 1,146 68 136
7,000 8,000 800 1,600 250 500 600 1,200 72 144
8,000 9,000 835 1,670 255 510 624 1,248 75 150
9,000 10,000 865 1,730 260 520 645 1,290 78 156
10,000 12,000 875 1,750 270 540 687 1,374 82 164
12,000 14,000 885 1,770 275 550 723 1,446 87 174
14,000 16,000 900 1,800 280 560 756 1,512 90 180
16,000 18,000 940 1,880 285 570 786 1,572 94 188
18,000 20,000 975 1,950 290 580 813 1,626 98 196
20,000 25,000 1,055 2,000 315 630 876 1,752 105 210
25,000 30,000 1,130 2,000 340 680 933 1,866 112 224
30,000 35,000 1,205 2,000 360 720 981 1,962 119 238
35,000 40,000 1,275 2,000 380 760 1,026 2,000 124 248
40,000 45,000 1,340 2,000 400 800 1,068 2,000 129 258
45,000 50,000 1,400 2,000 420 840 1,104 2,000 135 270
50,000 55,000 1,460 2,000 440 880 1,140 2,000 140 280
55,000 60,000 1,515 2,000 455 910 1,173 2,000 145 290
60,000 65,000 1,565 2,000 470 940 1,206 2,000 150 300
65,000 70,000 1,610 2,000 485 970 1,236 2,000 155 310
70,000 75,000 1,655 2,000 500 1,000 1,263 2,000 160 320
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Table 6.2.2.3 Continued

Distances in Feet
Passenger Railways —
Public Highways with
Quantity of Public Highways Traffic Traffic Volume of More
Explosive Volume of 3,000 Than 3,000 Separation of
Materials"*** Inhabited Buildings® Vehicles/Day or Less'" Vehicles/Day' "' Magazines'?
Pounds

Pounds Not Un- Un- Un- Un-

Over Over Barricaded®”®  barricaded Barricaded®”®  barricaded  Barricaded®”® barricaded Barricaded®”® barricaded

75,000 80,000 1,695 2,000 510 1,020 1,293 2,000 165 330

80,000 85,000 1,730 2,000 520 1,040 1,317 2,000 170 340

85,000 90,000 1,760 2,000 530 1,060 1,344 2,000 175 350

90,000 95,000 1,790 2,000 540 1,080 1,368 2,000 180 360

95,000 100,000 1,815 2,000 545 1,090 1,392 2,000 185 370
100,000 110,000 1,835 2,000 550 1,100 1,437 2,000 195 390
110,000 120,000 1,855 2,000 555 1,110 1,479 2,000 205 410
120,000 130,000 1,875 2,000 560 1,120 1,521 2,000 215 430
130,000 140,000 1,890 2,000 565 1,130 1,557 2,000 225 450
140,000 150,000 1,900 2,000 570 1,140 1,593 2,000 235 470
150,000 160,000 1,935 2,000 580 1,160 1,629 2,000 245 490
160,000 170,000 1,965 2,000 590 1,180 1,662 2,000 255 510
170,000 180,000 1,990 2,000 600 1,200 1,695 2,000 265 530
180,000 190,000 2,010 2,010 605 1,210 1,725 2,000 275 550
190,000 200,000 2,030 2,030 610 1,220 1,755 2,000 285 570
200,000 210,000 2,055 2,055 620 1,240 1,782 2,000 295 590
210,000 230,000 2,100 2,100 635 1,270 1,836 2,000 315 630
230,000 250,000 2,155 2,155 650 1,300 1,890 2,000 335 670
250,000 275,000 2,215 2,215 670 1,340 1,950 2,000 360 720
275,000 300,000 2,275 2,275 690 1,380 2,000 2,000 385 770

Superscript numerals refer to explanatory footnotes.

Explanatory Notes Essential to the Application of the American Table of Distances for Storage of Explosives.

(1) “Explosive materials” means explosives, blasting agents, and detonators.

(2) “Explosives” means any chemical compound, mixture, or device, the primary or common purpose of which is to function by explosion. A list of explosives
determined to be within the coverage of Title 18, United States Code, Chapter 40, “Importation, Manufacture, Distribution and Storage of Explosive Materials,” is issued
atleast annually by the Director of the Bureau of Alcohol, Tobacco, and Firearms of the Department of the Treasury. For quantity and distance purposes, detonating cord
of 50 grains per foot should be calculated as equivalent to 8 Ib (3.7 kg) of high explosives per 1000 ft (305 m). Heavier or lighter core loads should be rated
proportionately.

(3) “Blasting agents” means any material or mixture consisting of fuel and oxidizer, intended for blasting, and not otherwise defined as an explosive, provided that the
finished product, as mixed for use or shipment, cannot be detonated by means of a No. 8 test blasting cap where unconfined.

(4) “Detonator” means any device containing any initiating or primary explosive that is used for initiating detonation. A detonator may not be permitted to contain more
than 10 g of total explosives by weight, excluding ignition or delay charges. The term includes, but is not limited to, electric blasting caps of instantaneous and delay
types, blasting caps for use with safety fuses, detonating cord delay connectors, and nonelectric instantaneous and delay blasting caps that use detonating cord, shock
tube, or any other replacement for electric leg wires. All types of detonators in strengths through No. 8 cap should be rated at 1%21b (0.7 kg) of explosives per 1000 caps.
(5) For strengths higher than No. 8 cap, the manufacturer should be consulted.

(6) “Magazine” means any building, structure, or container, other than an explosives manufacturing building, approved for the storage of explosive materials.

(7) “Natural barricade” means natural features of the ground, such as hills, or timber of sufficient density that the surrounding exposures that need protection cannot
be seen from the magazine when the trees are bare of leaves.

(8) “Artificial barricade” means an artificial mound or revetted wall of earth of a minimum thickness of 3 ft (0.9 m).

(9) “Barricaded” means the effective screening of a building containing explosive materials from the magazine or another building, a railway, or a highway by a natural
or an artificial barrier. A straight line from the top of any sidewall of the building containing explosive materials to the eave line of any magazine or other building or to
a point 12 ft (3.7 m) above the center of a railway or highway shall pass through such barrier.

(10) “Inhabited building” means a building regularly occupied in whole or part as a habitation for human beings, or any church, schoolhouse, railroad station, store, or
other structure where people are accustomed to assemble, but does not include any building or structure occupied in connection with the manufacture, transportation,
storage, or use of explosive materials.

(11) “Railway” means any steam, electric, or other railroad or railway that carries passengers for hire.

(12) “Public highway” means any road, street, or way, whether on public or private property, open to public travel.

(13) Where two or more storage magazines are located on the same property, each magazine shall comply with the minimum distances specified from inhabited buildings,
railways, and highways, and, in addition, they should be separated from each other by not less than the distances shown for “separation of magazines,” except that the quantity
of explosive materials contained in detonator magazines shall govern with regard to the spacing of said detonator magazines from magazines containing other explosive
materials. If any two or more magazines are separated from each other by less than the specified “separation of magazines” distances, such magazines, as a group, shall be
considered as one magazine, and the total quantity of explosive materials stored in such group shall be treated as if stored in a single magazine located on the site of any
magazine of the group, and shall comply with the minimum specified distances from other magazines, inhabited buildings, railways, and highways.

(14) Storage in excess of 300,000 Ib (136,200 kg) of explosive materials in one magazine generally is not necessary for commercial enterprises.

(15) This table applies only to the manufacture and permanent storage of commercial explosive materials. It is not applicable to the transportation of explosives or any
handling or temporary storage necessary or incident thereto. It is not intended to apply to bombs, projectiles, or other heavily encased explosives.

(16) Where a manufacturing building on an explosive materials plant site is designed to contain explosive materials, the building shall be located at a distance from
inhabited buildings, public highways, and passenger railways in accordance with the American Table of Distances based on the maximum quantity of explosive materials
permitted to be in the building at one time.

Source: Reprinted from IME Safety Library Publication No. 2, with permission of the Institute of Makers of Explosives, revised in June of 1991.

[495: Table 9.4.1(b)]
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6.2.3.5.2 Piping for conveying water, other than fire protec-
tion piping, shall not route over or through areas containing
Class 2 or Class 3 water-reactive materials, unless isolated by
approved liquidtight construction. [5000:34.3.4.5.2]

6.2.4 Protection Level 3.

6.2.4.1 General. Buildings, or portions thereof, required to
comply with protection level 3 shall comply with 6.2.1 and
6.2.4.2 through 6.2.4.7.2. [5000:34.3.5.1]

6.2.4.2 Exterior Wall Required.

6.2.4.2.1 Buildings, or portions thereof, required to comply
with protection level 3 shall be located on property such that
not less than 25 percent of the perimeter wall is an exterior
wall. [5000:34.3.5.2.1]

6.2.4.2.2 Rooms utilized for the use, dispensing, mixing, and
storage of flammable and combustible liquids having a floor
area of not more than 500 ft* (46.5 m®) shall not be required
to be located on the outer perimeter of the building where
such rooms are in accordance with NFPA 30, Flammable and
Combustible Liquids Code. [5000:34.3.5.2.2]

6.2.4.3 Minimum Distance to Property Lines or Horizontal
Separation.

6.2.4.3.1 Buildings, or portions thereof, required to comply
with protection level 3 shall be set back from property lines, or
be provided with a horizontal separation in accordance with
7.3.4.2 of NFPA 5000, Building Construction and Safety Code, at
the following distances:

(1) Not less than 30 ft (9.1 m) where the area of the occu-
pancy exceeds 1000 ft* (93 m?) and a detached building is
not required

(2) Not less than 50 ft (15 m) where a detached building is
required by Table 5.3.7

(3) Not less than the distances required by Table 34.3.3.3 of
NFPA 5000, Building Construction and Safety Code, for build-
ings containing materials with explosive characteristics

[5000:34.3.5.3.1]

6.2.4.3.2 Distances shall be measured from the walls enclos-
ing the protection level 3 area to property lines, including
those on a public way, or in accordance with 7.3.4.2 of
NFPA 5000, Building Construction and Safety Code, for buildings
on the same lot. [5000:34.3.5.3.2]

6.2.4.4 Detached Building Required.

6.2.4.4.1%* Buildings required to comply with protection level
3 and containing quantities of high hazard contents exceed-
ing the quantity limits set forth in Table 5.3.7 shall be used for
no other purpose, shall not exceed one story in height, and
shall be without basements, crawl spaces, or other under-floor
spaces. [5000:34.3.5.4.1]

6.2.4.4.2 Buildings that contain high hazard level 3 contents
also shall be permitted to contain high hazard level 2 or high
hazard level 4 contents, provided that the materials are sepa-
rated as otherwise required by the provisions of this code and
NFPA 1, Fire Code. [5000:34.3.5.4.2]

6.2.4.5 Detached Unprotected Building. Where acceptable to
the AHJ, based on a determination that a protected building is
not practical and an assessment of acceptable risk, storage
buildings required to comply with protection level 3 shall be
permitted without fire protection systems, provided that the
following provisions are met:
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(1) The building, or portions thereof, shall have a horizontal
separation of atleast 200 ft (61 m) from exposed business,
industrial, mercantile, and storage occupancies on the
same lot and from any property line that is or can be built
upon. Where protection for exposures is provided in ac-
cordance with 6.2.4.5(9), the horizontal separation shall
be at least 100 ft (30.5 m).

(2) The building, or portions thereof, shall have a horizontal
separation of at least 1000 ft (305 m) from exposed occu-
pancies other than business, industrial, mercantile, and
storage occupancies on the same lot and from any prop-
erty line that is or can be built upon.Where protection for
exposures is provided in accordance with 6.2.4.5(9), the
horizontal separation shall be at least 500 ft (150 m).

(3) The building shall not exceed one story in height.

(4) The building shall not have basements, crawl spaces, or
other under-floor accessible spaces.

(5) Egress from the building shall not exceed 50 percent of
the distances listed in Table 6.2.1.4.1, measured as re-
quired in 11.6.2 of NFPA 5000, Building Construction and
Safety Code, and in compliance with 34.3.2.4.2 through
34.3.2.4.5 of NFPA 5000, Building Construction and Safety
Code.

(6) The building shall comply with the requirements of the
following:

(a) 34.3.2.2 of NFPA 5000, Building Construction and Safety
Code, for building height

(b) 6.2.1.5 for ventilation

(c) 6.2.1.6 for explosion control

(d) 6.2.1.8 for standby and emergency power

(e) 6.2.1.10 for floor construction

(f) Table 34.3.2.10 of NFPA 5000, Building Construction
and Safety Code, for unprotected vertical openings

(7) Spill control shall comply with 6.2.1.9.

(8) Secondary containment shall comply with 6.2.1.9.3, ex-
cept that containment for fire protection water shall not
be required if the building is not provided with a fire pro-
tection sprinkler system.

(9) Where credit is taken for protection for exposures in ac-
cordance with 34.3.5.5(1) and 34.3.5.5(2) of NFPA 5000,
Building Construction and Safety Code, protection of expo-
sures shall consist of fire protection for structures on
property adjacent to the storage building that is provided
by (1) a public fire department or (2) a private fire bri-
gade maintained on the property adjacent to the storage
building, either of which shall be capable of providing
cooling water streams to protect the property adjacent to
the storage building.

[5000:34.3.5.5]

6.2.4.6 Roofs. The roofs of buildings specified in 6.2.4.4.1
shall be of lightweight construction.

6.2.4.7 Water-Reactive Materials.

6.2.4.7.1 Rooms or areas containing Class 2 or Class 3 water-
reactive materials shall be resistant to water penetration.
[5000:34.3.5.7.1]

6.2.4.7.2 Piping for conveying water, other than fire protec-
tion piping, shall not route over or through areas containing
Class 2 or Class 3 water-reactive materials, unless isolated by
approved liquidtight construction. [5000:34.3.5.7.2]
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6.2.5 Protection Level 4.

6.2.5.1 Buildings, or portions thereof, required to comply
with protection level 4 shall comply with 6.2.1 and 6.2.5.2.
[5000:34.3.6]

6.2.5.2 Highly Toxic Solids and Liquids. Highly toxic solids
and liquids not stored in approved hazardous materials stor-
age cabinets shall be isolated from other hazardous materials
storage by a 1-hour fire barrier. [5000:34.3.6.2]

6.2.6 Protection Level 5. In addition to the requirements set
forth elsewhere in NFPA 5000, Building Construction and Safety
Code, buildings, and portions thereof, required to comply with
protection level 5 shall comply with NFPA 1, Fire Code, and
NFPA 318, Standard for the Protection of Semiconductor Fabrication
Facilities. [5000:34.3.7.1]

6.2.7 Outdoor Storage. Outdoor storage areas shall be in ac-
cordance with the requirements of Chapters 11 through 21, as
applicable.

6.2.7.1 Clearance from Combustibles. Clearance from com-
bustibles shall comply with 6.1.15(2).

6.2.7.2 Weather Protection. Where weather protection is pro-
vided for sheltering outside hazardous material storage areas,
such storage areas shall be considered outside storage areas,
provided that all of the following conditions are met:
[5000:34.2.6]

(1) The overhead structure shall be approved noncombustible
construction with a maximum area of 1500 ft? (140 m?) ex-
cept that area increases based on location or fire protection
systems under the requirements of the building code shall
be allowed.

(2) Supports and walls shall not obstruct more than one side
or more than 25 percent of the perimeter of the storage
area.

(3) The distance from the structure and the structural sup-
ports to buildings, lot lines, or public egress to a public
way shall not be less than the distance required by Chap-
ters 11 through 21 for an outside hazardous material stor-
age area without weather protection.

(4) Weather protection structures containing storage of ex-
plosive or detonable materials shall be considered indoor
storage.

6.2.7.3 Secondary Containment.

6.2.7.3.1 General. Where secondary containment is required,
it shall be in accordance with 6.2.1.9.3.

6.2.7.3.2 Where Required. Where required by Table 6.2.7.3.2,
outdoor storage areas used for hazardous materials solids or
liquids shall be provided with secondary containment in ac-
cordance with 6.2.1.9.3.

6.2.7.3.3 Containment Pallets. Where used as a substitute for
spill control and secondary containment for outdoor storage
in accordance with 6.2.1.9.1, containment pallets shall comply
with the following:

(1) Aliquidtight sump accessible for visual inspection shall be
provided.

(2) The sump shall be designed to contain not less than 66 gal
(249.8L).

(3) Exposed surfaces shall be compatible with the material
stored.

(4) Containment pallets shall be protected to prevent collec-
tion of rainwater within the sump.

Full document details: NFPA 400 2013

6.3 Requirements for Use, Dispensing, and Handling of Haz-
ardous Materials in Amounts Exceeding Maximum Allowable
Quantities.

6.3.1* General. The following shall apply to aggregate quanti-
ties of hazardous materials used, dispensed, or handled:

(1) Where the aggregate quantity of hazardous materials
used, dispensed, or handled exceeds the MAQ, the re-
quirements set forth in Section 6.3 shall apply, except as
specified in 6.3.1.1.

(2) Where the aggregate quantity of hazardous materials
used, dispensed, or handled does not exceed the MAQ,
Section 6.3 shall not apply.

6.3.1.1 Uses Not Required to Comply. The following use con-
ditions shall not be required to comply with Section 6.3:

(1) Corrosives used in stationary lead—acid battery systems
used for standby power, emergency power, or uninter-
rupted power supply complying with Chapter 52 of
NFPA 1, Fire Code

(2) Application and release of pesticide products and materi-
als intended for use in weed abatement, erosion control,
soil amendment or similar applications, where applied in
accordance with the manufacturer’s instructions and la-
bel directions

6.3.1.2 Limit Controls.

6.3.1.2.1 General. Limit controls shall be provided in accor-
dance with 6.3.1.2.1 through 6.3.1.2.4.2.

6.3.1.2.2 Temperature Control. Process tanks and equipment,
which involve temperature control of the material to preventa
hazardous reaction, shall be provided with limit controls to
maintain the temperature within a safe range. [1:60.4.4]

6.3.1.2.3 Pressure Control.

6.3.1.2.3.1 Stationary tanks and equipment containing haz-
ardous materials liquids that can generate pressures exceed-
ing design limits due to exposure fires or internal reaction
shall have a form of construction or other approved means
that relieves excessive internal pressure. [1:60.4.4]

6.3.1.2.3.2 The means of pressure relief shall vent to an ap-
proved location.

6.3.1.2.3.3 Where required by Chapter 21, the means of pres-
sure relief shall vent to an exhaust scrubber or treatment system.

6.3.1.2.4 Liquid Level.

6.3.1.2.4.1 High Level. Open tanks in which hazardous mate-
rials are used shall be equipped with a liquid level limit control
or other means to prevent overfilling of the tank. [1:60.4.4]

6.3.1.2.4.2 Low Level. Open tanks and containers in which
hazardous materials are heated shall be equipped with ap-
proved automatic shutoff controls, which will sense low liquid
levels and shut off the source of heat. [1:60.4.4]

6.3.1.3 Standby and Emergency Power. Standby or emergency
power shall be provided in accordance with 6.3.1.3.1 and
6.3.1.3.2 for required mechanical ventilation, treatment sys-
tems, temperature control, alarm, detection, or other electri-
cally operated safety systems. [5000:34.3.2.7.1]

6.3.1.3.1 Standby power for mechanical ventilation, exhaust
treatment, and temperature control systems shall not be re-
quired where such systems are engineered and approved as
fail-safe. [5000:34.3.2.7.2]
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Table 6.2.7.3.2 Required Secondary Containment — Hazardous Materials Solids and Liquids

Storage
Outdoor Storage
Material Class Solids Liquids

Physical Hazard Materials

Flammable solids NR NA

Organic peroxide liquids I NR NR
11 NR NR
III NR NR
v NR NR

Oxidizer liquids 4 NR NR
3 NR NR
2 NR NR

Pyrophoric liquids NR R

Unstable (reactive) liquids 4 R R
3 R R
2 R R
1 NR NR

Water reactive liquids 3 R R

R R

1 NR NR

Health Hazard Materials

Corrosive liquids NR R

Highly toxic liquids R

Toxic liquids R R

NR: Not required. NA: Not applicable. R: Required.

6.3.1.3.2 The secondary source of power shall be an ap-
proved means of legally required standby power in accor-
dance with NEPA 70, National Electrical Code. [5000:34.3.2.7.3]

6.3.1.4 Spill Control and Secondary Containment for Hazard-
ous Materials Liquids.

6.3.1.4.1 Spill Control. Where spill control is specifically re-
quired in 6.3.2 or 6.3.3, such systems shall be in accordance
with 6.3.1.4.1.1 through 6.3.1.4.1.3.

6.3.1.4.1.1 General. Where spill control is required, floors in
indoor locations and similar surfaces in outdoor locations
shall be constructed to contain a spill from the largest single
vessel by one of the following methods:

(1)
(2)

Liquidtight sloped or recessed floors in indoor locations
or similar areas in outdoor locations

Liquidtight floors in indoor locations or similar areas in
outdoor locations provided with liquidtight raised or re-
cessed sills or dikes

Sumps and collection systems

(3)
[5000:34.3.2.8.2.2]

6.3.1.4.1.2 Except for surfacing, the floors, sills, dikes, sumps,
and collection systems shall be constructed of noncombustible
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material, and the liquidtight seal shall be compatible with the
material stored. [5000:34.3.2.8.2.3]

6.3.1.4.1.3 Where liquidtight sills or dikes are provided, they
shall not be required at perimeter openings that are provided
with an open-grate trench across the opening that connects to
an approved collection system. [5000:34.3.2.8.2.4]

6.3.1.4.2 Secondary Containment. Where secondary contain-
ment is specifically required in 6.3.2 or 6.3.3, such systems
shall be in accordance with 6.3.1.4.2.1 through 6.3.1.4.2.10.

6.3.1.4.2.1 Buildings, or portions thereof, containing only
hazardous materials in listed secondary containment tanks or
systems shall not be required to comply with 6.3.1.4.2.
[5000:34.3.2.8.3.2]

6.3.1.4.2.2 Secondary containment shall be achieved by
means of drainage control where required by NFPA 30, Flam-
mable and Combustible Liquids Code. [5000:34.3.2.8.3.4]

6.3.1.4.2.3 The building, room, or area shall contain or drain
the hazardous materials and fire protection water through the
use of one of the following methods:

(1) Liquidtight sloped or recessed floors in indoor locations
or similar areas in outdoor locations
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(2) Liquidtight floors in indoor locations or similar areas in
outdoor locations provided with liquidtight raised or re-
cessed sills or dikes

(3) Sumps and collection systems

(4) Drainage systems leading to an approved location

[5000:34.3.2.8.3.5]

6.3.1.4.24 Where incompatible materials are present in
open containers or systems, such materials shall be separated
from each other in the secondary containment system.
[5000:34.3.2.8.3.6]

6.3.1.4.2.5 Secondary containment for indoor storage areas
shall be designed to contain a spill from the largest vessel plus
the design flow volume of fire protection water calculated to
discharge from the fire-extinguishing system over the mini-
mum required system design area, or area of the room or area
in which the storage is located, whichever is smaller, for a pe-
riod of 20 minutes. [5000:34.3.2.8.3.7]

6.3.1.4.2.6 A monitoring method shall be provided to detect
hazardous materials in the secondary containment system.
[5000:34.3.2.8.3.8]

6.3.1.4.2.7 The monitoring method shall be permitted to be
visual inspection of the primary or secondary containment, or
other approved means. [5000:34.3.2.8.3.9]

6.3.1.4.2.8 Where secondary containment is subject to the
intrusion of water, a monitoring method for detecting water
shall be provided. [5000:34.3.2.8.3.10]

6.3.1.4.2.9 Where monitoring devices are provided, they
shall be connected to distinct visual or audible alarms.
[5000:34.3.2.8.3.11]

6.3.1.4.2.10 Where remote containment systems are pro-
vided, drainage systems shall be in accordance with the
plumbing code, as referenced in Chapter 2, and the following
provisions also shall be met:

(1) The slope of floors in indoor locations to drains or similar
areas in outdoor locations shall be not less than 1 percent.

(2) Drains from indoor storage areas shall be sized to carry
the volume of the fire protection water, as determined by
the design density discharged from the automatic fire-
extinguishing system over the minimum required system
design area, or area of the room or area in which the
storage is located, whichever is smaller

(3) Materials of construction for drainage systems shall be
compatible with the materials stored

(4) Separate drainage systems shall be provided to avoid mix-
ing incompatible materials where such materials are
present in an open-use condition

(5) Drains shall terminate in an approved location away from
buildings, valves, means of egress, fire access roadways, ad-
joining property, and storm drains.

[5000:34.3.2.8.3.12]

6.3.1.5 Lighting. Lighting by natural or artificial means shall
be provided, and artificial lighting, where provided, shall be in
accordance with nationally recognized standards. [1:60.4.6]

6.3.1.6 System Design.

6.3.1.6.1 Systems shall be suitable for the use intended and shall
be designed by persons competent in such design. [1:60.4.8]

6.3.1.6.2 Where nationally recognized good practices or stan-
dards have been established for the processes employed, they
shall be followed in the design. [1:60.4.8]
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6.3.1.6.3 Controls shall be designed to prevent materials
from entering or leaving process or reaction systems at other
than the intended time, rate, or path. [1:60.4.8]

6.3.1.6.4 Where automatic controls are provided, they shall
be designed to be fail-safe. [1:60.4.8]

6.3.1.7 Liquid Transfer.

6.3.1.7.1 Approved containers shall be used where liquids are
dispensed from containers. [1:60.4.9]

6.3.1.7.2 Liquids having a hazard ranking of 3 when exceed-
ing 5.3 gal (20 L), or liquids having a hazard ranking of 4 when
exceeding 1.1 gal (4 L), shall be transferred by one of the
following methods:

(1) From safety cans

(2) Through an approved closed-piping system

(3) From containers or tanks by an approved pump taking suc-
tion through an opening in the top of the container or tank

(4) For other than highly toxic liquids, from containers or
tanks by gravity through an approved self-closing or
automatic-closing valve where the container or tank and
dispensing operations are provided with spill control and
secondary containment complying with 6.3.1.4.1 through
6.3.1.4.2.10

(5) By the use of approved engineered liquid transfer systems

[1:60.4.9]

6.3.1.8 Supervision of Alarm, Detection, and Automatic Fire-
Extinguishing Systems. Alarm, detection, and automatic fire-
extinguishing systems required by Section 6.3 shall be super-
vised by an approved central, proprietary, or remote station
service or shall initiate an audible and visual signal at a con-
stantly attended on-site location. [1:60.4.5]

6.3.2 Indoor Dispensing and Use.
6.3.2.1 General Indoor Requirements.
6.3.2.1.1 Fire Protection Systems.

6.3.2.1.1.1 General. Indoor dispensing and use areas shall be
provided with approved fire protection systems in accordance
with 6.2.1.1.

6.3.2.1.1.2 Fire-Extinguishing System for Laboratory Fume
Hoods and Spray Booths. In addition to the requirements of
6.2.1.1, laboratory fume hoods and spray booths where flam-
mable materials are dispensed or used shall be protected by an
automatic fire-extinguishing system.

6.3.2.1.2 Protection Level 1 through Protection Level 4.
Buildings and structures required to comply with protection
level 1, protection level 2, protection level 3, or protection
level 4 controls shall be constructed in accordance with the
specific protection level controls of Section 6.2 and the re-
quirements of NFPA 5000, Building Construction and Safety Code.

6.3.2.1.2.1 Building Height Exception. The height of a single-
story building, or portion thereof, containing only tanks or
industrial process equipment shall not be limited based on the
type of construction. [5000:34.3.2.2]

6.3.2.1.2.2 Separation of Occupancies Having High Hazards.
The separation of areas containing high hazard contents from
each other and from other use areas shall be as required by
Table 6.2.1.3 and shall not be permitted to be reduced with
the installation of fire protection systems as required by
6.3.2.1.1. [5000:34.3.2.3]
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