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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA codes, standards, recommended practices, and guides, of which the document contained herein is one, are de-
veloped through a consensus standards development process approved by the American National Standards Institute.
This process brings together volunteers representing varied viewpoints and interests to achieve consensus on fire and
other safety issues. While the NFPA administers the process and establishes rules to promote fairness in the develop-
ment of consensus, it does not independently test, evaluate, or verify the accuracy of any information or the soundness
of any judgments contained in its codes and standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether
special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or reliance
on this document. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of any information
published herein.

In issuing and making this document available, the NFPA is not undertaking to render professional or other services
for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any person or entity
to someone else. Anyone using this document should rely on his or her own independent judgment or, as appropriate,
seek the advice of a competent professional in determining the exercise of reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of this document.
Nor does the NFPA list, certify, test or inspect products, designs, or installations for compliance with this document.
Any certification or other statement of compliance with the requirements of this document shall not be attributable to
the NFPA and is solely the responsibility of the certifier or maker of the statement.
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ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides should be aware that
these documents may be superseded at any time by the issuance of new editions or may be
amended from time to time through the issuance of Tentative Interim Amendments. An offi-
cial NFPA document at any point in time consists of the current edition of the document
together with any Tentative Interim Amendments and any Errata then in effect. In order to
determine whether a given documentis the current edition and whether it has been amended
through the issuance of Tentative Interim Amendments or corrected through the issuance of
Errata, consult appropriate NFPA publications such as the National Fire Codes® Subscription
Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed
below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Reg-
ulations Governing Committee Projects shall not be considered the official position of NFPA
or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal
Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights
asserted in connection with any items which are mentioned in or are the subject of NFPA
codes, standards, recommended practices, and guides, and the NFPA disclaims liability for
the infringement of any patent resulting from the use of or reliance on these documents.
Users of these documents are expressly advised that determination of the validity of any such
patent rights, and the risk of infringement of such rights, is entirely their own responsibility.

NFPA adheres to applicable policies of the American National Standards Institute with
respect to patents. For further information contact the NFPA at the address listed below.

Law and Regulations

Users of these documents should consult applicable federal, state, and local laws and reg-
ulations. NFPA does not, by the publication of its codes, standards, recommended practices,
and guides, intend to urge action that is not in compliance with applicable laws, and these
documents may not be construed as doing so.

Copyrights

This document is copyrighted by the NFPA. It is made available for a wide variety of both
public and private uses. These include both use, by reference, in laws and regulations, and
use in private selfregulation, standardization, and the promotion of safe practices and
methods. By making this document available for use and adoption by public authorities and
private users, the NFPA does not waive any rights in copyright to this document.

Use of NFPA documents for regulatory purposes should be accomplished through adop-
tion by reference. The term “adoption by reference” means the citing of title, edition, and
publishing information only. Any deletions, additions, and changes desired by the adopting
authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the
NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assis-
tance and questions concerning adoption of NFPA documents, contact NFPA at the address
below.

For Further Information

All questions or other communications relating to NFPA codes, standards, recommended
practices, and guides and all requests for information on NFPA procedures governing its
codes and standards development process, including information on the procedures for
requesting Formal Interpretations, for proposing Tentative Interim Amendments, and for
proposing revisions to NFPA documents during regular revision cycles, should be sent to
NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA,
1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101.

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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This edition of NFPA 410, Standard on Aircraft Maintenance, was prepared by the Technical
Committee on Aircraft Maintenance Operations and acted on by NFPA at its May Association
Technical Meeting held May 23-26, 2004, in Salt Lake City, UT. It was issued by the Standards
Council on July 16, 2004, with an effective date of August 5, 2004, and supersedes all previous
editions.

This edition of NFPA 410 was approved as an American National Standard on August 5, 2004.

Origin and Development of NFPA 410

Work on an overall project to develop recommendations on fire safety safeguards for
aircraft maintenance was launched in 1955. NFPA 410A, Recommendations on Safeguarding Air-
craft Electrical System Maintenance Operations, was adopted in 1958, as was NFPA 410B, Recommen-
dations on Aircraft Breathing Oxygen Systems Maintenance Operations; NFPA 410C, Recommendations
on Safeguarding Aircraft Fuel System Maintenance, was adopted in 1962; NFPA 410D, Recommenda-
tions for Safeguarding of Aircraft Cleaning, Painting, and Paint Removal, was adopted in 1965; both
NFPA 410E, Recommended Safe Practice for Aircraft Welding Operations in Hangars, and NFPA 410F,
Recommendations on Safeguarding Aircraft Cabin Cleaning and Refurbishing Operations, were
adopted in 1963. The 1980 edition of NFPA 410 was a compilation of the 410 series as a
standard. The 1989 edition of the standard was completely revised. A chapter was added for
the fire protection of ramp areas where aircraft can be parked.

The 1994 edition was a reconfirmation of the 1989 edition. The 1999 edition was a partial
revision.

For this edition, additional requirements were added to the existing requirements for painting
of aircraft. Also, the fire protection requirements were consolidated into one chapter.
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NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on fire safe practices
during maintenance operations on aircraft including similar operations on aircraft during manufacture.
This committee does not cover aircraft fuel servicing.
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Aircraft Maintenance

2004 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition of
the source documents for mandatory extracts are given in Chap-
ter 2 and those for nonmandatory extracts are given in Annex E.
Editorial changes to extracted material consist of revising refer-
ences to an appropriate division in this document or the inclu-
sion of the document number with the division number when
the reference is to the original document. Requests for interpre-
tations or revisions of extracted text shall be sent to the technical
committee responsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex E.

Chapter 1 Administration

1.1 Scope. The scope of this standard is as follows:

(1) This standard covers the minimum requirements for fire
safety to be followed during aircraft maintenance and
does not include the health and safety requirements for
personnel involved in aircraft maintenance.

(2) The operations covered include the following:

(a) Maintenance of electrical systems

(b) Maintenance of oxygen systems

(c) Fuel tank repairing, cleaning, painting, and paint re-
moval

(d) Welding operations in hangars

(e) Interior cleaning

(f) Refurbishing operations

(3) This standard also covers requirements for fire protection
of aircraft ramp areas.

1.2 Purpose. The purpose of this standard is to provide a de-
gree of protection for life and property from fire through re-
quirements for aircraft maintenance based on engineering
principles, test data, and field experience.

1.3 Equivalency. Nothing in this standard is intended to pre-
vent the use of systems, methods, or devices of equivalent or
superior quality, strength, fire resistance, effectiveness, dura-
bility, and safety over those prescribed by this standard.

1.3.1 Technical documentation shall be submitted to the au-
thority having jurisdiction to demonstrate equivalency.

1.3.2 The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

1.4* Units. In this standard, values for measurement are fol-
lowed by an equivalent in SI units, but only the first value
stated shall be regarded as the requirement because equiva-
lent values in SI units might be approximate.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 30, Flammable and Combustible Liquids Code, 2003 edi-
tion.

NFPA 33, Standard for Spray Application Using Flammable or
Combustible Materials, 2003 edition.

NFPA 50, Standard for Bulk Oxygen Systems at Consumer Sites,
2001 edition.

NFPA 51B, Standard for Fire Prevention During Welding, Cut-
ting, and Other Hot Work, 2003 edition.

NFPA 70, National Electrical Code®, 2005 edition.

NFPA 326, Standard for the Safeguarding of Tanks and Contain-
ers for Entry, Cleaning, or Repair; 1999 edition.

NFPA 407, Standard for Aircraft Fuel Servicing, 2001 edition.

NFPA 409, Standard on Aircraft Hangars, 2004 edition.

2.3 Other Publication.

2.3.1 CGA Publication. Compressed Gas Association, Inc.,
4221 Walney Rd., 5th Floor, Chantilly, VA 20151-2923.

CGA Pressure Relief Device Standards, Part 1 — Cylinders
Jor Compressed Gases, S-1.1, 1979.

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
included, common usage of the terms shall apply.

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3%* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of pro-
duction of listed equipment or materials or periodic evaluation
of services, and whose listing states that either the equipment,
material, or service meets appropriate designated standards or
has been tested and found suitable for a specified purpose.

3.2.4 Shall. Indicates a mandatory requirement.

3.2.5 Should. Indicates a recommendation or that which is
advised but not required.
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3.2.6 Standard. A document, the main text of which contains
only mandatory provisions using the word “shall” to indicate
requirements and which is in a form generally suitable for
mandatory reference by another standard or code or for adop-
tion into law. Nonmandatory provisions shall be located in an
appendix or annex, footnote, or fine-print note and are not to
be considered a part of the requirements of a standard.

3.3 General Definitions.

3.3.1*% Air Ventilation. The passing of undiluted air through
an aircraft tank to render the atmosphere of the tank more
suitable for human occupancy and to reduce the amount of
flammable vapors in the tank to below the lower explosive
limit of the fuel vapors involved.

3.3.2% Aircraft Breathing-Oxygen System. A system onboard an
aircraft to provide breathing oxygen to occupants of the aircraft.

3.3.3 Aircraft Fuel Tank Inerting. The use of an inert gas to
render the atmosphere of an enclosure nonexplosive or non-
flammable, in effect, reducing the oxygen content of the air in
the tank vapor space below the lowest point at which combus-
tion can occur by replacing the oxygen in air with an inert gas.

3.3.4 Aircraft Maintenance. Aircraft overhaul, repair, and ser-
vice operations.

3.3.5 Aircraft Overhaul. The major disassembly, inspection,
repair, and reassembly of aircraft.

3.3.6 Aircraft Repair. The modification of an aircraft, re-
building of structural damage, correction of a system malfunc-
tion, or replacement of a major component or subassembly
that requires an aircraft to be in out-of-flying status.

3.3.7 Aircraft Storage and Servicing Area. The part of a hangar
normally used for the storage and servicing of one or more
aircraft, not including any adjacent or contiguous areas or
structures, such as workshops, storage areas, and offices.

3.3.8 Airport Ramp. Any outdoor area at an airport, including
aprons and hardstands, on which aircraft are normally fueled,
defueled, stored, parked, maintained, or serviced.

3.3.9 Bladder Tank. See 3.3.14.1, Bladder Fuel Tank.
3.3.10 Cleaning.

3.3.10.1 Exterior Cleaning. The removal of soil from the
complete aircraft exterior or from only localized areas where
flammable or combustible solvents are used.

3.3.10.2 Interior Cleaning. The removal of soil from flight
deck and cabin areas.
3.3.11 Coating. Application of special-purpose material such
as an anticorrosion paint or a walkway paint.

3.3.12* Electric Converter. A device used to convert line volt-
age alternating current to the voltage and frequency, or direct
current, suitable for the aircraft power system.

3.3.13* Flight Deck. The area of the aircraft arranged for use
of the pilot and flight crew operating the aircraft. [408:3.3]

3.3.14 Fuel Tank.

3.3.14.1* Bladder Fuel Tank. A fuel container that is both
collapsible and self-sealing.

3.3.14.2%* Integral Fuel Tank. Afuel container whose bound-
ary composition is as close to 100 percent of the primary struc-
ture as possible.

Full document details: NFPA 410 2004

3.3.14.3 Metal Fuel Tank. Afuel container thatincludes all
metal types, including surge and vent tanks, that can be
removed from the aircraft for workshop or bench repair,
but not including a metal fuel container that is an integral
part of the aircraft and that, under certain major overhaul
conditions, can be removed from the primary portion of
the airframe.

3.3.15% Galley. An area of an aircraft used for storing, refrig-
erating, heating, and dispensing food and beverages.

3.3.16* Gaseous Oxygen. A colorless, tasteless, and nontoxic
gas, comprising about 21 percent of normal air by volume,
that is about 10 percent heavier than air.

3.3.17 Hot Work. Work involving burning, welding, or a simi-
lar operation that is capable of initiating fires or explosions.
[51B:3.3]

3.3.18 Inert Atmosphere. An atmosphere in which combus-
tion cannot occur.

3.3.19 Inert Gas. A gas thatis noncombustible and nonreac-
tive. [69:3.3]

3.3.20 Integral Tanks. See 3.3.14.2, Integral Fuel Tank.
3.3.21 Liquid.

3.3.21.1 Combustible Liquid. Aliquid that has a closed-cup
flash point at or above 37.8°C (100°F).

3.3.21.2 Flammable Liquid. Any liquid having a flash point
under 100°F (38°C) closed cup and having a vapor pressure
not exceeding 40 psia (2068.6 mm Hg) at 100°F (38°C).

3.3.22 Oxygen, Gaseous. See 3.3.16.

3.3.23 Paint Removal. The process of softening existing paint
by applying appropriate solvents and spraying or brushing
away the residue.

3.3.24 Purging. The removal of flammable vapor atmospheres
or any residue capable of producing flammable vapors in the
tank and connected distribution lines so that subsequent natural
ventilation does not result in the reinstatement of a flammable
atmosphere unless or until a flammable liquid is again intro-
duced into the tank or its connected distribution lines.

3.3.25 Refurbishing. The replacement of aircraft interior
fabrics, plastic headliners, rugs or synthetic flooring, sound-
insulating materials, windows, doors, or paneling.

3.3.26 Service Operation. Routine service checks, correction
of flight crew complaints, and minor repair and maintenance
performed while the aircraft is routinely in out-oflying status.

3.3.27 Tanks. See 3.3.14, Fuel Tank.

3.3.28 Unfueled Aircraft. An aircraft whose fuel system has had
flammable or combustible liquid removed so that no tank, cell,
or piping contains more than one-half percent of its volumetric

capacity.
Chapter 4 Electrical Maintenance Operations

4.1 General.

4.1.1 Electrical system maintenance as used herein and in refer-
ences to NFPA 70 shall apply only to aircraft maintenance.
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4.1.2 Electrical systems shall be de-energized during mainte-
nance work other than where a live circuit is necessary to ac-
complish the required maintenance.

4.1.3 Where more than one maintenance operation is being
carried out at the same time and an electrical system is ener-
gized, personnel working on the aircraft shall be informed
that the system is energized.

4.1.4 Wherever possible, provisions shall be made to tag out
or lock out de-energized circuits so that anyone attempting to
energize the circuits is alerted to the resulting hazard to other
maintenance operations.

4.2 Battery Charging and Equipment.

4.2.1 Wherever possible, aircraft batteries shall be disconnected
or removed during maintenance operations in order to de-
energize all electrical circuits.

4.2.2 The battery switch on the aircraft shall be in the OFF
position before batteries are removed or installed.

4.2.3 Battery Removal.

4.2.3.1* When moving batteries, including during removal and
replacement, precautions shall be taken to prevent the terminal
prongs from contacting metal structures or objects.

4.2.3.2 During maintenance, extension cable used to provide
power to the aircraft from batteries that are not in their normally
installed location shall be equipped with standard aircraft battery
connectors and integral fusible overload protection.

4.2.3.3 Fuses shall be the instantaneous type and sized no
larger than 10 amperes above the maximum connected load.

4.2.4 Precautions.

4.2.4.1 When removing and replacing batteries, precautions
shall be taken to prevent the electrolyte from spilling.

4.2.4.2 When replacing or adding electrolyte solutions in bat-
teries, precautions similar to those required by 4.2.4.1 shall be
taken.

4.2.5% Batteries in the aircraft shall be charged only where
on-the-ground ventilation is provided.

4.2.6 Flexible cords used for charging shall be for the type of
service used and approved for extra-hard usage.

4.2.7 Connectors shall have a rating not less than the current-
carrying capacity of the cord.

4.2.8 Connectors to the battery terminals shall be of a posi-
tive type to prevent them from coming loose due to vibration,
thereby causing arcs that might ignite gas from the batteries or
other flammables or combustibles.

4.2.9 Tables, racks, trays, and wiring shall conform to the provi-
sions of Article 480 of NFPA 70 where storage batteries use acid or
alkali as the electrolyte and consist of a number of cells con-
nected in series with a nominal voltage in excess of 16 volts.

4.2.10 Mobile chargers shall carry at least one permanently
affixed warning sign to read as follows:

WARNING: Keep 1.5 m (5 ft) Horizontally Clear of Aircraft
Engines, Fuel Tank Areas, and Vents

4.2.11% Batteries shall be charged at a rate that does not pro-
duce a dangerous concentration of gas or excessive heat.

4.2.12 The battery manufacturer’s instructions shall be fol-
lowed with regard to segregation of nickel-cadmium battery-
charging operations from lead—acid battery charging operations
in order to prevent contamination.

4.2.13 Battery chargers and their control equipment, tables,
racks, trays, and wiring shall be located or operated as follows:

(1) Notwithin any of the hazardous areas defined in 513.3(B)
of NFPA 70

(2) Either in a separate building or in an area such as de-
scribed in 513.3(D) of NFPA 70

4.2.14 Areas in which batteries are charged shall be well ven-
tilated to ensure that the maximum gas—air mixture that is
expected to be generated during charging is held below the
lower explosive limits.

4.2.14.1 Where mechanical ventilation is required to accom-
plish the requirement of 4.2.14, it shall be of the type listed for
use in Class 1, Group B atmosphere locations as defined in
Article 500 of NFPA 70 and shall be so interlocked as to ensure
operation when batteries are on charge.

4.2.14.2 Exhaust ducts shall lead directly to the outside, above
roof level, where gases cannot accumulate.

4.2.15 Access to battery rooms shall be limited to qualified
personnel only.

4.2.16 Sources of Ignition.

4.2.16.1 Smoking shall be prohibited, and open flames, sparks,
arcs, and other sources of ignition shall be kept away from the
immediate vicinity of batteries that are being charged.

4.2.16.2 Warning signs shall be prominently displayed.

4.2.17 Brushes used to clean batteries shall have neither a
metal frame nor wire bristles.

4.3 Ground Power Units.

4.3.1 Placement of ground power units in use shall comply
with the requirements of 513.10 of NFPA 70 and 5.6.1 and
5.6.2 of NFPA 407.

4.3.2 Proximity to Ignition Sources.

4.3.2.1 Ground power units shall be located away from fueling
points, tank vents, tank outlet areas, fuel line drains, and wings.

4.3.2.1.1 Ground power units shall not be positioned within
an 8 m (25 ft) horizontal radius of aircraft fuel system vent
openings.

4.3.2.1.2 Ground power units shall not be used in areas in
which adequate ventilation is not available or where they might
constitute a fire hazard.

4.3.2.2 If used inside hangars, in addition to the require-
ments of 4.3.3, ground power units shall also be designed and
mounted so that all electrical equipment, sparking contacts,
hot surfaces, and any other possible ignition source shall be at
least 457 mm (18 in.) above floor level.

4.3.2.3 At no time shall engine-driven generators be refueled
within any aircraft maintenance or storage area within a hangar.

4.3.3 Electrical equipment in hangar floor pits used to store
cables shall be of the type approved for Class I, Group D, Divi-
sion 1 hazardous locations as defined by NFPA 70.

4.3.4 Aprotection system shall be provided to protect against
undervoltage and overvoltage.
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4.3.5 Ground power units shall always be operated at the pre-
scribed voltage.

4.3.6* Battery Switch.

4.3.6.1 Other than as permitted in 4.3.6.2, the battery switch in
the aircraft shall be turned to the OFF or GROUND POWER
position when the ground power unitis connected to the aircraft.

4.3.6.2 The battery switch shall be permitted to remain in the
ON position for troubleshooting that requires battery power.

4.3.7 1In the event of extensive fuel spills or whenever similar
hazardous conditions exist, ground power units in the vicinity
that would constitute a fire hazard shall be left as is until the
hazardous condition is corrected or withdrawn, if it is safe to
do so.

4.3.7.1 Ifa portable ground power unit is to be moved under
such hazardous conditions, the unit shall be de-energized be-
fore the cable is disconnected.

4.3.7.2 The cable shall be disconnected before the unit is moved.
4.3.8 Cables shall be stowed to prevent damage.
4.3.9 Strains on cables and connectors shall be avoided.

4.3.10 The ground power units shall be turned on only after
the connector is installed in the aircraft receptacle.

4.3.11 When connected, the ground power unit shall be
checked to determine whether it is operating at the pre-
scribed voltage before supplying power to the aircraft.

4.3.12 The ground power units shall be de-energized before
disconnecting, or anti-arcing provisions that interlock the load
contactors with the aircraft electrical system shall be provided.

4.3.13 Portable ground power units shall be disconnected
before they are moved.

4.4 Repair of Aircraft Electrical Systems.

4.4.1 Consideration shall be given to de-energizing the entire
aircraft electrical system by disconnecting or removing the
batteries and by disconnecting any outside power source.

4.4.1.1 The use of a “dummy” ground power plug shall be
considered.

4.4.2 Whenever the entire aircraft electrical system is not de-
energized, all personnel working on the aircraft shall be in-
formed that the aircraft’s electrical systems are energized.

4.4.3 Whenever the entire aircraft electrical system is not de-
energized due to other work being performed, the electrical
system being worked on shall be isolated by placing the circuit
breaker in an OFF position or by pulling the fuse.

4.4.4 When an electrical system is to be isolated in order to
work on it, the person assigned to work on the system shall
place the circuit breaker in an OFF position or pull the fuse.

4.4.4.1 The person assigned to work on the system shall not
rely on someone else to de-energize the system.

4.4.4.2 Apositive test on the isolated circuit shall be made.

4.4.5 When two or more people are going to work on the
same system, provisions shall be made to make one person
responsible for energizing or de-energizing the system.

4.4.6 Circuit breakers shall be in the OFF position and fuses
shall be pulled before removing and installing system units.

Full document details: NFPA 410 2004

4.4.7* The use of a tag-out system, covering the switch with
masking tape, or some other similar method shall be used to
positively indicate that an electrical system is being worked on
and that it shall not be energized except on the authorization
of the supervisor.

4.4.8 When working on energized electrical systems in areas
containing flammable fluid lines, the following precautions
shall be taken:

(1)*Whenever working on any part of the aircraft, accidental
contact of control cables, tools, or metal parts with energized
electrical systems, components, or both shall be prevented.

(2) Adjacent terminals, electrical components and wiring,
and flammable fluid lines shall be protected to prevent
arcing and fire if accidental cross contact is made.

4.4.9 When troubleshooting, all wires shall be considered en-
ergized until proven otherwise.

4.4.10 Nonconductive or insulated tools shall be used for
working on energized circuits.

4.4.11 The aircraft electrical circuit involved shall be de-
energized whenever equipment or wiring is removed or installed.

4.4.12 New or repaired equipment shall be tested and
checked for short circuits before being installed on an aircraft.

4.4.13 Aircraft wiring shall be secured to prevent chafing.

4.4.14 All loops provided in electrical cables to prevent flam-
mable fluids from entering electrical connections or compo-
nents shall be reformed so that they perform their intended
functions.

4.4.15 Where dripshields, cables, sheaths, plug covers, or
similar devices have been provided to prevent flammable flu-
ids from contacting electrical components, they shall be rein-
stalled so that they perform their intended functions.

4.5 Repairs to Communications and Navigation Equipment.

Radar and radio transmitting equipment shall not be oper-

ated, tested, or checked on the aircraft whenever any of the

following operations are taking place within the distance lim-

its outlined in 4.1.4 of NFPA 407 or within the distances of the

manufacturer’s prescribed limitations:

(1) Fueling

(2) Defueling

(3) Conducting tank repair operations when flammable vapor—
air atmospheres are present

(4) Other similar hazardous operation

4.6 Cleaning of Electrical Components Installed on the Air-
craft.

4.6.1 Electrical components shall not be energized and shall
be isolated from power sources during cleaning operations.

4.6.2 Only nonflammable solvents shall be used for cleaning
electrical components.

4.7 Testing of Electrical Equipment During and Following Re-
pair Operations.

4.7.1 Testing of electrical equipment installed on aircraft
shall be held to a minimum.

4.7.2 Wherever possible, testing shall be done at a bench or
in a workshop away from the aircraft.

4.7.3 Equipment shall be checked for continuity of circuitry
and resistance before power is applied.
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4.8 Energizing and De-Energizing Electric Circuits During
Complete Engine Change.

4.8.1 The aircraft manufacturer’s recommended procedures
for static grounding shall be followed.

4.8.2 Magneto circuits shall be bonded to the aircraft where
they are disconnected at the engine firewall.

4.8.3 The electrical systems involved in an engine removal
shall be de-energized prior to removal of the engine and re-
main de-energized until any hazard of flammable vapors in
the area has been removed.

4.8.4 Pertinent electrical systems shall be de-energized prior
to installation of the engine and remain de-energized until all
flammable fluid system connections are completed and no
flammable vapors exist in the area.

4.8.5 Personnel performing an engine change shall be ad-
vised when the electrical systems are de-energized and re-
energized following the principles in 4.1.4 and 4.4.5.

4.8.6 The de-energized circuits shall be tagged out or locked
out so that persons attempting to energize them are made
aware that others could be endangered by their action.

4.8.7 Electrical disconnects shall be protected against acci-
dental contact, dirt, and moisture during the disconnect pe-
riod by tightfitting blind plugs, tape wrapping, or both.

4.9 Electrical Equipment Mounted on Fixed Workstands.

4.9.1 Electric wiring, outlets, and equipment, including
lamps on or attached to fixed docks and stands that are lo-
cated or likely to be located in hazardous areas as defined in
513.3 and 513.4 of NFPA 70 shall conform to the requirements
for Class I, Group D, Division 2 locations.

4.9.2 Where docks and workstands are not located or likely to
be located in hazardous areas as defined in 4.9.1, wiring and
equipment shall conform to 513.7 of NFPA 70.

4.9.3 Receptacles and attachment plugs shall be of the lock-
ing type that do not break apart.

4.10 Electrical Equipment Mounted on Movable Stands. Mov-
able docks and workstands with electrical equipment con-
forming to 4.9.2 shall carry at least one permanently affixed
warning sign to read as follows:

WARNING: Keep 1.5 m (5 ft) Horizontally Clear of Aircraft
Engines, Fuel Tank Areas, and Vents

Chapter 5 Aircraft Breathing-Oxygen Systems

5.1 Oxygen System Charging Operations and Safeguards.

5.1.1% Because of the possibility of fire or explosion involving
oxygen, the person choosing the site for oxygen charging opera-
tions shall consider items such as exposure of other aircraft, ve-
hicles, structures, utilities, and people in the vicinity as well as the
accessibility of the aircraft to fire-fighting equipment.

5.1.2 Where it is necessary to conduct gaseous oxygen system
recharging in a hangar or building, it shall be done under
controlled conditions.

5.1.3 Bulk liquid oxygen recharging shall not be conducted

indoors under any conditions.

5.1.3.1 A separation of at least 15 m (50 ft) shall be main-
tained between a filling point and other aircraft, vehicles, and
structures.

5.1.3.2%* Liquid oxygen charging operations shall not be per-
formed within range of any drainage system elements, such as
catch basins, through which a liquid oxygen spill could enter
the drainage system.

5.1.4 Good housekeeping practices, particularly where combus-
tibles such as grease, lubricating oil, and asphalt are found, shall
be maintained in the vicinity of oxygen charging operations.

5.1.5 Open flames and smoking shall be prohibited within 15 m
(50 ft) of charging equipment.

5.1.6 Safeguards shall be taken while performing aircraft ser-
vicing or maintenance operations such as fueling, repair of
fuel and hydraulic systems, use of cleaning fluids or de-icing
fluids, or operation of electrical equipment that can inher-
ently or accidentally introduce ignition sources or combus-
tibles concurrent with oxygen charging operations.

5.1.7 Only charging equipment and containers suitable for
the specific aircraft breathing-oxygen system shall be used.

5.1.7.1 Each container shall be identified by its marking be-
fore it is connected to the aircraft system.

5.1.7.2 Equipment intended or used for other gases shall not
be interchanged with oxygen equipment.

5.1.7.3 High-pressure commercial containers, 12.4 MPa
(1800 psi) or higher, shall be connected through a high-
pressure regulator specified for oxygen service to service low-
pressure aircraft systems.

5.1.7.4 Oxygen charging hoses shall be kept clean, capped
when not in use, and clearly marked or tagged “For Oxygen
Use Only.”

5.1.8 Oil, grease, or other combustible substances shall not
be permitted to come in contact with oxygen containers,
valves, regulators, fittings, or any other part of the aircraft oxy-
gen system or charging equipment.

5.1.8.1 Oxygen equipment shall not be handled with oily
gloves or tools.

5.1.8.2 Charging operations shall not be performed while
wearing oily or greasy clothing.

5.1.8.3 Protective caps shall be kept on equipment as long as
possible and replaced as soon as possible.

5.1.8.4 Before charging, all connections shall be inspected
for cleanliness.

5.1.8.5 If dust, dirt, grease, or any other contaminant is
found, it shall be removed with detergent or solvent approved
for oxygen service.

5.1.8.6 A small amount of oxygen shall be bled through hose
or valve outlets before connecting to the fill fitting in order to
eliminate foreign material that escapes external inspection.

5.1.8.7 The hose or valve outlet shall be aimed away from the
body and equipment, and only necessary valves shall be
cracked open.

5.1.8.8 A clean, dry container shall be available to collect any
liquid oxygen discharge that might escape.
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