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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints
and interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property, or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use
of, or reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to the accuracy or
completeness of any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent
judgment or, as appropriate, seek the advice of a competent professional in determining the exercise of
reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall
not be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.

REVISION SYMBOLS IDENTIFYING CHANGES FROM THE PREVIOUS EDITION

Text revisions are shaded. A Δ before a section number indicates that words within that section were
deleted and a Δ to the left of a table or figure number indicates a revision to an existing table or
figure. When a chapter was heavily revised, the entire chapter is marked throughout with the Δ
symbol. Where one or more sections were deleted, a • is placed between the remaining sections.
Chapters, annexes, sections, figures, and tables that are new are indicated with an N .

Note that these indicators are a guide. Rearrangement of sections may not be captured in the
markup, but users can view complete revision details in the First and Second Draft Reports located in
the archived revision information section of each code at www.nfpa.org/docinfo. Any subsequent
changes from the NFPA Technical Meeting, Tentative Interim Amendments, and Errata are also
located there.

REMINDER: UPDATING OF NFPA STANDARDS

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be
aware that these documents may be superseded at any time by the issuance of a new edition, may be
amended with the issuance of Tentative Interim Amendments (TIAs), or be corrected by Errata. It is
intended that through regular revisions and amendments, participants in the NFPA standards
development process consider the then-current and available information on incidents, materials,
technologies, innovations, and methods as these develop over time and that NFPA Standards reflect
this consideration. Therefore, any previous edition of this document no longer represents the current
NFPA Standard on the subject matter addressed. NFPA encourages the use of the most current edition
of any NFPA Standard [as it may be amended by TIA(s) or Errata] to take advantage of current
experience and understanding. An official NFPA Standard at any point in time consists of the current
edition of the document, including any issued TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or
corrected by Errata, visit the “Codes & Standards” section at www.nfpa.org.

ISBN: 978-145592925-2 (Print)

Full document details: NFPA 51 2023

http://www.nfpa.org/docinfo
http://www.nfpa.org
http://www.avadocuments.com/doc/nfpa-51-2023
http://www.avadocuments.com/doc/nfpa-51-2023
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Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that these
documents may be superseded at any time by the issuance of a new edition, may be amended with the issuance of Tentative
Interim Amendments (TIAs), or be corrected by Errata. It is intended that through regular revisions and amendments,
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time consists of the current edition of the document, including any issued TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or corrected by Errata, visit the
“Codes & Standards” section at www.nfpa.org.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and shall not
be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in
connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for determining the validity of
any such patent rights, as well as the risk of infringement of such rights, and the NFPA disclaims liability for the infringement
of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may require use of an
invention covered by patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such
patent rights constitute or include essential patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent
Policy, a patent holder has filed a statement of willingness to grant licenses under these rights on reasonable and
nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of such filed statements can be
obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, by the
publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with
applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe
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NFPA does not waive any rights in copyright to these documents.
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NFPA® 51

Standard for the

Design and Installation of Oxygen–Fuel Gas Systems for Welding, Cutting,
and Allied Processes

2023 Edition

This edition of NFPA 51, Standard for the Design and Installation of Oxygen–Fuel Gas Systems for
Welding, Cutting, and Allied Processes, was prepared by the Technical Committee on Industrial and
Medical Gases. It was issued by the Standards Council on March 20, 2022, with an effective date of
April 9, 2022, and supersedes all previous editions.

This edition of NFPA 51 was approved as an American National Standard on April 9, 2022.

Origin and Development of NFPA 51

NFPA standards for the construction, installation, and use of acetylene gas machines and for the
storage of calcium carbide date back to 1900. The first edition of NFPA 51 was adopted in 1925.

Subsequent editions of NFPA 51 were dated 1927, 1936, 1942, 1944, 1946, 1951, 1953, 1957, 1958,
1960, 1961, 1964, 1969, 1973, 1974, 1977, 1983, 1987, and 1992. In June 1966, responsibility for
NFPA 51 was reassigned from the Committee on Gases and its Sectional Committee on Industrial
Gases to the Committee on Industrial and Medical Gases.

The 1997 edition was revised editorially to make the standard easier to use, understand, and
enforce.

The 2002 edition of NFPA 51 contained relatively few changes. The most significant changes were
the clarification of the size of small systems to which the standard would not apply and the
requirements for leak testing piping systems. In addition, the document was revised to conform to
the 2002 edition of the Manual of Style for NFPA Technical Committee Documents, including reordering of
the chapters and adoption of SI units as primary units.

The changes to the 2007 edition of NFPA 51 were as follows:

(1) Use of standard NFPA text for retroactivity and equivalency
(2) Changes in Chapters 4 through 9 to be consistent with the 2005 edition of NFPA 55, Standard

for the Storage, Use, and Handling of Compressed Gases and Cryogenic Fluids in Portable and
Stationary Containers, Cylinders, and Tanks, particularly the storage amounts

(3) Addition of the definitions for fuel gas, limited combustible, and noncombustible material to be
consistent with the subject matter of the document

(4) Elimination of several terms that could not be enforced

The 2013 edition was reorganized to coordinate maximum allowable quantities (MAQs) and
building controls as used in NFPA 55 and NFPA 400, Hazardous Materials Code. Allowable pressures
and other requirements for oxygen manifolds were updated and clarified. New protocols for mobile
acetylene trailer systems (MATS) were added to coordinate with NFPA 51A, Standard for Acetylene
Cylinder Charging Plants.

The 2018 edition primarily updated information extracted from and references to NFPA 55 to
ensure consistency between the two documents.

The 2023 edition has harmonized the definitions for noncombustible material and limited-combustible
material with other NFPA documents. Additionally, updates have been made to extracted material
from NFPA 55, NFPA 58, and NFPA 400. Other revisions have been made to clarify existing
requirements.
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the Association or any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the
storage, transfer, and use of industrial gases. Included are the storage and handling of such
gases in their gaseous or liquid phases; the installation of associated storage, piping, and
distribution equipment; and operating practices. The Committee also has a technical
responsibility for contributions in the same areas for medical gases and clean rooms. The
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NFPA 51

Standard for the

Design and Installation of Oxygen–Fuel Gas
Systems for Welding, Cutting, and Allied

Processes

2023 Edition

IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and
Disclaimers Concerning NFPA Standards.” They can also be viewed
at www.nfpa.org/disclaimers or obtained on request from NFPA.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions of
NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta‐
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with all TIAs and Errata in effect. To verify that this document is the
current edition or to determine if it has been amended by TIAs or
Errata, please consult the National Fire Codes® Subscription Service
or the “List of NFPA Codes & Standards” at www.nfpa.org/docinfo.
In addition to TIAs and Errata, the document information pages also
include the option to sign up for alerts for individual documents and
to be involved in the development of the next edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material on
the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. Extracted text may be edited for consistency and
style and may include the revision of internal paragraph refer‐
ences and other references as appropriate. Requests for inter‐
pretations or revisions of extracted text shall be sent to the
technical committee responsible for the source document.

Information on referenced and extracted publications can
be found in Chapter 2 and Annex B.

Chapter 1   Administration

1.1 Scope.

1.1.1   This standard applies to the following:

(1) Design and installation of oxygen–fuel gas welding and
cutting systems and allied processes (see 3.3.2), except for
systems meeting the criteria in 1.1.5

(2) Utilization of gaseous fuels generated from flammable
liquids under pressure where such fuels are used with
oxygen

(3) Storage on the site of a welding and cutting system instal‐
lation of the following:

(a) Gases to be used with such systems where more than
one cylinder each of oxygen and fuel gas are stored
in any single storage area [includes storage of more
than one cylinder each in any single storage area
even though all such stored cylinders may be inten‐

ded for use in systems of the kind described in
1.1.1(1)]

(b) Calcium carbide

1.1.2   Unless specifically indicated otherwise, the term welding
and cutting systems shall be considered to include allied processes
in this standard.

1.1.3   Where only a portion of a fuel gas system is to be used
for welding, cutting, or allied processes, only that portion of
the system need comply with this standard.

1.1.4   Where only a portion of an oxygen system is to be used
with fuel gas for welding, cutting, or allied processes, only that
portion of the system need comply with this standard.

1.1.5   This standard shall not apply to the following:

(1)* Systems consisting of a single cylinder not exceeding
120 ft3 (3.4 m3) of oxygen and a single cylinder not
exceeding 120 ft3 (3.4 m3) of fuel gas used for welding
and cutting

(2) Systems in which fuel gases are not to be used with
oxygen, as described in NFPA 54 and NFPA 58

(3) The manufacture of gases and the filling of cylinders
(4) Storage of empty cylinders
(5) Compressed air–fuel gas systems

1.2 Purpose.   The purpose of this standard is to reduce the
risk of fires and explosions in oxygen–fuel gas cutting and
welding systems.

1.3 Retroactivity.   The provisions of this standard reflect a
consensus of what is necessary to provide an acceptable degree
of protection from the hazards addressed in this standard at
the time the standard was issued.

1.3.1   Unless otherwise specified, the provisions of this stand‐
ard shall not apply to facilities, equipment, structures, or instal‐
lations that existed or were approved for construction or
installation prior to the effective date of the standard. Where
specified, the provisions of this standard shall be retroactive.

1.3.2   In those cases where the authority having jurisdiction
determines that the existing situation presents an unacceptable
degree of risk, the authority having jurisdiction shall be permit‐
ted to apply retroactively any portions of this standard deemed
appropriate.

1.3.3   The retroactive requirements of this standard shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdiction
and only where it is clearly evident that a reasonable degree of
safety is provided.

1.4 Equivalency.   Nothing in this standard is intended to
prevent the use of systems, methods, or devices of equivalent or
superior quality, strength, fire resistance, effectiveness, durabil‐
ity, and safety over those prescribed by this standard.

1.4.1   Technical documentation shall be submitted to the
authority having jurisdiction to demonstrate equivalency.

1.4.2   The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

1.5 Fuel Gases in the Liquid Phase.

1.5.1   The use of liquid acetylene shall be prohibited.
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1.5.2   Fuel gases in the liquid phase shall not be piped into any
building except as permitted in the following:

(1) Buildings used exclusively to house equipment for vapori‐
zation, pressure reduction, or gas mixing

(2) Buildings or separate fire divisions of buildings used
exclusively for research and experimental laboratories

1.6 Operations and Fire Prevention Practices.

1.6.1   Operating safe practices shall be in accordance with
ANSI Z49.1, Safety in Welding, Cutting, and Allied Processes.

1.6.2   Fire prevention practices in relation to cutting and weld‐
ing shall be in accordance with NFPA 51B.

1.7* Material–Oxygen Compatibility.   Oxygen system compo‐
nents, including, but not limited to, containers, valves, valve
seats, lubricants, fittings, gaskets, and interconnecting equip‐
ment, including hoses, shall have adequate compatibility with
oxygen under the conditions of temperature and pressure to
which the components might be exposed in the containment
and use of oxygen. Easily ignitible materials shall not be used
unless they are parts of equipment or systems that are
approved, listed, or proved suitable by tests or by past experi‐
ence.

1.8 Cylinders and Containers.   The terms cylinder and container
are used interchangeably in this standard and include any port‐
able vessel used to supply a fuel gas or oxygen.

1.9 Units and Formulas.

1.9.1   The units of measure in this standard are presented first
in US customary units (inch-pound units), followed by Interna‐
tional System (SI) units in parentheses.

1.9.2   Either system of units shall be acceptable for satisfying
the requirements in this standard.

1.9.3   Users of this standard shall apply one system of units
consistently and shall not alternate between units.

1.9.4   The values presented for measurements in this standard
are expressed with a degree of precision appropriate for practi‐
cal application and enforcement. It is not intended that the
application or enforcement of these values be more precise
than the precision expressed.

1.9.5   Where extracted text contains values expressed in only
one system of units, the values in the extracted text have been
retained without conversion to preserve the values established
by the responsible technical committee in the source docu‐
ment.

Chapter 2   Referenced Publications

2.1 General.   The documents or portions thereof listed in this
chapter are referenced within this standard and shall be
considered part of the requirements of this document.

2.2 NFPA Publications.   National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 10, Standard for Portable Fire Extinguishers, 2022 edition.
NFPA 13, Standard for the Installation of Sprinkler Systems, 2022

edition.
NFPA 51B, Standard for Fire Prevention During Welding, Cutting,

and Other Hot Work, 2019 edition.
NFPA 54, National Fuel Gas Code, 2021 edition.

NFPA 55, Compressed Gases and Cryogenic Fluids Code, 2023
edition.

NFPA 58, Liquefied Petroleum Gas Code, 2020 edition.
NFPA 70®, National Electrical Code®, 2023 edition.
NFPA 101®, Life Safety Code®, 2021 edition.
NFPA 259, Standard Test Method for Potential Heat of Building

Materials, 2018 edition.
NFPA 5000®, Building Construction and Safety Code®, 2021

edition.

2.3 Other Publications.

2.3.1 ASME Publications.   American Society of Mechanical
Engineers, Two Park Avenue, New York, NY 10016-5990.

ASME B31.3, Process Piping, 2018.

Boiler and Pressure Vessel Code, 2019.

2.3.2 ASTM Publications.   ASTM International, 100 Barr
Harbor Drive, P.O. Box C700, West Conshohocken, PA
19428-2959.

ASTM B88, Standard Specification for Seamless Copper Water
Tube, 2020.

ASTM E84, Standard Test Method for Surface Burning Character‐
istics of Building Materials, 2021.

ASTM E119, Standard Test Methods for Fire Tests of Building
Construction and Materials, 2020.

ASTM E136, Standard Test Method for Assessing Combustibility of
Materials Using a Vertical Tube Furnace at 750°C, 2019a.

ASTM E2652, Standard Test Method for Assessing Combustibility
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