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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® DOCUMENTS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA® codes, standards, recommended practices, and guides (“NFPA Documents”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints and
interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Documents.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of,
or reliance on NFPA Documents. The NFPA also makes no guaranty or warranty as to the accuracy or completeness
of any information published herein.

In issuing and making NFPA Documents available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent judgment
or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any
given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Documents. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall not
be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be
superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments.
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the
issuance of Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Committee Projects shall not be
considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in connection with an
NFPA Document. The users of NFPA Documents bear the sole responsibility for determining the validity of any such patent rights, as well as the risk
of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA
Documents.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in American National
Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Document may require use of an invention covered by
patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to
grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its
codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may
not be construed as doing so.

Copyrights

NFPA Documents are copyrighted by the NFPA. They are made available for a wide variety of both public and private uses. These include both
use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe practices and methods. By
making these documents available for use and adoption by public authorities and private users, the NFPA does not waive any rights in copyright to
these documents.

Use of NFPA Documents for regulatory purposes should be accomplished through adoption by reference. The term “adoption by reference”
means the citing of title, edition, and publishing information only. Any deletions, additions, and changes desired by the adopting authority should be
noted separately in the adopting instrument. In order to assist NFPA in following the uses made of its documents, adopting authorities are requested
to notify the NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of
NFPA Documents, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Documents and all requests for information on NFPA procedures governing its codes
and standards development process, including information on the procedures for requesting Formal Interpretations, for proposing Tentative Interim
Amendments, and for proposing revisions to NFPA documents during regular revision cycles, should be sent to NFPA headquarters, addressed to the
attention of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02169-7471; email: stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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This edition of NFPA 555, Guide on Methods for Evaluating Potential for Room Flashover, was
prepared by the Technical Committee on Hazard and Risk of Contents and Furnishings. It
was issued by the Standards Council on May 29, 2012, with an effective date of June 18, 2012,
and supersedes all previous editions.

This edition of NFPA 555 was approved as an American National Standard on June 18, 2012.

Origin and Development of NFPA 555

This guide was the first document prepared by the Technical Committee on Hazard and
Risk of Contents and Furnishings. It was developed in recognition that life safety and property
protection can be enhanced by preventing the occurrence of flashover or, atleast, by decreas-
ing its probability.

The 2000 edition represented a reconfirmation of the 1996 edition.

The 2009 edition contained a small addition to Chapter 9 for individual fuel packages,
along with minor revisions throughout the document. Annex B was completely revised to
provide more up-to-date information on room fire models.

The 2013 edition has added references in Chapter 9 to NFPA 289, Standard Method of Fire
Test for Individual Fuel Packages, and to NFPA 556, Guide on Methods for Evaluating Fire Hazard to
Occupants of Passenger Road Vehicles, for use in estimating heat release rates.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (®) between the paragraphs that
remain.

Areference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in advisory sections of
this document are given in Chapter 2 and those for extracts in
the informational sections are given in Annex C. Extracted
text may be edited for consistency and style and may include
the revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text should be sent to the technical committee
responsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex C.

Chapter 1 Administration

1.1 Scope.

1.1.1 This guide addresses methods for evaluating the potential
for room flashover from fire involving the contents, furnishings,
and interior finish of a room. The methods addressed by this
guide include prevention of ignition; installation of automatic
fire suppression systems; control of ventilation factors; and limi-
tation of the heat release rate of individual and grouped room
contents, furnishings, and interior finish.

1.1.2 The accuracy, precision, and relevance of this guide are a
function of the accuracy, precision, and relevance of the data
from the test methods and calculations used. The principles and
concepts presented are among the most reliable available. The
use of these techniques can help to minimize the probability of
flashover or delay its occurrence, but might not prevent it.

1.2 Purpose.

1.2.1 The purpose of this guide is to provide tools for indi-
viduals or organizations attempting to implement methods to
prevent the occurrence of flashover or, at least, to decrease its
probability.

\
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1.2.2 Any limitations on the availability of data, of appropri-
ate test procedures, of adequate fire models, or of state-of-the-
art scientific knowledge place significant constraints on the
procedures described in this guide.

1.2.3 This guide describes some standard tests conducted un-
der controlled laboratory conditions. Such tests should not be
deemed to establish performance levels for all situations.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this guide and should be con-
sidered part of the recommendations of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 12, Standard on Carbon Dioxide Extinguishing Systems,
2011 edition.

NFPA 13, Standard for the Installation of Sprinkler Systems, 2013
edition.

NFPA 13D, Standard for the Installation of Sprinkler Systems in One-
and Two-Family Dwellings and Manufactured Homes, 2013 edition.

NFPA 13R, Standard for the Installation of Sprinkler Systems in
Low-Rise Residential Occupancies, 2013 edition.

NFPA 15, Standard for Water Spray Fixed Systems for Fire Protec-
tion, 2012 edition.

NFPA 16, Standard for the Installation of Foam-Water Sprinkler
and Foam-Water Spray Systems, 2011 edition.

NFPA 17, Standard for Dry Chemical Extinguishing Systems,
2009 edition.

NFPA 17A, Standard for Wet Chemical Extinguishing Systems,
2009 edition.

NFPA 25, Standard for the Inspection, Testing, and Maintenance
of Water-Based Fire Protection Systems, 2011 edition.

NFPA 92, Standard for Smoke Control Systems, 2012 edition.

NFPA 204, Standard for Smoke and Heat Venting, 2012 edition.

NFPA 265, Standard Methods of Fire lests for Evaluating Room
Fire Growth Contribution of Textile or Expanded Vinyl Wall Coverings
on Full Height Panels and Walls, 2011 edition.

NFPA 286, Standard Methods of Fire Tests for Evaluating Contri-
bution of Wall and Ceiling Interior Finish to Room Fire Growth, 2011
edition.

NFPA 289, Standard Method of Fire Test for Individual Fuel
Packages, 2009 edition.

NFPA 556, Guide on Methods for Evaluating Fire Hazard to Oc-
cupants of Passenger Road Vehicles, 2011 edition.

NFPA 750, Standard on Water Mist Fire Protection Systems, 2010
edition.

NFPA 2001, Standard on Clean Agent Fire Extinguishing Sys-
tems, 2012 edition.

2.3 Other Publications.

2.3.1 ASTM Publications. ASTM International, 100 Barr Har-
bor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959.

ASTM E 603, Standard Guide for Room Fire Experiments, 2007.

ASTM E 1321, Standard Test Method for Determining Material
Ignition and Flame Spread Properties, 2009.

ASTM E 1354, Standard Test Method for Heat and Visible Smoke
Release Rates for Materials and Products Using an Oxygen Consump-
tion Calorimeter, 20011a.

ASTM E 1474, Standard Test Method for Determining the Heat Re-
lease Rate of Upholstered Furniture and Mattress Components or Compos-
ites Using a Bench Scale Oxygen Consumption Calorimeter, 2010.
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ASTM E 1537, Standard Test Method for Fire Testing of Uphol-
stered Furniture, 2007.
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tresses, 2007.
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Chairs, 2009.

ASTM E 2061, Guide for Fire Hazard Assessment of Rail Trans-
portation Vehicles, 2009a.

ASTM E 2067, Standard Practice for Full-Scale Oxygen Con-
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2.3.2 ISO Publications. International Organization for Stan-
dardization, 1, rue de Varembé, Case postale 56, CH-1211 Gen-
eve 20, Switzerland.

ISO 9705, Fire Tests — Full-Scale Room Tests for Surface Prod-
ucts, 1993.

2.3.3 SFPE Publications. Society of Fire Protection Engineers,
7315 Wisconsin Avenue, Suite 1225 W, Bethesda, MD 20814.

SFPE Engineering Guide for Assessing Flame Radiation to Exter-
nal Targets from Pool Fires, 1999.
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2.3.4 UL Publications. Underwriters Laboratories Inc., 333
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ACT/DFA, HFammability Studies of Selected Fabrics, Flame-
Blocking Barriers, and Polyurethane Foams in the California Techni-
cal Bulletin 133 and Cone Calorimeter Protocols, Association for
Contract Textiles and Decorative Fabrics, Fort Worth, TX,
1995.

Ames, S. A., Babrauskas, V., and Parker, W. J., “Upholstered
Furniture: Prediction by Correlations,” Heat Release in Fires,
Babrauskas, V., and Grayson, S. J. (eds.), Elsevier, London, pp.
519-544, 1992.

Ames, S. A, Rogers, S., and Murray, C., “Small and Full
Scale Studies of Heat Release from Building Contents,” Pro-
ceedings Interflam 1993, InterScience Communications, Lon-
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Babrauskas, V., Full-Scale Burning Behavior of Upholstered
Chairs, NBS Technical Note 1103, National Bureau of Stan-
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Technology 16:94-103,112;1980a.
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stered Chairs,” Fire Journal 74:35-39;1980b.
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Chapter 3 Definitions

3.1 General. The definitions contained in this chapter apply
to the terms used in this guide. Where terms are not defined
in this chapter or within another chapter, they should be de-
fined using their ordinarily accepted meanings within the con-
text in which they are used. Merriam-Webster’s Collegiate Dictio-
nary, 11th edition, is the source for the ordinarily accepted
meaning.

3.2 NFPA Official Definitions.

3.2.1 Guide. A document that is advisory or informative in
nature and that contains only nonmandatory provisions. A
guide may contain mandatory statements such as when a
guide can be used, but the document as a whole is not suitable
for adoption into law.

3.2.2 Should. Indicates a recommendation or that which is
advised but not required.

3.3 General Definitions.

3.3.1 Contents and Furnishings. Any movable objects in a
building that normally are secured or otherwise put in place
for functional reasons, excluding (1) parts of the internal
structure of the building and (2) any items meeting the defi-
nition of interior finish. (See also 3.3.4, Interior Finish.)

3.3.2% Flashover. A stage in the development of a contained
fire in which all exposed surfaces reach ignition temperatures
more or less simultaneously and fire spreads rapidly through-
out the space.

3.3.3* Fuel Package. A grouping of one or more furnishings
or contents items, or both, whose proximity is sufficiently close
that the ignition of one item can be expected to cause the
spread of fire to the remaining items in the fuel package.

3.3.4% Interior Finish. The exposed surfaces of walls, ceilings,
and floors within buildings. [101, 2012]

3.3.5% Item. A single combustible object within the compart-
ment that is permanent or transient, movable, or fixed.

Chapter 4 Instructions for Use of This Guide

4.1 Procedures. This guide is best used with a proper under-
standing of its various procedures. Its core consists of five
chapters that guide the user through analyses and procedures
used to determine the likelihood of a compartment under
investigation reaching flashover under fire conditions and to
minimize the potential for flashover.
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4.2 Illustration of Use. Figure 4.2 illustrates the steps for us-
ing this guide in the evaluation of the potential for room flash-
over.

Fire occurs in room.

!

Is a properly designed

and functional automatic Yes

suppression system present?
(See Chapter 5.)

lNo

Is oxygen limitation or sufficient

venting present to preclude upper | Yes

layer flashover temperatures?
(See Chapter 6.)

lNo

Determine minimum energy required
for flashover to occur in room.
(See Chapter 7.)

!

Define fuel package.
(See Chapter 8.)

!

Is peak heat release rate below Yes
minimum energy for flashover? >
(See Chapter 9.)

lNo

Will separation or spreading
of fuel load decrease fuel Yes
peak heat release rate below >
minimum energy for flashover?
(See Chapter 10.)

lNo

Flashover likely.

Likely termination before full
room involvement.

FIGURE 4.2 Flowchart for Use of NFPA 555.

4.3 Analyses. After conducting the analysis provided in each
chapter, the user can determine whether the potential for
flashover has been decreased sufficiently or whether addi-
tional analysis is necessary. However, the user need not neces-
sarily complete the analysis of each chapter before moving on
to another.

4.4 Means of Fire Control. The first considerations in the
analysis are the means of fire control, either via the existence
of a properly designed and functional automatic suppression
system or via techniques for smoke venting or reduction in
oxygen availability. These issues are addressed in Chapter 4
and Chapter 5, respectively. A properly designed and func-
tional system of either kind is likely to be a satisfactory means
of reducing the potential for flashover.
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4.5 Conditions for Further Analyses. If either of the following
conditions exists, the user should conduct the analysis speci-
fied in Chapters 7 through 10:

(1) There is neither a properly designed and functional auto-
matic suppression system nor a similarly adequate
method of reduction in oxygen availability.

(2) Added precautions are desired.

4.6 Fuel Packages. Fuel packages should be defined using the
concepts in Chapter 8.

4.7 Flashover-Potential Analysis. Chapter 7 contains tech-
niques for predicting flashover in compartments, irrespective
of the contents, furnishings, or interior finishes involved.
Chapters 8 and 9 indicate how the fire performance of con-
tents, furnishings, or interior finishes can be used to assess the
potential for flashover. Chapter 10 explains how the tech-
niques in Chapter 9 can be expanded to include groups of
items or products as fuel packages.

4.8% Applications in Codes. The performance-based options
commonly included in codes and standards are typical appli-
cations where the results of an analysis such as the one per-
formed based on this guide would be useful.

Chapter 5 Automatic Suppression Systems

5.1 General. Automatic suppression systems are the most
widely used method for automatically controlling a fire. Con-
sideration should be given to using an automatic suppression
system to limit the fire hazard potential in a room in order to
reduce the probability of room flashover.

5.2 System Failure. Although automatic suppression systems
have an outstanding record of success, it is possible for such sys-
tems to fail. Failures are often due to weaknesses in the system
that could have been avoided if appropriate attention had been
given at the time of design, installation, or inspection. Issues per-
taining to system integrity should be addressed carefully to in-
crease the probability of successful operation of a suppression
system. If a properly designed and functioning automatic sup-
pression system is used in the design of a room, a fire that occurs
in that room is likely to be controlled or extinguished by the
suppression system prior to full room involvement (flashover).
Figure 5.2 provides a graphic representation of the effect of auto-
matic suppression systems on heat release rate from a fire.

5.3 Hazard Protection. Many standards exist to aid designers
in the development of appropriate automatic suppression sys-
tem design criteria for a wide range of occupancy types and
hazards. Because the range and severity of occupancy types
and fire types are rather broad, and because protection goals
vary from minimal property protection to large-scale life
safety, it is essential that hazards be identified and evaluated
and that applicable design criteria be employed.

5.4 Evaluation Considerations for Automatic Suppression
Systems.

5.4.1 If a recognized design standard is not the basis for a
suppression system design or if a unique or innovative sup-
pression system approach is proposed, an evaluation of sup-
pression system capabilities should be considered. Such an
approach should include an analysis of the time to activation
of the proposed suppression system compared to an evalua-
tion of the “design fire” growth time with respect to the onset
of flashover.
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Without automatic suppression

HRR

Controlled by
automatic suppression

/

Time
Extinguished by
automatic suppression

FIGURE 5.2 Effect of Automatic Fire Suppression Systems
on Heat Release Rate. (Source: SFPE Engineering Guide to
Performance-Based Fire Protection, Figure 9-3.)

5.4.2 Factors that significantly affect an automatic suppres-
sion system’s ability to prevent flashover include fire growth
rate, quantity and arrangement of combustibles, enclosure
characteristics, oxygen availability, fire detector (sprinkler) re-
sponse characteristics, agent application rate (density), agent
discharge characteristics, and duration of agent supply. De-
pending on the circumstances of the hazard and the level of
protection required, some or all of the preceding factors
might have to be evaluated to establish confidence in an auto-
matic suppression system'’s ability to reduce the probability of
flashover significantly.

5.5 Design, Installation, and Maintenance. The design, instal-
lation, and maintenance of automatic suppression systems are
covered by a number of NFPA standards, including the following:

(1) NFPA 12, Standard on Carbon Dioxide Extinguishing Systems
(2) NFPA 13, Standard for the Installation of Sprinkler Systems
(3) NFPA 13D, Standard for the Installation of Sprinkler Systems
in One- and Two-Family Dwellings and Manufactured Homes
(4) NFPA 13R, Standard for the Installation of Sprinkler Systems
in Low-Rise Residential Occupancies
(5) NFPA 15, Standard for Water Spray Fixed Systems for Fire Pro-
lection
(6) NFPA 16, Standard for the Installation of Foam-Water Sprin-
kler and Foam-Water Spray Systems
(7) NFPA 17, Standard for Dry Chemical Extinguishing Systems
(8) NFPA 17A, Standard for Wet Chemical Extinguishing Systems
(9) NFPA 25, Standard for the Inspection, Testing, and Mainte-
nance of Water-Based Fire Protection Systems
(10) NFPA 750, Standard on Water Mist Fire Protection Systems
(11) NFPA 2001, Standard on Clean Agent Fire Extinguishing
Systems

Chapter 6 Oxygen Availability and Ventilation

6.1 Considerations. Oxygen availability or ventilation param-
eters can play a significant role in fire growth, the combustion
process, and conditions that influence flashover potential in
various types of fire scenarios.
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6.1.1 Typical Fire Scenarios. Normal air contains 20.9 percent
oxygen, 79.1 percent nitrogen, and traces of other gases. In
the combustion process, fuel combines with oxygen in air, and
the size of a resulting fire can be limited by the amount of
either fuel or oxygen available for the combustion process. In
most common fire scenarios, it should be reasonable to as-
sume that oxygen is supplied to the fire from the surrounding
air and that sufficient ventilation or air leakage paths are
present to allow a continued supply of air and oxygen. The
continued availability of air allows the growth of fire and the
continued burning of contents, furnishings, or interior fin-
ishes in a compartment.

6.1.2 Tightly Closed Compartments. In fire scenarios in which
a compartment is tightly closed or lacks sufficient ventilation or
air leakage paths, the available oxygen is consumed in the com-
bustion process until the oxygen volume concentration is re-
duced to between 8 percent and 12 percent. At these reduced
oxygen levels, the flaming combustion of contents, furnishings,
or interior finishes in a compartment can cease, and the remain-
ing oxygen will not be consumed. These conditions can prevent
the fire from growing to a size sufficient to produce flashover
conditions. However, a sudden introduction of air (and oxygen)
can result in a highly dangerous, rapid combustion of products
of incomplete combustion, called a backdrafi. A backdraft might
occur when doors are opened or windows are broken in the pro-
cess of manual fire fighting.

6.1.3 Vented Scenarios. In some fire scenarios, there is an abun-
dance of ventilation in the form of a smoke/heat venting means
or other exhaust mechanism that relieves sufficient heat and
gases from a compartment, precluding the temperature rise con-
ditions necessary to induce flashover (Hinkley, 1988).

6.2 Oxygen Consumption.

6.2.1 Principle of Oxygen Consumption. A determination has
been made that the heat released per unit mass of oxygen
consumed is nearly constant for most organic fuels. In air-
limited fire scenarios, this value can be useful in determining
whether the fire duration or maximum heat release rate pre-
dicted to cause flashover can be achieved. The value of heat
released per unit mass of oxygen consumed is 13.1 k] /g (on an
oxygen basis). The value of heat released per unit volume of
oxygen consumed, Ah_x Po, ,is 18.7 x 10*> k]/m® (on an oxy-
gen basis), at 0°C. The corresponding values on an air basis
are 3 kJ/g and 3.9 x 10 kJ/m? (also at 0°C).

6.2.2 Tightly Closed Compartments.

6.2.2.1 In tightly closed compartments, flashover potential
exists only if the heat released by the fire can exceed the heat
release rate necessary for flashover using the oxygen supply
available in the compartment.

6.2.2.2 The duration of burning in a tightly closed compart-
ment can be estimated for steady fires and for unsteady fires in
which the heat release rate grows proportionally to the square of
time (tsquare fires). Estimations are based on the volume of the
space and the heat release rate as shown in Equation (6.2.2.2a)
for steady fires and Equation (6.2.2.2b) for unsteady (z-square)
fires.

v,

(AR, Xpg,
Q( ”Xp.)

t= (6.2.2.2a)
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1/3
l:[?’V%( Al X, )} (6.2.2.2b)
o ;
where:
t = time (sec)
Vo, = volume of oxygen available to be consumed in
combustion process [see 6.2.2.3] (m?)

Al Xpo, = heat release per unit volume of oxygen

~ consumed (k]/rng)
Q = heat release rate from steady fire (kW)
0. = constant governing the speed of fire growth

(k] /sec®)

6.2.2.2.1 Values of o for typical fire growths are as shown in
Table 6.2.2.2.1.

Table 6.2.2.2.1 Values of .

U.S. Customary
Speed of Fire SI Units Units
Slow 2.93 x 1072 k]/sec3 0.00278 Btu/sec®
Medium 11.72 x1072 k]/sec3 0.01111 Btu/sec”®
Fast 46.88 x 1072 kj/sec3 0.04444 Btu/sec®

6.2.2.2.2 The maximum heat release rate for the unsteady
(¢-square) fire can be estimated as follows in Equation 6.2.2.2.2,
where ¢is the time, as determined from Equation 6.2.2.2b:

Q=at’ (6.2.2.2.2)
6.2.2.2.3 The equations consider the energy associated with
the mass (or volume) of oxygen consumed in the compart-
ment, and the energy is divided by the anticipated heat release
rate of the fire.

6.2.2.3 It can be estimated that the maximum volume of oxy-
gen available to be consumed in the combustion process is
approximately half of the total available oxygen, since flaming
combustion usually is not sustained once oxygen concentra-
tions fall to the range of 8 percent to 12 percent.

6.2.3 Temperature Rise in Compartment.

6.2.3.1 With the times of fire duration determined from
Equations 6.2.2.2a and 6.2.2.2b, Equation 6.2.3.1, based on
the compartment volume (containing air as an ideal gas at
constant pressure with constant specific heat), can be used to
estimate the temperature rise in the compartment and to de-
termine whether temperature conditions are sufficient for
flashover (Milke and Mowrer, 1993).

AT:R[CXP(QL/QD)—I] (6.2.3.1)
6.2.3.2 In Equation 6.2.3.1, Q, is the net total heat released,
which can be determined from Equation 6.2.3.2a or Equa-
tion 6.2.3.2b, depending on the type of fire, and @, is the total
ambient energy of air in the compartment, calculated using
Equation 6.2.3.2c.

0,=(1-X,)Q(At) (steady fires) (6.2.3.2a)
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ot

Q, = (l—X,‘)? [unsteady (-square) fires] (6:2-3.2b)

Q, =p,c, T,V (6.2.3.2¢)
6.2.3.3 The terms used in Equations 6.2.3.1, 6.2.3.2a,
6.2.3.2b, and 6.2.3.2c are described as follows:

X, = fraction of heat loss to compartment boundaries (typical
range, 0.6 to 0.95)

Q = heat release rate of the fire (kW)

o = a constant governing the speed of fire growth (k]/sec’)
At = time period (sec)

P, = density of air (kg/m?)

€= specific heat of air [k]J/ (kg K) ]

T, = initial air temperature (K)

V=volume of air in compartment (m?)

6.2.4*% Other than the method of analysis outlined using the
equations in 6.2.2.2 through 6.2.3.3, there are computer-
based models that can evaluate the oxygen depletion, ventila-
tion, and heat transfer effects that impact the flashover poten-
tial in tightly closed compartments.

6.3 Venting and Exhaust of Hot Smoke Layer.

6.3.1 Smoke produced from a flaming fire in a space is as-
sumed to be buoyant, rising in a plume above the fire and
striking the ceiling or stratifying due to temperature inver-
sion. The space can be expected to begin to fill with smoke,
with the smoke layer interface descending. The descent rate of
the smoke layer interface depends on the rate at which smoke
is supplied to the smoke layer from the plume. This scenario
assumes a two-zone model in which there is a distinct interface
between the bottom of the smoke layer and the ambient air.
For engineering purposes, the smoke supply rate from the
plume can be estimated to be the air entrainment rate into the
plume below the smoke layer interface.

6.3.2 The heat that is convected upward into the space or com-
partment results in an increase in temperature in the smoke layer
in the space. The provision of vents or mechanical means of ex-
haust can serve to remove the hot gases from the rising fire
plume, which increases the amount of air entrainment and pro-
motes a lower smoke layer temperature. With appropriate con-
sideration given to the amount of venting or exhaust and the
expected fire size, the compartment smoke layer gas tempera-
tures can be limited below the 600°C threshold indicator for
flashover. Additional guidance and calculation methods can be
found in NFPA 92, Standard for Smoke Control Systems, and
NFPA 204, Standard for Smoke and Heat Venting.

Chapter 7 Predicting Flashover for
Fire Hazard Calculations

7.1 Background.

7.1.1 General. The occurrence of flashover within a room is
the ultimate signal of untenable conditions within the room of
fire origin as well as a sign of greatly increased risk to other
rooms within the building. A number of experimental studies
of full-scale fires have been performed that provide an ad-
equate but imprecise definition of flashover in terms of mea-
surable physical properties. Computer simulations of the
growth of a fire within a room are available.
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