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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the
document contained herein is one, are developed through a consensus standards development process
approved by the American National Standards Institute. This process brings together volunteers
representing varied viewpoints and interests to achieve consensus on fire and other safety issues. While the
NFPA administers the process and establishes rules to promote fairness in the development of consensus,
it does not independently test, evaluate, or verify the accuracy of any information or the soundness of any
judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the
publication, use of, or reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to
the accuracy or completeness of any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or
other services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty
owed by any person or entity to someone else. Anyone using this document should rely on his or her own
independent judgment or, as appropriate, seek the advice of a competent professional in determining the
exercise of reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of
NFPA Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for
compliance with this document. Any certification or other statement of compliance with the requirements
of this document shall not be attributable to the NFPA and is solely the responsibility of the certifier or
maker of the statement.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that these
documents may be superseded at any time by the issuance of new editions or may be amended from time to time through the
issuance of Tentative Interim Amendments or corrected by Errata. An official NFPA Standard at any point in time consists of
the current edition of the document together with any Tentative Interim Amendments and any Errata then in effect. In order to
determine whether a given document is the current edition and whether it has been amended through the issuance of Tentative
Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the Development
of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and shall not be considered to
be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in
connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for determining the validity of any
such patent rights, as well as the risk of infringement of such rights, and the NFPA disclaims liability for the infringement of any
patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may require use of an
invention covered by patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such
patent rights constitute or include essential patent claims under the ANSI Patent Policy. If, in connection with the ANSI
Patent Policy, a patent holder has filed a statement of willingness to grant licenses under these rights on reasonable and
nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of such filed statements can
be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, by the
publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with
applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe
practices and methods. By making these documents available for use and adoption by public authorities and private users, the
NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term “adoption
by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, and changes desired
by the adopting authority should be noted separately in the adopting instrument. In order to assist NFPA in following the uses
made of its documents, adopting authorities are requested to notify the NFPA (Attention: Secretary, Standards Council) in
writing of such use. For technical assistance and questions concerning adoption of NFPA Standards, contact NFPA at the address
below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA procedures
governing its codes and standards development process, including information on the procedures for requesting Formal
Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to NFPA standards during regular
revision cycles, should be sent to NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA,

1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be viewed at no

cost at www.nfpa.org/docinfo.
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NFPA® 61

Standard for the

Prevention of Fires and Dust Explosions in Agricultural and Food
Processing Facilities

2017 Edition

This edition of NFPA 61, Standard for the Prevention of Fires and Dust Explosions in Agricultural and
Food Processing Facilities, was prepared by the Technical Committee on Agricultural Dusts and released
by the Correlating Committee on Combustible Dusts. It was issued by the Standards Council on May
13, 2016, with an effective date of June 2, 2016, and supersedes all previous editions.

This document has been amended by one or more Tentative Interim Amendments (TIAs) and/or
Errata. See “Codes & Standards” at www.nfpa.org for more information.

This edition of NFPA 61 was approved as an American National Standard on June 2, 2016.

Origin and Development of NFPA 61

The NFPA 61 standard originated in 1923, when standards were first being developed to prevent
dust explosions in grain terminals and flour mills. There were four standards associated with
agricultural dusts. In 1969, NFPA 61B was adopted by the Association as a tentative standard to
replace three former standards: NFPA 61B, Code for the Prevention of Dust Explosions in Terminal Grain
Llevators; NFPA 64, Code for the Prevention of Dust Ignitions in Country Grain Elevators; and NFPA 661,
Suction and Venting in Grain Elevators. In addition, NFPA 93, Standard for Dehydrators and Dryers for
Agricultural Products, was withdrawn in 1968 and its text was incorporated as a chapter in NFPA 61B.
The 1969 tentative edition of NFPA 61B was officially adopted at the 1970 NFPA Annual Meeting.

In 1995, the following four agricultural dust standards were combined into a single standard:
NFPA 61A, Standard for the Prevention of Fire and Dust Explosions in Facilities Manufacturing and Handling
Starch; NFPA 61B, Standard for the Prevention of Fires and Explosions in Grain Elevators and Facilities
Handling Bulk Raw Agricultural Commodities; NFPA 61C, Standard for the Prevention of Fire and Dust
Explosions in Feed Mills; and NFPA 61D, Standard for the Prevention of Fire and Dust Explosions in the
Milling of Agricultural Commodities for Human Consumption. The Technical Committee on Agricultural
Dusts determined that the four standards were largely duplicative, and it therefore created one
comprehensive standard, NFPA 61, Standard for the Prevention of Fires and Dust Explosions in Agricultural
and Food Processing Facilities, covering the full range of requirements for good design, operating
practice, and protective features.

In the 2002 edition, the second revised edition after the combination of the four documents,
requirements were clarified and additional advisory material was added. The document was also
modified to comply with the updated NFPA Manual of Style for technical committee documents.

In the 2008 edition, requirements for life safety and construction were clarified. A requirement
for safety devices on belt conveyors was added. Requirements for proper head section venting were
added, as well as a requirement for all filters to be located outdoors. Clarification on training
requirements were provided.

In the 2013 edition, the Committee updated definitions related to agricultural products handling,
conveying, and dust collection. The requirements in Chapter 7 affecting bucket elevators were
revised to reflect current industry practice. The requirements in Chapter 10 affecting dust control
systems were revised to include a written housekeeping program. Requirements for pneumatic
conveying system design were added into Chapter 11. In Chapter 12, the requirement related to
standpipes was revised.

Documents

NFPA and National Fire Protection Association are registered trademarks of the National Fire Protection Associtiich Oiincy, Massachusetts 02169.

Document Sharing Hub

Full document details: NFPA 612017


http://www.avadocuments.com/doc/nfpa-61-2017
http://www.avadocuments.com/doc/nfpa-61-2017

PREVENTION OF FIRES AND DUST EXPLOSIONS IN AGRICULTURAL AND FOOD PROCESSING FACILITIES

61-2

For the 2017 edition, the document has undergone substantial revision to better align with the newly issued NFPA 652,

Standard on the Fundamentals of Combustible Dust. The document has been reorganized to match, where possible, the
organization of NFPA 652. New requirements for dust hazards analysis (Chapter 7) have been added, as well as a new Chapter
6 on performance-based design. Objectives have been added to the general requirements in Chapter 4. A new Chapter 5 on
hazard identification also has been added to the document. In addition, the table on agricultural dust test data has been

reviewed and updated.
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Since that time, changes in the membership may have occurred. A key to classifications is found at the
back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of
the Association or any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the
hazard identification, prevention, control, and extinguishment of fires and explosions in the
design, construction, installation, operation, and maintenance of facilities and systems used
in manufacturing, processing, recycling, handling, conveying, or storing combustible
particulate solids, combustible metals, or hybrid mixtures.
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This list represents the membership at the time the Committee was balloted on the final text of this edition.
Since that time, changes in the membership may have occurred. A key to classifications is found at the
back of the document.

NOTE: Membership on a committee shall not in and of itself constitute an endorsement of
the Association or any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the
prevention, control, and extinguishment of fire and explosions resulting from dusts
produced by the processing, handling, and storage of grain, starch, food, animal feed, flour,
and other agricultural products. The Technical Committee shall also be responsible for
requirements relating to the protection of life and property from fire and explosion hazards
at agricultural and food products facilities.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and
Disclaimers Concerning NFPA Documents.” They can also be
obtained on request from NFPA or viewed at www.nfpa.org/disclaim-
ers.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions of
NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta-
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with any TIAs and Errata in effect. To verify that this document is
the current edition or to determine if it has been amended by any
TIAs or Errata, please consult the National Fire Codes® Subscription
Service or visit the Document Information (Doclnfo) pages on the
NFPA website at www.nfpa.org/docinfo. In addition to TIAs and
Errata, the DocInfo pages also include the option to sign up for Alerts
Jor each document and to be involved in the development of the next
edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material on
the paragraph can be found in Annex A.

A reference in brackets [ | following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex G. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other references
as appropriate. Requests for interpretations or revisions of
extracted text shall be sent to the technical committee respon-
sible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex G.

Chapter 1 Administration

1.1 Scope. This standard provides requirements applicable to
agricultural and/or food processing facilities for managing or
mitigating fire and explosion hazards of combustible agricul-
tural or food processing dusts or related particulate solids.

1.2* Purpose. This standard shall provide the minimum
requirements necessary for safety to life and property from fire,
flash fire, and explosion posed by agricultural and food
processing combustible dust and represents the industry and
commodity-specific requirements for agricultural and food
processing.

2017 Edition

Full document details: NFPA 612017

1.3 Application.

1.3.1* This standard shall apply to all of the following:

(1) All facilities that receive, handle, process, dry, blend, use,
mill, package, store, or ship dry agricultural bulk materi-
als, their by-products, or dusts that include grains,
oilseeds, agricultural seeds, legumes, sugar, flour, spices,
feeds, dry dairy/food powders, and other related materi-
als

(2) All facilities designed for manufacturing and handling
starch, including drying, grinding, conveying, processing,
packaging, and storing dry or modified starch, and dry
products and dusts generated from these processes

(83) Those seed preparation and meal-handling systems of
oilseed processing plants not covered by NFPA 36

1.3.2 This standard shall not apply to oilseed extraction
processes that are covered by NFPA 36.

1.4* Conflicts.

1.4.1 Where a requirement specified in this industry-specific
standard differs from a requirement specified in NFPA 652, the
requirement in this standard shall be permitted to be used
instead.

1.4.2 Where a requirement specified in this standard specifi-
cally prohibits a requirement specified in NFPA 652, the
prohibition in this standard shall be permitted.

1.4.3 The requirements of this standard shall be applied or
construed so as not to create an unreasonable risk to public
food safety.

1.5 Retroactivity. The provisions of this standard reflect a
consensus of what is necessary to provide an acceptable degree
of protection from the hazards addressed in this standard at
the time the standard was issued.

1.5.1 Unless otherwise specified, the provisions of this stand-
ard shall not apply to facilities, equipment, structures, or instal-
lations that existed or were approved for construction or
installation prior to the effective date of the standard. Where
specified, the provisions of this standard shall be retroactive.

1.5.2 1In those cases where the authority having jurisdiction
determines that the existing situation presents an unacceptable
degree of risk, the authority having jurisdiction shall be permit-
ted to apply retroactively any portions of this standard deemed
appropriate.

1.5.3 The retroactive requirements of this standard shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic-
tion, and only where it is clearly evident that a reasonable
degree of safety is provided.

1.5.4 When renovating an existing facility, equipment, or
process, the provisions of this standard shall apply to that
portion of the facility, equipment, or process.

1.6* Equivalency. Nothing in this standard is intended to
prevent the use of systems, methods, or devices of equivalent or
superior quality, strength, fire resistance, effectiveness, durabil-
ity, and safety over those prescribed by this standard. Technical
documentation shall be submitted to the authority having juris-
diction to demonstrate equivalency. The system, method, or
device shall be approved for the intended purpose by the
authority having jurisdiction.
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1.7 Units and Formulas.

1.7.1 SI Units. Metric units of measurement in this standard
shall be in accordance with the modernized metric system
known as the International System of Units (SI). [652:1.7.1]

1.7.2% Primary and Equivalent Values. If a value for a meas-
urement as given in this standard is followed by an equivalent
value in other units, the first stated value shall be regarded as
the requirement. [652:1.7.2]

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be
considered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 10, Standard for Portable Fire Extinguishers, 2013 edition.

NFPA 13, Standard for the Installation of Sprinkler Systems, 2016
edition.

NFPA 14, Standard for the Installation of Standpipe and Hose
Systems, 2016 edition.

NFPA 25, Standard for the Inspection, Testing, and Maintenance
of Water-Based Fire Protection Systems, 2017 edition.

NFPA 30, Flammable and Combustible Liquids Code, 2015
edition.

NFPA 31, Standard for the Installation of Oil-Burning Equipment,
2016 edition.

NFPA 36, Standard for Solvent Extraction Plants, 2013 edition.

NFPA 51B, Standard for Fire Prevention During Welding, Cutting,
and Other Hot Work, 2014 edition.

NFPA 54, National Fuel Gas Code, 2015 edition.

NFPA 58, Liquefied Petrolewum Gas Code, 2017 edition.

NFPA 68, Standard on Explosion Protection by Deflagration Vent-
ing, 2013 edition.

NFPA 69, Standard on Explosion Prevention Systems, 2014
edition.

NEFPA 70, National Electrical Code®, 2017 edition.

NFPA 72% , National Fire Alarm and Signaling Code, 2016
edition.

NFPA 86, Standard for Ovens and Furnaces, 2015 edition.

NFPA 91, Standard for Exhaust Systems for Air Conveying of
Vapors, Gases, Mists, and Particulate Solids, 2015 edition.

NFPA 101°, Life Safety Code®, 2015 edition.

NFPA 496, Standard for Purged and Pressurized Enclosures for
Electrical Equipment, 2017 edition.

NFPA 505, Fire Safety Standard for Powered Industrial Trucks
Including Type Designations, Areas of Use, Conversions, Maintenance,
and Operations, 2013 edition.

NFPA 652, Standard on the Fundamentals of Combustible Dust,
2016 edition.

NFPA 654, Standard for the Prevention of Fire and Dust Explosions
from the Manufacturing, Processing, and Handling of Combustible
Particulate Solids, 2017 edition.

NFPA 780, Standard for the Installation of Lightning Protection
Systems, 2017 edition.

NFPA 2112, Standard on Flame-Resistant Garments for Protection
of Industrial Personnel Against Flash Fire, 2015 edition.
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NFPA 2113, Standard on Selection, Care, Use, and Maintenance
of Flame-Resistant Garments for Protection of Industrial Personnel
Against Short-Duration Thermal Exposures from Fire, 2015 edition.

NFPA 5000 , Building Construction and Safety Code®, 2015
edition.

2.3 Other Publications.

2.3.1 AMCA Publications. Air Movement and Control Associa-
tion International, Inc., 30 West University Drive, Arlington
Heights, IL 60004-1893.

ANSI/AMCA Standard 99, Standards Handbook, Classifica-
tions for Spark Resistant Construction, 2010.

2.3.2 ASME Publications. ASME Technical Publishing Office,
Two Park Avenue, New York, NY 10016-5990.

Boiler and Pressure Vessel Code, Section VIII, Division I, “Rules
for Construction of Pressure Vessels,” 2015.

2.3.3 ASTM Publications. ASTM International, 100 Barr
Harbor Drive, P.O. Box C700, West Conshohocken, PA
19428-2959.

ASTM E1226, Standard Test Method for Explosibility of Dust
Clouds, 2012a.

ASTM E1515, Standard Test Method for Minimum Explosible
Concentration of Combustible Dusts, 2007.

2.3.4 ISA Publications. International Society of Automation,
67 T.W. Alexander Drive, Research Triangle Park, NC 27709.

ANSI/ISA 84.00.01, Functional Safety: Safety Instrumented
Systems for the Process Industry Sector, 2004.

2.3.5 MSHA Publications. Mine Safety and Health Adminis-
tration (MSHA), 1100 Wilson Boulevard, 21st Floor, Arlington
VA 22209-3939.

MSHA Title 30 Code of Federal Regulations, Part 18,
Section 18.65, "2G Test."

2.3.6 UN Publications. United Nations Publications, Room
DC2-853, 2 UN Plaza, New York, NY 10017.

UN Recommendations on the Transport of Dangerous Goods: Model
Regulations — Manual of Tests and Criteria, 13th edition.

2.3.7 Other Publications.

Merriam-Webster's Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.

NFPA 51B, Standard for Fire Prevention During Welding, Cutting,
and Other Hot Work, 2014 edition.

NFPA 68, Standard on Explosion Protection by Deflagration Vent-
ing, 2013 edition.

NFPA 221, Standard for High Challenge Fire Walls, Fire Walls,
and Five Barrier Walls, 2015 edition.

NFPA 652, Standard on the Fundamentals of Combustible Dust,
2016 edition.

NFPA 654, Standard for the Prevention of Fire and Dust Explosions
Jfrom the Manufacturing, Processing, and Handling of Combustible
Particulate Solids, 2017 edition.

NFPA 1250, Recommended Practice in Fire and Emergency Service
Organization Risk Management, 2015 edition.
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NFPA 1451, Standard for a Fire and Emergency Services Vehicle
Operations Training Program, 2013 edition.

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall be
defined using their ordinarily accepted meanings within the
context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.
3.2.1* Approved. Acceptable to the authority having jurisdic-

tion.

3.2.2*% Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials,
an installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an organ-
ization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or materi-
als, and by whose labeling the manufacturer indicates
compliance with appropriate standards or performance in a
specified manner.

3.2.4*% Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the
authority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalua-
tion of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated
standards or has been tested and found suitable for a specified
purpose.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard. An NFPA Standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable
for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix, annex, footnote, informational
note, or other means as permitted in the NFPA Manuals of
Style. When used in a generic sense, such as in the phrase
“standards development process” or “standards development
activities,” the term “standards” includes all NFPA Standards,
including Codes, Standards, Recommended Practices, and
Guides.

3.3 General Definitions.

3.3.1¥ Agricultural Combustible Dust. Any finely divided
solid agricultural material that presents a flash fire hazard or
explosion hazard when suspended and ignited in air.

3.3.2% Air-Material Separator (AMS). A device designed to
separate the conveying air from the material being conveyed.
[654, 2017]

3.3.3% Air-Moving Device (AMD). A power-driven fan, blower,
or other device that establishes an airflow by moving a given
volume of air per unit time. [654, 2017]

3.3.4 Bonding. For the purpose of controlling static electric
hazards, the process of connecting two or more conductive
objects by means of a conductor so that they are at the same
electrical potential but not necessarily at the same potential as
the earth. [652, 2016]

3.3.5 Bucket Elevator. An enclosed vertical conveyor using a
belt with buckets or cups attached, with a head pulley, a tail
pulley, and a knee pulley.

3.3.6%* Bulk Raw Grain. Grain materials, such as cereal
grains, oilseeds, and legumes, that have not undergone
processing or size reduction.

3.3.7%* Centralized Vacuum Cleaning System. A fixed-pipe
pneumatic conveying system using remotely located hose
connection stations to allow the vacuuming of combustible dust
accumulations from surfaces and conveying those dusts to an
air-material separator (AMS).

3.3.8 Combustible Particulate Solid. Any solid material
composed of distinct particles or pieces, regardless of size,
shape, or chemical composition, that, when processed, stored,
or handled in the facility, has the potential to produce a
combustible dust. [652, 2016]

3.3.9% Deflagration. Propagation of a combustion zone at a
velocity that is less than the speed of sound in the unreacted
medium. [68, 2013]

3.3.10 Duct. Pipes, tubes, or other enclosures used to convey
materials pneumatically or by gravity. [652, 2016]

3.3.11* Dust Collection System. A combination of equip-
ment designed to capture, contain, and pneumatically convey
fugitive dust to an air-material separator (AMS) in order to
remove the dust from the process equipment or surrounding
area. [652, 2016]

3.3.12* Dust Hazard Analysis (DHA). A systematic review to
identify and evaluate the potential fire, flash fire, or explosion
hazards associated with the presence of one of more combusti-
ble particulate solids in a process or facility. [652, 2016]

3.3.13* Enclosure. A confined or partially confined volume.
[68, 2013]

3.3.14*% Explosion. The bursting or rupture of an enclosure
or container due to the development of internal pressure from
a deflagration. [654, 2017]

3.3.15 Fire Barrier Wall. A wall, other than a fire wall, having
a fire resistance rating. [221, 2015]

3.3.16 Fire Hazard. Any situation, process, material, or condi-
tion that, on the basis of applicable data, can cause a fire or
provide a ready fuel supply to augment the spread or intensity
of a fire and poses a threat to life or property. [652, 2016]

3.3.17* Flexible Intermediate Bulk Container (FIBC). Large
bags typically made from nonconductive woven fabric that are
used for storage and handling of bulk solids. [654, 2017]
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3.3.18 Food. According to the United States FDA, (1) articles
used for food or drink for man or other animals, (2) chewing
gum, and (3) articles used for components of any such article.

3.3.19 Grounding. The process of bonding one or more
conductive objects to the ground so that all objects are at zero
electrical potential; also referred to as earthing. [652, 2016]

3.3.20 Headhouse. The building or enclosure where grain-
handling equipment (e.g., conveyors, legs, scales, cleaners) is
located and where grain is lifted by one or more elevator legs
and discharged into a bin or grain-handling equipment.

3.3.21 Hot Work. Work involving burning, welding, or a simi-
lar operation that is capable of initiating fires or explosions.
[51B, 2014]

3.3.22 Ingredient Transport System. A pneumatic system and
AMS dedicated to the transport of clean food ingredients or
mixtures from one storage location inside a facility to another
location in the facility.

3.3.23 Marine Tower. Stationary or movable tower used for
supporting equipment to load or unload grain.

3.3.24* Minimum Explosible Concentration (MEC). The
minimum concentration of a combustible dust suspended in
air, measured in mass per unit volume, that will support a defla-
gration. [654, 2017]

3.3.25* Minimum Ignition Energy (MIE). The lowest capaci-
tive spark energy capable of igniting the most ignition-sensitive
concentration of a flammable vapor—air mixture or a combusti-
ble dust-air mixture as determined by a standard test proce-
dure. [654, 2017]

3.3.26 Ohms per Square. The term used to define electrical
surface resistivity of a material.

3.3.27 Outside Bucket Elevator (Leg). A bucket elevator that
has less than 20 percent of the abovegrade leg height inside
any enclosed structure.

3.3.28* Pneumatic Conveying System. A material feeder, an
air-material separator, an enclosed ductwork system, or an air-
moving device in which a combustible particulate solid is
conveyed from one point to another with a stream of air or
other gases. Pneumatic conveying for product transfer is distin-
guished from dust collection systems that are designed to
handle dust.

3.3.29 Point-of-Use Dust Collector. A bin vent-type of dust
collector with an integral AMD used to create negative pressure
on enclosed conveying equipment.

3.3.30 Qualified Person. A person who, by possession of a
recognized degree, certificate, professional standing, or skill,
and who, by knowledge, training, and experience, has demon-
strated the ability to deal with problems related to the subject
matter, the work, or the project. [1451, 2013]

3.3.31 Replacement-in-Kind. A replacement that satisfies the
design specifications of the replaced item. [652, 2016]

3.3.32* Risk Assessment. An assessment of the likelihood,
vulnerability, and magnitude of the incidents that could result
from exposure to hazards. [1250, 2015]
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3.3.33 Separation. A hazard management strategy achieved by
the establishment of a distance as required by the standard
between the combustible particulate solid process and other
operations that are in the same room. [654, 2017]

Chapter 4 General Requirements

4.1¥* General. The owner/operator shall be permitted to
consider dust generated from bulk raw grain and other
organically-derived materials as agricultural combustible dusts
unless available data and/or specific testing shows that the dust
is not combustible.

4.1.1 Where necessary, testing protocols in Chapter 5 shall be
used to identify noncombustible dusts or provide specific infor-
mation on a given uncharacterized dust.

4.1.2 The owner/operator of a facility with agricultural
combustible dust shall be responsible for the following activi-
ties:

(1) Identify credible fire, flash fire, and explosion hazards
associated with their facility

(2) Assess consequences of credible fire, flash fire, and explo-
sion hazards

(3) Manage credible fire, flash fire, and explosion hazards

(4) Communicate the hazards to affected personnel

4.1.3* The design of processes and facilities that handle
combustible particulate solids shall consider the physical and
chemical properties that establish the hazardous characteristics
of the materials.

4.2 Objectives.

4.2.1 The design of the facility, processes, and equipment shall
be based upon the goal of providing a reasonable level of safety
and protection of property by meeting the following objectives:

(1) Life safety
(2) Mission continuity
(3) Mitigation of fire spread and explosions

4.2.1.1 The objectives stated in Section 4.2 shall be interpre-
ted as intended outcomes of this standard and not as prescrip-
tive requirements.

4.2.1.2 The objectives stated in Section 4.2 shall be deemed to
be met when, consistent with the goal in 4.2.1 and the provi-
sions in Sections 1.4 and 1.5, the following has been achieved:

(1) The facility, processes, and equipment are designed,
constructed, and maintained in accordance with the
prescriptive criteria set forth in this standard.

(2) The management systems set forth in this standard are
implemented.

4.2.1.3 Where a performance-based alternative design is used,
it shall be documented to meet the same objectives as the
prescriptive design it replaces, in accordance with Chapter 6 of
this standard.

4.2.1.4% Nothing in these objectives shall allow the AHJ to
require changes to Good Manufacturing Practices (GMP), sani-
tation, or Hazard Analysis Critical Control Points (HACCP).
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4.2.2 Life Safety. The life safety objective shall be deemed to
have been met when, consistent with the goal in 4.2.1 and the
provisions in Sections 1.4 and 1.5, the occupants not in the
immediate proximity of the ignition are protected from the
effects of fires, flash fires, and explosions for the time needed
to evacuate, relocate, or take refuge in order to prevent serious
injury.

4.2.3* Mission Continuity. The mission continuity objective
shall be deemed to have been met when, consistent with the
goal in 4.2.1 and the provisions in Sections 1.4 and 1.5, the
protection features for the facility, processes, and equipment
limit damage to levels that ensure the ongoing mission,
production, or operating capability of the facility to a degree
acceptable to the owner/operator.

4.2.4*% Mitigation of Fire Spread and Explosions. The mitiga-
tion of fire spread and explosions shall be deemed to have
been met when, consistent with the goal in 4.2.1 and the provi-
sions in Sections 1.4 and 1.5, the prescribed or performance-
based alternative design features are incorporated into the
facility and processes to prevent or mitigate fires and explo-
sions that can cause failure of adjacent buildings, emergency
life safety systems, adjacent properties, or the facility's struc-
tural elements.

4.2.5% Compliance Options. The objectives in Section 4.2
shall be achieved by either of the following means:

(1) A prescriptive approach in accordance with Chapters 5, 7,
8, and 9.

(2) A performance-based approach in accordance with Chap-
ter 6.

Chapter 5 Hazard Identification

5.1 Responsibility. The owner/operator of a facility with
potentially combustible dusts shall be responsible for determin-
ing whether the materials are combustible or explosible, and, if
so, for characterizing their properties as required to support
the DHA. [652:5.1]

5.1.1 Where dusts are determined to be combustible or explo-
sible, the hazards associated with the dusts shall be assessed in
accordance with Chapter 7. [652:5.1.1]

5.1.1.1 The owner/operator shall be permitted to either
assume the dust is combustible or determine its combustibility
or noncombustibility in accordance with Sections 5.2 through
5.5.

5.1.2 Where dusts are determined to be combustible or explo-
sible, controls to address the hazards associated with the dusts
shall be identified and implemented in accordance with 4.2.5.
[652:5.1.2]

5.2* Screening for Combustibility or Explosibility.

5.2.1 The determination of combustibility or explosibility shall
be permitted to be based upon either of the following:

(1) Historical facility data or published data that are deemed
to be representative of current materials and process
conditions

(2) Analysis of representative samples in accordance with the
requirements of 5.4.1 and 5.4.3

[652:5.2.1]
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5.2.2*% Test results, historical data, and published data shall be
documented and, when requested, provided to the authority
having jurisdiction (AH]J). [652:5.2.2]

5.2.3 The absence of previous incidents shall not be used as
the basis for deeming a particulate to not be combustible or
explosible. [652:5.2.3]

5.2.4 Where dusts are determined to not be combustible or
explosible, the owner/operator shall maintain documentation
to demonstrate that the dusts are not combustible or explosi-
ble. [652:5.2.4]

5.3*% Self-Heating Hazards. (Reserved)

5.4 Combustibility and Explosibility Tests. Where combusti-
bility or explosibility screening tests are required, they shall be
conducted on representative samples obtained in accordance
with Section 5.5. [652:5.4]

5.4.1 Determination of Combustibility.

5.4.1.1 Where the combustibility is not known, determination
of combustibility shall be determined by one of the following
tests:

(1) A screening test based on the UN Recommendations on the
Transport of Dangerous Goods: Model Regulations — Manual
of Tests and Criteria, Part III, Subsection 33.2.1, Test N.1,
“Test Method for Readily Combustible Solids”

(2) Other equivalent fire exposure test methods

[652:5.4.1.1]

5.4.1.2% For the purposes of determining combustibility, if the
dust in the form tested ignites and propagates combustion or
ejects sparks from the heated zone after the heat source is
removed, the material shall be considered combustible.
[652:5.4.1.2]

5.4.1.3 If the dust is known to be explosible, it shall be permit-
ted to assume that the dust is combustible and the require-
ments of 5.4.1.1 shall not apply. [652:5.4.1.3]

5.4.2 Determination of Flash-Fire Hazard. (Reserved)
5.4.3 Determination of Explosibility.

5.4.3.1 It shall be permitted to assume a material is explosible,
forgoing the requirements of 5.4.3.2. [652:5.4.3.4]

5.4.3.2 Where the explosibility is not known, determination of
explosibility of dusts shall be determined according to one of
the following tests:

(1) The “Go/No-Go” screening test methodology described
in ASTM E1226, Standard Test Method for Explosibility of
Dust Clouds

(2) ASTM E1515, Standard Test Method for Minimum Explosible
Concentration of Combustible Dusts

(3) An equivalent test methodology

[652:5.4.3.1]

5.4.3.3% When determining explosibility, it shall be permitted
to test a sample sieved to less than 200 mesh (75 pm).
[652:5.4.3.2]

5.4.3.4% When determining explosibility, it shall be permitted
to test the as-received sample. [652:5.4.3.3]
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5.4.3.5 When the representative sample has a characteristic
particle size smaller than 0.5 pm, the explosibility screening test
method shall account for possible ignitions in the sample injec-
tion apparatus. [652:5.4.3.5]

5.4.4 Quantification of Combustibility and Explosibility Char-
acteristics.

5.4.4.1* Where dusts are determined to be combustible or
explosible, additional testing shall be performed, as required,
to acquire the data necessary to support the performance-
based design method described in Chapter 6; the DHA descri-
bed in Chapter 7; the risk assessments described in Chapter 8;
or specification of the hazard mitigation and prevention descri-
bed in Chapter 8. [652:5.4.4.1]

5.4.4.2 The owner/operator shall be permitted to use the
worst-case characteristics of the various materials being
handled as a basis for design. [652:5.4.4.2]

5.5% Sampling.
5.5.1 Sampling Plan.

5.5.1.1 A sampling plan shall be developed and documented
to provide data as needed to comply with the requirements of
this chapter. [652:5.5.1.1]

5.5.1.2% Representative samples of dusts shall be identified
and collected for testing according to the sampling plan.
[652:5.5.1.2]

5.5.2*% Mixtures. If the dust sample is a mixture, the approxi-
mate proportions of each general category of particulate solid
shall be determined and documented on the basis of available
information and shall be used to assist in determining repre-
sentative samples. [652:5.5.2]

Chapter 6 Performance-Based Design Option

6.1 General Requirements.

6.1.1% It shall be permitted to use performance-based alterna-
tive designs for a process or part of a process, specific material,
or piece of equipment in lieu of the prescriptive requirements
found in Chapter 8. [652:6.1.1]

6.1.2 Approved Qualifications. @ The performance-based
design shall be prepared by a person with qualifications accept-
able to the owner/operator. [652:6.1.2]

6.1.2.1% General. All applicable aspects of the design, includ-
ing those described in 6.1.3.1 through 6.1.3.13, shall be docu-
mented in a format and content acceptable to the AH]J.
[652:6.1.2.1]

6.1.3* Document Requirements. Performance-based designs
shall be documented to include all calculations, references,
assumptions, and sources from which material characteristics
and other data have been obtained, or on which the designer
has relied for some material aspect of the design in accordance
with 6.1.3. [652:6.1.3]

6.1.3.1* Technical References and Resources. When reques-
ted by the AHJ, the AHJ shall be provided with sufficient docu-
mentation to support the validity, accuracy, relevance, and
precision of the proposed methods. The engineering stand-
ards, calculation methods, and other forms of scientific infor-
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mation provided shall be appropriate for the particular
application and methodologies used. [652:6.1.3.1]

6.1.3.2 Building Design Specifications. All details of the
proposed building, facilities, equipment, and process designs
that affect the ability of the facility to meet the stated goals and
objectives shall be documented. [652:6.1.3.2]

6.1.3.3 Performance Criteria. Performance criteria, with
sources, shall be documented. [652:6.1.3.3]

6.1.3.4 Occupant Characteristics. Assumptions about occu-
pant characteristics shall be documented. [652:6.1.3.4]

6.1.3.5 Design Fire and Explosion Scenarios. Descriptions of
combustible dust fire and explosion design scenarios shall be
documented. [652:6.1.3.5]

6.1.3.6 Input Data. Input data to models and assessment
methods, including sensitivity analyses, shall be documented.
[652:6.1.3.6]

6.1.3.7 Output Data. Output data from models and assess-
ment methods, including sensitivity analyses, shall be documen-
ted. [652:6.1.3.7]

6.1.3.8 Safety Factors. The safety factors utilized shall be
documented. [652:6.1.3.8]

6.1.3.9 Prescriptive Requirements. Retained prescriptive
requirements shall be documented. [652:6.1.3.9]

6.1.3.10 Modeling Features.

6.1.3.10.1 Assumptions made by the model user and descrip-
tions of models and methods used, including known limita-
tions, shall be documented. [652:6.1.3.10.1]

6.1.3.10.2 Documentation shall be provided to verify that the
assessment methods have been used validly and appropriately
to address the design specifications, assumptions, and scenar-
ios. [652:6.1.3.10.2]

6.1.3.11 Evidence of Modeler Capability. The design team's
relevant experience with the models, test methods, databases,
and other assessment methods used in the performance-based
design proposal shall be documented. [652:6.1.3.11]

6.1.3.12 Performance Evaluation. The performance evalua-
tion summary shall be documented. [652:6.1.3.12]

6.1.3.13 Use of Performance-Based Design Option. Design
proposals shall include documentation that provides anyone
involved in the ownership or management of the building with
notification of the following:

(1) Approval of the building, facilities, equipment, or
processes, in whole or in part, as a performance-based
design with certain specified design criteria and assump-
tions

(2) Need for required re-evaluation and re-approval in cases
of remodeling, modification, renovation, change in use,
or change in established assumptions

[652:6.1.3.13]

6.1.4% Performance-based designs and documentation shall
be updated and subject to re-approval if any of the assumptions
on which the original design was based are changed.
[652:6.1.4]
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6.1.5 Sources of Data.

6.1.5.1 Data sources shall be identified and documented for
each input data requirement that must be met using a source
other than a design fire scenario, an assumption, or a building
design specification. [652:6.1.5.1]

6.1.5.2 The degree of conservatism reflected in such data shall
be specified, and a justification for the sources shall be provi-
ded. [652:6.1.5.2]

6.1.6* Maintenance of the Design Features. To continue
meeting the performance goals and objectives of this standard,
the design features required for each hazard area shall be
maintained for the life of the facility subject to the manage-
ment of change provisions of Section 9.9. [652:6.1.6]

6.1.6.1% This shall include complying with originally docu-
mented design assumptions and specifications. [652:6.1.6.1]

6.2 Risk Component and Acceptability. ~The specified
performance criteria of Section 6.3 and the specified fire and
explosion scenarios of Section 6.4 shall be permitted to be
modified by a documented risk assessment acceptable to the
AH]J. The final performance criteria, fire scenarios, and explo-
sion scenarios established for the performance-based design
shall be documented. [652:6.2]

6.3 Performance Criteria. A system and facility design shall
be deemed to meet the objectives specified in Section 4.2 if its
performance meets the criteria in 6.3.1 through 6.3.5.
[652:6.3]

6.3.1 Life Safety.

6.3.1.1* The life safety objectives of 4.2.2 with respect to a fire
hazard shall be achieved if either of the following conditions is
met:

(1) Ignition has been prevented.

(2) Under all fire scenarios, no person, other than those in
the immediate proximity of the ignition, is exposed to
untenable conditions due to the fire, and no critical struc-
tural element of the building is damaged to the extent
that it can no longer support its design load during the
time necessary to effect complete evacuation.

[652:6.3.1.1]

6.3.1.2 The life safety objectives of 4.2.2 with respect to an
explosion hazard shall be achieved if either of the following
conditions is met:

(1) Ignition has been prevented.

(2) Under all explosion scenarios, no person, other than
those in the immediate proximity of the ignition, is
exposed to untenable conditions, including missile
impact or overpressure, due to an explosion, and no criti-
cal structural element of the building is damaged to the
extent that it can no longer support its design load
during the time necessary to effect complete evacuation.

[652:6.3.1.2]

6.3.2 Structural Integrity. The structural integrity objectives
embodied in 4.2.2 and 4.2.3 with respect to fire and explosion
shall be achieved when no critical structural element of the
building is damaged to the extent that it can no longer support
its design load under all fire and explosion scenarios.
[652:6.3.2]
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6.3.3 Mission Continuity. The mission continuity objectives of
4.2.3 shall be achieved when damage to equipment and the
facility has been limited to a level of damage acceptable to the
owner/operator. [652:6.3.3]

6.3.4 Mitigation of Fire Spread and Explosions. When limita-
tion of fire spread is to be achieved, all of the following criteria
shall be demonstrated:

(1) Adjacent combustibles shall not attain their ignition
temperature.

(2) Building design and housekeeping shall prevent combus-
tibles from accumulating exterior to the enclosed process
system to a concentration that is capable of supporting
propagation.

(8) Particulate processing systems shall prevent fire or explo-
sion from propagating from one process system to an
adjacent process system or to the building interior.

[652:6.3.4]

6.3.5 Effects of Explosions. Where the prevention of damage
due to explosion is to be achieved, deflagrations shall not
produce any of the following conditions:

(1) Internal pressures in the building or building compart-
ment or equipment sufficient to threaten its structural
integrity.

(2) Extension of the flame front outside the building or
building compartment or equipment of origin except
where intentionally vented to a safe location.

(3) Rupture of the building or building compartment or
equipment of origin and the ejection of fragments that
can constitute missile hazards.

[652:6.3.5]

6.4* Design Scenarios.
6.4.1 Fire Scenarios.

6.4.1.1* FEach fuel object in the building or building compart-
ment or equipment of origin shall be considered for inclusion
as a fire scenario. [652:6.4.1.1]

6.4.1.2 The fuel object that produces the most rapidly devel-
oping fire during startup, normal operating conditions, or
shutdown shall be included as a fire scenario. [652:6.4.1.2]

6.4.1.3 The fuel object that produces the most rapidly devel-
oping fire under conditions of a production upset or single
equipment failure shall be included as a fire scenario.
[652:6.4.1.3]

6.4.1.4 The fuel object that produces the greatest total heat
release during startup, normal operating conditions, or shut-
down shall be included as a fire scenario. [652:6.4.1.4]

6.4.1.5 The fuel object that produces the greatest total heat
release under conditions of a production upset or single equip-
ment failure shall be included as a fire scenario. [652:6.4.1.5]

6.4.1.6 Each fuel object that can produce a deep-seated fire
during startup, normal operating conditions, or shutdown shall
be included as a fire scenario. [652:6.4.1.6]

6.4.1.7 Fach fuel object that can produce a deep-seated fire
under conditions of a production upset or single equipment
failure shall be included as a fire scenario. [652:6.4.1.7]
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6.4.2 Explosion Scenarios.

6.4.2.1 Each duct, enclosed conveyor, silo, bunker, cyclone,
dust collector, or other vessel containing a combustible dust in
sufficient quantity or conditions to support the propagation of
a flame front during startup, normal operating conditions, or
shutdown shall be included as an explosion scenario.
[652:6.4.2.1]

6.4.2.2 Each duct, enclosed conveyor, silo, bunker, cyclone,
dust collector, or other vessel containing a combustible dust in
sufficient quantity or conditions to support the propagation of
a flame front under conditions of production upset or single
equipment failure shall be included as an explosion scenario.
[652:6.4.2.2]

6.4.2.3 Each building or building compartment containing a
combustible dust in sufficient quantity or conditions to support
the propagation of a flame front during startup, normal operat-
ing conditions, or shutdown shall be included as an explosion
scenario. [652:6.4.2.3]

6.4.2.4 FEach building or building compartment containing a
combustible dust in sufficient quantity or conditions to support
the propagation of a flame front under conditions of produc-
tion upset or single equipment failure shall be included as an
explosion scenario. [652:6.4.2.4]

6.4.2.5% Where combustible dust can cause other explosion
hazards, such as generation of hydrogen or other flammable
gases, those hazards shall be included as explosion scenarios.
[652:6.4.2.5]

6.5 Evaluation of Proposed Design.

6.5.1*% A proposed design’s performance shall be assessed rela-
tive to each documented performance criterion as established
in Section 6.2 or in Section 6.3 and in each documented fire
and explosion scenario established for the design, with the
assessment conducted through the use of appropriate calcula-
tion methods acceptable to the AH]J. [652:6.5.1]

6.5.2 The designer shall establish numerical performance
criteria for each of the documented performance objectives
established for the design. [652:6.5.2]

6.5.3 The design professional shall use the assessment meth-
ods to demonstrate that the proposed design will achieve the
goals and objectives, as measured by the performance criteria
in light of the safety margins and uncertainty analysis, for each
scenario, given the assumptions. [652:6.5.3]

6.6 Retained Prescriptive Requirements.

6.6.1 Portions of a facility design in accordance with Chap-
ter 6 shall also meet the following requirements:

(1) Housekeeping in accordance with Section 8.4

(2) PPE in accordance with Section 8.6

(3) Management systems in accordance with Chapter 9
[652:6.6.1]
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Chapter 7 Dust Hazard Analysis (DHA)

7.1* Responsibility.

7.1.1 The owner/operator of a facility where materials that
have been determined to be combustible or explosible in
accordance with Chapter 5 are present in an enclosure shall be
responsible to ensure a DHA is completed in accordance with
the requirements of this chapter. [652:7.1.1]

7.1.2 The requirements of Chapter 7 shall apply retroactively
in accordance with 7.1.2.1 through 7.1.2.3. [652:7.1.2]

7.1.2.1 For new processes that will be constructed and facility
processes that are undergoing significant modification, the
owner/operator shall complete DHAs as part of the project.

7.1.2.2*% For existing processes and facility compartments that
are not undergoing significant modification, the owner/opera-
tor shall schedule and complete DHAs of bucket elevators,
conveyors, grinding equipment, spray dryer systems, and dust
collection systems within a 5-year period from the effective date
of the standard.

7.1.2.3 For the purposes of applying the provisions of 7.1.2,
significant modification shall include modifications that exceed
25 percent of the replacement cost of the equipment system.

7.2 Criteria.

7.2.1* Overview. The DHA shall evaluate the fire, deflagra-
tion, and explosion hazards and provide recommendations to
manage the hazards in accordance with Section 4.2. [652:7.2.1]

7.2.2% Qualifications. The DHA shall be performed or led by
a qualified person. [652:7.2.2]

7.2.3 Documentation. The results of the DHA review shall be
documented, including any necessary action items requiring
change to the process materials, physical process, process oper-
ations, or facilities associated with the process. [652:7.2.3]

7.3 Methodology.
7.3.1 General. The DHA shall include the following:

(1) Identification and evaluation of the process or facility
areas where fire, flash fire, and explosion hazards exist

(2)  Where such a hazard exists, identification and evaluation
of specific fire and deflagration scenarios shall include
the following:

(a) Identification of safe operating ranges

(b)* Identification of the safeguards that are in place to
manage fire, deflagration, and explosion events

(c) Recommendation of additional safeguards where

warranted, including a plan for implementation
[652:7.3.1]

7.3.2 Material Evaluation.

7.3.2.1 The DHA shall be based on data obtained in accord-
ance with Chapter 5 for material that is representative of the
dust present. [652:7.3.2.1]
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Chapter 8 Hazard Management: Mitigation and Prevention

8.1 Reserved.
8.2 Building Design.
8.2.1 General Requirements.

8.2.1.1 The construction, renovation, modification, recon-
struction, alteration, repair, addition, change of use or change
of occupancy classification, demolition, and relocation of all
buildings and structures shall comply with the governing build-
ing code, except as modified herein.

8.2.1.2* Enclosures built to segregate dust explosion hazard
areas from other areas shall be designed such that they will not
fail before the explosion pressure is vented to a safe outside
location.

8.2.1.3 Electrical wiring and power equipment shall meet all
applicable requirements of NFPA 70.

8.2.2 Building/Room Protection.

8.2.2.1 Masonry shall not be used for the construction of exte-
rior walls or roofs of areas classified as Class II, Group G, Divi-
sion 1 in NFPA 70.

8.2.2.1.1* The requirement in 8.2.2.1 shall not apply to
masonry walls that are designed for explosion resistance to
preclude failure of these walls so the explosion pressure can be
vented safely to the outside.

8.2.2.2 Facilities that are designed for receiving, shipping,
handling, and storing of bulk raw agricultural commodities and
are located in a separate structure from grain processing or
manufacturing areas and their associated raw material, ingredi-
ent, production, and finished product bins shall be located and
constructed in accordance with the requirements of 8.2.2.2.1
through 8.2.2.2.4.

8.2.2.2.1 Structures housing personnel-intensive areas not
directly involved in operations such as, but not limited to, those
involved exclusively in administrative or clerical personnel
groups, grain inspection and weighing supervision, or opera-
tions from control rooms shall be constructed in a location
remote from storage silos and headhouse structures as speci-
fied in 8.2.2.2.2 through 8.2.2.2.4.

8.2.2.2.1.1 The requirement in 8.2.2.2.1 shall not apply to
small control rooms contiguous to specific operations such as
railcar and truck discharging or loading or to control rooms
such as those used in feed mills for mixing operations.

8.2.2.2.2 Structures housing personnel-intensive areas shall
not be constructed directly over subterranean tunnels through
which grain-handling equipment or dust control system duct-
work passes or over other tunnels that have direct openings
into grain-handling areas.

8.2.2.2.2.1 The requirement in 8.2.2.2.2 shall not apply to
small control room structures contiguous to specific operations
such as railcar and truck discharging or loading.

8.2.2.2.3 Where reinforced concrete is used in silos and head-
houses, the separation distance from personnel-intensive areas
shall be at least 30 m (100 ft).
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8.2.2.2.3.1 Distances less than 30 m (100 ft) but in no case less
than 15 m (50 ft) shall be permitted where any of the following
conditions exist:

(1) The property boundaries or other permanent constraints
preclude 30 m (100 ft).

(2) Structures do not have inside legs.

(3) Structures have inside legs that are equipped with explo-
sion protection equipment in accordance with 8.3.7.

8.2.2.2.4 Where the headhouse is constructed of structural
steel or reinforced concrete framework with lightweight,
explosion-relieving wall panels or does not contain inside or
unprotected bucket elevators, the separation distance from
personnel-intensive areas shall be at least 15 m (50 ft).

8.2.2.2.4.1 Distances less than 15 m (50 ft) shall be permitted
if the property boundaries or other permanent constraints
preclude 15 m (50 ft), but in no case shall distances less than
9 m (30 ft) be permitted.

8.2.2.3% Where provided, a lightning protection system shall
be designed and installed in accordance with NFPA 780.

8.2.3 Use of Separation.

8.2.3.1% Separation shall be permitted to be used to limit the
dust explosion hazard or deflagration hazard area within a
building if the separation is supported by a documented evalu-
ation.

8.2.3.2*% The required separation distance between the dust
explosion hazard or deflagration hazard area and surrounding
exposures shall be determined by an engineering evaluation
that addresses the following:

(1) Properties of the materials

(2) Type of operation

(3) Amount of material likely to be present outside the proc-
ess equipment

(4) Building and equipment design

(5) Nature of surrounding exposures

[652:8.2.6.3.2]

8.2.3.3 [Either the separation area shall be free of dust or
where dust accumulations exist on any surface, the color of the
surface on which the dust has accumulated shall be readily
discernible. [652:8.2.6.3.3]

8.2.3.4 Where separation is used to limit the dust explosion or
deflagration hazard area, the minimum separation distance
shall not be less than 11 m (35 ft). [652:8.2.6.3.4]

8.2.3.56% Where separation is used, housekeeping, fixed dust
collection systems employed at points of release, and the use of
physical barriers shall be permitted to be used to limit the
extent of the dust explosion hazard or flash-fire hazard area.
[652:8.2.6.3.5]

8.2.4% Interior Surfaces. Horizontal surfaces shall be mini-
mized to prevent accumulations of dust in all interior structural
areas where significant dust accumulations could occur.

8.2.5 Interior Wall Construction.

8.2.5.1 Storage areas larger than 465 m? (5000 ft?) and
containing packaging, bagging, palletizing, and pelleting
equipment shall be cut off from all other areas with fire barrier
walls designed for a minimum fire resistance of 2 hours and
designed in accordance with Chapter 8 of NFPA 5000.
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8.2.5.2 Warehouse areas shall be designed in accordance with
NFPA 5000.

8.2.5.3 Necessary openings in fire walls and fire barrier walls
shall be kept to a minimum and be as small as practicable. Such
openings shall be protected with listed self-closing fire doors,
fire shutters, fire dampers, or penetration seals installed in
accordance with Chapter 8 of NFPA 5000.

8.2.5.3.1 Fire doors, fire shutters, fire dampers, and fire pene-
tration seals shall be listed and shall have a fire protection
rating complying with NFPA 101.

8.2.5.3.2 Hold-open devices, if used, shall be listed and shall
activate and allow the door to close upon sensing at least one of
the following:

(1) Heat
(2) Smoke
(3) Flames

(4) Products of combustion
8.2.6 Means of Egress.
8.2.6.1 Means of egress shall be in accordance with NFPA 101.

8.2.6.2 Where the horizontal travel distance to the means of
egress is less than 15 m (50 ft) in normally unoccupied spaces,
a single means of egress shall be permitted.

8.2.6.3 Bin decks shall have two means of egress that are
remote from each other such that a single fire or explosion
event will not likely block both means of egress.

8.2.6.3.1 One means of egress shall be required for bin deck
areas where travel distance to the means of egress is less than
15 m (50 ft).

8.2.7 Bins, Tanks, and Silos.

8.2.7.1 Construction of bins, tanks, and silos shall conform to
applicable local, state, or national codes.

8.2.7.2* Where explosion relief vents are provided on silos,
bins, and tanks, they shall operate due to overpressure before
the container walls fail.

8.2.7.3 Access doors or openings shall meet the following
requirements:

(1) They shall be provided to permit inspection, cleaning,
and maintenance and to allow effective use of fire-
fighting techniques in the event of fire within the bin,
tank, or silo.

(2) They shall be designed to prevent dust leaks.

8.2.7.4 Where a bin, tank, or silo has a personnel access open-
ing provided in the roof or cover, the smallest dimension of the
opening shall be at least 610 mm (24 in.).

8.2.8 Marine Towers.

8.2.8.1 Marine towers shall be constructed of noncombustible
materials.

8.2.8.2 Movable marine towers shall be provided with auto-
matic or manually operated brakes.

8.2.8.2.1 Movable marine towers shall be provided with auto-
matic or manual rail clamps.

8.2.8.2.2 Equipment to monitor wind velocity shall be instal-
led on movable marine towers.
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8.2.8.2.3 Rail clamps shall operate or be activated when the
wind velocity is great enough to cause movement of the tower,
even when brakes or gear drives are preventing the rail wheels
from turning.

8.2.8.3 Movable marine towers shall have provisions for emer-
gency tie-downs.

8.2.8.4 Marine vessel loading equipment, such as conveyors,
spouts, or drags, shall have safety devices to prevent the equip-
ment from falling if the operating cable(s) breaks.

8.3 Equipment Design.
8.3.1 Risk Assessment. (Reserved)
8.3.2*% Conveyors, Spouts, and Throws of Material.

8.3.2.1* Bulk material conveyor belts shall be designed to
either relieve or stop if the discharge end becomes plugged.

8.3.2.2 Bulk material conveyor belts shall have belt alignment
and hot bearing sensors at the head and tail.

8.3.2.3 Screw, drag, or en-masse conveyors shall be fully
enclosed in metal housings and shall be designed to either
relieve or stop if the discharge end becomes plugged.

8.3.2.4% Bulk material conveyor belts and lagging shall have a
surface resistivity not greater than 100 megohms per square
and shall be fire resistant and oil resistant.

8.3.2.4.1 Belts shall be fire resistant by complying with the
requirements of the Mine Safety and Health Administration
(MSHA) 2G flame test for conveyor belting in 30 CFR 18,
Section 18.65.

8.3.2.5 Fixed spouts shall be dusttight.

8.3.2.6% Use of combustible lining shall be permitted in
spouts and other handling equipment at impact points and on
wear surfaces.

8.3.2.7 Portable, automatic distributing, and movable spouts
shall be permitted in work areas, bin areas, and distribution
areas and shall be as dusttight as practicable when in use.

8.3.2.8% Spouts that direct material into bins, tanks, or silos
shall be designed and installed so that any foreign objects, such
as metal or stones, in the material stream do not strike the walls
of the container, as far as is practicable.

8.3.3 Pneumatic Conveying, Dust Collection, and Centralized
Vacuum Cleaning Systems.

8.3.3.1* General.

8.3.3.1.1 Pneumatic conveying systems shall be installed in
accordance with 8.5.3 and Sections 7.5 through 7.9 of
NFPA 654.

8.3.3.1.2 Pneumatic Conveying System Design. Systems that
handle combustible dusts shall be designed by and installed
under the supervision of qualified persons who are knowledge-
able about these systems and their associated hazards.

8.3.3.2 General Design.

8.3.3.2.1% All system components shall be electrically conduc-
tive.

8.3.3.2.2 Bonding and grounding shall be provided for all
components, including sight glasses and couplings.
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8.3.3.2.3 Electrical wiring and power equipment shall meet all
applicable requirements of NFPA 70.

8.3.3.2.4*% Ingredient transport system installations whose sole
function is to transfer ingredients shall be permitted to be
installed inside of a building without explosion protection
where all of the following requirements are met:

(1) The system is a negative or positive pressure pneumatic
conveying system.

(2) The system, through its design, is isolated from the addi-
tion of mechanical or electrical energy and process activi-
ties, such as cooking or drying, by positive means, such as
rotary valves, filters, normally closed valves, or sealed
hoppers, from outside events that could trigger an event
such as a flash fire or deflagration.

(3) The system is not a bulk raw grain transportation pneu-
matic system or dust collection system.

8.3.3.3 Piping, Valves, and Blowers.

8.3.3.3.1 Positive- and negative-type pressure systems shall be
permitted. Where the blower discharge pressure and its convey-
ing system are designed to operate at gauge pressures exceed-
ing 103 kPa (15 psi), the system shall be designed in
accordance with Section VIII of ASME Boiler and Pressure Vessel
Code.

8.3.3.3.2 All piping and tubing systems shall be as follows:

(1) Supported to include the weight of material in a full or
choked position

(2) Airtight and dusttight

(3) Assembled in such a manner as to provide convenient
disassembly for cleaning

8.3.3.3.3 Pressure- and vacuum-relief valves shall be located,
designed, and set to relieve pressure to protect the system
components.

8.3.3.3.4 Multiple-direction valves shall be of airtight and dust-
tight construction and sized to effect a positive diversion of the
product with a full cross-sectional open area. Diversion in one
direction shall seal all other directions from air, dust, or prod-
uct leakage.

8.3.3.4 Receiving and Shipping Conveyances.

8.3.3.4.1*% All transport modes such as railcars (hopper cars,
boxcars, or tank cars) and trucks (both receiving and shipping
in bulk), into which or from which commodities or products
are pneumatically conveyed, shall be electrically bonded to the
plant ground system or earth grounded.

8.3.3.4.1.1 The requirement in 8.3.3.4.1 shall not apply to
materials of processes involving inert materials, such as lime-
stone at feed mills.

8.3.3.4.2 Flexible connections shall be electrically conductive,
having a resistance not greater than 1 megohm.

8.3.3.4.3 All connections between the transport vehicles and
the plant system shall be made on the outside of the building
or in a dedicated shipping/receiving area that is separated
from process areas and warehouses by walls or detachment.

8.3.3.5 Dust Collection Systems.

8.3.3.5.1 Fans and Blowers. Fans and blowers designed to
convey combustible dusts through them shall be of spark-
resistant construction Type A or B as described in ANSI/AMCA
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Standard 99, Standards Handbook, Classifications for Spark
Resistant Construction.

8.3.3.5.2 Construction. All components of the dust collection
system shall be constructed of noncombustible materials.

8.3.3.5.2.1 The requirement in 8.3.3.5.2 shall not apply to
filter bags, filter media, liners, drive belts, wear parts, and flexi-
ble connector ducts.

8.3.3.5.3 Manifolding. Dust collection systems for one or
more hammer mills or pulverizer mills shall not be manifolded
with other types of machinery.

8.3.3.5.3.1 Conveyors, sifters, and hammer mills used for the
sizing of oilseed meals and hulls shall be permitted to have a
common dust collection system.

8.3.3.5.4 Separate Collection Systems. Each department in
starch manufacturing and handling (i.e., starch drying, grind-
ing, dextrine cooking) shall have a separate dust collection
system.

8.3.3.5.5*% Dust Liberation. Liberation of dust into the ambi-
ent air within a shed or structure from open pits or hoppers,
such as truck or railcar dump pits, shall be reduced as much as
practical by dust control.

8.3.3.5.6 Machinery Startup and Shutdown. Dust collection
systems shall be in operation before startup of related machi-

nery.

8.3.3.5.6.1 Shutdown of a dust collection system collecting
only combustible dusts shall actuate an audible or visual signal
that can be either seen or heard by the attendant.

8.3.3.5.6.2 Procedures shall be established, or an automatic
sequence provided, to shut down related machinery if the dust
collection system shuts down during operations.

8.3.3.5.6.3 Dust collection systems equipped with explosion
venting or explosion suppression systems shall include a
method of shutting down the system automatically when a
deflagration event occurs within the air-material separator
(AMS).

8.3.3.5.7 Filter Media Dust Collectors.

8.3.3.5.7.1 Filter media dust collectors shall have a monitoring
device (such as a differential pressure gauge) to indicate pres-
sure drop across the filter media.

8.3.3.5.7.2 Manufacturer's recommendations and specifica-
tions shall be followed concerning actions to be taken based on
the indicated pressure drop across the filter media.

8.3.3.5.7.3 Where lightning protection is provided, it shall be
installed in accordance with NFPA 780.

8.3.3.5.8% Dust Bins and Tanks.

8.3.3.5.8.1 Bins and tanks for the storage of grain dust shall be
dusttight, constructed of noncombustible materials, and loca-
ted outside the buildings or structures.

8.3.3.5.8.2 The dust bins and tanks shall have transfer systems
that are separated from the upstream operations by rotary
valves or choke seals, or through the use of other methods to
reduce the likelihood of propagation of an explosion in
accordance with NFPA 69.
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8.3.3.5.9 Floor Sweeps. If provided, floor sweeps shall be on a
separate, dedicated vacuum or dust collection system, provided
the fan is located downstream of the filter.

8.3.3.6 Duct Systems.

8.3.3.6.1* Ducts that handle combustible dust particulate
solids shall conform to the requirements of NFPA 91 except as
amended by the requirements of this chapter.

8.3.3.6.1.1 Plastic or fiberglass ducts or pipes shall not be
used.

8.3.3.6.1.2* Ductwork utilizing a combustible lining shall be
permitted only in high impact areas.

8.3.3.6.2 Flexible Hose. Flexible hose shall conform to the
following provisions:

(1) It shall be permitted for use with combustible materials
only if it is made of static dissipative construction and
properly grounded.

(2) It shall be permitted for connections and isolation purpo-
ses only properly grounded and less than 457 mm (18 in.)
in length.

8.3.3.7 Centralized Vacuum Cleaning System.

8.3.3.7.1 Only static-conductive vacuum cleaning tools shall be
used and shall be properly grounded to the hose end.

8.3.3.7.2 Only static-dissipative hoses shall be used and shall
be properly grounded.

8.3.3.7.3 The airmaterial separator (AMS) used with this
system shall comply with the requirements of 8.3.4.1 and
comply with 8.8.4.1.

8.3.3.7.4% The AMS shall include filtration for the separation
of the conveyed combustible dust from the conveying air
stream.

8.3.3.7.5 The air-moving device shall be downstream of the
AMS.

8.3.3.7.6 Cyclones used as primary AMS units shall be permit-
ted only in combination with a filtered secondary AMS.

8.3.3.7.7 The system shall be designed to provide the convey-
ing airflow velocity required to keep the conveyed material
airborne in the ducting/piping at all times whether a single
user or multiple active users are connected to the system.

8.3.3.7.8* The hose length and diameter shall be sized for the
application and operation. [652:8.3.3.4.2]

8.3.3.7.9* Where ignition-sensitive materials are collected,
vacuum tools shall be constructed of metal or static dissipative
materials and provide proper grounding to the hose.
[652:8.3.3.4.3]

8.3.4 AMS Locations.
8.3.4.1 Air-Material Separators.

8.3.4.1.1 Air-material separators connected to processes that
are potential sources of ignition, such as hammer mills, ovens,
and direct-fired dryers, and other similar equipment placed
inside or outside of buildings shall be protected in accordance
with 8.8.4.1.
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8.3.4.1.1.1 Indoor air-material separators protected by explo-
sion venting shall be located adjacent to an exterior wall and
vented to the outside through straight ducts not exceeding 6 m
(20 ft) in length.

8.3.4.1.1.2 Indoor air-material separators protected by explo-
sion venting shall be designed so that the explosion pressures
will not rupture the ductwork or the separator.

8.3.4.1.2 Cyclones with a 0.76 m (30 in.) diameter or less used
as air-material separators shall be allowed to be placed inside
buildings without explosion protection when the following
conditions are present:

(1) The room, building, or other enclosure is not a Class I,
Division 1 or 2 or Class II, Division 1 area as defined by
Article 500 of NFPA 70.

(2) The material being processed has a minimum ignition
energy of more than 10 m].

(3) The system is a closed process, excluding cleaning
vacuum systems.

(4) The material being processed has a KSt of less than 200
bar-m/sec.

8.3.4.1.3* Filtered Air.

8.3.4.1.3.1* Recycling of air from air-material separators to
buildings shall be permitted if the system is designed to prevent
transmission of energy from a fire or explosion to the building.

8.3.4.1.3.2 Air that is returned inside the building or to air
makeup systems shall be filtered to the efficiency of 0.02 g per
dry standard cubic meter of airflow (0.008 grain per dry stand-
ard cubic foot of airflow).

8.3.4.1.3.3* Air from multiple pneumatic filters shall be
permitted to be returned to the air makeup system.

8.3.4.1.3.4* Air from hammer mill filters shall not be returned
to the air makeup system.

8.3.4.1.3.5*% Air from filters used for classifying food products
(purifiers) shall be permitted to be returned to the air makeup
system.

8.3.4.1.4 Air from a multiple pneumatic conveying system,
negative or positive, shall be permitted to be returned to the
air makeup system.

8.3.4.2*% Dust Collector Location. Dust collectors shall be
located outside of buildings and shall be protected in accord-
ance with 8.8.4.1.

8.3.4.2.1 Dust collectors shall be permitted inside of buildings
if any of the following apply:

(1) Deflagration venting is provided in accordance with the
requirements of NFPA 68

(2) Dust collectors are equipped with an explosion suppres-
sion system designed according to NFPA 69

8.3.4.2.2 If the dust collector is a centrifugal separator without
bags, used for removing moisture from coolers that handle
pelleted, extruded, or flaked grain and feed products, it shall
be permitted inside or outside of buildings without explosion
protection.
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8.3.4.2.3 Bin vent dust collectors directly mounted without a
hopper on a tank or bin, whose primary function is to filter air
displaced during filling or blending operations and return dust
directly to the bin, shall be permitted inside or outside of build-
ings without explosion protection. Filters that return air to
inside of buildings shall be capable of a minimum efficiency of
0.02 g per dry standard cubic meter of airflow (0.008 grains per
dry standard cubic feet of airflow).

8.3.4.2.4 Filters used for classifying food products with air
(product purifiers) shall be permitted to be located inside or
outside of buildings without explosion protection.

8.3.5 Recycle of AMS Clean Air Exhaust.
8.3.5.1* Pneumatic Conveyor Filtered Air.

8.3.5.1.1% Recycling of air from air-material separators to
buildings shall be permitted if the system is designed to prevent
transmission of energy from a fire or explosion to the building.

8.3.5.1.2 Air that is returned inside the building or to air
makeup systems shall be filtered to the efficiency of 0.02 g per
dry standard cubic meter of airflow (0.008 grain per dry stand-
ard cubic foot of airflow).

8.3.5.1.3* Air from multiple pneumatic filters shall be permit-
ted to be returned to the air makeup system.

8.3.5.1.4* Air from hammer mill filters shall not be returned
to the air makeup system.

8.3.5.1.5% Air from filters used for classifying food products
(purifiers) shall be permitted to be returned to the air makeup
system.

8.3.5.1.6 Air from a multiple pneumatic conveying system,
negative or positive, shall be permitted to be returned to the
air makeup system.

8.3.5.2*% Dust Collector Filtered Air.

8.3.5.2.1*% Recycling of air from collectors to buildings shall be
permitted if the system is designed in accordance with NFPA 69
using methods found in 8.3.3.1 through 8.3.3.4, 8.3.4.1, and
Section 8.9 to prevent a return of dust, combined products,
flammable vapors, heat, and flames into the building.

8.3.5.2.2 Filters that return air to the inside of buildings shall
be capable of a minimum efficiency of 0.02 g per dry standard
cubic meter of airflow (0.008 grains per dry standard cubic foot
of airflow).

8.3.6 Reserved.
8.3.7 Bucket Elevator Legs.
8.3.7.1 All Legs.

8.3.7.1.1 Casing, head and boot sections, access openings, and
connecting spouts shall be as dusttight as practicable and shall
be constructed of noncombustible materials.

8.3.7.1.2* Inspection openings shall be provided in the boot
section to allow clean-out of the boot and inspection of the
alignment of the boot pulley and belt.

8.3.7.1.3 Inspection openings shall be provided in the head
section to allow complete inspection of the head pulley
lagging, the belt and pulley alignment, and the discharge
throat of the leg.
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8.3.7.1.4*% FEach leg shall be independently driven by motor((s)
and drive train(s) capable of handling the full-rated capacity of
the elevator leg without overloading.

8.3.7.1.4.1 Line shaft drives shall be acceptable for legs used
in the milling industry as long as they are capable of handling
the full-rated capacity of all connected equipment without over-
loading.

8.3.7.1.4.2 Multiple motor drives shall be interlocked to
prevent operation of the leg upon failure of any single motor.

8.3.7.1.4.3 The drive shall be capable of starting the
unchoked leg under full (100 percent) load.

8.3.7.1.5% Each leg shall be provided with a speed sensor
device that will cut off the power to the drive motor and
actuate an alarm in the event the leg belt slows to 80 percent of
normal operating speed. Feed to the elevator leg by mechani-
cal means shall be stopped or diverted.

8.3.7.1.6 The use of plastic, rubber, and other combustible
linings shall be limited to high-impact areas and wear surfaces.

8.3.7.1.7 The leg head section between the up and down
casings shall be sloped at an angle of not less than 45 degrees.

8.3.7.1.8 All spouts intended to receive grain or dry ingredi-
ents directly from any leg shall be designed and installed to
handle the full-rated elevating capacity of the largest leg feed-
ing such spouts.

8.3.7.1.9 Legs shall have lagging installed on the head pulley
to minimize slippage.

8.3.7.1.10* Leg belts and lagging shall have a surface resistiv-
ity not greater than 100 megohms per square.

8.3.7.1.11 Leg belts and lagging shall be fire resistant and oil
resistant.

8.3.7.1.11.1 Oilresistant lagging or belting shall not be
required for bucket elevators used in flour mills or for
handling inert materials.

8.3.7.1.11.2 Oilresistant lagging or belting shall not be
required for line shaft drives as used in the milling industry.

8.3.7.1.11.3 Belts shall be fire resistant by complying with the
requirements of the Mine Safety and Health Administration
(MSHA) 2G flame test for conveyor belting.

8.3.7.1.12* Monitors.

8.3.7.1.12.1* [Inside legs shall have monitors at head, tail, and
knee pulley bearings that indicate high bearing temperature or
vibration detection.

8.3.7.1.12.2 Inside legs shall have monitors for head, tail, and
knee pulley alignment and belt alignment.

8.3.7.1.12.3 Abnormal conditions shall actuate a visual or an
audible and visual alarm requiring corrective action.

8.3.7.1.13 All garners, bins, or other receptacles into which
material is spouted directly from legs, and which are not
designed with automatic overflow systems, shall be equipped
either with devices to shut down equipment or with high-level
indicating devices with visual or audible alarms.
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