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NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document
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The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether
special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or
reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS
ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that
these documents may be superseded at any time by the issuance of new editions or may be amended from time to
time through the issuance of Tentative Interim Amendments or corrected by Errata. An official NFPA Standard at
any point in time consists of the current edition of the document together with any Tentative Interim Amendments
and any Errata then in effect. In order to determine whether a given document is the current edition and whether
it has been amended through the issuance of Tentative Interim Amendments or corrected through the issuance of
Errata, consult appropriate NFPA publications such as the National Fire Codes® Subscription Service, visit the NFPA
website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and
shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to,
or asserted in connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for
determining the validity of any such patent rights, as well as the risk of infringement of such rights, and the NFPA
disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA Standards.
NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of
patents in American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant
to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may
require use of an invention covered by patent rights. NFPA takes no position as to the validity of any such
patent rights or as to whether such patent rights constitute or include essential patent claims under the
ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of
willingness to grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to
applicants desiring to obtain such a license, copies of such filed statements can be obtained, on request, from
NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not,
by the publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These
include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the
promotion of safe practices and methods. By making these documents available for use and adoption by public
authorities and private users, the NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions,
and changes desired by the adopting authority should be noted separately in the adopting instrument. In order
to assist NFPA in following the uses made of its documents, adopting authorities are requested to notify the NFPA
(Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning
adoption of NFPA Standards, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA
procedures governing its codes and standards development process, including information on the procedures for
requesting Formal Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to
NFPA standards during regular revision cycles, should be sent to NFPA headquarters, addressed to the attention
of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email:
stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be
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This edition of NFPA 652, Standard on the Fundamentals of Combustible Dust, was prepared by
the Technical Committee on Fundamentals of Combustible Dusts, released by the Correlat-
ing Committee on Combustible Dusts, and acted on by NFPA at its June Association Technical
Meeting held June 22-25, 2015, in Chicago, IL. It was issued by the Standards Council on
August 18, 2015, with an effective date of September 7, 2015.

This edition of NFPA 652 was approved as an American National Standard on September 7,
2015.

Origin and Development of NFPA 652

NFPA 652, Standard on the Fundamentals of Combustible Dust, provides the general require-
ments for management of combustible dust fire and explosion hazards and directs the user to
NFPA’s industry- or commodity-specific standards, as appropriate: NFPA 61, Standard for the
Prevention of Fires and Dust Explosions in Agricultural and Food Processing Facilities; NFPA 484,
Standard for Combustible Metals; NFPA 654, Standard for the Prevention of Fire and Dust Explosions
Jfrom the Manufacturing, Processing, and Handling of Combustible Particulate Solids; NFPA 655,
Standard for Prevention of Sulfur Fires and Explosions; and NFPA 664, Standard for the Prevention of
Fires and Explosions in Wood Processing and Woodworking Facilities. This new standard establishes
the relationship and hierarchy between it and any of the industry- or commodity-specific
standards, ensuring that fundamental requirements are addressed consistently across indus-
tries, processes, and dust types.

While NFPA has addressed combustible dust hazards and safeguards for flour and pulver-
ized fuels, such as coal, as far back as 1920, it was not until 2003 that users from all sectors
comprehensively examined the specific requirements contained in the five commodity-
specific NFPA standards. Those documents apply broadly to varied facilities, processes, equip-
ment types, and dust types to protect against the hazards from combustible dust fires and
explosions.

Abasis for safety embedded in each of those standards requires the fuel — in this case dust
— to be managed, ignition sources to be controlled, and impact from an explosion to be
limited through construction, protection, isolation, and housekeeping.

Some users of the NFPA commodity-specific standards believed that the requirements were
inconsistent between the various industry sectors and the dust types, leading to confusion in
determining which standard applied and how to protect similar hazards within a given pro-
cess. In response to that perceived challenge to the longstanding NFPA combustible dust
standards, NFPA staff addressed the question of whether there was a better way to structure
the committees and standards. Working through the direction of the NFPA Standards Coun-
cil, a task group chaired by a member of the Council explored options for restructuring the
combustible dust project. The task group consisted of the chairs of the technical committees
for the four existing commodity-specific standards, an additional member from each commit-
tee, and NFPA staff liaisons. A report presented to the Standards Council at its March 2011
meeting contained two key recommendations: the establishment of a correlating committee
to oversee the work of the four existing combustible dust committees, as well as the work of a
proposed new Technical Committee on Fundamentals of Combustible Dusts, and the estab-
lishment of a new committee whose scope would permit it to develop documents on the
management of hazards from combustible dusts and combustible particulate solids.

The Technical Committee on Fundamentals of Combustible Dusts began its work in ear-
nest in early 2012, using task groups to develop draft chapters based on a straw-man outline
proposed by the committee. A preliminary draft was developed and approved by the commit-
tee to serve as the basis for requesting approval from the NFPA Standards Council to establish
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a specific revision cycle. The Council initially approved the development of NFPA 652 for the Fall 2014 cycle; during
the second draft stage of the process, however, the committee requested more time to review and process the extensive
public comments received. That request was approved, and the standard was moved to the Annual 2015 cycle.

Hazard awareness appears prominently in the standard through the inclusion of chapters on hazard identification,
hazard analysis or evaluation, and hazard management involving hazard prevention or mitigation. The committee
made some of the requirements in NFPA 652 apply retroactively, including dust hazards analysis (DHA). For existing
facilities, a DHA is permitted to be phased in and completed not later than 3 years from the effective date of the
standard. Because so many of the investigation findings conclude that owners/operators appear to be unaware of the
hazards posed by combustible particulate solids that have the potential to form combustible dusts when processed,
stored, or handled, the Committee believed it essential to establish the DHA as a fundamental step in creating a plan
for safeguarding such facilities.

Together with this first edition of NFPA 652, the combustible dust standards speak directly to such critical factors as
dust containment and collection, hazard analysis, testing, ventilation, air flow, housekeeping, and fire suppression.
The provisions of this new standard incorporate many of the lessons learned and recommendations issued as part of
the combustible dust incident investigation findings reported by the Chemical Safety Board. In addition, this new
standard complements the efforts of the Occupational Safety and Health Administration and its National Emphasis
Program on combustible dust.

This first edition of NFPA 652 is dedicated to the memory of workers who have suffered and lost their lives from the
hazards of combustible dusts, in the hope that it will help prevent such tragedies in the future.
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NOTE: Membership on a committee shall not in and of itself constitute an endorsement of the Association or
any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the hazard identifi-
cation, prevention, control, and extinguishment of fires and explosions in the design, construction, installa-
tion, operation, and maintenance of facilities and systems used in manufacturing, processing, recycling,
handling, conveying, or storing combustible particulate solids, combustible metals, or hybrid mixtures.
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Committee Scope: This Committee shall have primary responsibility for information and documents on the
management of fire and explosion hazards from combustible dusts and particulate solids.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Standards.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions
of NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta-
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with any TIAs and Errata in effect. To verify that this document is
the current edition or to determine if it has been amended by any
TIAs or Errata, please consult the National Fire Codes® Subscrip-
tion Service or visit the Document Information (DocInfo) pages on
the NFPA website at www.nfpa.org/docinfo. In addition to TIAs and
Errata, the DocInfo pages also include the option to sign up for
Alerts for each document and to be involved in the development of
the next edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Areference in brackets [ | following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex D. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text shall be sent to the technical committee re-
sponsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex D.

Chapter 1 Administration

1.1 Scope. This standard shall provide the basic principles of
and requirements for identifying and managing the fire and
explosion hazards of combustible dusts and particulate solids.

1.2 Purpose. This standard shall provide the minimum gen-
eral requirements necessary to manage the fire, flash fire, and
explosion hazards posed by combustible dusts and directs the
user to other NFPA standards for industry- and commodity-
specific requirements.

1.3 Application.

1.3.1 The user shall be permitted to use Figure 1.3.1 for
guidance when using this standard. See Figure 1.3.1.

1.3.2 This standard shall apply to all facilities and operations
that manufacture, process, blend, convey, repackage, gener-

\
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ate, or handle combustible dusts or combustible particulate
solids.

1.3.3 This standard shall not apply to the following:

(1) Storage or use of consumer quantities of such materials
on the premises of residential or office occupancies

(2) Storage or use of commercially packaged materials at re-
tail facilities

(3) Such materials displayed in original packaging in mercan-
tile occupancies and intended for personal or household
use or as building materials

(4) Warehousing of sealed containers of such materials when
not associated with an operation that handles or gener-
ates combustible dust

(5) Such materials stored or used in farm buildings or similar
occupancies for on-premises agricultural purposes

1.3.4 Where an industry- or commodity-specific NFPA stan-
dard exists, its requirements shall be applied in addition to
those in this standard.

1.4 Conflicts.

1.4.1% For the purposes of this standard, the industry- or
commodity-specific NFPA standards shall include the following:

(1) NFPA 61, Standard for the Prevention of Fires and Dust Explo-
sions in Agricultural and Food Processing Facilities

(2) NFPA 484, Standard for Combustible Metals

(3) NFPA 654, Standard for the Prevention of Fire and Dust Explo-
sions from the Manufacturing, Processing, and Handling of
Combustible Particulate Solids

(4) NFPA 655, Standard for Prevention of Sulfure Fires and Explo-
sions

(5) NFPA 664, Standard for the Prevention of Fires and Explosions
in Wood Processing and Woodworking Facilities

1.4.2 Where a requirement in an industry- or commodity-
specific NFPA standard differs from the requirement specified in
this standard, the requirement in the industry- or commodity-
specific NFPA standard shall be permitted to be used.

1.4.3 Where an industry- or commodity-specific NFPA stan-
dard specifically prohibits a requirement specified in this stan-
dard, the prohibition in the industry- or commodity-specific
NFPA standard shall be applied.

1.4.4 Where an industry- or commodity-specific NFPA stan-
dard neither prohibits nor provides a requirement, the re-
quirement in this standard shall be applied.

1.4.5 Where a conflict between a general requirement of this
standard and a specific requirement of this standard exists,
the specific requirement shall apply.

1.5 Retroactivity.

1.5.1 The provisions of this standard reflect a consensus of
what is necessary to provide an acceptable degree of protec-
tion from the hazards addressed in this standard at the time
the standard was issued.

1.5.2 Unless otherwise specified, the provisions of this stan-
dard shall not apply to facilities, equipment, structures, or in-
stallations that existed or were approved for construction or
installation prior to the effective date of the standard. Where
specified, the provisions of this standard shall be retroactive.
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Do you manufacture, process,
blend, convey, re-package,
generate, or handle combustible
dusts or combustible particulate
solids? (See 1.3.2))

Is the material covered by Yes

Outside the scope of NFPA 652

one of the exemptions in
1.3.3?

Refer to methods in Chapter 5,
Hazard Identification.

Have you determined the
combustibility or explosibility
hazards of the material?
(See Section 4.1, item 1.)

Is the material explosible
or combustible?

Refer to methods in Chapter 7,
Dust Hazards Analysis.

Has a dust hazards
analysis been performed?

Yes

Y

Refer to methods in Chapter 6,
Performance-Based Design Option, and
Chapter 8, Hazard Management:
Mitigation and Prevention.

Has a plan been
developed to manage the
hazard(s)?

FIGURE 1.3.1 Document Flow Diagram for Combustible Dust Hazard Evaluation.
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Document the results in accordance
with 5.2.2.
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Have industry- or commodity-
specific standards been referenced
with regard to the hazard
management plan(s)? NOTE:
Resolve conflicts using
Section 1.4.

Is the particulate solid a
mixture of two or more
components?

Refer to 5.5.2, Mixtures.

Is the particulate solid a Refer to NFPA 484, Standard for

A
metal or an alloy? Combustible Metals. L

. . Refer to NFPA 61, Standard for the
Is ;h?-igjlrtﬂfsllagf as?cllgdan Prevention of Fires and Dust -
9 roduct? Explosions in Agricultural and -

P ’ Food Processing Facilities.

X i Refer to NFPA 664, Standard for the
Is the particulate solid Prevention of Fires and Explosions ~
from wood processing or in Wood Processing and >

woodworking? Woodworking Facilities.

Refer to NFPA 655, Standard for
Prevention of Sulfur Fires —>
and Explosions.

Is the particulate solid
sulfur?

Refer to NFPA 654, Standard for the
Prevention of Fires and Dust Explosions
from the Manufacturing, Processing,
and Handling of Combustible
Particulate Solids.

4

Modify the hazard management plan if
needed and implement the plan in

- accordance with Chapter 9,

Management Systems.

A

FIGURE 1.3.1 Continued.
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1.5.3 In those cases where the authority having jurisdiction
(AH]J) determines that the existing situation presents an unac-
ceptable degree of risk, the AHJ shall be permitted to apply
retroactively any portions of this standard that, based on the
application of clear criteria derived from the objectives in this
standard, the AHJ determines to be necessary to achieve an
acceptable degree of risk.

1.5.4 The retroactive requirements of this standard shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic-
tion, and only where it is clearly evident that the modification
does not result in an unacceptable degree of risk.

1.6 Equivalency.

1.6.1 Nothing in this standard is intended to prevent the use
of systems, methods, or devices of equivalent or superior qual-
ity, strength, fire resistance, effectiveness, durability, and safety
over those prescribed by this standard.

1.6.2 Technical documentation shall be made available to the
authority having jurisdiction to demonstrate equivalency.

1.6.3 The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

1.7 Units and Formulas.

1.7.1 SI Units. Metric units of measurement in this standard
shall be in accordance with the modernized metric system
known as the International System of Units (SI).

1.7.2* Primary and Equivalent Values. If a value for a measure-
ment as given in this standard is followed by an equivalent
value in other units, the first stated value shall be regarded as
the requirement.

1.7.3 Conversion Procedure. SI units shall be converted by
multiplying the quantity by the conversion factor and then
rounding the result to the appropriate number of significant
digits.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 10, Standard for Portable Fire Extinguishers, 2013 edi-
tion.

NFPA 11, Standard for Low-, Medium-, and High-Expansion
Foam, 2016 edition.

NFPA 12, Standard on Carbon Dioxide Extinguishing Systems,
2015 edition.

NFPA 12A, Standard on Halon 1301 Fire Extinguishing Systems,
2015 edition.

NFPA 13, Standard for the Installation of Sprinkler Systems, 2016
edition.

NFPA 14, Standard for the Installation of Standpipe and Hose
Systems, 2013 edition.

NFPA 15, Standard for Water Spray Fixed Systems for Fire Protec-
tion, 2012 edition.

NFPA 16, Standard for the Installation of Foam-Water Sprinkler
and Foam-Water Spray Systems, 2015 edition.
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NFPA 17, Standard for Dry Chemical Extinguishing Systems,
2013 edition.

NFPA 20, Standard for the Installation of Stationary Pumps for
Fire Protection, 2016 edition.

NFPA 22, Standard for Water Tanks for Private Fire Protection,
2013 edition.

NFPA 24, Standard for the Installation of Private Fire Service
Mains and Their Appurtenances, 2016 edition.

NFPA 25, Standard for the Inspection, Testing, and Maintenance
of Water-Based Fire Protection Systems, 2014 edition.

NFPA 31, Standard for the Installation of Oil-Burning Equip-
ment, 2011 edition.

NFPA 51B, Standard for Fire Prevention During Welding, Cut-
ting, and Other Hot Work, 2014 edition.

NFPA 54, National Fuel Gas Code, 2015 edition.

NFPA 61, Standard for the Prevention of Fires and Dust Explo-
sions in Agricultural and Food Processing Facilities, 2013 edition.

NFPA 68, Standard on Explosion Protection by Deflagration Vent-
ing, 2013 edition.

NFPA 69, Standard on Explosion Prevention Systems, 2014 edi-
tion.

NFPA 70®, National Electrical Code, 2014 edition.

NFPA 72®, National Fire Alarm and Signaling Code, 2016 edition.

NFPA 85, Boiler and Combustion Systems Hazards Code, 2015
edition.

NFPA 86, Standard for Ovens and Furnaces, 2015 edition.

NFPA 91, Standard for Exhaust Systems for Air Conveying of
Vapors, Gases, Mists, and Particulate Solids, 2015 edition.

NFPA 221, Standard for High Challenge Fire Walls, Fire Walls,
and Fire Barrier Walls, 2015 edition.

NFPA 484, Standard for Combustible Metals, 2015 edition.

NFPA 505, Fire Safety Standard for Powered Industrial Trucks
Including Type Designations, Areas of Use, Conversions, Mainte-
nance, and Operations, 2013 edition.

NFPA 654, Standard for the Prevention of Fire and Dust Explo-
sions from the Manufacturing, Processing, and Handling of Combus-
tible Particulate Solids, 2013 edition.

NFPA 655, Standard for Prevention of Sulfur Fires and Explo-
sions, 2012 edition.

NFPA 664, Standard for the Prevention of Fires and Explosions in
Wood Processing and Woodworking Facilities, 2012 edition.

NFPA 750, Standard on Water Mist Five Protection Systems, 2015
edition.

NFPA 2001, Standard on Clean Agent Fire Extinguishing Sys-
tems, 2015 edition.

NFPA 2112, Standard on Flame-Resistant Garments for Protec-
tion of Industrial Personnel Against Flash Fire, 2012 edition.

NFPA 2113, Standard on Selection, Care, Use, and Maintenance
of Flame-Resistant Garments for Protection of Industrial Personnel
Against Short-Duration Thermal Exposures from Fire, 2015 edition.

2.3 Other Publications.

2.3.1 ASME Publications. American Society of Mechanical
Engineers, Three Park Avenue, New York, NY 10016-5990.

ASME B31.3, Process Piping, 2012.
Boiler and Pressure Vessel Code, 2010.

2.3.2 ASTM Publications. ASTM International, 100 Barr Har-
bor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959.

ASTM E1226, Standard Test Method for Explosibility of Dust
Clouds, 2012a.

ASTM E1515, Standard Test Method for Minimum Explosible
Concentration of Combustible Dusts, 2007.
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2.3.3 IEC Publications. International Electrotechnical Com-
mission, 3, rue de Varembé, P.O. Box 131, CH-1211 Geneva 20,
Switzerland.

1EC 61340-4-4, Electrostatics — Part 4-4: Standard Test Methods
Jfor Specific Applications — Electrostatic Classification of Flexible In-
termediate Bulk Containers (FIBC), 2005.

2.3.4 NEMA Publications. National Electrical Manufacturers
Association, 1300 North 17th Street, Suite 1847, Rosslyn, VA
22209.

NEMA 250, Enclosures for Electrical Equipment, 2008.

2.3.5 UN Publications. United Nations Publications, Room
DC2-853, 2 UN Plaza, New York, NY 10017.

UN Recommendations on the Transport of Dangerous Goods:
Model Regulations — Manual of Tests and Criteria, 13th edition.

2.3.6 U.S. Government Publications. U.S. Government

Printing Office, Washington, DC 20402.

Title 29, Code of Federal Regulations, Part 1910.242(b),
“Hand and Portable Powered Tools and Equipment, General.”

2.3.7 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.

NFPA 51B, Standard for Fire Prevention During Welding, Cut-
ting, and Other Hot Work, 2014 edition.

NFPA 68, Standard on Explosion Protection by Deflagration Vent-
ing, 2013 edition.

NFPA 69, Standard on Explosion Prevention Systems, 2014 edi-
tion.

NFPA 221, Standard for High Challenge Fire Walls, Fire Walls,
and Fire Barrier Walls, 2015 edition.

NFPA 484, Standard for Combustible Metals, 2015 edition.

NFPA 654, Standard for the Prevention of Fire and Dust Explo-
sions from the Manufacturing, Processing, and Handling of Combus-
tible Particulate Solids, 2013 edition.

NFPA 921, Guide for Fire and Explosion Investigations, 2014
edition.

NFPA 1250, Recommended Practice in Fire and Emergency Ser-
vices Organization Risk Management, 2015 edition.

NFPA 1451, Standard for a Fire and Emergency Service Vehicle
Operations Training Program, 2013 edition.

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.
3.2.1* Approved. Acceptable to the authority having jurisdic-

tion.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

\
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3.2.3 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an orga-
nization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or mate-
rials, and by whose labeling the manufacturer indicates com-
pliance with appropriate standards or performance in a
specified manner.

3.2.4% Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalu-
ation of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated stan-
dards or has been tested and found suitable for a specified
purpose.

3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard. An NFPA Standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable
for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix, annex, footnote, informational
note, or other means as permitted in the NFPA Manuals of
Style. When used in a generic sense, such as in the phrase
“standards development process” or “standards development
activities,” the term “standards” includes all NFPA Standards,
including Codes, Standards, Recommended Practices, and
Guides.

3.3 General Definitions.

3.3.1% Air-Material Separator (AMS). A device designed to
separate the conveying air from the material being conveyed.
[654, 2013]

3.3.1.1 Enclosureless AMS. An air-material separator de-
signed to separate the conveying air from the material be-
ing conveyed where the filter medium is not enclosed or in
a container.

3.3.2* Air-Moving Device (AMD). A power-driven fan, blower,
or other device that establishes an airflow by moving a given
volume of air per unit time. [654, 2013]

3.3.3 Bonding. For the purpose of controlling static electric
hazards, the process of connecting two or more conductive
objects by means of a conductor so that they are at the same
electrical potential but not necessarily at the same potential as
the earth.

3.3.4*% Centralized Vacuum Cleaning System. A fixed-pipe sys-
tem utilizing variable-volume negative-pressure (i.e., vacuum)
air flows from remotely located hose connection stations to
allow the removal of dust accumulations from surfaces and
conveying those dusts to an air-material separator (AMS).
[654, 2013]

3.3.5% Combustible Dust. A finely divided combustible par-
ticulate solid that presents a flash-fire hazard or explosion haz-
ard when suspended in air or the process-specific oxidizing
medium over a range of concentrations. [654, 2013]
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3.3.6* Combustible Metal. Any metal composed of distinct
particles or pieces, regardless of size, shape, or chemical com-
position, that will burn. [484, 2015]

3.3.7* Combustible Particulate Solid. Any solid material com-
posed of distinct particles or pieces, regardless of size, shape,
or chemical composition, that, when processed, stored, or
handled in the facility, has the potential to produce a combus-
tible dust.

3.3.8 Compartment. A subdivision of an enclosure.

3.3.9 Conductive Dusts. Dusts with a volume resistivity of less
than 10® ohms-m.

3.3.10% Deflagration. Propagation of a combustion zone at a
velocity that is less than the speed of sound in the unreacted
medium. [68, 2013]

3.3.11 Detachment. Location in a separate building or an
outside area removed from other structures to be protected by
a distance as required by this standard.

3.3.12 Duct. Pipes, tubes, or other enclosures used to convey
materials pneumatically or by gravity.

3.3.13* Dust Collection System. A combination of equipment
designed to capture, contain, and pneumatically convey fugi-
tive dust to an air-material separator (AMS) in order to re-
move the dust from the process equipment or surrounding
area.

3.3.14 Dust Deflagration Hazard. A condition that presents
the potential for harm or damage to people, property, or the
environment due to the combustion of a sufficient quantity of
combustible dust suspended in air or another oxidizing me-
dium.

3.3.15 Dust Explosion Hazard. A dust deflagration hazard in
an enclosure that is capable of bursting or rupturing the en-
closure due to the development of internal pressure from the
deflagration.

3.3.16* Dust Hazards Analysis (DHA). A systematic review to
identify and evaluate the potential fire, flash fire, or explosion
hazards associated with the presence of one or more combus-
tible particulate solids in a process or facility.

3.3.17* Enclosure. A confined or partially confined volume.
[68, 2013]

3.3.18 Explosion. The bursting or rupture of an enclosure or
container due to the development of internal pressure from a
deflagration. [69, 2014]

3.3.19 Fire Hazard. Any situation, process, material, or con-
dition that, on the basis of applicable data, can cause a fire or
provide a ready fuel supply to augment the spread or intensity
of a fire and poses a threat to life or property.

3.3.20* Flash Fire. A fire that spreads by means of a flame
front rapidly through a diffuse fuel, such as dust, gas, or the
vapors of an ignitible liquid, without the production of dam-
aging pressure. [921, 2014]

3.3.21 Fuel Object. A combustible object or mass of particu-
late that can serve as a source of fuel for a fire or deflagration;
sometimes referred to as a fuel package.

3.3.22 Fugitive Dusts. (Reserved)

3.3.23 Grounding. The process of bonding one or more con-
ductive objects to the ground so that all objects are at zero
electrical potential; also referred to as earthing.
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3.3.24 Hot Work. Work involving burning, welding, or a simi-
lar operation that is capable of initiating fires or explosions.
[51B, 2014]

3.3.25% Hybrid Mixture. An explosible heterogeneous mix-
ture, comprising gas with suspended solid or liquid particu-
lates, in which the total flammable gas concentration is
210 percent of the lower flammable limit (LFL) and the total
suspended particulate concentration is 210 percent of the
minimum explosible concentration (MEC). [68, 2013]

3.3.26* Industry- or Commodity-Specific NFPA Standard. An
NFPA code or standard whose intent as documented within its
purpose or scope is to address fire and explosion hazards of a
combustible particulate solid.

3.3.27 Intermediate Bulk Containers.

3.3.27.1* Flexible Intermediate Bulk Container (FIBC). Large
bags typically made from nonconductive woven fabric that are
used for storage and handling of bulk solids. [654, 2013]

3.3.27.1.1 Type AFIBC. An FIBC made from nonconduc-
tive fabric with no special design features for control of
electrostatic discharge hazards. [654, 2013]

3.3.27.1.2 Type B FIBC. An FIBC made from nonconduc-
tive fabric where the fabric or the combination of the fabric
shell, coating, and any loose liner has a breakdown voltage
of less than 6000 volts. [654, 2013]

3.3.27.1.3 Type C FIBC. An FIBC made from conductive
material or nonconductive woven fabric incorporating in-
terconnected conductive threads of specified spacing with
all conductive components connected to a grounding tab.
[654, 2013]

3.3.27.1.4 Type D FIBC. An FIBC made from fabric
and/or threads with special static properties designed to
control electrostatic discharge energy without a require-
ment for grounding the FIBC. [654, 2013]

3.3.27.2* Rigid Intermediate Bulk Container (RIBC). An in-
termediate bulk container (IBC) that can be enclosed in or
encased by an outer structure consisting of a steel cage, a
single-wall metal or plastic enclosure, or a double wall of
foamed or solid plastic. [654, 2013]

3.3.27.2.1 Insulating RIBC. An RIBC constructed entirely
of solid plastic or solid plastic and foam composite that
cannot be electrically grounded. [654, 2013]

3.3.28* Minimum Explosible Concentration (MEC). The mini-
mum concentration of a combustible dust suspended in air,
measured in mass per unit volume, that will support a defla-
gration. [654, 2013]

3.3.29* Minimum Ignition Energy (MIE). The lowest capaci-
tive spark energy capable of igniting the most ignition-
sensitive concentration of a flammable vapor—air mixture or a
combustible dust—air mixture as determined by a standard test
procedure. [654, 2013]

3.3.30* Pneumatic Conveying System. An equipment system
that transfers a controlled flow of solid particulate material
from one location to another using air or other gases as the
conveying medium, and that is comprised of the following
components: a material feeding device; an enclosed ductwork,
piping, or tubing network; an air-material separator; and an
air-moving device.
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3.3.31 Pyrophoric Material. A chemical with an autoignition
temperature in air at or below 130°F (54.4°C). [5000, 2015]

3.3.32 Qualified Person. A person who, by possession of a
recognized degree, certificate, professional standing, or skill,
and who, by knowledge, training, and experience, has demon-
strated the ability to deal with problems related to the subject
matter, the work, or the project. [1451, 2013]

3.3.33 Replacement-in-Kind. A replacement that satisfies the
design specifications of the replaced item.

3.3.34* Risk Assessment. An assessment of the likelihood, vul-
nerability, and magnitude of the incidents that could result
from exposure to hazards. [1250, 2010]

3.3.35 Segregation. The establishment of a physical barrier
between the hazard area and an area to be protected.

3.3.36 Separation. The interposing of distance between the
combustible particulate solid process and other operations
that are in the same [compartment]. [654, 2013]

3.3.37 Spark. A moving particle of solid material that emits
radiant energy due to either its temperature or the process of
combustion on its surface. [654, 2013]

3.3.38 Threshold Housekeeping Dust Accumulations. The
maximum quantity of dust permitted to be present before
cleanup is required.

3.3.39 Transient Releases. (Reserved)

3.3.40 Ullage Space. The open space above the surface of the
stored solids in a storage vessel.

3.3.41 Wall.

3.3.41.1 Fire Barrier Wall. A wall, other than a fire wall,
having a fire resistance rating. [221, 2015]

3.3.41.2 Fire Wall. Awall separating buildings or subdivid-
ing a building to prevent the spread of fire and having a fire
resistance rating and structural stability. [221, 2015]

Chapter 4 General Requirements

4.1¥ General. The owner/operator of a facility with poten-
tially combustible dust shall be responsible for the following
activities:

(1) Determining the combustibility and explosibility hazards
of materials in accordance with Chapter 5

(2) Identifying and assessing any fire, flash fire, and explo-
sion hazards in accordance with Chapter 7

(8) Managing the identified fire, flash fire, and explosion
hazards in accordance with 4.2.4

(4) Communicating the hazards to affected personnel in ac-
cordance with Section 9.5

4.2 Objectives.
4.2.1 Life Safety.

4.2.1.1* The facility, processes, and equipment shall be de-
signed, constructed, equipped, and maintained and manage-
ment systems shall be implemented to reasonably protect oc-
cupants not in the immediate proximity of the ignition from
the effects of fire for the time needed to evacuate, relocate, or
take refuge.

4.2.1.2 The facility, processes, and equipment shall be de-
signed, constructed, equipped, and maintained and manage-

\

@ 2016 Edition

Full document details: NFPA 652 2016

ment systems shall be implemented to reasonably prevent se-
rious injury from flash fires.

4.2.1.3 The facility, processes, and equipment shall be de-
signed, constructed, equipped, and maintained and manage-
ment systems shall be implemented to reasonably prevent in-
jury from explosions.

4.2.1.4 The structure shall be located, designed, constructed,
and maintained to reasonably protect adjacent properties and
the public from the effects of fire, flash fire, or explosion.

4.2.2* Mission Continuity. The facility, processes, and equip-
ment shall be designed, constructed, equipped, and main-
tained and management systems shall be implemented to
limit damage to levels that ensure the ongoing mission, pro-
duction, or operating capability of the facility to a degree ac-
ceptable to the owner/operator.

4.2.3* Mitigation of Fire Spread and Explosions. The facility
and processes shall be designed to prevent or mitigate fires
and explosions that can cause failure of adjacent buildings or
building compartments or other enclosures, emergency life
safety systems, adjacent properties, adjacent storage, or the
facility’s structural elements.

4.2.4* Compliance Options. The objectives in Section 4.2 shall
be achieved by either of the following means:

(1) Aprescriptive approach in accordance with Chapters 5, 7,
8, and 9 in conjunction with any prescriptive provisions of
applicable commodity-specific NFPA standards

(2) A performance-based approach in accordance with
Chapter 6

4.2.5 Where a dust fire, deflagration, or explosion hazard
exists within a process system, the hazards shall be managed in
accordance with this standard.

4.2.6 Where a dust fire, deflagration, or explosion hazard
exists within a building or building compartment, the effects
of the fire, deflagration, or explosion shall be managed in
accordance with this standard.

Chapter 5 Hazard Identification

5.1 Responsibility. The owner/operator of a facility with po-
tentially combustible dusts shall be responsible for determin-
ing whether the materials are combustible or explosible, and,
if so, for characterizing their properties as required to support
the DHA.

5.1.1 Where dusts are determined to be combustible or ex-
plosible, the hazards associated with the dusts shall be assessed
in accordance with Chapter 7.

5.1.2 Where dusts are determined to be combustible or ex-
plosible, controls to address the hazards associated with the dusts
shall be identified and implemented in accordance with 4.2.4.

5.2%* Screening for Combustibility or Explosibility.

5.2.1 The determination of combustibility or explosibility
shall be permitted to be based upon either of the following:

(1) Historical facility data or published data that are deemed to be
representative of current materials and process conditions

(2) Analysis of representative samples in accordance with the
requirements of 5.4.1 and 5.4.3
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5.2.2% Test results, historical data, and published data shall be
documented and, when requested, provided to the authority
having jurisdiction (AHJ).

5.2.3 The absence of previous incidents shall not be used as
the basis for deeming a particulate to not be combustible or
explosible.

5.2.4 Where dusts are determined to not be combustible or
explosible, the owner/operator shall maintain documenta-
tion to demonstrate that the dusts are not combustible or ex-
plosible.

5.3* Self-Heating and Reactivity Hazards. (Reserved)

5.4 Combustibility and Explosibility Tests. Where combusti-
bility or explosibility screening tests are required, they shall be
conducted on representative samples obtained in accordance
with Section 5.5.

5.4.1 Determination of Combustibility.

5.4.1.1 Where the combustibility is not known, determina-
tion of combustibility shall be determined by one of the fol-
lowing tests:

(1) A screening test based on the UN Recommendations on the
Transport of Dangerous Goods: Model Regulations — Manual
of Tests and Criteria, Part III, Subsection 33.2.1, Test N.1,
“Test Method for Readily Combustible Solids”

(2) Other equivalent fire exposure test methods

5.4.1.2* For the purposes of determining combustibility, if the
dust in the form tested ignites and propagates combustion or
ejects sparks from the heated zone after the heat source is
removed, the material shall be considered combustible.

5.4.1.3 1If the dust is known to be explosible, it shall be per-
mitted to assume that the dust is combustible and the require-
ments of 5.4.1.1 shall not apply.

5.4.2 Determination of Flash-Fire Hazard. (Reserved)
5.4.3 Determination of Explosibility.

5.4.3.1 Where the explosibility is not known, determination
of explosibility of dusts shall be determined according to one
of the following tests:

(1) The “Go/No-Go” screening test methodology described
in ASTM E1226, Standard Test Method for Explosibility of Dust
Clouds

(2) ASTM E1515, Standard Test Method for Minimum Explosible
Concentration of Combustible Dusts

(3) An equivalent test methodology

5.4.3.2* When determining explosibility, it shall be permitted
to test a sample sieved to less than 200 mesh (75 pm).

5.4.3.3* When determining explosibility, it shall be permitted
to test the as-received sample.

5.4.3.4 It shall be permitted to assume a material is ex-
plosible, forgoing the requirements of 5.4.3.1.

5.4.3.5% When the representative sample has a characteristic
particle size smaller than 0.5 pm, the explosibility screening
test method shall account for possible ignitions in the sample
injection apparatus.

5.4.4 Quantification of Combustibility and Explosibility
Characteristics.

5.4.4.1¥* Where dusts are determined to be combustible or
explosible, additional testing shall be performed, as required,
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to acquire the data necessary to support the performance-
based design method described in Chapter 6; the DHA de-
scribed in Chapter 7; the risk assessments described in Chap-
ter 8; or specification of the hazard mitigation and prevention
described in Chapter 8.

5.4.4.2 The owner/operator shall be permitted to use the
worst-case characteristics of the various materials being
handled as a basis for design.

5.5 Sampling.
5.5.1 Sampling Plan.

5.5.1.1 Asampling plan shall be developed and documented
to provide data as needed to comply with the requirements of
this chapter.

5.5.1.2 Representative samples of dusts shall be identified
and collected for testing according to the sampling plan.

5.5.1.3 The sampling plan shall include the following:

(1) Identification of locations where fine particulates and
dust are present

(2) Identification of representative samples

(8) Collection of representative samples

(4)*Preservation of sample integrity

(5) Communication with the test laboratory regarding
sample handling

(6) Documentation of samples taken

(7) Safe sample collection practices

5.5.2* Mixtures. If the dust sample is a mixture, the approxi-
mate proportions of each general category of particulate solid
shall be determined and documented on the basis of available
information and shall be used to assist in determining repre-
sentative samples.

5.5.3* Representative Samples. Samples collected from each
location shall be representative of material used in the process
or equipment or found on surfaces at that location.

5.5.4* Sample Collection. Dust samples shall be collected in a
safe manner without introducing an ignition source, dispers-
ing dust, or creating or increasing the risk of injury to workers.

5.5.4.1* Samples shall be uniquely identified using identifiers
such as lot, origin, composition (pure, mixture), process, age,
location, and date collected.

Chapter 6 Performance-Based Design Option

6.1 General Requirements.

6.1.1* It shall be permitted to use performance-based alterna-
tive designs for a process or part of a process, specific material,
or piece of equipment in lieu of the prescriptive requirements
found in Chapter 8.

6.1.2 Approved Qualifications. The performance-based de-
sign shall be prepared by a person with qualifications accept-
able to the owner/operator.

6.1.2.1* General. All applicable aspects of the design, includ-
ing those described in 6.1.3.1 through 6.1.3.13, shall be docu-
mented in a format and content acceptable to the AH]J.

6.1.3* Document Requirements. Performance-based designs
shall be documented to include all calculations, references,
assumptions, and sources from which material characteristics
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and other data have been obtained, or on which the designer
has relied for some material aspect of the design in accor-
dance with 6.1.3.

6.1.3.1* Technical References and Resources. When re-
quested by the AHJ, the AH]J shall be provided with sufficient
documentation to support the validity, accuracy, relevance,
and precision of the proposed methods. The engineering
standards, calculation methods, and other forms of scientific
information provided shall be appropriate for the particular
application and methodologies used.

6.1.3.2 Building Design Specifications. All details of the pro-
posed building, facilities, equipment, and process designs that
affect the ability of the facility to meet the stated goals and
objectives shall be documented.

6.1.3.3 Performance Criteria. Performance criteria, with
sources, shall be documented.

6.1.3.4 Occupant Characteristics. Assumptions about occu-
pant characteristics shall be documented.

6.1.3.5 Design Fire and Explosion Scenarios. Descriptions of
combustible dust fire and explosion design scenarios shall be
documented.

6.1.3.6 Input Data. Input data to models and assessment
methods, including sensitivity analyses, shall be documented.

6.1.3.7 Output Data. Output data from models and assessment
methods, including sensitivity analyses, shall be documented.

6.1.3.8 Safety Factors. The safety factors utilized shall be
documented.

6.1.3.9 Prescriptive Requirements. Retained prescriptive re-
quirements shall be documented.

6.1.3.10 Modeling Features.

6.1.3.10.1 Assumptions made by the model user and descrip-
tions of models and methods used, including known limita-
tions, shall be documented.

6.1.3.10.2 Documentation shall be provided to verify that the
assessment methods have been used validly and appropriately
to address the design specifications, assumptions, and sce-
narios.

6.1.3.11 Evidence of Modeler Capability. The design team’s
relevant experience with the models, test methods, databases,
and other assessment methods used in the performance-based
design proposal shall be documented.

6.1.3.12 Performance Evaluation. The performance evalua-
tion summary shall be documented.

6.1.3.13 Use of Performance-Based Design Option. Design
proposals shall include documentation that provides anyone
involved in the ownership or management of the building
with notification of the following:

(1) Approval of the building, facilities, equipment or pro-
cesses, in whole or in part, as a performance-based design
with certain specified design criteria and assumptions

(2) Need for required re-evaluation and reapproval in cases
of remodeling, modification, renovation, change in use,
or change in established assumptions
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6.1.4% Performance-based designs and documentation shall
be updated and subject to re-approval if any of the assump-
tions on which the original design was based are changed.

6.1.5 Sources of Data.

6.1.5.1 Data sources shall be identified and documented for
each input data requirement that must be met using a source
other than a design fire scenario, an assumption, or a building
design specification.

6.1.5.2 The degree of conservatism reflected in such data
shall be specified, and a justification for the sources shall be
provided.

6.1.6* Maintenance of the Design Features. To continue meet-
ing the performance goals and objectives of this standard, the
design features required for each hazard area shall be main-
tained for the life of the facility subject to the management of
change provisions of Section 9.9.

6.1.6.1% This shall include complying with originally docu-
mented design assumptions and specifications.

6.1.6.2* Any variation from the design shall be acceptable to
the AH]J.

6.2 Risk Component and Acceptability. The specified perfor-
mance criteria of Section 6.3 and the specified fire and explo-
sion scenarios of Section 6.4 shall be permitted to be modified
by a documented risk assessment acceptable to the AHJ. The
final performance criteria, fire scenarios, and explosion sce-
narios established for the performance-based design shall be
documented.

6.3 Performance Criteria. A system and facility design shall be
deemed to meet the objectives specified in Section 4.2 if its
performance meets the criteria in 6.3.1 through 6.3.5.

6.3.1 Life Safety.

6.3.1.1* The life safety objectives of 4.2.1 with respect to a fire
hazard shall be achieved if either of the following conditions is
met:

(1) Ignition has been prevented.

(2) Under all fire scenarios, no person, other than those in
the immediate proximity of the ignition, is exposed to
untenable conditions due to the fire, and no critical struc-
tural element of the building is damaged to the extent
that it can no longer support its design load during the
time necessary to effect complete evacuation.

6.3.1.2 The life safety objectives of 4.2.1 with respect to an
explosion hazard shall be achieved if either of the following
conditions is met:

(1) Ignition has been prevented.

(2) Under all explosion scenarios, no person, other than
those in the immediate proximity of the ignition, is ex-
posed to untenable conditions, including missile impact
or overpressure, due to an explosion, and no critical
structural element of the building is damaged to the ex-
tent that it can no longer support its design load during
the time necessary to effect complete evacuation.

6.3.2 Structural Integrity. The structural integrity objectives
embodied in 4.2.1 and 4.2.2 with respect to fire and explosion
shall be achieved when no critical structural element of the
building is damaged to the extent that it can no longer sup-
port its design load under all fire and explosion scenarios.
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6.3.3 Mission Continuity. The mission continuity objectives of
4.2.3 shall be achieved when damage to equipment and the
facility has been limited to a level of damage acceptable to the
owner/operator.

6.3.4 Mitigation of Fire Spread and Explosions. When limita-
tion of fire spread is to be achieved, all of the following criteria
shall be demonstrated:

(1) Adjacent combustibles shall not attain their ignition tem-
perature.

(2) Building design and housekeeping shall prevent combus-
tibles from accumulating exterior to the enclosed process
system to a concentration that is capable of supporting
propagation.

(3) Particulate processing systems shall prevent fire or explo-
sion from propagating from one process system to an ad-
jacent process system or to the building interior.

6.3.5 Effects of Explosions. Where the prevention of damage
due to explosion is to be achieved, deflagrations shall not pro-
duce any of the following conditions:

(1) Internal pressures in the building or building compart-
ment or equipment sufficient to threaten its structural
integrity

(2) Extension of the flame front outside the building or
building compartment or equipment of origin except
where intentionally vented to a safe location

(3) Rupture of the building or building compartment or
equipment of origin and the ejection of fragments that
can constitute missile hazards

6.4* Design Scenarios.
6.4.1 Fire Scenarios.

6.4.1.1* Each fuel object in the building or building compart-
ment or equipment of origin shall be considered for inclusion
as a fire scenario.

6.4.1.2 The fuel object that produces the most rapidly devel-
oping fire during startup, normal operating conditions, or
shutdown shall be included as a fire scenario.

6.4.1.3 The fuel object that produces the most rapidly devel-
oping fire under conditions of a production upset or single
equipment failure shall be included as a fire scenario.

6.4.1.4 The fuel object that produces the greatest total heat
release during startup, normal operating conditions, or shut-
down shall be included as a fire scenario.

6.4.1.5 The fuel object that produces the greatest total heat
release under conditions of a production upset or single
equipment failure shall be included as a fire scenario.

6.4.1.6 Each fuel object that can produce a deep-seated fire
during startup, normal operating conditions, or shutdown
shall be included as a fire scenario.

6.4.1.7 Each fuel object that can produce a deep-seated fire
under conditions of a production upset or single equipment
failure shall be included as a fire scenario.

6.4.2 Explosion Scenarios.

6.4.2.1 Each duct, enclosed conveyor, silo, bunker, cyclone,
dust collector, or other vessel containing a combustible dust in
sufficient quantity or conditions to support the propagation of
a flame front during startup, normal operating conditions, or
shutdown shall be included as an explosion scenario.
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6.4.2.2 Each duct, enclosed conveyor, silo, bunker, cyclone,
dust collector, or other vessel containing a combustible dust in
sufficient quantity or conditions to support the propagation of
a flame front under conditions of production upset or single
equipment failure shall be included as an explosion scenario.

6.4.2.3 Each building or building compartment containing a
combustible dust in sufficient quantity or conditions to sup-
port the propagation of a flame front during startup, normal
operating conditions, or shutdown shall be included as an ex-
plosion scenario.

6.4.2.4 Each building or building compartment containing a
combustible dust in sufficient quantity or conditions to sup-
port the propagation of a flame front under conditions of
production upset or single equipment failure shall be in-
cluded as an explosion scenario.

6.4.2.5% Where combustible dust can cause other explosion
hazards, such as generation of hydrogen or other flammable
gases, those hazards shall be included as explosion scenarios.

6.5 Evaluation of Proposed Design.

6.5.1* A proposed design’s performance shall be assessed rela-
tive to each documented performance criterion as established
in Section 6.2 or in Section 6.3 and in each documented fire
and explosion scenario established for the design, with the
assessment conducted through the use of appropriate calcula-
tion methods acceptable to the AH]J.

6.5.2 The designer shall establish numerical performance
criteria for each of the documented performance objectives
established for the design.

6.5.3 The design professional shall use the assessment meth-
ods to demonstrate that the proposed design will achieve the
goals and objectives, as measured by the performance criteria
in light of the safety margins and uncertainty analysis, for each
scenario, given the assumptions.

6.6 Retained Prescriptive Requirements.

6.6.1 Portions of a facility design in accordance with Chap-
ter 6 shall also meet the following requirements:

(1) Housekeeping in accordance with Section 8.4
(2) PPE in accordance with Section 8.6
(3) Management systems in accordance with Chapter 9

Chapter 7 Dust Hazards Analysis (DHA)

7.1* General Requirements.

7.1.1 Responsibility. The owner/operator of a facility where
materials that have been determined to be combustible or ex-
plosible in accordance with Chapter 5 are present in an enclo-
sure shall be responsible to ensure a DHA is completed in
accordance with the requirements of this chapter.

7.1.2* The requirements of Chapter 7 shall apply retroactively
in accordance with 7.1.2.1 through 7.1.2.3.

7.1.2.1 For existing processes and facility compartments that
are undergoing material modification, the owner/operator
shall complete DHAs as part of the project.

7.1.2.2* For existing processes and facility compartments that
are not undergoing material modification, the owner/
operator shall schedule and complete DHAs of existing pro-
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cesses and facility compartments within a 3-year period from
the effective date of the standard. The owner/operator shall
demonstrate reasonable progress in each of the 3 years.

7.1.2.3 For the purposes of applying the provisions of 7.1.2,
material modification shall include modifications or mainte-
nance and repair activities that exceed 25 percent of the origi-
nal cost.

7.2 Criteria.

7.2.1* Overview. The DHA shall evaluate the fire, deflagra-
tion, and explosion hazards and provide recommendations to
manage the hazards in accordance with Section 4.2.

7.2.2% Qualifications. The DHA shall be performed or led by a
qualified person.

7.2.3 Documentation. The results of the DHA review shall be
documented, including any necessary action items requiring
change to the process materials, physical process, process op-
erations, or facilities associated with the process.

7.3 Methodology.
7.3.1 General. The DHA shall include the following:

(1) Identification and evaluation of the process or facility ar-
eas where fire, flash fire, and explosion hazards exist
(2) Where such a hazard exists, identification and evaluation
of specific fire and deflagration scenarios shall include
the following:
(a) Identification of safe operating ranges
(b)*Identification of the safeguards that are in place to
manage fire, deflagration, and explosion events
(c) Recommendation of additional safeguards where
warranted, including a plan for implementation

7.3.2 Material Evaluation.

7.3.2.1 The DHA shall be based on data obtained in accor-
dance with Chapter 5 for material that is representative of the
dust present.

7.3.3 Process Systems.

7.3.3.1* Each part of the process system where combustible
dust is present or where combustible particulate solids could
cause combustible dust to be present shall be evaluated, and
the evaluation shall address the following:

(1) Potential intended and unintended combustible dust
transport between parts of the process system

(2) Potential fugitive combustible dust emissions into a build-
ing or building compartments

(8) Potential deflagration propagation between parts of the
process system

7.3.3.2 Each part of the process that contains a combustible
particulate solid and that can potentially include both of the
following conditions shall be considered a fire hazard and
shall be documented as such:

(1) Oxidizing atmosphere
(2) Credible ignition source

7.3.3.3* Each part of the process that contains a sufficient
quantity of combustible dust to propagate a deflagration and
that can potentially include all the following conditions shall
be considered a dust deflagration hazard and shall be docu-
mented as such:

(1) Oxidizing atmosphere
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(2) Credible ignition source
(3) Credible suspension mechanism

7.3.4 Building or Building Compartments.

7.3.4.1 Each building or building compartment where com-
bustible dust is present shall be evaluated.

7.3.4.1.1 Where multiple buildings or building compart-
ments present essentially the same hazard, a single evaluation
shall be permitted to be conducted as representative of all
similar buildings or building compartments.

7.3.4.1.2 The evaluation shall address potential combustible
dust migration between buildings or building compartments.

7.3.4.1.3 The evaluation shall address potential deflagration
propagation between buildings or building compartments.

7.3.4.2* Each building or building compartment that contains
a combustible particulate solid and that can potentially in-
clude both of the following conditions shall be considered a
fire hazard and shall be documented as such:

(1) Oxidizing atmosphere
(2) Credible ignition source

7.3.4.2.1* The evaluation of dust deflagration hazard in a
building or building compartment shall include a comparison
of actual or intended dust accumulation to the threshold
housekeeping dust accumulation that would present a poten-
tial for flash-fire exposure to personnel or compartment fail-
ure due to explosive overpressure.

7.3.4.2.2 Threshold housekeeping dust accumulation levels
and nonroutine dust accumulation levels (e.g., from a process
upset) shall be in accordance with relevant industry- or
commodity-specific NFPA standards.

7.3.4.3 Each building or building compartment that contains
a sufficient quantity of combustible dust to propagate a defla-
gration and that can potentially include all of the following
conditions shall be considered a dust deflagration hazard and
shall be documented as such:

(1) Oxidizing atmosphere
(2) Credible ignition source
(3) Credible suspension mechanism

Chapter 8 Hazard Management: Mitigation and
Prevention

8.1 Inherently Safe Designs. (Reserved)
8.2 Building Design.

8.2.1 Risk Assessment. A documented risk assessment accept-
able to the AHJ shall be permitted to be conducted to deter-
mine the level of building design and protection features to be
provided, including, but not limited to, the measures ad-
dressed in Section 8.2.

8.2.2% Construction. The type of construction shall be in ac-
cordance with the building code adopted by the AH]J.

8.2.3 Building or Building Compartment Protection.

8.2.3.1%* Each building or building compartment where a dust
deflagration hazard exists shall be protected from the conse-
quence of deflagration.
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8.2.3.2% If a building or building compartment contains a dust
explosion hazard outside of equipment, such areas shall be
provided with deflagration venting to a safe area in accor-
dance with NFPA 68.

8.2.3.2.1 Venting to relieve pressure shall be located through
an outside wall or roof.

8.2.3.2.2 The fireball, blast hazards, and missile hazards that
are created by deflagration venting shall not expose additional
personnel or property assets.

8.2.4 Life Safety. Building configuration and appurtenances
shall comply with the life safety requirements of the building
and fire prevention codes adopted by the AH]J.

8.2.4.1 Where a dust deflagration hazard exists in a building
or building compartment outside of equipment, building con-
figuration and appurtenances shall comply with the life safety
requirements of the building and fire prevention codes for a
hazardous occupancy adopted by the AH]J.

8.2.4.2 Where a dust explosion hazard exists in a building or
building compartment and an enclosed means of egress is
provided, it shall be designed to withstand potential external
overpressure from building deflagration.

8.2.5 Construction Features to Limit Accumulation.

8.2.5.1%* Interior surfaces where dust accumulations can occur
shall be designed and constructed so as to facilitate cleaning
and to minimize combustible dust accumulations.

8.2.5.2 [Enclosed building spaces inaccessible to routine
housekeeping shall be sealed to prevent dust accumulation.

8.2.5.3*% Enclosed building spaces that are difficult to access
for routine housekeeping shall be designed to facilitate rou-
tine inspection for the purpose of determining the need for
periodic cleaning.

8.2.6 Separation of Hazard Areas from Other Hazard Areas
and from Other Occupancies.

8.2.6.1 Areas where a dust deflagration hazard exists in a
building or building compartment (excluding hazard within
equipment) shall be segregated, separated, or detached from
other occupancies to minimize damage from a fire or an ex-
plosion.

8.2.6.2 Use of Segregation.

8.2.6.2.1 Physical barriers erected for the purpose of limiting
fire spread shall be designed in accordance with NFPA 221.

8.2.6.2.2 Physical barriers erected to segregate fire hazard
areas, including all penetrations and openings of floors, walls,
ceilings, or partitions, shall have a minimum fire resistance
rating based on the anticipated fire duration.

8.2.6.2.3 Physical barriers, including all penetrations and
openings of floors, walls, ceilings, or partitions, that are
erected to segregate dust explosion hazard areas shall be de-
signed to preclude failure of those barriers during a dust ex-
plosion in accordance with NFPA 68.

8.2.6.3 Use of Separation.

8.2.6.3.1* Separation shall be permitted to be used to limit the
dust explosion hazard or deflagration hazard area within a
building when it is supported by a documented engineering
evaluation acceptable to the AH]J.
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8.2.6.3.2* The required separation distance between the dust
explosion hazard or deflagration hazard area and surround-
ing exposures shall be determined by an engineering evalua-
tion that addresses the following:

(1) Properties of the materials

(2) Type of operation

(3) Amount of material likely to be present outside the pro-
cess equipment

(4) Building and equipment design

(5) Nature of surrounding exposures

8.2.6.3.3 Either the separation area shall be free of dust or
where dust accumulations exist on any surface, the color of
the surface on which the dust has accumulated shall be readily
discernible.

8.2.6.3.4 Where separation is used to limit the dust explosion
or deflagration hazard area determined in Chapter 7, the
minimum separation distance shall not be less than 35 ft
(11 m).

8.2.6.3.5* Where separation is used, housekeeping, fixed dust
collection systems employed at points of release, and the use
of physical barriers shall be permitted to be used to limit the
extent of the dust explosion hazard or flash-fire hazard area.

8.2.6.4 Use of Detachment.

8.2.6.4.1 Detachment shall be permitted to be used to limit the
dust hazard area to a physically separated adjacent building.

8.2.6.4.2% The required detachment distance between the
dust explosion hazard area or the deflagration hazard area
and surrounding exposures shall be determined by an engi-
neering evaluation that addresses the following:

(1) Properties of the materials

(2) Type of operation

(3) Amount of material likely to be present outside the pro-
cess equipment

(4) Building and equipment design

(5) Nature of surrounding exposures

8.3 Equipment Design.

8.3.1* Risk Assessment. A documented risk assessment accept-
able to the AH]J shall be permitted to be conducted to deter-
mine the level of protection to be provided, including, but not
limited to, protection measures addressed in Section 8.3.

8.3.2 Design for Dust Containment.

8.3.2.1 All components of enclosed systems that handle com-
bustible particulate solids shall be designed to prevent the es-
cape of dust, except for openings intended for intake and dis-
charge of air and material.

8.3.2.2 Where the equipment cannot be designed for dust
containment, dust collection shall be provided. (See also 8.3.3.)

8.3.3* Pneumatic Conveying, Dust Collection, and Central-
ized Vacuum Cleaning Systems.

8.3.3.1 General Requirements.

8.3.3.1.1* Where used to handle combustible particulate sol-
ids, systems shall be designed by and installed under the super-
vision of qualified persons who are knowledgeable about these
systems and their associated hazards.
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8.3.3.1.2* Where it is necessary to make changes to an existing
system, all changes shall be managed in accordance with the
management of change requirements in Section 9.9.

8.3.3.1.3* The system shall be designed and maintained to
ensure that the air-gas velocity used shall meet or exceed the
minimum required to keep the interior surfaces of all piping
or ducting free of accumulations under all normal operating
modes.

8.3.3.1.4* Operations.

8.3.3.1.4.1 Sequence of Operation. Pneumatic conveying,
dust collection, and centralized vacuum cleaning systems shall
be designed with the operating logic, sequencing, and timing
outlined in 8.3.3.1.4.2 and 8.3.3.1.4.3.

8.3.3.1.4.2%* Startup. Pneumatic conveying, dust collection, and
centralized vacuum cleaning systems shall be designed such that,
on startup, the system achieves and maintains design air velocity
prior to the admission of material to the system.

8.3.3.1.4.3 Shutdown.

(A) Pneumatic conveying, dust collection, and centralized
vacuum cleaning systems shall be designed such that on nor-
mal shutdown of the process the system maintains design air
velocity until material is purged from the system.

(B) The requirements of 8.3.3.1.4.3(A) shall not apply dur-
ing emergency shutdown of the process, such as by activation
of an emergency stop button or by activation of an automatic
safety interlocking device.

(C) Pneumatic conveying systems shall be designed such that
on restart after an emergency shutdown residual materials can
be cleared and design air velocity can be achieved.

8.3.3.2* Specific Requirements for Pneumatic Conveying Sys-
tems.

8.3.3.2.1* The design of the pneumatic conveying system shall
address required performance parameters and properties of
the materials being conveyed.

8.3.3.2.2* Where a pneumatic conveying system or any part of
such a system operates as a positive-pressure-type system and
the air-moving device’s gauge discharge pressure is 15 psi
(103 kPa) or greater, the system shall be designed in accor-
dance with Section VIII of the ASME Boiler and Pressure Vessel
Code, or ASME B31.3, Process Piping, or international equiva-
lents.

8.3.3.2.3% Pneumatic conveying systems conveying combus-
tible particulate solids and posing an explosion hazard shall
be protected in accordance with Section 8.9.

8.3.3.3* Specific Requirements for Dust Collection Systems.

8.3.3.3.1% At each collection point, the system shall be de-
signed to achieve the minimum velocity required for capture,
control, and containment of the dust source.

8.3.3.3.2* The hood or pickup point for each dust source shall
have a documented minimum air volume flow based upon the
system design.

8.3.3.3.3* Branch lines shall not be disconnected, and unused
portions of the system shall not be blanked off without provid-
ing a means to maintain required and balanced airflow.
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8.3.3.3.4%* The addition of branch lines shall not be made to
an existing system without first confirming that the entire sys-
tem will maintain the required and balanced airflow.

8.3.3.3.5% Dust collection systems that remove material from
operations that generate flames, sparks, or hot material under
normal operating conditions shall not be interconnected with
dust collection systems that transport combustible particulate
solids or hybrid mixtures. (See 8.9.4.)

8.3.3.3.6* The air-material separator (AMS) selected for the
system shall be designed to allow for the characteristics of the
combustible dust being separated from the air or gas flow.

8.3.3.3.7* Air-moving devices (AMDs) shall be of appropriate
type and sufficient capacity to maintain the required rate of air
flow in all parts of the system.

8.3.3.3.8% Control equipment controlling the operation of the
AMS shall be installed in a location that is safe from the effects
of a deflagration in the AMS.

8.3.3.4*% Specific Requirements for Centralized Vacuum
Cleaning Systems.

8.3.3.4.1* The system shall be designed to assure minimum
conveying velocities at all times whether the system is used
with a single or multiple simultaneous operators.

8.3.3.4.2% The hose length and diameter shall be sized for the
application and operation.

8.3.3.4.3% Where ignition-sensitive materials are collected,
vacuum tools shall be constructed of metal or static dissipative
materials and provide proper grounding to the hose.

8.3.3.4.4* Vacuum cleaning hose shall be static dissipative or
conductive and grounded.

8.3.4 AMS Locations.
8.3.4.1 AMS Indoor Locations.
8.3.4.1.1% Dry AMS.

8.3.4.1.1.1 If the dirty side volume of the air-material separa-
tor is greater than 8 ft* (0.2 m®), it shall be protected in accor-
dance with Section 8.9.

8.3.4.1.1.2 Enclosureless AMS shall not be permitted to be
located indoors unless specifically allowed by an industry- or
commodity-specific NFPA standard.

8.3.4.1.2 Wet AMS.

8.3.4.1.2.1 Wet air—material separators shall be permitted to
be located inside when all of the following criteria are met:

(1) Interlocks are provided to shutdown the system if the flow
rate of the scrubbing medium is less than the designed
minimum flow rate.

(2) The scrubbing medium is not a flammable or combus-
tible liquid.

(3) The separator is designed to prevent the formation of a
combustible dust cloud within the air-material separator.

(4) The design of the separator addresses any reaction be-
tween the separated material and the scrubbing medium.

8.3.4.2 AMS Outdoor Locations. (Reserved)
8.3.5 AMS Clean Air Exhaust.

8.3.5.1 Exhaust air from the final AMS shall be discharged
outside of buildings to a restricted area separated from clean
air intakes for the building.
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8.3.5.2% Air from AMSs shall be permitted to be recirculated
directly back to the pneumatic conveying system.

8.3.5.3* Recycling of AMS exhaust to buildings or building
compartments shall be permitted when all the following con-
ditions are met:

(1) Combustible or flammable gases or vapors are not
present in either the intake or the recycled air in concen-
trations above applicable industrial hygiene exposure lim-
its or 1 percent of the lower flammable limit (LFL),
whichever is lower.

(2)*Combustible particulate solids are not present in the re-
cycled air in concentrations above applicable industrial
hygiene exposure limits or 1 percent of the minimum ex-
plosible concentration (MEC), whichever is lower.

(3)*The oxygen concentration of the recycled air stream is
between 19.5 percent and 23.5 percent by volume.

(4) Provisions are incorporated to prevent transmission of
flame and pressure effects from a deflagration in an AMS
back to the facility unless a DHA indicates that those ef-
fects do not pose a threat to the facility or the occupants.

(5) Provisions are incorporated to prevent transmission of
smoke and flame from a fire in an AMS back to the facility
unless a DHA indicates that those effects do not pose a
threat to the facility or the occupants.

(6) The system includes a method for detecting AMS mal-
functions that would reduce collection efficiency and al-
low increases in the amount of combustible particulate
solids returned to the building.

(7) The building or building compartment to which the re-
cycled air is returned meets the requirements of Sec-
tion 8.4.

(8) Recycled-air ducts are inspected and cleaned at least
annually.

8.3.6 Transfer Points. (Reserved)
8.4 Housekeeping.

8.4.1 General. Unless otherwise specified, the requirements
of Section 8.4 shall be applied retroactively.

8.4.2* Methodology.
8.4.2.1 Procedure.
8.4.2.1.1* Housekeeping procedures shall be documented.

8.4.2.1.2*% The methods used for cleaning surfaces shall be
selected on the basis of reducing the potential for creating a
combustible dust cloud.

8.4.2.1.3 Cleaning methods to be used shall be based on the
characteristics of the material and quantity of material
present.

8.4.2.2 Vacuum Cleaning Method.

8.4.2.2.1* Portable vacuum cleaners that meet the following
minimum requirements shall be permitted to be used to col-
lect combustible particulate solids in unclassified (nonhazard-
ous) areas:

(1) Materials of construction shall comply with 8.5.7.1.

(2) Hoses shall be conductive or static dissipative.

(3) All conductive components, including wands and attach-
ments, shall be bonded and grounded.

(4) Dust-laden air shall not pass through the fan or blower.

(5) Electrical motors shall not be in the dust-laden air stream
unless listed for Class II, Division 1, locations.

Full document details: NFPA 652 2016

(6)*Where liquids or wet materials are picked up by the
vacuum cleaner, paper filter elements shall not be used.

(7) Vacuum cleaners used for metal dusts shall meet the re-
quirements of NFPA 484.

8.4.2.2.2%* In Class II electrically classified (hazardous) loca-
tions, electrically powered vacuum cleaners shall be listed for
the purpose and location or shall be a fixed-pipe suction sys-
tem with a remotely located exhauster and an AMS installed in
conformance with Section 8.3, and they shall be suitable for
the dust being collected.

8.4.2.2.3 Where flammable vapors or gases are present,
vacuum cleaners shall be listed for Class I and Class II hazard-
ous locations.

8.4.2.3* Sweeping, Shoveling, Scoop, and Brush Cleaning
Method. The use of scoops, brooms, and brushes for sweeping
and shoveling shall be a permitted cleaning method.

8.4.2.4*% Water Washdown Cleaning Method.

8.4.2.4.1 The use of water washdown shall be a permitted
cleaning method.

8.4.2.4.2 Where the combustible dust being removed is metal
or metal-containing dust or powder within the scope of
NFPA 484 the requirements of NFPA 484 shall be followed.

8.4.2.4.3% Where the combustible dust being removed is a
water-reactive material, additional precautions shall be taken
to control the associated hazards.

8.4.2.5 Water Foam Washdown Systems. (Reserved)
8.4.2.6 Compressed Air Blowdown Method.

8.4.2.6.1* Blowdowns using compressed air shall be permitted
to be used as a cleaning method in accordance with the provi-
sions of 8.4.2.6.2.

8.4.2.6.2* Where blowdown using compressed air is used, the
following precautions shall be followed:

(1) Prior to using compressed air, vacuum cleaning, sweep-
ing, or water washdown methods are used to clean sur-
faces that can be safely accessed.

(2) Dust accumulations in the area after vacuum cleaning,
sweeping, or water washdown do not exceed the thresh-
old housekeeping dust accumulation.

(3) Compressed air hoses are equipped with pressure relief
nozzles limiting the discharge pressure to 30 psi (207 kPa)
in accordance with OSHA requirements in 29 CFR
1910.242(b).

(4) All electrical equipment, including lighting, potentially
exposed to airborne dust in the area during cleaning is
suitable for use in a Class II, Division 2, hazardous (classi-
fied) location in accordance with NFPA 70.

(5) Allignition sources and hot surfaces capable of igniting a
dust cloud or dust layer are shut down or removed from
the area.

(6) After blowdown is complete, residual dust on lower sur-
faces is cleaned prior to re-introduction of potential igni-
tion sources.

(7) Where metal or metal-containing dust or powder under
the scope of NFPA 484 is present, the requirements of
NFPA 484 apply.

8.4.2.7 Steam Blow Down Method. (Reserved)

8.4.3 Training. Employee and contractor training shall in-
clude housekeeping procedures, required personal protective
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equipment (PPE) during housekeeping, and proper use of
equipment.

8.4.4 Equipment. (Reserved)
8.4.5 Vacuum Trucks.
8.4.5.1 Vacuum trucks shall be grounded and bonded.

8.4.5.2 Vacuum truck hoses and couplings shall be static dis-
sipative or conductive and grounded.

8.4.6 Frequency and Goal.

8.4.6.1* Housekeeping frequency and accumulation goals
shall be established to ensure that the accumulated fugitive
dust levels on surfaces do not exceed the threshold house-
keeping dust accumulation limits.

8.4.6.2 The threshold housekeeping dust accumulation lim-
its shall be in accordance with the industry- or commodity-
specific NFPA standard. (See 1.3.1.)

8.4.6.3* Provisions for unscheduled housekeeping shall in-
clude specific requirements establishing time to clean local
dust spills or transient releases.

8.4.7 Auditing and Documentation.

8.4.7.1* Housekeeping effectiveness shall be assessed based
on the results of routine scheduled cleaning and inspection,
not including transient releases.

8.4.7.2 The owner/operator shall retain documentation that
routine scheduled cleaning occurs in accordance with the fre-
quency and accumulation goals established in 8.4.6.1.

8.5 Ignition Source Control.

8.5.1* General. Unless otherwise specified, the requirements
of Section 8.5 shall be applied retroactively.

8.5.2% Risk Assessment. A documented risk assessment accept-
able to the authority having jurisdiction shall be permitted to
be conducted to determine the level of ignition source control
to be provided including, but not limited to, the controls ad-
dressed in Section 8.5.

8.5.3 Hot Work.

8.5.3.1* All hot work activities shall comply with the require-
ments of NFPA 51B.

8.5.3.2% The area affected by hot work shall be thoroughly
cleaned of combustible dust prior to commencing any hot work.

8.5.3.3 Equipment that contains combustible dust and is
located within the hot work area shall be shut down,
shielded, or both.

8.5.3.4 When the hot work poses an ignition risk to the com-
bustible dust within equipment, the equipment shall be shut
down and cleaned prior to commencing such hot work.

8.5.3.5 Floor and wall openings within the hot work area shall
be covered or sealed.

8.5.3.6 Portable Electrical Equipment. (Reserved)
8.5.4 Hot Surfaces.

8.5.4.1 This section shall not be required to be applied retro-
actively.

8.5.4.2% Heated external surfaces of process equipment and
piping in dust deflagration hazard areas shall be maintained at
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a temperature at least 112°F (50°C) below the dust layer and
dust cloud ignition temperatures measured in a standardized
test acceptable to the AH]J.

8.5.5 Bearings.

8.5.5.1 This section shall not be required to be applied retro-
actively.

8.5.5.2* Bearings that are directly exposed to a combustible
dust atmosphere or that are subject to dust accumulation, ei-
ther of which poses a deflagration hazard, shall be monitored
for overheating.

8.5.5.3 The owner/operator shall establish frequencies for
monitoring bearings in 8.5.5.2.

8.5.5.4* It shall be permitted to eliminate bearing monitoring
based on a risk assessment acceptable to the AHJ.

8.5.6 Electrical Equipment and Wiring.

8.5.6.1* The identification of the possible presence and ex-
tent of Class II and Class III locations shall be made based on
the criteria in NFPA 70 Article 500.5(C) and (D).

8.5.6.1.1* The locations and extent of Class II and Class III
areas shall be documented, and such documentation shall be
preserved for access at the facility.

8.5.6.2 Electrical equipment and wiring within Class II loca-
tions shall comply with NFPA 70 Article 502.

8.5.6.3 Electrical equipment and wiring within Class III loca-
tions shall comply with NFPA 70 Article 503.

8.5.6.4% Preventive maintenance programs for electrical
equipment and wiring in Class IT and Class III locations shall
include provisions to verify that dusttight electrical enclosures
are not experiencing significant dust ingress.

8.5.6.5% Zone classification for dusts in accordance with Ar-
ticle 506 of NIPA 70 shall not be permitted.

8.5.7 Electrostatic Discharges.
8.5.7.1 Conductive Equipment.

8.5.7.1.1* Particulate handling equipment shall be conductive
unless the provisions of 8.5.7.1.2 are applicable.

8.5.7.1.2 Nonconductive system components shall be permit-
ted where all of the following conditions are met:

(1) Hybrid mixtures are not present.

(2) Conductive dusts are not handled.

(3)*The MIE of the material being handled is greater than
3 m] determined without inductance.

(4) The nonconductive components do not resultin isolation
of conductive components from ground.

(5)*The breakdown strength across nonconductive sheets,
coatings, or membranes does not exceed 4 kV when used
in high surface charging processes.

8.5.7.1.3* Bonding and grounding with a resistance of less
than 1.0 x 10° ohms to ground shall be provided for conduc-
tive components.

8.5.7.1.4 Flexible Connectors.

8.5.7.1.4.1 This section shall not be required to be applied
retroactively.

8.5.7.1.4.2 Flexible connectors longer than 6.6 ft (2 m) shall
have an end-to-end resistance of less than 1.0 x 10® ohms to
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ground even where an internal or external bonding wire con-
nects the equipment to which the flexible connector is at-
tached.

8.5.7.1.4.3* Where flammable vapors are not present, flex-
ible connectors with a resistance equal to or greater than
1.0 x 10® ohms shall be permitted under either of the fol-
lowing conditions:

(1) The dust has an MIE greater than 2000 m].
(2) The maximum powder transfer velocity is less than 2000 fpm
(10 m/s).

8.5.7.2 Maximum Particulate Transport Rates.

8.5.7.2.1* The maximum particulate transport rates in
8.5.7.2.3 shall apply when the volume of the vessel being filled
is greater than 35 ft>(1 m®), and a single feed stream to the
vessel meets both of the following conditions:

(1)*The suspendable fraction of the transported material has
an MIE of less than or equal to 20 m].

(2)*The transported material has an electrical volume resistiv-
ity greater than 1.0 x 10'° ohm-m.

8.5.7.2.2* The maximum particulate transport rate in
8.5.7.2.3 shall apply when the volume of the vessel being filled
is greater than 35 ft* (1 m®) and either of the following condi-
tions is met:

(1)*The transported material having an electrical volume re-
sistivity greater than 1.0 x 10' ohm-m is loaded into a
vessel containing a powder or dust having an MIE less
than or equal to 20 m].

(2)*The transported material having an electrical volume re-
sistivity greater than 1.0 x 10'® ohm-m is loaded into a
vessel containing a powder or dust having an MIE less
than or equal to 20 m], followed by a powder or dust hav-
ing an MIE less than or equal to 20 m].

8.5.7.2.3* Where the conditions of 8.5.7.2.1 or 8.5.7.2.2 are
met, the maximum permitted material transport rate of par-
ticles shall be limited by the following:

(1) 3.1 1b/s (1.4 kg/s) for particulates larger than 0.08 in.
(2 mm).

(2) 12.3 Ib/s (5.6 kg/s) for particulates between 0.016 in.
(0.4 mm) and 0.08 in. (2 mm) in size.

(3) 18.31b/s (8.3 kg/s) for particulates smaller than 0.016 in.
(0.4 mm).

8.5.7.3* Grounding of Personnel.

8.5.7.3.1* Where an explosive atmosphere exists and is subject
to ignition from an electrostatic discharge from ungrounded
personnel, personnel involved in manually filling or emptying
particulate containers or vessels shall be grounded during
such operations.

8.5.7.3.2 Personnel grounding shall not be required where
both of the following conditions are met:

(1) Flammable gases, vapors, and hybrid mixtures are not
present.

(2)*The minimum ignition energy of the dust cloud is greater
than 30 m].

8.5.7.4*% Flexible Intermediate Bulk Containers (FIBCs).
FIBCs shall be permitted to be used for the handling and stor-
age of combustible particulate solids in accordance with the
requirements in 8.5.7.4.1 through 8.5.7.4.7.
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8.5.7.4.1* Electrostatic ignition hazards associated with the
particulate and objects surrounding or inside the FIBC shall
be included in the DHA required in Chapter 7.

8.5.7.4.2 Type A FIBCs shall be limited to use with noncom-
bustible particulate solids or combustible particulate solids
having an MIE greater than 1000 m].

8.5.7.4.2.1 Type AFIBCs shall not be used in locations where
flammable vapors are present.

8.5.7.4.2.2* Type A FIBCs shall not be used with conductive
dusts.

8.5.7.4.3 Type B FIBCs shall be permitted to be used where
combustible dusts having an MIE greater than 3 m] are
present.

8.5.7.4.3.1 Type B FIBCs shall not be used in locations where
flammable vapors are present.

8.5.7.4.3.2* Type B FIBCs shall not be used for conductive
dusts.

8.5.7.4.4 Type C FIBCs shall be permitted to be used with
combustible particulate solids and in locations where flam-
mable vapors having an MIE greater than 0.14 m] are present.

8.5.7.4.4.1 Conductive FIBC elements shall terminate in a
grounding tab, and resistance from these elements to the tab
shall be or less than 10® ohms.

8.5.7.4.4.2 Type C FIBCs shall be grounded during filling
and emptying operations with a resistance to ground of less
than 25 ohms.

8.5.7.4.4.3 Type C FIBCs shall be permitted to be used for
conductive dusts.

8.5.7.4.5 Type D FIBCs shall be permitted to be used with
combustible particulate solids and in locations where flam-
mable vapor atmospheres having an MIE greater than 0.14 m]
are present.

8.5.7.4.5.1 Type D FIBCs shall not be permitted to be used
for conductive dusts.

8.5.7.4.6* Type B, Type C, and Type D FIBCs shall be tested
and verified as safe for their intended use by a recognized
testing organization in accordance with the requirements and
test procedures specified in IEC 61340-4-4, Electrostatics—
Part 4-4: Standard Test Methods for Specific Applications — Electro-
static Classification of Flexible Intermediate Bulk Containers, before
being used in hazardous environments.

8.5.7.4.6.1 Intended use shall include both the product being
handled and the environment in which the FIBC will be used.

8.5.7.4.6.2 Materials used to construct inner baffles, other
than mesh or net baffles, shall meet the requirements for the
bag type in which they are to be used.

8.5.7.4.6.3 Documentation of test results shall be made avail-
able to the AHJ.

8.5.7.4.6.4 FIBCs that have not been tested and verified for type
in accordance with IEC 61340-4-4, Electrostatics— Part 4-4: Stan-
dard Test Methods for Specific Applications — Electrostatic Classification
of Fexible Intermediate Bulk Containers, shall be not be used for com-
bustible dusts or in flammable vapor atmospheres.
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