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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints
and interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use
of, or reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to the accuracy or
completeness of any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent
judgment or, as appropriate, seek the advice of a competent professional in determining the exercise of
reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall
not be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.

REMINDER: UPDATING OF NFPA STANDARDS

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be
aware that NFPA Standards may be amended from time to time through the issuance of Tentative
Interim Amendments or corrected by Errata. An official NFPA Standard at any point in time consists of
the current edition of the document together with any Tentative Interim Amendment and any Errata
then in effect.

In order to determine whether an NFPA Standard has been amended through the issuance of
Tentative Interim Amendments or corrected by Errata, visit the “Codes & Standards” section on NFPA’s
website. There, the document information pages located at the “List of NFPA Codes & Standards”
provide up-to-date, document-specific information including any issued Tentative Interim Amendments
and Errata.

To view the document information page for a specific Standard, go to http://www.nfpa.org/docinfo
to choose from the list of NFPA Standards or use the search feature to select the NFPA Standard
number (e.g., NFPA 101). The document information page includes postings of all existing Tentative
Interim Amendments and Errata. It also includes the option to register for an “Alert” feature to receive
an automatic email notification when new updates and other information are posted regarding the
document.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that these
documents may be superseded at any time by the issuance of new editions or may be amended from time to time through the
issuance of Tentative Interim Amendments or corrected by Errata. An official NFPA Standard at any point in time consists of
the current edition of the document together with any Tentative Interim Amendments and any Errata then in effect. In order
to determine whether a given document is the current edition and whether it has been amended through the issuance of
Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the
National Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed
below.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and shall not
be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in
connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for determining the validity of
any such patent rights, as well as the risk of infringement of such rights, and the NFPA disclaims liability for the infringement
of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may require use of an
invention covered by patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such
patent rights constitute or include essential patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent
Policy, a patent holder has filed a statement of willingness to grant licenses under these rights on reasonable and
nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of such filed statements can be
obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, by the
publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with
applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe
practices and methods. By making these documents available for use and adoption by public authorities and private users, the
NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, and
changes desired by the adopting authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the NFPA (Attention: Secretary,
Standards Council) in writing of such use. For technical assistance and questions concerning adoption of NFPA Standards,
contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA procedures
governing its codes and standards development process, including information on the procedures for requesting Formal
Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to NFPA standards during regular
revision cycles, should be sent to NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA, 1
Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: stds_admin@nfpa.org.

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be viewed at
no cost at www.nfpa.org/docinfo.

Full document details: NFPA 655 2017

http://www.avadocuments.com/doc/nfpa-655-2017
http://www.avadocuments.com/doc/nfpa-655-2017


655-1

NFPA and National Fire Protection Association are registered trademarks of the National Fire Protection Association, Quincy, Massachusetts 02169.

Copyright © 2016 National Fire Protection Association®. All Rights Reserved.

NFPA® 655

Standard for

Prevention of Sulfur Fires and Explosions

2017 Edition

This edition of NFPA 655, Standard for Prevention of Sulfur Fires and Explosions, was prepared by the
Technical Committee on Handling and Conveying of Dusts, Vapors, and Gases and released by the
Correlating Committee on Combustible Dusts. It was issued by the Standards Council on November
11, 2016, with an effective date of December 1, 2016, and supersedes all previous editions.

This edition of NFPA 655 was approved as an American National Standard on December 1, 2016.

Origin and Development of NFPA 655

This standard was first presented to the Association as a progress report in 1938 by the Committee
on Dust Explosion Hazards. It was tentatively adopted in 1939. After some revision, it was officially
adopted in 1940. Amendments were adopted in 1946, 1947, 1959, 1968, and 1971.

In 1976, responsibility for the document was transferred to the Technical Committee on
Fundamentals of Dust Explosion Prevention and Control. The Technical Committee completely
revised the 1971 edition to effect minor technical amendments and to editorially revise the
document to comply with the NFPA Manual of Style.

Due to limited technological changes in this subject area between 1982 and 1988, the Committee
reconfirmed the text as it had appeared in the 1982 version. Editorial changes and changes to allow
the document to adhere more closely to the 1986 edition of the NFPA Manual of Style, were
incorporated into the 1988 edition.

For the 1993 edition, the Committee made minor revisions to Chapter 2 for handling finely
divided sulfur in bulk and minor revisions to the fire-fighting procedures to be used when fighting
fires involving sulfur.

The 2001 edition contained editorial changes associated with incorporation of the 2000 edition of
the Manual of Style for NFPA Technical Committee Documents. The Committee also made minor revisions
to Chapter 6 to address operating precautions for pits and tank sections and to clarify protection for
covered liquid sulfur storage tanks.

The 2007 edition included a complete revision of the standard, which was highlighted by the
addition of three new chapters and the revision of Chapter 4, which combined the requirements
applicable to both finely divided and coarse sulfur. These chapters reflected the Committee’s efforts
to expand the dust hazard control requirements within the standard. The new chapters—Chapter 7,
Fugitive Dust Control and Housekeeping; Chapter 8, Training and Procedures; and Chapter 9,
Inspection and Maintenance—were based upon dust hazard evaluation and control processes found
in NFPA 654, Standard for the Prevention of Fire and Dust Explosions from the Manufacturing, Processing, and
Handling of Combustible Particulate Solids, 2006 edition. This edition also contained new requirements
applicable to intermediate bulk containers (IBCs).

Revisions to the 2012 edition of NFPA 655 focused on updates to the requirements in Chapter 4
for solid sulfur to coordinate with combustible dust hazard assessment and control. Key changes
included:

(1) Definitions for dust flash fire hazard area and dust explosion hazard area were added.
(2) Methods to determine where hazardous dust conditions exist were added to be consistent

with NFPA 654.
(3) Housekeeping requirements were updated to include preferred methods and guidance on

cleaning frequency.
(4) Requirements for contractors and subcontractors were added.
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(5) Personal protection equipment (PPE) requirements related to flash fire hazard protection
were added.

(6) Fire-fighting requirements were modified to reflect changes in equipment.
(7) References were updated.
(8) Annex commentary regarding flexible intermediate bulk containers (FIBC) use and

cautions against static hazards were added.

For the 2017 edition, revisions include changes to definitions and other material within the standard to correlate with NFPA
654, clarification of the scope of the document and its relationship to NFPA 654, and changes to the requirements for the use
of steam in fire fighting.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and
Disclaimers Concerning NFPA Standards.” They can also be viewed
at www.nfpa.org/disclaimers or obtained on request from NFPA.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions of
NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta‐
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with all TIAs and Errata in effect. To verify that this document is the
current edition or to determine if it has been amended by TIAs or
Errata, please consult the National Fire Codes® Subscription Service
or the “List of NFPA Codes & Standards” at www.nfpa.org/docinfo.
In addition to TIAs and Errata, the document information pages also
include the option to sign up for alerts for individual documents and
to be involved in the development of the next edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material on
the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex C. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other references
as appropriate. Requests for interpretations or revisions of
extracted text shall be sent to the technical committee respon‐
sible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex C.

Chapter 1   Administration

1.1 Scope.

1.1.1*  This standard addresses the size reduction of sulfur and
the handling of sulfur in any form.

1.1.2  This standard shall not apply to the mining of sulfur,
recovery of sulfur from process streams, or transportation of
sulfur.

1.1.3  This standard shall not apply to the recovery of sulfur
from process streams, such as sour gas processing or oil refin‐
ery operations, and all its encompassed processes and opera‐
tions, which include block melting, degassing, and forming.

1.1.4  The owner/operator shall be responsible for implement‐
ing the requirements in this standard.

1.1.5*  This standard shall be used in conjunction with the
requirements of NFPA 654. Where conflicts exist, the require‐
ments of NFPA 655 shall apply.

1.2 Purpose.  The purpose of this standard shall be to provide
requirements to eliminate or reduce the hazards of explosion
and fire inherent in the processing and handling of sulfur.

1.3 Retroactivity.  The provisions of this standard reflect a
consensus of what is necessary to provide an acceptable degree
of protection from the hazards addressed in this standard at
the time the standard was issued.

1.3.1  Unless otherwise specified, the provisions of this stand‐
ard shall not apply to facilities, equipment, structures, or instal‐
lations that existed or were approved for construction or
installation prior to the effective date of the standard. Where
specified, the provisions of this standard shall be retroactive.

1.3.2  In those cases where the authority having jurisdiction
determines that the existing situation presents an unacceptable
degree of risk, the authority having jurisdiction shall be permit‐
ted to apply retroactively any portions of this standard deemed
appropriate.

1.3.3  The retroactive requirements of this standard shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic‐
tion, and only where it is clearly evident that a reasonable
degree of safety is provided.

1.3.4  This standard shall apply to facilities on which construc‐
tion is begun subsequent to the date of publication of the
standard. When major replacement or renovation of existing
facilities is planned, provisions of this standard shall apply.

1.4 Equivalency.  Nothing in this standard is intended to
prevent the use of systems, methods, or devices of equivalent or
superior quality, strength, fire resistance, effectiveness, durabil‐
ity, and safety over those prescribed by this standard.

1.4.1  Technical documentation shall be made available to the
authority having jurisdiction to demonstrate equivalency.

1.4.2  The authority having jurisdiction shall be permitted to
require that the system, method, or device shall be approved
for the intended purpose.

Chapter 2   Referenced Publications

2.1 General.  The documents or portions thereof listed in this
chapter are referenced within this standard and shall be
considered part of the requirements of this document.

2.2 NFPA Publications.  National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 17, Standard for Dry Chemical Extinguishing Systems, 2017
edition.

NFPA 51B, Standard for Fire Prevention During Welding, Cutting,
and Other Hot Work, 2014 edition.

NFPA 68, Standard on Explosion Protection by Deflagration Vent‐
ing, 2013 edition.

NFPA 69, Standard on Explosion Prevention Systems, 2014
edition.

NFPA 70® , National Electrical Code®, 2017 edition.
NFPA 72® , National Fire Alarm and Signaling Code, 2016

edition.

Full document details: NFPA 655 2017

http://www.avadocuments.com/doc/nfpa-655-2017
http://www.avadocuments.com/doc/nfpa-655-2017


DEFINITIONS 655-7

2017 Edition

NFPA 80, Standard for Fire Doors and Other Opening Protectives,
2016 edition.

NFPA 101® , Life Safety Code®, 2015 edition.
NFPA 220, Standard on Types of Building Construction, 2015

edition.
NFPA 221, Standard for High Challenge Fire Walls, Fire Walls,

and Fire Barrier Walls, 2015 edition.
NFPA 600, Standard on Facility Fire Brigades, 2015 edition.
NFPA 654, Standard for the Prevention of Fire and Dust Explosions

from the Manufacturing, Processing, and Handling of Combustible
Particulate Solids, 2017 edition.

NFPA 780, Standard for the Installation of Lightning Protection
Systems, 2017 edition.

NFPA 2113, Standard on Selection, Care, Use, and Maintenance of
Flame-Resistant Garments for Protection of Industrial Personnel
Against Short-Duration Thermal Exposures, 2015 edition.

2.3 Other Publications.

2.3.1 ISA Publications.  International Society of Automation,
67 T.W. Alexander Drive, PO Box 12277, Research Triangle
Park, NC 27709.

ANSI/ISA 84.00.01, Functional Safety: Safety Instrumental
Systems for the Process Industry Sector, 2004 edition.

2.3.2 U.S. Government Publications.  U.S. Government
Publishing Office, 732 North Capital Street, NW, Washington
DC 20401-0001.

Title 29, Code of Federal Regulations, Part 1910. 242(b).

2.3.3 Other Publications.

Merriam-Webster's Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.

NFPA 68, Standard on Explosion Protection by Deflagration Vent‐
ing, 2013 edition.

NFPA 654, Standard for the Prevention of Fire and Dust Explosions
from the Manufacturing, Processing, and Handling of Combustible
Particulate Solids, 2017 edition.

NFPA 921, Guide for Fire and Explosion Investigations, 2017
edition.

Chapter 3   Definitions

3.1 General.  The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall be
defined using their ordinarily accepted meanings within the
context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1*  Approved.  Acceptable to the authority having jurisdic‐
tion.

3.2.2*  Authority Having Jurisdiction (AHJ).  An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials,
an installation, or a procedure.

3.2.3 Labeled.  Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an organ‐
ization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri‐
odic inspection of production of labeled equipment or materi‐
als, and by whose labeling the manufacturer indicates
compliance with appropriate standards or performance in a
specified manner.

3.2.4*  Listed.  Equipment, materials, or services included in a
list published by an organization that is acceptable to the
authority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalua‐
tion of services, and whose listing states that either the equip‐
ment, material, or service meets appropriate designated
standards or has been tested and found suitable for a specified
purpose.

3.2.5 Shall.  Indicates a mandatory requirement.

3.2.6 Should.  Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard.  An NFPA Standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable
for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix or annex, footnote, informational
note, or other means as permitted in the NFPA Manuals of
Style. When used in a generic sense, such as in the phrase
“standards development process” or “standards development
activities,” the term “standards” includes all NFPA Standards,
including Codes, Standards, Recommended Practices, and
Guides.

3.3 General Definitions.

3.3.1 Deflagration Hazard Area.

3.3.1.1*  Dust Explosion Hazard Area.  A room or building
volume where an unvented deflagration of the entrainable
dust mass can result in a pressure exceeding the strength of
the weakest structural element not intended to fail. [654,
2017]

3.3.1.2*  Dust Flash-Fire Hazard Area.  An area where
combustible dust accumulation on exposed or concealed
surfaces, external to equipment or containers, can result in
personnel injury from thermal dose during a dust deflagra‐
tion, as well as any areas where a dust cloud of a hazardous
concentration exists. [654, 2017]

3.3.2 Dust Collector.  Any device designed to separate the
conveying gas stream from the solid being conveyed.

3.3.3 Explosion.  The bursting or rupturing of an enclosure or
a container due to the development of internal pressure from a
deflagration. [68, 2013]

3.3.4*  Flash Fire.  A fire that spreads by means of a flame
front rapidly through a diffuse fuel, such as dust, gas, or the
vapors of an ignitible liquid, without the production of damag‐
ing pressure. [921, 2017]
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3.3.5 Intermediate Bulk Containers.

3.3.5.1 Flexible Intermediate Bulk Container (FIBC).

3.3.5.1.1 Type A FIBC.  An FIBC made from nonconductive
fabric with no special design features for control of electro‐
static discharge hazards. [654, 2017]

3.3.5.1.2 Type B FIBC.  An FIBC made from nonconductive
fabric where the fabric or the combination of the fabric
shell, coating, and any loose liner has a breakdown voltage
of less than 6000 volts. [654, 2017]

3.3.5.1.3 Type C FIBC.  An FIBC made from conductive
material or nonconductive woven fabric incorporating inter‐
connected conductive threads of specified spacing with all
conductive components connected to a grounding tab.
[654, 2017]

3.3.5.1.4 Type D FIBC.  An FIBC made from fabric and/or
threads with special static properties designed to control
electrostatic discharge energy without a requirement for
grounding the FIBC. [654, 2017]

3.3.5.2*  Rigid Intermediate Bulk Container (RIBC).  An inter‐
mediate bulk container (IBC) that can be enclosed in or
encased by an outer structure consisting of a steel cage, a
single-wall metal or plastic enclosure, or a double wall of
foamed or solid plastic. [654, 2017]

3.3.5.2.1 Insulating RIBC.  An RIBC constructed entirely of
solid plastic or solid plastic and foam composite that cannot
be electrically grounded. [654, 2017]

3.3.6 Size Reduction Machinery.  Any machinery that reduces
the size of sulfur particles by grinding, pulverizing, crushing, or
similar processes.

3.3.6.1 Type 1.  Low-speed primary crushers, such as jaw
and roll crushers.

3.3.6.2 Type 2.  High-speed primary crushers, such as disk
and hammer mills, pulverizers, and fine size reduction
equipment of all kinds, except Type 4, having a net internal
volume of not more than 500 in.3 (8193 cm3).

3.3.6.3 Type 3.  Crushers and pulverizers of the Type 2 cate‐
gory, but having an internal volume of more than 500 in.3

(8193 cm3).

3.3.6.4*  Type 4.  Pulverizers that do not depend on moving
parts for their disintegrating action, such as attrition mills.

3.3.7*  Sulfur Dust.  Finely divided sulfur that presents a fire
or deflagration hazard when suspended in air or other oxidiz‐
ing medium over a range of concentrations regardless of parti‐
cle size or shape.

Chapter 4   Handling Solid Sulfur in Bulk

4.1 General.

4.1.1  This chapter shall apply to the handling and processing
of solid sulfur at size reduction facilities.

4.1.2  The objectives in this chapter shall be achieved by either
of the following means:

(1) The prescriptive provisions in accordance with this chap‐
ter

(2) The performance-based provisions in accordance with
Chapter 5 of NFPA 654, and Sections 4.7, 4.8, and 4.9 of
this standard

4.1.3  Operation and maintenance of all size reduction machi‐
nery shall be under supervision.

4.1.4  Those portions of the size reduction facility where defla‐
gration hazard areas are deemed to exist in accordance with
Section 4.2 shall be protected from the effects of these hazards
in accordance with Section 4.3 and Chapter 7.

4.2 Identification of Deflagration Hazard Areas.

4.2.1  Those portions of size reduction facility where dust accu‐
mulations exist shall be evaluated to determine if a dust explo‐
sion hazard or flash-fire hazard exists.

4.2.2  Building, rooms, compartments, and other interior
spaces shall be assessed in accordance with 4.2.4 and 4.2.5,
unless the colors of the surfaces underlying the dust accumula‐
tions are readily discernible.

4.2.3  The process equipment shall be assessed in accordance
with 4.2.9.

4.2.4  Dust explosion hazard areas and dust flash-fire hazard
areas shall be deemed to exist where dust clouds of a hazardous
concentration exist.

4.2.5  Unless the method in 4.2.5.3 is being used, dust explo‐
sion hazard areas and dust flash-fire hazard areas shall be
deemed to exist when the total accumulated dust on any surfa‐
ces exceeds the thresholds calculated in 4.2.5.1 or 4.2.5.2,
respectively.

4.2.5.1*  The threshold dust mass establishing a building or
room as a dust explosion hazard area, Mbasic - exp , shall be deter‐
mined according to the following equation:

M A Hbasic exp floor  −
⋅ ⋅= 0 01.

where:
Mbasic - exp = threshold dust mass (kg) based on building damage

criterion
Afloor = lesser of the enclosure floor area (m2) or 2000 m2

H = lesser of the enclosure ceiling height (m) or 12 m

4.2.5.2*  The threshold dust mass establishing a building or
room as a dust flash-fire hazard area, Mbasic - fire , shall be deter‐
mined according to the following equation:

M Abasic fire floor  −
= 0 05. ⋅

where:
Mbasic - fire = threshold dust mass (kg) based on personnel fire

exposure criterion
Afloor = lesser of the enclosure floor area (m2) or 2000 m2

4.2.5.3 Layer Depth Criterion Method.

4.2.5.3.1*  For materials with bulk density less than 75 lb/ft3

(1200 kg/m3), the layer depth criterion of 1∕32 in. (0.8 mm)
shall be permitted to be increased according to the following
equation:

 
[4.2.5.1]

 
[4.2.5.2]
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