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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® DOCUMENTS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA® codes, standards, recommended practices, and guides (“NFPA Documents”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the American
National Standards Institute. This process brings together volunteers representing varied viewpoints and interests to
achieve consensus on fire and other safety issues. While the NFPA administers the process and establishes rules to
promote fairness in the development of consensus, it does not independently test, evaluate, or verify the accuracy of
any information or the soundness of any judgments contained in NFPA Documents.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, whether
special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, or reliance
on NFPA Documents. The NFPA also makes no guaranty or warranty as to the accuracy or completeness of any
information published herein.

In issuing and making NFPA Documents available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any person
or entity to someone else. Anyone using this document should rely on his or her own independent judgment or, as
appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any given
circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Documents. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall not be
attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.

REMINDER: UPDATING OF NFPA DOCUMENTS

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be
aware that NFPA Documents may be amended from time to time through the issuance of Tentative Interim
Amendments or corrected by Errata. An official NFPA Document at any point in time consists of the current
edition of the document together with any Tentative Interim Amendment and any Errata then in effect.

In order to determine whether an NFPA Document has been amended through the issuance of Tentative
Interim Amendments or corrected by Errata, visit the Document Information Pages on NFPA’s website. The
Document Information Pages provide up-to-date, document specific information including any issued Tentative
Interim Amendments and Errata.

To access the Document Information Page for a specific NFPA Document go to http://www.nfpa.org/document
for a list of NFPA Documents, and click on the appropriate Document number (e.g., NFPA 101). In addition to
posting all existing Tentative Interim Amendments and Errata, the Document Information Page also includes the
option to sign-up for an “Alert” feature to receive an email notification when new updates and other information
are posted regarding the document.
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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® DOCUMENTS

ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that
these documents may be superseded at any time by the issuance of new editions or may be amended from time to time
through the issuance of Tentative Interim Amendments. An official NFPA Document at any point in time consists of the
current edition of the document together with any Tentative Interim Amendments and any Errata then in effect. In order
to determine whether a given document is the current edition and whether it has been amended through the issuance of
Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such
as the National Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the
address listed below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing
Committee Projects shall not be considered the official position of NFPA or any of its Committees and shall not be
considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to,
or asserted in connection with an NFPA Document. The users of NFPA Documents bear the sole responsibility for
determining the validity of any such patent rights, as well as the risk of infringement of such rights, and the NFPA
disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA Documents.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Document may
require use of an invention covered by patent rights. NFPA takes no position as to the validity of any such
patent rights or as to whether such patent rights constitute or include essential patent claims under the ANSI
Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness
to grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to applicants
desiring to obtain such a license, copies of such filed statements can be obtained, on request, from NFPA. For
further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does
not, by the publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in
compliance with applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Documents are copyrighted. They are made available for a wide variety of both public and private uses.
These include both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and
the promotion of safe practices and methods. By making these documents available for use and adoption by public
authorities and private users, the NFPA does not waive any rights in copyright to these documents.

Use of NFPA Documents for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions,
and changes desired by the adopting authority should be noted separately in the adopting instrument. In order to assist
NFPA in following the uses made of its documents, adopting authorities are requested to notify the NFPA (Attention:
Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of
NFPA Documents, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Documents and all requests for information on NFPA
procedures governing its codes and standards development process, including information on the procedures for
requesting Formal Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to
NFPA documents during regular revision cycles, should be sent to NFPA headquarters, addressed to the attention
of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email:
stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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Copyright © 2013 National Fire Protection Association®. All Rights Reserved.
NFPA® 67
Guide on

Explosion Protection for Gaseous Mixtures in Pipe Systems

2013 Edition

This edition of NFPA 67, Guide on Explosion Protection for Gaseous Mixtures in Pipe Systems, was
prepared by the Technical Committee on Explosion Protection Systems. It was issued by the
Standards Council on November 27, 2012, with an effective date of December 17, 2012.

This edition of NFPA 67 was approved as an American National Standard on December 17,
2012.

Origin and Development of NFPA 67

In 1965, an NFPA Committee was appointed to develop standards for explosion protection
systems. These standards were to include information on explosion prevention and mitigation in
vessels, ducts, and buildings, focusing primarily on deflagrations. During a meeting in 1997, the
committee first considered the subject of protection against detonations in manifold pipe net-
works out of concern for the proliferation of vapor recovery systems at flammable liquid transfer
stations. In 1999, the Standards Council approved the creation of a new document to address this
issue, and the first draft of NFPA 67 was presented in 2011. Following a period of public review and
comment, it was issued as a guide in 2013.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Information on referenced publications can be found in
Chapter 2 and Annex B.

Chapter 1 Administration

1.1 Scope.

1.1.1 This guide applies to the design, installation, and op-
eration of piping systems containing flammable gases where
there is a potential for ignition.

1.1.2 This guide addresses protection methods for use where
the pipe explosion risk is due to either a deflagration or a
detonation.

1.1.3 This guide does not apply to runaway reactions, decom-
positions, or oxidants other than oxygen.

1.2 Purpose. The purpose of this guide is to provide the user
with criteria for designing piping systems to protect against dam-
age from deflagrations or detonations due to combustion of
flammable atmospheres therein. Protection of a pipe system can
be by application of explosion prevention methods (see
NFPA 69), deflagration venting (see NFPA 68), passive or active
suppression and isolation methods, or containment. Deflagra-
tion containment or deflagration venting should include layout
or designs that minimize the probability of deflagration-to-
detonation transition (DDT), unless the nonventing compo-
nents of the system are designed to contain detonation.

1.3 Applications. Applications of this guide include the fol-
lowing:

(1) Process piping for which a hazard analysis has identified
the potential for flammable mixtures

(2) Vapor recovery system piping

(3) Gas venting piping and manifolds

(4) Gas piping for water electrolysis and fuel cell systems

(5) Flare systems

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this guide and should be con-
sidered part of the recommendations of this document.

\

@ 2013 Edition

Full document details: NFPA 67 2013

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 68, Standard on Explosion Protection by Deflagration Vent-
ing, 2013 edition.

NFPA 69, Standard on Explosion Prevention Systems, 2008 edi-
tion.

2.3 Other Publications.

2.3.1 API Publications. American Petroleum Institute, 1220
L Street, NW, Washington, DC 20005-4070.

API 2000, Venting Atmospheric and Low-Pressure Storage Tanks,
2009.

2.3.2 ASTM Publications. ASTM International, 100 Barr
Harbor Drive, P.O. Box C700, West Conshohocken, PA 19428-
2959.

ASTM E 681, Standard Test Method for Concentration Limits of
Flammability of Chemicals (Vapors and Gases), 2009.

ASTM E 2079, Standard Test Method for Limiting Oxygen (Oxi-
dant) Concentration for Gases and Vapors, 2007.

2.3.3 ISO Publications. International Organization for Stan-
dardization, 1, rue de Varembe, Case postale 56, CH-1211 Gen-
eve 20, Switzerland.

ISO 16852, Flame Arresters — Performance Requirements, Test
Methods, and Limits for Use, 2008 edition.

ISO 28300, Petroleum, Petrochemical and Natural Gas Indus-
tries — Venting of Atmospheric and Low-Pressure Storage Tanks,

2008 edition.

2.3.4 U.S. Government Publications. U.S. Government Print-
ing Office, Washington, DC 20402.

Title 29, Code of Federal Regulations, Part 1910.146,
“Permit-Required Confined Spaces Standard.”

Title 29, Code of Federal Regulations, Part 1920.147, “The
Control of Hazardous Energy (Lock-Out/Tag-Out).”

2.3.5 Other Publications.

Bartknecht, W., Explosions
Berlin: Springer-Verlag, 1980.

Berger, S. A., L. Talbot, and L. S. Yao, “Flow in Curved
Pipes,” Annual Review of Fluid Mechanics 15 (1983): 461-512.

Bjerketvedt, D., et al., “Gas Explosion Handbook,” Journal
of Hazardous Materials 52 (1997): 1-150.

Blanchard, R., D. Arndt, R. Gratz, M. Poli, and S. Scheider,
“Explosions in Closed Pipes Containing Baffles and 90 Degree
Bends,” Journal of Loss Prevention in the Process Industries 23, no.
2 (2010): 253-259.

Bollinger, L. E., et al., “Experimental measurements and
theoretical analysis of detonation induction distances,” ARS
Journal, May 1961: 588-595.

Burgess, M.J., Pressures Losses in Ducted Flows, London: But-
terworth, 1971.

Chao, T. W,, and J. E. Shepherd, “Comparison of Fracture
Response of Preflawed under Internal Static and Detonation
Loading,” PVP2003-1957, 2003 AMSE Pressure Vessels and Pip-
ing Conference, Cleveland, OH, July 20-24, 2003. In 7th Interna-
tional Symposium on Emerging Technologies in Fluids, Structures, and
Fluid-Structure Interactions, PVP Vol. 460 (2003): 129-144.

Chatrathi, K., “Deflagration Protection of Pipes,” Plant/
Operations Progress 11 (1992): 116-120.

Course, Prevention, Protection,
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Chatrathi, K., J. E. Going, and B. Grandestaff, (2001),
“Flame propagation in industrial scale piping,” Process Safety
Progress 20, no. 4: 286-294.

Clanet, C., and G. Searby, “On the ‘Tulip Flame’ Phenom-
enon,” Combustion and Flame 105 (1996): 225-238.

Donat C., “Apparatefestigkeit bei Beanspruchung durch
Staubexplosionen,” VDI-Berichte [VDI-Verlag GmbH, Dussel-
dorf] 304 (1978): 139-149.

Eckhoff, R. K., Dust Explosions in the Process Industries, Ox-
ford: Butterworth-Heinemann, 1991.

Frolov, S. M., “Fast Deflagration-to-Detonation Transition,”
Russian_Journal of Physical Chemistry B 2, no. 3 (2008): 442—455.

Going, J. E., K. Chatrathi, and K. Cashdollar, “Flammability
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Loss Prevention in the Process Industries 13, no. 3 (2000): 209-219.
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ber 2002.
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Karnesky, J., Detonation induced strain in tubes, Ph.D. thesis,
California Institute of Technology, 2010.

Kletz, T. A., “Nitrogen — Our Most Dangerous Gas,” Pro-
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Kuznetsov, M., et al., “Dynamic Effects Under Gaseous
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tures,” 11,/2009; DOI:101115/IMEC 2009-11643, in Proceed-
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2.4 References for Extracts in Advisory Sections. (Reserved)

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter apply to
the terms used in this guide. Where terms are not defined in this
chapter or within another chapter, they should be defined using
their ordinarily accepted meanings within the context in which
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they are used. Merriam-Webster’s Collegiate Dictionary, 11th edition,
is the source for the ordinarily accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2% Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3 Guide. A document that is advisory or informative in
nature and that contains only nonmandatory provisions. A
guide may contain mandatory statements such as when a
guide can be used, but the document as a whole is not suitable
for adoption into law.

3.2.4 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an orga-
nization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or mate-
rials, and by whose labeling the manufacturer indicates com-
pliance with appropriate standards or performance in a
specified manner.

3.2.5* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalu-
ation of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated stan-
dards or has been tested and found suitable for a specified
purpose.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.3 General Definitions.

3.3.1 Burning Velocity, S, The rate of flame propagation
relative to the velocity of the unburned gas that is ahead of'it.

3.3.2 Combustion. A chemical process of oxidation that oc-
curs at a rate that is fast enough to produce heat and usually
light, in the form of either a glow or flames.

3.3.3 Deflagration. Propagation of a combustion zone at a
velocity that is less than the speed of sound in the unreacted
medium.

3.3.4 Deflagration-to-Detonation Transition (DDT). The tran-
sition point to an unstable detonation.

3.3.5*% Detonation. Propagation of a combustion zone at a
velocity that is greater than the speed of sound in the unre-
acted medium.

3.3.6 Detonation Cell Size. (Reserved)

3.3.7 Dynamic Load Factor (DLF). The ratio of the deforma-
tion in a detonation to the deformation expected for a static
load based on the Chapman-Jouguet detonation pressure (see
Equation 7.7.1.1).

3.3.8 Equivalence Ratio. For a particular fuel-oxidant mix-
ture, the fuel oxidant ratio of a particular mixture divided by
the fuel oxidant ratio of the stoichiometric mixture.
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3.3.9 Flame Speed, S;. The speed of a flame front relative to
a fixed reference point.

3.3.10 Flammable Limits. The minimum and maximum con-
centrations of a combustible material, in a homogeneous mix-
ture with a gaseous oxidizer, that will propagate a flame.

3.3.11 Flammable Mixture. A mixture of fuel, oxygen (or
other oxidant), and inert gases that has a composition in the
flammable range.

3.3.12 Flammable Range. The range of concentrations be-
tween the lower and upper flammable limits.

3.3.13 Flash Point. The minimum temperature at which a
liquid gives off vapor in sufficient concentration to form an
ignitible mixture with air near the surface of the liquid, as
specified by test.

3.3.14 Fuel. A material that will maintain combustion under
specified environmental conditions.

3.3.15 Fundamental Burning Velocity, S,,. The burning veloc-
ity of a laminar flame under stated conditions of composition,
temperature, and pressure of the unburned gas.

3.3.16 Gas. The state of matter characterized by complete
molecular mobility and unlimited expansion; used synony-
mously with the term vapor.

3.3.17 Limiting Oxidant Concentration (LOC). The concen-
tration of oxidant in a fuel-oxidant-diluent mixture below
which a deflagration cannot occur under specified conditions.

3.3.18 Lower Flammable Limit (LFL). The lowest concentra-
tion of a combustible substance in a gaseous oxidizer that will
propagate a flame, under defined test conditions.

3.3.19 Mach Number (M). The velocity divided by the local
speed of sound. The Mach number of a propagating flame
front is the flame speed divided by the speed of sound in the
unburned mixture.

3.3.20 Maximum Pressure (P,,,.). The maximum pressure de-
veloped in a contained deflagration of an optimum mixture.

3.3.21 Maximum Rate of Pressure Rise (dP/dt,,..). The slope
of the steepest part of the pressure-versus-time curve recorded
during deflagration in a closed vessel.

3.3.22 Minimum Ignition Energy (MIE). The minimum
amount of energy released at a point in a combustible mixture
that causes flame propagation away from the point, under
specified test conditions.

3.3.23 Mist. A dispersion of fine liquid droplets in a gaseous
medium.

3.3.24* Optimum Mixture. A specific mixture of fuel and oxi-
dant that yields the most rapid combustion at a specific measured
quantity or that yields the lowest value of the minimum ignition
energy or that produces the maximum deflagration pressure.

3.3.25 Oxidant. Any gaseous material that can react with a
fuel (gas, dust, or mist) to produce combustion.

3.3.26 Pressure Piling. A condition during deflagration in
which pressure increases in the unreacted medium ahead of
the propagating combustion zone.

3.3.27 Rate of Pressure Rise (dP/df). The increase in pressure
divided by the time interval necessary for that increase to occur.
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3.3.28 Reduced Pressure (P,.;). The maximum pressure de-
veloped in an enclosure during a mitigated deflagration.

3.3.29 Static Activation Pressure (P,,,,). Pressure that activates
a vent closure when the pressure is increased slowly (with a
rate of pressure rise less than 0.1 bar/min).

3.3.30 Stoichiometric Mixture. A balanced mixture of fuel and
oxidizer such that no excess of either remains after combustion.

3.3.31 Ultimate Strength. The pressure that results in the fail-
ure of the weakest component of an enclosure.

3.3.32 Upper Flammable Limit (UFL). The highest concen-
tration of a combustible substance in a gaseous oxidizer that
will propagate a flame.

3.3.33 Vapor. See 3.3.16, Gas.

3.3.34 Vent. An opening in the enclosure to relieve the devel-
oping pressure from a deflagration.

Chapter 4 Fundamentals of Deflagrations

4.1*% General. A deflagration is the propagation of a combustion
flame front through a flammable atmosphere at a velocity that is
less than the speed of sound in the unreacted medium. The rate
of propagation of a deflagration is controlled by diffusion of heat
and reactive species from the reaction zone (flame front) to the
unburned material. In practice, the flame propagation velocity
depends on the degree of confinement and the size and shape of
the flammable mixture. Assuming that the unburned gas is sta-
tionary, the flame propagates into the unburned gas at a charac-
teristic laminar burning velocity. This is a fundamental param-
eter whose value reflects the reactivity of the mixture. If the
unburned gas is turbulent, the burning velocity can increase and
is then called the turbulent burning velocity. If the unburned gas
is moving, a stationary observer measures a flame velocity that is
the sum of the unburned gas velocity and the burning velocity.
This observed flame speed is called the deflagration velocity.
Typical deflagration speeds range from a few meters per second
in an unconfined cloud to several hundreds of meters per second
in a pipe or other volume containing repeated obstacles. In an
enclosed vessel containing a fuel-air mixture, the deflagration
pressure rise is typically seven to nine times the initial pressure.

4.1.1 Example and Explanation of Limitations. (Reserved)

4.2*% Flammable Limits. A flammable gas mixture is one con-
sisting of fuel, oxygen, and inert gases that can propagate a
flame. Flammable limits usually refers to the lowest and highest
concentrations of fuel vapor in atmospheric air that will
propagate a flame. Determination of flammable limits is by
test such as ASTM E 681 or ASTM E 2079. Examples of flam-
mable limits for several gases are given in Table 4.2.

4.3 Burning Velocity.

4.3.1 General. Burning velocity (also called fundamental
burning velocity) is the rate of flame propagation relative to
the velocity of the unburned gas that is ahead of the reaction
zone or flame front. A flame front propagates by heat transfer,
conduction, and radiation from the reaction zone to adjacent
unburned gas. Many different elementary reactions result in
the global chemical process called combustion. The rates of
these reactions in a volume of heated gas increase with tem-
perature (approximately exponentially), eventually reaching
the point of becoming self-sustaining. The self-sustaining
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Table 4.2 Flammable Limits in Air

Fuel LFL (Vol. %) UFL (Vol. %)
Methane 5.3 15
Ethane 3.0 12.5
Propane 2.2 9.5
Butane 1.8 8.4
Ethylene 3.1 32
Methyl alcohol 7.3 36
Hydrogen 4.0 75
Acetone 3.0 13
Methyl acetate 3.1 16

point of combustion is that at which a volume of flammable
mixture generates more thermal energy than it loses, with the
effect that the local temperature rises rapidly to the final flame
temperature. Burning velocity is a reactivity characteristic of a
flammable gas that depends on fuel type, fuel composition ()
in the fuel-air (or other oxidant) mixture, initial temperature,
and pressure. The burning velocity is designated S,

4.3.2 Maximum Burning Velocity. The burning velocity of a
given fuel in air will have a maximum value in the composition
domain, typically in a region that is somewhat fuel rich. Values
of the maximum burning velocity for a number of flammable
gases are given in Table 4.3.2.

Table 4.3.2 Maximum Burning Velocity of Selected
Flammable Gases in Air

Maximum S,

Fuel (cm/s)
Acetone 54
Acetylene 166
Acrylonitrile 50
Butane 45
Carbon disulfide 58
Carbon monoxide 46
Decane 43
Dimethyl ether 54
Ethane 47
Ethylene 80
Ethylene oxide 108
Hydrogen 312
Isopropyl alcohol 41
HFC-152a 23.6
HFC-143a 7.1
HFC-32 6.7
HFC-143 13.1
Methane 40
Methyl alcohol 56
Propane 46
Propylene oxide 82
Toluene 41

HFC-32: difluoromethane; HFC-143: 1,1,2-trifluoroethane;
HFC-143a: 1,1,1-trifluoroethane; HFC-152a: 1,1-difluoroethane.
Note: Abstracted from NFPA 68, Table D.1.
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4.3.3 Determination of Burning Velocity. Burning velocity can
be determined by test, and several methods have been used,
including those based on size measurement of Bunsen flames
and pressure development in closed vessels.

4.4 Flame Speed. The speed of a flame front, S, measured in
relation to a fixed special reference frame, is the sum of the
burning velocity, S;;, and the flow velocity induced in the un-
burned gas by the rate of production of combustion products,
Sy, as follows:

S, =8,+S,

4.4.1 In the simplest case, the volumetric rate of production
of combustion products is equal to the total area of the flame
front times the burning velocity at the conditions (tempera-
ture and pressure) of the unburned gas, as follows, where Qpis
the integral of the composition-dependent burning velocity,
S.(x), over the flame surface, s.;..

Qp =9 Sy (X) “dsgy

4.4.2 The component of flow velocity induced by the produc-
tion of combustion products is as follows, where A is the cross-
sectional area of flow:

Sl’ = Ql’
A

4.4.3 In a closed system, such as a duct, the flame speed is
time, space, and composition dependent. Flame speed in-
creases with passage in a smooth duct due to flame stretch
from wall friction. Any feature in a duct, such as an obstacle in
the flow path, that causes the flame surface area to become
extended will lead to acceleration of the flame front.

4.5 Mixtures.

4.5.1 General. Mixtures of fuel gases can result in deflagra-
tion properties that are different from those of the original
individual fuel gas species. The combination of fuel gas spe-
cies can also result in unforeseen chemical or molecular trans-
port interaction between fuels. Experimental determination
of deflagration parameters of fuel mixtures is recommended.
Properties of fuel mixtures can be approximated using simpli-
fied mixing formulas, based on the mixture composition and
properties of the component fuel gases.

4.5.2 Lower Flammable Limits of Mixtures. The lower flam-
mability limit (LFL) of a mixture of fuels can be approximated
using Le Chatelier’s mixing rule, based on the molar or volu-
metric fraction (x) of all fuel components. The following for-
mula does not account for the effect of added inerts:

1
LFL) =

( )mleme 2 x]

(LFL),
4.5.3 Burning Velocities of Mixtures. The fundamental burn-
ing velocity of gas mixtures can be approximated using a Le
Chatelier—type mixing rule, based on the molar or volumetric
fraction (x) of all fuel components. The following formula
does not account for the effect of added inerts:

(Sy ) mixture =
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4.5.4 Maximum Adiabatic Flame Temperature and Pressure
of Mixtures. The maximum adiabatic flame temperature and
pressure achieved by a fuel mixture in a closed vessel or at
atmospheric pressure can be calculated using an equilibrium
composition software program, such as NASA’s Chemical
Equilibrium with Applications (CEA) program, or similar
thermodynamic model. Using this software, the final pressure
and temperature of the gas mixture is obtained for a known
initial composition, temperature, and pressure, assuming a
constant internal energy and density. The maximum tempera-
ture and pressure calculated in this manner will be greater
than values obtained in closed vessel experiments, due to heat
losses at the vessel boundary during experiments.

Chapter 5 Principles of Detonations

5.1 Properties.

5.1.1 Detonations require fuel-oxidant mixtures that are suf-
ficiently reactive for the combustion zone to propagate at su-
personic speeds, that is, to keep pace with the leading shock
wave. The shock wave heats the reactive mixture and triggers a
rapid combustion reaction with its associated exothermic en-
ergy release. The maximum pressure and temperature exist at
the reaction front, and there is a continuous decrease of pres-
sure and temperature behind the flame. Pressure loads pro-
duced by detonations are described in Chapter 6.

5.1.2 Because the maximum pressure in a detonation occurs
as a shock wave, there is no opportunity to detect the rising
pressure and take post-ignition mitigating action, as in a defla-
gration. The primary detonation protection measures are pre-
vention, as discussed in this chapter, and containment, as dis-
cussed in Chapter 6. There are also a few possible mitigation
measures to arrest or weaken the propagating detonation, as
described in Chapter 8, but those measures must be in place
before the detonation occurs.

5.1.3 An inherent property of propagating detonations is the
occurrence of transverse waves with complicated three-
dimensional structures. These transverse waves produce geomet-
ric cellular patterns that can be captured optically or by impres-
sions on smoke foils lining the inner surface of detonation tubes.
The size of the detonation cells is related to the combustion ki-
netics, such that faster-burning gas mixtures have smaller detona-
tion cells than slow-burning mixtures. The detonation cell size is
also a key parameter in the criteria for detonation composition
limits in a particular piping configuration.

5.1.4 Detonation cell size data for a variety of gas-air mixtures
are plotted in Figure 5.1.4 as a function of mixture equiva-
lence ratio. The solid curves in Figure 5.1.4 are based on
chemical reactivity calculations that produce a reaction scale
length, /, which is multiplied by an empirical coefficient, A.

5.2 Detonation Cells and Mixture Composition Limits.

5.2.1 Extensive research over the past 30 years has demon-
strated that composition limits for detonation propagation are
scale dependent, with the governing parameter being the ra-
tio of the pipe diameter (or other characteristic equipment
dimension) to the detonation cell size.

5.2.2 The minimum tube or pipe diameter in which a deto-
nation can propagate, also termed the critical diameter, is
equal to A/m, where A is the detonation cell size for a particu-
lar gas mixture at a specified temperature and pressure.
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FIGURE 5.1.4 Detonation Cell Size Versus Fuel-Oxygen
Equivalence Ratio.

5.2.3 Gas-air lower and upper composition limits for detona-
tions in pipes with diameters of 25 mm (1 in.), 50 mm (2 in.),
and 100 mm (4 in.) are shown in Table 5.2.3 for acetylene-air,
ethylene-air, hydrogen-air, methane-air, and propane-air mix-
tures initially at 1 atmosphere and 300 K. Except for methane
(which cannot detonate in pipe diameters smaller than
100 mm), the detonation limits for the gases widen as the pipe
diameter increases. If gas composition is outside the range of
upper and lower detonation limits, the mixture would not be
expected to detonate in an internally smooth pipe of the indi-
cated or smaller diameter.

5.2.4 Detonation limits for the gases listed in Table 5.2.3 in
pipes with other diameters in the range 25 mm to 100 mm can be
determined via linear interpolation of the data in Table 5.2.3.

5.2.5 Detonation limits for other alkane-air gas mixtures can
be estimated from the cell size data in Figure 5.1.4 for ethane,
propane, and butane.

5.2.6 In channels or ducts with small height/width ratios, the
minimum channel height that can support a detonation of a par-
ticular gas mixture is equal to one detonation cell size and can be
estimated using the detonation cell size data in Figure 5.1.4.

5.2.7 1In an external cloud of a heavier-than-air flammable
mixture, the minimum cloud height that can support a deto-
nation is equal to 1.5 times the detonation cell size shown in
Figure 5.1.4.
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Table 5.2.3 Detonation Limits for Gas-Air Mixtures at 300 K
and 1 Atmosphere

Lower Upper
Pipe Inner Limit for Limit for
Diameter Detonation  Detonation
(mm) Gas (vol. %) (vol. %)
25 Acetylene 4 No data
Ethylene 4.7 12.3
Hydrogen 19 58
Methane NA NA
Propane 3.3 5.4
50 Acetylene 34 No data
Ethylene 4 14.9
Hydrogen 17 59
Methane NA NA
Propane 3.1 6.3
100 Acetylene 3.1 No data
Ethylene 3.4 17.4
Hydrogen 15 61
Methane 9.5 9.5
Propane 2.9 7.5

NA: Stable detonations are not possible for methane in this diameter
pipe.

Note: Entries for acetylene, ethylene, methane, and propane were
calculated from the data in Figure 5.1.4. Data for hydrogen were ob-
tained from Appendix D of the OECD Nuclear Energy Agency State of
the Art Report.

5.3 Chapman-Jouguet (CJ]) Detonations.

5.3.1 Each flammable gas mixture, at a given temperature
and pressure, has a unique detonation velocity for which the
corresponding velocity of the burned gases is equal to the
speed of sound in the burned gases. This unique velocity is
called the Chapman-Jouguet (CJ) detonation velocity.

5.3.2* The C] detonation velocity and the associated detona-
tion pressure and temperature can be calculated from a com-
bination of thermochemical equilibrium constraints and
shock wave discontinuity conservation equations. Several com-
puter codes are available to do those calculations.

5.3.3 Extensive experiments have shown that detonations in
pipes and tubes tend toward CJ velocities and pressures, and
will eventually propagate as C] detonations if the pipe or tube
lengths and diameters are sufficiently large.

5.3.4 (] detonation pressures for an assortment of flam-
mable gas—air mixtures are shown in Figure 5.3.4. Near-
stoichiometric mixtures have CJ detonation pressures in
the range 16 to 20 bar. These values are approximately twice
the corresponding values of P, ., for deflagrations of those
gas mixtures.

max

5.3.5 Chapman-Jouguet detonation velocities and pressures
for ethylene-air mixtures are shown in Figure 5.3.5. The near-
limit mixture detonation velocities are about 1500 m/s, while
the near-stoichiometric mixture detonation velocities are
about 1900 m/s.
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5.4 Detonation Development from Deflagration.

5.4.1 Flame Acceleration in a One-Dimensional System. The
initiation of a detonation in a tube closed at one end can be
explained by a simplified one-dimensional model as shown in
Figure 5.4.1. This model does not consider that local “explo-
sions” can generate oblique pressure waves. After ignition, the
flame propagates. The unburned gas is driven to the open
tube end, and the processes described above start growth of
the flame front, beginning of turbulence, and increasing com-
pression of unburned and burned gas, which can lead to
shock waves. With increasing compression, the location at
which self-ignition is possible after heating of the fresh gas by
shock waves moves closer to the flame, into the flame, and
finally ahead of the flame. Hence, after self-ignition, the gas
reacts before it is reached by the flame. This generally leads to
an increase in the shock-wave intensity, and a backward-
running pressure wave (retonation wave) appears. The propa-
gation mechanism of the combustion process changes once a
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shock wave forms. While transport processes in a flame co-
determine the flame velocity and its propagation velocity, they
play practically no role in ignition by shock waves. The pres-
sure thatis reached at the point of transition to a detonation is
generally much higher, sometimes several times higher, than the
(J pressure of the corresponding detonation. In Figure 5.4.1,
several simplifications have been made. For example, it was as-
sumed that the process is strictly one-dimensional and that no
oblique shock waves or reactive centers appear that accelerate
the initiation of a detonation. Also, the formation of shock waves
is often not as simple as shown in Figure 5.4.1.
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FIGURE 5.4.1 Depiction of Various Phases of the Develop-
ment of a Detonation from a Flame.

5.4.2 Effects of Pipe Bends and Obstacles on Flame Accel-
eration.

5.4.2.1 Fluid and particle flow through pipe bends is a well-
understood subject due to its associated practical problems in the
process industry (Berger, Talbot, and Yao, 1983; Burgess, 1971;
Green, 1999); however, little research has been carried out on
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