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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® DOCUMENTS
NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS

NFPA® codes, standards, recommended practices, and guides (“NFPA Documents™), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints and
interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Documents.

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of,
or reliance on NFPA Documents. The NFPA also makes no guaranty or warranty as to the accuracy or completeness
of any information published herein.

In issuing and making NFPA Documents available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent judgment
or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any
given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Documents. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall not
be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.

ISBN: 978-145590096-1 (Print)

ISBN: 978-145590133-3 (PDF) DO&ZL/IOI?nentS

Document Sharing Hub

Full document details: NFPA 70E 2012


http://www.avadocuments.com/doc/nfpa-70e-2012
http://www.avadocuments.com/doc/nfpa-70e-2012

IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS
ADDITIONAL NOTICES AND DISCLAIMERS

Updating of NFPA Documents

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be
superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments.
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the
issuance of Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below.

Interpretations of NFPA Documents

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Committee Projects shall not be
considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in connection with an
NFPA Document. The users of NFPA Documents bear the sole responsibility for determining the validity of any such patent rights, as well as the risk
of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA
Documents.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in American National
Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Document may require use of an invention covered by
patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to
grant licenses under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its
codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may
not be construed as doing so.

Copyrights

NFPA Documents are copyrighted by the NFPA. They are made available for a wide variety of both public and private uses. These include both
use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe practices and methods. By
making these documents available for use and adoption by public authorities and private users, the NFPA does not waive any rights in copyright to
these documents.

Use of NFPA Documents for regulatory purposes should be accomplished through adoption by reference. The term “adoption by reference”
means the citing of title, edition, and publishing information only. Any deletions, additions, and changes desired by the adopting authority should be
noted separately in the adopting instrument. In order to assist NFPA in following the uses made of its documents, adopting authorities are requested
to notify the NFPA (Attention: Secretary, Standards Council) in writing of such use. For technical assistance and questions concerning adoption of
NFPA Documents, contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Documents and all requests for information on NFPA procedures governing its codes
and standards development process, including information on the procedures for requesting Formal Interpretations, for proposing Tentative Interim
Amendments, and for proposing revisions to NFPA documents during regular revision cycles, should be sent to NFPA headquarters, addressed to the
attention of the Secretary, Standards Council, NFPA, 1 Batterymarch Park, P.O. Box 9101, Quincy, MA 02169-7471; email: stds_admin@nfpa.org

For more information about NFPA, visit the NFPA website at www.nfpa.org.
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NFPA 70E®

Standard for

Electrical Safety in the Workplace®

2012 Edition

This edition of NFPA 70E, Standard for Electrical Safety in the Workplace, was prepared by the
Technical Committee on Electrical Safety in the Workplace, released by the Technical Correlating
Committee on National Electrical Code®, and acted on by NFPA® at its June Association Technical
Meeting held June 12—-15, 2011, in Boston, MA. It was issued by the Standards Council on August 11,
2011, with an effective date of August 31, 2011, and supersedes all previous editions.

This edition of NFPA 70E was approved as an American National Standard on August 31, 2011.

Foreword to NFPA 70E

The Standards Council of the National Fire Protection Association, announced on January 7, 1976,
the formal appointment of a new electrical standards development committee. Entitled the Committee
on Electrical Safety Requirements for Employee Workplaces, NFPA 70E, this new committee reported
to the Association through the Technical Correlating Committee on National Electrical Code®. This
committee was formed to assist OSHA in preparing electrical safety standards that would serve OSHA’s
needs and that could be expeditiously promulgated through the provisions of Section 6(b) of the
Occupational Safety and Health Act. OSHA found that in attempting to utilize the latest edition of
NFPA 70®, National Electrical Code® (NEC® ), it was confronted with the following problems:

(1) Updating to a new edition of the NEC would have to be accomplished through the OSHA 6(b)
procedures. OSHA adopted the 1968 and then the 1971 NEC under Section 6(a) procedures of the
Occupational Safety and Health Act of 1970. Today, however, OSHA can only adopt or modify a
standard by the procedures of Section 6(b) of the OSHA Act, which provide for public notice,
opportunity for public comment, and public hearings. The adoption of a new edition of the NEC by
these procedures would require extensive effort and application of resources by OSHA and others.
Even so, going through the Section 6(b) procedures might result in requirements substantially
different from those of the NEC, thereby creating the problem of conflict between the OSHA
standard and other national and local standards.

(2) The NEC is intended for use primarily by those who design, install, and inspect electrical installa-
tions. OSHA’s electrical regulations address employers and employees in their workplaces. The
technical content and complexity of the NEC is extremely difficult for the average employer and
employee to understand.

(3) Some of the detailed provisions within the NEC are not directly related to employee safety and,
therefore, are of little value for OSHA’s needs.

(4) Requirements for electrical safety-related work practices and maintenance of the electrical system
considered critical to safety are not found in the NEC, which is essentially an electrical installation
document. However, OSHA must also consider and develop these safety areas in its regulations.

With these problem areas, it became apparent that a need existed for a new standard, tailored to
fulfill OSHA’s responsibilities, that would still be fully consistent with the NEC.

The foregoing issues led to the concept that a document be put together by a competent group,
representing all interests, that would extract suitable portions from the NEC and from other documents
applicable to electrical safety. This concept and an offer of assistance was submitted in May 1975 to the
Assistant Secretary of Labor for OSHA, who responded as follows: “The concept, procedures, and
scope of the effort discussed with my staff for preparing the subject standard appear to have great merit,
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FOREWORD

and an apparent need exists for this proposed consensus document which OSHA could consider for promulgation under

the provisions of Section 6(b) of the Act. OSHA does have an interest in this effort and believes the proposed standard

would serve a useful purpose.” With this positive encouragement from OSHA, a proposal to prepare such a document was
presented to the NFPA Electrical Section, which unanimously supported a recommendation that the NEC Correlating

Committee examine the feasibility of developing a document to be used as a basis for evaluating electrical safety in the

workplace. In keeping with the recommendation of the Electrical Section and Correlating Committee, the Standards

Council authorized the establishment of a committee to carry out this examination.

The committee found it feasible to develop a standard for electrical installations that would be compatible with the OSHA
requirements for safety for the employee in locations covered by the NEC. The new standard was visualized as consisting of
four major parts: Part I, Installation Safety Requirements; Part II, Safety-Related Work Practices; Part III, Safety-Related
Maintenance Requirements; and Part IV, Safety Requirements for Special Equipment. Although desirable, it was not considered
essential for all of the parts to be completed before the standard was published and made available. Each part is recognized as
being an important aspect of electrical safety in the workplace, but the parts are sufficiently independent of each other to permit
their separate publication. The new standard was named NFPA 70E, Standard for Electrical Safety Requirements for Employee
Workplaces. The first edition was published in 1979 and included only Part 1.

The second edition was published in 1981. It included Part I as originally published and a new Part II. In 1983, the
third edition included Part I and Part II as originally published and a new Part III. In 1988, the fourth edition was
published with only minor revisions.

The fifth edition, published in 1995, included major revisions to Part I, updating it to conform to the 1993 edition of
NFPA 70, National Electrical Code (NEC). In Part II of the fifth edition, the concepts of “limits of approach” and
establishment of an “arc” were introduced. In 2000, the sixth edition included a complete Part I update to the 1999 NEC,
as well as a new Part IV. Part II continued to focus on establishing flash protection boundaries and the use of personal
protective equipment. Also, added to Part II for 2000 were charts to assist the user in applying appropriate protective
clothing and personal protective equipment for common tasks.

The seventh edition, published in 2004, reflected several significant changes to the document. The major changes
emphasized safe work practices. Clarity and usability of the document were also enhanced. The name of the document was
changed to NFPA 70E, Standard for Electrical Safety in the Workplace. The entire document was reformatted to comply
with the National Electrical Code® Style Manual, providing a unique designation for each requirement. The existing parts
were renamed as chapters and were reorganized with the safety-related work practices relocated to the front of the
document to highlight the emphasis, followed by safety-related maintenance requirements, safety requirements for special
equipment, and safety-related installation requirements. The chapter on safety-related work practices also was reorganized
to emphasize working on live parts as the last alternative work practice. An energized electrical work permit and related
requirements were incorporated into the document. Several definitions were modified or added to enhance usability of the
document, and Chapter 4 was updated to correlate with the 2002 edition of the NEC.

Essential to the proper use of Chapter 4 of this standard is the understanding that it is not intended to be applied as a
design, an installation, a modification, or a construction standard for an electrical installation or system. Its content was
intentionally limited in comparison to the content of the NEC in order to apply to an electrical installation or a system as
part of an employee’s workplace. This standard is compatible with corresponding provisions of the NEC but is not
intended to be used, nor can it be used, in lieu of the NEC.

It can be debated that all of the requirements of the NEC, when traced through a chain of events, relate to an electrical
hazard, but, for practical purposes, inclusion has not been made of those provisions that, in general, are not directly
associated with employee safety. In determining the provisions that should be included in Chapter 4, the following
guidelines were used:

(1) The provisions should provide protection to the employee from electrical hazards.

(2) The provisions should be excerpted from the NEC in a manner that maintains their intent as they apply to employee
safety. In some cases, it has been judged essential to the meaning of the excerpted passages to retain some material not
applying to employee safety.

(3) The provisions should be selected in a manner that will reduce the need for frequent revision yet avoid technical
obsolescence.

(4) Compliance with the provisions should be determined by means of an inspection during the normal state of employee
occupancy without removal of parts requiring shutdown of the electrical installation or damaging the building
structure or finish.

(5) The provisions should not be encumbered with unnecessary details.

(6) The provisions should be written to enhance their understanding by the employer and employee.
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FOREWORD

(7) The provisions must not add any requirements not found in the NEC, nor must the intent of the NEC be changed if the
wording is changed.

Chapter 4 of NFPA 70E was, therefore, intended to serve a very specific need of OSHA and is in no way intended to
be used as a substitute for the NEC. Omission of any requirements presently in the NEC does not in any way affect the
NEC, nor should these omitted requirements be considered as unimportant. They are essential to the NEC and its intended
application; that is, its use by those who design, install, and inspect electrical installations. NFPA 70E, on the other hand,
is intended for use by employers, employees, and OSHA.

For 2009, over 1300 proposals and comments were reviewed by the committee, upgrading requirements throughout the
document. Among the most significant, Chapter 4 was deleted because it was a duplicate of National Electrical Code installation
requirements. Since the NEC and NFPA 70F are on different revision cycles, there was always the risk that the contents of
Chapter 4 of NFPA 70E were not up to date with the NEC. Article 350 was added for R&D facilities. Other changes included
significant revisions to Annex D, Annex F, and Annex J and the addition of Annex M, Annex N, and Annex O.

The 2012 edition of NFPA 70F marks another waypoint as this standard continues to evolve and meet the electrical
safety needs of employers and employees. New research, new technology, and technical input from users of the standard
provide the foundation for new and revised requirements that address the electrical hazards encountered by employees in
today’s workplaces. Revisions that expand or clarify requirements in the 2009 edition, inclusion of new technical material
that had not been covered by previous editions of the standard, and removal of requirements that were related to the safe
installation of electrical equipment (particularly from Article 320) rather than being safe electrical work practices are some
of the major actions undertaken by the Technical Committee on Electrical Safety in the Workplace in this revision cycle.
In addition, provisions throughout the standard covering the separate but directly related concepts of hazard identification
and risk assessment have been revised to clarify these concepts. A significant revision to Annex F provides extensive
coverage of this topic to assist users of the standard with implementing effective hazard identification and risk assessment
procedures.

As was the case in the 2009 revision cycle, the majority of changes have occurred in Chapter 1. With the exception of
the major revisions in Article 320, Safety Requirements Related to Batteries and Battery Rooms, the revisions in Chapters
2 and 3 are primarily for clarification and editorial purposes. In addition to Annex F, Annexes D, H, J, and O have seen
substantive revisions. A new Annex P on aligning NFPA 70FE implementation with occupational health and safety man-
agement standards has been added. Major revisions in Article 90 and Chapter 1 include the following:

(1) Scope has been revised to align with the NEC.
(2) Definitions of terms not used in the standard have been deleted.
(3) “Flame-resistant (FR)” has been changed to “arc-rated (AR)” in regard to personal protective equipment (PPE)
throughout the standard.
(4) New Article 105, Application of Safety-Related Work Practices, with requirements formerly included in Article 110
that apply throughout Chapter 1 has been added.
(5) Three-year intervals for employee retraining and for electrical safety program auditing have been included.
(6) Work practice requirements on use of GFCIs to protect employees have been added.
(7) Former 110.8, Working While Exposed to Electrical Hazards, has been moved to 130.3.
(8) New safety-related work practice for underground electrical lines and equipment has been added.
(9) Individual qualified employee control procedure has been deleted from Article 120.
(10) Clarification that requirements of Article 130 apply whether incident energy analysis or hazard/risk table is used to
determine use and level of PPE has been provided.
(11) New requirements and information have been added covering use of PPE to protect against arc-flash hazard
associated with enclosed electrical equipment.
(12) The content of energized electrical work permit (EWP) has been revised and its use clarified.
(13) New approach boundary and hazard/risk category tables for direct current circuits have been added, as well as
information in Annex D on arc flash calculations.
(14) A requirement for hearing protection when working within arc flash boundary has been added.
(15) Arc-flash protection for hands has been revised to specify “heavy-duty” leather gloves.
(16) Hazard/risk category tables have been changed to include short-circuit current, fault clearing time, and potential arc flash
boundary information in each of the major equipment categories instead of in specific notes at the end of the table.
(17) “2*” delineation for certain H/R Category 2 tasks has been deleted.
(18) Former Tables 130.7(C)(10) and (C)(11) on PPE selection when hazard/risk category method is used have been
combined into a single table.
(19) New information requirements to the equipment labeling provisions have been clarified and added, and an exception
for existing installations has been added.
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NFPA 70E®

Standard for
Electrical Safety in the Workplace®

2012 Edition

IMPORTANT NOTE: This NFPA document is made avail-
able for use subject to important notices and legal disclaim-
ers. These notices and disclaimers appear in all publications
containing this document and may be found under the head-
ing “Important Notices and Disclaimers Concerning NFPA
Documents.” They can also be obtained on request from
NFPA or viewed at www.nfpa.org/disclaimers.

This 2012 edition includes the following usability fea-
tures as aids to the user. Changes other than editorial are
highlighted with gray shading within sections and with ver-
tical ruling for large blocks of changed or new text and for
new tables and changed or new figures. Where one or more
complete paragraphs have been deleted, the deletion is in-
dicated by a bullet (¢) between the paragraphs that remain.
The index now has dictionary-style headers with helpful
identifiers at the top of every index page.

A reference in brackets [ ] following a section or para-
graph indicates material that has been extracted from an-
other NFPA document. As an aid to the user, the complete
title and edition of the source documents for extracts are
given in Annex A. Extracted text may be edited for consis-
tency and style and may include the revision of internal
paragraph references and other references as appropriate.
Requests for interpretations or revisions of extracted text
shall be sent to the technical committee responsible for the
source document.

Information on referenced publications can be found in
Annex A and Annex B.

ARTICLE 90
Introduction

90.1 Purpose. The purpose of this standard is to provide a
practical safe working area for employees relative to the
hazards arising from the use of electricity.

90.2 Scope.

(A) Covered. This standard addresses electrical safety-
related work practices for employee workplaces that are
necessary for the practical safeguarding of employees rela-
tive to the hazards associated with electrical energy during
activities such as the installation, inspection, operation,
maintenance, and demolition of electric conductors, electric
equipment, signaling and communications conductors and
equipment, and raceways. This standard also includes safe
work practices for employees performing other work activi-
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ties that can expose them to electrical hazards as well as
safe work practices for the following:

(1) Installation of conductors and equipment that connect
to the supply of electricity

(2) Installations used by the electric utility, such as office
buildings, warehouses, garages, machine shops, and
recreational buildings that are not an integral part of a
generating plant, substation, or control center

(B) Not Covered. This standard does not cover safety-
related work practices for the following:

(1) Installations in ships, watercraft other than floating build-
ings, railway rolling stock, aircraft, or automotive vehicles
other than mobile homes and recreational vehicles

(2) Installations underground in mines and self-propelled
mobile surface mining machinery and its attendant
electrical trailing cable

(3) Installations of railways for generation, transformation,
transmission, or distribution of power used exclusively
for operation of rolling stock or installations used ex-
clusively for signaling and communications purposes

(4) Installations of communications equipment under the
exclusive control of communications utilities located
outdoors or in building spaces used exclusively for
such installations

(5) Installations under the exclusive control of an electric
utility where such installations:

a. Consist of service drops or service laterals, and as-
sociated metering, or

b. Are located in legally established easements or
rights-of-way designated by or recognized by public
service commissions, utility commissions, or other
regulatory agencies having jurisdiction for such in-
stallations, or

c. Are on property owned or leased by the electric
utility for the purpose of communications, metering,
generation, control, transformation, transmission, or
distribution of electric energy, or

d. Are located by other written agreements either des-
ignated by or recognized by public service commis-
sions, utility commission, or other regulatory agen-
cies having jurisdiction for such installations. These
written agreements shall be limited to installations
for the purpose of communications, metering, gen-
eration, control, transformation, transmission, or
distribution of electric energy where legally estab-
lished easements or rights-of-way cannot be ob-
tained. These installations shall be limited to federal
lands, Native American reservations through the
U.S. Department of the Interior Bureau of Indian
Affairs, military bases, lands controlled by port au-
thorities and state agencies and departments, and
lands owned by railroads.
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90.3 ARTICLE 90 — INTRODUCTION

90.3 Standard Arrangement. This standard is divided
into the introduction and three chapters, as shown in Figure
90.3. Chapter 1 applies generally for safety-related work
practices; Chapter 3 supplements or modifies Chapter 1
with safety requirements for special equipment.

Chapter 2 applies to safety-related maintenance require-
ments for electrical equipment and installations in workplaces.

Annexes are not part of the requirements of this stan-
dard but are included for informational purposes only.

Chapter 1
> Safety-Related
Work Practices

Applies generally to electrical
safety in the workplace

Chapter 2

Safety-Related
Maintenance Requirements

Safe_ty-related maintenance >
requirements

Safety requirements for special
equipment; supplements and/or —>
modifies Chapter 1

Chapter 3
Safety Requirements
for Special Equipment

Figure 90.3 Standard Arrangement.

90.4 Organization. This standard is divided into the fol-
lowing 3 chapters and 16 annexes:

(1) Chapter 1, Safety-Related Work Practices
(2) Chapter 2, Safety-Related Maintenance Requirements

(3) Chapter 3, Safety Requirements for Special Equip-
ment

(4) Informative Annex A, Referenced Publications

(5) Informative Annex B, Informational References

(6) Informative Annex C, Limits of Approach

(7) Informative Annex D, Incident Energy and Arc Flash
Boundary Calculation Methods

(8) Informative Annex E, Electrical Safety Program

(9) Informative Annex F, Hazard Analysis, Risk Estima-
tion, and Risk Evaluation Procedure

(10) Informative Annex G, Sample Lockout/Tagout Proce-

dure

(11) Informative Annex H, Guidance on Selection of Pro-
tective Clothing and Other Personal Protective Equip-
ment

(12) Informative Annex I, Job Briefing and Planning Check-
list

(13) Informative Annex J, Energized Electrical Work Permit

(14) Informative Annex K, General Categories of Electri-
cal Hazards

(15) Informative Annex L, Typical Application of Safe-
guards in the Cell Line Working Zone

(16) Informative Annex M, Layering of Protective Cloth-
ing and Total System Arc Rating

(17) Informative Annex N, Example Industrial Procedures
and Policies for Working Near Overhead Electrical Lines
and Equipment

(18) Informative Annex O, Safety-Related Design Require-
ments

(19) Informative Annex P, Aligning Implementation of
This Standard with Occupational Health and Safety Man-
agement Standards

90.5 Mandatory Rules, Permissive Rules, and Explana-
tory Material.

(A) Mandatory Rules. Mandatory rules of this standard
are those that identify actions that are specifically required
or prohibited and are characterized by the use of the terms
shall or shall not.

(B) Permissive Rules. Permissive rules of this standard
are those that identify actions that are allowed but not re-
quired, are normally used to describe options or alternative
methods, and are characterized by the use of the terms shall
be permitted or shall not be required.

(C) Explanatory Material. Explanatory material, such as
references to other standards, references to related sections
of this standard, or information related to a rule in this
standard, is included in this standard in the form of infor-
mational notes. Such notes are informational only and are
not enforceable as requirements of this standard.

Brackets containing section references to another NFPA
document are for informational purposes only and are pro-
vided as a guide to indicate the source of the extracted text.
These bracketed references immediately follow the ex-
tracted text.

Informational Note: The format and language used in this
standard follow guidelines established by NFPA and pub-
lished in the National Electrical Code Style Manual. Cop-
ies of this manual can be obtained from NFPA.

90.6 Formal Interpretations. To promote uniformity of
interpretation and application of the provisions of this stan-
dard, formal interpretation procedures have been estab-
lished and are found in the NFPA Regulations Governing
Committee Projects.
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ARTICLE 100 — DEFINITIONS

CHAPTER 1

Chapter 1 Safety-Related Work Practices

ARTICLE 100
Definitions

Scope. This article contains only those definitions es-
sential to the proper application of this standard. It is not
intended to include commonly defined general terms or
commonly defined technical terms from related codes and
standards. In general, only those terms that are used in two
or more articles are defined in Article 100. Other definitions
are included in the article in which they are used but may
be referenced in Article 100. The definitions in this article
shall apply wherever the terms are used throughout this
standard.

I. General

Accessible (as applied to equipment). Admitting close
approach; not guarded by locked doors, elevation, or other
effective means. [70, 2011]

Accessible (as applied to wiring methods). Capable of
being removed or exposed without damaging the building
structure or finish or not permanently closed in by the struc-
ture or finish of the building. [70, 2011]

Accessible, Readily (Readily Accessible). Capable of be-
ing reached quickly for operation, renewal, or inspections
without requiring those to whom ready access is requisite
to climb over or remove obstacles or to resort to portable
ladders, and so forth. [70, 2011]

Approved. Acceptable to the authority having jurisdiction.

Arc Flash Hazard. A dangerous condition associated with
the possible release of energy caused by an electric arc.

Informational Note No. 1: An arc flash hazard may exist
when energized electrical conductors or circuit parts are
exposed or when they are within equipment in a guarded or
enclosed condition, provided a person is interacting with
the equipment in such a manner that could cause an electric
arc. Under normal operating conditions, enclosed energized
equipment that has been properly installed and maintained
is not likely to pose an arc flash hazard.

Informational Note No. 2: See Table 130.7(C)(15)(a) and
Table 130.7(C)(15)(b) for examples of activities that could
pose an arc flash hazard.

Arc Flash Hazard Analysis. A study investigating a work-
er’s potential exposure to arc flash energy, conducted for
the purpose of injury prevention and the determination of

safe work practices, arc flash boundary, and the appropriate
levels of personal protective equipment (PPE).

NATIONAL ELECTRICAL CODE
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Arc Flash Suit. A complete arc-rated clothing and equip-
ment system that covers the entire body, except for the
hands and feet.

Informational Note: An arc flash suit may include pants or
overalls, a jacket or a coverall, and a beekeeper-type hood
fitted with a face shield.

Arc Rating. The value attributed to materials that describes
their performance to exposure to an electrical arc discharge.
The arc rating is expressed in cal/cm? and is derived from
the determined value of the arc thermal performance value
(ATPV) or energy of breakopen threshold (Egy) (should a
material system exhibit a breakopen response below the
ATPV value). Arc rating is reported as either ATPV or Egr,
whichever is the lower value.

Informational Note No. 1: Arc-rated clothing or equip-
ment indicates that it has been tested for exposure to an
electric arc. Flame-Resistant (FR) clothing without an arc
rating has not been tested for exposure to an electric arc.

Informational Note No. 2: Breakopen is a material re-
sponse evidenced by the formation of one or more holes in
the innermost layer of arc-rated material that would allow
flame to pass through the material.

Informational Note No. 3: ATPV is defined in ASTM F
1959-06 as the incident energy on a material or a multi-
layer system of materials that results in a 50 percent prob-
ability that sufficient heat transfer through the tested speci-
men is predicted to cause the onset of a second degree skin
burn injury based on the Stoll curve, cal/cm?.

Informational Note No. 4: Eg; is defined in ASTM F
1959-06 as the incident energy on a material or a material
system that results in a 50 percent probability of breakopen.
Breakopen is defined as a hole with an area of 1.6 cm®
(0.5 in?) or an opening of 2.5 cm (1.0 in.) in any dimension.

Attachment Plug (Plug Cap) (Plug). A device that, by
insertion in a receptacle, establishes a connection between
the conductors of the attached flexible cord and the conduc-
tors connected permanently to the receptacle. [70, 2011]

Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

Informational Note: The phrase “authority having jurisdic-
tion,” or its acronym AHJ, is used in NFPA documents in a
broad manner, since jurisdictions and approval agencies
vary, as do their responsibilities. Where public safety is
primary, the authority having jurisdiction may be a federal,
state, local, or other regional department or individual such
as a fire chief; fire marshal; chief of a fire prevention bu-
reau, labor department, or health department; building offi-
cial; electrical inspector; or others having statutory author-
ity. For insurance purposes, an insurance inspection
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department, rating bureau, or other insurance company rep-
resentative may be the authority having jurisdiction. In
many circumstances, the property owner or his or her des-
ignated agent assumes the role of the authority having ju-
risdiction; at government installations, the commanding of-
ficer or departmental official may be the authority having
jurisdiction.

Automatic. Performing a function without the necessity of
human intervention.

Balaclava (Sock Hood). An arc-rated hood that protects
the neck and head except for facial area of the eyes and
nose.

Bare-Hand Work. A technique of performing work on en-
ergized electrical conductors or circuit parts, after the em-
ployee has been raised to the potential of the conductor or
circuit part.

Barricade. A physical obstruction such as tapes, cones, or
A-frame-type wood or metal structures intended to provide
a warning about and to limit access to a hazardous area.

Barrier. A physical obstruction that is intended to prevent
contact with equipment or energized electrical conductors
and circuit parts or to prevent unauthorized access to a
work area.

Bonded (Bonding). Connected to establish electrical con-
tinuity and conductivity. [70, 2011]

Bonding Conductor or Jumper. A reliable conductor to
ensure the required electrical conductivity between metal
parts required to be electrically connected. [70, 2011]

Boundary, Arc Flash. When an arc flash hazard exists, an
approach limit at a distance from a prospective arc source
within which a person could receive a second degree burn
if an electrical arc flash were to occur.

Informational Note: A second degree burn is possible by
an exposure of unprotected skin to an electric arc flash
above the incident energy level of 5 J/cm® (1.2 cal/cm?).

Boundary, Limited Approach. An approach limit at a dis-
tance from an exposed energized electrical conductor or
circuit part within which a shock hazard exists.

Boundary, Prohibited Approach. An approach limit at a
distance from an exposed energized electrical conductor or
circuit part within which work is considered the same as
making contact with the electrical conductor or circuit part.

Boundary, Restricted Approach. An approach limit at a
distance from an exposed energized electrical conductor or
circuit part within which there is an increased risk of shock,
due to electrical arc-over combined with inadvertent move-
ment, for personnel working in close proximity to the en-
ergized electrical conductor or circuit part.

Branch Circuit. The circuit conductors between the final
overcurrent device protecting the circuit and the outlet(s).
[70, 2011]

Building. A structure that stands alone or that is cut off
from adjoining structures by fire walls with all openings
therein protected by approved fire doors. [70, 2011]

Cabinet. An enclosure that is designed for either surface
mounting or flush mounting and is provided with a frame,
mat, or trim in which a swinging door or doors are or can
be hung. [70, 2011]

Circuit Breaker. A device designed to open and close a
circuit by nonautomatic means and to open the circuit au-
tomatically on a predetermined overcurrent without damage
to itself when properly applied within its rating. [70, 2011]

Informational Note: The automatic opening means can be
integral, direct acting with the circuit breaker, or remote
from the circuit breaker. [70, 2011]

Conductive. Suitable for carrying electric current.

Conductor, Bare. A conductor having no covering or elec-
trical insulation whatsoever. [70, 2011]

Conductor, Covered. A conductor encased within material
of composition or thickness that is not recognized by this
Code as electrical insulation. [70, 2011]

Conductor, Insulated. A conductor encased within mate-
rial of composition and thickness that is recognized by this
Code as electrical insulation. [70, 2011]

Controller. A device or group of devices that serves to gov-
ern, in some predetermined manner, the electric power deliv-
ered to the apparatus to which it is connected. [70, 2011]

Current-Limiting Overcurrent Protective Device. A de-
vice that, when interrupting currents in its current-limiting
range, reduces the current flowing in the faulted circuit to a
magnitude substantially less than that obtainable in the
same circuit if the device were replaced with a solid con-
ductor having comparable impedance.

Cutout. An assembly of a fuse support with either a fuse-
holder, fuse carrier, or disconnecting blade. The fuseholder
or fuse carrier may include a conducting element (fuse
link), or may act as the disconnecting blade by the inclu-
sion of a nonfusible member.

De-energized. Free from any electrical connection to a
source of potential difference and from electrical charge;
not having a potential different from that of the earth.

Device. A unit of an electrical system that carries or con-
trols electric energy as its principal function. [70, 2011]

Disconnecting Means. A device, or group of devices, or
other means by which the conductors of a circuit can be
disconnected from their source of supply. [70, 2011]
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Disconnecting (or Isolating) Switch (Disconnector,
Isolator). A mechanical switching device used for isolating
a circuit or equipment from a source of power.

Dwelling Unit. A single unit, providing complete and in-
dependent living facilities for one or more persons, includ-
ing permanent provisions for living, sleeping, cooking, and
sanitation. [70, 2011]

Electrical Hazard. A dangerous condition such that con-
tact or equipment failure can result in electric shock, arc
flash burn, thermal burn, or blast.

Informational Note: Class 2 power supplies, listed low
voltage lighting systems, and similar sources are examples
of circuits or systems that are not considered an electrical
hazard.

Electrical Safety. Recognizing hazards associated with the
use of electrical energy and taking precautions so that haz-
ards do not cause injury or death.

Electrically Safe Work Condition. A state in which an
electrical conductor or circuit part has been disconnected
from energized parts, locked/tagged in accordance with es-
tablished standards, tested to ensure the absence of voltage,
and grounded if determined necessary.

Enclosed. Surrounded by a case, housing, fence, or wall(s)
that prevents persons from accidentally contacting ener-
gized parts. [70, 2011]

Enclosure. The case or housing of apparatus, or the fence
or walls surrounding an installation to prevent personnel
from accidentally contacting energized parts or to protect
the equipment from physical damage. [70, 2011]

Energized. Electrically connected to, or is, a source of
voltage. [70, 2011]

Equipment. A general term, including material, fittings,
devices, appliances, luminaires, apparatus, machinery, and
the like, used as a part of, or in connection with, an elec-
trical installation. [70, 2011]

Exposed (as applied to energized electrical conductors
or circuit parts). Capable of being inadvertently touched
or approached nearer than a safe distance by a person. It is
applied to electrical conductors or circuit parts that are not
suitably guarded, isolated, or insulated.

Exposed (as applied to wiring methods). On or attached
to the surface or behind panels designed to allow access.
[70, 2011]

Fitting. An accessory such as a locknut, bushing, or other part
of a wiring system that is intended primarily to perform a
mechanical rather than an electrical function. [70, 2011]

Fuse. An overcurrent protective device with a circuit-
opening fusible part that is heated and severed by the pas-
sage of overcurrent through it.

ELECTRICAL SAFETY IN THE WORKPLACE
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Informational Note: A fuse comprises all the parts that
form a unit capable of performing the prescribed functions.
It may or may not be the complete device necessary to
connect it into an electrical circuit.

Ground. The earth. [70, 2011]

Ground Fault. An unintentional, electrically conducting con-
nection between an ungrounded conductor of an electrical cir-
cuit and the normally non—current-carrying conductors, metal-
lic enclosures, metallic raceways, metallic equipment, or earth.

Grounded (Grounding). Connected (connecting) to ground
or to a conductive body that extends the ground connection.
[70, 2011]

Grounded, Solidly. Connected to ground without inserting
any resistor or impedance device. [70, 2011]

Grounded Conductor. A system or circuit conductor that
is intentionally grounded. [70, 2011]

Ground-Fault Circuit Interrupter (GFCI). A device in-
tended for the protection of personnel that functions to de-
energize a circuit or portion thereof within an established
period of time when a current to ground exceeds the values
established for a Class A device. [70, 2011]

Informational Note: Class A ground-fault circuit-interrupters
trip when the current to ground is 6 mA or higher and do not
trip when the current to ground is less than 4 mA. For further
information, see ANSI/UL 943, Standard for Ground-Fault
Circuit Interrupters.

Grounding Conductor, Equipment (EGC). The conduc-
tive path installed to connect normally non—current-carrying
metal parts of equipment together and to the system grounded
conductor or to the grounding electrode conductor, or both.
[70, 2011]

Informational Note No. 1: It is recognized that the equip-
ment grounding conductor also performs bonding.

Informational Note No. 2: See NFPA 70, 250.118 for a list
of acceptable equipment grounding conductors.

Grounding Electrode. A conducting object through which
a direct connection to earth is established. [70, 2011]

Grounding Electrode Conductor. A conductor used to con-
nect the system grounded conductor or the equipment to a
grounding electrode or to a point on the grounding electrode
system. [70, 2011]

Guarded. Covered, shielded, fenced, enclosed, or otherwise
protected by means of suitable covers, casings, barriers, rails,
screens, mats, or platforms to remove the likelihood of ap-
proach or contact by persons or objects to a point of danger.
[70, 2011]

Incident Energy. The amount of energy impressed on a sur-
face, a certain distance from the source, generated during an
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electrical arc event. One of the units used to measure incident
energy is calories per centimeter squared (cal/cm?).

Incident Energy Analysis. A component of an arc flash
hazard analysis used to predict the incident energy of an arc
flash for a specified set of conditions.

Insulated. Separated from other conducting surfaces by a
dielectric (including air space) offering a high resistance to
the passage of current.

Informational Note: When an object is said to be insu-
lated, it is understood to be insulated for the conditions to
which it is normally subject. Otherwise, it is, within the
purpose of these rules, uninsulated.

Interrupter Switch. A switch capable of making, carrying,
and interrupting specified currents.

Interrupting Rating. The highest current at rated voltage
that a device is identified to interrupt under standard test
conditions. [70, 2011]

Informational Note: Equipment intended to interrupt cur-
rent at other than fault levels may have its interrupting
rating implied in other ratings, such as horsepower or
locked rotor current.

Isolated (as applied to location). Not readily accessible to
persons unless special means for access are used. [70, 2011]

Labeled. Equipment or materials to which has been at-
tached a label, symbol, or other identifying mark of an
organization that is acceptable to the authority having juris-
diction and concerned with product evaluation, that main-
tains periodic inspection of production of labeled equip-
ment or materials, and by whose labeling the manufacturer
indicates compliance with appropriate standards or perfor-
mance in a specified manner.

Listed. Equipment, materials, or services included in a list
published by an organization that is acceptable to the authority
having jurisdiction and concerned with evaluation of products
or services, that maintains periodic inspection of production of
listed equipment or materials or periodic evaluation of ser-
vices, and whose listing states that either the equipment, ma-
terial, or service meets appropriate designated standards or has
been tested and found suitable for a specified purpose.

Informational Note: The means for identifying listed
equipment may vary for each organization concerned with
product evaluation; some organizations do not recognize
equipment as listed unless it is also labeled. The authority
having jurisdiction should utilize the system employed by
the listing organization to identify a listed product.

Luminaire. A complete lighting unit consisting of a lamp or
lamps, together with the parts designed to distribute the light,
to position and protect the lamps and ballast (where appli-
cable), and to connect the lamps to the power supply. It may

also include parts to protect the light source or the ballast or to
distribute the light. A lampholder is not a luminaire. [70, 2011]

Motor Control Center. An assembly of one or more en-
closed sections having a common power bus and princi-
pally containing motor control units. [70, 2011]

QOutlet. A point on the wiring system at which current is
taken to supply utilization equipment. [70, 2011]

Overcurrent. Any current in excess of the rated current of
equipment or the ampacity of a conductor. It may result
from overload, short circuit, or ground fault. [70, 2011]

Informational Note: A current in excess of rating may be
accommodated by certain equipment and conductors for a
given set of conditions. Therefore, the rules for overcurrent
protection are specific for particular situations.

Overload. Operation of equipment in excess of normal, full-
load rating, or of a conductor in excess of rated ampacity that,
when it persists for a sufficient length of time, would cause
damage or dangerous overheating. A fault, such as a short
circuit or ground fault, is not an overload. [70, 2011]

Panelboard. A single panel or group of panel units de-
signed for assembly in the form of a single panel, including
buses and automatic overcurrent devices, and equipped
with or without switches for the control of light, heat, or
power circuits; designed to be placed in a cabinet or cutout
box placed in or against a wall, partition, or other support;
and accessible only from the front. [70, 2011]

Premises Wiring (System). Interior and exterior wiring,
including power, lighting, control, and signal circuit wiring
together with all their associated hardware, fittings, and
wiring devices, both permanently and temporarily installed.
This includes: (a) wiring from the service point or power
source to the outlets; or (b) wiring from and including the
power source to the outlets where there is no service point.

Such wiring does not include wiring internal to appli-
ances, luminaires, motors, controllers, motor control cen-
ters, and similar equipment. [70, 2011]

Qualified Person. One who has skills and knowledge re-
lated to the construction and operation of the electrical
equipment and installations and has received safety training
to recognize and avoid the hazards involved. [70, 2011]

Raceway. An enclosed channel of metal or nonmetallic
materials designed expressly for holding wires, cables, or
busbars, with additional functions as permitted in this stan-
dard. Raceways include, but are not limited to, rigid metal
conduit, rigid nonmetallic conduit, intermediate metal con-
duit, liquidtight flexible conduit, flexible metallic tubing,
flexible metal conduit, electrical metallic tubing, electrical
nonmetallic tubing, underfloor raceways, cellular concrete
floor raceways, cellular metal floor raceways, surface race-
ways, wireways, and busways. [70, 2011]
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ARTICLE 100 — DEFINITIONS

CHAPTER 1

Receptacle. A receptacle is a contact device installed at the
outlet for the connection of an attachment plug. A single
receptacle is a single contact device with no other contact
device on the same yoke. A multiple receptacle is two or
more contact devices on the same yoke. [70, 2011]

Service Drop. The overhead conductors between the utility
electric supply system and the service point. [70, 2011]

Service Lateral. The underground conductors between the
utility electric supply system and the service point. [70,
2011]

Service Point. The point of connection between the facilities
of the serving utility and the premises wiring. [70, 2011]

Shock Hazard. A dangerous condition associated with the
possible release of energy caused by contact or approach to
energized electrical conductors or circuit parts.

Short-Circuit Current Rating. The prospective symmetri-
cal fault current at a nominal voltage to which an apparatus
or system is able to be connected without sustaining dam-
age exceeding defined acceptance criteria. [70, 2011]

Single-Line Diagram. A diagram that shows, by means of
single lines and graphic symbols, the course of an electric
circuit or system of circuits and the component devices or
parts used in the circuit or system.

Special Permission. The written consent of the authority
having jurisdiction. [70, 2011]

Step Potential. A ground potential gradient difference that
can cause current flow from foot to foot through the body.

Structure. That which is built or constructed. [70, 2011]

Switch, Isolating. A switch intended for isolating an elec-
tric circuit from the source of power. It has no interrupting
rating, and it is intended to be operated only after the circuit
has been opened by some other means. [70, 2011]

Switchboard. A large single panel, frame, or assembly of
panels on which are mounted on the face, back, or both,
switches, overcurrent and other protective devices, buses,
and usually instruments. Switchboards are generally acces-
sible from the rear as well as from the front and are not
intended to be installed in cabinets. [70, 2011]

Switchgear, Arc-Resistant. Equipment designed to with-
stand the effects of an internal arcing fault and that directs
the internally released energy away from the employee.

Switchgear, Metal-Clad. A switchgear assembly completely
enclosed on all sides and top with sheet metal, having drawout
switching and interrupting devices, and all live parts enclosed
within grounded metal compartments.

Switchgear, Metal-Enclosed. A switchgear assembly com-
pletely enclosed on all sides and top with sheet metal (ex-
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cept for ventilating openings and inspection windows), con-
taining primary power circuit switching, interrupting
devices, or both, with buses and connections. This assem-
bly may include control and auxiliary devices. Access to
the interior of the enclosure is provided by doors, remov-
able covers, or both. Metal-enclosed switchgear is available
in non-arc-resistant or arc-resistant constructions.

Switching Device. A device designed to close, open, or
both, one or more electric circuits.

Touch Potential. A ground potential gradient difference that
can cause current flow from hand to hand, hand to foot, or
another path, other than foot to foot, through the body.

Ungrounded. Not connected to ground or to a conductive
body that extends the ground connection. [70, 2011]

Unqualified Person. A person who is not a qualified person.

Utilization Equipment. Equipment that utilizes electric
energy for electronic, electromechanical, chemical, heating,
lighting, or similar purposes. [70, 2011]

Ventilated. Provided with a means to permit circulation of
air sufficient to remove an excess of heat, fumes, or vapors.
[70, 2011]

Voltage (of a Circuit). The greatest root-mean-square (rms)
(effective) difference of potential between any two conductors
of the circuit concerned. [70, 2011]

Informational Note: Some systems, such as three-phase
4-wire, single-phase 3-wire, and 3-wire direct-current, may
have various circuits of various voltages.

Voltage, Nominal. A nominal value assigned to a circuit or
system for the purpose of conveniently designating its volt-
age class (e.g., 120/240 volts, 480Y/277 volts, 600 volts).
The actual voltage at which a circuit operates can vary from
the nominal within a range that permits satisfactory opera-
tion of equipment. [70, 2011]

Informational Note: See ANSI/IEEE C84.1-2006, Electric
Power Systems and Equipment — Voltage Ratings (60 Hz).

Working On (energized electrical conductors or circuit
parts). Intentionally coming in contact with energized elec-
trical conductors or circuit parts with the hands, feet, or
other body parts, with tools, probes, or with test equipment,
regardless of the personal protective equipment a person is
wearing. There are two categories of “working on”: Diag-
nostic (testing) is taking readings or measurements of elec-
trical equipment with approved test equipment that does not
require making any physical change to the equipment; re-
pair is any physical alteration of electrical equipment (such
as making or tightening connections, removing or replacing
components, etc.).
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105.1 ARTICLE 110 — GENERAL REQUIREMENTS FOR ELECTRICAL SAFETY-RELATED WORK PRACTICES

ARTICLE 105
Application of Safety-Related Work
Practices

105.1 Scope. Chapter 1 covers electrical safety-related
work practices and procedures for employees who are ex-
posed to an electrical hazard in workplaces covered in the
scope of this standard.

105.2 Purpose. These practices and procedures are in-
tended to provide for employee safety relative to electrical
hazards in the workplace.

Informational Note: For general categories of electrical
hazards, see Annex K.

105.3 Responsibility. The employer shall provide the
safety-related work practices and shall train the employee,
who shall then implement them.

105.4 Organization. Chapter 1 of this standard is divided
into five articles. Article 100 provides definitions for terms
used in one or more of the chapters of this document. Ar-
ticle 105 provides for application of safety-related work
practices. Article 110 provides general requirements for
electrical safety-related work practices. Article 120 pro-
vides requirements for establishing an electrically safe
work condition. Article 130 provides requirements for work
involving electrical hazards.

ARTICLE 110
General Requirements for Electrical
Safety-Related Work Practices

110.1 Relationships with Contractors (Outside Service
Personnel, and So Forth).

(A) Host Employer Responsibilities.

(1) The host employer shall inform contract employers of
the following:

a. Known hazards that are covered by this standard,
that are related to the contract employer’s work, and
that might not be recognized by the contract em-
ployer or its employees

b. Information about the employer’s installation that
the contract employer needs to make the assess-
ments required by Chapter 1

(2) The host employer shall report observed contract
employer—related violations of this standard to the con-
tract employer.

(B) Contract Employer Responsibilities.

(1) The contract employer shall ensure that each of his or
her employees is instructed in the hazards communi-
cated to the contract employer by the host employer.
This instruction shall be in addition to the basic train-
ing required by this standard.

(2) The contract employer shall ensure that each of his or
her employees follows the work practices required by
this standard and safety-related work rules required by
the host employer.

(3) The contract employer shall advise the host employer
of the following:

a. Any unique hazards presented by the contract em-
ployer’s work

b. Any unanticipated hazards found during the con-
tract employer’s work that the host employer did not
mention

c. The measures the contractor took to correct any vio-
lations reported by the host employer under
110.1(A)(2) and to prevent such violation from re-
curring in the future

(C) Documentation. There shall be a documented meeting
between the host employer and the contract employer.

110.2 Training Requirements.

(A) Safety Training. The training requirements contained
in this section shall apply to employees who face a risk of
electrical hazard that is not reduced to a safe level by the
applicable electrical installation requirements. Such em-
ployees shall be trained to understand the specific hazards
associated with electrical energy. They shall be trained in
safety-related work practices and procedural requirements,
as necessary, to provide protection from the electrical haz-
ards associated with their respective job or task assign-
ments. Employees shall be trained to identify and under-
stand the relationship between electrical hazards and
possible injury.

Informational Note: For further information concerning
installation requirements, see NFPA 70®, National Electri-
cal Code®.

(B) Type of Training. The training required by this section
shall be classroom or on-the-job type, or a combination of
the two. The degree of training provided shall be deter-
mined by the risk to the employee.

(C) Emergency Procedures. Employees exposed to shock
hazards and those employees responsible for taking action
in case of emergency shall be trained in methods of release
of victims from contact with exposed energized electrical
conductors or circuit parts. Employees shall be regularly
instructed in methods of first aid and emergency proce-
dures, such as approved methods of resuscitation, if their
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ARTICLE 110 — GENERAL REQUIREMENTS FOR ELECTRICAL SAFETY-RELATED WORK PRACTICES 110.3

duties warrant such training. Training of employees in ap-
proved methods of resuscitation, including cardiopulmo-
nary resuscitation and automatic external defibrillator
(AED) use, shall be certified by the employer annually.

(D) Employee Training.

(1) Qualified Person. A qualified person shall be trained
and knowledgeable of the construction and operation of
equipment or a specific work method and be trained to
recognize and avoid the electrical hazards that might be
present with respect to that equipment or work method.

(a) Such persons shall also be familiar with the proper
use of the special precautionary techniques; personal pro-
tective equipment including arc flash suit; insulating and
shielding materials; and insulated tools and test equipment.
A person can be considered qualified with respect to certain
equipment and methods but still be unqualified for others.

(b) Such persons permitted to work within the limited
approach boundary of exposed energized electrical conduc-
tors and circuit parts operating at 50 volts or more shall, at
a minimum, be additionally trained in all of the following:
(1) Skills and techniques necessary to distinguish exposed

energized electrical conductors and circuit parts from

other parts of electrical equipment

(2) Skills and techniques necessary to determine the nomi-
nal voltage of exposed energized electrical conductors
and circuit parts

(3) Approach distances specified in Table 130.4(C)(a) and

Table 130.4(C)(b) and the corresponding voltages to

which the qualified person will be exposed
(4) Decision-making process necessary to determine the

degree and extent of the hazard and the personal pro-
tective equipment and job planning necessary to per-
form the task safely

(c) An employee who is undergoing on-the-job train-
ing for the purpose of obtaining the skills and knowledge
necessary to be considered a qualified person and who, in
the course of such training, has demonstrated an ability to
perform specific duties safely at his or her level of training,
and who is under the direct supervision of a qualified per-
son, shall be considered to be a qualified person for the
performance of those specific duties.

(d) Tasks that are performed less often than once per
year shall require retraining before the performance of the
work practices involved.

(e) Employees shall be trained to select an appropriate
voltage detector and shall demonstrate how to use a device to
verify the absence of voltage, including interpreting indica-
tions provided by the device. The training shall include infor-
mation that enables the employee to understand all limitations
of each specific voltage detector that might be used.

(f) The employer shall determine, through regular su-
pervision or through inspections conducted on at least an
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annual basis, that each employee is complying with the
safety-related work practices required by this standard.

(2) Unqualified Persons. Unqualified persons shall be
trained in, and be familiar with, any electrical safety-
related practices necessary for their safety.

(3) Retraining. An employee shall receive additional train-

ing (or retraining) under any of the following conditions:

(1) If the supervision or annual inspections indicate that
the employee is not complying with the safety-related
work practices

(2) If new technology, new types of equipment, or changes
in procedures necessitate the use of safety-related work
practices that are different from those that the employee
would normally use

(3) If he or she must employ safety-related work practices
that are not normally used during his or her regular job
duties

Retraining shall be performed at intervals not to exceed
3 years.

(E) Training Documentation. The employer shall docu-
ment that each employee has received the training required
by 110.2 (D). This documentation shall be made when the
employee demonstrates proficiency in the work practices
involved and shall be maintained for the duration of the
employee’s employment. The documentation shall contain
the content of the training, each employee’s name, and
dates of training.

Informational Note: Employment records that indicate that
an employee has received the required training are an ac-
ceptable means of meeting this requirement.

110.3 Electrical Safety Program.

(A) General. The employer shall implement and document
an overall electrical safety program that directs activity ap-
propriate for the electrical hazards, voltage, energy level,
and circuit conditions.

Informational Note No. 1: Safety-related work practices are
just one component of an overall electrical safety program.

Informational Note No. 2: ANSI/AIHA Z10-2005, Ameri-
can National Standard for Occupational Safety and Health
Management Systems, provides a framework for establishing a
comprehensive electrical safety program as a component of an
employer’s occupational safety and health program.

(B) Awareness and Self-Discipline. The electrical safety
program shall be designed to provide an awareness of the
potential electrical hazards to employees who work in an
environment with the presence of electrical hazards. The
program shall be developed to provide the required self-
discipline for all employees who must perform work that
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1104 ARTICLE 110 — GENERAL REQUIREMENTS FOR ELECTRICAL SAFETY-RELATED WORK PRACTICES

may involve electrical hazards. The program shall instill
safety principles and controls.

(C) Electrical Safety Program Principles. The electrical
safety program shall identify the principles upon which it is
based.

Informational Note: For examples of typical electrical
safety program principles, see Annex E.

(D) Electrical Safety Program Controls. An electrical
safety program shall identify the controls by which it is
measured and monitored.

Informational Note: For examples of typical electrical
safety program controls, see Annex E.

(E) Electrical Safety Program Procedures. An electrical
safety program shall identify the procedures for working
within the limited approach boundary and for working
within the arc flash boundary before work is started.

Informational Note: For an example of a typical electrical
safety program procedure, see Annex E.

(F) Hazard Identification and Risk Assessment Proce-
dure. An electrical safety program shall include a hazard
identification and a risk assessment procedure to be used be-
fore work is started within the limited approach boundary or
within the arc flash boundary of energized electrical conduc-
tors and circuit parts operating at 50 volts or more or where an
electrical hazard exists. The procedure shall identify the pro-
cess to be used by the employee before work is started to
identify hazards and assess risks, including potential risk miti-
gation strategies.

Informational Note No. 1: The hazard identification and

risk assessment procedure may include identifying when a

second person could be required and the training and equip-
ment that person should have.

Informational Note No. 2: For an example of a hazard
identification and risk assessment procedure flow chart, see
Annex F.

Informational Note No. 3: For an example of a hazard
identification and risk assessment procedure, see Annex F.

(G) Job Briefing.

(1) General. Before starting each job, the employee in
charge shall conduct a job briefing with the employees
involved. The briefing shall cover such subjects as haz-
ards associated with the job, work procedures involved,
special precautions, energy source controls, personal
protective equipment requirements, and the information
on the energized electrical work permit, if required. Ad-
ditional job briefings shall be held if changes that might
affect the safety of employees occur during the course of
the work.

(2) Repetitive or Similar Tasks. If the work or operations
to be performed during the work day or shift are repetitive

and similar, at least one job briefing shall be conducted
before the start of the first job of the day or shift.

(3) Routine Work. Prior to starting work, a brief discus-
sion shall be satisfactory if the work involved is routine and
if the employee is qualified for the task. A more extensive
discussion shall be conducted if either of the following
apply:

(1) The work is complicated or particularly hazardous.
(2) The employee cannot be expected to recognize and

avoid the hazards involved in the job.

Informational Note: For an example of a job briefing form
and planning checklist, see Figure I.1.

(H) Electrical Safety Auditing.

(1) Electrical Safety Program. The electrical safety pro-
gram shall be audited to verify the principles and proce-
dures of the electrical safety program are in compliance
with this standard. The frequency of the audit shall not
exceed 3 years.

(2) Field Work. Field work shall be audited to verify the
requirements contained in the procedures of the electrical
safety program are being followed. When the auditing de-
termines that the principles and procedures of the electrical
safety program are not being followed, the appropriate re-
visions to the training program or revisions to the proce-
dures shall be made.

(3) Documentation. The audit shall be documented.

110.4 Use of Equipment.
(A) Test Instruments and Equipment.

(1) Testing. Only qualified persons shall perform tasks
such as testing, troubleshooting, and voltage measuring
within the limited approach boundary of energized electri-
cal conductors or circuit parts operating at 50 volts or more
or where an electrical hazard exists.

(2) Rating. Test instruments, equipment, and their acces-
sories shall be rated for circuits and equipment to which
they will be connected.

Informational Note: See ANSI/ISA-61010-1 (82.02.01)/
UL 61010-1, Safety Requirements for Electrical Equipment
for Measurement, Control, and Laboratory Use — Part 1:
General Requirements, for rating and design requirements
for voltage measurement and test instruments intended for
use on electrical systems 1000 V and below.

(3) Design. Test instruments, equipment, and their acces-
sories shall be designed for the environment to which they
will be exposed and for the manner in which they will be
used.
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ARTICLE 110 — GENERAL REQUIREMENTS FOR ELECTRICAL SAFETY-RELATED WORK PRACTICES 1104

(4) Visual Inspection. Test instruments and equipment and
all associated test leads, cables, power cords, probes, and
connectors shall be visually inspected for external defects
and damage before each use. If there is a defect or evidence
of damage that might expose an employee to injury, the
defective or damaged item shall be removed from service,
and no employee shall use it until repairs and tests neces-
sary to render the equipment safe have been made.

(5) Operation Verification. When test instruments are
used for testing the absence of voltage on conductors or
circuit parts operating at 50 volts or more, the operation of
the test instrument shall be verified before and after an
absence of voltage test is performed.

(B) Portable Electric Equipment. This section applies to
the use of cord- and plug-connected equipment, including
cord sets (extension cords).

(1) Handling. Portable equipment shall be handled in a
manner that will not cause damage. Flexible electric cords
connected to equipment shall not be used for raising or
lowering the equipment. Flexible cords shall not be fas-
tened with staples or hung in such a fashion as could dam-
age the outer jacket or insulation.

(2) Grounding-Type Equipment.

(a) A flexible cord used with grounding-type utiliza-
tion equipment shall contain an equipment grounding con-
ductor.

(b) Attachment plugs and receptacles shall not be con-
nected or altered in a manner that would interrupt continu-
ity of the equipment grounding conductor.

Additionally, these devices shall not be altered in order
to allow use in a manner that was not intended by the
manufacturer.

(c) Adapters that interrupt the continuity of the equip-
ment grounding conductor shall not be used.

(3) Visual Inspection of Portable Cord- and Plug-
Connected Equipment and Flexible Cord Sets.

(a) Frequency of Inspection. Before each use, portable
cord- and plug-connected equipment shall be visually in-
spected for external defects (such as loose parts or de-
formed and missing pins) and for evidence of possible in-
ternal damage (such as a pinched or crushed outer jacket).

Exception: Cord- and plug-connected equipment and flex-
ible cord sets (extension cords) that remain connected once
they are put in place and are not exposed to damage shall
not be required to be visually inspected until they are
relocated.

(b) Defective Equipment. If there is a defect or evi-
dence of damage that might expose an employee to injury,
the defective or damaged item shall be removed from ser-

ELECTRICAL SAFETY IN THE WORKPLACE

Full document details: NFPA 70E 2012

vice, and no employee shall use it until repairs and tests
necessary to render the equipment safe have been made.

(c) Proper Mating. When an attachment plug is to be
connected to a receptacle, the relationship of the plug and
receptacle contacts shall first be checked to ensure that they
are of mating configurations.

(d) Conductive Work Locations. Portable electric equip-
ment used in highly conductive work locations (such as those
inundated with water or other conductive liquids), or in job
locations where employees are likely to contact water or con-
ductive liquids, shall be approved for those locations. In job
locations where employees are likely to contact or be
drenched with water or conductive liquids, ground-fault
circuit-interrupter protection for personnel shall also be used.

Informational Note: The hazard/risk evaluation procedure
could also include identifying when the use of portable
tools and equipment powered by sources other than 120
volts ac, such as batteries, air, and hydraulics, should be
used to minimize the potential for injury from electrical
hazards for tasks performed in conductive or wet locations.

(4) Connecting Attachment Plugs.

(a) Employees’ hands shall not be wet when plugging
and unplugging flexible cords and cord- and plug-
connected equipment if energized equipment is involved.

(b) Energized plug and receptacle connections shall be
handled only with insulating protective equipment if the
condition of the connection could provide a conductive
path to the employee’s hand (for example, if a cord connec-
tor is wet from being immersed in water).

(¢) Locking-type connectors shall be secured after
connection.

(C) Ground-Fault Circuit-Interrupter (GFCI) Protec-
tion.

(1) General. Employees shall be provided with ground-
fault circuit-interrupter (GFCI) protection where required
by applicable state, federal, or local codes and standards.
Listed cord sets or devices incorporating listed GFCI pro-
tection for personnel identified for portable use shall be
permitted.

(2) Outdoors. GFCI protection shall be provided when an
employee is outdoors and operating or using cord- and
plug-connected equipment supplied by 125-volt, 15-, 20-,
or 30-ampere circuits. Where employees working outdoors
operate or use equipment supplied by other than 125-volt,
15-, 20-, or 30-ampere circuits, an assured equipment
grounding conductor program shall be implemented.

(D) Ground-Fault Circuit-Interrupter Protection De-
vices. GFCI protection devices shall be tested in accor-
dance with the manufacturer’s instructions.
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110.5 ARTICLE 120 — ESTABLISHING AN ELECTRICALLY SAFE WORK CONDITION

(E) Overcurrent Protection Modification. Overcurrent
protection of circuits and conductors shall not be modified,
even on a temporary basis, beyond that permitted by appli-
cable portions of electrical codes and standards dealing
with overcurrent protection.

Informational Note: For further information concerning
electrical codes and standards dealing with overcurrent pro-
tection, refer to Article 240 of NFPA 70, National Electrical
Code.

110.5 Underground Electrical Lines and Equipment.
Before excavation starts, and where there exists a reason-
able possibility of contacting electrical lines or equipment,
the employer shall take the necessary steps to contact the
appropriate owners or authorities to identify and mark the
location of the electrical lines or equipment. When it has
been determined that a reasonable possibility for contacting
electrical lines or equipment exists, a hazard analysis shall
be performed to identify the appropriate safe work practices
that shall be used during the excavation.

ARTICLE 120
Establishing an Electrically Safe Work
Condition

120.1 Process of Achieving an Electrically Safe Work
Condition. An electrically safe work condition shall be
achieved when performed in accordance with the proce-
dures of 120.2 and verified by the following process:

(1) Determine all possible sources of electrical supply to
the specific equipment. Check applicable up-to-date
drawings, diagrams, and identification tags.

(2) After properly interrupting the load current, open the
disconnecting device(s) for each source.

(3) Wherever possible, visually verify that all blades of the
disconnecting devices are fully open or that drawout-
type circuit breakers are withdrawn to the fully discon-
nected position.

(4) Apply lockout/tagout devices in accordance with a
documented and established policy.

(5) Use an adequately rated voltage detector to test each
phase conductor or circuit part to verify they are de-
energized. Test each phase conductor or circuit part
both phase-to-phase and phase-to-ground. Before and
after each test, determine that the voltage detector is
operating satisfactorily.

Informational Note: See ANSI/ISA-61010-1 (82.02.01)/
UL 61010-1, Safety Requirements for Electrical Equipment
for Measurement, Control, and Laboratory Use — Part 1:
General Requirements, for rating and design requirements
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for voltage measurement and test instruments intended for
use on electrical systems 1000 V and below.

(6) Where the possibility of induced voltages or stored
electrical energy exists, ground the phase conductors or
circuit parts before touching them. Where it could be
reasonably anticipated that the conductors or circuit
parts being de-energized could contact other exposed
energized conductors or circuit parts, apply ground
connecting devices rated for the available fault duty.

120.2 De-energized Electrical Conductors or Circuit
Parts That Have Lockout/Tagout Devices Applied. Each
employer shall identify, document, and implement
lockout/tagout procedures conforming to Article 120 to
safeguard employees from exposure to electrical haz-
ards. The lockout/tagout procedure shall be appropriate
for the experience and training of the employees and
conditions as they exist in the workplace.

(A) General. All electrical circuit conductors and circuit
parts shall be considered energized until the source(s) of
energy is (are) removed, at which time they shall be con-
sidered de-energized. All electrical conductors and circuit
parts shall not be considered to be in an electrically safe
work condition until all of the applicable requirements of
Article 120 have been met.

Informational Note: See 120.1 for the six-step procedure
to verify an electrically safe work condition.

Electrical conductors and circuit parts that have been
disconnected, but not under lockout/tagout; tested; and
grounded (where appropriate) shall not be considered to be
in an electrically safe work condition, and safe work prac-
tices appropriate for the circuit voltage and energy level
shall be used. Lockout/tagout requirements shall apply to
fixed, permanently installed equipment; to temporarily in-
stalled equipment; and to portable equipment.

(B) Principles of Lockout/Tagout Execution.

(1) Employee Involvement. Each person who could be
exposed directly or indirectly to a source of electrical en-
ergy shall be involved in the lockout/tagout process.

Informational Note: An example of direct exposure is the
qualified electrician who works on the motor starter con-
trol, the power circuits, or the motor. An example of indi-
rect exposure is the person who works on the coupling
between the motor and compressor.

(2) Training. All persons who could be exposed shall be
trained to understand the established procedure to control
the energy and their responsibility in executing the proce-
dure. New (or reassigned) employees shall be trained (or
retrained) to understand the lockout/tagout procedure as it
relates to their new assignment. Retraining shall be re-
quired as the established procedure is revised.
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ARTICLE 120 — ESTABLISHING AN ELECTRICALLY SAFE WORK CONDITION 120.2

(3) Plan. A plan shall be developed on the basis of the
existing electrical equipment and system and shall use up-
to-date diagrammatic drawing representation(s).

(4) Control of Energy. All sources of electrical energy
shall be controlled in such a way as to minimize employee
exposure to electrical hazards.

(5) Identification. The lockout/tagout device shall be
unique and readily identifiable as a lockout/tagout device.

(6) Voltage. Voltage shall be removed and absence of volt-
age verified.

(7) Coordination. The established electrical lockout/tagout
procedure shall be coordinated with all of the employer’s pro-
cedures associated with lockout/tagout of other energy
sources.

(C) Responsibility.

(1) Procedures. The employer shall establish lockout/tagout
procedures for the organization, provide training to employ-
ees, provide equipment necessary to execute the details of the
procedure, audit execution of the procedures to ensure em-
ployee understanding/compliance, and audit the procedure for
improvement opportunity and completeness.

(2) Form of Control. Two forms of hazardous electrical
energy control shall be permitted: simple lockout/tagout
and complex lockout/tagout [see 120.2(D)]. For the simple
lockout/tagout, the qualified person shall be in charge. For
the complex lockout/tagout, the person in charge shall have
overall responsibility.

Informational Note: For an example of a lockout/tagout
procedure, see Annex G.

(3) Audit Procedures. An audit shall be conducted at least
annually by a qualified person and shall cover at least one
lockout/tagout in progress and the procedure details. The
audit shall be designed to correct deficiencies in the estab-
lished electrical lockout/tagout procedure or in employee
understanding.

(D) Hazardous Electrical Energy Control Procedure.

(1) Simple Lockout/Tagout Procedure. All lockout/tagout
procedures that involve only a qualified person(s) de-
energizing one set of conductors or circuit part source for the
sole purpose of safeguarding employees from exposure to
electrical hazards shall be considered to be a simple
lockout/tagout. Simple lockout/tagout plans shall not be re-
quired to be written for each application. Each worker shall be
responsible for his or her own lockout/tagout.

(2) Complex Lockout/Tagout Procedure.

(a) A complex lockout/tagout plan shall be permitted
where one or more of the following exist:
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(1) Multiple energy sources

(2) Multiple crews

(3) Multiple crafts

(4) Multiple locations

(5) Multiple employers

(6) Multiple disconnecting means

(7) Particular sequences

(8) Job or task that continues for more than one work
period

(b) All complex lockout/tagout procedures shall re-
quire a written plan of execution that identifies the person
in charge.

(c) The complex lockout/tagout procedure shall vest
primary responsibility in an authorized employee for a set
number of employees working under the protection of a
group lockout or tagout device (such as an operation lock).
The person in charge shall be held accountable for safe
execution of the complex lockout/tagout.

(d) Each authorized employee shall affix a personal
lockout or tagout device to the group lockout device, group
lockbox, or comparable mechanism when he or she begins
work and shall remove those devices when he or she stops
working on the machine or equipment being serviced or
maintained.

(e) The complex lockout/tagout procedure shall ad-
dress all the concerns of employees who might be exposed.
All complex lockout/tagout plans shall identify the method
to account for all persons who might be exposed to electri-
cal hazards in the course of the lockout/tagout.

(3) Coordination.

(a) The established electrical lockout/tagout procedure
shall be coordinated with all other employer’s procedures
for control of exposure to electrical energy sources such
that all employer’s procedural requirements are adequately
addressed on a site basis.

(b) The procedure for control of exposure to electrical
hazards shall be coordinated with other procedures for con-
trol of other hazardous energy sources such that they are
based on similar/identical concepts.

(c) The electrical lockout/tagout procedure shall al-
ways include voltage testing requirements where there
might be direct exposure to electrical energy hazards.

(d) Electrical lockout/tagout devices shall be permitted
to be similar to lockout/tagout devices for control of other
hazardous energy sources, such as pneumatic, hydraulic,
thermal, and mechanical, if such devices are used only for
control of hazardous energy and for no other purpose.

(4) Training and Retraining. Each employer shall pro-
vide training as required to ensure employees’ understand-
ing of the lockout/tagout procedure content and their duty
in executing such procedures.
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120.2 ARTICLE 120 — ESTABLISHING AN ELECTRICALLY SAFE WORK CONDITION

(E) Equipment.

(1) Lock Application. Energy isolation devices for ma-
chinery or equipment installed after January 2, 1990, shall
be capable of accepting a lockout device.

(2) Lockout/Tagout Device. Each employer shall supply,
and employees shall use, lockout/tagout devices and equip-
ment necessary to execute the requirements of 120.2(E).
Locks and tags used for control of exposure to electrical
energy hazards shall be unique, shall be readily identifiable
as lockout/tagout devices, and shall be used for no other
purpose.

(3) Lockout Device.

(a) A lockout device shall include a lock (either keyed
or combination).

(b) The lockout device shall include a method of iden-
tifying the individual who installed the lockout device.

(c) A lockout device shall be permitted to be only a
lock, if the lock is readily identifiable as a lockout device,
in addition to having a means of identifying the person who
installed the lock.

(d) Lockout devices shall be attached to prevent op-
eration of the disconnecting means without resorting to un-
due force or the use of tools.

(e) Where a tag is used in conjunction with a lockout
device, the tag shall contain a statement prohibiting unau-
thorized operation of the disconnecting means or unautho-
rized removal of the device.

(f) Lockout devices shall be suitable for the environ-
ment and for the duration of the lockout.

(g) Whether keyed or combination locks are used, the
key or combination shall remain in the possession of the
individual installing the lock or the person in charge, when
provided by the established procedure.

(4) Tagout Device.

(a) A tagout device shall include a tag together with an
attachment means.

(b) The tagout device shall be readily identifiable as a
tagout device and suitable for the environment and duration
of the tagout.

(c) A tagout device attachment means shall be capable
of withstanding at least 224.4 N (50 1b) of force exerted at
a right angle to the disconnecting means surface. The tag
attachment means shall be nonreusable, attachable by hand,
self-locking, nonreleasable, and equal to an all-
environmental tolerant nylon cable tie.

(d) Tags shall contain a statement prohibiting unautho-
rized operation of the disconnecting means or removal of
the tag.

(e) A hold card tagging tool on an overhead conductor
in conjunction with a hotline tool to install the tagout de-
vice safely on a disconnect that is isolated from the work(s)
shall be permitted.
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(5) Electrical Circuit Interlocks. Up-to-date diagram-
matic drawings shall be consulted to ensure that no electri-
cal circuit interlock operation can result in reenergizing the
circuit being worked on.

(6) Control Devices. Locks/tags shall be installed only on
circuit disconnecting means. Control devices, such as push-
buttons or selector switches, shall not be used as the pri-
mary isolating device.

(F) Procedures. The employer shall maintain a copy of the
procedures required by this section and shall make the pro-
cedures available to all employees.

(1) Planning. The procedure shall require planning, includ-
ing the requirements of 120.2(F)(1)(a) through 120.2(F)(2)(n).

(a) Locating Sources. Up-to-date single-line drawings
shall be considered a primary reference source for such
information. When up-to-date drawings are not available,
the employer shall be responsible for ensuring that an
equally effective means of locating all sources of energy is
employed.

(b) Exposed Persons. The plan shall identify persons
who might be exposed to an electrical hazard and the per-
sonal protective equipment required during the execution of
the job or task.

(c) Person In Charge. The plan shall identify the person
in charge and his or her responsibility in the lockout/tagout.

(d) Simple Lockout/Tagout. Simple lockout/tagout
procedure shall be in accordance with 120.2(D)(1) .

(e) Complex Lockout/Tagout. Complex lockout/tagout
procedure shall be in accordance with 120.2(D)(2).

(2) Elements of Control. The procedure shall identify el-
ements of control.

(a) De-energizing Equipment (Shutdown). The proce-
dure shall establish the person who performs the switching
and where and how to de-energize the load.

(b) Stored Energy. The procedure shall include re-
quirements for releasing stored electric or mechanical en-
ergy that might endanger personnel. All capacitors shall be
discharged, and high capacitance elements shall also be
short-circuited and grounded before the associated equip-
ment is touched or worked on. Springs shall be released or
physical restraint shall be applied when necessary to immo-
bilize mechanical equipment and pneumatic and hydraulic
pressure reservoirs. Other sources of stored energy shall be
blocked or otherwise relieved.

(c) Disconnecting Means. The procedure shall identify
how to verify that the circuit is de-energized (open).

(d) Responsibility. The procedure shall identify the per-
son who is responsible for verifying that the lockout/tagout
procedure is implemented and who is responsible for ensuring
that the task is completed prior to removing locks/tags. A
mechanism to accomplish lockout/tagout for multiple (com-
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ARTICLE 120 — ESTABLISHING AN ELECTRICALLY SAFE WORK CONDITION 120.2

plex) jobs/tasks where required, including the person respon-

sible for coordination, shall be included.

(e) Verification. The procedure shall verify that equip-
ment cannot be restarted. The equipment operating con-
trols, such as pushbuttons, selector switches, and electrical
interlocks, shall be operated or otherwise it shall be verified
that the equipment cannot be restarted.

(f) Testing. The procedure shall establish the follow-
ing:

(1) Voltage detector to be used, the required personal pro-
tective equipment, and the person who will use it to
verify proper operation of the voltage detector before
and after use

(2) Requirement to define the boundary of the electrically
safe work condition

(3) Requirement to test before touching every exposed
conductor or circuit part(s) within the defined boundary
of the work area

(4) Requirement to retest for absence of voltage when cir-
cuit conditions change or when the job location has
been left unattended

(5) Planning considerations that include methods of verifi-
cation where there is no accessible exposed point to
take voltage measurements

(g) Grounding. Grounding requirements for the circuit
shall be established, including whether the temporary pro-
tective grounding equipment shall be installed for the du-
ration of the task or is temporarily established by the pro-
cedure. Grounding needs or requirements shall be permitted
to be covered in other work rules and might not be part of
the lockout/tagout procedure.

(h) Shift Change. A method shall be identified in the
procedure to transfer responsibility for lockout/tagout to
another person or to the person in charge when the job or
task extends beyond one shift.

(i) Coordination. The procedure shall establish how
coordination is accomplished with other jobs or tasks in
progress, including related jobs or tasks at remote locations,
including the person responsible for coordination.

(j) Accountability for Personnel. A method shall be iden-
tified in the procedure to account for all persons who could be
exposed to hazardous energy during the lockout/tagout.

(k) Lockout/Tagout Application. The procedure shall
clearly identify when and where lockout applies, in addi-
tion to when and where tagout applies, and shall address
the following:

(1) Lockout shall be defined as installing a lockout device
on all sources of hazardous energy such that operation
of the disconnecting means is prohibited and forcible
removal of the lock is required to operate the discon-
necting means.
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(2) Tagout shall be defined as installing a tagout device on
all sources of hazardous energy, such that operation of
the disconnecting means is prohibited. The tagout de-
vice shall be installed in the same position available for
the lockout device.

(3) Where it is not possible to attach a lock to existing
disconnecting means, the disconnecting means shall
not be used as the only means to put the circuit in an
electrically safe work condition.

(4) The use of tagout procedures without a lock shall be
permitted only in cases where equipment design pre-
cludes the installation of a lock on an energy isolation
device(s). When tagout is employed, at least one addi-
tional safety measure shall be employed. In such cases,
the procedure shall clearly establish responsibilities and
accountability for each person who might be exposed
to electrical hazards.

Informational Note: Examples of additional safety mea-
sures include the removal of an isolating circuit element
such as fuses, blocking of the controlling switch, or open-
ing an extra disconnecting device to reduce the likelihood

of inadvertent energization.

() Removal of Lockout/Tagout Devices. The proce-
dure shall identify the details for removing locks or tags
when the installing individual is unavailable. When locks
or tags are removed by someone other than the installer, the
employer shall attempt to locate that person prior to remov-
ing the lock or tag. When the lock or tag is removed be-
cause the installer is unavailable, the installer shall be in-
formed prior to returning to work.

(m) Release for Return to Service. The procedure shall
identify steps to be taken when the job or task requiring
lockout/tagout is completed. Before electric circuits or
equipment are reenergized, appropriate tests and visual in-
spections shall be conducted to verify that all tools, me-
chanical restraints and electrical jumpers, short circuits, and
temporary protective grounding equipment have been re-
moved, so that the circuits and equipment are in a condition
to be safely energized. Where appropriate, the employees
responsible for operating the machines or process shall be
notified when circuits and equipment are ready to be ener-
gized, and such employees shall provide assistance as nec-
essary to safely energize the circuits and equipment. The
procedure shall contain a statement requiring the area to be
inspected to ensure that nonessential items have been re-
moved. One such step shall ensure that all personnel are
clear of exposure to dangerous conditions resulting from
reenergizing the service and that blocked mechanical equip-
ment or grounded equipment is cleared and prepared for
return to service.

(n) Temporary Release for Testing/Positioning. The
procedure shall clearly identify the steps and qualified per-
sons’ responsibilities when the job or task requiring
lockout/tagout is to be interrupted temporarily for testing or
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120.3 ARTICLE 130 — WORK INVOLVING ELECTRICAL HAZARDS

positioning of equipment; then the steps shall be identical
to the steps for return to service.

Informational Note: See 110.4(A) for requirements when
using test instruments and equipment.

120.3 Temporary Protective Grounding Equipment.

(A) Placement. Temporary protective grounding equip-
ment shall be placed at such locations and arranged in such
a manner as to prevent each employee from being exposed
to hazardous differences in electrical potential.

(B) Capacity. Temporary protective grounding equipment
shall be capable of conducting the maximum fault current
that could flow at the point of grounding for the time nec-
essary to clear the fault.

(C) Equipment Approval. Temporary protective ground-
ing equipment shall meet the requirements of ASTM F 855,
Standard Specification for Temporary Protective Grounds
to be Used on De-energized Electric Power Lines and
Equipment.

(D) Impedance. Temporary protective grounding equip-
ment and connections shall have an impedance low enough
to cause immediate operation of protective devices in case
of accidental energizing of the electric conductors or circuit
parts.

ARTICLE 130
Work Involving Electrical Hazards

130.1 General. All requirements of this article shall apply
whether an incident energy analysis is completed or if
Table 130.7(C)(15)(a), Table 130.7(C)(15)(b), and Table
130.7(C)(16) are used in lieu of an incident energy analysis
in accordance with 130.5, Exception.

130.2 Electrically Safe Working Conditions. Energized
electrical conductors and circuit parts to which an em-
ployee might be exposed shall be put into an electrically
safe work condition before an employee performs work if
either of the following conditions exist:
(1) The employee is within the limited approach boundary.
(2) The employee interacts with equipment where conduc-
tors or circuit parts are not exposed, but an increased
risk of injury from an exposure to an arc flash hazard
exists.

Exception: Where a disconnecting means or isolating ele-
ment that has been properly installed and maintained is oper-
ated, opened, closed, removed, or inserted to achieve an elec-
trically safe work condition for connected equipment or to

return connected equipment to service that has been placed in
an electrically safe work condition, the equipment supplying
the disconnecting means or isolating element shall not be re-
quired to be placed in an electrically safe work condition
provided a risk assessment is performed and does not identify
unacceptable risks for the task.

(A) Energized Work.

(1) Greater Hazard. Energized work shall be permitted
where the employer can demonstrate that de-energizing in-
troduces additional hazards or increased risk.

(2) Infeasibility. Energized work shall be permitted where
the employer can demonstrate that the task to be performed
is infeasible in a de-energized state due to equipment de-
sign or operational limitations.

(3) Less Than 50 Volts. Energized electrical conductors
and circuit parts that operate at less than 50 volts shall not
be required to be de-energized where the capacity of the
source and any overcurrent protection between the energy
source and the worker are considered and it is determined
that there will be no increased exposure to electrical burns
or to explosion due to electric arcs.

Informational Note No. 1: Examples of additional hazards
or increased risk include, but are not limited to, interruption
of life-support equipment, deactivation of emergency alarm
systems, and shutdown of hazardous location ventilation
equipment.

Informational Note No. 2: Examples of work that might
be performed within the limited approach boundary of ex-
posed energized electrical conductors or circuit parts be-
cause of infeasibility due to equipment design or opera-
tional limitations include performing diagnostics and
testing (for example, start-up or troubleshooting) of electric
circuits that can only be performed with the circuit ener-
gized and work on circuits that form an integral part of a
continuous process that would otherwise need to be com-
pletely shut down in order to permit work on one circuit or
piece of equipment.

(B) Energized Electrical Work Permit.

(1) When Required. When working within the limited ap-
proach boundary or the arc flash boundary of exposed en-
ergized electrical conductors or circuit parts that are not
placed in an electrically safe work condition [that is, for the
reasons of increased or additional hazards or infeasibility
per 130.2(A)], work to be performed shall be considered
energized electrical work and shall be performed by written
permit only.

(2) Elements of Work Permit. The energized electrical
work permit shall include, but not be limited to, the follow-
ing items:
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ARTICLE 130 — WORK INVOLVING ELECTRICAL HAZARDS

130.4

(1) Description of the circuit and equipment to be worked
on and their location

(2) Justification for why the work must be performed in an
energized condition [see 130.2(A)]

(3) Description of the safe work practices to be employed
[see 130.3(B)]

(4) Results of the shock hazard analysis [see 130.4(A)]

a. Limited approach boundary [see 130.4(B) and Table
130.4(C)(a) and Table 130.4(C)(b)]

b. Restricted approach boundary [see 130.4(B) and
Table 130.4(C)(a) and Table 130.4(C)(b)]

c. Prohibited approach boundary [see 130.4(B) and
Table 130.4(C)(a) and Table 130.4(C)(b)]

d. Necessary shock personal and other protective
equipment to safely perform the assigned task [see
130.4(C), 130.7(C)(1) through (C)(16), Table
130.7(C)(15)(a), Table 130.7(C)(15)(b), and Table
130.7(C)(16), and 130.7(D)]

(5) Results of the arc flash hazard analysis [see 130.5]

a. Available incident energy or hazard/risk category
[see 130.5]

b. Necessary personal protective equipment to safely
perform the assigned task. [see 130.5(B),
130.7(C)(1) through (C)(16), Table 130.7(C)(15)(a),
Table 130.7(C)(15)(b), and Table 130.7(C)(16), and
130.7(D)]

c. Arc flash boundary [see 130.5(A)]

(6) Means employed to restrict the access of unqualified
persons from the work area [see 130.3(A)]

(7) Evidence of completion of a job briefing, including a
discussion of any job-specific hazards [see 110.3(G)]

(8) Energized work approval (authorizing or responsible
management, safety officer, or owner, etc.) signature(s)

(3) Exemptions to Work Permit. Work performed within
the limited approach boundary of energized electrical conduc-
tors or circuit parts by qualified persons related to tasks such
as testing, troubleshooting, and voltage measuring shall be
permitted to be performed without an energized electrical
work permit, if appropriate safe work practices and personal
protective equipment in accordance with Chapter 1 are pro-
vided and used. If the purpose of crossing the limited ap-
proach boundary is only for visual inspection and the re-
stricted approach boundary will not be crossed, then an
energized electrical work permit shall not be required.

Informational Note: For an example of an acceptable en-
ergized electrical work permit, see Figure J.1.

130.3 Working While Exposed to Electrical Hazards.

(A) General. Safety-related work practices shall be used to
safeguard employees from injury while they are exposed to

electrical hazards from electrical conductors or circuit parts
that are or can become energized. The specific safety-
related work practices shall be consistent with the nature
and extent of the associated electrical hazards.

(1) Energized Electrical Conductors and Circuit Parts
— Safe Work Condition. Before an employee works
within the limited approach boundary, energized electrical
conductors and circuit parts to which an employee might be
exposed shall be put into an electrically safe work condi-
tion, unless work on energized components can be justified
according to 130.2(A).

(2) Energized Electrical Conductors and Circuit Parts
— Unsafe Work Condition. Only qualified persons shall
be permitted to work on electrical conductors or circuit
parts that have not been put into an electrically safe work
condition.

(B) Working Within the Limited Approach Boundary
of Exposed Electrical Conductors or Circuit Parts That
Are or Might Become Energized.

(1) Electrical Hazard Analysis. If the energized electrical
conductors or circuit parts operating at 50 volts or more are
not placed in an electrically safe work condition, other
safety-related work practices shall be used to protect em-
ployees who might be exposed to the electrical hazards
involved. Such work practices shall protect each employee
from arc flash and from contact with energized electrical
conductors or circuit parts operating at 50 volts or more
directly with any part of the body or indirectly through
some other conductive object. Work practices that are used
shall be suitable for the conditions under which the work is
to be performed and for the voltage level of the energized
electrical conductors or circuit parts. Appropriate safety-
related work practices shall be determined before any per-
son is exposed to the electrical hazards involved by using
both shock hazard analysis and arc flash hazard analysis.

(2) Safety Interlocks. Only qualified persons following
the requirements for working inside the restricted approach
boundary as covered by 130.4(C) shall be permitted to de-
feat or bypass an electrical safety interlock over which the
person has sole control, and then only temporarily while the
qualified person is working on the equipment. The safety
interlock system shall be returned to its operable condition
when the work is completed.

130.4 Approach Boundaries to Energized Electrical
Conductors or Circuit Parts.

(A) Shock Hazard Analysis. A shock hazard analysis
shall determine the voltage to which personnel will be ex-
posed, the boundary requirements, and the personal protec-
tive equipment necessary in order to minimize the possibil-
ity of electric shock to personnel.
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130.4 ARTICLE 130 — WORK INVOLVING ELECTRICAL HAZARDS

(B) Shock Protection Boundaries. The shock protection
boundaries identified as limited approach, restricted approach,
and prohibited approach boundaries shall be applicable where
approaching personnel are exposed to energized electrical
conductors or circuit parts. Table 130.4(C)(a) shall be used for
the distances associated with various ac system voltages. Table
130.4(C)(b) shall be used for the distances associated with
various dc system voltages.

Informational Note: In certain instances, the arc flash
boundary might be a greater distance from the energized
electrical conductors or circuit parts than the limited ap-
proach boundary. The shock protection boundaries and the
arc flash boundary are independent of each other.

(C) Approach to Exposed Energized Electrical Conduc-
tors or Circuit Parts Operating at 50 Volts or More. No
qualified person shall approach or take any conductive ob-
ject closer to exposed energized electrical conductors or
circuit parts operating at 50 volts or more than the restricted
approach boundary set forth in Table 130.4(C)(a) and Table
130.4(C)(b), unless any of the following apply:

(1) The qualified person is insulated or guarded from the
energized electrical conductors or circuit parts operat-
ing at 50 volts or more. Insulating gloves or insulating
gloves and sleeves are considered insulation only with

regard to the energized parts upon which work is being
performed. If there is a need for an uninsulated part of
the qualified person’s body to cross the prohibited ap-
proach boundary, a combination of 130.4(C)(1),
130.4(C)(2), and 130.4(C)(3) shall be used to protect
the uninsulated body parts.

(2) The energized electrical conductors or circuit part op-
erating at 50 volts or more are insulated from the quali-
fied person and from any other conductive object at a
different potential.

(3) The qualified person is insulated from any other con-
ductive object as during live-line bare-hand work.

(D) Approach by Unqualified Persons. Unless permitted
by 130.4(D)(2), no unqualified person shall be permitted to
approach nearer than the limited approach boundary of en-
ergized conductors and circuit parts.

(1) Working At or Close to the Limited Approach
Boundary. Where one or more unqualified persons are
working at or close to the limited approach boundary, the
designated person in charge of the work space where the
electrical hazard exists shall advise the unqualified per-
son(s) of the electrical hazard and warn him or her to stay
outside of the limited approach boundary.

Table 130.4(C)(a) Approach Boundaries to Energized Electrical Conductors or Circuit Parts for Shock Protection for
Alternating-Current Systems (All dimensions are distance from energized electrical conductor or circuit part to employee.)

1) )

Limited Approach Boundary”

(C)) (€))

Restricted Approach

Nominal System Voltage
Range, Phase to Phase®

Exposed Movable
Conductor®

Exposed Fixed Circuit Inadvertent Movement

Boundary®; Includes
Prohibited Approach
Adder Boundary”

<50V Not specified Not specified

50 V=300 V 3.0 m (10 ft 0 in.) 1.0 m (3 ft 6 in.)
301 V=750 V 3.0 m (10 ft 0 in.) 1.0 m (3 ft 6 in.)
751 V-15 kV 3.0 m (10 ft 0 in.) 1.5 m (5 ft 0 in.)
15.1 kV-36 kV 3.0 m (10 ft 0 in.) 1.8 m (6 ft 0 in.)
36.1 kV—46 kV 3.0 m (10 ft 0 in.) 25 m (8 ft 0 in.)

46.1 kV-72.5 kV

72.6 kV-121 kV

138 kV-145 kV

3.0 m (10 ft 0 in.)
3.3 m (10 ft 8 in.)

34 m (11 ft 0 in.)

25 m (8 ft 0 in.)
25 m (8 ft 0 in.)

3.0 m (10 ft 0 in.)

Not specified
Avoid contact

0.3 m (1 ft 0 in.)

0.7 m (2 ft 2 in.)
0.8 m (2 ft 7 in.)

0.8 m (2 ft 9 in.)

1.0 m (3 ft 3 in.)
1.0m (3 ft 4 in.)

1.2 m (3 ft 10 in.)

Not specified
Avoid contact

25 mm (O ft 1 in.)

0.2'm (0 ft 7 in.)
0.3m (0 ft 10 in.)

0.4 m (1 ft5in.)

0.7 m (2 ft 2 in.)
0.8 m (2 ft 9 in.)

1.0 m (3 ft 4 in.)
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ARTICLE 130 — WORK INVOLVING ELECTRICAL HAZARDS 130.4

Table 130.4(C)(a) Continued

@ (2) 3) (C)) (€)

Restricted Approach

Boundary”; Includes

Exposed Movable Exposed Fixed Circuit Inadvertent Movement
Conductor® Part Adder

Limited Approach Boundary”

Prohibited Approach
Boundary®

Nominal System Voltage
Range, Phase to Phase®

161 kV-169 kV

230 kV-242 kV

345 kV-362 kV

500 kV-550 kV

765 kV-800 kV

3.6m (11 ft 8 in.)
4.0 m (13 ft 0 in.)

4.7 m (15 ft 4 in.)

5.8 m (19 ft 0 in.)

72 m (23 ft 9 in.)

3.6m (11 ft 8 in.)
4.0 m (13 ft 0 in.)

4.7 m (15 ft 4 in.)

5.8 m (19 ft 0 in.)

72 m (23 ft 9 in.)

1.3 m (4 ft 3 in.)
1.7 m (5 ft 8 in.)

2.8 m (9 ft 2 in.)

3.6 m (11 ft 10 in.)

4.9 m (15 ft 11 in.)

1.1 m @3 ft9in)
1.6 m (5 ft 2 in.)

2.6 m (8 ft 8 in.)

35 m (11 ft 4 in.)

4.7 m (15 ft 5 in.)

Note: For arc flash boundary, see 130.5(A).

# For single-phase systems, select the range that is equal to the system’s maximum phase-to-ground voltage
multiplied by 1.732.

® See definition in Article 100 and text in 130.4(D)(2) and Annex C for elaboration.

“This term describes a condition in which the distance between the conductor and a person is not under the
control of the person. The term is normally applied to overhead line conductors supported by poles.

Table 130.4(C)(b) Approach Boundaries® to Energized Electrical Conductors or Circuit Parts for Shock Protection,

Direct-Current Voltage Systems

@ (2) 3) (C)) (©)
Limited Approach Boundary Restricted Approach
Boundary; Includes
Nominal Potential Exposed Movable Exposed Fixed Circuit Inadvertent Movement Prohibited Approach
Difference Conductor” Part Adder Boundary
<100 V Not specified Not specified Not specified Not specified
100 V=300 V 3.0 m (10 ft O in.) 1.0 m (3 ft 6 in.) Avoid contact Avoid contact
301 V-1 kV 3.0 m (10 ft 0 in.) 1.0 m (3 ft 6 in.) 0.3 m (1 ft 0 in.) 25 mm (O ft 1 in.)
1.1 kV-5 kV 3.0 m (10 ft 0 in.) 1.5m (5 ft 0 in.) 0.5m (1 ft 5 in.) 0.1 m (0 ft 4 in.)
5 kV-15 kV 3.0 m (10 ft 0 in.) 1.5m (5 ft 0 in.) 0.7 m (2 ft 2 in.) 0.2 m (0 ft 7 in.)
15.1 kV-45 kV 3.0 m (10 ft 0 in.) 2.5m (8 ft 0 in.) 0.8 m (2 ft 9 in.) 0.4 m (1 ft5in.)
45.1 kV-"175 kV 3.0 m (10 ft 0 in.) 2.5 m (8 ft 0in.) 1.0m (3 ft 2 in.) 0.7m (2 ft 1 in.)

75.1 kV-150 kV

150.1 kV-250 kV

250.1 kV-500 kV

500.1 kV-800 kV

3.3 m (10 ft 8 in.)
3.6m (11 ft 8 in.)
6.0 m (20 ft 0 in.)

8.0 m (26 ft 0 in.)

3.0 m (10 ft 0 in.)
3.6m (11 ft 8 in.)
6.0 m (20 ft 0 in.)

8.0 m (26 ft 0 in.)

12 m (4 ft 0 in.)
1.6 m (5 ft 3 in.)
35m (11 ft 6 in.)

5.0 m (16 ft 5 in.)

1.0 m (3 ft 2 in.)
1.5m (5 ft 0 in.)
33 m (10 ft 10 in.)

5.0 m (16 ft 5 in.)

#All dimensions are distance from exposed energized electrical conductors or circuit parts to worker.
°This terms describes a condition in which the distance between the conductor and a person is not under the
control of the person. The term is normally applied to overhead line conductors supported by poles.
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130.5 ARTICLE 130 — WORK INVOLVING ELECTRICAL HAZARDS

(2) Entering the Limited Approach Boundary. Where
there is a need for an unqualified person(s) to cross the
limited approach boundary, a qualified person shall advise
him or her of the possible hazards and continuously escort
the unqualified person(s) while inside the limited approach
boundary. Under no circumstance shall the escorted un-
qualified person(s) be permitted to cross the restricted ap-
proach boundary.

130.5 Arc Flash Hazard Analysis. An arc flash hazard
analysis shall determine the arc flash boundary, the incident
energy at the working distance, and the personal protective
equipment that people within the arc flash boundary shall
use.

The arc flash hazard analysis shall be updated when a
major modification or renovation takes place. It shall be
reviewed periodically, not to exceed 5 years, to account for
changes in the electrical distribution system that could af-
fect the results of the arc flash hazard analysis.

The arc flash hazard analysis shall take into consider-
ation the design of the overcurrent protective device and its
opening time, including its condition of maintenance.

Exception:  The requirements of 130.7(C)(15) and
130.7(C)(16) shall be permitted to be used in lieu of deter-
mining the incident energy at the working distance.

Informational Note No. 1: Improper or inadequate main-
tenance can result in increased opening time of the overcur-
rent protective device, thus increasing the incident energy.

Informational Note No. 2: Both larger and smaller avail-
able short-circuit currents could result in higher available
arc flash energies. If the available short-circuit current in-
creases without a decrease in the opening time of the over-
current protective device, the arc flash energy will increase.
If the available short-circuit current decreases, resulting in
a longer opening time for the overcurrent protective device,
arc flash energies could also increase.

Informational Note No. 3: The occurrence of an arcing
fault inside an enclosure produces a variety of physical
phenomena very different from a bolted fault. For example,
the arc energy resulting from an arc developed in the air
will cause a sudden pressure increase and localized over-
heating. Equipment and design practices are available to
minimize the energy levels and the number of at-risk pro-
cedures that require an employee to be exposed to high-
level energy sources. Proven designs such as arc-resistant
switchgear, remote racking (insertion or removal), remote
opening and closing of switching devices, high-resistance
grounding of low-voltage and 5-kV (nominal) systems, cur-
rent limitation, and specification of covered bus or covered
conductors within equipment are techniques available to
reduce the hazard of the system.

Informational Note No. 4: For additional direction for per-
forming maintenance on overcurrent protective devices, see
Chapter 2, Safety-Related Maintenance Requirements.

Informational Note No. 5: See IEEE 1584 for more infor-
mation regarding arc flash hazards for three-phase systems
rated less than 240 volts.

(A) Arc Flash Boundary. The arc flash boundary for sys-
tems 50 volts and greater shall be the distance at which the
incident energy equals 5 J/cm? (1.2 cal/cm?).

Informational Note: For information on estimating the arc
flash boundary, see Annex D.

(B) Protective Clothing and Other Personal Protective
Equipment (PPE) for Application with an Arc Flash
Hazard Analysis. Where it has been determined that work
will be performed within the arc flash boundary, one of the
following methods shall be used for the selection of protective
clothing and other personal protective equipment (PPE):

(1) Incident Energy Analysis. The incident energy analysis
shall determine, and the employer shall document, the
incident energy exposure of the worker (in calories per
square centimeter). The incident energy exposure level
shall be based on the working distance of the employ-
ee’s face and chest areas from a prospective arc source
for the specific task to be performed. Arc-rated clothing
and other PPE shall be used by the employee based on
the incident energy exposure associated with the spe-
cific task. Recognizing that incident energy increases as
the distance from the arc flash decreases, additional
PPE shall be used for any parts of the body that are
closer than the distance at which the incident energy
was determined.

Informational Note: For information on estimating the in-
cident energy, see Annex D. For information on selection of
arc-rated clothing and other PPE, see Table H.3(b) in An-
nex H.

(2) Hazard/Risk Categories. The requirements of
130.7(C)(15) and 130.7(C)(16) shall be permitted to be
used for the selection and use of personal and other
protective equipment.

(C) Equipment Labeling. Electrical equipment such as
switchboards, panelboards, industrial control panels, meter
socket enclosures, and motor control centers that are in
other than dwelling units, and are likely to require exami-
nation, adjustment, servicing, or maintenance while ener-
gized, shall be field marked with a label containing all the
following information:

(1) At least one of the following:

a. Available incident energy and the corresponding
working distance

b. Minimum arc rating of clothing

Required level of PPE

d. Highest Hazard/Risk Category (HRC) for the
equipment

i

(2) Nominal system voltage
(3) Arc flash boundary
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ARTICLE 130 — WORK INVOLVING ELECTRICAL HAZARDS 130.6

Exception: Labels applied prior to September 30, 2011,
are acceptable if they contain the available incident energy
or required level of PPE.

The method of calculating and data to support the in-
formation for the label shall be documented.

130.6 Other Precautions for Personnel Activities.
(A) Alertness.

(1) When Hazardous. Employees shall be instructed to be
alert at all times when they are working within the limited
approach boundary of energized electrical conductors or
circuit parts operating at 50 volts or more and in work
situations where electrical hazards might exist.

(2) When Impaired. Employees shall not be permitted to
work within the limited approach boundary of energized
electrical conductors or circuit parts operating at 50 volts or
more, or where other electrical hazards exist, while their
alertness is recognizably impaired due to illness, fatigue, or
other reasons.

(3) Changes in Scope. Employees shall be instructed to be
alert for changes in the job or task that may lead the person
outside of the electrically safe work condition or expose the
person to additional hazards that were not part of the origi-
nal plan.

(B) Blind Reaching. Employees shall be instructed not to
reach blindly into areas that might contain exposed ener-
gized electrical conductors or circuit parts where an electri-
cal hazard exists.

(C) Ilumination.

(1) General. Employees shall not enter spaces containing
electrical hazards unless illumination is provided that en-
ables the employees to perform the work safely.

(2) Obstructed View of Work Area. Where lack of illu-
mination or an obstruction precludes observation of the
work to be performed, employees shall not perform any
task within the limited approach boundary of energized
electrical conductors or circuit parts operating at 50 volts or
more or where an electrical hazard exists.

(D) Conductive Articles Being Worn. Conductive articles
of jewelry and clothing (such as watchbands, bracelets,
rings, key chains, necklaces, metalized aprons, cloth with
conductive thread, metal headgear, or metal frame glasses)
shall not be worn where they present an electrical contact
hazard with exposed energized electrical conductors or cir-
cuit parts.

(E) Conductive Materials, Tools, and Equipment Being
Handled.

ELECTRICAL SAFETY IN THE WORKPLACE
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(1) General. Conductive materials, tools, and equipment
that are in contact with any part of an employee’s body
shall be handled in a manner that prevents accidental con-
tact with energized electrical conductors or circuit parts.
Such materials and equipment shall include, but are not
limited to, long conductive objects, such as ducts, pipes and
tubes, conductive hose and rope, metal-lined rules and
scales, steel tapes, pulling lines, metal scaffold parts, struc-
tural members, bull floats, and chains.

(2) Approach to Energized Electrical Conductors and
Circuit Parts. Means shall be employed to ensure that
conductive materials approach exposed energized electrical
conductors or circuit parts no closer than that permitted by
130.2.

(F) Confined or Enclosed Work Spaces. When an em-
ployee works in a confined or enclosed space (such as a
manhole or vault) that contains exposed energized electrical
conductors or circuit parts operating at 50 volts or more, or
where an electrical hazard exists, the employer shall pro-
vide, and the employee shall use, protective shields, protec-
tive barriers, or insulating materials as necessary to avoid
inadvertent contact with these parts and the effects of the
electrical hazards.

(G) Doors and Hinged Panels. Doors, hinged panels, and
the like shall be secured to prevent their swinging into an
employee and causing the employee to contact exposed
energized electrical conductors or circuit parts operating at
50 volts or more or where an electrical hazard exists if
movement of the door, hinged panel, and the like is likely
to create a hazard.

(H) Housekeeping Duties. Employees shall not perform
housekeeping duties inside the limited approach boundary
where there is a possibility of contact with energized elec-
trical conductors or circuit parts, unless adequate safe-
guards (such as insulating equipment or barriers) are pro-
vided to prevent contact. Electrically conductive cleaning
materials (including conductive solids such as steel wool,
metalized cloth, and silicone carbide, as well as conductive
liquid solutions) shall not be used inside the limited ap-
proach boundary unless procedures to prevent electrical
contact are followed.

(I) Occasional Use of Flammable Materials. Where
flammable materials are present only occasionally, electric
equipment capable of igniting them shall not be permitted
to be used, unless measures are taken to prevent hazardous
conditions from developing. Such materials shall include,
but are not limited to, flammable gases, vapors, or liquids;
combustible dust; and ignitible fibers or flyings.

Informational Note: Electrical installation requirements for
locations where flammable materials are present on a regular
basis are contained in NFPA 70, National Electrical Code.
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130.7 ARTICLE 130 — WORK INVOLVING ELECTRICAL HAZARDS

(J) Anticipating Failure. When there is evidence that
electric equipment could fail and injure employees, the
electric equipment shall be de-energized, unless the em-
ployer can demonstrate that de-energizing introduces addi-
tional hazards or increased risk or is infeasible because of
equipment design or operational limitation. Until the equip-
ment is de-energized or repaired, employees shall be pro-
tected from hazards associated with the impending failure
of the equipment by suitable barricades and other alerting
techniques necessary for safety of the employees.

Informational Note: See 130.7(E) for alerting techniques.

(K) Routine Opening and Closing of Circuits. Load-
rated switches, circuit breakers, or other devices specifically
designed as disconnecting means shall be used for the open-
ing, reversing, or closing of circuits under load conditions.
Cable connectors not of the load-break type, fuses, terminal
lugs, and cable splice connections shall not be permitted to be
used for such purposes, except in an emergency.

(L) Reclosing Circuits After Protective Device Opera-
tion. After a circuit is de-energized by the automatic opera-
tion of a circuit protective device, the circuit shall not be
manually reenergized until it has been determined that the
equipment and circuit can be safely energized. The repeti-
tive manual reclosing of circuit breakers or reenergizing
circuits through replaced fuses shall be prohibited. When it
is determined that the automatic operation of a device was
caused by an overload rather than a fault condition, exami-
nation of the circuit or connected equipment shall not be
required before the circuit is reenergized.

130.7 Personal and Other Protective Equipment.

(A) General. Employees working in areas where electrical
hazards are present shall be provided with, and shall use,
protective equipment that is designed and constructed for
the specific part of the body to be protected and for the
work to be performed.

Informational Note No. 1: The PPE requirements of 130.7
are intended to protect a person from arc flash and shock
hazards. While some situations could result in burns to the
skin, even with the protection selected, burn injury should
be reduced and survivable. Due to the explosive effect of
some arc events, physical trauma injuries could occur. The
PPE requirements of 130.7 do not address protection
against physical trauma other than exposure to the thermal
effects of an arc flash.

Informational Note No. 2: It is the collective experience of
the Technical Committee on Electrical Safety in the Work-
place that normal operation of enclosed electrical equip-
ment, operating at 600 volts or less, that has been properly
installed and maintained by qualified persons is not likely
to expose the employee to an electrical hazard.

Informational Note No. 3: When incident energy exceeds
40 cal/cm? at the working distance, greater emphasis may

be necessary with respect to de-energizing before working
within the limited approach boundary of the exposed elec-
trical conductors or circuit parts.

(B) Care of Equipment. Protective equipment shall be
maintained in a safe, reliable condition. The protective
equipment shall be visually inspected before each use. Pro-
tective equipment shall be stored in a manner to prevent
damage from physically damaging conditions and from
moisture, dust, or other deteriorating agents.

Informational Note: Specific requirements for periodic test-

ing of electrical protective equipment are given in
130.7(C)(14) and 130.7(F).

(C) Personal Protective Equipment.

(1) General. When an employee is working within the re-
stricted approach boundary, the worker shall wear personal
protective equipment in accordance with 130.4. When an
employee is working within the arc flash boundary, he or
she shall wear protective clothing and other personal pro-
tective equipment in accordance with 130.5. All parts of the
body inside the arc flash boundary shall be protected.

(2) Movement and Visibility. When arc-rated clothing is
worn to protect an employee, it shall cover all ignitible
clothing and shall allow for movement and visibility.

(3) Head, Face, Neck, and Chin (Head Area) Protection.
Employees shall wear nonconductive head protection wher-
ever there is a danger of head injury from electric shock or
burns due to contact with energized electrical conductors or
circuit parts or from flying objects resulting from electrical
explosion. Employees shall wear nonconductive protective
equipment for the face, neck, and chin whenever there is a
danger of injury from exposure to electric arcs or flashes or
from flying objects resulting from electrical explosion. If
employees use hairnets or beard nets, or both, these items
must be arc rated.

Informational Note: See 130.7(C)(10)(b) and (c) for arc
flash protective requirements.

(4) Eye Protection. Employees shall wear protective equip-
ment for the eyes whenever there is danger of injury from
electric arcs, flashes, or from flying objects resulting from
electrical explosion.

(5) Hearing Protection. Employees shall wear hearing pro-
tection whenever working within the arc flash boundary.

(6) Body Protection. Employees shall wear arc-rated
clothing wherever there is possible exposure to an electric
arc flash above the threshold incident energy level for a
second degree burn [5 Jlem? (1.2 cal/em?)].

(7) Hand and Arm Protection. Hand and arm protection
shall be provided in accordance with 130.7(C)(7)(a), (b),
and (c).
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ARTICLE 130 — WORK INVOLVING ELECTRICAL HAZARDS 130.7

(a) Shock Protection. Employees shall wear rubber insu-
lating gloves with leather protectors where there is a danger
of hand injury from electric shock due to contact with en-
ergized electrical conductors or circuit parts. Employees
shall wear rubber insulating gloves with leather protectors
and rubber insulating sleeves where there is a danger of
hand and arm injury from electric shock due to contact with
energized electrical conductors or circuit parts. Rubber in-
sulating gloves shall be rated for the voltage for which the
gloves will be exposed.

Exception: Where it is necessary to use rubber insulating
gloves without leather protectors, the requirements of
ASTM F 496, Standard Specification for In-Service Care of
Insulating Gloves and Sleeves, shall be met.

Informational Note: Table 130.7(C)(15)(a) and Table
130.7(C)(15)(b) provide further information on tasks where
rubber insulating gloves are required.

(b) Arc Flash Protection. Hand and arm protection shall
be worn where there is possible exposure to arc flash burn.
The apparel described in 130.7(C)(10)(d) shall be required
for protection of hands from burns. Arm protection shall be
accomplished by the apparel described in 130.7(C)(6).

(¢) Maintenance and Use. Electrical protective equipment
shall be maintained in a safe, reliable condition. Insulating
equipment shall be inspected for damage before each day’s
use and immediately following any incident that can reason-
ably be suspected of having caused damage. Insulating gloves
shall be given an air test, along with the inspection. Electrical
protective equipment shall be subjected to periodic electrical
tests. Test voltages and the maximum intervals between tests
shall be in accordance with Table 130.7(C)(7)(c).
Informational Note: See OSHA 1910.137 and ASTM F

496, Standard Specification for In-Service Care of Insulat-
ing Gloves and Sleeves.

(8) Foot Protection. Where insulated footwear is used as
protection against step and touch potential, dielectric over-
shoes shall be required. Insulated soles shall not be used as
primary electrical protection.

Informational Note: EH (Electrical Hazard) shoes meeting
ASTM F 2413 can provide a secondary source of electric
shock protection under dry conditions.

(9) Factors in Selection of Protective Clothing. Clothing
and equipment that provide worker protection from shock and
arc flash hazards shall be used. If arc-rated clothing is re-
quired, it shall cover associated parts of the body as well as all
flammable apparel while allowing movement and visibility.

Clothing and equipment required for the degree of ex-
posure shall be permitted to be worn alone or integrated
with flammable, nonmelting apparel. Garments that are not
arc rated shall not be permitted to be used to increase the
arc rating of a garment or of a clothing system.
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Table 130.7(C)(7)(c) Rubber Insulating Equipment,
Maximum Test Intervals

Governing
Rubber Insulating Standard for Test
Equipment When to Test Voltage”
Blankets Before first issue; ASTM F 479
every 12 months
thereafter”
Covers If insulating value is ASTM F 478
suspect
Gloves Before first issue; ASTM F 496
every 6 months
thereafter”
Line hose If insulating value is ASTM F 478
suspect
Sleeves Before first issue; ASTM F 496
every 12 months
thereafter”

*ASTM F 478, Standard Specification for In-Service Care of Insulat-
ing Line Hose and Covers; ASTM F 479, Standard Specification for
In-Service Care of Insulating Blankets; ASTM F 496, Standard Speci-
fication for In-Service Care of Insulating Gloves and Sleeves.

“If the insulating equipment has been electrically tested but not issued
for service, it is not permitted to be placed into service unless it has
been electrically tested within the previous 12 months.

Informational Note: Protective clothing includes shirts,
pants, coveralls, jackets, and parkas worn routinely by
workers who, under normal working conditions, are ex-
posed to momentary electric arc and related thermal haz-
ards. Arc-rated rainwear worn in inclement weather is in-
cluded in this category of clothing.

(a) Layering. Nonmelting, flammable fiber garments
shall be permitted to be used as underlayers in conjunction
with arc-rated garments in a layered system for added pro-
tection. If nonmelting, flammable fiber garments are used
as underlayers, the system arc rating shall be sufficient to
prevent breakopen of the innermost arc-rated layer at the
expected arc exposure incident energy level to prevent ig-
nition of flammable underlayers. Garments that are not arc
rated shall not be permitted to be used to increase the arc
rating of a garment or of a clothing system.

Informational Note: A typical layering system might in-
clude cotton underwear, a cotton shirt and trouser, and an
arc-rated coverall. Specific tasks might call for additional
arc-rated layers to achieve the required protection level.

(b) Outer Layers. Garments worn as outer layers over
arc-rated clothing, such as jackets or rainwear, shall also be
made from arc-rated material.
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130.7 ARTICLE 130 — WORK INVOLVING ELECTRICAL HAZARDS

(¢) Underlayers. Meltable fibers such as acetate, nylon,
polyester, polypropylene, and spandex shall not be permit-
ted in fabric underlayers (underwear) next to the skin.

Exception: An incidental amount of elastic used on non-

melting fabric underwear or socks shall be permitted.
Informational Note No. 1: Arc-rated garments (for ex-
ample, shirts, trousers, and coveralls) worn as underlayers
that neither ignite nor melt and drip in the course of an
exposure to electric arc and related thermal hazards gener-
ally provide a higher system arc rating than nonmelting,
flammable fiber underlayers.

Informational Note No. 2: Arc-rated underwear or under-
garments used as underlayers generally provide a higher
system arc rating than nonmelting, flammable fiber under-
wear or undergarments used as underlayers.

(d) Coverage. Clothing shall cover potentially exposed
areas as completely as possible. Shirt sleeves shall be fas-
tened at the wrists, and shirts and jackets shall be closed at
the neck.

(e) Fit. Tight-fitting clothing shall be avoided. Loose-
fitting clothing provides additional thermal insulation be-
cause of air spaces. Arc-rated apparel shall fit properly such
that it does not interfere with the work task.

(f) Interference. The garment selected shall result in
the least interference with the task but still provide the
necessary protection. The work method, location, and task
could influence the protective equipment selected.

(10) Arc Flash Protective Equipment.

(a) Arc Flash Suits. Arc flash suit design shall permit
easy and rapid removal by the wearer. The entire arc flash
suit, including the hood’s face shield, shall have an arc
rating that is suitable for the arc flash exposure. When ex-
terior air is supplied into the hood, the air hoses and pump
housing shall be either covered by arc-rated materials or
constructed of nonmelting and nonflammable materials.

(b) Head Protection.

(1) An arc-rated balaclava shall be used with an arc-rated
faceshield when the back of the head is within the arc
flash boundary. An arc-rated hood shall be permitted to
be used instead of an arc-rated faceshield and bala-
clava.

(2) An arc-rated hood shall be used when the anticipated
incident energy exposure exceeds 12 cal/cm?.

(c) Face Protection. Face shields shall have an arc rating
suitable for the arc flash exposure. Face shields with a wrap-
around guarding to protect the face, chin, forehead, ears, and
neck area shall be used. Face shields without an arc rating
shall not be used. Eye protection (safety glasses or goggles)
shall always be worn under face shields or hoods.

Informational Note: Face shields made with energy-
absorbing formulations that can provide higher levels of

protection from the radiant energy of an arc flash are avail-
able, but these shields are tinted and can reduce visual
acuity and color perception. Additional illumination of the
task area might be necessary when these types of arc-
protective face shields are used.

(d) Hand Protection.

(1) Heavy-duty leather gloves or arc-rated gloves shall be
worn where required for arc flash protection.

Informational Note: Heavy-duty leather gloves are made
entirely of leather with minimum thickness of 0.03 in.
(0.7 mm), are unlined or lined with nonflammable, non-
melting fabrics. Heavy-duty leather gloves meeting this re-
quirement have been shown to have ATPV values in excess
of 10 cal/cm®.

(2) Where insulating rubber gloves are used for shock pro-
tection, leather protectors shall be worn over the rubber
gloves.

Informational Note: The leather protectors worn over rub-
ber insulating gloves provide additional arc flash protection
for the hands for arc flash protection exposure.

(e) Foot Protection. Heavy-duty leather work shoes
provide some arc flash protection to the feet and shall be
used in all exposures greater than 4 cal/cm?’.

(11) Clothing Material Characteristics. Arc-rated cloth-
ing shall meet the requirements described in 130.7(C)(14)
and 130.7(C)(12).

Informational Note No. 1: Arc-rated materials, such as
flame-retardant-treated cotton, meta-aramid, para-aramid,
and poly-benzimidazole (PBI) fibers, provide thermal pro-
tection. These materials can ignite but will not continue to
burn after the ignition source is removed. Arc-rated fabrics
can reduce burn injuries during an arc flash exposure by
providing a thermal barrier between the arc flash and the
wearer.

Informational Note No. 2: Non-arc-rated cotton, polyester-
cotton blends, nylon, nylon-cotton blends, silk, rayon, and
wool fabrics are flammable. Fabrics, zipper tapes, and findings
made of these materials can ignite and continue to burn on the
body, resulting in serious burn injuries.

Informational Note No. 3: Rayon is a cellulose-based
(wood pulp) synthetic fiber that is a flammable but non-
melting material.

Clothing consisting of fabrics, zipper tapes, and find-
ings made from flammable synthetic materials that melt at
temperatures below 315°C (600°F), such as acetate, acrylic,
nylon, polyester, polyethylene, polypropylene, and span-
dex, either alone or in blends, shall not be used.

Informational Note: These materials melt as a result of arc
flash exposure conditions, form intimate contact with the
skin, and aggravate the burn injury.
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