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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the document
contained herein is one, are developed through a consensus standards development process approved by the
American National Standards Institute. This process brings together volunteers representing varied viewpoints
and interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or
verify the accuracy of any information or the soundness of any judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property, or other damages of any nature whatsoever,
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use
of, or reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to the accuracy or
completeness of any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or other
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any
person or entity to someone else. Anyone using this document should rely on his or her own independent
judgment or, as appropriate, seek the advice of a competent professional in determining the exercise of
reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA
Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with
this document. Any certification or other statement of compliance with the requirements of this document shall
not be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.

REVISION SYMBOLS IDENTIFYING CHANGES FROM THE PREVIOUS EDITION

Text revisions are shaded. A A before a section number indicates that words within that section were
deleted and a A to the left of a table or figure number indicates a revision to an existing table or
figure. When a chapter was heavily revised, the entire chapter is marked throughout with the A
symbol. Where one or more sections were deleted, a ® is placed between the remaining sections.
Chapters, annexes, sections, figures, and tables that are new are indicated with an ‘N.

Note that these indicators are a guide. Rearrangement of sections may not be captured in the
markup, but users can view complete revision details in the First and Second Draft Reports located in
the archived revision information section of each code at www.nfpa.org/docinfo. Any subsequent
changes from the NFPA Technical Meeting, Tentative Interim Amendments, and Errata are also
located there.

REMINDER: UPDATING OF NFPA STANDARDS

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be
aware that these documents may be superseded at any time by the issuance of a new edition, may be
amended with the issuance of Tentative Interim Amendments (TIAs), or be corrected by Errata. It is
intended that through regular revisions and amendments, participants in the NFPA standards
development process consider the then-current and available information on incidents, materials,
technologies, innovations, and methods as these develop over time and that NFPA Standards reflect
this consideration. Therefore, any previous edition of this document no longer represents the current
NFPA Standard on the subject matter addressed. NFPA encourages the use of the most current edition
of any NFPA Standard [as it may be amended by TIA(s) or Errata] to take advantage of current
experience and understanding. An official NFPA Standard at any point in time consists of the current
edition of the document, including any issued TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or
corrected by Errata, visit the “Codes & Standards” section at www.nfpa.org.
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ADDITIONAL IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that these
documents may be superseded at any time by the issuance of a new edition, may be amended with the issuance of Tentative
Interim Amendments (TIAs), or be corrected by Errata. It is intended that through regular revisions and amendments,
participants in the NFPA standards development process consider the then-current and available information on incidents,
materials, technologies, innovations, and methods as these develop over time and that NFPA Standards reflect this
consideration. Therefore, any previous edition of this document no longer represents the current NFPA Standard on the
subject matter addressed. NFPA encourages the use of the most current edition of any NFPA Standard [as it may be amended
by TIA(s) or Errata] to take advantage of current experience and understanding. An official NFPA Standard at any point in
time consists of the current edition of the document, including any issued TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or corrected by Errata, visit the
“Codes & Standards” section at www.nfpa.org.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and shall not
be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in
connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for determining the validity of
any such patent rights, as well as the risk of infringement of such rights, and the NFPA disclaims liability for the infringement
of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may require use of an
invention covered by patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such
patent rights constitute or include essential patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent
Policy, a patent holder has filed a statement of willingness to grant licenses under these rights on reasonable and
nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of such filed statements can be
obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, by the
publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with
applicable laws, and these documents may not be construed as doing so.

Copyrights
NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe

practices and methods. By making these documents available for use and adoption by public authorities and private users, the
NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, and
changes desired by the adopting authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the NFPA (Attention: Secretary,
Standards Council) in writing of such use. For technical assistance and questions concerning adoption of NFPA Standards,
contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA procedures
governing its codes and standards development process, including information on the procedures for requesting Formal
Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to NFPA standards during regular
revision cycles, should be sent to NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA, 1
Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: stds_admin@nfpa.org.

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be viewed at
no cost at www.nfpa.org/docinfo.
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NFPA® 804

Standard for

Fire Protection for Advanced Light Water Reactor Electric Generating
Plants

2020 Edition

This edition of NFPA 804, Standard for Fire Protection for Advanced Light Water Reactor Electric
Generating Plants, was prepared by the Technical Committee on Fire Protection for Nuclear Facilities.
It was issued by the Standards Council on November 4, 2019, with an effective date of November 24,
2019, and supersedes all previous editions.

This edition of NFPA 804 was approved as an American National Standard on November 24, 2019.

Origin and Development of NFPA 804

The need for fire protection in nuclear power facilities has been demonstrated in a number of
incidents, including the Browns Ferry Fire in 1975 and other more recent incidents in the United
States and abroad. Probabilistic risk assessments of existing plants have shown that fire represents
one of the largest single contributors to the possibility of reactor damage. This document, first
released in 1995, represents a comprehensive consensus of baseline fire protection requirements for
all aspects of advanced light water reactor electric generating plants, including their design,
construction, operation, and maintenance.

There were no technical changes made in the 2001 edition. All the changes were in the
definitions section to comply with the NFPA Glossary of Terms.

The 2006 edition was reorganized to conform to the Manual of Style for NFPA Technical Committee
Documents.

For the 2010 edition, the document scope was revised in order to coordinate with the release of
and option to use a new risk-informed option for atomic power plants under NFPA 806, Performance-
Based Standard for Fire Protection for Advanced Nuclear Reactor Electric Generating Plants Change Process. The
2010 edition was also harmonized with other documents in the field, and a new Annex B was added
for best practice guidance for defense against fires and explosions.

The 2015 edition of the document was updated to remove references to NFPA 251, which was
withdrawn. Changes also were made to include the definition and requirements from NFPA 701 and
NFPA 1144 pertaining to combustible, noncombustible, and limited combustible materials.

Several changes have been made to the 2020 edition to comply with the Manual of Style for NFPA
Technical Committee Documents and align terms with NFPA 801, 805, and 806. To ensure proper
operation of all plant systems, a recommendation to use NFPA 4 to test integrated fire protection
systems has been added in Annex A, Chapter 5. To ensure the proper selection of an extinguishing
agent, additional consideration criteria that align with NFPA 801 have been included. Additional
language from NFPA 101 has also been incorporated to more clearly identify materials that should
be considered limited-combustible.
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the Association or any document developed by the committee on which the member serves.

Committee Scope: This Committee shall have primary responsibility for documents on the
safeguarding of life and property from fires in which radiation or other effects of nuclear
energy might be a factor.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and
Disclaimers Concerning NFPA Standards.” They can also be viewed
at www.nfpa.org/disclaimers or obtained on request from NFPA.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions of
NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta-
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with all TIAs and Errata in effect. To verify that this document is the
current edition or to determine if it has been amended by TIAs or
Errata, please consult the National Fire Codes® Subscription Service
or the “List of NFPA Codes & Standards” at www.nfpa.org/docinfo.
In addition to TIAs and Errata, the document information pages also
include the option to sign up for alerts for individual documents and
to be involved in the development of the next edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material on
the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. Extracted text may be edited for consistency and
style and may include the revision of internal paragraph refer-
ences and other references as appropriate. Requests for inter-
pretations or revisions of extracted text shall be sent to the
technical committee responsible for the source document.

Information on referenced and extracted publications can
be found in Chapter 2 and Annex C.

Chapter 1 Administration

1.1* Scope. This standard applies only to advanced light
water reactor electric generating plants and provides minimum
fire protection requirements to ensure safe shutdown of the
reactor, minimize the release of radioactive materials to the
environment, provide safety to life of on-site personnel, limit
property damage, and protect continuity of plant operation.
The fire protection is based on the principle of defense-in-
depth. For plants that have adopted a risk-informed,
performance-based approach to fire protection, subsequent
changes to the fire protection program shall be made in
accordance with NFPA 806.

1.2 Purpose.

1.2.1 This standard is prepared for use by and guidance of
those charged with the design, construction, operation, and
regulation of advanced light water reactor electric generating
plants.
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1.2.2 This standard covers those requirements essential to
ensure that the consequences of fire will have minimum impact
on the safety of the public and on-site personnel, the physical
integrity of plant components, and the continuity of plant
operations.

1.3 Equivalency. Nothing in this standard is intended to
prevent the use of systems, methods, or devices of equivalent or
superior quality, strength, fire resistance, effectiveness, durabil-
ity, and safety over those prescribed by this standard.

1.3.1 Technical documentation shall be submitted to the
authority having jurisdiction to demonstrate equivalency.

1.3.2 The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

1.4 Units and Formulas. Metric units of measurement in this
standard are in accordance with the modernized metric system
known as the International System of Units (SI). The liter unit,
which is commonly used in international fire protection, is not
part of but is recognized by SI. Conversion factors for these
units are found in Table 1.4.

Table 1.4 Metric Units of Measure

Name of Unit Unit Symbol Conversion Factor

Bar bar 1 psi = 0.0689 bar
Bar bar 1 bar = 10° Pa
Cubic decimeter dm?® 1 gal = 3.785 dm®
Kilogram kg 11b =0.4536 kg
Kilopascal kPa 1 psi = 6.895 kPa
Liter L 1gal=3.785L
Liter per minute per ~ L/min-m? 1 gpm/ft® =

square meter 40.746 L/min-m?
Meter m 1ft=0.3048 m
Millimeter mm lin. =25.4 mm
Millimeters of mm Hg 1 psi=51.72 mm Hg

mercury
Pascal Pa 1 psi = 6894.757 Pa

Note: For additional conversions and information, see IEEE/ASTM SI
10, American National Standard for Metric Practice.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be
considered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 10, Standard for Portable Fire Extinguishers, 2018 edition.

NFPA 11, Standard for Low-, Medium-, and High-Expansion
Foam, 2016 edition.

NFPA 12, Standard on Carbon Dioxide Extinguishing Systems,
2018 edition.

NFPA 13, Standard for the Installation of Sprinkler Systems, 2019
edition.

NFPA 14, Standard for the Installation of Standpipe and Hose
Systems, 2019 edition.

NFPA 15, Standard for Water Spray Fixed Systems for Fire Protec-
tion, 2017 edition.
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REFERENCED PUBLICATIONS 804-5

NFPA 16, Standard for the Installation of Foam-Waler Sprinkler
and Foam-Water Spray Systems, 2019 edition.

NFPA 17, Standard for Dry Chemical Extinguishing Systems, 2017
edition.

NFPA 20, Standard for the Installation of Stationary Pumps for
Fire Protection, 2019 edition.

NFPA 22, Standard for Water Tanks for Private Fire Protection,
2018 edition.
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Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall be
defined using their ordinarily accepted meanings within the
context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1*% Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2*% Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials,
an installation, or a procedure.

3.2.3 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an organ-
ization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or materi-
als, and by whose labeling the manufacturer indicates
compliance with appropriate standards or performance in a
specified manner.

3.2.4% Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the
authority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalua-
tion of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated
standards or has been tested and found suitable for a specified
purpose.
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3.2.5 Shall. Indicates a mandatory requirement.

3.2.6 Should. Indicates a recommendation or that which is
advised but not required.

3.2.7 Standard. An NFPA Standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable
for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix, annex, footnote, informational
note, or other means as permitted in the NFPA Manuals of
Style. When used in a generic sense, such as in the phrase
“standards development process” or “standards development
activities,” the term “standards” includes all NFPA Standards,
including Codes, Standards, Recommended Practices, and
Guides.

3.3 General Definitions.

3.3.1*% Advanced Light Water Reactors (ALWRs). AILWRs are
next generation light water reactors.

3.3.2 Alternative Shutdown Capability. The ability to safely
shut down the reactor and maintain shutdown using equip-
ment and processes outside the normal reactor shutdown proc-
ess.

3.3.3% Associated Circuits of Concern. Safety-related and
non-safety-related circuits that are not directly required to
perform a safe shutdown function and that do not have a
required physical separation.

3.3.4 Cable Tray Fire Break. A noncombustible or limited-
combustible material installed in vertical or horizontal cable
trays to limit fire spread.

3.3.5 Cold Shutdown. A stable nuclear power plant condition
in which the affected reactor is subcritical and the average reac-
tor coolant system temperature is less than or equal to 200°F
(93°C).

3.3.6 Combustible. A combustible material is any material
that, in the form in which it is used and under the conditions
anticipated, will ignite and burn or will add appreciable heat to
an ambient fire. [1144, 2018]

3.3.7 Combustible Liquid. A liquid that has a closed-cup flash
point at or above 100°F (37.8°C).

3.3.8% Defense-in-Depth. A principle aimed at providing a
high degree of fire protection by achieving a balance of
preventing fires from starting; detecting fires quickly and
suppressing those fires that occur, thereby limiting damage;
and designing a nuclear power plant to limit the loss of life,
property, and environment to fire and to ensure continuity of
nuclear power plant operation and safe shutdown capability.

A 3.3.9*% Fire Area. An area that is physically separated from

other areas by space, barriers, walls, or other means in order to
contain fire within that area. [805, 2020]

3.3.10% Fire Area Subdivision. A portion of a fire area that is
separated from the remainder of the fire area by substantive
barriers, which are not necessarily fire rated; by physical
features, such as pipe tunnels; by spatial separation.
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3.3.11 Fire Barrier. A continuous membrane or a membrane
with discontinuities created by protected openings with a speci-
fied fire protection rating, where such membrane is designed
and constructed with a specified fire resistance rating to limit
the spread of fire. (SAF-FIR) [101, 2018]

3.3.12 Fire Door. A door assembly rated in accordance with
NFPA 252 and installed in accordance with NFPA 80.

3.3.13 Fire Hazards Analysis (FHA). An analysis to evaluate
potential fire hazards and appropriate fire protection systems
and features to mitigate the effects of fire in any plant location.

3.3.14 Fire Prevention. Measures directed toward avoiding
the inception of fire.

3.3.15 Fire Protection. Methods of providing for fire control
or fire extinguishment. [801, 2020]

3.3.16 Fire Protection Manager. The person directly responsi-
ble for the fire prevention and fire protection program at the
plant.

A 3.3.17* Fire Resistance Rating. The time, in minutes or

hours, that materials or assemblies have withstood a fire expo-
sure as established in accordance with an approved test proce-
dure appropriate for the structure, building material, or
component under consideration. [805, 2020]

3.3.18 Fire-Rated Cables. Cables with an hourly fire resistance
rating based on maintaining functionality when tested in
accordance with UL 2196, Standard for Tests of Fire Resistive
Cables.

3.3.19 Fire-Rated Internal Conduit Seal. A conduit seal that is
a tested and approved hourly rated fire seal in accordance with
ASTM EB814, Standard Method for Fire lests of Penetration Firestop
Systems.

3.3.20 Fire-Rated Penetration Seal. An assembly provided in a
fire barrier opening for the passage of pipes, cable trays, and so
forth, to maintain the fire resistance rating of the fire barrier.

3.3.21 Fire-Safe Shutdown (FSSD). Actions, components,
capabilities, and design features necessary to achieve and main-
tain safe shutdown of the reactor after a fire in a specific fire
area.

3.3.22*% Fire-Safe Shutdown Component. Component
(nuclear safety related and non-safety related), equipment,
instrument-sensing line, or cable, including associated circuits
of concern, that is required to safely shut down a nuclear plant
in the event of fire.

3.3.23* First Break. The first place in a conduit run where
the interior of the conduit is accessible to install a seal.

3.3.24 Flame Spread Index. A comparative measure,
expressed as a dimensionless number, derived from visual
measurements of the spread of flame versus time for a material
tested in accordance with ASTM E84, Standard Test Method for
Surface Burning Characteristics of Building Materials, or ANSI/
UL 723, Standard for Test for Surface Burning Characteristics of
Building Materials. (SAF-INT) [101, 2018]

3.3.25 Flammable Liquid. A liquid that has a closed-cup flash
point that is below 100°F (37.8°C) and a maximum vapor pres-
sure of 40 psia (2068 mm Hg) at 100°F (37.8°C).

3.3.26 Free of Fire Damage. The structure, system, or compo-
nent under consideration that is capable of performing its

Shaded text = Revisions. A = Text deletions and figure/table revisions.

Full document details: NFPA 804 2020

e = Section deletions. N = New maiera!

intended function during and after the postulated fire, as
needed.

3.3.27 High Impedance Faults. Fire-induced faults on circuits
routed through a common fire area that are assumed to occur
simultaneously and have a current magnitude below the trip
point for the individual circuits and the sum of the currents
generated by the simultaneous occurrence of such faults could
trip the main circuit breaker and cause the loss of a safe shut-
down power supply.

3.3.28* High-Low Pressure Interface. A valve or set of valves
that separates a high pressure primary coolant system from a
low pressure system.

3.3.29* Industrial Fire Brigade. An organized group of
employees within an industrial occupancy who are knowledgea-
ble, trained, and skilled in at least basic fire-fighting operations,
and whose full-time occupation might or might not be the
provision of fire suppression and related activities for their
employer.

3.3.30 Limited-Combustible (Material). See 8.3.4.
3.3.31 Noncombustible (Material). See 8.3.4.

3.3.32 Normal Operations. All modes of nonemergency
nuclear power plant operation, ranging from 0 percent to
100 percent power, which include refueling outages but do not
include extended outages when fuel is removed from the reac-
tor.

3.3.33* Nuclear Safety Function. Any function that is neces-
sary to ensure the integrity of the reactor coolant pressure
boundary; the capability to shut down the reactor and maintain
it in a safe shutdown condition; or the capability to prevent or
mitigate the consequences of nuclear power plant conditions
that could result in the potential for a significant fraction of
allowable off-site releases.

3.3.34% Nuclear Safety Related. Structures, systems, or
components that are required to remain functional to ensure
the integrity of the reactor coolant pressure boundary, the
capability to shut down the reactor and maintain it in a safe
shutdown condition, or the capability to prevent or mitigate
the consequences of accidents that could result in potential off-
site exposures comparable to regulatory guideline exposures.

3.3.35 Postulated Fire. A fire that is assumed to occur in a
specific area of a nuclear plant.

3.3.36* Power Block. Structures that have
required for nuclear plant operations.

equipment

3.3.37 Redundant Component, System, or Subsystem. A
component, system, or subsystem that independently dupli-
cates the essential function of another component, system, or
subsystem.

3.3.38 Safe Shutdown. A shutdown with the reactivity of the
reactor kept subcritical as specified by the technical specifica-
tions for the unit.

3.3.39% Safety Division. The designation applied to a given
system or set of nuclear safety-related components that enable
the establishment and maintenance of physical, electrical, and
functional independence from other redundant systems or sets
of components.
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3.3.40* Spurious Operation. An unwanted change in state of
equipment due to fire-induced faults (e.g., hot shorts, open
circuits, or shorts to ground) on its power or control circuitry.

3.3.41 Spurious Signal. A fire-induced signal that could cause
the spurious operation of components or equipment that
would adversely affect the safe shutdown capability.

Chapter 4 Fire Protection Program

4.1* General.

4.1.1 All elements of the site fire protection program shall be
reviewed every 2 years and updated as necessary.

4.1.2 Other review frequencies shall be permitted where speci-
fied in site administrative procedures and approved by the
authority having jurisdiction.

4.2 Management Policy Direction and Responsibility.

4.2.1 A policy document shall be prepared that defines
management authorities and responsibilities and establishes
the general policy for the site fire protection program.

4.2.2 The policy document shall designate the senior manage-
ment person with immediate authority and responsibility for
the fire protection program.

4.2.3 The policy document shall define the fire protection
interfaces with other organizations and assign responsibilities
for the coordination activities.

4.2.4 The policy document shall include the authority for
conflict resolution.

4.3 Fire Prevention Program. A fire prevention program shall
be established and documented to include all of the following:

(1)  Fire safety information for all employees and contractors,
including as a minimum familiarization with plant fire
prevention procedures, fire reporting, and plant emer-
gency alarms, including evacuation

(2) Documented plant inspections, including provisions for
handling of remedial actions to correct conditions that
increase fire hazards

(3) Procedures for the control of general housekeeping prac-
tices and the control of transient combustibles

(4) Procedures for the control of flammable and combustible
gases in accordance with NFPA standards

(5) Procedures for the control of ignition sources, such as
smoking, welding, cutting, and grinding (see NFFPA 51B)

(6) Fire prevention surveillance plan (see NFPA 601)

(7) Fire-reporting procedure, including investigation require-
ments and corrective action requirements

4.4% Fire Hazards Analysis.

4.4.1 A documented fire hazards analysis shall be made for
each site.

4.4.2 The analysis shall document all of the following:

(1) Physical construction and layout of the buildings and
equipment, including fire areas and the fire ratings of
area boundaries

(2)* Inventory of the principal combustibles within each fire
subdivision
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(3) Description of the fire protection equipment, including
alarm systems and manual and automatic extinguishing
systems

(4) Description and location of any equipment necessary to
ensure a safe shutdown, including cabling and piping
between equipment

(5) Analysis of the postulated fire in each fire area, includ-
ing its effect on safe shutdown equipment, assuming
automatic and manual fire protection equipment do not
function

(6) Analysis of the potential effects of a fire on life safety,
release of contamination, impairment of operations, and
property loss, assuming the operation of installed fire-
extinguishing equipment

(7) Analysis of the potential effects of other hazards, such as
earthquakes, storms, and floods, on fire protection

(8) Analysis of the potential effects of an uncontained fire in
causing other problems not related to safe shutdown,
such as a release of contamination and impairment of
operations

(9) Analysis of the postfire recovery potential

(10) Analysis for the protection of nuclear safety-related
systems and components from the inadvertent actuation
or breaks in a fire protection system

(11) Analysis of the smoke control system and the impact
smoke can have on nuclear safety and operation for
each fire area

(12) Analysis of the emergency planning and coordination
requirements necessary for effective loss control, includ-
ing any necessary measures to compensate for the failure
or inoperability of any active or passive fire protection
system or feature

4.5 Procedures. A formal procedure system for all actions
pertaining to the fire protection program shall be established,
including all of the following:

(1) Inspection, testing, maintenance, and operation of fire
protection systems and equipment, both manual and
automatic, such as detection and suppression systems

(2) Inspection, testing, and maintenance of passive fire
protection features, such as fire barriers and penetration
seals

(3) Trend analysis requirements

(4) Provisions for entering areas with access restrictions

(5) Training requirements

4.6 Quality Assurance.

4.6.1 A quality assurance program shall be established in
accordance with ASME NOQA-1, Quality Assurance Program
Requirements for Nuclear Facilities, for all of the following aspects
of the fire protection program related to nuclear safety:

1) Design and procurement document control
g P
(2)* Instructions, procedures, and drawings
(3)* Control of purchased material, equipment, and services
(4)* Inspection
(5)* Test and test control
(6)* Inspection, test, and operating status
(7)* Nonconforming items
(8)* Corrective action
(9)* Records
(10)* Audits

4.6.2 The quality assurance program shall be documented in
detail to verify its scope and adequacy.
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4.7 Fire Emergency Plan.
4.7.1 A written fire emergency plan shall be established.

4.7.2 As a minimum, this plan shall include the following:

(1) Response to fire and supervisory alarms

(2) Notification of plant and public emergency forces

(3) Evacuation of personnel

(4) Coordination with security, maintenance, operations, and
public information personnel

(5) Fire extinguishment activities

(6) Postfire recovery and contamination control activities

(7) Control room operations during an emergency

(8) Prefire plan

(9) Description of interfaces with emergency response organ-
izations, security, safety, and others having a role in the
fire protection program, including agreements with
outside assistance agencies, such as fire departments and
rescue services

4.8 Fire Brigade. A plant fire brigade shall be established as
indicated in Chapter 6.

Chapter 5 Fire Prevention and Administrative Controls

5.1* General.
5.2 Plant Inspections.

5.2.1 The owner or a designated manager shall develop,
implement, and update as necessary a fire prevention surveil-
lance plan integrated with recorded rounds to all accessible
sections of the plant.

5.2.2 Inspections of the plant shall be conducted in accord-
ance with NFPA 601.

5.2.3 A prepared checklist shall be used for the inspection.

5.2.4 Areas of primary containment and high-radiation areas
normally inaccessible during plant operation shall be inspected
as plant conditions permit but at least during each refueling
outage.

5.2.5 The results of each inspection shall be documented and
retained for 2 years.

5.2.5.1 For those plant areas inaccessible for periods greater
than 2 years, the most recent inspection shall be retained.

5.3 Control of Combustible Materials.

5.3.1* Plant administrative procedures shall specify appropri-
ate requirements governing the storage, use, and handling of
flammable and combustible liquids and flammable gases.

5.3.1.1* An inventory of all temporary flammable and
combustible materials shall be made for each fire area, identify-
ing the location, type, quantity, and form of the materials.

5.3.1.2*% Temporary but predictable and repetitive concentra-
tions of flammable and combustible materials shall be consid-
ered.

5.3.1.3 Combustibles other than those that are an inherent
part of the operation shall be restricted to designated storage
compartments or spaces.

5.3.1.4 Consideration shall be given to reducing the fire
hazard by limiting the amount of combustible materials.
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5.3.1.5 The storage and use of hydrogen shall be in accord-
ance with NFPA 55.

5.3.1.6 The temporary use of wood shall be minimized.

5.3.1.7 Plant administrative procedures shall specify that if
wood must be used in the power block, it shall be listed
pressure-impregnated fire-retardant lumber.

5.3.2 Housekeeping.

5.3.2.1 Housekeeping shall be performed in such a manner as
to minimize the probability of fire.

5.3.2.2 Accumulations of combustible waste material, dust,
and debris shall be removed from the plant and its immediate
vicinity at the end of each work shift or more frequently as
necessary for safe operations.

5.3.3 Transient Combustible Loading.

5.3.3.1* Plant administrative procedures shall require the
following:

(1) The total fire loads, including temporary and permanent
combustible loading, shall not exceed those quantities
established for extinguishment by permanently installed
fire protection systems and equipment.

(2) Where limits are temporarily exceeded, the plant fire
protection manager shall ensure that appropriate fire
protection measures are provided.

5.3.3.2 The fire protection manager or a designated represen-
tative shall conduct weekly walk-through inspections to ensure
implementation of required controls.

5.3.3.2.1 During major maintenance operations, the
frequency of these walk-throughs shall be increased to daily.

5.3.3.2.2 The results of these inspections shall be documented
and the documentation retained for a minimum of 2 years.

5.3.3.3 When the work is completed, the plant fire protection
manager shall have the area inspected to confirm that transient
combustible loadings have been removed from the area.

5.3.3.3.1 Extra equipment shall then be returned to its proper
location.

5.3.3.3.2 The results of this inspection shall be documented
and retained for 2 years.

5.3.3.4¥ Only noncombustible panels or flame-retardant
tarpaulins or approved materials of equivalent fire-retardant
characteristics shall be used.

5.3.3.5 Any fabrics or plastic films used, other than those
complying with 5.3.3.4, shall be certified to conform to the
large-scale fire test described in NFPA 701.

5.3.4 Flammable and Combustible Liquids.

5.3.4.1 Flammable and combustible liquid storage and use
shall be in accordance with NFPA 30.

5.3.4.2 Where oil-burning equipment, stationary combustion
engines, or gas turbines are used, they shall be installed and
used in accordance with NFPA 31 or NFPA 37 as appropriate.

5.3.4.3 Flammable and combustible liquid and gas piping
shall be in accordance with ASME B31.1, Power Piping, or ASME
Boiler and Pressure Vessel Code, Section 111, as applicable.
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5.3.4.4 Hydraulic systems shall use only listed fire-resistant
hydraulic fluids, except as specified by 5.3.4.5.

5.3.4.5 Where unlisted hydraulic fluids must be used, they
shall be protected by a fire suppression system.

5.3.4.6 The ignition of leaked or spilled liquid shall be mini-
mized by the following methods:

(1)* Keeping the liquid from contact with hot parts of the
steam system (wall temperature greater than or equal to
ignition temperature), such as steam pipes and ducts,
entry valve, turbine casing, reheater, and bypass valve

(2) Using suitable electrical equipment

(3) Sealing the insulation of hot plant components to
prevent liquid saturation

(4) Using concentric piping

(5) Using liquid collection systems

5.4 Control of Ignition Sources.
5.4.1 Plant Administrative Procedures.

5.4.1.1 Plant administrative procedures shall require an in-
plant review and prior approval of all work plans to assess
potential fire hazard situations.

5.4.1.2 Where potential fire hazards are determined to exist,
special precautions shall be taken to define appropriate condi-
tions under which the work is authorized.

5.4.2 Hot Work.

5.4.2.1 The owner or a designated manager shall develop,
implement, and update as necessary a welding and cutting
safety procedure using NFPA 51B and NFPA 241 as a guide.

5.4.2.2 Written permission from the fire protection manager
or a designated alternate shall be obtained before starting activ-
ities involving cutting, welding, grinding, or other potential
ignition sources.

5.4.2.3*% A permit shall not be issued until all of the following
are accomplished:

(1) An inspection has determined that hot work can be
conducted at the desired location.

(2) Combustibles have been moved away or covered.

(3) The atmosphere is nonflammable.

(4) A trained fire watch (with equipment) is posted for the
duration of the work and for 30 minutes thereafter, to
protect against sparks or hot metal starting fires.

5.4.2.4 All cracks or openings in floors shall be covered or
closed.

5.4.3 Smoking.

5.4.3.1 Smoking shall be prohibited at or in the vicinity of
hazardous operations or combustible and flammable materials.

5.4.3.2 “No Smoking” signs shall be posted in the areas speci-
fied in 5.4.3.1.

5.4.3.3 Smoking shall be permitted only in designated and
supervised safe areas of the plant.

5.4.3.4 Where smoking is permitted, safe receptacles shall be
provided for smoking materials.

5.4.4 Temporary Electrical Wiring. All temporary electrical
wiring shall comply with the following to minimize the ignition
of flammable materials:
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(1) Be kept to 2 minimum

(2) Be suitable for the location

(3) Be installed and maintained in accordance with NFPA 70
or ANSI/IEEE C2, National Electrical Safety Code, as appro-

priate

(4) Be arranged so that energy shall be isolated by a single
switch

(5) Be arranged so that energy shall be isolated when not
needed

5.4.5 Temporary Heating Appliances.

5.4.5.1 Only safely installed, approved heating devices shall be
used in all locations.

5.4.5.2 Ample clearance shall be provided around stoves, heat-
ers, and all chimney and vent connectors to prevent ignition of
adjacent combustible materials in accordance with NFPA 211
(connectors and solid fuel); NFPA 54 (fuel gas appliances); and
NFPA 31 (liquid fuel appliances).

5.4.5.3 Refueling operations of heating equipment shall be
conducted in an approved manner.

5.4.5.4 Heating devices shall be situated so that they are not
likely to overturn.

5.4.5.5 Temporary heating equipment, when utilized, shall be
monitored and maintained by properly trained personnel.

5.4.6 Open-flame or combustion-generated smoke shall not
be used for leak testing.

5.4.7 Plant administrative procedures shall specify appropriate
requirements governing the control of electrical appliances in
all plant areas.

5.5 Temporary Structures.
5.5.1 Exterior Buildings.

5.5.1.1¥ Temporary buildings, trailers, and sheds, whether
individual or grouped, shall be constructed of noncombustible
material and shall be separated from other structures.

5.5.1.2 Temporary buildings, trailers, and sheds and other
structures constructed of combustible or limited-combustible
material shall be separated from other structures by a mini-
mum distance of 30 ft (9.1 m), unless otherwise permitted by
5.5.1.3.

5.5.1.3 Where all portions of the exposed building (walls,
roof) within 30 ft (9.1 m) of the exposure constitute a rated
fire barrier, the minimum separation distance shall be permit-
ted to be reduced in accordance with Table 5.5.1.3.

Table 5.5.1.3 Minimum Separation Distances

Exposed Ex_posing BlJ:ilding Ex[‘)osing Build.ing
Building Fire Without Sp.rlnkler with A'utomatlc
Barrier Rating Protection Sprinklers

(hr) ft m ft m
3 5 1.5 0 0

2 10 3.0 5 1.5

1 20 6.1 10 3.0

<1 30 9.1 15 4.6
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5.5.1.4 All exterior buildings, trailers, sheds, and other struc-
tures shall have the appropriate type and size of portable fire
extinguishers.

5.5.2 Exterior Temporary Coverings. Where coverings are
utilized for protection of the outdoor storage of materials or
equipment, the following shall apply:

(1)  Only approved fire-retardant tarpaulins or other accepta-
ble materials shall be used.

(2) All framing material used to support such coverings shall
be either noncombustible or fire-retardant pressure-
impregnated wood.

(3) Covered storage shall not be located within 30 ft (9.1 m)
of any building.

5.5.3 Interior Temporary Facilities.

5.5.3.1 All interior temporary structures shall be constructed
of noncombustible, limited-combustible, or fire-retardant
pressure-impregnated wood.

5.5.3.1.1 Structures constructed of noncombustible or limited-
combustible materials shall be protected by an automatic fire
suppression system unless the fire hazard analysis determines
that automatic suppression is not required.

5.5.3.1.2 The structure shall be protected by an automatic fire
suppression system if the structure is constructed of fire-
retardant pressure-impregnated wood.

5.5.3.2 The use of interior temporary coverings shall comply
with the following criteria:

(1) Be limited to special conditions where interior temporary
coverings are necessary
(2) Be constructed of approved fire-retardant tarpaulins

5.5.3.3 Where framing is required, it shall be constructed of
noncombustible, limited-combustible, or fire-retardant
pressure-impregnated wood.

5.5.3.4 All interior temporary facilities shall have the appro-
priate type and size of portable fire extinguisher.

5.6 Impairments.

5.6.1¥ A written procedure shall be established to address
impairments to fire protection systems and features and other
plant systems that directly affect the level of fire risk (e.g., venti-
lation systems, plant emergency communication systems).

5.6.2*% Impairments to fire protection systems shall be as short
in duration as practical.

5.6.3%¥ Appropriate  postmaintenance testing shall be
performed on equipment that was impaired to ensure that the
system will function properly.

5.6.4 Any change to the design or function of the system after
the impairment shall be considered in establishing the testing
requirements and shall be reflected in the appropriate design
documents and plant procedures.

5.7 Testing and Maintenance.

5.7.1 Upon installation, all new fire protection systems and
passive fire protection features shall be preoperationally inspec-
ted and tested in accordance with applicable NFPA standards.
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5.7.2 Where appropriate test standards do not exist, inspec-
tions and test procedures described in the purchase and design
specification shall be followed.

5.7.3* Fire protection systems and passive fire protection
features shall be inspected, tested, and maintained in accord-
ance with applicable NFPA standards, manufacturers' recom-
mendations, and requirements established by those responsible
for fire protection at the plant.

5.7.4 Inspection, testing, and maintenance shall be performed
using established procedures with written documentation of
results and a program of follow-up actions on discrepancies.

5.7.5% Consideration shall be given to the inspection, testing,
and maintenance of non-fire protection systems and equip-
ment that have a direct impact on the level of fire risk within
the plant.

N 5.7.6*% Integrated fire protection systems shall be tested in

their entirety from end to end.

Chapter 6 Manual Fire Fighting

6.1 Prefire Plans.

6.1.1 Detailed prefire plans shall be developed for all site
areas.

6.1.2% Prefire plans shall detail the fire area configurations
and fire hazards to be encountered in the fire area along with
any safety-related components and fire protection systems and
features that are present.

6.1.3 Prefire plans shall be reviewed and, if necessary, updated
at least every 2 years.

6.1.4% Prefire plans shall be available in the control room and
made available to the plant fire brigade.

6.2% On-Site Fire-Fighting Capability.
6.2.1 General.

6.2.1.1 A minimum of five plant fire brigade members shall be
available for response at all times.

6.2.1.2 Fire brigade members shall have no other assigned
normal plant duties that would prevent immediate response to
a fire or other emergency as required.

6.2.1.3 The brigade leader and at least two brigade members
shall have training and knowledge of plant safety-related
systems to understand the effects of fire and fire suppressants
on safe shutdown capability.

6.2.1.4 The fire brigade shall be notified immediately upon
verification of a fire or fire suppression system actuation.

6.2.2 Fire Fighter Qualifications and Requirements.

6.2.2.1 Plant fire brigade members shall be physically quali-
fied to perform the duties assigned.

6.2.2.2 Each member shall pass an annual physical examina-
tion to determine that the fire brigade member can perform
strenuous activity.

6.2.2.3 The physical examination shall determine each
member's ability to use respiratory protection equipment.
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6.2.3 Each fire brigade member shall meet training qualifica-
tions as specified in Section 6.3.

6.3 Training and Drills.
6.3.1 Plant Fire Brigade Training.

6.3.1.1 Plant fire brigade members shall receive training
consistent with the requirements contained in NFPA 600 or
NFPA 1500 as appropriate.

6.3.1.2% Fire brigade members shall be given quarterly train-
ing and practice in fire fighting.

6.3.1.3 A written program shall detail the fire brigade training
program.

6.3.1.4 Written records that include but are not limited to the
following shall be maintained for each fire brigade member:
(1) Initial fire brigade classroom and hands-on training

(2) Refresher training

(3) Special training schools attended

(4) Drill attendance records

(5) Leadership training for fire brigades

6.3.2 Drills.

6.3.2.1 Drills shall be conducted quarterly for each shift to test
the response capability of the fire brigade.

6.3.2.2 Fire brigade drills shall be developed to test and chal-
lenge fire brigade response, including the following:

(1) Brigade performance as a team
(2) Proper use of equipment

(3) Effective use of prefire plans

(4) Coordination with other groups

6.3.2.3 Fire brigade drills shall be conducted in various plant
areas, especially in those areas identified by the fire hazards
analysis to be critical to plant operation and to contain signifi-
cant fire hazards.

6.3.2.4 Drill records shall be maintained detailing the drill
scenario, fire brigade member response, and ability of the fire
brigade to perform the assigned duties.

6.3.2.5 A critique shall be held after each drill.
6.4 Fire-Fighting Equipment.

6.4.1% The plant fire brigade shall be provided with equip-
ment that enables its members to adequately perform their
assigned tasks.

6.4.2 Fire brigade equipment shall be tested and maintained.
6.4.3 Written records shall be retained for review.

6.5 Off-Site Fire Department Interface.

6.5.1 Mutual Aid Agreement.

6.5.1.1 A mutual aid agreement shall be offered to the local
off-site fire department.

6.5.1.2 Where possible, the plant fire protection manager and
the off-site fire authorities shall develop a plan for their inter-
face.
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6.5.1.3 The fire protection manager also shall consult with the
offsite fire department to make plans for fire fighting and
rescue, including assistance from other organizations, and to
maintain these plans.

6.5.1.4 The local off-site fire department shall be invited to
participate in an annual drill.

6.5.2 Site-Specific Training.

6.5.2.1 Fire fighters from the off-site fire department who are
expected to respond to a fire at the plant shall be familiar with
the plant layout.

6.5.2.2 The access routes to fires in the controlled area (to
which access doors are locked) shall be planned in advance.

6.5.2.3% The off-site fire department shall be offered instruc-
tion and training in radioactive materials, radiation, and
hazardous materials that could be present.

6.5.3 Security and Health Physics.

6.5.3.1* Plant management shall designate a plant position to
act as a liaison to the off-site fire department when it responds
to a fire or other emergency at the plant.

6.5.3.2 Plant management shall ensure that the offsite fire
department personnel are escorted at all times and emergency
actions are not delayed.

6.6 Water Drainage. The fire brigade shall have at its disposal
the necessary equipment to assist with routing water from the
affected area.

6.7 Fire-Fighting Access.

6.7.1 All plant areas shall be accessible for fire-fighting purpo-
ses.

6.7.2 Prefire plans shall identify those areas of the plant that
are locked and have limited access for either security or radio-
logical control reasons.

6.7.2.1 Provisions shall be made to allow access to the locked
areas, including having security and health physics personnel
respond to the fire area along with the fire brigade, if neces-

sary.
6.7.2.2 Health physics personnel shall confer with the fire

brigade leader to determine the safest method of access to any
radiologically controlled area.

6.8 Radiation Shielding.

6.8.1 Full advantage shall be taken of all fixed radiation
shielding to protect personnel responding for fire suppression
purposes.

6.8.2 Health physics personnel shall advise the fire brigade
leader of the best method for affording radiological protection.

6.9% Smoke and Heat Removal. If fixed ventilation systems
are not capable of removing smoke and heat, the fire brigade
shall utilize portable ventilation equipment. (See Section 8.4.)
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Chapter 7 Nuclear Reactor Safety Considerations

7.1*% General.

7.2 Fire-Safe Shutdown Analysis (FSSA). A fire-safe shutdown
analysis (FSSA) shall be prepared and maintained for the oper-
ating life of the reactor and shall include, as a minimum, all of
the following:

(1) Fire hazards analysis (FHA)

(2) Safe shutdown analysis (SSA)

(3) Internal plant examination of external fire events for
severe accident vulnerabilities

7.2.1 Fire Hazards Analysis. The fire hazards analysis shall
include the criteria indicated in Section 4.4.

7.2.2 Safe Shutdown Analysis. A safe shutdown analysis of the
effects of a fire on those essential structures, systems, and
components required to safely shut down the plant and main-
tain it in a safe shutdown condition shall be performed, includ-
ing, as a minimum, the requirements of this section.

7.2.2.1 A safe shutdown system available/unavailable calcula-
tion or table that provides the following shall be prepared and
maintained for each fire area:

(1) The document shall identify all safe shutdown equipment
that is operable or inoperable due to the effects of a fire
in that fire area.

(2) The document shall demonstrate compliance with the
requirements of Sections 7.3 and 7.4.

7.2.2.2% A shutdown logic diagram shall be available that iden-
tifies the conditions necessary to achieve and maintain safe
shutdown capability in the event of a fire and the plant features
necessary to realize those conditions, including auxiliary and
support features.

7.2.3 Internal Plant Examination of External Fire Events for
Severe Accident Vulnerabilities. A risk assessment that esti-
mates the potential risk from a fire in relation to the plant's
core damage frequency shall be prepared.

7.2.3.1* An industry-accepted examination process shall be
used for the risk assessment.

7.2.3.2*% An acceptable risk assessment shall demonstrate that
the probability of core damage as a result of an internal fire is
less than 1 x 10 per reactor year.

7.2.3.3 The internal plant examination of external fire events
for severe accident vulnerabilities shall be used to evaluate the
level of safety of the plant and shall not be used to reduce the
overall plant fire protection design basis.

7.3 Design Basis Events and Requirements.
7.3.1 Fire.

7.3.1.1 Only one fire shall be assumed to occur at a given
time, and for the purpose of a safe shutdown analysis, damage
shall be assumed to occur immediately.

7.3.1.2* All components, including electrical cables, that are
susceptible to fire damage in a single fire area (except primary
containment and annulus areas) shall be assumed to be disa-
bled or to be spuriously actuated, whichever is the worse case.

7.3.1.3* A fire shall not impair safe shutdown capability inside
primary containment or annulus areas.
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7.3.1.4 The plant shall be assumed to be operating at
100 percent power, with all components in their normal config-
uration, when a postulated fire occurs; however, the analysis
also shall consider changes in plant configurations during all
normal modes of operation.

7.3.1.5 A concurrent single active component failure inde-
pendent of the postulated fire shall not be assumed to occur.

7.3.1.6 Plant accidents or severe natural phenomena shall not
be assumed to occur concurrently with a postulated fire, except
as specified in 7.3.2.

7.3.1.7 A loss of offsite power shall be assumed concurrent
with the postulated fire only where the safe shutdown analysis
(including alternative shutdown) indicates the fire could
initiate the loss of off-site power.

7.3.1.8*% Fire-safe shutdown components shall be capable of
performing all the following functions in the event of the
postulated fire:

(1) Achieving and maintaining subcritical reactivity condi-
tions in the reactor

(2) Maintaining the reactor coolant inventory such that plant
safety limits are not violated

(3) Establishing reactor decay heat removal to prevent fuel
damage and to achieve and maintain cold shutdown
conditions

(4) Providing support functions such as process cooling and
lubrication necessary to allow operation of the FSSD
components

(5) Providing direct readings of the process variables neces-
sary to perform and control the FSSD functions

7.3.1.9 Limiting Safety Conditions. During a postfire shut-
down, the fission product boundary integrity shall be main-
tained within acceptable limits (e.g., fuel clad damage, rupture
of any primary coolant boundary, or rupture of the primary
containment boundary).

7.3.1.10 Spurious Signals.

7.3.1.10.1 An evaluation of spurious signals shall be
performed based on the following:

(1) All components shall be assumed to be in their normal
operating positions for the particular mode of operation
being considered by the spurious signal evaluation.

(2) The evaluation shall consider the following cable failure
modes:

(a) A hot short in which individual conductors within a
cable are shorted to individual conductors of a
different cable such that a de-energized circuit
might become energized by shorting to an external
source of electrical power

(b) An open circuit in which the cable failure results in
the loss of electrical continuity

(c) Ashort to ground in which a cable conductor shorts
to grounded structures

(d) A short circuit in which individual conductors
within multiconductor cable short to each other

7.3.1.10.2 Functional failure or damage modes of equipment
and components that can spuriously operate shall be consid-
ered.
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7.3.1.11 Fire-Induced Spurious Actuation. The postulates
specified in 7.3.1.11.1 through 7.3.1.11.5 shall be used in the
analysis of fire-induced spurious actuation of equipment.

7.3.1.11.1 FSSD capability shall not be adversely affected by
simultaneous spurious actuation of all valves in a single high-to-
low pressure interface line where the power or control circuits
for the valves can be damaged by a postulated fire.

7.3.1.11.2 For other than high-to-low pressure boundaries,
FSSD capability shall not be adversely affected by spurious
actuation or signal.

7.3.1.11.3 Separate conditions shall be analyzed concurrent
with the spurious actuation(s) or signal addressed in 7.3.1.11.1
and 7.3.1.11.2.

7.3.1.11.4 All automatic functions (signal, logic, etc.) from the
circuits that can be damaged by the postulated fire shall be
assumed lost or assumed to function as intended, whichever is
the worse case.

7.3.1.11.5 Potential spurious signals shall be analyzed in
accordance with NEI 00-01, Guidance for Post-Fire Safe Shutdown
Circuit Analysis.

7.3.1.12* For the purpose of analysis for cases involving high-
to-low pressure interface, hot shorts involving three-phase ac
circuits shall be postulated.

7.3.1.13 For ungrounded dc circuits, if it can be shown that
only two hot shorts of the proper polarity without grounding
could cause spurious operation, no further evaluation shall be
necessary, except for cases involving high-to-low pressure inter-
faces.

7.3.1.14* Circuits Associated by Common Power Supply. All
common power supply—associated circuits of concern shall be
isolated from FSSD circuits by coordinated circuit breakers or
fuses.

7.3.1.15* Circuits Associated by Common Enclosure.

7.3.1.15.1 Protection for circuits associated by common enclo-
sure shall meet the following criteria:

(1) Protection shall be demonstrated by ensuring that suita-
ble electrical overcurrent protection devices are provided
for all cables.

(2) Appropriate measures to prevent the propagation of fire,
such as rated fire stops and seals in the raceway or enclo-
sure, shall be provided.

A 7.3.1.15.2 The overcurrent protection devices specified in

7.3.1.15.1(1) shall be located outside the fire area containing
the common enclosure.

7.3.1.16 High-Impedance Faults.

7.3.1.16.1 A high-impedance fault shall be assumed to occur
as a result of a fire.

7.3.1.16.2 Evaluation of the impact of high-impedance faults
on the ability to achieve and maintain safe shutdown shall be
performed to demonstrate that sufficient capacity exists in the
electrical protective system to preclude a trip of the main
source breaker to the supply.
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7.3.2* Seismic/Fire Interaction.

7.3.2.1 A risk assessment that demonstrates the potential risk
from a seismically induced fire in relationship to the plant's
core damage frequency shall be prepared and used as follows:

(1) The assessment shall be used to evaluate the level of
safety of the plant.

(2) The assessment shall not be used to reduce the overall
plant fire protection design basis.

7.3.2.2% An industry-accepted examination process shall be
used for the risk assessment.

7.4 Separation Criteria.

7.4.1 One safety division of systems that is necessary to achieve
and maintain safe shutdown from either the control room or
emergency control station(s) shall be maintained free of fire
damage by a single fire, including an exposure fire.

7.4.2 One safety division of systems that is necessary to prevent
the initiation of a design basis accident shall be maintained
free of fire damage from a single fire that occurs outside the
main control room.

7.4.3 Redundant cables, equipment, components, and associ-
ated circuits of nuclear safety-related or safe shutdown systems
shall be located in separate fire areas, unless otherwise permit-
ted by 7.4.3.1.

7.4.3.1 Where redundant system separation inside contain-
ment cannot be achieved, other measures shall be permitted in
accordance with Section 7.6 to prevent a fire from causing the
loss of function of nuclear safety-related or safe shutdown
systems.

7.4.3.2 The fire barrier forming the separate fire areas speci-
fied in 7.4.3 shall have a 3-hour fire rating, and automatic area-
wide detection shall be installed throughout the fire areas,
unless all the following criteria are met:

(1) The fire barriers forming the fire areas shall have a mini-
mum fire-resistive rating of 1 hour.

(2) Automatic area-wide detection and suppression shall be
installed throughout the fire areas.

(8) Structural steel forming a part of or supporting the fire
barriers shall be protected to provide fire resistance
equivalent to that of the barrier.

7.4.3.3 Structural steel forming a part of or supporting the fire
barriers shall be protected to provide fire resistance equivalent
to that of the 3-hour fire-rated barrier specified in 7.4.3.2.

7.4.4 Fire areas separated by minimum 3-hour fire-rated barri-
ers shall be established to separate redundant safety divisions
and safe shutdown functions from fire hazards in nonsafety or
safe shutdown-related areas of the plant.

7.4.5 In fire areas containing components of either a nuclear
safety-related or safe shutdown system, special attention shall
be given to detecting and suppressing fire that can adversely
affect the system.

7.4.6 Measures that shall be taken to reduce the effects of a
postulated fire in a given fire area include the following:

(1) Limiting the amount of combustible materials (see
Section 5.3)
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(2) Providing fire-rated barriers between major components
and equipment to limit fire spread within a fire area (see
Section 8.1)

(3) Installing fire detection (see Section 9.8) and fixed suppres-
sion systems (see Section 9.6)

7.5 Manual Actions.

7.5.1 Shutdown Procedures. Procedures shall be developed
for actions necessary to achieve FSSD.

7.5.2 Operator Actions.

7.5.2.1 Operator actions necessary to achieve FSSD of the
reactor shall meet criteria acceptable to the AHJ.

7.5.2.2* No credit shall be taken for operator actions required
to effect repairs to equipment to achieve FSSD of the reactor.

7.5.2.3 Personnel necessary to achieve and maintain the plant
in FSSD following a fire shall be provided from the normal on-
site staff, exclusive of the fire brigade.

7.5.2.4 The operator training program shall include
performance-based simulator training on FSSD procedures.

7.5.2.5 Walk-through of operator actions necessary to achieve
FSSD of the reactor shall be performed to verify that the
actions are feasible and shall be integrated into the operator
training program.

7.5.2.6 Postfire shutdown and recovery plans shall be included

in the station emergency preparedness plan.

7.5.2.7 Drills and operator requalification training shall
ensure that operations personnel are familiar with and can
accomplish the necessary actions.

7.5.3 Operator Access and Equipment Operation.
7.5.3.1 Operator Access.

7.5.3.1.1*% Access routes to areas containing equipment neces-
sary for safe shutdown of the reactor shall be protected from
the effects of smoke and fire.

7.5.3.1.2 Two separate access routes shall be provided from
the main control room to the remote shutdown location.

7.5.3.1.3 Emergency lighting shall be provided for the access
routes and the remote shutdown location (see Section 8.6).

7.5.3.2 Equipment Operation.

7.5.3.2.1* Operator safety shall not be threatened by fire
conditions while FSSD of the reactor is being implemented.

7.5.3.2.2*% Operation of equipment required to effect FSSD of
the reactor shall not require any extraordinary actions by the
operator.

7.5.3.2.3 Operators (e.g., handwheels of valves that require
manual manipulation for FSSD) shall be readily accessible.

7.5.3.2.3.1 If the handwheel is located more than 5 ft (1.5 m)
above the floor, it shall be provided with either a chain opera-
tor or a permanent platform.

7.5.3.2.3.2 The platform shall be of sufficient size to allow the
operator to safely perform the manual action.
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7.6 Alternative Shutdown Capability.

7.6.1 Alternative shutdown capability provided for a specific
fire area shall include the following:

(1) Achieving and maintaining subcritical reactivity condi-
tions in the reactor

(2) Maintaining the reactor coolant inventory

(3) Achieving safe shutdown

(4) Maintaining safe shutdown following the fire event

7.6.2 During the postfire shutdown, the reactor coolant
system process variables shall be maintained within those values
predicted for a loss of normal ac power, and the fission product
boundary integrity shall not be affected.

7.6.3 Performance goals for reactor shutdown functions shall
be the same as those required by 7.3.1.8.

7.6.4 The safe shutdown circuits for each fire area shall meet
the following criteria:

(1) They shall be known to be isolated from associated
circuits in the fire area so the hot shorts, shorts to
ground, open circuits, or short circuits will not prevent
the operation of the safe shutdown equipment.

(2) Isolation of associated circuits from the safe shutdown
equipment shall be such that a postulated fire involving
the associated circuits will not prevent safe shutdown or
damage the safe shutdown components.

Chapter 8 General Plant Design

8.1 Plant Arrangement.
8.1.1 Building Separation.

8.1.1.1 In multiunit plants, each unit shall be separated from
adjacent units by either an open space of at least 50 ft (15.2 m)
or at least a 3-hourrated fire barrier.

8.1.1.2 Buildings or portions thereof containing nuclear
safety-related systems shall be separated from buildings or
portions thereof not related to nuclear safety by barriers having
a designated fire resistance rating of 3 hours.

8.1.1.3 Buildings containing nuclear safety-related systems
shall be permitted to be separated from buildings not related
to nuclear safety by an open space of at least 50 ft (15.2 m).

8.1.2 Fire Areas.

8.1.2.1 Advanced light water reactor (ALWR) electric generat-
ing plants shall be subdivided into separate fire areas to mini-
mize the risk of fire spread and the resultant consequential
damage from fire gases, smoke, heat, radioactive contamina-
tion, and fire-fighting activities.

8.1.2.2 In addition to 8.1.2.1, the subdivision into fire areas
shall allow adequate access for manual fire suppression activi-
ties.

8.1.2.3 A listed fire barrier having a fire resistance rating of at
least 3 hours and with listed 3-hour-rated penetration seals shall
be provided as follows:

(1) To separate all contiguous buildings or portions thereof
serving different purposes, such as reactor containment,
auxiliary, turbine, rad waste, control, service, administra-
tion, and other occupancy areas as dictated by reactor
design
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