
NFPA® 914 
 

Code for 
Fire Protection of 

Historic Structures 
 

2010 Edition 
 
 
 
 
 
 
 
 
 

 
 

NFPA, 1 Batterymarch Park, Quincy, MA 02169-7471 
An International Codes and Standards Organization 

Full document details: NFPA 914 2010

http://www.avadocuments.com/doc/nfpa-914-2010
http://www.avadocuments.com/doc/nfpa-914-2010


NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA DOCUMENTS 
 
 
NFPA® codes, standards, recommended practices, and guides (“NFPA Documents”), of which the document 
contained herein is one, are developed through a consensus standards development process approved by the 
American National Standards Institute. This process brings together volunteers representing varied viewpoints and 
interests to achieve consensus on fire and other safety issues. While the NFPA administers the process and 
establishes rules to promote fairness in the development of consensus, it does not independently test, evaluate, or 
verify the accuracy of any information or the soundness of any judgments contained in NFPA Documents.  

The NFPA disclaims liability for any personal injury, property or other damages of any nature whatsoever, 
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the publication, use of, 
or reliance on NFPA Documents. The NFPA also makes no guaranty or warranty as to the accuracy or completeness 
of any information published herein.  

In issuing and making NFPA Documents available, the NFPA is not undertaking to render professional or other 
services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty owed by any 
person or entity to someone else. Anyone using this document should rely on his or her own independent judgment 
or, as appropriate, seek the advice of a competent professional in determining the exercise of reasonable care in any 
given circumstances.  

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of NFPA 
Documents. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for compliance with 
this document. Any certification or other statement of compliance with the requirements of this document shall not 
be attributable to the NFPA and is solely the responsibility of the certifier or maker of the statement.  
       
 
 

ISBN:  978-087765946-4 (Print) 
ISBN:  978-087765994-5 (PDF)                                                                                                                            12/09

IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA  DOCUMENTS ®

Full document details: NFPA 914 2010

http://www.avadocuments.com/doc/nfpa-914-2010
http://www.avadocuments.com/doc/nfpa-914-2010


IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA DOCUMENTS 
 

ADDITIONAL NOTICES AND DISCLAIMERS 
 

Updating of NFPA Documents  
Users of  NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be 

superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments. 
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments 
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the 
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considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation. 
 
Patents  
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of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA 
Documents. 
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Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy: 
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patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential 
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to 
grant licenses  under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of 
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below. 

 
Law and Regulations  
Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its 

codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may 
not be construed as doing so. 

 
Copyrights  
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This edition of NFPA 914, Code for Fire Protection of Historic Structures, was prepared by the
Technical Committee on Cultural Resources. It was issued by the Standards Council on Oc-
tober 27, 2009, with an effective date of December 5, 2009, and supersedes all previous
editions.

This edition of NFPA 914 was approved as an American National Standard on December 5,
2009.

Origin and Development of NFPA 914
The Technical Committee on Cultural Resources was first organized in 1940 as the Com-

mittee on Libraries, Museums, and Historic Buildings. The first committee document, pub-
lished in 1948, was the manual Protecting our Heritage: Historic Buildings, Museums, and Libraries.
A second edition of the manual was published in 1970.

The Committee has revised and updated this document from a recommended practice to
a code to recognize changes in the state of the art, to make the document more usable, and to
reflect the new technology in fire detection and fire extinguishing systems. The Committee
approved a request in November 1984 to develop a publication similar to NFPA 913, which
was withdrawn in 1997, but its scope of coverage included protection criteria for historic
structures for buildings that were to be rehabilitated for new uses. A recommended practice
was prepared in draft form for the 1988 Annual Meeting but was not considered by the
Committee to be ready for publication. The Committee continued to revise and organize the
material, and the document was submitted once again at the 1989 Annual Meeting in Wash-
ington, DC, where the first edition was adopted. The original title was Recommended Practice for
Fire Protection in Rehabilitation and Adaptive Reuse of Historic Structures.

In the early part of 1993, the Committee moved to consolidate the various requirements
for churches, museums, and libraries into a common standard. That consolidation was
achieved in 1997 with the issuance of NFPA 909, Standard for the Protection of Cultural Resources,
Including Museums, Libraries, Places of Worship, and Historic Properties. While this new standard
was being developed, a further need to deal with the unique properties of historic structures
was identified: In many applications, traditional requirements of codes and standards did not
provide practical solutions to correcting fire protection deficiencies in historic properties.

Previous editions of NFPA 914 contained somewhat expanded fire protection guidelines,
including the need to develop an overall fire protection plan that emphasized management’s
responsibility in addressing fire protection and the importance of preserving the historic
integrity of these irreplaceable artifacts of history and culture. However, the document still
did not contain a roadmap to accomplish these goals. The changes made to the document in
the 2001 edition were quite substantial in this regard. Among the revisions was the designa-
tion of the 2001 edition as a code rather than as a recommended practice. The document
gave clear guidance instead of good ideas. Designation as a code also allowed for a document
to be adopted by law into a state or local jurisdiction, since it used mandatory language.

Given the unique nature of this document — an attempt to cover the gamut of existing
structures with no occupancy change, structures that had been undergoing an adaptive reuse
transformation, or those structures that simply had never been regulated before, given the
lack of an authoritative document on this subject — the 2001 edition contained both a
prescriptive approach as well as a performance-based approach to finding solutions to the life
safety and fire safety problems in historic structures. In both cases, NFPA 914 maintained the
importance of preventing or minimizing the intrusion of fire protection systems or solutions
so as not to destroy the fabric or significance of the structure.
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Also of significance in the 2001 edition was the addition of a process whereby those individuals responsible for
managing the fire protection plan for a building could be considered part of the overall fire protection plan for the
building. This approach allowed specific direction to be given for needs assessment, both from the fire protection
management standpoint as well as from the historic significance standpoint. This process allows the responsible parties
to develop and implement a plan that encompasses all aspects of the historic structure or site so that it can be preserved
for future generations. A major addition to the 2001 edition that provided guidance for carrying out this approach was
found in Chapter 10, Management Operational Systems.

The 2007 edition underwent a major reorganization to come into further compliance with the Manual of Style for
NFPA Technical Committee Documents and to better correlate with the 2005 edition of NFPA 909, Code for the Protection of
Cultural Resource Properties — Museums, Libraries, and Places of Worship. A new chapter on security and a new annex that
illustrates compliance alternatives were added. Technical revisions were also made pertaining to life safety perfor-
mance criteria; temporary enclosures; deficiencies discovered during compliance audits; documentation of modifica-
tions to prescriptive requirements; housekeeping practices; hot work; cabling; commercial cooking and food service
operations; additions, alterations, and repairs; roofing; plumbing; temporary wiring; fire doors; inspection, testing,
and maintenance of fire protection systems; and the use of combustible packing materials. Revisions were also made
regarding the type of automatic sprinklers to be used in historic structures properties, and information was added on
management operations systems and emergency response plans.

The 2010 edition adds: new criteria and survey forms for conducting vulnerability assessments to mitigate the risk of
arson in historic structures; guidance on implementing operational controls; requirement for arc fault circuit inter-
rupters (AFCIs) to protect electrical circuits; criteria for protection against wildfires; criteria for the determination of
contractor qualifications for working in historic structures; inspection, testing, and maintenance requirements for
premises security systems; special event security and protection criteria; new Annex R, NFPA 914 Case Studies; new
Annex S, Protection of Historic Districts; new Annex T, Example Code Exceptions for Historic Buildings; and new
Annex U, Security Systems.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (•) between the paragraphs that
remain.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex V. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text shall be sent to the technical committee re-
sponsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex V.

Chapter 1 Administration

1.1 Scope.

1.1.1 This code describes principles and practices of fire
safety for historic structures and for those who operate, use, or
visit them.

1.1.2* Collections within libraries, museums, and places of
worship are not within the scope of this code.

1.2* Purpose. This code shall prescribe minimum require-
ments for the protection of historic structures from fire
through a comprehensive fire protection program, while pro-
tecting the elements, spaces, and features that make these
structures historically or architecturally significant.

1.3 Application. This code shall apply to historic structures.

1.3.1 This code covers ongoing operations, renovation, and
restoration and acknowledges the need to preserve historically
significant and character-defining building features and to
provide for continuity of operations.

1.3.2 This code addresses those construction, protection, op-
erational, and occupancy features that are necessary to mini-

mize danger to life, structures, and historic fabric from the
effects of fire, including smoke, heat, and fumes.

1.3.3 This code identifies the minimum fire safety criteria to
permit prompt escape of the building occupants to a safe area
and to minimize the impact of fire and fire protection on the
structure, or historic fabric.

1.3.4 Libraries, museums, and places of worship housed in
historic structures shall also comply with the requirements of
NFPA 909, Code for the Protection of Cultural Resource Properties —
Museums, Libraries, and Places of Worship.

1.4 Equivalency.

1.4.1 Nothing in this code is intended to prevent the use of
systems, methods, or devices of equivalent or superior quality,
strength, fire resistance, or effectiveness, provided that the fol-
lowing conditions are met:

(1) Technical documentation shall be submitted to the au-
thority having jurisdiction to demonstrate equivalency.

(2) The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

1.4.2 Historic structures or portions of such structures that
do not strictly comply with this code shall be considered to be
in compliance if it can be shown that equivalent protection
has been provided or that no specific hazard will be created or
continued through noncompliance.

1.4.3 A designer capable of applying more complete and rig-
orous analysis to special or unusual problems shall have lati-
tude in the development of the applicable design.

1.4.3.1 In such cases, the designer shall be responsible for
demonstrating the validity of the approach.

1.4.3.2 This code shall not do away with the need for compe-
tent engineering judgment.

1.4.3.3 This code shall not be intended to be used as a design
handbook.

1.5* Enforcement. This code shall be administered and en-
forced by the AHJ designated by the governing authority.

1.5.1 Organization. The owner or governing body shall desig-
nate a fire safety manager who shall administer and enforce
this code.

1.5.2 Approvals by Other Authorities Having Jurisdiction.
The fire safety manager shall require that the laws, rules, and
regulations of all other regulatory agencies having jurisdiction
shall be met when not in conflict with this code.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this code and shall be consid-
ered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 1, Fire Code, 2009 edition.
NFPA 10, Standard for Portable Fire Extinguishers, 2010 edi-

tion.
NFPA 11, Standard for Low-, Medium-, and High-Expansion

Foam, 2010 edition.
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NFPA 12, Standard on Carbon Dioxide Extinguishing Systems,
2008 edition.

NFPA 12A, Standard on Halon 1301 Fire Extinguishing Systems,
2009 edition.

NFPA 13, Standard for the Installation of Sprinkler Systems, 2010
edition.

NFPA 13D, Standard for the Installation of Sprinkler Systems in
One- and Two-Family Dwellings and Manufactured Homes, 2010
edition.

NFPA 13R, Standard for the Installation of Sprinkler Systems in
Residential Occupancies up to and Including Four Stories in Height,
2010 edition.

NFPA 14, Standard for the Installation of Standpipe and Hose
Systems, 2010 edition.

NFPA 15, Standard for Water Spray Fixed Systems for Fire Protec-
tion, 2007 edition.

NFPA 16, Standard for the Installation of Foam-Water Sprinkler
and Foam-Water Spray Systems, 2007 edition.

NFPA 17, Standard for Dry Chemical Extinguishing Systems,
2009 edition.

NFPA 17A, Standard for Wet Chemical Extinguishing Systems,
2009 edition.

NFPA 25, Standard for the Inspection, Testing, and Maintenance
of Water-Based Fire Protection Systems, 2008 edition.

NFPA 30, Flammable and Combustible Liquids Code, 2008 edi-
tion.

NFPA 31, Standard for the Installation of Oil-Burning Equip-
ment, 2006 edition.

NFPA 51B, Standard for Fire Prevention During Welding, Cut-
ting, and Other Hot Work, 2009 edition.

NFPA 54, National Fuel Gas Code, 2009 edition.
NFPA 58, Liquefied Petroleum Gas Code, 2008 edition.
NFPA 70®, National Electrical Code®, 2008 edition.
NFPA 72®, National Fire Alarm and Signaling Code, 2010 edi-

tion.
NFPA 80, Standard for Fire Doors and Other Opening Protectives,

2010 edition.
NFPA 90A, Standard for the Installation of Air-Conditioning and

Ventilating Systems, 2009 edition.
NFPA 90B, Standard for the Installation of Warm Air Heating

and Air-Conditioning Systems, 2009 edition.
NFPA 92A, Standard for Smoke-Control Systems Utilizing Barriers

and Pressure Differences, 2009 edition.
NFPA 92B, Standard for Smoke Management Systems in Malls,

Atria, and Large Spaces, 2009 edition.
NFPA 96, Standard for Ventilation Control and Fire Protection of

Commercial Cooking Operations, 2008 edition.
NFPA 101®, Life Safety Code®, 2009 edition.
NFPA 101A, Guide on Alternative Approaches to Life Safety, 2010

edition.
NFPA 110, Standard for Emergency and Standby Power Systems,

2010 edition.
NFPA 204, Standard for Smoke and Heat Venting, 2007 edition.
NFPA 211, Standard for Chimneys, Fireplaces, Vents, and Solid

Fuel–Burning Appliances, 2010 edition.
NFPA 241, Standard for Safeguarding Construction, Alteration,

and Demolition Operations, 2009 edition.
NFPA 251, Standard Methods of Tests of Fire Resistance of Build-

ing Construction and Materials, 2006 edition.
NFPA 255, Standard Method of Test of Surface Burning Charac-

teristics of Building Materials, 2006 edition.
NFPA 259, Standard Test Method for Potential Heat of Building

Materials, 2008 edition.
NFPA 550, Guide to the Fire Safety Concepts Tree, 2007 edition.

NFPA 701, Standard Methods of Fire Tests for Flame Propagation
of Textiles and Films, 2010 edition.

NFPA 703, Standard for Fire Retardant–Treated Wood and Fire-
Retardant Coatings for Building Materials, 2009 edition.

NFPA 730, Guide for Premises Security, 2008 edition.
NFPA 731, Standard for the Installation of Electronic Premises

Security Systems, 2008 edition.
NFPA 750, Standard on Water Mist Fire Protection Systems, 2010

edition.
NFPA 780, Standard for the Installation of Lightning Protection

Systems, 2008 edition.
NFPA 909, Code for the Protection of Cultural Resource Properties

— Museums, Libraries, and Places of Worship, 2010 edition.
NFPA 914, Code for Fire Protection of Historic Structures, 2010

edition.
NFPA 1123, Code for Fireworks Display, 2010 edition.
NFPA 1126, Standard for the Use of Pyrotechnics Before a Proxi-

mate Audience, 2006 edition.
NFPA 1144, Standard for Reducing Structure Ignition Hazards

from Wildland Fire, 2008 edition.
NFPA 2001, Standard on Clean Agent Fire Extinguishing Sys-

tems, 2008 edition.

2.3 Other Publications.

2.3.1 ANSI/UL Publications. Underwriters Laboratories Inc.,
333 Pfingsten Road, Northbrook, IL 60062–2096.

ANSI/UL 1975, Standard for Fire Tests for Foamed Plastics Used
for Decorative Purposes, 1996.

2.3.2 ASTM Publications. ASTM International, 100 Barr
Harbor Drive, P.O. Box 5700, West Conshohocken, PA 19428-
2959.

ASTM E 84, Standard Test Method for Surface Burning Charac-
teristics of Building Materials, 2008.

ASTM E 119, Standard Test Methods for Fire Tests of Building
Construction and Materials, 2008.

ASTM E 136, Standard Test method for Behavior of Materials in
a Vertical Tube Furnace at 750°C, 2004.

ASTM E 1591, Standard Guide for Obtaining Data for Determin-
istic Fire Models, 2007.

2.3.3 Other Publications.
Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-

Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.
NFPA 1, Fire Code, 2009 edition.
NFPA 13, Standard for the Installation of Sprinkler Systems, 2010

edition.
NFPA 25, Standard for the Inspection, Testing, and Maintenance

of Water-Based Fire Protection Systems, 2008 edition.
NFPA 51B, Standard for Fire Prevention During Welding, Cut-

ting, and Other Hot Work, 2009 edition.
NFPA 70®, National Electrical Code®, 2008 edition.
NFPA 72®, National Fire Alarm and Signaling Code, 2010 edi-

tion.
NFPA 101®, Life Safety Code®, 2009 edition.
NFPA 805, Performance-Based Standard for Fire Protection for

Light Water Reactor Electric Generating Plants, 2010 edition.
NFPA 921, Guide for Fire and Explosion Investigations, 2008

edition.
NFPA 5000®, Building Construction and Safety Code®, 2009

edition.
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Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this code. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning..

3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3* Code. A standard that is an extensive compilation of
provisions covering broad subject matter or that is suitable for
adoption into law independently of other codes and stan-
dards.

3.2.4 Labeled. Equipment or materials to which has been
attached a label, symbol, or other identifying mark of an orga-
nization that is acceptable to the authority having jurisdiction
and concerned with product evaluation, that maintains peri-
odic inspection of production of labeled equipment or mate-
rials, and by whose labeling the manufacturer indicates com-
pliance with appropriate standards or performance in a
specified manner.

3.2.5* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalu-
ation of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated stan-
dards or has been tested and found suitable for a specified
purpose.

3.2.6 Shall. Indicates a mandatory requirement.

3.2.7 Should. Indicates a recommendation or that which is
advised but not required.

3.2.8 Standard. A document, the main text of which contains
only mandatory provisions using the word “shall” to indicate
requirements and which is in a form generally suitable for
mandatory reference by another standard or code or for adop-
tion into law. Nonmandatory provisions shall be located in an
appendix or annex, footnote, or fine-print note and are not to
be considered a part of the requirements of a standard.

3.3 General Definitions.

3.3.1 Adaptive Reuse. The conversion or functional change
of a building from the purpose or use for which it was origi-
nally constructed or designed.

3.3.2 Addition. An increase in the building area, aggregate
floor area, building height, or number of stories of a structure.
[5000, 2009]

3.3.3 Alternative Calculation Procedure. A calculation proce-
dure that differs from the procedure originally employed by
the design team but that provides predictions for the same
variables of interest. [101, 2009]

3.3.4 Arc-Fault Circuit Interrupter (AFCI). A device intended
to provide protection from the effects of arc faults by recogniz-
ing characteristics unique to arcing and by functioning to de-
energize the circuit when an arc fault is detected. [70, 2008]

3.3.5 Arson. The crime of maliciously and intentionally, or
recklessly, starting a fire or causing an explosion. [921, 2008]

3.3.6* Atrium. A large-volume space created by a floor open-
ing or series of floor openings connecting two or more stories
that is covered at the top of the series of openings and is used
for purposes other than as an enclosed stairway, elevator hoist-
way, escalator opening, or utility shaft used for plumbing, elec-
trical, air conditioning, or communication facilities.

3.3.7 Barrier.

3.3.7.1* Fire Barrier. A continuous membrane or a mem-
brane with discontinuities created by protected openings
with a specified fire protection rating, where such mem-
brane is designed and constructed with a specified fire re-
sistance rating to limit the spread of fire, that also restricts
the movement of smoke. [101, 2009]

3.3.7.2* Smoke Barrier. A continuous membrane, or a
membrane with discontinuities created by protected open-
ings, where such membrane is designed and constructed to
restrict the movement of smoke. [101, 2009]

3.3.7.3* Thermal Barrier. A material that limits the average
temperature rise of an unexposed surface to not more than
250°F (139°C) for a specified fire exposure complying with
the standard time-temperature curve of NFPA 251, Standard
Methods of Tests of Fire Resistance of Building Construction and
Materials, or ASTM E 119, Standard Test Methods for Fire Tests
of Building Construction and Materials.

3.3.8 Building Manager. The authorized person, formally and
officially appointed or designated by the governing body or a
responsible party, who is charged with the duties and respon-
sibilities of providing and ensuring the overall management,
operation, and maintenance for that facility or institution.

3.3.9* Building Systems. An assembly or set of units made up
of components that provide services to spaces in a building.

3.3.10* Buildings. Structures, usually enclosed by walls and a
roof, constructed to provide support or shelter for an in-
tended occupancy.

3.3.11 Character-Defining Feature. A prominent or distinctive
aspect, quality, or characteristic of a cultural resource property
that contributes significantly to its physical character.

3.3.12 Collections. Prehistoric and historic objects, works of
art, natural history specimens, religious objects, archival docu-
ments, archeological artifacts, library media, and cultural ma-
terials assembled according to some rational scheme and
maintained for the purposes of preservation, research, study,
exhibition, publication, and interpretation for public benefit.

3.3.13 Compartment. See 3.3.27, Fire Compartment.

3.3.14 Compliance. Adherence or conformance to laws and
standards.

3.3.15* Conservation. The professional practice of examina-
tion, documentation, treatment, and preventative care de-
voted to the preservation of cultural property.

3.3.16* Cultural Resource Properties. Buildings, structures, or
sites, or portions thereof, that are culturally significant, or that
house culturally significant collections.
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3.3.17 Damage Limitation Plan. Written procedures that out-
line and prioritize the actions to take following a disaster to
minimize property damage and loss.

3.3.18 Data Conversion. The process of developing the input
data set for the assessment method of choice. [101, 2009]

3.3.19* Design Specifications. A building’s characteristics and
other conditions that are under the control of the design
team.

3.3.20* Design Team. A group of stakeholders including, but
not limited to, representatives of the architect, client, and any
pertinent engineers and other designers. [101, 2009]

3.3.21 Early Warning. A signal provided by a system that de-
tects fire in its earliest stages of development to enhance the
opportunity of building occupants to escape and to com-
mence manual suppression of the fire prior to arrival of fire
service units.

3.3.22 Equivalency. An alternative means of providing an equal
or greater degree of fire safety than that afforded by strict con-
formance to prescribed codes and standards.

3.3.23 Exit. That portion of a means of egress that is sepa-
rated from all other spaces of a building or structure by con-
struction or equipment as required to provide a protected way
of travel to the exit discharge.

3.3.24 Exit Access. That portion of a means of egress that
leads to an exit. [101, 2009]

3.3.25 Exit Discharge. That portion of a means of egress be-
tween the termination of an exit and a public way.

3.3.26* Exposure Fire. A fire that starts at a location that is
remote from the area being protected and grows to expose
that which is being protected. [101, 2009]

3.3.27 Fire Compartment. A space within a building that is
enclosed by fire barriers on all sides, including the top and
bottom.

3.3.28 Fire Hazard. Any situation, process, material, or con-
dition that, on the basis of applicable data, can cause a fire or
explosion or that can provide a ready fuel supply to augment
the spread or intensity of a fire or explosion, all of which pose
a threat to life or property.

3.3.29 Fire Load. The weight of combustibles in a fire area
[(ft2)(m2)] or on a floor in buildings and structures, includ-
ing either contents or building parts, or both.

3.3.30* Fire Model. Mathematical prediction of fire growth,
environmental conditions, and potential effects on structures,
systems, or components based on the conservation equations
or empirical data. [805, 2006]

3.3.31 Fire Resistance Rating. The time, in minutes or hours,
that materials or assemblies have withstood a fire exposure as
established in accordance with the test procedures of
NFPA 251, Standard Methods of Tests of Fire Resistance of Building
Construction and Materials.

3.3.32 Fire Resistive. Properties of designs to resist the effects
of any fire to which a material or structure can be expected to
be subjected.

3.3.33 Fire Retardant. A liquid, solid, or gas that tends to in-
hibit combustion when applied on, mixed in, or combined
with combustible materials. [1, 2009]

3.3.34* Fire Safety Manager. For the purposes of this stan-
dard, the person designated by the governing body or respon-
sible party of an historic building or structure with the duties
and responsibilities of providing and ensuring fire protection
for that facility or institution.

3.3.35 Fire Watch. The assignment of a person or persons to
an area for the express purpose of notifying the fire depart-
ment, building occupants, or both, of an emergency, prevent-
ing a fire from occurring, extinguishing small fires, or protect-
ing the public from fire or life safety dangers.

3.3.36 Firestop. A specific system, device, or construction
consisting of the materials that fill the openings around pen-
etrating items such as cables, cable trays, conduits, ducts,
pipes, and their means of support through the wall or floor
openings to prevent the spread of fire. [5000, 2009]

3.3.37 Fuel Load. The total quantity of combustible contents
of a building, space, or fire area, including interior finish and
trim, expressed in heat units or the equivalent weight in wood.
[921, 2008]

3.3.38 Goal. A nonspecific overall outcome to be achieved
that is measured on a qualitative basis.

3.3.39 Governing Body. The board of directors, trustees, or
other body charged with governance and fiduciary responsi-
bility of a cultural resource property.

3.3.40* Hazardous Area. An area of a structure or building
that poses a degree of hazard greater than that normal to the
general occupancy of the building or structure. [5000, 2009]

3.3.41* Historic Building. For the purpose of this standard, a
building that is designated, or deemed eligible for such desig-
nation, by a local, regional, or national jurisdiction as having
historical, architectural, or cultural significance.

3.3.42 Historic District. A geographical area or theme which
possesses a significant concentration, linkage or continuity of
sites, buildings, structures, or objects united historically or aes-
thetically by plan or physical development.

3.3.43 Historic Fabric. Original or added building or con-
struction materials, features, and finishes that existed during
the period that is deemed to be most architecturally or histori-
cally significant, or both.

3.3.44 Historic Preservation. A generic term that encompasses
all aspects of the professional and public concern related to the
maintenance of a historic structure, site, or element in its current
condition, as originally constructed, or with the additions and
alterations determined to have acquired significance over time.

3.3.45 Historic Site. A place, often with associated structures,
having historic significance.

3.3.46 Historic Structure. A building, bridge, lighthouse,
monument, pier, vessel, or other construction that is desig-
nated or that is deemed eligible for such designation by a
local, regional, or national jurisdiction as having historical,
architectural, or cultural significance.

3.3.47 Hot Work. Work involving burning, welding, or a simi-
lar operation that is capable of initiating fires or explosions.
[51B, 2009]
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3.3.48 Impairment. A condition where a fire protection sys-
tem or unit, or portion thereof, is out of order, and the condi-
tion can result in the fire protection system or unit not func-
tioning in a fire event.[25, 2008]

3.3.48.1 Emergency Impairment. As used in this code, a
condition where a fire protection system or portion thereof
is out of order due to an unexpected occurrence.

3.3.48.2 Preplanned Impairment. As used in this code, a
condition where a fire protection system or a portion
thereof is out of service due to work that has been planned.

3.3.49 Incapacitation. A condition under which humans do
not function adequately and become unable to escape unten-
able conditions.

3.3.50 Initiating Device. A system component that originates
transmission of a change-of-state of condition, such as in a
smoke detector, manual fire alarm box, or supervisory switch.
[72, 2010]

3.3.51 Input Data Specification. Information required by the
verification method.

3.3.52 Library. A place in which books and other media are
kept for reading, reference, or lending.

3.3.53* Limited-Combustible Material. Refers to a building
construction not complying with the definition of noncom-
bustible that, in the form in which it is used, has a potential
heat value not exceeding 8141 kJ/kg (3500 Btu/lb), where
tested in accordance with NFPA 259, and includes either (1)
materials having a structural base of noncombustible material,
with a surfacing not exceeding a thickness of 3.2 mm (1⁄8 in.)
that has a flame spread index not greater than 50; or (2) ma-
terials, in the form and thickness used, having neither a flame
spread index greater than 25 nor evidence of continued progres-
sive combustion, and of such composition that surfaces that
would be exposed by cutting through the material on any plane
would have neither a flame spread index greater than 25 nor
evidence of continued progressive combustion, when tested in
accordance with NFPA 255 or ASTM E 84. [220, 2009]

3.3.54 Means of Egress. A continuous and unobstructed way
of exit travel from any point in a building or structure to a
public way consisting of three separate and distinct parts: (1)
the exit access, (2) the exit, and (3) the exit discharge.

3.3.55 Means of Escape. A way out of a building or structure
that does not conform to the strict definition of means of
egress but does provide an alternate way out.

3.3.56 Museum. Any building or place where cultural, scien-
tific, or artistic items of intrinsic cultural value and interest are
kept or exhibited to the public.

3.3.57 Noncombustible. A material that, in the form in which
it is used and under normal conditions anticipated, will not
ignite, burn, support combustion, or release flammable va-
pors when subjected to fire or heat. Materials that are re-
ported as passing ASTM E 136, Standard Test Method for Behavior
of Materials in a Vertical Tube Furnace at 750°C, shall be consid-
ered noncombustible materials.

3.3.58 Notification Appliance. A fire alarm system compo-
nent such as a bell, horn, speaker, light, or text display that
provides audible, tactile, or visible outputs, or any combina-
tion thereof. [72, 2010]

3.3.59* Objective. A goal that is achieved through the attain-
ment of a skill, knowledge, or both, that can be observed or
measured. [472, 2008]

3.3.60 Occupancy. The purpose for which a building or
other structure, or part thereof, is used or intended to be
used. [5000, 2009]

3.3.61 Occupant Characteristics. The abilities or behaviors of
people before and during a fire.

3.3.62 Occupant Load. The total number of persons that
might occupy a building or portion thereof at any one time.

3.3.63* Performance-Based Design Approach. A design pro-
cess whose fire safety solutions are designed to achieve a speci-
fied goal for a specified use or application.

3.3.64 Performance Criteria. Threshold values on measure-
ment scales that are based on quantified performance objectives.

3.3.65 Place of Worship. Any building that functions prima-
rily as a group meeting place for the practice of religion. This
includes, but is not limited to, churches, synagogues, cathe-
drals, temples, and meeting halls.

3.3.66* Prescriptive-Based Document. A code or standard that
prescribes fire safety for a generic use or application.

3.3.67 Preservation. The act or process of applying measures
necessary to sustain the existing form, integrity, and materials
of a historic building or structure.

3.3.68 Private. Intended for or limited to the use of some
particular person(s) or group.

3.3.69 Process Team. A group of stakeholders including, but
not limited to, representatives from architects, clients, engi-
neers and designers, authorities having jurisdiction, and pres-
ervation specialists.

3.3.70* Proposed Design. A design developed by a design
team and submitted to the authority having jurisdiction for
approval.

3.3.71 Protected Premises. The physical location protected
by a fire alarm system, fire suppression system, or both.

3.3.72* Protection. Those measures and actions taken to pre-
vent or minimize loss from fire, arson, vandalism, theft, and
similar hazards to persons and property.

3.3.73 Protective Systems, Equipment, or Apparatus. Auto-
matic sprinklers, standpipes, carbon dioxide systems, clean
agent systems, automatic covers, and other devices used for
extinguishing fires.

3.3.74 Public. Of, pertaining to, or affecting a population or
a community as a whole; open to all persons.

3.3.75 Rehabilitation. For the purposes of this code, the act
or process of making possible a compatible use of a property
through repair, alteration, and additions, while preserving
those portions or features that convey its historical, cultural,
or architectural values.

3.3.76 Restoration. The act or process of accurately depict-
ing the form, features, and character of a property as it ap-
peared at a particular period of time by means of the removal
of features from other periods of its history, reconstruction of
missing features, and repair of damaged or altered features
from the restoration period.

3.3.77 Safe Location. A location remote or separated from
the effects of a fire so that such effects no longer pose a threat.
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3.3.78 Safety Factor. A factor applied to a predicted value to
ensure that a sufficient safety margin is maintained.

3.3.79 Safety Margin. The difference between a predicted
value and the actual value where a fault condition is expected.

3.3.80 Scenario.

3.3.80.1 Design Fire Scenario. A fire scenario selected for
evaluation of a proposed design.

3.3.80.2* Fire Scenario. For the purposes of this code, a set
of conditions that defines the development of fire, the
spread of combustion products throughout a building or
portion of a building, the reactions of people to fire, the
impact of a fire on the historic significance in or near a
room of particular significance, and the effects of combus-
tion products.

3.3.81 Self-Closing. Equipped with an approved device that
ensures closing after opening. [101, 2009]

3.3.82 Sensitivity Analysis. An analysis performed to deter-
mine the degree to which a predicted output will vary given a
specified change in an input parameter, usually in relation to
models.

3.3.83 Separation. See 3.3.7.1, Fire Barrier.

3.3.84 Smoke Detector. A device that detects visible or invis-
ible particles of combustion.

3.3.85* Special Event. Any activity outside of the normal daily
operations.

3.3.86 Stakeholder. An individual, or representative of same,
having an interest in the successful completion of a project.

3.3.87 System.

3.3.87.1 Fire Alarm System. A system or portion of a com-
bination system that consists of components and circuits
arranged to monitor and annunciate the status of fire
alarm or supervisory signal initiating devices and to initiate
the appropriate response to those signals. [72, 2010]

3.3.87.2 Fire Protection System. Any fire alarm device or sys-
tem or fire extinguishing device or system, or their combina-
tion, that is designed and installed for detecting, controlling,
or extinguishing a fire or otherwise alerting occupants, or the
fire department, or both, that a fire has occurred.

3.3.87.3 Sprinkler System. For fire protection purposes, an
integrated system of underground and overhead piping de-
signed in accordance with fire protection engineering stan-
dards. The installation includes at least one automatic wa-
ter supply which supplies one or more systems. The portion
of the sprinkler system above ground is a network of spe-
cially sized or hydraulically designed piping installed in a
building, structure, or area, generally overhead, and to
which sprinklers are attached in a systematic pattern. Each
system has a control valve located in the system riser or its
supply piping. Each sprinkler system includes a device for
actuating an alarm when the system is in operation. The
system is usually activated by heat from a fire and dis-
charges water over the fire area. [13, 2010]

3.3.88 Uncertainty Analysis. An analysis performed to deter-
mine the degree to which a predicted value will vary. [101,
2009]

3.3.89 Verification Method. A procedure or process used to
demonstrate or confirm that the proposed design meets the
specified criteria. [101, 2009]

3.3.90 Vertical Opening. An opening through a floor or roof.
[101, 2009]

3.3.91 Zone. A defined area within the protected premises. A
zone can define an area from which a signal can be received,
an area to which a signal can be sent, or an area in which a
form of control can be executed. [72, 2010]

Chapter 4 Goals and Objectives

4.1 General. Fire safety goals and objectives shall be adopted
that reflect the level of loss and interruption of service to the
client community that those responsible for the historic struc-
ture are willing to accept as a result of a fire.

4.2 Goals. The goals of this code shall be to provide for fire
protection to all historic structures and their occupants while
protecting those elements, spaces, and features that make the
structures historically or architecturally significant. The two
goals shall be accomplished by operational approaches, sys-
tem approaches, or the consideration of other factors, and
shall be as follows:

(1) Provide protection and life safety from the effects of fire
(2) Maintain the historic fabric and integrity of the building

4.2.1 Life Safety. The life safety goal of this code shall be to
provide an environment that is reasonably safe from death or
injury in fire and similar perils as follows:

(1) Protection of occupants not intimate with the initial fire
development

(2) Improvement of the survivability of occupants intimate
with the initial fire development

4.2.2* Historic Preservation. The historic preservation goal of
this code shall be to provide a reasonable level of protection
against damage to and loss of historic structures, their unique
characteristics, and their contents as follows:

(1) Minimize damage to historic structures or materials from
fire and fire suppression

(2) Maintain and preserve original space configurations of
historic buildings

(3) Minimize alteration, destruction, or loss of historic fabric
or design

4.3* Objectives.

4.3.1 Life Safety.

4.3.1.1 An egress system shall be designed, implemented,
and maintained to protect the occupants not intimate with the
initial fire development for the time needed to evacuate, relo-
cate, or defend in place.

4.3.1.2 Structural integrity during a fire shall be maintained
for the time needed to evacuate, relocate, or defend in place
the occupants not intimate with the initial fire development.

4.3.1.3 Building construction and operation necessary to
achieve the goals of this code shall be effective, maintained,
and operational.

4.3.2 Historic Preservation.

4.3.2.1* Fire safety and fire protection features shall be de-
signed, approved, implemented, and maintained to preserve
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the original qualities or character of a building, structure, site,
or environment.

4.3.2.2 Removal or alteration of any historic material or dis-
tinctive architectural features for the purpose of improving
fire protection or life safety shall be minimized.

4.3.2.3 Distinctive stylistic features or examples of skilled
craftsmanship that characterize a building, structure, or site
shall be treated with sensitivity.

4.3.2.4* A compatible use for a property that requires minimal
alteration of the building, structure, or site and its environ-
ment shall be encouraged.

4.3.2.5 New additions or alterations shall be designed and
constructed in such a manner that, if such additions or alter-
ations were to be removed in the future, the essential form
and integrity of the structure would be, to the greatest degree
possible, unimpaired.

4.4 Compliance Options.

4.4.1 General. Building design, fire protection features, and
programs shall meet the life safety and property conservation
goals and objectives of Chapter 4, in accordance with either of
the following:

(1) Prescriptive-based provisions of 4.4.2
(2) Performance-based provisions of 4.4.3

4.4.2 Prescriptive-Based Option. A prescriptive-based design
shall be in accordance with Chapters 1 through 8 and Chap-
ters 11 through 15 of this code.

4.4.3 Performance-Based Option. A performance-based de-
sign shall be in accordance with Chapters 1 through 7 and
Chapters 9, 11, 13, and 14 of this code.

4.4.4 Management Operational Systems. Management opera-
tional systems complying with Chapter 10 of this code shall be
permitted as an element of a prescriptive- or performance-
based solution.

Chapter 5 Reserved

Chapter 6 Security

6.1* General.

6.1.1 Measures to protect against the risk of arson, theft, bur-
glary, and similar acts shall not impede emergency evacuation.

6.1.2* Arson. Arson prevention shall be included in the his-
toric structure’s fire safety goals required in Chapter 4.

6.1.2.1* A vulnerability assessment that includes evaluation of
conditions that increase the threat of arson shall be com-
pleted prior to commencement of construction, alteration, or
renovation projects.

6.1.2.2 Security practices, procedures, operations, and sys-
tems to reduce the threat of arson shall be integrated into the
historic structure’s fire protection plan.

6.1.3 Fire Protection Plan.

6.1.3.1 Security practices, procedures, operations, and sys-
tems to reduce the threat of arson shall be integrated into the
historic structure’s fire protection plan.

6.1.3.2 The fire protection plan shall include screening all per-
sonnel, including part-time and volunteers, against records of
known fire setters.

6.1.3.3 The security component of the fire protection plan
shall include procedures for responding to unattended or sus-
picious objects and parcels, bomb threats, and fires.

6.2 Electronic Premises Security Systems.

6.2.1* Where the vulnerability assessment indicates the need
for an electronic premises security system, the system shall be
designed by a qualified person.

6.2.2* All electronic premises security systems shall be in-
stalled in accordance with NFPA 731, Standard for the Installa-
tion of Electronic Premises Security Systems.

6.3 Construction Areas.

6.3.1 Access to construction areas shall be restricted to per-
sonnel authorized by the owner or the contractor.

6.3.2 Security officers assigned to construction areas shall re-
ceive daily updates on the status of construction activities, in-
cluding fire protection equipment, special hazards including
hot work, modified access routes, and emergency procedures.

6.4 Access Control. Procedures shall be implemented to
screen and identify official visitors, contractors, and others
who have access to nonpublic areas of the historic structure.

Chapter 7 Process

7.1* General. The process by which this code shall be applied
is shown in Figure 7.1.

7.2* Process Team.

7.2.1 The owner or governing body shall identify a process
team to oversee the application of the code to the historic
building.

7.2.2 The team shall include persons with expertise in his-
toric preservation and fire protection.

7.3* Assessment. A detailed assessment or survey of the fire
safety features and the historic integrity of the structure, site,
or both, shall be completed.

7.3.1* Identification of Historic Elements, Spaces, and Fea-
tures.

7.3.1.1 Historic Documentation.

7.3.1.1.1 All persons involved with the design of the building
shall be aware of the cultural significance of the historic struc-
ture prior to beginning the design.

7.3.1.1.2 All persons involved with the construction process
shall be thoroughly briefed on the cultural significance and
importance of the structure, spaces, or character-defining fea-
tures prior to the beginning of the work.

7.3.1.2* Historic Structure: Exterior. The building survey shall
identify those character-defining features and finishes that
make the exterior of the building significant.

7.3.1.3* Construction. The building survey shall determine
primary and secondary significance of all character-defining
features and facades.
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7.3.1.4 Adjacent and Secondary Structures. The building sur-
vey shall include all structures located on or adjacent to the
historic property.

7.3.1.5 Site Elements. The building survey shall identify sig-
nificant character-defining features of the property such as
vegetation, landscape features, roads and driveways, walking
paths, fencing, and exterior use.

7.3.1.6* Historic Structure: Interior. The building survey shall
identify all significant interior spaces, floor plan organization,
and character-defining features and finishes in the building,
including those original to the building and those changes
that have acquired significance in their own right.

7.3.2* Prioritization of Historic Elements, Spaces, and Fea-
tures. The building survey shall determine relative signifi-
cance of all historic elements, spaces, and features.

7.3.3 Identification of Fire Safety Issues.

7.3.3.1 Code, Standard, and Regulation Compliance.

7.3.3.1.1 The building survey of existing conditions shall in-
clude a review of all fire safety-related requirements to deter-
mine if and where the historic building is deficient with re-
spect to applicable codes.

7.3.3.1.2 Alternative methods that offer equivalent or greater
protection while preserving the character-defining spaces, fea-
tures, and finishes of the historic structure shall be permitted.
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FIGURE 7.1 Process Flow Chart.
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7.3.3.1.3* Buildings shall be evaluated in accordance with the
requirements of the applicable building and fire codes.

7.3.3.2 Fire Hazards and Safety Deficiencies. The building
survey shall identify known conditions that contribute to the
start or spread of a fire or to the endangerment of people or
property by fire.

7.3.3.3 Fire Spread. The building shall be evaluated to deter-
mine known potential paths of fire spread, both internal and
external, that are inherent to its design.

7.3.3.4* Means of Egress. An evaluation of the means of egress
shall be completed that includes, but is not limited to, num-
bers of means of egress, means of egress capacity, exit enclo-
sure fire resistance, dead-end corridors, travel distances to ex-
its, and unenclosed stairs in accordance with applicable codes.

7.3.4 Prioritization of Fire Safety Issues.

7.3.4.1* The building survey shall determine the relative im-
portance of identified fire safety issues.

7.3.4.2* Where approved by the authority having jurisdiction,
historic buildings that are acceptable using a fire risk indexing
method shall be considered to be in compliance with appli-
cable fire safety codes.

7.4 Options.

7.4.1 Structures that are found to satisfy both the life safety
and historic preservation objectives of this code shall be sub-
ject to the periodic compliance audit required by Section 7.9.

7.4.2 Structures that are found to have life safety deficiencies,
preservation needs, or both, shall have a plan of correction
developed that satisfies one of the following:

(1) Prescriptive compliance, including equivalency, alterna-
tives, and modifications

(2) Risk indexing compliance
(3) Performance-based compliance
(4) Any combination of items 7.4.2(1) through 7.4.2(3)

7.5 Option Appraisal and Selection.

7.5.1* Selection Criteria.

7.5.1.1 An appraisal of the available options shall be made by
the process team and a method of application of the code
shall be selected.

7.5.1.2 The method of application shall be the prescriptive-
based approach, the performance-based approach, or a com-
bination of both.

7.5.2 Prescriptive-Based Option. Prescriptive solutions shall
meet the requirements of Chapters 1 through 8 and Chapters
11 through 15, including any exceptions contained within the
referenced prescriptive codes and standards.

7.5.3 Performance-Based Option. Performance-based solutions
shall be developed in accordance with Chapters 1 through 7 and
Chapters 9, 11, 13, and 14 of this code.

7.6 Design Review. The process team shall review and ap-
prove the preferred design approach to achieve compliance.

7.7 Initial Compliance Audit. Upon completion of the imple-
mentation phase, there shall be an initial compliance audit by
the process team to ensure compliance with the selected de-
sign approach.

7.8 Approval. The AHJ shall make the final determination as
to whether compliance has been achieved.

7.9 Periodic Compliance Audit.

7.9.1 The periodic compliance audit shall be conducted by
the AHJ at intervals identified in the approved fire safety man-
agement plan, but not less than annually.

7.9.2 Additional compliance audits shall be conducted prior
to special events (see Chapter 15).

7.9.3 Exit Interview.

7.9.3.1 The AHJ shall conduct an exit interview with the fire
safety manager and the owner or governing body of the build-
ing upon completion of the periodic compliance audit.

7.9.3.2 The exit interview shall identify all areas of noncom-
pliance with the approved management plan.

7.9.3.3 Following the periodic compliance audit, any defi-
ciencies shall be addressed, with corrective action taken and
documented.

Chapter 8 Prescriptive-Based Option

8.1 General.

8.1.1* Application.

8.1.1.1 Prescriptive requirements of the applicable codes
shall be applied with the intent of achieving the goals and
objectives of Chapter 4 of this document.

8.1.1.2* Application of prescriptive requirements shall in-
clude alternatives, equivalencies, modifications, or any combi-
nation thereof.

8.1.2* Alternatives. Prescribed alternative methods of compli-
ance in the applicable codes shall be identified.

8.1.3* Equivalency.

8.1.3.1 The AHJ shall approve other fire safety approaches,
systems, methods, or devices that are equivalent or superior to
those prescribed by this code, provided that adequate docu-
mentation is submitted to demonstrate equivalency.

8.1.3.2* Approaches, systems, methods, or devices approved
as equivalent by the AHJ shall be recognized as being in com-
pliance with this document.

8.1.4* Modification of Requirements.

8.1.4.1 The requirements of the applicable codes shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the AHJ, but only where it is also
clearly evident that a reasonable degree of safety is provided.

8.1.4.2 The modifications that are allowed and any addi-
tional requirements that are imposed as a result shall be docu-
mented.

8.2* Compensatory Features. Where equivalencies or modifi-
cations of requirements are proposed, the following fire safety
features shall be permitted to be considered as compensatory
features:

(1) Noncombustible or limited-combustible construction
materials

(2) Noncombustible or fire-retardant treatments for new in-
terior finish materials and historic fabrics
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(3) Noncombustible or fire-retardant-treated materials for
furnishings and contents

(4) Walls and doors that will prevent the horizontal spread
of fire and smoke, to subdivide building areas or to seg-
regate specific hazards such as boilers, furnaces, or stor-
age areas from the remainder of the building

(5) Enclosure of stairways, ventilation shafts, and other ver-
tical openings with construction to prevent the vertical
spread of fire and smoke

(6)*Firestops to prevent the spread of fire within walls and
between rafters and joists and through horizontal and
vertical fire

(7)*Fire-resistive construction
(8)*Fire detection and alarm systems that will sound an

alarm within the structure and transmit an alarm signal
to an alarm monitoring location or local fire department

(9) Automatic suppression systems, manual suppression sys-
tems, or a combination of the two

(10) Management and operational controls that meet the re-
quirements of Chapter 10

(11) Installation of arc-fault circuit-interrupters (AFCIs)
(12) Height of ceilings, with recognition that a large volume

of space above head height provides occupants at floor
level additional time to safely exit the room or building

Chapter 9 Performance-Based Option

9.1* General.

9.1.1 Application. The requirements of this chapter shall ap-
ply to fire protection systems, management operation systems,
and life safety systems designed according to the performance-
based option permitted by 7.5.3.

9.1.2 Goals and Objectives. The performance-based design
shall meet the goals and objectives of this code in accordance
with Sections 4.2 and 4.3.

9.1.3* Approved Qualifications. The performance-based de-
sign shall be prepared by a person with qualifications accept-
able to the AHJ. (See also 9.8.12.)

9.1.4* Independent Review. The AHJ shall be permitted to
require review and evaluation by an approved, independent
third party.

9.1.5 Sources of Data.

9.1.5.1 The source for each input data requirement that must
be met by using a data source other than a design fire sce-
nario, an assumption, or a building design specification shall
be identified and documented.

9.1.5.2 Sources of data shall be characterized as to the degree
of conservatism reflected, and a justification for the source
shall be provided.

9.1.6 Final Determination. The AHJ shall make the final de-
termination as to whether the performance objectives have
been met.

9.1.7* Maintenance of Design Features.

9.1.7.1 The design features and management operational sys-
tem required for the building to continue to meet the perfor-
mance goals and objectives of this code shall be maintained
for the life of the building.

9.1.7.2 This management operational system shall include
complying with all documented assumptions and design speci-
fications.

9.1.7.3 Any variations to the management operational system
shall require the approval of the AHJ prior to the actual
change. (See also 7.9.1.)

9.1.8 Special Definitions. A list of special terms used in this
chapter are as follows:

(1) Alternative Calculation Procedure. See 3.3.3.
(2) Data Conversion. See 3.3.18.
(3) Design Fire Scenario. See 3.3.80.1.
(4) Design Specifications. See 3.3.19.
(5) Design Team. See 3.3.20.
(6) Exposure Fire. See 3.3.26.
(7) Fire Model. See 3.3.30.
(8) Fire Scenario. See 3.3.80.2.
(9) Fuel Load. See 3.3.37.

(10) Incapacitation. See 3.3.49.
(11) Input Data Specification. See 3.3.51.
(12) Occupant Characteristics. See 3.3.61.
(13) Performance Criteria. See 3.3.64.
(14) Proposed Design. See 3.3.70.
(15) Safe Location. See 3.3.77.
(16) Safety Factor. See 3.3.78.
(17) Safety Margin. See 3.3.79.
(18) Sensitivity Analysis. See 3.3.82.
(19) Stakeholder. See 3.3.86.
(20) Uncertainty Analysis. See 3.3.88.
(21) Verification Method. See 3.3.89.

9.2 Performance Criteria.

9.2.1 General.

9.2.1.1 An historic structure shall meet the performance cri-
teria for life safety and historic preservation.

9.2.1.2 Each design shall meet the objectives specified in Sec-
tion 4.3, if, for each design fire scenario, assumption, and de-
sign specification, the performance criteria in 9.2.2 are met.

9.2.2 Performance Criteria.

9.2.2.1* Life Safety Performance Criteria. Any occupant who
is not intimate with ignition shall not be exposed to instanta-
neous or cumulative untenable conditions.

9.2.2.2* Historic Preservation Performance Criteria. Histori-
cally significant rooms, spaces, or contents shall not be ex-
posed to instantaneous or cumulative fire effects that cause
irreversible damage.

9.3 Retained Prescriptive Requirements.

9.3.1* Systems and Features. All fire protection systems and
features of the building shall comply with applicable NFPA
standards for those systems and features.

9.3.2* Means of Egress. Features of the means of egress not
specifically addressed in the performance criteria shall comply
with NFPA 101, Life Safety Code.

9.4 Design Specifications and Other Conditions.

9.4.1* Clear Statement. Design specifications and other condi-
tions used in the performance-based design shall be demon-
strated to the AHJ to be realistic and sustainable.
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9.4.2 Assumptions and Design Specifications Data.

9.4.2.1 Each assumption and design specification used in the
design shall be accurately translated into input data specifica-
tions as appropriate for the calculation method or model.

9.4.2.2 Any assumptions and design specifications that the
design analyses do not explicitly address or incorporate and
are, therefore, omitted from input data specifications shall be
identified, and a sensitivity analysis of the consequences of
that omission shall be performed.

9.4.2.3 Any assumptions and design specifications that are
modified in input data specifications because of limitations in
test methods or other data generation procedures shall be
identified, and a sensitivity analysis of the consequences of the
modification shall be performed.

9.4.3* Building Characteristics. Characteristics of the building
or its contents, equipment, or operations that are not inherent
in the design specifications but affect occupant behavior or the
rate of hazard development shall be explicitly identified.

9.4.4* Operational Status and Effectiveness of Building Fea-
tures and Systems. The performance of fire protection systems
and building features shall reflect the documented perfor-
mance of the components of those systems or features unless
design specifications are incorporated to modify the expected
performance.

9.4.5 Occupant Characteristics.

9.4.5.1 General.

9.4.5.1.1* The selection of occupant characteristics to be used
in the design calculations shall be approved by the AHJ and
shall provide an accurate reflection of the expected popula-
tion of building occupants.

9.4.5.1.2 Occupant characteristics shall not vary across fire
scenarios except as authorized by the AHJ.

9.4.5.2* Response Characteristics. Each of the following basic
performance response characteristics shall be considered:

(1) Sensibility
(2) Reactivity
(3) Mobility
(4) Susceptibility

9.4.5.2.1 These estimations shall reflect the expected distri-
bution of characteristics of a population appropriate to the
use of the building.

9.4.5.2.2 The source of data for these characteristics shall be
documented.

9.4.5.3 Location. The assumption shall be made that in every
normally occupied room or area, at least one person shall be
located at the most remote point from the exits.

9.4.5.4* Number.

9.4.5.4.1 The design shall be based on the maximum number
of people that every occupied room or area is expected to
contain.

9.4.5.4.2 Where success or failure of the design is contingent
on a maximum number of occupants, operational controls
shall be used.

9.4.5.5* Staff Assistance. The ability of trained employees to
be included as part of the fire safety system shall be identified,

and the necessary training and capabilities shall be docu-
mented.

9.4.6 Emergency Response Personnel. Design characteristics
or other conditions related to the availability, speed of re-
sponse, effectiveness, roles, and other characteristics of emer-
gency response personnel shall be specified or characterized
sufficiently for evaluation of the design.

9.4.7* Post-Construction Conditions. Design characteristics or
other conditions related to activities during the life of the
building that affect the ability of the building to meet the
stated goals and objectives shall be specified, estimated, or
characterized sufficiently to evaluate the design.

9.4.8 Off-Site Conditions. Design characteristics or other
conditions related to resources or conditions outside the
property being designed that affect the ability of the building
to meet the stated goals and objectives shall be specified, esti-
mated, or characterized sufficiently to evaluate the design.

9.4.9* Consistency of Assumptions. The design shall not in-
clude mutually inconsistent assumptions, specifications, or
statements of conditions.

9.4.10* Special Provisions. Additional provisions not covered
by Section 9.4 but that are required for the design to comply
with the performance objectives shall be documented.

9.5 Design Fire Scenarios.

9.5.1* General.

9.5.1.1 The AHJ shall approve the parameters involved with
design fire scenarios.

9.5.1.2 The proposed design shall meet the goals and objec-
tives if it achieves the performance criteria for each required
design fire scenario. (See 9.5.3.)

9.5.2* Evaluation.

9.5.2.1 Design fire scenarios shall be evaluated using a method
acceptable to the AHJ and appropriate for the conditions.

9.5.2.2 Each scenario shall be challenging but realistic with
respect to at least one of the following scenario specifications:

(1) Initial fire location
(2) Early rate of growth in fire severity
(3) Smoke generation

9.5.2.3 The scenario specifications shall be as challenging as
could realistically occur in the building.

9.5.3* Required Design Fire Scenarios.

9.5.3.1 Scenarios selected as design fire scenarios shall in-
clude, but not be limited to, those specified in 9.5.3.2 through
9.5.3.9.

9.5.3.1.1 Each scenario shall include a life safety aspect (Part
A) and a building protection aspect (Part B), when applicable.

9.5.3.1.2 Design fire scenarios demonstrated by the design
team to the satisfaction of the AHJ as inappropriate for the
building use and conditions shall not be required.

9.5.3.2* Design Fire Scenario 1. This scenario shall be an
occupancy-specific design fire scenario that is representative
of a typical fire for the occupancy.

9.5.3.2.1 This scenario shall explicitly account for the following:
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(1) Occupant activities, number, and location
(2) Room size
(3) Nature and significance of furnishings and contents
(4) Fuel properties and ignition sources
(5) Ventilation conditions

9.5.3.2.2 The first item ignited and its location shall be ex-
plicitly defined.

9.5.3.3* Design Fire Scenario 2. This scenario shall be an
ultrafast-developing fire in the primary means of egress, with
interior doors open at the start of the fire.

9.5.3.3.1 Part A. This design fire scenario shall address reduc-
ing the number of available means of egress.

9.5.3.3.2 Part B. This design fire scenario shall address reduc-
ing the effects of a rapidly spreading fire on interior finish and
structural components.

9.5.3.4* Design Fire Scenario 3. This scenario shall be a fire,
starting in a normally unoccupied room, that potentially can
endanger a large number of occupants in a large room or
other area.

9.5.3.4.1 Part A. This design fire scenario shall address a fire
that starts in a normally unoccupied room and migrates into
the space that potentially can hold the greatest number of
occupants in the building.

9.5.3.4.2 Part B. This design fire scenario shall address a fire
that starts in an unoccupied space, that potentially can grow
and endanger the area of greatest historical significance.

9.5.3.5* Design Fire Scenario 4. This scenario shall be a fire
that originates in a concealed wall or ceiling space that is adja-
cent to a large number of occupants in a large room.

9.5.3.5.1 Part A. This design fire scenario shall address the
concern of a fire that originates in a concealed space that does
not have either a detection system or suppression system, and
that spreads into the room within the building that potentially
can hold the greatest number of occupants.

9.5.3.5.2 Part B. This design fire scenario shall address a fire
that originates in a concealed space that does not have either a
detection system or a suppression system, that potentially can
grow and endanger the area of greatest historical significance.

9.5.3.6* Design Fire Scenario 5. This scenario shall be a slow-
developing fire that is shielded from fire protection systems
and is in close proximity to a high-occupancy area.

9.5.3.6.1 Part A. This design fire scenario shall address a rela-
tively small ignition source that causes a significant fire.

9.5.3.6.2 Part B. This design fire scenario shall address a rela-
tively small ignition source that causes a significant fire that
can potentially endanger the area of greatest historical signifi-
cance as the result of the delayed suppression of the fire.

9.5.3.7* Design Fire Scenario 6.

9.5.3.7.1 This scenario shall be the most severe fire that re-
sults from the largest possible fuel load that is characteristic of
the normal operation of the building.

9.5.3.7.2 This scenario shall address the concern of a rapidly
developing fire with occupants present.

9.5.3.8* Design Fire Scenario 7.

9.5.3.8.1 This scenario shall be an outside exposure fire.

9.5.3.8.2 This scenario shall address a fire that starts remotely
from the area of concern and either spreads into the area,
blocks escape from the area, or develops untenable conditions
within the area.

9.5.3.9* Design Fire Scenario 8. This scenario shall be a fire
that originates in ordinary combustibles in a room or area with
each passive or active fire protection system rendered unavail-
able one by one.

9.5.3.9.1 This set of design fire scenarios shall address each
fire protection system or fire protection feature, considered
individually, being unreliable or unavailable.

9.5.3.9.2* Design Fire Scenario 8 shall not be required for fire
protection systems where the level of reliability in conjunction
with the design performance in the absence of the system is
acceptable to the AHJ.

9.5.4 Design Fire Scenario Data.

9.5.4.1 Each design fire scenario used in the performance-
based design proposal shall be translated into input data speci-
fications, as appropriate, for the calculation method or model.

9.5.4.2 Any design fire scenario specifications that the design
analyses do not explicitly address or incorporate, and are,
therefore, omitted from input data specifications, shall be
identified, and a sensitivity analysis of the consequences of
that omission shall be performed.

9.5.4.3 Any design fire scenario specifications modified in
input data specifications because of limitations in test meth-
ods or other data generation procedures shall be identified,
and a sensitivity analysis of the consequences of the modifica-
tion shall be performed.

9.6 Evaluation of Proposed Design.

9.6.1* General.

9.6.1.1 A proposed design’s performance shall be assessed
relative to each performance objective in Section 4.3 and to
each applicable scenario in Section 9.5, with the assessment con-
ducted through the use of appropriate calculation methods.

9.6.1.2 The AHJ shall approve the choice of assessment
methods.

9.6.2 Use. The design professional shall use the assessment
methods to demonstrate that the proposed design will achieve
the goals and objectives as measured by the performance cri-
teria, in light of the safety margins and uncertainty analysis, for
each scenario, given the assumptions.

9.6.3 Input Data.

9.6.3.1 Data.

9.6.3.1.1 Input data for computer fire models shall be ob-
tained in accordance with ASTM E 1591, Standard Guide for
Data for Fire Models.

9.6.3.1.2 Data for use in analytical models that are not
computer-based fire models shall be obtained using appropri-
ate measurement, recording, and storage techniques to en-
sure the applicability of the data to the analytical method be-
ing used.

9.6.3.2 Data Requirements. A complete listing of input data re-
quirements for all models, engineering methods, and other cal-
culation or verification methods that are required or proposed as
part of the performance-based design shall be provided.
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9.6.3.3* Uncertainty and Conservatism in Data. Uncertainty in
input data shall be analyzed and, as determined appropriate
by the AHJ, addressed through the use of conservative values.

9.6.4* Output Data. The assessment methods used shall accu-
rately and appropriately produce the required output data
from input data based on the design specifications, assump-
tions, and scenarios.

9.6.5 Validity. Evidence shall be provided confirming that the
assessment methods are valid and appropriate for the pro-
posed building, use, and conditions.

9.7* Safety Factors. Approved safety factors shall be included
in the design methods and calculations to reflect uncertainty
in the assumptions, data, and other factors associated with the
performance-based design.

9.8 Documentation Requirements.

9.8.1* General.

9.8.1.1 All aspects of the design, including those described in
9.8.2 through 9.8.13, shall be documented.

9.8.1.2 The format and content of the documentation shall
be acceptable to the AHJ.

9.8.2* Technical References and Resources.

9.8.2.1 The AHJ shall be provided with sufficient documenta-
tion to support the validity, accuracy, relevance, and precision
of the proposed assessment methods.

9.8.2.2 The engineering standards, calculation methods, and
other forms of scientific information provided shall be appro-
priate for the particular application and methodologies used.

9.8.3 Building Design Specifications. All details of the pro-
posed building design that affect the ability of the building to
meet the stated goals and objectives shall be documented.

9.8.4 Performance Criteria. Performance criteria, with
sources, shall be documented.

9.8.5 Occupant Characteristics. Assumptions made about oc-
cupant characteristics shall be documented.

9.8.6 Design Fire Scenarios. Descriptions of design fire sce-
narios shall be documented.

9.8.7 Input Data. Input data to models and assessment meth-
ods, including a sensitivity analysis, shall be documented.

9.8.8 Output Data. Output data from models and assessment
methods, including a sensitivity analysis, shall be documented.

9.8.9 Safety Factors. Safety factors utilized shall be docu-
mented.

9.8.10 Prescriptive Requirements. Retained prescriptive re-
quirements shall be documented.

9.8.11* Modeling Features.

9.8.11.1 Assumptions made by the model user and descrip-
tions of models and methods used, including known limita-
tions, shall be documented.

9.8.11.2 Documentation shall be provided that indicates the
validity and appropriateness of the assessment methods used
to address the design specifications, assumptions, and sce-
narios.

9.8.12 Evidence of Modeling Capability. The design team’s
relevant experience with the models, test methods, databases,
and other assessment methods used in the performance-based
design proposal shall be documented.

9.8.13 Use of Performance-Based Design Option. Design
proposals shall include documentation that provides anyone
involved in ownership or management of the building with
notification of the following:

(1) The building was approved as a performance-based design
with certain specified design criteria and assumptions.

(2) Any remodeling, modification, renovation, change in use,
or change in the established assumptions shall require a
re-evaluation and re-approval.

(3) All special events shall be reviewed and approved based
upon the designs developed under this chapter.

9.9 Records. Records required in this section shall be main-
tained for the life of the current performance-based design.

Chapter 10 Management Operational Systems

10.1* General.

10.1.1 Chapter 10 shall apply to historic buildings having on-
site trained staff when the building is open to the general pub-
lic or otherwise occupied.

10.1.2 Chapter 10 shall establish criteria for management op-
erational systems that are acceptable as elements of a prescrip-
tive solution or a performance-based approach, as provided in
4.4.4.

10.1.3 Other operational control features shall be permitted
subject to the approval of the AHJ.

10.2* Responsibility/Authority.

10.2.1* The governing body for the building and site shall
designate a fire safety manager, who shall be responsible for
the implementation and maintenance of the management op-
erational system.

10.2.2 The fire safety manager appointed in accordance with
1.5.1 shall have the authority to implement all elements of the
management operational system including, but not limited to,
the following:

(1) Directing the actions of building staff and occupants with
regard to fire safety

(2) Entering into legally binding contractual agreements with
the AHJ

(3) Ordering required fire safety drills and exercises
(4) Halting contractor and maintenance operations that may

threaten the fabric or contents of the building

10.2.3 The fire safety manager shall be responsible for imple-
mentation of all elements of the approved management plan.

10.2.4 When a fire is deemed suspicious, the fire safety man-
ager shall take steps to ensure that the fire is reported and the
scene is secured pending investigation.

10.3* Management Plan.

10.3.1 The fire safety management plan shall consist of re-
quired elements, as set forth in 10.4 through 10.12, and op-
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tional elements as agreed to by the property manager and the
AHJ.

10.3.2 The fire safety management plan shall become effec-
tive upon approval of the AHJ.

10.4 Operational Requirements.

10.4.1* Operational controls or a plan of operations shall be
developed and shall include all special provisions that are
granted as part of a performance-based approach or a
prescriptive-based approach in evaluating the building or
structure as defined by the process team and as approved by
the AHJ.

10.4.2* Operational controls shall include the special provi-
sions pertaining to the management, operations, and steward-
ship of the historic property.

10.4.3* Operational controls shall be defined as part of the
option appraisal.

10.5 Fire Emergency Response Plan.

10.5.1 The fire safety manager and the owner or governing
body shall develop and implement an emergency response
plan, subject to the approval of the AHJ.

10.5.2 The plan shall include provisions for notifying the fire
department of the type and location of the emergency and di-
recting them to the location when they arrive at the property.

10.5.3 Emergency telephone numbers shall be posted on or
adjacent to all telephones.

10.5.4 An emergency evacuation plan shall be prepared in
cooperation with the local fire department and other appli-
cable authorities and updated annually.

10.5.5 The emergency evacuation plan shall include the fol-
lowing:

(1) Fire safety precautions for special events and celebrations
when normal operational conditions are substantially
changed

(2) Fire safety precautions to make necessary adjustments for
temporary and special exhibits

(3) Modification of staff training and drills to adjust for cir-
cumstances and larger visitation that can be created by
special events and exhibits

(4) Provisions to notify the local fire department of special
events that are expected to require adjustments to the
emergency evacuation plan

10.6 Training.

10.6.1 The fire safety manager, building staff, and volunteers
shall obtain training as agreed upon with the AHJ.

10.6.2 At a minimum, training shall include the fire emer-
gency response plan, use of fire protection equipment, and
other elements of the approved management plan.

10.7 Drills.

10.7.1 Drills shall be conducted to reinforce training and
evaluate staff and volunteer preparedness, at intervals agreed
upon by the fire safety manager and the AHJ, but in no event
less than annually.

10.7.2 Where required, the AHJ shall be notified in advance
of all scheduled drills.

10.7.3 Additional training shall be required when any of the
following conditions occur:

(1) Use, occupancy, structure, or internal layout of the build-
ing changes.

(2) Drills indicate that staff or volunteers are not sufficiently
familiar with the facility’s fire safety management plan
and fire protection equipment to respond properly under
emergency conditions.

(3) Special events that have unusual occupancies or condi-
tions are scheduled.

(4) Portable fire extinguishers constitute a part of the fire
safety management plan.

(5) New materials, substances, or products are introduced
into the building.

10.8 Record Keeping.

10.8.1 The fire safety manager shall be responsible for main-
taining records of the historic site’s or institution’s fire safety
management plan or management operational system.

10.8.2 All records shall be made available to the AHJ on re-
quest.

10.8.3 Records shall be kept documenting the following:

(1) Training of staff and volunteers, including fire evacuation
drills and use of portable fire extinguishers

(2) Inspection, testing, and maintenance reports for all fire
safety equipment and systems, including records of ac-
tions taken to correct deficiencies

(3) As-built plans, specifications, wiring and layout diagrams,
and acceptance test reports for all fire protection systems
including detection, alarm, and suppression systems

(4) The facility’s fire emergency response plan
(5) The facility’s emergency plan
(6) Inspection reports by local code enforcement officials,

the AHJ, local fire service officials, and insurance loss con-
trol representatives, including records of action taken to
correct deficiencies identified during each inspection

(7) Fire protection system(s) activation and alarm reports,
complete with the cause of the alarm or activation, the
response, and the corrective action(s) taken

(8) Full reports, including cause, extent of damage, response,
and recovery of all fire incidents

(9) Operational requirements as defined in the approved fire
safety management plan

10.9 Periodic Compliance Audit.

10.9.1 The periodic compliance audit shall be conducted at
intervals identified in the approved fire safety management
plan, but not less than annually.

10.9.2 Additional compliance audits shall be conducted
prior to special events (see Chapter 15).

10.9.3 Closing Conference.

10.9.3.1 The compliance audit shall include a closing confer-
ence with the fire safety manager and the governing body of the
building upon completion of the periodic compliance audit.

10.9.3.2 The closing conference shall identify all areas of non-
compliance with the approved fire safety management plan.

10.9.3.3 Following the periodic compliance audit, any defi-
ciencies shall be addressed, with corrective action taken and
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documented in the fire safety log or as specified in the historic
property’s approved fire safety management plan.

10.10* Enforcement. Where a compliance audit reveals non-
compliance with the approved fire safety management plan or
changes in the use or arrangement of the building, the AHJ
shall be notified.

10.11 Modification of Plan. Proposed modification to the fire
safety management plan shall be approved by the AHJ.

10.12* Procedures for Opening and Closing. The property
management plan shall include checklists identifying specific
action required in conjunction with opening and closing the
building on a daily basis and for any special events that are
held at the property.

Chapter 11 Fire Prevention

11.1 General. This chapter establishes minimum criteria for
fire prevention in the operation of historic buildings.

11.2 Decorations.

11.2.1 Decorative materials used for special events, occasions,
and holidays shall be noncombustible or shall be treated with
an approved fire-retardant coating.

11.2.2 Decorations shall be kept a minimum of 36 in. (0.90
m) from ignition sources, such as light fixtures, radiators, elec-
tric heaters, and other heat generating devices.

11.2.3 Draperies, curtains, and other similar loosely hanging
furnishings and decorations shall meet the flame propagation
performance criteria contained in NFPA 701, Standard Methods
of Fire Tests for Flame Propagation of Textiles and Films.

11.2.4* Fire-retardant treatment of historically significant fab-
rics shall not be required where such treatment will cause
damage to the fabric. This provision shall apply only on an
object-by-object basis and where alternate protection mea-
sures are approved.

11.2.5 The use of combustible vegetation, including natural
cut Christmas trees, shall be in accordance with Section 10.14
of NFPA 1, Fire Code.

11.3 Fire Spread Control.

11.3.1 Interior doors shall be kept closed when the building
is not occupied except as permitted in 11.3.2.

11.3.2 Where doors are required to remain open for interior
ventilation, and air movement concerns are critical to the con-
servation of historic building fabric, or where the interior
doors are part of the historic fabric, careful and professional
analysis shall be performed and documented, and docu-
mented alternative methods to control fire spread shall be
implemented.

11.4* Housekeeping.

11.4.1 Stairs, corridors, doors, and any other portions of the
means of egress for a building shall be maintained free of ob-
structions, combustibles, trash containers, and other materials.

11.4.2 Attics and Crawl Spaces.

11.4.2.1 Attics and crawl spaces shall be locked and kept free
of storage except as permitted by 11.4.2.2.

11.4.2.2 Combustible materials shall be permitted to be
stored in attics and crawl spaces protected by automatic sup-
pression systems designed to protect such materials.

11.4.3 Electrical rooms, mechanical rooms, and telephone
closets shall be kept free of combustible materials and shall be
kept locked.

11.4.4 Stacks, exhaust ducts, and filters shall be cleaned as
frequently as necessary to prevent the buildup of combustible
dusts and fibers.

11.4.5 Air plenums and void spaces shall be kept clean and
free of combustible materials.

11.4.6 Rags, clothing, and waste material contaminated with
oils, such as animal or vegetable oils, paints, thinners, wax,
furniture polish, and other liquids or compounds that could
cause spontaneous heating shall be kept isolated from other
combustibles and shall be stored in metal containers with
tight-fitting metal lids.

11.4.7 Ventilated metal lockers shall be provided for storage
of highly combustible supplies and workers’ clothing contami-
nated with combustible or flammable liquids.

11.4.8 Flammable liquids shall be stored in approved safety
containers in accordance with NFPA 30, Flammable and Combus-
tible Liquids Code.

11.4.9 Combustible Packing Materials.

11.4.9.1* Combustible packing materials shall be stored in ap-
proved metal containers with self-closing covers.

11.4.9.2 Areas where packing materials cannot be protected
using metal containers with self-closing covers, dedicated crat-
ing and packing areas, shall be enclosed in 1-hour fire-resistive
construction or shall be equipped with sprinklers.

11.4.10 Trash and Trash Containers.

11.4.10.1 Trash shall be collected and disposed of at the end
of each work day and more often if necessary.

11.4.10.2 Containers used for bulk collection of trash or recy-
clable paper shall be constructed of metal with metal covers.

11.4.10.3 Dumpsters and other large trash containers inside
buildings shall be stored as follows:

(1) In trash rooms having both automatic sprinklers and a
1-hour fire resistance rating

(2) In loading dock areas, separated from the rest of the
building with a 2-hour fire resistance rating or 1-hour fire
resistance rating and protected with automatic sprinklers

11.4.10.4 Trash containers, dumpsters, and other central waste-
disposal units, located outside, shall be a minimum distance of
15 ft (4.6 m) from all parts of a building exterior, including but
not limited to, windows, doors, roof eaves, and utility controls.

11.5 Smoking.

11.5.1 Smoking shall be prohibited inside any building or
building space or area.

11.5.2 Designated exterior smoking areas shall comply with
11.5.2.1 through 11.5.2.4.

11.5.2.1 Smoking areas shall be clearly and publicly identi-
fied.
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11.5.2.2 Smoking areas shall be provided with suitable ash-
trays and other receptacles for the proper disposal of smoking
materials.

11.5.2.3 Smoking areas shall be physically separated from the
rest of the building with a minimum 1-hour fire resistance
rating for walls, ceilings, and floors.

11.5.2.4 Smoking areas shall be provided with a rated, fully
charged, and operable portable fire extinguisher complying
with NFPA 10, Standard for Portable Fire Extinguishers.

11.6 Open Flame Use.

11.6.1 Approval. Use of open flames and flame-producing de-
vices, such as candles, oil lamps, fireplaces, forges, kilns, glass-
blowers, cook stoves, and so forth, shall be approved by the
AHJ.

11.6.2 Hot Work. Hot work shall only be permitted when per-
formed in accordance with 13.5.1.

11.6.3 Precautions. The following precautions shall be taken
to control open flame and flame-producing devices:

(1) All employees working around open flame or flame-
producing devices shall be trained in the proper use and
operation of the device, emergency response procedures,
and portable fire extinguisher use.

(2) Open flames and flame-producing devices shall be moni-
tored constantly by a trained person.

(3) A fire extinguisher listed for the purpose shall be located
within 30 ft (9.15 m) of the area where open flames or
flame-producing devices are in use.

(4) Candles shall be kept a minimum of 4 ft (1.22 m) from com-
bustible window treatments and wall or ceiling hangings.

(5) Fireplaces shall be covered with a fire screen when not
used for cooking or similar demonstrations.

(6) Open flames within 100 ft (31 m) of the building shall not
be left unattended.

(7) The use of open flames either inside or outside the build-
ing shall be extinguished prior to shutdown of the facility
to ensure that the flame is completely extinguished.

11.6.4 Chimneys.

11.6.4.1 Fireplaces or stoves shall be used only where chim-
neys are in accordance with NFPA 211, Standard for Chimneys,
Fireplaces, Vents, and Solid Fuel–Burning Appliances.

11.6.4.2 Fireplaces or stoves shall be used only where chim-
neys are lined, provided with a spark arrester, and maintained
in good working order.

11.6.4.3 Chimneys serving active fireplaces or stoves shall be
inspected and cleaned annually.

11.7 Electrical Systems.

11.7.1 Exposed electrical wiring of any type or extension
cords shall not be placed across any means of egress.

11.7.2* All electrical appliances, fixtures, or wiring shall be main-
tained in accordance with NFPA 70, National Electrical Code.

11.7.3 Permanent wiring abandoned in place shall be tagged
or otherwise identified at its termination and junction points
as “Abandoned in Place,” or it shall be removed from all acces-
sible areas and insulated from contact with other live electrical
wiring or devices.

11.7.4* Electrical circuits throughout historic structures shall
be protected with arc fault circuit interrupters (AFCIs). The

AFCIs shall be installed in the same manner as required in
NFPA 70, National Electrical Code, or other applicable code.

11.7.5 Portable electrical appliances shall be provided with
thermal and electrical limit controls that will cause the appli-
ance to fail in a safe condition.

11.7.6 Decorative lighting and similar accessories used for
holiday lighting and similar purposes shall comply with Ar-
ticles 410 and 590 of NFPA 70, National Electrical Code, or other
applicable code.

11.8 Cabling.

11.8.1 Communication cabling, such as telecommunication,
network, and protective systems cabling, including optical fi-
ber cabling and cable systems, shall comply with the require-
ments of NFPA 70, National Electrical Code, or other applicable
code.

11.8.2 Where any such cabling penetrates fire barriers or fire
walls, such penetrations shall be protected in accordance with
the applicable building code.

11.9 Heating, Ventilating, and Air-Conditioning (HVAC) Sys-
tems.

11.9.1 Heating and air-conditioning systems shall be main-
tained in accordance with the manufacturer’s specifications
and applicable standards.

11.9.2 Equipment shall be maintained in accordance with
the standards identified in 14.6.1.

11.9.3 Heating equipment and ductwork shall be kept free of
flammable and combustible deposits.

11.9.4 Portable Heaters.

11.9.4.1 The AHJ shall be permitted to prohibit the use of por-
table heaters in occupancies or situations where such use or op-
eration would present an undue danger to life or property.

11.9.4.2 Portable heaters shall be located so they cannot be
overturned.

11.9.4.3 All portable heaters shall be equipped with an auto-
matic shutoff that activates when the unit is tilted or turned
over.

11.9.5 The use of unvented fuel-fired heating equipment
shall be prohibited in historic buildings.

11.10 Commercial Cooking and Food Service Operations.

11.10.1 Cooking shall be performed in kitchen facilities.

11.10.2 Kitchens shall be maintained in a clean and orderly
manner.

11.10.3 Surfaces and equipment shall be kept free of grease,
and food wastes shall be disposed of promptly.

11.10.4 Means of egress from kitchens shall be maintained
free of trash containers and other materials.

11.10.5 Listed residential cooking appliances shall be permit-
ted in kitchens, and shall be installed and maintained in accor-
dance with their listings.

11.10.6 Residential cooking appliances in kitchens that are not
used for commercial cooking and are ancillary to the operation
of the building, and where cooking does not produce grease-
laden vapors, shall be provided with a listed household/
consumer hood.
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11.10.7 Listed commercial cooking appliances shall be pro-
vided with a hood and exhaust system, grease removal devices,
auxiliary equipment, and fire-extinguishing equipment in
compliance with NFPA 96, Standard for Ventilation Control and
Fire Protection of Commercial Cooking Operations.

11.10.8 Equipment shall be used, inspected, and maintained
in compliance with NFPA 96, Standard for Ventilation Control and
Fire Protection of Commercial Cooking Operations.

11.10.9 Only nonflammable cleaners shall be used.

11.10.10 Open-flame food warming devices shall be permit-
ted to be used in constantly attended areas other than kitch-
ens in accordance with 11.6.3 and where approved.

11.10.11 A portable fire extinguisher, listed for the purpose,
shall be located within 10 ft (3.1 m) of any cooking, warming,
or related operation and shall be properly identified.

11.11 Access.

11.11.1 An approved location at the site shall be designated as
a control area and shall provide floor plans, utility central
plans, emergency contact telephone numbers, labeled keys,
appropriate material safety data sheets, and other material as
required by the AHJ.

11.11.2 Where security is of concern, an approved lockbox or
other secure container shall be provided for the information
identified in 11.11.1.

11.12 Fire Proofing. The fire safety manager shall inspect ac-
cessible structural fire proofing regularly to ensure the mate-
rial is in place and maintained in good condition.

11.13 Lightning Protection. The fire safety manager shall en-
sure that lightning protection systems, where installed, are in-
spected and maintained in good working condition by quali-
fied personnel. See NFPA 780, Standard for the Installation of
Lightning Protection Systems.

11.14 Protection from Wildland Fires.

11.14.1 The governing body of a historic structure located in
a wooded area or surrounded by fire-prone vegetation or
heavy brush shall incorporate the requirements of NFPA 1144,
Standard for Reducing Structure Ignition Hazards from Wildland
Fire, or other applicable code, into the fire safety management
component of the protection plan.

11.14.2 Reduction of fuel loading in the landscape surround-
ing and owned by the historic structure shall be implemented
in accordance with the requirements of NFPA 1144, Standard
for Reducing Structure Ignition Hazards from Wildland Fire, or
other applicable code.

11.14.3 Where the landscape is historic and either a contrib-
uting element to the property’s historic designation, or desig-
nated itself, the governing body shall obtain the evaluation
and recommendation of a professional historic landscape ar-
chitect for reducing fire loading that could threaten either the
historic structure or the historic landscape.

11.14.4 The evaulation shall include an analysis with respect
to the requirements of NFPA 1144, Standard for Reducing Struc-
ture Ignition Hazards from Wildland Fire, or other applicable
code.

11.14.5 The resulting recommendations of the evaluation
shall be included in the fire safety management component of
the protection plan.

11.14.6 Access roads shall be maintained and kept fully acces-
sible at all times to accommodate fire service vehicles.

11.15 Water Control. Provisions shall be made for removal of
accumulated water from manual and automatic fire fighting
operations.

Chapter 12 Additions, Alterations, and Rehabilitation

12.1 General. Additions, alterations, and rehabilitation shall
comply with the applicable building code and this code.

12.2 Construction Oversight.

12.2.1 Contractor Selection. Contractors selected to work on
the project shall have a demonstrated knowledge of and expe-
rience in working with historic structures.

12.2.2 Initial Meeting/Indoctrination of Contractors.

12.2.2.1 Prior to beginning work on the project, an introduc-
tory meeting shall be held with the contractors, subcontrac-
tors, and representatives of the historic structure.

12.2.2.2 All persons involved with the construction process
shall be thoroughly briefed on the significance and impor-
tance of the structure, spaces, and character-defining features,
prior to beginning work.

12.2.2.3 The initial meeting shall cover the project fire safety
program, as defined in Chapter 13.

12.2.3 Supervision During Construction. The governing body
of the historic structure shall designate its own representative
who shall have the authority to specify additional protection
requirements for the construction project necessary to safe-
guard the existing facility and fabric.

12.2.3.1 The governing representative shall have the author-
ity to enforce the historic structure’s protection requirements
and to stop work or other activities when the work or activities
jeopardize the safety or security of the facility.

12.2.3.2 This supervision shall include the following:

(1) Site security and monitoring of contractors and visitors
(2) Isolation of construction from the existing building
(3) Location and handling of flammable liquids and gases
(4) Removal of rubbish and combustibles
(5) Hot work and other sources of ignition
(6) Handling of sprinklers and other fire protection system

components
(7) Location and type of portable extinguishers to be used in

the proximity of historic fabric

12.2.3.3 Following suspension of work each day, the govern-
ing body representative or his or her designee shall conduct a
walk-through of the work area and surroundings to ensure
that the site is secured and hazards have been eliminated or
controlled.

12.3 Fire Spread Control.

12.3.1 New openings in fire-rated assemblies, such as door-
ways and duct penetrations, shall have self-closing or auto-
matic fire doors and automatic fire dampers having fire resis-
tance ratings in accordance with the applicable building code.
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12.3.2 Penetrations in fire-rated assemblies, such as those
around cabling, pipes, and ducts, shall be sealed with ap-
proved materials to maintain the integrity of the fire-rated as-
sembly.

12.3.3 New elevator shafts, dumbwaiters, stairways, and other
vertical openings through the structure shall be constructed
in a manner that prevents the spread of fire, smoke, and heat
from one level to another.

12.3.4 New doors in fire-rated assemblies required to remain
in the open position for any reason shall be equipped with
approved door-holding devices controlled by a listed smoke
detector.

12.4 Fire Protection Systems.

12.4.1 Commercial Cooking Equipment. Commercial cook-
ing equipment shall be protected accordance with NFPA 96,
Standard for Ventilation Control and Fire Protection of Commercial
Cooking Operations.

12.4.2 Fire Alarm Systems. Any fire alarm system shall be in-
stalled, tested, and maintained in accordance with the appli-
cable requirements of NFPA 72, National Fire Alarm and Signal-
ing Code.

12.4.2.1 Where automatic sprinklers are not installed, smoke
detectors shall be installed in every area and space where am-
bient conditions permit.

12.4.2.2 Where ambient conditions will adversely affect the
performance, reliability, and normal operation of smoke de-
tectors, other forms of detection technology, such as heat de-
tection, shall be used.

12.4.2.3 Alarm Monitoring.

12.4.2.3.1 Fire detection and alarm systems and automatic
fire suppression systems shall transmit alarm, supervisory, and
trouble signals to an approved monitoring facility.

12.4.2.3.2 The monitoring facility and the communications
method used for alarm signal transmission shall comply with
the requirements of NFPA 72, National Fire Alarm and Signaling
Code.

12.4.3 Automatic Sprinkler Systems.

12.4.3.1 Any automatic sprinkler system shall be in accor-
dance with one of the following standards, in accordance with
their scopes:

(1) NFPA 13, Standard for the Installation of Sprinkler Systems
(2) NFPA 13D, Standard for the Installation of Sprinkler Systems in

One- and Two-Family Dwellings and Manufactured Homes
(3) NFPA 13R, Standard for the Installation of Sprinkler Systems in

Residential Occupancies up to and Including Four Stories in
Height

12.4.3.2 Standard response sprinklers shall be permitted for
use in light hazard areas.

12.4.4 Other Automatic Extinguishing Systems.

12.4.4.1 In any occupancy where the character of the poten-
tial fuel for fire is such that extinguishment or control of fire is
effectively accomplished by a type of automatic extinguishing
system other than an automatic sprinkler system, or where
protection of the building’s historic character will be opti-
mized by a type of automatic extinguishing system other than
an automatic sprinkler system, such systems shall be installed
in accordance with this section.

12.4.4.2 Other automatic extinguishing systems shall be in-
stalled, tested, and maintained in accordance with the applicable
requirements of the standards identified in Table 12.4.4.2.

12.4.5 Portable Fire Extinguishers.

12.4.5.1 Portable fire extinguishers, listed for the hazard
where they are installed, shall be located, mounted, and main-
tained in accordance with NFPA 10, Standard for Portable Fire
Extinguishers.

12.4.5.2 One approved portable fire extinguisher shall be
readily accessible on each floor near each usable stairway.

12.4.6 Standpipe Systems. Any standpipe and hose system
shall be provided in accordance with NFPA 14, Standard for the
Installation of Standpipe and Hose Systems.

12.5 Roof Coverings.

12.5.1 Unlisted combustible roof coverings shall be treated
with an approved fire-retardant coating.

12.5.1.1 A fire-retardant coating shall not be required when it
would harm historic fabric.

12.5.2 The facility shall maintain a record of this treatment,
including certificates of approval of retardant, application
method, and re-treatment schedule.

12.5.3 Fire-retardant coated roof coverings shall be re-
treated in accordance with the manufacturer’s specifications.

12.6 Electrical Systems.

12.6.1 The installation of all new electrical systems, appli-
ances, and equipment shall be in accordance with NFPA 70,
National Electrical Code, or other applicable code.

Table 12.4.4.2 Fire Suppression System Installation
Standards

Fire Suppression System Installation Standard

Low-, medium-, and
high-expansion foam

NFPA 11, Standard for Low-,
Medium-, and High-Expansion
Foam Systems

Carbon dioxide NFPA 12, Standard on Carbon
Dioxide Extinguishing Systems

Halon 1301 NFPA 12A, Standard on Halon
1301 Fire Extinguishing Systems

Water spray fixed NFPA 15, Standard for Water
Spray Fixed Systems for Fire
Protection

Deluge foam–water
sprinkler

NFPA 16, Standard for the
Installation of Foam–Water
Sprinkler and Foam–Water Spray
Systems

Dry chemical NFPA 17, Standard for Dry
Chemical Extinguishing Systems

Wet chemical NFPA 17A, Standard for Wet
Chemical Extinguishing Systems

Water mist NFPA 750, Standard on Water
Mist Fire Protection Systems

Clean agent extinguishing NFPA 2001, Standard on Clean
Agent Fire Extinguishing Systems

914–23ADDITIONS, ALTERATIONS, AND REHABILITATION

2010 Edition

Full document details: NFPA 914 2010

http://www.avadocuments.com/doc/nfpa-914-2010
http://www.avadocuments.com/doc/nfpa-914-2010


12.6.2 All existing electrical systems, appliances and equip-
ment to be retained shall be fully evaluated and tested. All
deficiencies and unsafe conditions shall be corrected to con-
form with NFPA 70, National Electrical Code, or other applicable
code.

12.6.3 Emergency Power.

12.6.3.1 Emergency generators, where required, shall com-
ply with the requirements of NFPA 110, Standard for Emergency
and Standby Power Systems.

12.6.3.2 Emergency generators shall have sufficient capacity
to support critical fire safety functions and fire suppression
systems, where required.

12.6.3.3 Emergency generators that support other functions
considered essential shall have sufficient capacity to support
all functions with no degradation of fire safety system support.

12.7 Hazardous Areas. Newly constructed hazardous areas
shall be separated from other areas by a fire separation with a
minimum of 1-hour fire resistance rating.

12.8 Interior Finishes.

12.8.1 Newly installed interior finish materials shall prevent
flames from spreading rapidly and generating dangerous
amounts of smoke and toxic products of combustion.

12.8.2 Newly installed interior finish materials shall comply
with the requirements of the applicable building code.

12.9 Lightning Protection.

12.9.1 A lightning protection system, where required, shall
be designed, installed, and maintained in accordance with
NFPA 780, Standard for the Installation of Lightning Protection Sys-
tems.

12.9.2 Existing lightning protection systems shall be tested
and repaired where necessary as part of the addition, alter-
ation, or renovation work.

12.10 Protection from Wildland Fires.

12.10.1 The governing body or party responsible for cultural
resource properties located in areas that are wooded or sur-
rounded by fire-prone vegetation or heavy brush shall incor-
porate the requirements of NFPA 1144, Standard for Reducing
Structure Ignition Hazards from Wildland Fire, into the facility’s or
institution’s fire protection program and plan.

12.10.2 Reduction of fuel loading in the landscape surround-
ing and owned by the cultural resource property shall be
implemented in accordance with the requirements of
NFPA 1144, Standard for Reducing Structure Ignition Hazards from
Wildland Fire.

12.10.3 Where the landscape is historic and either a contrib-
uting element to the property’s historic designation, or is des-
ignated itself, the governing body or responsible party shall
obtain a professional historic landscape architect evaluation
and recommendation for reducing fire loading that could
threaten either the cultural resource property or the historic
landscape.

12.10.4 The evaluation shall include an analysis with respect
to the requirements of NFPA 1144, Standard for Reducing Struc-
ture Ignition Hazards from Wildland Fire.

12.10.5 The resulting recommendations of the evaluation
shall be included in the fire protection program and plan.

12.10.6 Access roads shall be maintained and kept fully acces-
sible at all times to accommodate fire service vehicles.

12.11 Water Control. Provisions shall be made for removal of
accumulated water from manual and automatic fire-fighting
operations.

Chapter 13 Fire Precautions During Construction,
Repair, and Alterations

13.1 General.

13.1.1* All persons involved with the design of the building,
exhibits, and other aspects of the project shall have a demon-
strated knowledge of the historic significance of the structure.

13.1.2* All persons involved with the construction process
shall be thoroughly briefed on the significance and impor-
tance of the structure, spaces, and character-defining features,
prior to the beginning of the work.

13.1.3* Contractor Selection. Contractors selected to work on
the project shall have a demonstrated knowledge and experi-
ence in working with historic structures.

13.1.4* Contracts. All construction, alteration, or renovation
contracts shall specify methods and responsibility for control-
ling fire hazards.

13.1.5* Initial Meeting/Indoctrination of Contractors. Prior
to beginning work on projects, an introductory meeting shall
be held with the contractors, subcontractors, and representa-
tives of the historic structure in accordance with 12.2.2.

13.2 Fire Protection Systems.

13.2.1 Alterations or renovations of fire protection systems
shall comply with the provisions of Section 12.4 and the appli-
cable building code.

13.2.1.1 Temporary protection strategies using performance-
based designs that incorporate nontraditional use of fire pro-
tection systems shall be permitted where such designs comply
with the requirements of Chapter 9 of this code.

13.2.2 Alterations or renovations of fire protection systems
shall be approved by the AHJ.

13.2.3 Impairments. The provisions of Section 14.4 shall ap-
ply when fire protection systems or equipment are taken out
of service.

13.3 Precautions.

13.3.1 Contracts. All construction, alteration, or renovation
contracts shall specify methods and responsibilities for con-
trolling fire hazards.

13.3.2 Construction, alterations, and renovations shall com-
ply with requirements for safeguarding construction activities
in accordance with NFPA 241, Standard for Safeguarding Con-
struction, Alteration, and Demolition Operations, and other appli-
cable codes or standards.

13.3.3 Supervision.

13.3.3.1 Responsibility for enforcement of the terms of the
contract relating to fire hazards shall be assigned, and author-
ity shall be given to stop work pending correction of hazards.

13.3.3.2 The AHJ shall be consulted.
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13.3.4 Temporary Enclosures.

13.3.4.1 Only noncombustible panels, flame-resistant tarpau-
lins, or approved materials of equivalent fire-retardant charac-
teristics shall be used.

13.3.4.2 Any other fabrics or plastic films used shall be certi-
fied as conforming to the requirements of Test Method 2 con-
tained in NFPA 701, Standard Methods of Fire Tests for Flame
Propagation of Textiles and Films.

13.3.4.3 Where used to enclose structures, forming equip-
ment, and similar items, the enclosing material shall be fas-
tened securely or guarded by construction so it cannot be
blown by the wind against heaters or other sources of ignition.

13.3.4.4 Fire extinguishers listed for the purpose shall be ac-
cessible and protected from accidental damage.

13.3.5 Smoking.

13.3.5.1 Smoking shall be prohibited inside any building, build-
ing space, or area under construction, renovation, or repair.

13.3.5.2 Where contractors and workers are permitted to
smoke, the fire safety manager or the responsible party for the
institution or property shall designate a smoking area outside
of the work area at a distance approved by the AHJ.

13.3.5.3 The designated smoking area shall be clearly and
publicly identified and shall be located a sufficient distance
away from all combustible and flammable materials or liquids
to prevent a fire from starting.

13.3.5.4 Receptacles for spent smoking materials shall be
provided in the designated smoking area.

13.3.5.5 A portable fire extinguisher, in compliance with the
provisions of NFPA 10, Standard for Portable Fire Extinguishers,
shall be located at each designated smoking area.

13.3.6 Ignition Sources.

13.3.6.1 Hot work operations shall comply with 13.5.1.

13.3.6.2 Portable heating appliances shall comply with 13.5.2.

13.3.6.3 On-site recharging of gas cylinders shall be prohibited.

13.3.6.4 Temporary lighting and wiring shall comply with the
requirements of NFPA 70, National Electrical Code.

13.3.6.5 Gasoline-powered engines, such as those used in
compressors and hoists, shall not be permitted inside the
building.

13.3.7 Housekeeping.

13.3.7.1 The accumulation of debris or rubbish shall not be
permitted inside construction areas or close to a source of
ignition.

13.3.7.2 Debris and rubbish shall be removed daily from the
site and shall not be burned in the vicinity.

13.3.7.3 Contractors shall provide metal receptacles with
metal lids for rubbish, papers, and other debris.

13.3.7.4 Where construction debris is removed from the up-
per floors of a building, it shall be conveyed to containers by
means of a chute erected on the outside of the building.

13.3.7.5 Where exterior chutes are used, the lower section of
the chute shall be disconnected or removed to a point not less
than 10 ft (3.1 m) above the dumpster at the close of each
work day.

13.3.7.6 Burning waste materials on the premises shall not be
permitted.

13.3.8 Flammable and Combustible Liquids. No more than a
one-day supply of paint thinners, solvents, and other flam-
mable and combustible liquids used in the project shall be
kept in the building.

13.3.8.1 Flammable liquids shall be stored in approved safety
cabinets and containers.

13.3.8.2 The provisions of NFPA 30, Flammable and Combustible
Liquids Code, on limits of storage of flammable and combus-
tible liquids inside buildings shall apply.

13.3.8.3 Quantities of flammable and combustible liquids in
excess of those necessary to complete a day’s work shall be
stored at least 50 ft (15.2 m) away from the main construction
project.

13.3.8.4 Gasoline-powered engines, such as those used in
compressors and hoists, shall not be permitted inside the
building.

13.3.9 Fire Protection Systems.

13.3.9.1 Fire Detection Systems.

13.3.9.1.1 Existing fire detection and alarm systems shall be
maintained in working order during the project to the extent
consistent with the nature of the construction.

13.3.9.1.2 Smoke detectors within the construction area shall
be removed or shall be protected from dust, dirt, and extreme
temperatures during construction.

13.3.9.1.3 Smoke detectors inside the construction area that
are covered to keep out dust and dirt while work is in progress
shall be uncovered at the end of each work day.

13.3.9.1.4 After final construction cleanup by all trades, all
smoke detectors shall be cleaned or replaced in accordance
with NFPA 72, National Fire Alarm and Signaling Code.

13.3.9.1.5 Reacceptance testing in accordance with NFPA 72,
National Fire Alarm and Signaling Code, shall be performed after
any adjustment, modification, or repair to any fire detection
system wiring or component.

13.3.9.2 Fire Suppression Systems.

13.3.9.2.1 Automatic fire suppression systems shall be kept in
working order during the project to the extent consistent with
the nature of the construction.

13.3.9.2.2 Disconnected or shutoff standpipes or fire sup-
pression systems shall be restored to service as soon as it is
practical.

13.3.9.2.3 Inspections of standpipe and sprinkler valves shall
be conducted and recorded in accordance with the provisions
of NFPA 25, Standard for the Inspection, Testing, and Maintenance
of Water-Based Fire Protection Systems.

13.3.9.2.4 Fire hydrants, sprinklers, standpipe and sprinkler
fire department connections, and hose outlet valves shall not
be obstructed and shall be maintained in accordance with
NFPA 25, Standard for the Inspection, Testing, and Maintenance of
Water-Based Fire Protection Systems.
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13.4 Temporary Construction and Equipment.

13.4.1 Construction Offices and Sheds.

13.4.1.1 Temporary offices, trailers, sheds, and other tempo-
rary facilities of combustible construction shall comply with
Chapter 4 of NFPA 241, Standard for Safeguarding Construction,
Alteration, and Demolition Operations.

13.4.1.2 Heating devices used in construction offices and
sheds shall be listed.

13.4.1.3 A minimum clearance of 36 in. (915 mm) shall be
maintained around stoves and heaters, and a minimum
clearance of 6 in. (152 mm) shall be maintained around all
chimney and vent connectors, to prevent ignition of adja-
cent combustible materials.

13.4.1.4 Structures, equipment, and materials shall not im-
pede egress of occupants or workers from the building or
hinder access by fire apparatus to the building and hydrants.

13.4.1.5 The areas beneath all temporary offices and other
facilities shall not be used for the storage of construction ma-
terials, equipment, or supplies, and measures shall be put in
place to ensure that no combustible waste matter is allowed to
accumulate in these areas.

13.4.2 Construction Equipment and Materials.

13.4.2.1 Equipment.

13.4.2.1.1 Internal combustion engine-powered air equip-
ment, such as compressors, hoists, derricks, and pumps, shall
be placed so the exhaust discharges away from combustible
materials and air intakes for the building heating, ventilation,
and air-conditioning (HVAC) system.

13.4.2.1.2 A minimum clearance of 6 in. (152 mm) shall be
maintained between equipment exhaust piping and combus-
tible materials.

13.4.2.1.3 Service areas and fuel for construction equipment
shall not be located inside the building.

13.4.2.2 Materials.

13.4.2.2.1* Storage of flammable and combustible liquids
shall comply with 13.3.8.

13.4.2.2.2 Combustible construction components stored in-
side the building shall be limited to the minimum required to
complete a day’s project.

13.4.2.2.3 Where steel construction is present, combustible
storage shall not be placed in areas where specified fire-resistive
coatings have not been applied to structural members.

13.4.2.2.4 Storage of highly combustible materials such as
foam, plastic, and rubber products, shall not be permitted in-
side the building.

13.4.2.2.5 Storage of construction materials shall not impede
egress from buildings or access of fire apparatus to hydrants or
to the building.

13.4.2.2.6 Tarpaulins or plastic sheeting, where used, shall
meet the flame propagation requirements contained in
NFPA 701, Standard Methods of Fire Tests for Flame Propagation of
Textiles and Films.

13.5 Construction Processes and Hazards.

13.5.1 Cutting, Welding, and other Hot Work Operations.
Cutting, welding, and other hot work operations shall comply

with the requirements of NFPA 51B, Standard for Fire Prevention
During Welding, Cutting, and Other Hot Work.

13.5.1.1 The person designated to be in charge of fire protec-
tion shall issue a hot work permit each day that cutting and
welding and other hot work operations are being conducted,
as required by Section 11.6.

13.5.1.2 At the close of the work day the person responsible
for fire protection on the site shall inspect areas where weld-
ing and cutting or other hot work operations have been con-
ducted, for hot metal or smoldering combustible materials.

13.5.1.3 Flammable gas cylinders used in the welding or cut-
ting process shall be protected from vehicle damage and high
temperatures.

13.5.2 Temporary Heating Equipment.

13.5.2.1 Temporary heating equipment shall be listed for the
purpose and used and installed in accordance with the listing.

13.5.2.2 Temporary heating equipment shall comply with
NFPA 31, Standard for the Installation of Oil-Burning Equipment,
NFPA 54, National Fuel Gas Code, and NFPA 58, Liquefied Petro-
leum Gas Code.

13.5.2.3 Temporary heating equipment shall be used only on
a stable surface in a protected location where they will not be
overturned.

13.5.2.4 Portable equipment using oil or liquefied petroleum
gas as fuel shall be removed to a well-ventilated area away from
combustible materials and allowed to cool prior to refueling.

13.5.2.5 A portable fire extinguisher, listed for the purpose,
shall be located within 30 ft (9.1 m) of all portable heating
devices.

13.5.2.6 Chimney or vent connectors from direct-fired heaters,
where required, shall be maintained at least 18 in. (457 mm)
from combustible materials.

13.5.2.7 Temporary heating equipment shall be attended
and maintained by trained personnel.

13.5.3 Roofing.

13.5.3.1 General.

13.5.3.1.1 The provisions of this section shall apply to any
type of equipment including, but not limited to, chassis-
mounted equipment used for preheating or heating tar, as-
phalt, pitch, or similar substances for roofs, floors, pipes, or
similar objects. [1:16.7.1.1]

13.5.3.1.2 Operating kettles shall not be located inside of or
on the roof of any building. [1:16.7.1.3]

13.5.3.2 Tar Kettle Location. The kettle shall be operated in a
controlled area. The area shall be identified by the use of traf-
fic cones, barriers, and other suitable means as approved by
the AHJ. [1:16.7.1.4]

13.5.3.3 Kettle Supervision. [1:16.7.1.5]

13.5.3.3.1 An operating kettle shall be attended by a mini-
mum of one employee who is knowledgeable of the opera-
tions and hazards. [1:16.7.1.5.1]

13.5.3.3.2 The employee shall be within 25 ft (7.6 m) of the
kettle and shall have the kettle within sight. [1:16.7.1.5.2]
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13.5.3.4 Fire Extinguishers for Tar Kettles.

13.5.3.4.1 Two approved 4-A:40-B:C fire extinguishers shall
be provided and maintained within 25 ft (7.6 m) of the oper-
ating kettle. [1:16.7.1.6.1]

13.5.3.4.2 A minimum of one approved 4-A:40-B:C fire extin-
guisher shall be provided and maintained on the roof in close
proximity to the roofing operations while the roofing material
is being applied. [1:16.7.1.6.2]

13.5.3.5 Exits.

13.5.3.5.1 Roofing kettles shall not block exits, means of
egress, gates, roadways, or entrances. [1:16.7.1.7.1]

13.5.3.5.2 Kettles shall not be closer than 10 ft (3 m) from
exits or means of egress. [1:16.7.1.7.2]

13.5.3.6 Liquified Petroleum Gas (LP-Gas).

13.5.3.6.1 Cylinders or containers used for fueling tar kettles
shall be protected against tampering and vandalism.

13.5.3.6.2 Containers shall be kept a minimum distance of
6 m (20 ft) from combustible materials or spare containers.

13.5.3.6.3 When possible, cylinders and containers shall be
placed in a secured area for protection against tampering.

13.5.3.6.4 Cylinders or containers that cannot be secured in a
protected area shall have the dome covers locked and secured
or the valve handle shall be removed or secured in the OFF
position.

13.5.3.6.5 Storage of LP-Gas cylinders on rooftops shall not
be permitted.

13.5.4 Plumbing.

13.5.4.1 Plumbing work involving open flames shall be con-
ducted only under the supervision of the person in charge of
fire protection and shall require a hot work permit reissued
each day.

13.5.4.2 The provisions of 13.5.1 shall apply to cutting and
welding operations.

13.5.5 Demolition Work.

13.5.5.1 Gas supplies shall be shut off at a point outside the
affected area and shall be capped.

13.5.5.2 Electrical service shall be reduced or eliminated in
the affected area.

13.5.5.3 Hot work shall not be permitted in combustible
buildings except as outlined in Section 11.6.

13.5.5.4 Fire walls, fire barrier walls, fire doors, and other fire
separation assemblies shall have their integrity or operation
maintained.

13.5.6 Other Hazardous Operations. The owner or governing
body shall conduct a hazard assessment of operations that in-
troduce fire hazards to determine if the risk is consistent with
the facility’s fire safety objectives.

13.5.6.1 Paint stripping operations involving heat-producing
devices shall not be permitted.

13.5.6.2 Floor sander dust accumulation bags shall be emp-
tied into closed metal containers outside of the building be-
fore the close of the day.

13.5.7 Electrical.

13.5.7.1 Prior to construction, the electrical equipment and
circuits that might be impacted by or used during the alter-
ation, addition, or renovation work shall be identified, relo-
cated as needed, and made safe by approved personnel.

13.5.7.2 Electrical wiring and equipment shall comply with
the requirements of NFPA 70, National Electrical Code.

13.5.7.3* Temporary lighting, bulbs, and fixtures shall be in-
stalled so they do not come in contact with combustible mate-
rials.

13.5.7.4 Circuit breakers for circuits that are not in use shall
be shut off and tagged.

13.5.7.5 Temporary wiring shall be removed immediately
upon elimination of the need for which the wiring was in-
stalled.

13.5.8 Environmental Conditions. Openings in structures sus-
ceptible to damage from high winds that could cause skewing
and misalignment of the structure, disruption of water sup-
plies, or delivery systems for fire protection shall have secure
coverings.

13.6 Fire Resistive Construction.

13.6.1 The construction, repair, or modification of walls,
horizontal assemblies, and similar construction, and the instal-
lation of opening protectives required to comply with provi-
sions of the applicable building code shall be completed as
soon as practical.

13.6.2 Fire doors with approved closing devices and hard-
ware shall be installed as soon as practical and before combus-
tible materials are introduced.

13.6.3 Fire doors shall be operable and unobstructed.

13.7 Fire Suppression.

13.7.1 Fire Incident Response.

13.7.1.1* An approved location at the site shall be provided
with floor plans, utility control plans, emergency contact tele-
phone numbers, labeled keys, and material safety data sheets.

13.7.1.2 Where security is of concern, the location specified
by 13.7.1.1 shall be locked.

13.7.2 Access for heavy fire-fighting equipment to the imme-
diate job site shall be provided at the start of construction and
maintained until all construction is completed.

13.7.3 Free access from the street to fire hydrants and to
outside connections for standpipes, sprinklers, or other fire-
extinguishing equipment, whether permanent or temporary,
shall be provided and maintained at all times.

13.7.4 Protective pedestrian walkways shall be constructed so
as not to impede access to hydrants, fire department connec-
tions, or fire-extinguishing equipment.

13.7.5 During construction operations, free access to perma-
nent, temporary, or portable fire-extinguishing equipment
and systems shall be maintained.

13.7.6 At least one stairway shall be provided in usable condi-
tion at all times in multistory buildings.

13.8 Water Supply. Water for fire suppression shall be avail-
able throughout all phases of construction.
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13.9 Standpipe Systems.

13.9.1 New standpipes that are required or existing stand-
pipes in buildings being altered shall be maintained in accor-
dance with the progress of building activity, such that the
standpipes are always ready for fire department use.

13.9.2 Class I manual dry standpipes shall be permitted
where approved by the AHJ.

13.9.3 Where fire suppression systems existed prior to the
rehabilitation project, the system shall be kept in service as
long as possible during the rehabilitation work.

13.10 Automatic Fire Suppression Systems.

13.10.1 Where required by the responding fire department,
hoses and nozzles shall be provided and made ready for use, as
either the temporary or permanent water supply becomes
available.

13.10.2 Where automatic fire suppression systems are pro-
vided, the installation shall be placed in service and moni-
tored as soon as it is practical.

13.10.3 Where fire suppression systems must be taken out of
service for modification, the local fire department shall be
notified and the system shall be returned to service as soon as
possible.

13.11 Portable Fire Extinguishers

13.11.1 Portable fire extinguishers shall be protected from
accidental damage.

13.11.2 At least one approved portable fire extinguisher,
listed for the purpose, shall be accessible on each floor near
each usable stairway.

13.12 Emergency Communication.

13.12.1 Prior to beginning any renovations or alterations,
workers shall be instructed on emergency communications
procedures.

13.12.2 A fixed telephone or equivalent method of summon-
ing the fire service shall be provided and available.

13.12.3 The telephone number of the fire service shall be
prominently posted on or immediately adjacent to each tele-
phone.

13.12.4 Written instructions that include the following infor-
mation shall be posted:

(1) Building or site address
(2) Procedures for notification of the local fire service in the

event of a fire
(3) Actions for security officers or other staff after notifying

the fire service

13.12.5 Upon activation of a fire alarm or other notification
device, or identification of an actual fire, personnel shall
evacuate the building.

Chapter 14 Inspection, Testing, and Maintenance

14.1* General.

14.1.1 This chapter shall establish the requirements for criti-
cal and regular inspection, testing, and maintenance of pro-
tection features, systems, and devices in historic structures.

14.1.2 Records of inspection, testing, and maintenance ac-
tivities shall be retained until the occurrence of the next activ-
ity and for 1 year thereafter.

14.2 Responsibility.

14.2.1 The responsibility for maintenance of protection fea-
tures, systems, and devices shall be that of the owner or gov-
erning body or responsible party of the historic structure.

14.2.2 Inspection, testing, and maintenance shall be imple-
mented in accordance with procedures meeting or exceeding
those established in the standard for that type of protection
feature, system, or device, and shall be in accordance with the
manufacturer’s instructions.

14.2.3 Personnel who have developed competence through
training and experience shall perform inspection, testing, and
maintenance of protection features, systems, and devices.

14.3 Fire Protection Systems.

14.3.1 Requirements. All fire protection systems shall be in-
spected, tested, and maintained in full compliance with the
manufacturer’s recommendations and with the standards
identified in Table 14.3.1, as applicable.

14.3.2 Inspection. Inspection activities, frequencies, responsi-
bilities, routines, and reporting procedures shall comply with
the standards identified in Table 14.3.1 or other approved
standards as applicable.

Table 14.3.1 Inspection, Testing, and Maintenance Codes
and Standards — Fire Protection Systems

Type of System NFPA Standard

Carbon dioxide NFPA 12, Standard on Carbon Dioxide
Extinguishing Systems

Halon NFPA 12A, Standard on Halon 1301 Fire
Extinguishing Systems

Dry chemical NFPA 17, Standard for Dry Chemical
Extinguishing Systems

Wet chemical NFPA 17A, Standard for Wet Chemical
Extinguishing Systems

Water-based NFPA 25, Standard for the Inspection,
Testing, and Maintenance of Water-Based Fire
Protection Systems

Alarm and
detection

NFPA 72®, National Fire Alarm Code®

Smoke control NFPA 92A, Standard on Smoke-Control
Systems Utilizing Barriers and Pressure
Differences

Smoke
management

NFPA 92B, Standard for Smoke Management
Systems in Malls, Atria and Large Spaces

Cooking
equipment

NFPA 96, Standard for Ventilation Control
and Fire Protection of Commercial Cooking
Operations

Smoke and heat
venting

NFPA 204, Standard for Smoke and Heat
Venting

Water mist NFPA 750, Standard on Water Mist Fire
Protection Systems

Clean agent NFPA 2001, Standard on Clean Agent Fire
Extinguishing Systems
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14.3.3 Testing.

14.3.3.1 Testing activities, frequencies, responsibilities, rou-
tines, and reporting procedures shall comply with the stan-
dards identified in Table 14.3.1, or other approved standards
as applicable.

14.3.3.2 All fire protection systems shall be tested to verify
that they function as intended.

14.3.3.3 Test results shall be compared with those of the
original acceptance test (if available) and with the most recent
test results.

14.3.4 Maintenance.

14.3.4.1 Maintenance activities, frequencies, responsibilities,
routines, and reporting procedures shall comply with the stan-
dards identified in Table 14.3.1 or other approved standards
as applicable.

14.3.4.2 Maintenance shall be performed to keep all fire pro-
tection systems operable. Necessary repairs shall be made.

14.3.4.3 As-built system installation drawings, original accep-
tance test records, and device or equipment manufacturer’s
maintenance bulletins shall be retained by the fire safety man-
ager to assist in developing and maintaining the inspection,
testing, and maintenance standards for all fire protection
equipment and systems and components.

14.4 Impairments to Fire Protection Systems.

14.4.1 General. When an emergency or a preplanned impair-
ment takes any fire protection system out of operational ser-
vice, adequate measures shall be taken during the impairment
to ensure that increased risks are minimized and the duration
of the impairment is limited.

14.4.1.1 When any fire protection system is out of service for
4 hours or more, the owner or governing body shall notify the
fire department and post a fire watch.

14.4.1.2 The fire watch shall be provided with an approved
means of notification of the fire department.

14.4.2 Preplanned Impairments.

14.4.2.1 All preplanned impairments shall be authorized in
advance of work by the fire safety manager.

14.4.2.2 The fire safety manager shall be responsible for veri-
fying that written procedures for impairments are followed
before authorizing a system impairment. (See 14.4.3.)

14.4.3 Procedure.

14.4.3.1 A written procedure shall be established and imple-
mented by the owner or governing body to control any emer-
gency or preplanned impairment.

14.4.3.2 The written procedure shall include, as a minimum,
the following:

(1) Identification and tagging of all impaired equipment and
systems

(2) Inspection/risk evaluation
(3) Identification of extent or expected duration of impair-

ment
(4) Notification of the fire department
(5) Notification of other personnel or organizations as appro-

priate
(6) Statement of additional measures deemed necessary for

the duration of the system impairment

(7) Actions to be taken and notifications to be made when all
impaired equipment and systems are restored to opera-
tional service

(8) Prior to a preplanned impairment, assembly of all necessary
parts, tools, materials, and labor at the impairment site be-
fore removing the system or equipment from service

(9) Expedition of all repair work

14.4.4 Restoring Systems to Service. When all impaired sys-
tems are restored to operational service, the impairment coor-
dinator shall verify that the following procedures have been
completed:

(1) Any necessary inspections and tests required in accor-
dance with 14.3.1 for the fire protection system or equip-
ment involved have been conducted to verify that affected
systems and equipment are operational.

(2) Those individuals listed in 14.4.3.2(5) have been advised
that protection has been restored.

(3) Impairment tags shall have been removed.

14.5 Electronic Premises Security Systems.

14.5.1 All electronic premises security systems shall be in-
spected, tested, and maintained in full compliance with the
manufacturer’s recommendations.

14.5.2 Inspection, testing, and maintenance of electronic pre-
mises security systems shall be performed by personnel who have
developed competence through training and experience.

14.5.3 Inspection and testing frequencies and test routines
shall comply with manufacturers’ recommendations.

14.5.4 Testing.

14.5.4.1 All electronic premises security systems shall be
tested to verify that they function as intended.

14.5.4.2 Test results shall be compared with those of the
original specifications for the system, the results of the origi-
nal acceptance test (if available), and the results of the most
recent test. Any variances in the performance of the system
shall be documented and corrections made to bring the sys-
tem performance to an acceptable level.

14.5.5 Maintenance.

14.5.5.1 Maintenance shall be performed to keep all elec-
tronic premises security systems operable. Necessary repairs
shall be made.

14.5.5.2 As-built system installation drawings, original accep-
tance test records, and device or equipment manufacturer’s
maintenance bulletins shall be retained by the governing body
to assist in developing and maintaining the inspection, testing,
and maintenance standards for all electronic premises secu-
rity systems, equipment, and components.

14.6 Heating, Air-Conditioning, and Cooking Equipment.

14.6.1 Heating and air-conditioning systems and cooking ap-
pliances shall be maintained in accordance with the manufac-
turer’s specifications and shall comply with NFPA 90A, Stan-
dard for the Installation of Air-Conditioning and Ventilating Systems,
NFPA 90B, Standard for the Installation of Warm Air Heating and
Air-Conditioning Systems, and NFPA 96, Standard for Ventilation
Control and Fire Protection of Commercial Cooking Operations.
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14.6.2 Heaters and ductwork, including hoods and ducts for
cooking appliances, shall be kept free of flammable and com-
bustible deposits.

14.7 Chimneys. Chimneys for active stoves or fireplaces shall
be inspected and cleaned annually in accordance with
NFPA 211, Standard for Chimneys, Fireplaces, Vents, and Solid Fuel–
Burning Appliances.

14.8 Electrical Systems. Electrical systems shall be maintained
in compliance with NFPA 70, National Electrical Code, or other
applicable codes, and the manufacturer’s instructions.

14.9 Fire Walls and Fire Barrier Walls. The integrity of fire
walls and fire barrier walls shall comply with the applicable
building code. Openings in such walls shall be protected and
maintained in accordance with NFPA 80, Standard for Fire Doors
and Other Opening Protectives.

14.10 Fire-Retardant-Treated Materials. Applied coatings and
treatments shall be maintained in accordance with NFPA 703,
Standard for Fire Retardant–Treated Wood and Fire-Retardant Coat-
ings for Building Materials.

14.11 Fire Extinguishers. Portable fire extinguishers shall be
maintained in accordance with NFPA 10, Standard for Portable
Fire Extinguishers.

Chapter 15 Special Events

15.1* General.

15.1.1 Plans for special events shall be reviewed and ap-
proved by the governing body and, where required, by the
authority having jurisdiction.

15.1.2 Where required by the AHJ, a fire emergency response
plan shall be prepared in accordance with Section 10.5.

15.2 Occupant Loading.

15.2.1 The event coordinator shall ensure that the number of
occupants admitted to the building is monitored and con-
trolled so that the occupant load does not exceed the capacity
of the means of egress, for the number of exits required by the
applicable code.

15.2.2 Orderly circulation of guests shall be maintained
when special events are planned for large groups.

15.3 Means of Egress.

15.3.1 Exits, access to exits, and all other evacuation capabili-
ties shall be maintained.

15.3.2 Tables, plants, stages, or other temporary fixtures shall
not visually or physically obstruct an exit, exit sign, or exit
access, or reduce the width of an exit passage.

15.3.3 Prior to a performance or event, staff (especially tem-
porary or part-time staff), contractor personnel, attendees,
and participants shall be notified of the following:

(1) How fire alarms are annunciated (i.e., audibly, visually, by
voice communication, or a combination of these meth-
ods)

(2) Locations of exit routes, exits, and assembly points
(3) How to safely evacuate the area

15.3.4 Key staff, including event coordinators, volunteers,
and security, shall be familiar with exit routes and shall ensure

that exits are obvious, operable, and not blocked or restricted
in any way.

15.3.5 Upon activation of the fire alarm, occupants shall be
evacuated from the building according to the egress plan.

15.4 Commercial Cooking and Food Service Operations.
Cooking and food warming shall be in accordance with Sec-
tion 11.10.

15.5 Smoking. Smoking shall be prohibited except as pro-
vided in Section 11.5.

15.6 Fireworks.

15.6.1 Demonstrations of fireworks shall be held outside the
building or structure and shall conform to NFPA 1123, Code for
Fireworks Display.

15.6.2 Demonstrations of fireworks or other pyrotechnics be-
fore a proximate audience shall conform to NFPA 1126, Stan-
dard for the Use of Pyrotechnics Before a Proximate Audience.

15.7 Combustibles.

15.7.1 Tents and canopies shall comply with the applicable
building code and fire code and shall be noncombustible or
certified as having been treated with an approved fire-
retardant coating.

15.7.2 Temporary draperies, bunting, textiles, wood, and
miscellaneous support and decorative materials used inside
the building shall comply with 15.7.2.1 through 15.7.2.6, ex-
cept as provided in Section 11.2.

15.7.2.1 Furnishings or decorations of an explosive or highly
flammable character shall not be used. [101:10.3.5]

15.7.2.2 Fire-retardant coatings shall be maintained to retain
the effectiveness of the treatment under service conditions en-
countered in actual use. [101:10.3.6]

15.7.2.3 The authority having jurisdiction shall impose con-
trols on the quantity and arrangement of combustible con-
tents in assembly occupancies to provide an adequate level of
safety to life from fire. [101:12.7.4.2; 101:13.7.4.2]

15.7.2.4 Exposed foamed plastic materials and unprotected
materials containing foamed plastic used for decorative pur-
poses or stage scenery shall have a heat release rate not ex-
ceeding 100 kW where tested in accordance with ANSI/UL
1975, Standard for Fire Tests for Foamed Plastics Used for Decorative
Purposes. [101:12.7.4.3;101:13.7.4.3]

15.7.2.5 The requirement of 15.7.2.4 shall not apply to indi-
vidual foamed plastic items and items containing foamed plas-
tic where the foamed plastic does not exceed 1 lb (0.45 kg) in
weight. [101:12.7.4.4; 101:13.7.4.4]

15.7.2.6 Wood shall be fire-retardant treated and meet the
requirements of NFPA 703, Standard for Fire Retardant–Treated
Wood and Fire-Retardant Coatings for Building Materials.

15.8 Electrical Equipment.

15.8.1 Electrical appliances and equipment, including tem-
porary installations, shall be listed, and wiring shall comply
with NFPA 70, National Electrical Code.

15.8.2 Exposed electrical wiring and extension cords shall
not be placed across travel or exit routes.

15.8.3* A licensed or registered electrician shall verify that
electrical circuits do not exceed their rated capacity.
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Annex A Explanatory Material

Annex A is not a part of the requirements of this NFPA document
but is included for informational purposes only. This annex contains
explanatory material, numbered to correspond with the applicable text
paragraphs.

A.1.1.2 Collections within libraries, museums and places of
worship should be evaluated and protected in accordance
with NFPA 909, Code for the Protection of Cultural Resource Proper-
ties — Museums, Libraries, and Places of Worship.

A.1.2 As an example, this code is intended to provide a level
of protection that will assist in the following three main cat-
egories:

(1) Protect the occupants, a group that is intended to include
the staff and the visitors, as well as any outside contract
agents who may work in the facility

(2) Protect the contents of the structure
(3) Protect the physical structure itself from the effects of an

unwanted fire
In all cases, the protection scheme derived is intended to

minimize the intrusion on the historic fabric of the facility.
The U.S. Department of the Interior establishes a list of

guidelines and criteria that are typically used by various enti-
ties to establish overall objectives for maintaining the fabric of
an historic site or structure. (See Annex N for additional informa-
tion.)

A.1.5 A sample ordinance is provided in Annex M.

A.3.2.1 Approved. The National Fire Protection Association
does not approve, inspect, or certify any installations, proce-
dures, equipment, or materials; nor does it approve or evalu-
ate testing laboratories. In determining the acceptability of
installations, procedures, equipment, or materials, the author-
ity having jurisdiction may base acceptance on compliance
with NFPA or other appropriate standards. In the absence of
such standards, said authority may require evidence of proper
installation, procedure, or use. The authority having jurisdic-
tion may also refer to the listings or labeling practices of an
organization that is concerned with product evaluations and is
thus in a position to determine compliance with appropriate
standards for the current production of listed items.

A.3.2.2 Authority Having Jurisdiction (AHJ). The phrase “au-
thority having jurisdiction,” or its acronym AHJ, is used in
NFPA documents in a broad manner, since jurisdictions and
approval agencies vary, as do their responsibilities. Where pub-
lic safety is primary, the authority having jurisdiction may be a
federal, state, local, or other regional department or indi-
vidual such as a fire chief; fire marshal; chief of a fire preven-
tion bureau, labor department, or health department; build-
ing official; electrical inspector; or others having statutory
authority. For insurance purposes, an insurance inspection de-
partment, rating bureau, or other insurance company repre-
sentative may be the authority having jurisdiction. In many
circumstances, the property owner or his or her designated
agent assumes the role of the authority having jurisdiction; at
government installations, the commanding officer or depart-
mental official may be the authority having jurisdiction.

A.3.2.3 Code. The decision to designate a standard as a
“code” is based on such factors as the size and scope of the
document, its intended use and form of adoption, and
whether it contains substantial enforcement and administra-
tive provisions.

A.3.2.5 Listed. The means for identifying listed equipment
may vary for each organization concerned with product evalu-
ation; some organizations do not recognize equipment as
listed unless it is also labeled. The authority having jurisdic-
tion should utilize the system employed by the listing organi-
zation to identify a listed product.

A.3.3.6 Atrium. As defined in NFPA 92B, Standard for Smoke
Management Systems in Malls, Atria, and Large Spaces, a large-
volume space is an uncompartmented space, generally two or
more stories in height, within which smoke from a fire either
in the space or in a communicating space can move and accu-
mulate without restriction. Atria and malls are examples of
large-volume spaces.

A.3.3.7.1 Fire Barrier. A fire barrier, such as a wall or floor
assembly, might be aligned vertically or horizontally.

A.3.3.7.2 Smoke Barrier. A smoke barrier, such as a wall, floor,
or ceiling assembly, might be aligned vertically or horizontally. A
smoke barrier might or might not have a fire resistance rating.

A.3.3.7.3 Thermal Barrier. Finish ratings, as published in the
UL Fire Resistance Directory, are one way of determining thermal
barrier.

A.3.3.9 Building Systems. Building systems include all electri-
cal power services; communication and security services; elec-
trical control systems; HVAC systems; water, steam, wastewater,
and drainpipes and services; fire suppression systems includ-
ing water-based and non-water-based systems; oil and piped
hydraulic and pneumatic systems.

A.3.3.10 Buildings. The term building is to be construed as if
followed by the words “or portions thereof.” Each portion of a
building that is separated from other portions by a noncom-
bustible fire wall with a minimum 2-hour fire resistance rating
can be considered to be a separate building.

A.3.3.15 Conservation. The four explicit functions of conser-
vation are examination, documentation, preservation, and
restoration. Examination is a procedure used to determine
the nature, method of manufacture, or properties of materials
and the causes of their deterioration. Documentation proce-
dures record the condition of an object before, during, and
after treatment and outline, in detail, treatment methods and
materials used. Preservation is action taken to prevent, stop, or
retard deterioration. The process includes both the stabiliza-
tion of the condition of a work of art by conservation and the
stabilization of the environment surrounding a work of art by
preventative conservation methods to minimize the effects of
agents of deterioration. Restoration is the reconstruction of
missing parts in an effort to recreate the original appearance
of a damaged work of art.

A.3.3.16 Cultural Resource Properties. Such properties in-
clude, but are not limited to, museums, libraries, historic
structures, and places of worship.

A.3.3.19 Design Specifications. Design specifications include
both hardware and human factors, such as the conditions pro-
duced by maintenance and training. For purposes of
performance-based design, the design specifications of inter-
est are those that affect the ability of the building to meet the
stated goals and objectives. Additionally, these specifications
should also include any special techniques or procedures that
might be necessary to minimize intrusion into the historically
significant portions of the building.
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A.3.3.20 Design Team. The individuals responsible for the
governance of the property are essential to this team. Estab-
lishing boundaries for the limits of the work or guiding discus-
sions on prioritizing the areas or spaces to be preserved should
be based on the significance of the property and needs of the
governing body.

A.3.3.26 Exposure Fire. An exposure fire usually refers to a
fire that starts outside a building, such as a wildlands fire or
vehicle fire, and that, consequently, exposes the building to a
fire. [101, 2009]

A.3.3.30 Fire Model. Due to the complex nature of the prin-
ciples involved, models are often packaged as computer soft-
ware. Attached to the fire models will be any relevant input
data, assumptions, and limitations needed to properly imple-
ment the model.

A.3.3.34 Fire Safety Manager. In smaller organizations, this
role is permitted to be combined with that of another position
or appointment. In larger institutions, the person’s responsi-
bilities are permitted to include supervision of other fire pro-
tection staff. The authorized person is permitted to be an em-
ployee of the institution who has experience with generally
accepted fire protection practices. Alternatively, cultural re-
source facilities or institutions are permitted to designate ap-
propriate outside persons such as consulting fire protection
engineers, fire service personnel, insurance company loss con-
trol representatives, local code officials, or other individuals
with similar fire protection credentials.

A.3.3.40 Hazardous Area. Hazardous areas include those ar-
eas used for the storage or use of combustibles or flammables;
toxic, noxious, or corrosive materials; or heat-producing ap-
pliances. [5000, 2009]

A.3.3.41 Historic Building. Designation could be in an official
existing or future national, regional, or local historic register,
listing, or inventory. Properties that meet the criteria for eligi-
bility should be treated as eligible. Properties meeting the cri-
teria for eligibility include buildings in a historic district that
are not architecturally distinguished, but whose scale, propor-
tions, materials, and details are consistent with the character
of the district. This can also include iconic structures.

Iconic Structure—Edifice or object of such global cultural
significance that its preservation is of utmost importance to
maintain the identity and economy of the area where it is lo-
cated.

Many historical structures and sites have a global, national,
or local significance that goes beyond traditional preservation.
For example, UNESCO World Heritage Sites need a higher
level of protection than most historic buildings addressed by
this code.

Such iconic sites should have a fire protection program
with appropriate emphasis on the following:

(1) Increased administrative oversight of fire risk assessment,
fire hazard abatement, and fire emergency pre-planning

(2) Enhanced fire prevention limitation of combustibles and
ignition sources

(3) Optimal built-in fire containment and control including
structural fire barriers, fire detection and alarm, auto-
matic fire suppression systems, and smoke management

(4) Greater emergency response in the event of a fire, includ-
ing suppression, damage-limitation, and salvage

Each facility will need to identify the potential of a fire loss
and the relationship to other threats.

A.3.3.53 Limited-Combustible Material. Materials subject to
increase in combustibility or flame spread index beyond the
limits herein established through the effects of age, moisture,
or other atmospheric conditions are considered combustible.

A.3.3.59 Objective. Objectives define a series of actions neces-
sary to make the achievement of a goal much more likely. Objec-
tives are stated in more specific terms than goals and are mea-
sured on a more quantitative, rather than qualitative, basis.

A.3.3.63 Performance-Based Design Approach. This process
allows performance-based documents to be implemented and
ensures that their goals are met.

A.3.3.66 Prescriptive-Based Document. Fire safety is achieved
by specifying certain construction characteristics, limiting di-
mensions, or protection systems, without providing a mecha-
nism for how these requirements achieve a desired fire safety
goal. Typically, these documents do not state their fire safety
goals.

A.3.3.70 Proposed Design. The design team might develop a
number of trial designs that are evaluated to determine if they
meet the specified performance criteria. One or more of the
trial designs will be selected from those that meet the perfor-
mance criteria, for submission to the AHJ as the proposed
design.

The proposed design is not necessarily limited to fire pro-
tection systems and building features; it also includes any com-
ponent of the proposed design that is installed, established, or
maintained for the purpose of life safety, without which the
proposed design could fail to achieve specified performance
criteria. In addition, the impact of the proposed design on the
historic fabric and character of the building needs to be evalu-
ated. As such, the proposed design often includes emergency
procedures, management operational systems, and organiza-
tional structures that are necessary to meet the performance
criteria specified for the proposed design.

A.3.3.72 Protection. In its broadest sense, protection also in-
cludes long-term efforts to deter or prevent vandalism, theft,
arson, and other criminal acts against historic resources.

A.3.3.80.2 Fire Scenario. A fire scenario defines the condi-
tions under which a proposed design is expected to meet the
fire safety goals. Factors typically include fuel characteristics,
ignition sources, ventilation, building characteristics, and oc-
cupant locations and characteristics. Fire scenario includes
more than the characteristics of the fire itself, but it excludes
design specifications and any characteristics that do not vary
from one fire to another; the latter are called assumptions. The
term fire scenario is used here to mean only those specifications
required to calculate the fire’s development and effects, but in
other contexts, the term can be used to mean both the initial
specifications and the subsequent development and effects
(i.e., a complete description of fire from conditions prior to
ignition to conditions following extinguishment).

A.3.3.85 Special Event. Special events are intended to include
events that introduce unusual hazards to the facility. Special
events include, but are not limited to, receptions, dinners, pri-
vate viewings, pyrotechnic displays, exhibits, or fairs.

A.4.2.2 Historic buildings, and spaces within these buildings,
have a hierarchy of significance. Particularly for those historic
buildings of higher significance, including historic house mu-
seums, extraordinary attempts should be made to minimize
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alteration to the original space configurations and the historic
design. The relocation of occupants to safe areas should be
accomplished in this context.

A.4.3 The primary difference between goals and objectives is
that objectives are more specific to the problem being solved
or the document being developed. The same goals can be
applied to most NFPA documents, while objectives are in-
tended to reflect the nature and intent of a particular docu-
ment in question.

A.4.3.2.1 Substantial renovation or modification to an exist-
ing historic building will often be a difficult challenge.Additional
means to minimize alteration of the historic structure should be
considered. Such means would include the following:

(1) Presence of a limited amount of combustible material
(2) Installation of active fire protection systems
(3) Reliance on staff members
(4) Any combination thereof

A.4.3.2.4 Where adaptive reuse of a building is being under-
taken, there may be fewer changes required in the egress sys-
tem, fire protection equipment, and other features, for cer-
tain new occupancies than for others. Depending upon the
significance of various elements to the historic character of
the building, life safety and historic preservation goals may be
more easily achieved with some new uses than with others.

A.6.1 The security of a historic structure is an important con-
sideration of a vulnerability assessment and protection plan.
The fact that historic structures are resources that are trea-
sured by the public may increase their likelihood of being a
security target.

The primary security threats to a historic property are ar-
son and vandalism. In order to evaluate the risk to a historic prop-
erty, a vulnerability assessment should be included as part of the
fire protection plan for the property. This section discusses sev-
eral protection strategies focused on historical properties.

An important part of a vulnerability assessment is a risk
analysis, a careful examination of what could cause harm to
people, the environment, historic structure, its contents, or
the continuity of operations so the governing body can iden-
tify whether adequate precautions have been taken or more
should be done to prevent damage or loss. There are many web-
sites and documents (such as NFPA730, Guide for Premises Security)
that discuss vulnerability and risk principles and how to apply
them to specific situations. NFPA 909, Code for the Protection of Cul-
tural Resource Properties — Museums, Libraries, and Places of Worship,
provides a more detailed overview of specific facility property and
collection protection issues. A vulnerability assessment and risk
analysis includes the following activities:

(1) Defining assessment scope.
(2) Identifying the potential threats and/or loss scenarios.
(3) Determining who or what might be harmed and how.
(4) Evaluating the risks through estimation of the likelihood

of occurrence and the severity of the consequences.
(5) Determining risk tolerability.
(6) Managing risk—deciding on measures to eliminate, pre-

vent, or mitigate the risks.
(7) Documenting findings and implementing them based on

cost considerations.
(8) Reviewing and updating risk assessments based on changes

or new information.

Conditions in historic structures change over time, and
these changes can increase or decrease the vulnerability of the
facility to potential threats. Construction projects can have a
significant impact on the vulnerability assessment, so it is im-
portant for the governing body to review the vulnerability as-
sessment regularly, and when planning construction, renova-
tion, alternations, or special events.

Some governing bodies may find the process described
herein to be overwhelming; it need not be so. People and
institutions use the process of risk analysis in decision making
every day. The objective of the vulnerability assessment is to
identify the most likely ways the historic structure might suffer
loss or damage to its facilities and collections and, with this
information, to develop realistic ways for the institution to pre-
vent or mitigate potential losses or damage.

Before conducting the assessment, metrics should be estab-
lished that allow documentation of the vulnerability assess-
ment results in a way that facilitates decision making. Results
may be either relative (e.g., compared to a baseline or compar-
ing alternative options) or absolute (e.g., dollar losses per
year). Within this context, they may be qualitative, quantita-
tive, or semi-quantitative and may be in the form of a quanti-
tative risk value, a comparative value, or other values as estab-
lished by the governing body. The form of the acceptable criteria
should be dependent on the defined scope of the assessment and
should influence the selection of assessment methods. Accep-
tance criteria may be based on one of the following:

(1) Prescriptive requirements.
(2) Performance requirements.
(3) Other agreed-to criteria.
(4) Professional standards and guides of the cultural re-

sources community.

NFPA 730, Guide for Premises Security, provides guidance on
conducting security vulnerability assessments and developing
appropriate countermeasures. As outlined in NFPA 730, a se-
curity vulnerability assessment (SVA) usually involves the fol-
lowing seven-step process

(1) Formation of team.
(2) Organization/facility characterization.
(3) Threat assessment.
(4) Threat vulnerability analysis.
(5) Definition of specific security countermeasures.
(6) Assessment of risk reduction.
(7) Documentation of findings and tracking of implementation.

The security component of the fire protection plan usually
outlines an organization’s security-related measures and pro-
cedures, as well as providing information required to imple-
ment them. The objective of a security component of the fire
protection plan is to ensure that security measures and per-
sonnel respond in an integrated and effective way to mitigate
the effects of an adversarial act in a manner that is appropriate
for that particular organization or facility.

In addition to features of protection, the security compo-
nent of the fire protection plan usually includes a concise
statement of purpose, identifies the intended users, designates
where the master copy is maintained, identifies to whom it has
been distributed, and contains clear instructions for its use.

The objectives of the security component of the fire protec-
tion plan should be obtainable and easily understood. The
underlying assumptions of the fire protection plan should be

914–33ANNEX A

2010 Edition

Full document details: NFPA 914 2010

http://www.avadocuments.com/doc/nfpa-914-2010
http://www.avadocuments.com/doc/nfpa-914-2010


fully examined to make sure that they are correct and well
thought out. Responsibilities and authorities of facility person-
nel should be clearly identified and assigned. Alternatives and
options should be incorporated into the fire protection plan
to make it flexible and capable of responding to changes or
unexpected events. The security component of the fire protec-
tion plan should be reviewed on a regular basis to determine
whether all aspects are still appropriate.

Benefits of Security Planning.
A fire protection plan provides facility personnel with an

effective means of assisting in the prevention and mitigation
of the effects of security incidents by integrating those ap-
proaches that have proven to be effective in that environment
(and others) in the past. This is especially important for new
personnel.

When facility personnel are confronted with an incident or
situation that is unforeseen, a fire protection plan can assist in
directing personnel to react in a manner that is appropriate to
the situation.

For incident responses that require coordinated actions by
many facility personnel (such as evacuations), a fire protec-
tion plan with a clear, concise, and useful set of staff activities
and responsibilities helps to ensure a rapid and effective re-
sponse.

Elements of the Security Component of the Fire Protection Plan.
Facility/organization mandate/mission should include a

summary of the threat/risk assessment situation, as well as the
historic structure’s security strategy. Procedures for move-
ment, communication, facility management, reacting to secu-
rity incidents and reporting/analyzing incidents should be
part of the fire protection plan.

It is important to control the threat of arson. Precautions
can minimize the likelihood of a serious fire. The most com-
mon fire-setters are juveniles, vandals, disgruntled patrons,
and employees. They might break in at night or gain legiti-
mate access during normal operating hours. Where an unsuc-
cessful arson attempt occurs, a repeat attempt is likely. The
historic structure then becomes a specific target, and extra
precautions are warranted.

The strongest deterrent to arson and vandalism is good
security. Suggested elements of a sound security program are
as follows:

(1) Reasonable surveillance may include the use of premises
protection systems, CCTV, and electronic access control
systems, for all areas accessible to the public, with spot
checks at regular intervals. All nonpublic areas should
have controlled access.

(2) A background investigation for stability and character
may be conducted, to the extent legal restrictions allow,
on potential employees, security personnel, and others
having free access to the entire facility.

(3) All accessible openings, including doors, windows, vents,
and roof access, should be properly secured. Fire exits
should be arranged to prevent entry from outside. Doors
and windows should be checked to make sure locks are
in good repair.

(4) Exterior lighting is an effective and often underrated
security measure against arsonists and other miscreants.
Where not provided by public utilities, lighting should
be added at all concealed approaches to the facility.

(5) A rigid closing procedure, including supervisory follow-up
responsibility, should be established to ensure that all un-
authorized people have left the building, that openings are

secured, and that fire hazards, including ashtrays and trash
receptacles are checked.

(6) Crime prevention through environmental design (e.g.,
landscape manipulation and vegetation management);
cutting back bushes, shrubs, and other plant materials
that are not historically significant and that could pro-
vide cover for an intruder.

(7) Provide security/guard service during idle periods or in-
trusion alarms connected to a reliable, constantly at-
tended location.

(8) Establish a liaison with police and fire departments.
(9) Provide/install closed-circuit television and monitors for

remote areas with public access, because the cameras
provide a formidable psychological deterrent to arson-
ists, vandals, and other wrongdoers.

(10) Supplement outside lighting with a formidible barrier to
concealed access areas of the building.

Locations that might require a higher level of precaution
include the following:

(1) Properties in high-crime-rate areas.
(2) Historic structures associated with or connected to social

or political causes, or iconic structures.
(3) Locations having previously incurred an arson fire or

threat.
(4) Facilities where strained relations between employees and

management exist.
It is important for the governing body to also plan for ter-

rorist attacks, cyber attacks, and explosions. More information
on these and other threats can be found in NFPA 730.

The governing body should be prepared for the following
situations:

(1) Disruption of normal services and utilities (e.g., electric-
ity, telephone, natural gas, gasoline pumps, cash registers,
automatic teller machines (ATMs), and internet transac-
tions).

(2) Response to official instructions if an event triggers other
potential threats (e.g., general evacuation, evacuation to
shelter, or shelter-in-place, because of hazardous materi-
als releases, nuclear power plant incident, or dam or flood
control system failures).

Employment Practices.
Employers can ensure a high level of integrity in the work-

force by considering the following practices:

(1) Background checks that include an identity check, three
year employment check, confirmation of address (utility
bill), criminal records check, and a full employment his-
tory and reference check for all individuals with access to
critical assets.

(2) When outside services, (contractors, vendors or other per-
sonnel) are used, management should ask the vendors/
contractors’ management about their pre-employment
screening and drug testing practices.

(3) A drug testing policy.
The governing body should establish a facility-wide policy

regarding pre-employment screening practices and should be
consistent in applying the policy. If, for example, the policy
calls for criminal background checks on security officers, then
these checks should be obtained for each applicant who is
hired as a security officer. Additionally, all information ob-
tained from the background investigation should be well
documented, kept confidential, and secured in a safe place.

All governing bodies should adopt an access control policy
that regulates access of all persons including: all staff at all
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levels, contractors, visitors, scholars, and others. This policy
should define who may enter the facility, and, as appropriate,
high security areas of the facility, and the hours of the day and
days of the week they may enter or be denied entry. Access to
non-public portions of the historic structure should be limited
to those persons needing access to carry out their duties.

Employees should not be permitted in the historic struc-
ture after hours if doing so results in diminished security. This
might occur if their presence prevents the alarm system from
being activated and when supplementary security officer pres-
ence cannot be provided in unprotected spaces.

Visitors to non-public portions of a historic structure
should sign in and be announced. Employees, administrative
visitors, members of the public, contractors, and others
should be required to enter and leave the historic structure via
designated entrances, controlled by security personnel.

Access to storage and other areas with high-value assets
should be controlled by appropriate means such as, but not
limited to, locks, alarms, and/or security officers.

In any historic structure where the total number of staff
members, including volunteers, docents, and unpaid person-
nel of any category, exceeds 30 people, a photo identification
card should be worn on an outer garment at all times when in
the non-public portions of the building, or in the public por-
tions of the building or grounds after hours. All persons
should display their identification card to the security officer
when entering the building.

It is unwise to simply conduct an Internet or telephone
book search for electronic premises security systems. A better
approach is to find a security consultant to assist in developing
a security vulnerability assessment.

The installers of electronic premises security systems
should be familiar with the equipment that they are to install.
This includes knowing the limits of the devices and appliances
for a particular design. The installer should have an under-
standing of the causes of false alarms and methods that can be
taken to decrease the possibility of their occurrence. Some
jurisdictions may require a license or permit for the installa-
tion of security devices.

Descriptions and usage guidance for various types of com-
mon physical security devices including builders’ hardware,
locks, doors, and windows can be found in NFPA 730.

Locking Hardware. Locks are designed to provide various
levels of deterrence or delay entry, and are an integral part of
an overall security system. Egress and fire resistance provisions
relating to doors and hardware in NFPA 101, Life Safety Code;
NFPA 72, National Fire Alarm and Signaling Code; and NFPA 80,
Standard for Fire Doors and Other Opening Protectives, should be
maintained.

Keys. Keys and locks are often the first and only level of physi-
cal security control for many organizational assets. Consequently,
key control or the lack of it can mean the difference between a
relatively secure activity and extraordinary loss. Almost all organi-
zations utilize some type of key access in everyday operations.
Each day offers an opportunity for key mismanagement or unau-
thorized duplication, which can lead to mild annoyances such as
the replacement and cost for lost keys, or to more serious losses,
such as theft or personal injury. A good key control system will
maintain a strict accountability for keys and limit both key dupli-
cation and distribution. Refer to ANSI/BHMA A156.28. Keys
should meet ANSI/BHMA A156.5 Cylinder Section, and ANSI/
BHMAA 156.30 in the appropriate grade for the application.

Key Accountability Procedures. The integrity of a key system is
important to safeguarding property and controlling access.
Lost or stolen keys and key blanks can compromise the secu-
rity of a key system. The security officer should ensure that
responsible individuals maintain control over the facility’s key
system by storing, issuing, and accounting for all keys under
the facility’s control. Issuance of keys should be kept to a mini-
mum. Keys should be issued only to persons who have an offi-
cial need. Accurate accountability records must be kept and
should contain the information listed below. Computer soft-
ware, key storage cabinets and computer-controlled key reten-
tion and distribution systems are available to facilitate the
management of a master key system and help to ensure its
long-term integrity.

Key control procedures should include the following:

(1) When a key to a designated controlled or restricted area
is lost, the locks to the area should be changed.

(2) Access lists for persons authorized to draw master keys
should be maintained.

(3) The key storage container/cabinet should be kept
locked with a pick- and drill-resistant, patented high-
security cylinder that is not keyed to the facility master
key system.

(4) The container/cabinet should be checked periodically
in accordance with the security component of the fire
protection plan.

(5) All keys should be inventoried at least annually.
(6) Requests for issuance of new, duplicate, or replacement

keys should be made in writing, and approved or moni-
tored by the security officer.

(7) Keys not issued or no longer needed should be de-
stroyed or stored in a locked container.

(8) Protection of keys should be a priority at all times.
(9) Identification of key tags with user or facility names on

rings is not recommended; where keys are lost, such
identification is an open invitation for misuse.

(10) Keys should not be left on desks, in unlocked drawers, or
where they can be easily taken and copied.

(11) Employees should be reminded to keep official keys on
their person or securely locked in a desk or cabinet, and
that they are not to lend them to individuals not specifi-
cally authorized.

(12) Employees should promptly return official keys checked
out on a temporary basis.

(13) Lost keys should be immediately reported to the appro-
priate official, and locks should be re-keyed immediately
and new keys issued when keys are lost or stolen.

(14) Keys should not identify the specific premises or access
doors which they open.

Key control records should include the following:

(1) Number assigned to each key and lock.
(2) Location of each lock (room number).
(3) Person to whom keys have been issued.
(4) Date of issuance.
(5) Recipient’s signature for keys issued.

Exit Devices. Exit devices are used where occupancy levels
require unimpeded single-motion egress. Typical locations in-
clude at an opening from an area of assembly and at all
latched openings in the direction of the building exit. Exit
devices are also required in hazardous locations, often so des-
ignated because of the presence of gas, chemicals, or flame.
Selection of an exit device should include an evaluation of the
environment. Non-fire devices can be equipped with mecha-
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nisms to hold the latch retracted for extended periods of time.
Such arrangement facilitates easier entry, reduces wear, and
allows designers to use pulls instead of functioning trim to
limit vandalism.

Doors. A door is a vulnerable point of the security of any
building. The best door is of little value if there are exposed
removable hinge pins, breakable vision panels, or other physi-
cal weaknesses that would allow entry. A secure door is made of
metal or solid wood. Steel doors produced to ANSI/SDI
A250.8 and tested to ANSI/SDI A250.4 and wood doors are
tested for security. Door strength and reinforcement should
be compatible with the locks used. Measures for increasing the
resistance of doors to illegal entry can be found in NFPA 730.

Windows. A window is another vulnerable point for gaining
illegal access to a building. Window frames should be securely
fastened to the building so they cannot be pried loose. As with
glass panels in doors, window glass can be broken or cut to
allow intruders to reach inside and release the lock. Windows
should be secured on the inside using a window lock, locking
bolt, slide bar, or crossbar with a padlock. Under no circum-
stances should any window lock or bars that are installed in a
premise deviate from building and fire code requirements for
emergency escape.

Bars should be steel of at least 1⁄2 in. (12.7 mm) in least
dimension and spaced 6 in. (152.4 mm) apart on center. If a
grille is used, the material should be at least number nine
gauge 2 in. (50.8 mm) square mesh. Bars and grills must be
securely fastened to the window frame so they cannot be pried
loose.

Outside hinges on windows should have non-removable
pins. The hinge pins should be welded, flanged, or otherwise
secured so they cannot be removed. [730, 2006]

A.6.1.2 Even a very small fire is a threat and should be inves-
tigated thoroughly. In addition, an unwanted event is indica-
tive of a potential flaw in the fire protection management
plan. As such, its origin and causes should be investigated, and
an evaluation of the effectiveness of the staff’s response and
the operation of the protection systems is vital. The historic
property and the appropriate investigative agency should have
a detailed record of crimes or fires in the facility for analysis
purposes. Analysis of the history of events in the facility will
often reveal potential flaws in the fire protection management
plan that are not made apparent by a single incident.

A.6.1.2.1 An important part of a vulnerability assessment is a
risk analysis, a careful examination of what could cause harm
to people the environment, property, collections, or the cul-
tural resource property’s continuity of operations objectives so
the governing body can identify whether adequate precau-
tions have been taken or more should be done to prevent
damage or loss. There are many websites and documents
(such as NFPA 730, Guide for Premises Security) that discuss vul-
nerability and risk principles and how to apply them to spe-
cific situations. Vulnerability assessment and risk analysis in-
cludes the following activities:

(1) Defining assessment scope
(2) Identifying the potential threats and/or loss scenarios
(3) Determining who or what might be harmed and how
(4) Evaluating the risks through estimation of the likelihood

of occurrence and the severity of the consequences
(5) Determining risk tolerability
(6) Managing risk—deciding on measures to eliminate, pre-

vent, or mitigate the risks

(7) Documenting findings and implementing them based on
cost considerations

(8) Reviewing and updating risk assessments based on
changes or new information

Conditions in the cultural resource property change over
time, and these changes can increase or decrease the vulner-
ability of the facility and/or the collection to potential threats.
Construction projects, new exhibits, a traveling exhibit, or a
new item in the collection can have a significant impact on the
vulnerability assessment, so it is important for the governing
body to review the vulnerability assessment regularly, and
when planning construction, renovation, alternations, special
events, or changes in exhibits.

Some cultural resource properties may find the process de-
scribed in this chapter to be overwhelming. It need not be so.
People and institutions use the process of risk analysis in deci-
sion making every day. The objective of the vulnerability as-
sessment is to identify the most likely ways the cultural re-
source property might suffer loss or damage to its facilities and
collections and, with this information, to develop realistic ways
for the institution to prevent or mitigate potential losses or
damage. Figure A.6.1.2.1 is a survey checklist that can be used
to conduct a basic vulnerability assessment. Many cultural re-
source properties will find that the survey is too simplistic, but
it does provide a sample of a method that can serve as the basis
for a more thorough assessment.

A.6.2.1 Examples of qualified personnel include individuals
who can demonstrate experience on similar systems that they
are designing. The designer has to take into consideration the
threat for which the system is being designed as well as provi-
sions to minimize the probability of false alarms.

A.6.2.2 The installation of electronic premises protection sys-
tems should not impact the ability of the historic structure’s
visitors to view the exhibits. It is unwise to simply do an Inter-
net or “Yellow Pages” search for electronic premises security
systems. A better approach would be to find a security consult-
ant to assist in developing a security vulnerability assessment.

The installers of electronic premises security systems
should be familiar with the equipment that they are to install.
This includes knowing the limits of the devices and appliances
for a particular design. The installer should have an under-
standing of the causes of false alarms and methods that can be
taken to decrease the probability of their occurrence. (See
A.4.1.7 of NFPA 731.) Some jurisdictions may require a license
or permit for the installation of security devices.

A.7.1 This code gives both prescriptive-based and performance-
based approaches to achieving its fundamental objectives.
Equivalency is also included as an integral concept to achieve
compliance. The code, therefore, provides a specific process
chapter to guide the user in the code’s application and to
reduce possible confusion in the reading and implementation
of the code.

A.7.2 A process team should be interdisciplinary in nature,
representing both safety and preservation concerns. Early
consultation and coordination at each step of the process is
highly desirable and strongly recommended. While every ef-
fort should be made to create an interdisciplinary team of
players, the code recognizes that there will be times when such
a diversity of members is not possible. The code, therefore,
urges but does not require any particular membership of the
team. Participants on the team can include the following:
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VULNERABILITY ASSESSMENT SURVEY

(1) Construction

 (a) Building        ❏  Fire Resistive      ❏  Noncombustible      ❏  Combustible
  (See NFPA 220, Standard on Types of Building Construction)

 (b) Date of construction  Historic Building?     ❏ No   ❏ Yes

 (c) Culturally/historically significant building features

 (d) Roof        ❏  Combustible      ❏  Noncombustible    Type

 (e) Is the building under construction/renovation?     ❏ No   ❏ Yes

(2) Size

 Floor area

 Number of floors

 Number of connecting buildings or wings

 Number of entrances

 Number of emergency exits

 Number of exit width units available (see applicable building or life safety code)

 Number of exit width units required by the applicable building or life safety code

 Number of employees

 Number of visitors per day

  Average

  Maximum

(3) Exposure Fire Risk

 Direction N/A Low Moderate High

 North  ❏ ❏ ❏ ❏

 West  ❏ ❏ ❏ ❏

 South  ❏ ❏ ❏ ❏

 East  ❏ ❏ ❏ ❏

(4) Water Supply

 ❏  Municipal system       ❏  Reservoir/pond       ❏  Storage tanks

 Capacity

 Size of water mains

 Distance from hydrants

(5) Emergency Services

 Fire Service

 ❏  Municipal paid fire department       ❏  Volunteer fire department       ❏  Facility fire brigade

 Time required for fire service to reach building

FIGURE A.6.1.2.1 Vulnerability Assessment Survey
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(5) Emergency Services (continued)

 EMS

 ❏  Municipal paid department       ❏  Volunteer department       ❏  Employees trained as first responders

 Time required for EMS to reach building

 Police

 ❏  Police department       ❏  Sheriff ’s department       ❏  Other

 Time required for police to reach building

 Security Officers

 ❏  Proprietary       ❏  Contract       ❏  Volunteers       ❏  None

 24-hour coverage     ❏ Yes   ❏ No       If no, hours of coverage:   From                            To

(6) Fire Protection

    Yes No Partial

 Standpipe system ❏ ❏ ❏

 Sprinkler system ❏ ❏ ❏

 Inert gas extinguishing system ❏ ❏ ❏

 Range hood/duct suppression system ❏ ❏ ❏

 Water mist system ❏ ❏ ❏

 Fire extinguishers ❏ ❏ ❏

  Types

  Locations

 Automatic fire detection system ❏ ❏ ❏

 Local fire alarm system ❏ ❏ ❏

 Direct alarm to fire service or central station ❏ ❏ ❏

 Central station listed by Underwriter’s Laboratories ❏ ❏ ❏

 Fire walls and self-closing fire doors protecting horizontal 
     openings between building units** ❏ ❏ ❏

 Furnace room separated from rest of building by fire walls 
     and self-closing fire doors ❏ ❏ ❏

 Fire-resistive enclosures protecting stairways and other 
     vertical openings ❏ ❏ ❏

 Exit doors opening outward ❏ ❏ ❏

 Locked exit doors equipped with panic hardware ❏ ❏ ❏

 Is there a designated fire safety manager? ❏ ❏ ❏

 List any changes in character of buildings, occupancy, water supply or hydrants, accessibility, or other general  
 conditions affecting fire safety since the previous survey.

 

 

 

FIGURE A.6.1.2.1 Continued
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(7) Security
    Yes No Partial

 Premises protection system ❏ ❏ ❏ 

 CCTV system ❏ ❏ ❏

 Card access system ❏ ❏ ❏

 Fence  ❏ ❏ ❏

 Local premises protection alarm system ❏ ❏ ❏

 Direct alarm to police or central station ❏ ❏ ❏

 Central station listed by Underwriter’s Laboratories ❏ ❏ ❏

 Is there a designated security manager? ❏ ❏ ❏

 List changes in character of buildings, occupancy, collections, accessibility, or other general conditions affecting  
 security of the cultural resource property since the previous survey.

 

 

 

(8) Collections

                       Vulnerability to Water Damage         Emergency Off-Site Storage Available?
  Type Location High Moderate Low Yes No Location

    ❏ ❏ ❏ ❏ ❏

    ❏ ❏ ❏ ❏ ❏

    ❏ ❏ ❏ ❏ ❏

    ❏ ❏ ❏ ❏ ❏

(9) Known locations/sources of water intrusion into the building

 

 

 

 

(10) Crime Rate           ❏ Low          ❏ Moderate          ❏ High

(11) Potential Threats
                                 Likelihood of Occurrence        Potential Severity
 Unintentional Act N/A Low Moderate High Low Moderate High

     Fire/explosion ❏ ❏ ❏ ❏ ❏ ❏ ❏

     Health emergency ❏ ❏ ❏ ❏ ❏ ❏ ❏

     Hazardous material spill or release ❏ ❏ ❏ ❏ ❏ ❏ ❏

     Transportation accident ❏ ❏ ❏ ❏ ❏ ❏ ❏

FIGURE A.6.1.2.1 Continued
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(11) Potential Threats (continued)
                                 Likelihood of Occurrence        Potential Severity
 Intentional Act N/A Low Moderate High Low Moderate High

    Terrorism ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Cyber attack ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Arson  ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Theft  ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Vandalism ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Sabotage ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Civil disturbance, public unrest, 
        mass hysteria, riot ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Strike ❏ ❏ ❏ ❏ ❏ ❏ ❏

 System Failure
    Loss of electricity ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Water leak ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Building collapse/structural failure ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Fuel shortage ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Communications system interruption ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Air/water pollution contamination ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Water control structure, dam, or 
        levee failure ❏ ❏ ❏ ❏ ❏ ❏ ❏

    HVAC system failure ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Loss of protection systems ❏ ❏ ❏ ❏ ❏ ❏ ❏

 Geological
    Earthquake ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Tsunami ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Volcano ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Landslide/mudslide ❏ ❏ ❏ ❏ ❏ ❏ ❏

 Biological
    Pandemic disease ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Animal or insect infestation ❏ ❏ ❏ ❏ ❏ ❏ ❏

 Meteorological
    Flood, flash flood, seiche, tidal surge ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Drought ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Wildfire (forest, range, urban) ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Snow, ice, hail, sleet, avalanche ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Windstorm, tropical cyclone, hurricane, 
        tornado, water spout, dust/sand storm ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Extreme heat/cold ❏ ❏ ❏ ❏ ❏ ❏ ❏

    Lightning ❏ ❏ ❏ ❏ ❏ ❏ ❏

 Other
       ❏ ❏ ❏ ❏ ❏ ❏ ❏

       ❏ ❏ ❏ ❏ ❏ ❏ ❏

FIGURE A.6.1.2.1 Continued
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   Yes No N/A

(12) Are there periodic inventories of ❏ ❏ ❏
 the collection?

 ❏ Full inventory   ❏ Partial inventory

 Date of last inventory

(13) Do inventory records include basic  ❏ ❏ ❏
 identifying information for each 
 object in the collection?

(14) Are copies of inventories, insurance  ❏ ❏ ❏
 records, and other critical records 
 stored off site?

(15) Are collection storage areas  ❏ ❏ ❏
 inspected routinely?

(16) Has shelving been evaluated for  ❏ ❏ ❏
 seismic stability?

(17) Are critical building components,  ❏ ❏ ❏
 such as roofs, windows, and drains, 
 routinely inspected and maintained?

(18) Are measures in place to protect  ❏ ❏ ❏
 sensitive collections from known 
 water intrusions into the building?

(19) Does the emergency operations  ❏ ❏ ❏
 plan address at least those 
 potential threats with a high 
 likelihood of occurrence and high 
 potential severity?

(20) Is the emergency operations plan  ❏ ❏ ❏
 up-to-date?

 Last update

(21) Does the emergency operations plan  ❏ ❏ ❏
 clearly assign responsibilities?

(22) Is there a clear-cut emergency  ❏ ❏ ❏
 organization, preferably following 
 existing lines of authority?

(23) Are emergency organization  ❏ ❏ ❏
 members designated by position 
 and not just by name?

(24) Do emergency organization members ❏ ❏ ❏
 know their responsibilities and who 
 has authority to make decisions in 
 any given situation?

(25) Has a central command center  ❏ ❏ ❏
 location been established?

(26) Are communications systems at  ❏ ❏ ❏
 the command center adequate?

(27) Do emergency organization  ❏ ❏ ❏
 members know when to report to 
 the command center?

(28) Do emergency organization  ❏ ❏ ❏
 members know what medical 
 resources are available and how 
 to access them?

   Yes No N/A

(29) Are emergency telephone numbers   ❏ ❏ ❏
 posted in the command center and 
 throughout the building?

(30) Have staff been trained on when   ❏ ❏ ❏
 and how to notify the fire and 
 police departments?

(31) Are all building occupants trained   ❏ ❏ ❏
 on procedures for reporting 
 emergencies?

(32) Are staff trained to direct and   ❏ ❏ ❏
 assist emergency response 
 personnel when they arrive?

(33) Are there means/methods to   ❏ ❏ ❏
 maintain continuity of essential 
 building services and systems?

(34) Have arrangements been made for   ❏ ❏ ❏
 emergency repairs or restoration 
 of critical building services?

(35) Are floor plans, showing location of   ❏ ❏ ❏
 all fire protection equipment, shutoff 
 valves, and so forth, available for 
 use by emergency personnel?

(36) Does the facility have a basic   ❏ ❏ ❏
 emergency response supply kit?

(37) Have emergency shutdown   ❏ ❏ ❏
 procedures been developed for the
 building and/or major mechanical 
 and electrical systems?

(38) Have plans been developed to   ❏ ❏ ❏
 coordinate internal and external 
 resources, such as mutual aid 
 from sister institutions?

(39) Have procedures been established   ❏ ❏ ❏
 for emergency evacuation of 
 collections?

(40) Does the plan identify off-site   ❏ ❏ ❏
 storage locations for collections 
 in the event of an evacuation?

(41) Have responsibilities been   ❏ ❏ ❏
 established to ensure a timely 
 evacuation of collections?

(42) Is there a plan to begin damage  ❏ ❏ ❏
 limitation operations as soon as 
 safety personnel permit?

(43) Does the plan include provisions ❏ ❏ ❏
 to assess and document damage 
 to buildings and collections?

(44) Has the damage limitation plan  ❏ ❏ ❏
 been reviewed with the fire service?

(45) Has the emergency operations plan  ❏ ❏ ❏
 been reviewed with the public safety 
 agencies?

FIGURE A.6.1.2.1 Continued
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(1) Design professionals
(2) Fire protection consultant
(3) AHJs, including, but not limited to:

(a) Preservation officer or review agency
(b) Fire code official
(c) Building code official or permitting authority
(d) Insurance company representative/broker

(4) Representative contractor
(5) Building manager
(6) Fire safety manager
(7) Building occupants
(8) Building owner

A.7.3 The assessment is intended to evaluate the relevant his-
toric elements, spaces, and features and the relevant fire safety
issues in the building or structure. The extent and depth of
the assessment might vary, depending upon the historic sig-
nificance of the building and its component elements, the size
and complexity of the building, changes of occupancy classifi-
cation, and other factors as appropriate.

A.7.3.1 Fire risk indexing is an accepted approach that iden-
tifies the relative importance of fire safety features. The pro-
cess consists of a multi-attribute decision analysis for quantita-
tively balancing variables of risk, hazard, and safety to achieve
an acceptable level of fire safety. Fire risk indexing is a systemic
approach to equivalency that considers the building in its en-
tirety and produces a calculated value to identify the degree of
compliance with the intent of a prescriptive code. It highlights
and measures relative weakness of areas of deficiency and
identifies areas of strength that can be used to offset deficien-
cies. As such, it is an efficient approach to evaluation of code
compliance and can be used to identify the need for adapta-
tion of prescriptive requirements or implementation of a
performance-based option.

A.7.3.1.2 Required exterior modifications or additions should
be located on the less visible and least significant elevations in
order to keep the impact on the historic character to a minimum.
Character-defining features include, but are not limited to,
sheathing or facade materials, roofing materials, chimneys, sky-
lights, cornices, windows and doors, and porches and railings.

A.7.3.1.3 The building survey should establish important
characteristics of the building organization, building type,
style, period of construction, or historic function. The build-
ing survey should review significant spaces to establish rooms
or other interior locations that are typical of the building type
or style or are associated with specific persons or events.

A.7.3.1.6 Character-defining features and finishes include,
but are not limited to, distinctive architectural details, wain-
scoting, parquet flooring, picture molding, mantels, ceiling
medallions, built-in bookshelves and cabinets, crown molding,
and arches, as well as simpler, more utilitarian features, such
as plain windows and doors and associated trim.

A.7.3.2 Examples of methods used to determine historical
significance can include the GSA Guidelines for Zoning His-
torical Buildings and the Secretary of the Interior Standards.

Modifications or additions should be located at less visible,
secondary areas in a manner that minimizes visual impact and
damage to historic materials. Modifications and additions
should be permitted at primary areas when it is not practicable
to utilize secondary areas.

A.7.3.3.1.3 Both NFPA 101, Life Safety Code, and NFPA 914,
Code for Fire Protection of Historic Structures, recognize that fully

complying with the requirements of any code or standard
might not be practicable in a historic building or structure.
NFPA 914, Code for Fire Protection of Historic Structures, is predi-
cated upon this approach. In addition, NFPA 101, Life Safety
Code, also recognizes this potential problem.

The following text is from the 2009 edition of NFPA 101,
Life Safety Code:

Historic Buildings. The provisions of this Code shall be per-
mitted to be modified by the authority having jurisdiction for
buildings or structures identified and classified as historic
buildings or structures where it is evident that a reasonable
degree of safety is provided. [101: 4.6.4.2]

In existing buildings, it is not always practical to strictly
apply the provisions of this Code. Physical limitations can cause
the need for disproportionate effort or expense with little in-
crease in life safety. In such cases, the authority having jurisdic-
tion should be satisfied that reasonable life safety is ensured.
[101: A.4.6.5]

In existing buildings, it is intended that any condition that
represents a serious threat to life be mitigated by the applica-
tion of appropriate safeguards. It is not intended to require
modifications for conditions that do not represent a signifi-
cant threat to life, even though such conditions are not liter-
ally in compliance with the Code. [101: A.4.6.5]

A.7.3.3.4 The building survey should be evaluated in accor-
dance with the means of egress requirements of NFPA 101, Life
Safety Code, or other applicable codes.

A.7.3.4.1 See A.7.3.1

A.7.3.4.2 The following documents have an established
record of meeting code objectives through a fire risk indexing
approach:

(1) Chapters 4 through 9 of NFPA 101A, Guide on Alternative
Approaches to Life Safety, 2010 edition.

(2) Wisconsin Administrative Code, Subchapter IV, Building
Evaluation Method, Chapter Comm. 70–Historic Build-
ings, 2005.

(3) Chapter 12, “Compliance Alternatives,” International Ex-
isting Building Code, 2003 edition.

A.7.5.1 The selection of the method of application of the
code could result from a consideration of the following:

(1) Extent of deviation of the building from the prescriptive
code

(2) Difficulty in providing remedies to the prescriptive code
(3) Historic significance of features that would be compro-

mised by meeting the prescriptive code

The relative cost of the performance-based and prescriptive-
based approaches could also require consideration, as this infor-
mation might affect the financial means of the building owner to
provide code compliance in the building.

The option appraisal and selection portion of the code can
function as a tool to assist in selection of a prescriptive-based
and performance-based application. A building need not meet
both sets of requirements.

A.8.1.1 The three approaches to compliance with prescrip-
tive requirements, alternatives, equivalencies, and modifica-
tions are in order of their legal certitude. Therefore, they
should be considered in this order to minimize the need for
lengthy negotiations or variance hearings. However, early con-

914–42 FIRE PROTECTION OF HISTORIC STRUCTURES

2010 Edition

Full document details: NFPA 914 2010

http://www.avadocuments.com/doc/nfpa-914-2010
http://www.avadocuments.com/doc/nfpa-914-2010


versations among interested parties can establish an accept-
able level of compliance for a particular case.

A.8.1.1.2 Compliance with prescriptive requirements of ap-
plicable codes does not always require the construction or in-
stallation of intrusive elements or features that might nega-
tively impact the historic fabric of the subject building.

A.8.1.2 Alternatives refer to options that are explicitly stated
in the requirements of the prevailing code. These alternatives
are often incorporated into exceptions to specific provisions.
A careful reading of the prevailing code could reveal more
acceptable options to the standard compliance requirements.
Particular attention to alternatives should be given where ju-
risdictions have adopted model codes but have made excep-
tions for existing or historic buildings. See Annex F for ex-
amples of compliance alternatives.

A.8.1.3 Equivalency refers to alternative fire safety measures
that can be established to provide a level of safety that is
equivalent to the prevailing code; for example, installing fire
detection and suppression that is not legally required in place
of structurally altering the interior of a building. A less com-
mon alternative is the compensation for a code deficiency by
operational features; for example, compensating for a dead-
end corridor with occupant training.

Equivalency is a common code clause that allows other
means of compliance if those means can be demonstrated and
documented. There are many ways to address the issue of
documenting equivalency, such as precedents, ad hoc equiva-
lency, fire risk indexing, and component performance evalua-
tion. These ways are explained in order of complexity.

Precedents are continually established in the regulation of
fire safety for historic buildings. They represent acceptable
alternatives that have not been formally incorporated into a
regulatory document. The annexes of this document are a
unique source of identifying many of these precedents. Other
precedents might be available locally.

Ad Hoc Equivalency can be established by employing subjec-
tive logic. One qualitative approach used to evaluate alterna-
tive arrangements for equivalent safety from fire is NFPA 550,
Guide to the Fire Safety Concepts Tree. The tree is a logic diagram
that represents all possible means of meeting fire safety ob-
jectives. By increasing fire safety measures on one branch of
the tree, one can offset a lack of required measures on an-
other branch, thus establishing an arrangement of equiva-
lent fire protection.

Performance-based fire safety can also be approached on a
component basis rather than on a systemic basis. Some fire
safety components already have a form of performance crite-
ria, such as fire resistance. Component performance can also
be evaluated on a more ad hoc basis through the use of equiva-
lency clauses in building codes. Codifying more component
performance criteria can provide solutions for many problems;
for example, establishing measurable fire safety objectives for
doors, stairs, fire escapes, dead ends, exit signs, and so forth,
would help when dealing with these issues in historic buildings.

A.8.1.3.2 Any departure from the prescriptive code should
be shown through adequate documentation to provide an
equivalent level of protection. The extent of documentation/
analysis required to demonstrate equivalency shall be com-
mensurate with the complexity of the issue.

Equivalent solutions rely on the prescriptive code or stan-
dard as a departure point from strict compliance. Identifica-

tion is made of the areas where the building deviates from the
prescriptive requirement, and an equivalent solution is con-
sidered for any nonconforming issue. Equivalent solutions
continue to work within the framework of the prescriptive
code and justify departures from the prescriptive require-
ments, either individually or collectively, with an alternative
acceptable to the AHJs. The code provides extensive annex
material in an effort to provide a stronger framework of infor-
mation to AHJs as they form decisions on proposed equivalent
alternatives. The annex material also encourages the identifica-
tion of still more resources to continue to support AHJs in their
role of judging proposed alternatives. Maximum flexibility within
the confines of equivalent safety is encouraged at all times.

It is the intent of this code that liberal use be made of the
annex material and references in the code as a basis for establish-
ing equivalency. These and other materials, which are commonly
consulted to provide documentation for performance-based de-
sign approaches, also provide strong guidance and support for
equivalency solutions. Other materials and information to be
considered can include the identification of precedents and re-
search findings.

The annex material, as well as the referenced documents
cited throughout this code can be used as sources of informa-
tion to evaluate design alternatives. The application of specific
information from these or other sources must be demon-
strated as sound through the performance-based approach re-
quirements described in Chapter 9 of this code. The annexes
and referenced documents are not intended to be exclusive
sources of information. Any source of information that can be
demonstrated to be credible and valuable to the evaluation of the
proposed design can be used in conjunction with this code.

A.8.1.4 In historic buildings, it is not always practical to
strictly apply the provisions of the prevailing code. Physical
limitations can require disproportionate effort or expense
with little increase in life safety. In such cases, the AHJ should
be satisfied that reasonable life safety is ensured.

In historic buildings it is intended that any condition that
represents a serious threat to life be mitigated by application
of appropriate safeguards. It is not intended to require modi-
fications for conditions that do not represent a significant
threat to life, even though such conditions are not literally in
compliance with the prevailing code. Among the means of
reasonably modifying prescriptive requirements are toler-
ances and waivers.

Tolerances allow for flexibility by relaxing the many “magic
numbers” in code requirements; for example, 50 people,
32 in. wide, 1-hour fire resistance, and so forth. Reasonable
dimensional tolerances should be permitted in applying pre-
scriptive requirements to historic buildings. A 10 percent to
20 percent tolerance in prescriptive criteria may be reason-
able if it allows historic preservation objectives to be achieved.
In legal jargon, such tolerances are referred to as de minimis;
that is, they are considered insignificant with respect to the
overall safety of the building. Tolerance in strict application of
installation standards can also be appropriate; for example,
allowing a particularly sensitive room to remain unprotected
in an otherwise fully sprinklered building.

Waivers can be another form of de minimis code application.
Waivers can be appropriate where applying a code require-
ment in a historic building is not reasonable; for example, a
requirement that all exit doors in historic buildings need to
swing outward could be unreasonable for some situations.
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A.8.2 The subjects discussed in Section 8.2 are intended to be
a partial listing of safety features or beneficial attributes of a
historic structure that could help compensate or offset one or
more prescriptive code deficiencies. These provisions are not
mandatory but should be identified when making an argu-
ment for alternative approaches, equivalencies, or modifica-
tions to the prescriptive code requirement.

A.8.2(6) Filling concealed spaces with inert materials, such as
mineral wool insulation or similar fire-resistive materials, can
further retard the spread of fire. Care should be taken to en-
sure that the introduction of fire barriers or fire stopping does
not inadvertently result in a disturbance of the building’s mi-
croclimate by impeding air flow, which might result in the
growth of mold or fungus.

A.8.2(7) The U.S. Department of Housing and Urban Devel-
opment has developed the Guideline on Fire Ratings of Archaic
Materials and Assemblies to identify approximate fire resistance
qualities of older construction methods.

A.8.2(8) Fire detection systems that can discriminate or iden-
tify any number of characteristics of fire (e.g., presence of
smoke, critical temperature rise, or infrared/ultraviolet radia-
tion) are also considered to be a compensatory feature. The
detection device that offers the fastest response with respect to
the type of occupancy should be a primary consideration.

A.9.1 Chapter 9 of this code provides requirements for the
evaluation of a performance-based life safety and fire protec-
tion design. The evaluation process is summarized in Annex L.

A.9.1.3 Qualifications should include experience, education,
and credentials that demonstrate knowledgeable and respon-
sible use of applicable models and methods.

A.9.1.4 A third-party reviewer is a person or group of persons
chosen by the AHJ to review proposed performance-based de-
signs.

A.9.1.7 Continued compliance with the goals and objectives
of the code involves many things. The building construction
— including openings, interior finish, and fire- and smoke-
resistive construction — and the building and fire protection
systems should retain at least the same level of performance as
provided for the original design parameters. Performance de-
signs that include such features related to management opera-
tional systems should include specific instructions related to
features. The use and occupancy should not change to the
degree that assumptions made about the occupant character-
istics, combustibility of furnishings, and existence of trained per-
sonnel are no longer valid. In addition, actions provided by other
personnel, such as event staff or emergency responders, should
not be diminished below the documented assumed levels. Also,
actions needed to maintain reliability of systems at the antici-
pated level should meet the initial design criteria.

A.9.2.2.1 Annex H identifies methods that can be used to
develop means by which occupants’ exposure to untenable
conditions can be addressed.

A.9.2.2.2 This evaluation should consider the use of multiple
or redundant systems, features, and techniques. Objects or
building features, if any, that are deemed acceptable to lose to
a fire should be evaluated and determined. The following
could be potential areas of evaluation for the design team:

(1) Set detailed performance criteria that would ensure that
selected rooms or spaces are protected from flame, heat,

or smoke. The SFPE Engineering Guide to Performance-Based
Fire Protection Analysis and Design of Buildings describes a
process of establishing damage limits. The SFPE Handbook
of Fire Protection Engineering also contains relevant informa-
tion on thermal damage to various building materials and
information on corrosivity of smoke.

(2) Demonstrate for each design fire scenario and the design
specifications, conditions, and assumptions, that each
room or area will be fully isolated from the fire before the
smoke and thermal layer in the room descend to a level
where irreversible damage can occur.

(3) Demonstrate for each design fire scenario and the design
specifications and assumptions, that the smoke and ther-
mal layer will not descend to a level where irreversible
damage can occur in any room. The advantage of this
procedure is that it conservatively requires that no histori-
cally significant item need be exposed to fire effects for
the demonstration, regardless of where that room or
space is located.

(4) Demonstrate for each design fire scenario and the design
specifications and assumptions, that no fire effects will
reach any room or space beyond the room of origin. An
advantage of this procedure is that it also removes the
need for some of the modeling of fire effects, because it is
not necessary to model the filling of rooms, only the
spread of fire effects to those rooms. This is even more
conservative and simpler than the procedures in
A.9.2.2.2(2) and A.9.2.2.2(3), because it does not allow
any fire effects into any rooms with historically significant
features.

A.9.3.1 This requirement applies both to systems and fea-
tures, including management operational systems required by
the code, that reference applicable standards, and to addi-
tional systems or features included in the design at the discre-
tion of the design team. The referenced standards are hereby
expected to state maintenance, testing, and other require-
ments needed to provide positive assurance of an acceptable
level of reliability. The referenced standards themselves can be
prescriptive- or performance-based.

A.9.3.2 The design should comply with the following require-
ments for select components in the means of egress. The fol-
lowing components are taken from NFPA 101, Life Safety Code:

(1) Changes in level in means of egress
(2) Guards
(3) Doors
(4) Stairs
(5) Ramps
(6) Fire escape ladders
(7) Alternating tread devices
(8) Capacity of means of egress
(9) Impediments to egress

(10) Illumination of means of egress
(11) Emergency lighting
(12) Marking of means of egress

A.9.4.1 The design specifications and other conditions form
the input to evaluation of proposed designs (see Section 9.6).
Where a specification or condition is not known, a reasonable
estimation can be made. However, the design team should
take steps to ensure that the estimation is valid during the life
of the building. Any estimations need to be documented. (See
Section 9.8.)

A.9.4.3 These characteristics should extend beyond the nor-
mal analysis of building construction features. Elements such
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as the type of construction, construction technique, use of spe-
cial materials, as well as any unusual design features in the
building, should also be explicitly identified.

A.9.4.4 Systems addressed by this requirement include auto-
matic fire suppression systems and fire alarm systems. Perfor-
mance issues that need to be documented might include re-
sponse time indexes, discharge densities, and distribution
patterns. Calculations should not include an unlimited supply
of extinguishing agent if only a limited supply is provided in
the actual structure or building.

A.9.4.5.1.1 Examples of design features that might be incor-
porated to modify expected occupant characteristics include
training, use of staff to assist with notification and movement,
or type of notification appliance used.

A.9.4.5.2 The four basic characteristics — sensibility, reactiv-
ity, mobility, and susceptibility — comprise a minimal, exhaus-
tive set of mutually exclusive, performance characteristics of
people in buildings that can affect a fire safety system’s ability
to meet life safety objectives. The characteristics are briefly
described as follows:

(1) Sensibility (to physical cues) is the ability to sense the sound-
ing of an alarm. It can also include discernment and dis-
crimination of visual and olfactory cues in addition to audi-
tory emanations from the fire itself.

(2) Reactivity is the ability to interpret cues correctly and to
take appropriate action. Reactivity can be a function of
cognitive capacity, speed of instinctive reaction, or group
dynamics. Occupants might need to understand how rely-
ing on familiarity with the premises could influence way-
finding and increased likelihood of a wrong decision.

(3) Mobility (speed of movement) is determined by individual
capabilities as well as by crowding phenomena such as
arching at doorways.

(4) Susceptibility (to products of combustion). Metabolism, lung
capacity, pulmonary disease, allergies, or other physical limi-
tations can affect survivability in a fire environment.

In application, as with the use of computer evacuation
models, assumptions can address a larger number of factors
that are components of the basic performance characteristics
described in Table A.9.4.5.2.

A.9.4.5.4 The number of people expected to be contained in
a room or area should be based on the occupant load factor
specified in NFPA 101, Life Safety Code, or other approved
sources.

A.9.4.5.5 For example, in museums, staff characteristics such
as number, location, quality, and frequency of training should
be considered.

A.9.4.7 Design proposals need to state explicitly any design
specifications or estimations regarding building fire safety
plans, inspection programs, or other ongoing programs,
whose performance is necessary for the building when occu-
pied and operational or when closed after hours, to meet the
stated goals and objectives.

Programs of interest include any maintenance, training,
labeling, or certification programs required to assure opera-
tional status or reliability in building systems or features.

A.9.4.9 This requirement includes assumptions about the in-
terrelations between the performance of building elements
and systems, occupant behavior, or emergency response ac-
tions that conflict with each other. For each fire scenario, care

needs to be taken to assure that conflicts in actions do not
occur. Typical conflicts could include the following and simi-
lar assumptions:

(1) A fire door will remain closed during the fire event to
contain smoke, while this same door is used by occupants
during egress from the area.

(2) A room door to a historically significant space is closed at
all times, yet the door is normally open for public viewing.

(3) Fire apparatus will arrive immediately from a distant loca-
tion to charge fire department connections to provide
water.

For example, an assumption that compartmentation block-
ing the passage of fire and smoke will be maintained at the
door from a historically significant space or to a stairwell can-
not be paired with an assumption that evacuation through
that door will extend over many minutes.

A.9.4.10 This requirement includes provisions that are in ex-
cess of basic requirements covered by referenced codes and
standards, typical design requirements, and operating proce-
dures. It includes provisions such as more frequent periodic
testing and maintenance to increase the reliability of fire pro-
tection systems, redundant systems to increase reliability, on-
site staff assistance to enhance detection of fires and aid in fire

Table A.9.4.5.2 Performance Characteristics

Characteristics Description

Alertness Awake/asleep, can depend on time
of day

Responsiveness Ability to sense cues and react

Commitment Degree to which occupant is
committed to an activity
underway before the alarm

Focal point Point to which an occupant’s
attention is focused (e.g., to front
of classroom, stage, or server in
business environment)

Physical and mental
capabilities

Can affect ability to sense, respond,
and react to cues; can be related
to age or disability

Role Can determine whether occupant
will lead or follow others

Familiarity Can depend on time spent in
building or participation in
emergency training

Social affiliation Extent to which an occupant
acts/reacts as an individual or as
a member of a group

Condition Over the course of the fire, the
effects — both physiological and
psychological — of the fire and
its combustion products on each
occupant
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response procedures, staff training, availability and perfor-
mance of emergency response personnel, and other factors.

A.9.5.1 Design fire scenarios define the challenge a building
is expected to withstand. They also need to define the threat to
the historically significant features or attributes of the build-
ing. Design fire scenarios capture and limit value judgments
on the type and severity of the fire challenge to which a pro-
posed fire safety system needs to respond. The fire safety sys-
tem includes any or all of the following aspects of the pro-
posed design that are intended to mitigate the effects of a fire:

(1) Egress system
(2) Automatic detection and suppression
(3) Barriers
(4) Staff training
(5) Placement of manual extinguishers

Design fire scenarios come from two sources — those that
are specified in paragraphs 9.5.3.2 through 9.5.3.9, and those
that are developed by the design team based on the unique
characteristics of the building as required by 9.5.2. In most, if
not all cases, more than one design fire scenario should be
developed to meet the requirements of 9.5.2.

Once the set of design fire scenarios is established — both
those specified by 9.5.3.2 through 9.5.3.9 and those that are
developed as required by 9.5.2 — they must be quantified into
a format that can be used for the evaluation of proposed de-
signs. The SFPE Engineering Guide to Performance-Based Fire Pro-
tection Analysis and Design of Buildings outlines a process and
identifies tools and references that can be used at each step of
this process.

A.9.5.2 The protection systems and features used to meet the
challenge of the design fire scenario should be typical of, and
consistent with, those used for similar areas of the building.
The systems and features should not be designed to be more
effective in the building area addressed than in similar areas not
included in the design and therefore not explicitly evaluated.

A.9.5.3 It is desirable to run a wide variety of fire scenarios to
evaluate the complete fire protection and life safety capabili-
ties of the building or structure. Fire scenarios should not be
limited to a single or a couple of “worst case” fire scenarios.

The descriptive terms used to indicate the rate of fire
growth for the scenarios are intended to be generic. Use of
t-squared fires is not required for any scenario.

A.9.5.3.2 An example of a Design Fire Scenario 1 for a his-
toric building would involve a public museum or library. A
large concentration of occupants could be present. A signifi-
cant element or feature could be immediately threatened by a
fire. This scenario is a cursory example, in that much of the
explicitly required information in 9.5.3.2 can be determined
from the information provided in the example. Note that it is
usually necessary to consider more than one scenario to cap-
ture the features and conditions typical of an occupancy.

A.9.5.3.3 Examples of Design Fire Scenario 2 are the follow-
ing: a fire involving ignition of gasoline as an accelerant in a
means of egress, or in renovation materials or other fuel con-
figurations that can cause an ultrafast-developing fire. The
means of egress chosen is the doorway with the largest egress
capacity among doorways normally used in the ordinary op-
eration of the building. The baseline occupant characteristics
for the property are assumed. Such spaces can also contain
building materials or features that are historically significant.

At ignition, doors are assumed to be open throughout the
building.

A.9.5.3.4 An example of a Design Fire Scenario 3 is a fire in a
storage or collections room that is adjacent to the largest oc-
cupiable room in the building, or that is adjacent to the room
or area with the most historically significant content. The con-
tents of the room of fire origin are specified to provide the
largest fuel load and the most rapid growth in fire severity and
to be consistent with the normal use of the room. The adja-
cent occupiable room is assumed to be filled to capacity with
occupants. Occupants are assumed to be somewhat impaired
in whatever form is most consistent with the intended use of
the building. The room contains contents that are vulnerable
to minor quantities of heat or smoke. At ignition, doors from
both rooms are assumed to be open. Depending upon the
design, doorways may connect the two rooms, or they may
connect via a common hallway or corridor.

For purposes of this scenario, an occupiable room is one
that contains people (i.e., a location within a building where
people are typically found).

A.9.5.3.5 An example of a Design Fire Scenario 4 is a fire
originating in a concealed wall- or ceiling-space that is adja-
cent to a large occupied function room or a room or space
containing a special collection, furniture, or works of art. Igni-
tion involves concealed combustibles, including wire or cable
insulation and thermal or acoustical insulation. The adjacent
function room is assumed to be occupied to capacity. The
baseline occupant and building characteristics for the prop-
erty are assumed. At ignition, doors are assumed to be open
throughout the building.

A.9.5.3.6 An example of a Design Fire Scenario 5 is a ciga-
rette fire in a trash can. The trash can is close enough to room
contents to ignite more substantial fuel sources but it is not
close enough for any occupant to create an intimate-with-
ignition situation or close enough to immediately endanger
any of the historically significant spaces or objects. If the in-
tended use of the property involves the potential for some
occupants to be incapable of movement at any time, then the
room of origin is chosen as the type of room likely to have such
occupants, and it is filled to capacity with occupants in that
condition. If the intended use of the property does not involve
the potential for some occupants to be incapable of move-
ment, then the room of origin is chosen to be an assembly or
function area characteristic of the use of the property, and the
trash can is placed so that it is shielded from suppression sys-
tems. At ignition, doors are assumed to be open throughout
the building.

A.9.5.3.7 An example of a Design Fire Scenario 6 is a fire
originating in the largest fuel load of combustibles possible in
normal operation in a function or assembly room, or in a
process/manufacturing area, characteristic of the normal op-
eration of the property. The configuration, type, and geom-
etry of the combustibles are chosen so as to produce the most
rapid and severe fire growth or smoke generation consistent
with the normal operation of the property. The baseline occu-
pant characteristics of the property are assumed. At ignition,
doors are assumed to be closed throughout the building.

This category includes everything from a big couch fire in a
small dwelling, to a rack fire in combustible liquids stock in a
big box retail store.

A.9.5.3.8 An example of a Design Fire Scenario 7 is an expo-
sure fire. The initiating fire is the closest and most severe fire
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possible, consistent with the placement and type of adjacent
properties and the placement of plants and combustible
adornments on the property. The baseline occupant charac-
teristics of the property are assumed.

This category includes wildlands/urban interface fires, ex-
posure from fires originating in adjacent structures, and exte-
rior wood shingle problems, where applicable.

A.9.5.3.9 Design Fire Scenario 8 addresses a set of conditions
with a typical fire originating in the building with any one
passive or active fire protection system or feature being inef-
fective. Examples in this category include unprotected open-
ings between floors or between fire walls or fire barrier walls,
rated fire doors that fail to close automatically or are blocked
open, sprinkler system water supply shutoff, non-operative fire
alarm system, smoke management system not operational, or
automatic smoke dampers blocked open. This scenario
should represent a reasonable challenge to the other building
features provided by the design and presumed to be available.

The concept of a fire originating in ordinary combustibles
is intentionally selected for this event. This fire, although pre-
senting a realistic challenge to the building and the associated
building systems, does not represent the worst case scenario or
the most challenging fire event for the building.

Examples of fires originating in ordinary combustibles in-
clude the following:

(1) Corridor of a Historic Museum. Staff is assumed not to close
any exhibit space or room doors upon detection of fire.
The baseline occupant characteristics of the property are
assumed, and the areas or viewing rooms off the corridor
are assumed to be filled to capacity with visitors. At igni-
tion, all such doors in the area are not equipped with
self-closing devices and are assumed to be open through-
out the smoke or fire compartment.

(2) Large Assembly Room or Area in the Interior of the Building. The
automatic suppression systems are assumed to be out of
operation. The baseline occupant characteristics of the
property are assumed, and the room of fire origin is as-
sumed to be filled to capacity. At ignition, doors are as-
sumed to be closed throughout the building. A specific or
rare collection piece is located in the room of fire origin.

(3) Unoccupied Small Function Room Adjacent to a Large Assembly
Room or Area in the Interior of the Building. The automatic
detection systems are assumed to be out of operation. The
baseline occupant characteristics of the property are as-
sumed; the room of fire origin is assumed to be unoccupied,
and the assembly room is assumed to be filled to capacity. At
ignition, doors are assumed to be closed throughout the
building. The room or space is of particular historical signifi-
cance and is vulnerable to potential damage from an unde-
tected fire.

A.9.5.3.9.2 The exception is applied to each active or passive
fire protection system individually and requires two different
types of information to be developed by analysis and approved
by the AHJ. System reliability is to be analyzed and accepted.
Design performance in the absence of the system is also to be
analyzed and accepted, but acceptable performance need not
mean fully meeting the stated goals and objectives. It could be
impossible for a performance design to meet fully the goals
and objectives with the key fire protection system unavailable,
and yet no system is totally reliable. The AHJ will determine
what level of performance, possibly short of the stated goals
and objectives, is acceptable, given the very low probability

(i.e., the system’s unreliability probability) that this situation
will occur.

A.9.6.1 The SFPE Engineering Guide to Performance-Based Fire
Protection Analysis and Design of Buildings outlines a process for
evaluating whether trial designs meet the performance crite-
ria during the design fire scenarios.

Procedures described in Sections 9.2 and 9.4 identify re-
quired design fire scenarios within which a proposed fire
safety design needs to perform and the associated untenable
conditions that need to be avoided in order to maintain life
safety. Additionally, these procedures should be used to estab-
lish the level of tolerance that specific contents, building fea-
tures, or both, can sustain without incurring irreparable dam-
age. Annex I discusses methods that form the link from the
scenarios and criteria to the goals and objectives.

A.9.6.3.3 Procedures used to develop required input data
need to preserve the intended conservatism of all scenarios
and assumptions. Conservatism is only one means to address
the uncertainty inherent in calculations and does not remove
the need to consider safety factors, sensitivity analysis, and other
methods of dealing with uncertainty. The SFPE Engineering Guide
to Performance-Based Fire Protection Analysis and Design of Buildings
outlines a process for identifying and treating uncertainty.

A.9.6.4 An assessment method translates input data, which
can be test specifications, parameters or variables for model-
ing, or other data, into output data that is measured against
the performance criteria. Computer-based fire models should
be evaluated for their predictive capability in accordance with
ASTM E 1355, Standard Guide for Evaluating the Predictive Capa-
bility of Deterministic Fire Models.

A.9.7 See Annex L for additional information on sensitivity
and uncertainty analysis and safety factors.

A.9.8.1 The SFPE Engineering Guide to Performance-Based Fire
Protection Analysis and Design of Buildings describes the docu-
mentation that should be provided for a performance-based
design.

Proper documentation of a performance-based design is criti-
cal to the design acceptance and construction. Proper documen-
tation also assures that all parties involved understand what is
necessary for the design implementation, maintenance, and con-
tinuity of the fire protection design. If attention to details is main-
tained in the documentation, there should be little dispute dur-
ing approval, construction, startup, and use.

Poor documentation could result in rejection of an other-
wise good design, poor implementation of the design, or inad-
equate system maintenance and reliability; and it would pro-
vide an incomplete record for future changes or if the design
were forensically tested.

A.9.8.2 The sources, methodologies, and data used in
performance-based designs should be based on technical ref-
erences that are widely accepted and utilized by the appropri-
ate professions and professional groups. This acceptance is
often based on documents that are developed, reviewed, and
validated under one of the following processes:

(1) Standards developed under an open consensus process
conducted by recognized professional societies, codes or
standards organizations, or governmental bodies

(2) Technical references that are subject to a peer review pro-
cess and are published in widely recognized peer-reviewed
journals, conference reports, or other publications
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