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1. SCOPE 

THE INFORMATION HEREON IS THE CONFIDENTIAL FRAME OF 
1 3 B RE 113869 9/99 AND PROPRIETARY PROPERTY OF NEW HOLLAND 

REV BY ECNNO. DATE N. V. ANDIOR ITS SUBSIDIARIES. ANY USE, PART NUMBER 
DRAWN IE 7/99 EXCEPT THAT FOR WHICH IT MAY BE LOANED, IS 
CHECKED PROHIBITED. 86557984 

1.1 This specification describes a clear, single 
component, fast drying primer which promotes the 
adhesion between urethane type sealant and 
various substrates such as metallics, non-metallics 
and glass. This primer shall be used with the 
ADHESIVE- WINDSHIELD GLASS 86557983 
(FNHA-2-E-001 .OO). 

1.2 This specification may involve hazardous 
materials, procedures and apparatus. This 
specification does not address the health and 
safety problems associated with its application or 
use. It is the specification user's responsibility to 
follow appropriate health or safety practices and 
determine the application or regulatory limitation 
before use. 

2. APPLICATION 

This specification was originally released to provide 
a primed surface for the Adhesive-Windshield 

Idass 86557983 (FNHA-2-E-001 .OO). 

3. DESIGNATION 

The Engineering drawing shall contain the following 
notation for the specification of the subject primer. 
The notation is seen in Figure 1. As seen in Figure 
1, the quantity shall be noted and the unit of 
measure shall be in liters (LT). The pari number 
shall be the number of this specification and the 
name shall be the name of this specification. As 
seen in Figure 1 this material is used in conjunction 
with the adhesive 86050025 per standard 
86557983 (FNHA-2-E-O01 .OO). 

FIGURE I 

4. RELATED SPECIFICATIONS 

4.1 REFERENCE STANDARDS 

86557983(FNHA-2-E-001 .OO) - Adhesive - 

8651 3273(FNHA4-C-O01 .OO) - Adhesive 
Windshield Glass. 

Application. 

4.2 This specification replaces the following 
company standards: 

Versatile( Partial) MS-O1 O 

5. REQUIREMENTS 

5.1 PHYSICAL PROPERTIES. 

The typical properties are listed in Table 1. 

5.2 SHELF LIFE 

The compound shall have a minimum shelf life of 6 
months when stored in a cool, dry condition. 
Storage at or below 21°C (70°F) for best stability. 
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Raw Material I Adhesive 

5.3 PACKAGING 

FNHA-2-E-OOl.50 

The container shall contain 0.473 liters. There shall 
be 6 containers to a package. 

IYVYWOUAN) 

5.4 MANUFACTURING PROCESSES 

NAME PART NUMBER 

REV. FRAME OF 
STD ADH PRIME R 

ENGINEERING SPECIFICATION B 2 3 86557984 

For manufacturing application, see standard 
8651 3273 (FNHA-4-C-O01 .OO). 

6. APPROVAL OF MATERIALS 

Materials defined by this specification must have 
prior approval by the responsible Materials 
Engineering Activity. Suppliers desiring approval of 
their materials shall first obtain an expression of 
interest from the effected Purchasing, Design or 
Materials Engineering Group. Supplier shall submit 
to the affected Materials Engineering Activity its 
own Laboratory report to the specification (test 
results, not nominal values), the material 
designation and code number, and test specimens 
for New Holland evaluation. Upon approval, the 
material will be added to the Materials Engineering 
Approved Source list. 

7. SUPPLIER'S RESPONSIBILITY 

All materials supplied to this specification shall be 
equivalent in all characteristics to the material upon 
which approval was originally granted. Prior to the 
making of any changes in the properties, 
composition, construction, color, dimensions, 
processing or labeling of the material originally 
approved under this specification, the supplier shall 
notify Purchasing and the affected Materials 
Engineering activity of the proposed changes and 
obtain the written acknowledgement of the Material 
Engineering activity. Test data, test samples and a 
new identification code are to be submitted with the 
request. 
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