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IN THE NAME OF GOD

FOREWORD

By their very nature, technical Specifications are continuously subject to modifications and revisions.
To strengthen their merit and usefulness, continuous improvements, addendum, deletion of disparate
information and consequently provision of updated revisions are to be made in order to ascertain that
such Specifications meet the current requirements, inclusive of Iranian Petroleum Standards (IPS) and
the recognized and acceptable national and international Standards, as well as the optimal codes and
practices based on the accumulated in-house know-how and plant knowledge and experiences.

However, in reality, due to several reasons, not to mention the complexity of the matter, the ultimate
goal of continuous direct embedment of the required changes on the relevant Specifications may be far
reaching. Therefore, in the interim periods between the officially issued revisions, the required changes
will appear in other documents related to the engineering and design work of the ongoing projects.

In response to the initiative of the Design and Engineering Directorate, and considering that the task of
the execution of several important and mega projects for the realization of the new oil refineries,
pipelines and oil terminals as well as improvements of the existing facilities, has been assigned to
NIOEC, it was decided to update the NIOEC Specifications and to issue new official revisions.

The Design and Engineering Directorate was itself entrusted to carry out this important task, and as
such by forming several special technical committees, working in close co-operation and cohesion and
sharing their expertise and knowledge, the updated and revised NIOEC Specifications were
successfully prepared and complied.

These Specifications are intended to be used for Oil Refineries, Distribution Depots, Oil Terminals,
Pipelines and Pump Stations within NIOEC's projects, and have been proven to be of high value for
such purposes. It must however be appreciated that these Specifications represent the minimum
requirements and should in no way be interpreted as a restriction on the use of better procedures,
engineering and design practices or materials.

We encourage and highly appreciate the users and other clear sighted and experts to send their
comments on the Specifications to the Design and Engineering Director of NIOEC for evaluation and
approval.
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REVISION INDEX
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NOTES:

1) THIS SHEET IS A RECORD OF ALL REVISIONS TO THIS SPECIFICATION.
2) WHEN APPROVED EACH REVISION SHALL BE CONSIDERED AS A PART OF THE ORIGINAL DOCUMENT.
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1. SCOPE

1.1. This Specification covers the minimum requirements for characteristics, tests, and application of
over the ditch coal tar enamel (CTE) coating system as external coatings for corrosion protection of
buried and immersed steel pipes.

1.2. The CTE system in this specification consists of multi-component coating including but not limited
to primer, coal tar enamel, glass fiber inner/outer wrap and Kraft paper which will be applied
manually or by means of machine.

1.3. Coating manufacturer instructions for storage, handling and application of the coating materials
shall be followed by Contractor.

1.4. The CTE coating system in this specification shall be applied on the pipes with maximum operating
temperature of +80°C.

1.5. Any conflicts between this specification and Coating material manufacturer’s instructions shall be
resolved prior to award of purchase order.

1.6. Resolution on cases not explicitly stipulated in this specification, or on cases where conflicts may
arise among the requirements of the referenced / relevant IPS and international standards shall be
made through written consent and approval of NIOEC.

1.7. Deviations from this specification will only be permitted in obtaining written approval from
NIOEC.

2. REFERENCES

The following standards, codes and specifications, to the extent specified hereinafter, shall constitute a
part of this NIOEC specification. Latest edition of the undated referenced documents and the cited
edition of the dated references shall apply. The applicability of changes made to the dated references,
after the cited date shall be mutually agreed upon between NIOEC and the vendor/contractor.

ANSI (AMERICAN NATIONAL STANDARDSINSTITUTE)

ANSI-AWWA C203 "Coal-Tar Protective Coatings and Linings for Steel Water
Pipelines- Enamel and Tape-Hot-Applied"

ASTM (AMERICAN SOCIETY FOR TESTING AND MATERIALYS)

C611 "Standard Test Method for Electrical Resistivity of Manufactured
Carbon and Graphite Articles at Room Temperature"

D495 "Standard Test Method for High-Voltage, Low-Current, Dry Arc
Resistance of Solid Electrical Insulation”

D95 "Standard Test Method for Water in Petroleum Products and
Bituminous Materials by Distillation"

D5 “Standard Test Method for Penetration of Bituminous Materials”

D36 “Standard Test Method for Softening Point of Bitumen”
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