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Nominal size M6 M8 M10
- Piteh I 1.25 (1} X5 1.25
7 Basic
B dimension 14
| Wpe | Allowance 0
C —— ~-0.5
. Basic
Upset .| dimension 11.3 13.7 16
type Allowance ' 85
Basic _ _ |
H | dimension 7
Allowance | + 0.15
D (Upset type Min.) 9.5 11.5 13.5
T 0.25 ~ 0.7 ! 0.25 ~ 0.9 0.25 ~ 1.2
S 23 ~ 20
Qo (Max.) 1° 45’
Max. 5.35 7.19 7.35 9.03
E (Ref.) - ' i
Min. 5.22 7.04 1.22 8.87 9.04
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2. The eccentricity of the head (a--b) shall not éxceed 3% of the maxnnum value for the mdth ACross ﬂits
of the hexagon.
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81 —x0610
81 —x (0612
81 —x 0616
81 —x 0620
81 —x (0625
81 —x 0630

81 —x 0635
81 —x 0640
81 —x 0645
81 —x 0650
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81—x0816

81-x 0820
81-x 0825

81 ~x 0830

81—-x0835

81 —x 0840
81 —x 0845
81 —x 0850

- 81—x0855
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(81 —x 3816)
- (81-x3820)

(81—-x3825)

" (81 —x 3830) |

(81—x3835)
(81 —x 3840) |
(81 —x3845)
(81 —x3850)
(81 —x 3855)

the table below
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81 —x 1016
81-><1020
Bl —x1025

_Bl_—x 1030

- 81—X%1035

81 —x 1040
81 —x1045
81 —x 1050
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3..The grade of the threads shall be Grade 2 specified in NES D1402 (Metric Threads).
4. The length of the incomplete screw threads shall be, as a rule, of two threads.

5. In case L S S + t, where S is the standard length of the complete screw threads, the threads shall be cut
as far as the underside of the head. In this instance, the length ‘U’ from the junction of the head to the

6. As for the ones surface-treated, the following code number shall be appended after the part number by

end of the complete screw threads shall be, as a rule of three threads including t.

LR

81 —x 4016
81 —x 4020

. 81—x 4025

81 —x 4030

f . .
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81 —x 4035
81 —x 4040
81 —x 4045
81 —x 4050
81 —x 4055

‘Standard material

link of a hyphen __ _
Surface Zinc plating Chrorpium Zinc dust - bhromate
treatment MFZn 5 C MFZn 8 C MFZn 8 G platlng formed film ZnCr - 2
symbol_ 5 A
classification ggnr:tl;i}z | ;fﬁnr;?;}-. fo;uI;I:gh - for for High rust
of use only M 6 M 8 min. resistance ornament resistance M 6

holes.
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7. A.s for the ones marked by ¥, in the Table, they shall be used in such speclal cases as cast iron tappmg

8. As for the ones in parentheses in the Table, they shall not be used in general.
. 9. The shape and size of the head shall be the same as those specified in NES D2111 (Hexagon Bolts).
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