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—‘*"‘* - Nissan Engineering Standard
Standard Parts for Automobiles

D2118 [2000-N}

NES Bolts — Hexagon Head, with Conical spring

D 2118

Revised 2000

Type 1conical spring washer - Type 2 conical spring washer (M6 only)
Trim type head Chamferedend ot end P ’

(Integrated Underhead fillet

Perpendicularity Parallelism

_ Unit; mm
Nominal size _ M6 | M8 M10
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T
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e M. | 1105 | 1325 15.51
Mead _ Basic dinlerls_ion — 5.5 7
Tolerance +0.15
k() M. ] 27 | 38 4.8
* T 5
Wi T s
Min. 0.4
() [Max 10.5

Bolt body Shank
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Tolerance ~0.4

Sascamerson | 40 | 85 cs
Tolerance '
T —os T o7 o8
T e ~os | oa
ool [ |Max [ o4 | o017
deviation 0.17 0.2
|t Max. | 005 | 007 0.09
Type 1 conical spring washer 22 =t% 9.4
T | 1001 | 14502 1.8£0.17
| o: | 8% | = —
Type 2 conical spring washer
z o0r | — —

Applicable Standards: See page 10.
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Nominal length. threaded lenath. and part number

OO —-XO0O00 - X X

_I_____Flefer to Remark 2.

Unit; mm

Nominal size M6 M8 M10

Cham- : Cham- Cham- Cham- .

81-10610 | 81-46610
81-10612 | 81-46612 | 81-10812 |
81-10616 | 81-46616 | 81-10816 | 81-46816 | 81-11016 | 81-14016 | 81-47016
81-10620 | 81-46620 | 81-10820 | 81-46820 | 81-11020 | 81-14020 | 81-47020
81-10625 | 81-46625 | 81-10825 | 81-46825 | 81-11025 | 81-14025 | 81-47005
0.5
81-10630 l 81-46630 | 81-10830 | 81-46830 | 81-11030 | 81-14030 | 81-47030
81-10635 | 81-46635 | 81-10835 | 81-46835 | 81-11035 | 81-14035 | 81-47035
81-10640 | 81-46640 | 81-10840 | 81-46840 | 81-11040 | 81-14040 | 81-47040
Length L 81-10645 l 81-46645 | 81-10845 | 81-46845 | 81-11045 | 81-14045 | 81-47045
(mm) 81-10650 | 81-46650 | 81-10850 | 81-46850 | 81-11050 | 81-14050 | 81-47050
81-10660 | 81-46660 | 81-10860 | 81-46860 | 81-11060 | 81-14060 | 81-47060
81-10670 | 81-46670 | 81-10870 | 81-46870 | 81-11070 | 81-14070 | 81-47070
81-10880 | 81-46880 | 81-11080 | 81-14080 | 81-47080
0.7 81-10890 | 81-46890 81-14090 | 81-47090
81-10800 | 81-46800 81-14000 | 81-47000
81-14002 | 81-47002
81-14004 | 81-47004

Fiémarks: 1. Mechanical properties and material shall be as listed in the table below:

Classification Tensul:/‘;:ength Yield pomt;rP:roof Stress Material standard

Bolt body 4T 70 to 97 HRB NES M 1019: WRCH4R

Conical spring _

2. Surface treatment and washers shall be specified by adding a hyphen (~) and one of the codes,

in the table below, to the end of the part number.

NES M 4040 (Electrolytic zinc plating) NES M 4052 Zinc
chromate organic
Surface treatment Color chromate Olive chromate coatingg

| MFZnsC [ MFZn8G | Znora
Type 1 conical “‘_ 5G
Code [ SPfingwasher | M8andlarger | 16 N/A

Type 2 conical
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Appendix 1 Bolts - Hexagon Head, with Washer
SCOPE: Do not use this Appendix for new designs.

Trimmed type head Wave spring lock washer Type 1 conical spring washer Type 2 conical spring washer
X D1
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Approximately 45°
' ©

Concentricity Perpendicularity Parallelism

Underhead fillet

Unit: mm

Pitch 1.25

17

18.90

10.2
3.5
16.5
16.5

13.7
11.1
9.4

3.5

Geometrical 0.5
deviation : 0.24

0.1
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