Nissan Engineering Standards
Standard Parts for Automobiles

Screws—Machine, Hexagon Head Cross D 2136
Recessed Revised 1996

Underhead fillet

Parallelism

Unit: mm
Nominal diameter M6
Pitch 1.0
Number of cross recess 3
 m | Max. 6.2
Cross recess - Basic dimension 2.26
q(’) +0.55
o
— i
°
-04
Basic dimension 11.3
e 0
Head Tolerance _05
i - ) Basic dimension __4 o
Tolerance +0.15
k'(%) Min. 2.7
dw - (Flat surtace diameter Min.) 9
Shank da(®) Max. 6.8
ds Approx. 53
b | 28 to 25 )
t, - r Max. 0.6
Geometrical | b Max. 0.7 )
deviation t, Max. 0.14
t, Max. .05

Applicable Standards: See Page 5.
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D 2136
1996

Screw length and part number

OO -00000-XX
_l:___Hefer to Remark 7.
Nominal diameter M6
8 83-60608-xx
10 83-60610-xx)
12 0 83-60B72-xx
16 _ 83-60616-xx
0.8
20 83-60620-xx
L | 25 83-60625-xx
mm 30 83-60630-xx
| 35 83-60635-xx
40 0 83-60640-xx
45 -1.0 83-60645-xx
50 83-60650-xx
60 83-60660-xx

Notes ('): q is the gauge penetration depth into the recessed cross.
(°): The dimension k' shall be the distance from the point of e (min.) at the top face side of the bolt head to the
bearing surface.

(°): The dimension da is the diameter of the transitiona! circle where the radius of underhead fillet (r) contacts
the bearing surface.

Remarks: 1.

® N

S

Mechanical properties and material shail conform to the following:

Tensile st th
ensile sireng Hardness Materia! standard

MPa {kgf/mm?}

Steel >392 {40} 70 to 97 HRB NES M 1019: WRCH 4K

The thread shall conform to Grade 2 as specified in NES D 1402 (Metric Screw Thread).

Bolt type

Shape and dimension of recess on top of upset head shall be 1/3k or less in depth f and

the other shape and dimensions may be manufacturers’ options.

The length “x’’ of the incomplete threads, is generally, two threads.

"b” is the standard of the complete thread length. Threads shall be extended to the
underside of the head when L < b + x. In this case, distance ""U” (from the nearest full
thread to the underside of the head) shall normally be three threads and includes “‘x'’.
Unless otherwise shown, the cross recess shall conform to NES D 0026 (Cross Recesses
for Screws).

Surface treatment shall be specified by adding a hyphen (-) and one of the codes listed
below to the end of the part number.

NES M 4040 NES M 4052
Surface Electrolytic zinc plating Zinc chromate organic
treatment Olive chromate coating
MFZn8G ZnCr-2

Code / ZA 5A

Detailed specifications of maéhine screws shall meet the requirements of NES D 2130
(Specification for Machine Screws).

9. The units and numerical values given in { } in this Standard are based on the traditional

unit system and appended for informative reference.

10. Part materials, surface treatment procedures and other items specified in this Standard

shall meet the requirements of NES M 0301 (Substance Use Restrictions).
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