NES

Nominal size M5 i
Pitch 0.8 -
. s
Tolerance -0,
C Basic dimension 9
Tolerance 0.
H Basic dimension “
| D (Plane dia, Min.) 7.2
r o6
K (Max.) 4.8
N(1) Basic dimension +3..51?
Tolerance 8"
S 28~ 15
Length of L that may be fully threaded 30
E Max. 460
(Reference) Min. 440
No. of cross recess 2
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Nissan Engineering Standard

Standard Parts for Automobiles

Screws-Machine,

Hexagon Head Pointed Cross Recess

Nots (*) N shows the depth of the recess cross of the gauge.

Part Numbers

8 84—-60508

10 0 84—60510

12 08 8460512

16 - U 84-60516 |
20 84—605

2 8460525

30 | 84—60530

35 :  84-60535 |
40 | o 84—60540

45 | o 8460545

50 84603550

55

60
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D 2143 |
- Revised 1986

Inclination of
bearing surface

84—-60608
8460610
8460612
84—-60616
84—-60620

84—60625
84—60630
8460635
84—60640
84—60645

8460650
84—60655
8460660

. F - el W -

Unit: mm

M8
1.25

1l

13.7

less than 1°

3.24

+Q .62

84—60810
84—-603812
84--60816
8460820

84—-6082>

84—-60850 -

84—60855
84-60840
84-60845

84—-60850
8460853
8450860

- rur el
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Rm'lu- |
. The mechanical properties and material shall conform to the table below.

Tensile strength |
kg/mm? {N fmm?* } Har#nes: Standard for matenal
T '5“40 139"*} HRB 70 ~ 97 NES M:1019: WRCH 4 K
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- 2. The deviation of the cross recess shail not exceed 6% of the max. value of the stem diameter, and its
. -+ ' raax value shall be 0.4 mm.
R 3. The deviation of thlhea.dlhdlnotexceod:i% ofl:homax. value of C(heo.d diameter).
S 4.'IheacrevthreadsahdlconformtoGndeZt:fNESD1402(Metric’lhunds)

1. 887 is the standard length of the complete
A7 . .e.c.up to the underside of the head. In this instance, the
.7 -7 . ‘. from the underside of the bead shall be usually of three threads including “t".
- 7. Radius shall be formed at the junction of the head, and “r’” in the table shows its max. value.
.. 8. The detailed dimension of the cross rec ess shall conform to NES D 0026 (Cross Recesses for Screws).

9. The following identification number shall be appended to the part number by link of a hyphen (—)}, In
case of conducting surface treatment or using the equivalent to SUS 305 as material.
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. Zinc plated chr Chromate- |
ome zinc organic . Stainless
Color chromate ' Gloss Black plated coatingam | ftt:;{ﬂ belS:ck steel
M = 6 or less m chromate | chromate | chromate M = € or less material
MEFZn5C | MFZa8C | MFZa8G | MFZaSB | MFZnSK | Crl1S |
1 --__-— o8 | 9

Tha shape and damennons of the recess formed on the t.op surface of screw heads may optionally be de-
termined, except that they unfavorably affect ' ’ .
11 . Values and units in { } In tl:m standlrd mpurmantto International System (SI) and are shown for
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