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1. SCOPE

This Standard specifies various types of the retained nuts as specified in NES D 2251 through D
2255. '

-

Remarks 1. The units and numerical values used in this Standard are S| units, and those given in { }
are based on the traditional unit system and appended for informative reference.

2. The materials, surface treatment and the like of the parts specified in this Standard shall
conform to the requirements of NES M 0301.

2. TYPE
The retained nuts are classified into 5 types shown in Table 1 according to their shapes
Table 1
Type Shape of Retainer Remarks: “Elongated hole (Vertical)” and ‘‘Elon-
. gated hole (Horizontal)”” in the shape of

T A | Double fi C lar hol _

ybe orb’s Tanee ouar e the retainer in the table are as shown in
Type B | Single flange Circular hole

L the following diagrams:
Type C | Double flange Elongated hole (Vertical)

. . Elongated hole (Vertical) Elongated hole (Horizontal)
Type D | Single flange | Elongated hole (Horizontal)

Type E | Double flange | Elongated hole (Horizontal) EEE %

3. COMPONENTS AND MATERIALS
The components and materials of the retained nuts shall be as specified in Table 2.

Table 2
Component Standard for Material
Nut NES M 1024; SS400
Retainer NES M 2020: SP120 or NES M 2021: SP220

4. QUALITY

41 Appearance

(1) Each surface of the components of the retained nuts shall be smooth and without cracks, flaws,
burrs, rust or any other detrimental defects that affect performance.

(2) Concerning the finishing of the nuts the roughness of the bearing surface shall be 6.3 umRa as
specified in NES D 0005. The screw portion shall be finished smoothly.

4.2 Capacity

(1) The nut of the retained nut shall not fall off after being wrapped by the retainer.

(2) The retainer shall retain its function until the nut engages with the male screw in the normal
manner.
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Applicable Standards: See on page 3.
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Applicable Standards:

NES D 0005-1991
NES D 1012-1994
NES D 1402-1970
NES M 0301-1995
NES M 1024-1995
NES M 2020-1995

NES M 2021-1995

Surface Roughness

Inspection of Hexagon Head Bolts and Hexagon Nuts
Metric Screw Threads

Substance Use Restrictions

Rolled Steel for General Structure

Cold Rolled Steel Sheets and Strips for Automobiles

Hot Rolled Steel Plates, Sheets and Strip for Automobiles
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