Nissan Engineering Standard
Standard Parts for Automobiles

NES Nuts - Retained, Type A D 2251

Revised 1996

Unit: mm

Nominal Size d M4 M8 M10
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Remarks: 1. The mechanical properties and materials of the components shall conform to the follow-

- Ing:
Proof Load Stress ,
Component MPa {kgf/mm?} M Standard of Material
Nut 392 {40} =30HRC |NES M 1024 : SS400
Retainer — —_ NES M 2020: SP120 or NES M 2021: SP220

2. The screw threads shall conform to Grade 2 of NES D 1402 (Metrfc Screw Threads).
3. The details of the specifications for the nut with a retainer shall be as specified in NES D
2250 (Specifications for Retained Nuts).

4. The units and numerical values used in this Standard are Si units, and those given in { }
are based on the traditional unit system and appended for informative reference.

5. The materials, surface treatment and the like of the parts specified in this Standard shall
conform to the requirements of NES M 0301.

Applicable Standards: NES D 1402-1970 Metric Screw Threads

NES D 2250-1996 Specifications for Retained Nuts

NES M 0301-1995 Substance Use Restrictions

NES M 1024-1995 Rolled Steel for General Structure

NES M 2020-1995 Cold Rolled Steel Sheets and Strips for Automobiles

NES M 2021-1995 Hot Rolled Steel Plates, Sheets and Strips for Automobiles
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