Nissan Engineering Standard
Standard Parats for Automobles

NUTS - SPRING. TYPE A D 2261
Revised 1994

The parts specified in this standard are not recommended components, and must not be used for new
designs.
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G Applicable plate thickness 1.6 ~ 0.7
d

Nominal size of tapping screw, type 1 5
Part number 89-63104 89-63204 89-63105 89-63205

Remarks: 1. The material of the spring nut must be S50CM to S70CM or SK5M as specified in NES M
1121.

2. The spring nut must be processed by quench hardening and tempering, or by
austempering, and the hardness shall be 40 to 50 HRC or equivalent. The nut must be free
from significant decarburization.

3. When an applicable tapping screw is fitted to the spring nut, the nut must not be damaged
at a torque value lower than the level specified below.

Unit: N-cm {kgf-cm}

Nominal size Tightening torque
4 196 {20}
5 392 {40}

Reference standards: See page 2.
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Remarks 4.
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The spring nut must be surface-treated, and surface treatment must be specified by add-
ing a hyphen (-) and one of the codes listed below, to the end of the part number.The

electro-galvanized spring nut must be quickly subjected to hydrogen embrittlement
removal treatment (before performing chromate treatment).

Recommendation Not recommended
Tvoe NES M 4052 NES M 4040 JASO M 605
yP ZnCr-2 MFZn5C Type 3, B

Code number 4

The detailed specifications of the spring nut must be in accordance with NES D 2260.
The values and units enclosed in { } in this standard are based on the conventional unit
system and are appended for reference.

Reference standards: NES D 2260-1994 Specification of Spring Nuts

NES M 1121-1978 Carbon Steel Strip for Springs

NES M 4040-1985 Specification - Zinc Plating and Chromate Films on Iron and
Steel

NES M 4052-1988 Zinc Chromate Organic Coating
JASO M 605-1974 Phosphoric Acid Conversion Coating for lron and Steel
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