N E S

Nissan Engineering Standard

Standard Parts for Automobiles

Washers — Plain

-—— e —

2.

3.
4.

D2311 [1999-N]

D 2311

Revised 1999

D t
d
Unit: mm
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Nominal size Type Parts No. Basic Basic . t
. . Tolerance . . Tolerance
i _ dimension dimension
3 No. 1 89-15433 3.3 ' 8
35 No. 1 89-15437 3.8 4+0.0 o | 0-5
4 | No.t 89-15434 | 45 0 10 ~0.35 —
5 No. 1 89-15{35 5.5 12 [ 0.8
. No. 1 89-15436 6.5 14 | 0 1.0
No. 2 89-15536 ' +0.25 —0.4
| No. 1 89-15438 0 18 1.6
8 No.2 89-15538 85 2.3
0 . No. 1 89-15440 05 16
89-15540 | 0
89-15442 - _os 2.3
o 89-15542 125 +0.3 32
a 89-15444 0 o 26
89-15544 30
. 89-15446 - 2.6
s 89-15546 o o 3.0
89-16448 2 B
o m 89-15548 9
N, 8915450 | ) 3.2
_ " 89-15550 - +0.35 06 4.0
o 89-15452 0 3 9
: 89-15552
No.1 |  89-15454 I 4.0
24 No. 2 89-15554 | | 4.5
Remarks: 1. Type No. 1 and No. 2 are standard and large ouiside diameter washers, respectively.

The washer material shall be SP 120 as specified in NES M 2020 or SP 220 as specified in

NES M 2021.

The hardness shall be more than 140 HV.

The washer shall be smooth and free of cracks, flaws, sharp edges, rust, bends, and ec-

centricity.

Applicable Slandards: See page 2.
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5. Washers shall be given surface treaiment, and this suriace treatment shall be specified by
adding a hyphen (-) and one of the codes, shown in the table below, to the end of the part

number.
4
1 — Zinc plating NES M 4040 Zinc chromate
organic coatin
Classification Color chromate Olive chromate P?ES M 40529
MFZn5C MFZn8C MFZn8QG
_ Code 1
Application 6 max. All sizes

6. Inspections shall be made in conformity with stipulations 3, 4 and 5 and of the table.
7. The nominal size is based on the washer Part No. The washer may also be specified by
description, lype, nominal size and surface treatment, in this order.

Example: 89-15444-1A WASHER-PLAIN TYPE1 14 MFZn8C

8. Parts materials, surface treatment and other information in this Standard shall satisfy NES
M 0301 (Substance Use Restrictions).

Applicable Standards: MES M 0301-1999 Substance Use Restrictions
MES M 2020-1998 Hot Rolled Steel Plates, Sheets and Strips for Automo-
biles
MES M 2021-1996 Hot Rolled Steel Plates, Sheets and Strips for Automo-
biles
MES M 4040-1998 Specifications—-Zinc Plating and Chromate Films on lron
and Steel

MES M 4052-1998 Zinc Chromate Organic Coating
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