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Table 1 Washers-Lock, Wave
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Inner diameter d iaht
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The Standard materials of the washer shall be SWRH 57 A and B to SWRH 77 A and B
specified in NES M 1111.

Hardness shall be 40 to 48 HRC and the part shall be free of sngmf cant decarburization.
After compressing the washer three times successively under the test load given in the
above table. The measured free height shall meet the requirements for free height “H”.
Hold the washer between hard ground steel plates and compress under the test load for
more than 24 hours. No cracks or flaws shall appear.

Under the torsion test of the washer, no cut nor crack shall be produced when the twisting

-angle is less than 90°.

Applicable Standards: See page 2.
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. Appendix (Reference) Table 1

Scope: This appendix is provided for reference. It must not be used for new designs in the future.

Unit: mm
medameerd | wams m«nesst -
Nominal Test load
diameter oon'presslon
size Basn: Basm Basnc kN {kg

A
o owa w]

Remarks: 1. The Standard materials of the washer shall be SWRH 57 A and B to SWRH 77 A and B
specified in NES M 1111.
Hardness shall be 40 to 48 HRC and the part shall be free of significant decarburization.
After compressing the washer three times successively under the test load given in the ap-
pendix table 1. The measured free height shall meet the requirements for free height "H".
4. Hold the washer between hard ground steel plates and compress under the test load for
more than 24 hours. No cracks or flaws shall appear.
5. Under the torsion test of the washer, no cut nor crack shall be produced when the twisting
_ angle is less than 90°.
6. The washer shall be surface treated. Surface treatment shall be specified by adding a hy-
phen and one of the codes listed below to the end of the part number.
7. The units and numerical values given in { } in this Standard are based on the traditional
unit system and are appended for informative reference.
The details of the washer specification shall conform to NES D 2320.

The parts material, surface treatment, and other factors specified by this Standard shall
conform to NES M 0301 (Substance Use Restrictions).
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