Nissan Engineering Standard
Standard Parts for Automobile

D 2411

NES Rivets-Round Head

Revised 1986

Nominal size > 6

Eccentricity of head
Inclination of bearing surface

a b

2° or less

(Standard
chamfering shape)

Nominal] size 6 8 10 13
Basic size 6 8 10 13
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Part Numbers

4 6-10304 | 6-10404
| 6 6-10306 6-10406 6-10506 6-10606
8 6-10308 6-10408 6-10508 6-10608 6-10808
10 6-10310 6-10410 6-10510 6-10610 6-10810 6-11010
12 6-10312 6-10412 6-10512 6-10612 6-10812 6-11012
14 6-10314 6-10414 6-10514 6-10614 6-10814 6-11014 6-11314
16 6-10316 6-10416 6-10516 6-10616 6-10816 6-11016 6-11316
| 18 6-10318 6-10418 6-10518 6-10618 6-10818 6-11018 6-11318
20 6-10320 6-10420 6-10520 6-10620 6-10820 6-11020 6-11320
L 22 6-10422 6-10522 6-10622 6-10822 6-11022 6-11322
24 6-10424 6-10524 6-10624 6-10824 6-21024 6-11324
mm 26 6-10526 6-10626 6-10826 6-11026 6-11326
28 6-10528 6-10628 6-10828 6-11028 6-11328
30 6-10530 6-10630 6-10830 6-11030 6-11330
32 6-10632 6-10832 6-11032 6-11332
35 6-10635 6-10835 6-11035 6-11335
38 6-10838 6-11038 6-11338
40 6-10840 6-11040 6-11340
45 6-11045 6-11345
50 6-11050 6-11350
85 6-11355
60 6-11360
: +0.4
g 4 0
4 < +0.5 +1.7 1 +0.7\
Tolerance (< 10 0 + 1 (
of L 10 < “+0.6 + 1.8
(H < 20 0 + 1 (
20 < +0.8 +2
+
40 < ] 1 (
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Remarks 1. The hardness of the rivets shall be HRB 45 ~ 75. The standard material of the rivets shall conform to WRCH4K,

NES M 1019 (Wire Rods for Cold Headed Bolts).
2 Standard chamfering angle for the top of rivets of nominal size 6 or larger shall be 15°. Chamfering of 45° may be

specified by the agreement between Buyer and Supplier.
3. The rivets shall be cold forged and then annealed. Shot blasting may apply, if required.
Note( ): Tolerances shown in ( ) shall apply only to the rivets of 45° chamfering for the top shape.
4 Where surface treatment is required, any of the following indices shall be appended after the part number with hyphen

(','_)t

Zinc plating
Color chromate

Surface treatment MFZnSC MFZn8C

Nominal size < 6 Nominal size > 8
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