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PINS-COTTER, SPLIT

- Nominal size

D 2441
Revised 1986

Unit: mm

nmm-nm

mm-mmm
°
tolerance -0.1
- [Stinia mension mmmmm

a (approx)
u (approx)

m-nmm--
25 . s

Dia. of pin hole (Ref) -nmm-nnm

Part Nos.

9-21008
9-21010
9-21012’}
9-21015
9-21018
9-21020

+0.8

9-21022
9-21025

+1.2

Remarks:

deviation of contact face.

- L

67

9-21110
9-21112
9-21115
9-21118
9-21120

9-21122
9-21125
9-21130

9-21212
9-21215
9-21218
9-21220

9-21222
9-21225
9-21230
9-21235

89-21320

89-21322
89-21325
89-21330
89-213356
89-21340
89-21345

89-21350
89-21355

9-21420

9-21422
9-21425
9-21430
9-21435
9-21440
9-21445

9-21450
9-21455

9-21530
9-21535
9-21540
9.21545

9-21550
9-21555
9-21560
9-21565

(9-21635)
(9-21640)
(9-216495)

89-21635
89-21640

89-21645

(9-21650)
(9-21655)
(9-21660)
(9-21665)

89-21650
89-21655
89-21660
89-21665

3-21850
9-21835

9-21860
9-218656

9-21870

The nominal size given in parenthesis shall not be used for new design.
The standard material shall be SWRMS ~ 17 of JIS G 3505 (Low Carbon Steel Wire Rods).
The surface shall be smooth and there shall be no excessive flaws, cracks, flashes, burrs or

The hardness shall be HV180 ~ 240 for nominal 1.6, HV160 ~ 220 for nominal 2 ~ 2.5 and HRB
~ 92 for nominal 3 and over.
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9. In case the split cotter pin is bent outside to approximai;e 90° and back repeatedly three times as
shown on the figure below, no crack should be produced. However, the bending radius (r) shall be
almost equal to the nominal diameter.

Fig.
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“d” shall be the value measured between the pointed end and L/2.
The head should not remarkably inclined to the center of axis.
When galvanized, the identification number shall be appended to the part number by link of a

hyphen (-).
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9. The inspection shall satisfy 3~8 in Remarks and above table.
10. The split cotter pins shall be designated by part number, which may be supplemented wit*

appellation, nominal size, length and surface treatment in the order given.
Example: 9-21125-2A PIN-COTTER, SPLIT 2 X 25 MFZn8G
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