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NPCS—MS—IN ~27
MATIONAL PETROCHEMICAL CO, C
STANDARDS RUPTURE DISCS
PAGE 2 0P o
Lt
C
RS Lt GENERAL
ot
E3F
(] s
Eg! 1.1 5COPE
i
(S . - s - - - - ;. 3 Ly
gafl 1.1.1 This standard covers the minimum requirements tor the
9t design, materials, nameplate marking, testing andg
X & .
e shipping of ruptulg dizsc agssemblies.
B
e - - ] . T .-

Ei- 1.1.4 The related standards referred to herein and menticoned
LH . . ) T .
ol helow shalil be of the latest editicens pricr to the date
= . N N ) . .

Zt of the purchasecr’ s enquiry:
czEl
B
- - ANST B 2.1 Pipe threads.
ée
=] - AMNSI B 16.5 Pipe Flanges and Flanged Fittings.
4o
£ | _
% g - ASME Boiler and pressure vegsel code.
-
3
Wa
£
G2 L.1.3 In the event of anv conflict between this standard and
23 data sheets, related standards, codes, etc., the vendor
W should refer the maiter to the purchaser for
;E clarifications and only after obtaining the same should
T3 proceed with the manufacture of the items in guestilon.
1=
LIJ?'
%: 1,1.4 Vendor’s extent of responsiblility ineludes the
A following:
X
g 21 Proper sizing of the rupture disc for the indicated
s service conditions.
<
g
gE bl ConTirmation that the material for fThe disc, vacuunm
3= 5HDDO"t‘ etc., mentioned in purchaser’'s data sheets
i . - X - .
£z are compatible with the fluid anrd 113 operarting
Az Couditions.
.l
-l BIDS
—_
De P ) L , Coa N
Gt 1.2.1 Vendor’s quotation shall include a detailled
oz specification sheet for each rupture disc assembly,
-
Ly - E - - N . -~ N - - L . L
iz i.2,2 Vendor shall vrovide the following information in tne
g5 bids: -
53
[+ 23
S . A T -3 = 3 e 1 3 S . L » — T v % .3 -
W al A detailed dimensional drawing for each rupture disc
ot . . Y . . . . A . .
P assembiv giving the dimensions in miliimeters.
nz Yhere vendor 1s suppling the disc agssemnbly without
- ~ + 3o N . 7 -
ZE flanges, wvendor shall indicate the regquired stud
éq bolt length.
=
[ o
28 b) Detailed sizing procedures used and sizing
&= eatentations for aseh rupbupe disc,
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