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BALLAST WALL WIDTH
AS REQUIRED

(DONE COAT AS DECK
WATERPROOFING DETAIL

COVER PLATE

SCALE  1:10

®STUCK DOWN COVER PLATE
(DONE COAT DECK WTH @
WATERPROOFING \ SEE DETAL 1
(DONE COAT AS DECK
WATERPROOFING DETAIL
(ALL CONCRETE
SURFACES)
VZZZ47772
MAN GIRDERS AND BEARINGS =%

OMITTED FOR CLARITY
CAST IN PVC PROFILE

@ IN 15 X 15 REBATE

SECTION A-A

SCALE  1:10

@ STUCK DOWN WITH @
(DEBONDED WHERE NECESSARY
TO ALLOW RELATIVE MOVEMENT
OF BRIDGE DECK) @ APPLIED TO GAPS AT
ENDS OF PLATE

7™ (8) FIXED DOWN WITH(E)
E@ / CREASED TO ALLOW FOR
Z EXPANSION & CONTRACTION

\/ EFFECTS.

STAINLESS OR GALVANISED
STEEL COVER PLATE WITH ONE
COAT OF WATERPROOFING.
PVC PROFILE CAST IN OVER
FULL LENGTH OF JOINT.

DETAL 1
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JOINTS BETWEEN BALLAST PLATES
SEE DETAIL DRG NO. NR/CN/SD/1281

JOINTS BETWEEN CHANNELS JO
BE CAULKED WITH TAPE AND
CHANNEL FILLED WITH

T

CONTINUOUS 5mm x 75mm
SELF ADHERING FLEXIBLE
NEOPRENE STRIP PROVIDED
AND FIXED TO BALLAST

= PLATES BEFORE BALLAST
PLATES ARE LIFTED INTO FINAL
POSITION.

(DONE COAT APPLIED TO
TOP OF DECK, CHANNEL,
INSIDE OF SHEAR PLATE
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SERIES FOR BALLAST WALL
WATERPROOFING REQUIREMENTS.
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WATERPROOFING TO DECK JOINT

SCALE  1:5

DRAWING No. NR/CIV/SD/1272

WATERPROOFING SCHEDULE

ITEM DESCRIPTION

1 SPRAYED MEMBRANE : LIQUID
APPLIED ACRYLIC 1.5mm THICK
2 POLYURETHANE SEALANT
(COMPATIBLE WITH 1)

3 HAND APPLIED MEMBRANE: LIQUID
APPLIED ACRYLIC 1.5mm THICK
4 ADHESIVE (COMPATIBLE WITH 1)
5 PROTECTVE BOARDS OR SHEET.
G.R.C. SHEETS.

6 CONTACT ADHESIVE: SEE SPEC.

7 RUBBER BITUMEN LIQUID.
8 FLEXIBLE P.V.C. SHEET 1.5mm
THICK.
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