Network Rail

T Network Rail Standards = . \ B

The following information is associated with Network Rail Standard:
NR CIV/SD/1418 Rev B

Additional Content Access
Click the link below to access CAD version of this drawing.

CAD Drawing
o CIV/SD/1418

If you have any questions, or need assistance, please contact IHS Support

Information accessed via the links above is the property of the Copyright holder

IHS Additional Content Page

Documents

Document Sharing Hub

Copyright Network Rail
Provided by IHS under license with Network Rail Licer on Williamsor 7001, U , albett
No reproduction or networking permitted without license from IHS Not for Resale, 03/27/2016 21:28:24 MDT

Full document details: NR NR-CIV-SD-1418 ISSUE B 2010



http://www.avadocuments.com/doc/nr-nr-civ-sd-1418-issue-b-2010
http://www.avadocuments.com/doc/nr-nr-civ-sd-1418-issue-b-2010

SHI WOy 8suad1| Inoynm papiwiad Bupomiau Jo uoonpoidal oN

0LOZ 9 3NSSI 8L7L-AS-AID-UN YN :S|e1dp Juswnaop |ing

DRAWING No. NR/CIV/SD/1418

NOTES
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/TOP DOUBLER AS REQUIRED I 1. | REFER TO DRAWING NO. NR/CIV/SD/1410 FOR
NOTES.

2.| MAN GIRDER OVERHANG FROM CENTRE OF

BEARING (AND CONCRETE) TO BE LIMITED TO

ENSURE VERTICAL MOVEMENT OF THE DECK IS

WITHIN THE LIMITS SPECIFIED IN THE DESIGN

CODES LISTED ON NR/CN/SD/1404.

3. | REFER TO DRAWING NR/CIV/SD/1404 FOR
ASSUMED MAIN GIRDER DIMENSIONS.

FOR DETAILS OF CROSS GIRDER / U-FRAME
SPACINGS AND POSITION CONSTRAINTS REFER

TO DRAWING NR/CIV/SD/1419.

L

ELEVATION DRAWN FOR PARALLEL RIB BRIDGE \
FANNED RIB BRIDGE SIMILAR BOTTOM DOUBLER AS REQUIRED

SHEAR PLATES

SEE NOTE 2_| EFFECTIVE SPAN CENTRE TO CENTRE OF BEARINGS (30m MAX.) | SEE NOTE 2
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AS REQUIRED REFER TO
DRAWING NR/CIV/SD/1900
FOR BOLT DETALS
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