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MINIMUM 1NO. ROW OF SHEAR STUDS
TO BE PROVIDED WHERE POSSIBLE,

ENSURING MIN. 50mm CLEARANCE

BETWEEN STUD HEADS.

SCALE  1:10

 MAN GIRDER

i MAN GIRDER

FLOOR PLATE THICKNESS
VARIES SEE NOTE 2 7 D

STUDS FIXED TO UNDERSIDE OF
FLOOR PLATE OMITTED FOR CLARITY

o o o o O O O O o o o o o o o o o o o o
305 X 305 X 158 UC
o o o o o o O O o o o o o o o o o o o o

2 No ROWS OF 19 DIA. X 100 LONG E
SHEAR STUDS AT 150 MAXIMUM

LONGITUDINAL CENTRES MEASURED

SQUARE TO TRIMMER WEB ON OUTSIDE

FACE OF WEB ONLY

ELEVATION A-A ON TRIMMER GIRDER

SCALE  1:10
50
— q TRIMMER
\ - -
O [ S i n i
s
ﬂl M ‘ o 1( TRIMMER END PLATE_ SHALL
== = I RECIEVE 100% UT AFTER
‘ 3 I MACHINING TO CONFIRM NO
a = i LAMINAR DEFECTS WITHIN
- . I THE THICKNESS OF THE
g PLATE -
19 DA. X 100 LONG SHEAR® | S |G S
STUDS AT A MAXIMUM OF 150 -
C/C LONGITUDINALLY AND I
HORIZONTALLY.
SCALE 110 ELEVATION C—C

SCALE 1:2
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MAIN GIRDER

390

150 WIDE X 70 THICK
MACHINED END BLOCK
X 380 LONG

DRAWING No. NR/CIV/SD/1446

NOTES

1. |REFER TO DRAWING NO. NR/CIV/SD/1430 FOR NOTES

2. | OVERHANG TO BE MINIMISED. MAXIMUM OVERHANG
SHOWN. CONSIDERATION SHALL BE GIVEN TO THE
FLOOR / TRIMMER SKEW NOT BEING EQUAL TO THE
BRIDGE SKEW AND THE DIFFERENCE MADE UP IN THE
ANCILLARY ITEMS, WHERE PRACTICABLE.
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TRIMMER GIRDER DETAILS
SINGLE TRACK

29" STEEL _ELOOR

IRIMMER GIRDER DETAILS
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