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15x15 ACRYLIC

POLYURETHANE SEAL a

PROTECTIVE LAYER

BUTT JOINTED ﬂ

(®) sTUCK DOWN WitH (&)

(DEBONDED WHERE NECESSARY

TO ALLOW RELATIVE MOVEMENT
(DAPPLIED TO GAPS OF BRIDGE DECK)
AT ENDS OF PLATE

BONDED TO PVC
PROFILE CREASED TO ALLOW
FOR EXPANSION &
CONTRACTION EFFECTS.

REFER TO NR/CIV/SD/1800 SERIES
FOR DETAILS OF BALLAST WALL
WATERPROOFING REQUIREMENTS

\mm

L

- MAN

! - - ‘ GIRDER

FLANGE

| I I I

| I I I

| I I I \

| I I I

| I I I

Lo L 1 % S O

I _J _J _J

[ b b ! ACRYLIC MASTIC

! U L | DABS SECURING

} L L | = =~ = = = PROTECTION LAYER

( ( ( (" Y—_—h 1

I Il . I ) ) ) J J
1.5mm THICK e Il . I S S t—= S t—=
SPRAY _\V\ l b . ! MORATR BED IF REQUIRED
APPLIED \ L | ‘

PROTECTIVE BOARDS OR
ACRYLIC lﬁé . a9 < 4 4 SHEET. PROTECTIVE LAYER
MEMBRANE 4 ” 4 v BONDED OR WELDED TO
N “ g 4 " 4 N MEMBRANE
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SCALE 1:10

HYDROPHOBIC PORE LINING IMPREGNANT
WHERE CONCRETE EXPOSED TO
CHLORIDES. REFER TO oN
DRAWING NR/CIV/SD/1480
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PROTECTIVE LAYER
THAT IS RESISTANT TO
UV LIGHT ALONG FULL
LENGTH OF GIRDER.
E.G. PAVING SLABS OR
FRC BOARDS
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FULL MAIN GIRDER
PAINT SYSTEM

PROTECTIVE LAYER TO
200mm ABOVE BALLAST
LEVEL, OVER ACRYLIC
SYSTEM

15x15mm DEEP
POLYEURETANE SEAL
INSTALLED BEFORE
WATERPROOFING
SEE DETAIL 2

7

N

SECTION A-A.

SCALE 1:5

PROTECTVE BOARDS

50mm WIDE BOND y .
BREAKING ADHESIVE ‘Y N

BACKED TAPE.

PVC PROFILE CAST IN OVER
FULL LENGTH OF JOINT.

15mm THICK SPRAY
APPLIED ACRYLIC
MEMBRANE.

PROTECTVE LAYER

MAIN GIRDER WEB

— SLOW CURE
POLYURETHANE
SEALANT.

15mm WIDE BOND
BREAKING ADHESIVE
BACKED TAPE.

SCALE 1:1
(SHOWN FOR 'RIGHT' SIDE OF DECK)
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WATERPROOFING SCHEDULE
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2.
STAINLESS OR GALVANISED 3
STEEL COVER PLATE WITH ONE 4
COAT OF @ WATERPROQFING. 5'

SCALE 1:5 8.

SPRAYED MEMBRANE : LIQUID
APPLIED ACRYLIC 1.5mm THICK
POLYEURATHANE (COMPATIBLE WITH 1)

HAND APPLIED MEMBRANE: LIQUID
APPLIED ACRYLIC 1.5mm THICK

ADHESIVE (COMPATIBLE WITH 1)
PROTECTIVE BOARDS OR SHEET.

CONTACT ADHESIVE
RUBBER BITUMEN LIQUID.
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