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SECTION C-C
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DRAWING No. NR/CIV/SD/1512

INOTES
1. | REFER TO DRAWING NO. NR/CN/SD/1510 FOR
NOTES.

2. | MAIN GIRDER OVERHANG FROM CENTRE OF
BEARING (AND CONCRETE) TO BE LIMITED TO
ENSURE VERTICAL MOVEMENT OF THE DECK IS
WITHIN THE LIMITS SPECIFIED IN THE DESIGN
CODES LISTED ON NR/CIV/SD/1504.

3. | WHERE THE SKEW SPAN AND WIDTH ALLOW,
CROSS GIRDERS MAY BE FANNED. NOTE THAT
FANNING THE CROSS GIRDERS WILL COMPLICATE
THE CONCRETE SOFFIT PROFILE BUT MAY BE
APPROPRIATE FOR NARROWER DECKS WITH LOW
SKEW AND LONG SPANS E.G. A 6 SKEW BRIDGE
6.805m WIDE AND 30m LONG WOULD REQUIRE
ONE SKEW CROSS GIRDER AND THE ADDED
COMPLEXITY OF THE SOFFIT PROFILE WILL BE
OFFSET BY THE REMAINING CROSS GIRDERS ENDS
BEING SQUARE.

4. | FOR CROSS GIRDER AND U—FRAME SPACING
PHILOSOPHY REFER TO TECHNICAL USER MANUAL.

5. | REFER TO DRAWING NR/CIV/SD/1504 FOR
ASSUMED MAIN GIRDER DIMENSIONS.

| ELEMENT POTENTIALLY UNSTABLE DURING
. TRANSPORTATION OR IN TEMPORARY CONDITION.
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