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C/L BEARING
STIFFENER

SHEAR STUDS
AS REQUIRED

TOP DOUBLER
/AS REQUIRED

EFFECTIVE SPAN CENTRE TO CENTRE OF BEARINGS 30m MAXIMUM

50 MIN.

C/L BEARING
STIFFENER

BOTTOM DOUBLER

AS REQUIRED

9600 MAX C/C WEBS

SHEAR FLATS

SECTIONAL ELEVATION OF MAIN GIRDER A-A

SCALE  1:25

7005 MIN C/C WEBS

9600 MAX C/C WEBS

7005 MIN C/C WEBS

TRIMMER BEARING

TRIMMER BEARING

SECTION B-B

SCALE

1:25

TRIMMER BEARING
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“TRIMMER  BEARING

" END TRIMMER
TRIMMER BEARING

ELEVATION D-D A

SCALE
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TRIMMER  BEARING

TRIMMED CROSS GIRDER
STANDARD CROSS GIRDER
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TRIMMED CROSS GIRDER

TRIMMER BEARING

C/L GIRDER WEB

ight Network Rail

‘ SEE NOTE 2 B C SEE NOTE 2
1200 MAX. 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX CROSS GIRDER CONNECTION
600 MIN* 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN 600 MIN SEE NOTE 3
1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX 1500 MAX U FRAME SPACING
1200 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1000 MIN 1200 MIN SEE NOTE 3
* 600 MIN FOR 25 SKEW
900 MIN FOR 50° SKEW
INTERPOLATE FOR INTERMEDIATE SKEWS PLAN OSEIALES];EOELWORK

TRIMMER BEARING

TRIMMER BEARING

DRAWING No. NR/CN/SD/1513

NOTES | REFER TO DRAWING NO. NR/CIV/SD/1510 FOR
NOTES.

2. | MAIN GIRDER OVERHANG FROM CENTRE OF
BEARING (AND CONCRETE) TO BE LIMITED TO
ENSURE VERTICAL MOVEMENT OF THE DECK IS
WITHIN THE LIMITS SPECIFIED IN THE DESIGN
CODES LISTED ON NR/CIV/SD/1504.

3. | FOR CROSS GIRDER AND U-FRAME SPACING

TO BE CONFIRMED BY DESIGNER
SEE NOTE 4
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BOLT DETAILS
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TO BE DETERMINED BY DESIGNER
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TO BE CONFIRMED BY DESIGNER
SEE NOTE 4

SECTION C-C

SCALE  1:10

4. | REFER TO DRAWING NR/CN/SD/1504 FOR
ASSUMED MAIN GIRDER DIMENSIONS.

5. | REFER T0 DRAWING NR/CN/SD/1536 FOR
TRIMMER BEARING LOCATION. NOTE: TRIMMER
BEARINGS NOT TO BE PLACED DIRECTLY BELOW
THE RAILS.

| ELEMENT POTENTIALLY UNSTABLE DURING
: TRANSPORTATION OR IN TEMPORARY CONDITION.

PHILOSOPHY REFER TO TECHNICAL USER MANUAL.

WALKWAY BRACKET HOLES AS
REQUIRED REFER TO DRAWING
SERIES NR/CN/SD/1900 FOR

TO BE DETERMINED

BY DESIGNER

TO BE DETERMINED

BY DESIGNER
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