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GENERAL

1. THIS STANDARD DRAWING IS TO BE READ IN CONJUNCTION WITH THE
GENERAL NOTES DRAWING NR/CIV/SD/1504 AND THE STEELWORK
GENERAL ASSEMBLY NOTES DRAWING NR/CIV/SD/1510.

MATERIALS AND WORKMANSHIP

2. STEEL GRADE IS TO BE MIN. S355J2+N FOR CROSS GIRDERS,
TRIMMED CROSS GIRDERS, TRANSVERSE RIBS, TRIMMER GIRDER AND
TRIMMER END PLATES.

3. DURING TRIAL ERECTION BOLTS OF IDENTICAL SIZE SHALL BE USED
FOR BOLTING TRIMMED CROSS GIRDERS OR TRANSVERSE RIBS TO
TRIMMERS AND MAIN GIRDERS, AND TIGHTENED (HAND TIGHT) TO
ENSURE FIT UP. IF ANY BOLTS ARE PRE-TENSIONED THESE BOLTS
SHALL NOT BE RE-USED IN THE FINISHED STRUCTURE. BOLTS
PRE-TENSIONED AT TRIAL ERECTION TO BE PAINTED RED BEFORE
DISMANTLING.

OUTSIDE FACE OF MAIN GIRDER
(OR TRIMMER WEB)

DIRECT TENSION INDICATOR TO
BS EN 14399-9.

BOLTS CLASS HR 8.8 AND
NUTS CLASS HR 8 TO BS
EN 14399-3.

DETAIL OF CROSS GIRDER TO MAIN GIRDER BOLTS

AT LEAST ONE WASHER UNDER THE HEAD AND ONE WASHER UNDER
THE NUT SHALL BE PROVIDED.

4 MACHINED SURFACES SHOWN THUS : —/~-

5. END PLATES TO CROSS GIRDERS SHALL BE MACHINED TO FINAL
THICKNESS. THE DIMENSIONS SHOWN ARE THE MINIMUM PLATE
THICKNESS REQUIRED AFTER MACHINING. MACHINING MAY BE REQUIRED
TO ENSURE AN ACCURATE FIT UP BETWEEN THE END PLATE AND THE
SHEAR FLATS WELDED TO THE AS—FABRICATED MAIN GIRDER WEBS.
THE MACHINING MUST ENSURE EACH CROSS GIRDER SUITS THE
GEOMETRY OF THE AS—FABRICATED MAIN GIRDERS.

6. END PLATES TO CROSS GIRDERS SHOULD BE WELDED BEFORE
ATTACHING ANY GUSSET PLATES. SUITABLE SNIPES ARE TO BE
PROVIDED AS REQUIRED.

7. THE FABRICATOR SHALL ENSURE INTERFACES BETWEEN END PLATES
AND SHEAR PLATES ARE IN CONTACT.

8. ALL SHEAR PLATES TO TRANSVERSE RIB FLOOR UNITS AND TRIMMERS
SHALL BE ACCURATELY LOCATED AND TEMPORARILY BOLTED (SEE
NOTE 3) AT THE TRIAL ERECTION, PRIOR TO FINAL WELDING OF THE
SHEAR PLATES TO THE FLOOR UNITS AND TRIMMERS. IT SHALL BE
ENSURED THAT A TIGHT FIT IS ACHIEVED OVER THE FULL LENGTH OF
THE BEARING SURFACES.
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9. TRIMMER END PLATES SHALL BE MACHINED AND FITTED TO MATCH THE 'é\(@{?\"'”
W SOP CROSS GIRDER /SOP TRIMMER

AS—FABRICATED MAIN GIRDER BOTTOM FLANGES TO ENSURE EVEN

SEATING. R\
10. EXPOSED TRMMER ENI HALL BE PROFILED TO A 3mm
RADIUS.

DRAWING No. NR/CIV/SD/1530

11. WHERE A STEEL DECK IS DETALED THE NUMBER OF SHOP BUTT
WELDS SHALL BE MINIMISED AS FAR AS POSSIBLE. LOCATIONS SHALL
BE SUBJECT TO WRITTEN ACCEPTANCE OF THE ENGINEER. REFER TO
DRAWING NR/CN/SD/1525.
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12. DEFINITION OF SKEW:

THE TRIMMER SKEW IS EQUAL TO THE BRIDGE SKEW EXCEPT FOR
THE 25" TO 50" SKEW FLOORS.
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